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NAME 

Intro  -  introduction  to  user-level  library  functions 
DESCRIPTION 

Section  3  describes  user-level  library  routines.  In  this  release,  most  user-library  routines  are  listed  in 
alphabetical  order  regardless  of  their  subsection  headings.  (This  eliminates  having  to  search  through 
several  subsections  of  the  manual.)  However,  due  to  their  special-purpose  nature,  the  routines  from  the  fol¬ 
lowing  libraries  are  broken  out  into  the  indicated  subsections: 

•  The  Lightweight  Processes  Library,  in  subsection  3L. 

•  The  RPC  Services  Library,  in  subsection  3R. 

•  The  System  V  Compatibility  Library,  in  subsection  3V.  This  library  contains  System  V  versions  of 
functions  that  are  not  yet  merged  into  the  standard  Sun  libraries.  To  use  them  functions,  compile  pro¬ 
grams  with  /usr/5bin/cc,  instead  of  /usr/bin/cc. 

The  main  C  library,  /usr/lib/libc.a,  contains  many  of  the  functions  described  in  this  section,  along  with 
entry  points  for  the  system  calls  described  in  Section  2.  This  library  also  includes  the  Internet  networking 
routines  listed  under  the  3N  subsection  heading,  and  routines  provided  for  compatibility  with  other  UNIX 
operating  systems,  listed  under  3C.  Functions  associated  with  the  “standard  I/O  library”  are  listed  under 
3S. 

User-level  routines  for  access  to  data  structures  within  the  kernel  and  other  processes  are  listed  under  3K. 
To  use  these  functions,  compile  programs  with  the  -Ikvm  option  for  the  C  compiler,  cc(lV). 

Math  library  functions  are  listed  under  3M.  To  use  them,  compile  programs  witii  the  the  -Im  cc(lV) 
option. 

Various  specialized  libraries,  the  routines  they  contain,  and  the  compiler  options  needed  to  link  with  them, 
are  listed  under  3X. 

FILES 

/usr/lib/libc.a  C  Library  (2, 3,  3N  and  3C) 

/usrAib/lib*.a  other  “standard”  C  libraries 

/usr/lib/lib*.a  special-purpose  C  libraries 

/usr/5bin/cc 

SEE  ALSO 

cc(lV),  ld(l),  nm(l),  intro(2) 

LIST  OF  UBRARY  FUNCTIONS 


Name 

Appears  on  Page 

Description 

bstring(3) 

bit  and  byte  string  operations 

- 

byteorder(3N) 

convert  values  between  host  and  network  byte  order 

- 

ctime(3) 

convert  date  and  time 

- 

ctype(3) 

character  classification  and  conversion  macros  and  functions 

- 

curses(3X) 

cursor  addressing  and  screen  display  library 

- 

dbm(3X) 

data  base  subroutines 

- 

directory(3) 

directory  operations 

- 

ethers(3N) 

Ethernet  address  mapping  operations 

- 

inet(3N) 

Internet  address  manipulation 

- 

intro(3L) 

introduction  to  the  lightweight  process  library  (LWP) 

- 

uitro(3M) 

introduction  to  mathematical  library  functions 

- 

intro(3R) 

introduction  to  RPC  service  library  and  protocols 

- 

intro(3V) 

introduction  to  System  V  functions 

mp(3X) 

multiple  precision  integer  arithmetic 

- 

ndbm(3) 

data  base  subroutines 

- 

plot(3X) 

graphics  interface 
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- 

rpc(3N) 

- 

string(3) 

- 

termcap(3X) 

- 

values(3) 

- 

xdr(3N) 

crypto 

crypt(3) 

a64I() 

a64l(3) 

abortO 

abort(3) 

abs() 

abs(3) 

addexportentO 

exportent(3) 

addexportentO 

exportent(3) 

addmntentO 

getmntent(3) 

addmntentO 

getmntent(3) 

allocaO 

malloc(3) 

allocaO 

ma]loc(3) 

alphasortO 

scandir(3) 

alphasortO 

scandir(3) 

arc() 

plot(3X) 

asctime( ) 

ctime(3) 

assertO 

assert(3) 

atofO 

strtod(3) 

atoiO 

strtol(3) 

atol() 

strtol(3) 

auditO 

getacinfo(3) 

audit_args() 

audit_args(3) 

audit_text() 

audit  args(3) 

auth_destroy() 

rpc(3N) 

authdes_create() 

rpc(3N) 

authdes_jetcred( ) 

rpc(3N) 

authnon_create( ) 

rpc{3N) 

authuiiix_create( ) 

rpc(3N) 

authunix_create_default( ) 

rpc(3N) 

bcmpO 

bstring(3) 

bcopyO 

bstring(3) 

bindresvportO 

bindresvport(3N) 

bsearch( ) 

bsearch(3) 

bzeroO 

bstring(3) 

callocO 

maIloc(3) 

callrpc( ) 

rpc(3N) 

cbc_crypt() 

des_crypt(3) 

cfree( ) 

malloc(3) 

circle( ) 

plot(3X) 

clearerrO 

ferror(3S) 

cInt_broadcast() 

rpc(3N) 

clnt_call() 

rpc(3N) 

clnt_destroy() 

rpc(3N) 

clnt_freeres() 

rpc(3N) 

clnt_geterr() 

rpc(3N) 

clnt_pcreateerror( ) 

rpc(3N) 

clnt_perrno() 

rpc(3N) 

clnt jperrorf  ) 

rpc(3N) 

clnt_sperrno() 

rpc(3N) 

cInt_sperror( ) 

rpc(3N) 

library  routines  for  remote  procedure  calls 
string  operations 

terminal  independent  operation  routines 

machine-dependent  values 

library  routines  for  external  data  representation 

password  and  data  encrypdon 

convert  between  long  integer  and  base-64  ASCII  string 

generate  a  fault 

integer  absolute  value 

get  exported  file  system  information 

get  exported  file  system  information 

get  file  system  descriptor  file  entry 

get  file  system  descriptor  file  entry 

memory  allocator 

memory  allocator 

scan  a  directory 

scan  a  directory 

graphics  interface 

convert  date  and  time 

program  verification 

convert  string  to  double-precision  number 

convert  string  to  integer 

convert  string  to  integer 

get  audit  control  file  information 

produce  text  audit  message 

produce  text  audit  message 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

bit  and  byte  string  operations 

bit  and  byte  string  operations 

bind  a  socket  to  a  jMivileged  IP  port 

binary  search  a  sorted  table 

bit  and  byte  string  operations 

memory  allocator 

RPC  services  routines 

fast  DES  encryption 

memory  allocator 

graphics  interface 

stream  status  inquiries 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 
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clntraw_create( ) 

rpc(3N) 

clnttcp_create() 

rpc(3N) 

clntudp_create( ) 

rpc{3N) 

clock() 

clock(3C) 

closedirO 

directory(3) 

closelogO 

syslog(3) 

closepK) 

plot(3X) 

cont() 

plot(3X) 

controlO 

getacinfo(3) 

crypto 

crypt(3) 

ctermidO 

ctermid(3S) 

cuseridO 

cuserid(3S) 

dbm_clearerr() 

ndbm(3) 

dbm_close() 

ndbm(3) 

dbm_delete( ) 

ndbm(3) 

dbm_error() 

ndbin(3) 

dbm_fetch() 

ndbm(3) 

dbm_firstkey( ) 

ndbm(3) 

dbm_nextkey() 

ndbm(3) 

dbm_open() 

ndbm(3) 

dbm_store() 

ndbm(3) 

dbminitC ) 

dbm(3X) 

decimal_to_double( ) 

decimal_to_floating(3) 

decimal_to_extended( ) 

decimal_to_floating(3) 

decimal_to_single( ) 

decimal  to  floating(3) 

deleteO 

dbm(3X) 

des_crypt() 

des_crypt(3) 

des_setparity() 

des_crypt(3) 

dn_comp(  ) 

resolver(3) 

dn_expand() 

resolver(3) 

double_to_decimal( ) 

floating_to_decimal(3) 

drand48() 

drand48(3) 

dysize( ) 

ctime(3) 

ecb_crypt() 

des_crypt(3) 

econvert( ) 

econvert(3) 

ecvtO 

ecoDvert(3) 

edataO 

end(3) 

encryptO 

crypt(3) 

end() 

end(3) 

endacO 

getacinfo(3) 

endexportentO 

exportent(3) 

endfsentO 

getfsent(3) 

endgraentO 

getgraent(3) 

endgrentO 

getgrent(3) 

endhostentO 

gethostent(3N) 

endmntentO 

getmntent(3) 

endnetent( ) 

getnetent(3N) 

endnetgrent( ) 

getnetgrent(3N) 

endprotoent( ) 

getprotoent{3N) 

endpwaentO 

getpwaent(3) 

endpwentO 

getpwent(3) 

endserventC ) 

getservent(3N) 

endttyentO 

getttyent(3) 

RPC  SCTvices  routines 

RPC  services  routines 

RPC  services  routines 

report  CPU  time  used 

directory  operations 

control  system  log 

graphics  interface 

graphics  interface 

get  audit  control  file  information 

password  and  data  encryption 

generate  filename  for  terminal 

get  character  Ic^in  name  of  the  user 

data  base  subroutines 

data  base  subroutirtes 

data  base  subroutines 

data  base  subroutines 

data  base  subroutines 

data  base  subroutines 

data  base  subroutines 

data  base  subroutines 

data  base  subroutines 

data  base  subroutines 

convert  decimal  record  to  floating-point  value 

convert  decimal  record  to  floating-point  value 

convert  decimal  record  to  floating-point  value 

data  base  subroutines 

fast  DES  encryption 

fast  DES  encryption 

resolver  routines 

resolver  routines 

convert  floating-point  value  to  decimal  record 

generate  uniformly  distributed  pseudo-random  numbers 

convert  date  and  time 

fast  DES  encryption 

ou^ut  conversion 

ouQ)ut  conversion 

last  locations  in  program 

password  and  data  encryption 

last  locations  in  program 

get  audit  control  file  information 

get  exported  file  system  information 

get  file  system  descriptor  file  entry 

get  group  adjunct  file  entry 

get  group  file  entry 

get  network  host  entry 

get  file  system  descriptor  file  entry 

get  network  entry 

get  network  group  entry 

get  protocol  entry 

get  password  adjunct  file  entry 

get  password  file  entry 

get  service  entry 

get  ttytab  file  entry 
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endusershellO 

getusershell(3) 

erand48() 

drand48(3) 

eraseO 

plot(3X) 

errno() 

perror(3) 

etextO 

end(3) 

ether_aton() 

ethers(3N) 

ether_hostton() 

ethers(3N) 

etherJineO 

ethers(3N) 

ether_ntoa() 

ethers(3N) 

etherjitohostO 

ethers(3N) 

execlO 

execl(3) 

execle( ) 

execl(3) 

execlpO 

execl(3) 

execv( ) 

execl(3) 

execvp( ) 

execl(3) 

exitO 

exit(3) 

exportentO 

exportent(3) 

extended_to_decimal( ) 

floating_to_decimal(3) 

fcloseO 

fclose(3S) 

fconvert( ) 

econvert(3) 

fcvtO 

econvert(3) 

fdate( ) 

fdate{3) 

fdopenO 

fopen(3S) 

feofO 

ferror(3S) 

ferror( ) 

ferror(3S) 

fetchO 

dbm(3X) 

fflushO 

fclose(3S) 

ffsO 

bstring(3) 

fgetcO 

getc(3S) 

fgetgraent( ) 

getgraent(3) 

fgetgrentC) 

getgrent(3) 

fgetpwaentO 

getpwaent(3) 

fgetpwent( ) 

getpwent(3) 

fgctsO 

gets(3S) 

fileO 

getacinfo(3) 

file_to_decimaI() 

string_to_decimal(3) 

filenoO 

ferror(3S) 

firsIkeyO 

dbm(3X) 

floatingpointO 

floatingpoint(3) 

fopenO 

fopen(3S) 

fprintf(  ) 

printf(3S) 

fputcO 

putc(3S) 

fputsO 

puts(3S) 

freadO 

fread(3S) 

free( ) 

malloc(3) 

freopenO 

fopcn(3S) 

fscanfO 

scanf(3S) 

fseek( ) 

fseek(3S) 

rtellO 

fseek(3S) 

rtimeO 

time(3C) 

ftokO 

ftok(3) 

ftw() 

ftw(3) 

func_to_decimal( ) 

string_to_decimal(3) 

get  legal  user  shells 

generate  uniformly  distributed  pseudo-random  numbers 

graphics  interface 

system  error  messages 

last  locations  in  program 

Ethernet  address  mapping  operations 

Ethernet  address  mapping  operations 

Ethernet  address  mapping  operations 

Ethernet  address  mapping  operations 

Ethernet  address  mapping  operations 

execute  a  file 

execute  a  file 

execute  a  file 

execute  a  file 

execute  a  file 

terminate  a  process  after  performing  cleanup 
get  exported  file  system  information 
convert  floating-point  value  to  decimal  record 
close  or  flush  a  stream 
ouq)ut  conversion 
output  conversion 

return  date  and  time  in  an  ASCII  string 

open  a  stream 

stream  status  inquiries 

stream  status  inquiries 

data  base  subroutines 

close  or  flush  a  stream 

bit  and  byte  string  operations 

get  character  or  integer  from  stream 

get  group  adjunct  file  entry 

get  group  file  entry 

get  password  adjunct  file  entry 

get  password  file  entry 

get  a  string  from  a  stream 

get  audit  control  file  information 

parse  characters  into  decimal  record 

stream  status  inquiries 

data  base  subroutines 

IEEE  floating  point  definitions 

open  a  stream 

formatted  output  conversion 
put  character  or  word  on  a  stream 
put  a  string  on  a  stream 
buffered  binary  input/output 
memory  allocator 
open  a  stream 
formatted  input  conversion 
reposition  a  stream 
reposition  a  stream 
get  date  and  time 

standard  inteiprocess  communication  package 
walk  a  file  tree 

parse  characters  into  decimal  record 
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fwritef  ) 

firead(3S) 

gcd() 

mp(3X) 

gconvertO 

econvert(3) 

gcvtO 

econvert(3) 

get() 

getacinfo(3) 

get_myaddress() 

rpc(3N) 

getacdirO 

getacinfo<3) 

getacflgO 

getacinfo<3) 

getacminO 

getacinfo(3) 

getauditflagsbin( ) 

getauditflags(3) 

getauditflagschar( ) 

getauditflags(3) 

getcO 

getc(3S) 

getcharO 

getc(3S) 

getcwdO 

getcwd(3) 

getenvO 

getenv(3) 

getexportentO 

exportent(3) 

getexportoptO 

exportent(3) 

getfauditflagsO 

getfaudflgs(3) 

getfsentO 

getfsent(3) 

getfsfileO 

getfsent(3) 

getfsspecO 

getfsent(3) 

getfstypeO 

getfseiit(3) 

getgraentO 

getgraent(3) 

getgranamO 

getgraent(3) 

getgrentO 

getgrent(3) 

getgrgidO 

getgrent(3) 

getgrnamO 

getgrent(3) 

gethostbyaddrO 

gethostent(3N) 

gethostbynameO 

getbostent(3N) 

gethostentO 

gethostent(3N) 

getloginO 

getlogin(3) 

getmntentO 

getmntent(3) 

getnetbyaddrO 

getnetent(3N) 

getnetbynameO 

getnetent(3N) 

getnetent( ) 

getnetent(3N) 

getnetgrentO 

getnetgrent(3N) 

getnetnameO 

rpc(3N) 

getoptO 

getopt(3) 

getpassO 

getpass(3) 

getprotobyname( ) 

getprotoent(3N) 

getprotobynumber( ) 

getprotoent(3N) 

getprotoentO 

getprotoent(3N) 

getpwO 

getpw(3) 

getpwaentO 

getpwaent(3) 

getpwanamO 

getpwaent(3) 

getpwentO 

getpwent(3) 

getpwnamO 

getpwent(3) 

getpwuidO 

getpwent(3) 

getrpcbynameO 

getrpcent(3N) 

getrpcbynumber( ) 

getrpcent(3N) 

getrpcentO 

getrpcent(3N) 

getsO 

gets(3S) 

getservbynameO 

getservent(3N) 

buffered  binaiy  input/output 

multiple  precision  integer  arithmetic 

output  conversion 

output  conversion 

get  audit  control  file  information 

RPC  services  routines 

get  audit  control  file  information 

get  audit  control  file  information 

get  audit  control  file  information 

convert  audit  flag  specificaticms 

convert  audit  flag  specificaticms 

get  character  or  integer  from  stream 

get  character  or  integer  from  stream 

get  pathname  of  current  working  directory 

return  value  for  environment  name 

get  exported  file  system  information 

get  exported  file  system  information 

generate  (he  process  audit  state 

get  file  system  descriptor  file  entry 

get  file  system  descriptor  file  entry 

get  file  system  descriptor  file  entry 

get  file  system  descriptor  file  entry 

get  group  adjunct  file  entry 

get  group  adjunct  file  entry 

get  group  file  entry 

get  group  file  entry 

get  group  file  entry 

get  network  host  entry 

get  network  host  entry 

get  network  host  entry 

get  login  name 

get  file  system  descriptor  file  entry 

get  network  entry 

get  network  entry 

get  network  entry 

get  network  group  entry 

RPC  services  routines 

get  option  letter  from  argument  vector 

read  a  password 

get  protocol  entry 

get  protocol  entry 

get  protocol  entry 

get  name  from  uid 

get  password  adjunct  file  entry 

get  password  adjunct  file  entry 

get  password  file  entry 

get  password  file  entry 

get  password  file  entry 

get  RPC  entry 

get  RPC  entry 

get  RPC  entry 

get  a  string  from  a  stream 

get  service  entry 
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getservbyportO 

getservent(3N) 

getservent( ) 

getservent(3N) 

getttyent( ) 

getttyent(3) 

getttynamO 

getttyent(3) 

getusershellO 

getusershell(3) 

getwO 

getc(3S) 

getwdO 

getwd(3) 

gmtime() 

ctime(3) 

grpautbO 

pwdaath(3) 

gsignalO 

ssignal(3) 

gttyO 

stty(3Q 

hasmntoptO 

getmntent(3) 

hcreateC) 

hsearch(3) 

hdestroyO 

iisearch(3) 

host2netname() 

rpc(3N) 

hsearchO 

hsearch(3) 

htonlO 

byteorder(3N) 

htonsO 

byteorder(3N) 

indexO 

string(3) 

inet_addr() 

met(3N) 

inet_lnaof() 

inet(3N) 

inet_makeaddr( ) 

inet(3N) 

inet_netof( ) 

inet(3N) 

inet_network() 

inet(3N) 

inet_ntoa() 

inet(3N) 

informationO 

getacinfo(3) 

initgroupsO 

initgroups(3) 

initstateO 

random(3) 

innetgrO 

getnetgrent(3N) 

insqueO 

msque(3) 

isalnumO 

ctype(3) 

isalphaO 

ctype(3) 

isasciiO 

ctype(3) 

isattyO 

ttyname(3) 

iscntrlO 

ctype(3) 

isdigitO 

ctype(3) 

isgraphO 

ctype(3) 

islower( ) 

ctype(3) 

isprintO 

ctype(3) 

ispunctO 

ctype(3) 

issecure( ) 

issecure(3) 

isspaceO 

ctype(3) 

isupperO 

ctype(3) 

isxdigitO 

ctype(3) 

itom() 

mp(3X) 

jrand48() 

drand48(3) 

key_decryptsession( ) 

rpc(3N) 

key_encryptsession( ) 

rpc(3N) 

key_gendes() 

rpc(3N) 

key_setsecret() 

rpc(3N) 

kvm_close() 

kvm_open(3K) 

kvm_j[etcmd() 

kvmjgetu(3K) 

kvm^etprocO 

kvm_nextproc(3K) 

get  service  entiy 

get  service  entry 

get  ttytab  file  entry 

get  ttytab  file  entry 

get  legal  user  shells 

get  character  or  integer  from  stream 

get  current  working  directory  pathnarr^ 

convert  date  and  time 

password  authentication  routines 

software  signals 

set  and  get  terminal  state 

get  file  system  descriptor  file  entry 

manage  hash  search  tables 

manage  hash  search  tables 

RPC  services  routines 

man^e  hash  search  tables 

convert  values  between  host  and  network  byte  order 

convert  values  between  host  and  netwwk  byte  order 

string  operations 

Internet  address  manipulation 

Internet  address  manipulation 

Internet  address  numipulation 

Internet  address  manipulation 

Internet  address  manipulation 

Internet  address  manipulation 

get  audit  control  file  information 

initialize  group  access  list 

routines  for  changing  random  number  generators 

get  network  group  entry 

insert/remove  element  from  a  queue 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

find  name  of  a  terminal 

character  classification  and  conversion  m^ros  and  functions 

character  classification  and  conversion  m«:ros  and  functions 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

indicates  whether  system  is  running  secure 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

character  classification  and  conversion  macros  and  functions 

multiple  precision  integer  arithmetic 

generate  uniformly  distributed  pseudo-random  numbers 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

RPC  services  routines 

specify  a  kernel  to  examine 

get  the  u-area  <»  invocation  arguments  for  a  process 

read  system  process  stroctures 
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kvm_getu() 

kvm_getu(3K) 

kvm_nextproc() 

kvm  nextproc(3K) 

kvm_nIistO 

kvm“nlist(3K) 

kvm_open() 

kvm_open(3K) 

kvm_read() 

kvm_read(3K) 

kvm_setproc( ) 

kvm_nextproc(3K) 

kvm  writeO 

kvm  read(3K) 

164aO 

a64l(3) 

labelO 

plot(3X) 

lcong48() 

drand48(3) 

IdacIoseO 

IdcIose(3X) 

IdabreadO 

Idahread(3X) 

IdaopenO 

Idopen(3X) 

IdcloseO 

ldclose(3X) 

IdfcnO 

ldfcn(3) 

IdfhreadO 

ldfhread(3X) 

IdgetnameO 

ldgetname(3X) 

IdlinitO 

Idlread(3X) 

IdlitemO 

ldIread(3X) 

IdlreadO 

ldlread(3X) 

IdlseekO 

IdIseek(3X) 

IdnlseekO 

ldlseek(3X) 

IdnrseekO 

ldrseek(3X) 

IdnsbreadO 

ldshread(3X) 

IdnsseekO 

ldsseek(3X) 

IdohseekO 

ldohseek(3X) 

ldopen( ) 

ldopen(3X) 

ldrseek( ) 

ldrseek(3X) 

IdsbreadO 

Idshread(3X) 

IdsseekO 

ldsseek(3X) 

IdtbindexO 

ldtbindex(3X) 

IdtbreadO 

]dtbread(3X) 

IdtbseekO 

ldtbseek(3X) 

IfindO 

Isearch(3) 

lineO 

plot(3X) 

linemodO 

plot(3X) 

localtimeO 

ctime(3) 

lockfO 

lockf(3) 

longjmpO 

setjmp(3) 

lrand48() 

drand48(3) 

IsearchO 

lsearcb(3) 

madd() 

mp(3X) 

mallocO 

mall0c(3) 

malloc_debug() 

malloc(3) 

malloc_verify( ) 

malloc(3) 

mdivO 

mp(3X) 

memaUgn( ) 

malloc(3) 

memccpyO 

memory(3) 

memchr( ) 

memory(3) 

memcmp( ) 

memory{3) 

memcpyC ) 

memory(3) 

memory! ) 

memory(3) 

memset( ) 

memory(3) 

get  the  u-area  w  invocation  arguments  for  a  process 
read  system  process  structures 
obtain  kernel  symbol  table  information 
specify  a  kernel  to  examine 

copy  data  to  (h*  from  a  kernel  image  or  mnning  system 
read  system  process  stractures 
copy  data  to  or  from  a  kernel  image  or  mnning  system 
convert  between  long  integer  and  base-64  ASCII  string 
graphics  interface 

generate  uniformly  distributed  pseudo-random  numbers 
close  a  COFF  file 

read  the  archive  header  of  a  member  of  a  COFF  archive  file 

open  a  COFF  file  for  reading 

close  a  COFF  file 

common  object  file  access  routines 

read  the  file  header  of  a  COFF  file 

retrieve  symbol  name  for  COFF  file  symbol  table  entry 

manipulate  line  number  entries  of  a  COFF  file  function 

manipulate  line  number  entries  of  a  COFF  file  function 

manipulate  line  number  entries  of  a  COFF  file  function 

seek  to  line  number  entries  of  a  section  of  a  COFF  file 

seek  to  line  number  entries  of  a  section  of  a  COFF  file 

seek  to  relocation  entries  of  a  section  of  a  COFF  file 

read  an  indexed/named  section  header  of  a  COFF  file 

seek  to  an  indexed/named  section  of  a  COFF  file 

seek  to  the  optional  file  header  of  a  COFF  file 

open  a  COFF  file  for  reading 

seek  to  relocation  entries  of  a  section  of  a  COFF  file 

read  an  indexed/named  section  header  of  a  COFF  file 

seek  to  an  indexed/named  secticm  of  a  COFF  file 

compute  the  index  of  a  symbol  table  entry  of  a  COFF  file 

read  an  indexed  symbol  table  entry  of  a  COFF  file 

seek  to  the  symbol  table  of  a  COFF  file 

linear  search  and  update 

graphics  interface 

graphics  interface 

convert  date  and  time 

advisory  record  locking  on  files 

non-local  goto 

generate  uniformly  distributed  pseudo-random  numbers 

linear  search  and  update 

multiple  precision  integer  arithmetic 

memory  allocator 

memory  allocator 

memory  allocator 

multiple  precision  integer  arithmetic 

memory  allocator 

memory  operations 

memory  operations 

memory  operations 

memory  operations 

memory  operations 

memory  operations 
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mft'ee( ) 

min() 

mkstempO 

mktempO 

moncontrolO 

monitorO 

monstartupO 

moutO 

moveO 

mrand48() 

msubO 

mtox( ) 

mult( ) 

netname2host() 

netname2user() 

nextkeyC ) 

niceO 

nlistO 

nrand48() 

ntohIO 

ntohsO 

oii_exit() 

opendirO 

openlogO 

openplO 

optargO 

optindO 

pauseO 

pcloseO 

perror( ) 

pmap_getmaps() 

pinap_getport() 

pmap_rintcall( ) 

pmap_set() 

pmap_unset() 

pointO 

popenO 

pow() 

prmtf( ) 

prof() 

psignalO 

putcO 

putcbarO 

putenvO 

putpwent( ) 

putsO 

putw() 

pwdauthO 

qsortO 

randO 

randomO 

rcmdO 

re_comp() 
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inp(3X) 

multiple  precision  integer  arithmetic 

nip(3X) 

multiple  precision  integer  arithmetic 

mkte]np(3) 

make  a  unique  file  name 

nikteinp(3) 

make  a  unique  file  name 

monitor(3) 

prepare  execution  profile 

monitor(3) 

prepare  execution  profile 

monitor(3) 

prepare  execution  profile 

mp(3X) 

multiple  precision  integer  arithmetic 

plot(3X) 

graphics  interface 

drand48(3) 

generate  uniformly  distributed  pseudo-random  numbers 

mp(3X) 

multiple  precision  integer  arithmetic 

inp(3X) 

multiple  precision  integer  arithmetic 

mp(3X) 

multiple  precision  integer  arithmetic 

rpc(3N) 

RPC  services  routines 

rpc(3N) 

RPC  services  routines 

dbm(3X) 

data  base  subroutines 

nice(3C) 

change  priority  of  a  process 

nlist(3) 

get  entries  from  name  list 

drand48(3) 

generate  uniformly  distributed  pseudo-random  numbers 

byteorder(3N) 

convert  values  between  host  and  network  byte  order 

byteorder(3N) 

convert  values  between  host  and  network  byte  order 

on_exit(3) 

name  termination  handler 

directory(3) 

directory  operations 

sysIog(3) 

control  system  log 

plot(3X) 

graphics  interface 

getopt(3) 

get  option  letter  from  argument  vector 

getopt(3) 

get  option  letter  from  argument  vector 

pause(3C) 

stop  until  signal 

popen(3S) 

open  OT  close  a  pipe  (few  I/O)  from  or  to  a  process 

perror(3) 

system  error  messages 

rpc(3N) 

RPC  services  routines 

rpc(3N) 

RPC  services  routines 

rpc(3N) 

RPC  services  routines 

rpc(3N) 

RPC  services  routines 

rpc(3N) 

RPC  services  routines 

pIot(3X) 

graphics  interface 

popen(3S) 

open  or  close  a  pipe  (for  I/O)  from  or  to  a  process 

mp(3X) 

multiple  precision  integer  arithmetic 

printf(3S) 

formatted  output  conversion 

prof(3) 

profile  within  a  function 

psignal(3) 

system  signal  messages 

putc(3S) 

put  character  or  word  on  a  stream 

putc(3S) 

put  character  or  word  on  a  stream 

putenv(3) 

change  or  add  value  to  environment 

putpwent(3) 

write  password  file  entry 

puts(3S) 

put  a  string  on  a  stream 

putc(3S) 

put  character  or  word  on  a  stream 

pwdauth(3) 

password  authentication  routines 

qsort(3) 

quicker  sort 

rand(3C) 

simple  random  number  generator 

random(3) 

routines  for  changing  random  number  generators 

rcmd(3N) 

routines  for  returning  a  stream  to  a  remote  command 

regex(3) 

regular  expression  handler 

Last  change:  21  October  1987 


Sun  Release  4.0 


INTROO) 


C  LIBRARY  FUNCTIONS 


INTRO  (3) 


re_exec( ) 

regex(3) 

readdirO 

directory(3) 

reallocl ) 

maIloc(3) 

regexO 

regex(3) 

regexpO 

regexp(3) 

registerrpc( ) 

rpc(3N) 

remexportentO 

exportent(3) 

remqueO 

insque(3) 

res_init() 

resolver(3) 

res_mkquery( ) 

resoIver(3) 

res_send() 

resolver(3) 

resolverO 

resoIver(3) 

rewind!  ) 

fseek(3S) 

rewinddirO 

directory(3) 

rexec( ) 

rexec(3N) 

rindexO 

string(3) 

rpc_createiT() 

rpc(3N) 

rpow() 

mp(3X) 

rresvportO 

rcmd(3N) 

rtimeO 

rtime(3N) 

ruserokf ) 

rcmd(3N) 

scandirO 

scandir(3) 

scanfO 

scanf(3S) 

seconvertO 

econvert(3) 

seed48() 

drand48(3) 

seekdir( ) 

directory(3) 

setacO 

getacinfo(3) 

setbuf( ) 

setbuf(3S) 

setbufferO 

setbuf(3S) 

setegidO 

setuid(3) 

seteuidO 

setuid(3) 

setexportentO 

exportent(3) 

setfsentO 

getfsent(3) 

setgidO 

setuid(3) 

setgraent( ) 

getgraent(3) 

setgrentO 

getgrent(3) 

sethostentO 

gethostent(3N) 

setjmpO 

setjmp(3) 

setkey! ) 

crypt(3) 

setlinebufO 

setbuf(3S) 

setlogmaskO 

sysIog(3) 

setmntentO 

getmntent(3) 

setnetentO 

getnetent(3N) 

setnetgrentC ) 

getnetgrent(3N) 

setprotoent( ) 

getprotoent(3N) 

setpwaentO 

getpwaent(3) 

setpwent( ) 

getpwent(3) 

setpwfUeO 

getpwent(3) 

setrgidO 

setuid(3) 

setruidO 

setuid(3) 

setservent( ) 

getservent(3N) 

setstateO 

random(3) 

setttyent( ) 

getttyent(3) 

tegular  exiuession  handler 

directory  operations 

memory  allocater 

regular  expression  handle 

regular  expression  compile  and  match  routines 

RPC  services  routines 

get  exported  file  system  information 

insert/remove  element  from  a  queue 

resolver  routines 

resolver  routines 

resolver  routines 

resolver  routines 

reposition  a  stream 

directory  operations 

return  stream  to  a  remote  command 

string  operations 

RPC  services  routines 

multiple  precision  integer  arithmetic 

routines  for  returning  a  stream  to  a  remote  command 

get  remote  time 

routines  fm*  returning  a  stream  to  a  remote  command 
scan  a  directory 
formatted  input  conversion 
output  conversion 

generate  uniformly  distributed  pseudo-random  numbers 

directory  operations 

get  audit  control  file  information 

assign  buffering  to  a  stream 

assign  buffering  to  a  stream 

set  user  and  group  ID 

set  user  and  group  ID 

get  exported  file  system  information 

get  file  system  descriptor  file  entry 

set  user  and  group  ID 

get  group  adjunct  file  entry 

get  group  file  entry 

get  network  host  entry 

non-local  goto 

password  and  data  encryption 

assign  buffering  to  a  stream 

control  system  log 

get  file  system  descriptor  file  entry 

get  network  entry 

get  network  group  entry 

get  protocol  entry 

get  password  adjunct  file  entry 

get  password  file  entry 

get  password  file  entry 

set  user  and  group  ID 

set  user  and  group  ID 

get  service  entry 

routines  for  changing  random  number  generators 
get  ttytab  file  entry 
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setuidO 

setuid(3) 

set  user  and  group  ID 

setusershellO 

getusersbell(3) 

get  legal  user  shells 

setvbufO 

setbur(3S) 

assign  buffering  to  a  stream 

sfconvert( ) 

econvert(3) 

output  conversion 

sgconvert( ) 

econvert(3) 

ou^ut  conversion 

sigfpeO 

sigfpe(3) 

signal  handling  for  specific  SIGFPE  codes 

siginterrupK ) 

sigmterrupt(3) 

allow  signals  to  interrupt  system  calls 

signalO 

signal(3) 

simplified  software  signal  facilities 

single_to_decimaI( ) 

floating_to_decimal(3) 

convert  floating-point  value  to  decimal  record 

sleepO 

sleep(3) 

suspend  execution  for  interval 

spaceO 

plot(3X) 

grt^hics  interface 

sprintfO 

printf(3S) 

formatted  output  conversion 

srandO 

rand(3C) 

simple  random  number  generator 

srand48() 

drand48(3) 

generate  uniformly  distributed  pseudo-random  numbers 

srandomO 

randoin(3) 

routines  fm*  changing  random  number  generators 

sscanfO 

scanf(3S) 

formatted  input  conversion 

ssignalO 

ssignal(3) 

software  signals 

storeO 

dbm(3X) 

data  base  subroutines 

strcatO 

string(3) 

string  operations 

strchrO 

string(3) 

string  operations 

strcmp( ) 

string(3) 

string  operations 

strcpyO 

string(3) 

string  operations 

strcspnO 

string(3) 

string  operations 

strdupO 

stnng(3) 

string  operations 

string_to_decimaI(  )(3) 

string_to_decimaI(3) 

parse  charxters  into  decimal  record 

strlenO 

stringO) 

string  operations 

strncatO 

string(3) 

string  operations 

strncmp( ) 

string(3) 

string  operations 

strncpyO 

string(3) 

string  operations 

strpbrkO 

string(3) 

string  operations 

strrchr( ) 

string(3) 

string  operations 

strspnO 

string(3) 

string  operations 

strtodO 

strtod(3) 

convert  string  to  double-precision  number 

strtokO 

string(3) 

string  operations 

strtolO 

strtol(3) 

convert  string  to  integer 

sttyO 

stty(3C) 

set  and  get  terminal  state 

svc_destroy( ) 

rpc(3N) 

RPC  services  routines 

svc_fds() 

rpc(3N) 

RPC  services  routines 

svc_freeargs( ) 

rpc(3N) 

RPC  services  routines 

svcjgetargs( ) 

rpc(3N) 

RPC  services  routines 

svc_getcaller( ) 

rpc(3N) 

RPC  services  routines 

svc_getreq( ) 

rpc(3N) 

RPC  services  routines 

svc_register( ) 

rpc(3N) 

RPC  services  routines 

svc_run( ) 

rpc{3N) 

RPC  services  routines 

svc_sendreply( ) 

rpc(3N) 

RPC  services  routines 

svc_unregister( ) 

rpc(3N) 

RPC  services  routines 

svcerr_auth() 

rpc(3N) 

RPC  services  routines 

svcerr_decode() 

rpc(3N) 

RPC  services  routines 

svcerr_noproc( ) 

rpc(3N) 

RPC  services  routines 

svcerr_noprog( ) 

rpc(3N) 

RPC  services  routines 

svceiT_progvers( ) 

rpc(3N) 

RPC  services  routines 

svcerr_systemerr(  ) 

rpc(3N) 

RPC  services  routines 

svcerr_weakauth( ) 

rpc(3N) 

RPC  services  routines 
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svcfd_create( ) 

rpc(3N) 

RPC  services  routines 

svcraw_create() 

rpc(3N) 

RPC  services  routines 

svctcp_create() 

rpc(3N) 

RPC  services  routines 

svcudp_create() 

rpc(3N) 

RPC  services  routines 

swabO 

swab(3) 

swap  bytes 

sys_eiTllst() 

perror(3) 

system  error  messages 

sys_nerr() 

perror(3) 

system  error  messages 

sys_sigUst() 

psignal(3) 

system  signal  messages 

syslogO 

syslog(3) 

control  system  log 

systemO 

system(3) 

issue  a  shell  command 

tdelete( ) 

tsearcb(3) 

manage  binary  search  trees 

telldirO 

directory(3) 

directory  operations 

tempnamO 

tmpnam(3S) 

create  a  name  for  a  temporary  file 

tfindO 

tsearch(3) 

manage  binaty  search  trees 

tgetentO 

termcap(3X) 

terminal  independent  operation  routines 

tgetflagO 

termcap(3X) 

terminal  independent  operation  routines 

tgetnumO 

termcap(3X) 

terminal  independent  operation  routines 

tgetstrO 

termcap(3X) 

terminal  independent  operation  routines 

tgotoO 

termcap(3X) 

terminal  independent  operation  routines 

time( ) 

time(3C) 

get  date  and  time 

timegmC ) 

ctime(3) 

convert  date  and  time 

timelocalO 

ctime(3) 

convot  date  and  time 

times! ) 

times(3C) 

get  process  times 

timezoneO 

timezone(3C) 

get  time  zone  name  given  offset  from  GMT 

tmpfile() 

tmpfile(3S) 

create  a  temporary  file 

tmpnamO 

tmpnam(3S) 

create  a  name  for  a  temporary  file 

toascii( ) 

ctype(3) 

character  classification  and  conversion  macros  and  functions 

tolower( ) 

ctype(3) 

character  classification  and  conversion  macros  and  functions 

toupperO 

ctype(3) 

character  classification  and  conversion  macros  and  functions 

tputsO 

termcap(3X) 

terminal  independent  operation  routines 

tsearch( ) 

tsearcb(3) 

manage  binary  search  trees 

ttynameO 

ttyname(3) 

find  name  of  a  terminal 

ttysIotO 

ttyslot(3) 

find  the  slot  in  the  utmp  file  of  the  current  process 

twalkO 

tsearch(3) 

manage  binary  search  trees 

tzset() 

ctime(3) 

convert  date  and  time 

tzsetwalK ) 

ctime(3) 

convert  date  and  time 

ualarmO 

ualarm(3) 

schedule  signal  after  interval  in  microseconds 

ulimitO 

uIimit(3C) 

get  and  set  user  limits 

ungetcO 

ungetc(3S) 

push  character  back  into  input  stream 

iiser2netname() 

rpc(3N) 

RPC  services  routines 

usleepO 

usleep(3) 

suspend  execution  for  interval  in  microseconds 

utimeO 

utime(3C) 

set  file  times 

vaUocO 

maUoc(3) 

memory  allocator 

varargsO 

varargs(3) 

handle  variable  argument  list 

vfprintfO 

vprintf(3S) 

print  formatted  output  of  a  varargs  argument  list 

vlimitO 

vilmit(3C) 

control  maximum  system  resource  consumption 

vprintfO 

vprintf(3S) 

print  formatted  output  of  a  varargs  argument  list 

vsprintf! ) 

vprintf(3S) 

print  formatted  output  of  a  varargs  argument  list 

vtimesO 

vtimes(3C) 

get  information  about  resource  utilization 

xdr_accepted_reply( ) 

xdr(3N) 

XDR  functions 

xdr_array() 

xdr(3N) 

XDR  functions 

xdr_authunix_parms( ) 

xdr(3N) 

XDR  functions 

xdr_booI() 

xdr(3N) 

XDR  functions 
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xdr  bytesO 

xdr(3N) 

xdr_caUhdr() 

xdr(3N) 

xdr_canmsg() 

xdr(3N) 

xdr_char() 

xdr(3N) 

xdr_destroy( ) 

xdr(3N) 

xdr_double() 

xdr(3N) 

xdr_enum() 

xdr(3N) 

xdr_float() 

xdr(3N) 

xdr_getpos() 

xdr(3N) 

xdr_inline() 

xdr(3N) 

xtom() 

mp(3X) 

yp_aUO 

ypclnt(3N) 

yp_bind() 

ypclnt(3N) 

ypfirstO 

ypclnt(3N) 

yp_get_default_domain( ) 

ypclnt(3N) 

yp_master() 

ypclnt(3N) 

yp_match() 

ypclnt(3N) 

yp_next() 

ypclnt(3N) 

yp_order( ) 

ypcInt(3N) 

yp_unbind() 

ypclnt(3N) 

yp_update() 

ypupdate(3N) 

ypclntO 

ypclnt{3N) 

yperr_string() 

ypclnt(3N) 

ypprot_eiT() 

ypclnt{3N) 

XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 
XDR  functions 

multiple  precision  integer  arithmetic 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
update  YP  information 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
Yellow  Pages  client  interface 
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NAME 

a641, 164a  -  convert  between  long  integer  and  base-64  ASCII  string 

SYNOPSIS 

long  a641(s) 
char  *s; 

char  *164a(l) 
long  I; 

DESCRIPTION 

These  functions  are  used  to  maintain  numbers  stored  in  base-64  ASCII  characters.  This  is  a  notation  by 
which  long  integers  can  be  represented  by  up  to  six  characters;  each  character  represents  a  “digit”  in  a 
radix-64  notation. 

The  characters  used  to  represent  “digits”  are  for  0,  V’  fw  1,  0  through  9  for  2-11,  A  through  Z  for 
12-37,  and  a  through  z  for  38-63. 

a64I( )  takes  a  pointer  to  a  NULL-terminated  base-64  representation  and  returns  a  corresponding  long  value. 
If  the  string  pointed  to  by  s  contains  more  than  six  characters,  a641()  will  use  the  first  six. 

164a()  takes  a  long  argument  and  returns  a  pointer  to  the  corresponding  base-64  representation.  If  the 
argument  is  0, 164a( )  returns  a  pointer  to  a  NULL  string. 

BUGS 

The  value  returned  by  I64a()  is  a  pointer  into  a  static  buffer,  the  contents  of  which  are  overwritten  by  each 
call. 
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NAME 

abort  -  generate  a  fault 

SYNOPSIS 

abortO 

DESCRIPTION 

abortO  first  closes  all  open  files  if  possible,  then  sends  an  lOT  signal  to  the  process.  This  signal  usually 
results  in  termination  with  a  core  dump,  which  may  be  used  for  debugging. 

It  is  possible  for  abortO  to  return  control  if  SIGIOT  is  caught  or  ignored,  in  which  case  the  value  returned 
is  that  of  the  kiO(2V)  system  call. 

SEE  ALSO 

adb(l),  exit(2),  kill(2V),  signal(3) 

DIAGNOSTICS 

If  SIGIOT  is  neither  caught  nor  ignored,  and  the  current  directory  is  writable,  a  core  dump  is  produced  and 
the  message  ‘abort  -  core  dumped’  is  written  by  the  shell. 
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NAME 

abs  -  integer  absolute  value 

SYNOPSIS 

abs(i) 

inti; 

DESCRIPTION 

abs()  returns  the  absolute  value  of  its  integer  operand. 

SEE  ALSO 

rint(3M)  for  fabs( ) 

BUGS 

Applying  the  abs()  function  to  the  most  negative  integer  generates  a  result  which  is  the  most  negative 
integer.  That  is,  abs(0x80000000)  returns  0x80000000  as  a  result. 
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NAME 

alam  -  schedule  signal  after  specified  time 

SYNOPSIS 

alarm(seconds) 
unsigned  seconds; 

DESCRIPTION 

alarmO  sends  signal  SIGALRM,  see  sigvec(2),  to  the  invoking  process  in  a  number  of  seccmds  given  by 
the  argument.  Unless  caught  or  ignored,  the  signal  terminates  the  process. 

Alarm  requests  are  not  stacked;  successive  calls  reset  the  alarm  clock.  If  the  argument  is  0,  any  alarm 
request  is  canceled.  Because  of  scheduling  delays,  i«sunq>tion  of  execution  of  when  the  signal  is  caught 
may  be  delayed  an  arbitrary  amount  The  longest  specifiable  delay  time  is  2147483647  secmids. 

The  return  value  is  the  amount  of  time  previously  remaining  in  the  alarm  clock. 

SEE  ALSO 

sigpause(2),  sigvec(2),  signal(3),  sleep(3),  ualarm(3),  usleep(3) 
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NAME 

assert  -  program  verification 

SYNOPSIS 

#mclude  <assert.h> 

assert(expression) 

DESCRIPTION 

assert(  )  is  a  macro  that  indicates  expression  is  expected  to  be  true  at  this  point  in  the  program.  It  exits  (see 
exit(2)  with  a  diagnostic  comment  on  the  standard  output  when  expression  is  false  (0).  Compiling  with  the 
cc(lV)  option -DNDEBUG  effectively  deletes  assertO  from  the  prt^ram. 

SEE  ALSO 

cc(lV)  exit(2) 

DIAGNOSTICS 

Assertion  failed:  file  /  line  n 

f  is  the  source  file  and  n  the  source  line  number  of  the  assert( )  statement. 
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NAME 

au(iit_args,  audit_text-  produce  text  audit  message 
SYNOPSIS 

#include  <sys/label.h> 
tinclude  <sys/audith> 

audit_args(eveiit,  argc,  argv) 
int  event; 
int  argc; 
char  ♦♦argv; 

audit_text(event,  error,  retval,  argc,  argv) 

int  event; 

int  error; 

int  retval; 

int  argc; 

char  ♦♦argv; 

DESCRIPTION 

These  functions  provide  text  interfaces  to  the  audit(2)  system  call.  In  both  calls,  the  event  parameter 
identifies  the  event  class  of  the  action,  and  argc  is  the  number  of  strings  found  in  the  vector  argv.  The 
error  parameter  is  used  to  determine  the  failure  or  success  of  the  audited  operation.  A  negative  value  is 
always  audited.  A  zero  value  is  audited  as  a  successful  event  A  positive  value  is  audited  as  an  event 
failure.  The  retval  parameter  is  the  return  value  or  exit  code  that  the  invoking  program  will  have. 

audit_args( )  is  equivalent  to  audit_text( )  with  error  and  retval  parameters  of  -1 . 

SEE  ALSO 

audit(2) 
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NAME 

bindresvport  -  bind  a  socket  to  a  privileged  IP  port 
SYNOPSIS 

#uiclude  <sys/types.h> 

#mclude  <netinet/in.h> 

int  bindresvport(sd,  sin) 
intsd; 

struct  sockaddrjn  «sin; 

DESCRIPTION 

bindresvportO  is  used  to  bind  a  socket  descriptcv  to  a  privileged  IP  port,  that  is,  a  port  number  in  the  range 
0-1023.  The  routine  returns  0  if  it  is  successful,  otherwise  -1  is  returned  and  eirno  set  to  reflect  the  cause 
of  the  error.  This  routine  differs  with  rresvport  (see  rcmd(3N))  in  that  this  works  for  any  IP  socket, 
whereas  rresvport( )  only  works  for  TCP. 

Only  root  can  bind  to  a  privileged  port;  this  call  will  fail  for  any  other  users. 

SEE  ALSO 

rcmd(3N) 
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NAME 

bsearch  -  binary  search  a  sorted  table 

SYNOPSIS 

#mclude  <search.h> 

char  *bsearch  ((char  *)  key,  (char  *)  base,  nel,  sizeof  (*key),  compar) 
unsigned  nel; 
int  (*compar)( ); 

DESCRIPTION 

bsearchO  is  a  binary  search  routine  generalized  from  Knuth  (6.2.1)  Algorithm  B.  It  returns  a  pointer  into 
a  table  indicating  where  a  datum  may  be  found.  The  table  must  be  previously  sorted  in  increasing  order 
according  to  a  provided  comparison  function,  key  points  to  a  datum  instance  to  be  sought  in  the  table. 
base  points  to  the  element  at  the  base  of  the  table,  nel  is  the  number  of  elements  in  the  table,  compar  is  the 
name  of  the  comparison  function,  which  is  called  with  two  arguments  that  point  to  the  elements  being  com¬ 
pared.  The  function  must  return  an  integer  less  than,  equal  to,  or  greater  than  zero  as  accOTdingly  the  first 
argument  is  to  be  considered  less  than,  equal  to,  or  greater  than  the  second. 

EXAMPLE 

The  example  below  searches  a  table  containing  pointers  to  nodes  consisting  of  a  string  and  its  length.  The 
table  is  ordered  alphabetically  on  the  string  in  the  node  pointed  to  by  each  entry. 

This  code  fragment  reads  in  strings  and  either  finds  the  corresponding  node,  in  which  case  it  prints  out  the 
string  and  its  length,  or  it  prints  an  error  message. 
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tinclude  <stdio.h> 

#include  <searchJi> 

#define  TABSIZE  1000 

struct  node  {  I*  these  are  stored  in  the  table  *! 

char  ’^string; 
int  length; 

}; 

struct  node  tabIe[TABSIZE];  I*  table  to  be  searched  */ 


{ 

struct  node  *node_ptr,  node; 

int  node_conipare( );  I*  routine  to  compare  2  nodes  *! 

char  str_space[20];  I*  space  to  read  string  into  */ 


node^tring  =  str_space; 

while  (scanfC  %s",  node.string)  !=  EOF)  { 

node_ptr  =  (struct  node  ♦)bsearch((char  *)(&node), 

(char  ■•')table,  TABSIZE, 
sizeof(struct  node),  node_compare); 
if  (nodejtr  !=  NULL)  { 

(void)printf("string  =  %20s,  length  =  %d\n", 
node_ptr->string,  node_ptr->Iength); 

}  else  { 

(void)printf(”not  found:  %s\n'*,  node^tring); 

} 

} 

} 

I* 

This  routine  compares  two  nodes  based  on  an 
alphabetical  ordering  of  the  string  field. 

*/ 

int 

node_compare(nodel,  node2) 
struct  node  *nodel,  *node2; 

{ 

return  strcmp(nodel— >string,  node2->string); 

} 

NOTES 

The  pointers  to  the  key  and  the  element  at  the  base  of  the  table  should  be  of  type  pointer-to-element,  and 
cast  to  type  pointer-to-character. 

The  conq>arison  functitm  need  not  compare  every  byte,  so  arbitrary  data  may  be  contained  in  the  elements 
in  addition  to  the  values  being  compared 

Although  declared  as  type  pointer-to-character,  the  value  returned  should  be  cast  into  type  pointer-to- 
element. 

SEE  ALSO 

hsearch(3),  lsearch(3),  qsorl(3),  tsearch(3) 
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DIAGNOSTICS 

A  NULL  pointer  is  returned  if  the  key  cannot  be  found  in  the  table. 
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NAME 

bstring,  bcopy,  bcmp,  bzero,  ffs  -  bit  and  byte  string  (q>erations 
SYNOPSIS 

bcopy(bl,  b2,  length) 
char  ♦bl,  *b2; 
int  length; 

int  bcmpCbl,  b2,  length) 
char  *bl,  *b2; 
int  length; 

bzero(b,  length) 
char  *b; 
int  length; 

intfrs(i) 
int  i; 

DESCRIPTION 

The  functions  bcopy,  bcmp,  and  bzero()  cerate  on  variable  length  strings  of  bytes.  They  do  not  check 
for  NULL  bytes  as  the  routines  in  string(3)  do. 

bcopyO  copies  kngth  bytes  from  string  bl  to  the  string  b2.  Overlapping  strings  are  handled  correctly. 

bcmpO  compares  byte  string  bl  against  byte  string  b2,  returning  zero  if  diey  are  ittendcal,  non-zero  other¬ 
wise.  Both  strings  are  assumed  to  be  length  bytes  long.  bcmp( )  of  length  zero  bytes  always  returns  zero. 

bzero  places  length  0  bytes  in  the  string  b. 

ffs  finds  the  first  bit  set  in  the  argument  passed  it  and  returns  the  index  of  that  bit  Bits  are  numbered  start¬ 
ing  at  1  from  the  right  A  return  value  of  zero  indicates  that  the  value  passed  is  zero. 

CAVEAT 

The  bcmp( )  and  bcopyO  routines  take  parameters  backwards  from  strcmp( )  and  strcpy. 

SEE  ALSO 

string(3) 
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NAME 

byteorder,  htonl,  htons,  ntohl,  ntohs  -  convert  values  between  host  and  network  byte  order 
SYNOPSIS 

#include  <sys/types.h> 
finclude  <netinet/in.b> 

netlong  =  htonl(hostIong); 
ujong  netlong,  hostlong; 

netshort  =  htons(hostshort); 
u_short  netshort,  hostshort; 

hostlong  =  ntohl(netlong); 
u_long  hostlong,  netlong; 

hostshort  =  ntohs(netshort); 
u_short  hostshort,  netshort; 

DESCRIPTION 

These  routines  convert  16  and  32  bit  quantities  between  network  byte  order  and  host  byte  order.  On  Sun-2, 
Sun-3  and  Sun-4  systems,  these  routines  are  defined  as  NULL  macros  in  the  include  file  <netinet/in.h>.  On 
Sun386i  systems,  these  routines  are  functional  since  its  host  byte  wder  is  different  from  network  byte 
order. 

These  routines  are  most  often  used  in  conjunction  with  Internet  addresses  and  ports  as  returned  by 
getbostent(3N)  and  getservent(3N). 

SEE  ALSO 

gethostent(3N),  getservent(3N) 
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NAME 

clock  -  repeat  CPU  time  used 

SYNOPSIS 

long  clock  ( ) 

DESCRIPTION 

clockO  returns  the  amount  of  CPU  time  (in  microseconds)  used  since  the  first  call  to  clock.  The  time 
reported  is  the  sum  of  the  user  and  system  times  of  the  calling  process  and  its  terminated  child  processes 
for  which  it  has  executed  watt(2)  or  system(3). 

The  resoluticHi  of  the  clock  is  16.667  milliseconds. 

SEE  ALSO 

wait(2),  system(3),  tunes(3C),  times(3V) 

BUGS 

The  value  returned  by  clock()  is  defined  in  microseconds  to  compatibility  with  systems  that  have  CPU 
clocks  with  much  higher  resolution.  Because  of  this,  the  value  returned  will  wrap  around  after  accumulat¬ 
ing  {»ily  2147  seconds  of  CPU  time  (about  36  minutes). 
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NAME 

ciypt,  _crypt,  setkey,  encrypt  -  password  and  data  encryption 
SYNOPSIS 

char  *crypt(key,  salt) 
char  ♦key,  *salt; 

char  ♦_crypt(key,  salt) 
char  *key,  ♦salt; 

setkey(key) 
char  ♦key; 

encrypt(bIock,  edflag) 
char  ♦block; 

DESCRIPTION 

crypto  is  the  password  encryption  routine,  based  on  the  NBS  Data  Encryption  Standard,  with  variations 
intended  (among  other  things)  to  fhistrate  use  of  hardware  implementations  of  the  DES  for  key  search. 

The  first  argument  to  cryptO  is  normally  a  user’s  typed  password.  The  second  is  a  2-character  string 
chosen  from  the  set  [a-zA-Z0-9y].  Unless  it  starts  with  *##’  or  *#$’,  the  salt  string  is  used  to  perturb  the 
DES  algorithm  in  one  of  4096  different  ways,  after  which  the  password  is  used  as  the  key  to  encrypt  repeat¬ 
edly  a  constant  string.  The  returned  value  points  to  the  encrypted  password,  in  the  same  alphabet  as  the 
salt.  The  first  two  characters  are  the  salt  itself. 

If  the  salt  string  starts  with  *##’,  pwdauth(3)  is  called.  If  pwdauth  returns  TRUE,  the  salt  is  returned  from 
crypt.  Otherwise,  NULL  is  returned.  If  the  salt  string  starts  with  *#$’,  grpauth  (see  pwaudth(3))  is  called. 
If  grpauth  returns  TRUE,  the  salt  is  returned  from  crypt.  Otherwise,  NULL  is  returned.  If  there  is  a  valid 
reason  not  to  have  this  authentication  happen,  calling  _crypt  avoids  authentication. 

The  setkey  and  encrypt  entries  provide  (rather  primitive)  access  to  the  DES  algorithm.  The  argument  of  set- 
key  is  a  character  array  of  length  64  containing  only  the  characters  with  numerical  value  0  and  1.  If  this 
string  is  divided  into  groups  of  8,  the  low-order  bit  in  each  group  is  ignored;  this  gives  a  56-bit  key  which  is 
set  into  the  machine.  This  is  the  key  that  will  be  used  with  the  above  mentioned  algorithm  to  encrypt  or 
decrypt  the  string  block  with  the  function  encrypt. 

The  argument  to  the  encrypt  entry  is  a  character  array  of  length  64  containing  only  the  characters  with 
numerical  value  0  and  1.  The  argument  array  is  modified  in  place  to  a  similar  array  representing  the  bits  of 
the  argument  after  having  been  subjected  to  the  DES  algorithm  using  the  key  set  by  setkey.  If  edflag  is  zero, 
the  argument  is  encrypted;  if  non-zero,  it  is  decrypted. 

SEE  ALSO 

logm(l),  passwd(l),  getpass(3),  pwdauth(3),  passwd(5) 

BUGS 

The  return  value  points  to  static  data  whose  content  is  overwritten  by  etu^h  call. 
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NAME 

ctermid  -  generate  filename  for  terminal 

SYNOPSIS 

#include  <stdio  Ji> 
char  <»ctermid  (s) 
char  *s; 

DESCRIPTION 

ctermidO  generates  the  pathname  of  the  controlling  tmninal  for  the  current  [vocess,  and  stores  it  in  a 
string. 

If  r  is  a  NULL  pointer,  the  string  is  st(»ed  in  an  internal  static  area,  the  contents  of  which  are  overwritten  at 
the  next  call  to  ctermid,  and  the  address  of  which  is  returned.  Otherwise,  s  is  assumed  to  point  to  a  charac¬ 
ter  array  of  at  least  l_ctermid  elements;  the  path  name  is  placed  in  this  array  and  the  value  of  ;r  is  returned. 
The  constant  l_ctermid  is  defined  in  the  <stdio.h>  header  file. 

NOTES 

The  difference  between  ctermid( )  and  ttyname(3)  is  that  ttyname( )  must  be  handed  a  file  descriptor  and 
returns  the  actual  name  of  the  terminal  associated  with  that  file  descriptor,  while  ctermidO  returns  a  string 
(/dev/tty)  that  will  refer  to  the  terminal  if  used  as  a  file  name.  Thus  ttyname(  )  is  useful  only  if  the  process 
already  has  at  least  one  file  open  to  a  terminal.  ctermidO  is  useful  laigely  for  making  code  portable  to 
(non-UNIX)  systems  where  the  current  terminal  is  referred  to  by  a  name  other  than  /dev/tty. 

SEE  ALSO 

ttyiiiame(3) 
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NAME 

ctime,  localtime,  gmtime,  asctime,  dysize,  timelocal,  timegm,  tzset,  tzsetwall  -  convert  date  and  time 

SYNOPSIS 

#include  <time.h> 

struct  tm  ♦localtime(clock) 
long  ♦clock; 

struct  tm  ♦gmtime(clock) 
long  *clock; 

char  ♦asctime(tm) 
struct  tm  *tm; 

char  *ctime(clock) 
long  ♦clock; 

int  dysize(y) 
inty; 

timet  timelocal(tm) 
struct  tm  ♦tm; 

time_t  timegm(tm) 
struct  tm  ♦tm; 

void  tzset( ) 
void  tzsetwallO 
DESCRIPTION 

localtimeO  and  gmtimeO  return  pointers  to  structures  containing  the  time,  broken  down  into  various  com¬ 
ponents  of  that  time  represented  in  a  particular  time  zone.  localtime( )  breaks  down  a  time  specified  by  the 
clockO  argument,  correcting  for  the  time  zone  and  any  time  zone  adjustments  (such  as  Daylight  Savings 
Time).  Before  doing  so,  localtimeO  calls  tzset  (if  tzset  has  not  been  called  in  the  current  process). 
gmtimeO  breaks  down  a  time  specified  by  the  clock()  argument  into  GMT,  which  is  the  time  the  system 
uses. 

asctime  converts  a  time  value  contained  in  a  “tm”  structure  to  a  26-character  string  of  the  form: 

Sun  Sep  16  01:03:52  1973\n\0 

Each  field  has  a  constant  width,  asctime  returns  a  pointer  to  the  string. 

ctimeO  converts  a  long  integer,  pointed  to  by  clock,  to  a  26-character  string  of  the  form  produced  by  asc¬ 
time,  It  first  breaks  down  clock()  to  a  struct  tm  by  calling  localtimeO,  and  then  calls  asctime  to  convert 
that  struct  tm  to  a  string. 

dysize  returns  the  number  of  days  in  the  argument  year,  either  365  or  366. 

timelocalO  and  timegm()  convert  the  time  specified  by  the  tm  argument  to  a  time  value  that  represents 
that  time  expressed  as  the  number  of  seconds  since  Jan.  1,  1970,  00:00,  Greenwich  Mean  Time.  timelo¬ 
calO  converts  a  struct  tm  that  represents  local  time,  correcting  for  the  time  zone  and  any  time  zone  adjust¬ 
ments  (such  as  Daylight  Savings  Time).  Before  doing  so,  timelocalO  calls  tzset  (if  tzset  has  not  been 
called  in  the  current  process).  timegm( )  converts  a  struct  tm  that  represents  GMT. 

tzset  uses  the  value  of  the  environment  variable  TZ  to  set  time  conversion  information  used  by  iocaltime( ). 
If  TZ  is  absent  from  the  environment,  the  best  available  approximation  to  local  wall  clock  time  is  used  by 
localtimeO.  If  TZ  appears  in  the  environment  but  its  value  is  a  NULL  string,  Greenwich  Mean  Time  is 
used;  if  TZ  appears  and  begins  with  a  slash,  it  is  used  as  the  absolute  pathname  of  the  tzfile-format  (see 
tzfile(5))  file  from  which  to  read  the  time  conversion  information;  if  TZ  appears  and  begins  with  a  character 
other  than  a  slash,  it  is  used  as  a  pathname  relative  to  a  system  time  conversion  information  directory. 
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tzsetwall  sets  things  up  so  that  Iocaltime( )  returns  the  best  available  approximation  of  local  wall  clock 
time. 


Declarations  of  all  the  functions  and  externals,  and  the  “tm”  structure,  are  in  the  <time.h>  header  file.  The 
structure  (of  type)  struct  tm  includes  the  following  fields: 


int  tm_sec; 
int  tmmin; 
int  tm_hour; 
int  tmmday; 
int  tm_mon; 
int  tm_year; 
int  tm_wday; 
int  tm_yday; 
int  tmjsdst; 
char  ♦tm_zone; 
long  tm_gmtoif; 


/*  seconds  (0  -  59)  ♦/ 

/*  minutes  (0  -  59)  */ 

/*  hours  (0  -  23)  *1 
I*  day  of  month  (1  -  31)  *! 

I*  month  of  year  (0  •  11)  *1 
/♦year -1900*/ 

/*  day  of  week  (Sunday  =  0)  ♦/ 

/*  day  of  year  (0  -  365)  */ 

/♦  1  if  DST  in  effect  */ 

/*  abbreviation  of  timezone  name  ♦/ 
/♦  offset  from  GMT  in  seconds  */ 


tm_isdst  is  non-zero  if  Daylight  Savings  Time  is  in  effect.  tm_zone  points  to  a  string  that  is  the  name  used 
for  the  local  time  zone  at  the  time  being  converted.  tm_gmtoff  is  the  offset  (in  seconds)  of  the  time 
represented  from  GMT,  with  positive  values  indicating  East  of  Greenwich. 


FILES 

/usr/share/lib/zoneinfo  standard  time  conversion  information  directory 
/usr/share/lib/zoneinfo/localtime 

local  time  zone  file 

SEE  ALSO 

gettimeofday(2),  ctime(3V),  getenv(3),  tlme(3C),  environ(5V),  tzfile(5) 

BUGS 

The  return  values  point  to  static  data,  whose  contents  are  overwritten  by  each  call.  The  tm_zone  field  of  a 
returned  struct  tm  points  to  a  static  array  of  characters,  which  will  also  be  overwritten  at  the  next  call  (and 
by  calls  to  tzset  or  tzsetwall). 
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NAME 

ctype,  isaljAa,  isupper,  islower,  isdigit,  isxdigit,  isalnutn,  isspace,  ispunct,  isprint,  iscntrl,  isascii,  isgraph, 
toupper,  tolower,  toascii  -  character  classification  and  ctmversion  macros  and  functions 

SYNOPSIS 

#include  <ctype.h> 

isalpha(c) 

CHARACTER  CLASSIFICATION  MACROS 

These  macros  classify  ASCII-coded  integer  values  by  table  lookup.  Each  is  a  predicate  returning  nonzero 
for  true,  zero  for  false,  isascii  is  defined  cm  all  integer  values;  the  rest  are  defined  only  where  isascii(c)  is 
true  and  on  die  single  non-ASCII  value  EOF  (see  stdio(3S)). 

isalpha(c)  c  is  a  letter 

isupper(c)  c  is  an  upper  case  letter 

islower(c)  c  is  a  lower  case  letter 

isdigit(c)  c  is  a  digit  [0-9]. 

isxdigit(c)  c  is  a  hexadecimal  digit  [0-9],  [A-F],  or  [a-fj. 

isalnumfc)  c  is  an  alphanumeric  character,  that  is,  c  is  a  letter  or  a  digit 

isspace(c)  c  is  a  space,  tab,  carriage  return,  newline,  vertical  tab,  (v  formfeed 

ispunct(c)  c  is  a  punctuation  character  (neifiier  control  ncv  alphanumeric) 

isprint(c)  c  is  a  printing  character,  code  04(X8)  (space)  through  0176  (tilde) 

iscntrl(c)  c  is  a  delete  character  (0177)  or  ordinary  control  character  (less  than  040). 

isascii(c)  c  is  an  ASCII  chariK;ter,  code  less  than  0200 

isgraph(c)  c  is  a  visible  graphic  character,  code  041  (exclamation  mark)  through  0176  (tilde). 

CHARACTER  CONVERSION  MACROS 

These  macros  perf(»m  simple  conversions  on  single  characters. 

toupper(c)  converts  c  to  its  upper-case  equivalent.  Note:  this  only  wcvks  where  c  is  known  to 

be  a  lower-case  character  to  start  with  (presumably  checked  using  islower). 

tolower(c)  converts  c  to  its  lower-case  equivalent.  Note:  this  only  works  where  c  is  known  to 

be  a  upper-case  character  to  start  with  (presumably  checked  using  isupper). 

toascii(c)  masks  c  with  the  correct  value  so  that  c  is  guaranteed  to  be  an  ASCII  character  in 

the  range  0  through  0x7f. 

DIAGNOSTICS 

If  the  argument  to  any  of  these  m»;ros  is  not  in  the  domain  of  the  function,  the  result  is  undefined. 

SEE  ALSO 

clype(3V),  stdio(3S),  ascii(7) 
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NAME 

curses  -  cursor  addressing  and  screen  display  library 
SYNOPSIS 

cc  [flags  ]  files  -Icurses  ““Itermcap  [  libraries  ] 


DESCRIPTION 

These  routines  give  the  user  a  method  of  updating  screens  with  reasonable  optimization.  They  keep  an 
image  of  the  current  screen,  and  the  user  sets  up  an  image  of  a  new  one.  Then  the  refresh()  tells  the  rou¬ 
tines  to  make  the  current  screen  look  like  the  new  one.  In  order  to  initialize  the  routines,  the  routine 
initscrO  must  be  called  before  any  of  the  other  routines  that  deal  with  windows  and  screens  are  used.  The 
routine  endwinO  should  be  called  before  exiting, 

SEE  ALSO 

tic(8V),  i0Ctl(2),  curses(3V),  getenv(3),  tty(4),  terminfo(5V),  term(5V),  termcap(S) 

Programming  Utilities  and  Libraries 


Curses  Functions 
add€h(cA) 
addstr(5tr) 
hox{winyert,hor) 
cbreakO 
clearO 

c\t2kTo\i{scr,boolf) 

clrtobot( ) 

clrtoeolO 

delchO 

deletelnO 

delwin(wi/i) 

echo() 

endwinO 

eraseO 

fimoyi{win,boolf) 

getchO 

geicwpiname) 

getstr(^tr) 

gettmode( ) 

gtiyx{win,y^) 

inchO 

initscrO 

insch(c) 

insertlnO 

\ez\eo]ii{winj>oolf) 

lon^mieitermbuflriame  ) 

move(y^) 

m\c\xT{lastydastx,rtewy,riewx) 

newwisi(lines,cols,begin_y,begin_x) 

mo 

nocbreakO 
noechoO 
nonlO 
noraw( ) 

overlay  (wini  ,win2  ) 
overwrite(w/rti  ,wm2 ) 
pvmtvf(fnU,argl,arg2, 
raw() 


add  a  character  to  stdscr 

add  a  string  to  stdscr 

draw  a  box  around  a  window 

set  cbreak  mode 

clear  stdscr 

set  clear  flag  for  scr 

clear  to  bottom  on  stdscr 

clear  to  end  of  line  on  stdscr 

delete  a  character 

delete  a  line 

delete  win 

set  echo  mode 

end  window  modes 

erase  stdscr 

set  flush-on-refresh  flag  for  win 

get  a  char  through  stdscr 

get  terminal  capability  name 

get  a  string  through  stdscr 

get  tty  modes 

get  (ypr)  co-ordinates 

get  char  at  current  (y,x)  co-ordinates 

initialize  screens 

insert  a  char 

insert  a  line 

set  leave  flag  for  win 

get  long  name  from  termbuf 

move  to  (y^x)  on  stdscr 

actually  move  cursor 

create  a  new  window 

set  NEWLINE  mapping 

unset  cbreak  mode 

unset  echo  mode 

unset  NEWLINE  mapping 

unset  raw  mode 

overlay  winl  on  win2 

overwrite  winl  on  top  of  winl 

printf  on  stdscr 

set  raw  mode 
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refreshO 
resetty(  ) 
savettyO 

sc2irkyf(fmt,argl  ,arg2, . . .) 

scroll(win) 

scto\\o\i{win,boolf) 

setterm(/iam^) 

standendO 

standout! ) 

subwin(vvi«,Kn^,y,cc>b,^«^m_y,feegm_jc) 

touchline(wmj»5x,ex) 

touchoverlap(wmi  ,win2  ) 

touchwin(>vm) 

unctrl(c/t) 

waddch(>wAi.c/i) 

waddstr(H'm,5/r) 

wclear(wm) 

wclrtobot(wm) 

wclrtoeol(wm) 

wdelch  {win,c) 

wdeleteln(wm) 

werase(w/n) 

wgetch(win) 

wgetstr  {win^tr) 

winch(wi/i) 

winscta  (wm,c) 

winsertln(>v/n) 

wmove(>vm,y^) 

wpTm^^lv{winfmtArgLarg2» . . .) 

wrefresh(m>i) 

y/scmvr{winfint,argl,arg2, . . .) 

wstandend(wm) 

wstandout(mn) 


make  current  screen  look  like  stdscr 

reset  tty  flags  to  stored  value 

stored  current  tty  flags 

scanf  through  stdscr 

scroll  win  one  Une 

set  scroll  flag 

set  term  variables  for  name 

end  standout  mode 

start  standout  mode 

create  a  subwindow 

mark  line  y  sx  through  sy  as  changed 

mark  overlap  of  winl  on  win2  as  changed 

“change**  all  of  win 

printable  version  of  ch 

add  char  to  win 

add  string  to  win 

clear  wm 

clear  to  bottom  of  win 
clear  to  end  of  line  on  win 
delete  char  from  win 
delete  line  from  win 
erase  win 

get  a  char  through  win 

get  a  string  through  wm 

get  char  at  current  (y^)  in  win 

insert  character  into  win 

insert  line  into  win 

set  current  (y^)  co-ordinates  on  win 

printf  on  win 

make  screen  look  like  win 
scanf  through  win 
end  standout  mode  on  win 
start  standout  mode  on  win 
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NAME 

cuserid  -  get  character  login  name  of  the  user 

SYNOPSIS 

#uiclude  <stdioJi> 

char  *cuserid  (s) 
char  *s; 

DESCRIPTION 

cuseridO  generates  a  character-string  lepresentadon  of  the  login  name  that  the  owner  of  the  current  pro¬ 
cess  is  logged  in  under.  If  r  is  a  NULL  pointer,  this  representation  is  generated  in  an  internal  static  area,  the 
address  of  which  is  returned.  Otherwise,  s  is  assumed  to  point  to  an  array  of  at  least  l_cuserid  characters: 
the  representation  is  left  in  this  array.  The  constant  l_cuserid  is  defined  in  the  <stdio.h>  header  file. 

SEE  ALSO 

getlogui(3),  getpwent(3) 

DIAGNOSTICS 

If  the  login  name  cannot  be  found,  cuseridO  returns  a  NULL  pointer;  if  s  is  not  a  NULL  pointer,  a  NULL 
character  will  be  placed  at  s[0]. 
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NAME 

dbm,  dbminit,  dbmclose,  fetch,  store,  delete,  firstkey,  nextkey  -  data  base  subroutines 

SYNOPSIS 

#include  <dbm.h> 

typedef  struct  { 

char  *dptr; 
int  dsize; 

}  datum; 

dbminit(iile) 
char  *iile; 

dbmchtseO 

datum  fetch(key) 
datum  key; 

store(key,  content) 
datum  key,  content; 

delete(key) 
datum  key; 

datum  firstkey( ) 

datum  nextkey(key) 
datum  key; 

DESCRIPTION 

Note:  the  dbm()  library  has  been  superceded  by  ndbm(3),  and  is  now  implemented  using  ndbm. 

These  funcdons  maintain  key/content  pairs  in  a  data  base.  The  functions  will  handle  very  large  (a  billion 
blocks)  databases  and  will  access  a  keyed  item  in  one  or  two  file  system  accesses.  The  functions  are 
obtained  with  the  loader  option  -Idbm. 

keys  and  contents  are  described  by  the  datum  Q^def.  A  datum  specifies  a  string  of  dsize  bytes  pointed  to 
by  dptr.  Arbitrary  binary  data,  as  well  as  normal  ASCII  strings,  are  allowed.  The  data  base  is  stored  in  two 
files.  One  file  is  a  directory  containing  a  bit  map  and  has  .dir  as  its  suffix.  The  second  file  contains  all  data 
and  has  .pag  as  its  suffix. 

Before  a  database  can  be  accessed,  it  must  be  opened  by  dbminit.  At  the  time  of  this  call,  the  files  ^/e.dir 
and  file. pag  must  exist.  (An  empty  database  is  created  by  creating  zero-length  .dir  and  .pag  files.) 

A  database  may  be  closed  by  calling  dbmclose.  You  must  close  a  database  before  opening  a  new  one. 

Once  open,  the  data  stored  under  a  key  is  accessed  by  fetch( )  and  data  is  placed  under  a  key  by  store.  A 
key  (and  its  associated  contents)  is  deleted  by  delete.  A  linear  pass  through  all  keys  in  a  database  may  be 
made,  in  an  (apparendy)  random  order,  by  use  of  firstkeyO  and  nextkey.  firstkeyO  will  return  the  first 
key  in  the  database.  With  any  key  nextkeyO  will  return  the  next  key  in  the  database.  This  code  will 
traverse  the  data  base: 

for  (key  =  firstkey( );  key  .dptr  !=  NULL;  key  =  nextkey(key)) 

SEE  ALSO 

ndbm(3) 

DIAGNOSTICS 

All  functions  that  return  an  int  indicate  errors  with  negative  values.  A  zero  return  indicates  no  error.  Rou¬ 
tines  that  return  a  datum  indicate  errors  with  a  NULL  (0)  dptr. 

BUGS 

The  .pag  file  will  contain  holes  so  that  its  apparent  size  is  about  four  times  its  actual  content  Older  ver¬ 
sions  of  the  UNIX  operating  system  may  create  real  file  blocks  for  these  holes  when  touched.  These  files 
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cannot  be  copied  by  nonnal  means  (cp(I),  cat(lV).  tp(S),  tar(I),  ar(I))  without  filling  in  the  holes. 

dptr  pointers  returned  by  these  subroutines  point  into  static  storage  that  is  changed  by  subsequent  calls. 

The  sum  of  the  sizes  of  a  key/content  pair  must  not  exceed  the  internal  block  size  (currently  1024  bytes). 
Moreover  all  key/content  pairs  that  hash  together  rruist  fit  on  a  single  block.  storeO  will  return  an  mor  in 
the  event  that  a  disk  block  fills  with  insqrarable  data. 

delete( )  does  not  physically  reclaim  file  space,  although  it  does  make  it  available  for  reuse. 

The  order  of  keys  presented  by  firstkeyO  and  nextkeyO  depends  on  a  hashing  function,  not  on  anything 
interesting. 

There  are  no  interlocks  and  no  reliable  cache  flushing;  thus  concurrent  updating  and  reading  is  risky. 
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NAME 

decinial_to_single,  decimal_to_double,  decimal_to_extended  -  convert  decimal  record  to  floating-point 
value 

SYNOPSIS 

#uiclude  <floatingpoiiit.h> 

void  decimal_to_single(px,  pm,  pd,  ps) 
single  *px ; 
decimaI_mode  *pm; 
decimal_record  *pd; 
fp_exception_field_type  *ps; 

void  decimaI_to_double(px,  pm,  pd,  ps) 
double  *px ; 
decimal_mode  *pm; 
decimal_record  *pd; 
fp_exception_fieId_type  ♦ps; 

void  decimal_to_extended(px,  pm,  pd,  ps) 
extended  ♦px ; 
decimal_mode  ♦pm; 
decimaI_record  ♦pd; 
fp_exception_field_type  ♦ps; 

DESCRIPTION 

The  decimal_to_floating()  functions  convert  the  decimal  reccxd  at  *pd  into  a  floating-point  value  at  *px, 
observing  the  modes  specified  in  ♦pm  and  setting  exceptions  in  *ps.  If  there  are  no  IEEE  exceptions,  ♦ps 
will  be  zero. 

pd->sign  and  pd->fpclass  are  always  taken  into  account  pd->exponent  and  pd->ds  are  used  when  pd- 
>fpclass  is  fpjiornud  or  fp_subnormal.  In  these  cases  pd->ds  must  contain  one  or  more  ascii  digits  fol¬ 
lowed  by  a  NULL.  *px  is  set  to  a  correctly  rounded  approximation  to 

(pd->sign)^  (pd->ds)^  10  ♦  ♦  (pd->exponent) 

Thus  if  pd->exponent  ==  —2  and  pd->ds  ==  "1234",  ♦px  will  get  12.34  rounded  to  storage  precision,  pd- 
>ds  cannot  have  more  than  DECIMAL_STRING_LENGTH-1  significant  digits  because  one  character  is 
used  to  terminate  the  string  with  a  NULL.  If  pd->more  !=  0  on  input  then  additional  nonzero  digits  follow 
those  in  pd->ds;  fpjnexact  is  set  accordingly  on  output  in  ♦ps. 

♦px  is  correctly  rounded  according  to  the  IEEE  rounding  modes  in  pm->rd.  *ps  is  set  to  contain 
fp_inexact,fp_underflow,  or  fp_overflow  if  any  of  these  arise. 

pd->ndigits,pm->df,  and  pm->ndigits  are  not  used. 

strtod(3),  scaDf(3),  fscanf(3),  and  sscanf(3)  all  use  decimal_to_double. 

SEE  ALSO 

scanf(3S),  scanf(3V),  strtod(3) 
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NAME 

desjcrypt,  ecb_ciypt,  cbc_crypt,  <les_seQ)arity  -  fast  DES  encryption 
SYNOPSIS 

#mclude  <des_crypt  Ji> 

int  ecb_crypt(key,  data,  datalen,  mode) 

char  ♦key; 

char  ♦data; 

unsigned  datalen; 

unsigned  mode; 

int  cbc_crypt(key,  data,  datalen,  mode,  ivec) 

char  ♦key; 

char  ♦data; 

unsigned  datalen; 

unsigned  mode; 

char  ♦ivec; 

void  des_setparity(key) 
char  ♦key; 

DESCRIPTION 

ecb_crypt()  and  cbc_crypt()  implement  the  NBS  DES  (Data  Encryption  Standard).  These  routines  are 
faster  and  more  general  purpose  than  crypt(3).  They  also  are  able  to  utilize  DES  hardware  if  it  is  available. 
ecb_crypt{)  encrypts  in  ECB  (Electronic  Code  Book)  mode,  which  encrypts  blocks  of  data  independently. 
cbc_crypt()  encrypts  in  CBC  (Cipher  Block  Chaining)  mode,  which  chains  together  successive  blocks. 
CBC  mode  protects  against  insertions,  deletions  and  substitutions  of  blocks.  Also,  regularities  in  the  clear 
text  will  not  t^pear  in  the  cipher  text. 

Here  is  how  to  use  these  routines.  The  first  parameter,  key,  is  the  8-byte  encryption  key  with  parity.  To  set 
the  key’s  parity,  which  for  DES  is  in  the  low  bit  of  each  byte,  use  des_setparity .  The  second  parameter, 
data,  contains  the  data  to  be  encrypted  or  decrypted.  The  third  parameter,  datalen,  is  the  length  in  bytes  of 
data,  which  must  be  a  multiple  of  8.  The  fourth  parameter,  mode,  is  formed  by  OR’ing  together  some 
things.  For  the  encryption  direction  ’or’  in  either  DES  ENCRYPT  or  DES  DECRYPT.  For  software  versus 
hardware  encryption,  ’or’  in  either  DES  HW  or  DES_SW.  If  DES_HW  is  specified,  and  there  is  no  hardware, 
then  the  encryption  is  performed  in  software  and  the  routine  returns  DESERR_NOHWDEVICE.  For 
cbc_crypt,  the  parameter  ivec  is  the  the  8-byte  initialization  vector  for  the  chaining.  It  is  updated  to  the 
next  initialization  vector  upon  return. 

SEE  ALSO 

des(l),  crypt(3) 

DIAGNOSTICS 

DESERR_NONE  No  error. 

DESERR_NOHWDEVICE 

Encryption  succeeded,  but  done  in  software  instead  of  the  requested  hardware. 
DESERR  HWERR  An  error  occurred  in  the  hardware  or  driver. 

DESERR_BADPARAM  Bad  parameter  to  routine. 

Given  a  result  status  stat,  the  macro  DES_FAILED(stat)  is  false  only  for  the  first  two  statuses. 
RESTRICTIONS 

These  routines  are  not  available  for  export  outside  the  U.S. 
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NAME 

directory,  opendir,  readdir,  telldir,  sedcdir,  lewinddir,  closedir  -  directory  operations 
SYNOPSIS 

#include  <$ys/typesJi> 

#inclade  <direDtJi> 

DIR  '»opendir(fileiiame) 
char  ^filename; 

struct  dirent 
*readdir(dirp) 

DIR  *dirp; 

l<mg 

teUdir(dirp) 

DIR  *dirp; 

seekdir(dirp,  loc) 

DIR  *dirp; 
long  loc; 

rewinddir(dirp) 

DIR  *dirp; 

closedir(dirp) 

DIR  *dirp; 

DESCRIPnON 

opendirO  q)ens  the  directory  named  by  filename  and  associates  a  directory  stream  with  it  opendir () 
returns  a  pointer  to  be  used  to  identify  the  directory  stream  in  subsequent  operations.  The  pointer  NULL 
is  returned  if  filename  cannot  be  accessed  or  is  not  a  diiectoy,  or  if  it  cannot  malloc(3)  enough  memory  to 
hold  the  whole  thing. 

readdir(  )  returns  a  pointer  to  the  next  directory  entry.  It  returns  NULL  iqxrn  reaching  the  end  of  the  direc- 
tc»y  or  detecting  an  invalid  seekdirO  operation. 

telldir( )  returns  the  current  location  associated  with  the  named  directory  stream. 

seekdirO  sets  the  position  of  the  next  readdir()  operation  on  die  directory  stream.  The  new  position 
reverts  to  the  one  associated  with  the  directory  stream  when  the  telldir()  operation  was  poformed. 
Values  returned  by  telldir()  are  good  only  for  the  lifetime  of  die  DIR  pointer  from  which  they  are  derived. 
If  the  directory  is  closed  and  then  reopened,  the  telldir(  )  value  may  be  invalidated  due  to  undetected  direc- 
tcuy  compaction.  It  is  safe  to  use  a  previous  telldir()  value  immediately  afro*  a  call  k>  opendirf)  and 
before  any  calls  to  readdir. 

rewinddirO  resets  the  position  of  the  named  directory  stream  to  the  beginning  of  the  directory. 
closedirO  closes  the  named  directory  stream  and  frees  the  structure  associated  with  the  DIR  pointer. 
EXAMPLES 

Sample  code  which  searchs  a  directory  for  entry  “name”  is: 
dirp  =  opendirC*."); 

for  (dp  =  readdir(dirp);  dp  !=  NULL;  dp  =  readdir(dirp)) 
if  (!strcmp(dp>>d_name,  name))  { 
clc^dir  (dirp); 
return  FOUND; 

} 

closedir  (dirp); 
return  NOT_FOUND; 
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NOTES 

The  directoryO  library  routines  now  use  a  new  include  file,  <direntJi>.  This  rq>l^es  the  file, 
<sys/dnrJt>,  used  in  previous  releases.  Furthermore,  with  the  use  of  this  new  file,  the  readdir()  routine 
returns  directcny  entries  whose  stmcture  is  named  struct  dirent  rather  than  struct  direct  as  before.  The 
file,  <sys/dir  Ji>,  is  retained  in  the  current  SunOS  release  for  purposes  of  backwards  soiuve  code  compati¬ 
bility;  fffogrants  which  use  the  directoryO  library  and  the  file,  <S]^dir.h>,  will  continue  to  con:q)ile  and 
run  without  source  code  modifications.  However,  existing  programs  should  convert  to  the  use  of  the  new 
include  file,  <dirent.b>,  as  <sys/dir.h>  will  be  removed  in  a  future  major  release. 

SEE  ALSO 

close(2),  lseek(2),  open(2V),  read(2V),  getwd(3),  maIloc(3),  dir(S) 
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NAME 

drand48,  erand48,  ]rand48,  nrand48,  inrand48,  jrand48,  srand48,  seed48,  lcong48  -  generate  unifonniy  dis¬ 
tributed  pseudo-random  numbers 

SYNOPSIS 

double  drand48( ) 

double  erand48(xsubi) 
unsigned  short  xsubi[3]; 

long  b’and48() 

long  nrand48(xsubi) 
unsigned  short  xsubi[3]; 

long  mrand48() 

long  jrand48(xsubi) 
unsigned  short  xsubi[3]; 

void  srand48(seedval) 
long  seedval; 

unsigned  short  *seed48(seedl6v) 
unsigned  short  seedl6v[3]; 

void  lcong48(param) 
unsigned  short  param[7]; 

DESCRIPTION 

This  family  of  functions  genmtes  pseudo-random  numbers  using  the  well-known  linear  congruential  algo¬ 
rithm  and  48-bit  integer  arithmetic. 

Functions  drand48()  and  drand48()  return  non-negative  double-precision  floating-point  values  uniformly 
distributed  over  the  interval  (0.0, 1.0). 

Functions  drand48()  and  drand48()  return  non-negative  long  integers  uniformly  distributed  over  the 
interval  (0, 2^*). 

Functirats  drand48()  and  drand48()  return  signed  long  integers  uniformly  distributed  over  the  interval 
(-2^\  2^‘). 

Functicms  drand48,  seed48,  and  lcong48()  are  initialization  entry  points,  one  of  which  should  be  invoked 
before  either  drand48,  drand48,  or  drand48()  is  called.  (Although  it  is  not  recommended  practice,  con¬ 
stant  default  initializer  values  will  be  supplied  automatically  if  drand48,  drand48,  or  drand48()  is  called 
without  a  prior  call  to  an  initialization  entry  point)  Functions  drand48,  drand48,  and  drand48()  do  not 
require  an  initialization  entry  point  to  be  called  first 

All  the  routines  work  by  generating  a  sequence  of  48-bit  integer  values,  Xi,  according  to  the  linear 
congruential  formula 

^n+i  =  (a^»+c)mod« 

The  parameter  m  =2^^;  hence  48-bit  integer  arithmetic  is  performed.  Unless  lcong48()  has  been  invoked, 
the  multiplier  value  a  and  the  addend  value  c  are  given  by 

a  =  5DEECE66P  jg  =  273673163155  g 
c  =  B  1(5  =  13  g. 

The  value  returned  by  any  of  the  functions  drand48,  drand48,  drand48,  drand48,  drand48,  or 
drand48()  is  computed  by  first  generating  the  next  48-bit  X,-  in  the  sequence.  Then  the  appropriate 
number  of  bits,  according  to  the  type  of  data  item  to  be  returned,  are  copied  from  the  high-order  Oeftmost) 
bits  of  Xi  and  transformed  into  the  returned  value. 
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The  functions  drand48,  drand48,  and  drand48()  store  the  last  48-bit  X,-  generated  in  an  internal  buffer; 
that  is  why  they  must  be  initialized  prior  to  being  invoked.  The  functions  drand48,  drand48,  and 
drand48()  require  the  calling  program  to  provide  storage  for  the  successive  X,-  values  in  the  array  specified 
as  an  argun^nt  when  the  functions  are  invoked.  That  is  why  these  routines  do  not  have  to  be  initialized; 
the  calling  i^ogram  merely  has  to  place  the  desired  initial  value  of  X;  into  the  array  and  pass  it  as  an  argu¬ 
ment  By  using  different  arguments,  functions  drand48,  drand48,  and  drand48()  allow  separate  modules 
of  a  large  program  to  generate  several  independent  streams  of  pseudo-random  numbers,  that  is,  the 
sequence  of  numbers  in  each  stream  will  not  depend  upon  how  many  times  the  routines  have  been  called  to 
generate  numbers  for  the  other  streams. 

The  initializer  function  drand48( )  sets  the  high-order  32  bits  of  X,-  to  the  32  bits  contained  in  its  argument 
The  low-order  16  bits  of  X;  are  set  to  the  arbitrary  value  330Ei6. 

The  initializer  function  seed48()  sets  the  value  of  X^  to  the  48-bit  value  specified  in  the  argument  array.  In 
addition,  the  previous  value  of  X,-  is  copied  into  a  48-bit  internal  buffer,  used  only  by  seed48,  and  a  pointer 
to  this  buffer  is  the  value  returned  by  seed48.  This  returned  pointer,  which  can  just  be  ignored  if  not 
needed,  is  useful  if  a  program  is  to  be  restarted  from  a  given  point  at  some  future  time  —  use  the  pointer  to 
get  at  and  store  the  last  X;  value,  and  then  use  this  value  to  reinitialize  via  seed48()  when  the  program  is 
restarted. 

The  initialization  function  lcong48( )  allows  the  user  to  specify  the  initial  X-, ,  die  multiplier  value  a ,  and  the 
addend  value  c.  Argument  array  elements  param  [0-2]  specify  Xj ,  parcan  [3-S]  specify  the  multiplier  a ,  and 
param[6\  specifies  the  16-bit  addend  c.  After  lcong48()  has  been  called,  a  subsequent  call  to  either 
drand48()  or  seed48( )  will  restore  the  “standard”  multiplier  and  addend  values,  a  and  c,  specified  on  the 
previous  page. 

SEE  ALSO 

rand(3C) 
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NAME 

econvert,  fconvert,  gconvert,  seconvert,  sfconvert,  sgconvert,  ecvt,  fcvt,  gcvt  -  output  conversion 
SYNOPSIS 

#include  <floatingpoiiit.h> 

char  *econvert(value,  ndigit,  decpt,  sign,  buf) 

double  value; 

int  ndigit,  *decpt,  *sign; 

char  *buf; 

char  *fconvert( value,  ndigit,  decpt,  sign,  buO 

double  value; 

int  ndigit,  *decpt,  *sign; 

char  *buf; 

char  *gconvert(value,  ndigit,  trailing,  buf) 

double  value; 

int  ndigit; 

int  trailing; 

char  *buf; 

char  *seconvert(value,  ndigit,  decpt,  sign,  buO 

single  ♦value; 

int  ndigit,  *decpt,  *sign; 

char  *buf; 

char  ♦sfconvert(value,  ndigit,  decpt,  sign,  buf) 

single  ♦value; 

int  ndigit,  ♦decpt,  ♦sign; 

char  ♦buf; 

char  ♦sgconvert(value,  ndigit,  trailing,  buf) 

single  ♦value; 

int  ndigit; 

int  trailing; 

char  ♦buf; 

char  ♦ecvtC value,  ndigit,  decpt,  sign) 

double  value; 

int  ndigit,  ♦decpt,  ♦sign; 

char  ♦fcvtC value,  ndigit,  decpt,  sign) 

double  value; 

int  ndigit,  ♦decpt,  ♦sign; 

char  ♦gcvt(value,  ndigit,  buf) 
double  value; 
int  ndigit; 
char  ♦buf; 

DESCRIPTION 

econvert( )  converts  the  value  to  a  NULL-terminated  string  of  ndigit  ASCII  digits  in  buf  and  returns  a 
pointer  to  buf.  6w/ should  contain  at  least  ndigit-hl  characters.  The  position  of  the  decimal  point  relative  to 
the  beginning  of  the  string  is  stored  indirectly  through  decpt.  Thus  buf  ==  "314"  and  *decpt  ==  1 
corresponds  to  the  numerical  value  3.14,  while  buf ==  "314"  and  *decpt  ==  -1  corresponds  to  the  numeri¬ 
cal  value  .0314.  If  the  sign  of  the  result  is  negative,  the  word  pointed  to  by  sign  is  nonzero;  otherwise  it  is 
zero.  The  least  significant  digit  is  rounded. 
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fconvert  is  identical  to  econvert,  except  that  the  correct  digit  has  been  rounded  for  Fortran  F-format  output 
with  ndigit  digits  to  the  right  of  the  decimal  point,  ndigit  can  be  negative  to  indicate  rounding  to  the  left  of 
the  decimal  point.  The  return  value  is  a  pointer  to  buf.  buf  should  contain  at  least  310 +max(0, ndigit)  char¬ 
acters  to  accomodate  any  double-precision  value. 

gconvert( )  converts  the  value  to  a  NULL-terminated  ASCII  string  in  buf  and  returns  a  pointer  to  buf.  It  pro¬ 
duces  ndigit  significant  digits  in  fixed-decimal  format,  like  Fortran  F,  if  possible,  and  otherwise  in  floating- 
decimal  format,  like  Fortran  E;  in  either  case  bufis  ready  for  printing,  with  sign  and  exponent.  The  result 
corresponds  to  that  obtained  by 

(void)  sprintf(buf,"%gw.n"  .value) ; 

If  trailing^  0,  trailing  zeros  and  a  trailing  point  are  suppressed.  If  trailing  !=  0,  trailing  zeros  and  a  trailing 
point  are  retained. 

seconvert,  sfconvert,  and  sgconvertO  are  single-precision  versions  of  these  functions,  and  are  more 
efficient  than  the  corresponding  double-precision  versions.  A  pointer  rather  than  the  value  itself  is  passed 
to  avoid  C’s  usual  conversion  of  single-precision  arguments  to  double. 

ecvtO  and  fcvt()  are  obsolete  versions  of  econvertO  and  fconvertO  that  create  a  string  in  a  static  data 
area,  overwritten  by  each  call,  and  return  values  that  point  to  that  static  data.  These  functions  are  therefore 
not  reentrant. 

gcvtO  is  an  obsolete  version  of  gconvert( )  that  always  suppresses  trailing  zeros  and  point. 

IEEE  Infinities  and  NaNs  are  treated  similarly  by  these  functions.  “NaN”  is  returned  for  NaN,  and  “Inf” 
or  “Infinity”  for  Infinity.  The  longer  form  is  produced  when  ndigit  >=  8. 

SEE  ALSO 

printf(3S) 
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NAME 

end,  etext,  edata  -  last  locations  in  program 

SYNOPSIS 

extern  end; 
extern  etext; 
extern  edata; 

DESCRIPTION 

These  names  refer  neither  to  routines  nor  to  locations  with  interesting  crmtents.  The  address  of  etext  is  the 
first  address  above  the  program  text,  edata  above  the  initialized  data  region,  and  end( )  above  the  uninitial¬ 
ized  data  region. 

When  execution  begins,  the  program  break  (the  first  location  beyond  the  data)  coincides  with  end,  but  it  is 
reset  by  the  routines  brk(2),  maIloc(3),  standard  input/output  (stdio(3S)  and  stdio(3V)),  the  profile  (-p) 
option  of  cc(lV),  and  so  on.  Thus,  the  current  value  of  the  program  break  should  be  determined  by 
sbrk(0)(seebrk(2)). 

SEE  ALSO 

cc(lV),  brk(2),  malloc(3),  stdio{3S),  stdio(3V) 
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NAME 

ethers,  ether_ntoa,  etlKr_aton,  ether_ntohost,  ether_hostton,  ether_line  -  Ethernet  address  mapping  opera¬ 
tions 

SYNOPSIS 

#mclude  <sys/types.h> 

#mclude  <sys/socket.h> 

#mclude  <net/ifJi> 
tinclude  <netinet/in.h> 

#mclude  <netinet/if_etber.h> 

char  ♦ 

ether_ntoa(e) 

struct  ether_addr  *e; 

struct  ether_addr  * 
ether_aton(s) 

char  *s; 

ether_ntohost(hostname,  e) 
char  ^hostname; 
struct  ether_addr  *e; 

ether_bostton(hostname,  e) 
char  ^hostname; 
struct  ether_addr  ’"e; 

ether_line(l,  e,  hostname) 
char  *1; 

struct  ether_addr  *e; 
char  ^hostname; 

DESCRIPTION 

These  routines  are  useful  for  mapping  48  bit  Ethernet  numbers  to  their  ASCII  representations  or  their 
corresponding  host  names,  and  vibe  versa. 

The  function  ether_ntoa()  converts  a  48  bit  Ethernet  number  pointed  to  by  e  to  its  standard  ACSII 
representation;  it  returns  a  pointer  to  the  ASCII  string.  The  representation  is  of  the  form:  x‘jc-jc’jc:xix  where 
X  is  a  hexadecimal  number  between  0  and  ff.  The  function  ether_aton( )  converts  an  ASCII  string  in  the 
standard  representation  back  to  a  48  bit  Ethernet  number;  the  function  retiuns  NULL  if  the  string  cannot  be 
scanned  successfully. 

The  function  ether_ntohost( )  maps  an  Ethernet  number  (pointed  to  by  e)  to  its  associated  hostname.  The 
string  pointed  to  by  hostname  must  be  Itmg  enough  to  hold  the  hostname  and  a  NULL  character.  The  func¬ 
tion  returns  zero  upon  success  and  non-zero  upon  failure.  Inversely,  the  function  etber_hostton( )  m^s  a 
hostname  string  to  its  corresponding  Ethernet  number;  the  function  modifies  the  Ethernet  number  pointed 
to  by  e.  The  function  also  returns  zero  upon  success  and  non-zero  upon  failure. 

The  function  etber_Iine( )  scans  a  line  (pointed  to  by  /)  and  sets  the  hostname  and  the  Ethernet  number 
(pointed  to  by  e).  The  string  pointed  to  by  hostname  must  be  long  enough  to  hold  the  hosmame  and  a 
NULL  character.  The  function  returns  zero  upon  success  and  non-zero  upon  failure.  The  format  of  the 
scanned  line  is  described  by  ethers(5). 

FILES 

/etc/ethers  (or  the  Yellow  Pages  maps  ethers.byaddr  and  ethcrs-byname) 

SEE  ALSO 

ethers(5) 
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NAME 

excel,  exeev,  execle,  execlp,  exeevp  -  execute  a  file 
SYNOPSIS 

execKname,  argO,  argl, . . . ,  argn,  (char  «)0) 
char  *name,  ■^argO,  *argl, . . . ,  *argn; 

execv(iiame,  argv) 
char  *name,  *argv[  ]; 

execle(name,  argO,  argl, . argn,  (char  *)0,  envp) 
char  *name,  *argO,  '^argl, ...,  *argn,  *envp[  ]; 

execlp(nanie,  argO,  argl, . . . ,  argn,  (char  *)0) 
char  Kname,  ’^argO,  *argl . *argn; 

execvp(nanie,  argv) 
char  *name,  *argv[  ]; 

extern  char  **environ; 

DESCRIPTION 

These  routines  provide  various  interfaces  to  the  execve( )  system  call.  Refer  to  execve(2)  for  a  description 
of  their  properties;  only  brief  descriptions  are  provided  here. 

exec  in  all  its  forms  overlays  the  calling  process  with  the  named  file,  then  transfers  to  the  entry  point  of  the 
core  image  of  the  file.  There  can  be  no  return  from  a  successful  exec;  the  calling  core  image  is  lost 

The  filename  argument  is  a  pointer  to  the  name  of  the  file  to  be  executed.  The  pointers  arg[0],  arg[l\ . . . 
address  NULL-terminated  strings.  Conventionally  arg  [0]  is  the  name  of  the  file. 

Two  interfaces  are  available.  execl( )  is  useful  when  a  known  file  with  known  arguments  is  being  called; 
the  arguments  to  execl()  are  the  character  strings  constituting  the  file  and  the  arguments;  the  first  argument 
is  conventionally  the  same  as  the  file  name  (or  its  last  component).  A  (char  *)0  argument  must  end  the 
aigument  list  TTie  cast  to  type  char  *  insures  pwtability. 

The  execv( )  version  is  useful  when  the  number  of  arguments  is  unknown  in  advance;  the  arguments  to 
execv( )  are  the  name  of  the  file  to  be  executed  and  a  vector  of  strings  containing  the  arguments.  The  last 
argument  string  must  be  followed  by  a  0  pointer. 

When  a  C  program  is  executed,  it  is  called  as  follows: 

maiii(argc,  argv,  envp) 
int  arge; 

char  ♦*argv,  ♦♦envp; 

where  arge  is  the  aigument  count  and  argv  is  an  array  of  character  pointers  to  the  arguments  themselves. 
As  indicated,  arge  is  conventionally  at  least  one  and  the  first  member  of  the  array  points  to  a  string  contain¬ 
ing  the  name  of  the  file. 

argv  is  directly  usable  in  another  execv( )  because  argv[argc]  is  0. 

envp  is  a  pointer  to  an  array  of  strings  that  constitute  the  environment  of  the  process.  Each  string  consists 
of  a  name,  an  *=’,  and  a  NULL-terminated  value.  The  array  of  pointers  is  terminated  by  a  NULL  pointer. 
The  shell  sh(l)  passes  an  environment  entry  for  each  global  shell  variable  defined  when  the  program  is 
called.  See  environ(5V)  for  some  conventionally  used  names.  The  C  run-time  start-off  routine  places  a 
copy  of  envp  in  the  global  cell  environ,  which  is  used  by  execv()  and  execl()  to  pass  the  environment  to 
any  subprograms  executed  by  the  current  program. 

exeelpO  and  exeevpO  are  called  with  the  same  arguments  as  execl()  and  exeev,  but  duplicate  the  shell’s 
actions  in  searching  for  an  executable  file  in  a  list  of  directories.  The  directory  list  is  obtained  from  the 
environment. 
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FILES 

/iisr/bin/sh  shell,  invoked  if  conunand  file  found  by  execlp( )  or  execvp( ) 

SEE  ALSO 

csh(l),  sli(l),  execve(2),  fork(2),  a.out(S),  environ(5V) 

Programming  Utilities  and  Libraries 
DIAGNOSTICS 

If  the  file  cannot  be  found,  if  it  is  not  executable,  if  it  does  not  start  with  a  valid  magic  number  (see 
a.oat(S)),  if  maximum  memory  is  exceeded,  (x  if  the  arguments  require  too  much  space,  a  return  consti¬ 
tutes  the  diagnostic;  the  return  value  is  -1.  Evoi  for  the  super-user,  at  least  one  of  the  execute-permission 
bits  must  be  set  for  a  file  to  be  executed. 


Sun  Release  4.0 


Last  change:  18  February  1988 


843 


Exrro) 


C  LIBRARY  FUNCTIONS 


EXIT(3) 


NAME 

exit  -  terminate  a  pnxiess  after  performing  cleanup 

SYNOPSIS 

exit(statiis) 
int  status; 

DESCRIPTION 

exitO  terminates  a  process  by  .  calling  exit(2)  after  calling  any  termination  handlers  named  by  calls  to 
on_exit.  Normally,  this  is  just  the  Standard  I/O  library  function  _cleanup.  exit()  never  returns. 

SEE  ALSO 

exit(2),  intro(3S),  on_exit(3) 
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NAME 

exportent,  getexportent,  setexportent,  addexportent,  remexportent,  endexportent,  getexportopt  -  get 
exported  file  system  information 

SYNOPSIS 

#mclude  <stdio.h> 
tinclude  <exportenth> 

FILE  ^-setexportentO 

struct  exportent  *getexportent(filep) 

FILE  *filep; 

int  addexportent(filep,  dirname,  options) 

FILE  *filep; 
char  ’•‘dirname; 
char  ■^options; 

int  remexportent(filep,  dirname) 

FILE  ’^filep; 
char  ^dirname; 
char  *getexportopt(xent,  opt) 
struct  exportent  *xent; 
char  *opt; 

void  endexportent(fiIep) 

FILE  ’^filep; 

DESCRIPTION 

These  routines  access  the  exported  filesystem  information  in  /etc/xtab. 

setexportentO  opens  the  export  information  file  and  returns  a  file  pointer  to  use  with  getexportent, 
addexportent,  remexportent,  and  endexportent.  getexportent( )  reads  the  next  line  from  filep  and 
returns  a  pointer  to  an  object  with  the  following  structure  containing  the  broken-out  fields  of  a  line  in  the 
file,  /etc/xtab  The  fields  have  meanings  described  in  exports(S). 

tdefine  ACCESS_OPT  “access”  /*  machines  that  can  mount  fs  *1 
#define  ROOT_OPT  “root”  /*  machines  with  root  access  of  fs  */ 

#define  RO_OPT  “ro”  I*  export  read-only  ♦/ 

#define  ANON_OPT  “anon”  I*  uid  for  anonymous  requests  ♦/ 

#defuie  SECURE_OPT  “secure”  /*  require  secure  NFS  for  access  *! 

#define  WINDOW_OPT  “window”  /♦  expiration  window  for  credential  */ 
struct  exportent  { 

char  ’•‘xent_dirname;  I*  directory  (or  file)  to  export  *! 
char  *xent_options;  I*  options,  as  above  *! 

}; 

addexportentO  adds  the  exportentO  to  the  end  of  the  open  file  filep.  It  returns  0  if  successful  and  -1  on 
failure.  remexportent( )  removes  the  indicated  entry  from  the  list  It  also  returns  0  on  success  and  -1  on 
failure.  getexportoptO  scans  the  xent_options  field  of  the  exportentO  structure  for  a  substring  that 
matches  opt.  It  returns  the  string  value  of  opt,  or  NULL  if  the  option  is  not  found. 

endexportentO  closes  the  file. 

FILES 

/etc/exports 

/etc/xtab 

SEE  ALSO 

exports(S),  exportfs(8) 
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DIAGNOSTICS 

NULL  pointer  (0)  returned  on  EOF  or  error. 

BUGS 

The  returned  exportent( )  structure  points  to  static  information  that  is  overwritten  in  each  call. 
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NAME 

fclose,  fflush  -  close  or  flush  a  stream 

SYNOPSIS 

#include  <stdioJi> 

fclose(stream) 

FILE  ^stream; 

ffliish(stream) 

FILE  ^stream; 

DESCRIPTION 

fclose(  )  writes  out  any  buffered  data  for  the  named  stream,  and  closes  the  named  streanu  Buffers  allocated 
by  the  standard  input/output  system  are  freed. 

fclose( )  is  performed  automatically  for  all  open  files  upon  calling  exit(3). 

fflushO  writes  out  any  buffered  data  for  the  named  output  stream.  The  named  stream  remains  open. 

SEE  ALSO 

close(2).  exit(3),  fopen(3S),  setbuf(3S) 

DIAGNOSTICS 

These  functions  return  0  for  success,  and  EOF  if  any  error  (such  as  trying  to  write  to  a  file  diat  has  not  been 
opened  for  writing)  was  detected. 
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NAME 

fdate  -  return  date  and  time  in  an  ASCII  string 
SYNOPSIS 

subroutine  fdate(string) 
cliaracter*24  string 

cbaracter*24  function  fdateO 
DESCRIPTION 

fdateO  returns  the  current  date  and  time  as  a  24  character  string  in  the  format  described  under  ctinie(3). 
Neither  NEWLINE  nor  NULL  will  be  included. 

fdate( )  can  be  called  either  as  a  function  or  as  a  subroutine.  If  called  as  a  functirm,  the  calling  routine  must 
define  its  type  and  length.  For  example: 

character*24  fdate 
wrlte(*,*)fdate() 

SEE  ALSO 

ctime(3),  tune(3F) 
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NAME 

feiTor,  feof,  cleareir,  fileno  -  stream  status  inquiries 

SYNOPSIS 

#mclude  <stdioJi> 

ferror(stream) 

FILE  ^stream; 

feof(stream) 

FILE  ^stream; 

cleareiT(stream) 

FILE  ^stream; 

fileno(stream) 

FILE  ^stream; 

DESCRIPTION 

ferror( )  returns  non-zero  when  an  error  has  occurred  reading  from  or  writing  to  the  named  stream,  other¬ 
wise  zero.  Unless  cleared  by  clearerr,  the  error  indication  lasts  until  the  stream  is  closed. 

feof()  returns  non-zero  when  EOF  has  previously  been  detected  reading  the  named  input  stream,  otherwise 
zero.  Unless  cleared  by  clearerr,  the  EOF  indication  lasts  until  the  stream  is  closed. 

clearerr! )  resets  the  error  indication  and  EOF  indication  to  zero  on  the  named  stream. 

fileno! )  returns  the  integer  file  descriptor  associated  with  the  stream;  see  open!2V). 

NOTE 

All  these  functions  are  implemented  as  macros;  they  cannot  be  redeclared. 

SEE  ALSO 

open!2V),  fopen!3S) 
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NAME 

single_to_decimal,  double_to_decimal,  extended_to_decimal  -  convert  floating-point  value  to  decimal 
record 

SYNOPSIS 

^include  <floatingpoint.h> 

void  singIe_to_decimal(px,  pm,  pd,  ps) 
single  *px ; 
decImal_mode  '^pm; 
decimal_record  *pd; 
fp_exception_field_type  ♦ps; 

void  double_to_decimal(px,  pm,  pd,  ps) 
double  ♦px ; 
decimal_mode  ♦pm; 
decimal_record  ♦pd; 
fp_exceptlon_field_type  ♦ps; 

void  extended_to_decimal(px,  pm,  pd,  ps) 
extended  ♦px ; 
decimal_mode  ♦pm; 
decimal_record  ♦pd; 
fp_exception_field_type  ♦ps; 

DESCRIPTION 

The  fioating_to_decimal()  functions  convert  the  floating-point  value  at  *px  into  a  decimal  record  at  *pd, 
observing  the  modes  specified  in  *pm  and  setting  exceptions  in  *ps.  If  there  are  no  IEEE  exertions,  *ps 
will  be  zero. 

If  *px  is  zero,  infinity,  or  NaN,  then  only  pd->sign  and  pd->fpclass  are  set  Otherwise  pd->exponent  and 
pd->ds  are  also  set  so  that 

(pd->sign)^(pd->ds)^10^^(pd->exponent) 

is  a  correctly  rounded  approximation  to  *px.  pd->ds  has  at  least  one  and  no  more  than 
DECIMAL_STRING_LENGTH-1  significant  digits  because  one  character  is  used  to  terminate  the  string 
with  a  NULL. 

pd->ds  is  correctly  roun^d  according  to  the  IEEE  rounding  modes  in  pm->rd.  *ps  has  fpjnexact  set  if  the 
result  was  inexact  and  has  fp_overflow  set  if  the  string  result  does  not  fit  in  pd->ds  because  of  the  limita¬ 
tion  DECIMAL_STRING_LENGTH. 

If  pm->df  ==  floatingjorm,  then  pd->ds  always  contains  pm->ndigits  significant  digits.  Thus  if  *px  == 
12.34  and  pm->ndigits  ==  8,  then  pd->ds  will  contain  12340000  and  pd->exponent  will  contain  -6. 

If  pm->(^  ==  fixed Jorm  and  pm->ndigits  >=  0,  then  pd->ds  always  contains  pm~>ndigits  after  the  point 
and  as  many  digits  as  necessary  before  the  point  Since  the  latter  is  not  known  in  advance,  the  total  number 
of  digits  required  is  returned  in  pd->ndigits;  if  that  number  >=  DECIMAL_STRING_LENGTH,  then  ds  is 
undefined.  pd->exponent  always  gets  -pm->ndigits .  Thus  if  *px  ==  12.34  and  pm->ndigits  ==  1,  then 
pd->ds  gets  123,  pd->exponent  gets  —1,  and  pd->ndigits  gets  3. 

If  pm->e^  == fixed  Jorm  and  pm->ndigits  <  0,  then  pm->ds  always  contains  -pm->ndigits  trailing  zeros; 
in  other  words,  rounding  occurs  -pm->ndigits  to  the  left  of  the  decimal  point  but  the  digits  rounded  away 
are  retained  as  zeros.  The  total  number  of  digits  required  is  in  pd->ndigits.  pd->exponent  always  gets  0. 
Thus  if  *px  ==  12.34  and  pm->ndigits  ==  -1,  then  pd->ds  gets  10,  pd->exponeru  gets  0,  and  pd->ndigits 
gets  2. 

pd->more  is  not  used. 
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econvert(3),  fconvert,  gconvert,  printf(3S),  and  sprintf,  all  use  double_to_decimal. 
SEE  ALSO 

econvert(3),  prlntf(3S) 
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NAME 

floatingpoint  -  IEEE  floating  point  definitions 
SYNOPSIS 

#include  <sys/ieeefp.h> 

#include  <floatingpoint*h> 

DESCRIPTION 

This  file  defines  constants,  types,  variables,  and  functions  used  to  implement  standard  floating  point  accord¬ 
ing  to  ANSI/IEEE  Std  754-1985.  The  variables  and  functions  are  implemented  in  libc.a.  The  included  file 

<sys/ieeefp.h>  defines  certain  types  of  interest  to  the  kernel. 

IEEE  Rounding  Modes: 

fp_direction_type  The  type  of  the  IEEE  rounding  direction  mode.  Note:  the  order  of  enumeration 
varies  according  to  hardware. 

fp^direction  The  IEEE  rounding  direction  mode  currently  in  force.  This  is  a  global  variable 

that  is  intended  to  reflect  the  hardware  state,  so  it  should  only  be  written  indirectly 

through  a  function  like  ”  .}S  3  2  "ieee^flagsf set, direction,... J' . .  ""  ""  ""  "" 

that  also  sets  the  hardware  state. 

fp_precision_type  The  type  of  the  IEEE  rounding  precision  mode,  which  only  applies  on  systems  that 
support  extended  precision  such  as  Sun-3  systems  with  6888rs. 

fpjrecision  The  IEEE  rounding  precision  mode  currently  in  force.  This  is  a  global  variable 

that  is  intended  to  reflect  the  hardware  state  on  systems  with  extended  precision, 
so  it  should  only  be  written  indirectly  through  a  function  like 
ieee_flags("set**, "precision", ,  • . ). 

SIGFPE  handling: 

sigfpe_code_type  The  type  of  a  SIGFPE  code. 

sigfpe  handler  type  The  type  of  a  user-definable  SIGFPE  exception  handler  called  to  handle  a  particu¬ 
lar  SIGFPE  code. 

SIGFPE_DEFAULT  A  macro  indicating  the  default  SIGFPE  exception  handling,  namely  to  perform  the 
exception  handling  specified  by  calls  to  ieee_handler(3M),  if  any,  and  otherwise 
to  dump  core  using  abort(3). 

SIGFPE JLGNORE  A  macro  indicating  an  alternate  SIGFPE  exception  handling,  namely  to  ignore  and 

continue  execution. 

SIGFPE_ABORT  A  macro  indicating  an  alternate  SIGFPE  exception  handling,  namely  to  abort  with 
a  core  dump. 

IEEE  Exception  Handling: 

N_IEEE_EXCEPTION  The  number  of  distinct  IEEE  floating-point  exceptions. 

fp_exception_type  The  type  of  the  N_IEEE_EXCEPTION  exceptions.  Each  exception  is  given  a  bit 
number. 

fp_exception_field_type 

The  type  intended  to  hold  at  least  N__IEEE_EXCEPTION  bits  corresponding  to  the 
IEEE  exceptions  numbered  by  fp_exception_type.  Thus  fp_inexact  corresponds 
to  the  least  significant  bit  and  fp_invalid  to  the  fifth  least  significant  bit.  Note: 
some  operations  may  set  more  than  one  exception. 

fp_accrued_exceptions 

The  IEEE  exceptions  between  the  time  this  global  variable  was  last  cleared,  and 
the  last  time  a  function  like  ieee_flags(”get","exceptioii",.,*)  was  called  to 
update  the  variable  by  obtaining  the  hardware  state. 
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ieee_handlers  An  array  of  user-specifiable  signal  handlers  for  use  by  the  standard  SIGFPE 

handler  for  IEEE  arithmetic-related  SIGFPE  codes.  Since  IEEE  trapping  modes 
correspond  to  hardware  modes,  elements  of  this  array  should  only  be  modified 
with  a  function  like  ieeeJhandler(3M)  that  performs  the  appropriate  hardware 
mode  update.  If  no  sigfp€_handler  has  been  declared  for  a  particular  IEEE- 
related  SIGFPE  code,  then  the  related  ieee_handlers  will  be  invoked. 

IEEE  Formats  and  Classification: 

single  \extended  Definitions  of  IEEE  formats. 

fp_class_type  An  enumeration  of  the  various  classes  of  IEEE  values  and  symbols. 

IEEE  Base  Conversion: 


The  functions  described  under  floating_to_decimal(3)  and  decimaMo_floating(3)  not  only 
satisfy  the  IEEE  Standard,  but  also  the  stricter  requirements  of  correct  rounding  for  all  arguments. 


DECIMAL^STRING_^LENGTH 


decimal_string 

decimal_record 

decimal_form 

decimal_mode 

dedmal_string_form 


The  length  of  a  decimal_string. 

The  digit  buffer  in  a  decimal^record. 

The  canonical  form  for  representing  an  unpacked  decimal  floating-point  number. 

The  type  used  to  specify  fixed  or  floating  binary  to  decimal  conversion. 

A  struct  that  contains  specifications  for  conversion  between  binary  and  decimal. 

An  enumeration  of  possible  valid  character  strings  representing  floating-point 
numbers,  infinities,  or  NaNs. 


FILES 

/usr/include/sys/ieeefp.h 
/  usr/include/floatingpoint.h 
/usr/lib/]ibc.a 


SEE  ALSO 

abort(3),  decimal_to_floatmg(3),  econvert(3),  floating_to_decimal(3),  ieee_flags(3M), 
ieee_handler(3M),  sigfpe(3),  strmg_to_decimal(3),  strtod(3) 
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NAME 

fopen,  freopen,  fdopen  -  open  a  stream 

SYNOPSIS 

#include  <stdioJi> 

FILE  *fopen(filename,  type) 
char  ^filename,  *type; 

FILE  ^fk-eopenCfilename,  type,  stream) 
char  ^filename,  *type; 

FILE  ^stream; 

FILE  *fdopen(fildes,  type) 
char  *type; 

DESCRIPTION 

fopen()  opens  the  file  named  by  filename  and  associates  a  stream  with  it.  If  the  open  succeeds,  fopenO 
returns  a  pointer  to  be  used  to  identify  the  stream  in  subsequent  operations. 

filename  points  to  a  character  string  that  contains  the  name  of  the  file  to  be  opened. 

type  is  a  character  string  having  one  of  the  following  values: 

r  open  for  reading 

w  truncate  or  create  for  writing 

a  append:  open  for  writing  at  end  of  file,  cv  create  for  writing 

r-t-  open  for  update  (reading  and  writing) 

w+  truncate  or  create  for  update 

a+  append;  open  or  create  for  update  at  EOF 

freopenO  opens  the  file  named  by  filename  and  associates  the  stream  pointed  to  by  stream  with  it  The 
type  argument  is  used  just  as  in  fopen.  The  original  stream  is  closed,  regardless  of  whether  the  open  ulti¬ 
mately  succeeds.  If  the  open  succeeds,  fireopen( )  returns  the  original  value  of  stream. 

freopenO  is  typically  used  to  attach  the  preopened  streams  associated  with  stdin,  stdout,  and  stderr  to 
other  files. 

fdopenO  associates  a  stream  with  the  file  descriptor  fildes.  File  descriptors  are  obtained  from  calls  like 
open,  dup,  creat,  or  pipe(2),  which  open  files  but  do  not  return  streams.  Streams  are  necessary  input  for 
many  of  the  Section  3S  library  routines.  The  type  of  the  stream  must  agree  with  the  mode  of  the  open  file. 

When  a  file  is  opened  for  update,  both  input  and  output  may  be  done  on  the  resulting  stream.  However, 
output  may  not  be  directly  followed  by  input  without  an  intervening  fseek()  or  rewind,  and  input  may  not 
be  directly  followed  by  output  without  an  intervening  fseek,  rewind,  or  an  input  operation  which 
encounters  end-of-file. 

SEE  ALSO 

open(2V),  pipe(2),  fclose(3S),  fopen(3V),  fseek(3S) 

DIAGNOSTICS 

fopen,  freopen,  and  fdopen( )  return  a  NULL  pointer  on  failure. 

BUGS 

In  order  to  support  the  same  number  of  open  files  that  the  system  does,  fopen()  must  allocate  additional 
memory  for  data  structures  using  calloc( )  after  64  files  have  been  opened.  This  confuses  some  programs 
which  use  their  own  memory  allocators. 
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NAME 

fi^d,  fwrite  -  buffered  binary  input/output 

SYNOPSIS 

#include  <stdioJi> 

fread(ptr,  size,  nitems,  stream) 

FILE  ^stream; 

fwrite(ptr,  size,  nitems,  stream) 

FILE  ^stream; 

DESCRIPTION 

fread( )  reads,  into  a  block  pointed  to  by  p/r ,  nitems  of  data  from  the  named  input  stream,  where  an  item  of 
data  is  a  sequence  of  bytes  (not  necessarily  terminated  by  a  NULL  byte)  of  length  size.  It  returns  the 
number  of  items  actually  read.  freadO  stops  appending  bytes  if  an  EOF  or  error  condition  is  encountered 
while  reading  stream,  or  if  nitems  items  have  been  read.  fread()  leaves  the  file  pointer  in  stream,  if 
defined,  pointing  to  the  byte  following  the  last  byte  read  if  there  is  one.  freadO  does  not  change  the  con¬ 
tents  of  stream. 

fwrite( )  appends  at  most  nitems  of  data  from  the  block  pointed  to  by  ptr  to  the  named  output  stream.  It 
returns  the  number  of  items  actually  written.  fwrite( )  stops  appending  when  it  has  appended  nitems  items 
of  data  or  if  an  error  condition  is  encountered  on  stream.  fwrite( )  does  not  change  the  contents  of  the 
block  pointed  to  by  ptr. 

The  argument  size  is  typically  sizeof(*p/r)  where  the  pseudo-function  sizeof  specifies  the  length  of  an  item 
pointed  to  by  ptr.  If  ptr  points  to  a  data  type  other  than  char  it  should  be  cast  into  a  pointer  to  char. 

If  size  or  nitems  is  non-positive,  no  characters  are  read  or  written  and  0  is  returned  by  both  fread( )  and 
fwritef ). 

SEE  ALSO 

read(2V),  write(2V),  fopen(3S),  getc(3S),  gets(3S),  putc(3S),  puts(3S),  printf(3S),  scanf(3S), 
DIAGNOSTICS 

freadC )  and  fwrite( )  return  0  upon  end  of  file  or  error. 
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NAME 

fseek,  ftell,  rewind  -  reposition  a  stream 

SYNOPSIS 

#mc]ude  <stdioJi> 

fseek(stream,  offset,  ptmame) 

FILE  ^stream; 
long  offset; 

long  ftell(stream) 

FILE  ^stream; 

rewindCstream) 

FILE  ^stream; 

DESCRIPTION 

fseekO  sets  the  position  of  the  next  input  or  output  operation  on  the  stream.  The  new  position  is  at  the 
signed  distance  ojfset  bytes  from  the  beginning,  the  current  position,  or  the  end  of  the  file,  according  as 
ptrname  has  the  value  0, 1,  or  2. 

rewind(ftream)  is  equivalent  to  fseek(stream,  OL,  0),  except  that  no  value  is  returned. 
fseek( )  and  rewind( )  undo  any  effects  of  ungetc(3S). 

After  fseek( )  or  rewind,  the  next  operation  on  a  file  opened  for  update  may  be  either  input  or  output. 

ftell( )  returns  the  offset  of  the  current  byte  relative  to  the  beginning  of  the  file  associated  with  the  named 
stream. 

SEE  ALSO 

lseek(2),  fopen(3S),  popen(3S),  ungetc(3S) 

DIAGNOSTICS 

fseekO  returns  -1  for  improper  seeks,  otherwise  zero.  An  improper  seek  can  be,  for  example,  an  fseek() 
done  on  a  file  that  has  not  been  opened  using  fopen;  in  particular,  fseek()  may  not  be  used  on  a  terminal, 
or  on  a  file  opened  using  popen(3S). 

WARNING 

Although  on  the  UNIX  system  an  offset  returned  by  ftell( )  is  measured  in  bytes,  and  it  is  permissible  to 
seek  to  positions  relative  to  that  offset,  portability  to  a  (non-UNIX)  system  requires  that  an  offset  be  used  by 
fseek( )  directly.  Arithmetic  may  not  meaningfully  be  performed  on  such  an  offset,  which  is  not  necessarily 
measured  in  bytes. 


856 


Last  change:  6  October  1987 


Sun  Release  4.0 


FTOK(3) 


C  LIBRARY  FUNCTIONS 


FTOK(3) 


NAME 

ftok  -  standard  interprocess  conununication  package 
SYNOPSIS 

#include  <sys/types  Ji> 

^include  <sys/ipc.h> 

key_t  ftok(path,  id) 
char  *path; 
char  id; 

DESCRIPTION 

All  interprocess  communication  facilities  require  the  user  to  supply  a  key  to  be  used  by  the  msgget(2), 
semget(2),  and  shmget(2)  system  calls  to  obtain  interprocess  communication  identifiers.  One  suggested 
method  for  forming  a  key  is  to  use  the  ftok( )  subroutine  described  below.  Another  way  to  compose  keys  is 
to  include  the  project  ID  in  the  most  significant  byte  and  to  use  the  remaining  potion  as  a  sequence 
number.  There  are  many  other  ways  to  form  keys,  but  it  is  necessary  for  each  system  to  define  standards 
for  forming  them.  If  some  standard  is  not  adhered  to,  it  will  be  possible  for  unrelated  processes  to  uninten¬ 
tionally  interfere  with  each  other’s  operation.  Therefore,  it  is  strongly  suggested  that  the  most  significant 
byte  of  a  key  in  some  sense  refer  to  a  project  so  that  keys  do  not  conflict  across  a  given  system. 

flok()  returns  a  key  based  on  path  and  ID  that  is  usable  in  subsequent  msgget,  semget,  and  shmgetO  sys¬ 
tem  calls,  path  must  be  the  path  name  of  an  existing  file  that  is  accessible  to  the  process.  ID  is  a  character 
which  uniquely  identifies  a  project  Note:  ftok()  will  return  the  same  key  for  linked  files  when  called  with 
the  same  ID  and  that  it  will  return  different  keys  when  called  with  the  same  file  name  but  different  IDs. 

SEE  ALSO 

uitro(2),  msgget(2),  semget(2),  shmget(2) 

DIAGNOSTICS 

ftok( )  returns  (key_t)  -1  if  path  does  not  exist  or  if  it  is  not  accessible  to  the  process. 

WARNING 

If  the  file  whose  path  is  passed  to  ftok()  is  removed  when  keys  still  refer  to  the  file,  future  calls  to  ftok() 
with  the  same  path  and  ID  will  return  an  error.  If  the  same  file  is  recreated,  then  ftok()  is  likely  to  return  a 
different  key  than  it  did  the  original  time  it  was  called. 
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FTW(3) 


NAME 

ftw  -  walk  a  file  tree 

SYNOPSIS 

#include  <ftw.h> 

int  ftw(path,  fn,  depth) 
char  *path; 
int(*fn)(); 
int  depth; 

DESCRIPTION 

ftw()  recursively  descends  the  directory  hierarchy  rooted  in  path.  For  each  object  in  the  hierarchy,  flw() 
calls  fn,  passing  it  a  pointer  to  a  NULL-terminated  character  string  containing  the  name  of  the  object,  a 
pointer  to  a  stat()  structure  (see  stat(2))  containing  information  about  the  object,  and  an  integer.  Possible 
values  of  the  integer,  defined  in  the  <ftw.h>  header  file,  are  FTW  F  for  a  file,  FTW_D  for  a  directory, 
FTW  DNR  for  a  directory  that  cannot  be  read,  and  FTW  NS  for  an  object  for  which  stat()  could  not  suc¬ 
cessfully  be  executed.  If  the  integer  is  FTW  DNR,  descendants  of  that  directory  will  not  be  processed.  If 
the  integer  is  FTW  NS,  the  stat( )  structure  will  contain  garbage.  An  example  of  an  object  that  would  cause 
Frw_NS  to  be  passed  to  fn  would  be  a  file  in  a  directory  with  read  but  without  execute  (search)  permission. 

ftw()  visits  a  directory  before  visiting  any  of  its  descendants. 

The  tree  traversal  continues  until  the  tree  is  exhausted,  an  invocation  of  fn  returns  a  nonzero  value,  or  some 
error  is  detected  within  ftw()  (such  as  an  I/O  error).  If  the  tree  is  exhausted,  ftw()  returns  zero.  If  fn 
returns  a  nonzero  value,  ftw()  stops  its  tree  traversal  and  returns  whatever  value  was  returned  hy  fn.  If 
flw()  detects  an  errw,  it  returns  -1,  and  sets  the  error  type  in  ermo. 

ftw()  uses  one  file  descriptor  for  each  level  in  the  tree.  The  depth  argument  limits  the  number  of  file 
descriptors  so  used.  If  depth  is  zero  or  negative,  the  effect  is  the  same  as  if  it  were  1.  depth  must  not  be 
greater  than  the  number  of  file  descriptors  currently  available  for  use.  ftw()  will  run  more  quickly  if  depth 
is  at  least  as  large  as  the  number  of  levels  in  the  tree. 

SEE  ALSO 

stat(2),  malloc(3) 

BUGS 

Because  ftw( )  is  recursive,  it  is  possible  for  it  to  terminate  with  a  memory  fault  when  applied  to  very  deep 
file  structures. 

It  could  be  made  to  run  faster  and  use  less  storage  on  deep  structures  at  the  cost  of  considerable  complex- 
ity. 

ftw( )  uses  malloc(3)  to  allocate  dynamic  storage  during  its  operation.  If  ftw( )  is  forcibly  terminated,  such 
as  by  longjmp( )  being  executed  by  fn  or  an  interrupt  routine,  ftw( )  will  not  have  a  chance  to  free  that 
storage,  so  it  will  remain  permanently  allocated.  A  safe  way  to  handle  interrupts  is  to  store  the  fact  that  an 
interrupt  has  occurred,  and  arrange  to  have  fn  return  a  nonzero  value  at  its  next  invocation. 
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NAME 

geUK;info,  geUK^dir,  getacflg,  getacmin,  setae,  endac  -  get  audit  control  file  information 

SYNOPSIS 

int  getacdir(dir,  len) 
char  *dir; 
int  len; 

int  getacmin(min_val) 
int  *min_val; 

int  getacflg(auditstring,  len) 
char  *auditstring; 
int  len; 

void  setac( ) 

void  endacO 

DESCRIPTION 

When  first  called,  getacdir( )  provides  information  about  the  first  audit  directory  in  the  audit_control  file; 
thereafter,  it  returns  the  next  directory  in  the  file.  Successive  calls  list  all  the  directories  listed  in 
audit_control(S)  The  parameter  len  specifies  the  length  of  the  buffer  dir .  On  return,  dir  points  to  the  direc¬ 
tory  entiy. 

getacminO  reads  the  minimum  value  from  the  audit_controI  file  and  returns  the  value  in  min_val.  The 
minimum  value  specifies  how  full  the  file  system  to  which  the  audit  files  are  being  written  can  get  before 
the  script  audit_warn  is  invoked. 

getaeflgO  reads  the  system  audit  value  from  the  audit_control  file  and  returns  the  value  in  auditstring. 
The  parameter  len  specifies  the  length  of  the  buffer  auditstring. 

Calling  setae  rewinds  the  audit_control  file  to  allow  repeated  searches. 

Calling  endac  closes  the  audit_control  file  when  processing  is  complete. 

RETURN  VALUE 

Upon  successful  completion  of  all  getac. . .  functions,  a  zero  is  returned.  getacminO  and  getacflgf )  return 
a  1  on  EOF.  Only  getacdir()  returns  a  2  if  the  directory  search  had  to  start  from  the  beginning  because 
another  getac. . .  function  was  called  between  calls  to  getaedir. 

ERRORS 

Upon  unsuccessful  completion,  a  value  of  -2  is  returned  and  errno  is  set  to  indicate  the  error.  -3  is 
returned  if  the  directory  entry  format  in  the.  audit_control  file  is  incorrect.  If  the  input  buffer  is  too  short 
to  accommodate  the  record,  getacdir()  and  getaeflgO  return  an  error  code  of  -3.  Only  getacdir()  returns 
a  -1  on  end  of  file. 

SEE  ALSO 

audit_control(5) 
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NAME 

getauditflagsbin,  getauditflagschar  -  convert  audit  flag  specifications 
SYNOPSIS 

#include  <sys/labelJi> 

#include  <sys/auditJi> 

#include  <sys/auevents.h> 

int  getauditflagsbin(auditstring,  masks) 
char  *auditstring; 
audit_state_t  ^rnasks; 

int  getauditflagschar(auditstring,  masks,  verbose) 
char  *auditstring; 
audit_state_t  ^masks; 
int  verbose; 

DESCRIPTION 

getauditflagsbinO  converts  the  character  representaticHi  of  audit  values  pointed  to  by  auditstring  into 
audit_state_t  fields  pointed  to  by  masks.  These  fields  indicate  which  events  are  to  be  audited  when  they 
succeed  and  which  are  to  be  audited  when  they  fail.  The  character  string  syntax  is  described  in 
audit_control(S). 

getauditflagscharO  converts  the  audit_state_t  fields  pointed  to  by  masks  into  a  string  pointed  to  by  audit¬ 
string.  If  verbose  is  zero,  the  short  (2-character)  flag  names  are  used.  If  verbose  is  non-zero,  the  long  flag 
names  are  used,  auditstring  should  be  large  enough  to  contain  the  ASCII  representation  of  the  events. 

auditstring  contains  a  series  of  event  names,  each  one  identifying  a  single  audit  class,  separated  by  com¬ 
mas.  The  audit_state_t  fields  pointed  to  by  masks  correspond  to  binary  values  defined  in  audit. h. 

DIAGNOSTICS 

-1  is  returned  on  error  and  0  on  success. 

SEE  ALSO 

audit.log(S),  audit_control(S) 

BUGS 

This  is  not  a  very  extensible  interface. 
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NAME 

getc,  getchar,  fgetc,  getw  -  get  character  or  integer  from  stream 

SYNOPSIS 

#mclude  <stdio  Ji> 

int  getc(stream) 

FILE  ^stream; 

intgetcharO 

int  fgetc(stream) 

FILE  ^stream; 

int  getw(stream) 

FILE  ^stream; 

DESCRIPTION 

getcO  returns  the  next  character  (that  is,  byte)  from  the  named  input  stream,  as  an  integer.  It  also  moves 
the  file  pointer,  if  defined,  ahead  one  character  in  stream,  getchar ()  is  defined  as  getc(stdin).  getc  and 
getchar  are  macros. 

fgetcO  behaves  like  getc,  but  is  a  function  rather  dian  a  macro.  fgetc()  runs  more  slowly  than  getc,  but  it 
takes  less  space  per  invocation  and  its  name  can  be  passed  as  an  argument  to  a  function. 

getwO  returns  the  next  C  int  (word)  from  the  named  input  stream.  getw()  increments  the  associated  file 
pointer,  if  defined,  to  point  to  the  next  word.  The  size  of  a  word  is  the  size  of  an  integer  and  varies  from 
machine  to  machine.  getw()  assumes  no  special  alignment  in  the  file. 

SEE  ALSO 

ferror(3S),  fopen(3S),  fread(3S),  gets(3S),  putc(3S),  scanf(3S),  ungetc(3S) 

DIAGNOSTICS 

These  functions  return  the  integer  constant  EOF  at  EOF  or  upon  an  error.  The  EOF  condition  is  rememboed, 
even  on  a  terminal,  and  all  subsequent  attempts  to  read  will  return  EOF  until  the  condititm  is  cleared  with 
clearerr  (see  ferror(3S))  Because  EOF  is  a  valid  integer,  ferror(3S)  should  be  used  to  detect  getw() 
errors. 

WARNING 

If  the  integer  value  returned  by  getc,  getchar,  (H*  fgetc  is  stored  into  a  character  variable  and  then  com¬ 
pared  against  the  integer  constant  EOF,  the  conq>arison  may  never  succeed,  because  sign-extension  of  a 
character  chi  widening  to  integer  is  machine-dependent. 

BUGS 

Because  it  is  implemented  as  a  macro,  getc( )  treats  a  stream  argument  with  side  effects  incorrectly.  In  par¬ 
ticular,  getc(’»f+-t-)  does  not  work  sensibly.  fgetc()  should  be  used  instead. 

Because  of  possible  differences  in  word  length  and  byte  ordering,  files  written  using  putw( )  are  machine- 
dependent,  and  may  not  be  readable  using  getw( )  on  a  different  processor. 
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NAME 

getcwd  -  get  pathname  of  current  working  directory 
SYNOPSIS 

char  ^getcwd  (buf,  size) 
char  *buf; 
int  size; 

DESCRIPTION 

getcwd( )  returns  a  pointer  to  the  current  directcay  pathname.  The  value  of  size  must  be  at  least  two  greater 
than  the  length  of  the  pathname  to  be  returned. 

If  buf  is  a  NULL  pointer,  getcwd( )  will  obtain  size  bytes  of  space  using  malloc(3).  In  this  case,  the  pointer 
returned  by  getcwd(  )  may  be  used  as  the  argument  in  a  subsequent  call  to  free. 

The  funcdtHi  is  implemented  by  using  popeD(3S)  to  pipe  the  output  of  the  pwd(l)  command  into  the 
specified  string  space. 

EXAMPLE 

char  ♦cwd,  ♦getcwdC ); 


if  ((cwd  =  getcwd((char  ♦)NULL,  64))  ==  NULL)  { 
perror  (“pwd”); 
exit  (1); 

} 

prlntf(“%s\n”,  cwd); 

SEE  ALSO 

malloc(3),  popen(3S),  pwd(l) 

DIAGNOSTICS 

Returns  NULL  with  ermo  set  if  size  is  not  large  enough,  (v  if  an  error  ocurrs  in  a  lower-level  function. 

BUGS 

Since  this  function  uses  popen( )  to  create  a  pipe  to  the  pwd  command,  it  is  slower  than  getwd( )  and  gives 
poorer  error  diagnostics.  getcwd( )  is  provi<^  only  for  compatibility  with  other  UNIX  operating  systems. 
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NAME 

getenv  -  return  value  fOT  environment  name 

SYNOPSIS 

char  *getenv(name) 
char  *name; 

DESCRIPTION 

getenvO  searches  the  environment  list  (see  environ(SV))  for  a  string  of  the  form  name=va.lue,  and  returns 
a  pointer  to  the  string  value  if  such  a  string  is  present,  otherwise  NULL  pointer. 

SEE  ALSO 

environ(5V),  execve(2),  puteDv(3) 
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NAME 

getfauditflags  -  generates  the  process  audit  state 
SYNOPSIS 

#uiclude  <sys/typesJi> 

#inclode  <sys/audit  Ji> 

#include  <sys/Iabe]Jh> 

void  getfauditflags(usremasks,  usrdmasks,  lastmasks) 
audit_state_t  ^usremasks; 
aadit_state_t  *iisrdmasks; 
audit_state_t  *lastmasks; 

DESCRIPTION 

getfauditflags  generates  the  process  audit  state  from  the  user  audit  value  as  input  to  getfauditflags  and  the 
system  audit  value  as  specified  in  the  audit_€ontrol  file,  getfauditflags  obtains  the  system  audit  value  by 
calling  getacflg.  The  user  audit  value,  pointed  to  by  usremasks  and  usrdmasks  is  passed  into 
getfauditflags. 

usremasks  points  to  audit_state_t  fields  which  contains  two  values.  The  first  value  defines  which  events  are 
always  to  be  audited  when  they  they  succeed.  The  second  value  defines  defines  which  events  are  always  to 
be  audited  when  they  they  fail. 

usrdmasks  also  points  to  audit_state_t  fields  which  contains  two  values.  The  first  value  defines  which 
events  are  never  to  be  audited  when  they  they  succeed.  The  second  value  defines  defines  which  events  are 
never  to  be  audited  when  they  they  fail. 

The  structures  pointed  to  by  usremasks  and  usrdmasks  may  be  obtained  from  the  passwd.adjunct  file  by 
calling  getpwaentO  which  returns  a  pointer  to  a  strucure  containing  all  passwd.adjunct  fields  for  a  user. 

lastmasks  points  to  the  return  audit_state_t  structure.  This  structure  contains  two  values  which  define  the 
process  audit  state.  The  first  value  defines  which  events  are  to  be  audited  when  they  succeed  and  the 
second  value  defines  which  events  are  to  be  audited  when  they  fail. 

Both  usremasks  and  usrdmasks  override  the  values  in  the  system  audit  values. 

SEE  ALSO 

getauditflags(3),  getacinfo(3),  audit.log(S),  audit_control(S) 
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NAME 

getfsent,  getfsspec,  getfsfile,  getfstype,  setfsent,  endfsent  -  get  file  system  descriptor  file  entry 

SYNOPSIS 

#include  <fstab.h> 

struct  fstab  *getfsent( ) 

struct  fstab  *getfsspec(spec) 
char  *spec; 

struct  fstab  *getfsfile(file) 
char  *file; 

struct  fstab  ♦getfstype(type) 
char  *type; 

int  setfsent( ) 

int  endfsent( ) 

DESCRIPTION 

These  routines  are  included  for  compatibility  with  4.2  BSD;  they  have  been  superseded  by  the 
getmntent(3)  library  routines. 

getfsent,  getfsspec,  getfstype,  and  getftfile  each  return  a  pointer  to  an  object  with  the  following  structure 
containing  the  broken-out  fields  of  a  line  in  the  file  system  description  file,  <fstab.h>. 


struct  fstab  { 

char 

*fs_spec; 

char 

*fs_file; 

char 

♦fs_type; 

int 

fs_freq; 

int 

fs_passno; 

}; 

The  fields  have  meanings  described  in  fstab(S). 

getfsentO  reads  the  next  line  of  the  file,  opening  the  file  if  necessary. 

getfsentO  opens  and  rewinds  the  file. 

endfsent  closes  the  file. 

getfsspec  and  getfsfile  sequentially  search  from  the  beginning  of  the  file  until  a  matching  special  file  name 
or  file  system  file  name  is  found,  or  until  EOF  is  encountered,  getfstype  does  likewise,  matching  on  the  file 
system  type  field. 

FILES 

/etc/fstab 

SEE  ALSO 

fstab(5) 

DIAGNOSTICS 

Null  pointer  (0)  returned  on  EOF  or  error. 

BUGS 

The  return  value  points  to  static  information  which  is  overwritten  in  each  call. 
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NAME 

getgraent,  getgranam,  setgraent,  endgraent,  fgetgraent  -  get  group  adjunct  file  entry 

SYNOPSIS 

#include  <grpadj.h> 

struct  group_adjunct  ’•'getgraentC ) 

struct  groupjadjunct  *getgranam(name) 
char  *name; 

struct  group_adjunct  *fgetgraent(f) 

FILE*f; 

void  setgraentO 

void  endgraentO 

DESCRIPTION 

getgraent( )  and  getgranam( )  each  return  pointers  to  an  object  with  the  following  structure  containing  the 
broken-out  fields  of  a  line  in  the  group  adjunct  file.  Each  line  contains  a  group_adjunct  structure,  defined 
in  the  <grpadj.h>  header  file. 

struct  group_adjunct  { 

char  *gra_Danie;  I*  the  name  of  the  group  *! 

char  *gra_passwd;  t*  the  encrypted  group  password  *! 

}; 

When  first  called,  getgraentO  returns  a  pointer  to  a  group_adjunct  structure  corresponding  to  the  first  line 
in  the  file.  Thoeafter,  it  returns  a  pointer  to  the  next  group_adjunct  structure  in  the  file.  So  successive 
calls  may  be  used  to  traverse  the  entire  file. 

For  locating  a  particular  group,  getgranam()  searches  through  the  file  until  it  finds  group  fiiename,  then 
returns  a  pointer  to  that  structure. 

A  call  to  getgraentO  rewinds  the  group  adjunct  file  to  allow  repeated  searches.  A  call  to  endgraentO 
closes  the  group  adjunct  file  when  processing  is  complete. 

SEE  ALSO 

getlogin(3),  getgrent(3),  getpwaent(3),  getpwent(3),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

BUGS 

All  information  is  contained  in  a  static  area,  so  it  must  be  copied  if  it  is  to  be  saved. 
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NAME 

getgrent,  getgrgid,  getgmam,  setgrent,  endgrent,  fgetgrent  -  get  group  file  entry 

SYNOPSIS 

#include  <grp.li> 

struct  group  *getgrent() 

struct  group  *getgrgid(gid) 
int  gid; 

struct  group  '«‘getgniam(name) 
char  *nanie; 

setgrentO 

endgrentO 

struct  group  *fgetgrent(0 
FILE  *f; 

DESCRIPTION 

getgrent,  getgrgidO  and  getgrnam()  each  return  pointers  to  an  object  with  the  following  structure  con¬ 
taining  the  broken-out  fields  of  a  line  in  the  group  file.  Each  line  contains  a  “group”  structure,  defined  in 
the  <grp.h>  header  file. 

struct  group  { 

char  *gr_nanie; 
char  ’»gr_passwd; 
int  gr _gid; 

char  ♦♦gr_mem; 

}; 

The  members  of  this  strocture  are: 

gr_name  The  name  of  the  group. 

gr_passwd  The  encrypted  password  of  the  group. 

gr_gid  The  numerical  group  ID. 

gr_mem  A  NULL-terminated  array  of  pointers  to  the  individual  member  names. 

getgrent( )  when  first  called  returns  a  pointer  to  the  first  group  structure  in  the  file;  thereafter,  it  returns  a 
pointer  to  the  next  group  strocture  in  the  file;  so,  successive  calls  may  be  used  to  search  the  entire  file.  get¬ 
grgidO  searches  from  the  beginning  of  the  file  until  a  numerical  group  ID  matching  gid  is  found  and 
returns  a  pointer  to  the  particular  strocture  in  which  it  was  found.  getgmam( )  searches  from  the  beginning 
of  the  file  until  a  group  name  matching  name  is  found  and  returns  a  pointer  to  the  particular  strocture  in 
which  it  was  found.  If  an  end-of-file  or  an  error  is  encountered  on  reading,  these  functions  return  a  NULL 
pointer. 

A  call  to  getgrent( )  has  the  effect  of  rewinding  the  group  file  to  allow  repeated  searches.  endgrentO  may 
be  called  to  close  the  group  file  when  processing  is  complete. 

fgetgrent( )  returns  a  pointer  to  the  next  group  strocture  in  the  stream /,  which  must  refer  to  an  open  file  in 
the  same  format  as  the  group  file  /etc/group. 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  EOF  or  errcff. 

FILES 

/etc/group 
SEE  ALSO 

getIogin(3),  getpwent(3),  group(5),  ypserv(8) 
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BUGS 

All  information  is  contained  in  a  static  area,  so  it  must  be  copied  if  it  is  to  be  saved. 

Unlike  the  corresprmding  routines  for  passwords  (see  getpwent(3)),  which  always  search  the  entire  file, 
these  routines  start  searching  from  the  current  file  location. 


WARNING 

The  above  routines  use  <stdio.h>,  which  increases  the  size  of  programs,  not  otherwise  using  standard  I/O, 
more  than  might  be  expected. 


868 


Last  change;  14  December  1987 


Sun  Release  4.0 


GETH0STENT(3N) 


NETWORK  FUNCTIONS 


GETHOSTENT(3N) 


NAME 

gethostent,  gethostbyaddr,  gethostbyname,  sethostent,  endhostent  -  get  network  host  entry 
SYNOPSIS 

#uiclude  <sys/types.h> 

#mclude  <sys/socket.h> 

#include  <netdb.h> 

struct  hostent  *gethostent() 

struct  hostent  *gethostbyname(name) 
char  *name; 

struct  hostent  *gethostbyaddr(addr,  ten,  type) 
char  *addr;  int  len,  type; 

sethostent(stayopen) 
int  stayopen 
endhostentO 

DESCRIPTION 

gethostent,  gethostbyname,  and  gethostbyaddr( )  each  return  a  pointer  to  an  object  with  the  following 
structure  containing  the  broken-out  fields  of  a  line  in  the  network  host  data  base,  /etc/hosts. 

struct  hostent  { 


char 

*h_name; 

!*  official  name  of  host  *! 

char 

**h_aliases; 

1*  alias  list  */ 

int 

h_addrtype; 

1*  address  type  *1 

int 

hjength; 

/*  length  of  address  */ 

char 

♦h_addr; 

/*  address  ♦/ 

}; 

The  members  of  this  stmcture  are: 


h_name 
h_aliases 
h_addrtype 
h_Iength 
h  addr 


Official  name  of  the  host. 

A  zero  terminated  array  of  alternate  names  for  the  host. 

The  type  of  address  being  returned;  currently  always  AF_INET. 

The  length,  in  bytes,  of  the  address. 

A  pointer  to  the  network  address  for  the  host.  Host  addresses  are  returned  in  net¬ 


work  byte  order. 

gethostentO  reads  the  next  line  of  the  file,  opening  the  file  if  necessary. 

sethostentO  opens  and  rewinds  the  file.  If  the  stayopen  flag  is  non-zero,  the  host  data  base  will  not  be 
closed  after  each  call  to  gethostentO  (either  directly,  ot  indirectly  through  one  of  the  other  “gethost” 
calls). 

endhostentO  closes  the  file. 


gethostbynameO  and  gethostbyaddrO  sequentially  search  from  the  beginning  of  the  file  until  a  matching 
host  name  or  host  address  is  found,  or  until  end-of-file  is  encountered.  Host  addresses  are  supplied  in  net¬ 
work  order. 


FILES 

/etc/hosts 

SEE  ALSO 

hosts(S),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 
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BUGS 

All  infonnation  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved.  Only  the  Internet 
address  format  is  currently  understood. 
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NAME 

getlogin  -  get  login  name 

SYNOPSIS 

char  *getIogin() 

DESCRIPTION 

getlogin( )  returns  a  pointer  to  the  login  name  as  found  in  /etc/utmp.  It  may  be  used  in  conjunction  with 
getpwnam  h>  locate  the  correct  password  file  entry  when  the  same  user  ID  is  shared  by  several  login 
names. 

If  getloginf )  is  called  within  a  fn-ocess  that  is  not  attached  to  a  terminal,  or  if  there  is  no  entry  in  /etc/utmp 
for  the  process’s  terminal,  it  returns  a  NULL  pointer.  The  correct  procedure  for  determining  the  login 
name  is  to  call  cuserid,  or  to  call  getlogin( )  and,  if  it  fails,  to  call  getpwiud(getuid( )). 

FILES 

/etc/utmp 
SEE  ALSO 

cuserid(3S),  getpwent(3),  utmp(S) 

DIAGNOSTICS 

Returns  a  NULL  pointer  if  the  name  is  not  found. 

BUGS 

The  return  values  point  to  static  data  whose  content  is  overwritten  by  each  call. 

getloginO  does  not  work  for  processes  running  under  a  pty  (for  example,  emacs  shell  buffers,  or  shell 
tools)  unless  the  program  “fakes”  the  login  name  in  the  /etc/utmp  file. 
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NAME 

gednntent,  setmntent,  addmntent,  endmntent,  hasmntopt  -  get  file  system  descriptor  file  entry 

SYNOPSIS 

#mclude  <stdio.h> 

#include  <mntent  Ji> 

FILE  *setmntent(filep,  type) 
char  '^filep; 
char  *type; 

struct  mntent  *getmntent(filep) 

FILE  *filep; 

int  addmntent(filep,  mnt) 

FILE  *filep; 
struct  mntent  *mnt; 

char  <»hasmntopt(mnt,  opt) 
struct  mntent  *mnt; 
char  *opt; 

int  endmntent(iilep) 

FILE  *iilep; 

DESCRIPTION 

These  routines  replace  the  getfsent( )  routines  fOT  accessing  the  file  system  description  file  /etc/fstab.  They 
are  also  used  to  access  the  mounted  file  system  description  file  /etc/mtab. 

setmntentO  opens  a  file  system  description  file  and  returns  a  file  pointer  which  can  then  be  used  with 
getmntent,  addmntent,  or  endmntent.  The  type  argument  is  the  same  as  in  ropen(3).  getmntent( )  reads 
^  next  line  horn  filep  and  returns  a  pointer  to  an  object  with  the  following  structure  containing  the 
broken-out  fields  of  a  line  in  the  filesystem  description  file,  <mntentJi>.  The  fields  have  meanings 
described  in  fstab(S). 

struct  mntent  { 

char  *mnt_fsname;  /*  file  system  name  */ 
char  *mnt_dir;  /*  file  system  path  prefix  */ 
char  ’»mnt_type;  /*  4.2,  nfs,  swap,  or  xx  */ 

char  «mnt_opts;  /♦  ro’,  quota,  etc.  */ 

int  mnt_freq;  /*  dump  frequency,  in  days  */ 

int  mnt_passno;  /*  pass  number  on  paraUel  fsck  */ 

}; 

addmntentO  adds  the  mntent  structure  mnt  to  the  end  of  the  open  file  filep.  Note:  filep  has  to  be  opened 
for  writing  if  this  is  to  work.  hasmntoptO  scans  the  mnt_opts  field  of  the  mntent  structure  mnt  for  a  sub¬ 
string  that  matches  opt.  It  returns  the  address  of  the  substring  if  a  match  is  found,  0  otherwise, 
endmntent! )  closes  the  file. 

FILES 

/etc/fstab 

/etc/mtab 

SEE  ALSO 

fopen(3S),  getfsent(3),  fstab(S) 

DIAGNOSTICS 

NULL  pointer  (0)  returned  on  EOF  or  error. 
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BUGS 

The  returned  mntent  structure  points  to  static  information  that  is  overwritten  in  each  call. 
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NAME 

getnetent,  getnetbyaddr,  getnetbyname,  setiKtent,  endnetent  -  get  network  entry 

SYNOPSIS 

^include  <netdb.h> 

struct  netent  *getnetent() 

struct  netent  «getnetbynanie(nanie) 
char  ^name; 

struct  netent  ’•■getnetbyaddr(net,  type) 
long  net; 
int  type; 

setnetent(stayopen) 
int  stayopen; 

endnetent( ) 

DESCRIPTION 

getnetent,  getnetbyname,  and  getnetbyaddr()  each  return  a  pointer  to  an  object  with  the  following  struc¬ 
ture  containing  the  broken-out  fields  of  a  line  in  the  network  data  base,  /etc/networks. 

struct  netent  { 

char  *n_nanie;  /*  official  name  of  net 

char  ♦'•‘n_aliases;  I*  alias  list  *! 

int  n_addrtype;  /♦  net  number  type  */ 

long  n_net;  I*  net  number  */ 

}; 

The  members  of  this  structure  are: 

n_name  The  official  name  of  the  network. 

n_alia^  A  zero  terminated  list  of  alternate  names  fw  the  network. 

n_addrtype  The  type  of  the  network  number  returned;  currently  only  AFJNET. 

n_net  The  network  number.  Network  numbers  are  returned  in  nuichine  byte  order. 

getnetentf  )  reads  die  next  line  of  the  file,  opening  the  file  if  necessary. 

getnetent( )  opens  and  rewinds  the  file.  If  the  stayopen  fiag  is  non-zero,  the  net  data  base  will  not  be 
closed  after  each  call  to  getnetent( )  (either  direcdy,  or  indirecdy  through  one  of  the  other  “gemet”  calls). 

endnetentO  closes  the  file. 

getnetbyname( )  and  getnetbyaddr( )  sequentially  search  from  the  beginning  of  the  file  until  a  matching 
net  name  or  net  address  and  type  is  found,  or  until  end-of-file  is  encountered.  Network  numbers  are  sup¬ 
plied  in  host  order. 

FILES 

/etc/networks 
SEE  ALSO 

networks(S),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

BUGS 

All  information  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved. 

Only  Internet  network  numbers  are  currently  understood. 
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NAME 

getnetgrent,  setne^rent,  endnetgrent,  innetgr  -  get  netwoik  group  entry 
SYNOPSIS 

innetgrCnetgroup,  machine,  user,  domain) 
char  ’•■netgroup,  '^machine,  *user,  ’•■domain; 

setnetgrent(netgroup) 
char  *netgroup 

endne^entO 

getnetgrent(machinep,  userp,  domainp) 
char  ^’•machmep,  ’**userp,  ■•‘•■domainp; 

DESCRIPTION 

inngetgr  returns  1  or  0,  depending  (mi  whether  netgroup  contains  the  machine,  user,  domain  triple  as  a 
member.  Any  of  the  three  strings  machine,  user,  or  domain  can  be  NULL,  in  which  case  it  signifies  a  wild 
card. 

getnetgrent( )  returns  the  next  member  of  a  network  group.  After  the  call,  machinep  will  contain  a  pointer 
to  a  string  containing  the  name  of  the  machine  part  of  the  network  group  member,  and  similarly  for  userp 
and  domainp.  If  any  of  machinep,  userp  <x  domainp  is  returned  as  a  NULL  pointer,  it  signifies  a  wild  card. 
getnetgrent( )  will  use  malloc(3)  to  allocate  space  for  the  name.  This  space  is  released  when  a  endnet- 
grentO  call  is  made.  getnetgrent( )  returns  1  if  it  succeeding  in  obtaining  another  member  of  the  network 
group,  0  if  it  has  reached  the  end  of  the  group. 

getnetgrentf )  establishes  the  netwoik  group  from  which  getnetgrent( )  will  obtain  members,  and  also  res¬ 
tarts  calls  to  getnetgrentO  from  the  beginning  of  the  list  If  the  previous  setnetgrentO  call  was  to  a  dif¬ 
ferent  network  group,  a  endnetgrent( )  call  is  implied.  endnetgrent( )  frees  the  space  allocated  during  the 
getnetgrentf )  calls. 

FILES 

/etc/netgroup 


Sun  Release  4.0 


Last  change:  14  December  1987 


875 


GET0PT(3) 


C  LIBRARY  FUNCTIONS 


GETOPT(3) 


NAME 

getopt,  optaig,  <^tind  -  get  option  letter  from  argument  vector 
SYNOPSIS 

int  getopt(argc,  argv,  optstring) 
int  argc; 
char  **argv; 
char  ^optstring; 

extern  char  *optarg; 
extern  int  optind,  opterr; 

DESCRIPTION 

getoptO  returns  the  next  option  letter  in  argv  that  matches  a  letter  in  optstring.  optstring  must  contain  the 
option  letters  the  command  using  getoptO  will  recognize;  if  a  letter  is  followed  by  a  colon,  the  option  is 
expected  to  have  an  argument,  or  group  of  arguments,  which  must  be  separated  fiom  it  by  white  space. 

optarg  is  set  to  point  to  the  start  of  the  option  argument  on  return  from  getopt. 

getoptO  places  in  optindO  the  argv  index  of  the  next  argument  to  be  processed.  optindO  is  external  and 
is  initialized  to  1  before  the  first  call  to  getopt. 

When  all  options  have  been  processed  (that  is,  up  to  the  first  non-option  argument),  getopt( )  returns  -1. 
The  special  option  “ — ”  may  be  used  to  delimit  the  end  of  the  options;  when  it  is  encountered,  -1  will  be 
returned,  and  “ — ”  will  be  skipped. 

DIAGNOSTICS 

getoptO  prints  an  oror  message  on  the  standard  error  and  returns  a  question  mark  (?)  when  it  encounters 
an  option  letto*  not  included  in  optstring  or  no  option-argument  after  an  option  that  expects  one.  This  error 
n^ssage  may  be  disabled  by  setting  opterr  to  0. 

EXAMPLE 

The  following  code  fragment  shows  how  one  might  process  the  arguments  for  a  command  that  can  take  the 
mutually  exclusive  options  a  and  b,  and  the  option  o,  which  requires  an  option  argument; 

main(argc,  argv) 
int  argc; 
char  **argv; 

{ 

intc; 

extern  char  ^optarg; 
extern  int  optind; 


while  ((c  =  getopt(argc,  argv,  "abo;")) 
switch  (c)  { 
case  ’a’: 


if(bflg) 

else 

break; 

case  ’b’: 


errflg++; 

aflg++; 


if(aflg) 

errflg++; 

else 


bproc  0; 

break; 


-1) 
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case  ’o’: 

ofile  =  optarg; 
break; 

case  ’?’: 

eiTflg++; 

} 

if  (errflg)  { 

(void)fprintf(stdeiT,  "usage: . . . "); 
exit  (2); 

} 

for  (;  optind  <  argc;  optind++)  { 

if  (access(argv[optind],  4))  { 


} 

SEE  ALSO 

getopts(l) 

WARNING 

Changing  the  value  of  the  variable  optind,  or  calling  getoptO  with  different  values  of  argv,  may  lead  to 
unexpected  results. 
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NAME 

getpass  -  read  a  password 
SYNOPSIS 

char  *getpass(prompt) 
char  ^prompt; 

DESCRIPTION 

getpass( )  reads  up  to  a  NEWLINE  or  EOF  from  the  file  /dev/tty,  or  if  that  cannot  be  opened,  from  the  stan¬ 
dard  input,  after  prompting  with  the  NULL-taminated  string  prompt  and  disabling  echoing.  A  pointer  is 
returned  to  a  NULL-terminated  string  of  at  most  8  characters.  An  interrupt  will  terminate  input  and  send  an 
interrupt  signal  to  the  calling  program  before  returning. 

FILES 

/dev/tty 
SEE  ALSO 

crypt(3),  getpass(3V) 

WARNING 

The  above  routine  uses  <stdio.h>,  which  increases  the  size  of  programs  not  otherwise  using  standard  I/O, 
more  than  might  be  expected. 

BUGS 

The  return  value  points  to  static  data  whose  content  is  overwritten  by  each  call. 
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NAME 

getprotoent,  getprotobynumber,  getprotobyname,  setprotoent,  endpiotoent  -  get  protocol  entry 

SYNOPSIS 

#mclude  <netdb.h> 

struct  protoent  ^getprotoentO 

struct  protoent  *getprotobyname(name) 
char  *name; 

struct  protoent  *getprotobynuniber(proto) 
int  proto; 

setprotoent(stayopen) 
int  stayopen; 

endprotoentO 

DESCRIPTION 

getprotoent,  getprotobyname,  and  getprotobynumberO  each  return  a  pointer  to  an  object  with  the  fol¬ 
lowing  structure  containing  the  broken-out  fields  of  a  line  in  the  netw(»k  protocol  data  base,  /etc/protocols. 

struct  protoent  { 


char 

*p_name; 

/*  official  name  of  protocol  *1 

char 

**p_aliases; 

/*  alias  list  ♦/ 

int 

p_proto; 

/♦  protocol  number  */ 

}; 

The  members  of  this  stmcture  are: 

p_name  The  official  name  of  the  protocol. 

p_aliases  A  zero  terminated  list  of  alternate  names  for  the  protocol. 

p_proto  The  protocol  number. 

getprotoent( )  reads  the  next  line  of  the  file,  opening  the  file  if  necessary. 

getprotoent( )  opens  and  rewinds  the  file.  If  the  stayopen  flag  is  non-zero,  the  net  data  base  will  not  be 
closed  after  each  call  to  getprotoentO  (either  directly,  or  indirectly  through  one  of  the  other  “getproto” 
calls). 

endprotoentO  closes  the  file. 

getprotobynameO  and  getprotobynumberO  sequentially  search  firom  the  beginning  of  the  file  until  a 
matching  protocol  name  or  {notocol  number  is  found,  or  until  end-of-file  is  encountered. 

FILES 

/etc/protocols 
SEE  ALSO 

protocols(S),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

BUGS 

All  information  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved.  Only  the  Internet  pro¬ 
tocols  are  currently  understood. 
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NAME 

getpw  -  get  name  from  uid 

SYNOPSIS 

getpw(uid»  buf) 
char  *buf; 

DESCRIPTION 

Getpw  is  made  obsolete  by  getpwent(3)* 

getpwO  searches  the  password  file  for  the  (numerical)  uid,  and  fills  in  birf  with  the  coresponding  line;  it 
returns  non-zero  if  uid  could  not  be  found  The  line  is  NULL-terminated. 

FILES 

/etc/passwd 
SEE  ALSO 

getpwent(3),  passwd(S) 

DIAGNOSTICS 

Non-zero  return  on  error. 
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NAME 

getpwaent,  getpwanam,  setpwaent,  endpwaent,  fgeQ>waent  -  get  password  adjunct  file  entry 
SYNOPSIS 

#include  <sys/types  Ji> 

#include  <sys/label.h> 

#include  <sys/audit.h> 

#include  <pwdadj  Ji> 

struct  passwd_adjunct  *getpwaent() 

struct  passwd_adjunct  *getpwanani(nanie) 
char  *name; 

struct  passwd_adjunct  *fgetpwaent(0 
FILE  *1; 

void  setpwaentO 

void  endpwaentO 

DESCRIPTION 

Both  getpwaentO  and  getpwanam()  return  a  pointer  to  an  object  with  the  following  structure  containing 
the  broken-out  fields  of  a  line  in  the  password  adjunct  file.  Each  line  in  the  file  contains  a  passwd_adjunct 
structure,  declared  in  the  <pwdadj.h>  header  file: 

struct  passwd_adjunct  { 
char  *pwa_naine; 

char  «pwa_j)asswd; 

blabel_t  pwa_minimuin; 

blabel_t  pwa_niaximum; 

blabel_t  pwa_def; 
audit_state_t  pwa_au_always; 
audit_state_t  pwa_au_never; 
int  pwa_version; 

); 

When  first  called,  getpwaentO  returns  a  pointer  to  a  passwd_adjunct  structure  describing  data  from  the 
first  line  in  the  file.  Thereafter,  it  returns  a  pointer  to  a  passwd_adjunct  structure  describing  data  from  the 
next  line  in  the  file.  So  successive  calls  can  be  used  to  search  the  entire  file. 

getpwanamO  searches  from  the  beginning  of  the  file  until  it  finds  a  login  name  matching  name,  then 
returns  a  pointer  to  the  particular  structure  in  which  it  was  found. 

Calling  getpwaentO  rewinds  the  password  adjunct  file  to  allow  repeated  searches.  Calling  endpwaentO 
closes  the  password  adjunct  file  when  processing  is  complete. 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

SEE  ALSO 

getpwent(3),  getgrent(3),  passwd.adjunct(S),  ypserv(8) 

BUGS 

All  information  is  contained  in  a  static  area,  so  it  must  be  copied  if  it  is  to  be  saved. 
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NAME 

geQ)went,  getpwuid,  getpwnam,  seQ>went,  endpwent,  setpwfile,  fgeq>went  -  get  password  file  ^try 

SYNOPSIS 

#mclude  <pwd  Ji> 

struct  passwd  «getpwent() 

struct  passwd  *getpwuid(uid) 
int  uid; 

struct  passwd  *getpwnain(name) 
char  *naine; 

int  setpweiit( ) 

int  endpwentO 

setpwfile(name) 
char  <»name; 

struct  passwd  *fgetpwent(f) 

FILE  ♦fj 

DESCRIPTION 

getpwent,  getpwuidO  and  getpwnamO  each  return  a  pointer  to  an  object  with  the  following  structure 
ccmtaining  the  broken-out  fields  of  a  line  in  the  password  file.  Each  line  in  the  file  contains  a  “passwd” 
structure,  declared  in  the  <pwd.h>  header  file: 

struct  passwd  { /*  see  getpwent(3)  ♦/ 
char  *pw_name; 
char  *pw_passwd; 
int  pw_uid; 

int  pw_gid; 

int  pw_quota; 

char  *pw_coniment; 
char  *pw_gecos; 
char  ♦pw_dir; 

char  *pw  shell; 

}; 

struct  passwd  *getpwent(),  ‘^getpwuidO,  *getpwnani(); 

This  structure  is  declared  in  <pwd.h>  so  it  is  not  necessary  to  redeclare  it 

The  fields  pw_quota  and  pw_comnient  are  unused;  the  others  have  meanings  described  in  passwd(S). 
When  first  called,  getpwentO  returns  a  pointer  to  the  first  passwd  structure  in  the  file;  thereafter,  it  returns 
a  pointo*  to  the  next  passwd  structure  in  the  file;  so  successive  calls  can  be  used  to  search  the  entire  file. 
getpwuidO  searches  from  the  beginning  of  the  file  until  a  numerical  user  ID  matching  uid  is  found  and 
returns  a  pointer  to  the  particular  structure  in  which  it  was  fmind.  getpwnamO  searches  from  the  begin¬ 
ning  of  the  file  until  a  login  name  matching  name  is  found,  and  returns  a  pointer  to  the  particular  structure 
in  which  it  was  found.  If  an  end-of-file  or  an  error  is  encountered  on  reading,  these  functions  return  a 
NULL  pointer. 

A  call  to  getpwent( )  has  the  effect  of  rewinding  the  password  file  to  allow  repeated  searches.  endpwent( ) 
may  be  call^  to  close  the  password  file  when  processing  is  complete. 

setpwfileO  changes  the  default  passwcffd  file  to  name  thus  allowing  alternate  passwcvd  files  to  be  used. 
Note:  it  does  not  close  the  previous  file.  If  this  is  desired,  endpwent( )  should  be  called  prior  to  it. 

fgetpwentO  returns  a  pointer  to  the  next  passwd  structure  in  the  stream /,  which  matches  the  format  of  the 
password  file  /etc/passwd. 
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FILES 

/etc/passwd 
SEE  ALSO 

getgrent(3),  getlogin(3),  getpwent(3V),  passwd(S),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

BUGS 

All  informati(M)  is  contained  in  a  static  area,  so  it  must  be  cq)ied  if  it  is  to  be  saved. 


Sun  Release  4.0 


Last  change:  28  January  1988 


883 


GETRPCENT(3N) 


NETWORK  FUNCTIONS 


GETRPCENT(3N) 


NAME 

getrpcent,  getipcbyname,  getrpcbynumber  -  get  RPC  entry 

SYNOPSIS 

#include  <netdb.h> 

struct  rpcent  *getrpcent( ) 

struct  rpcent  *getrpcbyname(nanie) 
char  *nanie; 

struct  rpcent  *getrpcbynuniber(number) 
int  number; 

setrpcent  (stayopen) 
int  stayopen 

endrpcentO 

DESCRIPTION 

getrpcent,  getrpcbyname,  and  getrpcbynumber( )  each  return  a  pointer  to  an  object  with  the  following 
structure  containing  the  broken-out  fields  of  a  line  in  the  rpc  program  number  data  base,  /etc/rpc. 

struct  rpcent  { 

char  *r_name;  I*  name  of  server  for  this  rpc  program  *! 

char  **r_aliases;  /*  alias  list  */ 

long  r_number;  /*  rpc  program  number  *! 

}; 

The  members  of  this  structure  are: 

r_name  The  name  of  the  server  for  this  rpc  program. 

r_aliases  A  zero  terminated  list  of  alternate  names  for  the  rpc  program. 

r_number  The  rpc  program  number  for  this  service. 

getrpcent(  )  reads  the  next  line  of  the  file,  opening  the  file  if  necessary. 

getrpcentO  opens  and  rewinds  the  file.  If  the  stayopen  flag  is  non-zero,  the  net  data  base  will  not  be 
closed  after  each  call  to  getrpcentO  (either  directly,  or  indirectly  through  one  of  the  otho*  “getrpc”  calls). 

endrpcent  closes  the  file. 

getrpcbyname( )  and  getrpcbynumber()  sequentially  search  from  the  beginning  of  the  file  until  a  match¬ 
ing  ipc  program  name  or  program  number  is  found,  or  until  end-of-file  is  encountered. 

nLES 

/etc/rpc 
SEE  ALSO 

rpc(5),  rpcinfo(8C),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  EOF  or  errw. 

BUGS 

All  information  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved. 
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NAME 

gets,  fgets  -  get  a  string  from  a  stream 

SYNOPSIS 

#include  <stdio  Ji> 

char  *gets(s) 
char  *s; 

char  *fgets(s,  n,  stream) 
char  *s; 

FILE  ^stream; 

DESCRIPTION 

gets( )  reads  characters  from  the  standard  input  stream,  stdin,  into  the  array  pointed  to  by  s,  until  a  NEW- 
LINE  characto'  is  read  or  an  EOF  condition  is  encountered.  The  NEWLINE  character  is  ^scarded  and  the 
string  is  terminated  with  a  NULL  character.  gets( )  returns  its  argument 

fgetsC )  reads  characters  from  the  stream  into  the  array  pointed  to  by  s,  until  n-1  characters  are  read,  a 
NEWLINE  character  is  read  and  transferred  to  f,  or  an  EOF  condition  is  encountered.  The  string  is  then  ter¬ 
minated  with  a  NULL  character.  fgets( )  returns  its  first  argument 

SEE  ALSO 

puts(3S),  getc(3S),  scanf(3S),  fread{3S),  feiTor(3S) 

DIAGNOSTICS 

If  EOF  is  encountered  and  no  characters  have  been  read,  no  characters  are  transferred  to  s  and  a  NULL 
pointer  is  returned.  If  a  read  error  occurs,  such  as  trying  to  use  these  functions  on  a  file  that  has  not  been 
opened  for  reading,  a  NULL  pointer  is  returned.  Otherwise  s  is  returned. 
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NAME 

getservent,  getservbyport,  getservbyname,  setservent,  endservent  -  get  service  entry 

SYNOPSIS 

#include  <netdb.h> 

struct  servent  ♦getservent( ) 

struct  servent  *getservbynanie(nanie,  proto) 
cbar  ’^name,  ^proto; 

struct  servent  *getservbyport(port,  proto) 
int  port;  cbar  *proto; 

setservent(stayopen) 
int  stayopen; 

endservent( ) 

DESCRIPTION 

getservent,  getservbyname,  and  getservbyport  each  return  a  pointer  to  an  object  with  the  following  struc¬ 
ture  containing  the  broken-out  fields  of  a  line  in  the  network  services  data  base,  /etc/services. 

struct  servent  { 

char  *s_nanie;  /*  official  name  of  service  ♦/ 

char  ♦♦s_aliases;  /♦  alias  list  */ 

int  s_port;  /♦  port  service  resides  at  ♦/ 

char  *s_proto;  /*  protocol  to  use  */ 

}; 

The  members  of  this  structure  are: 

s_name  The  official  name  of  the  service. 

s_aliases  A  zero  terminated  list  of  alternate  names  for  the  service, 

sjport  The  peat  number  at  which  the  service  resides.  Port  numbers  are  returned 

in  network  byte  order. 

s_proto  The  name  of  the  protocol  to  use  when  contacting  the  service. 

getservent( )  reads  the  next  line  of  the  file,  tqrening  the  file  if  necessary. 

getserventO  opens  and  rewinds  the  file.  If  the  stayopen  flag  is  non-zero,  the  net  data  base  will  not  be 
closed  after  each  call  to  getserventO  (either  direedy,  or  indirectly  through  one  of  the  other  “getserv” 
calls). 

endservent( )  closes  the  file. 

getservbynameO  and  getservbyport( )  sequentially  search  from  the  beginning  of  the  file  until  a  matching 
protocol  name  or  port  number  is  found,  or  until  end-of-file  is  encountered.  If  a  protocol  name  is  also  sup¬ 
plied  (non-NULL),  searches  must  also  match  the  protocol. 

FILES 

/etc/services 
SEE  ALSO 

getprotoent(3N),  services(5),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

BUGS 

All  information  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved.  Expecting  port 
numbers  to  fit  in  a  32  bit  quantity  is  probably  naive. 
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NAME 

getttyent,  getttynain,  setttyent,  endttyent  -  get  ttytab  file  entry 

SYNOPSIS 

#include  <ttyent.h> 

struct  ttyent  *getttyent() 

struct  ttyent  *getttynam(name) 
char  *name; 

setttyentO 

endttyentO 

DESCRIPTION 

getttyent( )  and  getttynam( )  each  return  a  pointer  to  an  object  with  the  following  structure  containing  the 
broken-out  fields  of  a  line  from  the  tty  description  file. 

struct  ttyent  { 

char  *ty_name;  I*  terminal  device  name  *! 

char  *tyjgetty;  /*  command  to  execute,  usuaDygetty*/ 

char  *ty_type;  /*  terminal  type  for  termcap  (3X)  */ 

int  ty_status;  I*  status  flags  (see  below  for  defines)  *! 

char  *ty_window;  I*  command  to  start  up  window  manager  *! 

char  *ty_comment;  I*  usually  the  location  of  the  terminal  */ 

}; 

#define  TTY_ON  0x1  /*  enable  logins  (startup  getty)  *! 

#define  TTY_SECURE  0x2  /«  aUow  root  to  login  •»/ 

ty_name  is  the  name  of  the  character-special  file  in  the  directory  /dev.  For  various 

reasons,  it  must  reside  in  the  directory  /dev. 

ty_getty  is  the  command  (usually  getty(8))  which  is  invoked  by  init  to  initialize 

tty  line  characteristics.  In  fact,  any  arbitrary  command  can  be  used;  a 
typical  use  is  to  initiate  a  terminal  emulatcx’  in  a  window  system. 

is  name  of  the  default  terminal  type  connected  to  this  tty  line.  This  is 
typicaUy  a  name  from  the  termcap(S)  data  base.  The  environment  vari¬ 
able  TERM  is  initialized  with  this  name  by  getty (8)  or  login!  1). 

ty_status  is  a  mask  of  bit  fields  which  indicate  various  actions  to  be  allowed  on  this 

tty  line.  The  following  is  a  description  of  each  flag. 

TTY_ON 

Enables  logins  (that  is,  init(8)  will  start  the  specified 
“getty”  command  on  this  entry). 

TTY_SECURE 

Allows  root  to  login  on  this  terminal.  Note:  TTY_ON 
must  be  included  for  this  to  be  useful. 

ty_window  is  the  command  to  execute  for  a  window  system  associated  with  the  line. 

The  window  system  will  be  started  before  the  command  specified  in  the 
ty_getty  entry  is  executed.  If  none  is  specified,  this  will  be  NULL. 

ty_comment  is  the  trailing  comment  field,  if  any;  a  leading  delimiter  and  white  space 

will  be  removed. 

getttyent! )  reads  the  next  line  from  the  ttytab  file,  opening  the  file  if  necessary;  getttyent! )  rewinds  the 
file;  endttyentO  closes  it 
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getttynamO  searches  firom  the  beginning  of  the  file  until  a  matching  name  is  found  (or  until  EOF  is 
encountered). 

FILES 

/etc/ttytab 
SEE  ALSO 

login(l),  ttyslot(3),  ttyslot(3V),  gettytab(S),  ttytab(S),  termcap(S),  getty(8),  init(8) 

DIAGNOSTICS 

NUli  pointer  (0)  returned  on  EOF  or  error. 

BUGS 

All  information  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved. 
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NAME 

getuseishell,  setusershell,  endusershell  -  get  legal  user  shells 

SYNOPSIS 

char  *getusershell() 

setusershellO 

endusershellO 

DESCRIPTION 

getusershell( )  returns  a  pointer  to  a  legal  user  shell  as  defined  by  the  system  manager  in  the  file  /etc/shells. 
If  /etc/shells  does  not  exist,  the  two  standard  system  shells  /usr/bin/sh  and  /usr/bin/csh  are  returned. 

getusershellO  reads  the  next  line  (opening  the  file  if  necessaiy);  setu%rshell()  rewinds  the  file;  enduser¬ 
shellO  closes  it. 

FILES 

/etc/shells 

/usr/bin/csh 

DIAGNOSTICS 

The  routine  getusershell( )  returns  a  NULL  pointer  (0)  on  EOF  or  enor. 

BUGS 

All  information  is  contained  in  a  static  area  so  it  must  be  copied  if  it  is  to  be  saved. 
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NAME 

getwd  -  get  cunent  working  directory  pathname 
SYNOPSIS 

tinclude  <sys/param.h> 

char  *getwd(pathname) 
char  pathname[MAXPATHLEN]; 

DESCRIPTION 

getwdO  copies  the  absolute  pathname  of  the  current  working  directory  to  pathname  and  returns  a  pointer 
to  the  result. 

DIAGNOSTICS 

getwd( )  returns  zero  and  places  a  message  in  pathname  if  an  error  occurs. 

FILES 

/tmp/.getwd  It  exists  for  the  sole  purpose  of  the  getwdO  library  routine;  no  other  software 

should  depend  on  its  existence  or  contents. 
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NAME 

hsearch,  hcreate,  hdestroy  -  manage  hash  search  tables 

SYNOPSIS 

#mclude  <search.h> 

ENTRY  ^hsearch  (item,  action) 

ENTRY  Item; 

ACTION  action; 

int  hcreate  (nel) 
unsigned  nel; 

void  hdestroy  ( ) 

DESCRIPTION 

hsearchO  is  a  hash-table  search  routine  generalized  from  Knuth  (6.4)  Algorithm  D.  It  returns  a  pointer 
into  a  hash  table  indicating  the  location  at  which  an  entry  can  be  found,  item  is  a  structure  of  type  ENTRY 
(defined  in  the  <search.h>  header  file)  containing  two  pointers:  item.key  points  to  the  comparison  key,  and 
itemdata  points  to  any  other  data  to  be  associated  with  that  key.  (Pointers  to  types  other  than  character 
should  be  cast  to  pointer-to-character.)  action  is  a  member  of  an  enumeration  type  ACTION  indicating  the 
disposition  of  the  entry  if  it  cannot  be  found  in  the  table.  ENTER  indicates  that  the  item  should  be  inserted 
in  the  table  at  an  appropriate  point.  FIND  indicates  that  no  entry  should  be  made.  Unsuccessful  resolution 
is  indicated  by  the  return  of  a  NULL  pointer. 

hcreateO  allocates  sufficient  space  for  the  table,  and  must  be  called  before  hsearch()  is  used,  nel  is  an 
estimate  of  the  maximum  number  of  entries  that  the  table  will  contain.  This  number  may  be  adjusted 
upward  by  the  algorithm  in  order  to  obtain  certain  mathematically  favorable  circumstances. 

hdestroyO  destroys  the  search  table,  and  may  be  followed  by  another  call  to  hcreate. 

NOTES 

lisearch( )  uses  open  addressing  with  a  multiplicative  hash  function. 

EXAMPLE 

The  following  example  will  read  in  strings  followed  by  two  numbers  and  store  them  in  a  hash  table,  dis¬ 
carding  duplicates.  It  will  then  read  in  strings  and  find  the  matching  entry  in  the  hash  table  and  print  it  out 

#include  <stdio.h> 

#include  <searcb.h> 

struct  info  {  /*  this  is  the  info  stored  in  the  table  *( 

int  age,  room;  I*  other  than  the  key.  *f 

}; 

#define 

NUM_EMPL  5000  /*  #  of  elements  in  search  table  */ 

main(  ) 

{ 

/♦  space  to  store  strings  */ 
char  string_spaceINUM_EMPL*20]; 

/*  space  to  store  employee  info  */ 
struct  info  info_space[NUM_EMPL]; 

/*  next  avail  space  in  string;_space  */ 
char  *str_ptr  =  string_space; 

/*  next  avail  space  in  info_space  */ 
struct  info  ♦infojptr  =  info_space; 

ENTRY  item,  *found_item,  *hsearch( ); 

/*  name  to  look  for  in  table  *1 
char  name_to_find[30]; 
int  i  =  0; 

/*  create  table  ♦/ 
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(void)  hcreate(NUM_EMPL); 

while  (scanf("%s%d%d",  strjptr,  &inro_ptr->age, 

&info_ptr->rooin)  != 

EOF  &&  i++  < 

NUM_EMPL)  { 

h  put  info  in  structure,  and  structure  in  item  */ 

item.key  =  strjptr; 

item.data  =  (char  *)infoj)tr; 

strj)tr  +=  strlen(strjptr)  +  1; 

infoj)tr++; 

I*  put  item  into  table  *! 

(void)  hsearch(item, 

ENTER); 

} 

/*  access  table  */ 
item.key  =  name_to_find; 
while  (scanf("%s",  item.key)  !=  EOF)  { 
if  ((foundjtem  =  hsearcb(item, 

FIND))  !=  NULL)  { 

/♦  if  item  is  in  the  table  */ 

(void)printf("found  %s,  age  =  %d,  room  =  %d\n", 
found_item->key, 

((struct  info  *)found_item->data)->age, 

((struct  info  '•‘)found_item->data)->room); 

}  else  { 

(void)printf("no  such  employee  %s\n", 
name  to  find) 

} 

} 

} 

SEE  ALSO 

bsearch(3),  lsearch(3),  malloc(3),  string(3),  tsearch(3) 

DIAGNOSTICS 

hsearcbO  returns  a  NULL  pointer  if  either  the  action  is  FIND  and  the  item  could  not  be  found  or  the 
action  is  ENTER  and  the  table  is  full. 

hcreate( )  returns  zero  if  it  cannot  allocate  sufficient  space  for  the  table. 

WARNING 

hsearchO  and  hcreateO  use  maIIoc(3)  to  allocate  space. 

BUGS 

Only  one  hash  search  table  may  be  active  at  any  given  time. 
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NAME 

inet  inet_addr,  inet_network,  inet_makeaddr,  inet_lnaof,  inet_netof,  met_ntoa  -  Intmiet  address  mani¬ 
pulation 

SYNOPSIS 

#uiclude  <sys/types.h> 

#mclude  <sys/socket.h> 

#mclude  <netmet/in.h> 

#include  <arpa/ineth> 

unsigned  long 
inet_addr(cp) 
char  *cp; 

inet_network(cp) 
char  ^cp; 

struct  in_addr 
inet_makeaddr(net,  Ina) 
int  net,  Ina; 

inet_lnaof(in) 
struct  in_addr  in; 

inet_netof(in) 
struct  in_addr  in; 

char  * 
inet_ntoa(in) 
struct  in_addr  in; 

DESCRIPTION 

The  routines  inet_addr()  and  inet_network()  each  interpret  character  strings  representing  numbers 
expressed  in  the  Internet  standard  notation,  returning  numbers  suitable  for  use  as  Internet  addresses 
and  Internet  network  numbers,  respectively.  The  routine  inet_makeaddr()  takes  an  Internet  network 
number  and  a  local  network  address  and  constructs  an  Internet  address  from  it.  The  routines 
inet_netof()  and  inet_lnaof()  break  apart  Internet  host  addresses,  returning  the  network  number  and 
local  network  address  part,  respectively. 

The  routine  inet_ntoa()  returns  a  pointer  to  a  string  in  the  base  256  notation  “d.d.d.d”  described 
below. 

All  hitemet  address  are  returned  in  netwoik  order  (bytes  ordered  from  left  to  right).  All  network 
numbers  and  local  address  parts  are  returned  as  machine  format  intego*  values. 

INTERNET  ADDRESSES 

Values  specified  using  the  notation  take  one  of  the  following  forms: 


a.b.c.d 

a.b.c 

a.b 

a 

When  four  parts  are  specified,  each  is  interpreted  as  a  byte  of  data  and  assigned,  from  left  to  right,  to 
the  four  bytes  of  an  Internet  address.  Note:  when  an  Internet  address  is  viewed  as  a  32-bit  integer 
quantity  on  SuD386i  systems,  the  bytes  referred  to  above  appear  as  d.c.b.a.  That  is,  Sun386i  bytes  are 
ordered  from  right  to  left. 

When  a  three  part  address  is  specified,  the  last  part  is  interpreted  as  a  16-bit  quantify  and  placed  in 
the  right  most  two  bytes  of  the  network  address.  This  makes  the  three  part  address  format  convenient 
for  specifying  Class  B  network  addresses  as  “128.net.host”. 
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When  a  two  part  address  is  supplied,  the  last  part  is  interpreted  as  a  24-bit  quantity  and  placed  in  the 
right  most  three  bytes  of  the  network  address.  This  makes  the  two  part  address  format  convenient  for 
specifying  Qass  A  network  addresses  as  “nethost”. 

When  only  one  part  is  given,  the  value  is  stored  directly  in  the  network  address  without  any  byte  rear¬ 
rangement. 

All  numbers  supplied  as  “parts”  in  a  notation  may  be  decimal,  octal,  <»:  hexadecimal,  as  specified 
in  the  C  language  (that  is,  a  leading  Ox  or  OX  implies  hexadecimal;  otherwise,  a  leading  0  implies 
octal;  otherwise,  the  number  is  interpreted  as  decimal). 

SEE  ALSO 

gethostent(3N),  getnetent(3N),  hosts(5),  networks(S), 

DIAGNOSTICS 

The  value  -1  is  returned  by  inet_addr()  and  inet_network()  for  malformed  requests. 

BUGS 

The  problem  of  host  byte  ordering  versus  network  byte  ordering  is  confusing.  A  simple  way  to 
specify  Qass  C  network  addresses  in  a  manner  similar  to  that  for  Class  B  and  Class  A  is  needed. 

The  return  value  from  uiet_ntoa()  points  to  static  information  which  is  overwritten  in  each  call. 
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NAME 

initgroups  -  initialize  group  access  list 
SYNOPSIS 

initgroups(name,  basegid) 
char  ^name; 
int  basegid; 

DESCRIPTION 

initgroupsO  reads  through  the  group  file  and  sets  up,  using  the  setgroups  call  (see  getgroups(2)),  the 
group  access  list  for  the  user  specified  in  name.  The  basegid  is  automatically  included  in  the  groups 
list.  Typically  this  value  is  given  as  the  group  number  from  the  password  file. 

FILES 

/etc/group 
SEE  ALSO 

getgroups(2),  getgrent(3) 

DIAGNOSTICS 

initgroupsO  returns  -1  if  it  was  not  invoked  by  the  super-user. 

BUGS 

initgroupsO  uses  the  routines  based  on  getgrent(3).  If  the  invoking  program  uses  any  of  these  rou¬ 
tines,  the  group  structure  will  be  overwritten  in  the  call  to  initgroups. 
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NAME 

insque,  remque  -  inseri/remove  element  from  a  queue 

SYNOPSIS 

Struct  qelem  { 

struct  qelem  *q_forw; 
struct  qetem  4>q_back; 
char  q_data[]; 

}; 

insque(elem,  pred) 
struct  qelem  ^‘elem,  *pred; 

remque(elem) 
struct  qelem  *elem; 

DESCRIPTION 

insqueO  and  remque()  manipulate  queues  built  from  doubly  linked  lists.  Each  element  in  the  queue 
must  be  in  the  form  of  “struct  qelem”.  insqueO  inserts  elem  in  a  queue  immediately  after  pred; 
remqueO  removes  an  entry  elem  tom  a  queue. 
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ISSECUREO) 


NAME 

issecure  -  indicates  whether  system  is  running  secure 

SYNOPSIS 

int  issecureO 

DESCRIPTION 

This  function  tells  whether  the  system  has  been  configured  to  run  in  secure  mode.  It  returns  0  if  the 
system  is  not  running  secure,  and  non-zero  if  the  system  is  running  secure. 
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KVM_GETU(3K) 


NAME 

kvm_getu,  kvinjetcmd  -  get  the  u-area  or  invocation  arguments  for  a  process 

SYNOPSIS 

#include  <kvm.h> 

#include  <sys/param.h> 
finciude  <sys/userJi> 

#mclude  <sys/proc.h> 

struct  user  *kvni^etu(kd,  proc) 
kvni_t  *kd; 
struct  proc  *proc; 

int  kvm_getcmd(kd,  proc,  u,  arg,  env) 

kvni_t  ♦kd; 

struct  proc  *proc; 

struct  user  ■•‘u; 

char  ♦♦*arg; 

char  ***env; 

DESCRIPTION 

kvm_getu()  reads  the  u-area  of  the  process  specified  by  proc  to  an  area  of  static  storage  associated 
with  kd  and  returns  a  pointer  to  it.  Subsequent  calls  to  kvm_getu()  will  overwrite  the  static  u-area. 

kd  is  a  pointer  to  a  kernel  identifier  returned  by  kvm_open(3K).  proc  is  a  pointer  to  a  copy  (in  the 
current  process’  address  space)  of  a  proc  structure  (obtained,  for  instance,  by  a  prior 
kvm_nextproc(3K)  call). 

kvni_getcmd()  constructs  a  list  of  string  pointers  that  represent  the  command  arguments  and  environ¬ 
ment  that  were  used  to  initiate  the  process  specified  by  proc. 

kd  is  a  pointer  to  a  kernel  identifier  returned  by  kvm_open(3K).  u  is  a  points:  to  a  copy  (in  the 
current  process’  address  space)  of  a  user  structure  (obtained  for  instance,  by  a  prior  kvm_jetu()  call). 
If  arg  is  not  NULL,  then  the  command  line  arguments  are  formed  into  a  NULL-terminated  array  of 
string  pointers.  The  address  of  the  first  such  pointer  is  returned  in  arg.  If  env  is  not  NULL,  then  the 
environment  is  formed  into  a  NULL-terminated  array  of  string  pointers.  The  address  of  the  first  of 
these  is  returned  in  env. 

The  pointers  returned  in  arg  and  env  refer  to  data  allocated  by  maIIoc(3)  and  should  be  freed  (by  a 
call  to  free  (see  malloc(3))  when  no  longer  needed.  Both  the  string  pointers  and  the  strings  them¬ 
selves  are  deallocated  when  freed. 

Since  the  environment  and  command  line  arguments  may  have  been  modified  by  the  user  process, 
there  is  no  guarantee  that  it  will  be  possible  to  reconstruct  the  original  command  at  all.  Thus, 
kvm_getcmd()  will  make  the  best  attempt  possible,  returning  -1  if  the  user  process  data  is  unrecog¬ 
nizable. 

RETURN  VALUE 

kvm_getu()  returns  a  NULL  pointer  if  an  error  occurred. 

kvm_getcmd( )  returns  a  value  of  0  on  successful  completion.  Otherwise  -1  is  returned. 

SEE  ALSO 

execve(2),  kvm_nextproc(3K),  kvm_open(3K),  kvm_read(3K),  malIoc(3) 

NOTES 

If  kvm_getcmd( )  returns  -1,  the  caller  still  has  the  option  of  using  the  command  line  fragment  that  is 
stored  in  the  u-aiea. 
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KVMNEXTPROC  (  3K ) 


NAME 

kvm_getproc,  kvm_nextproc,  kvm_setproc  -  read  system  process  structures 

SYNOPSIS 

tinclude  <kvm.h> 

#include  <sys/param.h> 

^include  <sys/time.h> 

#mclude  <sys/proc.h> 

struct  proc  *kvm_getproc(kd,  pid) 
kvm_t  *kd; 
int  pid; 

struct  proc  ♦kvm_nextproc(kd) 
kvni_t  ♦kd; 

int  kvm_setproc(kd) 
kvm_t  *kd; 

DESCRIPTION 

kvm_nextproc()  may  be  used  to  sequentially  read  all  of  the  system  process  structures  from  the  kernel 
identified  by  kd  (see  kvm_opeD(3K)).  Each  call  to  kvm_nextproc()  returns  a  pointer  to  the  static 
memory  area  that  contains  a  copy  of  the  next  valid  process  table  entry.  There  is  no  guarantee  that  the 
data  will  remain  valid  across  calls  to  kvm_nextproc,  kvni_setproc,  or  kvm_getproc.  Therefore,  if 
the  process  structure  must  be  saved,  it  should  be  copied  to  non-volatile  storage. 

For  performance  reasons,  many  implementations  will  cache  a  set  of  system  process  structures.  Since 
the  system  state  is  liable  to  change  between  calls  to  kvm_nextproc,  and  since  the  cache  may  contain 
obsolete  infcxmation,  there  is  no  guarantee  that  every  process  structure  returned  refers  to  an  active  pro¬ 
cess,  nor  is  it  certain  that  all  processes  will  be  reported. 

kvm_setproc()  rewinds  the  process  list,  enabling  kvm_nextproc()  to  rescan  from  the  beginning  of  the 
system  process  table.  kvili_setproc()  will  always  flush  the  process  structure  cache,  allowing  an  ^pli¬ 
cation  to  re-scan  the  process  table  of  a  running  system. 

kvm_getproc()  locates  the  proc  structure  of  the  process  specified  by  pid  and  returns  a  pointer  to  it. 
kvm_getproc()  does  not  interact  with  the  process  table  pointer  manipulated  by  kvm_nextproc,  how¬ 
ever,  the  restrictions  regarding  the  validi^  of  the  data  still  apply. 

RETURN  VALUE 

kvm_^etproc()  and  kvm_nextproc( )  return  a  NULL  pointer  if  an  error  has  occurred. 
kvm_setproc( )  returns  a  value  of  0  on  successful  completion.  Otherwise  -1  is  returned. 

SEE  ALSO 

kvm_^etu(3K),  kvm_open(3K),  kvm_read(3K) 
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NAME 

kvm_nlist  -  get  entries  from  kernel  symbol  table 

SYNOPSIS 

#mclude  <kvm.Ii> 

#inclade  <nlisth> 

int  kvm_nlist(kd,  nl) 
kvm_t  *kd; 
struct  niist  ’•‘ul; 

DESCRIPTION 

kvm_nlist()  examines  the  symbol  table  from  the  kernel  image  identified  by  kd  (see  kvm_open(3K)) 
and  selectively  extracts  a  list  of  values  and  puts  them  in  the  array  of  nlistO  structures  pointed  to  by 
nl.  The  name  list  pointed  to  by  nl()  consists  of  an  array  of  structures  containing  names,  types  and 
values.  The  njuxme  field  of  each  such  structure  is  taken  k)  be  a  pointer  to  a  character  string 
representing  a  symbol  name.  The  list  is  terminated  by  an  entry  with  a  NULL  pointer  (or  a  pointer  to  a 
NULL  string)  in  the  n_name  field.  For  each  entry  in  nl,  if  the  named  symbol  is  present  in  the  kernel 
symbol  table,  its  value  and  type  are  placed  in  the  njfolue  and  njype  fields.  If  a  symbol  cannot  be 
located,  the  corresponding  njype  field  of  nl()  is  set  to  zero. 

RETURN  VALUE 

Upon  normal  completion,  kvm_nlist()  returns  the  number  of  symbols  that  were  not  located  in  the 
symbol  table.  If  an  error  occurs,  nlist()  returns  -1  and  sets  all  of  the  njype  fields  in  members  of 
the  array  pointed  to  by  nl()  to  zero. 

SEE  ALSO 

kvm_open(3K),  kvm_read(3K),  nlist(3),  a.out(S) 
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KVM_OPEN(3K) 


NAME 

kvin_open,  kvmjclose  -  specify  a  kernel  to  examine 

SYNOPSIS 

#include  <kvmJi> 
finclude  <fcntl.h> 

kvm__t  *kvm_open(iiameIist,  corefile,  swapfile,  flag,  errstr) 
char  ^namelKt,  ^corefile,  *swapfile; 
int  flag; 
char  ♦errstr; 

int  kvm_close(kd) 
kvm_t  ♦kd; 

DESCRIPTION 

kvm_open()  initializes  a  set  of  file  descriptors  to  be  used  in  subsequent  calls  to  Kernel  VM  routines. 
It  returns  a  pointer  to  a  kernel  identifier  Aat  must  be  used  as  the  Axf  argument  in  subsequent  Kernel 
VM  fimction  calls. 

The  namelist  argument  specifies  an  unstripped  executable  file  whose  symbol  table  will  be  used  to 
locate  various  offsets  in  corefile.  If  namelist  is  NULL,  the  symbol  table  of  the  currently  running  ker¬ 
nel  is  used  to  determine  offsets  in  the  core  image.  In  tiiis  case,  it  is  up  to  the  inq>lementation  to 
select  an  iq>propiiate  way  to  resolve  symbolic  references  (for  instance,  using  /vmunix:  as  a  default 
namelist  file). 

corefile  specifies  a  file  that  contains  an  image  of  physical  memory,  for  instance,  a  kernel  crash  dunq) 
file  (see  savecore(8))  or  the  special  device  /dev/mem.  If  corefile  is  NULL,  the  currentiy  runiung  ker¬ 
nel  is  accessed  (using  /dev/mem  and  /dev/kmem). 

swapfile  specifies  a  file  that  represents  the  sw^  device.  If  both  corefile  and  swapfile  are  NULL,  the 
swap  device  of  the  “currentiy  running  kernel”  is  accessed.  Oflierwise,  if  swapfile  is  NULL, 
kvm_open()  may  succeed  but  subsequent  kvm_gettt(3K)  function  calls  may  fail  if  the  desired  infor¬ 
mation  is  swapp^  out 

flag  is  used  to  specify  read  or  write  access  for  corejUe  and  may  have  one  of  the  following  values: 
0_RD0NLY  open  f(M'  reading 

0_RDWR  open  for  reading  and  writing 

errstr  is  used  to  control  error  reporting.  If  it  is  a  NULL  pointer,  no  error  messages  will  be  pinted.  If 
it  is  non-NULL,  it  is  assun»d  to  be  die  address  of  a  string  that  will  be  used  to  prefix  error  messages 
generated  by  kvm_open.  Errors  are  printed  to  stderr.  A  useful  value  to  supply  for  errstr  would  be 
argv[0].  This  has  the  effect  of  printing  the  process  name  in  front  of  any  error  messages. 

kvm_cIose()  closes  all  file  descriptors  that  were  associated  with  kd.  These  files  are  also  closed  on 
exit(2)  and  execve(2).  kvm_cIose()  also  resets  the  proc  pointer  associated  with  kvm_nextproc(3K) 
and  flushes  any  cached  kernel  data. 

RETURN  VALUE 

Upon  successful  completion,  kvm_open()  returns  a  non-NULL  value  that  is  suitable  for  use  with  sub¬ 
sequent  Kernel  VM  function  calls.  If  an  error  occurs,  no  files  are  c^ned  and  0  is  returned. 

Upon  successful  conq)letion,  kvm_close()  closes  all  file  descriptors  associated  with  kd  and  returns 
zero.  Otherwise  -1  is  returned. 

FILES 

/vmunix 

/dev/kmem 

/dev/mem 

/dev/dnim 
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SEE  ALSO 

execve(2),  exit(2),  kviii_jetu(3K),  kvin_nextproc(3K),  kvin_iilist(3K),  kvin_read(3K),  savecore(8) 
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NAME 

kvmjread,  kvin_write  -  copy  data  to  or  from  a  kernel  image  or  running  system 

SYNOPSIS 

#include  <kvm.h> 

int  kvm_read(kd,  addr,  buf,  nbytes) 

kvm_^t  *kd; 

unsigned  long  addr; 

char  *baf; 

unsigned  nbytes; 

int  kvm_write(kd,  addr,  buf,  nbytes) 

kvm_t  ♦kd; 

unsigned  long  addr; 

char  *buf; 

unsigned  nbytes; 

DESCRIPTION 

kvm_read()  transfers  data  from  the  kernel  image  specified  by  kd  (see  kvm_open(3K))  to  the  address 
space  of  the  process,  nbytes  bytes  of  data  are  copied  from  the  kernel  virtual  address  given  by  addr  to 
the  buffer  pointed  to  by  bif. 

kvm_write()  is  like  kvm_read,  except  that  the  direction  of  data  transfer  is  reversed.  In  order  to  use 
this  fonction,  the  kvm_open(3K)  call  that  returned  kd  must  have  specified  write  access. 

RETURN  VALUE 

Upon  normal  completion,  the  number  of  bytes  successfully  transferred  is  returned.  Otherwise  -1  is 
returned. 

SEE  ALSO 

kvm_getu(3K),  kvm_nIist(3K),  kvm_open(3K) 


Sun  Release  4.0 


Last  change:  6  October  1987 


903 


LDAHREAD(3X) 


MISCELLANEOUS  LIBRARY  FUNCTIONS 
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NAME 

Idahread  -  read  the  archive  header  of  a  member  of  a  COPT  archive  file 

SYNOPSIS 

^include  <stdio.h> 

#include  <arJi> 

#include  <filehdr  Ji> 

#include  <ldfcn.h> 

int  Idahread  Odptr,  arhead) 

LDFILE  '•‘Idptr; 

ARCHDR  warhead; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

If  TYPE(l^tr)  is  the  archive  file  magic  number,  Idahread  reads  the  archive  header  of  the  COFF  file 
currently  associated  with  Idptr  into  the  area  of  memory  beginning  at  arhead. 

Idahread  returns  SUCCESS  or  FAILURE.  Idahread  will  fail  if  TYPE(/dptr)  does  not  represent  an 
archive  file,  or  if  it  cannot  read  the  archive  header. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldclose(3X),  Idopen(3X),  intro(S),  ldfcn(5) 
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NAME 

Idclose,  Idaclose  -  close  a  COFF  file 

SYNOPSIS 

#include  <stdio.h> 

#mclude  <filehdr  Ji> 

#include  <ldfcnJi> 

int  Idclose  (Idptr) 

LDFILE  *]dptr; 

int  Idaclose  (Idptr) 

LDFILE  *ldptr; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

ldopen(3X)  and  IdcIoseO  are  designed  to  provide  uniform  access  to  both  simple  COFF  object  files  and 
COFF  object  files  that  are  members  of  archive  files.  Thus  an  archive  of  COFF  files  can  be  processed 
as  if  it  were  a  series  of  simple  COFF  files. 

If  TYPE(/d/>tr)  does  not  represent  an  archive  file,  IdcIoseO  will  close  the  file  and  free  the  memory 
allocated  to  the  LDFILE  structure  associated  with  Idptr.  If  TYPE(/<$>rr)  is  the  magic  number  of  an 
archive  file,  and  if  there  are  any  more  files  in  the  archive,  IdcIoseO  will  reinitialize  0¥¥SET(Jdptr)  to 
the  file  address  of  the  next  archive  member  and  return  FAILURE.  The  LDFILE  structure  is  prepared 
for  a  subsequent  Idopen(3X).  In  all  other  cases,  IdcIoseO  returns  SUCCESS. 

IdacIoseO  closes  the  file  and  frees  the  memory  allocated  to  the  LDFILE  structure  associated  with  Idptr 
regardless  of  the  value  of  TYPE(W/>/r).  IdacIoseO  always  returns  SUCCESS.  The  function  is  often 
used  in  conjunction  with  Idaopen. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 
inrro(5)  describes /NCD//}  and  L/BD/R. 

SEE  ALSO 

fcIose(3S),  ldfcn(3),  ldopen(3X),  intro(5) 
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NAME 

Idfcn  -  common  object  file  access  routines 

SYNOPSIS 

finclude  <stdio.li> 

#include  <filehdr.h> 

#include  <ldfcnji> 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

These  routines  are  for  reading  COFF  object  files  and  archives  containing  COFF  object  files.  Although 
the  calling  program  must  know  the  detailed  structure  of  the  parts  of  the  object  file  that  it  processes, 
the  routines  effectively  insulate  the  calling  program  from  knowledge  of  the  overall  structure  of  the 
object  file. 

The  interface  between  the  calling  program  and  the  object  file  access  routines  is  based  on  the  defined 
type  LDFELE,  defined  as  struct  Idfile,  declared  in  the  header  file  Idfcmh.  The  primary  purpose  of  this 
structure  is  to  provide  uniform  access  to  both  simple  object  files  and  to  object  files  that  are  members 
of  an  archive  file. 

The  function  ldopen(3X)  allocates  and  initializes  the  LDFILE  stmcture  and  returns  a  pointer  to  the 
structure  to  the  calling  program.  The  fields  of  the  LDFILE  structure  may  be  accessed  individually 
through  macros  defined  in  ldfcn.h  and  contain  the  following  information: 

LDFILE  *ldptr; 

TYPE(ldptr)  The  file  magic  number  used  to  distinguish  between  archive  members  and  simple 
object  files. 

lOFTR(ldptr)  The  file  pointer  returned  by  fopen  and  used  by  the  standard  input/output  functions. 

OFFSET(ldptr)  The  file  address  of  the  beginning  of  the  object  file;  the  offset  is  non-zero  if  the 

object  file  is  a  member  of  an  archive  file. 

HEADEROdpb*)  The  file  header  structure  of  the  object  file. 

The  object  file  access  functions  themselves  may  be  divided  into  four  categories: 

(1)  Functions  that  open  or  close  an  object  file 

ldopen(3X)  and  Idaopen(see  ldopen(3X)) 
open  a  common  object  file 
ldclose(3X)  and  ldaclose[see  ldcIose(3X)] 
close  a  common  object  file 

(2)  Functions  that  read  header  or  symbol  table  information 

Idahread(3X) 

read  the  archive  header  of  a  member  of  an  archive  file 
ldfhread(3X) 

read  the  file  header  of  a  common  object  file 
ldshread(3X)  and  ldnshread[see  ldshread(3X)] 

read  a  section  header  of  a  common  object  file 
ldtbread(3X) 

read  a  symbol  table  entry  of  a  common  object  file 
ldgetname(3X) 

retrieve  a  symbol  name  from  a  symbol  table  entry  or  from  the  string  table 

(3)  Functions  that  position  an  object  file  at  (seek  to)  the  start  of  the  section,  relocation,  or 
line  number  information  for  a  particular  section. 
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ldohseek(3X) 

seek  to  the  optional  file  header  of  a  common  object  file 
ldsseek(3X)  and  ldiisseek[see  ldsseek(3X)] 

seek  to  a  section  of  a  common  object  file 
ldrseek(3X)  and  ldiirseek[see  ldrseek(3X)] 

seek  to  the  relocation  informaticm  for  a  section  of  a  common  object  file 
ldIseek(3X)  and  Idnlseek[see  Idlseek(3X)] 

seek  to  the  line  number  information  for  a  section  of  a  common  object  file 
ldtbseek(3X) 

seek  to  the  symbol  table  of  a  common  object  file 

(4)  The  unction  ldtbindex(3X),  which  returns  the  index  of  a  particular  common  object  file 
symbol  table  entry. 

These  functions  are  described  in  detail  on  their  respective  manual  pages. 

All  the  functions  except  Idopen(3X),  ldgetname(3X),  ldtbindex(3X)  return  eidier  SUCCESS  or 
FAILURE,  both  constants  defined  in  ldfcn.b.  Idopen(3X)  and  ldaopen[(see  ldopen(3X)]  both  return 
pointers  to  an  LDFILE  structure. 

Additicmal  access  to  an  object  file  is  provided  through  a  set  of  macros  defined  in  IdfcnJi.  These  mac¬ 
ros  parallel  the  standard  input/output  file  reading  and  manipulating  functicais,  translating  a  reference  of 
the  LDFILE  structure  into  a  reference  to  its  file  descriptor  field. 

The  following  macros  are  provided: 

GETC(ldptr) 

FGETC(ldptr) 

GETW(ldptr) 

UNGETC(c,  Idptr) 

FGETS(s,  n,  Idptr) 

FREAD((char  •)  ptr,  sizeof  ("“ptr),  nitems,  Idptr) 

FSEEK(ldptr,  offset,  ptmame) 

FTELL(lc^tr) 

REWIND(ldptr) 

FEOF(ldptr) 

FERROR(ldptr) 

FILENOOdptr) 

SETBUF(ldptr,  buf) 

STROFFSET(ldptr) 

The  STROFFSET  macro  calculates  the  address  of  the  string  table.  See  the  manual  entries  for  the 
corresponding  standard  input/output  Ubrary  functions  for  details  on  the  use  of  the  rest  of  the  macros. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

fseek(3S),  ldahread(3X),  ldcIose(3X),  ldgetname(3X),  ldfhread(3X),  ldlread(3X),  ldlseek(3X), 
ldohseek(3X),  ldopen(3X),  ldrseek(3X),  Idlseek(3X),  ldshread(3X),  ldtbindex(3X),  Idtbread(3X), 
ldtbseek(3X),  stdio(3S),  intro(5) 

WARNING 

The  macro  FSEEK  defined  in  the  header  file  IdfcnJr  translates  into  a  call  to  the  standard  input/ouq>ut 
function  fseek(3S).  FSEEK  should  not  be  used  to  seek  from  the  end  of  an  archive  file  since  the  end 
of  an  archive  file  may  not  be  the  same  as  the  end  of  one  of  its  object  file  members. 
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NAME 

Idfhread  -  read  the  file  header  of  a  COFF  file 

SYNOPSIS 

#include  <stdio.h> 

#include  <filehdr  Ji> 

#include  <IdfcnJi> 

int  Idfhread  (Idptr,  filehead) 

LDFILE  ’•‘Idptr; 

FILHDR  ’•‘filehead; 

AVAILABILITY 

Sun386i  systems  wily. 

DESCRIPTION 

IdfhreadO  reads  the  file  header  of  the  COFF  file  currently  associated  with  Idptr  into  the  area  of 
memory  beginning  at  filehead. 

IdfhreadO  returns  SUCCESS  or  FAILURE.  IdfhreadO  will  fail  if  it  cannot  read  the  file  header. 

In  most  cases  the  use  of  IdfhreadO  can  be  avoided  by  using  the  macro  HEADER(/d/7/r)  defined  in 
ldfcn.h  (see  ldfcn(3)).  The  information  in  any  field,  fieldname,  of  the  file  header  may  be  accessed 
using  HEADER(ldptr).fieldname. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

Idclose(3X),  ldfcn{3),  Idopen{3X) 
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NAME 

Idgetname  -  retrieve  symbol  name  for  COFF  file  symbol  table  entiy 

SYNOPSIS 

#includ[e  <stdioJi> 

#indude  <filehdr  Ji> 

#include  <syms.li> 

#include  <ldfcn.h> 

char  ’•'Idgetname  (Idptr,  symbol) 

LDFILE  «ldptr; 

SYMENT  ’^symbol; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdgetnameO  returns  a  pointer  to  the  name  associated  with  symbol  as  a  string.  The  string  is  contained 
in  a  static  buffer  local  to  IdgetnameO  that  is  overwritten  by  eta^h  call  to  IdgetnameO,  and  thereftse 
must  be  copied  by  the  caller  if  the  name  is  to  be  saved. 

IdgetnameO  can  be  used  to  retrieve  names  from  object  files  without  any  backward  compatibility  prob¬ 
lems.  IdgetnameO  will  return  NULL  (defined  in  stdio.h)  for  an  object  file  if  the  name  cannot  be 
retrieved.  This  situation  can  occur: 

•  if  die  “string  table”  cannot  be  found, 

•  if  not  enough  memory  can  be  allocated  for  the  string  table, 

•  if  the  string  table  appears  not  to  be  a  string  table  (for  example,  if  an  auxiliary  entry  is  handed  to 
IdgetnameO  that  looks  like  a  reference  to  a  name  in  a  nonexistent  string  table),  ot 

•  if  the  name’s  offset  into  the  string  table  is  past  the  end  of  the  string  table. 

Typically,  IdgetnameO  will  be  called  immediately  after  a  successful  call  to  IdtbreadO  to  retrieve  tl^ 
name  associated  with  the  symbol  table  entry  filled  by  IdtbreadO. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldclose(3X),  ldfcn(3),  ldopen{3X),  ldtbread(3X),  ldtbseek(3X) 
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NAME 

Idlread,  Idlinit,  Idlitem  -  manipulate  line  number  entries  of  a  COFF  file  function 

SYNOPSIS 

#include  <stdio.h> 

#include  <filehdr.h> 

#include  <linenum.h> 

#include  <ldfcn.b> 

int  ldlread(ldptr,  fcnindx,  linenum,  linent) 

LDFILE  *ldptr; 
long  fcnindx; 
unsigned  short  linenum; 

UNENO  *linent; 

int  IdlinitOdptr,  fcnindx) 

LDFILE  ♦Idptr; 
long  fcnindx; 

int  ldlitem(ldptr,  linenum,  linent) 

LDFILE  *ldptr; 
unsigned  short  linenum; 

LINENO  '^linent; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdIreadO  searches  the  line  number  entries  of  the  COFF  file  currently  associated  with  Idptr.  IdlreadO 
begins  its  search  with  the  line  number  entry  for  the  beginning  of  a  function  and  confines  its  search  to 
the  line  numbers  associated  with  a  single  function.  The  function  is  identified  by  fcnindx,  the  index  of 
its  entry  in  the  object  file  symbol  table.  IdlreadO  reads  the  entry  with  the  smallest  line  number  equal 
to  or  greater  than  linenum  into  the  memory  beginning  at  linent. 

IdlinitO  and  Idlitemf)  together  perform  exactly  the  same  function  as  IdlreadO.  After  an  initial  call 
to  IdlreadO  or  IdlinitO,  IdlitemO  may  be  used  to  retrieve  a  series  of  line  number  entries  associated 
with  a  single  function.  IdlinitO  simply  locates  the  line  number  entries  for  the  function  identified  by 
fcnindx.  ldlitem( )  finds  and  reads  the  entry  with  the  smallest  line  number  equal  to  or  greater  than  line¬ 
num  into  the  memory  beginning  at  linentO. 

IdlreadO,  IdlinitO,  and  IdlitemO  each  return  either  SUCCESS  or  FAILURE.  IdlreadO  will  fail  if 
there  are  no  line  number  entries  in  the  object  file,  if  fcnindx  does  not  index  a  function  entry  in  the 
symbol  table,  or  if  it  finds  no  line  number  equal  to  or  greater  than  linenum.  IdlinitO  will  fail  if  there 
are  no  line  number  entries  in  the  object  file  or  if  fcnindx  does  not  index  a  function  entry  in  the  sym¬ 
bol  table.  IdlitemO  will  fail  if  it  finds  no  line  number  equal  to  or  greater  than  linenum. 

The  programs  must  be  loaded  with  the  object  file  access  routine  library  Iibld.a. 

SEE  ALSO 

Idclose(3X),  ldfcn(3),  ldopen(3X),  ldtbindex(3X) 
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NAME 

Idlseek,  Idnlseek  -  seek  to  line  number  entries  of  a  section  of  a  COFF  file 

SYNOPSIS 

#include  <stdio.h> 

#include  <filehdr.h> 

#include  <ldfcn.h> 

int  Idlseek  (Idptr,  sectindx) 

LDFILE  ♦Idptr; 
unsigned  short  sectindx; 

int  Idnlseek  (idptr,  sectname) 

LDFILE  ♦Idptr; 
char  ♦sectname; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdlseekO  seeks  to  the  line  number  entries  of  the  section  specified  by  sectindx  of  the  COFF  file 
currently  associated  with  Idptr. 

IdnlseekO  seeks  to  the  line  numb^  entries  of  the  section  specified  by  sectname. 

IdlseekO  and  IdnlseekO  return  SUCCESS  or  FAILURE.  IdlseekO  will  fail  if  sectindx  is  greater  than 
the  number  of  sections  in  die  object  file;  IdnlseekO  will  fail  if  there  is  no  sectioh  name  corresponding 
with  *  sectname.  Either  fimction  will  fail  if  the  specified  section  has  no  line  number  entries  or  if  it 
cannot  seek  to  the  specified  line  number  entries. 

Note  that  the  first  section  has  an  index  of  one. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldclose(3X),  ldfcn(3),  Idopen(3X),  ldshread(3X) 
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NAME 

Idohseek  -  seek  to  the  optional  file  header  of  a  COFF  file 

SYNOPSIS 

#uiclude  <stdio.h> 

#include  <filehdr.b> 

#include  <ldfcn.h> 

int  Idohseek  (Idptr) 

LDFILE  *ldptr; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdohseekO  seeks  to  the  optional  file  header  of  the  COFF  file  currently  associated  with  Ic^tr. 

IdohseeO  returns  SUCCESS  or  FAILURE.  ldohseek()  will  fail  if  the  object  file  has  no  optional  header 
or  if  it  cannot  seek  to  the  optional  header. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  Iibld.a. 

SEE  ALSO 

ldcIose(3X),  ldfcn(3),  ldopen(3X),  ldniread(3X) 
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NAME 

Idopen,  Idaopen  -  open  a  COFF  file  for  reading 

SYNOPSIS 

#include  <stdio.h> 

#mdude  <filetidr.h> 

#include  <ldfcn.h> 

LDFILE  ^Idopen  (filename,  Idptr) 
char  ’^filename; 

LDFILE  *Idptr; 

LDFILE  ’•‘Idaopen  (filename,  oldptr) 
char  ■•‘filename; 

LDFILE  ■•‘oldptr; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdopenO  and  ldclose(3X)  are  designed  to  provide  uniform  access  to  both  simple  object  files  and 
object  files  that  are  members  of  archive  files.  Thus  an  archive  of  COFF  files  can  be  processed  as  if  it 
were  a  series  of  simple  COFF  files. 

If  Idptr  has  the  value  NULL,  then  IdopenO  will  open  filename  and  allocate  and  initialize  the  LDFILE 
structure,  and  return  a  pointer  to  the  structure  to  the  calling  program. 

If  Idptr  is  valid  and  if  TYPE(ldptr)  is  the  archive  magic  number,  IdopenO  will  reinitialize  the  LDFILE 
structure  for  the  next  archive  member  of  filename. 

IdopenO  and  ldcIose(3X)  are  designed  to  work  in  concert.  Idclose  will  return  FAILURE  only  when 
TYPEQdptr)  is  the  archive  magic  number  and  there  is  another  file  in  the  archive  to  be  processed. 
Only  then  should  IdopenO  be  called  with  the  current  value  of  Idptr.  In  all  other  cases,  in  particular 
whenever  a  new  filename  is  opened,  IdopenO  should  be  called  with  a  NULL  Idptr  argument. 

The  following  is  a  prototype  for  the  use  of  IdopenO  and  IdcIose(3X). 

!*  for  each  filename  to  be  processed  *! 

Idptr  =  NULL; 
do 
{ 

if  (  (Idptr  =  Idopen(filename,  Idptr))  !=  NULL  ) 

{ 

!*  check  magic  number  *! 

I*  process  the  file  */ 

} 

}  whfie  (Idclose(ldptr)  ==  FAILURE  ); 

If  the  value  of  oldptr  is  not  NULL,  IdaopenO  will  open  filename  anew  and  allocate  and  initialize  a 
new  LDFILE  structure,  copying  the  TYPE,  OFFSET,  and  HEADER  fields  from  oldptr.  IdaopenO 
returns  a  pointer  to  the  new  LDFILE  structure.  This  new  pointer  is  independent  of  the  old  pointer, 
oldptr.  The  two  pointers  may  be  used  concurrently  to  read  separate  parts  of  the  object  file.  For 
example,  one  pointer  may  be  used  to  step  sequentially  through  the  relocation  information,  while  the 
other  is  used  to  read  indexed  symbol  table  entries. 

Both  IdopenO  and  IdaopenO  open  filename  for  reading.  Both  functions  return  NULL  if  filename  can¬ 
not  be  opened,  or  if  memory  for  the  LDFILE  structure  caimot  be  allocated.  A  successful  open  does 
not  insure  that  the  given  file  is  a  COFF  file  or  an  archived  object  file. 
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The  program  must  be  loaded  with  the  object  file  access  routine  library  libido. 
SEE  ALSO 

fopen(3S).  ldclose(3X),  ldfcii(3) 
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NAME 

Idrseek,  Idnrseek  -  seek  to  relocation  entries  of  a  section  of  a  COFF  file 

SYNOPSIS 

#mclude  <stdio.h> 

#include  <filehdr.h> 

#include  <ldfcnJi> 

int  Idrseek  (Idptr,  sectindx) 

LDFILE  ^Idptr; 
unsigned  short  sectindx; 

int  Idnrseek  (Idptr,  sectname) 

LDFILE  *Idptr; 
char  ^sectname; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdrseekO  seeks  to  the  relocation  entries  of  the  section  specified  by  sectindx  of  the  COFF  file  currently 
associated  with  Idptr. 

IdnrseekO  seeks  to  the  relocation  entries  of  the  section  specified  by  sectname. 

IdrseekO  and  IdnrseekO  return  SUCCESS  or  FAILURE.  IdrseekO  will  fail  if  sectindx  is  greater  than 
the  number  of  sections  in  the  object  file;  IdnrseekO  will  fail  if  there  is  no  section  name  corresponding 
with  sectname.  Either  function  will  fail  if  the  specified  section  has  no  relocation  entries  or  if  it  can¬ 
not  seek  to  the  specified  relocation  entries. 

Note:  the  first  section  has  an  index  of  one. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldclose(3X),  ldfcn(3),  ldopen(3X),  Id[shread(3X) 
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NAME 

Idshread,  Idnshread  -  read  an  indexed/named  section  header  of  a  COFF  file 

SYNOPSIS 

#mclude  <stdio.h> 
finclude  <filehdr.h> 

#include  <scnhdr.h> 
tinclude  <ldfcn.b> 

int  Idshread  (idptr,  sectindx,  secthead) 

LDFILE  *Idptr; 
unsigned  short  sectindx; 

SCNHDR  ^secthead; 

int  Idnshread  (Idptr,  sectname,  secthead) 

LDFILE  ’•‘Idptr; 
char  ^sectname; 

SCNHDR  «secthead; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdshreadO  reads  the  section  header  specified  by  sectindx  of  the  COFF  file  currently  associated  with 
Idptr  into  the  area  of  memory  beginning  at  secthead. 

IdnshreadO  reads  the  section  header  specified  by  sectname  into  the  area  of  memory  begiiming  at  sect- 
head. 

IdshreadO  and  IdnshreadO  return  SUCCESS  or  FAILURE.  IdshreadO  will  fail  if  sectindx  is  greater 
than  the  number  of  sections  in  the  object  file;  IdnshreadO  will  fail  if  there  is  no  section  name 
corresponding  with  sectname.  Either  function  will  fail  if  it  cannot  read  the  specified  section  header. 

Note:  the  first  section  header  has  an  index  of  one. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldcIose(3X),  Idfcn(3),  ldopen(3X) 
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NAME 

Idsseek,  Idnsseek  -  seek  to  an  indexed/named  section  of  a  COFF  file 

SYNOPSIS 

#inclade  <stdio.li> 

#mclude  <fiiehdr.h> 
tindude  <ldfcnJi> 

int  Idsseek  (Idptr,  sectindx) 

LDFILE  *Idptr; 
unsigned  short  sectindx; 

int  Idnsseek  (Idptr,  sectname) 

LDFILE  *ldptr; 
char  ^sectname; 

AVAILABILITY 

Sun386i  systems  oily. 

DESCRIPTION 

IdsseekO  seeks  to  the  section  specified  by  sectindx  of  the  COFF  file  currently  associated  with  Idptr. 
IdnsseekO  seeks  to  the  section  specified  by  sectname. 

IdsseekO  and  IdnsseekO  return  SUCCESS  or  FAILURE.  IdsseekO  will  fail  if  sectindx  is  greater  than 
the  number  of  sections  in  the  object  file;  IdnsseekO  will  fail  if  there  is  no  section  name  corresptHiding 
with  sectname.  Either  function  will  fail  if  there  is  no  section  data  for  the  specified  section  or  if  it 
cannot  seek  to  the  specified  section. 

Note:  the  first  sectitMi  has  an  index  of  one. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  Iibld.a. 

SEE  ALSO 

IdcIose(3X),  ldfcn(3),  ldopen(3X),  Idshread(3X) 
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NAME 

IdCbindex  -  compute  the  index  of  a  symbol  table  entry  of  a  COFF  file 

SYNOPSIS 

#include  <stdio.h> 

#include  <filehdr.h> 

#include  <syms.h> 

#include  <ldfcn.h> 

long  Idtbindex  Odptr) 

LDFILE  *ldptr; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdtbindexO  returns  the  (long)  index  of  the  symbol  table  entry  at  the  current  position  of  the  COFF  file  asso¬ 
ciated  with  Idptr. 

The  index  returned  by  IdtbindexO  may  be  used  in  subsequent  calls  to  ldtbread(3X).  However,  since 
IdtbindexO  returns  the  index  of  the  symbol  table  entry  that  begins  at  the  current  position  of  the  object  file, 
if  IdtbindexO  is  called  immediately  after  a  particular  symbol  table  entry  has  been  read,  it  will  return  the 
index  of  the  next  entry. 

IdtbindexO  will  fail  if  there  are  no  symbols  in  the  object  file,  or  if  the  object  file  is  not  positioned  at  the 
beginning  of  a  symbol  table  entry. 

Note  that  the  first  symbol  in  the  symbol  table  has  an  index  of  zero . 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldclose(3X),  ldfcn(3),  ldopen{3X),  Idtbread(3X),  ldtbseek(3X) 
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NAME 

Idtbiead  -  read  an  indexed  symixd  table  entry  of  a  COFF  file 

SYNOPSIS 

#include  <stdioJi> 

^include  <filehdr  Ji> 
delude  <synis.h> 

#inclade  <ldfcnJi> 

int  Idtbread  (Idptr,  symindex,  symbol) 

LDFILE  *]dptr; 
long  symindex; 

SYMENT  ^symbol; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdtbreadO  reads  the  symbol  table  entry  specified  by  symindex  of  the  COFF  file  currently  associated 
with  Idptr  into  the  area  of  memtxy  beginning  at  qmbol. 

IdtbreadO  returns  SUCCESS  or  FAILURE.  IdtbreadO  will  fail  if  symindex  is  greater  than  or  equal  to 
the  numba:  of  symbols  in  the  object  file,  or  if  it  cannot  read  the  specified  symbol  table  entry. 

Note:  the  first  symbol  in  the  symbol  table  has  an  index  of  zero. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldclose(3X),  ldfcn(3),  Idopen(3X),  ldtbseek(3X),  ldgetname(3X) 
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NAME 

Idtbseek  -  seek  to  the  symbol  table  of  a  COFF  file 

SYNOPSIS 

#mclude  <stdio.h> 

#mclude  <filehdr.h> 

#include  <ldfcn.h> 

int  Idtbseek  (Idptr) 

LDFILE  ’•‘Idptr; 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

IdtbseekO  seeks  to  the  symbol  table  of  the  COFF  file  currently  associated  with  Idptr. 

IdtbseekO  returns  SUCCESS  or  FAILURE.  IdtbseekO  will  fail  if  the  symbol  table  has  been  stripped 
from  the  object  file,  or  if  it  cannot  seek  to  the  symbol  table. 

The  program  must  be  loaded  with  the  object  file  access  routine  library  libld.a. 

SEE  ALSO 

ldcIose(3X),  ldfcn(3),  ldopen{3X),  ldtbread(3X) 
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NAME 

lockf  -  advisory  record  locking  on  files 

SYNOPSIS 

#include  <unistd.li> 

#defiiie  F_ULOCK  0  I*  Unlock  a  previously  locked  section  *! 

#define  F_LOCK  1  /♦  Lock  a  section  for  exclusive  use  ♦/ 

#define  F_TLOCK  2  I*  Test  and  lock  a  section  (non-blocking)  *! 

#define  F_TEST  3  /*  Test  section  for  other  process’  locks  */ 

int  lockf(fd,  cmd,  size) 
int  fd,  cmd; 
long  size; 

DESCRIPTION 

lockfO  may  be  used  to  test,  apply,  or  remove  an  advisory  record  lock  on  the  file  associated  with  the 
open  descriptor  fd.  (See  fcntl(2V)  for  more  information  about  advisory  record  locking.) 

A  lock  is  obtained  by  specifying  a  cmd  parameter  of  F_LOCK  or  FJTLOCK.  To  unlock  an  existing 
lock,  the  F_ULOCK  cmd  is  used.  F_TEST  is  used  to  detect  if  a  lock  by  another  process  is  present  on 
the  specified  segment. 

F_LOCK  and  F_TLOCK  requests  differ  only  by  the  action  taken  if  the  lock  may  not  be  immediately 
granted.  F_TLOCK  returns  a  -1  by  the  function  and  sets  errno  to  EAGAIN  if  the  section  is  already 
locked  by  another  process.  F_LOCK  will  cause  the  process  to  sleep  until  the  lock  may  be  granted  or 
a  signal  is  caught. 

size  is  the  number  of  contiguous  bytes  to  be  locked  or  unlocked.  The  lock  starts  at  the  current  file 
offset  in  the  file  and  extends  forward  for  a  positive  size  or  backward  for  a  negative  size  (preceeding 
but  not  including  the  current  offset).  A  segment  need  not  be  allocated  to  the  file  in  order  to  be 
locked;  however,  a  segment  may  not  extend  to  a  negative  offset  relative  to  the  beginning  of  the  file. 
If  size  is  zero,  the  lock  will  extend  from  the  current  offset  through  the  EOF.  If  such  a  lock  starts  at 
offset  0,  then  the  entire  file  will  be  locked  (regardless  of  future  file  extensions). 

NOTES 

The  descriptor  fd  must  have  been  opened  with  0_WR0NLY  or  0_RDWR  permission  in  order  to  estab¬ 
lish  locks  with  this  function  call. 

All  locks  associated  with  a  file  for  a  given  process  are  removed  when  the  file  is  closed  or  the  process 
terminates.  Locks  are  not  inherited  by  the  child  process  in  a  fork(2)  system  call. 

RETURN  VALUE 

Zero  is  returned  on  success,  -1  on  error,  with  an  error  code  stored  in  errno. 

ERRORS 

lockf( )  will  fail  if  one  or  more  of  the  following  are  true: 

EBADF  fd  is  not  a  valid  open  descriptor. 

EBADF  cmd  is  F_LOCK  or  FJTLOCK  and  the  process  does  not  have  write  permission 

on  the  file. 

EAGAIN  cmd  is  F_TLOCK  or  F_TEST  and  the  section  is  already  locked  by  another  pro¬ 

cess. 

EINTR  cmd  is  F_LOCK  and  a  signal  interrupted  the  process  while  it  was  waiting  for 

the  lock  to  be  granted. 

ENOLCK  cmd  is  F_LOCK,  F_TLOCK,  or  F_ULOCK  and  there  are  no  more  file  lock 

entries  available. 
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SEE  ALSO 

fcntl(2V),  flock(2),  fork(2).  lockd(8C) 

BUGS 

File  locks  obtained  thiough  the  lockf()  mechanism  do  not  interact  in  any  way  with  those  acquired 
using  flock(2).  They  do,  however,  work  correctly  with  the  locks  claimed  by  rcntl(2V). 
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NAME 

Isearch,  Ifind  -  linear  search  and  update 

SYNOPSIS 

#include  <stdio.h> 

#include  <search.h> 

char«lsearch  ((char  ♦)key,  (char*)base,  nelp,  sizeof(*key),  compar) 
unsigned  ■•■nelp; 

int  (“^comparX  ); 

char  '•■Ifind  ((char  *)key,  (char  ■»)base,  nelp,  sizeof(*key),  compar) 

unsigned  ■•■nelp; 

int 

(■•■comparX  ); 

DESCRIPnON 

IsearchO  is  a  linear  search  routine  generalized  from  Knuth  (6.1)  Algorithm  S.  It  returns  a  pointer 
into  a  table  indicating  where  a  datum  may  be  found.  If  the  datum  does  not  occur,  it  is  added  at  the 
end  of  the  table.  key()  points  to  the  datum  to  be  sought  in  the  table,  base  points  to  the  first  element 
in  the  table,  nelp  points  to  an  integer  containing  the  current  number  of  elements  in  the  table,  llie 
integer  is  incremented  if  the  datum  is  added  to  the  table,  compar  is  the  name  of  the  conqjarison 
function  which  the  user  must  supply  (strcmp,  for  example).  It  is  called  with  two  arguments  that  point 
to  the  elements  being  compared.  The  function  must  return  zero  if  the  elements  are  equal  and  non-zero 
otherwise. 

IfindO  is  the  same  as  IsearchO  except  that  if  the  datum  is  not  found,  it  is  not  added  to  the  table. 
Instead,  a  NULL  pointer  is  returned. 

NOTES 

The  pointers  to  the  key  and  the  element  at  the  base  of  the  table  should  be  of  type  pointer-to-element, 
and  cast  to  type  pointer-to-character. 

The  compariscm  function  need  not  compare  every  byte,  so  arbitrary  data  may  be  contained  in  the  ele¬ 
ments  in  addition  to  the  values  being  conq>ared. 

Although  declared  as  type  pointer-to-character,  the  value  returned  should  be  cast  into  type  pointer-to- 
element 

EXAMPLE 

This  fragment  will  read  in  ^  TABSIZE  strings  of  length  ^  ELSIZE  and  store  them  in  a  table,  eliminat¬ 
ing  duplicates. 

#include  <stdio.h> 

#mclude  <search.h> 

#define 
TABSIZE  50 
#define 
ELSIZE  120 

char  Ime[ELSIZE],  tab[TABSIZE][ELSIZEl,  ■•■Isearchf  ); 
unsigned  nel  =  0; 
int  strcmp( ); 

while  (fgets(line, 

ELSIZE,  stdin)  !=  NULL  && 
nel  <  TABSIZE) 

(void)  lsearch(line,  (char  ■*)tab,  &nel,  ELSIZE,  strcmp); 
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SEE  ALSO 

bsearch(3),  hsearch(3),  tsearch(3) 

DIAGNOSTICS 

If  the  searched  for  datum  is  found,  both  lsearch()  and  lfind()  return  a  pointer  to  it 
IfindO  returns  NULL  and  IsearchO  returns  a  pointer  to  the  newly  added  element. 

BUGS 

Undefined  results  can  occur  if  there  is  not  enough  room  in  the  table  to  add  a  new  item. 


Otherwise, 
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NAME 

malloc,  free,  lealloc,  calloc,  cftee,  memalign,  valloc,  alloca,  malloc_debug.  inalloc_verify  -  n^mory  allo¬ 
cator 

SYNOPSIS 

char  '•'mallocCsize) 
unsigned  size; 

free(ptr) 
char  '^ptr; 

char  '•‘reallocCptr,  size) 
char  *ptr; 
unsigned  size; 

char  ■•■callocCneleni,  ekize) 
unsigned  nelem,  elsize; 

cfree(ptr) 
char  *ptr; 

char  *menialign(alignment,  size) 
unsigned  alignment; 
unsigned  size; 

char  ’»valloc(size) 
unsigned  size; 

#include  <alloca.h> 
char  i‘aUoca(size) 
int  size; 

DESCRIPTION 

These  routines  provide  a  general-purpose  memory  allocation  package.  They  maintain  a  table  of  free  blocks 
for  efficient  allocation  and  coalescing  of  free  storage.  When  there  is  no  suitable  space  already  free,  the 
allocation  routines  call  sbrk()  (see  brk{2))  to  get  more  memory  from  the  system. 

Each  of  the  allocation  routines  returns  a  pointer  to  space  suitably  aligned  for  storage  of  any  of  object 
Each  returns  a  NULL  pointer  if  the  request  cannot  be  completed  (see  DIAGNOSTICS). 

mallocO  returns  a  pointer  to  a  block  of  at  least  size  bytes,  which  is  appropriately  aligned.  A  NULL  (0) 
pointer  is  returned  if  size  is  0  or  if  size  bytes  of  memory  cannot  be  allocated. 

freeO  releases  a  previously  allocated  block.  Its  argument  is  a  pointer  to  a  block  previously  allocated  by 
malloc,  calloc,  realloc,  malloc,  or  memalign. 

reaIloc( )  changes  the  size  of  the  block  referenced  by  ptr  to  size  bytes  and  returns  a  pointer  to  the  (possibly 
nK)ved)  block.  The  contents  will  be  unchanged  up  to  the  lesser  of  the  new  and  old  sizes.  For  backwards 
compatibility,  reaUoc( )  accepts  a  pointer  to  a  block  freed  since  the  most  recent  call  to  malloc,  calloc,  real¬ 
loc,  valloc,  or  memalign.  Note:  using  realloc()  with  a  block  freed  b^ore  the  most  recent  call  to  malloc, 
calloc,  realloc,  vaHoc,  or  memalign  is  an  error.  , 

callocO  uses  mallocO  to  allocate  space  for  an  array  of  nelem  elements  of  size  elsize,  initializes  the  space 
to  zeros,  and  returns  a  pointer  to  the  initialized  block.  The  block  can  be  freed  with  free( )  or  cfree. 

memalignO  allocates  size  bytes  on  a  specified  alignment  boundary,  and  returns  a  pointer  to  the  allocated 
block.  The  value  of  the  returned  address  is  guaranteed  to  be  an  even  multiple  of  alignment.  Note:  the 
value  of  alignment  must  be  a  power  of  two,  and  must  be  greater  than  or  equal  to  the  size  of  a  word. 

vaQoc(f/ze)  is  equivalent  to  memalign(getpagesize( ),  size). 

allocaO  allocates  size  bytes  of  space  in  the  stack  frame  of  the  caller,  and  returns  a  pointer  to  the  allocated 
block.  This  temporary  space  is  automatically  freed  when  the  caller  returns. 
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ERRORS 

malloc,  calloc,  realloc,  vaOoc,  memalign,  cfree,  and  free()  will  each  fail  if  one  or  more  of  the  following 
are  true; 

EINVAL 


EINVAL 

ENOMEM 
DIAGNOSTICS 

More  detailed  diagnostics  can  be  made  available  to  programs  using  malloc,  calloc,  realloc,  valloc, 
memalign,  cfree,  and  free,  by  including  a  special  relocatable  object  file  at  link  time  (see  FILES).  This  file 
also  provides  routines  for  control  of  error  handling  and  diagnosis,  as  defined  below.  Note:  these  routines 
are  not  defined  in  the  standard  library. 

int  maIIoc_debugGevel) 
int  level; 

int  malloc_verify() 

maQoc_debug()  sets  the  level  of  errm:  diagnosis  and  reporting  during  subsequent  calls  to  malloc,  calloc, 
realloc,  valloc,  memalign,  cfiree,  and  tree.  The  value  of  level  is  interpreted  as  follows: 

Level  0  malloc,  calloc,  realloc,  valloc,  memalign,  cfree,  and  free  behave  the  same  as  in 

the  standard  library. 

The  routines  abort  with  a  message  to  the  standard  error  if  errors  are  detected  in 
arguments  or  in  the  heap.  If  a  bad  block  is  encountered,  its  address  and  size  are 
included  in  the  message. 

Same  as  level  1,  except  that  the  entire  heap  is  examined  on  every  call  to  the  above 
routines. 

malloc_debug()  returns  the  previous  error  diagnostic  level.  The  default  level  is  1. 

malloc_verify()  attempts  to  determine  if  the  heap  has  been  corrupted.  It  scans  all  blocks  in  the  heap  (both 
free  and  allocated)  loddng  for  strange  addresses  or  absurd  sizes,  and  also  checks  for  inconsistencies  in  the 
free  sp%;e  table.  malloc_verify()  returns  1  if  all  checks  pass  without  error,  and  otherwise  returns  0.  The 
checks  can  take  a  significant  amount  of  time,  so  it  should  not  be  used  indiscriminately. 

FILES 

/iisr^ib/debug/maUoc.o  diagnostic  versicnis  of  malloc( )  routines. 

BUGS 

allocaO  is  both  machine-  and  compiler-dependent;  its  use  is  discouraged. 

Since  reallocO  accepts  a  pointer  to  a  block  freed  since  the  last  call  to  malloc,  calloc,  realloc,  valloc,  or 
memalign,  a  degradation  of  p^ormance  results.  The  semantics  of  ft'eeO  should  be  changed  so  that  the 
contents  of  a  previously  freed  block  are  undefined. 


Level  1 

Level  2 


The  requested  allocation  size  is  zero  or  an  invahd  argument  was  specified.  The 
value  of  ptr  passed  to  free,  cfk’ee,  or  reallocO  must  be  a  pointer  to  a  block  previ¬ 
ously  allocated  by  malloc,  calloc,  reaDoc,  valloc,  or  memalign. 

The  allocation  heap  is  found  to  have  been  cturupted.  More  detailed  information 
may  be  obtained  by  enabling  range  checks  using  malloc_debug. 

size  bytes  of  memory  could  not  be  allocated. 
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brk(2) 

St^henson,  C  J.,  Fast  Fits,  in  Proceedings  of  the  ACM  9th  Symposium  on  Operating  Systems,  SIGOPS 
Operating  Systems  Review,  vol.  17,  no.  5,  October  1983. 

Core  Wars,  in  Scientific  American,  May  1984. 
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NAME 

memory,  menuxpy,  memchr,  memcmp,  memcpy,  memset  -  memoiy  operations 
SYNOPSIS 

#include  <memory.h> 

char  ■•■memccpy  (si,  s2,  c,  n) 
char  *sl,  *s2; 
int  c,  n; 

char  ’I'memchr  (s,  c,  n) 
char  *s; 
int  c,  n; 

int  memcmp  (si,  s2,  n) 
char  *sl,  *s2; 
int  n; 

char  ^memcpy  (si,  s2,  n) 
char  “"si,  *82; 
int  n; 

char  ^memset  (s,  c,  n) 
char  *s; 
int  c,  n; 

DESCRIPTION 

These  functions  operate  as  efficiently  as  possible  on  memory  areas  (arrays  of  characters  bounded  by  a 
count,  not  terminated  by  a  NULL  character).  They  do  not  check  for  the  overflow  of  any  receiving 
memory  area. 

memccpyO  copies  characters  from  memory  area  s2  into  si,  stopping  after  the  first  occurrence  of 
character  c  has  been  copied,  or  after  n  characters  have  been  copied,  whichever  comes  first  It  returns 
a  pointer  to  the  character  after  the  copy  of  c  in  si ,  w  a  NULL  pointer  if  c  was  not  found  in  the  first  n 
characters  of  s2. 

memchrO  returns  a  pointer  to  the  first  occurrence  of  character  c  in  the  first  n  characters  of  memory 
area  s,  or  a  NULL  pointer  if  c  does  not  occur. 

memcmpO  con^ares  its  arguments,  looking  at  the  first  n  characters  only,  and  returns  an  integer  less 
than,  equal  to,  w  greater  than  0,  according  as  si  is  lexicographically  less  than,  equal  to,  or  greater 
than  s2. 

memcpyO  copies  n  characters  from  memory  area  s2  to  si.  It  returns  si. 

memsetO  sets  the  first  n  characters  in  memory  area  s  to  the  value  of  character  c.  It  returns  s. 

NOTE 

For  user  convenience,  all  these  functions  are  declared  in  the  <memory.h>  header  file. 

BUGS 

memcmpO  uses  native  character  comparison,  which  is  signed  on  some  machines  and  unsigned  on 
other  machines.  Thus  the  sign  of  the  value  returned  when  one  of  the  characters  has  its  high-ordo'  bit 
set  is  implementation-dependent. 

Character  movement  is  performed  differently  in  different  implementations.  Thus  overtyping  moves 
may  yield  surprises. 
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NAME 

mktemp,  mkstemp  -  make  a  unique  file  name 
SYNOPSIS 

char  *mktemp(template) 
char  -^template; 

mkstemp(template) 
char  ^template; 

DESCRIPTION 

mktempO  creates  a  unique  file  name,  typically  in  a  temporary  filesystem,  by  replacing  template  with 
a  unique  file  name,  and  always  returns  the  adc^s  of  template.  The  string  in  template  should  ctmtain 
a  file  name  with  six  trailing  Xs;  mktempO  replaces  the  Xs  with  a  letter  and  the  current  process  ID. 
The  letter  will  be  chosen  so  that  the  resulting  name  does  not  duplicate  an  existing  file.  mkstempO 
makes  the  same  replacentent  to  the  template  but  returns  a  file  descriptor  for  the  template  file  open  for 
reading  and  writing.  mkstempO  avoids  the  race  between  testing  whether  the  file  exists  and  opening  it 
for  use. 

Notes: 

•  mktempO  and  mkstempO  actually  change  the  template  string  which  you  pass;  this  means  diat  you 
cannot  use  the  same  template  string  more  than  once  —  you  need  a  fresh  template  for  every  unique 
file  you  want  to  open. 

•  When  mktempO  or  mkstempO  are  creating  a  new  unique  filename  they  check  for  the  prior 
existence  of  a  file  widi  that  name.  This  means  that  if  you  are  oeating  more  than  one  unique 
filename,  it  is  bad  practice  to  use  the  same  root  template  for  multiple  invocations  of  mktempO  or 
mkstempO. 

SEE  ALSO 

getpid(2),  open(2V),  tmpfiIe(3S),  tmpiiam(3S) 

DIAGNOSTICS 

mkstempO  returns  an  open  file  descriptor  upon  success.  It  returns  -1  if  no  suitable  file  could  be 
created. 

BUGS 

It  is  possible  to  run  out  of  letters. 
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NAME 

monitor,  monstartup,  moncontrol  -  prepare  execution  profile 

SYNOPSIS 

#include  <a.outJi> 

monitorOowpc,  highpc,  buffer,  bufsize,  nfunc) 
int  (♦lowpcK),  (♦highpcK); 
short  buiTer[  ]; 

monstartupGowpc,  highpc) 
int  (♦Iowpc)(),  («highpc)(); 

moncontrd(mode) 

DESCRIPTION 

There  are  two  different  forms  of  monitoring  available.  An  executable  program  created  by  ‘cc  -p’ 
automatically  includes  calls  for  the  prof(l)  monitor,  and  includes  an  initial  call  with  default  parameters 
to  its  start-up  routine  monstartup.  In  this  case,  monitor()  need  not  be  called  explicitly,  except  to 
gain  fine  control  ov«  pro(il(2)  buffer  aUocation.  An  executable  program  created  by  ‘cc  -pg’ 
automatically  includes  calls  for  the  gprof(l)  monitor. 

monstartupO  is  a  high-level  intaface  to  profiI(2).  lowpc  and  highpc  specify  die  address  range  that  is 
to  be  sampled;  the  lowest  address  sampled  is  that  of  lowpc  and  die  highest  is  just  below  highpc. 
monstartupO  allocates  space  using  sbrk  (see  brk(2))  and  passes  it  to  monitorO  (as  described  below) 
to  record  a  histogram  of  program-counter  values,  and  calls  to  certain  functions..  Only  calls  to  func¬ 
tions  compiled  with  ‘cc  -p’  are  recorded. 

On  Sun-2,  Sun-3,  and  Sun-4  systems,  an  entire  program  can  be  profiled  with: 
extern  etext(); 

monstartup(N_TXTOFF(0),  etext); 

On  Sun386i  systems,  the  equivalent  code  sequence  is: 

extern  etext(); 
extern  _start(); 

monstartup(_start,  etext); 
etext  lies  just  above  all  the  program  text,  see  end(3). 

To  stop  execution  monitoring  and  post  results  to  the  file  montout,  use: 
monitor(0); 

prof(l)  can  then  be  used  to  examine  the  results. 

moncontrolO  is  used  to  selectively  control  profiling  within  a  program.  This  wrxks  with  both  prof(l) 
and  gprof(l).  Profiling  begins  when  the  program  starts.  To  stc^  the  collection  of  profiling  statistics, 
use: 


moncontrol(0) 

To  resume  the  collection  of  statistics,  use: 
moncontrol(l) 

This  allows  you  to  measure  the  cost  of  particular  functions.  Note:  an  output  file  is  be  produced  upon 
program  exit,  regardless  of  the  state  of  moncontrol. 

monitorO  is  a  low  level  interface  to  profiI(2).  lowpc  and  highpc  are  die  addresses  of  two  functions; 
bi^er  is  the  address  of  a  (user  suiqilied)  array  of  bttfsize  short  integers.  At  most  nfunc  call  counts  can 
be  kept. 
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For  the  results  to  be  significant,  especially  where  fiiere  are  small,  heavily  used  routines,  it  is  suggested 
that  the  buffer  be  no  more  than  a  few  times  smaller  than  the  range  of  locations  sampled.  monitwO 
divides  the  buffer  into  space  b)  record  the  histogram  of  program  counter  samples  ova*  the  range  lowpc 
to  kighpc,  and  space  to  record  call  counts  of  functions  compiled  with  the  cc  -p. 

To  profile  the  entire  program  oa  Sun-2,  Sun-3,  md  Sun-4  systems  using  the  low-level  interface  to 
profil(2),  it  is  sufficient  to  use 

extern  etext(); 

moiiitor(N_TXTOFF(0),  etext,  buf,  bufeize,  nfunc); 

On  Sun386i  systems,  the  equivalent  calls  are: 

extern  etext(); 
extern  _start(); 

monitor^start,  etext,  buf,  bnfsize,  nfunc); 

FILES 

mon.oet 

SEE  ALSO 

cc(lV),  prof(l),  gprof(l),  brk(2),  profil(2),  end(3) 
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NAME 

mp,  itom,  madd,  msub,  mult,  mdiv,  min,  mout,  pow,  gcd,  tpow,  xtom,  mtox,  mfi«e  -  multiple  preci¬ 
sion  integer  aridimetic 

SYNOPSIS 

finclude  <nip.h> 

madd(a,  b,  c) 

MINT  ♦a,  *b,  ♦€; 

msub(a,  b,  c) 

MINT  *a,  *b,  *c; 

mult(a,  b,  c) 

MINT  ♦a,  ♦b,  ^c; 

mdiv(a,  b,  q,  r) 

MINT  ♦a,  *b,  *q,  ♦r; 

min(a) 

MINT  *a; 

mout(a) 

MINT  *a; 

pow(a,  b,  c,  d) 

MINT  fa,  *b,  *c,  *d; 

gcd(a,  b,  c) 

MINT  *a,  ♦b,  *c; 

rpow(a,  n,  b) 

MINT  ♦a,  ♦b; 
short  n; 

msqrt(a,  b,  r) 

MINT  *a,  *b,  ♦r; 

sdiv(a,  n,  q,  r) 

MINT  *a,  ♦q; 
short  n,  *r; 

MINT  *itom(n) 
short  n; 

MINT  *xtom(s) 
char  *s; 

char  4‘mtox(a) 

MINT  ♦a; 

void  mfk‘ee(a) 

MINT  ^a; 

DESCRIPTION 

These  routines  perform  arithmetic  on  integers  of  arbitrary  length.  The  integers  are  stored  using  the 
defined  type  MINT.  Pointers  to  a  MINT  should  be  initialized  using  the  function  itom,  which  sets  the 
initial  value  to  n.  Alternatively,  xtom  may  be  used  to  initialize  a  MINT  from  a  string  of  hexadecimal 
digits.  mfi’eeO  may  be  used  to  release  the  storage  allocated  by  these  routines. 

madd,  msub()  and  mult()  assign  to  dieir  third  arguments  the  sum,  difference,  and  product,  respec¬ 
tively,  of  their  first  two  arguments.  mdiv()  assigns  the  quotient  and  remainder,  respectively,  to  its 
third  and  fourth  arguments,  sdiv  is  like  mdiv()  except  that  the  divisor  is  an  ordinary  integer,  msqrt 
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produce  the  square  root  and  remainda*  of  its  first  argument,  mpow  calculates  a  raised  to  file  power 
b,  while  pow()  calculates  fiiis  reduced  modulo  m.  min()  and  mout()  do  decimal  input  and  ouqmt. 
mtoxO  provides  the  inverse  of  xtom. 

Use  file  -Imp  loader  ration  to  obtain  access  to  these  functions. 

DIAGNOSTICS 

Illegal  operations  and  running  out  of  memory  produce  messages  and  core  images. 

FILES 

/usr/Iib/libmp.a 
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NAME 

ndbm,  dbm_open,  dbm_close,  <fl)m_fetch,  dbiii_store,  dbm_delete,  dbm_firstkey,  dbmjiextkey, 
dbin_eiTor,  dbm_clearerr  -  data  base  subroutines 

SYNOPSIS 

#mciude  <ndbm.b> 

typedef  struct  { 

char  *dptr; 
int  dsize; 

}  datum; 

DBM  *dfom_open(file,  flags,  mode) 
char  *&le; 
int  flags,  mode; 

void  dbm_cIose  (db) 

DBM  *db; 

datum  dbm_fetch(db,  key) 

DBM  *db; 
datum  key; 

int  dbm_store(db,  key,  content,  flags) 

DBM  *db; 
datum  key,  content; 
int  flags; 

int  dbm_deiete(db,  key) 

DBM  *db; 
datum  key; 

datum  dbm_firstkey(db) 

DBM*db;  ” 

datum  dbm_nextkey(db) 

DBM  *db; 

int  dbm_error(db) 

DBM  «db; 

int  dbm_clearerr(db) 

DBM  4^db; 

DESCRIPTION 

These  functions  maintain  key/content  pairs  in  a  data  base.  The  functions  will  handle  very  large  (a  billion 
blocks)  databases  and  wiU  access  a  keyed  item  in  one  or  two  file  system  accesses.  This  package  replaces 
the  earlier  dbm(3X)  library,  which  managed  only  a  single  database. 

keys  and  contents  are  described  by  the  datum  typedef.  A  datum  specifies  a  string  of  dsize  bytes  pointed  to 
by  dptr.  Arbitrary  binary  data,  as  well  as  normal  ASCII  strings,  are  allowed.  Tte  data  base  is  stored  in  two 
files.  One  file  is  a  directory  containing  a  bit  map  and  has  .dir  as  its  suffix.  The  second  file  contains  all  data 
and  has  .pag  as  its  suffix. 

Before  a  database  can  be  accessed,  it  must  be  opened  by  dbm_open.  This  will  open  and/or  create  the  files 
file  Air  and  file. pag  (Spending  on  the  fl^s  parameter  (see  open(2V)). 

A  database  is  closed  by  calling  dbm_cIose. 

Once  open,  the  data  stored  under  a  key  is  tccessed  by  dbm_fetch()  and  data  is  placed  under  a  key  by 
dbm_store.  The  flags  field  can  be  either  DBM_INSERT  or  DBM_REPLACE.  DBM_INSERT  will  only 
insert  new  entries  into  the  database  and  will  not  change  an  existing  entry  with  the  same  key. 
DBM_REPLACE  will  replace  an  existing  entry  if  it  has  the  same  key.  A  key  (and  its  associated  contents)  is 
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contents)  is  deleted  by  dbm_delete.  A  linear  pass  through  all  keys  in  a  database  may  be  made,  in  an 
(^parendy)  random  order,  by  use  of  dbm_firstkey()  and  dbm_nextkey.  dbm_firstkey()  will  return 
tte  first  key  in  tte  database.  dbm_nextkey()  will  return  the  next  key  in  the  database.  This  code  will 
traverse  the  data  base: 

for  (key  =  dbm_firstkey(db);  key.dptr  !=  NULL;  key  =  dbm_nextkey(db)) 

dbm_error()  returns  non-zero  when  an  error  has  occurred  reading  or  writing  the  database. 
dbm_clearerr()  resets  the  error  condition  on  the  named  database. 

SEE  ALSO 

open(2V),  dbm(3X) 

DIAGNOSTICS 

All  functions  that  return  an  int  indicate  errors  with  negative  values.  A  zero  return  indicates  no  ator. 
Routines  that  return  a  datum  indicate  errors  with  a  NULL  (0)  dptr.  If  dbm_store  called  with  a  flags 
value  of  DBMJDNSERT  finds  an  existing  entry  with  the  same  key  it  returns  1. 

BUGS 

The  .pag  file  will  contain  holes  so  that  its  apparent  size  is  about  four  times  its  actual  content  Older 
versions  of  the  UNIX  operating  system  may  create  teal  file  blocks  for  these  holes  when  touched. 
These  files  carmot  be  copied  by  normal  means  (cp(l),  cat(lV),  tar(l),  ar(l))  without  filling  in  the 
holes. 

dptr  pointers  returned  by  these  subroutines  point  into  static  strxage  that  is  changed  by  subsequent  calls. 

The  sum  of  the  sizes  of  a  key/content  pair  must  not  exceed  the  internal  block  size  (currently  4096 
bytes).  Mcxeover  all  key/content  pairs  that  hash  together  must  fit  on  a  single  block.  dbm_store() 
will  return  an  error  in  the  event  that  a  disk  block  fills  with  inseparable  data. 

dbm_de!ete()  does  not  physically  reclaim  file  space,  although  it  does  make  it  available  for  reuse. 

The  order  of  keys  presented  by  dbm_firstkey()  and  dbm_nextkey()  depends  on  a  hashing  function, 
not  on  anything  interesting. 

There  are  no  interlocks  and  no  reliable  cache  flushing;  thus  concurrent  updating  and  reading  is  risky. 
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NAME 

nice  -  change  priority  of  a  process 

SYNOPSIS 

int  nice(incr) 

DESCRIPnON 

The  scheduling  priority  of  the  process  is  augmented  by  incr.  Positive  priorities  get  less  service  than 
normal.  Priority  10  is  recommended  to  users  who  wish  to  execute  long-running  programs  without 
undue  impact  on  system  performance. 

Negative  increments  are  illegal,  except  when  specified  by  the  super-user.  The  priority  is  limited  to  the 
range  -20  (most  urgent)  to  20  (least).  Requests  for  vtdues  above  or  below  these  limits  result  in  the 
scheduling  priority  being  set  to  the  correspcMiding  limit 

The  priority  of  a  process  is  passed  to  a  child  process  by  fork(2).  Fot  a  privileged  process  to  return  to 
normal  priority  from  an  unknown  state,  nice()  should  be  called  successively  with  arguments  -40  (goes 
to  priority  -20  because  of  truncation),  20  (to  get  to  0),  then  0  (to  maintain  compatibility  with  previous 
versions  of  this  call). 

RETURN  VALUE 

Upon  successful  completion,  nice()  returns  0.  Otherwise,  a  value  of  -1  is  returned  and  ermo  is  set 
to  indicate  the  error. 


ERRORS 

The  priority  is  not  changed  if: 

EACCES  The  value  of  incr  specified  was  negative,  and  the  effective  user  ID  is  not 

super-user. 

SEE  ALSO 

nice(l),  fork(2),  getpriority(2),  renice(8) 
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NAME 

nlist  -  get  entries  from  symbol  table 

SYNOPSIS 

#include  <nlist.h> 

int  nlist(fileiiame,  nl) 
char  ^filename; 
struct  nlist  ’^nl; 

DESCRIPTION 

nlistO  examines  the  symbol  table  from  the  executable  image  whose  name  is  pointed  to  by  filename, 
and  selectively  extracts  a  list  of  values  and  puts  them  in  the  array  of  nlist()  structures  pointed  to  by 
nl.  The  name  list  pointed  to  by  nl()  consists  of  an  array  of  structures  containing  names,  types  and 
values.  The  njiame  field  of  each  such  structure  is  taken  to  be  a  pointer  to  a  characto'  string 
representing  a  symbol  name.  The  list  is  terminated  by  an  entry  with  a  NULL  pointer  (<»-  a  pointer  to  a 
NULL  string)  in  the  njuune  field.  For  e^h  entry  in  nl,  if  the  named  symbol  is  present  in  the  execut¬ 
able  image’s  symbol  table,  its  value  and  type  are  placed  in  the  n_value  and  njype  fields.  If  a  symbol 
cannot  be  located,  the  corresponding  njype  field  of  nl()  is  set  to  zero. 

RETURN  VALUE 

Upon  normal  completion,  nlist()  returns  the  number  of  symbols  that  were  not  located  in  the  symbol 
table.  If  an  error  occurs,  nlist()  returns  -1  and  sets  all  of  the  njype  fields  in  members  of  the  array 
pointed  to  by  nl()  to  zero. 

SEE  ALSO 

a.oat(S) 

coff(5) 

DIAGNOSTICS 

On  Sun-2,  Sun-3,  and  Sun-4  systems,  type  entries  are  set  to  0  if  the  file  cannot  be  read  or  if  it  does 
not  contain  a  valid  name  list. 

On  Sun386i  systems,  the  type  entries  may  be  zero  even  when  the  name  list  succeeded,  but  the  value 
entries  will  be  zero  only  when  the  file  cannot  be  read  or  does  not  contain  a  valid  name  list  There¬ 
fore,  on  Sun386i  systems,  the  value  entry  can  be  used  to  determine  whether  the  command  succeeded. 
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NAME 

on_exit  -  name  tenninadon  handle 
SYNOPSIS 

int  on_exit(procp,  arg) 
void  (*procp)(); 
caddr_t  arg; 

DESCRIPTION 

on_exit()  names  a  routine  to  be  called  after  a  program  calls  exit(3)  or  returns  normally,  and  before  its 
process  terminates.  The  routine  named  is  called  as 
(*procp)(status,  arg); 

where  status  is  the  argument  with  which  exit()  was  called,  or  zero  if  main  returns.  Typically,  arg  is 
the  address  of  an  argument  vector  to  {*procp),  but  may  be  an  integer  value.  Sevorad  calls  may  be 
made  to  onjexit,  specifying  several  terminadon  handlers.  The  order  in  which  they  are  called  is  the 
reverse  of  that  in  which  they  were  given  to  on_exit. 

SEE  ALSO 

gprof(l),  tcov(l),  exit(3) 

DIAGNOSTICS 

on_exit()  returns  zero  normally,  or  nonzero  if  the  procedure  name  could  not  be  stored. 

BUGS 

Currendy  there  is  a  limit  of  20  terminadon  handlers,  including  any  invoked  inq>licidy  (for  example,  by 
gpror(l)  or  tcov(l)  processing).  Calls  to  on_exit()  beyond  this  number  will  fail 

NOTES 

This  call  is  specific  to  the  SunOS  operating  system  and  should  not  be  used  if  portability  is  a  concern. 
Standard  I/O  exit  i»x)cessing  is  always  done  last 
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NAME 

pause  -  stop  until  signal 

SYNOPSIS 

paiiseO 

DESCRIPTION 

pauseO  never  returns  ncumally.  It  is  used  to  give  up  control  while  waituig  for  a  s^al  from  ldll(2V) 
or  an  interval  timer,  see  getitimer(2).  Upon  termination  of  a  signal  handler  started  during  a  pause, 
the  pauseO  call  will  return. 

RETURN  VALUE 

Always  returns  -1. 

ERRORS 

pauseO  always  returns: 

EINTR  The  call  was  intermpted. 

SEE  ALSO 

kill(2V),  getitimer(2),  select(2),  sigpanse(2) 
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NAME 

pertor,  sys_errlist,  sys_nerr,  ermo  -  system  error  messages 

SYNOPSIS 

perror(s) 
char  *s; 
int  sys_neiT; 
char  *sys_errlist[]; 
int  errno; 

DESCRIPTION 

perrorO  produces  a  short  error  message  on  the  standard  error  describing  the  last  errm*  encountered 
during  a  call  to  a  system  or  library  function.  If  j  is  not  a  NULL  pointer  and  does  not  point  to  a  null 
string,  the  string  it  points  to  is  printed,  followed  by  a  colon,  followed  by  a  space,  followed  by  the 
message  and  a  NEWLINE.  If  s  is  a  NULL  pointer  or  points  to  a  null  string,  just  the  message  is  printed, 
followed  by  a  NEWUNE.  To  be  of  most  use,  the  argument  string  should  include  the  name  of  Ae  pro¬ 
gram  that  incurred  the  error.  The  error  number  is  taken  from  the  external  variable  errno  (see 
intro(2)),  which  is  set  when  errors  occur  but  not  cleared  when  non-erroneous  calls  are  made. 

To  simplify  variant  formatting  of  messages,  the  vector  of  message  strings  sys_errlist()  is  provided; 
errno  can  be  used  as  an  index  in  this  table  to  get  the  message  string  without  the  newline.  sys_nerr( ) 
is  the  number  of  messages  provided  for  in  the  table;  it  should  be  checked  because  new  error  codes 
may  be  added  to  the  system  before  they  are  added  to  the  table. 

SEE  ALSO 

intro(2),  psignal(3) 
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NAME 

plot,  openpl,  erase,  label,  line,  circle,  arc,  move,  cont,  point,  linemod,  space,  closepl  -  gr^hics  inter¬ 
face 

SYNOPSIS 

openpK) 

eraseO 

label(s) 
char  sil; 

lme(xl,  yl,  x2,  y2) 

circle(x,  y,  r) 

arc(x,  y,  xO,  yO,  xl,  yl) 

move(x,  y) 

cont(x,  y) 

point(:i^  y) 

linemod(s) 
char  s[]; 

space(xO,  yO,  xl,  yl) 
closeplO 
DESCRIPTION 

These  subroutines  generate  graphic  ouQ)ut  in  a  relatively  device-independent  manner.  See  plot(S)  for 
a  description  of  their  effect.  openpK)  must  be  used  before  any  of  the  others  to  open  the  device  for 
writing.  closepK)  flushes  the  output 

String  arguments  to  label()  and  linembdO  are  NULL-terminated,  and  do  not  contain  NEWLINE  charac¬ 
ters. 

Various  flavors  of  these  functions  exist  for  different  ou^ut  devices.  They  are  obtained  by  the  follow¬ 
ing  ld(l)  optitms: 

-Iplot  device-independent  graphics  stream  on  standard  output  for  plot(lG)  filters 

-1300  GSI  300  terminal 

-1300s  GSI  300S  terminal 

-1450  GSI  450  terminal 

-14014  Tektronix  4014  terminal 

-Iplotaed  AED  512  color  graphics  terminal 

-Iplotbg  BBN  bi^^h  graphics  terminal 

-Iplotdumh 

Dumb  terminals  without  cursor  addressing  or  line  printers 
-Iplotgigi  DEC  Gigi  terminals 
-lpIot2648  Hewlett  Packard  2648  graphics  terminal 
-lplot7221  Hewlett  Packard  7221  graphics  terminal 
-Iplotimagen 

Imagen  laser  printer  (default  240  dots-per-inch  resolution). 
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FILES 

/iisr/lib/libplot.a 

/osr/libAibSOOui 

/usr/lib/lib300s^ 

/usr/lib/lib450^ 

/usr/lib/lib4014^ 

/iisr/lib/libplotaed4i 

/usr/lib/libplotbg^ 

/usr/Ub/libplotdumbJi 

/usr/lib/Iibplo^gi^ 

/iisr/Ub/libplot2648.a 

/usr/Iib/libplot722l4i 

/nsr/lib/libplotbnagenji 

SEE  ALSO 

graph(lG),  ld(l),  pl<rt(lG),  plot(5) 
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NAME 

popen,  pclose  -  open  or  close  a  pipe  (for  I/O)  from  or  to  a  process 

SYNOPSIS 

#include  <stdio.h> 

FILE  *popeD(command,  type) 
char  ^command,  *type; 

pclose(stream) 

FILE  ^stream; 

DESCRIPTION 

The  arguments  to  popen()  are  points  to  NULL-terminated  strings  containing,  respectively,  a  shell 
command  line  and  an  I/O  mode,  either  r  for  reading  or  w  for  writing.  popen()  creates  a  pipe 
between  the  calling  process  and  the  command  to  be  executed.  The  value  returned  is  a  stream  pointer 
such  that  one  can  write  to  the  standard  input  of  the  command,  if  the  I/O  riKxle  is  w,  by  writing  to  the 
file  stream;  and  one  can  read  from  the  standard  output  of  the  command,  if  the  I/O  mode  is  r,  by  read¬ 
ing  from  the  file  stream. 

A  stream  opened  by  popen()  should  be  closed  by  pclose,  which  waits  f<x  the  associated  inrocess  to 
tominate  and  returns  the  exit  status  of  the  command. 

Because  open  files  are  shared,  a  type  r  command  may  be  used  as  an  input  filter,  reading  its  standard 
input  (which  is  also  the  standard  input  of  the  process  doing  the  popen)  and  providing  filtered  input  on 
the  stream,  and  a  type  w  conunand  may  be  used  as  an  output  filter,  reading  a  stream  of  output  written 
to  the  stream  process  doing  the  popen()  and  furdier  filtering  it  and  writing  it  to  its  standard  output 
(which  is  also  the  standard  input  of  the  process  doing  the  popen). 

popenO  always  calls  sh(l),  never  csh(l). 

SEE  ALSO 

csh(l),  sh(l),  pipe(2),  wait(2),  fclose(3S),  fopen(3S),  system(3) 

DIAGNOSTICS 

popenO  returns  a  NULL  pointer  if  the  pipe  or  process  cannot  be  created,  or  if  it  carmot  allocate  as 
much  memory  as  it  needs. 

pcloseO  returns  -1  if  stream  is  not  associated  with  a  ‘popened’  commaruL 

BUGS 

If  the  original  and  ‘pqpened’  processes  concurrmtly  read  or  write  a  common  file,  neifiier  should  use 
buffered  I/O,  because  toe  buffering  gets  all  mixed  up.  Similar  problems  with  an  output  filtm*  may  be 
forestalled  by  careful  buffer  flushing,  for  instance,  with  fflush;  see  fclo5e(3S). 
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NAME 

printf,  fprintf,  sprintf  -  formatted  output  conversion 

SYNOPSIS 

#mclude  <stdio.h> 

int  print^format  [ ,  arg  ]  ...  ) 

cbar  ^format; 

int  fprintf(stream,  format  [ ,  arg  ] ... ) 

FILE  ^stream; 
char  4‘format; 

char  ’OsprintfCs,  format  [ ,  arg  ] ...  ) 
char  *s,  ^format; 

#mclude  <varargsJi> 
int  _dopmt(format,  args,  stream) 
char  '•‘format; 
vajist  args; 

FILE  ■•‘Stream; 

DESCRIPTION 

printfO  places  output  on  the  standard  output  stream  stdout.  fprintfO  places  output  on  die  named 
output  stream.  sprintf()  places  “output”,  followed  by  the  NULL  character  (\0),  in  consecutive  bytes 
starting  at  *s;  it  is  the  user’s  responsibility  to  ensure  that  enough  storage  is  available.  printfi()  and 
fprintfO  return  the  number  of  characters  transmitted.  The  return  value  of  sprintf()  is  not  normally 
used,  but  cast  to  type  void  instead.  printfO  and  fprintfO  return  an  EOF  if  an  ou^ut  error  was 
encountaed. 

EtKih  of  these  functions  converts,  formats,  and  prints  its  args  under  control  of  the  format.  The  format 
is  a  character  string  which  contains  two  types  of  Objects:  plain  chartuiters,  which  are  simply  copied  to 
tte  output  stream,  and  conversion  specifications,  each  of  which  causes  conversion  and  {Minting  of  zero 
or  more  args.  The  results  are  undefined  if  there  are  insufficient  args  for  the  format.  If  die  format  is 
exhausted  while  args  remain,  the  excess  args  are  simply  ignored. 

E^h  conversion  specificatitxi  is  introduced  by  the  character  %.  After  the  %,  the  following  app&ar  in 
sequence; 

Zero  or  more  flags,  which  modify  the  meaning  of  the  conversion  specification. 

An  (^tional  decimal  digit  string  specifying  a  minimum  field  width.  If  the  converted  value  has 
fewer  characters  than  the  field  width,  it  will  be  padded  on  the  left  (or  right,  if  the  left- 
adjustment  flag  described  below,  has  been  given)  to  the  field  width.  The  padding  is  with 
blanks  unless  the  field  width  digit  string  starts  with  a  zero,  in  which  case  the  padding  is  with 
zeros. 

A  precision  that  gives  the  minimum  number  of  digits  to  appear  for  the  d,  i,  o,  u,  x,  or  X 
conversions,  the  number  of  digits  to  appear  after  the  decimal  point  for  the  e,  E,  and  f  conver¬ 
sions,  die  maximum  number  of  significant  digits  for  the  g  and  G  conversion,  or  the  maximum 
number  of  characters  to  be  printed  from  a  string  in  s  conversion.  The  precision  takes  the 
form  of  a  period  (.)  followed  by  a  decimal  digit  string;  a  NULL  digit  string  is  treated  as  zero. 
Padding  specified  by  the  precision  overrides  the  padding  specified  by  the  field  width. 

An  optional  I  (ell)  s{>ecifying  that  a  following  d,  i,  o,  u,  x,  or  X  conversion  character  applies 
to  a  long  integer  arg.  An  1  before  any  other  conversion  character  is  ignored. 

A  character  that  indicates  the  type  of  conversion  to  be  applied. 

A  field  width  or  precision  or  both  may  be  indicated  by  an  asterisk  {*)  instead  of  a  digit  string.  In  this 
case,  an  integer  arg  supplies  the  field  width  or  precision.  The  arg  that  is  actually  converted  is  not 
fetched  until  the  conversion  letter  is  seen,  so  the  args  specifying  field  width  or  precision  must  appear 
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b^ore  the  arg  (if  any)  to  be  converted.  A  negative  field  width  argument  is  taken  as  a  flag  fol¬ 
lowed  by  a  positive  field  width.  If  the  precision  aigument  is  negative,  it  will  be  changed  to  zero. 

The  flag  characters  and  their  meanings  are: 

-  The  result  of  the  conversion  will  be  left-justified  within  the  field. 

+  The  result  of  a  signed  conversion  will  always  begin  with  a  sign  (+  or  -). 

blank  If  the  first  character  of  a  signed  conversion  is  not  a  sign,  a  blank  will  be  prefixed  to  the 

result  This  implies  that  if  die  blank  and  -f  flags  both  appear,  die  blank  flag  will  be 
ignored. 

#  This  flag  specifies  that  the  value  is  to  be  converted  to  an  “alternate  form.“For  c,  d,  1,  s, 

and  u  conversions,  the  flag  has  no  effect  Ftx*  o  conversion,  it  increases  the  precision  to 
force  the  first  digit  of  the  result  to  be  a  zero.  For  x  or  X  conversion,  a  non-zero  result 
will  have  Ox  or  OX  prefixed  to  it  For  e,  E,  f,  g,  and  G  conversions,  the  result  will 

always  contain  a  decimal  point  even  if  no  digits  follow  the  point  (normally,  a  decimal 

point  appears  in  the  result  of  these  conversions  only  if  a  digit  follows  it).  For  g  and  G 
conversions,  trailing  zeroes  will  not  be  removed  from  the  result  (which  they  normally  are). 

The  conversion  characters  and  their  meanings  are: 

d, i,o,u,x,X  The  integer  arg  is  converted  to  signed  decimal  (d  or  i),  unsigned  octal  (o),  unsigned 

decimal  (u),  or  unsigned  hexadecimal  notation  (x  and  X),  respectively;  the  letters  abcdef 
are  used  for  x  conversion  and  the  letters  ABCDEF  for  X  conversion.  The  precision 
specifies  the  minimum  number  of  digits  to  appear;  if  the  value  being  converted  can  be 
represented  in  fewer  digits,  it  will  be  expanded  with  leading  zeroes.  (For  compatibility 
with  older  versions,  padding  with  leading  zeroes  may  alternatively  be  specified  by 
prepending  a  zero  to  the  field  width,  lliis  does  not  imply  an  octal  value  for  the  field 
widfli.)  The  default  precision  is  1.  The  result  of  converting  a  zero  value  with  a  precision 
of  zero  is  a  NULL  string. 

f  The  float  or  double  arg  is  converted  to  decimal  notation  in  the  style  “[-]ddd.ddd”  where 

the  number  of  digits  after  the  decimal  point  is  equal  to  the  (necision  specification.  If  the 
precision  is  missing,  6  digits  are  given;  if  the  precision  is  explicitly  0,  no  digits  and  no 
decimal  point  are  printed. 

e, E  The  float  or  double  arg  is  converted  in  the  style  “[-]d.ddde±ddd,”  where  there  is  one 

digit  before  the  decimal  point  and  the  number  of  digits  after  it  is  equal  to  the  precision; 
when  the  precision  is  missing,  6  digits  are  produced;  if  the  precisicm  is  zero,  no  decimal 
point  appears.  The  E  format  code  will  produce  a  number  with  E  instead  of  e  introducing 
the  exponent.  The  exponent  always  contains  at  least  two  digits. 
g,G  The  float  or  double  arg  is  printed  in  style  f  or  e  (or  in  style  E  in  the  case  of  a  G  format 

code),  with  the  precision  specifying  Ae  number  of  significant  digits.  The  style  used 
depends  on  the  value  converted:  style  e  or  E  will  be  used  (Hily  if  die  exponent  resulting 
from  the  convCTSion  is  less  than  -4  or  greater  than  the  precision.  TraUing  zeroes  are 
removed  from  the  result;  a  decimal  point  appears  only  if  it  is  followed  by  a  digit. 

The  e,  E,  f,  g,  and  G  formats  print  IEEE  indeterminate  values  (infinity  or  not-a-number)  as  “Infinity” 
or  “NaN”  respectively. 

c  The  character  arg  is  printed. 

s  The  arg  is  taken  to  be  a  string  (character  pointer)  and  characters  from  the  string  are 

printed  until  a  NULL  character  (\0)  is  encountered  or  until  the  number  of  characters  indi¬ 
cated  by  the  precision  specification  is  reached.  If  the  precision  is  missing,  it  is  taken  to 
be  infinite,  so  all  characters  up  m  the  first  NULL  character  are  printed.  A  NULL  value  for 
arg  will  yield  undefined  results. 

%  Print  a  %;  no  argument  is  converted. 

In  no  case  does  a  non-existent  or  small  field  width  cause  truncation  of  a  field;  if  the  result  of  a 
conversion  is  wider  than  the  field  width,  the  field  is  simply  expanded  to  contain  the  conversion  result. 
Padding  takes  place  only  if  the  specified  field  width  exceeds  the  actual  width.  Characters  generated 
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by  printfO  and  fprintf()  are  printed  as  if  putc(3S)  had  been  called. 

EXAMPLES 

To  print  a  date  and  time  in  the  form  “Sunday,  July  3,  10:02,”  where  weekday  and  month  are  pointers 
to  NULL-taminated  strings: 

printf('*%s,  %s  %i,  %d:%.2d'',  weekday,  month,  day,  hour,  min); 

To  print  7C  to  S  decimal  places: 

printfrpi  =  %SP\  4  *  atan(l.  0)); 

NOTE 

These  routines  call  _doprnt,  which  is  an  in^lementation-dependent  routine.  Each  uses  the  variable- 
Iragdi  argument  facilities  of  varargs(3).  Although  it  is  possible  to  use  jdoprnt  to  take  a  list  of  a^u- 
ments  and  pass  them  on  to  a  routine  like  printf,  not  all  implementations  have  such  a  routine.  We 
strongly  recommend  that  you  use  die  routines  described  in  vprintf(3S)  instead. 

SEE  ALSO 

econvert(3),  printf(3V),  putc(3S),  scanf(3S),  varargs(3),  vprintf(3S) 

BUGS 

Very  wide  fields  (>128  characters)  fail. 
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NAME 

prof  -  profile  within  a  function 

SYNOPSIS 

#define  MARK 
#inclade  <prof.h> 

void  MARK  (name) 

DESCRIPTION 

MARK  will  introduce  a  mark  called  name  that  will  be  treated  the  same  as  a  function  entry  point  Exe¬ 
cution  of  the  mark  will  add  to  a  counter  for  that  maik,  and  program-counter  time  spent  will  be 
accounted  to  the  immediately  preceding  mark  or  to  the  function  if  there  are  no  preceding  marks  within 
the  active  function. 

name  may  be  any  combination  of  up  to  six  letters,  numbers  or  underscores.  Each  name  in  a  single 
compilation  must  be  unique,  but  may  be  the  same  as  any  ordinary  program  symbol. 

For  marks  to  be  effective,  the  symbol  MARK  must  be  defined  before  the  header  file  <profJi>  is 
included.  This  may  be  defined  by  a  preprocessor  directive  as  in  the  synopsis,  or  by  a  command  line 
argument,  such  as: 

CC  -p  -DMARK  foo.C 

If  MARK  is  not  defined,  the  MARK  (name)  statements  may  be  left  in  the  source  files  containing  them 
and  will  be  ignored. 

EXAMPLE 

In  this  example,  marks  can  be  used  to  determine  how  much  time  is  spent  in  each  loop.  Unless  this 
example  is  compiled  with  MARK  defined  on  the  command  line,  the  marks  are  ignored. 

#mclude  <prof.h> 
func( ) 

{ 

int  i,  j; 


* 

MARK  Ooopl); 
for  (i  =  0;  i  <  2000;  i++)  { 
#  •  • 

} 

MARK  Ooopl); 
for  (j  =  0;  j  <  2000;  j++)  { 
•  *  • 

} 

} 

SEE  ALSO 

prof(l),  profil(2),  monitor(3) 
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NAME 

psignal,  sys_siglist  -  system  signal  messages 
SYNOPSIS 

psignaKsig,  s) 
unsigned  sig; 
char  *s; 

char  *sys_siglist[]; 

DESCRIPTION 

psignalO  produces  a  short  message  on  the  standard  error  file  describing  the  indicated  signal.  First  the 
argument  string  s  is  printed,  then  a  colon,  then  the  name  of  the  signal  and  a  NEWLINE.  Most  usefully, 
the  argument  string  is  the  name  of  the  ju-ogram  which  incurred  the  signal.  The  s^nal  number  should 
be  from  among  those  found  in  <signal.h>. 

To  simplify  variant  formatting  of  signal  names,  the  vector  of  message  strings  sys_siglist()  is  provided; 
the  signal  number  can  be  used  as  an  index  in  this  table  to  get  the  signal  name  without  fire  newline. 
The  define  NSIG  defined  in  <signal.h>  is  the  number  of  n^ssages  iHOvided  for  in  die  table;  it  should 
be  checked  because  new  signals  may  be  added  to  the  system  before  they  are  added  to  the  table. 

SEE  ALSO 

perror(3),  signal(3) 
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NAME 

pule,  putchar,  ^utc,  putw  -  put  character  or  word  <hi  a  stream 

SYNOPSIS 

findode  <stdio.Ii> 

int  putc(c,  stream) 
char  c; 

FILE  ^stream; 

int  putchar(c) 
char  c; 

int  fputc(c,  stream) 
char  c; 

FILE  ^stream; 

int  putw(w,  stream) 
int  w; 

FILE  ^stream; 

DESCRIPTION 

putcO  writes  the  character  c  onto  the  standard  I/O  output  stream  stream  (at  the  position  where  the  file 
pointer,  if  defined,  i^  pointing).  It  returns  the  characta*  written. 

putchar(c)  is  defined  as  putc(c,  stdout).  putc()  and  putchar()  are  macros. 

fputcO  behaves  like  putc,  but  is  a  function  rather  than  a  m^ro.  fputc()  runs  more  slowly  than  putc, 
but  it  takes  less  space  per  invocation  and  its  name  can  be  passed  as  an  argument  to  a  function. 

putwO  writes  the  C  int  (word)  w  to  the  standard  I/O  ouq)ut  stream  stream  (at  the  position  of  the  fiile 
pointer,  if  defined).  The  size  of  a  word  is  the  size  of  an  integer  and  varies  from  machine  to  machine. 
putwO  neidier  assumes  nor  causes  special  alignn^t  in  the  file. 

Output  streams  are  by  default  buffered  if  the  output  refers  to  a  file  and  line-buffered  if  the  output 
refers  to  a  terminal.  When  an  ouQrut  stream  is  unbuffered,  infcHmation  is  queued  for  uniting  on  the 
destination  file  or  terminal  as  soon  as  written;  when  it  is  buffered,  many  charxters  are  saved  up  and 
written  as  a  block.  When  it  is  line-buffered,  each  line  of  output  is  queued  for  writing  on  the  destina¬ 
tion  terminal  as  soon  as  the  line  is  completed  (that  is,  as  soon  as  a  NEWLINE  character  is  written  or 
terminal  input  is  requested).  setbuf(3S),  setbulTer,  or  setvbuf  may  be  used  to  change  the  stream’s 
buffering  strategy. 

SEE  ALSO 

fclose(3S),  ferror(3S),  fopen(3S),  fread(3S),  getc(3S),  printf(3S),  puts(3S),  setbuf(3S), 

DIAGNOSTICS 

On  success,  putc,  fputc,  and  putchar  return  the  value  that  was  written.  On  error,  those  functions 
return  the  constant  EOF.  putw()  returns  ferror(stream),  so  that  it  returns  0  (Mi  success  and  1  on 
failure. 


BUGS 

Because  it  is  implemented  as  a  macro,  putc()  treats  a  stream  argument  with  side  effects  improperly. 
In  particular,  putc(c,  *!+-»■);  does  not  work  sensibly.  fputc()  should  be  used  instead. 

Errors  can  occur  long  after  the  call  to  putc. 

Because  of  possible  differences  in  word  length  and  byte  ordering,  files  written  using  putw()  are 
machine-dependent,  and  may  not  be  read  using  getw()  on  a  different  processor. 
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NAME 

putenv  -  change  or  add  value  to  environment 

SYNOPSIS 

int  putenv(strmg) 
char  ♦string; 

DESCRIPTION 

stringO  points  to  a  string  of  the  form  ^name  =  value"  putenv()  makes  the  value  of  the  environment 
variable  name  equal  to  value  by  altering  an  existing  variable  or  creating  a  new  one.  In  either  case, 
the  string  pointed  to  by  stringO  becomes  part  of  the  environment,  so  altering  the  string  will  change 
the  environment.  The  space  used  by  stringO  is  no  longer  used  once  a  new  string-defining  name  is 
passed  to  putenv. 

SEE  ALSO 

execve(2),  getenv(3),  malloc(3),  environ(5V). 

DIAGNOSTICS 

putenvO  returns  non-zero  if  it  was  unable  to  obtain  enough  space  using  malloc(3)  for  an  expanded 
environment,  otherwise  zero. 

WARNINGS 

putenvO  manipulates  the  environment  pointed  to  by  environ  y  and  can  be  used  in  conjunction  with 
getenv.  However,  envp  (the  third  argument  to  main)  is  not  changed. 

This  routine  uses  malloc(3)  to  enlarge  the  environment. 

After  putenvO  is  called,  environmental  variables  are  not  in  alphabetical  order. 

A  potential  error  is  to  call  putenvO  with  an  automatic  variable  as  the  argument,  then  exit  the  calling 
function  while  stringO  is  still  part  of  the  environment 
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NAME 

putpwent  -  write  password  file  entry 

SYNOPSIS 

#inclDde  <pwdJi> 

int  patpw«nt(p,  f) 
struct  passwd  *p; 

FILE  *t; 

DESCRIPnON 

putpwentO  is  the  inverse  of  getpwent(3).  Given  a  pointer  to  a  passwd  structure  created  by 
getpwentO  (or  getpwuidO  or  getpwnam),  putpwentO  writes  a  line  on  the  stream  /,  which  matches 
the  fomat  of  lines  in  the  password  file  /etc/passwd. 

FILES 

/etc/passwd 

SEE  ALSO 

getpwent(3) 

DIAGNOSTICS 

putpwentO  returns  non-zero  if  an  error  was  detected  during  its  operation,  othowise  zero. 

WARNING 

The  above  routine  uses  <stdioJh>,  which  increases  the  size  of  programs,  not  oth^wise  using  standard 
I/O,  more  than  might  be  expected. 

BUGS 

This  routine  is  of  limited  utility,  since  most  password  files  are  maintained  as  Yellow  Pages  files,  and 
cannot  be  updated  with  fiiis  routine. 
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NAME 

puts,  fputs  -  put  a  string  on  a  stream 

SYNOPSIS 

#mclude  <stdio.h> 

puts(s) 
char  *s; 

fputs(s,  stream) 
char  *s; 

FILE  ^stream; 

DESCRIPTION 

putsO  writes  the  NULL-terminated  string  pointed  to  by  s,  followed  by  a  NEWLINE  character,  to  the 
standard  ou^ut  stream  stdout. 

fputsO  writes  the  NULL-terminated  string  pointed  to  by  s  to  the  named  output  stream. 

Neither  function  writes  the  terminal  SM  NULL  character. 

DIAGNOSTICS 

Both  routines  return  EOF  on  error.  This  will  happen  if  the  routines  tiy  to  write  on  a  file  that  has  not 
been  opened  for  writing. 

NOTES 

putsO  appends  a  NEWLINE  while  fputs()  does  not. 

SEE  ALSO 

ferror(3S),  fopen(3S),  fread(3S),  printf(3S),  putc(3S) 
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NAME 

pwdauth,  gipauth  -  password  authentication  routines 
SYNOPSIS 

int  pwdauth(user,  password) 
char  *user; 
char  ’^password; 

int  grpauth(group,  password) 
char  '•‘group; 
char  ^password; 

DESCRIPTION 

pwdauthO  and  grpauth()  determine  whether  the  given  guess  at  a  password  is  valid  fw  the  given 
user  or  group.  If  die  password  is  valid,  the  functions  return  0. 

A  password  is  valid  if  the  passwwd  when  encrypted  matches  the  encrypted  password  in  the  appropri¬ 
ate  file.  For  pwdauth,  if  Ae  password4idjunct  file  exists,  the  encrypted  password  will  be  in  eiAer 
the  local  or  the  Yellow  Pages  version  of  that  file.  Otherwise,  either  the  local  or  YP  passwd  file  will 
be  used.  For  grpauth,  the  group.adjunct  file  (if  it  exists)  or  the  group  file  (otherwise)  will  be 
checked  on  the  local  machine  and  then  using  the  YP.  In  all  cases,  the  local  files  will  be  checked 
before  the  YP  files.  Also,  if  the  adjunct  files  exist,  die  main  file  will  never  be  used  for  authentication 
even  if  they  include  encrypted  passwords. 

Both  pwdauthO  and  grpauth()  interface  to  the  authendcafion  daemon,  rpc.pwdauthd,  to  do  the 
checking  of  the  adjunct  files.  This  daemon  must  be  running  on  any  system  that  provides  password 
authentication. 

FILES 

/etc/passwd 

/etc/group 

SEE  ALSO 

getgraent(3),  getgrent(3),  getpwaent(3),  getpwent(3),  pwdauthd(8C) 
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NAME 

qsort  -  quicker  sort 
SYNOPSIS 

qsort(base,  nel,  width,  compar) 
char  *base; 
int  (*c(MBparX); 

DESCRIPTION 

qsortO  is  an  implementaticHi  of  the  quicker-sort  algorithm.  It  sorts  a  table  of  data  in  place. 

base  points  to  the  element  at  the  base  of  the  table,  nel  is  the  number  of  elements  in  the  table,  width 
is  the  size,  in  bytes,  of  each  element  in  the  table,  compar  is  the  name  of  the  conq>arison  function, 
which  is  called  widi  two  arguments  that  point  to  the  elements  being  compared.  As  the  function  must 
return  an  integer  less  than,  equal  to,  or  greater  than  zero,  so  must  die  first  argument  to  be  considered 
be  less  than,  equal  to,  or  greater  than  the  second. 

NOTES 

The  pointer  to  the  base  of  the  table  should  be  of  type  pointer-to-element,  and  cast  to  type  pointer-to- 
character. 

The  comparison  function  need  not  compare  every  byte,  so  arbitrary  data  may  be  contained  in  the  ele¬ 
ments  in  addition  to  the  values  being  compared. 

The  order  in  the  output  of  two  items  which  conqiare  as  equal  is  unpredictable. 

SEE  ALSO 

sort(lV),  bsearch(3),  lsearch(3),  string(3) 

EXAMPLE 

The  following  program  sorts  a  simple  array: 
static  int  intconipare(ij) 
int  •i,  *j; 

{ 

return(*i  -  *j); 

} 

main() 

{ 

int  a[10]; 
int  i; 

a[0]  =  9; 
a[l]  =  8; 
a[2]  =  7; 
a[3]  =  6; 
a[4]  =  5; 
aI5]  =  4; 
a[6]  =  3; 
a[7]  =  2; 
a[8]  =  1; 
a[9]  =  0; 

qsort(a,10,sizeof(int),intcompare) 

for  (i=0;  i<10;  i++)  printf("  %d,a[i]); 
printf  ”0); 

} 
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NAME 

rand,  srand  -  simple  random  number  generator 

SYNOPSIS 

srand(seed) 
int  seed; 

randO 

DESCRIPTION 

randO  uses  a  multiplicative  congruential  random  number  generator  with  period  2^^  to  return  succes¬ 
sive  pseudo-random  numbers  in  the  range  from  0  to 

srandO  can  be  called  at  any  dme  to  reset  the  random-number  generatca:  to  a  random  starting  point 
The  generator  is  initially  seeded  with  a  value  of  1. 

NOTE 

Hie  spectral  properties  of  rand()  leave  a  great  deal  to  be  desired.  drand48(3)  and  random(3)  pro¬ 
vide  much  better,  though  more  elaborate,  random-number  generators. 

SEE  ALSO 

drand48(3),  random(3),  rand(3V) 

BUGS 

The  low  bits  of  the  numbers  generated  are  not  very  random;  use  the  middle  bits.  In  particular  the 
lowest  bit  alternates  between  0  and  1. 
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NAME 

random,  srandom,  initstate,  setstate  -  better  random  number  generator;  routines  for  changing  generators 

SYNOPSIS 

long  randomO 

srandom(seed) 
int  seed; 

char  *mitstate(seed,  state,  n) 
unsigned  seed; 
char  estate; 
int  n; 

char  *setstate(state) 
char  *state; 

DESCRIPTION 

randomO  uses  a  non-linear  additive  feedback  random  number  generatm*  employing  a  default  table  of 
size  31  long  integers  to  return  successive  pseudo-random  numbers  in  the  range  from  0  to  The 

period  of  this  random  number  generator  is  very  large,  approximately  16x(2^^-l). 

random/srandom  have  (almost)  the  same  calling  sequence  and  initialization  properties  as  rand/srand. 
The  difference  is  that  rand(3C)  produces  a  much  less  random  sequence  —  in  fact,  the  low  dozen  bits 
generated  by  rand  go  through  a  cyclic  pattern.  All  the  bits  generated  by  randomO  are  usable.  For 
example, 

random!  )&01 

will  produce  a  random  binary  value. 

Unlike  srand,  srandom()  does  not  return  the  old  seed;  the  reason  for  this  is  that  the  amount  of  state 
information  used  is  much  more  than  a  single  word.  (Two  other  routines  are  provided  to  deal  with 
restarting/changing  random  number  generators).  Like  rand(3C),  however,  random!)  will  by  default 
produce  a  sequence  of  numbers  that  can  be  duplicated  by  calling  srandom()  with  7  as  the  seed. 

The  initstate!)  routine  allows  a  state  array,  passed  in  as  an  argument,  to  be  initialized  for  future  use. 
The  size  of  the  state  array  (in  bytes)  is  used  by  initstate!)  to  decide  how  sophisticated  a  random 
number  generator  it  should  use  —  the  more  state,  the  better  the  random  numbers  will  be.  (Current 
“optimal”  values  for  the  amount  of  state  information  are  8,  32,  64,  128,  and  256  bytes;  other  amounts 
will  be  rounded  down  to  the  nearest  known  amount  Using  less  than  8  bytes  will  cause  an  error). 
The  seed  for  the  initialization  (which  specifies  a  starting  point  for  the  random  number  sequence,  and 
provides  for  restarting  at  the  same  point)  is  also  an  argument  initstate!)  returns  a  pointer  to  the  pre¬ 
vious  state  information  array. 

Once  a  state  has  been  initialized,  the  setstate!)  routine  provides  for  rapid  switching  between  states, 
setstate! )  returns  a  pointer  to  the  previous  state  anay;  its  argument  state  array  is  used  for  further  ran¬ 
dom  number  generation  until  the  next  call  to  initstate!)  of  setstate. 

Once  a  state  array  has  been  initialized,  it  may  be  restarted  at  a  different  point  either  by  calling  init¬ 
state!)  (with  the  desired  seed,  the  state  array,  and  its  size)  or  by  calling  both  setstate!)  (with  the  state 
array)  and  srandom!)  (with  the  desired  seed).  The  advantage  of  calling  both  setstate!)  and  sran¬ 
dom!  )  is  that  the  size  of  the  state  array  does  not  have  to  be  remembered  after  it  is  initialized. 

With  256  bytes  of  state  information,  the  period  of  the  random  number  generator  is  greater  than  2^®, 
which  should  be  sufficient  for  most  purposes. 

SEE  ALSO 

rand!3C) 
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EXAMPLE 

I*  Initialize  and  array  and  pass  it  in  to  initstate.  *! 

static  long  statel[32]  =  { 

3, 

0x9a319039, 0x32d9c024, 0x9b663182, 0x5dalf342, 

0x7449e56b,  OxbebldbbO,  0xab5c5918, 0x946554fd, 

0x8c2e680f,  0xeb3d799f,  0xbllee0b7, 0x2d436b86, 

0xda672e2a,  0xl588ca88, 0xe369735d,  0x9040517, 

0xd7158rd<i,  0x6fa6f051, 0x616e6b96, 0xac94efdc, 

0xde3b81e0, 0xdf0a6fb5, 0xn03bc02, 0x48040fb, 

0x36413f93, 0xc622c298, 0xf5a42ab8, 0x8a88d77b, 

0xf5ad9d0e,  0x8999220b,  0x27fb47b9 

}; 

mainO 

{ 

unsigned  seed; 
intn; 

seed  =  1; 
n  =  128; 

initstate(seed,  statel,  n); 

setstate(statel); 
printfC  %d04’andom0); 

} 

DIAGNOSTICS 

If  initstateO  is  called  with  less  than  8  bytes  of  state  information,  or  if  setstateO  detects  that  the  state  infor¬ 
mation  has  been  garbled,  error  messages  are  printed  on  the  standard  error  output. 


BUGS 

About  2/3  the  speed  of  rand(3C). 
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NAME 

rcmd,  rresvport,  ruserok  -  routines  for  returning  a  stream  to  a  remote  command 
SYNOPSIS 

int  rcmd(ahost,  inport,  locuser,  remuser,  cmd,  fd2p) 
char  **ahost; 
int  inport; 

char  *Iocuser,  *remuser,  "‘cmd; 
int  *fd2p 

int  rresvport(port) 
int  *port; 

ruserok(rhost,  super-user,  ruser,  luser) 
char  ^rhost; 
int  super-user; 
char  +ruser,  ♦luser; 

DESCRIPTION 

rcmdO  is  a  routine  used  by  the  super-user  to  execute  a  command  on  a  remote  machine  using  an 
authentication  scheme  based  on  reserved  port  numbers.  rresvportO  is  a  routine  which  returns  a 
descriptor  to  a  socket  with  an  address  in  the  privileged  port  space.  ruserok()  is  a  routine  used  by 
servers  to  authenticate  clients  requesting  service  with  rcmd.  All  three  functions  are  present  in  the 
same  file  and  are  used  by  the  rshd(8C)  server  (among  others). 

rcmdO  looks  up  the  host  *ahost  using  gethostbyname  (see  gethostent(3N)),  returning  -1  if  the  host 
does  not  exist  Otherwise  *ahost  is  set  to  the  standard  name  of  the  host  and  a  connection  is  esta¬ 
blished  to  a  server  residing  at  the  well-known  Internet  port  inport. 

If  the  connection  succeeds,  a  socket  in  the  Internet  domain  of  type  SOCK_STREAM  is  returned  to  the 
caller,  and  given  to  the  remote  command  as  its  standard  input  (file  descriptor  0)  and  standard  output 
(file  descriptor  1).  If  fd2p  is  non-zero,  then  an  auxiliary  channel  to  a  control  process  will  be  set  up, 
and  a  descriptor  for  it  will  be  placed  in  *fd2p.  The  control  process  will  return  diagnostic  output  from 
the  command  (file  descriptor  2)  on  this  channel,  and  will  also  accept  bytes  on  this  channel  as  signal 
numbers,  to  be  forwarded  to  the  process  group  of  the  command.  If  fd2p  is  0,  then  the  standard  error 
(file  descriptor  2)  of  the  remote  command  will  be  made  the  same  as  its  standard  output  and  no  provi¬ 
sion  is  made  for  sending  arbitrary  signals  to  the  remote  process,  although  you  may  be  able  to  get  its 
attention  by  using  out-of-band  data. 

The  protocol  is  described  in  detail  in  rshd(8C). 

The  rresvport( )  routine  is  used  to  obtain  a  socket  with  a  privileged  address  bound  to  it  This  socket 
is  suitable  for  use  by  rcmd()  and  several  other  routines.  Privileged  Internet  ports  are  those  in  the 
range  0  to  1023.  Only  the  super-user  is  allowed  to  bind  an  address  of  this  sort  to  a  socket. 

ruserokO  takes  a  remote  host’s  name,  as  returned  by  a  gethostbyaddr  (see  gethostent(3N))  routine, 
two  user  names  and  a  flag  indicating  whether  the  local  user’s  name  is  that  of  the  super-user.  It  then 
checks  the  files  /etc/hosts.equiv  and,  possibly,  .rhosts  in  the  local  user’s  home  directory  to  see  if  the 
request  for  service  is  allowed.  A  0  is  returned  if  the  machine  name  is  listed  in  the  /etc/hosts.equiv 
file,  or  the  host  and  remote  user  name  are  found  in  the  .rhosts  file;  otherwise  ruserok()  returns  -1. 
If  the  super-user  flag  is  1,  the  checking  of  the  /etc/hosts.equiv  file  is  bypassed. 

FILES 

/etc/hosts.equiv 

.rhosts 

SEE  ALSO 

rlogin(lC),  rsh(lC),  intro(2),  gethostent(3N),  rexec(3N),  rexecd(8C),  rlogind(8C),  rshd(8C) 
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DIAGNOSTICS 

rcmdO  returns  a  valid  socket  descriptor  on  success.  It  returns  -1  on  error  and  {xints  a  diagnostic 
message  on  the  standard  aror. 

rresvport( )  returns  a  valid,  bound  socket  descriptor  on  success.  It  returns  -1  on  error  widi  the  global 
value  errno  set  according  to  the  reason  for  failure.  The  error  code  EAGAIN  is  overloaded  to  mean 
“All  netwtxk  ports  in  use.” 
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NAME 

realpath  -  returns  the  real  file  name. 

SYNOPSIS 

char  *realpath(file_name,  resolved_iiame) 
char  ♦file_name,  resolved_name; 

DESCRIPTION 

realpathO  resolves  all  links  and  all  references  to  and  in  filejtame  and  stores  it  in 
resolved jtame . 

It  can  handle  both  relative  and  absolute  path  names. 

RETURN  VALUE 

If  there  is  no  error,  it  returns  a  pointer  to  the  resolved jiame .  Otherwise  it  returns  a  NULL  pointer 
and  places  the  name  of  the  offending  file  in  resolvedjtame . 

SEE  ALSO 

getwd(3) 

WARNINGS 

It  operates  on  null-terminated  strings. 

It  does  not  check  for  overflow  of  the  receiving  string. 
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NAME 

regex,  re_comp,  re_exec  -  regular  expressicm  handle 

SYNOPSIS 

char  *re_comp(s) 
char  *s; 

re_exec(s) 
char  *si 

DESCRIPTION 

re_comp()  compiles  a  string  into  an  internal  form  suitable  for  pattern  matching.  re_exec()  checks  the 
argument  string  against  the  last  string  passed  to  re_comp. 

re_coinp()  returns  a  NULL  pointer  if  the  string  s  was  compiled  successfully;  otherwise  a  string  con¬ 
taining  an  error  message  is  returned.  If  re_comp()  is  passed  0  or  a  NULL  string,  it  returns  without 
changing  the  currently  compiled  regular  expression. 

re_exec()  returns  1  if  the  string  s  matches  the  last  compiled  regular  expression,  0  if  the  string  s  failed 
to  match  the  last  cong)iled  regular  expression,  and  -1  if  the  compiled  regular  expression  was  invalid 
(indicating  an  internal  error). 

The  strings  passed  to  both  re_comp()  and  re_exec()  may  have  trailing  or  embedded  NEWLINE  char¬ 
acters;  they  are  terminated  by  NULL  characters.  The  regular  expressions  recognized  are  (tescribed  in 
the  manual  entry  for  ed(l),  given  the  above  difference. 

SEE  ALSO 

ed(l),  ex(l),  grep(lV) 

DIAGNOSTICS 

re_exec()  returns  -1  for  an  internal  error. 

re_comp( )  returns  one  of  the  following  strings  if  an  error  occurs: 

No  previous  regular  expression 
Regular  expression  too  long 
unmatched  \( 
missing  ] 

too  many  \(\)  pairs 
unmatched  \) 
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NAME 

regexp  -  regular  expression  compile  and  match  routines 
SYNOPSIS 

#deiine  INTT  <declarations> 

#define  GETC()  <getc  code> 

#define  PEEKC( )  <peekc  code> 

#define  UNGETC(c)  <ungetc  code> 

#delme  RETURN(pointer)  <retum  code> 

#define  ERROR(val)  <eiTor  code> 

#uiclude  <regexp.h> 

char  *compile(instring,  expbuf,  endbuf,  eoO 
char  ^instring,  ^expbuf,  ^endbuf; 
int  eof; 

int  step(string,  expbuf) 
char  ^string,  ^expbnf; 

extern  char  *locl,  *loc2,  *locs; 

extern  int  circf,  sed,  nbra; 

DESCRIPTION 

This  page  describes  general-purpose  regular  expression  matching  routines. 

The  interface  to  this  file  is  unpleasantly  complex.  Programs  that  include  this  file  must  have  the  fol¬ 
lowing  five  macros  declared  before  the  ‘#include  <regexp.h>’  statement  These  macros  are  used  by 
the  compile  routine. 

GETC()  Return  the  value  of  the  next  character  in  the  regular  expression  pattern.  Suc¬ 

cessive  calls  to  GETC()  should  return  successive  characters  of  the  regular 
expression. 

Return  the  next  character  in  the  regular  expression.  Successive  calls  to 
PEEKCO  should  return  the  same  character,  which  should  also  be  the  next 
character  returned  by  GETC(). 

Returns  the  argument  c  by  the  next  call  to  GETC()  or  PEEKC().  No  more 
that  one  character  of  pushback  is  ever  needed  and  this  character  is  guaranteed 
to  be  the  last  character  read  by  GETC().  The  value  of  the  macro  IJNGETC(c) 
is  always  ignored. 

RETURN(poi«/er)  This  macro  is  used  on  normal  exit  of  the  compile  routine.  The  value  of  the 
argument  pointer  is  a  pointer  to  the  character  after  the  last  character  of  the 
compiled  regular  expression.  This  is  useful  to  programs  that  have  memory 
allocation  to  manage. 

ERRORS 

ERROR(va/)  This  is  the  abnormal  return  from  the  compile! )  routine.  The  argument  val  is 

an  error  number  (see  table  below  for  meanings).  This  call  should  never 


return. 

ERROR 

MEANING 

11 

Range  endpoint  too  large. 

16 

Bad  number. 

25 

“\  digit”  out  of  range. 

36 

Illegal  or  missing  delimiter. 

41 

No  remembered  search  string. 

42 

\(  \)  imbalance. 

43 

Too  many  \(. 

PEEKCO 

UNGETC(c) 


962 


Last  change:  20  January  1988 


Sun  Release  4.0 


REGEXP(3) 


C  LffiRARY  FUNCTIONS 


REGEXPO) 


44  More  than  2  numbers  given  in  \{  \}. 

45  }  expected  after  V 

46  First  number  exceeds  second  in  \{  \}. 

49  []  imbalance. 

50  Regular  expression  too  Icmg. 

The  syntax  of  the  compQeO  routine  is  as  follows: 

compiIe(instring,  expbuf,  endbuf,  eof) 

The  first  parameter  instring  is  never  used  explicitly  by  the  compile()  routine  but  is  useful  for  pro¬ 
grams  that  pass  down  different  pointers  to  input  characters.  It  is  sometimes  used  in  the  INIT() 
declaration  (see  below).  Programs  that  call  functions  to  input  characters  or  have  characters  in  an 
external  array  can  pass  down  a  value  of  ((char  ’•■)  0)  fw  this  parameter. 

The  next  parameter  aq>bitf  is  a  character  pointer.  It  points  to  the  place  where  the  compiled  regular 
expression  will  be  placed. 

The  paranteter  endbitf  is  (Hie  more  than  the  highest  address  whoe  the  compiled  regular  expression 
may  be  placed.  If  the  compiled  expression  cannot  fit  in  {endbuf-expbvf)  bytes,  a  call  to  ERROR(50) 
is  made. 

The  paranteter  eof  is  the  character  that  marks  the  end  of  die  regular  expression.  For  example,  in  an 
editor  like  ed(l),  this  character  would  usually  a  7’. 

Each  program  that  includes  this  file  must  have  a  #define  statement  for  INTTO.  This  definition  will  be 
placed  right  after  the  declarati(Hi  fcH  the  function  compileO  and  ‘{’  (opening  curly  brace).  It  is  used 
for  dependent  declarations  and  initializations.  Most  oiten  it  is  used  to  set  a  register  variable  to  point 
tlte  beginning  of  the  regular  expression  so  that  this  register  variable  can  be  used  in  die  declarations  for 
GETC(),  PEEKCO,  and  l]NGETC().  Otherwise  it  can  be  used  to  d«;lare  external  variables  that  might 
be  used  by  GETC(),  PEEKC(),  and  UNGETC().  See  the  example  below  of  the  declarattons  taken 
from  grep(lV). 

There  are  other  functions  in  this  file  that  perform  actual  regular  expression  matching,  one  of  which  is 
the  function  step().  The  call  to  stepO  is  as  follows: 

step(struig,  expbuO 

The  first  parameter  to  stepO  is  a  pointer  to  a  string  of  characters  to  be  checked  for  a  match.  This 
string  should  be  NULL-terminated. 

The  second  parameter  expbtf  is  the  compiled  regular  expression  that  was  obtained  by  a  call  of  the 
function  compile. 

The  functicHi  stepO  returns  non-zero  if  the  given  string  matches  the  r^ular  expressi<Hi,  and  zero  if  the 
expressions  do  not  match.  If  there  is  a  match,  two  external  character  pointers  are  set  as  a  side  effect 
to  the  call  to  step().  The  variable  set  in  stepO  is  loci.  This  is  a  pointer  to  the  first  character  that 
matched  the  regular  expression.  The  variable  loc2,  which  is  set  by  toe  functicHi  advanceO,  points  to 
toe  character  after  toe  last  character  that  matches  toe  regular  expression.  Thus  if  the  regular  expres¬ 
sion  matches  toe  entire  line,  loci  will  point  to  toe  first  character  oS  string  and  Ioc2  will  point  to  the 
NULL  at  toe  end  of  string. 

StepO  uses  the  external  variable  circf  which  is  set  by  compileO  if  the  regular  expession  begins  with 
If  this  is  set  then  stepO  will  try  to  match  toe  regular  expression  to  toe  beginning  of  the  string 
only.  If  more  than  one  regular  expression  is  to  be  compiled  before  toe  first  is  executed  the  value  of 
circf  should  be  saved  for  each  compiled  expression  and  circf  should  be  set  to  that  saved  value  before 
each  call  to  step(). 

The  function  advanceO  is  called  from  stepO  with  the  same  arguments  as  stepO.  The  purpose  of 
stepO  is  to  step  through  the  string  argument  and  call  advance!)  until  advance!)  returns  non-zero 
indicating  a  match  or  until  toe  end  of  string  is  reached.  If  one  wants  to  constrain  string  to  the  begin¬ 
ning  of  the  line  in  all  cases,  step!)  need  not  be  called;  simply  call  advance!). 


Sun  Release  4.0 


Last  change:  20  January  1988 


963 


REGEXPO) 


C  LIBRARY  FUNCTIONS 


REGEXP(3) 


When  advanceO  encounters  a  *  or  \{  \}  sequence  in  the  regular  expression,  it  will  advance  its  pointer 
to  the  string  to  be  matched  as  far  as  possible  and  will  recursively  call  itself  trying  to  match  the  rest  of 
the  string  to  the  rest  of  the  regular  expression.  As  long  as  there  is  no  match,  advanceO  will  back  up 
along  the  string  until  it  finds  a  match  or  reaches  the  point  in  the  string  that  initially  matched  the  *  or 
\{  \}.  It  is  sometimes  desirable  to  stop  this  backing  up  before  the  initial  point  in  the  string  is  reached. 
If  the  external  character  pointer  Iocs  is  equal  to  the  point  in  the  string  at  sometime  during  the  backing 
up  process,  advanceO  will  break  out  of  the  loop  that  backs  up  and  will  return  zero.  This  could  be 
used  by  an  editor  like  ed(l)  or  sed(l)  for  substitutions  done  globally  (not  just  tte  first  occurrence,  but 
the  whole  line)  so,  fra:  example,  expressions  like  s/y*//g  do  not  loop  forever. 

The  additional  external  variables  sed  and  nbra  are  used  for  special  purposes. 

EXAMPLES 

The  following  is  an  example  of  how  the  regular  expression  macros  and  calls  could  look  in  a  command 
like  grep(lV): 

#define  INTT  register  char  *sp  =  instring; 

#define  GETC()  (*sp++) 
tdefine  PEEKC()  (*sp) 

#deiine  UNGETC(c)  (— sp) 

#deline  RETURN(c)  return; 

#define  ERROR(c)  regerrQ 

#include  <regexp.h> 

(void)  compiIe(*argv,  expbuf,  &expbuf[ESIZE],  '\0'); 

if  (step(linebuf,  expbuf)) 

succeed  (); 

FILES 

/usr/include/regexpJi 
SEE  ALSO 

ed(l),  grep(lV),  sed(lV) 

BUGS 

The  handling  of  circf  is  difficult 
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NAME 

resolver,  res_mkquery,  res_send,  res_init,  dn_comp,  dn_expand  -  resolver  routines 
SYNOPSIS 

#include  <sys/typesJi> 

#iiiclude  <netinet/in.h> 

#mclude  <arpa/nameser.h> 

#mclude  <arpa/resolvJi> 

res_mkqaery(op,  dname,  class,  type,  data,  datalen,  newrr,  buf,  buflen) 
int  op; 

char  ’•‘dname; 
int  class,  type; 
char  «data; 
int  datalen; 
struct  rrec  *newrr; 
char  ♦buf; 
int  buflen; 

res_send(msg,  msglen,  answer,  anslen) 

char  ♦msg; 

int  msglen; 

char  ♦answer; 

int  anslen; 

res_lnit() 

dn_comp(exp_dn,  comp_dn,  length,  dnptrs,  lastdnptr) 
char  ♦exp_dn,  ♦comp_dn; 
int  length; 

char  ♦♦dnptrs,  ♦♦lastdnptr; 

dn_expand(msg,  msglen,  comp_dn,  exp_dn,  length) 
char  ♦msg,  ♦comp_dn,  exp_dn; 
int  msglen,  length; 

DESCRIPTION 

These  routines  are  used  for  making,  sending  and  interpreting  packets  to  Internet  domain  name  servers. 
Global  information  that  is  used  by  the  resolver  routines  is  kept  in  the  variable  _re5.  Most  of  the 
values  have  reasonable  defaults  and  can  be  ignored.  Options  stored  in  _resMptions  are  defined  in 
resolv.h  and  are  as  follows.  Options  are  a  sinq)le  bit  mask  and  are  OR’ed  in  to  enable. 

RES_INIT 

RES_DEBUG 
RES_AAONLY 

RES_USEVC 
RES_STAYOPEN 

RES_IGNTC 
RES_RECURSE 

RES  DEFNAMES 


True  if  the  initial  name  server  address  and  default  domain  namq  are  initialized 
(that  is,  resjrdt  has  been  called). 

Print  debugging  messages. 

Accept  authoritative  answers  only.  res_send  will  continue  until  it  finds  an 
authoritative  answer  or  finds  an  error.  Currently  this  is  not  implemented. 

Use  TCP  connections  for  queries  instead  of  UDP. 

Used  with  RES_USEVC  to  keep  the  TCP  connection  open  between  queries. 
This  is  useful  only  in  programs  that  regularly  do  many  queries.  UDP  should 
be  the  normal  mode  us^ 

Unused  currently  (ignore  truncation  errors,  that  is,  do  not  retry  with  TCP). 

Set  the  recursion  desired  bit  in  queries.  This  is  the  default  (res_send  does  not 
do  iterative  queries  and  expects  the  name  server  to  handle  recursion.) 

Append  the  default  domain  name  to  single  label  queries.  This  is  the  default 
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resjnit  reads  die  inidalizadon  file  to  get  the  default  domain  name  and  the  Internet  address  of  the  ini- 
dal  hosts  running  the  name^  server.  If  this  line  does  not  exist,  the  host  runnii^  the  resolver  is  tried. 
resjnkquery  makes  a  standard  query  message  and  places  it  in  birf,  resjnkquery  will  return  die  size 
of  the  query  or  -1  if  the  query  is  larger  than  buflen.  op  is  usually  QUERY  but  can  be  any  of  the 
query  types  defined  in  nameser.k.  dname  is  the  domain  name,  dname  consists  of  a  single  label 
and  the  RES_DEFNAMES  flag  is  raiabled  (the  default),  dname  will  be  appended  with  the  current 
domain  name.  The  current  domain  name  is  defined  in  a  system  file  and  can  be  overridden  by  the 
environment  variable  LOCALDOMAIN.  mwrr  is  curtendy  unused  but  is  intended  for  making  update 
messages. 

res_send  sends  a  query  to  name  servers  and  returns  an  answer.  It  will  call  resjnit  if  RES_INIT  is  not 
set,  send  the  query  to  the  local  name  servo*,  and  handle  timeouts  and  retries.  The  length  of  the  mes¬ 
sage  is  returned  ot  -1  if  there  were  errors. 

dn_expand  Expands  the  conqir^sed  domain  name  comp_dn  to  a  full  domain  name.  Expanded  names 
are  converted  to  upper  case,  msg  is  a  pointer  to  the  beginning  of  the  message,  exp _dn  is  a  pointer  to 
a  bulfer  of  size  length  for  the  result  The  size  of  compressed  name  is  returned  or  -1  if  there  was  an 
error. 

dn_comp  Compresses  the  domain  name  exp_dn  and  stores  it  in  comp_dn.  The  size  of  the  compressed 
name  is  returned  or  -1  if  there  were  errors,  length  is  the  size  of  the  array  pointed  to  by  comp_dn. 
dnptrs  is  a  list  of  pointers  to  previmtsly  compressed  names  in  the  current  message.  The  first  pointer 
points  to  to  the  beginning  of  the  message  and  the  list  ends  with  NULL,  lastdnptr  is  a  pointer  to  the 
end  of  the  array  pointed  to  dnptrs.  A  side  effect  is  to  update  the  list  of  pointers  for  labels  inserted 
into  the  nwssage  by  dn_comp  as  the  name  is  compressed.  If  dnptr  is  NULL,  we  do  not  try  to 
compress  names.  If  lastdnptr  is  NULL,  we  do  not  update  the  list 

FILES 

/etc/resoIve.conf  see  resolve.conf(5) 

SEE  ALSO 

resoIve.conf(S),  named(8) 
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NAME 

rexec  -  return  stream  to  a  remote  command 
SYNOPSIS 

rem  =  rexec(ahost,  inport,  user,  passwd,  cmd,  fd2p); 

char  ♦*ahost; 

u_short  inport; 

char  *user,  *passwd,  *cmd; 

int  *fd2p; 

DESCRIPTION 

rexec( )  looks  up  the  host  *ahost  using  gethostbyname  (see  gethostent(3N)),  returning  -1  if  the  host  does 
not  exist  Otherwise  *ahost  is  set  to  the  standard  name  of  the  host.  If  a  username  and  password  are  both 
specified,  then  these  are  used  to  authenticate  to  the  foreign  host;  otherwise  the  environment  and  then  the 
user’s  .netrc  file  in  his  home  directory  are  searched  for  appropriate  information.  If  all  this  fails,  the  user  is 
prompted  for  the  information. 

The  port  inport  specifies  which  well-known  DARPA  Internet  port  to  use  for  the  connection;  it  will  normally 
be  the  value  returned  from  the  call  getservbyname("exec",  "tcp")  (see  getservent(3N)).  The  protocol  for 
connection  is  described  in  detail  in  rexecd(80. 

If  the  call  succeeds,  a  socket  of  type  SOCK_STREAM  is  returned  to  the  caller,  and  given  to  the  remote 
command  as  its  standard  input  and  standard  output.  If fdlp  is  non-zero,  then  a  auxiliary  channel  to  a  con¬ 
trol  process  will  be  setup,  and  a  descriptor  for  it  will  be  placed  in  *fd2p.  The  control  process  will  return 
diagnostic  output  from  the  command  (unit  2)  on  this  channel,  and  will  also  accept  bytes  on  this  channel  as 
signal  numbers,  to  be  forwarded  to  the  process  group  of  the  command.  If  fdlp  is  0,  then  the  standard  error 
(unit  2  of  the  remote  command)  will  be  made  the  same  as  its  standard  output  and  no  provision  is  made  for 
sending  arbitrary  signals  to  the  remote  process,  although  you  may  be  able  to  get  its  attention  by  using  out- 
of-band  data. 

SEE  ALSO 

gethostent(3N),  getservent(3N),  rcmd(3N),  rexecd(8C) 

BUGS 

There  is  no  way  to  specify  options  to  the  socketO  call  that  rexec( )  makes. 


Sun  Release  4.0 


Last  change:  18  November  1987 


967 


RPC(3N) 


NETWORK  FUNCTIONS 


RPC(3N) 


NAME 

ipc  -  library  routines  for  remote  procedure  calls 
SYNOPSIS  AND  DESCRIPTION 

These  routines  allow  C  programs  to  make  procedure  calls  on  other  machines  across  the  netw^k. 
First,  the  client  calls  a  procedure  to  send  a  data  packet  to  the  server.  Upcm  receipt  of  the  packet,  the 
server  calls  a  dispatch  routine  to  perform  the  requested  service,  and  then  sends  back  a  reply.  Finally, 
the  procedure  call  returns  to  the  client. 

#iiiclude  <rpc/rpc.h> 

void 

auth_destroy(auth) 

AUTH  vauth; 

A  maoo  diat  destroys  the  authentication  information  associated  widi  auth.  Destruction  usu¬ 
ally  involves  deallocation  of  private  data  structures.  The  use  of  auth  is  undefined  after  calling 
auth_destroy(). 

AUTH  * 

authiione_create(  ) 

Create  and  returns  an  RPC  authentication  handle  that  passes  nonusable  authentication  informa¬ 
tion  with  each  remote  procedure  call.  This  is  the  default  audientication  used  by  RPC. 

AUTH  ♦ 

authdes_create(name,  window,  syncaddr,  ckey) 

char  *nanie; 

unsigned  window; 

struct  sockaddr  vaddr; 

des_block  ♦ckey; 

authdes_create()  is  the  first  of  two  routines  which  interface  to  the  RPC  secure  authentication 
system,  known  as  DES  authentication.  The  second  is  authdes_^etucred(),  below.  Note:  the 
keyserver  daemon  keyserv(8C)  must  be  running  for  the  DES  authentication  system  to  work. 

autbdes_create(),  used  on  the  client  side,  returns  an  authentication  handle  diat  will  enable  the 
use  of  the  secure  authentication  system.  The  first  parameter  name  is  the  netwm'k  name,  or 
netname,  of  the  owner  of  the  server  process.  This  field  usually  represents  a  hostname  derived 
from  the  utility  routine  host2netname,  but  could  also  represent  a  user  name  using 
user2netname.  The  second  field  is  window  on  the  validity  of  the  client  credential,  given  in 
seconds.  A  small  window  is  more  secure  dian  a  large  one,  but  choosing  too  small  of  a  win¬ 
dow  will  increase  the  frequency  of  resynchronizations  because  of  clock  drift.  The  third  param¬ 
eter  syncaddr  is  optional.  If  it  is  NULL,  then  the  authentication  system  will  assume  that  the 
local  clock  is  always  in  sync  with  the  server’s  clock,  and  will  not  attempt  res^chronizations. 
If  an  address  is  supplied,  however,  then  the  system  will  use  the  address  for  consulting  the 
remote  timd  service  whenever  resynchronizadon  is  required.  This  parameter  is  usually  the 
address  of  the  RPC  server  itself.  The  final  parameter  ckey  is  also  optional.  If  it  is  NULL,  then 
the  authentication  system  will  generate  a  random  DES  key  to  be  used  for  the  encryption  of 
credentials.  If  it  is  supplied,  however,  then  it  will  be  used  instead. 
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authdes_getucred(adc,  aid,  gid,  grouplen,  groups) 

struct  authdes_cred  *adc; 

short  *uid; 

short  *gid; 

short  *grouplen; 

int  '•■groups; 

authdes_getucred(),  the  seccmd  of  the  two  DBS  audioitication  routines,  is  used  on  the  soreir 
side  for  converting  a  DES  credential,  which  is  operating  system  independent,  into  a  credential. 
This  routine  differs  from  utility  routine  netnameluser  in  that  authdes_getucred()  pulls  its 
information  from  a  cache,  and  does  not  have  to  do  a  Yellow  Pages  lookup  every  time  it  is 
called  to  get  its  information. 

AUTH  * 

authunix_create(host,  uid,  gid,  len,  aup^ids) 
char  ^h<^; 

int  uid,  gid,  ten,  ■•■aup.gids; 

Create  and  return  an  RPC  authentication  handle  that  contains  authoidcation  information.  The 
parameter  host  is  the  name  of  the  machine  on  which  the  infcxmation  was  created;  uid  is  the 
user’s  user  ID  ;  gid  is  the  user’s  current  group  ID  ;  len  and  aup_gids  refer  to  a  counted  array 
of  groups  to  which  the  user  belongs.  It  is  easy  to  impersonate  a  user. 

AUTH  ■* 

authunix_create_default( ) 

Calls  authunix_create<)  with  the  appropriate  parameters. 

callrpc(host,  prognum,  versnum,  procnum,  inproc,  in,  outproc,  out) 
char  <»host; 

u_long  prognum,  versnum,  procnum; 
char  <■&!,  *ont; 
xdrprocjt  inproc,  outproc; 

Call  the  remote  procedure  associated  with  prognum,  versnum,  and  procnum  on  the  machine, 
host.  The  parameter  in  is  the  address  of  the  procedure’s  argument(s),  and  out  is  the  address 
of  where  to  place  the  result(s);  inproc  is  used  to  emode  the  ptrcedure’s  parameters,  and 
outproc  is  usM  to  decode  the  procedure’s  results.  This  routine  returns  zero  if  it  succeeds,  or 
the  value  of  enum  clnt_stat  cast  to  an  integer  if  it  fails.  The  routine  cIntjperrnoO  is  handy 
for  translating  failure  statuses  into  n^ssages. 

Warning:  calling  remote  procedures  with  this  routine  uses  UDP/IP  as  a  transport;  see 
clntudp_create()  for  restrictions.  You  do  not  have  control  of  timeouts  or  authentication 
using  this  routine. 
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enum  clnt_stat 

clnt_broadcast(progniim,  versnum,  procnum,  inproc,  in,  outproc,  out,  eachresult) 

u_Iong  prognum,  versnum,  procnum; 

char  *m,  vout; 

xdrproc_t  inproc,  outproc; 

resuItproc_t  eachresult; 

Like  calIrpcO,  except  the  call  message  is  broadcast  to  all  locally  connected  broadcast  nets. 
Each  time  it  receives  a  response,  this  routine  calls  eachresultO,  whose  ftsm  is: 

eachresult(out,  addr) 
char  *out; 

struct  sockaddrjn  ’"addr; 

where  out  is  the  same  as  out  passed  to  clnt_broadcast(),  except  that  the  remote  procedure’s 
output  is  decoded  there;  addr  points  to  the  address  of  the  machine  that  sent  the  results.  If 
eachresultO  returns  zero,  clnt_broadcast()  waits  for  more  replies;  otherwise  it  returns  with 
appropriate  status. 

Warning:  broadcast  sockets  are  limited  in  size  to  the  maximum  transfer  unit  of  the  data  link. 
For  ethemet,  this  value  is  1500  bytes. 

enum  clnt_stat 

clnt_call(clnt,  procnum,  inproc,  in,  outproc,  out,  tout) 

CuiNT  vclnt; 

u_long 

procnum; 

xdrproc_t  inproc,  outproc; 
char  *in,  *out; 
struct  timeval  tout; 

A  macro  that  calls  the  remote  procedure  procniun  associated  with  the  client  handle,  clnt, 
which  is  obtained  with  an  RPC  client  creation  routine  such  as  clnt_create().  The  parameter 
in  is  the  address  of  the  procedure’s  argument(s),  and  out  is  the  address  of  where  to  place  the 
results);  inproc  is  used  to  encode  the  procedure’s  parameters,  and  outproc  is  used  to  decode 
the  procedure’s  results;  tout  is  the  time  allowed  for  results  to  come  b^k. 

cInt_destroy(cInt) 

CLIENT  *0101; 

A  macro  that  destroys  the  client’s  RPC  handle.  Destruction  usually  involves  deallocation  of 
private  data  stractures,  including  clnt  itself.  Use  of  clnt  is  undefined  after  calling 
clnt_destroy().  If  the  RPC  library  opened  the  associated  socket,  it  will  close  it  also.  Other¬ 
wise,  the  socket  remains  open. 

CLIENT  * 

clnt_create(host,  prog,  vers,  proto) 
char  ’•‘host; 
u_Iong  prog,  vers; 
char  *proto; 

Generic  client  creation  routine,  host  identifies  the  name  of  the  remote  host  where  the  server 
is  located,  proto  indicates  which  kind  of  transport  protocol  to  use.  The  currently  supported 
values  for  this  field  are  “udp”  and  “tcp”.  Default  timeouts  are  set,  but  can  be  modified  using 
chit_control(). 

Warning:  Using  UDP  has  its  shortcomings.  Since  UDP-based  RPC  messages  can  only  hold  up 
to  8  Kbytes  of  encoded  data,  this  transport  cannot  be  used  for  procedures  that  take  laige  argu¬ 
ments  or  return  huge  results. 
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bool_t 

cliit_coiitrol(cI,  req,  info) 

CUENT  ♦€!; 
char  *info; 

A  macro  used  to  change  or  retrieve  various  information  about  a  client  object  req  indicates 
the  type  of  operation,  and  info  is  a  pointer  to  the  information.  For  both  UDP  and  TCP,  the 
supported  values  of  req  and  their  argument  types  and  what  they  do  are: 

CLSETjriMEOUT  Struct  timeval  set  total  timeout 

CLGET  TIMEOUT  Struct  timeval  get  total  timeout 

Note:  if  you  set  the  timeout  using  clnt_control( ),  the  timeout  parameter  passed  to  clnt_call() 
will  be  ignored  in  all  future  calls. 


CLX3ET_SERVER_ADDR  Struct  sockaddr  get  server’s  address 

The  following  operations  are  valid  for  UDP  only: 

CLSErjRETRY  TlMEOUT  Struct  timevalset  the  retry  timeout 

CLGET_RETRY_TIMEOUT  Struct  timevalget  the  retry  timeout 

The  retry  timeout  is  the  time  that  UDP  RPC  waits  for  the  server  to  reply  before  retransmitting 
the  request. 

clnt_freeres(clnt,  outproc,  out) 

CLIENT  *clnt; 
xdrproc_t  outproc; 
char  «out; 

A  macro  that  frees  any  data  allocated  hy  the  RPOXDR  system  when  it  decoded  the  results  of 
an  RPC  call  The  parameter  out  is  the  address  of  the  r^ults,  and  outproc  is  die  XDR  routine 
describing  the  results.  This  routine  returns  one  if  the  results  were  successfully  freed,  and  zero 
otherwise. 


void 

clnt__geterr(clnt,  errp) 

CLIENT  *clnt; 
struct  rpcjerr  *errp; 

A  macro  that  copies  the  error  structure  out  of  the  client  handle  to  the  structure  at  address 
errp. 

void 

clnt_pcreateerror(s) 
char  *8; 

Print  a  message  to  standard  error  indicating  why  a  client  RPC  handle  could  not  be  created. 
The  message  is  prepended  with  string  s  and  a  colon.  Used  when  a  clnt_create( ), 
clntraw_create(),  cinttcp_create(),  or  clutudp_create()  call  fails. 
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void 

cliit_perrno(stat) 
enum  clnt_stat  stat; 

Print  a  message  to  standaid  error  corresponding  to  the  condition  indicated  by  stat.  Used  afta* 
calirpcC). 

clnt j|)eiTor(clnt,  s) 

CLIENT  *€101; 
char  *s; 

Print  a  message  to  standaid  error  indicating  why  an  RPC  call  failed;  clnt  is  the  handle  used  to 
do  the  call.  The  message  is  prepended  with  string  s  and  a  coltxi.  Used  after  cInt_caD(). 

char  * 

c]nt_spcreateerr(n’ 
char  *8; 

Like  clnt_pcreateerror(),  except  that  it  returns  a  string  instead  of  printing  to  the  standard 
error.  ■ 

Bugs:  returns  pointer  to  static  data  that  is  overwritten  on  each  call. 

char  * 

chit_speiTno(stat) 
enum  clnt_stat  stat; 

Take  the  saire  aiguments  as  clnt_permo( ),  but  instead  of  sending  a  message  to  the  standard 
error  indicating  why  an  RPC  call  failed,  return  a  pointo'  to  a  string  which  contains  the  mes¬ 
sage.  The  string  ends  with  a  NEWLINE. 

cInt_spermo()  is  used  instead  of  dnt_perrno()  if  the  program  does  not  have  a  standard 
error  (as  a  {U'Ogram  running  as  a  server  quite  likely  does  not),  or  if  the  programmer  does  not 
want  the  message  to  be  output  with  printf,  or  if  a  message  format  diffoent  than  that  sup¬ 
ported  by  clnt_perrno()  is  to  be  used.  Note:  unlike  clnt_sperror()  and  cInt_spcreaterror(), 
clnt_spe]Tno()  does  not  return  points'  to  static  data  so  the  result  will  not  get  overwritten  on 
each  call. 


char  * 

clnt_sperror(rpch,  s) 

CLIENT  '•■rpch; 
char  *s; 

Like  cInt_perror(),  except  that  (like  clnt_sperrno())  it  returns  a  string  instead  of  printing  to 
standard  error. 

Bugs:  returns  pointer  to  static  data  that  is  overwritten  on  each  call. 

CLIENT  ♦ 

cIntraw_create(prognum,  versnum) 
u_Iong  prognum,  versnum; 

This  routine  creates  a  toy  RPC  client  for  the  remote  program  prognum,  version  versnum.  The 
transport  used  to  pass  messages  to  the  service  is  actually  a  buffer  within  the  process’s  address 
space,  so  the  corresponding  RPC  server  should  live  in  the  same  address  space;  see 
svcraw_create().  This  allows  simulation  of  RPC  and  acquisition  of  RPC  overheads,  such  as 
round  trip  times,  without  any  kernel  interference.  This  routine  returns  NULL  if  it  fails. 
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CUENT  * 

clnttcp_create(addr,  prognum,  versnum,  sockp,  sendsz,  recvsz) 

struct  sockaddr_iii  *addr; 

u_Iong  prognum,  versnum; 

int  ^sockp; 

u_int  sendsz,  recvsz; 

This  routine  creates  an  RPC  client  for  the  remote  program  prognum,  version  versnum;  the 
client  uses  TCP/IP  as  a  transport.  The  remote  juogram  is  located  at  hitemet  address  *addr.  If 
addr->sin_port  is  zero,  then  it  is  set  to  the  actual  port  that  the  remote  program  is  listening 
on  (the  remote  portmap  service  is  consulted  to  this  information).  The  parameter  sockp  is  a 
socket;  if  it  is  RPC_ANYSOCK,  th^  this  routine  opens  a  new  one  and  sets  sockp.  Since 
TCP-based  RPC  uses  buffered  I/O  ,  the  user  may  specify  the  size  of  the  send  and  receive 
buffers  with  the  parameters  sendsz  and  recvsz;  values  of  zero  choose  suitable  defaults.  This 
routine  returns  NUIE  if  it  fails. 

CUENT  * 

clntudp_create(addr,  pronum,  versnum,  wait,  sockp) 

struct  sockaddr_in  *addr; 

u_Iong  prt^num,  versnum; 

struct  timeval  wait; 

int  *sockp; 

This  routine  creates  an  RPC  client  for  the  remote  program  prognum,  version  versnum;  (he 
client  uses  use  UDP/IP  as  a  transport  The  remote  program  is  located  at  Internet  address  addr. 
If  addr->sin_port  is  zero,  then  it  is  set  to  tetual  port  that  the  remote  program  is  listening  on 
(the  remote  portmap  service  is  consulted  for  this  information).  The  parameter  sockp  is  a 
socket;  if  it  is  RPC_ANYSOCK,  then  this  routine  opens  a  new  one  and  sets  socJp.  The  UDP 
transport  resends  the  call  message  in  intervals  of  wait  time  until  a  response  is  received  or 
until  the  call  tintes  out  The  total  time  for  the  call  to  time  out  is  specified  by  clnt_call(). 

Warning:  since  UDP-based  RPC  messages  can  only  hold  up  to  8  Kbytes  of  encoded  data,  this 
transport  cannot  be  used  for  procedures  that  take  large  arguments  or  return  huge  results. 

host2netname(iiame,  host,  domain) 
char  *name; 
char  *host; 
char  ^domain; 

Convert  from  a  domain-specific  hostname  to  an  opoating-system  independent  netname.  Return 
TRUE  if  it  succeeds  and  FALSE  if  it  fails.  Inverse  of  netname2host(). 

key_decryptsession(remotename,  deskey) 
char  *remotename; 
des_block  ’•‘deskey; 

key_decryptsession()  is  an  interface  to  the  keyserver  daemon,  which  is  associated  with  RPC’s 
secure  authentication  system  (DES  authentication).  User  programs  rarely  need  to  call  it,  or  its 
associated  routines  key_encryptsession(),  key_gendes()  and  key_setsecret().  System  com¬ 
mands  such  as  login  and  the  RPC  library  are  Ae  nuiin  clients  of  diese  four  routines. 

key_decryptsession()  takes  a  server  netname  and  a  des  key,  and  decrypts  the  key  by  using 
the  (he  public  key  of  the  the  server  and  the  secret  key  associated  with  the  effective  uid  of  the 
calling  process.  It  is  the  inverse  of  key_encryptsession(). 
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key_enci7ptsession(remotename,  deskey) 
char  *remotename; 
des_block  ^deskey; 

keyjencryptsessionO  is  a  keyserver  interface  routine.  It  takes  a  server  netname  and  a  des 
key,  and  encrypts  it  using  the  public  key  of  the  the  server  and  the  secret  key  associated  with 
the  effective  uid  of  the  calling  process.  It  is  the  inverse  of  key_decryptsession(). 

key_gendes(deskey) 
des_bIock  I'deskey; 

key^gendesO  is  a  keyserver  interface  routine.  It  is  used  to  ask  the  keyserver  for  a  secure 
ccHiversation  key.  Choosing  one  at  “random”  is  usually  not  good  enough,  because  the  com¬ 
mon  ways  of  choosing  random  numbers,  such  as  using  the  current  time,  are  very  easy  to 
guess. 

key_setsecret(key) 
char  *key; 

key_setsecret()  is  a  keyserver  interface  routine.  It  is  used  to  set  the  key  for  the  effective  uid 
of  the  calling  process. 

void 

get_myaddress(addr) 
struct  sockaddr_in  vaddr; 

Stuff  the  machine’s  IP  addr^s  into  *addr,  without  consulting  the  library  routines  that  deal 
with  /etc/hosts.  The  port  number  is  always  set  to  htons(PMAPPORT). 

getnetnamefname) 

char  iiame[MAXNETNAMELEN]; 

getnetnameO  installs  the  unique,  operating-system  independent  nemanre  of  the  caller  in  the 
fixed-length  array  name.  Returns  TRUE  if  it  succeeds  and  FALSE  if  it  fails. 

netname2host(name,  host,  hostlen) 
char  ’^name; 
char  *host; 
int  hostlen; 

Convert  fiom  an  operating-system  independent  netname  to  a  domain-specific  hostname. 
Returns  TRUE  if  it  succeeds  and  FALSE  if  it  fails.  Inverse  of  host2netttame(). 

netname2user(tiame,  uidp,  gidp,  gidlenp,  gidlist) 

char  '•■name; 

int  *uidp; 

int  '•■gidp; 

int  '*gidlenp; 

int  '^gidlist; 

Convert  firom  an  operating-system  independent  nemame  to  a  domain-specific  user  ID.  Returns 
TRUE  if  it  succeeds  and  FALSE  if  it  fails.  Inverse  of  user2netname(). 
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struct  pmapltet  * 
pmapjgetmaps(addr) 
struct  sockaddr_in  *addr; 

A  user  int^ace  to  the  portmap  service,  which  returns  a  list  of  the  current  RPC  program-to- 
port  mappings  on  the  host  located  at  IP  address  *addr.  This  routine  can  return  NULL  .  The 
command  ‘rpcinfo  -p’  uses  this  routine. 

u_short 

pmap_getport(addr,  prognum,  versnum,  protocol) 

struct  sockaddr_ui  ■^addr; 

u_long  prognum,  versnum,  protocol; 

A  user  interface  to  the  portmap  service,  which  returns  the  port  number  on  which  waits  a  ser¬ 
vice  that  supports  program  number  prognum,  version  versnum,  and  speals  the  transport  proto¬ 
col  associated  with  protocol.  The  value  of  protocol  is  most  likely  IPPROTO_UDP  or 
IPPROTO_TCP.  A  return  value  of  zero  means  that  the  mapping  does  not  exist  or  that  the 
RPC  system  failured  to  contact  the  remote  portmap  service.  In  the  latter  case,  the  global 
variable  rpc_createerr()  contains  the  RPC  status. 

enum  clnt_stat 

pmap_rmtaill(addr,  prognum,  versnum,  procnum,  inproc,  in,  outproc,  out,  tout,  portp) 

struct  sockaddr_in  *addr; 

u_long  prognum,  versnum,  procnum; 

char  4>in,  ’^out; 

xdrproc_t  inproc,  outproc; 

struct  timeval  tout; 

u_long  *portp; 

A  user  interface  to  the  portmap  service,  which  instructs  portmap  on  the  host  at  IP  address 
*addr  to  make  an  RPC  call  on  your  behalf  to  a  procedure  on  that  host  The  parameter  *portp 
will  be  modified  to  die  program’s  port  number  if  the  procedure  succeeds.  Ihe  definitions  of 
other  parameters  are  discussed  in  callrpcO  and  clnt_call().  This  procedure  should  be  used 
for  a  “ping”  and  nothing  else.  See  also  clntJbroadcast(). 

pmap_set(prognom,  versnum,  protocol,  port) 
u_long  prognum,  versnum,  protocol; 
u_short  port; 

A  user  interface  to  the  portmap  service,  which  establishes  a  mapping  between  the  triple 
\prognum,versnumprotocol\  and  port  on  the  machine’s  portmap  service.  The  value  of  proto¬ 
col  is  most  likely  IPPROTO_UDP  or  IPPROTO_TCP.  This  routine  returns  one  if  it  succeeds, 
zero  otherwise.  Automatically  done  by  svc_register( ). 

pmap_unset(prognum,  versnum) 
u_long  prognum,  versnum; 

A  user  interface  to  the  portmap  service,  which  destroys  all  mapping  between  the  triple 
\prognum,versnum,*]  and  ports  on  the  machine’s  portmap  service.  This  routine  returns  (me 
if  it  succeeds,  zero  otherwise. 
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registerrpc(progniiin,  versnum,  procnum,  procname,  inproc,  outproc) 
u_long  prognum,  versnum,  procnum; 
char  *(*procname)  ()  ; 
xdrproc_t  inproc,  outproc; 

Regista*  procedure  procname  with  the  RPC  service  package.  If  a  request  arrives  for  program 
prognum,  version  versnum,  and  procedure  procnum,  procname  is  called  with  a  pointer  to  its 
parameter(s);  progname  should  return  a  pointer  to  its  static  result(s);  inproc  is  used  to  decode 
the  parameters  while  outproc  is  used  to  encode  the  results.  This  routine  returns  zero  if  the 
registration  succeeded,  -1  otherwise. 

Warning:  renK}te  p-ocedures  registered  in  this  form  are  accessed  using  die  UDP/IP  transport; 
see  svcudp_create()  for  restrictions. 

struct  rpc_createeiT  rpc_createerr; 

A  global  variable  whose  value  is  set  by  any  RPC  client  creation  routine  that  does  not  succeed. 
Use  the  routine  clnt_pcreateerror()  to  print  the  reason  why. 

svc_destroy(xprt) 

SVCXPRT  ♦ 
xprt; 

A  macro  that  destroys  the  RPC  service  transport  handle,  xprt.  Destruction  usually  involves 
deallocation  of  private  data  structures,  including  xprt  itself.  Use  of  xprt  is  undefined  after  cal¬ 
ling  this  routine. 

fd_set  svc_fdset; 

A  global  variable  reflecting  the  RPC  service  side’s  read  file  descriptor  bit  mask;  it  is  suitable 
as  a  parameter  to  the  select  system  call.  This  is  only  of  interest  if  a  service  inqilementcx  does 
not  call  svc_run(),  but  rather  does  his  own  asynchronous  event  processing.  This  variable  is 
read-only  (do  not  pass  its  address  to  select!),  yet  it  may  change  after  calls  to  svc_g[etreqset( ) 
or  any  creation  routines. 

int  svc_fds; 

Similar  to  svc_fedset(),  but  limited  to  32  descriptors.  This  interface  is  obsoleted  by 
svc_fdset(). 

svc_freeargs(xprt,  inproc,  in) 

SVCXPRT  *xprt; 
xdrproc_t  inproc; 
char  *in; 

A  macro  that  frees  any  data  allocated  by  the  RPC/XDR  system  when  it  decoded  the  arguments 
to  a  service  procedure  using  svc_getargs().  This  routine  returns  1  if  the  results  were  success¬ 
fully  freed,  and  zero  otherwise. 

svc_getargs(xprt,  inproc,  in) 

SVCXPRT  ♦xprt; 
xdrproc_t  inproc; 
char  ♦&!; 

A  macro  that  decodes  the  arguments  of  an  RPC  request  associated  with  the  RPC  service  tran¬ 
sport  handle,  xprt.  The  parameter  in  is  the  address  where  the  arguments  will  be  placed; 
irqtroc  is  the  XDR  routine  used  to  decode  the  arguments.  This  routine  returns  one  if  decoding 
succeeds,  and  zero  otherwise. 
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struct  sockaddr_ln  * 
svc_getcaller(xprt) 

SVCXPRT  *xprt; 

Tte  improved  way  of  getting  the  network  address  of  the  caller  of  a  procedure  associated  with 
the  RPC  service  transport  handle,  :q>rt. 

svcjgetreqset(rdfds) 
fd_set  *rdfds; 

This  routine  is  only  of  interest  if  a  service  implementor  does  not  call  svc_riin(),  but  instead 
implements  custom  asynchronous  event  processing.  It  is  called  when  the  select  system  call 
has  determined  that  an  RPC  request  has  arrived  on  some  RPC  socket(s)  ;  rc^ds  is  the  resultant 
read  file  descriptor  bit  mask.  The  routine  returns  when  all  sodcets  associated  with  the  value 
of  rdfds  have  been  serviced. 

svcjgetreq(rdfds) 
int  rdfds; 

Similar  to  svc_getreqset(),  but  limited  to  32  descriptors.  This  interface  is  obsoleted  by 
svc_getreqset(). 

svc_register(xprt,  prognum,  versnum,  dispatch,  protocol) 

SVCXPRT  ♦xprt; 
u_long  prognum,  versnum; 
void  (^dispatch)  (); 
u_Iong  protocol; 

Associates  prognum  and  versnum  with  the  service  dispatch  procedure,  dispatch.  If  protocol  is 
zero,  the  s^ice  is  not  registered  with  die  portmap  service.  If  protocol  is  non-zero,  then  a 
mapping  of  the  triple  \prognwn,versnumfirotocol\  to  xprt->xp_port  is  established  with  the 
local  portmap  service  (generally  protocol  is  zero,  IPPROTO_UDP  or  BPPROTOJTCP  ).  The 
procedure  dispatch  has  the  following  fcam: 
dispatch(request,  xprt) 
struct  svc_req  ♦request; 

SVCXPRT  ♦xprt; 

The  svc_register()  routine  returns  one  if  it  succeeds,  and  zero  otherwise. 
svc_run() 

This  routine  nev^  returns.  It  waits  for  RPC  requests  to  arrive,  and  calls  the  appropriate  ser¬ 
vice  procedure  using  svc_getreq()  when  one  arrives.  This  procedure  is  usually  waiting  fcff  a 
selectO  system  call  to  return. 

svc_sendreply(xprt,  outproc,  out) 

SVCXPRT  ♦xprt; 
xdrproc_t  outproc; 
char  ♦out; 

Called  by  an  RPC  service’s  dispatch  routine  to  send  the  results  of  a  remote  procedure  call. 
The  parameter  xprt  is  the  request’s  associated  transport  handle;  outproc  is  the  XDR  routine 
which  is  used  to  encode  the  results;  and  out  is  the  address  of  the  results.  This  routine  returns 
one  if  it  succeeds,  zero  otherwise. 
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void 

svc_unregister(prognum,  versnum) 
a_long  prognum,  versnum; 

Remove  all  moping  of  the  double  \prognum,ver5nwn]  to  dispatch  routines,  and  of  the  triple 
[prognum, versnum,*}  to  port  number. 

void 

svcerr_anth(xprt,  why) 

SVCXPRT  ♦xprt; 
enum  aath_stat  why; 

Called  by  a  service  dispatch  routine  that  refuses  to  perfmm  a  remote  procedure  call  due  to  an 
authentication  error. 


void 

svcerr_decode(xprt) 

SVCXPRT  ♦xprt; 

Called  by  a  service  dispatch  routine  that  cannot  successfully  decode  its  parameters.  See  also 
svcjgetargs(). 

void 

svcerr_noproc(xprt) 

SVCXPRT  *xprt; 

Called  by  a  sovice  dispatch  routine  that  does  not  implement  the  procedure  number  that  the 
calter  requests. 

void 

svcerr_noprog(xprt) 

SVCXPRT  ♦xprt; 

Called  when  the  desired  program  is  not  registered  with  the  RPC  package.  Service  implemen¬ 
t's  usually  do  not  need  this  routine. 

void 

svcerr_progvers(xprt) 

SVCXPRT  ♦xprt; 

Called  when  the  desired  version  of  a  program  is  not  registered  with  the  RPC  padrage.  Service 
implementors  usually  do  not  need  this  routine. 

void 

svcerr_systemerr(xprt) 

SVCXPRT  ♦xprt; 

Cailed  by  a  service  dispatch  routine  when  it  detects  a  system  error  not  covered  by  any  partic¬ 
ular  protocol.  For  example,  if  a  service  can  no  longer  allocate  storage,  it  may  call  this  rou¬ 
tine. 


void 

svcerr_weakauth(xprt) 

SVCXPRT  ♦xprt; 

Called  by  a  service  dispatch  routine  that  refuses  to  perform  a  remote  procedure  call  due  to 
insufficient  (but  correct)  authentication  parameters.  The  routine  calls  svcerr_auth(xprt, 
AUTH_TOOWEAK). 
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SVCXPRT  * 
svcraw_create() 

This  routine  creates  a  toy  RPC  service  transport,  to  which  it  returns  a  pointer.  The  transport 
is  really  a  buffer  within  the  process’s  address  space,  so  the  corresponding  RPC  client  should 
live  in  the  same  address  space;  see  clntraw_create().  This  routine  allows  simulation  of  RPC 
and  acquisition  RPC  overheads  (such  as  round  trip  times),  without  any  kernel  interference. 
This  routine  returns  NULL  if  it  fails. 

SVCXPRT  * 

svctcp_create(sock,  8end_buf_size,  recv_buf_size) 
int  sock; 

n_int  send_buf_size,  recv_buf_size; 

This  routine  creates  a  TCP/IP-based  RPC  service  transport,  to  which  it  returns  a  pointer.  The 
transport  is  associated  with  the  socket  sock,  which  may  be  RPC_ANYSOCK,  in  which  case  a 
new  socket  is  created.  If  the  socket  is  not  bound  to  a  local  TCP  port,  then  this  routine  binds 
it  to  an  arbitrary  port  Uptm  conq>letion,  xprt->xp_sock  is  the  transport’s  socket  descriptor, 
and  xprt->xp_port  is  the  transport’s  port  number.  This  routine  returns  NUU.  if  it  fails. 
Since  TCP-based  RPC  uses  buffered  I/O  ,  users  may  specify  the  size  of  buffers;  values  of  zero 
choose  suitable  defaults. 


void 

svcfd_create(fd,  sendsize,  recvsize) 
int  fd; 

u_int  sendsize; 
u_int  recvsize; 

Create  a  service  on  top  of  any  open  descriptor.  Typically,  this  descriptor  is  a  connected 
socket  for  a  stream  protocol  such  as  TCP.  sendsize  and  recvsize  indicate  sizes  for  the  send  and 
receive  buffers.  If  they  are  zero,  a  reasonable  default  is  chosen. 

SVCXPRT  * 
svcadp_create<sock) 
int  sock; 

This  routine  creates  a  UDP/IP-based  RPC  sovice  transport,  to  which  it  returns  a  pointer.  The 
transport  is  associated  with  the  socket  sock,  which  may  be  RPC_ANYSOCK  ,  in  which  case  a 
new  socket  is  created.  If  the  socket  is  not  bound  to  a  local  UDP  port,  then  this  routine  binds 
it  to  an  arbitrary  pent  Upon  completion,  xprt->xp_sock  is  the  transport’s  socket  descriptor, 
and  xprt->xpjport  is  the  transport’s  port  number.  This  routine  returns  NULL  if  it  fails. 

Warning:  since  UDP-based  RPC  messages  can  only  hold  up  to  8  Kbytes  of  encoded  data,  this 
tr^port  cannot  be  used  for  procedures  that  take  large  arguments  or  return  huge  results. 

user2Detname(name,  aid,  dtmain) 

char  *name; 

int  aid; 

char  '•'domain; 

Convert  from  a  domain-specific  username  to  an  c^)erating-system  independent  nemame. 
Returns  TRUE  if  it  succeeds  and  FALSE  if  it  fails.  Inverse  of  netname2user( ). 

xdr_accepted_reply(xdrs,  ar) 

XDR  *xdrs; 

struct  accepted_reply  ■•ar; 

Used  fw  encoding  RPC  reply  messages.  This  routine  is  useful  for  users  who  wish  to  generate 
RPC-style  messages  without  using  the  RPC  package. 
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xdr_authuiiixjparins(xdrs,  aupp) 

XDR  *xdrs; 

struct  authunixjparms  ^^aupp; 

Used  fw  describing  UNIX  credentials.  Hiis  routine  is  useful  fcx  users  who  wish  to  generate 
these  cre<kntials  without  using  the  RPC  authentication  package. 

void 

xdr_caBhdr(xdrs,  chdr) 

XDR  *xdrs; 

struct  rpcjnsg  *chdr; 

Used  fcx  describing  RPC  call  heeler  messages.  This  routine  is  useful  for  us«s  who  wish  to 
generate  RPC-style  messages  without  using  the  RPC  package. 

xdr_calhnsg(xdrs,  crasg) 

XDR  «xdrs; 

struct  rpc_msg  *cmsg; 

Used  fn*  describing  RPC  call  messages.  This  routine  is  useful  for  usm  who  wish  to  generate 
RPC-style  messages  without  using  the  RPC  package. 

xdr_opaqtte_auth(xdrs,  ap) 

XDR  *xdrs; 

struct  opaque_auth  «ap; 

Used  fcx  describing  RPC  authentication  information  messages.  This  routine  is  useful  for  users 
who  «rish  to  generate  RPC-style  messages  without  using  the  RPC  package. 

xdrj)map(xdrs,  regs) 

XDR  *xdrs; 
struct  pmap  *regs; 

Used  for  describing  parameters  to  various  portmap  procedures,  externally.  This  routine  is 
useful  for  users  who  wish  to  generate  these  parameters  without  using  die  pmap  interface. 

xdr_praaplist(xdrs,  rp) 

XDR  ’•‘xdrs; 
struct  pmaplist  "'^rp; 

Used  fcx  describing  a  list  of  port  mappings,  externally.  This  routine  is  useful  for  users  who 
wish  to  generate  ttese  parameters  without  using  die  pmap  interfjKe. 

xdr_rejected_reply(xdrs,  rr) 

XDR  «xdrs; 

struct  rejected_reply  *rr; 

Used  for  describing  RPC  reply  messages.  This  routine  is  useful  for  users  who  wish  to  gen¬ 
erate  RPC-style  messages  without  using  the  RPC  package. 

xdr_replymsg(xdrs,  rmsg) 

XDR  *xdrs; 

struct  rpc_msg  '•‘rmsg; 

Used  for  describing  RPC  reply  messages.  This  routine  is  useful  for  usm  who  wish  to  gen¬ 
erate  RPC  style  messages  without  using  the  RPC  package. 
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void 

xprt_register(xprt) 

SVCXPRT  *xprt; 

After  RPC  service  transport  hsmdles  are  created,  they  should  register  themselves  with  die  RPC 
service  package.  This  routine  modifies  die  globtd  variable  svc_fds().  Service  implen^ntors 
usually  do  not  need  this  routine. 

void 

xprt_aiiregister(xprt) 

SVCXPRT  *xprt; 

Before  an  RPC  service  transpcut  handle  is  destroyed,  it  should  unregister  itself  with  the  RPC 
service  package.  This  routine  modifies  the  global  variable  svc_fds().  Service  implementors 
usually  do  not  need  this  routine. 

SEE  ALSO 

xdr(3N),  keyserv(8C) 

Network  Programming: 


Sun  Release  4.0 


Last  change:  16  February  1988 


981 


RTIME(3) 


C  LffiRARY  FUNCTIONS 


RTIME(3) 


NAME 

rtime  -  get  remote  time 
SYNOPSIS 

#include  <sys/typesJi> 

#inclu<le  <sys/timeJi> 

#mclude  <netinet/in.h> 

int  rtime(addrp,  timep,  timeout) 
struct  sockaddr_ni  *addrp; 
struct  timeval  *timep; 
struct  timeval  ’•‘timeout; 

DESCRIPTION 

rtimeO  consults  the  Internet  Time  Server  at  the  address  pointed  to  by  addrp  and  returns  the  remote 
time  in  the  timeval  struct  pointed  to  by  dmep.  Normally,  the  UDP  protocol  is  used  when  consulting 
the  Time  Saver.  The  timeout  parameter  specifies  how  long  the  routine  should  wait  before  giving  up 
when  waiting  for  a  reply.  If  timeout  is  specified  as  NULL,  however,  the  routine  will  instead  use  TCP 
and  block  until  a  reply  is  received  from  the  time  server. 

The  routine  returns  0  if  it  is  successful.  Otherwise,  it  returns  -1  and  errno  is  set  to  reflect  the  cause 
of  the  eiTOT. 

SEE  ALSO 

timed(8C) 
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NAME 

scandir,  alphasort  -  scan  a  directory 
SYNOPSIS 

#inclade  <sys/types.h> 

#include  <sys/dir  Ji> 

scandir(diniame,  namelist,  Miect,  compar) 

char  ^dimame; 

struct  direct  **namelist; 

int  (*selectK); 

int  (*comparX); 

alphasort(dl,  d2) 
struct  direct  **dl,  **d2; 

DESCRIPTION 

scandirO  reads  the  directory  dirname  and  builds  an  array  of  pointers  to  directory  entries  using  mal- 
Ioc(3).  The  second  parameter  is  a  pointer  to  an  array  of  structure  pointers.  The  third  parameter  is  a 
pointer  to  a  routine  which  is  called  with  a  pointer  to  a  directory  entry  and  should  return  a  non  zero 
value  if  the  directory  entry  should  be  included  in  the  array.  If  this  pointer  is  NULL,  then  all  the  direc¬ 
tory  entries  will  be  included.  The  last  argument  is  a  pointer  to  a  routine  which  is  passed  to  qsort(3) 
to  sort  the  conq>leted  array.  If  this  pointer  is  NULL,  the  array  is  not  sorted.  alphasortO  is  a  routine 
which  will  sort  the  array  alphabetically. 

scandirO  returns  the  number  of  entries  in  the  array  and  a  pointer  to  the  array  through  the  parameter 
namelist. 

SEE  ALSO 

directory(3),  malloc(3),  qsort(3) 

DIAGNOSTICS 

Returns  -1  if  the  directory  cannot  be  opened  for  reading  or  if  malloc(3)  cannot  allocate  enough 
memory  to  hold  all  the  data  structures. 
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NAME 

scanf,  fscanf,  sscanf  -  formatted  input  conversion 

SYNOPSIS 

#include  <stdio.h> 

scanf(format  [ ,  pointer  ] ... ) 
char  ^format; 

fscanf(stream,  format  [ ,  pointer  ] ... ) 

FILE  ^stream; 
char  ^format; 

sscanf(s,  format  [ ,  pointer  ] . . . ) 
char  ^s,  Kformat; 

DESCRIPTION 

scanf( )  reads  from  the  standard  input  stream  stdin.  fscanf( )  reads  from  the  named  input  stream.  sscanf( ) 
reads  from  the  character  string  s.  Each  function  reads  characters,  interprets  them  according  to  a  format, 
and  stores  the  results  in  its  arguments.  Each  expects,  as  arguments,  a  control  string  format,  described 
below,  and  a  set  of  pointer  arguments  indicating  where  the  converted  input  should  be  stored.  The  results 
are  undefined  in  there  are  insufficient  args  for  the  format.  If  the  format  is  exhausted  while  args  remain, 
the  excess  args  are  simply  ignored. 

The  control  string  usually  contains  conversion  specifications,  which  are  used  to  direct  interpretation  of 
input  sequences.  The  control  string  may  contain; 

1.  White-space  characters  (SPACE,  TAB,  or  NEWLINE)  which,  except  in  two  cases  described 
below,  cause  input  to  be  read  up  to  the  next  non-white-space  character. 

2.  An  ordinary  character  (not  ‘  %  ’),  which  must  match  the  next  character  of  the  input  stream. 

3.  Conversion  specifications,  consisting  of  the  character  ‘  an  optional  assignment  suppressing 
character  an  optional  numerical  maximum  field  width,  an  optional  1  (ell)  or  h  indicating 
the  size  of  the  receiving  variable,  and  a  conversion  code. 

A  conversion  specification  directs  the  conversion  of  the  next  input  field;  the  result  is  placed  in  the  variable 
pointed  to  by  the  corresponding  argument,  unless  assignment  suppression  was  indicated  by  The 
suppression  of  assignment  provides  a  way  of  describing  an  input  field  which  is  to  be  skipped.  An  input 
field  is  defined  as  a  string  of  non-space  characters;  it  extends  to  the  next  inappropriate  character  or  until  the 
field  width,  if  specified,  is  exhausted.  For  all  descriptors  except  “[”  and  “c”,  white  space  leading  an  input 
field  is  ignored. 

The  conversion  character  indicates  the  interpretation  of  the  input  field;  the  corresponding  pointer  argument 
must  usually  be  of  a  restricted  type.  For  a  suppressed  field,  no  pointer  argument  is  given.  The  following 
conversion  characters  are  legal: 

%  A  single  %  is  expected  in  the  input  at  this  point;  no  assignment  is  done, 
d  A  decimal  integer  is  expected;  the  corresponding  argument  should  be  an  integer  pointer, 

u  An  unsigned  decimal  integer  is  expected;  the  corresponding  argument  should  be  an 

unsigned  integer  pointer. 

o  An  octal  integer  is  expected;  the  corresponding  argument  should  be  an  integer  pointer. 

X  A  hexadecimal  integer  is  expected;  the  corresponding  argument  should  be  an  integer 

pointer. 

i  An  integer  is  expected:  the  corresponding  argument  should  be  an  integer  pointer.  It  will 

store  the  value  of  the  next  input  item  interpreted  according  to  C  conventions:  a  leading 
“0”  implies  octal;  a  leading  “Ox”  implies  hexadecimal;  otherwise,  decimal, 
n  Stores  in  an  integer  argument  the  total  number  of  characters  (including  white  space)  that 
have  been  scanned  so  far  since  the  function  call.  No  input  is  consumed. 
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e,f,g  A  floating  point  number  is  expected;  the  next  field  is  converted  tu^cordingly  and  stored 
through  the  corresponding  argument,  which  should  be  a  pointer  to  a  float,  llie  input  for¬ 
mat  for  floating  point  numbers  is  as  described  for  string_to_decimal(3),  with 
fortran jexponent  zero. 

s  A  character  string  is  expected;  the  corresponding  argument  should  be  a  character  pointer 
pointing  to  an  array  of  characters  large  enough  to  accept  the  string  and  a  terminating  \0, 
which  will  be  add^  automatically.  The  input  field  is  terminated  by  a  white  space  char¬ 
acter. 

c  A  character  is  expected;  the  corresponding  argument  should  be  a  character  pointer.  The 
normal  skip  over  white  space  is  suppressed  in  this  case;  to  read  the  next  non-space  char- 
act^,  use  %ls.  If  a  field  width  is  given,  the  corresponding  argument  should  refer  to  a 
character  array,  and  the  indicated  numba'  of  characters  is  read. 

[  Indicates  string  data;  the  normal  skip  over  leading  white  space  is  suppressed.  The  left 
bracket  is  followed  by  a  set  of  characters,  which  we  will  call  the  scanset,  and  a  right 
bracket;  the  input  field  is  the  maximal  sequence  of  input  characters  consisting  entirely  of 
characters  in  the  scanset.  The  circumflex  C),  when  it  spears  as  the  first  character  in  the 
scanset,  serves  as  a  complement  operator  and  redefines  the  scanset  as  the  set  of  all  char¬ 
acters  not  contained  in  the  remainder  of  the  scanset  string.  There  are  some  conventions 
used  in  the  construction  of  the  scanset.  A  range  of  characters  may  be  represented  by  the 
construct  first-last,  thus  [0123456789]  may  be  expressed  [0-9].  Using  this  convention, 
first  must  be  lexically  less  than  or  equal  to  last,  or  else  the  dash  will  stand  for  itself.  The 
dash  will  also  stand  for  itself  whenever  it  is  the  first  or  the  last  character  in  the  scanset 
To  include  the  right  square  bracket  as  an  element  of  the  scanset,  it  must  appear  as  the  first 
character  (possibly  preceded  by  a  circumflex)  of  the  scanset,  and  in  this  case  it  will  not 
be  syntactically  interpreted  as  the  closing  bracket  The  corresponding  argument  must 
point  to  a  character  array  large  enough  to  hold  the  data  field  and  the  terminating  \0,  which 
will  be  added  automatically.  At  least  one  character  must  match  for  this  conversion  to  be 
considered  successful. 

The  conversion  characters  d,  u,  o,  x,  and  i  may  be  preceded  by  1  or  h  to  indicate  that  a  pointer  to  long  or  to 
short  rather  than  to  int  is  in  the  argument  list.  Similarly,  the  conversion  characters  e,  f,  and  g  may  be  pre¬ 
ceded  by  1  to  indicate  that  a  pointer  to  double  rather  than  to  float  is  in  the  argument  list  The  1  ex  h 
modifier  is  ignored  for  other  conversion  characters. 

Avoid  this  common  error:  because  printf(3S)  does  not  require  that  the  lengths  of  conversion  descriptors 
and  <K:tual  parameters  match,  coders  sometimes  are  careless  with  the  scanf()  functions.  But  converting  %f 
to  &double  or  %lf  to  &fioat  does  not  work',  the  results  are  quite  incorrect 

scanfO  conversion  terminates  at  EOF,  at  the  end  of  the  control  string,  or  when  an  input  character  conflicts 
with  the  control  string.  In  the  latter  case,  the  offending  character  is  left  unread  in  the  input  stream. 

scanfO  returns  the  number  of  successfully  matched  and  assigned  input  items;  this  number  can  be  zero  in 
the  event  of  an  early  conflict  between  an  input  character  and  the  ctmtrol  string.  The  constant  EOF  is 
returned  upon  end  of  input  Note:  this  is  different  from  0,  which  means  that  no  conversion  was  done;  if 
conversion  was  intended,  it  was  frustrated  by  an  inappropriate  character  in  the  input 

If  the  input  ends  before  the  first  conflict  or  conversion,  EOF  is  returned.  If  the  input  ends  after  the  first 
conflict  or  conversion,  the  number  of  successfully  matched  items  is  returned. 

EXAMPLES 

The  call: 

int  i,  n;  float  x;  char  name[50]; 

n  =  scanf("%d%f%s",  &i,  &x,  name); 

with  the  input  line: 

25  54J2E-1  thompson 
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will  assign  to  n  the  value  3,  to  i  the  value  25,  to  x  the  value  5.432,  and  name  will  contain  thompson\0.  On 
int  i,  j;  float  x;  char  nanie[50]; 

(void)scanr("%i%2d%r%*d  %[0-9]",  &j,  &i,  &x,  name); 
with  input: 

011  56789  0123  56a72 

will  assign  9  to  j,  56  to  t,  789.0  to  x,  skip  0123,  and  place  the  string  56\0  in  name.  The  next  call  to 
getchar( )  (see  getc(3S))  will  return  a.  Or: 

int  i,  j,  s,  e;  char  name[501; 

(vokl)scanr("%i  %i  %n%s%n",  &i,  &j,  &s,  name,  &e); 
with  input: 

0x11  Oxy  Johnson 

will  assign  17  to  i,  0  toj,  6  to  s,  will  place  the  string  xy\0  in  name,  and  will  assign  8  to  e.  Thus,  the  length 
of  name  ise-s  =  2.  The  next  call  to  getchar( )  (see  getc(3S))  will  return  a  SPACE. 

SEE  ALSO 

getc(3S),  printf(3S),  scanf(3V),  stdio(3S),  string_to_declmal(3),  strtol(3) 

DIAGNOSTICS 

These  functions  return  EOF  on  end  of  input,  and  a  short  count  for  missing  or  illegal  data  items. 

BUGS 

The  success  of  literal  matches  and  suppressed  assignments  is  not  directly  determinable. 

WARNINGS 

Trailing  white  space  (including  a  NEWLINE)  is  left  uiuead  unless  matched  in  the  control  string. 
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NAME 

setbuf,  setbuffer,  setlinebuf,  setvbuf  -  assign  buffering  to  a  stream 

SYNOPSIS 

#inclade  <stdio.h> 

setbuf(stream,  buf) 

FILE  ^stream; 
char  *buf; 

setbuflrer(stream,  buf,  size) 

FILE  ^stream; 
char  *buf; 
int  size; 

setliiiebuf(stream) 

FILE  ’^stream; 

int  setvbuf(stream,  buf,  type,  size) 

FILE  ■•‘Stream; 
char  ♦buf; 
int  type,  size; 

DESCRIPTION 

The  three  types  of  buffering  available  are  unbuffered,  block  buffered,  and  line  buffered.  When  an 
ouQ>ut  stream  is  unbuffered,  information  appears  on  the  destination  file  or  terminal  as  soon  as  written; 
when  it  is  block  buffered  many  characters  are  saved  up  and  written  as  a  block;  when  it  is  line  buf¬ 
fered  characters  are  saved  up  until  a  NEWLINE  is  encountered  or  input  is  read  from  stdin.  fBush() 
(see  fcIose(3S))  may  be  used  to  force  the  block  out  early.  Normally  all  files  are  block  buffered.  A 
buffer  is  obtained  from  maIloc(3)  upon  the  first  getc()  or  putc(3S)  on  the  file.  If  the  standard  stream 
stdottt  refars  to  a  terminal  it  is  line  buffered.  The  standard  stream  stderr  is  unbuffered  by  default 

setbufO  can  be  used  after  a  stream  has  been  opened  but  before  it  is  read  or  written.  It  causes  the 
array  pointed  to  by  buf  to  be  used  instead  of  an  automatically  allocated  buffer.  If  birf  is  the  NULL 
pointer,  input/output  will  be  completely  unbuffered.  A  manifest  constant  BUFSIZ,  defined  in  the 
<stdio.h>  header  file,  tells  how  big  an  array  is  needed: 

char  buf[BUFSIZ]; 

setbuffer,  an  alternate  form  of  setbuf,  can  be  used  after  a  stream  has  been  opened  but  before  it  is 
read  a-  written.  It  uses  the  character  array  buf  whose  size  is  determined  by  the  size  argument  instead 
of  an  automatically  allocated  buffer.  If  bif  is  the  NUIX  pointer,  input/output  will  be  completely 
unbuffered. 

setvbufO  can  be  used  after  a  stream  has  been  opened  but  before  it  is  read  or  written,  type  determines 
how  stream  will  be  buffered.  Legal  values  for  type  (defined  in  <stdio.h>)  are: 

lOFBF  fully  buffers  the  input/output. 

_IOLBF  line  buffers  the  output;  the  buffer  will  be  flushed  when  a  NEWLINE  is  written,  the 
buffer  is  full,  or  input  is  requested. 

_IONBF  completely  unbuffers  the  input/output. 

If  buf  is  not  the  NULL  pointer,  the  array  it  points  to  will  be  used  for  buffering,  instead  of  an  automati¬ 
cally  allocated  buffer,  size  specifies  the  size  of  the  buffer  to  be  used. 

setlinebufO  is  used  to  change  the  buffering  on  a  stream  from  block  buffered  or  unbuffered  to  line 
buffered.  Unlike  setbuf,  setbuffer,  and  setvbuf,  it  can  be  used  at  any  time  that  the  file  descriptor  is 
active. 


Sun  Release  4.0 


Last  change:  30  January  1988 


987 


SETBUF(3S) 


STANDARD  I/O  FUNCTIONS 


SETBUF(3S) 


A  file  can  be  changed  from  unbuffered  or  line  buffered  to  block  buffered  by  using  freopen()  (see 
fopen(3S)).  A  file  can  be  changed  from  block  buffered  or  line  buffered  to  unbuffered  by  using  ffeo- 
pen()  followed  by  setbuf()  with  a  buffer  argument  (tf  NULL. 

NOTE 

A  common  source  of  error  is  allocating  buffer  space  as  an  “automatic”  variable  in  a  code  block,  and 
then  failing  to  close  die  stream  in  the  same  block. 

SEE  ALSO 

fclose(3S),  fopen(3S),  flread(3S),  getc(3S),  maUoc(3),  printf(3S),  pntc(3S),  p«ts(3S),  setbuf(3V) 
DIAGNOSTICS 

If  an  illegal  value  for  type  or  size  is  provided,  setvbuff)  returns  a  non-zero  value.  Otherwise,  the 
value  returned  will  be  zero. 
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NAME 

se^mp,  longjtnp,  sigse^mp,  siglongjmp  -  non-local  goto 
SYNOPSIS 

#include  <setjinpJi> 

int  setjmp(eDv) 
jmp_bBf  env; 

l<Higjmp<eBv,  val) 
jnip_bttf  env; 
int  val; 

int  jsetjmplenv) 
jrap_bHf  env; 

_longjmp(env,  val) 
jmp_biif  env; 
int  val; 

int  si^tjmpCenv,  savemask) 
sigjmp_buf  env; 
int  savemask; 

siglongjmp(env,  val) 
sigjmp_buf  env; 
int  val; 

DESCRIPTION 

setjmpO  and  longjmpO  are  useful  for  dealing  with  »Tors  and  interrupts  oicountered  in  a  low-level 
subroutine  of  a  program. 

setjmpO  saves  its  stack  environment  in  env  for  later  use  by  longjmp.  A  normal  call  to  setjmpO 
returns  zero.  setjmpO  also  saves  the  register  environment.  If  a  longJmpO  call  will  be  made,  the 
routine  which  called  setjmpO  should  not  return  until  after  the  longjmp()  has  returned  control  (see 
below). 

ItmgjmpO  restores  the  environment  saved  by  the  last  call  of  setjmp,  and  thoi  returns  in  such  a  way 
that  execution  continues  as  if  the  call  of  setjmpO  had  just  returned  the  value  val  to  the  functicm  that 
invoked  setjmp;  however,  if  val  were  zero,  execution  would  continue  as  if  the  call  of  setjmpO  had 
returned  one.  This  ensures  that  a  “return”  from  setjmpO  caused  by  a  call  to  longjmpO  can  be  dis¬ 
tinguished  from  a  regular  return  from  setjmp.  The  calling  function  must  not  itself  have  returned  in 
the  interim,  otherwise  longjmpO  will  be  returning  control  to  a  possibly  non-existent  environment  All 
memory-bound  data  have  values  as  of  the  time  longjmpO  was  called.  The  CPU  and  floating-point 
data  registers  are  restored  to  the  values  they  had  at  the  time  that  setjmpO  was  called.  But,  because 
the  roister  storage  class  is  only  a  hint  to  the  C  compiler,  variables  declared  as  register  variables  may 
not  necessarily  be  assigned  to  machine  registers,  so  their  values  are  unpredictable  after  a  longjmp. 
This  is  especially  a  problem  for  programmers  trying  to  write  machine-independent  C  routines. 

setjmpO  and  longjmpO  save  and  restore  the  signal  mask  (see  sigsetmask(2)),  while  _setjmp  and 
_longjmp  manipulate  only  the  C  st^k  and  registers.  If  the  savemask  flag  to  sigsetjmp  is  non-zoo, 
the  signal  mask  is  saved,  and  a  subsequent  siglongjmp  using  the  same  env  will  restore  the  signal 
mask.  If  die  savemask  fiag  is  zero,  the  signal  mask  is  not  saved,  and  a  subsequent  siglongjmp  using 
the  same  env  will  not  restore  the  signal  mask.  In  all  other  ways,  _setjmp  and  sigsetjmp  function  in 
the  same  way  that  setjmpO  does,  and  _longjmp  and  siglongjmp  function  in  the  same  way  that 
longjmpO  does. 

None  of  these  functions  save  or  restore  any  floating-point  status  or  control  registers,  in  particular  the 
MC6888 1  fpsr,  fpcr,  or  fpiar,  the  Sun-3  FPA  fpamode  or  fpastatus,  and  the  Sun-4  %fsr.  See 
ieee_flags(3M)  to  save  and  restore  floating-point  status  or  control  information. 
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EXAMPLE 

The  following  code  fragment  indicates  the  flow  of  control  of  the  setjmpO  and  longjmpO  combina¬ 
tion: 


function  declaration 

jmp_buf  my_environment; 

if  (setjmp(my_enviroBment))  { 

/*  register  variables  have  unpredictable  values 
code  irfter  the  return  from  longjmp 

}  else  { 

!*  do  not  modify  regista*  vars 
this  is  the  return  from  setjmp 

} 

SEE  ALSO 

cc(lV),  sigsetmask(2),  sigvec(2),  ieee_flags(3M),  signal(3),  sefjmp(3V) 

BUGS 

setjmpO  does  not  save  the  current  notion  of  whether  the  process  is  executing  on  the  signal  stack. 
The  result  is  that  a  longjmpO  to  some  place  on  the  signal  stack  leaves  the  signal  stack  state  incorrect. 

On  Sun-2  and  Sun-3  systems  ^^mpO  also  saves  the  register  environment  Therefore,  all  data  that 
are  bound  to  registers  are  restored  to  the  values  they  had  at  the  time  that  setjmpO  was  called.  All 
memcHy-bound  data  have  values  as  of  die  time  longjmpO  was  called.  However,  because  the  register 
storage  class  is  only  a  hint  to  the  C  compiler,  variables  declared  as  register  variables  may  not  neces¬ 
sarily  be  assigned  to  machine  registers,  so  their  values  are  unpredictable  after  a  longjmp.  When  using 
compiler  options  that  specify  automatic  register  allocation  (see  cc(lV)),  the  con^iler  will  not  attempt 
to  assign  variables  to  registers  in  routines  diat  call  setjmp. 

longjmpO  never  causes  setjmpO  to  return  zero  in  the  Sun  implementation;  this  is  also  troe  of  many 
other  implementatimis,  including  all  System  V  implemaitations,  so  programmers  should  not  depend  on 
longjmpO  being  able  to  cause  setjmpO  to  return  zero. 
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NAME 

setaid,  seteuid,  setniid,  setgid,  setegid,  setigid  -  set  user  and  group  ID 

SYNOPSIS 

setuid(uid) 

seteuid(eaid) 

setniidCruid) 

setgid(gid) 

setegid(egid) 

setrgid(rgid) 

DESCRIPTION 

setaidO  (setgid)  sets  both  the  real  and  effective  user  ID  (group  ID)  of  the  current  process  to  as 
specified. 

seteuidO  (setegid)  sets  the  effective  usar  ID  (group  ID)  of  the  current  process. 
setruidO  (setrgid)  sets  the  real  user  ID  (group  ID)  of  the  current  process. 

These  calls  are  only  permitted  to  the  super-user  or  if  the  argument  is  the  teal  or  effective  ID. 

SEE  ALSO 

getgid(2),  getuid(2),  setregid(2),  setreuid(2) 

DIAGNOSTICS 

Zero  is  returned  if  the  usar  (group)  ID  is  set;  -1  is  returned  otterwise,  with  the  global  variable  ermo 
set  as  for  setreuidO  or  setregid. 
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NAME 

sigfpe  -  signal  handling  for  specific  SIGFPE  codes 


SYNOPSIS 

#inc!ude  <signaLh> 

#include  <floatingpoint.h> 

sigfpe_haiidler_type  sigfpe(code,  hdl) 
sigfpe_code_type  code; 
sigfpe__handler_type  hdl; 


DESCRIPTION 

This  function  allows  signal  handling  to  be  specified  for  particular  SIGFPE  codes.  A  call  to  sigfpeO  defines 
a  new  handler  hdl  for  a  particular  SIGFPE  code  and  returns  the  old  handler  as  the  value  of  the  function 
sigfpe.  Normally  handlers  are  specified  as  pointers  to  functions;  the  special  cases  SIGFPE__IGNORE, 
SIGFPE_ABORT,  and  SIGFPE^DEFAULT  allow  ignoring,  specifying  core  dump  using  abort(3),  or  default 
handling  respectively. 


For  these  IEEE-related  codes: 

FPE__FLTINEX_TRAP 
FPe’fLTDIV  TRAP 
FPE^FETUND^TRAP 

fpe"fltovf_^trap 

FPE^FLTBSUN^TRAP 

FPE^FLTOPERR^TRAP 

FPE^FLTNAN^TRAP 


fp_inexact  -  floating  inexact  result 
fp_division  -  floating  division  by  zero 
fp_underflow  -  floating  underflow 
fp_overflow  -  floating  overflow 
fpjnvalid  -  branch  or  set  on  unordered 
fp_invalid  -  floating  operand  error 
fp_invalid  -  floating  Not-A-Number 


default  handling  is  defined  to  be  to  caU  the  handler  specified  to  ieee_handler(3M). 


For  aU  other  SIGFPE  codes,  default, handling  is  to  core  dump  using  abort(3). 

The  compilation  option  -ffpa  causes  fpa  recomputation  to  replace  the  default  abort  action  for  code 
FPE_FPA_ERROR.  Note:  SIGFPE__DEFAULT  will  restore  abort  rather  than  FPA  recomputation  for  this 
code. 


Three  steps  are  required  to  intercept  an  IEEE-related  SIGFPE  code  with  sigfpe: 

1)  Set  up  a  handler  with  sigfpe. 

2)  Enable  the  relevant  IEEE  trapping  capability  in  the  hardware,  perhaps  by  using 
assembly-language  instructions. 

3)  Perform  a  floating-point  operation  that  generates  the  intended  IEEE  exception. 

Unlike  ieee_handler(3M),  sigfpe( )  never  changes  floating-point  hardware  mode  bits  affecting  IEEE  trap¬ 
ping.  No  IEEE-related  SIGFPE  signals  will  be  generated  unless  those  hardware  mode  bits  are  enabled. 

SIGFPE  signals  can  be  handled  using  sigvec(2),  signal(3),  sigfpe(3),  or  ieee_handler(3M).  In  a  particular 
program,  to  avoid  confusion,  use  only  one  of  these  interfaces  to  handle  SIGFPE  signals. 
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EXAMPLE 

A  user-specified  signal  handler  might  look  like  this: 
void  sig,  code,  scp,  addr ) 

intsig;  /*  sig  ==  SIGFPE  always  */ 

int  code ; 

struct  sigcontext  *scp ; 
char  ♦addr ; 

{ 

/* 

Sample  user-written  sigfpe  code  handler. 

Prints  a  message  and  continues, 
struct  sigcontext  is  defined  in  <signal.h>. 

*/ 

printfC  ieee  exception  code  %x  occurred  at  pc  %X  \n",code,scp->sc  pc); 

j  }  . 

and  it  might  be  set  up  like  this: 

extern  void  sample_handier(); 

mainO 

{ 

sigfpe_handler_type  hdl,  old_handlerl,  old_handIer2; 

I* 

*  save  current  overflow  and  invalid  handlers;  set  the  new 

*  overflow  handler  to  sample_handler( )  and  set  the  new 

*  invalid  handler  to  SIGFPE  ABORT  (abort  on  invalid) 

♦/ 

hdl  =  {sigfpe_handler_type)  sample_handler; 
old_handlerl  =  slgfpe(FPE_FLTOVF_TRAP,  hdl); 

0ld~handler2  =  sigfpe(FPE_FLTOPERR_TRAP,  SIGFPE_ABORT); 


/* 

*  restore  old  overflow  and  invalid  handlers 
*/ 

sigfpe(FPE_FLTOVF^RAP,  oldjiandlerl); 
sigfpe(FPElFLTOPERR  TRAP,  oid_handler2); 

} 

FILES 

/usr/include/floatingpoint.h 

/usr/include/signal.b 

SEE  i|LLSO 

sigvec(2X  abort(3),  floatingpoint(3),  ieee_handIer(3M),  signal(3), 
DIAGNOSTICS 

sigfpe( )  returns  B  ADSIG  if  code  is  not  zero  or  a  defined  SIGFPE  code. 
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NAME 

sigintemipt  -  allow  signals  to  interrupt  system  calls 
SYNOPSIS 

int  siginterrupt(sig,  flag) 
int  sig,  flag; 

DESCRIPTION 

siginterruptO  is  used  to  change  the  system  call  restart  behavior  when  a  system  call  is  interrupted  by 
the  specified  signal.  If  the  flag  is  false  (0),  then  system  calls  will  be  restarted  if  they  are  interrupted 
by  the  specified  signal  and  no  data  has  been  transferred  yet  System  call  restart  is  the  default 
behavior  on  4.2BSD,  and  on  SunOS  in  the  4.2  environment,  when  the  signal  (3)  routine  is  used. 

If  the  flag  is  true  (1),  then  restarting  of  system  calls  is  disabled.  If  a  system  call  is  interrupted  by  the 
specified  signal  and  no  data  has  been  transferred,  the  system  call  will  return  -1  with  ermo  set  to 
EINTR.  Interrupted  system  calls  that  have  started  transferring  data  will  return  the  amount  of  data  actu¬ 
ally  transferred.  System  call  interrupt  is  the  signal  behavior  found  on  older  version  of  the  UNIX 
operating  systems,  such  as  4.1BSD  and  System  V  UNIX.  It  is  the  default  behavior  on  SunOS  in  the 
System  V  environment  when  the  signal()  routine  is  used;  therefore,  this  routine  is  useful  in  that 
enviromnent  only  if  a  signal  that  a  sigvec(2)  specified  should  restart  system  calls  is  to  be  changed  not 
to  restart  them. 

Note:  the  new  4.2BSD  signal  handling  semantics  are  not  altered  in  any  other  way.  Most  notably,  sig¬ 
nal  handlers  always  remain  installed  until  explicitly  changed  by  a  subsequent  sigvec  call,  and  the  sig¬ 
nal  mask  operates  as  documented  in  sigvec,  unless  the  SV_RESETHAND  bit  has  been  used  to  specify 
that  the  pre-4.2BSD  signal  behavior  is  to  be  used.  Programs  may  switch  between  restartable  and  inter¬ 
ruptible  system  call  operation  as  often  as  desired  in  the  execution  of  a  program. 

Issuing  a  siginterruptO  call  during  the  execution  of  a  signal  handler  will  cause  the  new  action  to  take 
place  on  the  next  signal  to  be  caught. 

NOTES 

This  library  routine  uses  an  extension  of  the  sigvec(2)  system  call  that  is  not  available  in  4.2BSD, 
hence  it  should  not  be  used  if  backward  conq>atibility  is  needed. 

RETURN  VALUE 

A  0  value  indicates  that  the  call  succeeded.  A  -1  value  indicates  that  an  invalid  signal  number  has 
been  supplied. 

SEE  ALSO 

sigblock(2),  sigpause(2),  sigsetmask(2),  sigvec(2),  signal(3) 
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NAME 

signal  -  simplified  software  signal  facilities 

SYNOPSIS 

#mclude  <signaUi> 

void  (‘*signal(sig,  func))() 
void  (*func)(); 

DESCRIPTION 

signal! )  is  a  sinq>lified  interface  to  the  more  general  sigvec(2)  facility.  Programs  that  use  signal!)  in 
preference  to  sigvec!)  are  more  likely  to  be  portable  to  all  systems. 

A  signal  is  generated  by  some  abnormal  event,  initiated  by  a  user  at  a  terminal  !quit,  interrupt,  stop), 
by  a  program  error  !bus  error,  etc.),  by  request  of  anotha*  pix^ram  Odll),  or  when  a  process  is  stopped 
because  it  wishes  to  access  its  control  terminal  while  in  the  background  !see  termio!4)).  Signals  are 
optionally  geno-ated  when  a  process  resumes  after  being  stopped,  when  the  status  of  child  processes 
changes,  <x  when  input  is  ready  at  the  control  terminal.  Most  signals  cause  termination  of  the  receiv¬ 
ing  process  if  no  action  is  taken;  some  signals  instead  cause  the  process  receiving  them  to  be  stopped, 
or  are  siiiq>ly  discarded  if  the  iHxx;ess  has  not  requested  otherwise.  Except  fm'  the  SIGKILL  and  SIG- 
STOP  signals,  fire  signal!)  caU  allows  signals  eiAer  to  be  ignored  or  to  interrupt  to  a  specified  loca¬ 
tion.  The  following  is  a  list  of  all  signals  with  names  as  in  the  include  file  <signal.li>: 


SIGHUP 

1 

hangup 

SIGINT 

2 

interrupt 

SIGQUIT 

3* 

quit 

SIGILL 

4* 

illegal  instruction 

SIGTRAP 

5* 

trace  trap 

SIGABRT 

6* 

abort  !generated  by  abort!3)  routine) 

SIGEMT 

1* 

emulator  trap 

SIGFPE 

8* 

arithmetic  exception 

SIGKILL 

9 

kill  !cannot  be  caught,  blocked,  or  ignored) 

SIGBUS 

10* 

bus  error 

SIGSEGV 

11* 

s^mentation  violation 

SIGSYS 

12* 

bad  argument  to  system  call 

SIGPIPE 

13 

write  on  a  pipe  or  other  socket  with  no  one  to  read  it 

SIGALRM 

14 

alarm  clock 

SIGTERM 

15 

software  termination  signal 

SIGURG 

16* 

urgent  condition  present  on  socket 

SIGSTOP 

17t 

stop  !cannot  be  caught,  blocked,  or  igncsed) 

SIGTSTP 

18t 

stop  signal  generated  from  keyboard 

SIGCONT 

19* 

continue  after  stop  !cannot  be  blocked) 

SIGCHLD 

20* 

child  status  has  changed 

SIGTTIN 

21t 

background  read  attempted  from  control  terminal 

SIGTTOU 

22t 

background  write  attempted  to  control  terminal 

SIGIO 

23» 

VO  is  possible  on  a  descriptor  !see  fcntl!2V)) 

SIGXCPU 

24 

cpu  time  limit  exceeded  !see  getrlimit!2)) 

SIGXFSZ 

25 

file  size  limit  exceeded  !see  getrlimit!2)) 

SIGVTALRM 

26 

virtual  time  alarm  !see  getitimer!2)) 

SIGPROF 

27 

I»ofiling  timer  alarm  !see  getitimer!2)) 

SIGWINCH 

28* 

window  changed  !see  termio!4)  and  win!4S)) 

SIGLOST 

29* 

resource  lost  !see  lockd!8C)) 

SIGUSRl 

30 

user-defined  signal  1 

SIGUSR2 

31 

user-defined  signal  2 
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The  starred  signals  in  the  list  above  cause  a  core  image  if  not  caught  or  ignored. 

If  func  is  SIG_DFL,  the  default  action  for  signal  sig  is  reinstated;  this  default  is  termination  (with  a 
core  image  for  starred  signals)  except  for  signals  marked  with  •  or  t.  Signals  marked  with  •  are  dis¬ 
carded  if  the  action  is  SIG_DFL;  signals  marked  with  t  cause  the  process  to  stop.  If  func  is  SIG_IGN 
the  signal  is  subsequently  ignored  and  pending  instances  of  the  signal  are  discarded.  Otherwise,  when 
the  signal  occurs  further  occurrences  of  the  signal  are  automatically  blocked  and  func  is  called. 

A  return  from  the  function  unblocks  the  handled  signal  and  continues  the  process  at  the  point  it  was 
interrupted.  Unlike  previous  signal  facilities,  the  handler  func  remains  installed  after  a  signal  has 
been  delivered. 

If  a  caught  signal  occurs  during  certain  system  calls,  terminating  the  call  prematurely,  the  call  is 
automatically  restarted.  In  particular  this  can  occur  during  a  read(2V)  or  write(2V)  on  a  slow  device 
(such  as  a  terminal;  but  not  a  file)  and  during  a  wait(2). 

The  value  of  signal()  is  the  previous  (or  initial)  value  of  func  for  the  particular  signal. 

After  a  fork(2)  or  vfork(2)  the  child  inherits  all  signals.  An  execve(2)  resets  all  caught  signals  to  the 
default  action;  ignored  signals  remain  ignored. 

NOTES 

The  handler  routine  can  be  declared: 

void  handler(sig,  code,  scp,  addr) 
int  sig,  code; 
struct  sigcontext  *scp; 
char  *addr; 

Here  sig  is  the  signal  number;  code  is  a  parameter  of  certain  signals  that  provides  additional  detail; 
scp  is  a  pointer  to  the  sigcontext  structure  (defined  in  <signal.h>),  used  to  restore  the  context  from 
before  the  signal;  and  addr  is  additional  address  information.  See  sigvec(2)  for  more  details. 

RETURN  VALUE 

The  previous  action  is  returned  on  a  successful  call.  Otherwise,  -1  is  returned  and  errno  is  .  set  to 
indicate  the  error. 

ERRORS 

signalO  will 

EINVAL 
EINVAL 
EINVAL 
SEE  ALSO 

kUl(l),  execve(2),  fork(2),  getltimer(2),  getrlimit(2),  km(2V),  ptrace(2),  read(2V),  sigbIock(2),  sig- 
pause(2),  sigsetmask(2),  sigstack(2),  sigvec(2),  vfork(2),  wait(2),  write(2V),  setjmp(3),  termio(4) 


fail  and  no  action  will  take  place  if  one  of  the  following  occur; 
sig  is  not  a  valid  signal  number. 

An  attempt  is  made  to  igntxo  or  supply  a  handle  for  SIGKILL  or  SIGSTOP. 
An  attempt  is  made  to  ignore  SIGCONT  (by  default  SIGCONT  is  ignored). 
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NAME 

sleep  -  suspend  execution  for  interval 

SYNOPSIS 

sleep(seconds) 
unsigned  seconds; 

DEsaamoN 

sleepO  suspends  die  current  imx»ss  from  execution  for  the  number  of  seconds  specified  by  the  aigu- 
ment  The  actual  suspension  time  may  be  up  d>  1  second  less  than  that  requested  because  scheduled 
wakeups  occur  at  fixed  1-second  intervals,  and  may  be  an  arbitrary  amount  longer  because  of  other 
activity  in  the  system. 

sleepO  is  implemented  by  setting  an  interval  timer  and  pausing  until  it  expires.  The  previous  state  of 
this  timer  is  saved  and  restored.  If  the  sleep  time  exceeds  the  time  to  the  expiratitHi  of  the  previous 
value  of  the  timen  the  process  sleeps  only  uittil  the  timer  would  have  eiqiired,  and  the  signd  which 
occurs  with  the  expiration  of  the  timer  is  sent  one  second  later. 

SEE  ALSO 

getitimer(2),  sigpause(2),  usleep(3) 
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NAME 

ssignal,  gsignal  -  software  signals 

SYNOPSIS 

#include  <signaUi> 

int  ('^ssignal  (sig,  action))!) 
int  sig,  (^action)!); 

int  gsignal  (sig) 
int  sig; 

DESCRIPTION 

ssignaK)  and  ssignal()  implement  a  software  facility  similar  to  signal(3). 

Software  signals  made  available  to  users  are  associated  with  integers  in  the  inclusive  range  1  through 
IS.  A  call  to  ssignaK )  associates  a  procedure,  action,  with  the  software  signal  sig\  the  software  signal, 
sig,  is  raised  by  a  call  to  ssignal.  Raising  a  software  signal  causes  the  action  established  for  that  sig¬ 
nal  to  be  taken. 

The  first  argument  to  ssignaK)  is  a  number  identifying  the  type  of  signal  for  which  an  action  is  to  be 
established.  The  second  argument  defines  the  action;  it  is  either  the  name  of  a  (user-defined)  action 
function  or  one  of  the  manifest  constants  SIG_DFL  (default)or  SIG_IGN  (ignore).  ssignaK)  returns 
the  action  previously  established  for  that  signal  type;  if  no  action  has  been  established  (h*  the  signal 
number  is  illegal,  ssignaK)  returns  SIG_DFL. 

ssignaK)  raises  the  signal  identified  by  its  argument,  sig: 

If  an  action  function  has  been  established  for  sig,  then  that  action  is  reset  to  SIG_DFL  and  the 
action  function  is  entered  with  argument  sig.  ssignaK)  returns  the  value  returned  to  it  by  the 
action  function. 

If  the  action  for  sig  is  SIG_IGN,  ssignal()  returns  the  value  1  and  takes  no  other  action. 

If  the  action  for  sig  is  SIG_DFL,  ssignaK)  returns  the  value  0  and  takes  no  other  action. 

If  sig  has  an  illegal  value  or  no  action  was  ever  specified  for  sig,  ssignaK)  returns  the  value  0 
and  takes  no  other  action. 


SEE  ALSO 

signal(3) 
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NAME 

stdio  -  standard  buffered  input/ou^ut  package 

SYNOPSIS 

#mclude  <stdioJi> 

FILE  *stdin; 

FILE  ^stdont; 

FILE  *stderr; 

descIription 

The  functions  described  in  section  3S  constitute  a  user-level  I/O  buffering  scheme.  The  in-line  macros 
getc(3S)  and  patc(3S)  handle  characters  quickly.  The  macros  getchar  and  putchar,  and  the  higher 
level  routines  fgetc,  getw,  gets,  fgets,  scanf,  fscanf,  fk-ead,  fputc,  putw,  puts,  fputs,  printf,  fprintf, 

fwrite  all  use  (S'  act  as  if  they  use  getc()  and  putc()  ;  they  can  be  foely  intermixed. 

A  file  widi  associated  buffering  is  called  a  stream,  and  is  declared  to  be  a  pointer  to  a  defined  type 
FILE.  fopen(3S)  creates  certain  descriptive  data  for  a  stream  and  returns  a  pointer  to  designate  the 
stream  in  all  further  transactions.  Normally,  fiiere  are  three  open  streams  with  constant  pointers 
declared  in  the  <stdioJi>  include  file  and  associated  with  the  standard  open  files: 

stdin  standard  input  file 
stdout  standard  output  file 
stderr  standard  error  file 

A  constant  NULL  (0)  designates  a  nonexistent  pointer. 

An  integer  constant  EOF  (-1)  is  returned  upon  end-of-file  or  error  by  most  integer  functions  that  deal 
with  streams  (see  the  individual  descriptions  for  details). 

Any  module  that  uses  this  package  must  include  the  header  file  of  pertinent  macro  definitions,  as  fol¬ 
lows: 

#include  <stdio.h> 

The  functions  and  constants  mentioned  in  sections  labeled  3S  of  this  manual  are  declared  in  that 
header  file  ^d  need  no  further  declaration.  The  constants  and  the  following  ‘functions’  are  inq>le- 
mented  as  macros;  redeclaration  of  these  names  is  perilous:  getc,  getchar,  putc,  putchar,  feof,  Terror, 
fileno,  and  clearerr. 

Output  stmams,  with  the  exception  of  the  standard  error  stream  stderr,  are  by  default  buffered  if  the 
output  refers  to  a  file  and  line-buffered  if  the  output  refers  to  a  terminal.  The  standard  etna*  output 
stream  stderr  is  by  default  unbuffered,  but  use  of  fopen(3S)  will  cause  it  to  become  buffered  or  line- 
buffered.  When  an  output  stream  is  unbuffered,  information  is  written  to  the  destination  file  or  termi- 
!  nal  as  soon  as  it  is  output  to  the  stream;  when  it  is  buffered,  many  characters  are  saved  up  and  written 

|  as  a  block.  When  it  is  line-buffered,  each  line  of  output  is  written  to  the  destination  file  or  terminal 

as  soon  as  the  line  is  completed  (that  is,  as  soon  as  a  NEWLINE  character  is  ou^ut  or,  if  the  output 
stream  is  stdout  or  stderr,  as  soon  as  input  is  read  from  stdin).  setbuf(3S),  setbufTer,  setlinebuf,  or 
setvbuf  can  be  used  to  change  the  stream’s  buffering  strategy. 

SEE  ALSO 

open(2V),  close(2),  ]seek(2),  pipe(2),  read(2V),  write(2V),  ctermid(3S),  cuserid(3S),  fclose(3S), 
ferror(3S),  fopen(3S),  fread(3SX  fseek(3S),  getc(3S),  gets(3S),  popen(3S),  printf(3S),  putc(3S), 
puts(3S),  scanf(3S),  setbuf(3S),  system(3),  tmpfile(3S),  tmpnam(3S),  ungetc(3S) 

diaOnositcs 

The  value  EOF  is  returned  uniformly  to  indicate  that  a  FILE  pointer  has  not  been  initialized  with 
fopen,  input  (ouq>ut)  has  been  attempted  on  an  output  (input)  stream,  or  a  FILE  pointer  designates 
corrupt  or  otherwise  unintelligible  FILE  data. 
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BUGS 

The  standard  buffered  functions  do  not  interact  well  with  certain  other  library  and  system  functimis, 
especially  vfork(2). 

NOTES 

The  line  buffering  of  ouQ>ut  to  terminals  is  almost  always  transparent,  but  may  cause  confusion  or 
malfunctioning  of  programs  which  use  standard  I/O  routines  but  use  read(2V)  to  read  from  the  stan¬ 
dard  input,  as  calls  to  read()  do  not  cause  ouq>ut  to  line-buffered  streams  to  be  flushed. 

In  cases  where  a  large  amount  of  computation  is  done  after  printing  part  of  a  line  on  an  output  termi¬ 
nal,  it  is  necessary  to  call  fflush  (see  fclose(3S))  on  the  standard  output  before  performing  the  compu¬ 
tation  so  that  the  ou^ut  will  ^pear. 
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NAME 

String,  sticat,  stmcat,  strdup,  strcmp,  stmcmp,  strcpy,  stmcpy,  strlen,  strchr,  stnchr,  strpbrk,  strspn, 
strcspn,  strtcdr,  in<tex,  rindex  -  string  operations  ' 

SYNOPSIS 

#include  <string.h> 

char  *strcat(sl,  s2) 
char  ■•‘sl,  *s2; 

char  ’»stmcat(sl,  s2,  n) 
char  *sl,  *82; 
int  n; 

char  4^strdup(sl) 
char  *sl; 

int  strcnip(sl,  s2) 
char  *81,  *82; 

int  8tmcnip^l,  82,  n) 
j  char  *8l,  *82; 
int  n; 

char  *8trcpy(8l,  82) 
char  *sl,  *s2; 

char  *8tmcpy(sl,  s2,  n) 
char  *8l,  *82; 
int  n; 

1  int  8trlen(8) 

I  char  *8; 

char  *8trchr(8,  c) 
char  *8; 
int  c; 

char  *8trrchr(8,  c) 
char  *8; 
int  c; 

char  *strpbrk(8l,  82) 
char  *8l,  *82; 

int  8tr8pn(8l,  82) 

!  char  *8l,  *s2; 

int  strcspn(8l,  82) 
char  *8l,  *82; 

char  *8trtok0sl,  s2) 
char  *8l,  *82; 

#include  <8tringsJi> 

I  char  *index(8,  c) 

char  *8,  c; 

char  *rindex(s,  c) 
char  *8,  c; 

DESCRIPTION 

i  These  functions  operate  on  NULL-terminated  strings.  They  do  not  check  for  overflow  of  any  receiving 
string. 
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strcatO  appends  a  copy  of  string  to  the  end  of  string  si.  strncatO  appends  at  most  n  characters. 
Each  returns  a  pointer  to  the  NULL-terminated  result 

strcmpO  compares  its  arguments  and  returns  an  integer  greata*  dian,  equal  to,  or  less  than  0,  acccu'd- 
ing  as  is  lexicographically  greater  than,  equal  to,  or  less  than  s2.  stmcmpO  makes  the  same  com¬ 
parison  but  conq>ares  at  most  n  charta^ters. 

strdupO  returns  a  pointer  to  a  new  string  which  is  a  duplicate  of  the  string  pointed  to  by  si.  The 
space  for  the  new  string  is  obtained  using  malloc(3).  If  the  new  suing  cannot  be  created,  a  NULL 
pointer  is  returned. 

strcpyO  cq>ies  string  s2  to  si,  stopping  after  the  NULL  character  has  been  ct^ied.  strncpyO  copies 
exactly  n  characters,  truncating  or  NULL-padding  s2.  The  result  will  not  be  NULL-terminated  if  the 
length  of  s2  is  n  (v  m<xe.  Each  function  returns  si . 

strlenO  returns  the  number  of  characters  in  s,  not  including  the  NUlX-terminating  character. 

strchrO  (strrchr)  returns  a  pointer  to  the  first  (last)  occurrence  of  character  c  in  string  s,  (b*  a  NULL 
pointer  if  c  does  not  occur  in  the  string.  The  NULL  character  terminating  a  string  is  considered  to  be 
part  of  the  string. 

indexO  (rindex)  returns  a  pointer  to  the  first  Oast)  occurrence  of  character  c  in  string  s,  or  a  NULL 
pointer  if  c  does  not  occur  in  the  string.  These  functions  are  identical  to  strchr()  (strchr)  and  merely 
have  different  names. 

strpbrkO  returns  a  pointer  to  the  first  occurrence  in  string  si  of  any  character  from  string  s2,  or  a 
NULL  pointer  if  no  character  from  s2  exists  in  si. 

strspnO  (strcspn)  returns  the  length  of  the  initial  segment  of  string  si  which  consists  entirely  of  char¬ 
acters  from  (not  from)  string  s2. 

strtokO  ctmsiders  the  string  si  to  consist  of  a  sequence  of  zero  or  more  text  tokens  separated  by 
spans  of  one  or  more  characters  from  the  separator  string  s2.  The  first  calf  (with  pointer  si  specified) 
returns  a  pointer  to  the  first  character  of  the  first  token,  ami  will  have  written  a  NULL  character  into 
si  immediately  following  the  returned  token.  The  function  keeps  track  of  its  position  in  the  string 
between  separate  calls,  so  that  subsequent  calls  (which  must  be  made  with  the  first  argument  a  NULL 
points)  will‘  work  through  the  string  si  immediately  following  that  token.  In  this  way  subsequent 
calls  will  w(»k  through  the  string  si  until  no  tokens  remain.  The  sq>arat(X'  string  s2  may  be  different 
from  call  to  call.  When  no  token  remains  in  si ,  a  NULL  pointer  is  returned. 

NOTE 

For  user  convenience,  all  these  functions,  except  fm  index()  and  rindex,  are  declared  in  the  optional 
<string.h>  header  file.  All  these  functions,  including  index()  and  rindexO  but  excluding  strchr, 
strrchr,  strpbrk,  strspn,  strcspn,  and  strtok,  are  declared  in  the  optional  <strings.h>  include  file; 
these  headers  are  set  this  way  for  backward  compatibility. 

SEE  ALSO 

malloc(3),  bstring(3) 

WARNINGS 

StrcmpO  and  stmcmpO  use  native  character  comparison,  which  is  signed  on  the  Sun,  but  may  be 
unsigned  on  other  machines.  Thus  die  sign  of  the  value  returned  when  one  of  the  characters  has  its 
high-order  bit  set  is  implementation-dependent. 

On  the  Sun  processor,  as  well  as  on  many  other  machines,  you  can  not  use  a  NULL  pointer  to  indicate 
a  NULL  string.  A  NULL  pointer  is  an  error  and  results  in  an  abort  of  the  program.  If  you  wish  to 
indicate  a  NULL  string,  you  must  have  a  pointer  that  points  to  an  explicit  NULL  string.  On  some 
implementations  of  the  C  language  on  some  machines,  a  NULL  pointer,  if  dereferenced,  would  yield  a 
NULL  string;  this  highly  non-portable  trick  was  used  in  some  programs.  Programmers  using  a  NULL 
pointer  to  represent  an  empty  string  should  be  aware  of  this  portability  issue;  even  on  machines  where 
dereferencing  a  NULL  pointer  does  not  cause  an  abort  of  the  program,  it  does  not  necessarily  yield  a 
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NULL  string. 

Character  movement  is  performed  di^erently  in  different  implementations.  Thus  overl^ping  moves 
may  yield  surprises. 
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NAME 

string_to_decimal,  file_to_decinial,  func_to_decimal  -  parse  characters  into  decimal  record 
SYNOPSIS 

#include  <floatingpoint.ii> 

#include  <stdio.h> 

void  string_to_dedmal(pc^max,fortran_conventions,pd,pform,pecIiar) 
char  *+pc; 
int  nmax; 

int  fortranjconventions; 
decimal_record  *pd; 
enum  decimal_string_form  *pform; 
char  **pechar; 

void  file_to_decimal(pc,iimax/ortran_conventioiis,pd,pform,pechar,pf,pnread) 
char  **pc; 
int  nmax; 

int  fortran_conventions; 
decimal_record  ■^pd; 
enum  decimal_string_form  I'pform; 
char  *«pechar; 

FILE  '*pf; 
int  *pnread; 

void  func_to_decimal(pc,nmax,fortran_conventions,pd,pfonn,pechar,pget,pnread,punget) 
char  •♦pc; 
int  nmax; 

int  fortran_conventions; 

decimal_record  •pd; 

enum  decimal_string_form  •pform; 

char  **pechar; 

int  (*pget)(); 

int  *pnreadf 

int  (*punget)(); 

DESCRIPTION 

The  char_to_decimaI  functions  parse  a  numeric  token  from  at  most  nmax  characters  in  a  string  **pc 
or  file  *pf  or  function  (*pget)()  into  a  decimal  record  *pdy  classifying  the  form  of  the  string  in 
*pform  and  *pechar.  The  accepted  syntax  is  intended  to  be  sufficienUy  flexible  to  accomodate  many 
languages: 

whitespace  value 


or 

whitespace  sign  value 

where  whitespace  is  any  number  of  characters  defined  by  isspace  in  /usr/include/ctype.h»  sign  is  either 
of  [+— ],  and  value  can  be  number^  nan^  or  it^,  inf  can  be  INF  (infj'orm)  or  INFINITY  (infinity  Jorm) 
without  regard  to  case,  nan  can  be  NAN  (nan Jorm)  or  NAN(nstring)  (nanstringjorm)  without  regard 
to  case;  nstring  is  any  string  of  characters  not  containing  y  or  NULL;  nstring  is  copied  to  pd->ds  and, 
currently,  not  used  subsequently,  number  consists  of 

significant! 


or 


significant!  efield 
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where  significand  must  contain  cme  or  m<xe  digits  and  may  contain  one  point;  possible  forms  are 


digits 

digits. 

.digits 

digitsMigits 

efield  consist  of 

echar  digits 


(int Jbrm) 

(intdot Jorm) 
(dotfrac_form) 
(intdotfrac Jorm) 


or 

echar  sign  digits 

where  echar  is  one  oS  [Ee],  and  ^gits  contains  one  or  more  digits. 

When  fortran_conventions  is  ncHizoo,  additicHial  input  forms  are  accepted  acctu'ding  to  various  Fortran 
conventicHis: 

0  no  Fortran  convendcms 

1  Fortran  list-directed  input  conventions 

2  Fortran  fcsmatted  input  conventions,  ignore  blanks  (BN) 

3  Fortran  formatted  input  conventions,  blanks  are  zeros  (BZ) 

When  fortran_conventions  is  nonzero,  echar  may  also  be  one  of  [Dd],  and  efield  may  also  have  the 
form 

sign  digits 

When  fortran_conventions>=  2,  blanks  may  t^pear  in  the  digits  strings  for  die  integer,  fraction,  and 
exponent  fields  and  may  ^pear  between  echar  and  the  exponent  sign  and  after  the  infinity  and  NaN 
forms.  If  fortran_conventions’‘’‘  2,  the  blanks  are  igncued.  When  fortran_conventions=‘=  3,  the 
blanks  that  appear  in  digits  strings  are  interpreted  as  zeros,  and  other  blmiks  are  ignored. 

The  form  of  the  accepted  decimal  string  is  placed  in  *peform.  If  an  efield  is  recognized,  *pechar  is 
set  to  point  to  the  echar. 

On  input,  *pc  points  to  the  begirming  of  a  character  string  buffer  of  length  >=  nmax.  On  output,  *pc 
points  to  a  character  in  (hat  buffer,  one  past  the  last  accqited  character.  string_to_dedmal()  gets  its 
characters  from  the  buffer;  iile_to_deciiiial<)  gets  its  characters  from  and  recOTds  them  in  the 
buffer,  and  places  a  null  after  the  last  character  read.  func_to_decimal()  gets  its  characters  from  an 
int  functi(Bi  (*pget)(  ). 

The  scan  continues  until  no  more  characters  could  possibly  fit  the  acceptable  syntax  or  until  nmax 
characters  have  been  scanned.  If  the  nmax  limit  is  not  reached  then  at  least  one  extra  character  will 
usually  be  scanned  that  is  not  part  of  the  accepted  syntax.  fiIe_to_decimal()  and  fuiic_to_decimal() 
set  *pnread  to  the  number  of  characters  read  from  the  file;  if  greater  than  ranax,  some  characters  were 
lost  If  no  characters  were  lost,  liIe_to_decimal()  and  func_to_decimaI()  atten^t  to  push  back,  with 
ungetc(3S)  tx  (*punget)(),  as  many  as  possible  of  the  excess  characters  read,  adjusting  *pnread 
acctH'dingly.  If  dl  unget  calls  are  successful,  then  **pc  will  be  NULL.  No  push  back  wiU  be 
attempted  if  (*punget)()  is  NULL. 

Typical  declarations  for  ^^pgetO  and  -^pungetO  are: 
int  xgetO 
{...  } 

int  (*pget)()  =  xget  ; 
int  xunget(c) 
char  c  ; 

int  (*punget)()  =  xunget  ; 
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If  no  valid  number  was  detected,  pd->fpclass  is  set  to  fpjsignaling,  *pc  is  unchanged,  and  *pform  is 
set  to  invalid_form. 

atof  and  strtod(3)  use  string_to_decimal.  scanf(3S)  uses  lile_to_decimaI. 

FILES 

/usr/include/ctype.h 
SEE  ALSO 

scanf(3S),  strtod(3),  angetc(3S) 
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NA»<E 

strtod,  atof  -  ccmvert  string  to  double-precision  number 
SYNOPSIS 

double  strtod(str,  ptr) 
char  ♦str,  ♦•ptr; 

double  atof(str) 
char  *str; 

DESCRIPTION 

strtodO  returns  as  a  double-precisitm  floating-point  number  the  value  represented  by  the  character 
string  pointed  to  by  str.  The  string  is  scanned  up  to  the  first  unrecognized  character,  using 
struig_to_decimal(3),  with  fortran_conventions  set  to  0. 

If  the  value  of  ptr  is  not  (char  '•"i‘)NULL,  a  pointer  to  the  character  terminating  the  scan  is  returned  in 
the  location  pointed  to  by  ptr.  If  no  number  can  be  formed,  *ptr  is  set  to  str,  and  for  historical  com¬ 
patibility,  0.0  is  returned,  although  a  N^  would  better  match  the  IEEE  Hoating-Point  Standard’s 
intent. 

atof(str)  is  equivalent  to  strtod(str,  (char  **)NULL).  Thus,  when  atof(str)  returns  0.0  than  is  no 
way  to  determine  whether  str  contained  a  valid  numerical  string  represoiting  0.0  or  an  invalid  numeri¬ 
cal  string. 

SEE  ALSO 

scanf(3S),  strmg_to_decimal(3) 

DIAGNOSTICS 

Exponent  overflow  and  underflow  produce  the  results  specified  by  the  IEEE  Standard.  In  addition, 
errno  is  set  tt)  ERANGE. 
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NAME 

strtol,  atol,  atoi  -  convert  string  to  integer 
SYNOPSIS 

long  strtol(str,  ptr,  base) 
char  *str,  ♦♦ptr; 
int  base; 

long  atoKstr) 
char  *str; 

int  atoi(str) 
char  *str; 

DESCRIPTION 

strtoIO  returns  as  a  long  integer  the  value  represented  by  the  character  string  pointed  to  by  str.  The 
string  is  scanned  up  to  the  first  character  inconsistent  with  the  base.  Leading  “white-space”  charac¬ 
ters  (as  defined  by  isspaceO  in  ctype(3))  are  ignored. 

If  the  value  of  ptr  is  not  (char  '^'•■)NU1JU  a  pointer  to  the  character  terminating  the  scan  is  returned 
the  location  pointed  to  by  ptr.  If  no  integer  can  be  formed,  that  location  is  set  to  str,  and  zero 
returned. 

If  base  is  positive  (and  not  greater  than  36),  it  is  used  as  the  base  for  conversion.  After  an  optional 
leading  sign,  leading  zeros  are  ignored,  and  “Ox”  or  “OX”  is  ignored  if  base  is  16. 

If  base  is  zero,  the  string  itself  determines  the  base  thusly:  after  an  optional  leading  sign  a  leading 
zero  indicates  octal  conversion,  and  a  leading  “Ox”  or  “OX”  hexadecimid  conversion.  Otherwise, 
decimal  conversion  is  used. 

Truncation  from  long  to  int  can,  of  course,  take  place  upon  assignment  or  by  an  explicit  cast 
atol(r<r)  is  equivalent  to  strtol(rfr,  (char  **)NULL,  10). 
atoi(str)  is  equivalent  to  (int)  strtol(str,  (char  **)NULL,  10). 

SEE  ALSO 

ctype(3),  scanf(3S),  strtod(3) 

BUGS 

OvCTflow  conditions  are  ignored. 
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NAMj: 

st^,  gtty  -  set  and  get  terminal  state 

SYNdPSIS 

#include  <sgtty.h> 

stty(fd,  buf) 
int  fd; 

struct  sgttyb  '*buf; 

gttylfd,  buf) 
int  fd; 

struct  sgttyb  ’•‘buf; 

DESCRIPTION 

This  interface  is  obsoleted  by  ioctl(2). 

sttyO  sets  the  state  of  the  terminal  associated  with  fd.  sttyO  retrieves  the  state  of  the  terminal  asso¬ 
ciated  with/d.  To  set  the  state  of  a  terminal  the  call  must  have  write  pomission. 

The  SttyO  call  is  actually 

ioctl(fd,  TIOCSETP,  buf) 

while  the  sttyO  call  is 

iocfl(fd,  TIOCGETP,  buf) 

See  ioctl(2)  and  ttcompat(4M)  for  an  explanation. 

DIAGNOSTICS 

If  the  call  is  successful  0  is  returned,  otherwise  -1  is  returned  and  the  global  variable  ermo  contains 
the  reason  fcsr  the  failure. 

SEE  i^SO 

ioctl(2),  ttcompat(4M) 


Sun  Release  4.0 


Last  change:  22  November  1987 


1009 


SWAB(3) 


C  LIBRARY  FUNCTIONS 


SWAB  (3) 


NAME 

swab  -  swap  bytes 
SYNOPSIS 

swab(fr<HO,  to,  nbytes) 
char  ^from,  *to; 

DESCRIPTION 

swabO  copies  nbytes  bytes  pointed  to  by  from  to  the  position  pointed  to  by  to,  exchanging  adjacent 
even  and  odd  bytes.  It  is  useful  for  carrying  binary  data  between  high-ender  machines  (IBM  360’ s, 
MC68000’s,  etc)  and  low-endian  machines  (such  as  Sun386i). 

rd>ytes  should  be  evra. 

The  from  and  to  addresses  should  not  overlap  in  portable  programs. 
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SYSLOGO) 


NAMfe 

syslog,  openlog,  closelog,  setlogmask  -  control  system  log 

SYNbPSIS 

#include  <syslog.h> 

openlogOdent,  logopt,  facility) 

I  char  *ident; 

i  syslog(priority,  message,  parameters  , . . ) 
char  ^message; 

closelogO 

setIogmask(maskpri) 

DESCRIPTION 

syslogO  passes  message  to  syslogd(8),  which  logs  it  in  an  appropriate  system  log,  writes  it  to  the  system 
console,  forwards  it  to  a  list  of  users,  or  forwards  it  to  the  syslogd  on  another  host  over  the  network.  The 
message  is  tagged  with  a  priority  of  priority.  The  message  looks  like  a  printf(3S)  string  except  that  %m  is 
replaced  by  the  current  eixOT  message  (collected  from  errno).  A  trailing  NEWLINE  is  added  if  needed. 

Priorities  are  encoded  as  a  facility  and  a  level.  The  facility  describes  the  part  of  the  system  generating  the 
message.  The  level  is  selected  from  an  ordered  list: 

LOG_EMERG  A  panic  condition.  This  is  normally  broadcast  to  all  users. 

LOG_ALERT  A  condition  that  should  be  corrected  immediately,  such  as  a  corrupted 

system  database. 

LOG_CRIT  Critical  conditions,  such  as  hard  device  errors. 

LOG_ERR  Errors. 

LOG_WARNING  Warning  messages. 

LOG_NOTICE  Conditions  that  are  not  error  conditions,  but  that  may  require  special  han¬ 

dling. 

LOG_INFO  Informational  messages. 

j  LOG_DEBUG  Messages  that  contain  information  normally  of  use  only  when  debugging 

a  program. 

If  special  processing  is  needed,  openlogO  can  be  called  to  initialize  the  log  file.  The  parameter  idem  is  a 
string  that  is  prepended  to  every  message,  logopt  is  a  bit  field  indicating  logging  options.  Current  values 
for  logopt  are: 

LOG_PID  Log  the  process  ID  with  each  message.  This  is  useful  for  identifying 

I  specific  daemon  processes  (for  daemons  that  fork). 

i 

LOG_CONS  Write  messages  to  the  system  console  if  they  cannot  be  sent  to  syslogd. 

This  option  is  safe  to  use  in  daemon  processes  that  have  no  controlling 
terminal,  since  syslogO  forks  before  opening  the  console. 

LOG_NDELAY  Open  the  connection  to  syslogd  immediately.  Normally  the  open  is 

delayed  until  the  first  message  is  logged.  This  is  useful  for  programs  that 
need  to  manage  the  order  in  which  file  descriptors  are  allocated. 

I  LOG_NOWAIT  Do  not  wait  for  child  processes  that  have  been  forked  to  log  messages 

I  onto  the  console.  This  option  should  be  used  by  processes  that  enable 

notification  of  child  termination  using  SIGCHLD,  since  syslogO  may  oth¬ 
erwise  block  waiting  for  a  child  whose  exit  status  has  already  been  col¬ 
lected. 
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C  LIBRARY  FUNCTIONS 


SYSLOGO) 


The  facility  parameter  encodes  a  default  facility  to  be  assigned  to  all  messages  that  do  not  have  an  explicit 
facility  already  encoded: 


LOGKERN 

LOGUSER 

LOG_MAIL 

LOG_DAEMON 

LOG_AUTH 

LOG_LPR 

LOG_NEWS 

LOG_UUCP 

LOG_CRON 

LOG_LOCALO-7 


Messages  generated  by  the  kernel.  These  cannot  be  generated  by  any 
user  processes. 

Messages  generated  by  random  user  processes.  This  is  the  default  facil¬ 
ity  identifier  if  none  is  specified. 

The  mail  system. 

System  daemons,  such  as  ftpd(8C),  routed(8C),  etc. 

The  aufiiorization  system:  login(l),  su(l),  getty(8),  etc. 

The  line  printer  spooling  system:  Ipr(l),  lpc(8),  lpd(8),  etc. 

Reserved  for  the  USENET  network  news  system. 

Reserved  for  the  UUCP  system;  it  does  not  currently  use  syslog. 

The  cron/at  facility;  crontab(l),  at(l),  cron(8),  etc. 

Reserved  for  local  use. 


closelog( )  can  be  used  to  close  the  log  file. 

setlogmaskO  sets  the  log  priority  mask  to  maskpri  and  returns  the  previous  mask.  Calls  to  syslogO  with  a 
priority  not  set  in  maskpri  are  rejected.  The  mask  for  an  individual  priority  pri  is  calculated  by  the  macro 
LOG_MASK(p«);  the  mask  for  all  priorities  up  to  and  including  toppri  is  given  by  the  macro 
LOG_UPTO(toppri).  The  default  allows  all  priorities  to  be  logged. 

EXAMPLES 

This  call  logs  a  message  at  priority  LOG_ALERT: 

syslog(LOG_ALERT,  "who:  internal  error  23"); 

The  FTP  daemon  ftpd  would  make  this  call  to  openlogO  to  indicate  that  all  messages  it  logs  should  have 
an  identifying  string  of  ftpd,  should  be  treated  by  syslogd  as  other  messages  from  system  daemons  are, 
should  include  the  process  ID  of  the  process  logging  the  message: 

openlogC'ftpd",  LOG_PID,  LOG_DAEMON); 

Then  it  would  make  the  following  call  to  setlogmaskO  to  indicate  that  messages  at  priorities  from 
LOG_EMERG  through  LOG_ERR  should  be  logged,  but  that  no  messages  at  any  other  priority  should  be 
logged: 

setlogmask(LOG_UPTO(LOG_ERR)); 

Then,  to  log  a  message  at  priority  LOG_INFO,  it  would  make  the  following  call  to  syslog: 

syslog(LOG_INFO,  "Connection  from  host  %d",  CallingHost); 

A  locally-written  utility  could  use  the  following  call  to  syslogO  to  log  a  message  at  priority  LOG_INFO  to 
be  treated  by  syslogd  as  other  messages  to  the  facility  LOG_LOCAL2  are: 

sysIog(LOG_INFO|LOG_LOCAL2,  "error:  %m"); 

SEE  ALSO 

at(l),  crontab(l),  logger(l),  login(l),  Ipr(l),  su(l),  printf(3S),  syslog,conf(5),  cron(8),  ftpd(8C), 
getty(8),  lpc(8),  lpd(8),  routed(8C),  syslogd(8) 
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naiUe 

system  -  issue  a  shell  command 

SYnI^PSIS 

system(string) 
char  ^string; 

DESCRIPTION 

systemO  gives  the  string  to  sh(l)  as  input,  just  as  if  the  string  had  been  typed  as  a  command  from  a 
terminal.  The  current  process  performs  a  wait(2)  system  call,  and  waits  until  the  shell  terminates. 
systemO  then  returns  the  exit  status  returned  by  wait.  Unless  the  the  shell  was  intermpted  by  a  sig¬ 
nal,  its  tamination  status  is  contained  in  the  8  bits  higher  up  from  the  low-order  8  bits  of  the  value 
returned  by  wait. 

SEE  lALSO 

sh(l),  execve(2),  wait(2),  popen(3S) 

DIAtbNOSTICS 

Exit  status  127  (may  be  displayed  as  "32512”)  indicates  the  shell  could  not  be  executed. 
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MISCELLANEOUS  LIBRARY  FUNCTIONS 
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NAME 

termcap,  ^etent,  tgetnum,  tgetflag,  tgetstr,  tgoto,  ^uts  -  terminal  independent  operation  routines 

SYNOPSIS 

char  PC; 
char  ‘^BC; 
char  ♦UP; 
short  ospeed; 

tgetent(bp,  name) 
char  ♦bp,  ♦name; 

tgetnum  (id) 
char  ♦id; 

tgetflag  (W) 
char  ♦id; 

char  ♦ 

tgetstr(id,  area) 
char  ♦id,  ♦♦area; 

char  ♦ 

tgoto(cm,  destcol,  destline) 
char  ♦cm; 

tputs(cp,  alTcnt,  outc) 
register  char  ♦cp; 
int  affcnt; 
int(^outc)(); 

DESCRIPTION 

These  functions  extract  and  use  capabilities  from  the  terminal  capability  data  base  termcap(S).  These  are 
low  level  routines;  see  curses(3X)  for  a  higher  level  package. 

tgetentO  extracts  the  entry  for  terminal  name  into  the  bp  buffer,  with  the  current  size  of  the  tty  (usually  a 
win^w).  This  allows  pre-SunWindows  programs  to  run  in  a  window  of  arbitrary  size,  bp  should  be  a 
character  buffer  of  size  1024  and  must  be  retained  through  all  subsequent  calls  to  tgetnum,  tgetflag,  and 
tgetstr.  tgetentO  returns  -1  if  it  cannot  open  the  termcapO  file,  0  if  the  terminal  name  given  does  not 
have  an  entry,  and  1  if  all  goes  well.  It  will  look  in  the  environment  for  a  TERMCAP  variable.  If  found, 
and  the  value  does  not  begin  with  a  slash,  and  the  terminal  type  name  is  the  same  as  the  environment  string 
TERM,  the  TERMCAP  String  is  used  instead  of  reading  the  termcap  file.  If  it  does  begin  with  a  slash,  the 
string  is  used  as  a  path  name  rather  than  /etc/termcap.  This  can  speed  up  entry  into  programs  that  call 
tgetent,  as  well  as  to  help  debug  new  terminal  descriptions  or  to  make  one  for  your  terminal  if  you  cannot 
write  the  file  /etc/termcap.  Note:  if  the  window  size  changes,  the  “lines”  and  “columns”  entries  in  bp 
are  no  longer  correct.  See  the  SunView  1  Programmer’s  Guide  for  details  regarding  [how  to  handle]  this. 

tgetnumO  gets  the  numeric  value  of  capability  ID,  returning  -1  if  is  not  given  for  the  terminal.  tgetflagO 
returns  1  if  the  specified  capability  is  present  in  the  terminal’s  entry,  0  if  it  is  not.  tgetstr( )  gets  the  string 
value  of  capability  ID,  placing  it  in  the  buffer  at  area,  advancing  the  area  pointer.  It  decodes  the  abbrevia¬ 
tions  fru*  this  field  described  in  termcap(5),  except  for  cursor  addressing  and  padding  information. 
tgetstr( )  returns  the  string  pointer  if  successful.  Otherwise  it  returns  zero. 
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tgotoO  returns  a  cursor  addressing  string  decoded  from  cm  to  go  to  column  destcol  in  line  destline.  It  uses 
the  external  variables  UP  (from  the  up  capabiliQ^)  and  BC  (if  be  is  given  rather  than  bs)  if  necessary  to 
avoid  placing  \n,  or  in  the  returned  string.  (Programs  which  call  tgoto()  should  be  sure  to  turn  off 
the  XTABS  bit(s)3ince  tgoto( )  may  now  output  a  tab.  Note:  programs  using  termcap(  )  should  in  general 
turn  off  XTABS  anyway  since  some  terminals  use  'I  (CTRL-I)  for  other  functions,  such  as  nondestructive 
space.)  If  a  %  sequence  is  given  which  is  not  understood,  then  tgoto( )  returns  OOPS. 

tputsO  decodes  the  leading  padding  information  of  the  string  cp',  effent  gives  the  number  of  lines  affected 
by  the  operation,  1  if  this  is  not  applicable,  outc  is  a  routine  which  is  called  with  each  character  in  turn, 
llie  external  variable  ospeed  should  contain  the  encoded  output  speed  of  the  terminal  as  described  in 
tty(4).  The  external  variable  PC  should  contain  a  pad  character  to  be  used  (from  the  pc  capability)  if  a 
NULL  (*@)  is  inappropriate. 

FILElS 

/usr/lib/libtenncap,a  -Itermcap  library 
/etc/termcap  data  base 

SEE  ALSO 

ex(l),  curses(3X),  tty(4),  termcap(S) 
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NAME 

time,  ftitne  -  get  date  and  time 
SYNOPSIS 

^include  <sys/typesJi> 

#inclade  <sys/timeb.h> 

time_t  timeofday  =  time((time_t  *)0) 
time_t  timeofday  =  time(tloc) 
time_t  *tloc; 

ftime(tp) 
struct  timeb  *tp; 

DESCRIPTION 

timeO  returns  the  time  since  00:00:00  GMT,  Jan.  1,  1970,  measured  in  seconds. 

If  tloc  is  non-NULL,  the  return  value  is  also  stored  in  the  place  to  which  tloc  points. 

The  ftime<)  entry  fills  in  a  structure  pointed  to  by  its  argument,  as  defined  by  <sys/timeb.h>: 
struct  timeb 
{ 

time_t  time; 
unsigned  short  millitm; 
short  timezone; 
short  dstflag; 

}; 

The  structure  contains  the  time  since  the  epoch  in  seconds,  up  to  1000  milliseconds  of  mote-precise 
interval,  die  local  time  zone  (measured  in  minutes  of  time  westward  from  Greenwich),  aiul  a  flag  that, 
if  nonzero,  indicates  that  Daylight  Saving  time  applies  locally  during  the  ^proiniate  part  of  the  year. 

SEE  ALSO 

date(lV),  gettuneofday(2),  ctime(3) 
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NAME 

times  -  get  process  times 
SYNOPSIS 

#include  <sys/types.h> 
#include  <sys/times.h> 

times(bufTer) 
struct  tms  ’•‘bulTer; 


DES 


CRIPTION 


This  interface  is  obsoleted  by  getrusage(2). 


timesO  returns  time-accounting  information  for  the  cunent  process  and  for  the  terminated  child 
IHXx:esses  of  the  current  process.  All  times  are  in  1/HZ  sectmds,  where  HZ  is  60. 


This  is  the  structure  returned  by  times: 
struct  tms  { 

time_t  tms_utime; 
time_t  tms_stime; 
time_t  tms_cutime; 
time_t  tms_cstime; 

}; 


/*  user  time  */ 

/•  system  time  */ 

I*  user  time,  children  *! 

I*  system  time,  children  */ 


The  children’s  times  are  the  sum  of  the  children’s  process  times  and  their  children’s  times. 


SEE 


ALSO 


time(lV),  getrusage(2),  wait(2),  time(3C) 
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NAME 

timezcHie  -  get  time  zone  name  given  offset  from  GMT 
SYNOPSIS 

char  *timezone(zone,  dst) 

DESCRIPTION 

timezoneO  attempts  to  return  the  name  of  the  time  zone  associated  with  its  first  argument,  which  is  meas¬ 
ured  in  minutes  westward  from  Greenwich.  If  the  second  argument  is  0,  the  standard  name  is  used,  other¬ 
wise  the  Daylight  Savings  Time  version.  If  the  required  name  does  not  appear  in  a  table  built  into  the  rou¬ 
tine,  the  difference  from  GMT  is  produced;  for  instance,  in  Afghanistan  ‘timezone(-(60*4+30),  0)’  is 
appropriate  because  it  is  4:30  ahead  of  GMT  and  the  string  GMT+4:30  is  produced. 

Note:  the  offset  westward  from  Greenwich  and  an  indication  of  whether  Daylight  Savings  Time  is  in  effect 
may  not  be  sufficient  to  detomine  the  name  of  the  time  zone,  as  the  name  may  differ  between  different 
locations  in  the  same  tin»  zone.  Instead  of  using  timezone( )  to  determine  the  name  of  the  time  zone  for  a 
given  time,  that  time  should  be  converted  to  a  ‘  struct  tm’  using  localtime  (see  ctime(3))  and  the  tmjone 
field  of  that  structure  should  be  used.  timezone( )  is  retained  for  compatibility  with  existing  programs. 

SEE  ALSO 

ctime(3) 
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NAME 


tmpfile  -  create  a  temporary  file 


SYNQPSIS 

#include  <stdio.h> 

FILE  '^tmpfileO 
DESCRIPTION 

tmpfileO  oeates  a  tenqwrary  file  using  a  name  generated  by  tmpnam(3S),  and  returns  a  correspond¬ 
ing  FILE  pointer.  If  the  file  cannot  be  opened,  an  error  message  is  printed  using  peiTor(3),  and  a 
NULL  pointer  is  returned.  The  file  will  automatically  be  deleted  when  the  process  using  it  terminates. 
The  file  is  opened  for  update  (“w+”). 


SEE 


ALSO 


creat(2),  iuiUiik(2),  fopen(3S),  mktemp(3),  perror(3),  tmpnam(3S) 
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NAME 

tn^nam,  tempnam  -  create  a  name  fcff  a  tenqjorary  file 

SYNOPSIS 

^include  <stdioJi> 

char  *tmpnam  (s) 
char  <‘s; 

char  ^tempnam  (dir,  phc) 
char  ♦dir,  *pfx; 

DESCRIPTION 

These  functions  generate  file  names  that  can  safely  be  used  for  a  temporary  file. 

tmpnamO  always  generates  a  file  name  using  the  path-i»efix  defined  as  P_tmpdir  in  the  <stdioJi> 
header  file.  If  ^  is  NULL,  tmpnam()  leaves  its  result  in  an  internal  static  area  and  returns  a  pointer  to 
that  area.  The  next  call  to  tmpnam()  will  destroy  the  contents  of  the  area.  If  s  is  not  NULL,  it  is 
assumed  to  be  the  address  of  an  array  of  at  least  L_tmpnam  bytes,  where  L_tmpnam  is  a  ccmstant 
defined  in  <stdioJi>;  tmpnam()  places  its  result  in  that  array  and  returns  s. 

tempnamO  allows  the  usar  to  control  the  choice  of  a  directory.  The  argument  dir  points  to  the  name 
of  the  directory  in  which  the  file  is  to  be  created.  If  dir  is  NULL  or  points  to  a  string  which  is  not  a 
name  for  an  appropriate  directtxy,  the  path-prefix  defined  as  P_tmpdir  in  die  <stdioJi>  header  file  is 
used.  If  that  directory  is  not  accessible,  /tmp  will  be  used  as  a  last  resort  This  entire  sequence  can 
be  up-staged  by  providing  an  environment  variable  TMPDIR  in  the  user’s  environment  whose  value  is 
the  name  of  the  desired  tenqx>rary-file  directory. 

Many  triplications  prefer  their  temporary  files  to  have  certain  favorite  initial  letter  sequences  in  their 
names.  Use  the  pfx  argument  for  diis.  This  argument  may  be  NULL  or  point  to  a  string  of  up  to  five 
chartuiters  to  be  used  as  the  first  few  characters  of  the  temporary-file  name. 

tempnamO  uses  malloc  to  get  space  for  the  constructed  file  name,  and  returns  a  pointer  to  this  area. 
Thus,  any  pointer  value  returned  from  tempnamO  may  serve  as  an  argument  to  free  (see  manoc(3)). 
If  tempnam( )  caimot  return  the  expected  result  for  any  reason,  that  is,  malloc  failed,  or  none  of  the 
above  mentioned  attempts  to  find  an  appropriate  directory  was  successful,  a  NULL  pointer  will  be 
returned. 

NOTES 

These  functions  generate  a  different  file  name  each  time  they  are  called. 

Files  created  using  these  functions  and  either /open  or  creat  are  temporary  only  in  the  sense  that  they 
reside  in  a  directory  intended  for  temporary  use,  and  their  names  are  unique.  It  is  the  user’s  responsi¬ 
bility  to  use  unlink(2)  to  remove  the  file  when  its  use  is  ended. 

SEE  ALSO 

creat(2),  unlink(2),  fopen(3S),  maIloc(3),  mktemp(3),  tmpfile(3S) 

BUGS 

If  called  more  than  17,576  times  in  a  single  process,  these  functions  will  start  recycling  previously 
used  names. 

Between  the  time  a  file  name  is  created  and  the  file  is  opened,  it  is  possible  for  some  other  process  to 
create  a  file  with  the  same  name.  This  can  never  happen  if  that  other  process  is  using  these  functions 
or  mktemp,  and  the  file  names  are  chosen  so  as  to  render  duplication  by  other  means  unlikely. 
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NAIV^E 

tsearch,  tfind,  tdelete,  twalk  -  manage  binary  search  trees 

SYNdPSIS 

^include  <search.h> 

char  ’•‘tsearch  ((char  *)  key,  (char  **)  rootp,  compar) 
int  ('*c<HnparX  ); 

char  *tfind  ((char  *)  key,  (char  rootp,  crnnpar) 
int  (*comparX  ); 

char  ^tdelete  ((char  *)  key,  (char  *■»)  rootp,  compar) 
int  (♦comparX  ); 

void  twalk  ((char  *)  root,  action) 
void  (■•‘action)( ); 

des<::ription 

tsearch,  tfind,  tdelete,  and  twalk()  are  routines  for  manipulating  binary  search  trees.  They  are  gen¬ 
eralized  from  Knuth  (6.2.2)  Algorithms  T  and  D.  All  compariscms  are  done  with  a  user-supplied  rou¬ 
tine.  This  routine  is  called  with  two  arguments,  the  pointers  to  the  elements  being  conqjared.  It 
returns  an  integer  less  dian,  equal  to,  or  greater  than  0,  according  to  whether  the  first  argument  is  to 
be  considered  less  than,  equal  to  or  greater  than  the  second  argument  The  conq>arison  function  need 
not  compare  every  byte,  so  arbitrary  data  may  be  contained  in  the  elements  in  addition  to  the  values 
being  compared. 

tsearchO  is  used  to  build  and  access  the  tree,  key  is  a  pointer  to  a  datum  to  be  accessed  or  stored. 
If  there  is  a  datum  in  the  tree  equal  to  *key  (the  value  pointed  to  by  key),  a  pointer  to  this  found 
datum  is  returned.  Otherwise,  *key  is  inserted,  and  a  pointer  to  it  returned.  Only  pointers  are  copied, 
so  the  calling  routine  must  store  the  data,  rootp  points  to  a  variable  that  points  to  the  root  of  the  tree. 
A  NULL  value  for  the  variable  pointed  to  by  rootp  denotes  an  empty  tree;  in  this  case,  the  variable 
will  be  set  to  point  to  the  datum  which  will  be  at  the  root  of  the  new  tree. 

Like  tsearch,  tfind()  will  search  fw  a  datum  in  the  tree,  returning  a  pointer  to  it  if  found.  However, 
if  it  is  not  found,  tfind()  will  return  a  NULL  pointer.  The  aiguments  for  tfind()  are  the  san^  as  for 
tsearch. 

tdelete()  deletes  a  node  from  a  binary  search  tree.  The  aiguments  are  the  same  as  for  tsearch.  The 
variable  pointed  to  by  rootp  will  be  changed  if  the  deleted  node  was  the  root  of  the  tree.  tdelete() 
returns  a  points:  to  the  parent  of  the  deleted  node,  or  a  NULL  pointer  if  the  node  is  not  found. 

twalkO  traverses  a  binary  search  tree,  root  is  the  root  of  the  tree  to  be  traversed.  (Any  node  in  a 
tree  may  be  used  as  the  root  for  a  walk  below  that  node.)  action  is  the  name  of  a  routine  to  be 
invoked  at  each  node.  This  routine  is,  in  turn,  called  with  three  arguments.  The  first  argument  is  the 
address  of  the  node  being  visited.  The  second  argument  is  a  value  from  an  enumeration  data  type 
typedef  enum  {  preorder,  postorder,  endorder,  leaf  }  VISIT;  (defined  in  the  <search.h>  header  file), 
depending  on  whether  this  is  the  first,  second  or  third  time  that  the  node  has  been  visited  (during  a 
depth-first,  left-to-right  traversal  of  the  tree),  or  whether  the  node  is  a  leaf.  The  third  argument  is  the 
level  of  the  node  in  the  tree,  with  the  root  being  level  zero. 

The  pointers  to  the  key  and  the  root  of  the  tree  should  be  of  type  pointer-to-element,  and  cast  to  type 
pointer-to-character.  Similarly,  although  declared  as  type  pointer-to-character,  the  value  returned 
should  be  cast  into  type  pointer-to-element 

EXAMPLE 

The  following  code  reads  in  strings  and  stores  structures  containing  a  pointer  te  each  string  and  a 
count  of  its  length.  It  th»i  walks  the  tree,  printing  out  the  stored  strings  and  their  lengths  in  alphabet¬ 
ical  order. 


Sun  kelease  4.0  Last  change:  6  October  1987  1021 


TSEARCHO) 


C  LffiRARY  FUNCTIONS 


TSEARCH(3) 


#indude  <search.]i> 

#mclude  <stdio.li> 

struct  node  {  I*  pointers  to  these  are  stored  in  the  tree  *! 

char  ^string; 
int  length; 

}; 

char  string_space[10000];  I*  space  to  store  strings  *! 
struct  node  nodes[500];  I*  nodes  to  store  *! 

struct  node  *root  =  NULL;  I*  this  points  to  the  root  *! 

main( ) 

{ 

char  *strptr  =  string_space; 

struct  node  *nodeptr  =  nodes; 

void  print_node( ),  twalk( ); 

int  i  =  0,  node_compare( ); 

while  (gets(strptr)  !=  NULL  &&  i++  <  500)  { 

/*  set  node  */ 
nodeptr->string  =  strptr; 
nodeptr->length  =  strlen(strptr); 

I*  put  node  into  the  tree  *! 

(void)  tsearch((char  «)nodeptr,  &root, 
node_compare); 

I*  adjust  pointers,  so  we  don’t  overwrite  tree  *! 

strptr  +=  nodeptr->length  +  1; 

nodeptr'f+; 

} 

twaIk(root,  print_node); 

} 

/♦ 

This  routine  compares  two  nodes,  based  on  an 
alphabetical  ordering  of  the  string  field. 

*1 

int 

node_compare(nodel,  node!) 
struct  node  ’^nodel,  *node2; 

{ 

,  return  strcmp(nodel->string,  node2->string); 

} 

/* 

This  routine  prints  out  a  node,  the  first  time 
twalk  encounters  it. 

*1 

void 

print_node(node,  order,  level) 
struct  node  **node; 

VISIT  order; 
int  level; 

{ 

if  (order  ==  preorder  ||  order  ==  leal)  { 

(void)printf(”string  =  %20s,  length  =  %d\n'', 

(  (♦*node)->string,  (♦node)->length); 

} 

} 
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SEE  ALSO 

bsearch(3),  lisearch(3),  lsearch(3) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  by  tsearch()  if  there  is  not  enough  space  available  to  create  a  new  node. 

A  NULL  pointer  is  returned  by  (search,  tfind()  and  tdelete()  if  rootp  is  NULL  on  entry. 

If  the  datum  is  found,  both  tsearch()  and  tfindO  return  a  point«^  to  it  If  not  tfind()  returns  NULL, 
and  tsearchO  returns  a  pointer  b)  the  inserted  item. 

WARNINGS 

The  root  aigument  to  twalk()  is  one  level  of  indirection  less  than  the  rootp  arguments  to  tsearch() 
and  (delete. 

There  are  two  nomenclatures  used  to  refer  to  the  order  in  which  tree  nodes  are  visited.  tsearch() 
uses  pteorder,  postotda*  and  endorder  to  respectively  refer  to  visdng  a  node  before  any  of  its  children, 
after  its  left  child  and  before  its  right,  and  aft^  both  its  children.  The  alternate  nomenclature  uses 
preorder,  inorder  and  postorder  to  lefo*  to  the  same  visits,  which  could  result  in  some  confusion  over 
the  n^aning  of  postor^. 

BUGS 

If  the  calling  function  alters  the  pointer  to  the  root,  results  are  unpredictable. 
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NAME 

tlyname,  isatty  -  find  name  of  a  terminal 
SYNOPSIS 

char  «ttyname(filedes) 
isattyCfiledes) 

DESCRIPTION 

ttynameO  returns  a  points:  to  the  NULL-terminated  path  name  of  die  terminal  device  associated  with 
file  descriptor  filedes. 

isattyO  returns  1  if  filedes  is  associated  with  a  terminal  device,  0  odierwise. 

FILES 

/dev/* 

SEE  ALSO 

ioctl(2),  ttytab(5) 

DIAGNOSTICS 

ttynameO  returns  a  NULL  pointer  if  filedes  does  not  describe  a  terminal  device  in  directtxy  /dev. 

BUGS 

The  return  value  points  to  static  data  whose  content  is  overwritten  by  each  calL 
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NAME 

ttyslot  -  find  the  slot  in  the  utmp  file  of  the  ciurent  process 

SYNOPSIS 

ttyslotO 


DESCRIPTION 


ttyslotO  returns  the  index  of  the  current  user’s  entry  in  the  /etc/utmp  file.  This  is  accon:q)lished  by 
actually  scanning  the  file  /etc/ttys  for  the  name  of  the  t^tninal  associated  with  the  standard  input,  the 
standard  output,  or  the  error  ou^ut  (0,  1  at  2). 


FILES 


/etc/ttys 

/etc/utmp 


DIAGNOSTICS 


A  value  of  0  is  returned  if  an  error  was  encountered  while  searching  for  the  terminal  name  or  if  nrnie 
of  the  above  file  descriptca^  is  associated  with  a  terminal  device. 
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NAME 

ualarm  -  schedule  signal  after  interval  in  microseconds 
SYNOPSIS 

unsigned  ualami(value,  interval) 
unsigned  value; 
unsigned  interval; 

DESCRIPTION 

This  is  a  simplified  interface  to  setitimer  (see  getitimer(2)). 

ualarmO  sends  signal  SIGALRM,  see  signal(3),  to  the  invoking  process  in  a  number  of  microseconds 
given  by  the  value  argument.  Unless  caught  or  ignored,  the  signtd  terminates  the  process. 

If  the  interval  argument  is  non-zero,  the  SIGALRM  signal  will  be  sent  to  the  process  every  interval 
microseconds  after  the  timer  expires  (for  instance,  after  value  microseconds  have  passed). 

Because  of  scheduling  delays,  resumption  of  execution  of  when  the  signal  is  caught  may  be  delayed 
an  arbitrary  amount  The  longest  specifiable  delay  time  is  2147483647  microseconds. 

The  return  value  is  the  amount  of  time  previously  remaining  in  the  alarm  clock. 

SEE  ALSO 

getituner(2),  sigpause(2),  sigvec(2),  aIarm(3C),  signal(3),  sleep(3),  usleep(3) 
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NAME 


ulimit  -  get  and  set  user  limits 


SYNOPSIS 


long  ulimit(cmd,  newlimit) 
int  cmd; 
long  newlimit; 


DESCRIPTION 


This  function  is  included  for  System  V  conq)atibility. 


This  routine  provides  for  control  over  process  limits.  The  cmd  values  available  are: 

1  Get  the  p'ocess’s  file  size  limit  The  limit  is  in  units  of  512-byte  blocks  and  is  inher¬ 
ited  by  child  processes.  Files  of  any  size  can  be  read. 

2  Set  the  process’s  file  size  limit  to  the  value  of  newlimit.  Any  process  may  decrease 
this  limit,  but  only  a  process  with  an  effective  user  ID  of  super-user  may  increase  the 
limit  ulimitO  will  fail  and  the  limit  will  be  unchanged  if  a  process  wiA  an  effective 
user  ID  other  than  the  super-user  attempts  to  increase  its  file  size  limit 

3  Get  the  maximum  possible  break  value.  See  brk(2). 

4  Get  the  size  of  the  process’  file  descriptor  table,  as  returned  by  getdtablesize(2). 


RETURN  VALUE 


Upon  successful  completion,  a  non-negative  value  is  returned.  Otherwise  a  value  of  -1  is  returned 
and  errno  is  set  to  indicate  the  error. 


ERRORS 

The  following  error  codes  may  be  set  in  errno: 

EPERM  A  user  other  than  the  super-user  attempted  to  increase  the  file  size  limit. 

SEE  ALSO 

brk(2),  getdtablesize(2),  getrlimit(2),  write(2V) 
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NAME 

ungetc  -  push  character  back  into  input  stteam 

SYNOPSIS 

#include  <stdio.h> 

ungetc(c,  stream) 

FILE  ^stream; 

DESCRIPTION 

ungetcO  pushes  the  character  c  back  onto  an  input  stream.  That  character  will  be  returned  by  the 
next  getcO  call  on  that  stream.  ungetcC)  returns  c,  and  leaves  the  file  stream  unchanged. 

One  character  of  pushback  is  guaranteed  provided  something  has  been  read  from  the  stream  and  the 
stream  is  actually  buffered.  In  the  case  that  stream  is  stdin,  one  character  may  be  pushed  back  onto 
the  buffer  without  a  previous  read  statement 

If  c  equals  EOF,  ungetcO  does  nothing  to  the  buffer  and  returns  EOF. 

An  fseek(3S)  erases  all  memory  of  pushed  back  characters. 

SEE  ALSO 

fseek(3S},  getc(3S),  setbuf(3S) 

DIAGNOSTICS 

ungetcO  returns  EOF  if  it  cannot  push  a  character  back. 
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NAWE 

usleep  -  suspend  execution  for  interval  in  microseconds 

SYNOPSIS 

usleep(iiseconds) 
unsigned  useconds; 

DESCRIPTION 

Suspend  the  current  process  fa:  the  number  of  microseconds  specified  by  the  argument  The  actual 
suspension  time  may  be  an  arbitrary  amount  longer  because  of  other  activity  in  the  system,  or  because 
of  the  time  spent  in  processing  the  call. 

The  routine  is  implemented  by  setting  an  interval  timer  and  pausing  until  it  occurs.  The  previous  state 
I  of  this  timer  is  saved  and  restored.  If  the  sleep  time  exceeds  the  time  to  the  expiration  of  the  previ¬ 
ous  timer,  tfie  process  sleeps  only  until  the  signal  would  have  occurred,  and  the  signal  is  sent  a  short 
I  time  later. 

j  This  routine  is  implemented  using  setitimer  (see  getitimer(2));  it  requires  eight  system  calls  each  time 
it  is  invoked.  A  similar  but  less  compatible  function  can  be  obtained  with  a  single  select(2);  it  would 
not  restart  after  signals,  but  would  not  interfere  with  other  uses  of  setitimer. 

seeIalso 

getitimer(2),  sigpause(2),  alarm(3Q,  sleep(3),  ualarm(3) 
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NAME 

utin»  -  set  file  tiines 
SYNOPSIS 

#include  <sys/types.h> 

int  utime(file,  timep) 
char  *file; 
time_t  *timep; 

DESCRIPTION 

utimeO  sets  the  access  and  modification  times  of  the  file  named  by  file. 

If  the  timep  argument  is  NULL,  the  access  and  modification  times  are  set  to  die  current  time.  A  pro¬ 
cess  must  be  the  owner  of  the  file  or  have  write  permission  for  the  file  to  use  utimeO  in  this  manner. 

If  the  timep  argument  is  not  NULL,  it  is  assumed  to  point  to  an  array  of  two  values.  The 

access  dnte  is  set  to  the  value  of  the  first  member,  and  the  modification  time  is  set  to  the  value  of  the 
second  member.  The  times  contained  in  thtd  array  are  measured  in  seconds  since  00:00:00  GMT  Jan 
1,  1970.  Only  the  owner  of  the  file  or  the  super-user  may  use  utimeO  in  this  manner. 

In  either  case,  the  “inode-changed”  time  of  the  file  is  set  to  the  current  time. 

RETURN  VALUE 

Upon  successful  completion  a  value  of  0  is  returned.  Otherwise,  a  value  of  -1  is  returned  and  errno 
is  set  to  indicate  the  error. 

ERRORS 

UtimeO  will  fail  if  one  or  more  of  the  following  are  true; 

ENOTDIR  A  component  of  the  path  prefix  of  file  is  not  a  directory. 

ENAMETOOLONG  ITre  length  of  a  component  of  file  exceeds  255  characters,  or  the  length  of  file 

exceeds  1023  characters. 

ENOENT  ITie  file  referred  to  by  file  does  not  exist 

E  ACCESS  Search  permission  is  denied  ftn*  a  component  of  the  path  prefix  of  file. 

ELCXDP  Too  many  symbolic  links  were  aicoimtered  in  translating  file. 

EPERM  The  effective  user  ID  of  the  process  is  not  super-user  and  not  the  owtrer  of  the 

file,  and  timep  is  not  NULL. 

EACCESS  The  effective  user  ID  is  not  super-use"  and  not  the  owne  of  the  file,  write  per¬ 

mission  is  denied  for  the  file,  and  timep  is  NULL. 

EIO  An  I/O  error  occurred  while  reading  from  or  writing  to  the  file  system. 

ER^S  The  file  system  containing  the  file  is  mounted  read-only. 

EFAULT  file  or  timep  points  outside  the  p’ocess’s  allocated  address  space. 

SEE  ALSO 

stat(2),  utimes(2} 
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NAME 

values  -  machine-dependent  values 

SYNOPSIS 

#mclude  <values.h> 


VALUES  (3) 


DESCRIPTION 

This  file  contains  a  set  of  manifest  constants,  conditionally  defined  for  particular  processor  architec¬ 
tures. 

The  model  assumed  for  integers  is  binary  representation  (one’s  or  two’s  complement),  where  the  sign 
is  represented  by  the  value  of  the  high-order  bit. 

BlTS(fyp«)  The  number  of  bits  in  a  specified  type  (for  instance,  int). 

HIBITS  The  value  of  a  short  integer  with  cmly  the  high-order  bit  set  (in  most  imple¬ 

mentations,  0x8000). 

HIBITL  The  value  of  a  long  integer  with  only  the  high-order  bit  set  (in  most  imple¬ 

mentations,  0x80000000). 

HIBm  The  value  of  a  regular  integer  with  only  the  high-ord^  bit  set  (usually  the 

same  as  HIBITS  or  HIBITL). 

MAXSHORT  The  maximum  value  of  a  signed  short  integer  (in  most  implementations, 

0x7FFF  s  32767). 

MAXLONG  The  maximum  value  of  a  signed  long  integer  (in  most  implementations, 

0x7FFFFFFF  s  2147483647). 

MAXINT  The  maximum  value  of  a  signed  regular  integer  (usually  the  same  as  MAX- 

SHORT  or  MAXLONG). 


MAXFLOAT 

LN_MAXFLOAT 

MAXDOUBLE 

LNMAXDOUBLE 

MINFLOAT 

LN_MINFLOAT 

MINDOUBLE 

LN_MINDOUBLE 

FSIGNIF 

DSIGNIF 


The  maximum  value  of  a  single-precision  floating-point  number,  and  its  natural 
logarithm. 


The  maximum  value  of  a  double-precision  floating-point  number,  and  its 
natural  logarithm. 


The  minimum  positive  value  of  a  single-precision  floating-point  number,  and 
its  natural  logarithm. 


The  minimum  positive  value  of  a  double-precision  floating-point  number,  and 
its  natural  logarithm. 

The  number  of  significant  bits  in  the  mantissa  of  a  single-precision  floating¬ 
point  number. 

The  number  of  significant  bits  in  the  mantissa  of  a  double-precision  floating¬ 
point  number. 


FILES 


/usr/include/values.h 


SEE 


ALSO 


intro(3),  intro(3M) 
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NAME 

varargs  -  handle  variable  argument  list 
SYNOPSIS 

tinclude  <varargsJi> 
function(va_aIist)  va_dcl 
va_list  pvar  ; 
va_start 

f  =  va_arg(pvar,  type); 
va_end(pvar); 

DESCRIPTION 

This  set  of  macros  provides  a  means  of  writing  portable  procedures  that  accept  variable  argument  lists. 
Routines  having  variable  argument  lists  (such  as  printf(3S))  but  do  not  use  varargsO  are  inherently 
nonportable,  since  different  machines  use  different  argument  passing  conventions.  Routines  with  vari¬ 
able  arguments  lists  must  use  varargsO  functions  in  order  to  run  correctly  on  Sun-4  systems. 

va_alist  is  used  in  a  function  header  to  declare  a  variable  argument  list 
va_dd  is  a  declaration  for  va_alist.  No  semicolon  should  follow  vajdcl. 

va_list  is  a  type  defined  for  the  variable  used  to  traverse  the  list  One  such  variable  must  always  be 
declared. 

va_start(pvar)  is  called  to  initialize  pvar  to  the  beginning  of  the  list 

va_arg(pvar,  type)  will  return  the  next  argument  in  the  list  pointed  to  by  pvar.  The  parameter  type  is 
a  type  name  such  that  the  type  of  a  pointer  to  an  object  that  has  the  specified  type  can  be  obtained 
simply  by  appending  a  *  to  type.  If  type  disagrees  with  the  type  of  the  actual  next  argument  (as  pro¬ 
moted  according  to  the  default  argument  promotions),  the  behavior  is  undefined. 

In  standard  C,  arguments  that  are  char  or  short  are  converted  to  int  and  should  be  accessed  as  int, 
arguments  that  are  unsigned  char  or  unsigned  short  are  converted  to  unsigned  int  and  should  be 
accessed  as  unsigned  int,  and  arguments  that  are  float  are  converted  to  double  and  should  be 
accessed  as  double.  Different  types  can  be  mixed,  but  it  is  up  to  the  routine  to  know  what  type  of 
argument  is  expected,  since  it  cannot  be  determined  at  runtime. 

va_end(pvar)  is  used  to  finish  up. 

Multiple  traversals,  each  bracketed  by  va_start . . .  va_end,  ate  possible. 

va_alist  must  encompass  the  entire  arguments  list  This  insures  that  a  fdefine  statement  can  be  used 
to  redefine  or  expand  its  value. 

The  argument  list  (or  its  remainder)  can  be  passed  to  another  function  using  a  pointer  to  a  variable  of 
type  va_Iist —  in  which  case  a  call  to  va_arg  in  the  subroutine  advances  tire  argument-list  points  with 
respect  to  the  caller  as  well. 
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EXAMPLE 


This  example  is  a  possible  implementation  of  execl(3). 

#include  <varargsJi> 

#deiine  MAXARGS  100 

/*  execi  is  caUed  by 
*  execl(iile,  argl,  arg2,  (char  *)0); 

*1 

execi  (va_alist) 
va_dcl 
{ 

va_list  ap; 
char  '•‘file; 

char  *args[MAXARGS]; 
int  argno  =  0; 

va_start  (ap); 

file  =  va_arg(ap,  char  '•‘); 

while  ((args[argno++]  =  va_arg(ap,  char  •))  !=  (char  ''‘)0) 

va_end  (ap); 
return  execv(file,  args); 

} 


SEE  ALSO 

execl(3),  printf(3S) 

BUGS 

It  is  up  to  the  calling  routine  to  specify  how  many  atguments  there  are,  since  it  is  not  possible  to 
determine  this  from  the  stack  frame.  For  example,  execl()  is  passed  a  zero  pointer  to  signal  the  end 
of  the  list  printfO  can  tell  how  many  arguments  are  supposed  to  be  there  by  the  format. 

The  macros  va_start  and  va_end  may  be  arbitrarily  complex;  for  example,  va_start  might  contain  an 
opening  brace,  which  is  closed  by  a  matching  brace  in  va_end.  Thus,  they  should  only  be  used  where 
they  could  be  placed  within  a  single  complex  statement. 
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NAME 

vlimit  -  control  maximum  system  resource  consumption 
SYNOPSIS 

#include  <sys/vlimit.h> 
vlimit(resource,  value)  int  resource,  value; 

DESCRIPTION 

This  facility  is  superseded  by  getrlimit(2). 

Limits  the  consumption  by  the  current  process  and  each  process  it  creates  to  not  individually  exceed 
value  on  the  specified  resource.  If  value  is  specified  as  -1,  then  the  current  limit  is  returned  and  the 
limit  is  unchanged.  The  resources  which  are  currently  controllable  are: 

LIM_NORAISE  A  pseudo-limit;  if  set  non-zero  then  the  limits  may  not  be  raised.  Only  the 

super-user  may  remove  the  noraise  restriction. 

LIM_CPU  the  maximum  number  of  CPU-seconds  to  be  used  by  each  process 

LIM_FSIZE  the  largest  single  file  which  can  be  created 

LIM_DATA  the  maximum  growth  of  the  data+stack  region  using  sbrk  (see  brk(2))  beyond 

the  end  of  the  program  text 

LIM_STACK  the  maximum  size  of  the  automatically-extended  stack  region 

LIM_CORE  the  size  of  the  largest  core  dump  that  will  be  created. 

LIM_MAXRSS  a  soft  limit  for  the  amount  of  physical  memory  (in  bytes)  to  be  given  to  the 

program.  If  memory  is  tight,  die  system  will  prefer  to  take  memory  from 
processes  which  are  exceeding  their  declared  LIM_MAXRSS. 

Because  this  infcumation  is  stored  in  the  per-process  information  this  system  call  must  be  executed 
directly  by  the  shell  if  it  is  to  affect  all  future  jurocesses  created  by  the  shell;  lirrut  is  thus  a  built-in 
command  to  csh(l). 

The  system  refuses  to  extend  the  data  or  stack  space  when  the  limits  would  be  exceeded  in  the  normal 
way;  a  break  call  fails  if  the  data  space  limit  is  reached,  or  the  process  is  killed  when  the  stack  limit 
is  reached  (since  the  stack  cannot  be  extended,  there  is  no  way  to  send  a  signal!). 

A  file  I/O  operation  which  would  create  a  file  which  is  too  large  will  cause  a  signal  SIGXFSZ  to  be 
generated,  this  normally  terminates  the  process,  but  may  be  caught.  When  the  cpu  time  limit  is 
exceeded,  a  signal  SIGXCPU  is  sent  to  the  offending  process;  to  allow  it  time  to  process  the  signal  it 
is  given  5  seconds  grace  by  raising  the  CPU  time  limit 

SEE  ALSO 

csh(l),  sh(l),  brk(2) 

BUGS 

If  LIM_NORAISE  is  set,  then  no  grace  should  be  given  when  the  CPU  time  limit  is  exceeded. 

There  should  be  limit  and  unlimit  commands  in  sh(l)  as  well  as  in  csh(l). 
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NAME 

vprintf,  vfprintf,  vsprintf  -  print  formatted  ouQ>ut  of  a  varargs  argument  list 

SYNOPSIS 

#include  <stdio.h> 

#include  <:varargsJi> 

int  vprintffformat,  ap) 
char  ^format; 
va_list  ap; 

int  vfprintfCstream,  format,  ap) 

FILE  ^stream; 
char  ^format; 
va_Iist  ap; 

char  *vsprintf(s,  format,  ap) 
char  *s,  *format; 
va_Iist  ap; 

DESCRIPnON 

vprintf,  vfprintf,  and  vsprintfO  are  the  same  as  printf(3S),  fprintf,  and  sprintf  respectively,  except 
that  instead  of  being  called  with  a  variable  number  of  arguments,  they  are  called  with  an  argument  list 
as  defined  by  varargs(3). 

EXAMPLE 

The  following  demonstrates  how  vfprintf()  could  be  used  to  write  an  error  routine. 

#include  <stdio.h> 

#include  <varargs.h> 

!*  error  should  be  caOed  like: 

*  error(function_name,  format,  argl,  arg2. . .); 

*  Note:  function_name  and  format  cannot  be  declared 
separately  because  of  the  definition  of  varargs. 

*1 

/♦VARARGSO*/ 

void 

errm*  (va_alist) 
va_dcl; 

{ 

va_list  args; 
char  *fmt; 

va_start(args); 

I*  print  name  of  function  causing  error  *! 

(void)  fprintf(stderr,  "ERROR  in  %s:  ",  va_arg(args,  char  *)); 
ftnt  =  va_arg(args,  char  «); 

I*  print  out  remainder  of  message  */ 

(void)  vfprintf(stderr,  fmt,  args); 
va_end(args); 

(void)  abortO; 

} 

SEE  ALSO 

printf(3S),  varar^(3) 
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NAME 

vsyslog  -  log  message  with  a  varargs  argument  list 

SYNOPSIS 

#include  <syslog.h> 

#iiiclude  <varargs.h> 

int  vsyslog(priority,  message,  ap) 
char  ^message; 
va_list  ap; 

DESCRIPTION 

vsyslogO  is  the  same  as  syslog(3)  except  that  instead  of  being  called  with  a  variable  number  of  argu¬ 
ments,  it  is  called  with  an  argument  list  as  defined  by  varargs(3). 

EXAMPLE 

The  following  demonstrates  how  vsyslog( )  could  be  used  to  write  an  error  routine. 

#include  <sysIog.h> 

#mclude  <varargs.h> 

/♦  error  should  be  called  like: 

*  error(pri,  function_name,  format,  argl,  arg2, . .); 

*  Note  that  pri,  function__name,  and  format  cannot  be  declared 

*  separately  because  of  the  definition  of  varargs, 

*/ 

/♦VARARGSO*/ 

void 

error(va_alist) 

vadcl; 

{ 

va__Iist  args; 
int  pri; 

char  ^message; 

va_start(args); 

pri  =  va_arg(args,  int); 

/*  log  name  of  function  causing  error  */ 

(void)  syslog(pri,  "ERROR  in  %s”,  va_arg(args,  char  *)); 
message  =  va_arg(args,  char  *); 

/*  log  remainder  of  message  */ 

(void)  vsyslog(pri,  fmt,  args); 
va_end(args); 

(void)  abortO; 

} 

SEE  ALSO 

syslog(3),  varargs(3) 
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NAME 

vtitnes  -  get  information  about  resource  utilization 
SYN0PSIS 

vtimes(par_vm,  ch_vm) 
struct  vtimes  *par_vm,  *ch_vm; 

DEStfRIPTION 

This  facility  is  superseded  by  getrusage(2). 

vtimesO  returns  accounting  information  for  the  current  process  and  for  the  terminated  child  processes 
of  the  current  process.  Either  par_ym  or  ch_ym  or  both  may  be  0,  in  which  case  only  the  information 
for  the  pointers  which  are  non-zero  is  returned. 

After  the  call,  each  buffer  contains  information  as  defined  by  the  contents  of  the  include  file 
<sys/vtimes.h>: 

struct  vtimes  { 

int  vm_utime;  /*  user  time  (*HZ)  */ 

int  vm_stime;  /♦  system  time  (*HZ)  ♦/ 

I*  divide  next  two  by  utime+stime  to  get  averages  *! 


unsigned  vm_idsrss; 
unsigned  vm_ixrss; 


int 

vm_maxrss; 

int 

int 

int 

vm_nswap; 

int 

vm_inblk; 

int 

vm_oublk; 

/*  integral  of  d+s  rss  ♦/ 
/♦  integral  of  text  rss  ♦/ 
I*  maximum  rss  *! 

I*  major  page  faults  */ 
/*  minor  page  faults  */ 
(*  number  of  swaps  */ 
/*  block  reads  */ 

I*  block  writes  */ 


SEE 


The  vm_utime  and  vm_stime  fields  give  the  user  and  system  time  respectively  in  60ths  of  a  second 
(or  SOths  if  that  is  the  frequency  of  wall  current  in  your  locality.)  The  vm_idrss  and  vm_ixrss  meas¬ 
ure  memory  usage.  They  are  computed  by  integrating  the  number  of  memcay  pages  in  use  each  over 
cpu  time.  They  are  reported  as  though  computed  discretely,  adding  the  current  memory  usage  (in  512 
byte  pages)  each  time  the  clock  ticks.  If  a  process  used  5  core  pages  over  1  cpu-second  for  its  data 
and  stack,  then  vmjdsrss  would  have  the  value  5*60,  where  vm_utime+vm_stime  would  be  the  60. 
vmjdsrss  integrates  data  and  stack  segment  usage,  while  vm_ixrss  integrates  text  segment  usage. 
vm_maxrss  reports  the  maximum  instantaneous  sum  of  the  text+data+stack  core-resident  page  count. 

The  vm_m^jflt  field  gives  the  number  of  page  faults  which  resulted  in  disk  activity;  the  vm_minflt 
field  gives  Ae  number  of  page  faults  incurred  in  simulation  of  reference  bits;  vm_nswap  is  the 
number  of  swaps  which  occurred.  The  number  of  file  system  input/output  events  are  reported  in 
vm_mblk  and  vm_oublk  These  numbers  account  only  for  real  I/O;  data  supplied  by  the  caching 
mechanism  is  charged  only  to  the  first  process  to  read  or  write  the  data. 

ALSO 

getrusage(2),  wait(2) 
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NAME 

xdr  -  library  routines  for  external  data  representation 
SYNOPSIS  AND  DESCRIPTION 

These  routines  allow  C  programmers  to  describe  arbitrary  data  structures  in  a  machine-independent 
fashion.  Data  for  remote  procedure  calls  are  transmitted  using  these  routines. 

xdr_array(xdrs,  arrp,  sizep,  maxsize,  elsize,  elproc) 

XDR  *xdrs; 
char  ♦*arrp; 

u_mt  "■sizep,  maxsize,  elsize; 
xdrprocjt  elproc; 

A  filter  primitive  that  translates  between  variable-lengdi  arrays  and  their  corresponding  exter¬ 
nal  representations.  The  parameter  arrp  is  the  address  of  the  pointer  to  the  array,  while  sizep 
is  the  address  of  the  element  count  of  the  array;  this  element  count  cannot  exceed  maxsize. 
The  parameter  elsize  is  the  sizeof  each  of  the  array’s  elements,  and  elproc  is  an  XDR  filter 
that  translates  between  the  array  elements’  C  fmm,  and  their  external  representation.  This 
routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_bool(xdrs,  bp) 

XDR  "■xdrs; 
bool_t  *bp; 

A  filter  i»imitive  that  translates  between  booleans  (C  integers)  and  their  external  representa¬ 
tions.  When  encoding  data,  this  filter  produces  values  of  either  one  or  zero.  This  routine 
returns  one  if  it  succeeds,  zero  othowise. 

xdr_bytes(xdrs,  sp,  sizep,  maxsize) 

XDR  *xdrs; 
char  **sp; 

u_uit  *sizep,  maxsize; 

A  filter  i»imitive  that  translates  between  counted  byte  strings  and  their  external  representa¬ 
tions.  The  parameter  sp  is  the  address  of  the  string  pointer.  The  lengdi  of  the  string  is 
located  at  address  sizep;  strings  cannot  be  longer  than  maxsize.  This  routine  returns  one  if  it 
succeeds,  zero  ofiierwise. 

xdr_ciiar(xdrs,  cp) 

XDR  "‘xdrs; 
char  fcp; 

A  filter  primitive  that  translates  between  C  characters  and  their  external  reixesentations.  This 
routine  returns  one  if  it  succeeds,  zero  otherwise.  Note:  encoded  characters  are  not  packed, 
and  occupy  4  bytes  each.  Fcx  arrays  of  characters,  it  is  worthwhile  to  consider  xdr_bytes(), 
xdr_opaque()  or  xdr_string(). 

void 

xdr_destroy(xdrs) 

XDR  "“xtlrs; 

A  macro  that  invokes  the  destroy  routine  associated  with  the  XDR  stream,  xdrs.  Destruction 
usually  involves  freeing  private  data  structures  associated  with  the  stream.  Using  xdrs  after 
invoking  xdr_destroy()  is  unctefined. 
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xdr_double(xdrs,  dp) 

XDR  *xdrs; 
double  *dp; 

A  filter  primitive  that  translates  between  C  double  precision  numbers  and  their  external 
r^resentmions.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_enum(xdrs,  ep) 

XDR  *xdrs; 
ennm_t  ♦ep; 

A  filter  primitive  that  translates  between  C  enums  (actually  integers)  and  their  external 
representations.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_float(xdrs,  fp) 

XDR  ♦xdrs; 
float  ♦fp; 

A  filter  primitive  that  translates  between  C  floats  and  their  extonal  representations.  This  rou¬ 
tine  returns  one  if  it  succeeds,  zero  otherwise. 

void 

xdr_free(proc,  objp) 
xdrprocjt  proc; 
char  ♦objp; 

Generic  freeing  routine.  The  first  argument  is  the  XDR  routine  for  the  object  being  freed.  The 
second  argument  is  a  pointer  to  the  object  itself.  Note:  the  pointer  passed  to  this  routine  is  not 
freed,  but  what  it  points  to  is  freed  (recursively). 

u_mt 

xdrjgetpos(xdrs) 

XDR  ♦xdrs; 

A  macro  that  invokes  the  get-pdsition  routine  associated  with  the  XDR  stream,  xdrs.  The  rou¬ 
tine  returns  an  unsigned  integer,  which  indicates  the  position  of  the  XDR  byte  stream.  A 
desirable  feature  of  XDR  streams  is  that  simple  arithmetic  works  with  this  number,  although 
the  XDR  stream  instances  need  not  guarantee  this. 

long  ♦ 

xdrj[nline(xdrs,  len) 

XDR  ♦xdrs; 
int  len; 

A  macro  that  invokes  the  in-line  routine  associated  with  the  XDR  stream,  xdrs.  The  routine 
returns  a  pointer  to  a  contiguous  piece  of  the  stream’s  buffer;  len  is  the  byte  length  of  the 
desired  buffer.  Note:  pointer  is  cast  to  long  ♦. 

Warning:  xdr_inline()  may  return  NULL  (0)  if  it  cannot  allocate  a  contiguous  piece  of  a 
buffer.  Therefore  the  behavior  may  vary  among  stream  instances;  it  exists  for  the  sake  of 
efficiency. 

xdrjnt(xdrs,  ip) 

XDR  ♦xdrs; 
int  *ip; 

A  filter  primitive  that  translates  between  C  integers  and  their  external  representations.  This 
routine  returns  one  if  it  succeeds,  zero  otherwise. 
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xdr_long(xdrs,  Ip) 

XDR  ♦xdrs; 
long  *lp; 

A  filter  primitive  that  translates  between  C  long  integers  and  their  external  representations. 
This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

void 

xdrmem_create(xdrs,  addr,  size,  op) 

XDR  *xdrs; 
char  *addr; 
u_int  size; 
enum  xdr_op  op; 

This  routine  initializes  the  XDR  stream  object  pointed  to  by  xdrs.  The  stream’s  data  is  writ¬ 
ten  to,  or  read  from,  a  chunk  of  memory  at  location  addr  whose  length  is  no  more  than  size 
bytes  long.  The  op  determines  the  direction  of  the  XDR  stream  (either  XDR_ENCODE, 
XDR_DECODE,  or  XDR_FREE). 

xdr_opaque(xdrs,  cp,  cnt) 

XDR  *xdrs; 
char  ’^cp; 
u_int  cnt; 

A  filter  primitive  that  translates  between  fixed  size  opaque  data  and  its  external  representation. 
The  parameter  cp  is  the  address  of  the  opaque  object,  and  cnt  is  its  size  in  bytes.  This  rou¬ 
tine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr  j|)ointer(xdrs,  objpp,  objsize,  xdrobj) 

XDR  *xdrs; 
char  ♦♦objpp; 
u_int  objsize; 
xdrproc_t  xdrobj; 

Like  xdr_reference()  execpt  that  it  serializes  NULL  pointers,  whereas  xdr_reference()  does 
not  Thus,  xdr_pointer()  can  represent  recursive  data  structures,  such  as  binary  trees  or 
linked  lists. 


void 

xdrrec_create(xdrs,  sendsize,  recvsize,  handle,  readit,  writeit) 

XDR  ♦xdrs; 

u_int  sendsize,  recvsize; 
char  ♦handle; 

int  (♦readit)  (),  (♦writeit)  (); 

This  routine  initializes  the  XDR  stream  object  pointed  to  by  xdrs.  The  stream’s  data  is  writ¬ 
ten  to  a  buffer  of  size  sendsize',  a  value  of  zero  indicates  the  system  should  use  a  suitable 
default.  The  stream’s  data  is  read  from  a  buffer  of  size  recvsize;  it  too  can  be  set  to  a  suit¬ 
able  default  by  passing  a  zero  value.  When  a  stream’s  output  buffer  is  full,  writeit  is  called. 
Similarly,  when  a  stream’s  input  buffer  is  empty,  readit  is  called.  The  behavior  of  these  two 
routines  is  similar  to  the  system  calls  read  and  write,  except  that  handle  is  passed  to  the 
former  routines  as  the  first  parameter.  Note:  the  XDR  stream’s  op  field  must  be  set  by  the 
caller. 

Warning:  this  XDR  stream  implements  an  intermediate  record  stream.  Therefore  there  are 
additional  bytes  in  the  stream  to  provide  record  boundary  information. 
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xdrrec_endofrecord(xdrs,  sendnow) 

XDR  ’•‘xdrs; 
int  sendnow; 

This  routine  can  be  invoked  only  on  streams  created  by  xdrrec_create().  The  data  in  the 
output  buffer  is  marked  as  a  completed  record,  and  the  ouq>ut  buffer  is  q>tiona]ly  written  out 
if  sendnow  is  non-zero.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdrrec_eof(xdrs) 

XDR  «xdrs; 
int  empty; 

This  routine  can  be  invdced  only  on  streams  created  by  xdrrec_create().  After  consuming 
the  rest  of  the  current  record  in  Ae  stream,  this  routine  returns  one  if  the  stream  has  no  moe 
input,  zero  othawise. 

xdrrec_skiprecord(xdrs) 

XDR  ’•’xdrs; 

This  routine  can  be  invoked  only  on  streams  created  by  xdrrec_create().  It  tells  the  XDR 
implementation  that  die  rest  of  the  current  record  in  the  stream’s  inimt  buffer  should  be  dis¬ 
carded.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_reference(xdrs,  pp,  size,  proc) 

XDR  *xdrs; 
char  **pp; 
u_int  size; 
xdrproc_t  proc; 

A  primitive  that  provides  pointer  chasing  within  structures.  The  parameter  pp  is  the  address 
of  the  pointer;  size  is  the  sizeof  the  structure  that  *pp  points  to;  and  proc  is  an  XDR  procedure 
that  filters  the  structure  between  its  C  form  and  its  external  representation.  This  routine 
returns  one  if  it  succeeds,  zero  otherwise. 

Warning:  diis  routine  does  not  understand  NULL  pointers.  Use  xdr_pointer()  instead. 

xdr_setpos(xdrs,  pos) 

XDR  *xdrs; 
u_int  pos; 

A  macro  that  invokes  the  set  position  routine  associated  with  the  XDR  stream  xdrs.  The 
parameter  pos  is  a  position  value  obtained  from  xdr_getpos().  This  routine  returns  one  if  the 
XDR  stream  could  be  repositioned,  and  zero  otherwise. 

Warning:  it  is  difficult  to  reposition  some  types  of  XDR  streams,  so  this  routine  may  fail  with 
one  type  of  stream  and  succeed  with  another. 

xdr_short(xdrs,  sp) 

XDR  I’xdrs; 
short  *sp; 

A  filter  primitive  that  translates  between  C  short  integers  and  their  external  representations. 
This  routine  returns  one  if  it  succeeds,  zero  otherwise. 
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void 

xdrstdio_create(xdrs,  file,  op) 

XDR  *xdrs; 

FILE  *file; 
enum  xdrjop  op; 

This  routine  initializes  the  XDR  stream  object  pointed  to  by  xdrs.  The  XDR  stream  d^  is 
written  to,  or  read  Irom,  the  Standard  I/O  stream  file.  The  parameter  op  determines  the 
direction  of  the  XDR  stream  (either  XDR_ENCODE,  XDR_DECODE,  at  XDR_FREE). 

Warning:  the  destroy  routine  associated  with  such  XDR  streams  calls  filush()  on  the  file 
stream,  but  never  fcIose(). 

xdr_string(xdrs,  sp,  maxsize) 

XDR 
♦xdrs; 
char  **sp; 
a_int  maxsize; 

A  filter  primitive  that  translates  between  C  strings  and  their  corresponding  external  representa¬ 
tions.  Strings  cannot  be  longer  than  maxsize.  Note:  fp  is  the  ad^ss  of  the  string’s  pointer. 
This  rcHitine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_u_char(xdrs,  ucp) 

XDR  '^xdrs; 
unsigned  char  *ucp; 

A  filter  primitive  that  translates  between  unsigned  C  characters  and  (heir  external  representa¬ 
tions.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdrju_int(xdrs,  up) 

XDR  *xdrs; 
unsigned  *up; 

A  filter  pimitive  that  translates  between  C  unsigned  integers  and  dieir  extonal  representa¬ 
tions.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_u_Iong(xdrs,  ulp) 

XDR  *xdrs; 
unsigned  long  *ulp; 

A  filter  primitive  that  translates  between  C  unsigned  long  integers  and  their  external  represen¬ 
tations.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_u_short(xdrs,  usp) 

XDR  *xdrs; 
unsigned  short  *usp; 

A  filter  primitive  that  translates  between  C  unsigned  short  integers  and  their  external 
representations.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 
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xdr_uiiion(xdrs,  dscmp,  unp,  choices,  dfault) 

XDR  ’^xdrs; 
int  ’•‘dscmp; 
char  *unp; 

struct  xdr_discrim  ^choices; 

bool_t  (^defaultarm)  ();  /*  may  equal  NULL  *! 

A  filter  primitive  that  translates  between  a  discriminated  C  union  and  its  corresponding  exter¬ 
nal  representation.  It  first  translates  the  discriminant  of  the  union  located  at  dscmp.  This 
discriminant  is  always  an  enum_t.  Next  the  union  located  at  unp  is  translated.  The  parame¬ 
ter  choices  is  a  pointer  to  an  array  of  xdr_discrim()  structures.  Each  structure  ctxitains  an 
ordered  pair  of  [valueproc].  If  the  union’s  discriminant  is  equal  to  the  associated  value,  that 
the  proc  is  called  to  translate  the  union.  The  end  of  die  xdr_discrim()  structure  array  is 
daioted  by  a  routine  of  value  NULL.  If  the  discriminant  is  not  found  in  the  choices  array, 
then  the  defaultarm  procedure  is  called  (if  it  is  not  NULL).  Returns  one  if  it  succeeds,  zero 
otherwise. 

xdr_vector(xdrs,  airp,  size,  elsize,  elproc) 

XDR  *xdrs; 
char  ♦arrp; 
u_int  size,  elsize; 
xdrprocjt  elproc; 

A  filter  primitive  that  translates  between  fixed-length  arrays  and  their  corresponding  external 
representations.  Hie  parameter  arrp  is  the  address  of  the  points'  to  the  array,  while  size  is  is 
the  element  count  of  the  array.  The  parameter  elsize  is  the  sizeof  each  of  the  array’s  ele¬ 
ments,  and  elproc  is  an  XDR  filter  that  translates  between  the  array  elements’  C  form,  and 
their  external  representation.  This  routine  returns  one  if  it  succeeds,  zero  otherwise. 

xdr_void() 

This  routine  always  returns  one.  It  may  be  passed  to  RFC  routines  that  require  a  function 
parameter,  where  nothing  is  to  be  done. 

xdr_wrapstring(xdrs,  sp) 

XDR  ’»xdrs; 
char  **sp; 

A  primitive  that  calls  xdr_string(xdrs,  spJWAXUN.UNSIGNED  );  where  MAXUN.UNSIGNED 
is  the  maximum  value  of  an  unsigned  integer.  xdr_wrapstring()  is  handy  because  the  RPC 
package  passes  a  maximum  of  two  XDR  routines  as  parameters,  and  xdr_strmg(),  one  of  the 
most  frequendy  used  primitives,  requires  three.  Returns  one  if  it  succeeds,  zero  otherwise. 

SEE  i^LSO 

rpc(3N) 

Network  Programming 
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NAME 

ypclnt,  yp_get_default_domain,  yp_bind,  yp_unbind,  yp_match,  yp_first,  yp  next,  yp_all,  yp_order, 
yp_master,  yperr_string,  ypprot__err  -  Yellow  Pages  client  interface 

SYNOPSIS  AND  DESCRIPTION 

This  package  of  functions  provides  an  interface  to  the  Yellow  Pages  (YP)  network  lookup  service. 
The  package  can  be  loaded  from  the  standard  library,  /usr/lib/libc.a.  Refer  to  ypfiles(5)  and 
ypserv(8)  for  an  overview  of  the  Yellow  Pages,  including  the  definitions  of  map  and  domain,  and  a 
description  of  the  various  servers,  databases,  and  commands  that  comprise  the  YP. 

All  input  parameters  names  begin  with  in.  Output  parameters  begin  with  out.  Output  parameters  of 
type  char  **  should  be  addresses  of  uninitialized  character  pointers.  Memory  is  allocated  by  the  YP 
client  package  using  malloc(3),  and  may  be  freed  if  the  user  code  has  no  continuing  need  for  it.  For 
each  outkey  and  outval,  two  extra  bytes  of  memory  are  allocated  at  the  end  that  contain  NEWUNE  and 
NULL,  respectively,  but  these  two  bytes  are  not  reflected  in  outkeylen  or  outvallen,  indomain  and 
inmap  strings  must  be  non-NULL  and  NULL-terminated.  String  parameters  which  are  accompanied  by  a 
count  parameter  may  not  be  NULL,  but  may  point  to  NULL  strings,  with  the  count  parameter  indicating 
this.  Counted  strings  need  not  be  NULL-terminated. 

All  functions  in  this  package  of  type  int  return  0  if  they  succeed,  and  a  failure  code  (YPERRjcocc) 
otherwise.  Failure  codes  are  described  under  DIAGNOSTICS  below. 

yp_bind  (indomain); 
char  ^indomain; 

To  use  the  YP  services,  the  client  process  must  be  “bound’"  to  a  YP  server  that  serves  the 
appropriate  domain  using  yp_bind().  Binding  need  not  be  done  explicitly  by  user  code;  this 
is  done  automatically  whenever  a  YP  lookup  function  is  called.  yp_bmd()  can  be  called 
directly  for  processes  that  make  use  of  a  backup  strategy  (for  example,  a  local  file)  in  cases 
when  YP  services  are  not  available. 


void 

yp_unbind  (indomain) 
char  ^indomain; 

Each  binding  allocates  (uses  up)  one  client  process  socket  descriptor;  each  bound  domain 
costs  one  socket  descriptor.  However,  multiple  requests  to  the  same  domain  use  that  same 
descriptor.  yp_unbind()  is  available  at  the  client  interface  for  processes  that  explicitly 
manage  their  socket  descriptors  while  accessing  multiple  domains.  The  call  to  yp_unbind() 
make  the  domain  unbound,  and  free  all  per-process  and  per-node  resources  used  to  bind  it. 

If  an  RPC  failure  results  upon  use  of  a  binding,  that  domain  will  be  unbound  automatically. 
At  that  point,  the  ypclnt  layer  will  retry  forever  or  until  the  operation  succeeds,  provided  that 
ypbind  is  running,  and  either 

a)  the  client  process  cannot  bind  a  server  for  the  proper  domain,  or 

b)  RPC  requests  to  the  server  fail. 

If  an  error  is  not  RPC-related,  or  if  ypbind  is  not  running,  or  if  a  bound  ypserv  process 
returns  any  answer  (success  or  failure),  the  ypclnt  layer  will  return  control  to  the  user  code, 
either  with  an  error  code,  or  a  success  code  and  any  results. 
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yp_jet_default_domaiu  (outdomain); 
char  *'*=outdomaiii; 

The  YP  lodcup  calls  lequiie  a  map  name  and  a  domain  name,  at  minimum.  It  is  assumed 
that  the  client  process  knows  the  name  of  the  map  of  interest  Client  processes  should  fetch 
the  node’s  default  domain  by  calling  yp_get_defauIt_domain(),  and  use  the  returned  out¬ 
domain  as  the  indomain  parameter  to  successive  YP  calls. 

yp_match(mdomain,  inmap,  inkey,  inkeylen,  outval,  outvallen) 

char  *indomain; 

char  ^inmap; 

char  ’•‘inkey; 

int  inkeylen; 

char  **outval; 

int  ’•■outvallen; 

yp_match()  returns  the  value  associated  with  a  passed  key.  This  key  must  be  exact;  no  pat¬ 
tern  matching  is  available. 

yp_first(indomain,  inmap,  outkey,  outkeylen,  outval,  outvallen) 

char  ’^indomain; 

char  ■^inmap; 

char  ♦♦outkey; 

int  ♦outkeylen; 

char  ♦♦outval; 

int  ♦outvaUen; 

yp_first()  returns  the  first  key-value  pair  from  the  named  map  in  the  named  domain. 

yp_next(indomain,  inmap,  inkey,  inkeylen,  outkey,  outkeylen,  outval,  outvallen); 

char  ♦indomain; 

char  ♦inmap; 

char  ♦inkey; 

int  inkeylen; 

char  ♦♦outkey; 

int  ♦outkeylen; 

char  ♦♦outval; 

int  ♦outvallen; 

yp_next()  returns  the  next  key-value  pair  in  a  named  map.  The  inkey  parameter  should  be 
the  outkey  returned  from  an  initial  call  to  yp_first()  (to  get  the  second  key-value  pair)  or  the 
one  returned  from  the  nth  call  to  yp_next()  (to  get  the  nth  +  second  key-value  pair). 

The  concept  of  first  (and,  for  that  matter,  of  next)  is  particular  to  the  structure  of  the  YP  map 
being  processing;  there  is  no  relation  in  retrieval  order  to  either  the  lexical  order  within  any 
origin^  (non-YP)  data  base,  or  to  any  obvious  numerical  sorting  order  on  the  keys,  values,  or 
key-value  pairs.  TTie  only  ordering  guarantee  made  is  that  if  the  yp_first()  function  is  called 
on  a  particular  map,  and  then  the  yp_next()  function  is  repeatedly  called  on  the  same  map  at 
the  same  server  until  the  call  fails  with  a  reason  of  YPERR_NOMORE,  every  entry  in  the  ^ta 
base  will  be  seen  exactly  once.  Further,  if  the  same  sequence  of  operations  is  performed  on 
the  same  map  at  the  same  server,  the  entries  will  be  seen  in  the  same  order. 
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Under  conditions  of  heavy  server  load  or  server  failure,  it  is  possible  for  the  domain  to 
become  unbound,  then  bound  once  again  (perhaps  to  a  different  server)  while  a  client  is  run¬ 
ning.  This  can  cause  a  break  in  one  of  the  enumeration  rules;  specific  entries  may  be  seen 
twice  by  the  client,  or  not  at  all.  This  approach  protects  the  client  from  error  messages  that 
would  otherwise  be  returned  in  the  midst  of  the  enumeration.  The  next  paragraph  describes  a 
better  solution  to  enumerating  all  entries  in  a  map. 

yp_an(indomain,  inmap,  incallback); 
char  ^indomain; 
char  '•’inmap; 

struct  ypall_callback  incallback; 

yp_all()  provides  a  way  to  transfer  an  entire  map  from  server  to  client  in  a  single  request 
using  TCP  (rather  than  UDP  as  with  other  functions  in  this  package).  The  entire  transaction 
take  place  as  a  single  RPC  request  and  response.  You  can  use  yp_all()  just  like  any  other  YP 
procedure,  identify  the  map  in  the  normal  manner,  and  supply  the  name  of  a  function  which 
will  be  called  to  process  each  key-value  pair  within  the  map.  You  return  from  the  call  to 
yp_all()  only  when  the  transition  is  completed  (successfully  or  unsuccessfully),  or  your 
foreach  function  decides  that  it  does  not  want  to  see  any  more  key-value  pairs. 

The  third  parameter  to  yp_all()  is 

struct  ypall_callback  ^incallback  { 
int  (*foreach)(); 
char  *data; 

}; 

The  function  foreach  is  called 

foreach(instatus,  inkey,  inkeylen,  inval,  invallen,  indata); 

int  instatus; 

char  '^inkey; 

int  inkeylen; 

char  *inval; 

int  invalllen; 

char  '»indata; 

The  instatus  parameter  will  hold  one  of  the  return  status  values  defined  in 
<rpcsvc/yp_prot.h>  —  either  YP_TRUE  or  an  error  code.  (See  ypprot_err(),  below,  for  a 
function  which  converts  a  YP  protocol  error  code  to  a  ypclnt  layer  error  code.) 

The  key  and  value  parameters  are  somewhat  different  than  defined  in  the  synopsis  section 
above.  First,  the  memory  pointed  to  by  the  inkey  and  inval  parameters  is  private  to  the 
yp_all()  function,  and  is  overwritten  with  the  arrival  of  each  new  key-value  pair.  It  is  the 
responsibility  of  the  foreach  function  to  do  something  useful  with  the  contents  of  that 
memory,  but  it  does  not  own  the  memory  itself.  Key  and  value  objects  presented  to  the 
foreach  function  look  exactly  as  they  do  in  the  server’s  map  —  if  they  were  not  NEWUNE- 
terminated  or  NULL-terminated  in  the  map,  they  will  not  be  here  either. 

The  indata  parameter  is  the  contents  of  the  incaOback->data  element  passed  to  yp_all(). 
The  data  element  of  the  callback  structure  may  be  used  to  share  state  information  between 
the  foreach  function  and  the  mainline  code.  Its  use  is  optional,  and  no  part  of  the  YP  client 
package  inspects  its  contents  —  cast  it  to  something  useful,  or  ignore  it  as  you  see  fit 

The  foreach  function  is  a  Boolean.  It  should  return  zero  to  indicate  that  it  wants  to  be  called 
again  for  further  received  key-value  pairs,  or  non-zero  to  stop  the  flow  of  key-value  pairs.  If 
foreach  returns  a  non-zero  value,  it  is  not  called  again;  the  functional  value  of  yp_all()  is 
then  0. 
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yp_order(mdomain,  inmap,  outorder); 
char  ^indomaiii; 
char  ^inniap; 
int  *outorder; 

yp_order()  returns  the  cffder  number  for  a  map. 

yp_master(indomain,  inmap,  outname); 
char  *indomain; 
char  ^inmap; 
char  ’■‘^outname; 

yp_master()  returns  the  machine  name  of  the  master  YP  server  for  a  map. 

char  *yperr_string(incode) 
int  incode; 

yperr_string()  returns  a  pointer  to  an  error  message  string  that  is  NULL-terminated  but  con¬ 
tains  no  period  or  NEWLINE. 

ypprot_err  (incode) 
unsigned  int  incode; 

ypprot_err()  takes  a  YP  protocol  error  code  as  input,  and  returns  a  ypclnt  layer  error  code, 
which  may  be  used  in  turn  as  an  input  to  yperr_string(  ). 

FlLEjS 

/usr/include/rpcsvc/ypclnt.h 

/usr/inclade/rpcsvc/ypjprot.h 

/usr/Iib/Iibc.a 

SEE  ALSO 

malloc(3),  ypupdate(3N),  ypfiles(S),  ypserv(8) 

DIACfNOSnCS 

All  integer  functions  return  0  if  the  requested  operation  is  successful,  or  one  of  the  following  errtMrs  if 
the  operation  fails. 

#define  YPERR_BADARGS 

1  /*  args  to  functitm  are  bad 

#define  YPERR_RPC 

2  I*  RPC  failure  -  domain  has 

fdefine  YPERR_DOMAIN 

3  I*  can’t  bind  to  server  on 

#define  YPERR_MAP 

4  I*  no  such  map  in  server’s 

#define  YPERR_KEY 

5  /*  no  such  key  in  map 

#define  YPERR_YPERR 

6  /*  internal  yp  server  or  client 

#deiine  YPERR_RESRC 

7  /*  resource  allocation  faUure  *! 

#define  YPERR_NOMORE 

8  h  no  more  records  in  map 

fdefine  YPERR_PMAP 

9  I*  can’t  communicate  with  portmapper  *! 
fdefine  YPERR_YPBIND 
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10  h  can’t  communicate  with  ypbind  *! 

#define  YPERR_YPSERV 

11  /*  can’t  communicate  with  ypserv  */ 

#define  YPERR_NODOM 

12  I*  local  domain  name  not  set 

#de<ine  YPERR_BADDBrR 

13  h  yp  database  is  bad  */ 

#define  YPERR_VERSfR 

14  /*  yp  version  mismatch  ♦/ 

#define  YPERR_ACCESS 

15  /*  access  violation  ♦/ 

tdefine  YPERR_BUSY 

16  h  database  busy  *! 
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NAME 

yp_update  -  changes  yp  information 

SYNOPSIS 

tinclude  <rpcsvc/ypclnt.h>  -- 

yp_update(domaiii,  map,  ypop,  key,  keylen,  data,  datalen) 
char  1‘domain; 
char  *map; 
unsigned  ypop 
char  ♦key; 
int  keylen; 
char  ♦data; 
int  datalen; 

DESCRIPTION 

yp_update()  is  used  to  make  changes  to  the  YP  database.  The  syntax  is  the  same  as  that  of 
yp_match()  except  for  the  extra  parameter  ypop  which  may  take  on  one  of  four  values.  If  it  is 
YPOP_CHANGE  then  the  data  associated  with  the  key  will  be  changed  to  the  new  value.  If  the  key  is 
not  found  in  the  database,  then  yp_update()  will  return  YPERR_KEY.  If  ypop  has  the  viue 
YPOP_INSERT  then  the  key-value  pair  will  be  inserted  into  the  database.  The  error  YPERR_KEY  is 
returned  if  the  key  already  exists  in  the  database.  To  store  an  item  into  the  database  without  concern 
for  whether  it  exists  alre^y  or  not,  pass  ypop  as  YPOP_STORE  and  no  error  will  be  returned  if  the 
key  already  or  does  not  exist  To  delete  an  entry,  the  value  of  ypop  should  be  YPOP_DELETE. 

This  routine  depends  upon  secure  RPC,  and  will  not  work  unless  the  network  is  running  secure  RPC. 

SEE  ALSO 

System  and  Network  Administration 
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NAME 

intro  -  introduction  to  the  lightweight  process  library  (LWP) 

DESCRIPTION 

The  lightweight  process  library  (LWP)  provides  a  mechanism  to  su^Jort  multiple  threads  of  control  that 
share  a  single  address  space.  Under  SunOS,  the  address  space  is  derived  from  a  single  forked  (“heavy¬ 
weight”)  process.  Each  thread  has  its  own  stack  segment  (specified  when  the  thread  is  created)  so  that  it 
can  access  local  variables  and  make  procedure  calls  independently  of  other  threads.  The  collection  of 
threads  sharing  an  address  space  is  called  a  pod.  Under  SunOS,  tlveads  share  all  of  the  resources  of  the 
heavyweight  process  that  contains  the  pod,  including  descriptors  and  signal  handlers. 

The  LWP  provides  a  means  for  creating  and  (testtoying  threads,  message  exchange  between  threads,  mani¬ 
pulating  condition  variables  and  monitors,  handling  synchronous  exceptions,  mapping  asynchronous  events 
into  messages,  mapping  synchronous  events  into  exceptions,  arranging  for  special  per-thread  context,  mul¬ 
tiplexing  the  clock  for  timeouts,  and  scheduling  threads  both  preemptively  and  non-preempdvely. 

The  LWP  system  exists  as  a  library  of  routines  (/usr/lib/liblwp.a)  linked  in  (-llwp)  with  a  client  program 
which  should  #include  the  file  <lwp/lwp.h>.  main  is  transparently  converted  into  a  lightweight  process  as 
soon  as  it  attempts  to  use  any  LWP  primitives. 

When  an  object  created  by  a  LWP  primitive  is  destroyed,  every  attempt  is  made  to  clean  iq)  after  it.  For 
example,  if  a  thread  dies,  all  threads  blocked  on  sends  to  or  receives  from  that  thread  are  unblocked,  and  all 
monitor  locks  held  by  the  dead  thread  are  released. 

Because  there  is  no  kernel  support  for  threads  at  present,  system  calls  effectively  block  the  entire  pod.  By 
linking  in  the  non-blocking  I^  library  (-Inbio)  ahead  of  the  LWP  library,  you  can  alleviate  this  problem 
for  those  system  calls  that  can  issue  a  signal  when  a  system  call  would  be  profitable  to  try.  This  library 
(which  redefines  some  system  calls)  uses  asynchronous  I/O  and  events  (for  example,  SIGCHLD  and 
SIGIO)  to  make  blocking  less  painful.  The  system  calls  remapped  by  the  nbio  library  are:  open(2V), 
socket(2),  pipe(2),  close(2),  read(2V),  writc(2V),  send(2),  recv(2),  accept(2),  connect(2),  s€lect(2), 
wait(2) 

RETURN  VALUES 

LWP  primitives  return  -1  on  errors.  Upon  success,  a  non-negative  integer  is  returned.  See 
lwp_perror(3L)  for  details  on  error  handling. 

FILES 

/usr/iib/liblwp.a 
/usr/lib/libnbio.a 
/usr/include/lwp/check.b 
/usr/inclode/lwp/IwpJi 
/usr/include/lwp/lwperror.h 
/usr/include/lwp/Iwpmachdep.h 
/usr/include/lwp/stackdep.h 
SEE  ALSO 

accept(2).  close(2),  connect(2),  open(2V),  pipe(2),  read(2V),  recv(2),  select(2),  send(2),  socket(2), 
wait(2)  write(2V), 

Lightweight  Processes  in  the  System  Services  Overview 

INDEX 

The  following  are  the  primitives  currently  supported,  grouped  roughly  by  function. 

Thread  Creation 
lwp_self(tid) 

Iwp_getstate(tid,  statvec) 
lwp_setregs(tid,  machstate) 
lwp_^etregs(tid,  machstate) 
lwp_ping(tid) 

lwp_create(tid,  pc,  prio,  flags,  stack,  nargs,  argl, . . . ,  argn) 
lwp_destroy(tid) 
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lwp_enumerate(vec,  maxsize) 
pod_setexit(stati]s) 
pod_getexit() 
pod_exit(status) 

SAMETHREAD(tl,  t2) 

Thread  Scheduling 

pod_setmaxpri(maxprio) 
pod_getmaxpri() 
pod_^etmaxsize( ) 

Iwp_resched(prio) 

lwp_setpri(tid,  prio) 

lwp_sIeep(timeout) 

lwp_suspend(tid) 

lwp_resume(tid) 

lwp_yield(tid) 

lwp_join(tid) 

Error  Handling 
lwp_geterr( ) 
lwp_perror(s) 
lwp_erTstr( ) 

Messages 

msg_send(tid,  argbuf,  argsize,  resbuf,  ressize) 
nisg_recv(tid,  argbuf,  argsize,  resbuf,  ressize,  timeout) 
MSG_RECVALL(tid,  argbuf,  argsize,  resbuf,  ressize,  timeout) 
msg_reply(tid) 
msg_enumsend(vec,  maxsize) 
msg_enumrecv(vec,  maxsize) 

Event  Mapping  (Agents) 

agt_create(agt,  event,  memory) 
agt_enumerate(vec,  maxsize) 
agt_trap(event) 

Thread  Synchronization:  Monitors 
mon_create(mid) 
mon_destroy(mid) 
mon_enter(mid) 
mon_exit(mid) 

mon_enumerate(vec,  maxsize) 
mon_waiters  (mid,  owner,  vec,  maxsize) 
mon_cond_enter(mid) 
mon_break(mid) 

MONITOR(mid) 

SAMEMON(ml,  m2) 

Thread  Synchronization:  Condition  Variables 
cv_create(cv,  mid) 
cv_destroy(cv) 
cv_wait(cv) 
cv_notify(cv) 
cv_send(cv,  tid) 
cv_broadcast(cv) 
cv_enumerate(vec,  maxsize) 
cv_waiters(cv,  vec,  maxsize) 

SAMECV(cl,  c2) 
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Exception  Handling 

exc_liandle(pattern9  func,  arg) 
exc_unhandle( ) 

(*exc_bound(pattern,  arg))() 
exc_notify(pattern) 
exc_raise(patterii) 
exc_on_exit(func,  arg) 
exc_uniqpatt() 

Special  Context  Handling 
lwp_ctxinit(tid,  cookie) 

Iwp_ctxremove(tid,  cookie) 

Iwp_ctxset(save,  restore,  ctxsize,  optimise) 
lviTp_ctxmemget(mem,  tid,  ctx) 
lwp_ctxmemset(mem,  tid,  ctx) 
lwp_fpset(tid) 
lwp_libcset(tid) 

Stack  Management 

CHECK(location,  result) 
lwp_setstkcache(minsize,  numstks) 
lwp_newstk() 

lwp_datastk(data,  size,  addr) 
lwpstkcswset(tid,  limit) 
lwp_checkstkset(tid,  limit) 

STKTOP(s) 

BUGS 

There  is  no  language  support  available  from  C. 

There  is  no  kernel  support  yet.  Thus  system  calls  in  different  threads  cannot  execute  in  parallel. 

Killing  a  process  that  uses  the  non-blocking  I/O  library  may  leave  objects  (such  as  its  standard  input)  in  a 
non-blocking  state.  This  could  cause  confusion  to  the  shell. 


Sun  Release  4.0 


Last  change:  18  November  1987 


1053 


INTRO  (3L) 


LIGHTWEIGHT  PROCESSES  LIBRARY 


INTRO  (3L) 


LIST  OF  LWP  LIBRARY  FUNCTIONS 


Name 

Appears  on  Page 

agt_create() 

agt__create(3L) 

agt_enumerate( ) 

agt_create(3L) 

agtJrapO 

agt_create(3L) 

CHECKO 

lwp_newstk(3L) 

cv_broadcast( ) 

cv_create(3L) 

cv_create() 

cv_create(3L) 

cv_destroy( ) 

cv_create(3L) 

cv_enumerate( ) 

cv_create(3L) 

cv_notify() 

cv_create(3L) 

cv_send() 

cv__create(3L) 

cv_wait( ) 

cv_create(3L) 

cv_waiters(  ) 

cv_create(3L) 

exc_bound() 

exc_handIe(3L) 

exc_handle() 

exc_handIe(3L) 

exc_notify() 

exc_handle(3L) 

exc_oii_exit( ) 

exc_handIe(3L) 

exc__raise( ) 

exc_handle(3L) 

excunhandleO 

exc_handle(3L) 

exc_uiiiqpatt() 

exc_handle(3L) 

lwp_checkstkset( ) 

lwp_newstk(3L) 

lwp_create( ) 

lwp_create(3L) 

lwp_ctxinit() 

lwp_ctxinit(3L) 

lwp_ctxremove( ) 

lwp_ctxinit(3L) 

lwp_ctxset() 

lwp_ctxinit(3L) 

lwp_ctxmemget( ) 

Iwp_ctxinit(3L) 

lwp_ctxmems€t( ) 

lwp_ctxinit(3L) 

lwp_destroy() 

lwp_create(3L) 

lwp_enumerate( ) 

lwp__status(3L) 

lwp_errstr( ) 

lwp_perror(3L) 

lwp_fpset() 

lwp_ctxinit(3L) 

lwp_geterr( ) 

lwp_perror(3L) 

lwp_getstate{ ) 

lwp_status(3L) 

lwp_setregs( ) 

lwp_status(3L) 

lwp_getregs() 

lwp_status(3L) 

IwpjpingO 

lwp_status(3L) 

Iwp  JoinO 

lwp_yield(3L) 

lwp_libcset( ) 

lwp_ctxinit(3L) 

lwp_newstk() 

lwp_newstk(3L) 

lwp_datastk() 

lwp_newstk(3L) 

IwpjjerrorO 

lwpj)error(3L) 

lwp_resched() 

lwp_yield(3L) 

lwp_resume( ) 

lwp_yield(3L) 

lwp_self( ) 

lwp_status(3L) 

lwp_setpri() 

lwp_yield(3L) 

lwp_setstkcache( ) 

lwp_newstk(3L) 

lwp_sleep() 

lwp_yield(3L) 

lwp_stkcswset( ) 

lwp_newstk(3L) 

lwp_suspend() 

lwp_yield(3L) 

lwp_yield() 

lwp_yield(3L) 

MINST  ACKSZO 

lwp_newstk(3L) 

Description 

map  LWP  events  into  messages 

map  LWP  events  into  messages 

map  LWP  events  into  messages 

LWP  stack  management 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

manage  LWP  condition  variables 

LWP  exception  handling 

LWP  exception  handling 

LWP  exception  handling 

LWP  exception  handling 

LWP  exception  handling 

LWP  exception  handling 

LWP  exception  handling 

LWP  stack  management 

LWP  thread  creation  and  destruction  primitives 

special  LWP  context  operations 

special  LWP  context  operations 

special  LWP  context  operations 

special  LWP  context  operations 

special  LWP  context  operations 

LWP  thread  creation  and  destruction  primitives 

LWP  status  information 

LWP  error  handling 

special  LWP  context  operations 

LWP  error  handling 

LWP  status  information 

LWP  status  information 

LWP  status  information 

LWP  status  information 

control  LWP  scheduling 

special  LWP  context  operations 

LWP  stack  management 

LWP  stack  management 

LWP  error  handling 

control  LWP  scheduling 

control  LWP  scheduling 

LWP  status  information 

control  LWP  scheduling 

LWP  stack  management 

control  LWP  scheduling 

LWP  stack  management 

control  LWP  scheduling 

control  LWP  scheduling 

LWP  stack  management 
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mon_break() 

mon_cond_enter(  ) 

mon_create( ) 

mon_destroy() 

mon_enter() 

moii_eiiumer8te( ) 

moii_exit() 

mon_waiters( ) 

MONTTORO 

msg_enuinrecv( ) 

msg_eniimsend(  ) 

msg  recv() 

MSG_RECVALL() 

msg_reply() 

msg_send() 

pod_exit() 

pod_getexit() 

pod_getmaxpri( ) 

pod  jgetmaxsize(  ) 

pod_setexit() 

pod_setmaxpri() 

SAMECVO 

SAMEMONO 

SAMETHREADO 

STKTOPO 
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mon_create(3L) 

inon_create(3L) 

mon_create(3L) 

mon_create(3L) 

moii_create(3L) 

mon_create(3L) 

mon_create(3L) 

mon_create(3L) 

msg_send(3L) 

msg_send(3L) 

msg_send(3L) 

msg_send(3L) 

msg_send(3L) 

msgj5end(3L) 

lwp_create(3L) 

lwp_create(3L) 

pod_setmaxpri(3L) 

pod_setmaxpri(3L) 

lwp_create(3L) 

pod_setinaxpri(3L) 

cv_create(3L) 

mon_create(3L) 

Iwp_create(3L) 

lwp_newstk(3L) 


LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  routines  to  manage  critical  sections 
LWP  send  and  receive  messages 
LWP  send  and  receive  messages 
LWP  send  and  receive  messages 
LWP  send  and  receive  messages 
LWP  send  and  receive  messages 
LWP  send  and  receive  messages 
LWP  thread  creation  and  destruction  primitives 
LWP  thread  creation  and  destruction  primitives 
control  LWP  scheduling  priority 
control  LWP  scheduling  priority 
LWP  thread  creation  and  destruction  primitives 
control  LWP  scheduling  priority 
manage  LWP  condition  variables 
LWP  routines  to  manage  critical  sections 
LWP  thread  creation  and  destruction  primitives 
LWP  stack  managemoit 
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NAME 

agt_create,  agt_enumCTate,  agt_trap  -  LWP  events  into  messages 
SYNOPSIS 

#indude  <lwp/lwp.h> 
thread_t 

agt_create(agt,  event,  memory) 
thread_t  *agt; 
int  event; 
caddr_t  memory; 

int 

agt_enumerate(vec,  maxsize) 
tliread_t  vec[  ]; 
int  maxsize; 

int 

agt_trap(event) 
int  event; 

DESCRIPTION 

Agents  are  entities  that  act  like  threads  sending  messages  when  an  asynchronous  event  occurs. 
agt_create()  creates  an  object  called  an  agent  which  m^s  the  asynchronous  event  event  into  messages 
that  can  be  received  with  msgjreceive.  agt  stores  the  handle  on  this  object  event  is  a  UNIX  signal 
number. 

agtjtrapO  causes  the  event  event,  to  generate  an  exception  (see  exc_Iiandle(3L)).  Once  initialized  using 
agt_create()  or  agt_trap,  an  event  can  not  be  remapped  to  a  diffoent  style  of  handling.  If  trt^s  are 
enabled,  an  ev^t  will  cause  the  termination  of  the  /Areod  running  at  the  time  of  the  tr^  if  the  trap  excep¬ 
tion  is  not  handled.  If  an  exception  handler  is  in  place,  an  exception  will  be  raised.  If  an  agent  exists  for 
the  event  the  evrat  is  mapped  into  a  message  for  the  agent  If  neitho*  agent  nor  trap  mapping  is  enabled, 
the  default  signal  action  (SIG.DFL)  is  applied  to  the  pod.  Use  of  standard  UNIX  signal  handling  facilities 
wiU  defeat  the  event  mapping  mechanism. 

The  message  sent  by  the  agent  (in  the  argument  buffer)  will  look  like  any  other  message  with  the  s^der 
being  the  agent  The  receive  buffer  is  NULL.  A  message  is  always  sent  by  an  agent  to  the  thread  which 
created  the  agent 

All  messages  sent  by  an  agent  contain  an  eventinfo_t.  This  structure  indicates  the  thread  nmning  at  the 
time  the  intemqrt  happened,  and  the  particular  event  that  occurred.  Some  agent  messages  contain  mtxe 
information  if  the  particular  evrat  warrants  it  In  this  case,  a  struct  ccxitaining  an  eventinfo_t  as  its  first 
element  is  passed  as  the  argument  buffer.  Definitions  of  these  structures  are  contained  in  <Iwp/lwp.h>. 

An  agent  appears  to  the  owning  thread  just  like  another  thread.  It  must  therefore  have  some  m^ory  for 
holding  its  message,  as  the  sender  and  receiver  must  belong  to  the  same  address  ^ace.  memory  is  the 
space  an  agent  will  use  to  store  its  message.  Typically,  this  is  on  the  stack  of  the  thread  that  created  tlw 
agent  It  must  be  of  the  correct  size  fw  the  kind  of  event  being  created  (most  events  need  something  to 
store  an  eventinfo_t.  SIGCHLD  events  need  room  for  a  sigchldev_t) 

You  should  reply  to  an  agoit  (using  msg_reply  (see  iiisg_seiid(3L))  as  you  would  reply  to  a  thread. 
Although  agents  do  not  ordinarily  lose  events,  the  next  agent  message  will  not  be  delivered  until  a  reply  is 
sent  to  the  agent.  Thus,  an  agent  appears  to  the  client  as  an  (xdinary  thread  sending  messages.  An  agent 
will  only  lose  events  if  the  total  number  of  unreplied-to  events  in  a  pod  exceeds  AGENTMEMORY. 

lwp_destroy()  is  used  to  destroy  an  agent.  All  agents  created  by  a  thread  automatically  distg)pear  when 
that  thread  dies.  agt_enumerate( )  fills  in  a  list  with  the  ID’s  of  all  existing  agents  and  returns  the  total 
numb«  of  agents.  This  primitive  uses  maxsize  to  avoid  exceeding  the  capacity  of  the  list.  If  the  number  of 
agents  is  greater  than  maxsize,  only  maxsize  agents  ID’s  are  filled  in  vec.  If  maxsize  is  zero, 
agt_enumerate( )  returns  the  total  number  of  agents. 
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The  special  event  LASTRITES  is  caused  by  the  termination  of  a  thread.  An  agent  for  LASTRITES  will  be 
informed  about  evoy  thread  that  terminates,  regardless  of  cause.  The  eventinfo_code  elem^t  of  this 
agent  will  contain  the  stack  argument  that  the  dead  thread  was  created  with.  Note:  by  allocating  adjacent 
space  above  die  thread  stack,  this  argument  can  be  used  to  point  to  private  information  about  a  thread.  The 
eventiiifo_victimid  element  will  contain  the  id  of  the  dead  thread. 

RETURN  VALUE 

Upon  successful  completion,  agt_create()  and  agt_trap()  return  0.  OUiCTwise,  -1  is  returned. 
agt_enumerate( )  returns  the  total  numbo’  of  agents. 

ERRORS 

agt_trap()  will  faU  if  one  or  more  of  the  following  is  true: 

LE_INVA1JDARG  Event  specified  does  not  exist. 

LE_INUSE  Agrat  in  use  for  this  event. 

agt_create()  will  fail  if  one  or  more  of  the  following  are  true: 

LE_INVALIDARG  Attempt  to  create  agent  for  non-existent  event. 

LE_INUSE  Trap  mapping  in  use  for  this  event 

SEE  ALSO 

exc_handle(3L),  msg_send(3L) 

BUGS 

Signal  handlers  always  take  the  SIG_DFL  action  when  no  agent  manages  the  event 

If  a  descriptor  used  by  a  parent  of  the  pod  (such  as  its  standard  input)  is  marked  ntm-blocking  by  a  thread, 
it  should  be  reset  when  the  pod  terminates  to  prevent  the  parent  from  receiving  EWOULDBLOCK  errors  on 
the  descriptor.  There  is  no  way  to  prevent  this  from  happening  if  a  pod  is  terminated  with  extreme  preju¬ 
dice  (for  instance,  using  SIGKILL). 

If  an  agent  reprats  that  a  descriptor  has  I/O  available,  there  may  be  more  than  one  occurrence  of  I/O  avail¬ 
able  from  that  descripttx*.  Thus,  being  informed  that  SIGIO  has  occurred  cm  scmket  ^  may  mean  that  tho-e 
are  several  messages  waiting  to  be  received  from  s.  Clients  should  be  careful  to  clean  out  all  I/O  from  a 
descriptor  before  going  back  to  sleep. 

All  system  calls  should  be  protected  with  loops  testing  for  EINTR  (and  monitors  if  multiple  threads  can  try 
to  use  system  calls  concurrently).  An  lwp_sleep()  could  result  in  a  hidden  clock  interrupt  for  example. 

WARNINGS 

agt_trap( )  should  not  be  used  for  asynchronous  events.  If  an  unsuspecting  thread  which  has  no  exception 
handle  is  running  at  the  time  of  a  trapped  event,  it  will  be  terminated. 

Clients  should  not  normally  handle  signals  themselves  since  the  agent  mechanism  assumes  it  is  the  only 
entity  handling  signals. 
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NAME 

cv_create,  cv_destroy,  cv_wait,  cv_iK)tify,  cvjbroadcast,  cv_send,  cv_enumerate,  cv_waitCTS,  SAMECV  - 
manage  LWP  condition  variables 

SYNOPSIS 

#include  <Iwp/lwp.li> 
cv_t 

cv_create(cv,  mid) 
cv_t  *cv; 
mon_t  mid; 

int 

cv_destroy(cv) 
cv_t  cv; 

int 

cv_wait(cv) 
cv_t  cv; 

int 

cv_notify(cv) 
cv_t  cv; 

int 

cv_send(cv,  tid) 
cv_t  cv; 
lwp_t  tid 

int 

cv_broadcast(cv) 
cv_t  cv; 

int 

cv_enamerate(vec,  maxsize) 

cv_t  vec[  ];  /*  will  contain  list  of  ail  conditions  *! 

int  maxsize;  I*  maximum  size  of  vec  *! 

int 

cv_waiters(cv,  vec,  maxsize) 

cv_t  cv;  I*  condition  variable  being  interrogated  *! 

thread_t  vec[  ];  /♦  which  threads  are  blocked  on  cv  */ 
int  maxsize;  I*  maximum  size  of  vec  *! 

SAMECV(cl,  c2) 

DESCRIPTION 

Condition  variables  are  useful  for  synchronization  within  monitors.  By  waiting  on  a  condition  variable,  the 
cuirently-held  monitor  (a  condition  variable  must  cdways  be  used  witiiin  a  monitor)  is  released  atomically 
and  the  invoking  thread  is  suspended.  When  monitors  are  nested,  monitor  locks  other  than  the  current  mie 
are  retained  by  the  thread.  At  some  later  point,  a  different  thread  may  awaken  the  waiting  thread  by  issuing 
a  notification  on  the  condition  variable.  When  the  notification  occurs,  the  waiting  thread  will  queue  to 
reacquire  the  monitor  it  gave  up.  It  is  possible  to  have  different  condition  variables  operating  within  the 
same  monitor  to  allow  selectivity  in  waking  up  threads. 

cv_create()  creates  a  new  ctmdition  variable  (returned  in  cv)  which  is  bound  to  the  monitor  specified  by 
mid.  It  is  illegal  to  access  (using  cv_wait,  cv_notify,  cv_send( )  or  cv_broadcast)  a  condition  variable 
from  a  monitor  other  than  the  one  it  is  bound  to.  cv_destroy( )  removes  a  condition  variable. 


1058 


Last  change:  6  October  1987 


Sun  Release  4.0 


CV_CREATE(3L) 


LIGHTWEIGHT  PROCESSES  LIBRARY 


CV_CREATE(3L) 


cv_wait()  blocks  the  current  thread  and  releases  the  monitor  lock  associated  with  the  condition  (which 
must  also  be  the  monitor  lock  most  recently  acquired  by  the  thread).  Other  monitor  locks  held  by  the 
thread  are  not  affected.  The  blocked  thread  is  enqueued  by  its  scheduling  pri(»ity  (Mi  the  condition. 

cv_notify( )  awakens  at  most  (Mie  thread  bl(x:ked  on  the  condition  variable  and  causes  the  awakened  thread 
to  queue  for  access  to  the  mcmitor  released  at  the  time  it  waited  on  the  condition.  It  can  be  dangerous  to 
use  cv_notify()  if  there  is  a  possibility  that  the  thread  being  awakened  is  one  of  several  threads  that  are 
waiting  on  a  condition  variable  and  the  awakened  thread  may  not  be  the  one  intended.  In  this  case,  use  of 
cv_broadcast( )  is  recommended. 

cv_broadcast()  is  the  same  as  cv_notify()  except  that  all  threads  bl(x;ked  on  the  condition  variable  are 
awakened.  cv_notify( )  and  cv_broadcast()  do  nothing  if  no  thread  is  waiting  on  the  condition.  For  both 
cv_notify()  and  cv_broadcast,  the  currently  held  monitor  must  agree  with  the  one  bound  to  the  condition 
by  cv_create. 

cv_send()  is  like  cv_notify()  except  that  the  particular  thread  tid  is  awakened.  If  this  thread  is  not 
currently  blocked  on  the  condition,  cv_send( )  rep<Mts  an  error. 

cv_enamerate()  lists  the  ID  of  all  of  the  condition  variables.  The  value  returned  is  the  total  number  of 
c(Midition  variables.  The  vector  supplied  is  filled  in  with  the  ID’s  of  conditicm  variables.  cv_waiters()  lists 
the  id’s  of  the  threads  bl<x;ked  on  die  condition  variable  cv  and  returns  the  number  of  threads  blcxiked  on 
cv.  For  both  cv_enumerate( )  and  cv_waiters,  maxsize  is  used  to  avoid  exceeding  the  capacity  of  the  list 
vec .  If  the  number  of  entries  to  be  filled  is  greater  than  maxsize ,  only  maxsize  entries  are  filled  in  vec .  It  is 
legal  in  both  of  these  primitives  to  specify  a  maxsize  of  0. 

SAMECV  is  a  ccHiveiuent  predicate  used  to  compare  two  condition  variables  for  equality. 

RETURN  VALUE 

cv_create,  cv_destroy,  cv_send,  cv_wait,  cv_iiotify,  cv_broadcast: 

A  0  return  indicates  success;  -1  indicates  an  ^or. 
cv_enumerate( )  returns  the  total  number  of  condition  variables. 
cv_waiters( )  returns  the  number  of  threads  bl(x:ked  on  a  condition  variable. 

ERRORS 

cv_destroy( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE.INUSE  Attempt  to  destroy  condition  variable  being  waited  on  by  a  thread. 

LE_NONEXIST  Attempt  to  destroy  non-existent  condition  variable. 

cv_wait()  will  fail  if  one  or  more  of  the  following  is  true: 

LE_NOTOWNED  Attempt  to  wait  on  a  condition  without  possessing  the  correct  monitor  l(x:k. 
LE_NONEXIST  Attempt  to  wait  on  non-existent  condition  variable. 

cv_notify()  will  fail  if  one  or  more  of  the  following  is  true: 

LE_NOTOWNED  Attempt  to  notify  condition  variable  without  possessing  the  correct  monitor. 
LE_NONEXIST  Attempt  to  notify  non-existent  condition  variable. 

cv_send( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_NOTOWNED  Attempt  to  awaken  condition  variable  without  possessing  the  correct  monitor  lock. 
LE_NONEXIST  Attempt  to  awaken  non-existent  condition  variable. 

LE_NOWAIT  The  specified  thread  is  not  currently  bl(x;ked  on  the  condition. 

cv_broadcast()  will  fail  if  one  or  more  of  the  following  is  true: 

LE_NOTOWNED  Attempt  to  broadcast  condition  without  possessing  the  correct  monitor  l(x:k. 

LE_NONEXIST  Attempt  to  broadcast  non-existent  condition  variable. 
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mon_create(3L) 
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NAME 

exc_handle,  exc_unhandle,  exc_boun(i,  exc_notify,  exc_raise,  exc_on_exit,  exc_uniqpatt  -  LWP  exception 
handling 

SYNOPSIS 

Mnclude  <lwp/lwp.Ii> 
int 

exc_handle(pattern,  func,  arg) 
int  pattern; 
caddr_t  (♦func)(); 
caddr_t  arg; 

int 

exc_raise(pattern) 
int  pattern; 

int 

exc_unliandle() 

caddr_t 

(*exc_bound(pattern,  arg))() 
int  pattern; 
caddr_t  ♦arg; 

int 

exc_notify(pattern) 
int  pattern; 

int 

exc_on_exit(func,  arg) 
void  (*funcK); 
caddr_t  arg; 

int 

exc_uniqpatt() 

DESCRIPTION 

These  primitives  can  be  used  to  manage  excqttional  conditions  in  a  thread.  Basically,  raising  an  exception 
is  a  more  general  form  of  ntm-local  goto  or  longjmp,  tnit  the  invocation  is  pattern-based.  It  is  also  possible 
to  notify  an  exception  handler  whereby  a  function  supplied  by  the  exception  handle  is  invoked  and  control 
is  returned  to  the  raiser  of  the  exception.  Finally,  one  can  establish  a  handler  which  is  always  invoked 
upon  procedure  exit,  regardless  of  whether  the  procedure  exits  using  a  return  or  an  exception  raised  to  a 
handler  established  prior  to  the  invocation  of  the  exiting  procedure. 

exc_handle( )  is  used  to  establish  an  exception  handler.  exc_handle( )  returns  0  to  indicate  that  a  handler 
has  been  established.  A  return  of  -1  indicates  an  error  in  trying  to  establish  the  exception  handler.  If  it 
returns  something  else,  an  exception  has  occurred  and  any  procedure  caUs  deeper  than  the  one  ccmtaining 
the  handler  have  disappeared.  All  exception  handlers  established  by  a  procedure  are  automatically  dis¬ 
carded  when  the  procedure  terminates. 

exc_handle( )  binds  a  pattern  to  the  handler,  where  a  pattern  is  an  integer,  and  two  patterns  nwtch  if  their 
values  are  equal.  When  an  exception  is  raised  with  exc_raise,  the  most  recent  handler  that  has  established 
a  matching  pattern  will  catch  the  exception.  A  special  pattern  (CATCHALL)  is  provided  which  matches  any 
exc_raise(  )  pattern.  This  is  useful  for  handlers  which  know  that  there  is  no  chance  the  resources  allocated 
in  a  routine  can  be  reclaimed  by  previous  routines  in  the  call  chain. 

The  other  two  arguments  to  exc_handle()  are  a  function  and  an  argument  to  that  function.  exc_bound() 
retrieves  these  arguments  from  an  exc_handle()  call  made  by  the  specified  thread.  By  using  exc_bound() 
to  retrieve  and  call  a  function  bound  by  the  exception  handler,  a  procedure  can  raise  a  notification  excep¬ 
tion  which  allows  control  to  return  to  the  raiser  of  the  exception  after  the  exception  is  handled. 
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exc_raise( )  allows  the  caller  to  transfer  control  (do  a  non-local  goto)  to  the  matching  exc_handle.  This 
matching  exception  handler  is  destroyed  after  the  control  transfer.  At  this  time,  it  behaves  as  if 
exc_handle( )  returns  with  the  pattern  from  exc_raise()  as  the  return  value.  Note:/imc  of  exc_handle()  is 
not  called  using  exc_raise()  —  it  is  only  there  for  notification  exceptions.  Because  the  exception  handler 
returns  the  pattern  that  invoked  it,  it  is  possible  for  a  handler  that  matches  the  CATCHALL  pattern  to  reraise 
the  exact  exception  it  caught  by  using  exc_raise( )  on  the  caught  pattern.  It  is  illegal  to  handle  or  raise  the 
pattern  0  or  the  pattern  -1.  Handlers  are  searched  for  pattern  matches  in  the  reverse  execution  order  that 
they  are  set  (i.e.,  the  most  recently  established  handler  is  searched  first). 

exc__unhandle( )  destroys  the  most  recently  established  exception  handler  set  by  the  current  thread.  It  is  an 
error  to  destroy  an  exit-handler  set  up  by  exc_on_exit.  When  a  procedure  exits,  all  handlers  and  exit 
handlers  set  in  the  procedure  are  automatically  deallocated. 

exc_notify( )  is  a  convenient  way  to  use  exc_bound.  The  function  which  is  bound  to  pattern  is  retrieved. 
If  the  function  is  not  NULL,  the  function  is  called  with  the  associated  argument  and  the  result  is  returned.  If 
the  function  is  NULL,  excjr^ise(pattern)  is  returned. 

exc_on_exit( )  specifies  an  exit  procedure  and  argument  to  be  passed  to  the  exit  procedure,  which  is  called 
when  the  procedure  which  sets  an  exit  handler  using  exc_on_exit()  exits.  The  exit  procedures  (more  than 
one  may  be  set)  will  be  called  regardless  if  the  setting  procedure  is  exited  using  a  return  or  an  exc_raise. 
Because  the  exit  procedure  is  called  as  if  the  handling  procedure  had  returned,  the  argument  passed  to  it 
should  not  contain  addresses  on  the  handler’s  stack.  However,  any  value  returned  by  the  procedure  which 
established  the  exit  procedure  is  preserved  no  matter  what  the  exit  procedure  returns.  This  primitive  is 
used  in  the  MONITOR  macro  to  enforce  the  monitor  discipline  on  procedures. 

Some  signals  can  be  considered  to  be  synchronous  traps.  They  are  usually  the  starred  (♦)  signals  in  the  sig- 
nal(3)  man  pages.  These  are:  SIGSYS,  SIGBUS,  SIGEMT,  SIGFPE,  SIGILL,  SIGTRAP,  SIGSEGV.  If  an 
event  is  marked  as  a  trap  using  agt_trap  (see  agt_create(3L))  the  event  will  generate  exceptions  instead  of 
agent  messages.  This  mapping  is  per-pod,  not  per-thread.  A  thread  which  handles  the  signal  number  of 
one  of  these  as  the  pattern  for  exc_handle()  will  catch  such  a  signal  as  an  exception.  The  exception  will 
be  raised  as  an  exc_notify( )  so  either  escape  or  notification  style  exceptions  can  be  used,  depending  on 
what  the  matching  exc_handle( )  provides.  If  the  exception  is  not  handled,  the  thread  will  terminate.  Note; 
it  can  be  dangerous  to  supply  an  exception  handler  to  treat  stack  overflow  since  the  client’s  stack  is  used  in 
raising  the  exception. 

exc_uniqpatt()  returns  an  exception  pattern  that  is  not  any  of  the  pre-defined  patterns  (any  of  the  synchro¬ 
nous  exceptions  or  -1  or  CATCHALL).  Each  call  to  exc_uniqpatt()  results  in  a  different  pattern.  If 
exc_uniqpatt()  cannot  guarantee  uniqueness,  -1  is  returned  instead  the  first  time  this  happens.  Subse¬ 
quent  calls  after  this  error  result  in  patterns  which  may  be  duplicates. 

RETURN  VALUE 

exc_uniqpatt()  returns  -1  the  first  time  it  fails.  Otherwise,  it  returns  a  unique  pattern. 

When  exc_handle()  is  called,  a  return  value  of  0  indicates  success  and  -1  indicates  error.  When 
exc_handle()  returns  because  of  a  matching  exc_raise()  call,  it  returns  the  pattern  raised  by  exc__raise. 

Upon  successful  completion,  exc  raiseO  transfers  control  to  the  matching  exc_handle()  and  does  not 
return.  If  there  is  an  error,  exc_raise( )  returns  -1. 

Upon  successful  completion,  exc_unhandle()  returns  0.  It  returns  -1  if  there  is  an  error. 
exc_bound( )  returns  a  pointer  to  a  function  or  0  if  no  function  was  bound. 

Upon  successful  completion,  exc_notify( )  returns  the  return  value  of  a  function  or  transfers  control  to  a 
matching  exc_handle()  and  does  not  return.  It  returns  -1  if  there  is  an  error. 

exc__on_exit( )  returns  0. 


1062 


Last  change:  6  October  1987 


Sun  Release  4.0 


EXC_HANDLE(3L) 


LIGHTWEIGHT  PRCX:ESSES  LIBRARY 


EXC_HANDLE(3L) 


ERRORS 

exc_unhandle( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_NONEXIST  Attempt  to  remove  an  exit  handler  or  a  non-existent  handler. 

exc_raise( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE^NONEXIST  No  context  found  to  raise  an  exception  to. 

LE^INVAUDARG  Attempt  to  raise  an  illegal  pattern  (-1  or  0). 
exc_handle( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_INVALIDARG  Attempt  to  handle  an  illegal  pattern  (-1  or  0). 
exc_umqpatt()  will  fail  if  one  or  more  of  the  following  is  true: 

LE_REUSE  Possible  reuse  of  existing  object.  agt_create(3L) 

BUGS 

The  stack  may  not  contain  useful  information  after  an  exception  has  been  caught  so  post-exception  debug¬ 
ging  can  be  difficult  The  reason  for  this  is  that  a  given  handler  may  call  procedures  that  trash  the  stack 
before  reraising  an  exception. 

The  distinction  between  traps  and  interrupts  can  be  problematical. 

The  environment  restored  on  exc_raise( )  consists  of  the  registers  at  the  time  of  the  exc_handle.  As  a 
result,  modifications  to  register  variables  between  the  times  of  exc_handle()  and  exc_raise()  will  not  be 
seen.  This  problem  does  not  occur  in  the  sun4  implementation. 

WARNINGS 

exc_on_exit( )  passes  a  simple  type  as  an  argument  to  the  exit  routine.  If  you  need  to  pass  a  complex  type, 
such  as  a  thread J,  monj,  or  cvj,  pass  a  pointer  to  the  object  instead. 
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NAME 

lwp_create,  lwp_destroy,  SAMETHREAD,  pod_setexit,  pod_getexit,  pod_exit  -  LWP  thread  creation  and 
destruction  primitives 

SYNOPSIS 

#include  <lwp/lwp.h> 

#mclude  <lwp/stackdep.h> 

int 

lwp_create(tid,  func,  prio,  flags,  stack,  nargs,  argl, . . .,  argn) 

thread_t  *tid; 

void  (*func)(); 

int  prio; 

int  flags; 

stkalign_t  *stack; 

int  nargs; 

int  argl, . . . ,  argn; 

int 

lwp_destroy(tid) 
tliread_t  tid; 

void 

pod_setexit(status) 
int  status; 

int 

pod_getexit(status) 
int  status; 

void 

pod_exit(status) 
int  status 

SAMETHREAD(tl,  t2) 

DESCRIPTION 

lwp_create()  creates  a  lightweight  process  which  starts  at  address  func  and  has  stack  segment  stack.  If 
stack  is  NULL,  the  thread  is  created  in  a  suspended  state  (see  below)  and  no  stack  or  pc  is  bound  to  the 
thread,  prio  is  the  scheduling  priority  of  the  thread  (higher  priorities  are  favored  by  the  scheduler).  The 
identity  of  the  new  thread  is  filled  in  the  reference  parameter  dd.  flags  describes  some  options  on  the  new 
thread.  LWPSUSPEND  creates  the  thread  in  suspended  state  (see  lwp_yield(3L)).  LWPNOLASTRTTES 
will  disable  the  LASTRITES  agent  message  when  the  thread  dies.  The  default  (0)  is  to  create  the  thread  in 
running  state  with  LASTRITES  reporting  enabled.  LWPSERVER  indicates  that  a  thread  is  only  viable  as 
long  as  non-LWPSERVER  threads  are  alive.  The  pod  will  terminate  if  the  only  living  threads  are  marked 
LWPSERVER  and  blocked  on  a  Iwp  resource  (for  instance,  waiting  for  a  message  to  be  sent),  nargs  is  the 
number  (0  or  more)  of  simple-type  (int)  arguments  supplied  to  the  thread. 

The  first  time  a  Iwp  primitive  is  used,  the  Iwp  library  automatically  converts  the  caller  (i.e.,  main)  into  a 
thread  with  the  highest  available  scheduling  priwity  (see  pod_setmaxpri(3L)).  The  identity  of  this  thread 
can  be  retrieved  using  lwp_self  (see  l'wp_status(3L)).  This  thread  has  the  normal  SunOS  stack  given  to 
any  forked  process. 

Scheduling  is,  by  default,  non-preemptive  within  a  priority,  and  within  a  priority,  threads  enter  the  run 
queue  on  a  FIFO  basis  (that  is,  whenever  a  thread  becomes  eligible  to  run,  it  goes  to  the  end  of  the  run 
queue  of  its  particular  priority).  Thus,  a  thread  continues  to  run  until  it  voluntarily  relinquishes  control  or 
an  event  (including  thread  creation)  occurs  to  enable  a  higher  priority  thread.  Some  primitives  may  cause 
the  current  thread  to  block,  in  which  case  the  unblocked  thread  with  the  highest  priority  runs  next.  When 
several  threads  are  created  with  the  same  priority,  they  are  queued  for  execution  in  the  order  of  creation. 
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This  order  may  not  be  preserved  as  threads  yield  and  block  within  a  priority.  If  an  agent  owned  by  a  thread 
with  a  higho*  priority  is  invoked,  that  thread  will  preempt  the  currently  running  one. 

Ttere  is  no  concept  of  ancestry  in  threads:  the  creator  of  a  thread  has  no  special  relation  to  the  thread  it 
created.  When  all  threads  have  died,  the  pod  terminates. 

lwp_destroy()  is  a  way  to  explicitly  terminate  a  thread  or  agent  (instead  of  having  an  executing  thread 
“fall  though”,  which  also  terminates  the  thread),  tid  specifies  the  id  of  the  thread  or  agent  to  be  ter¬ 
minated.  If  tid  is  SELF,  the  invoking  thread  is  destroyed.  Upon  teamination,  the  resources  (messages, 
monitor  locks,  agents)  owned  by  the  thread  are  released,  in  some  cases  resulting  in  anoth^  thread  being 
notified  of  the  death  of  its  peer  (by  having  a  blocking  primitive  become  unblocked  with  an  error  indica¬ 
tion).  A  thread  may  terminate  itself  explicitly,  although  self-destruction  is  automatic  when  it  returns  from 
the  procedure  specified  in  the  lwp_create( )  primitive. 

pod_setexit()  sets  the  exit  status  for  a  pod.  This  value  will  be  returned  to  the  parent  process  of  the  pod 
when  the  pod  dies  (default  is  0).  exlt(3)  terminates  the  current  thread,  using  the  argument  supplied  to  exit 
to  set  the  current  value  of  the  exit  status.  (»i_exit(3)  establishes  an  action  that  wiU  be  taken  when  the  entire 
pod  terminates.  pod_exit()  is  available  to  terminate  the  pod  immediately  with  the  final  actions  established 
by  on_exit.  If  you  wish  to  terminate  the  pod  immediately,  pod_exit()  or  exit(2)  should  be  used. 
pod_getexit( )  returns  the  current  value  of  the  pod’s  exit  status. 

SAMETHREAD  is  a  convenient  predicate  used  to  compare  two  threads  for  equality. 

RETURN  VALUE 

Upon  successful  completion,  lwp_create,  and  lwp_destroy()  return  0.  Otherwise,  -1  is  returned. 
pod_getexit( )  returns  Ae  current  exit  status  of  the  pod. 

ERRORS 

lwp_create( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_NOROOM  Unable  to  allocate  memmy  for  thread  context. 

LE_INVALIDARG  Too  many  arguments  (>  512). 

LE_ILLPRIO  Illegal  priority. 

Iwp_destroy()  will  fail  if  one  or  more  of  the  following  are  true: 

LE_NONEXlST  Attempt  to  destroy  a  thread  or  agent  that  does  not  exist 

SEE  ALSO 

exit(3),  lwq)_yield(3L),  on_exit(3),  pod_setmaxpri(3L) 

WARNINGS 

Some  special  threads  may  be  created  silently  by  the  Iwp  library.  These  include  an  idle  thread  that  runs 
when  no  otho"  activity  is  going  on,  and  a  reaper  thread  ftat  frees  stacks  allocated  by  lwp_newstk.  These 
special  threads  will  show  up  in  status  calls.  A  pod  will  terminate  if  these  special  threads  are  the  only  ones 
extant 
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NAME 

Iwp_ctxinit,  lwp_ctxremove,  Iwp_ctxset,  lwp_ctxmemget,  Iwp_ctxmemset,  Iwp_^set,  Iwpjibcset  -  spe¬ 
cial  LWP  context  operations 

SYNOPSIS 

#mclude  <Iwp/lwp.li> 
int 

Iwp_ctxset(save,  restore,  ctxsize,  optimise) 
void  (♦saveX/*  caddr_t  ctx,  tliread_t  old,  tliread_t  new  ♦/); 
void  (*restore)(/*  caddr_t  ctx,  tliread_t  old,  thread_t  new  ♦/); 
unsigned  int  ctxsize; 
int  optimise; 

int 

Iwp_ctxinit(tid,  cookie) 

thread_t  tid;  I*  thread  with  special  contexts  */ 

int  cookie;  /*  type  of  context  */ 

int 

Iwp_ctxremove(tid,  cookie) 
thread_t  tid; 
int  cookie; 

int 

lwp_ctxmemget(mem,  tid,  ctx) 
caddr_t  mem; 
thread_t  tid; 
int  ctx; 

int 

lwp_ctxmemset(mem,  tid,  ctx) 
caddr_t  mem; 
thread_t  tid; 
int  ctx; 

int 

lwp_fpset(tid) 
thread_t  tid; 

int 

lwp_libcset(tid) 
thread_t  tid; 

DESCRIPTION 

Normally  on  a  context  switch,  only  machine  registers  are  saved/restored  to  provide  each  thread  its  own  vir¬ 
tual  machine.  However,  there  are  other  hardware  and  software  resources  which  can  be  multiplexed  in  this 
way.  For  example,  floating  point  registers  can  be  used  by  several  threads  in  a  pod.  As  another  example, 
the  global  value  errno  in  the  standard  C  library  may  be  used  by  all  threads  making  system  calls. 

To  accommodate  the  variety  of  contexts  that  a  thread  may  need  without  requiring  all  threads  to  pay  for 
unneeded  switching  overhead,  lwp_ctxinit()  is  provided.  This  primitive  allows  a  client  to  specify  that  a 
given  thread  requires  certain  context  to  be  saved  and  restored  across  context  switches  (by  default  just  the 
machine  registers  are  switched).  More  than  one  special  context  may  be  given  to  a  thread. 

To  use  lwp_ctxinit,  it  is  first  necessary  to  define  a  special  context.  lwp_ctxset( )  specifies  save  and  restore 
routines,  as  well  as  the  size  of  the  context  that  will  be  used  to  hold  the  switchable  state.  The  save  routine 
will  automatically  be  invoked  when  an  active  thread  is  blocked  and  the  restore  routine  will  be  invoked 
when  a  blocked  thread  is  restarted.  These  routines  will  be  passed  a  pointer  to  a  buffer  (initialized  to  all  O’s) 
of  size  ctxsize  which  is  allocated  by  the  LWP  library  and  used  to  hold  the  volatile  state.  In  addition,  the 


!*  thread  utilizing  floating  point  hardware  */ 


!*  thread  utilizing  errno  *! 
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identity  of  the  thread  whose  special  context  is  being  saved  (old)  and  the  identity  of  the  thread  being  res¬ 
tarted  (new)  are  passed  in  to  the  save  and  restore  routines.  lwp_ctxset( )  returns  a  cookie  used  by  subse¬ 
quent  lwp_ctxinit( )  calls  to  refer  to  the  kind  of  context  just  defined.  If  the  optimise  flag  is  TRUE,  a  special 
context  switch  action  will  not  be  invoked  unless  the  thread  resuming  execution  differs  from  the  last  thread 
to  use  the  special  context  and  also  uses  the  special  context.  If  the  optimise  flag  is  FALSE,  the  save  routine 
will  always  be  invoked  immediately  when  the  thread  using  this  context  is  scheduled  out  and  the  restore 
routine  wiU  be  invoked  immediately  when  a  new  thread  using  this  context  is  scheduled  in.  Note  that  an 
unoptimised  special  context  is  protected  from  threads  which  do  not  use  the  special  ccxitext  but  which  do 
affect  the  context  state.  lwp_€txreniove()  can  be  used  to  remove  a  special  context  installed  by 
lwp_ctxlnit. 

Because  context  switching  is  done  by  the  scheduler  on  behalf  of  a  thread,  it  is  an  error  to  use  an  LWP 
primitive  in  an  action  done  at  context  switch  time.  Also,  the  stack  used  by  the  save  and  restore  routines 
belongs  to  the  scheduler,  so  care  should  be  taken  not  to  use  lots  of  stack  space.  As  a  result  of  these  restric¬ 
tions,  only  knowledgeable  users  should  write  their  own  special  context  switching  routines. 

Iwp_ctxmemget  and  Iwp_ctxmeinset  are  used  to  retrieve  and  set  (respectively)  the  memory  associated 
with  a  given  special  context  (ctx)  and  a  given  thread  (tid).  mem  is  the  address  of  client  memory  that  will 
hold  the  context  information  being  retrieved  or  set.  Note  that  the  special  context  save  and  restore  routines 
may  be  NULL,  so  pure  data  may  be  associated  with  a  given  thread  using  these  primitives. 

Several  kinds  of  special  contexts  are  predefined.  To  allow  a  thread  to  share  floating  point  hardware  with 
other  threads,  the  lwp_fpset( )  primitive  is  available.  The  floating-point  hardware  bound  at  compile-time  is 
selected  automatically.  To  multiplex  the  global  variable  ermo,  lwp_Iibcset()  is  used  to  have  errno 
become  part  of  the  context  of  thread  tid. 

Special  contexts  can  be  used  to  assist  in  managing  stacks.  See  lwp_newstk(3L)  for  details. 

RETURN  VALUE 

lwp_ctxset()  returns  a  cookie  to  be  used  by  subsequent  lwp_ctxuiit()  calls,  -1  if  unable  to  define  the  con¬ 
text. 

ERRORS 

lwp_ctxinit( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_INUSE  This  special  context  already  set  for  this  thread. 

lwp_ctxremove( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_NONEXIST  The  specified  context  is  not  set  fm*  this  thread. 

lwp_ctxset( )  will  fail  if  one  or  more  of  the  following  are  tn^: 

LE_NOROOM  Unable  to  allocate  memmy  to  define  special  context 

SEE  ALSO 

lwp_newstk(3L) 

BUGS 

The  floating  point  contexts  should  be  initialized  implicitly  fm*  those  threads  that  use  floating  point 
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NAME 

Iwp  checkstkset,  Iwp  stkcswset,  CHECK,  Iwp  setstkcache,  Iwp  newstk,  Iwp  datastk,  STKTOP  -  LWP 
stack  management 

SYNOPSIS 

#include  <lwp/lwp.h> 

#mclude  <lwp/check.h> 

#mclude  <lwp/lwpmachdep.h> 

#mclude  <lwp/stackdep.h> 

CHECK(Iocation,  result) 
int 

lwp_checkstkset(tid,  limit) 
tliread_t  tid; 
caddr_t  limit; 

int 

lwp_stkcswset(tid,  limit) 
thread_t  tid; 
caddr_t  limit; 

int 

lwp_setstkcache(minstksz,  numstks) 
int  minstksz; 
int  numstks; 

stkalign_t  ♦ 

Iwp__newstk() 

stkalign_t  ♦ 

lwp_datastk(data,  size,  addr) 
caddr_t  data; 
int  size; 
caddr_t  *addr; 

STKTOP(s) 

DESCRIPTION 

Stacks  are  problematical  with  lightweight  processes.  What  is  desired  is  that  stacks  for  each  thread  are  red- 
zone  protected  so  that  one  thread’s  stack  does  not  unexpectedly  grow  into  the  stack  of  another.  In  addition, 
stacks  should  be  of  infinite  length,  grown  as  needed.  The  process  stack  is  a  maximum-sized  segment  (see 
getrlimit(2).)  This  stack  is  redzone  protected,  and  you  can  even  try  to  extend  it  beyond  its  initial  max¬ 
imum  size  in  some  cases.  With  SunOS  4,x,  it  is  possible  to  efficiently  allocate  large  stacks  that  have  red 
zone  protection,  and  the  LWP  library  provides  some  support  for  this.  For  those  systems  that  do  not  have 
flexible  memory  management,  the  LWP  library  provides  assistance  in  dealing  with  the  problems  of  main¬ 
taining  multiple  stacks. 

The  stack  used  by  main  is  the  same  stack  that  the  system  allocates  for  a  forked  process.  For  allocating 
other  thread  stacks,  the  client  is  free  to  use  any  statically  or  dynamically  allocated  memory  (using  memory 
from  mtu/i’s  stack  is  subject  to  the  stack  resource  limit  for  any  forked  process).  In  addition,  the  LAS- 
TRITES  agent  message  is  available  to  free  allocated  resources  when  a  thread  dies.  Any  stack  should  be  at 
least  MINST ACKSZ  stkalignj'^  large  because  the  LWP  library  will  use  the  client  stack  to  execute  primi¬ 
tives.  For  very  fast  dynamically  allocated  stacks,  a  stack  cacheing  mechanism  is  available. 
lwp_setstkcache( )  allocates  a  cache  of  stacks.  Each  time  the  cache  is  empty,  it  is  filled  with  numstks  new 
stacks,  each  containing  at  least  minstksz  bytes,  minstksz  will  automatically  be  augmented  to  take  into 
account  the  stack  needs  of  the  LWP  library.  Iwp_newstk( )  returns  a  cached  stack  that  is  suitable  for  use  in 
an  lwp_create()  call.  Iwp_setstkcache( )  must  be  called  (once)  prior  to  any  use  of  lwp_newstk.  If  run¬ 
ning  under  SunOS  4,x,  the  stacks  allocated  by  lwp_newstk()  will  be  red-zone  protected  (an  attempt  to 
reference  below  the  stack  bottom  will  result  in  a  SIGSEGV  event). 
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Threads  created  with  stacks  from  Iwp_newstk{)  should  not  use  the  NOLASTRUES  flag.  If  they  do, 
cached  stacks  will  not  be  returned  to  the  cache  when  a  thread  dies. 

Iwp_datastk()  also  returns  a  red-zone  protected  stack  like  lwp_newstk()  does.  It  copies  any  amount  of 
data  (subject  to  the  size  limitations  imposed  by  lwp_setstkcache)  onto  the  stack  above  the  stack  top  that  it 
returns,  data  points  to  information  of  size  bytes  to  be  copied.  The  exact  locadon  where  the  data  is  stored  is 
returned  in  the  reference  parameter  addr.  Because  lwp_create( )  only  passes  simple  types  to  the  newly- 
created  thread,  lwp_datastk()  is  useful  to  pass  a  more  complex  argument:  Call  lwp_datastk()  to  get  an 
initialized  stack,  and  pass  the  address  of  the  data  structure  (addr)  as  an  argument  to  the  new  thread. 

A  reaper  thread  running  at  the  maximum  pod  priority  is  created  by  lwp_setstkcache.  It’s  action  may  be 
delayed  by  other  threads  running  at  that  priority,  so  it  is  suggested  that  the  maximum  pod  priority  not  be 
used  for  client-created  threads  when  lwp_newstk()  is  being  used.  Altering  the  maximum  pod  priority  with 
pod_setmaxpri()  will  have  the  side  effect  of  increasing  the  reaper  thread  priority  as  well. 

The  stack  address  passed  to  lwp_create( )  represents  the  top  of  the  stack:  the  LWP  library  will  not  use  any 
addresses  at  or  above  it.  Thus,  it  is  safe  to  store  information  above  the  stack  top  if  there  is  room  there. 

For  stacks  that  are  not  protected  with  hardware  redzones,  some  protection  is  still  possible.  For  any  thread 
tid  with  stack  boundary  limit  made  part  of  a  special  context  with  lwp_checkstkset,  the  CHECK  macro  may 
be  used.  This  macro,  if  used  at  the  beginning  of  each  procedure  (and  before  local  storage  is  initialized  (it  is 
okay  to  declare  locals  though)),  will  check  that  the  stack  limit  has  not  been  violated.  If  it  has,  the  non-local 
location  will  be  set  to  result  and  the  procedure  will  return.  CHECK  is  not  perfect,  as  it  is  possible  to  call  a 
procedure  with  many  arguments  after  CHECK  validates  the  stack,  only  to  have  these  arguments  clobber  the 
stack  before  the  new  procedure  is  entered. 

Iwp_stkcswset( )  checks  at  context-switch  time  the  stack  belonging  to  thread  tid  for  passing  stack  boundary 
limit.  In  addition,  a  checksum  at  the  bottom  of  the  stack  is  validated  to  ensure  that  the  stack  did  not  tem¬ 
porarily  grow  beyond  its  limit.  This  is  automated  and  more  efficient  than  using  CHECK,  but  by  the  time  a 
context  switch  occurs,  it’s  too  late  to  do  much  but  abort(3)  if  the  stack  was  clobbered. 

To  portably  use  statically  allocated  stacks,  the  macros  in  stackdep.h  should  be  used.  Declare  a  stack  s  to  be 
an  array  of  stkalignj’s,  and  pass  the  stack  to  lwp_create()  as  STKTOP(s). 

RETURN  VALUES 

lwp_newstk  and  lwp_datastk()  return  0  on  failure,  else  a  valid  new  stack  address. 

Iwp_setstkcache()  returns  the  actual  size  of  the  stacks  allocated  in  the  cache. 

SEE  ALSO 

getrlimit(2),  abort(3) 

BUGS 

C  should  provide  support  for  heap-allocated  stacks  at  procedure  entry  time.  The  hardware  should  be 
segment-based  to  eliminate  the  problem  altogether. 

WARNING 

Iwp_datastk()  should  not  be  directly  used  in  a  Iwp_create()  call  since  C  does  not  guarantee  the  order  in 
which  arguments  to  a  function  are  evaluated. 
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NAME 

lwp_geterr,  lwp_j)error,  lwp_errstr  -  LWP  error  handling 
SYNOPSIS 

#include  <lwp/lwp.h> 

#mclude  <lwp/lwperror.h> 

lwp_err_t  Iwp_geterr( ); 

void 

Iwpjperror(s) 
char  *s; 

char  ♦♦lwp_errstr(); 

DESCRIPTION 

When  a  primitive  fails  (returns  -1),  lwp_geterr()  can  be  used  to  obtain  the  identity  of  the  error  (which  is 
part  of  the  context  for  each  Iwp).  Iwp  jperror( )  can  be  used  to  print  an  error  message  on  the  standard  error 
file  (analogous  to  perror(3))  when  a  Iwp  primitive  returns  an  error  indication.  IwpjerrorO  uses  the 
same  mechanism  as  lwp_geterr( )  to  obtain  the  last  error.  lwp_errstr  returns  a  pointer  to  the  (NULL- 
terminated)  list  of  error  messages. 

lwp_libcset  (see  lwp_ctxiiiit(3L))  allows  errno  from  the  standard  C  library  reflect  a  per-thread  value 
rather  than  a  per-pod  value. 

SEE  ALSO 

lwp_ctxiiiit(3L),  perror(3) 
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NAME 

lwp_self,  lwp_ping,  lwp_enumerate,  lwp_getstate,  lwp_setregs,  lwp_getregs  -  LWP  status  information 
SYNOPSIS 

#mclude  <lwp/lwp.b> 

#inclade  <Iwp/lwpinachdep.h> 

int 

lwp_enumerate(vec,  maxsize) 

thread_t  vec[  ];  /*  list  of  id’s  to  be  filled  in 

int  maxsize;  I*  number  of  elements  in  vec  *! 

int 

lwp_ping(tid) 
thread_t  tid; 

int 

lwp_getregs(tid,  machstate) 
thread_t  tid; 
machstate_t  *macbstate; 

int 

lwp_setregs(tid,  machstate) 
thread_t  tid; 
machstate_t  ^machstate; 

int 

lwp_getstate(tid,  statvec) 
thread_t  tid; 
statvec_t  ♦statvec; 

int 

lwp_self(tid) 
thread_t  ♦tid; 

DESCRIPTION 

lwp_self( )  returns  the  ID  of  the  current  thread  in  tid.  TTiis  is  the  only  way  to  retrieve  the  identity  of  main. 

lwp_enumerate( )  fiUs  in  a  list  with  the  ID’s  of  all  existing  threads  and  returns  the  total  number  of  threads. 
This  primitive  will  use  maxsize  to  avoid  exceeding  the  capacity  of  the  list  If  the  number  of  threads  is 
greater  than  maxsize,  only  maxsize  thread  ID’s  are  filled  in  vec.  If  maxsize  is  zero,  Iwp_enumerate()  just 
returns  the  total  number  of  threads. 

Iwp_getstate( )  is  used  to  retrieve  the  context  of  a  given  thread.  It  is  possible  to  see  what  object  (thread, 
monitor,  etc.)  if  any  that  thread  is  blocked  on,  and  the  scheduling  priority  of  the  thread. 

lwp_ping  returns  0  (no  error)  if  the  thread  tid  exists.  Otherwise,  -1  is  returned. 

lwp_s€tregs  sets  the  machine-dependent  context  (i.e.,  registers)  of  a  thread.  The  next  time  the  thread  is 
scheduled  in,  this  context  is  installed.  Consult  lwpmachdep.h  for  the  details.  lwp_getregs  retrieves  the 
machine-dependent  context.  Note:  the  registers  may  not  be  meaningful  unless  the  thread  in  question  is 
blocked  or  suspended  because  the  state  of  the  registers  as  of  the  most  recent  context  switch  is  returned. 

RETURNS 

Upon  successful  completion,  lwp_self  and  lwp_getstate( )  return  0,  -1  on  error. 

Iwp_enumerate(  )  returns  the  total  number  of  threads. 
lwp_ping  returns  0  if  the  specified  thread  exists,  else  -1. 

ERRORS 

Iwp_getstate ,  lwp_ping ,  and  lwp_setstate( )  will  fail  if  one  or  more  of  the  following  is  true: 
LE_NONEXIST  Attempt  to  get  the  status  of  a  non-existent  thread. 
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NAME 

lwp_jield,  lwp__siispend,  lwp_resume,  Iwpjoin,  lwp_setpri,  lwp__resched,  lwp_sleep  -  control  LWP 
scheduling 

SYNOPSIS 

#include  <lwp/lwp.h> 
int 

lwp_yield(tid) 
thread_t  tid; 

int 

lwp_sleep(timeout) 
struct  timeval  ^timeout; 

int 

lwp_resched(prio) 
int  prio; 

int 

iwp__setpri(tid,  prio) 
thread_t  tid; 
int  prio; 

int 

lwp_suspend(tid) 
thread  s  tid; 

int 

lwp_resume(tid) 
thread_t  tid; 

int 

Iwpjoin(tid) 
thread_t  tid; 

DESCRIPTION 

lwp_yield()  allows  the  currently  running  thread  to  voluntarily  relinquish  control  to  another  thread  with  the 
same  scheduling  priority.  On  a  uniprocessor,  it  is  never  the  case  that  a  thread  can  execute  while  a 
higher  priority  thread  is  eligible  to  run.  If  tid  is  THREADNULL,  the  next  thread  in  the  same  priority 
queue  of  the  yielding  thread  will  run  and  the  current  thread  will  go  the  the  end  of  the  scheduling  queue. 
Otherwise,  it  is  the  ID  of  the  thread  to  run  next,  and  the  current  thread  will  take  second  place  in  the 
scheduling  queue. 

lwp_sleep()  blocks  the  thread  executing  this  primitive  for  at  least  the  time  specified  by  timeout. 

Scheduling  of  threads  is,  by  default,  preemptive  (higher  priorities  preempt  lower  ones)  across  priorities  and 
non-preemptive  within  a  priority.  lwp_resched( )  moves  the  front  thread  for  a  given  priority  to  the  end  of 
the  scheduling  queue.  Thus,  to  achieve  a  preemptive  round-robin  scheduling  discipline,  a  high  priority 
thread  can  periodically  wake  up  and  shuffle  the  queue  of  threads  at  a  lower  priority.  lwp_resched()  does 
not  affect  threads  which  are  blocked.  If  the  priority  of  the  rescheduled  thread  is  the  same  as  that  of  the 
caller,  the  effect  is  the  same  as  Iwpjjield, 

lwp_setpri()  is  used  to  alter  (raise  or  lower)  the  scheduling  priority  of  the  specified  thread.  If  tid  is  SELF, 
the  priority  of  the  invoking  thread  is  set.  Note:  if  the  priority  of  the  affected  thread  becomes  greater  than 
that  of  the  caller  and  the  affected  thread  is  not  blocked,  the  caller  will  not  run  next.  Iwp_setpri( )  can  be 
used  on  either  blocked  or  unblocked  threads. 

Iwp  Join( )  blocks  the  thread  issuing  the  join  until  the  thread  tid  terminates.  More  than  one  thread  may  join 
tid. 
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Iwp_suspeDd()  makes  the  specified  thread  ineligible  to  run.  If  tid  is  SELF,  the  caller  is  itself  suspended. 
lwp_resume( )  un(k)es  the  effect  of  Iwp_suspend.  If  a  blocked  thread  is  suspended,  it  will  not  run  until  it 
has  been  unblocked  as  well  as  explicitly  made  eligible  to  run  using  lwp_resume.  By  suspending  a  thread, 
one  can  safely  examine  it  without  worrying  that  its  execution-time  state  will  change. 

NOTE 

When  scheduling  preemptively,  be  sure  to  use  monitors  to  protect  shared  data  structures  such  as  those  used 
by  the  standard  I/O  library. 

RETURN  VALUE 

lwp_yield,  Iwpjsleep,  lwp_resched,  Iwp  Join,  Iwp  suspend,  lwp_resume: 

A  0  return  indicates  success;  -1  indicates  an  error. 
lwp_setpri: 

Upon  successful  completion,  the  previous  priority  is  returned.  Otherwise,  -1  is  returned. 

ERRORS 

lwp_yield( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_1NVALIDARG  Attempt  to  yield  to  a  blocked  thread. 

LE_NONEXIST  Attempt  to  yield  to  a  non-existent  thread. 

LE_ILLPRIO  Attempt  to  yield  to  thread  with  different  priority. 

Iwp_sleep( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_INVALIDARG  Illegal  timeout  specified. 

Iwp_resched{ )  will  fail  if  one  or  more  of  the  foUowing  is  true: 

LE_INVALIDARG  Attempt  to  reschedule  thread  at  priority  greater  than  that  of  the  caller. 

LE_ILLPRIO  The  priwity  queue  specified  contains  no  threads  to  re«:hedule. 

lwp_setpri()  will  fail  if  one  or  more  of  the  following  is  true: 

LE_INVALIDARG  The  priwity  specified  is  beyond  the  maximum  available  to  the  pod. 

LE_NONEXIST  Attempt  to  set  priority  of  a  non-existent  thread. 

lwp_join( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE.NONEXIST  Attempt  to  join  a  thread  that  does  not  exist. 

lwp_suspend( )  will  &il  if  one  or  more  of  the  following  is  true: 

LE_NONEXIST  Attempt  to  suspend  a  non-existent  thread. 

lwp_resume( )  will  fail  if  one  or  mcve  of  the  following  is  true: 

LE_NONEXIST  Attempt  to  resume  a  non-existent  thread. 
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NAME 

mon_create,  mon^destroy,  mon_enter,  mon_exit,  mon_enumerate,  mon_waiters,  mon__cond_enter, 
mon_break,  MONITOR,  S AMEMON  -  LWP  routines  to  manage  critical  sections 

SYNOPSIS 

#mclude  <lwp/lwp,h> 
int 

mon_create(mid) 
mon_t  *mid; 

int 

nion_destroy(mid) 
mon_t  mid; 

int 

mon_enter(mid) 
mont  mid; 

int 

mon_exit(mid) 
mon_t  mid; 

int 

mon_enumerate(yec,  maxsize) 
mon_t  vec[  ];  /*  list  of  all  monitors  ♦/ 

int  maxsize;  I*  max  size  of  vec  *! 

int 

mon_waiters(mid,  owner,  vec,  maxsize) 

mon_t  mid;  I*  monitor  in  question  *! 

thread^t  ♦owner;  /♦  which  thread  owns  the  monitor  */ 

thread_t  vec(  ];  /*  list  of  blocked  threads  ♦/ 

int  maxsize;  /*  max  size  of  vec  */ 

int 

mon_cond_enter(mid) 
mon_t  mid; 

int 

mon_break(mid) 
mon_t  mid; 

MONITOR(mid) 

SAMEMON(ml,  m2) 

DESCRIPTION 

Monitors  are  used  to  synchronize  access  to  common  resources.  Although  it  is  possible  (on  a  uniprocessor) 
to  use  knowledge  of  how  scheduling  priorities  work  to  serialize  access  to  a  resource,  monitors  (and  condi¬ 
tion  variables)  provide  a  general  tool  to  provide  the  necessary  synchronization. 

mon__create( )  creates  a  new  monitor  and  returns  its  identity  in  mid.  mon_destroy( )  destroys  a  monitor, 
as  well  as  any  conditions  bound  to  it  (see  cv_create(3L)).  Because  the  lifetime  of  a  monitor  can  transcend 
the  lifetime  of  the  Iwp  that  created  it,  monitor  destruction  is  not  automatic  upon  Iwp  destruction. 

moii_enter( )  blocks  the  calling  thread  (if  the  monitor  is  in  use)  until  the  monitor  becomes  free  by  being 
exited  or  by  waiting  on  a  condition  (see  cv_create(3L)).  Threads  unable  to  gain  entry  into  the  monitor  are 
queued  for  monitor  service  by  the  priority  of  the  thread  requesting  monitor  access,  FCFS  within  a  priority. 
Monitor  calls  may  nest.  If,  while  holding  monitor  Mia  request  for  monitor  M2  is  made.  Ml  will  be  held 
until  M2  can  be  acquired. 
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inon_cond_enter(  )  will  enter  the  monitor  only  if  the  monitor  is  not  busy.  Otherwise,  an  error  is  returned. 

mon_enter()  and  mon_cond_enter( )  will  allow  a  thread  which  already  has  the  monitor  to  reenter  the 
monitor.  In  this  ca^,  the  nesting  level  of  monitor  entries  is  returned.  Thus,  the  first  time  a  monitor  is 
entered,  inon_enter()  returns  0.  The  next  time  the  monitor  is  Altered,  mon_enter()  returns  1. 
mon_exit()  firees  the  current  monitm*  and  allows  the  next  thread  blocked  on  the  monitor  (if  any)  to  enter 
the  monitor.  However,  if  a  monitor  is  entered  more  than  once,  mon_exit()  returns  the  previous  monitor 
nesting  level  without  freeing  the  monitor  to  other  threads.  Thus,  if  the  monitor  was  not  reentered, 
mon_exit()  returns  0. 

mon_enumerate( )  lists  all  the  monitors  in  the  system.  The  vector  supplied  is  filled  in  with  the  ID’s  of  the 
monitors,  maxsize  is  used  to  avoid  exceeding  the  capacity  of  the  list.  If  the  number  of  monitors  is  greats 
than  maxsize ,  only  maxsize  monitor  ID’s  are  filled  in  vec . 

mon_waiters()  puts  the  thread  that  currently  owns  the  monitor  in  owner  and  all  threads  blocked  on  the 
monitor  in  vec  (subject  to  the  maxsize  limitation),  and  returns  the  number  of  waiting  threads. 

mon_break()  forces  the  release  of  a  monitor  lock  not  necessarily  held  by  the  invoking  thread.  This 
enables  the  next  thread  blocked  tm  the  monitor  to  enter  it 

MONITOR  is  a  macro  that  can  be  used  at  the  start  of  a  procedure  to  indicate  that  the  procedure  is  a  moni¬ 
tor.  It  uses  the  exception  handling  mechanism  to  ensure  that  the  monittn:  is  exited  automatically  when  the 
procedure  exits.  Ordinarily,  this  single  macro  replaces  paired  mon_enter-  mon_exit( )  calls  in  a  monitor 
procedure. 

SAMEMON  is  a  convenient  predicate  used  to  compare  two  monitors  for  equality. 

Monitor  locks  are  released  automatically  when  the  Iwp  holding  them  dies.  This  may  have  implications  for 
the  validity  of  the  monitor  invariant  (a  condition  that  is  always  true  outside  of  the  monitor)  if  a  thread  unex¬ 
pectedly  tmninates. 

RETURN  VALUE 

mon_create( )  returns  the  ID  of  a  new  monitor. 

A  0  return  by  mon_destroy( )  indicates  success;  -1  indicates  oror. 
mon_enter( )  returns  the  nesting  level  of  the  monitOT. 

Upon  successful  completion,  mon_exit( )  returns  the  previous  nesting  level.  It  returns  -1  if  there  is  an 
error. 

mon_enumerate( )  returns  the  total  number  of  monitors. 
mon_waiters( )  returns  the  number  of  threads  waiting  for  the  monitor. 

mon_cond_enter()  returns  the  nesting  level  of  the  monitor  if  the  monitor  is  not  busy.  It  return  -1  if  the 
monitor  is  busy. 

Upon  successful  completion,  mon_break()  returns  0.  Otherwise,  it  returns  -1. 

ERRORS 

mon_destroy( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_INUSE  Attempt  to  destroy  a  monitor  that  has  threads  blocked  on  it 

LE_NONEXIST  Attempt  to  destroy  non-existent  monitor. 

mon_exit( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_INVALIDARG  Attempt  to  exit  a  monitor  that  the  thread  does  not  own. 

LE_NONEXIST  Attempt  to  exit  non-existent  monitor. 

mon_cond_enter( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_INUSE  The  requested  monitor  is  being  used  by  another  thread. 

LE_NONEXIST  Attempt  to  destroy  non-existent  monitor. 
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mon_break( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_NOTOWNED  Attempt  to  break  a  monitor  lock  that  is  not  set 

LE_NONEXIST  Attempt  to  break  lock  on  non-existent  monitor. 

SEE  ALSO 

cv_create(3L) 

BUGS 

There  should  be  language  support  to  enforce  the  monitor  enter-exit  discipline. 
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NAME 

msg_send,  msg_recv,  msg_reply,  MSG_RECVALL,  msg_enumsend,  msg_enumrecv  -  LWP  send  and 
receive  messages 


SYNOPSIS 

#mclude  <lw]>/lwp.h> 
int 

msg_send(dest,  arg,  argsize,  res,  ressize) 
thread_t  dest;  I*  destination  thread  *! 


I*  argument  buffer  ♦/ 

/*  size  of  argument  buffer  */ 
/*  result  buffer  ♦/ 

/♦  size  of  result  buffer  */ 


caddr_t  arg; 
int  argsize; 
caddr_t  res; 
int  ressize; 

int 

msg_recv(sender,  arg,  argsize,  res,  ressize,  timeout) 

thread_t  ^sender;  /*  value-result:  sending  thread  or  agent  */ 

caddr_t  '"arg;  /*  argument  buffer  */ 

int  "argsize;  /"  argument  size  */ 

caddr_t  *res;  /*  result  buffer  ♦/ 

int  "ressize;  /"  result  size  "/ 

struct  timeval  "timeout;  /"  POLL,  INFINITY,  else  timeout "/ 


int 

msg_reply(sender) 

thread_t  sender;/"  agent  id  or  thread  id  "/ 
int 

msg_enumsend(vec,  maxsize) 

thread_t  vec[  ];  /"  list  of  blocked  senders  "/ 

int  maxsize; 


int 

msg_enumrecv(vec,  maxsize) 

thread_t  vec[  ];  /"  list  of  blocked  receivers  "/ 

int  maxsize; 


MSG_RECVALL(sender,  arg,  argsize,  res,  ressize,  timeout) 

DESCRIPTION 

Each  thread  queues  messages  addressed  to  it  as  they  arrive.  Threads  may  either  specify  that  a  particular 
sender’s  message  is  to  be  received  next,  or  that  any  sender’s  message  may  be  receiv^  next. 

msg_send()  specifies  a  message  buffer  and  a  reply  buffo-,  and  initiates  one  half  of  a  rendezvous  with  the 
receiver.  The  sender  will  block  until  the  receiver  replies  using  msg_reply.  msg_recv()  initiates  the  other 
half  of  a  rendezvous  and  blocks  the  invoking  thread  until  a  corresponding  msg_send()  is  received.  When 
unblocked  by  msg_send,  the  receiver  may  read  the  message  and  generate  a  reply  by  filling  in  the  reply 
buffer  and  issuing  msg_reply.  msg_reply()  unblocks  the  sendo-.  Once  a  reply  is  sent,  the  receiver  should 
no  longer  access  either  the  message  or  reply  buffer. 

In  msg_send,  argsize  specifies  the  size  in  bytes  of  the  argument  buffer  argbuf,  which  is  intended  to  be  a 
read-only  (to  the  receiver)  buffer,  ressize  specifies  the  size  in  bytes  of  the  result  buffer  resbitf,  which  is 
intended  to  be  a  write-only  (to  the  receiver)  Wfer.  dest  is  the  thread  that  is  the  target  of  the  send 

msg_recv( )  blocks  the  receiver  until: 

•  A  message  from  the  agent  or  thread  bound  to  sender  has  been  sent  to  the  receiver  or, 

•  sender  points  to  a  THREADNULL- valued  variable  and  any  message  has  been  sent  to  the  receiver 
from  an  thread  or  agent,  ch*. 
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•  After  the  time  specified  by  timeout  elapses  and  no  message  is  received. 

If  timeout  is  POLL,  msg_recv()  returns  immediately,  returning  success  if  the  message  expected  has 
arrived;  otherwise  an  error  is  returned.  If  timeout  is  INFINITY,  msg__recv( )  blocks  forever  or  until  the 
expected  message  arrives.  If  timeout  is  any  other  value  msg_recv()  blocks  for  the  time  specified  by 
timeout  or  until  the  expected  message  arrives,  whichever  comes  first.  When  msg_recv( )  returns,  sender  is 
filled  in  with  the  identity  of  the  sending  thread  or  agent,  and  the  buffer  addresses  and  sizes  specified  by  the 
matching  send  are  stored  in  arg,  argsize,  res,  and  ressize, 

msg_enumsend()  and  msg_eiiumrecv( )  are  used  to  list  all  of  the  threads  blocked  on  sends  (awaiting  a 
reply)  and  receives  (awaiting  a  send),  respectively.  The  value  returned  is  the  number  of  such  blocked 
threads.  The  vector  supplied  by  the  client  is  filled  in  (subject  to  the  maxsize  limitation)  with  the  ID’s  of  the 
blocked  threads,  maxsize  is  used  to  avoid  exceeding  the  capacity  of  the  list.  If  the  number  of  threads 
blocked  on  sends  or  receives  is  greater  than  maxsize,  only  maxsize  thread  ID’s  are  filled  in  vec.  If  maxsize 
is  0,  just  the  total  number  of  blocked  threads  is  returned. 

sender  in  msg_recv( )  is  a  reference  parameter.  If  you  wish  to  receive  from  any  sender,  be  sure  to  reinitial¬ 
ize  the  thread  sender  points  to  as  THREADNULL  before  each  use  (do  not  use  the  address  of  THREADNULL 
for  the  sender).  Alternatively,  use  the  MSG  RECVALL  macro.  This  macro  has  the  same  parameters  that 
msg  recvO  does,  but  will  ensure  that  the  sender  is  properly  initialized  to  allow  receipt  from  any  sender. 
MSG  RECVALL  returns  the  result  from  msg_recv. 

RETURN  VALUE 

Upon  successful  completion,  insg__send,  msg_recv(  )  and  msg_reply( )  return  0.  Otherwise,  -1  is  returned. 
msg_enumsend()  returns  the  number  of  threads  blocked  on  msg^send. 
msg_enumrecv( )  returns  the  number  of  threads  blocked  on  msg__recv. 

ERRORS 

msg_recv( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_TIMEOUT  Timed  out  before  message  arrived. 

LE_INVALIDARG  An  illegal  timeout  was  specified  or  the  sender  address  is  that  of  THREADNULL. 
LE^NONEXIST  The  specified  thread  or  agent  does  not  exist. 

msg_send()  will  fail  if  one  or  more  of  the  following  is  true: 

LE_INVALIDARG  Attempt  to  send  a  message  to  yourself. 

LE_NONEXIST  The  specified  destination  thread  does  not  exist  or  has  terminated. 

msg_reply( )  will  fail  if  one  or  more  of  the  following  is  true: 

LE_NOWAIT  Attempt  to  reply  to  a  sender  that  is  not  expecting  a  reply. 

LE__NONEXIST  Attempt  to  reply  to  a  sender  that  does  not  exist  or  has  terminated. 
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NAME 

pod^setmaxpri,  pod_getmaxpri,  pod_getmaxsize  -  control  LWP  scheduling  priority 

SYNOPSIS 

int 

pod_setmaxpri(maxprio) 
int  maxprio; 

int 

pod_getmaxpri() 

int 

pod_getniaxsize( ) 

DESCRIPTION 

The  Iwp  library  is  self-initializing:  the  first  time  you  use  a  primitive  that  requires  threads  to  be  supported, 
main  is  automatically  converted  into  a  thread.  A  pod  will  terminate  when  all  client-created  lightweight 
threads  (including  the  thread  bound  to  main)  are  dead. 

By  default,  only  a  single  priority  (MINPRIO)  is  available.  However,  by  using  pod^setmaxpri,  you  can 
make  an  arbitrary  number  (up  to  the  limit  imposed  by  the  implementation)  of  priorities  available.  The 
main  thread  will  receive  the  highest  available  scheduling  priority  at  the  time  of  initialization.  By  using 
pod_setmaxpri()  before  any  other  Iwp  primitives,  you  can  ensure  that  main  will  receive  the  same  priority 
as  the  argument  to  pod_setmaxpri.  pod_setmaxpri( )  can  be  called  repeatedly,  as  long  as  the  number  of 
scheduling  priorities  (maxprio)  increases  with  each  call. 

pod_getmaxpri()  returns  the  current  number  of  available  priorities.  Priorities  are  numbered  from  1 
(MINPRIO)  to  maxprio. 

The  implementation-dependent  maximum  number  of  priorities  available  can  be  retrieved  using 
pod_getmaxsize.  This  value  will  never  be  less  than  255. 

RETURN  VALUE 

pod  setmaxpriO  returns  0  if  success;  else  -1. 

pod_getmaxsize( )  returns  the  maximum  number  of  priorities  that  your  system  supports. 
pod_getmaxpri( )  returns  the  number  of  priority  levels  set  by  the  most  recent  pod_setmaxpri( )  call. 
ERRORS 

pod_setmaxpri( )  will  fail  if  one  or  more  of  the  following  are  true: 

LE_INVALIDARG  Attempt  to  allocate  more  priorities  than  supported. 

LE_NOROOM  No  internal  memory  left  to  create  pod. 
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NAME 

intro  -  introduction  to  mathematical  library  functions  and  constants 
SYNOPSIS 

#include  <sys/ieeefp.h> 

#include  <floatingpomt.h> 

#mclude  <math  Ji> 

DESCRIPTION 

The  include  file  <math.h>  contains  declarations  of  all  the  functions  described  in  Section  3M  that  are 
implemented  in  the  math  library,  libm.  C  programs  should  be  linked  with  the  the  -Im  option  in  order  to 
use  this  library. 

<sys/ieeefp  Ji>  and  <floatingpoint  Ji>  define  cmain  types  and  constants  used  Cot  libm  exception  handling, 
COTiforming  to  ANSI/IEEE  Std  754-1985,  the  IEEE  Standard  for  Binary  Floating-Point  Arithmetic. 

ACKNOWLEDGEMENT 

The  Sun  version  of  libm  is  based  upon  and  developed  from  ideas  embodied  and  codes  contained  in  4.3 
BSD,  which  may  not  be  compatible  with  earlier  BSD  or  UNIX  implementations. 

IEEE  ENVIRONMENT 

The  IEEE  Standard  specifies  modes  for  rounding  direction,  precision,  and  exception  trapping,  and  status 
reflecting  accrued  exceptions.  These  modes  and  status  constitute  the  IEEE  run-time  environment  On  Sun- 
2  and  Sun-3  systems  without  68881  floating-point  co-processors,  only  the  default  rounding  direction  to 
nearest  is  available,  only  the  default  non-stop  exception  handling  is  available,  and  accrued  exception  bits 
are  not  maintaii^. 

IEEE  EXCEPTION  HANDLING 

The  IEEE  Standard  specifies  exception  handling  for  aint,  ceil,  floor,  irint,  remainder,  rint,  and  sqrt,  and 
suggests  appropriate  exception  handling  for  fp_class,  copysign,  fabs,  finite,  ftnod,  isinf,  isnan,  ilogb, 
Idexp,  logb,  nextafter,  scalb,  scaibn  and  signbit,  but  does  not  specify  exception  handling  for  the  other 
libm  functions. 

For  these  other  unspecified  functions  the  spirit  of  the  IEEE  Standard  is  generally  followed  in  libm  by  han¬ 
dling  invalid  operand,  singularity  (division  by  zero),  overflow,  and  underflow  exceptions,  as  much  as  possi¬ 
ble,  in  the  same  way  they  are  handled  for  the  fundamental  floating-point  qierations  such  as  addition  and 
multiplication. 

These  unspecified  functions  are  usually  not  quite  correctly  rounded,  may  not  observe  the  optional  rounding 
directions,  and  may  not  set  the  inexact  exception  correctly. 

SYSTEM  V  EXCEPTION  HANDLING 

The  System  V  Interface  Definition  (SVID)  specifies  exception  handling  for  some  libm  functions:  j0(),  jl(), 
jn(),  y0().  yl(),  yn(),  exp(),  Iog(),  Iogl0(),  pow(),  ajrtO,  hypot(),  IgammaO,  smh().  cosh(),  slnQ, 
cos(),  tan(),  asin(),  acos(),  and  atan2().  See  matheiT(3M)  for  a  discussion  of  the  extent  to  which  Sun’s 
implementation  of  libm  follows  the  SVID  when  it  is  consistent  with  the  IEEE  Standard  and  with  hardware 
efficiency. 
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LIST  OF  MATH  LIBRARY  FUNCTIONS 


Name 

Appears  on  Page 

— 

bessel(3M) 

- 

frexp(3M) 

- 

hyperboIic(3M) 

- 

ieee_functions(3M) 

- 

ieee_test(3M) 

- 

ieee_vaIues(3M) 

- 

trig(3M) 

acosO 

trig(3M) 

acoshO 

hyperbolic(3M) 

aintO 

rint(3M) 

anintO 

rint(3M) 

asinO 

trig(3M) 

asinhO 

hyperbolic(3M) 

atan() 

trig(3M) 

atan2() 

trig(3M) 

atanhO 

hyperbolic(3M) 

cbrtO 

sqrt(3M) 

ceil() 

rint(3M) 

copysignO 

ieee_functions(3M) 

cos() 

trig(3M) 

cosh() 

hyperboIic(3M) 

erf() 

erf(3M) 

erfcO 

erf(3M) 

expO 

exp(3M) 

expmlO 

exp(3M) 

exp2() 

exp(3M) 

explOO 

exp(3M) 

fabsO 

ieee_functions(3M) 

finiteO 

ieee_fanctions(3M) 

floorO 

rint{3M) 

ftnodO 

ieee_functions(3M) 

fp_class() 

ieee_functions(3M) 

frexpO 

frexp(3M) 

hypotO 

hypot{3^0 

ieee_flags() 

ieee_flags(3M) 

ieee  handlerf) 

ieee_handler(3M) 

ilogbO 

ieee_functions(3M) 

infinityO 

ieee  vaIues(3M) 

irintO 

rintOM) 

isinfO 

ieee_functions(3M) 

isnanO 

ieee_functions(3M) 

isnormalO 

ieee_functions(3M) 

issubnormalO 

ieee_functions(3M) 

iszerof) 

ieee_functions(3M) 

j0() 

bessel(3M) 

jlO 

bessel(3M) 

jn() 

bessel(3M) 

ldexp( ) 

frexp(3M) 

Igammaf ) 

lgamma(3M) 

logo 

exp(3M) 

Description 

Bessel  functions 

floating-point  analysis 

hyperbolic  functions 

IEEE  classification 

IEEE  tests  for  compliance 

returns  double-precision  IEEE  infinity 

trigonometric  functions 

inverse  trigonometric  functions 

inverse  hyperbolic  function 

convert  to  integral  value  in  floating-point  format 

convert  to  integral  value  in  floating-point  format 

inverse  trigonometric  functicHi 

invo^  hyperbolic  function 

inverse  trigonometric  functicxi 

rectangular  to  polar  conversion 

inverse  hyperbolic  function 

cube  root 

ceiling  function 

copy  sign  bit 

trigonometric  function 

hyperbolic  function 

error  function 

complementary  error  function 

exponential  function 

exp(X)-l 

2**X 

10**X 

absolute  value  function 

test  for  finite  numb^ 

flo(H'  function 

floating-point  remainder 

classify  operand 

floating-point  analysis 

Euclidean  distance 

IEEE  modes  and  status 

IEEE  trapping 

exponent  extraction 

returns  double-precision  IEEE  infinity 

convert  to  integral  value  in  integer  format 

IEEE  classification 

IEEE  classificaticHi 

IEEE  classification 

IEEE  classification 

IEEE  classification 

Bessel  function 

Bessel  function 

Bessel  function 

exponent  adjustment 

log  gamma  function 

natural  logarithm 
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logbO 

ieee_test(3M) 

loglpO 

exp(3M) 

log2() 

exp(3M) 

loglOO 

exp(3M) 

matherrO 

matherr(3M) 

max_normal( ) 

ieee_values(3M) 

max_subnonnal( ) 

ieee_values(3M) 

miii_normal() 

ieee_values(3M) 

min_subnonnal( ) 

ieee_values(3M) 

modfO 

frexp(3M) 

nextafterO 

ieee_functions(3M) 

nintO 

rint(3M) 

powO 

exp(3M) 

quiet_nan() 

ieee_vaIues(3M) 

remainder! ) 

ieee_functions(3M) 

rintO 

rint(3M) 

scalbO 

ieee_test(3M) 

scalbnO 

ieee_functions(3M) 

signaling_nan() 

ieee_values(3M) 

signbit!) 

ieee_functions(3M) 

significandO 

ieee_test(3M) 

sinO 

trig(3M) 

sincosO 

trig(3M) 

singIe_precision( ) 

singlej)recision(3M) 

sinhO 

hyperbolic(3M) 

sqrtO 

sqrt(3M) 

tan() 

trig(3M) 

tanhO 

hyperbolic(3M) 

y0() 

besseI(3M) 

yi() 

bessel(3M) 

yn() 

bessel(3M) 

exponent  extraction 
log(l+X) 
log  base  2 
common  logarithm 

math  library  exception-handling  routines 

^uble-precision  IEEE  largest  positive  normalized  number 

double-precision  IEEE  largest  positive  subnormal  number 

double-precision  IEEE  smallest  positive  normalized  number 

double-precision  IEEE  smallest  positive  subn<smal  number 

floating-point  analysis 

IEEE  nearest  neighbor 

convert  to  integral  value  in  integer  format 

power  X**Y 

returns  double-precision  IEEE  quiet  NaN 

floating-point  remainder 

convert  to  integral  value  in  floating-point  format 

exponent  adjustment 

exponent  adjustment 

returns  double-precision  IEEE  signaling  NaN 

IEEE  sign  bit  test 

scalb(x,-ilogb(x)) 

trigonometric  function 

simultaneous  sin  and  cos 

single-precision  libm  access 

hyperbolic  function 

square  root 

trigonometric  function 
hyperbolic  function 
Bessel  function 
Bessel  function 
Bessel  function 
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NAME 

jO,  jl,  jn,  yO,  yl,  yn  -  Bessel  functions 

SYNOPSIS 

#include  <matli.h> 

double  jO(x) 
double  x; 

double  jl(x) 
double  x; 

double  jn(n,x) 
double  x; 
intn; 

double  yO(x) 
double  x; 

double  yl(x) 
double  x; 

double  yn(n,  x) 
double  x; 
intn; 

DESCRIPTION 

These  functions  calculate  Bessel  functions  of  the  fitst  and  second  kinds  for  real  aigumrats  and  integer  ord¬ 
ers. 


SEE  ALSO 

exp(3M) 

DIAGNOSTICS 

The  functions  yO,  yl.  and  yn  have  logarithmic  singularities  at  the  origin,  so  they  treat  zero  and  negative 
aiguments  the  way  log  does,  as  described  in  exp(3M).  Such  arguments  are  unexceptional  for  p.jl,  and  jn. 
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NAME 

etf ,  ofc  -  error  functions 

SYNOPSIS 

#mclude  <mathJi> 

double  erf(x) 
double  x; 

double  erfc(x) 
double  x; 

DESCRIPTION 

erf(x)  returns  the  error  function  of  x;  where  erf  (x):=  (2/Vjt)  J^expC-t^dt. 

erfc(x)  returns  1.0-erf  (x),  computed  however  by  other  methods  that  avoid  cancellation  for  large  x. 
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NAME 

exp,  expml,  exp2,  expIO,  log,  loglp,  log2,  loglO,  pow  -  exponential,  logarithm,  power 

SYNOPSIS 

#include  <math.h> 

double  exp(x) 
double  x; 

double  expml(x) 
double  x; 

double  exp2(x) 
double  x; 

double  explO(x) 
double  x; 

double  log(x) 
double  x; 

double  loglp(x) 
double  x; 

double  log2(x) 
double  x; 

double  loglO(x) 
double  x; 

double  pow(x,  y) 
double  X,  y; 

DESCRIPTION 

expo  returns  the  exponential  function  e**x. 

expml( )  returns  e**x-l  accurately  even  for  tiny  x. 

exp2( )  and  explO( )  return  2**x  and  10**x  respectively. 

log( )  returns  the  natural  logarithm  of  x. 

loglp( )  returns  log(l+x)  Kcurately  even  for  tiny  x. 

log2( )  and  loglO( )  return  the  logarithm  to  base  2  and  10  respectively. 

pow()  returns  x**y.  pow(jc,0.0)  is  1  for  all  x,  in  conformance  with  4.3BSD,  as  discussed  in  the  Floating 
Point  Programmers  Guide. 

SEE  ALSO 

matherr(3M) 

DIAGNOSTICS 

All  these  functions  handle  exceptional  arguments  in  the  spirit  of  ANSiyiEEE  Std  754-1985.  Thus  for  x  == 
±0,  log(x)  is  -oo  with  a  division  by  zero  exception;  for  x  <  0,  including  -«>,  Iog(x)  is  a  quiet  NaN  with  an 
invalid  operation  exception;  for  x  =  +«>  or  a  quiet  NaN,  log(x)  is  x  without  exception;  for  x  a  signaling 
NaN,  log(x)  is  a  quiet  NaN  with  an  invalid  operation  exception;  for  x  ==  1,  log(x)  is  0  without  exception; 
for  any  other  positive  x,  log(x)  is  a  normalized  number  with  an  inexact  exception. 

In  addition,  exp,exp2,expl0,  Iog,log2JoglO,  and  pow()  may  also  set  ermo  and  call  matheiT(3M). 
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NAME 

frexp,  modf,  Idexp  -  traditional  UNIX  functions 

SYNOPSIS 

#include  <math.li> 

double  ft'exp(value,  eptr) 
double  value; 
int  *eptr; 

double  ldexp(x,n) 
double  x; 
intn; 

double  modf(value,  iptr) 
double  value,  *iptr; 

DESCRIPTION 

These  functions  are  provided  for  compatibility  with  other  UNIX  system  implementations.  They  are  not 
used  internally  in  libm  or  libc.  Better  ways  to  accomplish  similar  ends  may  be  found  in 
ieee_functions(3M)  and  rint(3M). 

ldexp(x,n)  returns  x  *  2**n  computed  by  exponent  manipulation  rather  than  by  actually  performing  an 
exponentiation  or  a  multiplication.  Note:  ldexp(x,R)  differs  from  scalbn(x,n),  defined  in 
ieee_functions(3M),  only  that  in  the  event  of  IEEE  overflow  and  underflow,  ldexp(x,n)  sets  ermo  to 
ERANGE. 

Every  non-zero  numb»  can  be  writtai  uniquely  as  x  *  2**n,  where  the  significand x  is  in  the  range  OJ  <= 
Ixj  <1.0  and  the  exponent  n  is  an  integer.  The  function  frexp( )  returns  the  significand  of  a  double  value  as 
a  double  quantity,  x,  and  stores  the  exponent  n ,  indirectly  through  eptr.  If  value  =  0,  both  results  returned 
byft'expOareO. 

modfO  returns  the  fractional  part  of  value  and  stores  the  integral  part  indirectly  through  iptr.  Thus  the 
argument  value  and  the  returned  values  modf( )  and  *iptr  satisfy 

(*iptr  +  modj)  —  value 

and  both  results  have  the  same  sign  as  value.  The  definition  of  modf()  varies  among  UNIX  system  imple¬ 
mentations,  so  avoid  modf( )  in  portable  code. 

The  results  of  frexpC )  and  modf( )  are  not  defined  when  value  is  an  IEEE  infinity  or  NaN. 

SEE  ALSO 

ieee_functioiis(3M),  rint(3M) 
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NAME 

sinh,  cosh,  tanh,  asinh,  acosh,  atanh  -  hyperbolic  functions 

SYNOPSIS 

#include  <math.h> 

double  sinh(x) 
double  x; 

double  cosh(x) 
double  x; 

double  tanh(x) 
double  x; 

double  asinb(x) 
double  x; 

double  acosh(x) 
double  x; 

double  atanh(x) 
double  x; 

DESCRIPTION 

These  functions  compute  the  designated  direct  and  inverse  hyp^bolic  functions  for  real  arguments.  They 
inherit  much  of  their  roundoff  error  firom  expml()  and  loglp,  described  in  exp(3M). 

DIAGNOSTICS 

These  functions  handle  exceptional  arguments  in  the  spirit  of  ANSI/IEEE  Std  7S4-198S.  Thus  sinh()  and 
cosh()  return  ±<x»  on  ovailow,  acosh()  returns  a  NaN  if  its  argument  is  less  than  1,  and  atanh()  returns  a 
NaN  if  its  argument  has  absolute  value  greater  than  1.  In  addition,  sinh,cosh,  and  tanh()  may  also  set 
errno  and  call  matherr(3M). 

SEE  ALSO 

exp(3M),  matherr(3M) 
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NAME 

hypot  -  Euclidean  distance 

SYNOPSIS 

#include  <math.h> 

double  hypot(x,  y) 
double  X,  y; 

DESCRIPTION 

hypotO  letums 

sqrt(x*x  +  y*y) , 

taking  precautions  against  unwarranted  IEEE  exceptions.  On  IEEE  ov^ow,  hypot()  may  also  set  ermo 
and  call  niatheiT(3M).  hypot(±oo,  y)  is  +«  for  any  y,  even  a  NaN,  and  is  exceptional  only  for  a  signaling 
NaN. 

hypot(x,y)  and  atan2(3M)  convert  rectangular  coordinates  (x,y)  to  polar  (r,0):  hypot()  computes  r,  the 
modulus  or  radius. 

SEE  ALSO 

niatherr(3M) 
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NAME 

ieee_flags  -  mode  and  status  function  for  IEEE  standard  arithmetic 
SYNOPSIS 

#include  <sys/ieeefp.h> 

int  ieee_flags(action,mode,in,out) 
char  ^action,  ♦mode,  ^in,  ♦♦out; 

DESCRIPTION 

This  function  provides  easy  access  to  the  modes  and  status  required  to  fully  exploit  ANSI/IEEE  Std  754- 
1985  arithmetic  in  a  C  program.  All  arguments  are  pointers  to  strings.  Results  arising  from  invalid  argu¬ 
ments  and  invalid  combinations  are  undefined  for  efficiency. 

There  are  four  types  of  action:  “gef,  “set”,  “clear”,  and  “clearall”.  There  are  three  valid  settings  for 
modey  two  corresponding  to  modes  of  IEEE  arithmetic: 

“direction’  ’ ,  ...  current  rounding  direction  mode 

‘  ‘precision’  * ,  ...  current  rounding  precision  mode 

and  one  corresponding  to  status  of  IEEE  arithmetic: 


‘ ‘exception” .  ...  accrued  exception-occurred  status 

There  are  14  types  of  in  and  out : 


“nearest”, 

“tozero”, 

“negative”, 

“positive”, 

“extended”, 

“double”, 

“single”, 

“inexact”, 

“division”, 

“underflow”, 

“overflow”, 

“invalid”, 

“all”, 

“common”. 


. . .  round  toward  nearest 
. . .  round  toward  zero 
. . .  round  toward  negative  infinity 
. . .  round  toward  positive  infinity 


. . .  division  by  zero  exception 


...  all  five  exceptions  above 
. . .  invalid,  overflow,  and  division  exceptions 


Note:  “all”  and  “common”  only  make  sense  with  “set” 


or  “clear”. 


For  “clearall”,  ieee_flags()  returns  0  and  restores  all  default  modes  and  status.  Nothing  will  be  assigned 
io  out.  Thus 


char  ♦mode,  ♦out,  ♦in; 
ieee_flags(”clearalP*,mode,  in,  &out); 

set  rounding  direction  to  “nearest”,  rounding  precision  to  “extended”,  and  all  accrued  exception-occurred 
status  to  zero. 

For  “clear”,  ieee_flags()  returns  0  and  restores  the  default  mode  or  status.  Nothing  will  be  assigned  to 
out.  Thus 


char  ♦out,  ♦in; 

ieee_flags(*' clear",” dir ection’^  in,  &out);  ...  set  rounding  direction  to  round  to  nearest. 
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For  “set”,  ieee_flags()  returns  0  if  the  action  is  successful  and  1  if  the  corresponding  required  status  or 
mode  is  not  available  (for  instance,  not  supported  in  hardware).  Nothing  will  be  assigned  to  out.  Thus 

char  ♦out,  *10; 

ieee_flags  ("set", "direction", "tozero",&out);  ...  set  rounding  direction  to  round  toward  zero; 
For  “get”,  we  have  the  following  cases: 

Case  1:  mode  is  “direction”.  In  that  case,  out  returns  one  of  the  four  strings  “nearest”,  “tozero”,  “posi¬ 
tive”,  “negative”;  and  ieee_flags()  returns  a  value  corresponding  to  out  according  to  the  enum 
fp_directionjype  defined  in  <sys/ieeefp.h>. 

Case  2:  mode  is  “precision”.  In  that  case,  out  returns  one  of  the  three  strings  “extended”,  “double”, 
“single”;  and  ieee_flags()  returns  a  value  corresponding  to  out  according  to  the  enum  fp _precisionjype 
defined  in  <sys/ieeefp.h>. 

Case  3;  mode  is  “exception”.  In  that  case,  out  returns 

(a)  “not  available”  if  information  on  exception  is  not  available, 

(b)  “no  exception”  if  no  accrued  exception, 

(c)  the  accrued  exception  that  has  the  highest  priority  according  to  the  list  below 

(1)  the  exception  named  by  in, 

(2)  “invalid”, 

(3)  “overflow”, 

(4)  “division”, 

(5)  “underflow”, 

(6)  “inexact”. 

In  this  case  ieee_flags()  returns  a  five  bit  value  where  each  bit  (cf.  enum  fp_exceptionjype  in 
<sys/ieeefp.h>)  corresponds  to  an  exception-occurred  accrued  status  flag:  0  =  off,  1  =  on.  The  bit 
corresponding  to  a  particular  exception  varies  among  architectures. 

Example: 

char  *001;  int  k,  ieee_flags(); 

ieee_flags  ("clear","exception","all",&out);  /*  clear  all  accrued  exceptions  ♦/ 

. . .  (code  that  generates  three  exceptions:  overflow,  invalid,  inexact) 

k  =  ieee_flags("get","exception","overflow",&out); 
then  out  =  “overflow”,  and  on  a  Sun-3,  k=25. 

FILES 

/usr/include/sys/ieeefp.h 

/usr/lib/libm.a 
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NAME 

ieee_functions,  fp_class,  finite,  ilogb,  isinf,  isnan,  isncffmal,  issubnormal,  iszero,  signbit,  copysign,  fabs, 
fmod,  nextafter,  remainder,  scalbn  -  appendix  and  related  miscellaneous  functions  for  IEEE  arithmetic 

SYNOPSIS 

tinclude  <math.h> 

enum  fp_class_type  fp_class(x) 
double  x; 

int  finitefx) 
double  x; 

int  ilogb(x) 
double  x; 

int  isinf(x) 
double  x; 

int  isnan(x) 
double  x; 

int  isnormal(x) 
double  x; 

int  issubnormal(x) 
double  x; 

int  iszero(x) 
double  x; 

int  signbit(x) 
double  x; 

double  copysign(x,y) 
double  X,  y; 

double  fabs(x) 
double  x; 

double  fmod(x,y) 
double  X,  y; 

double  nextafter(x,y) 
double  X,  y; 

double  remainder(x,y) 
double  X,  y; 

double  scalbn(x,n) 
double  x;  int  n; 
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DESCRIPTION 

Most  of  these  functions  provide  capabilities  required  by  ANSWEEE  Std  754-1985  or  suggested  in  its  appen¬ 
dix. 

fp_class(x)  corresponds  to  the  IEEE’s  classQ  and  classifies  x  as  zero,  subnOTmal,  normal,  oo,  or  quiet  or 
signaling  NaN;  <floatmgpoint.h>  defines  enum  fp_classjype .  The  following  functions  return  0  if  the 
indicated  condition  is  not  satisfied: 

finite(x)  returns  1  if  x  is  zero,  subnormal  or  normal 

isinftx)  returns  1  if  x  is  <» 

isnan(x)  returns  1  if  x  is  NaN 

isnormal(x)  returns  1  if  x  is  normal 

issubn  wmal(x)  returns  1  if  x  is  subnormal 

iszero(x)  returns  1  if  x  is  zero 

signbitfx)  returns  1  if  x ’s  sign  bit  is  set 

ilogb(x)  returns  the  unbiased  exponent  of  x  in  integ^  format.  llogb(±«»)  =  +MAXINT  and  il(%b(0)  = 
-MAXINT;  <values.h>  defines  MAXINT  as  the  largest  int.  ilogbfx)  never  generates  an  exception.  When  x 
is  subnormal,  ilogb(x)  returns  an  exponent  computed  as  if  x  were  first  normalized. 

copysign(x,y)  returns  x  with  y ’s  sign  bit 

fabs(x)  returns  the  absolute  value  of  x. 

nextafter(x,y)  returns  the  next  machine  representable  number  from  x  in  the  directicHi  y. 

remainder(x,y)  and  finod(x,y)  return  a  remainder  of  x  with  respect  to  y;  that  is,  the  result  r  is  one  of  the 
numbers  that  differ  from  x  by  an  integral  multiple  of  y.  Thus  (x-r)/y  is  an  integral  value,  even  though  it 
might  exceed  MAXINT  if  it  were  explicitly  computed  as  an  int.  Both  functions  return  one  of  the  two  such  r 
smallest  in  magnitude.  remainder(x,y)  is  the  operation  specified  in  ANSWEEE  Std  754-1985;  the  result  of 
fh[iod(x,y)  may  diff^  from  remainder’s  result  by  ±y.  The  magnitude  of  remainder’s  result  can  not 
exceed  half  that  of  y;  its  sign  might  not  agree  with  either  x  or  y.  The  magnitude  of  ftnod’s  result  is  less 
than  that  of  y;  its  sign  agrees  with  that  of  x.  Neither  function  can  generate  an  exception  as  long  as  both 
arguments  are  normal  or  subnormal,  remainder!  x ,  0),  fmod(  x  ,  0),  remainder(<»,  y ),  and  fmod(oo,  y ) 
are  invalid  operations  that  produce  a  NaN. 

scalbn(x^)  returns  x*  2**n  computed  by  exponent  manipulation  rather  than  by  actually  performing  an 
exponentiation  or  a  multiplication.  Thus 

1  <  scalbn(fabs(x),-ilogb(x))  <  2 

for  every  x  except  0,  o®,  and  NaN. 

FILES 

/usr/include/floatingpoint.h 

/usr/include/math.b 

/usr/include/values.h 

/usrAib/libm.a 

SEE  ALSO 

floatingpoint(3),  ieee_environment(3M),  matherr(3M) 
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NAME 

ieee_handler  -  IEEE  exception  trap  handler  function 
SYNOPSIS 

#include  <floatingpoint.h> 

int  ieee_handler(actioii»exception,hdl) 
char  action[  ],  exception[  ]; 
sigfpe_handler_type  hdl; 

DESCRIPTION 

This  function  provides  easy  exception  handling  to  exploit  ANSI/IEEE  Std  754-1985  arithmetic  in  a  C  pro¬ 
gram*  All  arguments  are  pointers  to  strings.  Results  arising  from  invalid  arguments  and  invalid  combina¬ 
tions  are  undefined  for  efficiency. 

There  are  three  types  of  action  :  “get**,  “set**,  and  “clear**.  There  are  five  types  of  exception  : 

“inexact** 

“division* *  ...  division  by  zero  exception 

“underflow** 

“overflow** 

“invalid** 

“all* *  ...  all  five  exceptions  above 

‘ ‘common*  *  ...  invalid,  overflow,  and  division  exceptions 

Note:  “air*  and  “common**  only  make  sense  with  “set**  or  “clear**. 

hdl  contains  the  address  of  a  signal-handling  routine.  <floatingpoint.h>  defines  sigfpejiandlerjype, 

“get**  will  get  the  location  of  the  current  handier  routine  for  exception  in  hdl  *  “set”  will  set  the  routine 
pointed  at  by  hdl  to  be  the  handler  routine  and  at  the  same  time  enable  the  trap  on  exception,  except  when 
hdl  ==  SIGFPE_DEFAULT  or  SIGFPEJGNORE;  then  ieee_handler()  will  disable  the  trap  on  exception. 
When  hdl  ==  SIGFPE_ABORT,  any  trap  on  exception  will  dump  core  using  abort(3).  “clear”  “all**  dis¬ 
ables  trapping  on  all  five  exceptions. 

Two  steps  are  required  to  intercept  an  IEEE-related  SIGFPE  code  with  ieee_handler: 

1)  Set  up  a  handler  with  ieee_handler. 

2)  Perform  a  floating-point  operation  that  generates  the  intended  IEEE  exception. 

Unlike  sigfpe(3),  ieee_handler()  also  adjusts  floating-point  hardware  mode  bits  affecting  IEEE  trapping. 
For  “clear**,  “set**  SIGFPE^DEFAULT,  or  “set**  SIGFPE JGNORE,  the  hardware  trap  is  disabled.  For 
any  other  “set**,  the  hardware  trap  is  enabled. 

SIGFPE  signals  can  be  handled  using  sigvec(2),  signal(3),  signal(3F),  sigfpe(3),  or  ieee_handler(3M).  In 
a  particular  program,  to  avoid  confusion,  use  only  one  of  these  interfaces  to  handle  SIGFPE  signals. 

DIAGNOSTICS 

ieee_handler( )  normally  returns  0.  In  the  case  of  “set**,  1  will  be  returned  if  the  action  is  not  available 
(for  instance,  not  supported  in  hardware). 
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EXAMPLE 

A  user-specified  signal  handler  might  look  like  this: 

void  samp]e_bandler(  sig,  code,  scp,  addr) 
int  sig ;  /*  sig  ==  SIGFPE  always  */ 

int  code  ; 

struct  sigcontext  ♦scp ; 
char  ♦addr ; 

{ 

/♦ 

Sample  user-written  sigfpe  code  handler. 

Prints  a  message  and  continues, 
struct  sigcontext  is  defined  in  <signal.b>. 

♦/ 

printfC'ieee  exception  code  %x  occurred  at  pc  %X  \n",code,scp->sc_pc); 

} 

and  it  might  be  set  up  like  this: 

extern  void  sample_handler(); 
main() 

{ 

sigfpe_handler_type  hdl,  old_handlerl,  old_handler2; 

/♦ 

♦  save  current  overflow  and  invalid  handlers 
♦/ 

ieee_handler("  get" overflow"  ,old_handlerl) ; 
ieee_handler("  get", "invalid",  old_handler  2); 

/♦ 

♦  set  new  overflow  handler  to  sampte_handler()  and  set  new 

♦  invalid  handler  to  SIGFPE  ABORT  (abort  on  invalid) 

♦/ 

hdl  =  (sigfpe_handler_type)  sample_handler; 
if(ieee_handler("set", "overflow", hdl)  !=  0) 

printf("ieee_handler  can’t  set  overflow  \n"); 
if(ieee_handler("set","inva!id",SIGFPE_ABORT)  !=  0) 
printf("ieee_handler  can’t  set  invalid  \n"); 

/* 

♦  restore  old  overflow  and  invalid  handlers 
♦/ 

ieee_handler("  set","  overflow",  old_handlerl); 
ieee_handler("set", "invalid",  old_bandler2); 

} 

FILES 

/osr/include/floatingpoint.h 

/usr/include/signal.h 

/usr/lib/libm.a 

SEE  ALSO 

slgvec(2),  abort(3),  floatmgpoint(3),  sigfpe(3),  signal(3),  signaI(3F) 
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NAME 

ieee_test,  logb,  scalb,  significand  -  IEEE  test  functions  for  verifying  standard  compliance 

SYNOPSIS 

#include  <math.h> 

double  logb(x) 
double  x; 

double  scalb(x,y) 
double  x;  double  y; 

double  significandfx) 
double  x; 

DESCRIPTION 

These  fiinctions  allow  users  to  verify  compliance  to  ANSI/IEEE  Std  754-1985  by  running  certain  test  vec¬ 
tors  distributed  by  the  University  of  California.  Their  use  is  not  otherwise  recommended;  instead  use 
scalbn(x,n)  and  ilogbOc)  described  in  ieee_functions(3M).  See  the  Floating  Point  Programmers  Guide 
for  details. 

logb(x)  returns  the  unbiased  exponent  of  x  in'-floating-point  format,  for  exercising  the  logb(L)  test  vector. 
logb(±oo)  =  +00;  logb(O)  =  -«>  with  a  division  by  zero  exception.  Iogb(j:)  differs  from  ilogb(x)  in  returning 
a  result  in  floating-point  rather  than  integer  format,  in  sometimes  signaling  IEEE  exceptions,  and  in  not  nor¬ 
malizing  subnormal  x. 

scaIb(x,(doubIe)n^  returns  x  2**n  computed  by  exponent  manipulation  rather  than  by  actually  perform¬ 
ing  an  exponentiaticHi  or  a  multiplication,  for  exercising  the  scalb(S)  test  vector.  Thus 
0  ^  scalb(fabs(x),-Iogb(x))  <  2 

for  every  x  except  0,  <»  and  NaN.  scalb(x,y)  is  not  defined  when  y  is  not  an  integral  value.  scalb(x,y) 
differs  from  scalbn(x,nj  in  that  the  second  argument  is  in  floating-point  rather  than  integer  format. 

significand(x)  computes  just 

scalb(x,  (double)  >ilogb(x)), 
for  exercising  the  fraction-part(F)  test  vector. 

FILES 

/usr/mclude/niath.h 

/usr/lib/libm.a 

SEE  ALSO 

floatingpoint(3),  ieee_values(3M),  ieee_functions(3M),  matherr(3M) 
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NAME 

ieee_values,  min_subnonnal,  inax_subnonnal,  min_normal,  inax_nonnal,  infinity,  quiet_nan, 
signaling_nan,  HUGE,  HUGE_VAL  -  functions  that  return  extreme  values  of  IEEE  arithmetic 

SYNOPSIS 

#include  <math.h> 

double  min_subnorinaI() 
double  max_subnormal() 
double  min_nomial( ) 
double  max_normal( ) 
double  iniinityO 

double  quiet_nan(n) 
long  n; 

double  signaling_nan(n) 
long  n; 

#defuie  HUGE  (infinity! )) 

#define  HUGE_VAL  (infinity!)) 

DESCRIPTION 

These  functions  return  special  values  associated  with  ANSI/IEEE  Std  754-1985  double-precision  floating¬ 
point  arithmetic:  the  smallest  and  largest  positive  subntxmal  numbers,  the  smallest  and  largest  positive  nor¬ 
malized  numb^,  positive  infinity,  and  a  quiet  and  signaling  NaN.  The  long  parameters  n  to  quiet_nan(/i) 
and  signaling_nan(n)  are  presently  unused  but  are  reserved  fw  fiiture  use  to  specify  the  significand  of  the 
returned  NaN. 

None  of  these  functions  are  affected  by  IEEE  rounding  or  trapping  modes  or  generate  any  IEEE  exceptions. 

The  macro  HUGE  returns  +<»  in  accordance  with  previous  SunOS  releases.  The  macro  HUGE_VAL  returns 
+«>  in  accordance  with  the  System  V  Interface  Definition. 

FILES 

/usr/include/math.h 

/usr/lib/libm.a 

SEE  ALSO 

ieee_functions(3M) 
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NAME 

Igamma  -  log  gamma  function 


SYNOPSIS 

#include  <matli  Ji> 

extern  int  signgam; 

double  lgamma(x) 
doable  x; 

DESCRIPTION 

IgammaO  returns 

where 

forx>0and 
for  X  <  1. 


ln|r(x)l 

r(x)  =  J^t*“^e-"dt 
r(x)  =  jc/(r(l-x)sin(jrx)) 


The  external  integer  signgam  returns  the  sign  of  r(x). 

IDIOSYNCRASIES 

£>o  not  use  the  expression  signgam*expOgamma(x))  to  compute  ‘g  :=  r(x)’.  Instead  compute  IgammaO 
first: 

Ig  =  Igammafx);  g  =  signgam*expag); 

only  after  IgammaO  has  returned  can  signgam  be  correct.  Note:  r(x)  must  overflow  when  x  is  large 
enough,  underflow  when  -x  is  large  enough,  and  generate  a  division  by  zero  exceptimi  at  the  singularities  x 
a  nonpositive  integer.  In  addition,  Igammaf )  may  also  set  ermo  and  call  matherr(3M). 

SEE  ALSO 

matberr(3M) 
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NAME 

matherr  -  math  library  exception-handling  function 

SYNOPSIS 

#include  <math.h> 

int  matherr(exc) 
struct  exception  *exc; 

DESCRIPTION 

The  SVID  (System  V  Interface  Definition)  specifies  that  certain  Ubm  functions  call  matherr( )  when  excep¬ 
tions  are  detected.  Users  may  define  their  own  mechanisms  for  handling  exceptions,  by  including  a  func¬ 
tion  named  matherr( )  in  their  programs,  matherrf )  is  of  the  form  described  above.  When  an  exception 
occurs,  a  pointer  to  the  exception  structure  exc  will  be  passed  to  the  user-supplied  matherr()  function. 
This  structure,  which  is  defin^  in  the  <mathJi>  header  file,  is  as  follows: 

struct  exception  { 
int  type; 
char  *name; 

double  argl,  arg2,  retval; 

}; 

The  element  type  is  an  integer  describing  the  type  of  exception  that  has  occurred,  fiom  the  following  list  of 
constants  (defined  in  the  header  file): 

DOMAIN  argument  domain  exception 

SING  argument  singularity 

OVERFLOW  overflow  range  exception 

UNDERFLOW  underflow  range  exception 

The  element  name  points  to  a  string  containing  the  name  of  the  function  that  incurred  the  exception.  The 
elements  argl  and  arg2  are  the  arguments  with  which  the  function  was  invoked,  retval  is  set  to  the  default 
value  that  will  be  returned  by  the  function  unless  the  user’s  matherr( )  sets  it  to  a  different  value. 

If  the  user’s  matherrO  function  returns  nrxi-zero,  no  exception  message  will  be  printed,  and  ermo  will 
not  be  set. 

If  matherr( )  is  not  supplied  by  the  user,  the  default  matherr  exception-handling  mechanisms,  summarized 
in  the  table  below,  will  be  invoked  upon  exception: 

DOMAIN==fp_ui  valid 

An  IEEE  NaN  is  usually  returned,  errno  is  set  to  EDOM,  and  a  message  is  printed  on  standard 
error.  pow(x,0.0)  for  any  x  and  atan2(0.0,0.0)  return  numerical  default  results  but  set  errno  and 
print  the  message. 

SING=fp_division 

An  IEEE  oo  of  appropriate  sign  is  returned,  ermo  is  set  to  EDOM,  and  a  message  is  printed  on  stan¬ 
dard  error. 

OVERFLOW==fp_overflow 

In  the  default  rounding  direction,  an  IEEE «»  of  appropriate  sign  is  returned.  In  optional  rounding 
directions,  ±MAXDOUBLE,  the  largest  finite  double-precision  number,  is  sometimes  returned 
instead  of  ±®o.  errno  is  set  to  ERANGE. 

UNDERFLOW==:fp_underflow 

An  appropriately-signed  zero,  subnormal  number,  or  smallest  normalized  number  is  renimed,  and 
errno  is  set  to  ERANGE. 

The  facilities  provided  by  matherr( )  are  not  available  in  situations  such  as  compiling  on  a  Sun-3  system 
with  /usr/lib/fi68881/libm.il  or  /nsr/lib/fTpa/Ubmal,  in  which  case  some  libm  functions  are  converted  to 
atomic  hardware  operations.  In  these  cases  setting  errno  and  calling  matherr( )  are  not  worth  the  adverse 
performance  impact,  but  regular  ANSI/IEEE  Std  754-1985  exception  handling  remains  available.  In  any 
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case  errno  is  not  a  reliable  error  indicator  in  that  it  may  be  unexpectedly  set  by  a  function  in  a  handle  for 
an  asynchronous  signal. 


DEFAULT  ERROR  HANDUNG  PROCEDURES 

Types  of  Errors 

<math.h>  type 

DOMAIN 

SING 

OVERFLOW 

UNDERFLOW 

errno 

EDOM 

EDOM 

ERANGE 

ERANGE 

IEEE  Exception 

Invalid  Operation 

Division  by  Zero 

Overflow 

Underflow 

<floatingpoint.h>  type 

fp_invalid 

^_division 

fp_overflow 

^_underflow 

ACOS,  ASIN: 

M,NaN 

- 

- 

- 

ATAN2(0,0): 

M,  +0.0  or  ±7t 

— 

- 

- 

BESSEL: 

yO,  yl,  yn  (x  <  0) 

M,NaN 

_ 

_ 

_ 

yO,  yl,yn(x  =  0) 

- 

M,  — oo 

- 

COSH,  SINH: 

- 

IEEE  Overflow 

- 

EXP: 

- 

- 

IEEE  Overflow 

IEEE  Underflow 

HYPOT: 

- 

IEEE  Overflow 

- 

LGAMMA: 

- 

M,  +<» 

IEEE  Overflow 

- 

LOG,  LOGIO: 

(x<0) 

M,NaN 

_ 

_ 

(x  =  0) 

- 

M,  “OO 

- 

-- 

POW: 

usual  cases 

IEEE  Overflow 

IEEE  Underflow 

(x  <  0)  **  (y  not  an  integer) 

M,NaN 

- 

- 

- 

0  **  0 

M,1.0 

- 

- 

- 

0  *•  (y  <  0) 

- 

M,  ±po 

- 

- 

SQRT: 

M,NaN 

- 

ABBREVIATIONS 

M 

Message  is  printed  (EDOM  exception). 

NaN 

IEEE  NaN  result  and  invalid  operation  exception. 

oo 

IEEE  oo  result  and  division-by-zero  exception. 

IEEE  Overflow 

IEEE  Overflow  result  and  exception. 

IEEE  Underflow 

IEEE  Underflow  result  and  exception. 

n 

Closest  machine-representable  approximation  to  pi. 

The  interaction  of  IEEE  arithmetic  and  matherr( )  is  not  defined  when  executing  under  IEEE  rounding 
modes  oth^  than  the  default  round  to  near^t:  matherrf )  may  not  be  called  on  overflow  or  underflow,  and 
the  Sun-provided  matherr( )  may  return  results  that  differ  from  those  in  this  table. 
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EXAMPLE 

#include  <math.h> 

int 

matherr(x) 

register  struct  exception  *x; 

{ 

switch  (x->type)  { 
case 

DOMAIN: 

/♦  change  sqrt  to  return  sqrt(-argl),  not  NaN  ♦/ 
if  (!strcmp(x->nanie,  "sqrt"))  { 

x->retval  =  sqrt(-x->argl); 

return  (0);  I*  print  message  and  set  ermo  *! 

}  /♦  fall  through  ♦/ 
case 

SING: 

/*  ail  other  domain  or  sing  exceptions,  print  message  and  abort  *! 
fprintf(stderr,  "domain  exception  in  %s\n",x->name); 
abort( ); 
break; 

} 

return  (0);  I*  aO  other  exceptions,  execute  default  procedure 
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NAME 

aint,  anint,  ceil,  floor,  rint,  bint,  nint  -  round  to  integral  value  in  floating-point  or  integer  format 

SYNOPSIS 

#include  <matliJh> 

double  aint(x) 
double  x; 

double  anint(x) 
double  x; 

double  ceil(x) 
double  x; 

double  floor(x) 
double  x; 

double  rint(x) 
double  x; 

int  irint(x) 
double  x; 

int  nint(x) 
double  x; 

DESCRIPTION 

aint,  anint,  ceO,  floor,  and  rint()  convert  a  double  value  into  an  integral  value  in  double  formaL  They 
vary  in  how  they  choose  the  result  when  the  argument  is  not  already  an  integral  value.  Here  an  “integral 
value”  means  a  value  of  a  mathematical  integer,  which  however  might  be  too  large  to  fit  in  a  particular 
computer’s  int  format.  All  sufficiently  large  values  in  a  particular  floating-point  format  are  already 
integral;  in  IEEE  double-precision  format,  that  means  all  values  >=  2**52.  Zeros,  infinities,  and  quiet 
NaNs  are  treated  as  integi^  values  by  these  functions,  which  always  preserve  theb  argument’s  sign. 

aintO  returns  the  integral  value  between  x  and  0,  nearest  x.  This  corresponds  to  IEEE  rounding  toward 
zeto  and  to  the  Fortran  generic  intrinsic  function  aint. 

anint( )  returns  the  nearest  integral  value  to  x,  except  halfway  cases  are  rounded  to  the  integral  value  larger 
in  magnitude.  This  corresponds  to  the  Fortran  generic  intrinsic  function  anint. 

ceil(  )  returns  the  least  integral  value  greater  than  or  equal  to  x.  This  correspcxids  to  IEEE  rounding  toward 
positive  infinity. 

floorO  returns  the  greatest  integral  value  less  than  or  equal  to  x.  This  corresponds  to  IEEE  rounding 
toward  negative  infinity. 

rint( )  rounds  x  to  an  integral  value  according  to  the  current  IEEE  rounding  direction, 
irint  converts  x  into  int  format  according  to  the  current  IEEE  rounding  direction. 

nint()  converts  x  into  int  format  rounding  to  the  nearest  bit  value,  except  halfway  cases  are  rounded  to  the 
int  value  larger  ui  magnitude.  This  corresponds  to  the  Fortran  generic  intrinsic  function  nint. 
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NAME 

single_precision  -  Single-precision  access  to  math  library  functions 

SYNOPSIS 

finclude  <math.h> 

FLOATFUNCnONTYPE  r_acos_  (x) 

FLOATFUNCnONTYPE  r_acosh_  (x) 

FLOATFUNCnONTYPE  r_amt_  (x) 

FLOATFUNCnONTYPE  r~aniiit_  (x) 

FLOATFUNCnONTYPE  r_asin_  (x) 

FLOATFUNCnONTYPE  r_asinh_  (x) 

FLOATFUNCnONTYPE  r~atan_~(x) 

FLOATFUNCnONTYPE  r_atanh_  (x) 

FLOATFUNCnONTYPE  r_atan2_  (x,y) 

FLOATFUNCnONTYPE  r_cbrt_  (x) 

FLOATFUNCnONTYPE  r_ceil_'’(x) 
enum  fp_class_type  ir_fp_class_  (x) 

FLOATFUNCnONTYPE  r_copysign_  (x,y) 
FLOATFUNCnONTYPE  r~cos_  (x) 

FLOATFUNCnONTYPE  r_cosh_  (x) 

FLOATFUNCnONTYPE  r_erf_  (x) 

FLOATFUNCnONTYPE  r_erfc_  (x) 

FLOATFUNCnONTYPE  r_exp_  (x) 

FLOATFUNCnONTYPE  r”expml_  (x) 

FLOATFUNCnONTYPE  r_exp2_  (x) 

FLOATFUNCnONTYPE  r_explO_  (x) 

FLOATFUNCnONTYPE  r Jabs_  (x) 
int  ir_finite_  (x) 

FLOATFUNCnONTYPE  r_floor_  (x) 

FLOATFUNCnONTYPE  r_ftnod_  (x,y) 

FLOATFUNCnONTYPE  r_hypot_  (x,y) 

int  ir_Uogb_  (x) 

int  ir_irint_  (x) 

int  ir_isinf_  (x) 

int  ir_isnan_  (x) 

int  ir_isnormal_  (x) 

int  ir_issubnormal_  (x) 

int  ir_is2ero_  (x) 

int  ir_nint_  (x) 

FLOATFUNCnONTYPE  r_infinity_  (  ) 

FLOATFUNCnONTYPE  r J0_  (x) 

FLOATFUNCnONTYPE  rjl_  (x) 

FLOATFUNCnONTYPE  rjn”  (n^) 

FLOATFUNCnONTYPE  rjganima_  (x) 
FLOATFUNCnONTYPE  r_logb_  (x) 

FLOATFUNCnONTYPE  rJog_  (x) 

FLOATFUNCnONTYPE  r_loglp_  (x) 

FLOATFUNCnONTYPE  rJog2_  (x) 

FLOATFUNCnONTYPE  r_loglO_  (x) 

FLOATFUNCnONTYPE  r_max_normal_  () 
FLOATFUNCnONTYPE  r~max_subnonnal_  () 
FLOATFUNCnONTYPE  r_niin_normal_  (  ) 
FLOATFUNCnONTYPE  r_min_subnonnaI_  (  ) 
FLOATFUNCnONTYPE  r_nextafter_  (x,y) 
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FLOATFUNCTIONTYPE  r_pow_  (x,y) 

FLOATFUNCTIONTYPE  r_quiet_nan_  (n) 

FLOATFUNCTIONTYPE  r_remainder_  (x,y) 

FLOATFUNCTIONTYPE  r_rint_  (x) 

FLOATFUNCTIONTYPE  r_scalb_  (x,y) 

FLOATFUNCTIONTYPE  r_scalbn_  (x,ii) 

FLOATFUNCTIONTYPE  r_sigiiaUng_nan_  (n) 
int  ir_signbit_  (x) 

FLOATFUNCTIONTYPE  r_signilicand_  (x) 

FLOATFUNCTIONTYPE  r_sin_  (x) 
void  r_sincos_  (x^,c) 

FLOATFUNCTIONTYPE  r_sinh_  (x) 

FLOATFUNCTIONTYPE  r_sqrt_  (x) 

FLOATFUNCTIONTYPE  r_taii_  (x) 

FLOATFUNCTIONTYPE  r_tanh_  (x) 

FLOATFUNCTIONTYPE  r_yO_  (x) 

FLOATFUNCTIONTYPE  r_j’l_  (x) 

FLOATFUNCTIONTYPE  r_jn_  (o^) 

float  *x,  ♦y,  *8,  *c 
int 

DESCRIPTION 

These  functions  ate  single-precision  versions  of  certain  libm  functions.  Primarily  for  use  by  Fortran  pro¬ 
grammers,  these  functions  may  also  be  used  in  other  languages.  The  single-precision  floating-point  results 
are  deviously  declared  to  avoid  C’s  automatic  type  conversion  to  double. 

FILES 

/usr/lib/libm.a 


1104 


Last  change:  21  October  1987 


Sun  Release  4.0 


SQRT(3M) 


MATHEMATICAL  LIBRARY 


SQRT(3M) 


NAME 

sqit,  cbrt  -  cube  root,  square  root 

SYNOPSIS 

#mclude  <math.h> 

double  cbrt(x) 
double  x; 

double  sqrt(x) 
double  x; 

DESCRIPTION 

sqrt(x)  returns  the  square  root  of  x,  correctly  rounded  accwding  to  ANSWEEE  754-1985.  In  addition, 
sqrt( )  may  also  set  errno  and  call  madierr(3M). 

cbrt(x)  returns  the  cube  root  of  x.  cbrt( )  is  accurate  to  within  0.7  ulps. 

SEE  ALSO 

matherr(3M) 
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NAME 

sin,  cos,  tan,  asin,  acos,  atan,  atan2  -  trigonometric  functions 

SYNOPSIS 

#include  <math  Ji> 

double  sin(x) 
double  x; 

double  cos(x) 
double  x; 

void  sincos(x,  s,  c) 
double  X,  *s,  *c; 

double  tan(x) 
double  x; 

double  asin(x) 
double  x; 

double  acos(x) 
double  x; 

double  atan(x) 
double  x; 

double  atan2(y,  x) 
double  y,  x; 

DESCRIPTION 

sin,  cos,  sincos,  and  tan()  return  trigonometric  functions  of  radian  arguments.  The  values  of  trigonometric 
functions  of  argumoits  exceeding  Jt/4  in  magnitude  are  affected  by  the  precision  of  the  approximation  to 
nfl  used  to  reduce  those  arguments  to  the  range  -nIA  to  it/4.  Argument  reduction  may  occur  in  hardware 
or  software;  if  in  software,  the  variable  fp_pi  defined  in  <math.h>  allows  changing  that  precision  at  run 
time.  Trigonometric  argument  reduction  is  discussed  in  the  Floating  Point  Programmers  Guide.  Note  that 
sincos(x,s,c)  allows  simultaneous  computation  of  *s  =  sin(x)  and  *c  =  cos(x). 

asin( )  returns  the  arc  sin  in  the  range  -itfl  to  tifl. 

acos( )  returns  the  arc  cosine  in  the  range  0  to  %. 

atan( )  returns  the  arc  tangent  of  x  in  the  range  -n/2  to  x/Z. 

atan2(y,x)  and  hypot(3M)  convert  rectangular  coordinates  (x,y)  to  polar  (r,6);  atan2()  computes  6,  the 
argument  or  phase,  by  computing  an  arc  tangent  of  y/x  in  the  range  -x  to  x.  atan2(0.0,0.0)  is  ±0.0  or  ±x, 
in  conformance  with  4.3BSD,  as  discussed  in  the  Floating  Point  Programmers  Guide. 

DIAGNOSTICS 

These  functions  handle  exceptional  arguments  in  the  spirit  of  ANSI/IEEE  Std  754-1985.  sin(±oo),  cos(±«>), 
tan(±oo),  or  asin(x)  or  acos(x)  with  lxl>l,  return  NaN.  In  addition,  asin,  acos,  and  atan2()  may  also  set 
errno  and  call  matheiT(3M). 

SEE  ALSO 

hypot(3M),  matherr(3M) 
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NAME 

intro  -  introduction  to  RPC  s^ice  library  functions  and  protocols 
DESCRIPTION 

These  functions  constitute  the  RPC  service  library.  Most  of  these  describe  RPC  protocols.  The  PROTOCOL 
section  describes  how  to  access  the  protocol  description  file.  This  file  may  be  compiled  with  rpcgen(l)  to 
produce  data  definitions  and  XDR  routines.  Procompiled  versions  of  header  files  sometimes  exist  as 
<rpcsvc/*.h>  and  precompiled  XDR  routines  and  programming  interfaces  to  the  protocols  sometimes  exist 
in  librpcsvc.  Warning:  some  of  these  header  files  and  XDR  routines  were  hand-written  because  they 
existed  before  rpcgen.  They  do  not  correspond  to  their  protocol  description  file.  In  order  to  get  the  link 
editor  to  load  this  library,  use  the  -Irpcsvc  option  of  cc(lV).  Information  about  the  availability  of  pro¬ 
gramming  int^aces  to  these  protocols  is  available  under  PROGRAMMING  section  of  each  manual  page. 

Some  routines  in  the  librpcsvc  library  do  not  correspond  to  protocols,  but  are  useful  utilities  for  RPC  pro¬ 
gramming.  These  are  distinguished  by  the  presence  of  the  SYNOPSIS  section  instead  of  the  usual  PROTO¬ 
COL  section. 

LIST  OF  STANDARD  RPC  SERVICES 


Name 

Appears  on  Page 

Description 

bootparamO 

bootparam(3R) 

bootparam  protocol 

etherO 

ether(3R) 

monitor  traffic  on  the  Ethmiet 

get() 

publickey(3R) 

get  secret  key 

getrpcpwtO 

getrpcport(3R) 

get  RPC  port  number 

getsecretkeyO 

publickey(3R) 

get  secret  key 

ipallocO 

ipalIoc(3R) 

determine  or  temporarily  allocate  IP  address 

keyO 

publickey(3R) 

get  secret  key 

kIm_prot() 

klm_prot(3R) 

protocol  between  kentel  and  local  lock  manager 

mountO 

mount(3R) 

keep  track  of  remotely  mounted  filesystems 

nlm_prot() 

nlm_prot(3R) 

protocol  between  local  and  remote  netwtn-k  lock  managers 

pnpO 

pnp(3R) 

Automated  network  installer 

publicO 

publickey(3R) 

get  secret  key 

rex() 

rex(3R) 

remote  execution  protocol 

rnusersO 

rnusers(3R) 

return  information  about  users  on  remote  machines 

rquotaO 

rquota(3R) 

implement  quotas  on  remote  machines 

rstat( ) 

rstat(3R) 

get  performance  data  from  remote  kernel 

rusersO 

rnusers(3R) 

return  information  about  users  on  remote  machines 

rwall( ) 

rwan(3R) 

write  to  specified  remote  machines 

secretO 

publickey(3R) 

get  secret  key 

sm_inter( ) 

sm_lnter(3R) 

status  monitor  protocol 

sprayO 

spray(3R) 

scatter  data  in  order  to  check  the  network 

xcryptO 

xcrypt(3R) 

hex  encryption  and  utility  routines 

ypO 

yp(3R) 

Yellow  Pages  protocol 

yppasswdO 

yppasswd(3R) 

update  user  password  in  Yellow  Pages 
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BOOTPARAM(3R) 


RPC  SERVICES  LIBRARY 


B(X)TPARAM(3R) 


NAME 

bootpaiam  -  bootparam  {xotocol 
PROTOCOL 

/usr/inciude/rpcsvc/bootparamjirotjc 

DESCRIPTION 

The  bootparam  protocol  is  used  for  providing  information  to  the  diskless  clients  necessary  for  booting. 

PROGRAMMING 

#include  <rpcsvc/bootparam.h> 

XDR  Routines 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdr_bp_whoami_arg 
xdr_bp_whoami_res 
xdr_bp_jetlile_arg 
xdr_bp_getfile_res 

SEE  ALSO 

bootparams(S),  bootparamd(8) 
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RPC  SERVICES  LIBRARY 


ETHER  (3R) 


NAME 

ether  -  monitor  traffic  on  the  Ethernet 
PROTOCOL 

/iisr/include/rpcsvc/ether.x 

DESCRIPTION 

The  ether  protocol  is  used  for  monitoring  traffic  on  the  ethemet 

PROGRAMMING 

#mclude  <rpcsvc/ether.h> 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdr_etberstat 
xdr_etheraddrs 
xdr_etherhtable 
xdrjetherhmem 
xdrjaddrmask 

SEE  ALSO 

traffic(lC),  etherfind(8Q.  etherd(8C) 
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GETRPCP0RT(3R) 


RPC  SERVICES  LIBRARY 


GETRPCP0RT(3R) 


NAME 

getrpqwit  -  get  RPC  port  number 
SYNOPSIS 

int  getrpq)ort(host,  prognum,  versnum,  proto) 
char  *host; 

int  pri^um,  versnum,  proto; 

DESCRIPTION 

gelrpcpOTtO  returns  the  port  number  for  vwsion  versnum  of  the  RPC  program  prognum  running  on  host 
and  using  protocol  proto.  It  returns  0  if  it  cannot  contact  the  portmapper,  or  if  prognum  is  not  registered. 
If  prognum  is  registered  but  not  with  version  versnum,  it  will  still  return  a  port  number  (for  some  version  of 
the  program)  indicating  that  the  program  is  indeed  registered.  The  version  mismatch  will  be  detected  upon 
the  first  call  to  the  service. 
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RPC  SERVICES  LIBRARY 


KLM_PR0T(3R) 


NAME 

klm__piot  -  protocol  between  kernel  and  local  lock  manager 
PROTOCOL 

/iisr/m€lude/rpcsvc/klm_prot.x 

DESCRIPTION 

The  protocol  is  used  for  communication  between  kernel  and  local  lock  manager. 

PROGRAMMING 

#mclude  <rpcsvc/klm  jproth> 

XDR  Routines 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdr_klm_testargs 
xdrjklm^testrply 
xdr_klm_lockargs 
xdr_klm_unlockargs 
xdr_klmjstat 

SEE  ALSO 

lockd(8Q 
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RPC  SERVICES  LIBRARY 


MOUNT  (3R) 


NAME 

mount  -  keep  track  of  remotely  mounted  filesystems 
PROTOCOL 

/usr^nclude/rpcsvc/mountx 

DESCRIPTION 

The  mount  protocol  is  separate  firom,  but  related  to,  the  NFS  protocol.  It  provides  all  of  the  operating  sys¬ 
tem  specific  servies  to  get  the  NFS  off  the  ground  —  looking  up  path  names,  validating  user  identity,  and 
checking  access  permissitms.  Clients  use  the  mount  protocol  to  get  the  first  file  handle,  which  allows  them 
entry  into  a  remote  filesystem. 

The  mount  protocol  is  kept  separate  from  the  NFS  protocol  to  make  it  easy  to  plug  in  new  access  checking 
and  validation  methods  without  changing  the  NFS  server  protocol. 

Note:  the  protocol  definition  implies  stateful  servers  because  the  server  maintains  a  list  of  client’s  mount 
requests.  The  mount  list  information  is  not  critical  for  the  correct  functioning  of  either  the  client  or  the 
server.  It  is  intended  for  advisory  use  only,  for  example,  to  warn  people  when  a  server  is  going  down. 

PROGRAMMING 

#include  <rpcsvc/mount.h> 

The  following  XDR  routines  are  available  in  librpcsvc: 

xdr_exportbody 

xdr_exports 

xdr_fhandle 

xdr_nistatus 

xdr^roups 

xdr_mountbody 

xdr_mountIist 

xdr_path 

SEE  ALSO 

niount(8),  mountd(8C),  showmount(8) 
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RPC  SERVICES  LIBRARY 


IPALL0C(3R) 


NAME 

ipalloc  -  determine  or  temporarily  allocate  IP  address 
PROTOCOL 

/usr/include/rpcsvc/ipallocjc 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

ipalloc( )  is  the  protocol  for  aUocating  the  IP  address  that  a  system  should  use. 

PROGRAMMING 

#mclude  <rpcsvc/ipaIIoc.h> 

The  following  RPC  calls  are  available  in  version  2  of  this  protocol: 

NULLPROC 

This  is  a  standard  null  entry,  used  to  ping  a  service  to  measure  overhead  or  to  discover  servers. 
IP_ALLOC 

Returns  an  IP  address  corresponding  to  a  given  Ethernet  address,  if  possible.  This  RPC  must  be 
called  using  DES  authentication,  from  a  client  authorized  to  allocate  IP  addresses.  A  cache  of  allo¬ 
cated  addresses  is  maintained. 

The  first  action  taken  on  receipt  of  this  RPC  is  to  verify  that  no  existing  mapping  between  the  eth- 
eraddr  and  the  netnum  exists  in  the  YP  database.  If  one  is  found,  then  that  is  returned.  Otherwise, 
an  internal  cache  is  checked,  and  if  an  entry  is  found  th»e  for  the  given  etheraddr  on  the  right 
network,  that  entry  is  used.  If  no  address  was  found  either  in  the  YP  database  or  in  the  cache,  a 
new  one  may  be  allocated  and  returned,  and  the  ip_success  status  is  returned. 

If  an  unusable  entry  was  found  in  the  cache,  this  RPC  returns  ip_failure  status. 

IP_TONAME 

Used  to  determine  whether  a  given  IP  address  is  known  to  the  YP  service,  since  YP  allows  a  delay 
between  the  posting  of  an  address  and  its  availability  in  some  locations  on  the  network. 

IP_FREE 

This  RPC  is  used  to  delete  ipaddr  entries  from  the  cache  when  they  are  no  longer  needed  there.  It 
requires  the  same  protections  as  the  IP_ALLOC  RPC. 

SEE  ALSO 

ipalIocd(8C),  pnpboot(8C) 
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1SILM_PR0T(3R) 


RPC  SERVICES  LIBRARY 


NLM_PR0T(3R) 


NAME 

nIm_prot  -  protocol  between  local  and  remote  network  lock  managers 
PROTOCOL 

/iisr/include/rpcsvc/nbn_protJc 

DESCRIPTION 

The  netwmk  lock  manager  protocol  is  used  for  communication  between  local  and  remote  lock  managers. 

PROGRAMMING 

#include  <rpcsvc/nlm  jprot.h> 

XDR  Routtnes 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdr_nlin_testargs 
xdr_nlin_testres 
xdr_nlmJockargs 
xdr_nbn_cancargs 
xdr_nlm_unlockargs 
xdr_nlm_res 

SEE  ALSO 

lockd(8Q 
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RPC  SERVICES  LIBRARY 


PNP(3R) 


NAME 

pnp  -  automatic  network  installation 
PROTOCOL 

/usr/include/rpcsvc/pnprpcjf 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

pnpO  is  used  during  unattended  network  installation,  and  routine  booting,  of  Sun386i  systems  on  a 
Sun386i  network.  Each  network  cable  (subnetwork  or  full  network)  must  have  at  least  one  pnpd(8C) 
server  running  on  it  to  support  PNP. 

PROGRAMMING 

#include  <rpcsvc/pnprpcih> 

The  following  RPC  calls  are  available  in  version  2  of  the  PNP  protocol: 

NULLPROC 

Finds  a  PNP  daemon  on  the  local  network.  Used  with  clntudp_broadcast( ),  often  to  measure  net¬ 
work  overfiead. 

PNP_WHOAMI 

Used  early  in  the  boot  process  to  acquire  network  configuration  information  about  a  system,  or  to 
determine  that  a  system  is  not  known  by  the  network. 

PNP_ACQUIRE 

Used  to  acquire  a  server  willing  to  configure  a  new  system  after  a  PNP_WHOAMI  request  fails. 
This  RPC  is  typically  broadcast;  any  successful  reply  may  be  used. 

PNP_SETUP 

Requests  a  network  configuration  from  a  PNP  daemon  that  has  responded  to  a  previous 
PNP_ACQUIRE  RPC. 

PNP_POLL 

After  a  PNP_SETUP  request,  if  the  status  is  injjrogress,  the  procedure  is  to  wait  20  seconds,  and 
issue  a  PNP_POLL  request,  and  th^  check  the  status  again.  Once  the  status  is  success,  the  system 
will  be  configured  for  the  network.  Entries  in  the  yp  database  may  be  added  or  old  ones  deleted, 
and  file  storage  may  be  assigned,  according  to  the  architecture  and  boot  type. 

If  the  server  misses  5  PNP_POLL  requests,  it  will  assume  that  the  client  system  crashed  and  back  out  of  the 
procedure.  Similarly,  if  the  client  system  does  not  receive  responses  from  the  server  for 
PNP_MISSEDPOLLS  consecutive  requests,  it  should  assume  the  server  crashed  and  begin  its  PNP  sequence 
again. 

SEE  ALSO 

pnpboot(8C),  pnpd(8C) 
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PUBLICKEY(3R) 


NAME 

publickey,  ge^ublickey,  getsecretkey  -  get  public  or  secret  key 

SYNOPSIS 

#inclade  <rpc/rpc.li> 

#include  <rpc/keyjprot.h> 

getpublickey(netnaine,  publickey) 

char  netaaine[MAXNETNAMELEN-t-l]; 
char  publickey[HEXKEYBYTES-t-l]; 

getsecretkey(netname,  secretkey,  passwd) 
char  netnameIMAXNETNAMELEN+1]; 
char  secretkey[HEXKEYBYTES+l]; 
char  *passwd; 

DESCRIPTION 

These  routines  ate  used  to  get  public  and  secret  keys  from  the  YP  database.  getsecretkeyO  has  an  extra 
argument,  passwd,  which  is  used  to  decrypt  the  encrypted  secret  key  stored  in  the  database.  Both  routines 
return  1  if  they  are  successful  in  finding  the  key,  0  otherwise.  The  keys  are  returned  as  NULL-terminated, 
hexadecimal  strings.  If  the  password  supplied  to  getsecretkeyO  fails  to  (tecrypt  the  secret  key,  the  routine 
will  return  1  but  the  secretkey  argument  will  be  a  NULL  string  (“”)• 

SEE  ALSO 

publickey(S) 

RPC  Programmer's  Manual  in  Network  Programming 
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RPC  SERVICES  LIBRARY 


REX(3R) 


NAME 

rex  -  remote  execution  protocol 
PROTOCOL 

/usr/includeA‘pcsvc/rex.x 

DESCRIPTION 

This  server  will  execute  commands  remotely.  The  working  directory  and  environment  of  the  command 
can  be  specified,  and  the  standard  input  and  output  of  the  command  can  be  arbitrarily  redirected.  An 
option  is  provided  for  into^tive  I/O  for  programs  that  expect  to  be  running  on  terminals.  Note:  this  ser¬ 
vice  is  only  fnovided  with  the  TCP  transport. 

PROGRAMMING 

#uiclude  <sys/ioctl.h> 

#mclude  <rpcsvc/rex.h>  !*  not  compiled  with  rpgen 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdr_rex_start 
xdr_rex_result 
xdr_rex_ttymode 
xdr_rex_ttysize 

SEE  ALSO 

on(lC),rexd(8C) 


Sun  Release  4.0 


Last  change:  6  October  1987 


1117 
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RPC  SERVICES  LIBRARY 


RNUSERS(3R) 


NAME 

muso^,  nisers  -  letum  information  about  users  on  remote  machines 
PROTOCOL 

/usr/include/rpcsvc/rnusersjt 

PROGRAMMING 

#include  <rpcsvc/nisers.h> 
rnusers(host) 

char  «bost 
rusers(host,  up) 
char  ^-host 

struct  utmpidlearr  *up; 

rnusersO  returns  the  number  of  users  logged  on  to  host  (-1  if  it  caimot  determine  that  number).  rusersO 
fills  the  utmpidlearr  structure  with  data  about  host,  and  returns  0  if  successful. 

The  following  XDR  routines  are  also  available: 

xdr_utmpidle 

xdr_utmpidlearr 

SEE  ALSO 

rusers(lC) 
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RPC  SERVICES  LIBRARY 


RQU0TA(3R) 


NAME 

iquota  -  implement  quotas  on  remote  machines 
PROTOCOL 

/usr/include/rpcsvc/rquotajc 

DESCRIPTION 

The  rqaota(  )  protocol  inquires  about  quotas  on  remote  machines.  It  is  used  in  conjunction  with  NFS,  since 
NFS  itself  does  not  implement  quotas. 

PROGRAMMING 

#include  <rpcsvc/rqnota.h> 

The  following  XDR  routines  are  available  ui  librpcsvc: 

xdr^etquota_arg 

xdr_getquota_rslt 

xdr_rquota 

SEE  ALSO 

quota(l),  quotactl(2) 
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RPC  SERVICES  LIBRARY 


RSTAT(3R) 


NAME 

Tstat  -  get  p^ormance  data  from  remote  kernel 
PROTOCOL 

/usr/include/rpcsvc/rstatjc 

DESCRIPTION 

The  rstatO  protocol  is  used  to  gath^  statistics  from  remote  kernel.  Statistics  are  available  on  items  such 
as  paging,  swai^ing  and  cpu  utilization. 

PROGRAMMING 

^include  <rpcsvc/rstat  Ji> 

havediskfhost) 
char  *host; 

rstatfhost,  statp) 
char  *host; 

struct  statstime  '^statp; 

havediskO  returns  1  if  host  has  a  disk,  0  if  it  does  not,  and  -1  if  this  cannot  be  determined.  rstat( )  fills  in 
the  statstime  structure  for  host,  and  returns  0  if  it  was  successful. 

The  following  XDR  routines  are  available  in  librpcsvc: 

xdrjstatstime 

xdr_statsswtch 

xdrjstats 

SEE  ALSO 

perftneter(l),  rup(lC),  rstatd(8C) 
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RPC  SERVICES  LIBRARY 


RWALL(3R) 


NAME 

rwall  -  write  to  specified  remote  machines 
SYNOPSIS 

#mclude  <rpcsvc/rwall*h> 

rwailChost,  nisg); 

char  *host,  *msg; 

DESCRIPTION 

host  prints  the  string  msg  to  all  its  users.  It  returns  0  if  successful. 

RPC  INFO 

program  number: 

WALLPROG 

procs: 

WALLPROC_WALL 

Takes  string  as  argument  (wrapstring),  returns  no  arguments. 
Executes  wall  on  remote  host  with  string. 

versions: 

RSTATVERS  ORIG 

SEE  ALSO 

rwall(lC),  rwalld(8C),  shutdown(8) 
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RPC  SERVICES  LIBRARY 


SM_INTER(3R) 


NAME 

sin_inter  -  status  monitor  protocol 
PROTOCOL 

/usr/include/rpcsvc/sm_interjc 

DESCRIPTION 

The  status  monitor  protocol  is  used  for  monitoring  the  status  of  remote  hosts. 

PROGRAMMING 

#inclade  <rpcsvc/sm_inter.h> 

XDR  Routines 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdr_sin_name 
xdr_mon 
xdr_mon_id 
xdr_sm_stat_res 
xdr_sm_stat 

SEE  ALSO 

statd(8C) 
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RPC  SERVICES  LIBRARY 


SPRAY  (3R) 


NAME 

spray  -  scatta-  data  in  order  to  check  the  netw<»ic 
PROTOCOL 

/usr/include/rpcsvc/sprayjc 

DESCRIPTION 

The  spray  protocol  sends  packets  to  a  given  machine  to  test  the  speed  and  reliability  of  it 

PROGRAMMING 

^include  <rpcsvc/sprayJi> 

The  following  XDR  routines  are  available  in  librpcsvc: 
xdrjsprayarr 
xdrjspraycumul 

SEE  ALSO 

spray(8C),  sprayd(8C) 
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XCRYPT(3R) 


NAME 

xcrypt,  xdecrypt,  passwd2des  -  hex  encryption  and  utility  routines 

SYNOPSIS 

xencrypt(data,  key) 
char  '•‘data; 
char  ♦key; 

xdecrypt(data,  key) 
char  ♦data; 
char  ♦key; 

passwd2des(pass,  key) 
char  ♦pass; 
char  ♦key; 

DESCRIPTION 

The  routines  xencrypt  and  xdecrypt  take  NULL-terminated  hexadecimal  strings  as  aiguments,  and  encrypt 
them  using  the  8-byte  key  as  input  to  the  DES  algorithm.  The  input  strings  must  have  a  length  that  is  a  mul¬ 
tiple  on  16  hex  digits  (64  bits  is  the  DES  block  size). 

passwd2des  converts  a  password,  of  arbitrary  length,  into  an  8-byte  DES  key,  with  odd-parity  set  in  the  low 
bit  of  each  byte.  The  high-order  bit  of  each  input  byte  is  ignored. 

These  routines  are  used  by  the  DES  authentication  subsystem  for  encrypting  and  decrypting  the  secret  keys 
stored  in  the  publickey  database. 

SEE  ALSO 

des_crypt(3),  publickeyfS) 
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RPC  SERVICES  LIBRARY 


YP(3R) 


NAME 

yp  -  Yellow  Pages  protocol 

PROTOCOL 

/usr/include/rpcsvc/ypjt 

DESCRIPTION 

The  Yellow  Pages  Service  is  used  for  the  administration  of  network-wide  databases.  The  service  is  com¬ 
posed  mainly  of  two  programs:  YPBINDPROG  for  finding  a  YP  server  and  YPPROG  fw  accessing  the  YP 
databases. 

PROGRAMMING 

Refer  to  ypclnt(3N)  for  infinmation  mi  the  programmatic  interface  to  YP  servers  and  databases. 

SEE  ALSO 

ypcliit(3N),  yppasswd(3R) 
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YPPASSWD(3R) 


NAME 

yppasswd  -  update  user  password  in  Yellow  Pages 
PROTOCOL 

/usr/include/rpcsvc/yppasswd.x 

DESCRIPTION 

The  yppasswd  protocol  is  used  to  change  a  user’s  password  entry  in  the  YP  password  database. 

PROGRAMMING 

#uiclude  <rpcsvc/yppasswd.h> 

yppasswd(oldpass9  newpw) 
char  ^oldpass 
struct  passwd  ♦newpw; 

If  oldpass  is  indeed  the  old  user  password,  this  routine  replaces  the  password  entry  with  newpw.  It  returns 
0  if  successful. 

SEE  ALSO 

yppasswd(l),  yppasswdd(8C) 
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SYSTEM  V  LIBRARY 


INTRO(3V) 


NAME 

intio  -  introduction  tt)  System  V  functions 

SYNOPSIS 

/usr/Sbin/cc 

DESCRIPTION 

These  functions  are  contained  in  the  System  V  library,  Iusrl5libllibc.a.  They  are  automatically  linked 
when  you  ccxnpile  a  C  program  with  the  C  ctHnpila*  in  /usr/5bin/ce. 

LIST  OF  SYSTEM  V  LIBRARY  FUNCTIONS 

Name  Appears  on  Page  Description 


_tolower() 

_toupper() 

addcbO 

addstrO 

asctimeO 

assertO 

attroflX) 

attronO 

attrsetO 

baudrateO 

beepO 

box() 

cbreakO 

clearO 

clearerrO 

clearokO 

cb-tobotO 

clrtoeolO 

ctime( ) 

ctypeO 

cursesO 

cursesO 

delay_output() 

delcbO 

deletelnO 

delwinO 

doupdateO 

ecboO 

endpwentO 

endwinO 

eraseO 

erasecharO 

fdopenO 

feofO 

ferror( ) 

fgetcO 

fgetpwentO 

filenoO 

fixtermO 

flasbO 

flusbinpO 

fopen() 


ctype(3V) 

ctype(3V) 

curses(3V) 

curses(3V) 

ctime(3V) 

assert(3\0 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

ferror(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

ctime(3V) 

ctype(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

getpwent(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

fopen(3V) 

ferror(3V) 

ferror(3V) 

getc(3\0 

getpwent(3V) 

ferror(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

fopen(3V) 


character  classification  and  convo^ion  macros  and  functions 
character  classification  and  conv^on  macros  and  functions 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
conv^  date  and  time 
vmfy  program  assertion 

System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  di^lay  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
stream  status  inquiries 

System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
convert  date  and  time 

character  classification  and  conversion  macros  and  functions 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  dii^lay  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
get  password  file  entry 

System  V  cursor  addressing  and  screen  display  library 

System  V  cursor  addressing  and  screen  display  library 

System  V  cursor  addressing  and  screen  display  library 

open  a  stream 

stream  status  inquiries 

stream  status  inquiries 

get  charactCT  or  integ^  from  stream 

get  password  fife  entry 

stream  status  inquiries 

System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  di^lay  library 
System  V  cursor  addressing  and  screen  display  library 
open  a  stream 
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fprintfO 

prnitf(3V) 

formatted  output  conversion 

ft’eopenO 

fopeii(3V) 

open  a  stream 

fscanfO 

scanf(3V) 

formatted  input  conversion 

getcO 

getc(3V) 

get  characta  or  integ^  from  stream 

getchO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

getcharO 

getc(3V) 

get  character  or  integer  from  stream 

getpassO 

getpass(3V) 

read  a  password 

getpwentO 

getpwent(3V) 

get  password  file  entry 

getpwnamO 

getpwent(3V) 

get  password  file  entry 

getpwiiidO 

getpweiit(3V) 

get  password  file  entry 

getstrO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

gettmodeC ) 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

getw() 

getc(3V) 

get  character  or  integ»  frcMn  stream 

getyxO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

gmtimeO 

ctime(3V) 

convert  date  and  time 

has  ic() 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

has  il() 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

idlokO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

inch() 

curses(3V) 

Syst^  V  cursor  addressing  and  screen  display  library 

initscr( ) 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

inschO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

insertlnO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

intrflushO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

isalnumO 

ctype(3V) 

character  classification  and  conversion  macros  and  functions 

isalphaO 

ctype(3V) 

character  classification  and  conversion  macros  and  functions 

isasciiO 

ctype(3V) 

character  classification  and  conversion  macros  and  func' 

iscntrlO 

ctype(3V) 

character  classification  and  conversion  macros  and  funcu..  .> 

isdigitO 

ctype(3V) 

character  classification  and  conversion  m^ros  and  functions 

isgraphO 

ctype(3V) 

character  classification  and  conversion  macros  and  functions 

isIowerO 

ctype(3V) 

character  classification  and  conv^ion  macros  and  functions 

isprintO 

ctype(3V) 

character  classification  and  conv^sion  macros  and  functions 

ispunctO 

ctype(3V) 

chartK;ter  classification  and  conversion  macros  and  functions 

isspaceO 

ctype(3V) 

character  classification  and  conversion  macros  and  functions 

isupperO 

ctype(3V) 

character  classification  and  conv^on  m^ros  and  functions 

isxdigitO 

ctype(3V) 

character  classification  and  conversion  macros  and  functions 

keypadO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

killcharO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

leaveok( ) 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

localtimeO 

ctime(3V) 

convert  date  and  time 

longnameO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

metaO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

moveO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvaddchO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvaddstrO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvcur( ) 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvdelchO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvgetch( ) 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvgetstrO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvinchO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvinschO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvprintwO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvscanwO 

curses(3V) 

System  V  cursor  addressing  and  screen  display  library 

mvwaddchO 

curses(3V) 
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mvwaddstrO 

mvwdelcfaO 

mvwgetchO 

mvwgetstrO 

mvwinO 

mvwinchO 

mvwinscbO 

mvwprintwO 

mvwscanwO 

newpadO 

newterm( ) 

newwinO 

niceO 

nl() 

nocbreakO 

nodelayO 

noecho() 

nooIO 

norawO 

overlayO 

overwrite( ) 

pnoutrefreshO 

printfO 

randO 

raw() 

refresh(  ) 

resettermO 

resettyO 

savetenn( ) 

savettyO 

scanfi() 

scanwO 

scrollO 

scroIlokO 

set_terin() 

setbufO 

setbufferO 

setgidO 

setlinebufO 

setpwentO 

setpwfileO 

setscrregO 

settermO 

setuidO 

setupterin( ) 

setvbufO 

signalO 

sleepO 

sprint^) 

srandO 

sscanfO 

standendO 

standoutO 
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curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

iiice(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

priiitf(3V) 

rand(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

scanf(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

setbuf(3V) 

setbuf(3V) 

setuid(3V) 

setbuf(3V) 

getpweiit(3V) 

getpwent(3V) 

curses(3V) 

curses(3V) 

setuid(3V) 

curses(3V) 

setbuf(3V) 

signal(3V) 

sleep(3V) 

printf(3V) 

rand(3V) 

scanf(3\0 

curses(3V) 

curses(3V) 


System  V  cursor  addressing  and  screen  display  library 
Systm  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
change  priority  of  a  process 

System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  di^lay  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
formatted  output  conv^ion 
simple  random  number  generator 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
formatted  input  conversion 

System  V  cursor  addressing  and  screen  display  library 

System  V  cursor  addressing  and  screen  display  library 

System  V  cursor  addressing  and  screen  display  library 

System  V  cursor  addressing  and  screen  display  library 

assign  buffering  to  a  stream 

assign  buffering  to  a  stream 

set  user  and  group  IDs 

assign  buffmng  to  a  stream 

get  password  file  entry 

get  password  file  entiy 

System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
set  user  and  group  IDs 

System  V  cursor  addressing  and  screen  display  library 

assign  buffering  to  a  stream 

simplified  software  signal  facilities 

suspend  execution  fcM*  interval 

formatted  output  conversion 

simple  random  number  generator 

formatted  input  conversion 

System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
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subM^O 

timegm(  ) 

timelocalO 

times() 

toasdiO 

tolowerO 

touchwinO 

toupperO 

traceofTO 

traceonO 

ttyslotO 

typeaheadO 

tzsetO 

tzsetwallO 

unctrlO 

waddchO 

waddstrO 

wattroffO 

wattron( ) 

wattrsetO 

wclearO 

wcIrtobotO 

wcIrtoeoI(  ) 

wdelchO 

wdeleteln( ) 

weraseO 

wgetchO 

wgetstrO 

winchO 

winschO 

winsertlnO 

wmoveO 

wnoutreiVesh( ) 

wprintwO 

wrefreshO 

wscanwO 

wsetscrregO 

wstandendO 

wstandoutO 


curses(3V) 

ctime(3V) 

ctime(3^0 

times(3V) 

cfype(3V) 

ctype(3V) 

curses(3V) 

ctype(3V) 

curses(3^ 

curses(3V) 

ttysIot(3V) 

curses(3V) 

ctime(3V) 

ctiine(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 

curses(3V) 


System  V  cursor  addressing  and  screen  display  library 
convert  date  and  time 
convert  date  and  time 
get  process  and  child  process  times 
character  classification  and  convosion  macros  and  functions 
character  classification  and  conversion  macros  and  functions 
System  V  cursor  addressing  and  screen  display  library 
character  classification  and  conversion  maerr^  and  functions 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
find  the  slot  in  the  utmp  file  of  the  current  process 
System  V  cursor  addressing  and  screen  display  library 
convert  date  and  time 
convert  date  and  time 

System  V  cursor  addressing  and  screen  display  lilwary 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  di^Iay  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
System  V  cursor  addressing  and  screen  display  library 
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NAME 

assm  -  verify  {mgram  assertion 

SYNOPSIS 

#include  <asserth> 

assert(expression) 
int  expression; 

DESCRIPTION 

assert( )  is  a  macro  that  indicates  expression  is  expected  to  be  true  at  this  point  in  the  program.  When  it  is 
executed,  if  expression  is  false  (zero),  assert( )  prints 

‘Assertion  failed:  expression ,  file  xyz ,  line  nnn  ’ 

on  the  standard  error  output  and  aborts.  In  the  error  message,  xyz  is  the  name  of  the  source  file  and  nnn  the 
source  line  number  of  the  assert( )  statement 

Compiling  with  the  cc(lV)  option  -DNDEBUG,  or  with  the  preprocessor  control  statement  ‘^define  NDE- 
BUG*  ahead  of  the  ‘#include  <assertJi>’  statement  will  stop  assertions  from  being  compiled  into  the  pro¬ 
gram. 

SEE  ALSO 

cc(lV),  abort(3) 
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NAME 

ctime,  localtime,  gmtime,  asctime,  timelocal,  timegm,  tzset,  tzsetwall  ~  convert  date  and  time 

SYNOPSIS 

#mclude  <time.h> 

struct  tm  *localtime(clock) 
long  *clock; 

struct  tm  *gmtime(clock) 
long  *clock; 

char  *asctime(tm) 
struct  tm  *tm; 

char  *ctime(clock) 
long  *clock; 

time_t  timelocal(tm) 
struct  tm  *tm; 

time_t  timegm(tm) 
struct  tm  *tm; 

void  tzsetO 
void  tzsetwallO 
extern  long  timezone; 
extern  Int  daylight; 
extern  char  *tzname[2]; 

DESCRIPTION 

localtimeO  and  gmtimeO  return  pointers  to  structures  containing  the  time,  broken  down  into  various  com¬ 
ponents  of  that  time  represented  in  a  particular  time  zone.  localtime( )  breaks  down  a  time  specified  by  the 
clockO  argument,  correcting  for  the  time  zone  and  any  time  zone  adjustments  (such  as  Daylight  Savings 
Time).  Before  doing  so,  localtimeO  calls  tzset()  (if  tzset()  has  not  been  called  in  the  current  process). 
gmtimeO  breaks  down  a  time  specified  by  the  clock()  argument  into  GMT,  which  is  the  time  the  system 
uses. 

asctimeO  converts  a  time  value  contained  in  a  “tm”  structure  to  a  26-character  string  of  the  form: 

Sun  Sep  16  01:03:52  1973\n\0 

Each  field  has  a  constant  width.  asctime( )  returns  a  pointer  to  the  string. 

ctime( )  converts  a  long  integer,  pointed  to  by  clock,  to  a  26-character  string  of  the  form  produced  by  asc¬ 
timeO.  It  first  breaks  down  clock()  to  a  struct  tm  by  calling  localtime,  and  then  calls  asctimeO  to  con¬ 
vert  that  struct  tm  to  a  string, 

timelocalO  and  timegm()  convert  the  time  specified  by  the  tm  argument  to  a  time  value  that  represents 
that  time  expressed  as  the  number  of  seconds  since  Jan.  1,  1970,  00:00,  Greenwich  Mean  Time,  timelo- 
cal( )  converts  a  struct  tm  that  represents  local  time,  correcting  for  the  time  zone  and  any  time  zone  adjust¬ 
ments  (such  as  Daylight  Savings  Time).  Before  doing  so,  timelocalO  calls  tzset()  (if  tzset()  has  not  been 
called  in  the  current  process).  timegm()  converts  a  struct  tm  that  represents  GMT. 

tzsetO  uses  the  value  of  the  environment  variable  TZ  to  set  time  conversion  information  used  by  localtime. 
If  TZ  is  absent  from  the  environment,  the  best  available  approximation  to  local  wall  clock  time  is  used  by 
localtime.  IfTL  appears  in  the  environment  but  its  value  is  a  NULL  string,  Greenwich  Mean  Time  is  used; 
if  TZ  appears  and  begins  with  a  slash,  it  is  used  as  the  absolute  pathname  of  the  tzfile-format  (see  tzfile(5)) 
file  from  which  to  read  the  time  conversion  information;  if  TZ  appears  and  begins  with  a  character  other 
than  a  slash,  it  is  used  as  a  pathname  relative  to  a  system  time  conversion  information  directory. 
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tzsetwallO  sets  things  up  so  that  localtimeO  returns  the  best  available  approximation  of  local  wall  clock 
time. 


Declarations  of  all  the  functions  and  externals,  and  the  “tm”  structure,  are  in  the  <time*h>  header  file.  The 
structure  (of  type)  struct  tm  includes  the  following  fields: 


int  tm_s€c; 
int  tmmin; 
int  tm_hour; 
int  tm_mday; 
int  tm^mon; 
int  tm_year; 
int  tm^wday; 
int  tm_yday; 
int  tm_isdst; 
char  ♦tm^zone; 
long  tm_gmtoif; 


/*  seconds  (0  -  59)  */ 

/♦  minutes  (0  -  59)  */ 

/♦  hours  (0  -  23)  *1 
/*  day  of  month  (1  -  31)  */ 

/*  month  of  year  (0  - 11)  */ 

/*  year  -  1900  */ 

I*  day  of  week  (Sunday  =  0)  */ 

/*  day  of  year  (0  -  365)  */ 

/*  1  if  DST  in  effect  */ 

I*  abbreviation  of  timezone  name  *f 
I*  offset  from  GMT  in  seconds  */ 


tm  Jsdst  is  non-zero  if  Daylight  Savings  Time  is  in  effect.  tm_zone  points  to  a  string  that  is  the  name  used 
for  the  local  time  zone  at  the  time  being  converted.  tm_gmtoff  is  the  offset  (in  seconds)  of  the  time 
represented  from  GMT,  with  positive  values  indicating  East  of  Greenwich. 


The  external  long  variable  timezone  contains  the  difference,  in  seconds,  between  GMT  and  local  standard 
time  (in  PST,  timezone  is  8*60*60).  If  this  difference  is  not  a  constant,  timezone  will  contain  the  value  of 
the  offset  on  January  1,  1970  at  00:00  GMT.  Since  this  is  not  necessarily  the  same  as  the  value  at  some  par¬ 
ticular  time,  the  time  in  question  should  be  converted  to  a  “struct  tm”  using  localtime  (see  ctime(3))  and 
the  tm_gmtoff  field  of  that  structure  should  be  used.  The  external  daylight  is  non-zero  if  and  only 

if  Daylight  Savings  Time  would  be  in  effect  within  the  current  time  zone  at  some  time;  it  does  not  indicate 
whether  Daylight  Savings  Time  is  currendy  in  effect. 


The  external  variable  tzname  is  an  array  of  two  char  *  pointers.  The  first  pointer  points  to  a  character 
string  that  is  the  name  of  the  current  time  zone  when  Daylight  Savings  Time  is  not  in  effect;  the  second 
one,  if  Daylight  Savings  Time  conversion  should  be  applied,  points  to  a  character  string  that  is  the  name  of 
the  current  time  zone  when  Daylight  Savings  Time  is  in  effect  These  strings  are  updated  by  localtimeO 
whenever  a  time  is  converted.  If  Daylight  Savings  Time  is  in  effect  at  the  time  being  converted,  the  second 
pointer  is  set  to  point  to  the  name  of  the  current  time  zone  at  that  time,  otherwise  the  first  pointer  is  so  set. 

timezone,  daylight,  and  tzname  are  retained  for  compatibility  with  existing  programs. 


FILES 

/usr/share/lib/zoneinfo  standard  time  conversion  information  directory 
/usr/share/lib/zoneinfo/iocaltime 

local  time  zone  file 

SEE  ALSO 

gettimeofday(2),  ctime(3),  getenv(3),  time(3C),  environ(5V),  tzfile(5) 

BUGS 

The  return  values  point  to  static  data,  whose  contents  are  overwritten  by  each  call.  The  tm_zone  field  of  a 
returned  struct  tm  points  to  a  static  array  of  characters,  which  will  also  be  overwritten  at  the  next  call  (and 
by  calls  to  tzset()  or  tzsetwall). 


Sun  Release  4.0 


Last  change:  6  October  1987 


1133 


CTYPE(3V) 


SYSTEM  VLffiRARY 


CTYPE(3V) 


NAME 

clype,  isali*a,  isupper,  islower,  isdigit,  isxdigit,  isalnum,  isspace,  ispunct,  isprint,  iscntrl,  isascii,  isgraph, 
toupper,  tolower,  toascii,  _toupp»,  _tolowar  -  character  classification  and  conversion  macros  and  func¬ 
tions 

SYNOPSIS 

#include  <ctype.h> 

isalpha(c) 

•  #  • 

CHARACTER  CLASSIFICATION  MACROS 

These  macros  classify  ASCH-coded  integ^  values  by  table  lookup.  Each  is  a  predicate  returning  nonzero 
for  true,  zero  for  false,  isascii  is  defined  on  all  integer  values;  the  rest  rffe  defined  only  where  isascii(c)  is 
true  and  on  the  single  non- ASCII  value  EOF  (see  stdio(3  V)). 

isalpha(c)  c  is  a  letter 

isupper(c)  c  is  an  upper  case  letter 

islower(c)  c  is  a  lower  case  letter 

isdigit(c)  c  is  a  digit  [0-9]. 

isxdigit(c)  c  is  a  hexadecimal  digit  [0-9],  [A-F],  or  [a-fj. 

isalnum(c)  c  is  an  alphanumeric  character,  that  is,  c  is  a  letter  or  a  digit 

isspace(c)  c  is  a  ^ace,  tab,  carriage  return,  newline,  vertical  tab,  or  formfeed 

ispunct(c)  c  is  a  punctuation  character  (neither  control  nor  alphanummc) 

isprint(c)  c  is  a  printing  character,  code  040(8)  (space)  through  0176  (tilde) 

iscntrl(c)  c  is  a  delete  character  (0177)  or  ordinary  control  character  (less  than  040). 

isascii(c)  c  is  an  ASCII  character,  code  less  than  0200 

isgrapb(c)  c  is  a  visible  graphic  character,  code  041  (exclamation  mark)  through  0176  (tilde). 

CHARACTER  CONVERSION  MACROS  AND  FUNCTIONS 

toupper  and  tolower  are  functions,  rather  than  macros,  and  work  correctly  on  all  characters.  Hie  macros 
joupper  and  jolower  are  faster  than  the  equivalent  functions  (toupper  and  tolower)  but  only  work  prop¬ 
erly  on  a  restricted  range  of  characters. 

These  functions  perform  simple  conversions  (xi  single  characters. 

toupper(c)  converts  c  to  its  uf^ier-case  equivaloit.  If  c  is  not  a  lower-case  letter,  it  is  returned 

unchanged. 

tolower(c)  converts  c  to  its  lower-case  equivalent.  If  c  is  not  an  uppCT-case  letter,  it  is 

returned  unchtmged. 

toascii(c)  masks  c  wiA  the  correct  value  so  that  c  is  guaranteed  to  be  an  ASCII  character  in 

the  range  0  thru  0x7f. 

These  macros  paform  simple  conversions  on  single  characters. 

_toupper(c)  craivCTts  c  to  its  upper-case  equivalent  Note  that  this  only  works  where  c  is 

known  to  be  a  lower-case  character  to  start  with  (presumably  checked  using 
islower). 

_toIower(c)  converts  c  to  its  lower-case  equivalent  Note:  this  only  works  where  c  is  known  to 

be  a  upper-case  character  to  start  with  (presumably  checked  using  isipper). 
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DIAGNOSTICS 

If  the  argument  to  any  of  these  macros  is  not  in  the  domain  of  the  function,  the  result  is  undefined. 
SEE  ALSO 

ctype(3),  stdio(3V),  ascii(7) 
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NAME 

curses  -  System  V  tominal  screen  handling  and  optimization  package 
SYNOPSIS 

The  curses  manual  page  is  organized  as  follows: 

In  SYNOPSIS 

•  compiling  information 

•  summary  of  parameters  used  by  curses  routines 

•  alphabetical  list  of  curses  routines,  showing  their  parameters 

In  DESCRIPTION: 

•  An  overview  of  how  curses  routines  should  be  used 

In  ROUTINES,  descriptions  of  curses  routines  are  grouped  under  the  appropriate  topics: 

•  Overall  Screen  Manipulation 

•  Window  and  Pad  Manipulation 

•  Output 

•  Input 

•  Output  Options  Setting 

•  Input  Options  Setting 

•  Environment  Queries 

•  Soft  Labels 

•  Low-level  Curses  Access 

•  Terminfo-Level  Manipulations 

•  Termcap  Emulation 

•  Miscellaneous 

•  Use  of  curscr 

Then  come  sections  on: 

•  ATTRIBUTES 

•  FUNCTION  CALLS 

•  LINE  GRAPfflCS 

/usr/5bin/cc  [flag  . . .]  file  . . .  -Icurses  [  library  . . ,] 

#uiclude  <curses.h>  (automatically  includes  <stdio.h>,  <termio.h>,  and  <unctrl.h>). 

The  parameters  in  the  following  list  are  not  global  variables;  this  is  a  summary  of  the  parameters  used  by 
the  curses  library  routines.  All  routines  return  the  int  values  ERR  or  OK  unless  otherwise  noted.  Routines 
that  return  pointers  always  return  NULL  on  error.  (ERR,  OK,  and  NULL  are  all  defined  in  <curses.h>.) 
Routines  that  return  integers  are  not  listed  in  the  paramet^  list  below. 

boolbf 

char  **area,^boolnames[  ],  *boolcodes[],  *booirnames[  ],  *bp 
char  ’"cap,  *capname,  codename[2],  erasechar,  ■"filename,  ■"fmt 
char  "’keyname,  killchar,  "label,  "longname 
char  "name,  "numnames[  ],  "numcodesl  ],  "numfnamesl  ] 
char  "slk_label,  "str,  "strnames[  ],  "strcpdesi  ],  "strfnames[  ] 
char  "term,  "tgetstr,  "tigetstr,  "tgoto,  "tparm,  "type 
chtype  attrs,  ch,  horch,  vertch 
FILE  "infd,  "outfd 

int  beginjc,  begin_y,  begline,  bot,  c,  col,  count 

int  dmaxcol,  dmaxrow,  dmincol,  dminrow,  "errret,  fildes 

int  ("initO),  labftnt,  labnum,  line 

int  ms,  ncols,  new,  newcol,  newrow,  nlines,  numlines 
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int  oldcol,  oldrow,  overlay 
int  pi,  p2,  p9,  pmincol,  pminrow,  (*putc()),  row 
int  smaxcol,  smaxrow,  smincol,  sminrow,  start 
int  tenths,  top,  visibility,  x,  y 

SCREEN  *new,  *newterni,  *set_tenn 
TERMMAL  *cur_temi,  '^nterm,  *oterni 
va_list  varglist 

WINDOW  *curscr,  *dstwin,  ^initscr,  ^newpad,  *newwin,  ♦orig 
WINDOW  Kpad,  *srcwin,  '•■stdscr,  ^subpad,  '•‘subwin,  *win 

addch(c/i) 
addstr  (str) 
attrofT  (attrs) 
attron  {attrs) 
attrset  (attrs) 
baudrateO 
beepO 

box  (win,  vertch,  horch) 

cbreak( ) 

clearO 

clearok  (win,  If) 

cIrtobotO 

cirtoeoK) 

copywin  (srcwin,  dstwin,  sminrow,  smincol,  dminrow,  dmincol,  dmaxrow,  dmaxcol,  overlay) 

curs_set  (visibility) 

def_prog_mode( ) 

def_shell_niode( ) 

del_curtemi  (oterm) 

delay_output  (ms) 

delchO 

deleteInO 

delwin  (win) 

doupdateO 

draino  (ms) 

echoO 

echocbar (ch) 

endwinO 

eraseO 

erasecharO 

iilterO 

flashO 

flushinpO 

garbagedlines  (win,  begline,  numlines) 

getbegyx  (win,  y,  x) 

getchO 

getmaxyx  (win,  y,x) 
getstr  (str) 
getsyx  (y,  x) 
getyx  (win,  y,  x) 
halfdelay  (tenths) 
has_ic() 
has_il() 
idlok  (win,  bf) 
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inch() 
initscr(  ) 
inscb  (ch) 
insertlnO 
intrflush  (win,  bf) 
isendwinO 
keyname  (c) 
keypad  (win,  bf) 
kiOcharO 
leaveok  (win,  bf) 
longnameO 
meta  (win,  bf) 
move  (y,  x) 
mvaddch  (y,  x,  ch) 
mvaddstr  (y,  x,  str) 

mvcur  (oldrow,  oldcol,  newrow,  newcol) 

mvdelcb  (y.  x) 

mvgetcb  (y,  x) 

mvgetstr  (y,  x,  str) 

mvmcb  (y,  x) 

mvinscb  (y.  x,  ch) 

mvprintw  (y,  x,fmt  [,  org . . .]) 

mvscanw  (y,  x,fmt  [,  arg . . .] ) 

mvwaddcb  (win,  y,  x,  ch) 

mvwaddstr  (win,  y,  x,  str) 

mvwdelcb  (win,  y,  x) 

mvwgetcb  (win,  y,  x) 

mvwgetstr  (win,  y,  x,  str) 

mvwin  (win,  y,  x) 

mvwincb  (win,  y,  x) 

mvwinscb  (win,  y,  x,  ch) 

mvwprintw  (win,  y,  x,fint  [,  arg . . .] ) 

mvwscanw  (win,  y,  x,fmt  [,  arg . . .] ) 

napms  (ms) 

newpad  (nlines,  ncols) 

newterm  (type,  outfd,  irfd) 

newwin  (nlines,  ncols,  begin_y,  begin  jc) 

nl() 

nocbreakO 
nodelay  (win,  bf) 
noecboO 
nonl() 
norawO 

notimeout  (win,  bf) 
overlay  (srcwin,  dstwin) 
overwrite  (srcwin,  dstwin) 
pecbocbar  (pad,  ch) 

pnoutrefresb  (pad,  pminrow,  pmincol,  sminrow,  smincol,  smaxrow,  smaxcol) 

prefresb  (pad,  pminrow,  pmincol,  sminrow,  smincol,  smaxrow,  smaxcol) 

printw  (^i  [.  arg .. .]) 

putp(5ir) 

raw() 

refresbO 
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reset_prog_mode( ) 
reset_shelI_mode( ) 
resettyO 

restartterm  (term,fildes,  errret) 
ripofSine  {line,  init) 
savettyO 

scanw  {fmt  [,  arg . . .] ) 
scr_dump  (filename) 
scr_mit  (filename) 
scr_restore  (filename) 
scroll  (win) 
scrollok  (win,  bf) 
setjcurterm  (nterm) 
set_term  (new) 
setscrreg  (top,  bot) 
setsyx  (y,  jt) 

setupterm  (term,fildes,  errret) 

slk_clear() 

slk_iiiit  (ftnt) 

slk_labcl  (labnum) 

slk_noutrefresh( ) 

slk_refresh( ) 

slk_restore() 

slk_set  (labnum,  label,  fmt) 
slk_toucli() 
standendO 
standout ) 

subpad  (orig,  nlines,  ncols,  begin_y,  beginjc) 

subwin  (orig,  nlines,  ncols,  begin_y,  beginjc) 

tgetent  (bp,  name) 

tgetflag  (codename) 

tgetnum  (codename) 

tgetstr  (codename,  area) 

tgoto  (cap,  col,  row) 

tigetflag  (capname) 

tigetnum  (capname) 

tigetstr  (capname) 

touchline  (win,  start,  count) 

touchwin  (win) 

tparm (str, pl,p2,  ..., p9) 

tputs  (str,  count,  putc) 

traceoffO 

traceon( ) 

typeahead  (fildes) 

unctrl  (c) 

ungetch  (c) 

vidattr  (attrs) 

vidpnts  (attrs,  putc) 

vwprintw  (win,  fmt,  varglist) 

vwscanw  (win, fmt,  varglist) 

waddch  (win,  ch) 

waddstr  (win,  str) 

wattrofl^  (win,  attrs) 
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wattron  (win,  attrs) 
wattrset  (win,  attrs) 
wclear  (win) 
wclrtobot  (win) 
wclrtoeol  (win) 
wdelcb  (win) 
wdeleteln  (win) 
wechochar  (win,  ch) 
werase  (win) 
wgetch  (win) 
wgetstr  (win,  str) 
winch  (win) 
winsch  (win,  ch) 
winsertln  (win) 
wmove  (win,  y,  x) 
wnoutrefiresh  (mn) 
wprintw  (win,fmt  [,  arg . . .]) 
wrefresh  (win) 
wscanw  (win,fint  [,  arg . . .] ) 
wsetscrreg  (win,  top,  hot) 
wstandend  (win) 
wstandout  (win) 

DESCRIPTION 

The  curses  routines  give  the  user  a  terminal-independent  method  of  updating  screens  with  reasonable 
optimization. 

In  order  to  initialize  the  routines,  the  routine  initscr( )  w  newterm( )  must  be  called  before  any  of  the  other 
routines  that  deal  with  windows  and  screens  are  used.  (Three  exceptions  are  noted  where  they  apply.)  The 
routine  endwin()  must  be  called  before  exiting.  To  get  charactCT-at-a-time  input  without  echoing,  (most 
interactive,  screen  oriented  programs  want  this)  after  calling  initscr()  you  should  call  ‘cbreak  ();  noecho 
();’  Most  programs  would  additionally  call  ‘nonl  ();  intrflush(stdscr,  FALSE);  keypad(stdscr,  TRUE);’. 

Before  a  curses  program  is  run,  a  terminal’s  TAB  stops  should  be  set  and  its  initialization  strings,  if 
defined,  must  be  output.  This  can  be  done  by  executing  the  tset  command  in  your  .prt^le  (m*  Jogin  file. 
For  further  details,  see  tset(l)  and  the  Tabs  and  Initialization  subsection  of  terniinfo(SV). 

The  curses  library  contains  routines  diat  manipulate  data  structures  called  windows  that  can  be  thought  of 
as  two-dimensional  arrays  of  characters  representing  all  or  part  of  a  terminal  screen.  A  default  window 
called  stdscr  is  supplied,  which  is  the  size  of  the  terminal  screen.  Others  may  be  created  with  newwin(). 
Windows  are  refared  to  by  variables  declared  as  WINDOW  ♦;  the  type  WINDOW  is  defined  in  <curses.h> 
to  be  a  C  structure.  These  data  structures  are  manipulated  with  routines  described  below,  among  which  the 
most  basic  are  move()  and  addch().  (More  general  versions  of  these  routines  are  included  with  names 
beginning  with  w,  allowing  you  to  specify  a  window.  The  routines  not  begiiming  with  w  usually  affect 
stdscr.)  Then  refresh()  is  called,  telling  the  routines  to  make  the  user’s  tominal  screen  look  like  stdscr. 
The  characters  in  a  window  are  actually  of  type  chtype,  so  that  (Mher  information  about  the  character  may 
also  be  stored  with  each  character. 

Special  windows  called  pads  may  also  be  manipulated.  These  are  windows  that  are  not  constrained  to  the 
size  of  the  screen  and  whose  contents  need  not  be  displayed  completely.  See  the  description  of  newpadO 
under  Window  and  Pad  Manipulation  for  more  information. 

In  addition  to  drawing  characters  on  the  screen,  video  attributes  may  be  included  that  cause  the  characters 
to  show  up  in  modes  such  as  undo-lined  or  in  reverse  video  on  terminals  that  support  such  display  enhance¬ 
ments.  line  drawing  characters  may  be  specified  to  be  output  On  input,  curses  is  also  able  to  translate 
arrow  and  function  keys  that  transmit  escape  sequences  into  single  values.  The  video  attributes,  line  draw¬ 
ing  characters,  and  input  values  use  names,  defined  in  <curses.h>,  such  as  A_REVERS£,  ACS_HLINE,  and 
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curses  also  defines  the  WINDOW  *  variable,  curscr,  which  is  used  only  for  cotain  low-level  operations 
like  clearing  and  redrawing  a  garbaged  screen,  curscr  can  be  used  in  only  a  few  routines.  If  the  window 
aigument  to  cIearok()  is  curscr,  the  next  call  to  wreft'eshO  with  any  window  will  clear  and  repaint  the 
screen  firwn  scratch.  If  the  window  argument  to  wrefreshO  is  curscr,  the  saeen  in  immediately  cleared 
and  repainted  finom  scratch.  This  is  how  most  programs  would  implement  a  “repaint-screen”  fimction. 
More  information  on  using  curscr  is  provided  where  its  use  is  appropriate. 

The  environment  variables  LINES  and  COLUMNS  may  be  set  to  override  curses’s  idea  of  how  large  a 
screen  is. 

If  the  environment  variable  TERMINFO  is  defined,  any  program  using  curses  will  check  for  a  local  termi¬ 
nal  definition  before  checking  in  the  standard  place.  For  example,  if  the  environment  variable  TERM  is  set 
to  sun,  then  the  compiled  terminal  definiticm  is  found  in  /usr/share/Iib/terminfo/s/sun.  (The  s  is  copied 
fix»m  the  first  lettCT  of  sun  to  avoid  creation  of  huge  directories.)  However,  if  TERMINFO  is  set  to 
SHOME/myterms,  curses  will  first  check  $HOME/niyterms/s/sun,  and,  if  that  fails,  will  tl^n  check 
/usr/share/lib/terminfo/s/sun.  This  is  useful  for  developing  experimental  definitions  or  when  write  per¬ 
mission  on  /nsr/sbare/lib/terminfo  is  not  available. 

The  integer  variables  LINES  and  COLS  are  defined  in  <curses.h>,  and  will  be  filled  in  by  initscrf )  with  the 
size  of  the  screen.  (For  more  information,  see  the  subsection  Terminfo-Level  Manipulations.)  The  con¬ 
stants  TRUE  and  FALSE  have  the  values  1  and  0,  respectively.  Tbe  constants  ERR  and  OK  are  returned  by 
routines  to  indicate  whether  the  routine  successfully  completed.  These  constants  are  also  defined  in 
<cursesJi>. 

ROUTINES 

Many  of  the  following  routines  have  two  ot  more  versions.  The  routines  prefixed  with  w  require  a  window 
argument  The  routines  prefixed  with  p  require  a  pad  argument  Those  without  a  prefix  generally  use 
stdscr. 

The  routines  prefixed  with  mv  require  y  and  x  coordinates  to  move  to  before  performing  the  appropriate 
action.  The  mv  routines  imply  a  call  to  move( )  before  the  call  to  the  other  routine.  The  wii^ow  argument 
is  always  sp^ified  before  the  coordinates,  y  always  refers  to  the  row  (of  the  window),  and  x  always  refers 
to  the  column.  TTie  uppCT  left  comer  is  always  (0,0),  not  (1,1).  The  routines  prefixed  with  mvw  take  both  a 
window  argument  and  y  and  x  coordinates. 

In  each  case,  win  is  the  window  affected  and  pad  is  the  pad  affected,  (win  and  pad  are  always  of  type 
WINDOW  *.)  Option-setting  routines  require  a  boolean  flag  bf  with  the  value  TRUE  or  FALSE,  {bf  is 
always  of  type  bool.)  The  types  WINDOW,  bool,  and  cbtype  are  defined  in  <curses.b>.  See  the 
SYNOPSIS  for  a  summary  of  what  types  all  variables  are. 

All  routines  return  either  the  integer  ERR  or  the  integer  OK,  unless  otherwise  noted.  Routines  that  return 
pointa:s  always  return  NULL  on  error. 

Overall  Screen  Manipulation 

WINDOW  ♦initscrO  The  first  routine  called  should  almost  always  be  initscr().  (The  excq)tions  are 
slk_init(),  filterO,  and  ripoflflineO.)  This  will  determine  the  terminal  type  and 
initialize  all  curses  data  structures.  initscrO  also  ananges  that  the  first  call  to 
refiresh( )  will  clear  the  screen.  If  errors  occur,  initscrO  will  write  an  appropriate 
error  message  to  standard  error  and  exit;  otherwise,  a  pointer  to  stdscr  is  returned. 
If  the  program  wants  an  indication  of  error  conditions,  newtermO  should  be  used 
instead  of  initscr( ).  initscr( )  should  only  be  called  once  per  application. 

endwinO  A  program  should  always  call  endwin()  before  exiting  or  escaping  from  curses 

mode  temporarily,  to  do  a  shell  escape  or  system(3)  call,  for  example.  This  rou¬ 
tine  will  restore  termio(4)  modes,  move  the  cursor  to  the  lower  left  comer  of  the 
screen  and  reset  the  terminal  into  the  propCT  non-visual  mode.  To  resume  after  a 
temporary  escape,  call  wrefresh( )  or  doupdate( ). 
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isendwinO  Returns  TRUE  if  endwinO  has  been  called  without  any  subsequent  calls  to 

wrefreshO. 

SCREEN  *newterm(type,  outfd,  infd) 

A  program  that  ouq)uts  to  more  than  one  terminal  must  use  newterm()  for  each 
terminal  instead  of  initscr().  A  program  that  wants  an  indication  of  error  condi¬ 
tions,  so  that  it  may  ctmtinue  to  run  in  a  line-oriented  mode  if  the  terminal  cannot 
support  a  screen-oriented  program,  must  also  use  this  routine.  newterm( )  should 
be  called  once  for  each  terminal.  It  returns  a  variable  of  type  SCREEN*  that 
should  be  saved  as  a  reference  to  that  terminal.  The  arguments  are  the  type  of  the 
terminal  to  be  used  in  place  of  the  environment  variable  TERM;  outfd,  a  stdio(3V) 
file  pointer  for  ouq)ut  to  the  terminal;  and  irtfd,  another  file  pointer  for  input  from 
the  terminal.  When  it  is  done  running,  the  program  must  also  call  endwin()  for 
each  terminal  being  used.  If  newterm( )  is  called  more  than  once  for  the  same  ter¬ 
minal,  the  first  terminal  referred  to  must  be  the  last  one  for  which  endwin()  is 
called. 

SCREEN  *set_term  {new) 

This  routine  is  used  to  switch  between  different  terminals.  The  screen  reference 
new  becomes  the  new  current  terminal.  A  points  to  the  screen  of  the  previous 
terminal  is  returned  by  the  routine.  This  is  the  only  routine  that  manipulates 
SCREEN  pointers;  all  other  routines  affect  only  the  current  terminal. 

Window  and  Pad  Manipulation 

reft'eshO 

wrefresh  {win)  These  routines  (or  prefreshO,  pnoutrefreshO,  wnoutrefresh(),  or  doupdateO) 

must  be  called  to  write  output  to  the  terminal,  as  most  other  routines  merely  mani¬ 
pulate  data  sfiuctures.  wrefreshO  copies  the  named  window  to  the  physical  ter¬ 
minal  screen,  taking  into  account  what  is  already  there  in  order  to  minimize  the 
amount  of  information  that’s  sent  to  the  terminal  (called  optimization).  refresh( ) 
does  the  same  thing,  except  it  uses  stdscr  as  a  default  window.  Unless  leaveok( ) 
has  been  enabled,  the  physical  cursor  of  the  terminal  is  left  at  the  location  of  the 
window’s  cursor.  The  number  of  charactos  output  to  the  terminal  is  returned. 

Note:  refresh( )  is  a  macro. 

wnoutrefresh  {win) 

doupdateO  These  two  routines  allow  multiple  updates  to  the  physical  terminal  screen  with 

more  efficiency  than  wrefreshO  alone.  How  this  is  accomplished  is  described  in 
the  next  paragraph. 

curses  keeps  two  data  structures  representing  the  terminal  screen:  a  physical  ter¬ 
minal  screen,  describing  what  is  actually  on  the  screen,  and  a  virtual  terminal 
screen,  describing  what  the  programmer  wants  to  have  on  the  screen.  wrefresh( ) 
works  by  first  calling  wnoutreft'esh( ),  which  copies  the  named  window  to  the  vir¬ 
tual  screen,  and  then  by  calling  doupdateO,  which  compares  the  virtual  screen  to 
the  physical  screen  and  does  the  actual  update.  If  the  programmer  wishes  to  out¬ 
put  several  windows  at  once,  a  series  of  calls  to  wrefresh( )  will  result  in  alternat¬ 
ing  calls  to  wnoutrefreshO  and  doupdateO,  causing  several  bursts  of  output  to 
the  screen.  By  first  calling  wnoutrefreshO  for  each  window,  it  is  then  possible  to 
call  doupdateO  once,  resulting  in  only  one  burst  of  output,  with  probably  fewer 
total  characters  transmitted  and  certainly  less  processor  time  used. 

WINDOW  *newwin  {nlines,  ncols,  begin_y,  beginjc) 

Create  and  return  a  pointer  to  a  new  window  with  the  given  number  of  lines  (or 
rows),  nlines,  and  columns,  ncols.  The  upper  left  comer  of  the  window  is  at  line 
beginjf,  column  begin  x.  If  either  nlines  or  ncols  is  0,  they  will  be  set  to  the 
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value  of  lines-I>e^/n_y  and  cols-begin_x.  A  new  full-screen  window  is  created 
by  calling  newwin(0, 0,0,0). 

mvwin  (win,  y,  x)  Move  the  window  so  that  the  upper  left  comer  will  be  at  position  (y,  x).  If  the 
move  would  cause  the  window  to  be  off  the  screen,  it  is  an  error  and  the  window 
is  not  moved. 

WINDOW  ’•‘subwin  (orig,  nlines,  ncols,  begin_y,  beginjc) 

Create  and  return  a  pointer  to  a  new  window  with  the  given  number  of  lines  (or 
rows),  nlines,  and  columns,  ncols.  The  window  is  at  position  (  begin_y,  beginjc) 
on  the  screen.  (This  position  is  relative  to  the  screen,  and  not  to  the  window  orig .) 
The  window  is  made  in  the  middle  of  the  window  orig,  so  that  changes  made  to 
one  window  will  affect  both  windows.  When  using  this  routine,  often  it  will  be 
necessary  to  call  touchwin( )  or  touchIine( )  on  orig  before  calling  wrefresh. 

delwin  (win)  Delete  the  named  window,  freeing  up  all  memory  associated  with  it.  In  the  case 

of  overlapping  windows,  subwindows  should  be  deleted  before  the  main  window. 

WINDOW  *newpad  (nlines,  ncols) 

Create  and  return  a  pointer  to  a  new  pad  data  stracture  with  the  given  number  of 
lines  (or  rows),  nlines,  and  columns,  ncols.  A  pad  is  a  window  that  is  not  res¬ 
tricted  by  the  screen  size  and  is  not  necessarily  associated  widi  a  particular  part  of 
the  screen.  Pads  can  be  used  when  a  large  window  is  needed,  and  only  a  part  of 
the  window  will  be  on  the  screen  at  one  time.  Automatic  refreshes  of  pads  (for 
example,  from  scrolling  or  echoing  of  input)  do  not  occur.  It  is  not  legal  to  call 
wrefresh( )  with  a  pad  as  an  argument;  the  routines  prefresh( )  or  pnoutrefresh( ) 
should  be  called  instead.  Note:  these  routines  require  additional  parameters  to 
specify  the  part  of  the  pad  to  be  displayed  and  the  location  on  the  screen  to  be 
used  for  display. 

WINDOW  ’•‘subpad  (orig,  nlines,  ncols,  begin jy,  begin  x) 

Create  and  return  a  pointer  to  a  subwindow  within  a  pad  with  the  given  number  of 
lines  (or  rows),  nlines,  and  columns,  ncols.  Unlike  subwin(),  which  uses  screen 
coordinates,  the  window  is  at  position  (beginjy,  beginjc)  on  the  pad.  The  win¬ 
dow  is  made  in  the  middle  of  the  window  orig ,  so  that  changes  m^e  to  one  win¬ 
dow  will  affect  both  windows.  When  using  this  routine,  often  it  will  be  necessary 
to  call  touchwinO  or  toucblineO  on  orig  before  calling  prefreshf). 

prefresh  (pad,  ptninrow,  pnUncol,  srmnrow,  smincol,  smaxrow,  smaxcol) 

pnoutrefresh  (pad,  prmnrow,pmincol,  sminrow,  smincol,  smaxrow,  smaxcol) 

These  routines  are  analogous  to  wrefresh( )  and  wnoutrefresli( )  except  that  pads, 
instead  of  windows,  are  involved.  The  additional  parameters  are  needed  to  indi¬ 
cate  what  part  of  the  pad  and  screen  are  involved,  pminrow  and  pmincol  specify 
the  upper  left  comer,  in  the  pad,  of  the  rectangle  to  be  displayed,  sminrow,  smin¬ 
col,  smaxrow,  and  smaxcol  specify  the  edges,  on  the  screen,  of  the  rectangle  to  be 
displayed  in.  The  lower  right  comer  in  the  pad  of  the  rectangle  to  be  displayed  is 
calculated  from  the  screen  coordinates,  since  the  rectangles  must  be  the  same  size. 
Both  rectangles  must  be  entirely  contained  within  their  respective  structures. 
Negative  values  of  pminrow,  pmincol,  sminrow,  or  smincol  are  treated  as  if  they 
were  zero. 
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Output 

These  routines  are  used  to  “draw”  text  on  windows. 

addch  {ch) 
waddch  {win,  ch) 
mvaddch  (y,  x,  ch) 
mvwaddch  (win,  y,  x,  ch) 

The  character  ch  is  put  into  the  window  at  the  current  curscH*  position  of  the  win¬ 
dow  and  the  position  of  the  window  cursor  is  advanced.  Its  function  is  similar  to 
that  of  putcharO  (see  putc(3S)).  At  the  right  margin,  an  automatic  newline  is 
performed.  At  the  bottom  of  the  trolling  region,  if  scrollok()  is  enabled,  the 
scrolling  region  will  be  scrolled  up  ohe  line. 

If  c/»  is  a  TAB,  NEWLINE,  or  backspace,  the  cursor  will  be  moved  appropriately 
within  the  window,  A  NEWLINE  also  does  a  clrtoeoI()  before  moving.  TAB 
characters  are  consido'ed  to  be  at  every  eighth  column.  If  ch  is  another  control 
character,  it  will  be  drawn  in  the  CTRL-X  notation.  (Calling  winch()  after  adding 
a  control  character  will  not  return  the  control  characta,  but  instead  will  return  the 
representation  of  the  control  character.) 

Video  attributes  can  be  combined  with  a  character  by  or-ing  them  into  the  parame¬ 
ter.  This  will  result  in  these  attributes  also  being  set  (The  intent  here  is  that  text, 
including  attributes,  can  be  copied  from  one  place  ro  another  using  inch()  and 
addch( ).)  See  standout( ),  below. 

Note;  ch  is  actually  of  type  chtype,  not  a  character. 

Note:  addchO,  mvaddchO,  and  mvwaddchO  are  macros. 


echochar  (ch) 
wechochar  (win,  ch) 

pechochar  (pad,  ch)  These  routines  are  functionally  equivalent  to  a  call  to  addch  (ch)  followed  by  a 
call  to  reft‘esh( ),  a  call  to  waddch  (win,  ch)  followed  by  a  call  to  wrehresh  (win), 
or  a  call  to  waddch  (pad,  ch)  followed  by  a  call  to  prefi'esh  (pad).  The 
knowledge  that  only  a  single  character  is  being  ouq>ut  is  taken  into  ccmsideration 
and,  for  nrm-ccHitrol  characters,  a  considerable  performance  gain  can  be  seen  by 
using  these  routines  instead  of  their  equivalents.  In  the  case  of  pechocharO,  the 
last  location  of  the  pad  on  the  screen  is  reused  for  the  arguments  to  prefresh( ). 
Note:  ch  is  actually  of  type  chtype,  not  a  character. 

Note:  echochar( )  is  a  macro. 


addstr  (sir) 
waddstr  (win,  sir) 
mvwaddstr  (win,  y,  x,  sir) 

mvaddstr  (y,  x.  sir)  These  routines  write  all  the  characters  of  the  null-terminated  character  string  str 
on  the  given  window.  This  is  equivalait  to  calling  waddch()  once  for  each  char¬ 
acter  in  the  string. 

Note:  addstr( ),  mvaddstr( ),  and  mvwaddstr(  )  are  macros. 


attroff  (attrs) 
wattrofT  (win,  attrs) 
attron  (attrs) 
wattron  (win,  attrs) 
attrset  (attrs) 
wattrset  (win,  attrs) 
standendO 
wstandend  (win) 
standout ) 

wstandout  (win)  These  routines  manipulate  the  current  attributes  of  the  named  window.  These 
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attributes  can  be  any  combination  of  A_STANDOUT,  A_REVERSE,  A_BOLD, 
A_DIM,  A_BLINK,  A_UNDERLINE,  and  A_ALTCHARSET.  These  constants  ate 
defined  in  <curses.h>  and  can  be  combined  with  the  C  logical  OR  ( I )  operator. 
The  current  attributes  of  a  window  are  applied  to  all  characters  that  are  written 
into  the  window  with  waddch().  Attributes  are  a  property  of  the  charact^,  and 
move  with  the  charact^  through  any  scrolling  and  insed/delete  lin^character 
operations.  To  the  extent  possible  on  the  particular  terminal,  they  will  be 
displayed  as  the  grr^hic  rendition  of  the  characters  put  on  the  screen, 
attrset  (attrs)  sets  the  current  attributes  of  the  given  window  to  attrs.  attroff 
(attrs)  turns  off  the  named  attributes  without  turning  on  or  off  any  other  attributes, 
attron  {attrs)  turns  on  the  named  attributes  without  affecting  any  others. 
standoutO  is  the  same  as  attron(A_STANDOUT).  standendO  is  the  same  as 
attrset(0),  that  is,  it  turns  off  all  attributes. 

Note:  attrs  is  actually  of  type  chtype,  not  a  charact^. 

Note:  attrofT( ),  attron( ),  attrset( ),  standendO,  and  standout( )  are  macros. 

These  routines  are  used  to  signal  the  tominal  user.  beepO  will  sound  the  audible 
alarm  on  the  t^minal,  if  possible,  and  if  not,  will  flash  the  screen  (visible  bell),  if 
that  is  possible.  flash()  will  flash  the  screen,  and  if  that  is  not  possible,  will  sound 
the  audible  signal.  If  neither  signal  is  possible,  nothing  will  happen.  Nearly  all 
terminals  have  an  audible  signal  (bell  or  beep)  but  only  some  can  flash  the  screen. 

box  (win,  vertch,  horch) 

A  box  is  drawn  around  the  edge  of  the  window,  win.  vertch  and  horch  are  the 
characters  the  box  is  to  be  drawn  with.  If  vertch  and  horch  are  0,  dien  appropriate 
default  characters,  ACS_VLINE  and  ACS_HLBVE,  will  be  used. 

Note:  vertch  and  horch  are  actually  of  type  chtype,  not  characters. 

eraseO 

werase  (win)  These  routines  copy  blanks  to  every  position  in  the  window. 

Note:  erase! )  is  a  macro. 

clear!) 

wclear(wm)  These  routines  are  like  erase!)  and  weraseO,  but  they  also  call  clearok(),  arrang¬ 

ing  that  the  screen  will  be  cleared  completely  on  the  next  call  to  wreflresh!)  for 
that  window,  and  repainted  from  scratch. 

Note:  clear! )  is  a  macro. 

clrtobot!) 

wcirtobot  (win)  All  lines  below  the  cursor  in  this  window  are  erased.  Also,  the  current  line  to  the 

right  of  the  cur»}r,  inclusive,  is  erased. 

Note:  clrtobot!)  is  a  macro. 

clrtoeol!) 

wcirtoeol  (win) .  The  current  line  to  the  right  of  the  cursor,  inclusive,  is  erased. 

Note:  clrtoeol! )  is  a  macro. 

delay_output  (ms)  Insert  a  ms  millisecond  pause  in  the  ouQruL  It  is  not  recommended  that  this  rou¬ 
tine  be  used  extensively,  because  padding  characters  are  used  rather  than  a  proces¬ 
sor  pause. 

delchO 
wdelch  (win) 
mvdelch  (y,  x) 

mvwdelch  (win,  y,  x)  The  character  und^  the  cursor  in  the  window  is  deleted.  All  characters  to  the 
right  on  the  same  line  are  moved  to  the  left  one  position  and  the  last  character  on 
the  line  is  filled  with  a  blank.  The  cursor  position  does  not  change  (after  moving 


beep!) 
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to  (y,  x),  if  specified).  (This  does  nc*  imply  use  of  the  hardware  “delete- 
character”  feature.) 

Note:  delchO,  mvdelch(),  and  mvwdelch()  are  macros. 

deleteInO 

wdeleteln  (win)  The  line  under  the  curscn*  in  the  window  is  deleted.  All  lines  below  the  current 

line  are  moved  up  one  line.  The  bottom  line  of  the  window  is  cleared.  The  cursor 
position  does  not  change.  (This  does  not  imply  use  of  the  hardware  “delete-line” 
feature.) 

Note:  deleteln( )  is  a  macro. 

getyx  (win,  y,  x)  The  cursor  position  of  the  window  is  placed  in  the  two  integer  variables  y  and  x. 

This  is  implemented  as  a  macro,  so  no  is  necessary  before  the  variables. 

getbegyx  (win,  y,  x) 

getmaxyx  (win,y,  x)  Like  getyx(),  these  routines  stwe  the  current  beginning  coordinates  and  size  of 
the  specified  window. 

Note:  getbegyx( )  and  getmaxyx( )  are  macros. 

insch  (ch) 
winsch  (win,  ch) 
mvwinsch  (win,  y,  x,ch) 

mvinsch  (y,  x,  ch)  The  character  ch  is  inerted  before  the  character  under  the  cursor.  All  characters 
to  the  right  are  moved  one  SPACE  to  the  right,  possibly  losing  the  rightmost  char¬ 
acter  of  the  line.  The  cursor  position  does  not  change  (after  moving  to  (y,  x),  if 
specified).  (This  does  not  imply  use  of  the  hardware  “insert-charactCT”  feature.) 
Note:  ch  is  actually  of  type  chtype,  not  a  charjK:ter. 

Note:  inschf ),  mvinschf ),  and  mvwinschf )  are  macros. 

A  blank  line  is  insated  above  the  current  line  and  the  bottom  line  is  lost  (This 
does  not  imply  use  of  the  hardware  “insert-line”  feature.) 

Note:  insertlnO  is  a  macro. 

move  (y,  x) 

wmove  (win,  y,  x)  The  cursor  associated  with  the  window  is  moved  to  line  (row)  y,  column  x.  This 
does  not  move  the  physical  curstn*  of  the  terminal  until  refireshO  is  called.  The 
position  specified  is  relative  to  the  upper  left  comer  of  the  window,  which  is  (0, 
0). 

Note:  moveO  is  a  macro. 

overlay  (srcwm,  dstwin) 
overwrite  (srcwm,  dstwin) 

These  routines  overlay  srcwin  on  top  of  dstwin',  that  is,  all  text  in  srcwin  is  copied 
into  dstwin.  scrwin  and  dstwin  need  not  be  the  same  size;  oidy  text  whn'e  the  two 
windows  overlap  is  copied.  The  difference  is  that  overlayO  is  non-destructive 
(blanks  are  not  copied),  while  overwrite( )  is  destractive. 

copywin  (srcwin,  dstwin,  sminrow,  smincol,  dminrow,  dmincol,  dmaxrow,  dmaxcol,  overlay) 

This  routine  provides  a  finer  grain  of  control  over  the  overlayO  and  overwriteO 
routines.  Like  in  the  prefreshO,  routine,  a  rectangle  is  specified  in  the  destination 
window,  (dminrow,  dmincol)  and  (dmaxrow,  dmaxcol),  and  the  upper-left-comer 
coordinates  of  the  source  window,  (sminrow,  smincol).  If  the  argument  overlay  is 
trae,  then  copying  is  non-destructive,  as  in  overlay( ). 

printw  (Jmt  [,  arg . . .]) 
wprintw  (win.fint  [,  arg . . .] ) 
mvprintw  (y,  x,fmt  [,  arg . . .] ) 
mvwprintw  (wm,  y,  x,fint  [,  arg . . .] ) 


insertlnO 
winsertin  (wm) 
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These  routines  are  analogous  to  printf(3S).  The  string  that  would  be  output  by 
printf(3S)  is  instead  output  using  waddstrO  on  the  given  window. 

vwprintw  {win.fint,  varglist) 

This  routine  corresponds  to  vprintf(3V).  It  performs  a  wprintwO  using  a  vari¬ 
able  argument  list.  The  third  argument  is  a  vajist,  a  pointer  to  a  list  of  argu¬ 
ments,  as  defined  in  <varargs.h>.  See  the  vpruitf(3V)  and  varargs(3)  manual 
pages  for  a  detailed  description  cm  how  to  use  variable  argument  lists. 

scroll  (win)  The  window  is  scrolled  up  one  line.  This  involves  moving  the  lines  in  the  window 

data  structure.  As  an  optimization,  if  the  window  is  stdscr  and  the  scrolling 
region  is  the  entire  window,  the  physical  screen  will  be  scrolled  at  the  same  time. 

touchwin  (win) 
touchline  (win,  start,  count) 

Throw  away  all  optimization  information  about  which  parts  of  the  window  have 
been  touched,  by  pretending  that  the  entire  window  has  been  drawn  on.  This  is 
sometimes  necessary  when  using  overlapping  windows,  since  a  change  to  one 
window  will  affect  the  other  window,  but  the  records  of  which  lines  have  been 
changed  in  the  other  window  will  not  reflect  the  change.  touchline()  only  pre¬ 
tends  that  count  lines  have  been  changed,  beginning  with  line  start. 

Input 

getchO 
wgetch  (win) 
mvgetch  (y,  jc) 

mvwgetch  (win,  y,  x)  A  character  is  read  from  the  terminal  associated  with  the  window.  In  NODELAY 
mode,  if  thwe  is  no  input  waiting,  the  value  ERR  is  returned.  In  DELAY  mode,  the 
program  will  hang  until  the  system  passes  text  through  to  the  program.  Depending 
on  the  setting  of  cbreak(),  this  will  be  aft^  one  character  (CBREAK  mode),  or 
after  the  first  newline  (NOCBREAK  mode).  In  HALF-DELAY  mode,  the  program 
will  hang  until  a  character  is  typed  or  the  specified  timeout  has  been  reached. 
Unless  noecho()  has  been  set,  the  character  will  also  be  echoed  into  the  desig¬ 
nated  window.  No  refresh! )  will  occur  between  the  move()  and  the  getch() 
done  within  the  routines  mvgetch! )  and  mvwgetch!  )• 

When  using  getch! ),  wgetch! ),  mvgetch! ),  or  mvwgetch!),  do  not  set  both  NOC¬ 
BREAK  mode  !Docbreak!))  and  ECHO  mode  !echo!))  at  the  same  time.  Depend¬ 
ing  on  the  state  of  the  terminal  driver  when  each  character  is  typed,  the  program 
may  produce  undesirable  results. 

If  keypad  (win,  TRUE)  has  been  called,  and  a  function  key  is  pressed,  the  token 
fOT  that  function  key  will  be  returned  instead  of  the  raw  characters.  !See 
keypad!)  under  Input  Options  Setting.)  Possible  function  keys  are  defined  in 
<curses.h>  with  integers  ^ginning  with  0401,  whose  names  begin  with  KEY_.  If 
a  character  is  received  that  could  be  the  beginning  of  a  function  key  !such  as 
escape),  curses  will  set  a  timer.  If  the  remainder  of  the  sequence  is  not  received 
within  the  designated  time,  the  character  will  be  passed  tiu-ough,  otherwise  the 
function  key  value  will  be  returned.  For  this  reason,  on  many  tmninals,  there  will 
be  a  delay  after  a  user  presses  the  escape  key  before  the  escape  is  returned  to  the 
program.  !Use  by  a  programmer  of  the  escape  key  for  a  single  character  routine  is 
discouraged.  Also  see  notimeout! )  below.) 

Note:  getch! ).  mvgetch! ).  and  mvwgetch! )  are  macros. 

getstr  (str) 
wgetstr  (win,  str) 
mvgetstr  !y,  x,  str) 
mvwgetstr  (win,  y,  x,  str) 

A  series  of  calls  to  getch!)  is  made,  until  a  newline,  carriage  return,  or  enter  key 
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flushinpO 

ungetch  (c) 

inchO 
winch  (win) 
mvinch  (y,  x) 
mvwinch  (win,  y,  x) 


is  received.  The  resulting  value  is  pltK;ed  in  the  area  pointed  at  by  the  character 
pointer  str.  The  user’s  erase  and  kill  characters  are  interpreted.  As  in  nivgetch( ), 
no  refreshO  is  done  between  the  moveO  and  getstr()  within  the  routines 
mvgetstr(  )  and  nivwgetstr( ). 

Note:  getstr( ),  mvgetstr( ),  and  nivwgetstr( )  are  macros. 

Throws  away  any  lypeahead  that  has  been  typed  by  the  us»  and  has  not  yet  been 
read  by  the  program. 

Place  c  back  onto  the  input  queue  to  be  returned  by  the  next  call  to  wgetch( ). 


The  character,  of  type  chtype,  at  the  current  position  in  the  named  window  is 
returned.  If  any  attributes  are  set  for  that  position,  their  values  will  be  OR’ed  into 
the  value  returned.  The  predefined  constants  A_CHARTEXT  and 
A_ ATTRIBUTES,  defined  in  <curses.h>,  can  be  used  with  the  C  logical  AND  (&) 
operator  to  extract  the  character  or  attributes  alone. 

Note:  inchO,  wincbO,  mvinch(),  and  mvwinch()  are  macros. 


scanw  . . .] ) 

w«canw  iwin.fmt  [,  arg . . .] ) 
mvscanw  (y,  x,fmi  [,  arg . . .]) 
mwi^canw  (wi«,  y,  x,fmt  [,  arg . . .]) 

These  routines  correspond  to  scanf(3V),  as  do  their  arguments  and  return  values. 
wgetstrO  is  called  on  the  window,  and  the  resulting  line  is  used  as  input  for  the 
scan. 


vwscanw  (win.fint,  ap)  This  routine  is  similar  to  vwprintwO  above  in  that  performs  a  wscanw()  using  a 
variable  argument  list  The  third  aigument  is  a  va_list,  a  pointer  to  a  list  of  argu¬ 
ments,  as  defined  in  <varargs.h>.  See  the  vprintf(3V)  and  varargs(3)  manual 
pages  for  a  detailed  description  on  how  to  use  variable  argumm  lists. 


Output  Options  Setting 

These  routines  set  options  within  curses  that  deal  with  output  All  options  are  initially  FALSE,  unless  oth¬ 
erwise  stated.  It  is  not  necessary  to  turn  these  options  off  before  calling  endwin(). 


clearok  (win,  bf) 


idlok  (win,  tf) 


leaveok  (win,  bf) 


If  enabled  (ff  is  TRUE),  the  next  call  to  wrefreshO  wifii  this  window  will  clear 
the  screen  completely  and  redraw  the  entire  screen  from  scratch.  This  is  useful 
when  the  contents  of  the  screen  are  uncertain,  cv  in  some  cases  for  a  more  pleas¬ 
ing  visual  effect 

If  enabled  (tf  is  TRUE),  curses  will  ctaisider  using  the  hardware  “inserf/delete- 
line”  feature  of  terminals  so  equipped.  If  disabled  (^is  FALSE),  curses  will  very 
seldom  use  this  feature.  (The  “inserl/delete-character”  feature  is  always  con¬ 
sidered.)  This  option  should  be  enabled  only  if  your  application  needs 
“inserl/delete-line”,  for  example,  for  a  screen  editCH'.  It  is  disabled  by  default 
because  “insert/delete-line”  tends  to  be  visually  annoying  when  used  in  applica¬ 
tions  where  it  is  not  really  needed.  If  “inseil/delete-line”  cannot  be  used,  curses 
will  redraw  the  changed  portions  of  all  lines. 

Normally,  the  hardware  cursor  is  left  at  the  location  of  the  window  cursor  being 
refreshed.  This  option  allows  the  cursor  to  be  left  wherever  the  update  happens  to 
leave  it.  It  is  useful  for  applications  where  the  cursor  is  not  used,  since  it  reduces 
the  need  for  cursor  motions.  If  possible,  the  cursor  is  made  invisible  when  this 
option  is  enabled. 
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setscrreg  (top,  bot) 
wsetscrreg  (win,  top,  bot) 

These  routines  allow  the  user  to  set  a  software  scrolling  region  in  a  window,  top 
and  bot  are  the  line  numbers  of  the  top  and  bottom  margin  of  the  scrolling  region. 
(Line  0  is  the  top  line  of  the  window.)  If  this  option  and  scrollok()  are  enabled, 
^  an  attempt  to  move  off  the  bottom  margin  line  will  cause  all  lines  in  the  scrolling 

region  tt)  scroll  up  one  line.  (Note:  this  has  nothing  to  do  with  use  of  a  physical 
scrolling  region  capability  in  the  terminal,  Uke  that  in  the  DEC  VTIOO.  Only  the 
text  of  the  window  is  scrolled;  if  idlok()  is  enabled  and  the  tominal  has  either  a 
scrolling  region  or  “insert/delete-line”  capability,  they  will  probably  be  used  by 
the  output  routines.) 

Note:  setscrreg! )  and  wsetscrreg! )  are  macros. 

scrollok  (win,  bf)  This  option  controls  what  happens  when  the  cursor  of  a  window  is  moved  off  the 
edge  of  the  window  or  scrolling  region,  either  from  a  newline  on  the  bottom  line, 
or  typing  the  last  character  of  the  last  line.  If  disabled  (bf  is  FALSE),  the  cursor  is 
left  on  the  bottom  line  at  the  location  where  the  offending  charttt;ter  was  entered. 
If  enabled  (bfis  TRUE),  wreffesh! )  is  called  on  the  window,  and  then  the  physi¬ 
cal  tominal  and  window  are  scrolled  up  (xie  line.  (Note:  in  order  to  get  the  physi¬ 
cal  scrolling  effect  on  the  tmninal,  it  is  also  necessary  to  call  idlok( ).) 

nlO 

nonl()  These  routines  control  whether  NEWLINE  is  translated  into  RETURN  and 

LINEFEED  on  output,  and  whether  RETURN  is  translated  into  NEWLINE  on  input. 
Initially,  the  translations  do  occur.  By  disabling  these  translations  using  nonI(), 
curses  is  able  to  make  better  use  of  the  linef^d  capability,  resulting  in  faster  cur¬ 
sor  motion. 

Input  Options  Setting 

These  routines  set  options  within  curses  that  deal  with  input.  The  options  involve  using  ioctI(2)  and  there¬ 
fore  interact  with  curses  routines.  It  is  not  necessary  to  turn  these  options  off  before  calling  endwin( ). 

For  more  information  on  these  options,  refer  to  Programming  Utilities  and  Libraries. 

cbreakO 

nocbreakO  These  two  routines  put  the  terminal  into  and  out  of  CBREAK  mode,  respectively. 

In  CBREAK  mode,  characters  typed  by  the  user  are  immediately  available  to  the 
program  and  erase/kill  character  processing  is  not  performed.  When  in  NCX:- 
BREAK  mode,  the  tty  driver  will  buffer  characters  typed  until  a  NEWLINE  or 
RETURN  is  typed.  Interrupt  and  flow-control  characters  are  unaffected  by  this 
mode  (see  termio(4)).  Initially  the  terminal  may  or  may  not  be  in  CBREAK  mode, 
as  it  is  inherited,  therefore,  a  program  should  call  cbreak()  or  nocbreakO  expli¬ 
citly.  Most  interactive  programs  using  curses  will  set  CBREAK  mode. 

Note:  cbreakO  overrides  raw().  See  getchO  under  Input  for  a  discussion  of 
how  these  routines  interact  with  echo!  )  and  noecho( ). 

These  routines  control  whether  characters  typed  by  the  user  are  echoed  by  getch() 
as  they  are  typed.  Echoing  by  the  tty  driver  is  always  disabled,  but  initially 
getchO  is  in  ECHO  mode,  so  characters  typed  are  echoed.  Authors  of  most 
intCTactive  jnograms  prefer  to  do  their  own  echoing  in  a  controlled  area  of  the 
screen,  or  not  to  echo  at  all,  so  they  disable  echoing  by  calling  noecbo().  See 
getchO  under  Input  for  a  discussion  of  how  these  routines  interact  with  cbreak(  ) 
and  nocbreakO. 

halfdelay  (tenths)  Half-delay  mode  is  similar  to  CBREAK  mode  in  that  characters  typed  by  the  user 
are  immediately  available  to  the  program.  However,  after  blocking  for  tenths 
tenths  of  seconds,  ERR  will  be  returned  if  nothing  has  been  typed,  tenths  must  be 
a  numbCT  between  1  and  255.  Use  nocbreak( )  to  leave  half-delay  mode. 


echo!) 

noecho!) 
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intrflush  (win,  bf) 


keypad  (win,  bf) 


meta  (win,  bf) 


nodelay  (win,  bf) 
notimeoat  (win,  bf) 


raw() 

norawO 


typeahead  (fildes) 


EnvircHimeBt  Queries 
baudrate() 

char  erasecharC ) 

has_ic() 

has_il() 


char  killcharO 
char  *longname() 


If  this  option  is  enabled,  when  an  interrupt  key  is  pressed  on  the  keyboard  (inter¬ 
rupt,  break,  quit)  all  ouqtut  in  the  tty  driver  queue  will  be  flushed,  giving  the  effect 
of  fastCT  response  to  the  interrupt,  but  causing  curses  to  have  the  wrong  idea  of 
what  is  on  the  screen.  Disabling  the  option  prevents  the  flush.  The  default  for  the 
option  is  inherited  from  the  tty  driver  settings.  The  window  argument  is  ignored. 

This  option  enables  the  keypad  of  the  user’s  terminal.  If  enabled,  the  user  can 
press  a  function  key  (such  as  an  arrow  key)  and  wgetch( )  will  return  a  single 
value  representing  the  function  key,  as  in  KEY_LEFT.  If  disabled,  curses  will  not 
treat  function  keys  specially  and  the  program  would  have  to  interp-et  the  escape 
sequences  itself.  If  the  keypad  in  the  terminal  can  be  turned  on  (made  to  transmit) 
and  off  (made  h)  work  locally),  turning  on  this  option  will  cause  the  t^minal 
keypad  to  be  turned  on  when  wgetch( )  is  called. 

If  enabled,  characters  returned  by  wgetch( )  are  transmitted  with  all  8  bits,  instead 
of  with  the  highest  bit  stripped.  In  ordo"  for  meta()  to  work  correctly,  the  km 
(has_meta_key)  capability  has  to  be  specified  in  the  terminal’s  terminfo(SV) 
entry. 

This  option  causes  wgetch()  to  be  a  non-blocking  call.  If  no  input  is  ready, 
wgetch( )  will  return  ERR.  If  disabled,  wgetch( )  will  hang  until  a  key  is  pressed. 

While  interpreting  an  input  escape  sequence,  wgetch( )  will  set  a  timer  while  wait¬ 
ing  for  the  next  character.  If  notimeout  (win,  TRUE)  is  called,  then  wgetch() 
will  not  set  a  timer.  The  purpose  of  the  timeout  is  to  differentiate  between 
sequences  received  from  a  function  key  and  those  typed  by  a  user. 

The  terminal  is  placed  into  or  out  of  RAW  mode.  RAW  mode  is  similar  to 
CBREAK  mode,  in  that  characters  typed  are  immediately  passed  through  to  the 
user  program.  The  differences  are  that  in  RAW  mode,  the  interrupt,  quit,  suspend, 
and  flow  control  characters  are  passed  through  uninterpreted,  instead  of  generating 
a  signal.  RAW  mode  also  causes  8-bit  input  and  output  The  behavior  of  the 
BREAK  key  depends  on  other  bits  in  the  terminal  driver  that  are  not  set  by  curses. 

curses  does  “line-breakout  optimization’’  by  looking  for  typeahead  periodically 
while  updating  the  screen.  If  input  is  found,  and  it  is  coming  from  a  tty,  the 
current  update  will  be  postponed  until  refresh()  or  doupdateO  is  called  again. 
This  allows  faster  response  to  commands  typed  in  advance.  Normally,  the  file 
descriptor  for  the  input  FILE  points  passed  to  newterm( ),  or  stdin  in  the  case  that 
initscrO  was  used,  will  be  used  to  do  this  typeahead  checking.  The  typeaheadO 
routine  specifies  that  the  file  descriptor  fildes  is  to  be  used  to  check  for  typeahead 
instead.  If  fildes  is  -1,  then  no  typeahead  checking  will  be  done. 

Note:  fildes  is  a  file  descriptor,  not  a  <stdio.h>  FILE  pointer. 

Returns  the  ouqiut  speed  of  the  terminal.  The  number  returiKd  is  in  bits  per 
i^ond,  for  example,  9600,  and  is  an  integer. 

The  user’s  current  oase  character  is  returned. 

Iriie  if  the  terminal  has  insert-  and  delete-character  capabilities. 

True  if  the  terminal  has  insert-  and  delete-line  capabilities,  or  can  simulate  them 
using  scrolling  regions.  This  might  be  used  to  check  to  see  if  it  would  be 
appropriate  to  turn  on  physical  scrolling  using  scr(dlok(). 

The  user’s  current  line-kill  character  is  returned. 

This  routine  returns  a  pointer  to  a  static  area  containing  a  verbose  description  of 
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the  cuirent  tenninal.  The  maximum  length  of  a  verbose  description  is  128  charac¬ 
ters.  It  is  defined  only  after  the  call  to  initscr()  or  newterm().  The  area  is 
overwritten  by  each  call  to  newterm()  and  is  not  restored  by  set_term(),  so  the 
value  should  be  saved  between  calls  to  newterm()  if  longnameO  is  going  to  be 
used  with  multiple  terminals. 

Soft  Labels 

If  desired,  curses  will  manipulate  the  set  of  soft  function-key  labels  that  exist  on  many  terminals.  For 
those  terminals  that  do  not  have  soft  labels,  if  you  want  to  simulate  them,  curses  will  take  over  the  bottom 
line  of  stdscr,  reducing  the  size  of  stdscr  and  the  variable  LINES,  curses  standardizes  on  8  labels  of  8 
characters  each. 

slk_init  (/af>/mr)  In  order  to  use  soft  labels,  this  routine  must  be  called  before  initscrO  or 

newtermf )  is  called.  If  initscr( )  winds  up  using  a  line  horn  stdscr  to  emulate  the 
soft  labels,  then  labfmt  determines  how  the  labels  are  arranged  on  the  screen.  Set¬ 
ting  labfint  to  0  indicates  that  the  labels  are  to  be  arranged  in  a  3-2-3  arrangement; 
1  asks  for  a  4-4  arrangement 

slk_set  (labnum,  label,  labfmt) 

labium  is  the  label  number,  from  1  to  8.  label  is  the  string  to  be  put  on  the  label, 
up  to  8  characters  in  length.  A  NULL  string  or  a  NULL  pointa*  will  put  up  a  blank 
label,  labfint  is  one  of  0, 1  or  2,  to  indicate  whether  the  label  is  to  be  left-justified, 
centered,  or  right-justified  within  the  label. 

slk_reft'esh() 

sIk_noutrefk'esh( )  These  routines  correspond  to  the  routines  wrelVesM  )  and  wnoutrefresh( ).  Most 
applications  would  use  slk_noutrefresh()  because  a  wrefresh()  will  most  likely 
soon  follow. 


char  *slk_labei  (labnum) 

The  current  label  for  label  number  labnum,  with  leading  and  trailing  blanks 
stripped,  is  returned. 

slk_clear( )  The  soft  labels  are  cleared  from  the  screen. 

slk_restore(  )  The  soft  labels  are  restored  to  the  screen  after  a  slk_clear( ). 

slk_touch( )  All  of  the  soft  labels  are  forced  to  be  output  the  next  time  a  sIk_noutrefi'esh( )  is 

performed. 

Low-Level  curses  Access 

The  following  routines  give  low-level  access  to  various  curses  functionality.  These  routines  typically 
would  be  used  inside  of  library  routines. 


defj)rog_mode(  ) 
def_shell_mode( ) 


reset_prog_mode(  ) 
reset_shell_mode( ) 


resettyO 

savettyO 


getsyx  (y,  x) 


Save  the  current  terminal  modes  as  the  “program”  (in  curses)  or  “shell”  (not  in 
curses)  state  fw  use  by  the  reset_prog_mode( )  and  reset_shell_mode( )  routines. 
This  is  done  automatically  by  initscr( ). 

Restore  the  terminal  to  “program”  (in  curses)  or  “shell”  (out  of  curses)  state. 
These  are  done  automatically  by  endwin()  and  doupdateO  aft^  an  endwin(),  so 
they  normally  would  not  be  called. 

These  routines  save  and  restore  the  state  of  the  terminal  modes.  savetty( )  saves 
the  current  state  of  the  terminal  in  a  buffer  and  resetty( )  restores  the  state  to  what 
it  was  at  the  last  call  to  savetty( ). 

The  current  coordinates  of  the  virtual  screen  cursor  are  returned  in  y  and  x.  Like 
getyxO,  the  variables  y  and  x  do  not  take  an  &  before  them.  If  leaveok()  is 
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currently  TRUE,  then  —1,  -1  will  be  returned.  If  lines  may  have  been  removed 
from  the  top  of  the  screen  using  ripofflineO  and  the  values  are  to  be  used  beyond 
just  passing  them  on  to  setsyx( ),  the  value  y +stdscr->_jofrset  should  be  used  for 
those  other  uses. 

Note;  getsyx( )  is  a  macro. 

The  virtual  saeen  cursor  is  set  to  y,  x.  If  y  and  x  are  both  -1,  then  leaveok()  will 
be  set  The  two  routines  getsyx()  and  setsyxQ  are  designed  to  be  used  by  a 
library  routine  that  manipulates  curses  windows  but  does  not  want  to  mess  up  the 
current  position  of  the  program’s  curscH*.  The  library  routine  would  call  getsyx() 
at  the  beginning,  do  its  manipulation  of  its  own  windows,  do  a  wnoutrefresh( )  on 
its  windows,  call  setsyx( ),  and  then  call  doupdate(). 

This  routine  provides  access  to  the  same  facility  that  slk_iiiit()  uses  to  reduce  the 
size  of  the  screen.  ripofflineO  must  be  called  before  initscrO  or  newtermO  is 
called.  If  line  is  positive,  a  line  will  be  removed  from  the  top  of  stdscr;  if  nega¬ 
tive,  a  line  will  be  removed  from  the  bottom.  When  this  is  done  inside  initscrO, 
the  routine  init  is  called  with  two  arguments:  a  window  pointer  to  the  1-line  win¬ 
dow  that  has  be^  allocated  and  an  integer  with  the  number  of  columns  in  the  win¬ 
dow.  Inside  this  initialization  routine,  the  integer  variables  LINES  and  COLS 
(defined  in  <cursesJi>)  are  not  guaranteed  to  be  accurate  and  wrefresh()  or 
doupdate( )  must  not  be  called.  It  is  allowable  to  call  wnoutrefresh( )  during  the 
initialization  routine. 

ripofflinef )  can  be  called  up  to  five  times  before  calling  initscr( )  or  newterm( ). 

scr_dump  (filename )  The  current  contents  of  the  virtual  screen  are  written  to  tt»  file  filename . 

scr_restore  (filename)  The  virtual  screen  is  set  to  the  contents  of  filename ,  which  must  have  been  written 
using  scr_dumpO.  The  next  call  to  doupdateO  will  restore  the  screen  to  what  it 
looked  like  in  the  dump  file. 

scr_init  (filename)  The  contents  of  filename  are  read  in  and  used  to  initialize  the  curses  data  strac- 
tures  about  what  the  terminal  currently  has  on  its  a;reen.  If  the  data  is  determined 
to  be  valid,  curses  will  base  its  next  update  of  the  screen  on  this  information 
rather  than  clearing  the  «;reen  and  starting  from  scratch.  scr_init()  would  be 
used  after  initscrO  or  a  system(3)  call  to  share  the  ss'een  with  another  process 
that  has  done  a  scr_dump()  after  its  endwinO  call.  The  data  will  be  declared 
invalid  if  the  time-stamp  of  the  tly  is  old  or  the  terminfo(5V)  capability  nrrmc  is 
true. 

curs_set  (visibility)  The  cursor  is  set  to  invisible,  normal,  or  very  visible  for  visibility  equal  to  0, 1  or 

2. 

draino  (ms)  Wait  until  the  output  has  drained  enough  that  it  will  only  take  ms  more  mil¬ 

liseconds  to  drain  completely. 

garbagedlines  (win,  begline,  numlines) 

This  routine  indicates  to  curses  that  a  screen  line  is  garbaged  and  should  be 
thrown  away  before  having  anything  written  over  the  top  of  it.  It  could  be  used 
for  programs  such  as  editors  that  want  a  command  to  redraw  just  a  single  line. 
Such  a  command  could  be  used  in  cases  where  there  is  a  noisy  communications 
line  and  redrawing  the  entire  screen  would  be  subject  to  even  more  communica¬ 
tion  noise.  Just  redrawing  the  single  line  gives  some  semblance  of  hope  that  it 
would  show  up  unblemished.  The  current  location  of  the  window  is  used  to  deter¬ 
mine  which  lines  are  to  be  redrawn. 

napms  (ms)  Sleep  for  ms  milliseconds. 


setsyx  (y,  x) 


ripoffline  (line,  init) 
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TermlnfO'Level  Manipulations 

These  low-level  routines  must  be  called  by  programs  fliat  need  to  deal  directly  with  the  terminfo(5V)  data¬ 
base  to  handle  certain  terminal  capabilities,  such  as  programming  function  keys.  For  all  other  functional¬ 
ity,  curses  routines  are  more  suitable  and  their  use  is  recommended. 

Initially,  setupterm()  should  be  called.  (Note:  setupterm()  is  automatically  called  by  initscr()  and 
newtermO.)  This  will  define  the  set  of  terminal-dependent  variables  defined  in  the  terminfo(SV)  data¬ 
base.  The  terminfo(5V)  variables  lines  and  columns  (see  terminfo(SV))  are  initialized  by  setupterm( )  as 
follows:  if  the  environment  variables  LINES  and  COLUMNS  exist,  their  values  are  used.  If  the  above 
environment  variables  do  not  exist,  and  the  window  sizes  in  rows  and  columns  as  returned  by  the 
noCGWINSZ  ioctl  are  non-zero,  those  sizes  are  used.  Otherwise,  tiie  values  for  lines  and  columns 
specified  in  the  terminfo(SV)  database  are  used. 

The  header  files  <curses.li>  and  <term  Ji>  should  be  included,  in  this  ord^,  to  get  the  defiiutions  for  these 
strings,  numbers,  and  flags.  Parameterized  strings  should  be  passed  through  tparm()  to  instantiate  them. 
All  terminfo(SV)  strings  (including  the  output  of  tparm()  should  be  print^  with  tputs()  or  putp(). 
Before  exiting,  reset_shell_mode( )  should  be  called  to  restore  the  tty  modes.  Programs  that  use  cursor 
addressing  should  ouQ)ut  enta'_ca_mode  upon  startup  and  should  output  exit_ca_mode  before  exiting 
(see  terminfo(5V)).  (Programs  desiring  shell  escapes  should  call  reset_shell_mode()  and  output 
exit_ca_mode  before  the  stell  is  called  and  should  output  enter_ca_inode  and  call  reset jprog_mode() 
after  retunting  firom  the  shell.  Note:  this  is  different  from  the  curses  routines  (see  endwiii( )) 

setupterm  (jterm,fildes.  errret) 

Reads  in  the  terminfo(SV)  database,  iititializing  the  termmfo(SV)  structures,  but 
does  not  set  up  the  output  virtualization  structures  used  by  curses.  The  terminal 
type  is  in  the  character  string  term;  if  term  is  NULL,  the  envirmunent  variable 
TERM  will  be  used.  All  output  is  to  the  file  descriptor  fildes.  If  errret  is  not 
NULL,  then  setupterm()  will  return  OK  or  ERR  and  store  a  status  value  in  the 
integer  pointed  to  by  errret.  A  status  of  1  in  errret  is  normal,  0  means  that  the  ter¬ 
minal  could  not  be  found,  and  -1  means  that  the  terminfo(SV)  database  could  not 
be  found.  IferrrerisNULL,  setuptermO  willprintanerrm'messageigronfinding 
an  OTor  and  exit  Thus,  the  simplest  call  is  ‘setupterm  ((char  4‘)0, 1,  (int  *)0)’, 
which  uses  all  the  defaults. 

The  terminfo(SV)  boolean,  numeric  and  string  variables  are  stored  in  a  structure 
of  type  TERMINAL.  After  setupterm()  returns  successfully,  the  variable 
curjerm  (of  type  TERMINAL  *)  is  initialized  with  all  .of  the  information  that  the 
terminfo(SV)  boolean,  numeric  and  string  variables  refer  to.  The  pointer  may  be 
saved  before  calling  setupterm()  again.  Further  calls  to  setuptermO  will  allo¬ 
cate  new  space  rather  than  reuse  the  space  pointed  to  by  curjerm. 

set_curterm  (nterm)  nterm  is  of  type  TERMINAL  *  .  set_curterm()  sets  the  variable  curjerm  to 
nterm,  and  makes  all  of  the  terminfo(5V)  boolean,  nummc  and  string  variables 
use  the  values  fix)m  nterm. 

del_curterm  (oterm)  oterm  is  of  type  TERMINAL  *.  del_curterm( )  frees  the  space  pointed  to  by 
oterm  and  makes  it  available  for  further  use.  If  oterm  is  the  same  as  curjerm, 
then  references  to  any  of  the  terminfo(SV)  boolean,  numeric  and  string  variables 
thereafter  may  refer  to  invalid  memory  locaticms  until  another  setuptenn( )  has 
been  called. 

restartterm  {term,  fildes,  errret) 

Like  setupterm( )  after  a  memory  restore. 

char*tparm(srr,/7^,P2.  -..Pg) 

Instantiate  the  string  str  with  parms  p..  A  pointo*  is  returned  to  the  result  of  str 
with  the  parameters  applied. 

tputs  {str,  count,  putc)  Apply  padding  to  the  string  str  and  ouq)ut  it.  str  must  be  a  termuifo(5V)  string 
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variable  or  the  return  value  bom  tparmO,  tgetstr(),  tigetstr()  or  tgoto().  coimt 
is  the  number  of  lines  affected,  or  1  if  not  ^plicable.  putcharO  is  a  putc(3S)- 
like  routine  to  which  the  characters  are  passed,  one  at  a  time. 

putp  (j/r )  A  routine  that  calls  tputs( )  (str ,  1,  putcharf )), 

vidputs  (attrs.putc)  Output  a  string  that  puts  the  terminal  in  the  video  attribute  mode  cUtrs,  which  is 
any  combination  of  the  attributes  listed  below.  The  characters  are  passed  to  the 
patc(3S)-like  routine  putchar( ). 

vidattr  (attrs)  Like  vidputs( ),  excqpt  that  it  outputs  through  putchar(3S). 

mvcur  (pUtrow,  oldcol,  newrow,  newcol) 

Low-level  cursor  motion. 

The  following  routines  return  the  value  of  the  cjg)ability  corresponding  to  the  terminfo(5V)  capname 
passed  to  them,  such  as  xenl. 

tigetflag  (capname )  Hie  value  -1  is  returned  if  capname  is  not  a  boolean  ct^ability . 

tigetnum  (capname)  The  value  -2  is  returned  if  capname  is  not  a  nummc  capability, 

tigetstr  (capname)  The  value  (char  *)  -1  is  returned  if  capname  is  not  a  string  capability. 

char  *boolnames[],  4‘boolcodes[],  ^boolfhamesE] 
char  *numnames[],  *numcodes[],  *numfnames[] 
char  ‘^stmames[  ],  *strcodes[  ],  ’»strftiames[  ] 

These  null-terminated  arrays  contain  the  capnames,  the  termcap(S)  codes,  and 
the  full  C  names,  for  each  of  the  terminfo(SV)  variables. 

Tenncap  Emulation 

These  routines  are  included  as  a  conversion  aid  for  programs  that  use  the  termcap(3X)  library.  Their 
parameters  are  the  same  and  the  routines  are  emulated  using  the  terminfo(SV)  database. 

tgetent  (bp,  name)  Look  up  termcap  ^try  for  name .  The  emulation  ignores  the  buffer  points*  bp. 

tgetflag  (codename )  Get  the  boolean  entry  for  codename . 

tgetnum  (codes)  Get  numeric  entry  for  codename . 

char  *tgetstr  (codename,  area) 

Return  the  string  entry  for  codename .  If  area  is  not  NULL,  then  also  store  it  in  the 
buffer  pointed  to  by  area  and  advance  area.  tputs()  should  be  used  to  output  the 
returned  string. 

char  *tgoto  (cap,  col,  row) 

Instantiate  the  parameters  into  the  given  capability.  The  output  from  this  routine 
is  to  be  passed  to  tputs( ). 

See  tputsO  above,  under  Terminfo-Level  Manipulations. 

This  macro  expands  to  a  character  string  which  is  a  printable  rep'esentation  of  the 
character  c.  Control  characters  are  displayed  in  the  *X  notation.  Printing  charac¬ 
ters  are  displayed  as  is. 

unctrlO  is  a  macro,  defined  in  <unctrl.h>,  which  is  automatically  included  by 
<curses.h>. 

A  characto*  string  cmresponding  to  the  key  c  is  returned. 

This  routine  is  one  of  the  few  that  is  to  be  called  before  initscr( )  or  newterm( )  is 
called.  It  arranges  things  so  that  curses  thinks  that  there  is  a  1-line  screen,  curses 
will  not  use  any  terminal  capabilities  that  assume  that  they  know  what  line  on  the 
screai  the  cursor  is  on. 


tputs  (str,  c^cnt,  putc) 

Miscellaneous 
unctrl  (c) 


char  ^keyname  (c) 
filterO 
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Use  of  curscr 

The  special  window  curscr  can  be  used  in  only  a  few  routines.  If  the  window  argument  to  clearok()  is 
curscr,  the  next  call  to  wrefreshC  )  with  any  window  will  cause  the  screen  to  be  cleared  and  rq)ainted  from 
scratch.  If  the  window  aigument  to  wrefresb( )  is  curscr,  the  screen  is  immediately  cleared  and  repainted 
from  scratch.  (This  is  how  most  programs  would  implement  a  “repaint-screen”  routine.)  The  source  win¬ 
dow  argument  to  overlay( ),  overwrite( ),  and  copywin  may  be  eraser,  in  which  case  the  current  contents 
of  the  virtual  totninal  screen  will  be  accessed. 


Obsolete  Calls 

Various  routines  are  provided  to  maintain  compatibility  in  pograms  written  for  older  versions  of  the  curses 
library.  These  routines  are  all  emulated  as  indicated  below. 


ermodeO 

fixtermO 

gettmodeO 

noermodeO 

resettermO 

savetermO 

settermO 


Replaced  by  cbreak( ). 

Replaced  by  reset  jjrog_mode( ). 
A  no-op. 

Replaced  by  nocbreak( ). 
Replaced  by  reset_sbelI_niode( ). 
Replaced  by  def_progjnode( ). 
Replaced  by  setupterm( ). 


ATTRIBUTES 

The  following  video  attributes,  defined  in  <curses.h>,  can  be  passed  to  the  routines  attron(),  attrofl*!), 
and  attrset(  ),  or  OR’ed  with  the  characters  passed  to  addcb( ). 


A_STANDOUT 

A.UNDERUNE 

A_REVERSE 

a_blink 

A_DIM 

A_BOLD 

A.ALTCHARSET 


Terminal’s  best  highlighting  mode 

Underlining 

Reverse  video 

Blinking 

Half  bright 

Extra  bright  or  bold 

Alternate  character  set 


A_CHARTEXT 

A_ATTRIBUTES 

A_NORMAL 


Bit-mask  to  extract  character  (described  under  winch) 
Bit-mask  to  extract  attributes  (described  under  winch) 
Bit  mask  to  reset  all  attributes  off 
(for  example:  ‘attrset  (A_NORMAL)’ 


FUNCTION-KEYS 

The  following  function  keys,  defined  in  <curses.h>,  might  be  returned  by  getch()  if  keypadO  has  been 
enabled.  Note:  not  all  of  these  may  be  supported  on  a  particular  terminal  if  the  terminal  does  not  transmit  a 
unique  code  when  the  key  is  pressed  or  the  definition  for  the  key  is  not  present  in  the  terniinfo(5V)  data¬ 
base. 


Name 

Value 

KEY3REAK 

0401 

KEY^DOWN 

0402 

KEY_UP 

0403 

KEY^LEFT 

0404 

KEY^RIGHT 

0405 

KEY^HOME 

0406 

KEY_BACKSPACE 

0407 

KEY^FO 

0410 

KEY^F(n) 

(KEY_F0+(n)) 

KEY^DL 

0510 

KEY_IL 

0511 

KEY^DC 

0512 

Sun  Release  4.0 

Last  change: 

Key  name 

break  key  (unreliable) 
The  four  arrow  keys . . . 


Home  key  (upward+left  arrow) 
backspace  (unreliable) 

Function  keys.  Space  for  64  keys  is  reserved. 
Formula  for  f^^. 

Delete  line 
Insert  line 
Delete  character 
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KEYJC 

0513 

Insert  char  or  enter  insert  mode 

KEY_EIC 

0514 

Exit  ins^  char  mode 

KEY^CLEAR 

0515 

Clear  screen 

KEY  JOS 

0516 

Qear  to  end  of  screen 

KEYJOL 

0517 

Qeartoendof  line 

KEY_SF 

0520 

Scroll  1  line  forward 

KEY_SR 

0521 

Scroll  1  line  backwards  (reverse) 

KEY^NPAGE 

0522 

Next  page 

KEYJPAGE 

0523 

Previous  page 

KEYJTAB 

0524 

Set  TAB 

KEY^CTAB 

^525 

Gear  TAB 

KEY.CATAB 

0526 

Clear  all  TAB  charsKters 

KEYJNTER 

0527 

Enter  or  send 

KEYJRESET 

0530 

soft  partial)  reset 

KEYJESET 

0531 

reset  or  hard  reset 

KEYJRINT 

0532 

print  or  copy 

KEYJL 

0533 

home  down  or  bottom  (lower  left) 
keypad  is  arranged  like  this: 

A1  up  A3 
left  B2  right 

Cl  down  C3 

KEYJl 

0534 

Upper  left  of  keypad 

KEY^AS 

0535 

Uppjer  right  of  keyprad 

KEYJ2 

0536 

Center  of  keypad 

KEYJl 

0537 

Lower  left  of  keypad 

KEY_.C3 

0540 

Lower  right  of  keypad 

KEY.BTAB 

0541 

Back  TAB  key 

KEYJEG 

0542 

beg(inning)  key 

KEYJANCEL 

0543 

cancel  key 

KEY_CLOSE 

0544 

close  key 

KEYJOMMAND 

0545 

cmd  (command)  key 

KEYJOPY 

0546 

copy  key 

KEYJREATE 

0547 

aeate  key 

KEYJND 

0550 

end  key 

KEYJXTT 

0551 

exit  key 

KEY^FIND 

0552 

find  key 

KEYJELP 

0553 

help  key 

KEY^MARK 

0554 

mark  key 

KEY.MESSAGE 

0555 

message  key 

KEY^MOVE 

0556 

move  key 

KEYJsTEXT 

0557 

next  object  key 

KEYJPEN 

0560 

opwn  key 

KEYJPTIONS 

0561 

options  key 

KEYJREVIOUS 

0562 

previous  object  key 

KEYJEDO 

0563 

redo  key 

KEY.REFERENCE 

0564 

ref(erence)  key 

KEYJEFRESH 

0565 

refresh  key 

KEYJEPLACE 

0566 

replace  key 

KEYJESTART 

0567 

restart  key 

KEYJESUME 

0570 

resume  key 

KEYJAVE 

0571 

save  key 

KEYJBEG 

0572 

shifted  beginning  key 

KEYJCANCEL 

0573 

shifted  cancel  key 
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KEY.SCOMMAND 

0574 

shifted  command  key 

KEY^SCOPY 

0575 

shifted  copy  key 

KEY_SCREATE 

0576 

shifted  create  key 

KEY.SDC 

0577 

shifted  delete  char  key 

KEY_SDL 

0600 

shifted  delete  line  key 

KEY^SELECT 

0601 

select  key 

KEY.SEND 

0602 

shifted  end  key 

KEYJ5EOL 

0603 

shifted  clear  line  key 

KEY.SEXrr 

0604 

shifted  exit  key 

KEY^SFIND 

0605 

shifted  find  key 

KEY^SHELP 

0606 

shifted  help  key 

KEY.SHOME 

0607 

shifted  home  key 

KEY^SIC 

0610 

shifted  input  key 

KEY.SLEFT 

0611 

shifted  left  arrow  key 

KEY^SMESSAGE 

0612 

shifted  message  key 

KEY^SMOVE 

0613 

shifted  move  key 

KEY^SNEXT 

0614 

shifted  next  key 

KEY.SOPnONS 

0615 

shifted  options  key 

KEY^SPREVIOUS 

0616 

shifted  prev  key 

KEY^SPRINT 

0617 

shifted  print  key 

KEY^SREDO 

0620 

shifted  redo  key 

KEY^SREPLACE 

0621 

shifted  replace  key 

KEY^SRIGHT 

0622 

shifted  right  arrow 

KEY^SRSUME 

0623 

shifted  resume  key 

KEY^SSAVE 

0624 

shifted  save  key 

KEY_SSUSPEND 

0625 

shifted  suspend  key 

KEYJSUNDO 

0626 

shifted  undo  key 

KEY^SUSPEND 

0627 

suspend  key 

KEY_UNDO 

0630 

undo  key 

LINE  GRAPHICS 

The  following  variables  may  be  used  to  add  line-drawing  characters  to  tl^  screoi  with  waddce.  When 
defined  for  the  terminal,  the  variable  will  have  the  A_ALTCHARSET  bit  turned  on.  Otherwise,  the  default 
character  listed  below  will  be  stored  in  the  variable.  The  names  were  chosen  to  be  consistent  with  the  DEC 
VTIOO  nomenclature. 


Name 

Default 

Glyph  Description 

ACS^ULCORNER 

+ 

upper  left  comer 

ACS^LLCORNER 

+ 

lowCT  left  comer 

ACS^URCORNER 

+ 

upper  right  comer 

ACS.LRCORNER 

+ 

lowCT  right  comer 

ACS3TEE 

+ 

right  tee  (-|) 

ACS^LTEE 

+ 

left  tee  ((-) 

ACSJTEE 

+ 

bottom  tee  (1) 

ACSJTTEE 

+ 

top  tee  (T) 

ACS^HLINE 

- 

horizontal  line 

ACS_VLINE 

1 

vertical  line 

ACS^PLUS 

+ 

plus 

ACS^Sl 

- 

scan  line  1 

ACS_S9 

scan  line  9 

ACS^DIAMOND 

+ 

diamond 

ACS^CKBOARD 

: 

checker  board  (sti|^le) 

ACS^DEGREE 

» 

degree  symbol 

ACS^PLMINUS 

# 

plus/minus 
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ACS_BIJLLET  O  bullet 

ACS_LARROW  <  arrow  pointing  left 

ACS_RARROW  >  arrow  pointing  right 

ACS_DARROW  V  arrow  pointing  down 

ACS_UARROW  A  arrow  pointing  up 

ACS_BOARD  #  board  of  squares 

ACS_LANTERN  #  lantern  symbol 

ACS_BLOCK  #  solid  square  block 

RETURN  VALUES 

All  routines  return  the  integer  OK  upon  successful  completion  and  the  integer  ERR  iqx)n  failure,  unless 
otherwise  noted  in  the  preceding  routine  descriptions. 

All  macros  return  the  value  of  their  w  version,  except  setscrregO,  wsetscrregO,  getsyx(),  getyx(),  get- 
begyO,  getmaxyx( ).  For  these  macros,  no  useful  value  is  returned. 

Routines  that  return  pointers  always  return  (type  *)  NULL  "on  error. 

FILES 

/usr/share/lib/terminfo 

.login 

.profile 

SEE  ALSO 

cc(lV),  ld(l),  ioctl(2),  plot(3X),  printf(3S),  putc(3S),  scanf(3V),  stdio(3V),  system(3),  varargs(3), 
vprnitf(3V),  termio(4),  term(SV),  terminfo(5V) 

WARNINGS 

The  plotting  lilxary  plot(3X)  and  the  curses  library  curses(3V)  both  use  the  names  erase()  and  move(). 
The  curses  versions  are  macros.  If  you  need  both  libraries,  put  the  plot(3X)  code  in  a  different  source  file 
than  the  carses(3V)  code,  and/or  ‘#undef  move’  and  ‘#undef  erase’  in  the  plot(3X)  code. 

Between  the  time  a  call  to  initscrO  and  endwinO  has  been  issued,  use  only  the  routines  in  the  curses 
library  to  generate  ouq)ut  Using  system  calls  or  the  “standard  I/O  package”  (see  stdio(3V))  for  output 
during  that  time  can  cause  unpredictable  results. 
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NAME 

ferror,  feof,  clearerr,  fileno  -  stream  status  inquiries 

SYNOPSIS 

^include  <stdioJi> 

ferror(stream) 

FILE  ^stream; 

feof(stream) 

FILE  ^stream; 

clearerr(stream) 

FILE  ^stream; 

fiIeno(stream) 

FILE  '•‘Stream; 

DESCRIPTION 

ferror(  )  returns  non-zero  when  an  error  has  occurred  reading  from  or  writing  to  the  named  stream,  other¬ 
wise  zero.  Unless  cleared  by  clearerr,  the  error  indication  lasts  until  the  stream  is  closed. 

feof( )  returns  non-z^  when  EOF  has  previously  been  detected  reading  the  named  input  stream,  otherwise 
zero.  Unless  cleared  by  clearerr,  the  EOF  indication  lasts  until  the  stream  is  closed;  however,  operations 
which  attempt  to  read  from  the  stream  will  ignore  the  current  state  of  the  EOF  indication  and  attempt  to 
read  from  the  file  descriptor  associated  with  the  stream. 

clearerr( )  resets  the  errcn-  indication  and  EOF  indication  to  zero  on  the  named  stream. 
fileno(  )  returns  the  integer  file  descriptor  associated  with  the  stream;  see  open(2V). 

NOTE 

All  these  functions  are  implemented  as  macros;  they  cannot  be  tedeclared. 

SEE  ALSO 

open(2V),  fopen(3S) 


Sun  Release  4.0 


Last  change;  18  November  1987 


1159 


FOPEN(3V) 


SYSTEM  VLffiRARY 


FOPEN(3V) 


NAME 

fopen,  freopen,  fdopen  -  open  a  stream 

SYNOPSIS 

tinclude  <stdio.h> 

FILE  ■•‘fopen(filename,  type) 
char  ’•‘filename,  *type; 

FILE  ’•>fireopen(iilename,  type,  stream) 
char  ’^fitename,  *type; 

FILE  ^stream; 

FILE  *fdopen(iildes,  type) 
char  “^type; 

DESCRIPTION 

fopenO  opens  the  hie  named  by  filename  and  associates  a  stream  with  it.  If  the  open  succeeds,  fopen() 
returns  a  pointer  to  be  used  to  identify  the  stream  in  subsequent  operations. 

filename  points  to  a  character  string  that  contains  the  name  of  the  file  to  be  opened. 
type  is  a  character  string  having  one  of  the  following  values: 

^r  open  for  reading 

w  truncate  or  create  for  writing 

a  append:  op^  for  writing  at  end  of  file,  ot  create  for  writing 

r+  open  for  update  (reading  and  writing) 

w-t-  truncate  or  create  for  update 

a+  append;  op^  or  create  for  update  at  EOF 

ft'eopeiiO  opens  the  file  named  by  filename  and  associates  the  stream  pointed  to  by  stream  with  it  The 
type  argument  is  used  just  as  in  fopen.  Hie  original  stream  is  closed,  regardless  of  whether  the  open  ulti¬ 
mately  succeeds.  If  the  open  succeeds,  freopen( )  returns  the  original  value  of  stream. 

fVeopenO  is  typically  used  to  attach  the  preopened  streams  associated  with  stdin,  stdout,  and  stderr  to 
other  files. 

fdopenO  associates  a  stream  with  the  file  descriptOT  fildes.  File  descriptors  are  obtained  firom  calls  like 
open,  dup,  creat,  or  pipe(2),  which  open  files  but  do  not  return  streams.  Streams  are  necessary  input  for 
many  of  the  Section  3S  library  routines.  The  type  of  the  stream  most  agree  with  the  mode  of  the  open  file. 

When  a  file  is  opraied  for  update,  both  input  and  output  may  be  done  on  the  resulting  stream.  However, 
ouqiut  may  not  be  directly  followed  by  input  without  an  intervening  fseek()  or  rewind,  and  input  may  not 
be  directly  followed  by  output  without  an  intervening  fseek,  rewind,  or  an  input  operation  which 
encounters  end-of-file. 

When  a  file  is  opened  for  append  (that  is,  when  type  is  a  or  a+),  it  is  impossible  to  overwrite  information 
already  in  the  file.  fseek()  may  be  used  to  reposition  the  file  pointer  to  any  position  in  the  file,  but  when 
ouQrut  is  written  to  the  file,  the  current  file  pointer  is  disre^ded.  All  output  is  written  at  the  end  of  the  file 
and  causes  the  file  pointer  to  be  repositioned  at  the  end  of  the  output.  If  two  separate  processes  open  the 
same  file  for  append,  each  process  may  write  freely  to  the  file  without  fear  of  destroying  ouqtut  being  writ¬ 
ten  by  the  other.  The  output  from  the  two  processes  will  be  intermixed  in  the  file  in  the  order  in  which  it  is 
written. 

SEE  ALSO 

opeii(2V),  pipe(2),  fclose(3S),  fopen(3S),  fseek(3S) 

DIAGNOSTICS 

fopen,  freopen,  and  fdopen( )  return  a  NULL  pointer  on  failure. 
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BUGS 

In  order  to  support  the  same  number  of  open  files  that  the  system  does,  fopen()  must  allocate  additional 
memory  fa*  data  structures  using  callocO  after  64  files  have  been  opened.  This  confuses  some  programs 
which  use  their  own  memory  allocators. 
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NAME 

getc,  getchar,  fgetc,  getw  -  get  character  or  integer  firom  stream 

SYNOPSIS 

#include  <stdioJh> 

int  getc(stream) 

FILE  ^'Stream; 

intgetcharO 

int  fgetc(stream) 

FILE  ’•‘Stream; 

int  getw(stream) 

FILE  ■^stream; 

DESCRIPTION 

getc()  returns  the  next  character  (that  is,  byte)  from  the  named  input  stream,  as  an  integer.  It  also  moves 
the  file  pointer,  if  defined,  ahead  one  character  in  stream.  getcharO  is  defined  as  getc(stdin).  getc  and 
getchar  are  macros. 

fgetcO  behaves  like  getc,  but  is  a  function  rather  than  a  macro.  fgetcO  runs  more  slowly  than  getc,  but  it 
takes  less  space  per  invocation  and  its  name  can  be  passed  as  an  argument  to  a  function. 

getw()  returns  the  next  C  int  {word)  from  the  named  input  stream.  getw()  increments  the  associated  file 
points,  if  defined,  to  point  to  the  next  word.  The  size  of  a  word  is  the  size  of  an  integer  and  varies  from 
machine  to  machine.  getw( )  assumes  no  special  alignment  in  the  file. 

SEE  ALSO 

ferror(3S),  fopen(3S),  fread(3S),  gets(3S),  putc(3S),  scanf(3S),  ungetc(3S) 

DIAGNOSTICS 

These  functions  return  the  integ^  constant  EOF  at  EOF  or  upon  an  error.  Because  EOF  is  a  valid  integer, 
ferror(3S)  should  be  used  to  detect  getw()  errors. 

WARNING 

If  the  integer  value  returned  by  getc,  getchar,  or  fgetc  is  stored  into  a  character  variable  and  then  com¬ 
pared  against  the  integer  constant  EOF,  the  comparison  may  never  succeed,  because  sign-extension  of  a 
character  on  widening  to  integer  is  machine-dependent. 

BUGS 

Because  it  is  implemented  as  a  macro,  getc( )  treats  a  stream  argument  with  side  effects  incorrectly.  In  par¬ 
ticular,  getc(’*f4-f)  does  not  work  sensibly.  fgetc( )  should  be  used  instead. 

B^use  of  possible  differences  in  word  length  and  byte  wdering,  files  written  using  putw()  are  machine- 
dependent,  and  may  not  be  readable  using  getw( )  on  a  different  processor. 
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NAME 

getpass  -  read  a  password 
SYNOPSIS 

char  *getpass(prompt) 
char  ’"prompt; 

DESCRIPTION 

getpass( )  reads  up  to  a  NEWUNE  or  EOF  from  the  file  /dev/tty,  after  prompting  with  the  NUIL-taminated 
string  prompt  and  disabling  echoing.  A  pointer  is  returned  to  a  NULL-tmninated  siring  of  at  most  8  char¬ 
acters.  An  interrupt  will  tominate  input  and  send  an  interrupt  signal  to  the  calling  program  before  return¬ 
ing.  If  /dev/tty  cannot  be  c^ned,  a  NULL  points  is  returned;  the  standard  input  is  not  read. 

FILES 

/dev/tty 

SEE  ALSO 

crypt(3),  getpass(3) 

WARNING 

The  above  routine  uses  <stdioJi>,  which  increases  the  size  of  programs  not  otherwise  using  standard  I/O, 
more  than  might  be  erqrected. 

BUGS 

The  return  value  points  to  static  data  whose  content  is  overwritten  by  each  call. 
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NAME 

getpwent,  getpwuid,  getpwnam,  setpwent,  endpwent,  setpwfile,  fgetpwent  -  get  password  file  aitry 

SYNOPSIS 

#include  <pwd.li> 

struct  passwd ’•■getpweiitO 

struct  passwd  ■•‘getpwuidCuid) 
int  uid; 

struct  passwd  ’»getpwnam(name} 
char  ^name; 

intse^wentO 

int  endpwentO 

setpwfile(name) 
char  ^name; 

struct  passwd  ■^fgetpwent(f) 

FILE 

DESCRIPTION 

getpwent,  getpwuidO  and  getpwnamO  each  return  a  pointer  to  an  object  with  the  following  structure 
containing  the  broken-out  fields  of  a  line  in  the  password  file.  Each  line  in  the  file  contains  a  “passwd” 
structure,  declared  in  the  <pwd.b>  header  file: 


struct  passwd  {  /*  see  getpwent(3)  */ 

char 

*pw_iiame; 

char 

♦pwjasswd; 

int 

pw_iiid; 

int 

pw_gid; 

char 

*pw_age; 

char 

*pw_comment; 

char 

*pw_gecos; 

char 

*pw_dir; 

char 

*pw_shell; 

}; 

struct  passwd  *getpwent(),  *getpwuid(),  *getpwnani(); 

This  structure  is  declared  in  <pwd  Ji>  so  it  is  not  necessary  to  redeclare  it 

TTie  field  pw_coniment  is  unused;  the  others  have  meanings  described  in  passwd(S).  When  first  called, 
getpwentO  returns  a  pointer  to  the  first  passwd  structure  in  the  file;  thereafter,  it  returns  a  pointer  to  the 
next  passwd  structure  in  the  file;  so  successive  calls  can  be  used  to  search  the  entire  file.  getpwuidO 
searches  from  the  beginning  of  the  file  until  a  numerical  user  ID  matching  tud  is  found  and  returns  a  pointer 
to  the  particular  structure  in  which  it  was  found.  getpwnam( )  searches  from  the  beginning  of  the  file  until 
a  login  name  matching  name  is  found,  and  returns  a  pointer  to  the  particular  structure  in  which  it  was 
found.  If  an  end-of-file  or  an  error  is  encountered  on  reading,  these  functions  return  a  NULL  pointer. 

A  call  to  getpwentf )  has  the  effect  of  rewinding  the  password  file  to  allow  repeated  searches.  endpwent( ) 
may  be  called  to  close  the  password  file  when  processing  is  complete. 

setpwfilef)  changes  the  default  password  file  to  name  thus  allowing  alternate  password  files  to  be  used. 
Note:  it  does  not  close  the  previous  file.  If  this  is  desired,  endpwentO  should  be  called  prior  to  it. 

fgetpwentO  returns  a  pointer  to  the  next  passwd  structure  in  the  stream  /,  which  matches  the  format  of  the 
password  file  /etc/passwd. 
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The  field  pw_age  is  used  to  hold  a  value  for  “password  aging”  on  some  systems;  “password  aging”  is  not 
supported  on  Sun  systems.  As  such,  it  is  effectively  not  used. 

FILES 

/etc/passwd 

/var/yp/di7mai/mam£/passwd.byname 

/var/yp/d!(7mai/t/uime/passwd.byuid 

SEE  ALSO 

getgreiit(3),  getlogin(3),  getpwent(3),  passwd(5),  ypserv(8) 

DIAGNOSTICS 

A  NULL  pointer  is  returned  on  end-of-file  or  error. 

WARNING 

The  above  routines  use  the  standard  I/O  library,  which  causes  them  to  increase  the  size  of  programs,  not 
otherwise  using  standard  I/O,  more  than  might  expected. 

BUGS 

All  information  is  contained  in  a  static  area,  so  it  must  be  copied  if  it  is  to  be  saved. 
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NAME 

nice  -  change  priority  of  a  process 

SYNOPSIS 

int  nice(incr) 

DESCRIPTION 

The  scheduling  priority  of  the  process  is  augmented  by  incr.  Positive  priorities  get  less  service  than  nor¬ 
mal.  Priority  10  is  recommended  to  us^  who  wish  to  execute  long-running  programs  without  undue 
impact  on  system  performance. 

Negative  increments  are  illegal,  except  when  specified  by  the  super-user.  The  priority  is  limited  to  the 
range  -20  (most  urgent)  to  19  Oeast).  Requests  fw  values  above  or  below  these  limits  result  in  the 
scheduling  priority  being  set  to  the  corresponding  limit. 

The  priority  of  a  process  is  pas^  to  a  child  process  by  forkQ). 

RETURN  VALUE 

Upon  successful  completion,  nice()  returns  the  new  «;heduling  priority.  Otherwise,  a  value  of  -1  is 
returned  and  ermo  is  set  to  indicate  the  mor. 

ERRORS 

The  priority  is  not  changed  if: 

EPERM  The  value  of  incr  specified  was  negative,  or  greater  than  40,  and  the  effective  user 

ID  is  not  super-user. 

SEE  ALSO 

nice(l),  fork(2),  getpriority(2},  renice(8) 


1166 


Last  change:  22  November  1987 


Sun  Release  4.0 


NLIST(3V) 


SYSTEM  VLffiRARY 


NLIST(3V) 


NAME 

nlist  -  get  entries  firom  symbol  table 

SYNOPSIS 

delude  <nlist  Ji> 

int  nlist(filename,  nl) 
char  ’•‘filename; 
struct  nlist  *nl; 

DESCRIPTION 

nlist()  examines  the  symbol  table  firom  the  executable  image  whose  name  is  pointed  to  by  filename,  and 
selectively  extracts  a  list  of  values  and  puts  them  in  the  array  of  nIistO  structures  pointed  to  by  nl.  The 
name  list  pointed  to  by  nl()  consists  of  an  array  of  structures  containing  names,  types  and  values.  The 
njiame  field  of  each  such  structure  is  taken  to  be  a  pointer  to  a  charact^  string  i^resenting  a  symbol 
name.  The  list  is  terminated  by  an  entry  with  a  NOLL  pointer  (or  a  pointer  to  a  NULL  string)  in  the  njiame 
field.  For  each  entry  in  nl,  if  the  named  symbol  is  present  in  the  executable  image’s  symbol  table,  its  value 
and  type  are  placed  in  the  n_yalue  and  njype  fields.  If  a  symbol  cannot  be  located,  the  corresprading 
njype  field  of  nl( )  is  set  to  zero. 

RETURN  VALUE 

Upon  normal  cmnpletion,  nlist()  returns  0.  If  an  error  occurs,  nlist()  returns  -1  and  sets  all  of  the  njype 
fields  in  members  of  the  array  pointed  to  by  nl( )  to  zero. 

SEE  ALSO 

a.out(S) 
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NAME 

printf,  ^printf,  sprintf  -  formatted  oaQ}ut  conversion 

SYNOPSIS 

#uiclude  <stdtoJi> 

int  printfCformat  [ ,  arg  ] ... ) 

char  ^format; 

int  fprintf(stream,  format  [ ,  arg  ] . . . ) 

FILE  ^stream; 
char  ^format; 

int  sprintffs,  format  [ ,  arg  ] . . . ) 
char  «s,  ^format; 

finclude  <varargsJi> 
int  _dopmt(format,  args,  stream) 
char  ^format; 
vajist  args; 

FILE  ^stream; 

DESCRIPTION 

printfO  places  output  on  the  standard  output  stream  stdout  fprintfO  places  output  on  the  named  output 
stream.  sprintf()  places  “output”,  followed  by  the  NULL  character  (\0),  in  consecutive  bytes  starting  at 
*s‘,  it  is  the  user’s  responsibility  to  ensure  that  enough  storage  is  available,  printf,  fprintf()  and  sprintf( ) 
return  the  number  of  characters  transmitted  (excluding  the  NULL  character  in  the  case  of  sprintf). 

If  an  output  error  is  encountered  printf,  fprintf(  )  and  sprintf( )  return  EOF. 

EiK;h  of  these  functions  convms,  formats,  and  prints  its  args  under  control  of  the  format.  The  format  is  a 
character  string  which  ccHitains  two  types  of  objects:  plain  characters,  which  are  simply  copied  to  the  out¬ 
put  stream,  and  conversion  specifications,  each  of  which  causes  conversion  and  printing  of  zero  or  more 
args.  The  results  are  undefined  if  there  are  insufficient  args  for  the  format  If  the  format  is  exhausted 
while  args  remain,  the  ^cess  args  are  simply  ignored. 

Each  conversion  specification  is  introduced  by  the  character  %.  After  the  %,  the  following  appear  in 
sequence: 

Zearo  or  more  flags,  which  modify  the  meaning  of  the  conversion  specification. 

An  optional  decimal  digit  string  specifying  a  minimum  field  width.  If  the  converted  value  has 
fewCT  characters  than  the  field  width,  it  will  be  padded  on  the  left  (or  right,  if  the  left-adjustment 
flag  described  below,  has  been  given)  to  the  field  width.  The  padding  is  with  blanks  unless 
the  field  width  digit  string  starts  with  a  zero,  in  which  case  the  padding  is  with  zeros. 

A  precision  that  gives  the  minimum  number  of  digits  to  appear  fca*  the  d,  i,  o,  u,  x,  or  X  conver¬ 
sions,  the  number  of  digits  to  ^pear  after  the  decimal  point  for  the  e,  E,  and  f  conversions,  tte 
maximum  number  of  significant  digits  for  the  g  and  G  conversion,  or  the  maximum  number  of 
characters  to  be  printed  fccnn  a  string  in  s  conversion.  The  precision  takes  the  form  of  a  period  (.) 
followed  by  a  decimal  digit  string;  a  NULL  digit  string  is  treated  as  zero.  Padding  specific  by  the 
precision  overrides  the  padding  specified  by  the  field  width. 

An  optional  1  (ell)  specifying  that  a  following  d,  i,  o,  u,  x,  or  X  conversion  character  applies  to  a 
long  integer  arg.  An  I  before  any  other  conversion  characte'  is  ignored. 

A  character  that  indicates  the  type  of  conversion  to  be  applied. 

A  field  width  or  precision  or  both  may  be  indicated  by  an  asterisk  (*)  instead  of  a  digit  string.  In  this  case, 
an  integer  arg  supplies  the  field  width  or  precision.  The  arg  that  is  actually  converted  is  not  fetched  until 
the  conversion  letter  is  seen,  so  the  args  specifying  field  width  or  precision  must  ^pear  b^ore  the  arg  (if 
any)  to  be  convated.  A  negative  field  width  argument  is  taken  as  a  flag  followed  by  a  positive  field 
width.  If  the  precision  argument  is  negative,  it  will  be  changed  to  zero. 
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The  flag  characters  and  their  meanings  are: 

-  The  result  of  the  conversion  will  be  left-justified  within  the  field. 

+  The  result  of  a  signed  conversion  will  always  begin  with  a  sign  (+  or  -). 

blank  If  the  first  character  of  a  signed  conversion  is  not  a  sign,  a  blank  will  be  prefixed  to  the  result 

This  implies  that  if  the  blank  and  +  flags  both  appear,  the  blank  flag  will  be  ignored. 

#  This  flag  specifies  that  the  value  is  to  be  converted  to  an  “alternate  form.’Tor  c,  d,  1,  s,  and  u 

conversions,  the  flag  has  no  effect  Fc»’  o  conversion,  it  increases  the  precision  to  force  the  first 
digit  of  the  result  to  be  a  zero.  For  x  or  X  conversion,  a  non-z^  result  will  have  Ox  or  OX 
prefixed  to  it  For  e,  E,  f,  g,  and  G  conversions,  the  result  will  always  contain  a  decimal  point 
even  if  no  digits  follow  the  point  (normally,  a  decimal  point  tyrpears  in  the  result  of  Aese 
conversions  only  if  a  digit  follows  it).  For  g  and  G  conversions,  trailing  zeroes  will  not  be 
removed  from  the  result  (which  they  normally  are). 

The  conversion  characters  and  their  meanings  are: 

d4,o,u,x,X  The  integer  arg  is  convmed  to  signed  decimal  (d  or  i),  unsigned  octal  (o),  unsigned  decimal 
(u),  or  unsigned  hexadecimal  notation  (x  and  X),  respectively;  the  letters  abcdef  are  used  for  x 
conversion  and  the  letters  ABCDEF  for  X  conv^ion.  The  precision  specifies  the  minimum 
number  of  digits  to  appear,  if  the  value  being  converted  can  be  represented  in  fewer  digits,  it 
will  be  expanded  with  leading  zeroes.  (For  compatibility  with  old»  versions,  padding  with 
leading  zeroes  may  alternatively  be  specified  by  pr^)ending  a  zero  to  the  field  width.  This 
does  not  imply  an  octal  value  for  the  field  width.)  The  default  precision  is  1.  The  result  of 
converting  a  zero  value  with  a  precision  of  zero  is  a  NULL  string, 
f  The  float  or  double  arg  is  converted  to  decimal  notation  in  the  style  “[-]ddd.ddd”  where  the 

number  of  digits  after  the  decimal  point  is  equal  to  the  precision  specificatimi.  If  the  precision 
is  missing,  6  digits  are  given;  if  the  precision  is  explicidy  0,  no  digits  and  no  decimal  point  are 
printed. 

e,E  The  float  or  double  arg  is  converted  in  the  style  “[-]d.ddde±ddd,”  where  th^e  is  one  digit 

bef(He  the  decimal  point  and  the  number  of  digits  aft^  it  is  equal  to  the  precision;  when  the 
precision  is  missing,  6  digits  are  produced;  if  the  precision  is  zero,  no  decimal  point  appears. 
The  E  format  code  will  produce  a  number  with  E  instead  of  e  introducing  the  exponent  The 
exponent  always  contains  at  least  two  digits. 

g,G  The  float  or  double  arg  is  printed  in  style  f  or  e  (or  in  style  E  in  the  case  of  a  G  format  code), 

with  the  precision  specifying  the  number  of  significant  digits.  The  style  used  depends  on  the 
value  converted:  style  e  or  E  will  be  used  only  if  the  exponent  resulting  from  the  conversion  is 
less  than  -4  or  greater  than  the  precision.  Trailing  zeroes  are  removed  firom  the  result;  a 
decimal  point  appears  only  if  it  is  followed  by  a  digit. 

The  e,  E,  f,  g,  and  G  formats  print  IEEE  indeterminate  values  (infinity  or  not-a-number)  as  “Infinity”  or 
“NaN”  respectively. 

c  The  character  arg  is  printed. 

s  The  arg  is  taken  to  be  a  string  (character  pointer)  and  characters  from  the  string  are  printed 

until  a  NULL  character  (\0)  is  encounto'ed  or  until  the  number  of  characters  indicated  by  the 
precision  specification  is  reached.  If  the  precision  is  missing,  it  is  taken  to  be  infinite,  so  all 
characters  up  to  the  first  NULL  character  are  printed.  A  NULL  value  for  arg  will  yield 
undefined  results. 

%  Print  a  %;  no  argument  is  converted. 

In  no  case  does  a  non-existent  or  small  field  width  cause  truncation  of  a  field;  if  the  result  of  a  conversion  is 
wider  than  the  field  width,  the  field  is  simply  expanded  to  contain  the  conversion  result  Padding  takes 
place  only  if  the  specified  field  width  exceeds  the  actual  width.  Characters  generated  by  printf()  and 
fprintf( )  are  i«inted  as  if  putc(3S)  had  been  called. 

EXAMPLES 

To  print  a  date  and  time  in  the  form  “Sunday,  July  3,  10:02,”  where  weekday  and  moruh  are  pointers  to 
NULL-terminated  strings: 
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printf("%s,  %s  %i,  %d:%.2d”,  weekday,  month,  day,  hour,  min); 

To  print  n  to  S  decimal  places: 

prmtf("pi  =  %.sr,  4  *  atan(1.0)); 

NOTE 

These  routines  call  _doprnt,  which  is  an  implementation-dependent  routiiw.  Each  uses  the  vari^le-length 
argument  facilities  of  varargs(3).  Although  it  is  possible  to  use  _doprnt  to  take  a  list  of  arguments  and 
pass  them  on  to  a  routine  like  printf,  not  all  implementations  have  such  a  routine.  We  strongly  recmnmend 
that  you  use  the  routines  described  in  vprintf(3S)  instead. 

SEE  ALSO 

econvert(3),  printf(3S),  putc(3S),  scanf(3V),  varargs(3),  vpruitf(3S) 

BUGS 

Very  wide  fields  (>128  characters)  fail. 
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NAME 

rand,  stand  -  simple  random  number  generator 

SYNOPSIS 

srand(seed) 
int  seed; 

randO 

DESCRIPnON 

randO  uses  a  multiplicative  congruential  randmn  number  generator  with  period  iP'  to  return  successive 
pseudo-random  numbers  in  the  range  from  0  to  2*^-1. 

srandO  can  be  called  at  any  time  to  reset  the  random-number  generator  to  a  randcnn  starting  point.  The 
generator  is  initially  seeded  with  a  value  of  1. 

NOTE 

The  spectral  properties  of  rand()  leave  a  great  deal  to  be  desired.  drand48(3)  and  random(3)  provide 
much  better,  ^ough  more  elaborate,  random-number  generators. 

SEEALSO 

drand48(3),  random(3),  rand(3C) 

BUGS 

Ibe  low  bits  of  the  numbers  generated  are  not  very  random;  use  the  middle  bits.  In  particular  the  lowest  bit 
alternates  between  0  and  1. 
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NAME 

scanf,  fscanf,  sscanf  -  formatted  input  conversion 

SYNOPSIS 

#mclude  <stdio.h> 

scanf(format  [ ,  pointer  ] . . . ) 
char  ^format; 

fscanfCstream,  format  [ ,  pointer  ] .  • , ) 

FILE  ^stream; 
char  ♦format; 

sscanf(s,  format  [ ,  pointer  ] .  *  • ) 
char  *s,  ♦format; 

DESCRIPTION 

scanf( )  reads  from  the  standard  input  stream  stdin,  f$canf( )  reads  from  the  named  input  stream.  sscanf( ) 
reads  from  the  character  string  s.  Each  function  reads  characters,  interprets  them  according  to  a  format, 
and  stores  the  results  in  its  arguments.  Each  expects,  as  arguments,  a  control  string  format,  described 
below,  and  a  set  of  pointer  arguments  indicating  where  the  converted  input  should  be  stored.  The  results 
are  undefined  in  there  are  insufficient  arg%  for  the  format.  If  the  format  is  exhausted  while  args  remain, 
the  excess  args  are  simply  ignored. 

The  control  string  usually  contains  conversion  specifications,  which  are  used  to  direct  interpretation  of 
input  sequences.  The  control  string  may  contain: 

1.  White-space  characters  (SPACE,  TAB,  NEWLINE,  or  FORMFEED)  which,  except  in  two  cases 
described  below,  cause  input  to  be  read  up  to  the  next  non- white-space  character. 

2.  An  ordinary  character  (not  ‘  which  must  match  the  next  character  of  the  input  stream. 

3.  Conversion  specifications,  consisting  of  the  character  ‘  an  optional  assignment  suppressing 
character  *♦’,  an  optional  numerical  maximum  field  width,  an  optional  1  (ell)  or  h  indicating 
the  size  of  the  receiving  variable,  and  a  conversion  code. 

A  conversion  specification  directs  the  conversion  of  the  next  input  field;  the  result  is  placed  in  the  variable 
pointed  to  by  the  corresponding  argument,  unless  assignment  suppression  was  indicated  by  ‘♦\  The 
suppression  of  assignment  provides  a  way  of  describing  an  input  field  which  is  to  be  skipped.  An  input 
field  is  defined  as  a  string  of  non-space  characters;  it  extends  to  the  next  inappropriate  character  or  until  the 
field  width,  if  specified,  is  exhausted.  For  all  descriptors  except  and  “c”,  white  space  leading  an  input 
field  is  ignored. 

The  conversion  character  indicates  the  interpretation  of  the  input  field;  the  corresponding  pointer  argument 
must  usually  be  of  a  restricted  type.  For  a  suppressed  field,  no  pointer  argument  is  given.  The  following 
conversion  characters  are  legal: 

%  A  single  %  is  expected  in  the  input  at  this  point;  no  assignment  is  done, 
d  A  decimal  integer  is  expected;  the  corresponding  argument  should  be  an  integer  pointer, 

u  An  unsigned  decimal  integer  is  expected;  the  corresponding  argument  should  be  an 

unsigned  integer  pointer. 

o  An  octal  integer  is  expected;  the  corresponding  argument  should  be  an  integer  pointer. 

X  A  hexadecimal  integer  is  expected;  the  corresponding  argument  should  be  an  integer 

pointer. 

i  An  integer  is  expected;  the  corresponding  argument  should  be  an  integer  pointer.  It  will 

store  the  value  of  the  next  input  item  interpreted  according  to  C  conventions:  a  leading 
“0*’  implies  octal;  a  leading  “Ox**  implies  hexadecimal;  otherwise,  decimal, 
n  Stores  in  an  integer  argument  the  total  number  of  characters  (including  white  space)  that 
have  been  scanned  so  far  since  the  function  call.  No  input  is  consumed. 
e,f,g  A  floating  point  number  is  expected;  the  next  field  is  converted  accordingly  and  stored 
through  the  corresponding  argument,  which  should  be  a  pointer  to  a  float.  The  input  for¬ 
mat  for  floating  point  numbers  is  as  described  for  string_to_decimal(3),  with 
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fortran_exponent  zero. 

s  A  character  string  is  expected;  the  corresponding  argument  should  be  a  character  pointer 
pointing  to  an  array  of  characters  large  enough  to  accept  the  string  and  a  terminating  \0, 
which  will  be  added  automatically.  The  input  field  is  terminated  by  a  white  space  char¬ 
acter. 

c  A  character  is  expected;  the  corresponding  argument  should  be  a  character  pointer.  The 
normal  skip  over  white  space  is  suppressed  in  this  case;  to  read  the  next  non-space  char¬ 
acter,  use  %ls.  If  a  field  width  is  given,  the  corresponding  argument  should  refer  to  a 
character  array,  and  the  indicated  number  of  characters  is  read. 

[  Indicates  string  data;  the  normal  skip  over  leading  white  space  is  suppressed.  The  left 
bracket  is  followed  by  a  set  of  characters,  which  we  will  call  the  scanset,  and  a  right 
bracket;  the  input  field  is  the  maximal  sequence  of  input  characters  consisting  entirely  of 
characters  in  the  scanset.  The  circumflex  ( " ),  when  it  appears  as  the  first  character  in  the 
scanset,  serves  as  a  complement  operator  and  redefines  the  scanset  as  the  set  of  all  char¬ 
acters  not  contained  in  the  remainder  of  the  scanset  string.  There  are  some  conventions 
used  in  the  construction  of  the  scanset.  A  range  of  characters  may  be  represented  by  the 
construct  first-last,  thus  [0123456789]  may  be  expressed  [0-9].  Using  this  convention, 
first  must  be  lexically  less  than  or  equal  to  last,  or  else  the  dash  will  stand  for  itself.  The 
dash  will  also  stand  for  itself  whenever  it  is  the  first  or  the  last  character  in  the  scanset. 
To  include  the  right  square  bracket  as  an  element  of  the  scanset,  it  must  appear  as  the  first 
character  (possibly  preceded  by  a  circumflex)  of  the  scanset,  and  in  this  case  it  will  not 
be  syntactically  interpreted  as  the  closing  bracket.  The  corresponding  argument  must 
point  to  a  character  array  large  enough  to  hold  the  data  field  and  the  terminating  \0,  which 
will  be  added  automatically.  At  least  one  character  must  match  for  this  conversion  to  be 
considered  successful. 

The  conversion  characters  d,  u,  o,  x,  and  i  may  be  preceded  by  I  or  h  to  indicate  that  a  pointer  to  long  or  to 
short  rather  than  to  int  is  in  the  argument  list.  Similarly,  the  conversion  characters  e,  f,  and  g  may  be  pre¬ 
ceded  by  1  to  indicate  that  a  pointer  to  double  rather  than  to  float  is  in  the  argument  list.  The  1  or  h 
modifier  is  ignored  for  other  conversion  characters. 

Avoid  this  common  error:  because  printf(3V)  does  not  require  that  the  lengths  of  conversion  descriptors 
and  actual  parameters  match,  coders  sometimes  are  careless  with  the  scanf()  functions.  But  converting  %f 
to  (fedouble  or  %lf  to  &float  does  not  work-,  the  results  are  quite  incorrect. 

scanfO  conversion  terminates  at  EOF,  at  the  end  of  the  control  string,  or  when  an  input  character  conflicts 
with  the  control  string.  In  the  latter  case,  the  offending  character  is  left  unread  in  the  input  stream. 

scanfO  returns  the  number  of  successfully  matched  and  assigned  input  items;  this  number  can  be  zero  in 
the  event  of  an  early  conflict  between  an  input  character  and  the  control  string.  The  constant  EOF  is 
returned  upon  end  of  input  Note:  this  is  different  from  0,  which  means  that  no  conversion  was  done;  if 
conversion  was  intended,  it  was  frustrated  by  an  inappropriate  character  in  the  input 

If  the  input  ends  before  the  first  conflict  or  conversion,  EOF  is  returned.  If  the  input  ends  after  the  first 
conflict  or  conversion,  the  number  of  successfully  matched  items  is  returned. 

EXAMPLES 

The  call: 

int  i,  n;  float  x;  char  name[50]; 

n  =  scanf  ("%d%f%s",  &i,  &x,  name); 

with  the  input  line: 

25  54,32E-1  thompson 

will  assign  to  n  the  value  3,  to  i  the  value  25,  to  x  the  value  5.432,  and  name  will  contain  thompson\0.  Or: 

int  i,  j;  float  x;  char  name[50]; 

(void)  scanf ("%i%2d%f%*d%[0-9]",  &j,  &i,  &x,  name); 
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with  input: 

011  56789  0123  56a72 

will  assign  9  to  j,  56  to  i,  789.0  to  x,  skip  0123,  and  place  the  string  56\0  in  name.  The  next  call  to 
getchar( )  (see  getc{3S))  will  return  a.  Or: 
int  i,  j,  s,  e;  char  name[50]; 

(void)  scanf  ("  %i  %i  %n%s%n",  &i,  &j,  &s,  name,  &e); 

with  input: 

0x11  Oxy  Johnson 

will  assign  17  to  i,  0  toy,  6  to  s,  will  place  the  string  xy\0  in  name,  and  will  assign  8  to  e.  Thus,  the  length 
of  name  ise-s  =  2.  The  next  call  to  getehar( )  (see  getc(3S))  will  return  a  SPACE. 

SEE  ALSO 

getc(3S),  printf(3V),  stdio(3V),  string_to_decimal(3),  strtol(3),  scanf(3S) 

DIAGNOSTICS 

These  functions  return  EOF  on  end  of  input,  and  a  short  count  for  missing  or  illegal  data  items. 

BUGS 

The  success  of  literal  matches  and  suppressed  assignments  is  not  directly  determinable. 

CAVEATS 

Trailing  white  space  (including  a  NEWLINE)  is  left  unread  unless  matched  in  the  control  string. 
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NAME 

setbuf,  setbuffo*,  setlinebuf,  setvbuf  -  assign  buffmng  to  a  stream 

SYNOPSIS 

#include  <stdio  Ji> 

setbiif(stream,  buO 
FILE  ’■‘Stream; 
char  ♦buf; 

setbufrer(stream,  buf,  size) 

FILE  ^stream; 
char  ’^buf; 
int  size; 

setlinebuf(stream) 

FILE  ^stream; 

int  setvbaf(stream,  buf,  type,  size) 

FILE  ^stream; 
char  *baf; 
int  type,  size; 

DESCRIPTION 

The  three  types  of  buffering  available  are  unbuffoed,  block  baffled,  and  line  buffered.  When  an  output 
stream  is  unbuffered,  information  appears  on  the  destination  file  or  terminal  as  soon  as  written;  when  it  is 
block  buffered  many  charact^  are  saved  up  and  written  as  a  block;  whoi  it  is  line  buffered  characters  are 
saved  up  until  a  NEWLINE  is  encountered  or  input  is  read  from  any  line  buffered  input  stream.  fflusb() 
(see  fcIose(3S))  may  be  used  to  force  the  block  out  early.  Normally  all  files  are  block  Wfered.  A  buffer  is 
obtained  from  malIoc(3)  upon  the  first  getc( )  or  putc(3S)  on  the  file. 

By  default,  output  to  a  terminal  is  line  buffered,  except  for  ouQrut  to  the  standard  stream  stderr  which  is 
unbuffered,  and  all  other  input/output  is  fully  buffered. 

setbufO  can  be  used  aft^  a  stream  has  been  opened  but  before  it  is  read  or  written.  It  causes  the  array 
pointed  to  by  buf  to  be  used  instead  of  an  automatically  allocated  buffer.  If  bif  is  the  NULL  pointer, 
input/output  will  be  completely  unbuffered.  A  manifest  constant  BUFSIZ,  defined  in  the  <stdio.h>  header 
file,  tells  how  big  an  array  is  needed: 

char  buf[BUFSIZ]; 

setbuffer,  an  alternate  form  of  setbuf,  can  be  used  after  a  stream  has  been  opened  but  before  it  is  read  or 
written.  It  uses  the  charact^  array  btrf  whose  size  is  determined  by  the  size  argument  instead  of  an 
automatically  allocated  buffer.  If  bif  is  Ae  NU1I>  pointer,  input/output  will  be  completely  unbuffered. 

setvbuff  )  can  be  used  after  a  stream  has  been  opened  but  before  it  is  read  or  written,  type  determines  how 
stream  will  be  buffered.  Legal  values  for  type  (defined  in  <stdio.h>)  are: 

_IOFBF  fully  buffers  tte  input/outpuL 

_IOLBF  line  buffers  the  output;  the  buffer  will  be  flushed  when  a  NEWLINE  is  written,  the  buffCT  is 
full,  or  input  is  requested. 

_IONBF  completely  unbuffers  the  input/output. 

If  bqC  is  not  the  NULL  pointer,  the  array  it  points  to  will  be  used  for  buffering,  instead  of  an  automatically 
allocated  buffer,  size  specifies  the  size  of  the  buffer  to  be  used. 

setlinebufO  is  used  to  change  the  buffering  on  a  stream  from  block  buffered  or  unbuffered  to  line  buf¬ 
fered.  Unlike  setbuf,  setbuffer,  and  setvbuf,  it  can  be  used  at  any  time  that  the  file  descriptor  is  active. 

A  file  can  be  changed  from  unbuffered  or  line  buffered  to  block  buffeted  by  using  freopenO  (see 
fopen(3S)).  A  file  can  be  changed  from  block  buffered  or  line  buffered  to  unbuffered  by  using  freopen() 
followed  by  setbuff )  with  a  buffer  argument  of  NULL. 
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NOTE 

A  common  source  of  error  is  allocating  buffer  space  as  an  “automatic”  variable  in  a  code  block,  and  then 
failing  to  close  the  stream  in  the  same  block. 

SEE  ALSO 

fcIose(3S),  fopen(3V),  fread(3S),  getc(3S),  manoc(3),  printf(3V),  putc(3S),  puts(3S),  setbuf(3S) 
DIAGNOSTICS 

If  an  illegal  value  for  type  or  size  is  provided,  setvbuf()  returns  a  non-zero  value.  Otherwise,  the  value 
returned  will  be  zero. 
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NAME 

setjmp,  longjmp,  sigsetjmp,  siglongjmp  -  non-local  goto 

SYNOPSIS 

#include  <setjmp.h> 

int  setjmp(env) 
jmp_buf  env; 

longjmp(env,  val) 
jmp_biif  env; 
int  val; 

int  _setjnip(env) 
jnip_buf  env; 

_longjnip(env,  val) 
jnip_buf  env; 
int  val; 

int  sigsetjnip(env,  savemask) 
sigjmp_buf  env; 
int  savemask; 

siglongjmp(env,  val) 
sigjmp_buf  env; 
int  val; 

DESCRIPTION 

setjmpO  and  longjmpO  are  useful  for  dealing  with  errors  and  int^rupts  encountered  in  a  low-level  sub¬ 
routine  of  a  program. 

setjmpO  saves  its  stack  environment  in  env  for  later  use  by  longjmp.  A  normal  call  to  setjmpO  returns 
zero.  setjmpO  also  saves  the  register  environment.  If  a  longjmpO  caU  will  be  made,  the  routine  which 
called  setjmpO  should  not  return  until  after  the  longjmpO  has  returned  control  (see  below). 

lon^mpO  restores  the  environment  saved  by  the  last  call  of  setjmp,  and  then  returns  in  such  a  way  that 
execution  continues  as  if  the  call  of  setjmpO  had  just  returned  Ae  value  val  to  the  function  that  invoked 
setjmp;  however,  if  val  were  z^o,  execution  would  continue  as  if  the  call  of  setjmpO  had  returned  one. 
This  ensures  that  a  “return”  from  setjmp( )  caused  by  a  call  to  longjmp( )  can  be  distinguished  from  a  reg¬ 
ular  return  from  setjmp.  The  calling  function  must  not  itself  have  returned  in  the  interim,  otherwise 
longjmpO  will  be  returning  control  to  a  possibly  non-existent  envinmment.  All  memory-bound  data  have 
values  as  of  the  time  longjmpO  was  called.  The  CPU  and  floating-point  data  registers  are  restored  to  the 
values  they  had  at  the  time  that  setjmp( )  was  called.  But,  because  the  register  storage  class  is  only  a  hint 
to  the  C  compile',  variables  declared  as  register  variables  may  not  necessarily  be  assigned  to  machine 
registers,  so  their  values  are  unpredictable  after  a  longjmp.  This  is  especially  a  problem  for  programmers 
trying  to  write  machine-independent  C  routines. 

setjmpO  and  longjmpO  manipulate  only  the  C  sta:k  and  registers;  they  do  not  save  ot  restore  the  signal 
mask.  _setjmp  behaves  identically  to  setjmp,  and  Jongjmp  behaves  identically  to  longjmp.  If  tlK 
savemask  flag  to  sigsetjmp  is  non-zero,  the  signal  mask  (see  sigsetmask(2))  is  saved,  and  a  subsequent 
siglongjmp  using  the  same  env  will  restore  the  signal  mask.  If  the  savemask  flag  is  leto,  the  signal  mask  is 
not  saved,  and  a  subsequent  siglongjmp  using  the  same  env  will  not  restore  the  signal  mask.  In  all  other 
ways,  sigsetjmp  functions  in  the  same  way  that  setjmpO  does,  and  siglongjmp  functions  in  the  same  way 
that  long|mp(  )  does. 

None  of  these  functions  save  or  restore  any  floating-point  status  or  control  registers,  in  particular  the 
MC68881  fpsr,  fpcr,  or  fpiar,  the  Sun-3  FPA  fpamode  or  fpastatus,  and  the  Sun-4  %fsr.  See 
ieee_flags(3M)  to  save  and  restore  floating-point  status  or  control  information. 
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EXAMPLE 

The  following  code  fragment  indicates  the  flow  of  control  of  the  setjmp( )  and  longjmp( )  combination: 
function  declaration 

jmp_biif  myjenvironment; 

if  ( setjmp  ( my_environment )  )  { 

/*  register  variables  have  unpredictable  values 
code  cfter  the  return  from  longjmp 

}  else  { 

/*  do  not  modify  register  vars 
this  is  the  return  from  setjmp 


} 

SEE  ALSO 

cc(iy),  sigsetmask(2),  sigvec(2),  ieee_flag^(3M),  signaI<3V),  setjmp(3) 

BUGS 

setjmpO  does  not  save  the  current  notion  of  whether  the  process  is  executing  on  the  signal  stack.  The 
result  is  that  a  longjmp( )  to  some  place  on  the  signal  stack  leaves  the  signal  stack  state  incorrect 

On  Sun-2  and  Sun-3  systems  setjmpO  also  saves  the  register  environment  Therefore,  all  data  that  are 
bound  to  registers  are  restored  to  the  values  they  had  at  the  time  that  setjmpO  was  called.  All  memory- 
bound  data  have  values  as  of  the  time  longjmp()  was  called.  However,  because  the  register  storage  class 
is  only  a  hint  to  the  C  ccxnpiler,  variables  declared  as  register  variables  may  not  necessarily  be  assigned  to 
machine  registers,  so  their  values  are  unpredictable  aft^  a  longjmp.  When  using  compiler  options  that 
specify  automatic  regist^  allocation  (see  cc(lV)),  the  compiler  will  not  attempt  to  assign  variables  to  regis¬ 
ters  in  routines  that  call  setjmp. 

longjmpO  never  causes  setjmpO  to  return  zero  in  the  Sun  implementation;  this  is  also  true  of  many  other 
implementations,  including  all  System  V  implementations,  so  programmers  should  not  depend  on 
longjmp( )  being  able  to  cause  setjmp( )  to  return  zero. 
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NAME 

setuid,  setgid  -  set  user  and  group  IDs 

SYNOPSIS 

setuid(uid) 

setgid(gid) 

DESCRIPTION 

setuidO  (setgid)  is  used  to  set  the  real  uso*  (group)  ID  and  effective  user  (group)  ID  of  the  calling  process. 

If  the  effective  user  ID  of  the  calling  process  is  supCT-user,  the  real  user  (group)  ID  and  effective  user 
(group)  ID  are  set  to  uid  (gid). 

If  the  elective  us^  ID  of  the  calling  process  is  not  super-user,  but  its  real  user  (group)  ID  is  equal  to  uid 
(gid),  the  effective  us»  (group)  ID  is  set  to  uid  (gid). 

If  the  effective  user  (group)  ID  of  the  calling  fsocess  is  not  supcar-user,  but  the  saved  set-user  (group)  ID 
from  execve(2)  is  equal  to  uid  (gid),  the  effective  user  (group)  ID  is  set  to  uid  (gid). 

SEE  ALSO 

execve(2),  getgid(2),  getuid(2),  setregid(2),  setreuid(2), 

DIAGNOSTICS 

Zero  is  returned  if  the  user  (group)  ID  is  set;  -1  is  returned  otherwise,  with  the  global  variable  errno  set  as 
forsetreuidO  (setregid). 
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NAME 

signal  -  simplified  software  signal  facilities 


SYNOPSIS 

#uiclude  <signal.h> 

void  (*signal(sig,  func))( ) 
void  (*func)(); 

DESCRIPTION 

signalO  is  a  simplified  int^ace  to  the  more  general  sigvec(2)  facility.  Programs  that  use  signalO  in 
preferCTice  to  sigvec( )  are  more  likely  to  be  portable  to  all  systems. 


A  signal  is  genaiated  by  some  abnormal  event,  initiated  by  a  user  at  a  terminal  (quit,  interrupt,  stop),  by  a 
program  error  (bus  error,  etc.),  by  request  of  another  program  (kill),  or  when  a  process  is  stopped  b^ause  it 
wishes  to  access  its  control  terminal  while  in  the  background  (see  tetTnio(4)).  Signals  are  optionally  gen¬ 
erated  when  a  process  resumes  after  being  stopped,  when  the  status  of  child  |»xx;esses  changes,  or  when 
input  is  ready  at  the  ccmtrol  terminal.  Most  signals  cause  tmnination  of  the  receiving  process  if  no  ^tion 
is  taken;  some  signals  instead  cause  the  process  receiving  them  to  be  stopped,  ot  are  simply  discarded  if  the 
process  has  not  requested  otherwise.  Except  for  the  SIGKILL  and  SIGSTOP  signals,  the  signalO  call 
allows  signals  either  to  be  ignored  or  to  interrupt  to  a  specified  location.  The  following  is  a  list  of  aU  sig¬ 
nals  with  names  as  in  the  include  file  <signal.h>: 


SIGHUP 

SIGINT 

siGQurr 

SIGILL 

SIGTRAP 

SIGABRT 

SIGEMT 

SIGFPE 

SIGKILL 

SIGBUS 

SIGSEGV 

SIGSYS 

SIGPIPE 

SIGALRM 

SIGTERM 

SIGURG 

SIGSTOP 

SIGTSTP 

SIGCONT 

SIGCHLD 

SIGTTIN 

SIGTTOU 

SIGIO 

SIGXCPU 

SIGXFSZ 

SIGVTALRM 

SIGPROF 

SIGWINCH 

SIGLOST 

SIGUSRl 

SIGUSR2 


1  hangup 

2  interrupt 
3*  quit 

4*  illegal  instruction 
5*  trace  trap 

6*  abort  (generated  by  abort(3)  routine) 

7*  emulator  trap 

8*  arithmetic  exception 

9  kill  (cannot  be  caught,  blocked,  or  ignored) 

10*  buserrcH' 

11*  segmentation  violation 
12*  bad  argument  to  system  call 

13  write  on  a  pipe  or  other  socket  with  no  one  to  read  it 

14  alarm  clock 

15  software  termination  signal 

16*  urgent  condition  present  on  socket 

17t  stop  (cannot  be  caught,  blocked,  or  ignored) 

18t  stop  signal  generated  from  keyboard 
19*  continue  after  stop  (cannot  be  blocked) 

20>  child  status  has  changed 
21t  background  read  attempted  from  control  terminal 
22t  background  write  attempted  to  control  terminal 
23#  I/O  is  possible  on  a  descriptor  (see  fcntl(2V)) 

24  cpu  time  limit  exceeded  (see  getrlimit(2)) 

25  file  size  limit  exceeded  (see  getrlimit(2)) 

26  virtual  time  alarm  (see  getitimer(2)) 

27  profiling  timer  alarm  (see  getituner(2)) 

28»  window  changed  (see  termio(4)  and  win(4S)) 

29*  resource  lost  (see  lockd(8C)) 

30  user-defined  signal  1 

3 1  user-defined  signal  2 
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The  starred  signals  in  the  list  above  cause  a  core  image  if  not  caught  or  ignored. 

If  func  is  SIG_DFL,  the  default  action  for  signal  sig  is  reinstated;  this  default  is  termination  (with  a  core 
image  for  starred  signals)  excq}t  for  signals  marked  with  •  or  t-  Signals  marked  with  •  are  discarded  if  the 
action  is  SIG_DFL;  signals  marked  with  t  cause  the  process  to  stop.  If func  is  SIG_IGN  the  signal  is  subse- 
qufflitly  ignored  and  p^ding  instances  of  the  signal  are  discarded.  Oth^wise,  when  the  signal  occurs  func 
is  called.  The  value  of func  for  the  caught  signal  is  reset  to  SIG_DFL  before  func  is  caUed,  unless  the  signal 
is  SIGILL  or  SIGTRAP 

A  return  from  the  function  continues  the  process  at  the  point  it  was  interrupted. 

If  a  caught  signal  occurs  during  certain  system  calls,  causing  the  call  to  terminate  prematurely,  the  call  is 
interrupted.  In  particular  this  can  occur  during  a  read(2V)  ot  write(2V)  on  a  slow  ^vice  (such  as  a  termi¬ 
nal;  but  not  a  file)  and  during  a  wait(2).  After  the  signal  catching  function  returns,  the  interrupted  system 
call  may  return  a  -1  to  the  calling  process  with  errno  set  to  EINTR. 

The  value  of  signalO  is  the  previous  (or  initial)  value  of func  for  the  particular  signal. 

After  a  fork(2)  or  vfork(2)  the  child  inherits  all  signals.  An  execve(2)  resets  all  caught  signals  to  the 
default  action;  ignored  signals  remain  ignored. 

NOTES 

The  handler  routine  can  be  declared: 

void  handler(sig,  code,  scp,  addr) 
int  sig,  code; 
struct  sigcontext  ’"scp; 
char  '"addr; 

Here  sig  is  the  signal  number;  code  is  a  parameter  of  certain  signals  that  provides  additional  detail;  scp  is  a 
points  to  the  sigcontext  structure  (defined  in  <signaLh>),  used  to  restore  the  ccmtext  from  before  the  sig¬ 
nal;  and  addr  is  additional  address  information.  See  sigvec(2)  for  more  details. 

RETURN  VALUE 

The  previous  action  is  returned  on  a  successful  call.  Otherwise,  -1  is  returned  and  ermo  is  set  to  indicate 
theoTor. 

ERRORS 

signal( )  will  fail  and  no  action  will  take  place  if  one  of  the  following  occur: 

EINVAL  sig  is  not  a  valid  signal  numba-. 

EINVAL  An  attempt  is  made  to  ignore  or  supply  a  handler  for  SIGKILL  or  SIGSTOP. 

EINVAL  An  attempt  is  made  to  ignrxe  SIGCONT  (by  default  SfGCONT  is  ignored). 

SEE  ALSO 

kill(l),  execve(2),  fork(2),  getitimer(2),  getrlimit(2),  kiII(2V),  ptrace(2),  read(2V),  sigblock(2),  sig- 
pause(2),  sigsetmask(2),  sigstack(2),  sigvec(2),  vfork(2),  wait(2),  write(2V),  setjmp(3),  termio(4) 
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NAME 

sleep  -  suspend  execution  for  interval 
SYNOPSIS 

unsigned  sleep(se€onds) 
unsigned  seconds; 

DESCRIPTION 

sleep! )  susprads  die  current  process  firom  execution  for  the  numba*  of  seconds  specified  by  the  argument 
The  actual  suspension  time  may  be  less  than  that  requested  for  two  reasons:  (1)  because  scheduled  wake- 
ups  occur  at  fixed  1 -second  int^als  and  (2)  because  any  caught  signal  will  terminate  the  sleep! )  following 
execution  of  that  signal’s  catching  routine.  Also,  the  suspension  time  may  be  an  arbitrary  amount  longer 
than  requested  because  of  other  activity  in  the  system.  The  value  returned  by  sleep!)  will  ^  the  “unslept” 
amount  !the  requested  time  minus  the  time  actually  slept)  in  case  the  caller  had  an  alarm  set  to  go  off  ear¬ 
lier  than  the  end  of  the  requested  sleep! )  time,  or  premature  arousal  due  to  another  caugfit  signal. 

sleep!)  is  implemented  by  setting  an  interval  timer  and  {fusing  until  it  expires.  The  previous  state  of  this 
timer  is  saved  and  restored.  If  the  sleep  time  exceeds  the  time  to  the  expiration  of  the  previous  value  of  the 
timer,  the  process  sleeps  only  until  the  timo'  would  have  expired,  and  the  signal  which  occurs  with  the 
expiration  of  the  timer  is  sent  one  second  later. 

SEE  ALSO 

setitimer!2),  sigpause!2),  usleepQ) 
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NAME 

stdio  -  standard  buffered  input/output  package 

SYNOPSIS 

#mclade  <stdioJi> 

FILE  *stdin; 

FILE  ^stdout; 

FILE  *stderr; 

DESCRIPTION 

The  functions  described  in  sections  3V  and  3S  constitute  a  user-level  I/O  buffering  scheme.  The  in-line 
macros  getc(3V)  and  putc(3S)  handle  charact^  quickly.  The  macros  getchar  and  putchar,  and  the 
higher  level  routines  fgetc,  getw,  gets,  fgets,  scanf,  fscanf,  bread,  fjputc,  putw,  puts,  fputs,  printf, 
fprintf,  fwrite  all  use  or  act  as  if  they  use  getc( )  and  putc( ) ;  they  can  be  freely  intermixed. 

A  file  with  associated  buffering  is  called  a  stream,  and  is  declared  to  be  a  points  to  a  defined  type  FILE. 
fopen(3V)  creates  certain  descriptive  data  fw  a  stream  and  returns  a  points'  to  designate  the  stream  in  all 
fu^er  transactions.  Normally,  there  are  three  open  streams  with  constant  point»s  declared  in  the 
<stdio.h>  include  file  and  associated  with  the  standard  open  files: 

stdin  standard  input  file 

stdout  standard  output  file 

stderr  standard  error  file 

A  constant  NULL  (0)  designates  a  nonexistent  points. 

An  integer  constant  EOF  (-1)  is  returned  upon  end-of-file  or  error  by  most  integer  functions  fliat  deal  with 
streams  (see  the  individual  descriptions  for  details). 

Any  module  that  uses  this  package  must  include  the  header  file  of  pertinrat  macro  definitions,  as  follows: 
tinclude  <stdio.h> 

The  functions  and  constants  mentioned  in  sections  labeled  3V  and  3S  of  this  manual  are  declared  in  that 
header  file  and  need  no  further  declaration.  The  constants  and  the  following  ‘functions’  are  implemented 
as  macros;  redeclaration  of  these  names  is  perilous:  getc,  getchar,  putc,  putchar,  feof,  ferror,  lileno,  and 
clearerr. 

Output  streams,  with  the  exception  of  the  standard  error  stream  stderr,  are  by  de&ult  buffered  if  the  output 
refers  to  a  file  and  line-buffered  if  the  output  refers  to  a  terminal.  The  standard  error  output  stream  stderr 
is  by  de&ult  unbuffered,  but  use  of  fopen(3V)  will  cause  it  to  become  buffered  or  line-buff^ed.  When  an 
output  stream  is  unbuffered,  information  is  written  to  the  destination  file  or  terminal  as  soon  as  it  is  ouqrut 
to  the  stream;  when  it  is  buffered,  many  characters  are  saved  up  and  written  as  a  block.  When  it  is  line- 
buffered,  each  line  of  output  is  written  to  the  destination  file  or  terminal  as  soon  as  the  line  is  completed 
(that  is,  as  soon  as  a  NEWLINE  character  is  output  or  as  soon  as  input  is  read  from  a  line-buffered  stream). 
setbuf(3V),  setbuffer,  setlinebuf,  or  setvbuf  can  be  used  to  change  the  stream’s  buffering  strategy. 

SEE  ALSO 

open(2V),  cIose(2),  lseek(2),  pipe(2),  read(2V),  vfork(2),  write(2V),  ctermid(3S),  cuserid(3S), 
fcIose(3S),  ferror(3V),  fopen(3V),  fread(3S),  fseek(3S),  getc(3V),  gets(3S),  popen(3S),  printf(3V), 
putc(3S),  puts(3S),  scanf(3V),  setbuf(3V),  system(3),  tmpfUe(3S),  tmpnam(3S),  ungetc(3S) 

DIAGNOSTICS 

The  value  EOF  is  returned  uniformly  to  indicate  that  a  FILE  pointer  has  not  been  initialize  with  fopen, 
input  (output)  has  been  attempt^  on  an  output  (input)  stream,  or  a  FILE  pointer  designates  corrupt  oth¬ 
erwise  unintelligible  FILE  data. 

BUGS 

The  standard  buffered  functions  do  not  inter^t  well  with  certain  other  library  and  system  functions,  espe¬ 
cially  vfork(2). 
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NOTES 

The  line  buffing  of  output  to  terminals  is  almost  always  transparent,  but  may  cause  confusion  or  malfunc¬ 
tioning  of  programs  which  use  standard  VO  routines  but  use  read(2V)  to  read  from  the  standard  input,  as 
calls  to  read( )  do  not  cause  ou^ut  to  line-buffa%d  streams  to  be  flushed. 

Ou^ut  saved  up  on  all  line-buffered  streams  is  written  when  input  is  read  from  any  line-buffered  stream. 
Input  read  from  a  stream  that  is  not  line-buffered  does  not  flush  output  on  line-buffored  streams. 

In  cases  where  a  large  amount  of  computation  is  done  after  printing  part  of  a  line  on  an  ouQ)ut  terminal,  it 
is  necessary  to  call  fflush  (see  fclose(3S))  rm  the  standard  ou^ut  before  performing  the  computation  so  that 
the  ouQ)ut  will  appear. 
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NAME 

times  -  get  process  and  child  process  times 
SYNOPSIS 

#include  <sys/typesJh> 

^include  <sys/timesJi> 

long  timesObufTer) 
struct  tms  *buffer; 

DESCRIPTION 

times( )  returns  time-accounting  information  for  the  current  process  and  for  the  terminated  child  pH^ocesses 
of  the  current  process.  All  times  are  in  1/HZ  seconds,  where  HZ  is  60. 

This  is  the  structure  returned  by  times: 
struct  tms  { 


time_t 

tms_utime; 

/♦  user  time  */ 

timej 

tms_stime; 

/*  system  time  *1 

time_t 

tms_cutime; 

1*  user  time,  children  */ 

time_t 

tms_cstime; 

!*  system  time,  children  *! 

}; 

This  information  comes  from  the  calling  process  and  each  of  its  terminated  child  processes  for  which  it  has 
executed  a  wait. 

tms_utime  is  the  CPU  time  used  while  executing  instructions  in  the  user  space  of  the  calling  process. 
tms_stime  is  the  CPU  time  used  by  the  system  on  behalf  of  the  calling  process. 
tms_cutime  is  the  sum  of  the  tms_utunes  and  tms_cutimes  of  the  child  processes. 
tms_cstime  is  the  sum  of  the  tms_stimes  and  tms_cstimes  of  the  child  processes. 

RETURN  VALUE 

Upon  successful  completion,  times( )  returns  the  elapsed  real  time,  in  60ths  of  a  second,  since  an  arbitrary 
point  in  the  past  This  point  does  not  change  from  one  invocation  of  timesO  to  another  within  the  same 
process.  If  times( )  fails,  a  -1  is  returned  and  errno  is  set  to  indicate  the  error. 

SEE  ALSO 

time(lV),  getrusage(2),  wait(2),  time(3C) 
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NAME 

ttyslot  -  find  the  slot  in  the  utmp  file  of  the  current  process 

SYNOPSIS 

ttyslotO 

DESCRIPTION 

ttysIotO  returns  the  index  of  the  current  user’s  entry  in  the  /etc/utmp  file.  This  is  accomplished  by  actu¬ 
ally  scanning  the  file  /etc/ttys  the  name  of  the  terminal  associated  with  the  standard  input,  the  standard 
output,  or  the  error  output  (0, 1  or  2). 

FILES 

/etc/ttys 

/etc/utmp 

DIAGNOSTICS 

A  value  of  -1  is  returned  if  an  error  was  encountered  while  searching  for  the  terminal  name  or  if  none  of 
the  above  file  descriptors  is  associated  with  a  terminal  device. 
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NAME 

vprintf,  vfprintf,  vspiintf  -  print  formatted  ouQnit  of  a  varargs  argument  list 

SYNOPSIS 

#mclude  <stdio  Ji> 

#mclude  <varargs.h> 

int  vprintf(format,  ap) 
char  ^format; 
va_list  ap; 

int  vfprintfCstream,  format,  ap) 

FILE  ^stream; 
char  ^format; 
vajist  ap; 

int  vsprintf(s,  format,  ap) 
char  *s,  fformat; 
va_list  ap; 

DESCRIPTION 

vprintf,  vfprintf.  and  vsprintfO  are  the  same  as  printf(3V),  fprintf,  and  sprintf  respectively,  except  that 
instead  of  being  called  with  a  variable  number  of  arguments,  they  are  called  with  an  argument  list  as 
defined  by  varargs(3). 

EXAMPLE 

The  following  demonstrates  how  vfprintf( )  could  be  used  to  write  an  error  routine. 

#include  <stdioJi> 

#include  <varargs.h> 

*  «  * 

I*  error  should  be  called  Uke: 

*  error(fanction_name,  format,  argl,  arg2. . .); 

*  Note  that  function_name  and  format  cannot  be  declared 
separately  because  of  the  definition  of  varargs. 

*1 

/♦VARARGSO*/ 

void 

error  (va_alist) 
va  del; 

{ 

vajist  args; 
char  *fmt; 

va_start(args); 

/*  print  name  of  function  causing  error  */ 

(void)  fprintf(stderr,  "ERROR  in  %s:  ",  va_arg(args,  char  ♦)); 
fmt  =  va_arg(args,  char  *); 

I*  print  out  remainder  of  message  */ 

(void)  vfprintf(stderr,  fmt,  args); 
va_end(args); 

(void)  abortO; 

} 

SEE  ALSO 

printf(3V),  varargs(3) 
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NAME 

intro  -  introduction  to  device  drivers,  prob)cols,  and  network  interfaces 
DESCRIPTION 

This  section  describes  device  drivers,  high-speed  network  interfaces,  and  protocols  available  under  SunOS. 
The  system  provides  drivers  for  a  variety  of  hardware  devices,  such  as  (hsks,  magnetic  tapes,  serial  com¬ 
munication  lines,  mice  and  frame  buffers,  as  well  as  virtual  devices  such  as  pseudo-terminals  and  windows. 
SunOS  provides  hardware  support  and  a  network  interface  for  the  10-Megabit  Ethernet,  along  with  inter¬ 
faces  for  the  IP  protocol  family  and  a  STREAMS-based  Network  Interface  Tap  (NIT)  facility. 

In  addition  to  describing  device  drivers  that  are  supported  by  the  4.3BSD  operating  system,  this  section 
contains  subsections  that  describe: 

•  SunOS-specific  device  drivers,  under  ‘4S  ’ . 

•  Protocol  families,  under  ‘4F’. 

•  Protocols  and  raw  interface,  under  ‘4P’, 

•  STREAMS  modules,  under  ‘4M’. 

•  Network  interfaces,  under  ‘4N’. 

Configuration 

The  SunOS  kernel  can  be  configured  to  include  ch-  omit  many  of  tiie  device  drivers  Ascribed  in  this  section. 
The  CONFIG  section  of  the  manual  page  gives  the  line(s)  to  include  in  the  kernel  configuration  file  for  each 
machine  architecture  on  which  a  device  is  supported.  If  no  specific  architectures  are  indicated,  the 
configuration  syntax  applies  to  all  Sun  systems. 

The  GENERIC  kernel  is  the  default  configuration  for  SunOS.  It  contains  all  of  the  optional  drivers  for  a 
given  machine  architecture.  See  config(8),  for  details  on  configuring  a  new  SunOS  kernel. 

The  manual  page  for  a  device  driver  may  also  include  a  DIAGNOSTICS  section,  listing  error  messages  that 
the  driver  might  produce.  Normally,  these  messages  are  logged  to  the  appropriate  system  1(%  using  the 
kernel’s  standard  message-buffering  mechanism  (see  sysIogd(8));  they  may  also  ^pear  on  the  system  con¬ 
sole. 

loctls 

Various  special  functions,  such  as  querying  or  altering  the  operating  characteristics  of  a  device,  are  per¬ 
formed  by  supplying  appropriate  parameters  to  the  ioctl(2)  system  call.  These  parameters  are  often 
referred  to  as  ‘  ‘iocQs.’  ’  loctls  for  a  specific  device  are  presented  in  the  manual  page  for  that  device.  loctls 
that  pertain  to  a  class  of  devices  are  listed  in  a  manual  page  with  a  name  that  suggests  the  class  of  device, 
and  ending  in  ‘io’,  such  as  mtio(4)  for  magnetic  tape  devices,  or  dkio(4S)  for  disk  controllers.  In  addition, 
some  ioctls  operate  directly  on  higher-level  objects  such  as  files,  terminals,  sockets,  and  streams: 

•  loctls  that  operate  directly  on  files,  file  descriptors,  and  sockets  are  described  in  filio(4).  Note:  the 
fcntl(2)  system  call  is  the  primary  method  for  operating  on  file  descriptors  as  such,  rather  than  on  the 
underlying  files.  Also  note  that  the  setsockopt  system  call  (see  getsockopt(2))  is  the  primary  method 
for  operating  on  sockets  as  such,  rather  than  on  the  underlying  protocol  or  network  int^ace.  loctls  for 
a  specific  network  interface  are  documented  in  the  manual  page  for  that  interfra^e. 

•  loctls  for  terminals,  including  pseudo-terminals,  are  described  in  termio(4).  This  manual  page  includes 
information  about  both  the  BSD  termios  structure,  as  well  as  the  System  V  termio  structure. 

•  loctls  for  STREAMS  are  described  in  streamio(4). 

Devices  Always  Present 

Device  drivers  present  in  every  kernel  include: 

•  The  paging  device;  see  drum(4). 

•  Drivers  for  accessing  physical,  virtual,  and  I/O  space  in  memory;  see  mem(4S). 

•  The  data  sink;  see  null(4). 
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Terminals  and  Serial  Communications  Devices 

Serial  communication  lines  are  normally  supported  by  the  terminal  driver;  see  tty(4).  This  driver  manages 
serial  lines  provided  by  communications  drivers,  such  as  those  described  in  mti(4S)  and  zs(4S).  The  termi¬ 
nal  driver  also  handles  serial  lines  provided  by  virtual  terminals,  such  as  the  Sun  console  monitor  described 
in  consoIe(4S),  and  true  pseudo-terminals,  described  in  pty(4). 

Disk  Devices 

Drivers  for  the  following  disk  controllers  provide  standard  block  and  raw  interfaces  under  SunOS; 

•  SCSI  controllers,  in  sd(4S), 

•  Xylogics  450  and  451 SMD  controllers,  in  xy(4S), 

•  Xylogics  7053  SMD  controllers,  in  xd(4S). 

locds  to  query  or  set  a  disk’s  geometry  and  partitioning  are  described  in  dkio(4S). 

Magnetic  Tape  Devices 

Magnetic  tape  devices  supported  by  SunOS  include  those  described  in  ar(4S),  tm(4S),  st(4S),  and  xt(4S). 
loctls  for  all  tape-device  drivers  are  described  in  intio(4S). 

Frame  Buffers 

Frame  buffer  devices  include  color  frame  buffers  described  in  the  cg*(4S)  manual  pages,  monochrome 
frame  buffers  described  in  the  bw*(4S}  manual  pages,  graphics  processor  interfaces  described  in  the 
gp*(4S)  manual  pages,  and  an  indirect  device  for  the  console  frame  buffer  described  in  fb(4S).  loctls  for 
all  frame-buffer  devices  are  described  in  fbio(4S). 

Miscellaneous  Devices 

Miscellaneous  devices  include  the  console  keyboard  described  in  kbd(4S),  the  console  mouse  described  in 
mouse(4S),  window  devices  described  in  win(4S),  and  the  DES  encryption-chip  interface  described  in 
des(4S). 

Network-Interface  Devices 

SunOS  supports  the  10-Megabit  Ethernet  as  its  primary  network  interface;  see  ec(4S),  ie(4S),  and  Ie(4S)  for 
details.  However,  a  software  loopback  interface,  Io(4)  is  also  supported.  General  properties  of  these  net¬ 
work  interfaces  are  described  in  if(4N),  along  with  the  ioctls  that  operate  on  them. 

Support  for  network  routing  is  described  in  routuig(4N). 

Protocols  and  Protocol  FamUies 

SunOS  supports  both  socket-based  and  STREAMS-based  network  communications.  The  Internet  protocol 
family,  described  in  inet(4F),  is  the  primary  protocol  family  primary  supported  by  SunOS,  although  the 
system  can  support  a  number  of  others.  The  raw  interface  provides  low-level  services,  such  as  packet  frag¬ 
mentation  and  reassembly,  routing,  addressing,  and  basic  transport  for  socket-based  implementations. 
Facilities  for  communicating  using  an  Internet-family  protocol  are  generally  accessed  by  specifying  the 
AF  INET  address  family  when  binding  a  socket;  see  socket(2)  for  details. 

Major  protocols  in  the  Internet  family  include; 

•  The  Internet  Protocol  (IP)  itself,  which  supports  the  universal  datagram  format,  as  described  in  ip(4P). 
litis  is  the  default  protocol  for  SOCK  RAW  type  sockets  within  the  AF_INET  domain. 

•  The  Transmission  Control  Protocol  (TCP);  see  tcp(4P).  This  is  the  default  protocol  for  SOCK  STREAM 
type  sockets. 

•  The  User  Datagram  Protocol  (UDP);  see  udp(4P).  This  is  the  default  protocol  for  SOCK  DGRAM  type 
sockets. 

•  The  Address  Resolution  Protocol  (ARP);  see  arp(4P). 

•  The  Internet  Control  Message  Protocol  (ICMP);  see  icmp(4P). 
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The  Network  Interface  Tap  (NIT)  protocol,  described  in  nit(4P),  is  a  STREAMS-based  facility  fw  accessing 
the  netwOTk  at  the  link  level. 

SEE  ALSO 

fcntl(2),  getsockopt(2),  ioctl(2),  socket(2),  ar(4S),  arp(4P),  dkio(4S),  dram(4),  ec(4S),  fb(4S),  fbio(4S), 
filio(4),  icnip(4P),  if(4N),  inet(4F),  ip(4P),  kbd(4S),  le(4),  lo(4),  nibio(4S),  mein(4S),  inti(4),  mtio(4), 
nlt(4P),  null(4),  pty(4),  routing(4N),  sd{4S),  st(4S)  streamio(4),  tcp(4P),  termio(4),  tm(4S),  tty{4), 
udp(4P),  win(4S),  xd(4S),  xy(4S),  zs(4S) 


LIST  OF  DEVICES,  INTERFACES  AND  PROTOCOLS 

Name 

Appears  on  Page 

Description 

aim 

mcp(4S) 

Asynchronous  Line  Multiplexer 

ar 

ar{4S) 

Archive  1/4  inch  Streaming  Tape  Drive 

arp 

arp(4P) 

Address  Resolution  Protocol 

bk 

bk{4) 

line  discipline  for  machine-machine  communication 

bwone 

bwone(4S) 

Sun-1  black  and  white  frame  buffer 

bwtwo 

bwtwo(4S) 

Sun-3/Sun-2  black  and  white  frame  buffer 

cgfour 

cgfour(4S) 

Sun-3  color  memory  frame  buffer 

cgone 

cgone(4S) 

Sun-1  color  graphics  interface 

cgtbree 

cgthree(4S) 

Sun386i  color  memory  frame  buffer 

cgtwo 

cgtwo(4S) 

Sun-3/Sun-2  color  graphics  interface 

clone 

cIone(4) 

open  any  minor  device  on  a  STREAMS  driver 

console 

console(4S) 

console  driver  and  terminal  emulator  for  the  Sun  workstation 

des 

des(4S) 

DES  encryption  chip  interface 

dkio 

dkio(4S) 

generic  disk  control  operations 

drum 

drum(4) 

paging  device 

ec 

ec(4S) 

3Com  10  Mb/s  Ethernet  interface 

fb 

fb(4S) 

driver  for  Sun  console  frame  buffer 

fbio 

fbio{4S) 

general  properties  of  frame  buffers 

fd 

fd(4S) 

Disk  driver  for  Floppy  Disk  Controllers 

filio 

mio(4) 

ioctls  that  operate  directly  on  files,  file  descriptors,  and  sockets 

fpa 

fpa(4S) 

Sun-3  floating  point  accelerator 

gpone 

gpone(4S) 

Sun-3/Sun-2  graphics  processor 

icmp 

icmp(4P) 

Internet  Control  Message  Protocol 

ie 

ie(4S) 

Intel  10  Mb/s  Ethernet  interface 

if 

if(4N) 

general  properties  of  network  interfaces 

inet 

inet(4F) 

Internet  protocol  family 

ip 

ip{4P) 

Internet  Protocol 

kb 

kb(4M) 

Sun  keyboard  STREAMS  module 

kbd 

kbd(4S) 

Sun  keyboard 

kmem 

mem(4S) 

main  memory  and  bus  I/O  space 

Idterm 

ldterm(4M) 

standard  terminal  STREAMS  module 

Ie 

le(4S) 

Sun-3/50,  Sun-3/60  10MB  Ethernet  interface 

lo 

lo(4) 

software  loopback  network  interface 

lofs 

lofs(4S) 

loopback  virtual  file  system 

mbio 

mem(4S) 

main  memory  and  bus  I/O  space 

mbmem 

mem(4S) 

main  memory  and  bus  I/O  space 

mcp 

mcp(4S) 

MCP  Multijffotocol  Communications  Processor 

mem 

mem(4S) 

main  memory  and  bus  VO  space 

mouse 

mouse(4S) 

Sun  mouse 

ms3 

mouse{4S) 

Sun  mouse 

ms 

ms(4M) 

Sun  mouse  STREAMS  module 

mti 

mti(4S) 

Systech  MTI-800/1600  multi-terminal  interface 

mtio 

mtio(4) 

UNIX  system  magnetic  tape  interface 
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NFS 

nfs(4P) 

network  file  system 

nifjpf 

nit_pf(4M) 

streams  NIT  packet  filtering  module 

nit 

nit(4P) 

Network  Interface  Tap  facility 

nit  buf 

nit  buf(4M) 

streams  NIT  buffering  module 

mt_if 

nit  if(4M) 

streams  NTT  device  interface  module 

null 

nuU(4) 

data  sink 

PP 

PP(4) 

Centronics-con^atible  parallel  printer  port 

ply 

pty{4) 

pseudo  terminal  driver 

root 

root(4S) 

pseudo-driver  for  Sun  root  disk 

routing 

routing(4N) 

system  supporting  for  local  network  p«;ket  routing 

sd 

sd(4S) 

Disk  driver  for  SCSI  Disk  Controllers 

St 

st(4S) 

Sysgen  SC  4000  and  Emulex  MT-02  Tape  Controller 

streamio 

streaniio(4) 

STREAMS  ioctl  commands 

tcp 

tcp(4P) 

Transmission  Control  Protocol 

termio 

termio(4) 

general  terminal  interface 

tm 

tin(4S) 

tapemaster  1/2  inch  tape  drive 

ttcompat 

ttconipat(4M) 

V7/4BSD  compatibility  STREAMS  module 

tty 

tty(4) 

controlling  terminal  interface 

udp 

udp(4P) 

User  Datagram  Protocol 

vniel6dl6 

nieni(4S) 

main  memory  and  bus  I/O  space 

vniel6d32 

niem(4S) 

main  memory  and  bus  I/O  space 

vme24dl6 

meni(4S) 

main  memory  and  bus  I/O  space 

vme24d32 

nieni(4S) 

main  memory  and  bus  I/O  space 

vme32dl6 

nieni(4S) 

main  memory  and  bus  I/O  space 

vme32d32 

nieni(4S) 

main  memory  and  bus  I/O  space 

vp 

vp(4S) 

Ikon  10071-5  Versatec  parallel  printer  interface 

vpc 

vpc(4S) 

Systech  VPC-2200  Versatec  plotter  and  Centronics  printer 

win 

win(4S) 

Sun  window  system 

xd 

xd(4S) 

Disk  driver  for  Xylogics  7053  SMD  Disk  Controller 

xt 

xt(4S) 

Xylogics  472  1/2  inch  tape  controller 

xy 

xy(4S) 

Disk  driver  for  Xylogics  SMD  Disk  Controllers 

zero 

zero(4S) 

source  of  zeroes 

zs 

zs(4S) 

Zilog  8530  see  serial  comunications  driver 
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NAME 

ar  -  Archive  1/4  inch  Streaming  Tq)e  Drive 

CONFIG  —  SUN-2  SYSTEM 

device  arO  at  mbio  ?  csr  0x200  priority  3 
device  arl  at  mbio  ?  csr  0x208  priority  3 

AVAILABILITY 

Sun-2,  Sun-3,  and  Sun-4  systems  cnily. 

DESCRIPTION 

The  Archive  tape  ctwitroller  is  a  Sun  ‘QIC-IF  interface  to  an  Archive  streaming  t^  drive.  It  jwovides  a 
standard  tape  interface  to  the  device,  see  mtio(4),  with  some  deficiencies  listed  und»  BUGS  below. 

The  maximum  blocksize  for  the  raw  device  is  limited  only  by  available  memory. 

FILES 

/dev/rar* 

/dev/nrar*  non-rewinding 

SEE  ALSO 

mtio(4) 

DIAGNOSTICS 

ar^':  would  not  initialize 

ar’":  already  open 

The  tape  can  be  open  by  only  one  process  at  a  time 
ar'":  no  such  drive 
ar*:  no  cartridge  in  drive 
ar*:  cartridge  is  write  protected 
ar:  interrupt  firom  unitialized  controller  %x 
ar*:  many  retries,  consider  retiring  this 
ar*:  %h  errw  at  block  # 
ar*:  %b  error  at  block  # 
ar:  giving  up  on  Rdy,  try 

BUGS 

The  cannot  reverse  direction  so  the  BSF  and  BSR  ioctls  are  not  siqrported. 

The  FSR  ioctl  is  not  supported. 

The  system  will  hang  if  the  tape  is  removed  while  running. 

When  using  the  raw  device,  the  number  of  bytes  in  any  given  transfer  must  be  a  multiple  of  512  b3rties.  If  it 
is  not,  the  device  driver  returns  an  error. 

The  driver  will  only  write  an  EOF  mark  on  close  if  the  last  operation  was  a  write,  without  regard  for  the 
mode  used  when  opening  the  file.  This  delete  empty  files  on  a  raw  tape  copy  operation. 
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NAME 

aip  -  Addiess  Resolution  Protocol 

CONFIG 

pseudo-device  ether 
SYNOPSIS 

#include  <sys/socketh> 

#include  <net/if_arp.li> 

#include  <netinet/iii.h> 

s  =  socket(AF_INET,  SOCK_DGRAM,  0); 

DESCRIPTION 

ARP  is  a  protocol  used  to  dynamically  map  between  DARPA  Internet  Protocol  (IP)  and  lOMb/s  Ethernet 
addresses.  It  is  used  by  all  the  lOMb/s  Ethernet  interface  diiv^.  It  is  not  specific  to  the  Intmiet  Protocol 
or  to  the  lOMb/s  Ethernet,  but  this  implem«itation  currently  supports  only  that  combination. 

ARP  caches  IP-to-Ethemet  address  mappings.  When  an  interface  requests  a  mapping  fcnr  an  address  not  in 
the  cache,  ARP  queues  the  message  which  requires  the  mapping  and  tooadcasts  a  message  on  the  associ¬ 
ated  network  requesting  the  address  mapping.  If  a  response  is  provided,  the  new  mapping  is  cached  and 
any  pending  message  is  transmitted.  ARP  will  queue  at  most  one  packet  while  waiting  for  a  moping 
request  to  be  responded  to;  only  the  most  recently  “transmitted”  packet  is  kept. 

To  facilitate  communications  with  systems  which  do  not  use  ARP,  ioctls  are  provided  to  enter  and  delete 
entries  in  the  IP-to-Ethemet  tables. 

USAGE 

#inclade  <sys/sockio.h> 

#include  <sys/socket.h> 

#include  <netfif Ji> 

#include  <netfif_arp.h> 
struct  arpreq  arpreq; 
ioctl(s,  SIOCSARP,  (caddr_t)&arpreq); 
ioctI(s,  SIOCGARP,  (caddr_t)&arpreq); 
ioctl(s,  SIOCDARP,  (caddr_t)&arpreq); 

Each  iocd  takes  the  same  stmcture  as  an  argument  SIOCSARP  sets  an  ARP  entry,  SIOCGARP  gets  an  ARP 
entry,  and  SIOCDARP  deletes  an  ARP  entry.  These  ioctls  may  be  applied  to  any  socket  descriptor  s,  but 
only  by  the  super-user.  The  arpreq  stmcture  contains: 

I* 

*  ARP  iocti  request 
*1 

struct  arpreq  { 


struct  sockaddr  arp_pa; 

1*  protocol  address  */ 

struct  sockaddr  arp_ha; 

/*  hardware  address  *l 

int  arp_flags; 

1. 

/*  flags  ♦/ 

J9 

/*  arp_flags  field  values  «/ 

^define  ATF_COM 

0x2 

/*  completed  entry  (arp_lia  valid)  *f 

#de<ine  ATE^PERM 

0x4 

/*  permanent  entry  */ 

#define  ATF_PUBL 

0x8 

/*  publish  (respond  for  other  host)  ♦/ 

#define  ATF_USETRAILERS 

0x10  /*  send  trailer  packets  to  host 

The  address  family  for  the  arp_pa  sockaddr  must  be  AF_INET;  for  the  arp_lia  sockaddr  it  must  be 
AF_UNSPEC.  The  only  flag  bits  which  may  be  written  are  ATF_PERM,  ATF_PUBL  and 
ATF_USETRAILERS.  ATF_PERM  makes  the  entry  permanent  if  the  iocti  call  succeeds.  The  peculiar 
nature  of  the  ARP  tables  may  cause  the  iocti  to  fail  if  more  than  6  (permanent)  IP  addresses  hash  to  the 
same  slot.  ATF_PUBL  specifies  that  the  ARP  code  should  respond  to  ARP  requests  for  the  indicated  host 
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coming  from  other  machines.  This  allows  a  host  to  act  as  an  “ARP  server’’  which  may  be  useful  in  con¬ 
vincing  an  ARP-only  machine  to  talk  to  a  non- ARP  machine. 

ARP  is  also  used  to  negotiate  the  use  of  trailer  IP  encapsulations;  trailers  are  an  alternate  encapsulation  used 
to  allow  efficient  packet  alignment  for  large  packets  despite  variable-sized  headers.  Hosts  which  wish  to 
receive  trailer  encapsulations  so  indicate  by  sending  gratuitous  ARP  translation  replies  along  with  replies  to 
IP  requests;  they  are  also  sent  in  reply  to  IP  translatitm  replies.  The  negotiation  is  thus  fully  symmetrical,  in 
that  either  or  both  hosts  may  request  trailers.  The  ATF_USETRA1LERS  flag  is  used  to  record  the  receipt  of 
such  a  reply,  and  enables  the  transmission  of  trailer  packets  to  that  host. 

ARP  watches  passively  for  hosts  impersonating  the  local  host  (that  is,  a  host  which  responds  to  an  ARP 
mapping  request  for  the  local  host’s  ^dress). 

SEE  ALSO 

ec(4S),  ie(4S),  inet(4F),  arp(8C),  ifconfig(8C) 

Plummer,  Dave,  “An  Ethernet  Address  Resolution  Protocol  -or-  Converting  Network  Protocol  Addresses 
to  48. bit  Ethernet  Addresses  for  Transmission  on  Ethernet  Hardware  ”  RFC  826,  Network  htformation 
Center,  SRI  International,  Menlo  Park,  Calif.,  November  1982.  (Sun  800-1059-10) 

Leffler,  Sam,  and  Michael  Karels,  "Trailer  Encapsulations,"  RFC  893,  Network  Information  Crater,  SRI 
International,  Menlo  Park,  Calif.,  April  1984. 

DIAGNOSTICS 

duplicate  IP  address!!  sent  from  ethernet  address:  %x:%x:%x:%x:%x:%x.  ARP  has  discovered 
anothra  host  on  the  local  network  which  responds  to  mapping  requests  for  its  own  Internet  address. 

BUGS 

ARP  packets  on  the  Ethernet  use  only  42  bytes  of  data,  howevra,  the  smallest  legal  Ethernet  packet  is  60 
bytes  (not  including  CRC).  Some  systems  may  not  enforce  the  minimum  packet  size,  othras  will. 
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NAME 

bk  -  line  discipline  for  machine-machine  communicaticm 

SYNOPSIS 

pseudo-device  bk 

DESCRIPTION 

This  line  discipline  provides  a  replacment  for  the  tty  drivo*  tty(4)  when  high  speed  output  to  and  espe¬ 
cially  input  from  another  machine  is  to  be  transmitted  over  an  asynchronous  communications  line.  The  dis¬ 
cipline  was  designed  for  use  by  a  (now  obsolete)  store-and-forward  local  network  running  ova*  smal  lines. 
It  may  be  suitable  for  uplo^ng  of  data  from  microprocessors  into  the  system.  If  you  are  going  to  send 
data  over  asynchronous  communications  lines  at  high  speed  into  the  system,  you  must  use  this  discipline, 
as  the  system  otherwise  may  detect  high  input  data  rates  on  terminal  lines  and  disable  the  lines;  in  any  case 
the  processing  of  such  data  wh^  normal  terminal  mechanisms  are  involved  saturates  the  system. 

The  line  discipline  is  enabled  by  a  sequence: 

#include  <sgttyJi> 

int  Idtec  =  NETLDISC,  ffldes; . . . 

ioctl(fildes,  TIOCSETD,  &ldisc); 

A  typical  ^plication  program  then  reads  a  sequence  of  lines  from  the  terminal  port,  checking  header  and 
sequencing  information  on  each  line  and  acknowledging  receipt  of  each  line  to  the  sender,  who  then 
transmits  anoth^  line  of  data.  Typically  several  hundred  bytes  of  data  and  a  smaller  amount  of  control 
information  will  be  received  on  each  handshake. 

The  old  standard  teletype  discipline  can  be  restored  by  doing: 

Idisc  =  OTTYDISC; 
ioctlffUdes,  TIOCSETD,  &ldisc); 

While  in  networked  mode,  normal  teletype  output  functions  take  place.  Thus,  if  an  8  bit  output  data  path  is 
desired,  it  is  necessary  to  prepare  the  output  line  by  putting  it  into  RAW  mode  using  ioctl(2).  This  must  be 
done  before  changing  the  discipline  with  TIOCSETD,  as  most  ioctl(2)  calls  are  disabled  while  in  network 
line-discipline  mode. 

When  in  netwwk  mode,  input  processing  is  very  limited  to  reduce  overhead.  Currently  the  input  path  is 
only  7  bits  wide,  with  newline  the  only  character  terminating  an  input  record.  Each  input  record  must  be 
read  and  acknowledged  before  the  next  input  is  read  as  the  system  refuses  to  accept  any  new  data  when 
there  is  a  record  in  the  buffer.  The  buffo'  is  limited  in  length,  but  the  system  guarantees  to  always  be  wil¬ 
ling  to  accept  input  resulting  in  S12  data  charactos  and  then  the  terminating  newline. 

User  level  programs  should  {sovide  sequencing  and  checksums  on  the  information  to  guarantee  accurate 
data  transfer. 

SEE  ALSO 

ioctI(2),  tty(4) 
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NAME 

bwone  -  Sun-1  black  and  white  frame  buffw 

CONFIG  —  SUN-2  SYSTEM 

device  bwoneO  at  mbmem  ?  csr  OxcOOOO  priwity  3 

DESCRIPTION 

The  bwone  interface  provides  access  to  Sun-1  system  black  and  white  gn^hics  controller  boards.  It  sup¬ 
ports  the  ioctls  descril^  in  fbio(4S). 

FILES 

/dev/bwoneIO-91 
SEE  ALSO 

niniap(2),  fb(4S),  fbio(4S) 

BUGS 

Use  of  vertical-retrace  interrupts  is  not  supported. 

The  video  state  returned  by  the  FBIOGVIDEO  iocU  may  be  incOTrect.  It  is  not  possible  for  the  driver  to 
determine  the  state  of  the  hardware  video  enable  bit,  so  it  reports  the  last  state  stored  by  the  FBIOSVIDEO 
ioctl.  User  processes  which  map  the  frame  buffw  can  direcdy  enable  or  disable  the  video,  unknown  to  the 
driver. 
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NAME 

bwtwo  -  Sun-3/Sun-2  bl£K;k  and  white  frame  buffa* 

CONFIG  —  SUN-3  SYSTEM 

device  bwtwoO  at  obmem  1  csr  OxffOOOOOO  priority  4 
device  bwtwoO  at  obmem  2  csr  0x100000  priority  4 
device  bwtwoO  at  obmem  3  csr  0x17000000  priority  4 
device  bwtwoO  at  obmem  4  csr  OxffOOOOOO 
device  bwtwoO  at  obmem  7  csr  OxffOOOOOO  priority  4 

The  first  synopsis  line  given  above  should  be  used  to  generate  a  kernel  for  a  Sun-3/75,  Sun-3/140  or  Sun- 
3/160  system;  the  second,  for  a  Sun-3/50  system;  the  third,  for  a  Sun-3/260  system;  the  fourth,  for  a  Sun- 
3/1  10  system;  and  the  fifth,  for  a  Sun-3/60  system. 

CONFIG  —  SUN-2  SYSTEM 

device  bwtwoO  at  obmem  1  csr  0x700000  priority  4 
device  bwtwoO  at  obio  2  csr  0x0  priority  4 

The  first  synopsis  line  given  above  should  be  used  to  graorate  a  kmiel  for  a  Sun-2/120  or  Sun-2/170  sys¬ 
tem;  the  second,  for  a  Sun-2/50  or  Sun-2/160  system. 

CONFIG  —  Sun386l  SYSTEM 

device  bv^oO  at  obmem  ?  csr  OxA0200000 

DESCRIPTION 

The  bwtwo  interface  provides  access  to  Sun  monochrome  memory  frame  buffers.  It  supports  the  ioctls 
described  in  fbio(4S). 

If  flags  0x1  is  specified,  frame  buffer  write  operations  are  buffered  through  regular  high-speed  RAM.  This 
“copy  memory”  mode  of  operation  speeds  frame  buffa*  accesses,  but  consumes  an  extra  128K  bytes  of 
memory.  Only  Sun-2,  Sun-3/75,  and  Sun-3/160  systems  support  copy  memory;  on  other  systems  a  warning 
message  is  printed  and  the  flag  is  ignored. 

Reading  ex  writing  to  the  frame  buffer  is  not  allowed  —  you  must  use  the  mmap(2)  system  call  to  map  the 
board  into  your  address  space. 

FILES 

/dev/bwtwo[0-9] 

SEE  ALSO 

mmap(2),  cgfour(4S),  fb(4S),  fbio(4S) 

BUGS 

Use  of  vertical-retrace  interrupts  is  not  supported. 
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NAME 

cgfour  -  Sun-3  color  mranory  firame  buffCT 

CONFIG  —  SUN-3  SYSTEM 

device  cgfourO  at  obmem  4  csr  OxffOOOOOO  priority  4 
device  cgfourO  at  obmem  7  csr  OxffOOOOOO  priority  4 

The  first  synopsis  line  given  should  be  used  to  generate  a  kernel  for  die  Sun-3/110  system;  the  second,  for  a 
Sun-3/60  syston. 

DESCRIPnON 

The  cgfour  is  a  color  memory  frame  buffer  with  a  monochrome  overlay  plane  and  an  overlay  enable  plane 
implemented  on  the  Sun-3/110  system  and  some  Sun-3/60  system  models.  It  pnvides  the  standard  frame 
buffer  interface  as  defined  in  fbio(4S). 

In  additicm  to  the  ioctls  described  under  fbio(4S),  the  cgfour  int^ace  responds  to  two  cgfour-specific 
colormap  ioctls,  FBIOPUTCMAP  and  FBIOGETCMAP.  FBIOPUTCMAP  returns  no  infonnation  other  than 
success/failure  using  the  iocd  return  value.  FBIOGETCMAP  returns  its  information  in  the  arrays  pointed  to 
by  the  red,  green,  and  blue  members  of  its  fbcmap  structure  argument;  fbcmap  is  defined  in  <sun/fbio.h> 
as: 

struct  fbcmap  { 


int 

index; 

/♦  first  element  (0  origin)  ♦/ 

int 

count; 

/♦  number  of  elements  ♦/ 

unsigned  char 

♦red; 

/♦  red  color  map  elements  ♦/ 

unsigned  char 

♦green; 

/♦  green  color  map  elements  */ 

unsigned  char 

♦blue; 

/♦  blue  color  map  elements  ♦/ 

}; 

The  driver  uses  color  board  vertical-retrace  interrupts  to  load  the  colormap. 

The  Sun-3/60  system  has  an  overlay  plane  colorms^,  which  is  accessed  by  encoding  the  plane  group  into 
the  index  value  with  the  PIX_GROUP  macro  (see  <pixrect/pr_pIanegroups.h>). 

FILES 

/dev/cgfourO 

SEE  ALSO 

mmap(2),  fbio(4S) 
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NAME 

cgone  -  Sun-I  colcff  graphics  interfece 

CONFIG  —  SUN-2  SYSTEM 

device  cgoneO  at  mbmem  ?  csr  OxecOOO  priority  3 

DESCRIPTION 

The  cgone  interface  provides  access  to  the  Sun-I  system  color  grt^hics  controll^  board,  which  is  normally 
supplied  with  a  13”  or  19”  RS170  colcff  monitor.  It  provides  the  standard  frame  buffi^  interface  as 
defined  in  fbio(4S). 

It  supports  the  FBIOGPIXRECT  ioctl  which  allows  SunView  to  be  run  on  it;  see  fbio(4S) 

The  hardware  consumes  16  kilobytes  of  Multibus  memray  space.  The  board  starts  at  standard  addresses 
OxESOOO  or  OxECOOO.  The  board  must  be  configured  for  intmrupt  level  3. 

FILES 

/dev/cgone[0-9] 

SEE  ALSO 

niniap(2),  fbio(4S) 

BUGS 

Use  of  color  board  vertical-retrace  interrupts  is  not  supported. 
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NAME 

cgthree  -  Sun386i  color  memory  frame  buffer 
CONFIG 

device  cgthreeO  at  obmem  ?  csr  OxA0400000 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPnON 

Cgthree  is  a  color  memory  frame  buffo*.  It  {xovides  the  standard  frame  buffer  interface  as  defined  in 
fbio(4S). 

In  addition  to  the  iocds  described  undo:  fbio(4S),  the  cgthree  interface  resprmds  to  two  cgthree-specific 
colormap  ioctl(2)  parameters,  FBIOPUTCMAP  and  .SB  FBIOGETCMAP.  FBIOPUTCMAP  returns  no  infor¬ 
mation  other  than  success/failure  via  the  ioctl  return  value.  FBIOGETCMAP  returns  its  information  in  the 
arrays  pointed  to  by  the  red,  green,  and  blue  members  of  its  fbcmap  structure  argument;  fbcmap  is  defined 
in  <sun/fbio.h>  as: 

struct  fbcmap  { 


int 

index; 

/♦  first  eiement  (0  origin)  ♦/ 

int 

count; 

/♦  number  of  elements  ♦/ 

unsigned  char 

♦red; 

/♦  red  color  map  elements  ♦/ 

unsigned  char 

♦green; 

/♦  green  color  map  elements  ♦/ 

unsigned  char 

♦blue; 

/♦  blue  color  map  elements  ♦/ 

}; 

FILES 

/dev/cgthreeO 

SEE  ALSO 

mmap(2),  fbio(4S) 
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NAME 

cgtwo  -  Sun-3/Sun-2  color  graphics  interfiace 

CONFIG  —  SUN.3  SYSTEM 

cgtwoO  at  vme24dl6  ?  csr  0x400000 

CONFIG — si:n-2  system 

CgtwoO  at  vme24  ?  csr  0x400000 

DESCRIPTION 

The  cgtwo  interface  provides  access  to  the  Sun-3/Sun-2  system  color  graphics  controll^  board,  which  is 
normally  supplied  with  a  19”  66  Hz  non-interlaced  color  monitor.  It  provides  the  standard  frame  buffer 
interface  as  defined  in  fbio(4S). 

The  hardware  consumes  4  megabytes  of  VME  bus  address  space.  The  board  starts  at  standard  address 
0x400000.  The  board  must  be  configured  for  interrupt  level  3. 

FILES 

/dev/cgtwotO-9] 

SEE  ALSO 

mraap(2),  fbio(4S) 
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NAME 

clone  -  open  any  minor  device  on  a  STREAMS  driver 
DESCRimON 

clone  is  a  STREAMS  software  driver  that  finds  and  opens  an  unused  minw  device  on  another  STREAMS 
driver.  The  minor  device  passed  to  chme  during  the  open  operation  is  interpreted  as  the  major  device 
number  of  another  STREAMS  driver  for  which  an  unused  minor  device  is  to  be  obtained.  Each  such  open 
results  in  a  separate  stream  to  a  previously  unused  minor  device. 

The  clone  driver  supports  only  an  open(2V)  functicm.  This  open  function  performs  all  of  the  necessary 
work  so  that  subsequent  system  calls  (including  close(2))  require  no  further  involvement  of  the  clone 
driver. 

ERRORS 

clone  generates  an  ENXIO  error,  without  opening  the  device,  if  the  minor  device  number  provided  does  not 
ccsrespond  to  a  valid  majm*  device,  or  if  the  driver  indicated  is  not  a  STREAMS  driv^. 

CAVEATS 

Multiple  opens  of  the  same  minor  device  are  not  supported  through  the  clone  interface.  Executing  stat(2) 
on  the  file  system  node  for  a  cloned  device  yields  a  different  result  than  does  executing  fstat  using  a  file 
descriptcH'  obtained  fixnn  opening  that  node. 

SEE  ALSO 

close(2),  open(2V),  stat(2) 
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NAME 

console  -  console  driver  and  terminal  emulator  for  the  Sun  workstation 
CONFIG 

None;  included  in  standard  system. 

SYNOPSIS 

#mclude  <fcntLh> 

^include  <sys/termios.h> 
open(‘Vdev/console’%  mode); 

DESCRIPTION 

cmisole  is  an  indirect  driver  for  the  Sun  console  terminal.  On  a  Sun  workstation,  this  driver  refers  to  the 
workstation  console  driv^,  which  implements  a  standard  UNIX  system  terminal.  On  a  Sun  server  without  a 
keyboard  or  a  frame  buffer,  this  driver  refers  to  the  CPU  soial  port  driver  (zs(4S));  a  terminal  is  normally 
cormected  to  this  port 

The  workstation  ccxisole  does  not  support  any  of  the  terinio(4)  device  control  functions  specified  by  flags 
in  the  c_cflag  word  of  the  termios  structure  ra*  by  the  IGNBRK,  IGNPAR,  PARMRK,  or  INPCK  flags  in  the 
c_iflag  word  of  the  termios  structure,  as  these  functions  apply  only  to  asynchronous  serial  ports.  All  other 
termio(4)  functions  must  be  porformed  by  STREAMS  modules  pushed  atop  the  drivor;  when  a  slave  device 
is  opened,  the  Idterm(4M)  and  ttcompat(4M)  STREAMS  modules  are  automatically  pushed  on  top  of  the 
stream,  providing  the  standard  termio(4)  interface. 

The  workstation  console  driver  calls  the  PROM  resid^t  monitor  to  output  data  to  the  console  frame  buffer. 
Keystrokes  from  the  CPU  serial  port  to  which  the  keyboard  is  connected  are  routed  through  the  keyboard 
STREAMS  module  (kb(4M))  and  treated  as  input 

When  the  Sun  window  system  win(4S)  is  active,  console  input  is  directed  through  the  window  system 
rath»  than  being  treated  as  input  by  the  workstation  console  driver. 

lOCTLS 

An  iocd  noccONS  can  be  applied  to  pseudo-terminals  (pty(4))  to  route  ou^ut  that  would  normally 
appear  on  the  console  to  the  pseudo-terminal  instead.  Thus,  the  window  system  does  a  TIOCCONS  on  a 
pseudo-tominal  so  that  the  system  will  route  console  ouQrut  to  the  window  to  which  that  pseudo-terminal 
is  commected,  rather  than  rtnidng  output  through  the  PROM  monitor  to  the  screen,  since  routing  output 
through  the  PROM  monitor  destroys  tte  integrity  of  the  saeen.  Note:  when  you  use  TIOCCONS  in  this 
way,  the  ccmsole  input  is  routed  from  the  pseudo-terminal  as  well. 

If  a  TIOCCONS  is  performed  on  /dev/console,  or  the  pseudo-taminal  to  which  console  output  is  being 
routed  is  closed,  output  to  the  console  will  again  be  routed  to  the  workstation  console  driver. 

ANSI  STANDARD  TERMINAL  EMULATION 

The  Sun  Workstation’s  PROM  monitor  provides  routines  that  emulates  a  standard  ANSI  X3.64  terminal. 

Note:  the  VTIOO  also  follows  the  ANSI  X3.64  standard  but  both  the  Sun  and  the  VTIOO  have  nonstandard 
extensions  to  the  ANSI  X3.64  standard.  The  Sun  terminal  emulator  and  the  VTIOO  are  not  compatible  in 
any  true  sense. 

The  Sun  console  displays  34  lines  of  80  ASCII  characters  per  line,  with  scrolling,  (jc,  y)  cursor  addressabil¬ 
ity,  and  a  number  of  other  control  functions. 

The  Sun  console  displays  a  non-blinking  block  cursor  which  marks  the  current  line  and  charact^  position 
on  the  screen.  ASCII  characters  between  0x20  (space)  and  OxTE  (tilde)  inclusive  are  printing  charactm  — 
whai  one  is  written  to  the  Sun  craisole  (and  is  not  part  of  an  escape  sequence),  it  is  displayed  at  the  current 
cursor  position  and  the  cursor  moves  one  position  to  the  right  on  the  current  line.  If  the  cursor  is  already  at 
the  right  edge  of  the  screen,  it  moves  to  the  first  character  positicai  on  the  next  line.  If  the  cursor  is  already 
at  the  right  edge  of  the  screen  on  the  bottom  line,  the  Line-feed  function  is  performed  (see  control-! 
below),  which  scrolls  the  screen  up  by  one  or  more  lines  <»  wraps  around,  before  moving  the  cursor  to  the 
first  character  position  on  the  next  line. 
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Contrd  Sequence  Syntax 

The  Sun  console  defines  a  number  of  control  sequences  which  may  occur  in  its  input  When  such  a 
sequence  is  written  to  the  Sun  console,  it  is  not  displayed  on  the  screen,  but  effects  some  control  function 
as  described  below,  for  example,  moves  the  cursor  or  sets  a  display  mode. 

Some  of  the  control  sequences  consist  of  a  single  character.  The  notation 
controt-X 

for  some  character  X ,  rqpresents  a  control  character. 

Other  ANSI  control  sequoices  are  of  the  form 
ESC  [  <params  >  <char  > 

Spaces  are  included  only  for  readability;  these  charm:ters  must  occur  in  the  given  sequence  without  the 
intervening  spaces. 

ESC  rqiresents  the  ASCII  escape  character  (ESC,  control-[,  OxlB). 

[  The  next  character  is  a  left  square  Ixacket  *[’  (OxSB). 

<params> 

are  a  sequence  of  zero  or  more  decimal  numbers  made  up  of  digits  between  0  and  9,  separated  by 
semicolons. 

<char>  represents  a  function  character,  which  is  different  for  each  ccxitrol  sequence. 

Some  examples  of  syntactically  valid  escape  sequences  are  (again,  ESC  represent  the  single  ASCII  char^ter 
‘Escape’): 

ESC  [m  select  graphic  rendition  with  defcadt  parameter 

ESC  [7m  select  graphic  rendition  with  reverse  image 

ESC  [33;54H  set  cursor  position 

ESC  [  123;456;0;;3;B  move  cursor  down 

Syntactically  valid  ANSI  escape  sequences  which  are  not  currently  inteqxeted  by  the  Sun  console  are 
ignored.  Control  characters  which  are  not  currently  int^reted  by  the  Sun  console  are  also  ignored. 

Each  control  function  requires  a  specified  numb^  of  parameters,  as  noted  below.  If  fewer  parameters  are 
supplied,  the  remaining  parameters  default  to  1,  except  as  noted  in  the  descriptions  below. 

If  more  than  the  required  number  of  parameters  is  supplied,  only  the  last  n  are  used,  where  it  is  the  number 
required  by  that  particular  command  characto'.  Also,  parameters  which  are  omitted  or  set  to  zero  are  reset 
to  the  default  value  of  1  (except  as  noted  below). 

Consider,  for  example,  the  command  character  M  which  requires  one  parameto'.  ESC[;M  and  ESC[0M 
and  ESC[M  and  ESC[23;1S;32;1M  are  all  equivalent  to  ESC[1M  and  provide  a  paramet^  value  of  1. 
Note:  ESC[;5M  (interpreted  as  ‘ESC[5M’)  is  not  equivalent  to  ESC[5;M  (interpreted  as  ‘ESC[5:1M’) 
which  is  ultimately  int^ieted  as  ‘ESC[  IM’). 

In  the  syntax  descriptions  below,  parameters  are  represented  as  *#’  or  ‘#1;#2’. 

ANSI  Control  Functrons 

The  following  paragraphs  specify  the  ANSI  control  functicHis  implemented  by  the  Sun  console.  Each 
descriptitxi  gives: 

•  die  control  sequence  syntax 

•  the  hex  equivalent  of  control  charact^  where  applicable 

•  the  control  function  name  and  ANSI  or  Sun  abbreviation  (if  any). 

•  description  of  parameters  required,  if  any 

•  description  of  the  control  function 

•  for  functions  which  set  a  mode,  the  initial  setting  of  the  mode.  The  initial  settings  can  be 
restored  with  the  SUNRESET  escape  sequence. 
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Contrfd  Character  Functicms 
COTtroWJ  (0x7)  BeU  (BEL) 

The  Sun  Woiicstation  Model  100  and  lOOU  is  not  equipped  with  an  audible  bell.  It  ‘rings  the  bell’ 
by  flashing  the  entire  screen.  The  Sun-2  models  have  an  audible  bell  which  beeps.  The  window 
system  flashes  the  window. 

control-H  (0x8)  Backspace  (BS) 

The  cursor  moves  one  positicm  to  the  left  on  the  current  Une.  If  it  is  already  at  the  left  edge  of  the 
screen,  nothing  hq^pens. 

control-I  (0x9)  Tab  (TAB) 

Hie  cursor  moves  right  on  the  current  line  to  the  next  tab  stop.  The  tab  stops  are  fixed  at  every 
multiple  of  8  columns.  If  the  cursor  is  already  at  the  right  edge  of  the  screen,  nothing  happens; 
otherwise  tlie  cursor  moves  right  a  minimum  of  one  and  a  maximum  of  eigfit  character  positions. 

control-J  (OxA)  Line-feed  (LF) 

The  cursor  moves  down  one  line,  remaining  at  the  same  character  position  on  the  line.  If  the  cm- 
sor  is  already  at  the  bottom  line,  the  screen  either  scrolls  up  or  “wraps  around’’  depending  on  the 
setting  of  an  internal  variable  S  (initially  1)  which  can  be  changed  by  the  ESC[r  control  sequence. 
If  5'  is  greater  than  zero,  the  entire  screen  (including  the  cursor)  is  scrolled  up  by  S  lines  before 
executing  the  line-feed.  The  top  S  lines  scroll  off  the  screen  and  are  lost.  S  new  blank  lines  scroll 
onto  the  bottom  of  the  screen.  After  scrolling,  the  line-feed  is  executed  by  moving  the  cursor 
down  one  line. 

If  S  is  zero,  ‘wrap-around’  mode  is  entered.  ‘ESC  [  1  r’  exits  back  to  scroll  mode.  If  a  line-feed 
occurs  on  the  bottom  line  in  wr^  mode,  the  curso*  goes  to  the  same  character  position  in  the  top 
line  of  the  screen.  When  any  line-feed  occurs,  the  line  that  the  cursor  moves  to  is  cleared.  This 
means  that  no  scrolling  occurs.  Wrap-around  mode  is  not  implemented  in  the  window  system. 

The  screen  scrolls  as  fast  as  possible  depending  on  how  much  data  is  backed  up  waiting  to  be 
printed.  Whenever  a  scroll  must  take  place  and  the  cxmsole  is  in  normal  i^nroll  mode  (‘ESC  [  1  r’), 
it  scans  the  rest  of  the  data  awaiting  printing  to  see  how  many  line-feeds  occur  in  it.  This  scan 
stops  when  any  control  character  from  the  set  {VT,  FF,  SO,  SI,  DLE,  DCl,  DC2,  DC3,  DC4,  NAK, 
SYN,  ETB,  CAN,  EM,  SUB,  ESC,  FS,  GS,  RS,  US)  is  found.  At  that  point,  the  screen  is  scrolled  by 
N  lines  (N  ^  1)  and  pocessing  continues.  The  scanned  text  is  still  processed  normally  to  fill  in  the 
newly  created  lines.  This  results  in  much  faster  scrolling  with  scrolling  as  long  as  no  esctqre  codes 
or  other  control  characters  are  intermixed  with  the  text. 

See  also  the  discussion  of  the  ‘Set  scrolling’  (ESCIr)  ccxitrol  function  below. 
control-K  (OxB)  Reverse  Line-feed 

The  cursor  moves  up  one  line,  remaining  at  the  same  character  position  on  the  line.  If  the  cursor 
is  already  at  the  top  line,  nothing  happens. 

control-L  (OxQ  Form-feed  (FF) 

The  cursor  is  positioned  to  the  Home  position  (upper-left  ccmier)  and  the  entire  screen  is  cleared. 
control-M  (OxD)  Return  (CR) 

The  cursor  moves  to  the  leftmost  character  position  on  the  current  line. 

Escape  Sequence  Functions 
ctHitrol-[  (OxlB)  Escape  (ESC) 

This  is  the  escape  character.  Escape  initiates  a  multi-character  control  sequence. 

ESC  [#@  Insert  Character  (ICH) 

Takes  one  parameter,  #  (default  1).  Inserts  #  spaces  at  the  current  curscx*  position.  The  tail  of  the 
current  line  starting  at  the  current  cursor  position  itKlusive  is  shifted  to  the  right  by  #  character 
positions  to  make  room  for  the  spaces.  The  rightmost  #  character  positions  shift  off  the  line  and 
are  lost  The  position  of  the  cursor  is  unchanged. 
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ESC  [#A  Cursor  Up  (CUU) 

Tfdces  one  parameter,  #  (de&ult  1).  Moves  the  cursor  up  #  lines.  If  the  cursor  is  fewa*  than  # 
lines  &om  the  top  of  the  scre^,  moves  the  cutsot  to  the  topmost  line  on  the  screen.  The  character 
position  of  the  curscu:  on  the  line  is  unchanged. 

ESC  [#B  CursOT  Down  (CUD) 

Takes  one  parametra',  #  (default  1).  Moves  the  cursor  down  #  lines.  If  the  cursor  is  fewer  than  # 
lines  firom  the  bottom  of  the  screen,  move  the  cursw  to  the  last  line  on  the  screen.  The  character 
position  of  the  cutsot  on  the  line  is  unchanged. 

ESC  [#C  Cursor  Forward  (CUF) 

Takes  one  parameter,  #  (default  1).  Moves  the  cursor  to  the  right  by  #  character  positions  on  the 
current  line.  If  the  cursor  is  fewo*  than  #  positions  from  the  right  ^ge  of  the  screen,  moves  the 
cursor  to  the  rightmost  position  on  the  current  line. 

ESC  [#D  Cursor  B^kward  (CUB) 

Takes  one  paramet^,  #  (default  1).  Moves  the  cursor  to  the  left  by  #  character  positions  on  the 
current  line.  If  the  cursor  is  fewer  than  #  positions  from  the  left  edge  of  the  screen,  moves  the  cur¬ 
sor  to  the  leftmost  position  on  the  current  line. 

ESC  [#E  CursOT  Next  Line  (CNL) 

Takes  one  parameto*,  #  (default  1).  Positions  the  cursor  at  the  leftmost  character  position  cm  the 
#-th  line  below  the  current  line.  If  the  current  line  is  less  than  #  lines  from  the  bottom  of  the 
screen,  positions  the  cursor  at  the  leftmost  character  position  on  the  bottom  line. 

ESC  [#l;#2f  Horizontal  And  Vertical  Position  (HVP) 

or 

ESC[#1;#2H  CursOT  Position  (CUP) 

Takes  two  parametoa,  #1  and  #2  (default  1, 1).  Moves  the  cursor  to  the  #2-th  character  position 
on  the  #1-A  line.  Character  positions  are  numbered  from  1  at  the  left  edge  of  the  screen;  line 
positions  are  numbered  from  1  at  the  top  of  the  screen.  Hence,  if  both  irarameters  are  omitted,  the 
default  %tion  moves  the  cursor  to  the  home  position  (upper  left  cwner).  If  only  one  paramet^  is 
supplied,  the  curaor  moves  to  column  1  of  the  specified  line. 

ESC[J  Erase  in  Display  (ED) 

Takes  no  parameters.  Erases  from  the  current  cursor  position  inclusive  to  the  end  of  die  screen. 
In  other  words,  erases  from  the  current  cursor  position  inclusive  to  the  end  of  the  current  line  and 
all  lines  below  the  current  line.  The  cursor  position  is  unchanged. 

ESC  [K  Erase  in  Line  (EL) 

Takes  no  parameters.  Erases  from  the  current  cursor  position  inclusive  to  the  end  of  the  current 
line.  The  cursor  position  is  unchanged. 

ESC  [#L  Insert  Line  (IL) 

Takes  one  parametCT,  #  (default  1).  Makes  room  for  #  new  lines  starting  at  die  current  line  by 
scrolling  down  by  #  lines  the  portion  of  the  screen  from  the  current  line  inclusive  to  the  bottom. 
The  #  new  lines  at  the  cursor  are  filled  with  spaces;  the  bottom  #  lines  shift  off  the  bottom  of  the 
screen  and  are  lost.  The  position  of  the  cursor  on  the  screen  is  unchanged. 

ESC  [#M  Delete  Line  (DL) 

Takes  one  paramet^,  #  (default  1).  Deletes  #  lines  beginning  with  the  current  line.  The  portion 
of  the  screen  from  the  current  line  inclusive  to  the  bottom  is  scrolled  upward  by  #  lines.  The  # 
new  lines  scrolling  onto  the  bottom  of  the  screen  are  filled  with  spaces;  the  #  old  lines  beginning  at 
the  cursor  line  are  deleted.  The  position  of  the  cutsot  on  the  screen  is  unchanged. 

ESC  [#P  Delete  ChanK;ter  (DCH) 

Takes  one  parameter,  #  (default  1).  Deletes  #  characters  starting  with  the  current  cursor  position. 
Shifts  to  the  left  by  #  charact^  positions  the  tail  of  the  current  line  frcun  the  current  cursor  posi¬ 
tion  inclusive  to  the  end  of  the  line.  Blanks  are  shifted  into  the  rightmost  #  character  positions. 
The  position  of  the  cursor  on  the  screen  is  unchanged. 
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ESC  [#m  Select  Graphic  R«idition  (SGR) 

Takes  one  parameter,  #  (default  0).  Note:  unlike  most  esct^  sequences,  the  parameter  defaults  to 
zo-o  if  omitted.  Invokes  the  grairfiic  rendition  specified  by  the  paramet^.  All  following  printing 
characters  in  the  data  stream  are  rendered  according  to  the  parameter  until  the  next  occurrence  of 
this  esctqpe  sequence  in  the  data  stream.  Currently  only  two  graphic  renditions  are  defined: 

0  Nramal  rendition. 

7  Negative  (reverse)  image. 

Negative  image  displays  characters  as  white-on-black  if  the  screen  mode  is  currently  black-on 
white,  and  vice-versa.  Any  non-zero  value  of  #  is  currently  equivalent  to  7  and  selects  the  nega¬ 
tive  image  rendition. 

ESC  [p  Black  On  White  (SUNBOW) 

Takes  no  parameters.  Sets  the  screen  mode  to  black-on-white.  If  the  screen  mode  is  already 
black-on-white,  has  no  effect.  In  this  mode  s^mces  display  as  solid  white,  oth»  characters  as 
black-on-white.  The  cursor  is  a  solid  black  block.  Charactas  displayed  in  negative  image  rendi¬ 
tion  (see  ‘Select  Graphic  Rendition’  above)  is  white-cm-black  in  this  mode.  This  is  the  initial  set¬ 
ting  of  the  Kaeai  mode  on  reset 

ESC  [q  White  On  Black  (SUNWOB) 

Takes  no  parameters.  Sets  the  screen  mode  to  white-on-black.  If  the  screen  mode  is  already 
white-on-black,  has  no  effect  In  this  mode  spaces  display  as  solid  bl%:k,  other  characters  as 
white-on-black.  The  cursra*  is  a  solid  white  block.  Characters  displayed  in  negative  image  rendi¬ 
tion  (see  ‘Select  Graphic  Rendition’  above)  is  bltK:k-on-white  in  this  mode.  The  initial  setting  of 
the  scre^  mode  on  reset  is*  the  alternative  mode,  black  on  white. 

ESC  [#r  Set  scrolling  (SUNSCRL) 

Takes  one  parameter,  #  (default  0).  Sets  to  #  an  internal  regist^  which  detomines  how  many 
lines  the  screen  scrolls  up  when  a  line-feed  function  is  performed  with  the  cursor  <mi  the  bottom 
line.  A  parameter  of  2  or  3  introduces  a  small  amount  of  “jump”  when  a  scroll  occurs.  A  param¬ 
eter  of  34  clears  the  screen  rather  than  scrolling.  The  initial  setting  is  1  on  reset 

A  parameter  of  zero  initiates  “wrap  mode”  instead  of  scrolling.  In  wrap  mode,  if  a  linefeed 
occurs  on  the  bottom  line,  the  cursor  goes  to  the  same  character  position  in  the  top  line  of  the 
screen.  When  any  linefeed  occurs,  the  line  that  the  cursor  moves  to  is  cleared.  This  means  that  no 
scrolling  eva-  occurs.  ‘ESC  [  1  r’  exits  back  to  scroll  mode. 

For  more  information,  see  the  description  of  the  Line-feed  (CTRL-J)  control  function  above. 

ESC  [s  Reset  terminal  emulator  (SUNRESET) 

Takes  no  parameters.  Resets  all  modes  to  default,  restores  current  font  from  PROM.  Screen  and 
cursor  position  are 

4014  TERMINAL  EMULATION 

The  PROM  monitor  for  Sun  models  lOOU  and  150U  provides  the  Sun  Workstation  with  the  capability  to 
emulate  a  subset  of  the  Tektronix  4014  terminal.  This  feature  does  not  exist  in  oth»  Sun  PROMs  and  will 
be  removed  from  models  lOOU  and  ISOU  in  future  Sun  releases,  tektooi(l)  provides  Tektronix  4014  ter¬ 
minal  emulation  and  should  be  used  instead  of  relying  on  the  capabilities  of  the  PROM  monitor. 

FILES 

/dev/console 
SEE  ALSO 

tektool(l)  kb(4M),  pty(4),  termio(4),  ttcompat(4M),  ldterm(4M),  win(4S),  zs(4S) 

ANSI  Standard  X3.64,  “Additional  Controls  for  Use  with  ASCII",  Secretariat:  CBEMA,  1828  L  St.,  N.W., 
Washington,  D.C.  20036. 
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BUGS 

TIOCCONS  should  be  restricted  to  the  owner  of  /dev/console. 
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NAME 

des  -  DBS  encryption  chip  intoface 

CONFIG  —  SUN-3  SYSTEM 

desO  at  obio  ?  csr  OxlcOOOO 

#include  <sys/desJi> 

CONFIG  —  SUN-2  SYSTEM 

desO  at  virtual  ?  csr  OxeelSOO 

#include  <sys/des.h> 

DESCRIPTION 

The  des  driva-  provides  a  high  level  int^ace  to  the  AniZ8068  Data  Ciphoing  Processor,  a  hardware 
implementation  of  the  MBS  Data  Encryption  Standard. 

The  high  level  interface  provided  by  this  drivo'  is  hardware  indqrendent  and  could  be  shared  by  future 
drivers  in  other  systems. 

The  interfoce  allows  access  to  two  modes  of  the  DES  algorithm:  Electronic  Code  Book  (ECB)  and  Cipher 
Block  Chaining  (CBC).  All  access  to  the  DES  driva  is  through  ioctl(2)  calls  ratha*  than  through  reads  and 
writes;  all  encryptitm  is  doiK  in-place  in  the  user’s  buffers. 

lOCTLS 

The  ioctls  provided  are: 

DESIOCBLOCK 

This  call  encrypts/decrypts  an  entire  buffer  of  data,  whose  address  and  length  are  passed  in  the 
‘struct  desparams’  addressed  by  the  argument  The  length  must  be  a  multiple  of  8  bytes. 

DESIOCQUICK 

This  call  encrypts/decrypts  a  small  amount  of  data  quickly.  The  data  is  limited  to 
DES_QUICIiX.EN  bytes,  and  must  be  a  multiple  of  8  bytes.  Rather  than  being  addresses,  the  data  is 
passed  directly  in  the  ‘struct  desparams’  argument 

FILES 

/dev/des 

SEE  ALSO 

des(l),  des_crypt(3) 

Federal  Iirformation  Processing  Standards  Publication  46 
AmZ8068  DCP  Product  Description.  Advanced  Micro  Devices 
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NAME 

dkio  -  generic  disk  control  op^tions 
DESCRIPTION 

All  Sun  disk  drivo^  support  a  set  of  ioctl’s  fw  disk  formatting  and  labeling  operations.  Basic  to  these 
ioctTs  are  the  definitions  in  <sun/dkio.h>: 

/• 

*  Structures  and  definitions  for  disk  io  control  commands 
*1 


/*  Disk  identification  */ 

struct  dkjnfo  { 

int 

dki__ctlr; 

/*  controDer  address  */ 

short 

dki^unit; 

1*  unit  (slave)  address  */ 

short 

dki^ctype; 

1*  controller  type  */ 

short 

dki_flags; 

1*  flags  */ 

}; 

/*  controller  types  *1 
tdefine  DKC_UNKNOWN  0 

#define  DKC_SMD2180  1 

#define  DKC_DSD5215  5 

#define  DKC_XY450  6 

#define  DKC_ACB4000  7 

#define  DKC_MD21  8 

#define  DKC~CSS  12 

#define  DKC_NEC765  13  /*  floppy  on  Sun386i  */ 

I*  flags  *1 

#define  DKI_BAD144  0x01  /*  use  DEC  std  144  bad  sector  fwding  <>/ 

#define  DKI_MAPTRK  0x02  I*  controller  does  track  mapping  */ 

#define  DKI_FMTTRK  0x04  /*  formats  only  fuU  track  at  a  time 

#define  DKI_FMTVOL  0x08  /*  formats  only  full  volume  at  a  time  */ 

I*  Definition  of  a  disk’s  geometry  *1 
struct  dk_geom  { 

unsigned  short  dkg_ncyl;  /*#  of  data  cylinders  */ 

unsigned  short  dkg_acyl;  /*  #  of  alternate  cylinders  *1 

unsigned  short  dkg_bcyl;  /*  cyl  offset  (for  fixed  head  area)  */ 

unsigned  short  dkg_nhead;  /'*  #  of  heads  */ 

unsigned  short  dkg_bhead;  /*  head  offset  (for  Larks,  etc.)  */ 

unsigned  short  dkg_nsect;  /*  #  of  sectors  per  track  +/ 

unsigned  short  dkgjntriv;  /*  interleave  factor  */ 

unsigned  short  dkgjgapl;  /*  gap  1  size  */ 

unsigned  short  dkg  gap2;  /*  gap  2  size  *1 

unsigned  short  dkg_apc;  /*  alternates  per  cyl  (SCSI  only)  */ 

unsigned  short  dkg_extra[9];  I*  for  compatible  expansion  */ 

}; 

I*  disk  io  control  commands  *1 

#define  DKIOCGGEOM  _IOR(d,  2,  struct  dk_geom)  /♦  Get  geometry  ♦/ 
tdefine  DKIOCSGEOM  _IOW(d,  3,  struct  dk_geom)  /*  Set  geometry  */ 

#define  DKIOCGPART  _IOR(d,  4,  struct  dkjtnap)  /*  Get  partition  info  */ 

#define  DKIOCSPART  _IOW(d,  5,  struct  dk_map)  /*  Set  partition  info  */ 

#define  DKIOCINFO  JOR(d,  8,  struct  dkjnfo)  /*  Get  info*/ 

The  DKIOCINFO  iocfl  returns  a  dk_info  structure  which  tells  the  type  of  the  controller  and  attributes  about 
how  bad-block  processing  is  done  on  the  controller.  The  DKIOCGPART  and  DKIOCSPART  get  and  set  the 
ccHitroller’s  current  notion  of  the  partition  table  for  the  disk  (without  changing  the  partition  table  on  the 
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disk  itself),  while  the  DKIOCGGEOM  and  DKIOCSGEOM  ioctl’s  do  similar  things  for  the  per-drive 
geometry  information. 

SEE  ALSO 

ip(4P).sd(4S).xy(4S) 
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NAME 

drum  -  paging  device 
CONFIG 

None;  included  with  standard  system. 

SYNOPSIS 

#uiclude  <fcntLh> 

open("/dev/drum",  mode); 

DESCRIPTION 

This  file  refers  to  the  paging  device  in  use  by  the  system.  This  may  actually  be  a  subdevice  of  one  of  the 
disk  drivers,  but  in  a  system  with  paging  interleaved  across  multiple  disk  drives  it  provides  an  indirect 
driver  for  the  multiple  drives. 

FILES 

/dev/drum 

BUGS 

Reads  from  the  drum  are  not  allowed  across  the  interleaving  boundaries.  Since  these  only  occur  every 
.SMbyles  or  so,  and  since  the  syst^  never  allocates  blocks  across  the  boundary,  this  is  usually  not  a  prob¬ 
lem. 
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NAME 

ec  -  3Coin  10  Mb/s  Ethernet  interface 

CONFIG  —  SUN-2  SYSTEM 

device  ecO  at  mbmem  ?  csr  OxeOOOO  priority  3 
device  eel  at  mbmem  ?  csr  0xe2000  priority  3 

DESCRIPTION 

The  ec  int^ace  provides  access  to  a  10  Mb/s  Ethernet  network  through  a  K:OM  controller.  For  a  general 
description  of  network  int^aces  see  if(4N). 

The  hardware  consumes  8  kilobytes  of  Multibus  memory  space.  This  memory  is  used  for  internal  buffer¬ 
ing  by  the  board.  The  board  starts  at  standard  addresses  OxEOOOO  or  0xE2000.  The  board  must  be 
configured  for  interrupt  level  3. 

The  interface  software  implements  an  exponential  backoff  algorithm  when  notified  of  a  collision  on  the 
cable. 

The  interface  handles  the  Internet  protocol  family,  with  the  interface  address  maintained  in  Internet  format. 
The  Address  Resolution  Protocol  arp(4P)  is  used  to  map  32-bit  Internet  addresses  used  in  met(4F)  to  the 
48-bit  addresses  used  on  the  Ethernet 

DIAGNOSTICS 

ec%d:  Ethernet  jammed 

Aft^  16  failed  transmissions  and  backoffs  using  the  exponential  backoff  algorithm,  the  packet 
was  dropped. 

ec%d:  can’t  handle  af%d 

The  int^ace  was  handed  a  message  with  addresses  formatted  in  an  unsuitable  address  family; 
the  packet  was  dropped. 

SEE  ALSO 

arp(4P),  if(4N),  inet(4F) 

BUGS 

The  intoface  hardware  is  not  capable  of  talking  to  itself,  making  diagnosis  more  difficult 
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NAME 

fb  -  drivCT  for  Sun  console  frame  buffer 

CONFIG 

None;  included  in  standard  system. 

DESCRIPTION 

The  fb  driver  provides  indirect  access  to  a  Sun  graphics  controller  board.  It  is  an  indirect  driver  for  tl»  Sun 
workstation  console’s  frame  buffer.  At  boot  time,  the  workstation’s  frame  buff^  device  is  determined 
from  information  from  the  PROM  monitor  and  set  to  be  the  one  that  fb  will  indirect  to.  The  device  driver 
for  the  console’s  frame  buff^  must  be  configured  into  the  komel  so  that  this  indirect  driver  can  access  it. 

The  idea  behind  this  driver  is  that  usct  programs  can  opat  a  known  device,  quay  its  characteristics  and 
access  it  in  a  device  dependoit  way,  depending  on  the  type,  fb  redirects  open(2V),  close(2),  ioctl(2),  and 
mmap(2)  calls  to  the  real  frame  buffer.  All  of  the  Sun  frame  buffers  support  the  same  general  interface; 
seefbio(4S) 

FILES 

/dev/fb 
SEE  ALSO 

close(2),  ioctl(2),  mmap(2),  open(2V),  bwone(4S),  bwtwo(4S),  cgone(4S),  cgtwo(4S),  fbio(4S), 
gpone(4S) 
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FBIO(4S) 


NAME 

fbio  -  general  properties  of  frame  buffers 
DESCRIPTION 

All  of  the  Sun  frame  buffers  support  the  same  general  mterf»:e.  Each  responds  to  a  FBIOGTYPE  ioctl 
which  returns  information  in  a  structure  defined  in  <suii/fbio.h>: 
struct  fbtype  { 


int 

n)_type; 

!*  as  defined  below  */ 

int 

fb_height; 

/*  in  pixels  */ 

int 

fb_width; 

!*  in  pixels  */ 

int 

fb_depth; 

/*  bite  per  pixel  ♦/ 

int 

fb_cmsize; 

!*  size  of  color  map  (entries)  *! 

int 

fb_size; 

1*  total  size  in  bytes  ♦/ 

}; 

#define  FBTYPE_SUN1BW  0 

tdefine  FBTYPE~SUNlCOLOR  1 

#define  FBTYPeIsuN2BW  2 

#deime  FBTYPE_SUN2COLOR  3 

#define  FBTYPeIsuN2GP  4 

#define  FBTYPE_SUN3COLOR  6 

#define  FBTYPE_SUN4COLOR  8 

Each  device  has  an  FBTYPE  which  is  used  by  higher-level  software  to  determine  how  to  perform  raster-op 
and  other  functions.  Each  device  is  used  by  opening  it.  doing  an  FBIOGTYPE  iocd  to  see  which  frame 
buffer  type  is  preset,  and  thereby  selecting  the  appropriate  device-management  routines. 

Full-fledged  frame  buffers  (that  is,  those  that  run  SunView)  implement  an  FBIOGPKRECT  ioctl,  which 
returns  a  pixrect.  This  call  is  made  only  frxnn  inside  the  kernel.  The  returned  pixrect  is  used  by  win(4S) 
fOT  cursor  tracking  and  colorms^  loading. 

FBIOSVIDEO  and  FBIOGVIDEO  are  general-purpose  ioctls  for  controlling  possible  video  features  of 
frame  buffers.  They  are  defined  in  <suii/fbio.h>.  These  ioctls  eitho*  set  or  return  the  value  of  a  flags 
integer.  At  this  point,  only  the  FBVlDEO_ON  option  is  available,  controlled  by  FBIOSVIDEO.  FBIOGVI¬ 
DEO  returns  the  current  video  state. 


The  FBIOSATTR  and  FBIOGATTR  ioctls  allow  access  to  special  features  of  newer  frame  buffers.  They 
use  the  following  structures  as  defined  in  <suii/fbio.h>: 


tdefine  FB_ATTR_NDEVSPECIFIC 
#deflne  FB_ATTR_NEMIITYPES  4 
struct  fbsattr  { 

int  flags; 

#define  FB_ATTR_AUTOINrr 
tdefine  FB~ATTR~DEVSPECIFIC2 
int  emu_type; 


8  /*  no.  of  device  specific  values  ♦/ 

I*  no.  of  emulation  types  *! 

I*  misc  flags  *! 

1  /*  emulation  auto  init  flag  *! 

I*  dev.  specific  stuff  valid  flag  */ 

/*  emulation  type  (-1  if  unused)  */ 


}; 

struct  fbgattr  { 
int 


int  dev_specific[FB_ATTR_NDEVSPEaFIC];  /♦  catchaU  */ 


}; 


real_type;  /♦  real  device  type  */ 

int  owner;  f*  PID  of  owner,  0  if  myself  ♦/ 

struct  fbtype  fbtype;  /*  fl)type  info  for  real  device  */ 

struct  fbsattr  sattr;  I*  see  above  *! 

int  emu_types[FB_ATTR_NEMlJTYPES];  /*  possible  emulations  */ 

/*  (-1  if  unused)  *! 
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SEE  ALSO 

mmap(2),  bw<me(4S),  bwtwo(4S),  cgfour(4S),  cgone(4S),  cgtwo(4S),  fb(4S),  gpone(4S),  win(4S) 

BUGS 

FBIOSATTR  and  FBIOGATTR  are  only  supported  by  the  cgfour(4S)  frame  buffer. 

The  FBVn)EO_ON  flag  my  be  incorrect  for  Sun-1  system  black  and  white  frame  buffers;  see  bwone(4S). 
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NAME 

fd  -  Disk  drivCT  for  Floppy  Disk  Controllers 

CONFIG 

controUer  fdcO  at  atmem  ?  csr  0x1000  dmachan  2  irq  6  priority  2 
disk  fdO  at  fdcO  drive  0  flags  0 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

The  block-files  access  the  disk  using  the  system’s  normal  buffering  mechanism  and  may  be  read  and  writ¬ 
ten  without  regard  to  physical  disk  records.  There  is  also  a  ‘raw’  interface  that  provides  for  direct 
transmission  between  the  disk  and  the  user’s  read  or  write  buffer.  A  single  read  or  write  call  usually  results 
in  one  I/O  opaation;  therefore  raw  I/O  is  considerably  more  efficient  when  many  words  are  transmitted. 
The  names  of  the  raw  files  conventionally  begin  with  an  extra  ‘r.’ 

Disk  Support 

The  fdO  partition  on  a  floppy  disk  is  normally  used  for  the  file  system. 

FILES 

1.44  MB  Floppy  Disk  Drives: 

/dev/fdOa  block  file 

/dev/fdOc  block  file  /dev/rfdOa  raw  file  /dev/rfdOc  raw  file 

720  K  Floppy  Disk  Drives: 

/dev/fdlOa  block  file 

/dev/fdlOc  block  file 

/dev/rfdlOa  raw  file 

/dev/rfdlOc  raw  file 

SEE  ALSO 

dkio(4S) 

DIAGNOSTICS 

fd  drv  %d,  trk  %d:  %s 

A  command  such  as  read  or  write  encountered  a  fwmat-related  error  condition.  The  value  of  %s 
is  derived  from  the  error  number  given  by  the  controller,  indicating  the  nature  of  the  error.  The 
track  number  is  relative  to  the  beginning  of  the  partition  involved. 

fddrv  %d,blk%d:  %s 

A  command  such  as  read  ex'  write  encountered  an  error  condition  related  to  I/O.  The  value  of  %s 
is  derived  from  the  error  number  returned  by  the  controller  and  indicates  the  nature  of  the  error. 
The  block  number  is  relative  to  the  start  of  the  partition  involved. 

fd  controller:  %s 

An  error  occurred  in  the  controller.  The  value  of  %s  is  derived  from  the  status  returned  by  the 
controller  and  specifies  the  error  encount^'ed. 

fd(%d):%s  please  insert 

I/O  was  attempted  while  the  floppy  drive  door  was  not  latched.  The  value  of  %s  indicates  which 
disk  was  expected  to  be  in  the  drive. 
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NAME 

filio  -  ioctls  that  operate  directly  on  files,  file  descriptors,  and  sockets 
SYNOPSIS 

#include  <sys/filio.li> 


DESCRIPTION 

The  lOCTL’s  listed  in  this  manual  page  apply  directly  to  files,  file  descriptors,  and  sockets,  independent  of 
any  underlying  device  or  protocol. 

Note:  the  fcntl(2V)  system  call  is  the  primary  method  to  curating  on  file  descriptors  as  such,  rather  than 
on  the  underlying  files. 


IOCTLS  for  FUe  Descriptors 

FIOCLEX  The  argument  is  ignca^.  Set  the  close-on-exec  flag  to  the  file  descriptor  passed 

to  ioctl.  This  flag  is  also  manipulated  by  the  F_SETFD  command  of  fcntl(2V). 


FIONCLEX  The  argument  is  ignored.  Clear  the  close-on-exec  flag  for  the  file  descriptor 

passed  to  ioctl. 


lOCTLs  for  Files 

FIONREAD  The  argument  is  a  pointer  to  a  long.  Set  the  value  of  that  long  to  the  number  of 

immediately  readable  characters  from  whatever  the  descriptor  passed  to  ioctl 
refers  to.  This  works  for  files,  pipes,  sockets,  and  terminals. 


FIONBIO  The  argument  is  a  pointer  to  an  int.  Set  ot  clear  non-blocking  I/O.  If  the  value  of 

that  int  is  a  1  (one)  the  descriptor  is  set  for  non-blocking  VO.  If  the  value  of  that 
int  is  a  0  (zero)  the  descriptor  is  cleared  for  non-blocking  VO. 

FIOASYNC  The  argument  is  a  pointer  to  an  int.  Set  or  clear  asynchronous  VO.  If  the  value  of 

that  int  is  a  1  (one)  the  descriptor  is  set  for  asynchronous  VO.  If  the  value  of  that 
int  is  a  0  (zero)  the  descriptor  is  cleared  for  asynchronous  VO. 

FIOSETOWN  The  argument  is  a  pointer  to  an  int  Set  the  process-group  ID  that  will  subse¬ 

quently  receive  SIGIO  or  SIGURG  signals  for  the  object  referred  to  by  the  descrip¬ 
tor  passed  to  ioctl  to  the  value  of  that  int 


FIOGETOWN  The  argument  is  a  pointer  to  an  int.  Set  the  value  of  that  int  to  the  process-group 

ID  that  is  receiving  SIGIO  or  SIGURG  signals  for  the  object  referred  to  by  the 
descriptor  passed  to  ioctl. 


SEE  ALSO 

ioctl(2),  fcntl(2V),  getsockopt(2),  sockio(4) 
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NAME 

fpa  -  Sun-3  floating-point  accelerator 

CONFIG  —  SUN-3  SYSTEM 

fpaO  at  virtual  ?  csr  OxeOOOOOOO 

DESCRIPTION 

The  fpa  is  a  floating  point  accelerator  available  for  Sun-3  systems. 

The  fpa  device  driver  manipulates  the  32  contexts  supported  by  the  floating  point  accelerator  hardware. 

The  open(2V),  close(2),  and  ioctl(2)  system  calls  generally  produce  errors  when  applied  to  this  device. 
However,  since  the  32  fpa  contexts  are  allocated  and  ^allocated  automatically,  and  no  user  program  needs 
to  access  fpa  registers  explicitly,  such  calls  to  the  device  are  generally  unnecessary.  Access  to  the  device 
is  normally  provided  at  compile  time  by  a  compiler  option,  such  as  the  -ffpa  option  to  cc(lV). 

FILES 

/dev/fpa 
SEE  ALSO 

cc(lV),  close(2),  ioctl(2),  open{2V) 
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NAME 

gpone  -  Sun-3/Sun-2  graphics  processor 

CONFIG  —  SUN-3  SYSTEM 

device  gponeO  at  vme24dl6  ?  csr 

CONFIG  —  SUN-2  SYSTEM 

device  gponeO  at  vme24  ?  csr 

DESCRIPTION 

The  gpone  interface  provides  access  to  the  c^tional  Graphics  Processor  Board  (GP). 

The  hardware  consumes  64  kilobytes  of  VME  bus  address  space.  The  GP  board  starts  at  standard  address 
0x210000  and  must  be  configured  for  interrupt  level  3. 

lOCTLS 

The  graphics  processor  responds  to  a  number  of  iocd  calls  as  described  here.  One  of  the  calls  uses  a 
gplfbinfo  structure  that  looks  like  this: 
struct  gplfbinfo  { 
int 
int 
int 
int 

caddr_t 
int 

}; 

The  iocti  call  looks  like  this: 

ioctI(file,  request,  argp) 
int  file,  request; 

argp  is  defined  differently  for  each  GP  iocti  request  and  is  specified  in  the  descriptions  below. 

The  following  iocti  commands  provide  for  transferring  data  between  the  graphics  processor  and  color 
boards  and  processes. 

GPIIOPUTTNFO 

Passes  information  about  the  frame  buffo'  into  driver,  argp  points  to  a  struct  gplfbinfo  which  is 
passed  to  the  driver. 

GPlIO_GET_STATIC_BLOCK 

Hands  out  a  static  block  from  the  GP.  argp  points  to  an  int  which  is  returned  from  the  driver. 
GPlIO_FREE_STATIC_BLOCK 

Frees  a  static  block  fixnn  the  GP.  argp  points  to  an  int  which  is  passed  to  the  driver. 
GPlIO_GET_GBUFFER_STATE 

Checks  to  see  if  there  is  a  buffer  present  on  the  GP.  argp  points  to  an  int  which  is  returned  from 
the  driver. 

GPlIO_CHK_GP 

Restarts  the  GP  if  necessary,  argp  points  to  an  int  which  is  i»ssed  to  the  driver. 
GPUO_GET_RESTART_COUNT 

Returns  the  number  of  restarts  of  a  GP  since  power  on.  Needed  to  differentiate  SIGXCPU  calls  in 
user  processes,  argp  points  to  an  int  which  is  returned  from  the  driver. 

GPnO_REDIRECT_DEVFB 

Configures  /dev/fb  to  talk  to  a  graphics  processor  device,  argp  points  to  an  int  which  is  passed  to 
the  driver. 

GPUO_GET_REQDEV 

Returns  the  requested  minor  device,  argp  points  to  a  dev_t  which  is  returned  from  the  driver. 


fb_vmeaddr;  I*  physical  color  board  address  *! 
fb_hwwldth;  /*  fb  board  width  */ 
fb_hwheight;  I*  fb  board  height  *! 
addrdelta;  I*  phys  addr  diff  between  fb  and  gp  *! 
fbjropaddr;  I*  cg2  va  thru  kernehnap  *! 
fbunit;  I*  fb  unit  to  use  for  a,b,c,d  *! 
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GPlIO_GET_TRUMINORDEV 

Returns  the  true  minor  device,  argp  points  to  a  char  which  is  returned  from  the  driver. 

The  gr^hics  processor  driver  also  responds  to  the  FBIOGTYPE,  ioctl  which  a  program  can  use  to  inquire 
as  to  the  characteristics  of  the  display  device,  the  FBIOGINFO,  ioctl  for  passing  generic  information,  and 
the  FBIOGPIXRECT  ioctl  SO  that  SunWindows  can  run  on  it  See  fbio(4S). 

FILES 

/dev/gpone[0-3]  [abed] 

/usr/include/sun/gpiodi 

/usr/include/pixrect/{gplcmds.h,gplreg.h,gplvar.h} 

/dev/fb 

SEE  ALSO 

fbio(4S),  mmap(2),  gpconfig(8) 

SunCGI  Reference  Manual 
DIAGNOSTICS 

The  Graphics  Processor  has  been  restarted.  You  may  see  display  garbage  as  a  result 
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NAME 

icmp  -  Internet  Control  Message  Protocol 
SYNOPSIS 

#include  <sys/socketh> 
tinclude  <netinet/in.li> 

#include  <netmet/ip_icmp  Ji> 

s  =  socket(AF_INET,  SOCK_RAW,  proto); 

DESCRIPTION 

ICMP  is  the  eiTor  and  control  message  protocol  used  by  the  Internet  protocol  family.  It  is  used  by  the  ker¬ 
nel  to  handle  and  report  arors  in  protocol  processing.  It  may  also  be  accessed  through  a  “raw  socket”  for 
network  monitoring  and  diagnostic  functions.  The  protocol  numba  for  ICMP,  used  in  the  proto  parameta 
to  the  socka  call,  can  be  obtained  from  getprotobyname  (see  getprotoent(3N)).  ICMP  sockets  are  con¬ 
nectionless,  and  are  normally  used  with  the  sendto  and  recyfrom  calls,  though  the  a)nnect(2)  call  may  also 
be  used  to  fix  the  destination  for  future  packets  (in  which  case  the  read(2V)  or  rav(2)  and  write(2V)  ot 
send(2)  system  calls  may  be  used). 

Outgoing  packets  automatically  have  an  Internet  Rotocol  (IP)  header  prepended  to  them.  Inccxning  pack¬ 
ets  are  provided  to  the  holdo*  of  a  raw  socket  with  the  IP  header  and  options  intact 

ICMP  is  an  unreliable  datagram  protocol  layered  above  IP.  It  is  used  internally  by  the  protcol  code  for  vari¬ 
ous  purposes  including  routing,  fault  isolation,  and  congestion  control.  Receipt  of  an  ICMP  “redirect”  mes¬ 
sage  will  add  a  new  entry  in  the  routing  table,  or  modify  an  existing  one.  ICMP  messages  are  routinely  sent 
by  the  protocol  code.  Received  ICMP  messages  may  be  reflected  back  to  users  of  higher-level  protocols 
such  as  TCP  or  UDP  as  aror  returns  from  system  calls.  A  cq)y  of  all  ICMP  message  received  by  the  system 
is  provided  using  the  ICMP  raw  socket. 

ERRORS 

A  socket  operation  may  fail  with  one  of  the  following  errors  returned: 

EISCONN  wh^  trying  to  establish  a  connection  on  a  socket  which  already  has  one,  cxr  when 

trying  to  send  a  datagram  with  the  destination  address  specified  and  the  socket  is 
already  connected; 

ENOTCONN  when  trying  to  send  a  datagram,  but  no  destination  address  is  specified,  and  the 

socket  hasn’t  be^  connected; 

ENOBUFS  when  the  system  runs  out  of  memory  for  an  internal  data  structure; 

EADDRNOT AVAIL  when  an  attempt  is  made  to  create  a  socket  with  a  network  address  for  which  no 

network  interface  exists. 


SEE  ALSO 

connect(2),  read(2V),  recv(2),  8end(2),  write(2V),  getprotoent(3N),  inet(4F),  ip(4P),  routuig(4N) 

Postel,  Jon,  Internet  Control  Message  Protocol  —  DARPA  Internet  Program  Protocol  Specification,  RFC 
792,  Network  Information  Center,  SRI  International,  Menlo  Park,  Calif.,  Septembw  1981.  (Sun  800-1064- 
01) 

BUGS 

Replies  to  ICMP  “echo”  messages  which  are  source  routed  are  not  sent  back  using  inverted  source  routes, 
but  rather  go  back  through  the  normal  routing  mechanisms. 
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NAME 

ie  -  Intel  10  Mb/s  Ethernet  interface 

CONFIG  —  SUN-3  SYSTEM 

device  ieO  at  obio  ?  csr  OxcOOOO  priority  3 

device  iel  at  vme24dl6  ?  csr  OxeSSOOO  priority  3  vector  ieintr  0x75 
device  iel  at  vme24dl6  ?  csr  0x31ff02  priority  3  vector  ieintr  0x75 

CONFIG  —  SUN-2  SYSTEM 

device  ieO  at  obio  2  csr  0x7f0800  priority  3 

device  iel  at  vme24  ?  csr  OxeSSOOO  priority  3  vector  ieintr  0x75 

device  ieO  at  mbmem  ?  csr  OxSSOOO  priority  3 

device  iel  at  mbmem  ?  csr  OxScOOO  flags  2  priority  3 

CONFIG  —  Sun386i  SYSTEM 

device  ieO  at  obmem  ?  csr  OxDOOOOOOO  irq  21  priority  3 

DESCRIPTION 

The  ie  interface  provides  access  to  a  10  Mb/s  Ethernet  network  through  the  Intel  82586  cmitroller  chip. 
For  a  general  description  of  network  int^faces  see  if(4N). 

In  the  Sun-3  lines  above,  the  first  line  specifies  the  CPU-board-residait  Intel  Ethernet  interface.  The  second 
line  specifies  a  Multibus  Intel  Ethernet  interface  for  use  with  a  VME  adapter.  The  third  line  specifies  the 
Intel  Ethernet  interface  present  (Mi  a  Sun-3  Eurtxard  board. 

In  the  Sun-2  lines  above,  the  first  line  specifies  the  CPU-board-rcsident  Intel  Ethernet  interface  on  a  Sun- 
2/50  (»  Sun-2/160  system.  The  second  line  specifies  a  Multibus  Intel  Ethernet  controller  for  use  with  a 
VME  adtqiter  on  these  systems.  The  third  line  specifies  the  first  Multibus  Intel  Ethernet  controller  for  a 
Sun-2/120  or  Sun-2/170  system.  The  fourth  line  specifies  the  second  such  controller  for  these  systems. 

Tl»  Sun386i  line  above  specifies  the  CPU-board-resident  Intel  Ethernet  intaface. 

SEE  ALSO 

if(4N) 

DIAGNOSTICS 

There  are  too  many  driver  messages  to  list  them  all  individually  here.  S(Mne  of  the  more  common  mes¬ 
sages  and  their  meanings  follow. 

ie%d:  Ethernet  jammed 

Network  activity  has  bec(Hne  so  intense  that  sixteen  successive  transmission  attempts  failed,  and 
the  82586  gave  up  on  the  current  {ticket  Another  possible  cause  of  this  message  is  a  noise  source 
somewhere  in  the  network,  such  as  a  l(X)se  transceiver  connection. 

ie%d:  no  carrier 

The  82586  has  lost  input  to  its  carrier  detect  pin  while  trying  to  transmit  a  packet,  causing  the 
packet  to  be  dropped.  Possible  causes  include  an  open  circuit  somewhere  in  the  network  and 
noise  on  the  carrier  detect  line  from  the  transceiver. 

ie%d:  lost  interrupt:  resetting 

The  driver  and  82586  chip  have  lost  synchronization  with  each  other.  The  driver  recovers  by 
resetting  itself  and  the  chip. 

ie%d:  iebark  reset 

The  82586  failed  to  complete  a  watchdog  timeout  command  in  the  alloted  time.  The  driver  recov¬ 
ers  by  resetting  itself  and  the  chip. 

ie%d:  WARNING:  requeueing 

The  driver  has  run  out  of  resources  while  getting  a  packet  ready  to  transmit  The  packet  is  put 
back  (Ml  the  output  queue  for  retransmission  after  more  resources  become  available. 
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ie%d:  panic:  scb  overwritten 

The  driver  has  discovered  that  memory  that  should  remain  unchanged  after  initialization  has 
become  corrupted.  This  mor  usually  is  a  symptom  of  a  bad  82S86  chip. 
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NAME 

if  -  general  properties  of  network  interfaces 
DESCRIPTION 

Each  network  interface  in  a  system  corresponds  to  a  path  through  which  messages  may  be  sent  and 
received.  A  network  interface  usually  has  a  hardware  device  associated  with  it,  though  certain  interfaces 
such  as  the  loopback  interface,  lo(4),  do  noL 

At  boot  time,  each  int^ace  with  underlying  hardware  support  makes  itself  known  to  the  system  during  the 
autoconfiguration  process.  Once  the  inteface  has  acquired  its  address,  it  is  expected  to  install  a  routing 
table  entry  so  that  messages  can  be  routed  through  it  Most  interfaces  require  some  part  of  their  address 
specified  with  an  SIOCSIFADDR  lOCTL  before  they  will  allow  traffic  to  flow  through  them.  On  interfaces 
where  the  network-link  layer  address  mapping  is  static,  only  the  network  number  is  taken  from  the  iocti; 
the  remainder  is  found  in  a  hardware  specific  manner.  On  interfaces  which  provide  dynamic  network-link 
lay^  address  mapping  facilities  (for  example,  lOMb/s  Ethmiets  using  arp(4P),),  the  entire  address 
specified  in  the  iocti  is  used. 

The  following  iocti  calls  may  be  used  to  manipulate  network  interfaces.  Unless  specified  otherwise,  the 
request  takes  an  ifreq  structure  as  its  parameter.  This  structure  has  the  form 
struct  ifireq  { 

char  ifr_iiame[16];  /*  name  of  interface  (e.g.  "ecO")  */ 

union  { 

struct  sockaddr  ifiru_addr; 

struct  sockaddr  ifrujdstaddr; 

short  iflru_flags; 

}  ifir_ifru; 

#define  ifr_addr  ift*_ifru.ifru_addr  /♦  address  */ 

fdefine  ifr_dstaddr  ift'_ifru.iftii_dstaddr  /*  other  end  of  p-to-p  link  ♦/ 

#define  ifr_flags  ifr_ifruafru_flags  /*  flags  *! 

}; 

SIOCSIFADDR  Set  int^ace  address.  Following  the  address  assignment,  the  “initialization”  rou¬ 

tine  fw  the  interface  is  called. 

SIOCGIFADDR  Get  int^ace  address. 

SIOCSIFDSTADDR  Set  point  to  point  address  for  interface. 

SIOCGIFDSTADDR  Get  point  to  point  address  for  interface. 

SIOCSIFFLAGS  Set  interface  flags  field.  If  the  interface  is  marked  down,  any  processes  currently 

routing  packets  through  the  interface  are  notified. 

SIOCGIFFLAGS  Get  interface  flags. 

SIOCGIFCONF  Get  interface  configuration  list  This  request  takes  an  ifconf  structure  (see  below) 

as  a  value-result  parameter.  The  ifc_len  field  should  be  initially  set  to  the  size  of 
the  buffer  pointed  to  by  ifc_buf.  On  return  it  will  contain  the  length,  in  bytes,  of 
the  configuration  list 
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SIOCADDMULTI 

SIOCDELMULTI 
SIOCSPROMISC 
SEE  ALSO 

arp(4P),  ec(4S),  lo(4) 


I* 

*  Structure  used  in  SIOCGIFCONF  request. 

*  Used  to  retrieve  interface  configuration 

*  for  machine  (useful  for  programs  which 

*  must  know  all  networks  accessible). 

*/ 

struct  ifconf  { 

int  ifc_len;  /*  size  of  associated  buffer  *1 

union  { 

caddr_t  ifcu_buf; 
struct  ifreq  ♦ifcu_req; 

}  ifc_ifcu; 

fdefine  ifc_buf  ifc_ifcu.ifcu_buf  /*  buffer  address  ♦/ 

#define  ifc_req  ifc_ifcu.ifcu_req  /*  array  of  structures  returned  */ 

}; 

Enable  a  multicast  address  for  the  interface.  A  maximum  of  64  multicast 
addresses  may  be  enabled  for  any  given  interface. 

Disable  a  previously  set  multicast  address. 

Toggle  promiscuous  mode. 
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NAME 

inet  -  IntOTiet  protocol  family 

SYNOPSIS 

optitmsINET 

#include  <sys/typ^Ji> 

#include  <netinet/in.h> 

DESCRIPTION 

The  Intonet  protocol  family  implements  a  collection  of  protocols  which  are  centered  around  the  Internet 
Protocol  (IP)  and  which  share  a  common  address  format.  The  Internet  family  provides  protocol  support  for 
the  SOCK_STREAM,  SOCK_DGRAM,  and  SOCK_RAW  socket  types. 

PROTOCOLS 

The  Internet  protocol  family  is  ccnnprised  of  the  Internet  Protocol  (IP),  the  Address  Resolution  Protocol 
(ARP),  the  Internet  Control  Message  Protocol  0CMP),  the  Transmission  Control  Protocol  (TCP),  and  the 
User  Dah^ram  Protocol  (UDP). 

TCP  is  used  to  siq>port  the  SOCK_STREAM  abstraction  while  UDP  is  used  to  support  the  SOCK_DGRAM 
abstraction;  see  tcp.(4P)  and  udp(4P).  A  raw  interface  to  IP  is  available  by  creating  an  Internet  socket  of 
type  SOCK_RAW;  see  ip(4P).  ICMP  is  used  by  the  kernel  to  handle  and  report  errors  in  protocol  pnxess- 
ing.  It  is  also  accessible  to  user  programs;  see  icmp(4P).  ARP  is  used  to  translate  32-bit  IP  addresses  into 
48-bit  Ethernet  atWresses;  see  arp(4P). 

The  32-bit  IP  address  is  divided  into  network  number  and  host  number  parts.  It  is  frequency-racoded;  the 
most-significant  bit  is  zero  in  Class  A  addresses,  in  which  the  high-order  8  bits  are  the  network  number. 
Class  B  addresses  have  their  high  order  two  bits  set  to  10  and  use  the  high-order  16  bits  as  the  network 
number  field.  Class  C  addresses  have  a  24-bit  network  numb^  part  of  which  the  high  order  three  bits  are 
1 10.  Sites  with  a  cluster  of  local  networks  may  chose  to  use  a  single  netwcvk  nurnb^  for  the  cluster,  this  is 
done  by  using  subnet  addressing.  The  local  (host)  portion  of  the  address  is  further  subdivided  into  subnet 
number  and  host  number  parts.  Within  a  subnet,  e^h  subnet  appears  to  be  an  individual  network;  exter¬ 
nally,  the  entire  cluster  appears  to  be  a  single,  uniform  netwoik  requiring  only  a  single  routing  entry.  Sub¬ 
net  addressing  is  enabled  and  examined  by  the  following  ioctI(2)  commands  on  a  datagram  socket  in  the 
Internet  domain;  they  have  the  same  form  as  the  SIOCIFADDR  command  (see  intro(4N)). 

SIOCSIFNETMASK  Set  interface  network  mask.  The  network  mask  defines  the  network  part  of  the 
address;  if  it  contains  more  of  the  address  than  the  address  type  would  indicate, 
then  subnets  are  in  use. 

SIOCGIFNETMASK  Get  int^ace  netwoik  mask. 

ADDRESSING 

IP  addresses  are  four  byte  quantities,  stored  in  netwcH'k  byte  order  (on  Sun386i  systems  these  are  word  and 
byte  reversed). 

Sockets  in  the  Internet  protocol  family  use  the  following  addressing  structure: 
struct  sockaddr_in  { 

short  sin_family; 
u_short  sln_port; 
struct  in_addr  sin_addr; 
char  sin_zero[8]; 

}; 

Library  routines  are  provided  to  manipulate  structures  of  this  form;  see  intro(3N). 

The  sin_addr  field  of  the  sockaddr_in  structure  specifies  a  local  or  remote  IP  address.  Each  netwoik  inter¬ 
face  has  its  own  unique  IP  address.  The  special  value  INADDR_ANY  may  be  used  in  this  field  to  effect 
“wildcard”  matching.  Given  in  a  bind(2)  call,  this  value  leaves  the  local  IP  address  of  the  socket 
unspecified,  so  that  the  socket  will  receive  connections  or  messages  directed  at  any  of  the  valid  IP 
addresses  of  the  system.  This  can  prove  useful  when  a  process  neither  knows  nor  cares  what  the  local  IP 
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address  is  ot  when  a  process  wishes  to  receive  requests  using  all  of  its  network  interfaces.  The 
sockaddr_in  structure  given  in  the  bind(2)  call  must  specify  an  in_addr  value  of  either  IPADDR_ANY  or 
one  of  the  system’s  valid  IP  addresses.  Requests  to  bind  any  other  address  will  elicit  the  error  EADDRNO- 
TAVAIL.  When  a  connect(2)  call  is  made  for  a  socket  that  has  a  wildcard  local  address,  the  system  sets  the 
sin_addr  field  of  the  socket  to  the  IP  address  of  the  network  interface  that  the  packets  for  that  connection 
are  routed  via. 

The  sin_port  field  of  the  sockaddr_in  structure  specifies  a  port  number  used  by  TCP  or  UDP.  The  local 
port  address  specified  in  a  bind(2)  call  is  restricted  to  be  greater  than  IPPORT_RESERVED  (defined  in 
<netinet/inJi>)  unless  the  creating  process  is  running  as  the  super-user,  providing  a  space  of  protected  port 
numbo^.  In  addition,  the  local  ptnt  address  must  not  be  in  use  by  any  socket  of  same  address  family  and 
type.  Requests  to  bind  sockets  to  port  numbers  being  used  by  other  socl^ts  return  the  eirw  EADDRINUSE. 
If  the  local  port  address  is  specified  as  0,  then  the  system  picks  a  unique  port  address  greater  than 
IPPORT_RESERVED.  A  unique  local  port  address  is  also  picked  when  a  socket  which  is  not  bound  is  used 
in  a  connect(2)  or  sendto  (see  send(2))  call.  This  allows  programs  which  do  not  care  which  local  port 
number  is  used  to  set  up  TCP  connections  by  simply  calling  socket(2)  and  then  connect(2),  and  to  send 
UDP  datagrams  with  a  socket(2)  call  followed  by  a  sendto(2)  call. 

Although  this  impl^entation  restricts  sockets  to  unique  local  pent  numbers,  TCP  allows  multiple  simul¬ 
taneous  connecticHis  involving  the  same  local  port  number  so  long  as  the  remote  IP  addresses  or  port 
numbers  are  different  for  each  connection.  Programs  may  explicitly  override  the  socket  restriction  by  set¬ 
ting  the  SO_REUSEADDR  socket  option  with  setsockopt  (see  getsockopt(2)). 

SEE  ALSO 

biiid(2),  connect(2),  getsockopt(2),  ioctl(2),  sendto(2),  socket(2),  byteorder(3N),  gethostent(3N), 
getnetent(3N),  getprotoent(3N),  getservent(3N),  inet(3N),  intro(3N),  arp(4P),  icmp(4P),  intro(4N), 
ip(4P)  tcp(4P),  udp(4P), 

Network  Information  Center,  DDN  Protocol  Handbook  (3  vols.).  Network  Information  Center,  SRI  Interna¬ 
tional,  Menlo  Park,  Calif.,  1985. 

A  4.2BSD  Interprocess  Communication  Primer 

CAVEAT 

The  Internet  protocol  support  is  subject  to  change  as  the  Internet  protocols  develop.  Users  should  not 
depend  on  details  of  tte  current  implementation,  but  rather  the  services  exported. 
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NAME 

ip  -  Internet  Protocol 
SYNOPSIS 

#mclude  <sys/socket.h> 

#include  <netinet/in.h> 

s  =  socket(AF_INET,  SOCK_RAW,  proto); 

DESCRIPTION 

IP  is  the  internetwork  datagram  delivery  protocol  that  is  central  to  the  Internet  protocol  family.  Programs 
may  use  IP  through  higher-level  protocols  such  as  the  Transmission  Ccrntrol  ^tocol  (TCP)  or  the  User 
Datagram  Protocol  (UDP),  or  may  interface  directly  using  a  “raw  socket.”  See  tcp{4P)  and  udp(4P).  The 
protocol  options  defined  in  the  IP  specificaticm  may  be  set  in  outgoing  datagrams. 

Raw  IP  sockets  are  connectionless  and  are  normally  used  with  the  sendto  and  recvfrom  calls,  (see  send(2) 
and  recv(2))  although  the  connect(2)  call  may  also  be  used  to  fix  the  destination  for  future  datagrams  (in 
which  case  the  read(2V)  or  recv(2)  and  write(2V)  or  send(2)  calls  may  be  used).  If  proto  is  zero,  the 
default  protocol,  IPPROTO_RAW,  is  used.  If  proto  is  non-zero,  that  protocol  number  will  be  set  in  outgo¬ 
ing  datagrams  and  will  be  used  to  filter  incoming  datagrams.  An  IP  header  will  be  generated  and 
prepended  to  each  outgoing  datagram;  Received  datagrams  are  returned  with  the  IP  header  and  options 
intact. 

A  single  socket  option,  IP_OPnONS,  is  supp(»ted  at  the  IP  level.  This  socket  option  may  be  used  to  set  IP 
options  to  be  included  in  each  outgoing  datagram.  IP  options  to  be  sent  are  set  with  setsockopt  (see  get- 
sockopt(2)).  The  getsockopt(2)  call  returns  the  IP  options  set  in  the  last  setsockopt  call.  IP  options  on 
received  datagrams  are  visible  to  user  programs  only  using  raw  IP  sockets.  The  format  of  IP  options  given 
in  setsockopt  matches  those  defined  in  the  IP  specification  with  one  exception:  the  list  of  addresses  for  the 
source  routing  options  must  include  the  first-hop  gateway  at  tire  beginning  of  the  list  of  gateways.  The 
first-hq)  gateway  address  will  be  extracted  frcHn  the  option  list  and  the  size  adjusted  accordingly  before 
use.  IP  opticms  may  be  used  with  any  socket  type  in  the  Internet  family. 

At  the  socket  level,  the  socket  option  SO  DONTROUTE  may  be  applied.  This  option  forces  datagrams 
being  sent  to  bypass  the  routing  step  in  output  Normally,  IP  selects  a  network  interface  to  send  the 
datagram  via,  and  possibly  an  intermediate  gateway,  based  an  entry  in  the  routing  table.  See 
ronting(4N).  When  SO_DONTROUTE  is  set  the  datagram  will  be  sent  via  the  interface  whose  network 
number  or  full  IP  address  matches  the  destination  address.  If  no  interface  matches,  the  error  ENETUNRCH 
will  be  returned. 

Datagrams  flow  through  the  IP  layer  in  two  directions:  from  the  network  ip  to  user  processes  and  from  user 
processes  down  to  the  network.  Using  this  orientation,  IP  is  layered  above  the  network  interface  drivers 
and  below  the  transport  protocols  such  as  UDP  and  TCP.  The  Internet  Control  Message  Protocol  (ICMP)  is 
logically  a  part  of  IP.  See  icmp(4P). 

IP  provides  for  a  checksum  of  the  header  part,  but  not  the  data  part  of  the  datagram.  The  checksum  value 
is  computed  and  set  in  the  process  of  sending  datagrams  and  checked  when  receiving  datagrams.  IP  header 
checksumming  may  be  disabled  for  debugging  purposes  by  patching  the  kernel  variable  ipcksum  to  have 
the  value  zero. 

IP  options  in  received  datagrams  are  processed  in  the  IP  layer  according  to  the  protocol  specification. 
Currently  recognized  IP  options  include:  security,  loose  source  and  record  route  (LSRR),  strict  source  and 
record  route  (SSRR),  record  route,  stream  identifier,  and  internet  timestamp. 

The  IP  layer  will  normally  forward  received  datagrams  that  are  not  addressed  to  it.  Forwarding  is  under  the 
control  of  the  kernel  variable  ipforwarding:  if  ipforwarding  is  zero,  IP  datagrams  will  not  be  forwarded;  if 
ipforwarding  is  one,  IP  datagrams  will  be  forwarded,  ipforwarding  is  usually  set  to  one  only  in  machines 
with  more  than  one  network  interface  (internetwork  routers).  This  kernel  variable  can  be  patched  to  enable 
or  disable  forwarding. 
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The  IP  layer  will  send  an  ICMP  message  back  to  the  source  host  in  many  cases  when  it  receives  a  datagram 
that  can  not  be  handled.  A  “time  exceeded”  ICMP  message  will  be  sent  if  the  “time  to  live”  field  in  the  IP 
header  drops  to  zero  in  the  process  of  forwarding  a  datagram.  A  “destination  unreachable”  message  will 
be  sent  if  a  datagram  can  not  be  forwarded  because  there  is  no  route  to  the  final  destination,  or  if  it  can  not 
be  fragmented.  If  the  datagram  is  addressed  to  the  local  host  but  is  destined  for  a  protocol  that  is  not  sup¬ 
ported  or  a  port  that  is  not  in  use,  a  destination  unreachable  message  will  also  be  sent.  The  IP  layer  may 
send  an  ICMP  “source  quench”  message  if  it  is  receiving  datagrams  too  quickly.  ICMP  messages  are  only 
sent  for  the  first  fiagment  of  a  fragmented  datagram  and  ^e  never  returned  in  response  to  errors  in  other 
ICMP  messages. 

The  IP  layer  supports  fragmentation  and  reassembly.  Datagrams  are  fragmented  on  output  if  the  datagram 
is  larger  than  the  maximum  transmission  unit  (MTU)  of  the  network  interface.  Fragments  of  received 
datagrams  are  dropped  from  the  reassembly  queues  if  the  complete  datagram  is  not  reconstructed  within  a 
short  time  period. 

Errors  in  sending  discovered  at  the  network  interface  driver  layer  are  passed  by  IP  back  up  to  the  user  pro¬ 
cess. 


ERRORS 

A  socket  operatirxi  may  fail  with  one  of  the  following  errors  returned: 

EACCESS  when  specifying  an  IP  broadcast  destinatimi  address  if  the  caller  is  not  the  super- 

user; 

EISCONN  when  trying  to  establish  a  connection  on  a  socket  which  already  has  one,  or  when 

trying  to  s^d  a  datagram  with  the  destination  address  specified  and  the  socket  is 
already  connected; 

EMSGSIZE  when  sending  datagram  that  is  too  large  for  an  interface,  but  is  not  allowed  be 

fragmented  (such  as  broadcasts); 

ENETUNREACH  when  trying  to  establish  a  connection  or  send  a  datagram,  if  there  is  no  matching 

CTtry  in  the  routing  table,  or  if  an  ICMP  “destination  unreachable”  message  is 
received. 


ENOTCONN  when  trying  to  send  a  datagram,  but  no  destination  address  is  specified,  and  the 

socket  hasn’t  been  connected; 

ENOBUFS  when  the  system  runs  out  of  memory  fOT  fragmentation  buffers  or  other  internal 

data  structure; 

EADDRNOTAVAIL  when  an  attempt  is  made  to  create  a  socket  with  a  local  address  that  matches  no 
network  interface,  or  when  specifying  an  IP  broadcast  destination  address  and  tl% 
network  interface  does  not  support  brorulcast; 

The  following  errors  may  occur  when  setting  or  getting  IP  options: 

EINVAL  An  unknown  socket  option  name  was  given. 

EINVAL  The  IP  option  field  was  imp-operly  formed;  an  option  field  was  shorter  than  the 

minimum  value  or  longer  than  the  option  buffer  provided. 


SEE  ALSO 

connect(2),  getsockopt(2),  read(2V),  recv(2),  send(2),  write(2V),  icmp(4P),  inet(4F)  routing(4N), 
tcp(4P),  udp(4P), 

Postel,  Jon,  "Internet  Protocol  -  DARPA  Internet  Program  Protocol  Specification"  RFC  791,  Network 
Information  Center,  SRI  International,  Menlo  Park,  Calif.,  September  1981.  (Sun  800-1063-01) 
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Raw  sockets  should  receive  ICMP  error  packets  relating  to  the  protocol;  currently  such  packets  are  simply 
discarded. 

Users  of  higher-level  jTOtocols  such  as  TCP  and  UDP  should  be  able  to  see  received  IP  options. 
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NAME 

kb  -  Suii  keyboard  STREAMS  module 
CONFIG 

pseudo-device  kbnumber 
SYNOPSIS 

#mclude  <sys/stream.h> 

#include  <sys/stroptJi> 
tinclude  <sundev/vuid_event.Ii> 
#include  <sundev/kbioJi> 

#include  <sundev/kbd.h> 


ioctl(fd,  I_PUSH,  “kb”); 

DESCRIPTION 

The  kb  STREAMS  module  processes  byte  streams  generated  by  Sun  keyboards  attached  to  a  CPU  serial  or 
parallel  pent.  Definitions  for  altering  keyboard  translation,  and  reading  events  from  the  keyboard,  are  in 
<sundev/kbio.h>  and  <sundev/kbd.h>.  number  specifies  the  maximum  number  of  keyboards  supported 
by  the  system. 

kb  recognizes  which  keys  have  been  typed  using  a  set  of  tables  for  each  known  type  of  keyboard.  Each 
translation  table  is  an  array  of  128  bytes  (unsigned  characters).  If  a  character  value  is  less  Aan  0x80,  it  is 
treated  as  an  ASCn  character  (perhaps  widi  the  META  bit  included).  Higher  values  indicate  special  charac¬ 
ters  that  invoke  more  ctanplicated  actions. 


Keyboard  Translation  State 

The  keylxwd  can  be  in  one  of  the  following  translation  modes; 


TR_NONE 

TR_ASCn 

TR_EVENT 


TR_UNTRANS_EVENT 


Keyboard  translaticm  is  turned  off  and  up/down  key  codes  are 
reported. 

ASen  codes  are  reported. 

firm_events  (see  The  SunView  System  Programmer’s  Guide  — 
Appendix:  Writing  a  Virtual  User  Input  Device  Driver)  are 
rqwrted. 

firm_events  containing  unencoded  keystation  codes  are  reported 
for  all  input  events  within  the  window  system. 


Keyboard  Translation-Table  Entries 

All  instances  of  the  kb  module  share  five  translation  tables  used  to  convert  raw  keystation  codes  to  evm 
values.  The  tables  are: 


Unshifted  Used  when  a  key  is  depressed  and  no  shifts  are  in  effect. 

Shifted  U^  when  a  key  is  dep'essed  and  a  Shift  key  is  being  held  down. 

Caps  Lock  Used  when  a  key  is  depressed  and  Caps  Lock  is  in  effect 

Controlled  Used  when  a  key  is  depressed  and  the  Control  key  is  being  held  down 

(regardless  of  whether  a  Shift  key  is  being  held  down  or  Ct^s  Lock  is  in 
effect). 

Key  Up  Used  when  a  key  is  released. 

Each  key  on  the  keyboard  has  a  “key  station”  code  which  is  a  number  from  0  to  127.  This  number  is  used 
as  an  index  into  the  translation  table  that  is  currently  in  effect  If  the  corresponding  entry  in  tiiat  translation 
table  is  a  vali^  fix)m  0  to  127,  this  value  is  treated  as  an  ASCII  character,  and  that  character  is  the  result  of 
the  translation. 
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If  the  entry  is  a  value  &om  128  to  2SS,  it  is  a  “special”  entry.  Special  entry  values  are  classified  according 
to  the  value  of  the  high-oider  bits.  The  high-order  value  fw  each  class  is  defined  as  a  constant,  as  shown  in 
the  list  below.  The  value  of  the  low-(vder  bits,  whm  added  to  this  constant,  distinguishes  between  keys 
within  each  class: 

SHIFTKEYS  Qx80  A  shift  key.  The  value  of  the  particular  shift  key  is  added  to  determine  which  shift 
mask  to  ^ly: 

CAPSLOCK  0  “C^s  Lock”  key. 

SHIFTLOCK 1  “Shift  Lock”  key. 

LEFTSHIFT  2  Left-hand  “Shift”  key. 

RIGHTSHIFT  3  Right-hand  “Shift”  key. 

LEFTCTRL  4  Left-hand  (or  only)  ‘  ‘Control’  ’  key. 

RIGHTCTRL  5  Right-hand  “Control”  key. 

BUCKYBrrs  0x90  Used  to  toggle  mode-key-up/down  status  without  altering  the  value  of  an  accom¬ 
panying  ASCH  character.  (The  actual  bit-position  value,  minus  7,  is  added.) 

METABIT  0  The  “Meta”  key  was  pressed  along  with  the  key.  This  is 

the  only  us^-accessible  bucky  bit. 

SYSTEMBrr  1  The  “System”  key  was  pressed.  This  is  a  place  holder 

to  indicate  which  key  is  the  system-abort  key. 

FUNNY  OxAO  Poforms  various  functions  depending  on  the  value  of  the  low  4  bits: 

NOP  OxAO  Does  nothing. 

OOPS  OxAl  Exists,  but  is  undefined. 

HOIE  0xA2  Thae  is  no  key  in  this  position  on  the  keyboard,  and  the 

position-code  should  not  be  used. 

NOSCROLL  0xA3  Altonalely  sends  'S  and  'Q. 

CTRLS  0xA4  Sends  'S  and  toggles  NOSCROLL  key. 

CTRLQ  0xA5  Sends  *Q  and  toggles  NOSCROLL  key. 

RESET  0xA6  Keyboard  reset. 

ERROR  0xA7  The  keyboard  driver  detected  an  internal  error. 

IDLE  0xA8  The  keyboard  is  idle  (no  keys  down). 

0xA9  —  OxAF  Reserved  for  nonparameterized  functions. 

STRING  OxBO  The  low-ortte"  bits  index  a  table  of  strings.  When  a  key  with  a  STRING  entry  is 

dqnessed,  the  characters  in  the  null-terminated  string  fOT  that  key  are  sent,  char^- 
ter  by  character.  The  maximum  length  is  defined  as: 

KTAB_STRLEN  10 

Individual  string  number's  are  defined  as: 


HOMEARROW 

0x00 

UPARROW 

0x01 

DOWNARROW 

0x02 

LEFTARROW 

0x03 

RIGHTARROW 

0x04 

String  numba^  OxOS  —  OxOF  are  available  for  custom  entries. 


1234 


Last  change:  30  October  1987 


Sun  Release  4.0 


KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


LEFTFUNC  OxCO 

RIGHTFUNCOxDO 

TOPFUNCOxEO 

BOTTOMFUNC  OxFO  Function  keys.  The  low  4  bits  indicate  the  function  key  number  within  the  group; 

LF(«)  (LEFTFUNC+(/i)-l) 

RF(«)  ^GHTFUNC+(/i)-l) 

TF(n)  (TOPFUNC+(n)-l) 

BF(n)  (BOTrOMFUNC+(n)-l) 

There  are  64  keys  resoved  for  function  keys.  The  actual  positions  may  not  be  on 
leftAightAop/bottom  of  the  keyboard,  although  they  usually  are. 

In  TR_ASCn  mode,  when  a  function  key  is  pressed,  the  following  escape 
sequence  is  sent: 

<ESC>[0....9z 

where  <ESC>  is  a  single  escape  character  and  “0...9”  indicates  the  decimal 
representation  of  the  function-key  value.  For  example,  function  key  R1  sends  the 
sequence: 

<ESO[208z 

because  the  decimal  value  of  RF(1)  is  208.  In  TR_EVENT  mode,  if  there  is  a 
VUID  event  code  for  the  function  key  in  question,  an  event  with  that  event  code  is 
generated;  otherwise,  individual  events  for  the  characters  of  the  escape  sequence 
are  generated. 

lOCTLS 

Two  ioctls  set  and  retrieve  the  current  translation  mode  of  a  keyboard; 

KIOCTRANS  Die  argument  is  a  pointer  to  an  int.  The  translation  mode  is  set  to  the  value  in  the  int 
pointed  to  by  the  argument. 

KIOCGTRANS  The  argument  is  a  pointer  to  an  int.  The  current  translation  mode  is  stored  in  the  int 
pointed  to  by  the  argument. 

ioctls  for  changing  and  retrieving  entries  from  the  keyboard  translation  table  use  the  kiockey  structure: 


struct  kiockey  { 

int  kio_tablemask; 

#define  KIOCABORTl  -1 
#define  K10CAB0RT2  -2 
u_char  kio_station; 
u_char  kio_entry; 
char  kio_string[10]; 

}; 


I*  Translation  table  (one  of:  0,  CAPSMASK, 
SfflFTMASK,  CTRLMASK,  UPMASK)  */ 

/♦  Special  “mask”:  abortl  keystation  ♦/ 

I*  Special  “mask”:  abort2  keystation  *! 

I*  Physical  keyboard  key  station  (0-127)  */ 

/*  Translation  table  station’s  entry  ♦/ 

/*  Value  for  STRING  entries  (null  terminated)  */ 


KIOCSETKEY  The  argument  is  a  pointer  to  a  kiockey  structure.  The  translation  table  entry  referred  to 
by  the  values  in  that  structure  is  changed. 

kio_tablemask  specifies  which  of  the  five  translation  tables  contains  the  entry  to  be 
modified: 

UPMASK  0x(X)80  ‘  ‘Key  Up’  ’  translation  table. 

CTRLMASK  0x(X)30  ‘  ‘Controlled’  ’  translation  table. 

SHIFTMASK  OxfXXlE  “Shifted”  translation  table. 

CAPSMASK  0x0001  “Caps  Lock”  translation  table. 

(No  shift  keys  pressed  or  locked) 

“Unshifted”  translation  table. 
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kio_station  specifies  the  keystation  code  fcr  the  entry  to  be  modified.  The  value  of 
klo_entry  is  stored  in  the  entry  in  question.  If  kio_entry  is  betweai  STRING  and 
STRING+15,  the  string  contained  in  kio_string  is  copied  to  the  appropriate  siring  table 
entry.  This  call  may  return  EINVAL  if  there  are  invalid  arguments. 

There  are  a  couple  special  values  of  kio_tablemask  that  affect  the  two  step  “break  to 
the  PROM  monitor’’  sequence.  The  usual  sequence  is  SETUP-a  or  Ll-a.  If 
kio_tablemask  is  KIOCABORTI  then  the  value  of  kiojstation  is  set  to  be  the  first  keys- 
taticHi  in  the  sequence.  If  kio_tableinask  is  KIOCABORT2  then  the  value  of 
kio_station  is  set  to  be  the  second  keystation  in  the  sequence. 

KIOCGETKEY  The  argument  is  a  pointer  to  a  kiockey  structure.  The  current  value  of  the  keyboard 
translation  table  ^try  specified  by  kio_tablemask  and  kio_station  is  stored  in  the  strac- 
ture  pointed  to  by  the  argument.  This  call  may  return  EINVAL  if  there  are  invalid  argu- 
moits. 

KIOCTYPE  The  argum^t  is  a  pointer  to  an  int.  A  code  indicating  the  type  of  the  keyboard  is  stored 
in  the  int  pointed  to  by  the  argument: 

KBJCLUNK  Micro  Switch  103SD32-2 

KB_VT100  Keytronics  VTIOO  compatible 

KB_SUN2  Sun-2  keyboard 

KB_SUN3  Type  3  keyboard 

KB_SUN4  Type  4  keyboard 

KB_ASCn  ASCn  taminal  masqua:ading  as  keybppd 

-1  is  stored  in  the  int  pointed  to  by  the  argument  if  the  keyboard  type  is  unknown. 

KIOCCMD  The  argument  is  a  pointer  to  an  int.  The  command  specifed  by  the  value  of  the  int 
pointed  to  by  the  argument  is  sent  to  the  keyboard.  The  commands  that  can  be  sent  are: 

Commands  to  the  Sun-2,  Type  3,  and  Type  4  keyboard: 

KBD_CMD_RESET  Reset  keyboard  as  if  power-up. 

KBD_CMD_BELL  Turn  on  the  bell. 

KBD_CMD~NOBELL  Turn  off  the  bell 

Commands  to  the  Type  3  and  Type  4  keyboard: 

KBD_CMD_CUCK  Turn  on  the  click  annunciator. 

KBD_CMD_NOCLICK  Turn  off  the  click  annunciator. 

Inappropriate  commands  for  particular  keyboard  types  are  ignored.  Since  there  is  no 
reliable  way  to  get  the  state  of  the  bell  or  click  (because  we  cannot  query  the  keyboard, 
and  also  because  a  iHocess  could  do  writes  to  the  appropriate  serial  driver  —  thus  going 
around  this  ioctl)  we  do  not  provide  an  equivalent  iocti  to  query  its  state. 

KIOCSDIRECT 

KIOCGDIRECT  These  ioctls  are  supported  for  compatibility  with  the  system  keyboard  device  /dev/kbd. 
KIOCSDIRECT  has  no  effect,  and  KIOCGDIRECT  always  returns  1. 

INDEX  STRUCTURES 

There  is  a  hierarchy  of  structures  for  accessing  keyboard  translation  data.  The  array  keytables  contains 
points  to  the  translation  data  fcv  each  of  the  known  keyboard  types: 
struct  keyboard  *keytables[  ]  =  { 

&keyindex_ms, 

&keyindex_vt, 

&keyindex_s2, 

&keyindex_s3, 

}; 

Each  keyboard  type  is  described  by  a  struct  keyboard  that  contains  pointers  to  the  five  translation-tables 
(“Unshifted”,  “Shifted’’,  “Cjq)s  Locked’’  “Controlled”,  and  “Key  Up”)  associated  with  that  type,  plus 
bit-masks  that  indicate  what  state  can  persist  with  no  keys  pressed,  and  the  key-pair  used  as  the  abort 
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sequence  for  the  system. 

An  array  keystringtab  contains  the  strings  s^t  by  various  keys,  and  can  be  accessed  by  any  translation: 
#define  kstescmit(c)  {’\033’,  ’c%  ’\D*} 

char  keystringtab[16][KTAB_STRLEN]  =  { 

kstesciiiit(H),  /*haime*/ 

kstescinit(A), 

kstescinit(B),  /*down*/ 

kstescinit(D), 

kstescinit(Q,  /*right*/ 

}; 

Index  Sbiicture  for  the  Type  4  Keyboard 

/*  Index  to  keymaps  for  Type  4  keyboard  */ 


static  struct  keyboard  keynidex_s4  = 
&keytab_s4_h:, 
&keytab_s4_uc, 
&keytab_s4_cl, 
&keytab_s4_ct, 
&keytab_s4_up, 

0x0000, 

0x0000, 

1, 

CAPSMASK, 

}; 

Index  Structure  for  the  Type  3  Keyboard 

static  struct  keyboard  keyindex_s3  = 
&keytab_s3_lc, 
&keytab_s3_uc, 
&keytab_s3_cl, 
&keytab_s3_ct, 
&keytab_s3_up, 

0x0000, 

0x0000, 

0x01, 0x4d, 

CAPSMASK, 

}; 

Index  Structure  for  the  Sun-2  Keyboard 

static  struct  keyboard  keyindex_s2  = 
&keytab_s2_lc, 
&keytab_s2_uc, 
&keytab_s2_cl, 
&keytab_s2_ct, 
&keytab_s2_up, 
CAPSMASK, 

0x0000, 

0x01, 0x4d, 

0x0000, 

}; 


h  Shift  bits  which  stay  rm  with  idle  keyboard  *! 
/*  Bucky  bits  which  stay  on  with  idle  keyboard  *! 
n,l*  abort  keys  */ 

I*  Shift  bits  which  toggle  on  down  event  *! 


I*  Shift  bits  that  stay  on  with  idle  keyboard  *! 
/*  Bucky  bits  that  stay  on  with  idle  keyboard  *! 
/*  Abort  sequence  Ll-A  ♦/ 

/*  Shift  bits  that  toggle  on  down  event  *! 


I*  Shift  bits  that  stay  on  with  idle  keyboard  *! 
I*  Bucky  bits  that  stay  on  with  idle  keyboard  *! 
I*  Abort  sequence  Ll-A  *! 

I*  Shift  bits  that  toggle  on  down  event  *! 
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Index  Structure  for  the  Mkro  Switch  1Q3SD32-2  Keyboard 
static  struct  keyboard  keyindex_ms  =  { 

&keytab_iiis_lc, 

&keytab_ins_uc, 

&keytab_uis_cl, 

&keytab_iiis_ct, 

&keytab_iiis_up, 

CTLSMASK,  /*  Shift  bits  that  stay  on  with  idle  keyboard  *! 

0x0000,  /*  Bucky  bits  that  stay  on  with  idle  keyboard  */ 

0x01, 0x4d,  I*  Abort  sequence  L1>A  *! 

0x0000,  I*  Shift  bits  that  toggle  on  down  event  *! 

}; 

Index  Structure  for  the  VT100>Style  Keyboard 

Static  struct  keyboard  keyindex_vt  =  { 

&keytab_vt_lc, 

&keytab_'vt_uc, 

&keytab_vt_cl, 

&keytab_vt_ct, 

&keytab_vt_up, 

CAPSMASK+CTLSMASK,  /♦  Shift  keys  that  stay  on  with  idle  keyboard  */ 
0x0000,  I*  Bucky  bits  that  stay  on  with  idle  keyboard  *! 

0x01, 0x3b,  /*  Abort  sequence  SETUP-A  */ 

0x0000,  /*  Shift  bits  that  toggle  on  down  event  *! 

}; 

DEFAULT  TRANSLATION  TABLES 
Type  4  Keyboard 
Unshifted 


Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00  HOLE 

01  BUCKYBITS+ 

02  HOLE 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TF(2) 

07  TF(IO) 

SYSTEMBIT 

08  TF(3) 

09  TF(11) 

0ATF(4) 

OB  TF(i2) 

OC  TF(5) 

OD  HOLE 

OE  TF(Q 

OF  HOLE 

10  TFC7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RFC2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  c(T) 

IE 

IF  ’2’ 

20  *3’ 

21  *4’ 

22  *5* 

23  ’6* 

24  *T 

25  *8* 

26  *9* 

27  ’0’ 

28 

29 

2A 

2B  ’Nb* 

2C  HOLE 

2D  RF(4) 

2E  RF(5) 

2F  RF(6) 

30  BF(13) 

31  LF(5) 

32  BF(10) 

33  LF(6) 

34  HOLE 

35 

36  ’q* 

37  ’w’ 

38 

39  V 

3A 

3B  ’y* 

3C  ’u’ 

3D  ’i’ 

3E  ’o* 

3F  ’p’ 

40 

41  y 

42  0x7F 

43  OOPS 

44  RF(7) 

45  STRING+ 

46  RF{9) 

47  BF(15) 

(tonp) 

UPARROW 

48  LF(7) 

49  LF  (8) 

4A  HOLE 

4B  HOLE 

4C  SHIFTKEYS+  4D 

4E  ’s’ 

4F  ’d’ 

LEFTCTRL 

50  T 

51  ’g’ 

52  ’h* 

53 

54  'k* 

55  r 

56  *;* 

57  V* 

58  ^V 

59  V 

5A  BF(11) 

5B  STRING+ 

5C  RF(ll) 

5D  STRING+ 

5E  BF(8) 

5F  LF(9) 

LEFTARROW 

RIGHTARROW 

60  HOLE 

61  LF(10) 

62  BF(16) 

63  SHIFTKEYS+ 

64  V 

65 

66  ’c* 

67  ’v’ 

LEFTSHIFT 

68  V 

69 

6A  *m* 

6B 

6C 

6D  7* 

6E  SHIFrKEYS+  6F  *\n’ 

RIGHTSHIFT 

70  RF(13) 

71  STRING+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  LF(16) 

77  SHIFrKEYS+ 

DOWNARROW 

CAPSLOCK 

78  BUCKYBrrS+  79  *  * 

7A  BUCXYB1TS+  7B  HOLE 

1C  HOLE 

7D  BF(14) 

7E  ERROR 

7F  roLE 

METABTr  METABIT 
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Type  4  Keyboard 
Shifted 


Key  Value 

Key  Value 

Key  Value 

KeyVedue 

KeyVtOue 

Key  Value 

KeyViUue 

Key  Value 

00  HOLE 

01  BUCKYBITS+ 

02  HOLE 

03  LF(2) 

04  HOLE 

05  TFa) 

06  TF(2) 

07  TF(IO) 

SYSTEMBIT 

08  TF€3) 

09  TF(11) 

OA  TF(4) 

OB  TF<12> 

0CTF(5) 

ODHOLE 

OE  TF(6) 

OF  HOLE 

10  TFC7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  c(’n 

IE  r 

IF  W 

20  ’#• 

21  *$* 

22 

23 

24  *&• 

25 

26 

Zl  *)• 

28 

29  W 

2A  — 

2B 

2C  HOLE 

2DRF(4) 

2E  RF(5) 

2F  RF(6) 

30  BF(13) 

31  LF<5) 

32  BF(10) 

33  LF<6) 

34  HOLE 

35  V 

36 

37  ’W* 

38  *E* 

39 

3A  T* 

3B  »Y» 

3C  *U* 

3D  T 

3E  *0* 

3F 

40  *(* 

41  r 

42  OxTF 

43  OOPS 

44  RF(7) 

45  STRING+ 

46  RF(9) 

47  BF(15) 

(temp) 

UPARROW 

48  LFC7) 

49  IJF(8) 

4A  HOLE 

4B  HOLE 

4C  SH1FTKEYS+  4D 

4E  *S* 

4F  *D* 

LEFTCTRL 

50  T* 

51  *G* 

52  'H’ 

53  T 

54 

55  T* 

56 

57 

58  r 

59  V 

5A  BF(11) 

5B  STRING+ 

5C  RF(ll) 

5D  STRING^ 

5E  BF(8) 

5F  LF(9) 

LEFTARROW 

RKRITARROW 

60  HOLE 

61  LF<10) 

62  BF(16) 

63  SHlFrKEYS+ 

64  ’Z’ 

65  ’X’ 

66  'C* 

67 

LEFTSHIFT 

68  'B* 

69  *N* 

6A  ’M* 

6B  *<» 

6C  V 

6D  *?• 

6E  SHIFTKEYS+  6F 

RIGHTSHIFr 

70  RF(13) 

71  STRING+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  LF(16) 

77  SHlFrKEYS+ 

DOWNARROW 

CAPSLOCK 

78  BUCKYBITS+  79  »  * 

7A  BUCKYBirS+  7B  HOLE 

7C  HOLE 

7DBF(14) 

7E  ERROR 

7F  IDLE 

METABir 

METABrr 

Type  4  Keyboard 

Caps  Locked 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00  HOLE 

01  BUCKYBITS+ 

02  HOLE 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TFa) 

07  TF(IO) 

SYSTEMBIT 

08  TF(3) 

09  TF(11) 

OA  TF(4) 

OB  TF(i2) 

OC  TF(5) 

ODHOLE 

OE  TF(6) 

OF  HOLE 

10  TF(7) 

11  TF<8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  ccn 

IE  *V 

IF 

21  ’3* 

21  ’4» 

22  *5* 

23  *6* 

24  *7’ 

25  *8* 

26  ’9* 

27  »0’ 

28 

29 

2A 

2B 

2C  HOLE 

2D  RF(4) 

2E  RF(5) 

2F  RF(6) 

30  BF(23) 

32  LF(5) 

32  BF(20) 

33  LF(^ 

34  HOLE 

35  V 

36  ’Q’ 

37  *W* 

38  *E* 

39  ’R* 

3A  T* 

3B  T* 

3C  ‘U* 

3D  T 

3E  *0* 

3F  ’P’ 

40  ’[* 

41  r 

43  OxTF 

43  OOPS 

44  RFC7) 

45  STRING+ 

46  RF(9) 

47  BF(15) 

(temp) 

UPARROW 

48  LF(7) 

49  LF(8) 

4AHOLE 

4B  HOLE 

4C  SHIFTKEYS+  4D  ‘A* 

4E  *S* 

4F  *D» 

LEFTCTRL 

50  *F* 

51  ’G’ 

52  *H* 

53  'V 

54  *K’ 

55  *L* 

56 

57  V* 

58  ^V 

59  V 

5A  BF<11) 

5B  STRING+ 

5C  RF(11) 

5D  STRING+ 

5E  BF(8) 

5FLF(9) 

LEFTARROW 

RIGHTARRROW 

60  HOLE 

61  LF(10) 

62  BF(16) 

63  SHIFrKEYS+ 

64  *r 

65  *X* 

66  ’C* 

67 

LEFTSHIFT 

68  *B* 

69  ’N’ 

6A  *M^ 

6B 

6C 

6D  T 

6E  SHIFTKEYS+  6F  *Nn* 

RIGHTSHIFT 

70  RF(13) 

71  STR1NG+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  LF(16) 

77  SHIFTKEYS+ 

DOWNARROW 

CAPSLOCK 

78  BUCKYBITS+  79  »  * 

7A  BUCKYBrrS+  7B  HOLE 

7C  HOLE 

7D  BF(14) 

7E  ERROR 

7F  IDLE 

METABrr  METABir 
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KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


Type  4  Keyboard 
Controlled 


Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00  HOLE 

01  BUCKYBITS+ 

OZ  HOLE 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TF(2) 

07  TF(IO) 

SYSTEMBIT 

08  TF(3) 

09  TF(11) 

QATF(4) 

OB  TF(12) 

OC  TF(5) 

OD  HOLE 

OE  TF(6) 

OF  HOLE 

10  TF(7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  ccn 

IE  *r 

IF  c{W) 

20  '3* 

21  *4* 

72  *5’ 

23  cr) 

24  *T 

25  *8’ 

26  *9’ 

27  *0’ 

28  cC_’) 

29 

2A  cm 

2B 

2C  HOLE 

2DRF(4) 

2B  RF(5) 

2F  RF(6) 

30  BF(13> 

31  LF(5) 

32  BF(10) 

33  LF(6) 

34  HOLE 

35  V 

36  c(*q*) 

37  c(*w’) 

38  c(V) 

39  c(Y) 

3A  c(*t*) 

3B  cCy‘) 

3C  cCu’) 

3D  cCi*) 

3E  c(*o’) 

3F  ciY) 

40  dT) 

41  cm 

42  OxTF 

43  OOPS 

44  RFC7) 

45  STRING+ 

46  RF(9) 

47  BF(15) 

(trnip) 

UPARROW 

48  LF(7) 

49  LF(8) 

4A  HOLE 

4B  HOLE 

4C  SHIFTKEYS+  4D  cfa*) 

4E  c(*s*) 

4F  cCd*) 

LEFTCTRL 

50  cCf) 

51  c(*g*) 

52  c(’h’) 

53  cCj*) 

54  cCk‘) 

55  cCl”) 

56 

57  V* 

58  c(^V) 

59  V 

5A  BF{11) 

5B  STRING!+ 

5C  RF(ll) 

5D  STR1NG+ 

5E  BF(8) 

5F  LF(9) 

LEFTARROW 

RIGHTARROW 

60  HOLE 

61  LF(10) 

62  BF(16) 

63  SHIFrKEYS+ 

64  cCz’) 

65  cCx’) 

66  c(*c*) 

67  c(V) 

LEFTSHEFT 

68  cCb») 

69  c(’n0 

6A  c(’m*) 

6B 

6C 

6D  c(’„*) 

6E  SHIFnCEYS+  6F  *\ii* 

RIGHTSHIFT 

70  RF(13) 

71  STRING+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  LF(16) 

77  SHIFTKEYS+ 

DOWNARROW 

CAPSLOCK 

78  BUCKYBITS+  79  c(»  0 

7A  BUCKYBrrs+  7B  HOLE 

7C  HOLE 

7DBF(14) 

7E  ERROR 

7F  IDLE 

METABIT 

METABIT 

Type  4  Keyboard 

Key  Up 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key 

Value  Key 

Value  Key  Value 

Key 

Value 

00  HOLE 

01  BUCKYBITS+  02  HOLE 

03  OOPS 

04 

HOLE  05 

OOPS  06  OOPS 

07 

HOLE 

SYSTEMBIT 

08  OOPS 

09  HOLE 

OA  OOPS 

OB  HOLE 

OC 

OOPS  OD 

HOLE  OE  OOPS 

OF 

HOLE 

10  OOPS 

11  OOPS 

12  OOPS 

13  OOPS 

14 

HOLE  15 

OOPS  16  OOPS 

17 

NOP 

18  HOLE 

19  OOPS 

lA  OOPS 

IB  HOLE 

1C 

HOLE  ID 

NOP  IE  NOP 

IF 

NOP 

20  NOP 

21  NOP 

22  NOP 

23  NOP 

24 

NOP  25 

NOP  26  NOP 

27 

NOP 

28  NOP 

29  NOP 

2A  NOP 

2B  NOP 

2C 

HOLE  7D 

OOPS  2E  OOPS 

2F 

NOP 

30  HOLE 

31  OOPS 

32  HOLE 

33  OOPS 

34 

HOLE  35 

NOP  36  NOP 

37 

NOP 

38  NOP 

39  NOP 

3A  NOP 

3B  NOP 

3C 

NOP  3D 

NOP  3E  NOP 

3F 

NOP 

40  NOP 

41  NOP 

42  NOP 

43  HOLE 

44 

OOPS  45 

OOPS  46  NOP 

47 

HOLE 

48  OOPS 

49  OOPS 

4A  HOLE 

4B  HOLE 

4C 

shiftk:eys+  4D 
LEFTCTRL 

NOP  4E  NOP 

4F 

NOP 

50  NOP 

51  NOP 

52  NOP 

53  NOP 

54 

NOP  55 

NOP  56  NOP 

57 

NOP 

58  NOP 

59  NOP 

5A  HOLE 

5B  OOPS 

5C 

OOPS  5D 

NOP  5E  HOLE 

5F 

OOPS 

60  OOPS 

61  OOPS 

62  HOLE 

63  SHIFTKEYS+  64 

NOP  65 

NOP  66  NOP 

67 

NOP 

LEFTSHIFr 

68  NOP 

69  NOP 

6A  NOP 

6B  NOP 

6C 

NOP  6D 

NOP  6E  SHIFTKEYS+  6F 

NOP 

RIGHTSmFT 

70  OOPS 

71  OOPS 

72  NOP 

73  HOLE 

74 

HOLE  75 

HOLE  76  HOLE 

77 

NOP 

78  BUCKYBrrS+  79  NOP 

7A  BUCKYBITS+  7B  HOLE 

1C 

HOLE  7D 

HOLE  7E  HOLE 

7F 

RESET 

METABIT  METABIT 
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KB  (4M)  DEVICES  AND  NETWORK  INTERFACES 


Type  3  Keyboard 
Unshifted 


Key  Value 

Key  Value 

Key  Value 

Key  Vabte 

Key  Value 

Key  Value 

Key  Value 

00 

HOLE 

01  BUCKYBrrS+ 
SYSTEMBrr 

02  HOLE 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TF(2) 

08 

TF(3) 

09  HOLE 

OA  TF(4) 

OB  HOLE 

OC  TF(5) 

ODHOLE 

OE  TF(6) 

10 

TFC7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

18 

HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

1Dc(T) 

IE  *1* 

20 

*3* 

21  *4* 

22  ’5’ 

23  ‘6* 

24  *T 

25  ’8’ 

26  ’9* 

28 

29  *=* 

2A 

2B  ’Nb* 

2C  HOLE 

2D  RF(4) 

2E  RF(5) 

30 

HOLE 

31  LF(5) 

32  HOLE 

33  LF(6) 

34  HOLE 

35  V* 

36 

38 

*e* 

39  V 

3A  ’t* 

3B  ’y’ 

3C  *u* 

3D  ’i* 

3E  *o* 

40 

T 

41  •]• 

42  0x7F 

43  HOLE 

45  RFC?) 

45  STRING+ 
UPARROW 

46  RF(9) 

48 

LFC7) 

49  LF(8) 

4A  LF(40) 

4B  HOLE 

4C  SHIFrKEYS+  4D  *a’ 

LEFTCTRL 

4E  ’s* 

50 

T 

51  *g* 

52 

53  ’j* 

54 

55  r 

56 

58 

V 

59  V’ 

5A  HOLE 

5B  STRING+ 
D^ARROW 

5C  RF(ll) 

5D  STRING+ 
RIGerARROW 

5E  HOLE 

60 

LF<15) 

61  LF(IO) 

62  HOLE 

63  SHIFrKEYS+ 
LEFTSHIFT 

64 

65 

66  ’c* 

68 

69  ’n’ 

6A  *m* 

6B 

6C 

6D  7* 

6E  SHIFrKEYS+ 
RIGHTSHIFT 

70 

RF(13) 

71  STRING+ 
DOWNARROW 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  HOLE 

78 

Shifted 

BUCKYBITS+  79  *  ’ 

METABrr 

7A  BUCKYBrrS+  7B  HOLE 
METABrr 

7C  HOLE 

7D  HOLE 

7E  ERROR 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00 

HOLE 

01  BUCKYBITS+ 
SYSTEMBrr 

02  HOLE 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TF(2) 

08 

TF(3) 

09  HOLE 

QA  TF(4) 

OB  HOLE 

OC  TF(5) 

OD  HOLE 

OE  TF(6) 

10 

TFC7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

18 

HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  ccn 

IE  M’ 

20 

»#* 

21  *$* 

22  *%• 

23  *** 

24 

25 

26  'C 

28 

>  • 

29  *+* 

2A 

2B 

2C  HOLE 

2DRF(4) 

2E  RF(5) 

30 

HOLE 

31  LF(5) 

32  HOLE 

33  LF(6) 

34  HOLE 

35  V 

36 

38 

39  ’R* 

3A  T’ 

3B  *Y* 

3C  ‘U* 

3D  T’ 

3E  ’O’ 

40 

’{* 

41  *Y 

42  0x7F 

43  HOLE 

44  RFC?) 

45  STRING+ 
UPARROW 

46  RF(9) 

48 

LFC7) 

49  LF(8) 

4A  HOLE 

4B  HOLE 

4C  SHIFTKEYS+  4D  *A’ 

LEFTCTRL 

4E  ’S’ 

50 

T* 

51  *G* 

52  *H* 

53  ’J’ 

54  »K’ 

55  ’L* 

56  ’:’ 

58 

r 

59  V 

5A  HOLE 

5B  STRING+ 
LEFTARROW 

5C  RF(ll) 

5D  STRING+ 
RIGHTARROW 

5E  HOLE 

60 

LFCIS) 

61  LF(IO) 

62  HOLE 

63  SHIFTKEYS+ 
LEFTSHIFT 

64 

65 

66  ’C’ 

68 

69  ’N’ 

6A  ’M’ 

6B  ’<* 

6C 

6D 

6E  SHIFrKEYS+ 
RIGHTSHIFr 

70 

RF(13) 

71  STRING+ 
DOWNARROW 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  HOLE 

78 

BUCKYBrrS+  79  *  ’ 

METABir 

7A  BUCKYBrrS+  7B  HOLE 
METABrr 

7C  HOLE 

7D  HOLE 

7E  ERROR 

KB(4M) 


Key  Value 

07  HOLE 

OF  HOLE 
17  RF(3) 

IF 

27  '0* 

2F  RF(6) 

37  'w* 

3F 

47  HOLE 

4F  ’d’ 

57  V’ 

5F  LF(9) 

67  *v* 

6F  'Vo* 

77  SHIFTKEYS+ 
CAPSLOCK 
7F  IDLE 


Key  Value 

07  HOLE 

OF  HOLE 
17  RF(3) 

IF 

27  •)* 

2F  RF(6) 

37  ’W* 

3F 

47  HOLE 
4F  ’D* 

57 

5F  LF(9) 

67  *V’ 

6F  *Vn* 

77  SHIFrKEYS+ 
CAPSLOCK 
7F  IDLE 
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KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


Type  3  Keyboard 
Caps  Locked 


KeyVabte 

Key  Value 

Key  Value 

Key  Value 

KeyVedue 

Key  Value 

K^  Value 

Key  Vedue 

00  HOLE 

01  BUCKYBITS+ 

02  HOLE 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TF<2) 

Cfl  HOLE 

SYSTEMBrr 

08  TF(3) 

09  HOLE 

OA  TF(4) 

OB  HOLE 

0CTF(5) 

ODHOLE 

OE  TF(Q 

OF  HOLE 

10  TFC7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  ccn 

IE 

IF 

20  *3’ 

21  *4’ 

22  *5’ 

23  ’6’ 

24 

25  *8’ 

26  ’9* 

27  *0* 

28 

29 

2A 

2B 

2C  HOLE 

2DRF(4) 

2E  RF(5) 

2F  RF(6) 

30  HOLE 

31  LF(5) 

32  HOLE 

^  LF(6) 

34  HOLE 

35 

36 

37  *W’ 

38  *E’ 

39  'R’ 

3A  T* 

3B  *Y’ 

3C  *U* 

3D  T 

3E  *0* 

3F  T* 

40  T 

41  •]• 

42  0x7F 

43  HOLE 

44  RF(7) 

45  STRING+ 

46  RF(9) 

47  HOLE 

UPARROW 

48  LFC7) 

49  IJF(8) 

4A  HOLE 

4B  HOLE 

4C  SHIFTKEYS+  4D  *A* 

4E 

4F  *D' 

LEFTCTRL 

50  T’ 

51  *G’ 

52  ’H* 

53  T 

54 

55  TL* 

56 

57  V* 

58  V 

59  V 

5A  HOLE 

SB  STRING+ 

5C  RFai) 

5D  STRING+ 

5E  HOLE 

5F  LF(9) 

IJEFTARROW 

RIGHTARROW 

60  LF(15) 

61  LF(lO0 

62  HOLE 

63  SHIFrKEYS+ 

64  *2* 

65 

66  *C’ 

67  ’V’ 

LEFTSHIFT 

68  ’B* 

69  'N* 

6A  ’M* 

6B 

6C  *.* 

6D  r 

6E  SHIFTKEYS+  6F 

RIGHTSHIFr 

70  RF(13) 

71  STOING+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  HOLE 

77  SHIFTKEYS+ 

DOWNARROW 

CAPSLOCK 

78  BUCKYBITS+  79  *  ’ 

7A  BUCKYBrrS+  7B  HOLE 

7C  HOLE 

7DHOLE 

7E  ERROR 

7F  IDLE 

METABir 

METABIT 

Controlled 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Vahte 

Key  Vedue 

Key  Value 

Key  Value 

00  HOLE 

01  BUCKYB1TS+ 

02  HOLE 

03  LPm 

04  HOLE 

05  TF(1) 

06  TF(^ 

07  HOLE 

SYSTEMBIT 

08  TF(3) 

09  HOLE 

QA  TF(4) 

OB  HOLE 

OC  TF(5) 

ODHOLE 

OE  TF(6) 

OF  HOLE 

10  TF(7) 

11  TF(8) 

12  TF(9) 

13  ALT 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF<3) 

lA  LF(4) 

IB  HOLE 

1C  HOLE 

ID  cC[*) 

IE  ’r 

IF  ciW) 

20  *y 

21  *4’ 

22  *5* 

23  cO 

24  *7* 

25 

26  *9* 

27  ’0’ 

28  cC  J) 

29  •=• 

2A  cC'“) 

2B 

2C  HOLE 

2D  RF(4) 

2E  RF{5) 

2F  RF(6) 

30  HOLE 

31  LF(5) 

32  HOLE 

33  LF(^ 

34  HOLE 

35  V 

36  c(’q’) 

37  c(’w’) 

38  cCe*) 

39  c(Y) 

3AcCO 

3B  cCy') 

3C  cCu*) 

3D  cC’T) 

3E  c(*o’) 

3F  ccy) 

40  cCEO 

41  cVY) 

42  OxTF 

43  HOLE 

44  RFC?) 

45  STRING+ 

46  RF(9) 

47  HOLE 

UFARROW 

48  IF(7) 

49  LF(8) 

4A  HOLE 

4B  HOLE 

4C  SHIFTKEYS+  4D  c(*a*) 

4E  c(*s‘) 

4F  c(*d*) 

LEFTCTRL 

50  cCf) 

51  cCg*) 

52  c(*h*) 

53  cCj*) 

54  cCk') 

55  c(T) 

56 

57  V' 

58  c(V) 

59  V 

5A  HOLE 

5B  STRING+ 

5C  RF(ll) 

5D  STRING+ 

5E  HOLE 

5F  LF(9) 

LEFTARROW 

RIGHTARROW 

60  LF(15) 

61  LF(10) 

62  HOLE 

63  SHIFrKEYS+ 

64  c(*z*) 

65  c(Y*) 

66  c(’c*) 

67  c(V) 

LEFTSHIFr 

68  cCb*) 

69  c(*n’) 

6A  c(*m*) 

6B 

6C  *.* 

6D  c(V) 

6E  SHIF1'KEYS+ 

6F  'Nn* 

RIGHTSHEFT 

70  RF(13) 

71  SIRING^ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  HOLE 

77  SHIFTKEYS+ 

DOWNARROW 

CAPSLOCK 

78  BUCKYB1TS+  79  c  (’  ’) 

7A  BUCKYBrrS+  7B  HOLE 

7C  HOLE 

7D  HOLE 

7E  ERROR 

7F  IDLE 

MBTABIT  METABIT 
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KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


Type  3  Keyboard 
Key  Up 


Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBITS+ 

SYSTEMBU 

02 

HOLE 

03 

OOPS 

04 

HOLE 

05 

OOPS 

06 

OOPS 

07 

HOLE 

08 

OOPS 

09 

HOLE 

OA 

OOPS 

OB 

HOLE 

OC 

OOPS 

OD 

HOLE 

OE 

OOPS 

OF 

HOLE 

10 

OOPS 

11 

OOPS 

12 

OOPS 

13 

OOPS 

14 

HOLE 

15 

OOPS 

16 

OOPS 

17 

NOP 

18 

HOLE 

19 

OOPS 

lA 

OOPS 

IB 

HOLE 

1C 

HOLE 

ID 

NOP 

IE 

NOP 

IF 

NOP 

20 

NOP 

21 

NOP 

22 

NOP 

23 

NOP 

24 

NOP 

25 

NOP 

26 

NOP 

27 

NOP 

28 

NOP 

29 

NOP 

2A 

NOP 

2B 

NOP 

2C 

HOLE 

2D 

OOPS 

2E 

OOPS 

2F 

NOP 

30 

HOLE 

31 

OOPS 

32 

HOLE 

33 

OOPS 

34 

HOLE 

35 

NOP 

36 

NOP 

37 

NOP 

38 

NOP 

39 

NOP 

3A 

NOP 

3B 

NOP 

3C 

NOP 

3D 

NOP 

3E 

NOP 

3F 

NOP 

40 

NOP 

41 

NOP 

42 

NOP 

43 

HOLE 

44 

OOPS 

45 

OOPS 

46 

NOP 

47 

HOLE 

48 

OOPS 

49 

OOPS 

4A 

HOLE 

4B 

HOLE 

4C 

SHIFrKEYS+ 

LEFTCTRL 

4D 

NOP 

4E 

NOP 

4F 

NOP 

50 

NOP 

51 

NOP 

52 

NOP 

53 

NOP 

54 

NOP 

55 

NOP 

56 

NOP 

57 

NOP 

58 

NOP 

59 

NOP 

5A 

HOLE 

5B 

OOPS 

5C 

OOPS 

5D 

NOP 

5E 

HOLE 

5F 

OOPS 

60 

OOPS 

61 

OOPS 

62 

HOLE 

63 

SHIFrKEYS+ 

LEFTSHIFr 

64 

NOP 

65 

NOP 

66 

NOP 

67 

NOP 

68 

NOP 

69 

NOP 

6A 

NOP 

6B 

NOP 

6C 

NOP 

6D 

NOP 

6E 

SHIFrKEYS+ 

RIGHTSHIFr 

6F 

NOP 

70 

OOPS 

71 

OOPS 

72 

NOP 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

NOP 

78 

BUCKYBITS+ 

79 

NOP 

7A 

BUCKYBrrS+ 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

RESET 

METABrr  METABIT 


Sun-2  Keyboard 
Unsbifted 


Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00 

HOLE 

01 

BUCKYBrrS+ 

SYSTEMBIT 

02  LF(11) 

03  LF<2) 

04  HOLE 

05  TF(1) 

06  TF(2) 

07 

TF(n) 

08 

TF(3) 

09 

TF(12) 

OA  TF(4) 

OB  TF(13) 

OC  TF(5) 

OD  TF(14) 

OE  TF(6) 

OF  TF(15) 

10 

TF(7) 

11 

TF(8) 

12  TT(9) 

13  TF(10) 

14  HOLE 

15  RF(1) 

16  RFC^ 

17 

RF(3) 

18 

HOLE 

19 

LF(3) 

lA  LF(4) 

IB  LF(12) 

1C  HOLE 

ID  cC[*) 

IE  T 

IF 

■2* 

20 

*3* 

21 

•4* 

22  '5* 

23  *6* 

24  *7* 

25  *8* 

26  ’9’ 

27 

’0’ 

28 

29 

2A  *** 

2B  *>!)* 

2C  HOLE 

2D  RF(4) 

2E  RF(5) 

2F 

RF(6) 

30 

HOLE 

31 

LF(5) 

32  LF(13) 

33  LF(6) 

34  HOLE 

35  V 

36 

37 

’w’ 

38 

*e* 

39 

V 

3A  ‘t* 

3B  *y* 

3C 

3D  *V 

3E 

3F 

’P’ 

40 

41 

42  OkTF 

43  HOLE 

44  RF(7) 

45  STRING+ 
UPARROW 

46  RF(9) 

47 

HOLE 

48 

LF(7) 

49 

LF(8) 

4A  LF(14) 

4B  HOLE 

4C  SHIFrKEYS+ 
LEFTCTRL 

4D 

4E  *8* 

4F 

’d* 

50 

T 

51 

52 

53  r 

54  *k* 

55  T 

56 

57 

58 

V 

59 

V 

5A  HOLE 

SB  STRING+ 
LEFTARROW 

SC  RF(11) 

5D  STRING+ 

RIGHTARROW 

5E  HOLE 

5F 

0^(9) 

60 

LF(15) 

61 

LF(IO) 

62  HOLE 

63  SHIFTKEYS+ 
LEFTSmFr 

64 

65  'x’ 

66  V 

67 

68 

69 

*ii’ 

6A  *m* 

6B 

6C 

6D  T 

6E  SHIFrKEYS+ 
RIGHTSHIFT 

6F 

’Nn’ 

70 

RF(13) 

71 

STRING+ 

DOWNARROW 

72  RF(15) 

73  HOLE 

74  HOLE 

75  UOIM 

76  HOLE 

T7 

HOLE 

70 

BUCKYBITS+ 

METABIT 

71 

72  BUCKYBITS+ 
METABIT 

73  HOLE 

74  HOLE 

75  HOLE 

76  ERROR 

77 

IDLE 
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KB(4M) 


KB  (4M)  DEVICES  AND  NETWORK  INTERFACES 


Sun-2  Keyboard 
Shifted 


Key  Vidue 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00  HOLE 

01  BUCKYBrrS+ 

02  LF(11) 

03  LF(2) 

04  HOLE 

05  TF(1) 

06  TF(2) 

07  TF(ll) 

SYSTEMBIT 

08  TF(3) 

00  TF(12) 

OA  TF(4) 

QB  TF(13) 

OC  TF(5) 

OD  TF(14) 

OE  TF(6) 

OF  TF(15) 

10  TF(7) 

11  TF(8) 

12  TF(9) 

13  TF(IO) 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  LF(i:^ 

1C  HOLE 

ID  cCC*) 

IE 

IF  W 

20  ’#’ 

21  ’$* 

22 

23 

24 

25 

26 

ZJ  y 

28  •_* 

29  ’+* 

2A 

2B  >b* 

2C  HOLE 

2D  RF(4) 

2E  RF(5) 

TP  RF(6) 

30  HOLE 

31  LF(5) 

32  LF(13) 

33  LF(6) 

34  HOLE 

35  V 

36 

37  *W* 

38 

39 

3A  T* 

3B  Y* 

3C  *U’ 

3D  *r 

3E  *0’ 

3F  T' 

40 

41  r 

42  OxTF 

43  HOLE 

44  RFC?) 

45  STRING+ 

46  RF(9) 

47  HOLE 

UPARROW 

48  LF(7) 

49  LF(8) 

4A  LF(14) 

4B  HOLE 

4C  SHIFrKEYS+  4D  *A* 

4E  *S* 

4F  *D’ 

LEFTCTRL 

50 

51  ’G* 

52  *H’ 

53  T 

54 

55 

56 

57 

58 

59  V 

5A  HOLE 

SB  STRING+ 

5C  RF(11) 

5D  STRING+ 

5E  HOLE 

5F  LF(9) 

LEFTARROW 

RIGHTARROW 

60  LF(15) 

61  LF(IO) 

62  HOLE 

63  SHIFrKEYS+ 

64 

65  *X’ 

66  *C 

67  Y* 

LEFTSHIFr 

68  ’B* 

69  ‘N* 

6A 

6B  *<* 

6C 

6D  ’?* 

6E  SHIFTKEYS+ 

6F  ’Nn* 

RIGHTSHIFr 

70  RF(13) 

71  STRING+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  HOLE 

77  HOLE 

DOWNARROW 

78  BUCKYBITS+ 

79  *  * 

7A  BUCKYBITS+  7B  HOLE 

7C  HOLE 

7D  HOLE 

7E  ERROR 

7F  IDLE 

METABIT 

METABrr 

Caps  Locked 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

00  HOLE 

01  BUCKYB1TS+ 

02  LF(11) 

03  LFa) 

04  HOLE 

05  TF(1) 

06  TF(2) 

on  TFai) 

SYSTEMBIT 

08  TF(3) 

09  TF(12) 

OA  TF(4) 

QB  TFOS) 

OC  TF(5) 

m  TF(14) 

OE  TF(6) 

OF  TF(15) 

10  TF(7) 

11  TF(8) 

12  TF(9) 

13  TF(10) 

14  HOLE 

15  RF(1) 

16  RF(2) 

17  RF(3) 

18  HOLE 

19  LF(3) 

lA  LF(4) 

IB  LF(12) 

1C  HOLE 

ID  c(*[») 

IE  ’r 

IF  *2* 

20  *3* 

21  *A* 

22  *5* 

23  *6* 

24  *T 

25  *8* 

26  *9’ 

27  *0» 

28 

29  *** 

2A 

2B 

2C  HOLE 

2D  RF(4) 

2E  RF(5) 

2F  RF(6) 

30  HOLE 

31  LF(5) 

32  LF(13) 

33  LF(6) 

34  HOLE 

35  V 

36 

37  *W’ 

38  *E* 

39  *R* 

3A  *T* 

3B  Y’ 

3C 

3D  T 

3E  ’O* 

3F  *P’ 

40  *[* 

41  *Y 

42  OxTF 

43  HOLE 

44  RFC?) 

45  STRING+ 

46  RF(9) 

47  HOLE 

UPARROW 

48  LF(7) 

49  LF(8) 

4A  LF(14) 

4B  HOLE 

4C  SHIFTKEYS+ 

4D 

4E 

4F  T>* 

LEFTCTRL 

50  *F* 

51  *G* 

52  *H* 

53 

54 

55  ’L’ 

56 

57  V* 

58  Y 

59  V 

5A  HOLE 

5B  STRING+ 

5C  RF(11) 

5D  STRING+ 

5E  HOLE 

5F  LF(9) 

LEFTARROW 

RIGHTARROW 

60  LF(15) 

61  LF(IO) 

62  HOLE 

63  SHIFIKEYS+ 

64 

65  ’X’ 

66  ’C’ 

67  Y’ 

LEFTSHIFr 

68  *B* 

69  *N* 

6A  'M* 

6B 

6C 

6D  r 

6E  SHIFrKEYS+ 

6F 

RIGHTSHIFT 

70  RF(13) 

71  STRING+ 

72  RF(15) 

73  HOLE 

74  HOLE 

75  HOLE 

76  HOLE 

77  HOLE 

DOWNARROW 

78  BUCKYBrrS+ 

79  *  * 

7A  BUCKYBrrS+ 

7B  HOLE 

7C  HOLE 

7D  HOLE 

7E  ERROR 

7F  IDLE 

METABrr  MBTABIT 
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KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


Siin-2  Keyboard 
Controlled 


KeyValue 

KeyVaiue 

KeyValue 

KeyValue 

Key 

Value 

KeyValue 

Key 

Value 

KeyValue 

00  HOLE 

01  BUCKYBITS+ 

02LF(U) 

03LF(^ 

04 

HOLE 

05  TFd) 

06 

TF(2) 

07TF(11) 

08TF(3) 

09TF(12) 

QATF(4) 

m  TF(13) 

OC 

TF(5) 

0DTF(14) 

OE 

TF(6) 

0FTF(15) 

10TF{7) 

11  IF(8) 

12TF(9) 

13  TF(10) 

14 

HOLE 

15  RF(1) 

16 

KF(?) 

17RFC3) 

18  HOLE 

19  LF(3) 

1 A  LF(4) 

1BIJF(12) 

1C 

HOLE 

lDc(’[*) 

IE 

*1* 

IF  c(*@’) 

20*3* 

21  *4* 

22*5* 

23  cr*) 

24 

*7* 

25  *8* 

26 

*9* 

27  *0’ 

28  c(*J) 

29  *** 

2Acr*) 

2B*Nb* 

2C 

HOLE 

2DRF(4) 

2E 

RF(5) 

2FRF(6) 

30  HOLE 

31  LF(5) 

32  LF(13) 

33LF(6) 

34 

HOLE 

35  V 

36 

cCq*) 

37c(*w’) 

38  cCe*) 

39  c(*r*) 

3Ac(*t*) 

3Bc(*y*) 

3C 

c(*u*) 

3Dc(*i*) 

3E 

cCo*) 

3Fc(’p*) 

40c(*n 

41  cCY) 

42  0x7F 

43  HOLE 

44 

RFC7) 

45  STRING+ 

46 

RF(9) 

47  HOLE 

UPARROW 

48LF(7) 

49  LF(8) 

4ALF(14) 

4BHOLE 

4C 

SfflFrKEYS+4Dc{*a*) 

4E 

c(*s*) 

4Fc(*d’) 

LEFTCTRL 

50c(*f) 

51  c(*g*) 

52  c(*h*) 

53  c(’j>) 

54 

c(*k*) 

55  c  CD 

56 

57  V* 

58  c(V) 

59  V 

5AHOLB 

SBSTRING+ 

5C 

RF(11) 

5DSTRING+ 

5E 

HOLE 

5FLF(9) 

LEFTARROW 

RIGHTARROW 

60LF<15) 

61  LF(10) 

62  HOLE 

63  SHIFrKEYS+ 

64 

65  c(*x*) 

66 

c(*c’) 

67c(V) 

LEFTSmFT 

68  c(*b*) 

69  c(’n*) 

6A  c(’m*) 

6B*,* 

6C 

»  * 

6Dc(*_*) 

6E 

SHIFTKEYS+6F*Vii* 

RIGHTSHIFT 

70RF(13) 

71  STRING+ 

72RF(15) 

73  HOLE 

74 

HOLE 

75  HOLE 

76 

HOLE 

77  HOLE 

DOWNARROW 


78BUCKYBrrS+79c(’  •)  7ABUCKYBITS+7BH01E  7C  HOLE  TDHOiE  7E  ERROR  7FIDLE 

METABIT  METABrr 

Key  Up 


Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Vabte 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBrrS+ 

SYSTEMBIT 

02 

OOPS 

03 

OOPS 

04 

HOLE 

05 

OOPS 

06 

OOPS 

07 

OOPS 

08 

OOPS 

09 

OOPS 

OA 

OOPS 

OB 

OOPS 

OC 

OOPS 

CD 

OOPS 

OE 

OOPS 

OF 

OOPS 

10 

OOPS 

11 

OOPS 

12 

OOPS 

13 

OOPS 

14 

HOLE 

15 

OOPS 

16 

OOPS 

17 

NOP 

18 

HOLE 

19 

OOPS 

lA 

OOPS 

IB 

OOPS 

1C 

HOLE 

ID 

NOP 

IE 

NOP 

IF 

NOP 

20 

NOP 

21 

NOP 

22 

NOP 

23 

NOP 

24 

NOP 

25 

NOP 

26 

NOP 

27 

NOP 

28 

NOP 

29 

NOP 

2A 

NOP 

2B 

NOP 

2C 

HOl^ 

2D 

OOPS 

2E 

OOPS 

2F 

NOP 

30 

HOLE 

31 

OOPS 

32 

OOPS 

33 

OOPS 

34 

HOLE 

35 

NOP 

36 

NOP 

37 

NOP 

38 

NOP 

39 

NOP 

3A 

NOP 

3B 

NOP 

3C 

NOP 

3D 

NOP 

3E 

NOP 

3F 

NOP 

40 

NOP 

41 

NOP 

42 

NOP 

43 

HOLE 

44 

OOPS 

45 

OOPS 

46 

NOP 

47 

HOLE 

48 

OOPS 

49 

OOPS 

4A 

OOPS 

4B 

HOLE 

4C 

SHIFrKEYS+ 

LEFTCTRL 

4D 

NOP 

4© 

NOP 

4F 

NOP 

50 

NOP 

51 

NOP 

52 

NOP 

53 

NOP 

54 

NOP 

55 

NOP 

56 

NOP 

57 

NOP 

58 

NOP 

59 

NOP 

5A 

HOLE 

5B 

OOPS 

5C 

OOPS 

5D 

NOP 

5E 

HOLE 

5F 

OOPS 

60 

OOPS 

61 

OOPS 

62 

HOLE 

63 

SHIFTKEYS+ 

LEFTSHIFT 

64 

NOP 

65 

NOP 

66 

NOP 

67 

NOP 

68 

NOP 

69 

NOP 

6A 

NOP 

6B 

NOP 

6C 

NOP 

6D 

NOP 

6E 

SHIFTKEYS+ 

RIGHTSHIFr 

6F 

NOP 

70 

OOPS 

71 

OOPS 

72 

NOP 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78 

BUCKYBITS+ 

METABIT 

79 

NOP 

7A 

BUCKYBrrS+ 

METABrr 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

RESET 
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KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


Micro  Switch  103SD32-2  Keyboard 
Unshlfted 


Key 

Value 

Key 

Value 

Key 

Value 

Key 

00 

HOLE 

01 

BUCKyBrrs+ 

SYSTEMBrr 

02 

LFa) 

03 

08 

TF(4) 

09 

TF(5) 

OA 

TF(6) 

OB 

10 

TF(12) 

11 

TF(13) 

12 

TF(14) 

13 

18 

HOLE 

19 

LF(4) 

lA 

V 

IB 

20 

'3* 

21 

»4* 

22 

*5* 

23 

28 

29 

2A 

iCf 

2B 

30 

HOLE 

31 

LF(7) 

32 

STRING+ 

UPARROW 

33 

38 

*e* 

39 

Y 

3A 

3B 

40 

r 

41 

r 

42 

V 

43 

48 

STRING+ 

49 

STOING+ 

4A 

STRING+ 

4B 

LEFTARROW 

HOMEARROW 

RIGHTARROW 

50 

T 

51 

’g’ 

52 

53 

58 

T 

59 

5A 

HOLE 

5B 

60 

STRING+ 

DOWNARROW 

61 

LF(15) 

62 

HOLE 

63 

68 

»v» 

69 

’b* 

6A 

*n* 

6B 

70 

NOP 

71 

0x7F 

72 

•0* 

73 

78 

HOLE 

79 

HOLE 

7A 

SHIFrKEYS+ 

LEFTCTRL 

7B 

Shifted 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

00 

HOLE 

01 

BUCKYBirS 

SYSTEMBrr 

02 

LF(2) 

03 

08 

TF(4) 

09 

TF(5) 

OA 

TF(6) 

OB 

10 

TFC12) 

11 

TF(13) 

12 

TF(14) 

13 

18 

HOLE 

19 

LP(4) 

lA 

»vr 

IB 

20 

21 

22 

23 

28 

29 

2A 

w 

2B 

30 

HOLE 

31 

UP(7) 

32 

STRING+ 

UPARROW 

33 

38 

*E’ 

39 

’R’ 

3A 

T’ 

3B 

40 

r 

41 

’]* 

42 

»  * 

43 

48 

STRING+ 

49 

STRING+ 

4A 

STRING+ 

4B 

LEFTARROW 

HOMEARROW 

RIGHTARROW 

50 

51 

52 

*H* 

53 

58 

Y 

59 

V 

5A 

HOLE 

5B 

60 

STRING+ 

DOWNARROW 

61 

LF(15) 

62 

HOLE 

63 

68 

’V* 

69 

*B’ 

6A 

’N* 

6B 

70 

NOP 

71 

OxTF 

72 

•0’ 

73 

78 

HOLE 

79 

HOLE 

7A 

SHIFrKEYS+ 

7B 

RIGHTSHlFr 


Value 

Key 

Value 

Key 

Value 

Key 

Vah4e 

Key 

Value 

LF(3) 

04 

HOLE 

05 

TF(1) 

06 

TF(2) 

07 

TF(3) 

TF(7) 

OC 

TF(8) 

CD 

TF(9) 

OE 

TF(10) 

OF 

TFdD 

oiT) 

14 

HOLE 

15 

RF(1) 

16 

17 

*-* 

1C 

HOLE 

ID 

SHIFIKEYS+ 

CAPSLOCK 

IE 

IF 

’6* 

24 

*T 

25 

*8* 

26 

*9’ 

27 

*0’ 

2C 

HOLE 

2D 

2E 

*8’ 

2F 

’9’ 

34 

HOLE 

35 

•Nt* 

36 

*q* 

37 

*w* 

y 

3C 

3D 

’i* 

3E 

*o* 

3F 

y 

HOLE 

44 

*4* 

45 

*5* 

46 

*6’ 

47 

HOLE 

mi£ 

4C 

SHIFrKEYS+ 

SHIFILOCK 

4D 

*a’ 

4E 

*s’ 

4F 

T 

54 

55 

’r 

56 

57 

5C 

*2* 

5D 

*3’ 

5E 

HOLE 

5F 

NOSCROLL 

HOLE 

64 

SHlF"iKEYS+ 

I^FTSHEPT 

65 

66 

’x* 

67 

*c* 

*m* 

6C 

’’ 

6D 

6E 

T 

6F 

SHIFrKEYS+ 

RIGHTSHIFT 

NOP 

74 

75 

HOLE 

76 

HOLE 

77 

HOLE 

»  * 

7C 

SHIFIKEYS+ 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 

RicarrcTRL 


Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

LF(3) 

04 

HOLE 

05 

TF(1) 

06 

TF(2) 

07 

TF(3) 

TF(7) 

OC 

TF(8) 

OD 

TF(9) 

OE 

TF(10) 

OF 

TF(ll) 

c(*[*) 

14 

HOLE 

15 

RF(1) 

16 

*+* 

17 

*-* 

LF(6) 

1C 

HOLE 

ID 

SHIFTKEYS+ 

CAPSLOCK 

IE 

T 

IF 

•&* 

24 

V* 

25 

26 

r 

27 

’0’ 

2C 

HOLE 

2D 

,7, 

2E 

*8* 

2F 

’9* 

LF<9) 

34 

HOLE 

35 

V 

36 

’Q* 

37 

’W’ 

’Y’ 

3C 

3D 

T 

3E 

*0* 

3F 

’P’ 

HOLE 

44 

»4» 

45 

*5’ 

46 

*6* 

47 

HOLE 

HOLE 

4C 

SHIFrKEYS+ 

SHIFILOCK 

4D 

’A* 

4E 

’S’ 

4F 

’D’ 

’J’ 

54 

55 

56 

’+* 

57 

*** 

*r 

5C 

»2‘ 

5D 

’3’ 

5E 

HOLE 

5F 

NOSCROLL 

HOLE 

64 

SHIFrKEYS+ 

LEFTSHIFr 

65 

66 

*X’ 

67 

*C’ 

’M’ 

6C 

6D 

*>* 

6E 

6F 

SHIFTKEYS+ 

RIGHTSHIFT 

NOP 

74 

75 

HOLE 

76 

HOLE 

77 

HOLE 

7C 

SHIFrKEYS+ 

LEFTCTEUL 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 

1246 


Last  change:  30  October  1987 


Sun  Release  4.0 


KB(4M) 


DEVICES  AND  NETWORK  INTERFACES 


KB(4M) 


Micro  Switch  103SD32-2  Keyboard 


Caps  Locked 

Key  Vatm 

Key  Value 

Key  Value 

Key  Value 

Key 

Value 

Key 

Value 

Key  Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBrrS+ 

02  LF(2) 

03 

LF(3) 

04 

HOLE 

05 

TF(1) 

06 

TF(2) 

07 

TFC3) 

08 

TF(4) 

09 

SYSTBMBrr 

TF(5) 

OA  TF(6) 

OB 

TF(7) 

OC 

TF(8) 

OD 

TF(9) 

OE 

TF(10) 

OF 

TF(11) 

10 

TF(12) 

11 

TF(13) 

12  TF(14) 

13 

cCV) 

14 

HOLE 

15 

RF(1) 

16 

17 

18 

HOLE 

19 

LF(4) 

lA 

IB 

LF(6) 

1C 

HOLE 

ID 

SHIFIKEYS+ 

IE 

•r 

IF 

•2* 

20 

•3* 

21 

*4» 

22  *5' 

23 

*6* 

24 

*7* 

25 

CAPSLOCK 

26 

*9* 

27 

•0* 

28 

*-* 

29 

2A  *** 

2B 

*Nb’ 

2C 

HOLE 

2D 

•T 

2E 

*8* 

2F 

*9* 

30 

HOLE 

31 

LF(7) 

32  STRING+ 

33 

LFC>) 

34 

HOLE 

35 

V 

36 

37 

’W* 

38 

*E* 

39 

*R* 

I^ARROW 

3A 

3B 

*Y* 

3C 

3D 

T 

3E 

*o* 

3F 

40 

r 

41 

42  V 

43 

HOLE 

44 

'4* 

45 

*5* 

46 

*6* 

47 

HOLE 

48 

STRING+ 

49 

STRING+ 

4A  STRING+ 

4B 

HOLE 

4C 

SHIFrKEYS+ 

4D 

*A* 

4E 

*S* 

4F 

*D’ 

50 

LEFTASROW 

*F 

51 

HOMEARROW 

RIGHTARROW 
52  'H* 

53 

T 

54 

SHIFTLOCK 

’K’ 

55 

56 

f 

57 

*:* 

58 

r 

59 

V 

5A  HOLE 

5B 

•r 

5C 

*2* 

5D 

»3* 

5E 

HOLE 

5F 

NOSCROLL 

60 

STRING+ 

61 

LF(15) 

62  HOLE 

63 

HOLE 

64 

SHIFrKEYS+ 

65 

66 

67 

‘C’ 

68 

DOWNARROW 

.y* 

69 

6A  *N* 

6B 

’M* 

6C 

LEFTSHIFr 

6D 

6E 

r 

6F 

SHlFrKEYS+ 

70 

NOP 

71 

0x7F 

72  ’0* 

73 

NOP 

74 

.. 

75 

HOLE 

76 

HOLE 

77 

RIGHTSHIFT 

HOLE 

78 

HOLE 

79 

HOLE 

7A  SHIFrKEYS+ 

7B 

»  » 

7C 

SHIFIKEYS 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 

Controlled 

Key  Value 

Key  Value 

LEFTCTRL 

Key  Value 

Key  Value 

Key 

RIGHTCTRL 

Value 

Key  Value 

Key  Vab4e 

Key 

Value 

00 

HOLE 

01 

BUCKYBITS+ 

02  LF(2) 

03 

LF(3) 

04 

HOLE 

05 

TF(1) 

06 

TVQ) 

07 

TF(3) 

08 

'IF(4) 

09 

SYSTEMBU 

TF(5) 

OA  TF(6) 

OB 

TF(7) 

OC 

TF(8) 

OD 

TF(9) 

CE 

TF<10) 

OF 

TF{11) 

10 

TFCP:^ 

11 

TF(03) 

12  TF(04) 

13 

cCV) 

14 

HOLE 

15 

RF(0) 

16 

OOPS 

17 

OOPS 

18 

HOLE 

19 

LF(4) 

lA  ’\r 

IB 

LF(6) 

1C 

HOLE 

ID 

SHIFrKEYS+ 

IE 

OOPS 

IF 

OOPS 

20 

OOPS 

21 

OOPS 

22  OOPS 

23 

OOPS 

24 

OOPS 

25 

CAPSLOCK 

OOPS 

26 

OOPS 

27 

OOPS 

28 

OOPS 

29 

cD 

2A  cC@*) 

2B 

•Nb’ 

2C 

HOLE 

2D 

OOPS 

2E 

OOPS 

2F 

OOPS 

30 

HOLE 

31 

0^(7) 

32  STRING+ 

33 

F(9) 

34 

HOLE 

35 

V 

36 

CTRLQ 

37 

cCW*) 

38 

cCE’) 

39 

c(*R*) 

UPARROW 

3A  c(T*) 

3B 

cCY*) 

3C 

c(^U*) 

3D 

c(l’) 

3E 

cCO*) 

3F 

cCF) 

40 

cm 

41 

cm 

42  cCJ) 

43 

HOLE 

44 

OOPS 

45 

OOPS 

46 

OOPS 

47 

HOLE 

48 

STRING+ 

49 

STRING+ 

4A  STRING+ 

4B 

HOLE 

4C 

SHIFrKEYS+ 

4D 

cCA*) 

4E 

CTRLS 

4F 

c(*D») 

50 

LEFTARROW 

cCF) 

51 

HOMEARROW 

c(*G’) 

RIGHTARROW 
52  c(*H’) 

53 

ccn 

54 

SHIFTLOCK 

c(’K’) 

55 

cCL*) 

56 

OOPS 

57 

OOPS 

58 

c(V) 

59 

V 

5A  HOLE 

5B 

OOPS 

5C 

OOPS 

5D 

OOPS 

5E 

HOLE 

5F 

NOSCROLL 

60 

STRING+ 

61 

LF(15) 

62  HOLE 

63 

HOLE 

64 

SH1FIKEYS+ 

65 

ccr) 

66 

cCXO 

67 

cCCO 

68 

DOWNARROW 

cCV) 

69 

cCB*) 

6A  c(^N*) 

6B 

cCM*) 

6C 

LEFTSHIFT 

OOPS 

6D 

OOPS 

6E 

OOPS 

6F 

SHIFrKEYS+ 

70 

NOP 

71 

OxTF 

72  OOPS 

73 

NOP 

74 

OOPS 

75 

HOLE 

76 

HOLE 

77 

RIGHTSHIFr 

HOLE 

78 

HOLE 

79 

HOLE 

7A  SHIFIKEYS+ 

7B 

’VO* 

1C 

SHIFrKEYS+ 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 

LEFTCTRL 

RIGHTCTRL 
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Micro  Switch  103SD32-2  Keyboard 
Key  Up 


Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBrrS+ 

SYSTEMBir 

02 

OOPS 

03 

OOPS 

04 

HOLE 

05 

OOPS 

06 

OOPS 

07 

OOPS 

08 

OOPS 

09 

OOPS 

QA 

OOPS 

OB 

OOPS 

OC 

OOPS 

OD 

OOPS 

(M 

OOPS 

OF 

OOPS 

10 

OOPS 

11 

OOPS 

12 

OOPS 

13 

NOP 

14 

HOLE 

15 

OOPS 

16 

NOP 

17 

NOP 

18 

HOLE 

19 

OOPS 

lA 

NOP 

IB 

OOPS 

1C 

HOLE 

ID 

SHIFTKEYS+ 

CAPSLOOC 

IE 

NOP 

IF 

NOP 

20 

NOP 

21 

NOP 

22 

NOP 

23 

NOP 

24 

NOP 

25 

NOP 

26 

NOP 

27 

NOP 

28 

NOP 

29 

NOP 

2A 

NOP 

2B 

NOP 

2C 

HOLE 

2D 

NOP 

2E 

NOP 

7F 

NOP 

30 

HOLE 

31 

OOPS 

32 

NOP 

33 

OOPS 

34 

HOLE 

35 

NOP 

36 

NOP 

37 

NOP 

38 

NOP 

39 

NOP 

3A 

NOP 

3B 

NOP 

3C 

NOP 

3D 

NOP 

3E 

NOP 

3F 

NOP 

40 

NOP 

41 

NOP 

42 

NOP 

43 

HOLE 

44 

NOP 

45 

NOP 

46 

NOP 

47 

HOLE 

48 

NOP 

49 

NOP 

4A 

NOP 

4B 

HOLE 

4C 

SHIFIKEYS+ 

SHIFTLOCK 

4D 

NOP 

4E 

NOP 

4F 

NOP 

50 

NOP 

51 

NOP 

52 

NOP 

53 

NOP 

54 

NOP 

55 

NOP 

56 

NOP 

57 

NOP 

58 

NOP 

59 

NOP 

5A 

HOLE 

5B 

NOP 

5C 

NOP 

5D 

NOP 

5E 

HOLE 

5F 

NOP 

60 

NOP 

61 

OOPS 

62 

HOLE 

63 

HOLE 

64 

SHIFTKEYS+ 

LEFTSHIFT 

65 

NOP 

66 

NOP 

67 

NOP 

68 

NOP 

69 

NOP 

6A 

NOP 

6B 

NOP 

6C 

NOP 

6D 

NOP 

6E 

NOP 

6F 

SHIFrKEYS+ 

BIGHTSHIFr 

70.^ 

NOP 

71 

NOP 

72 

NOP 

73 

NOP 

74 

NOP 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78  ' 

HOLE 

79 

HOLE 

7A 

SHIFTKEYS+ 

7B 

NOP 

7C 

SHIFTKEYS+ 

7D 

HOLE 

7E 

HOLE 

7F 

RESET 

LEFTCTRL  RIGHTCTRL 


VTIOO-Style  Keyboard 
Unshifted 


Key 

Value 

Key 

Value 

Key  Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBrrS+ 

SYSTEMBIT 

02 

HOLE 

03 

HOLE 

04 

HOLE 

05 

HOLE 

06 

HOLE 

07 

HOLE 

08 

HOLE 

09 

HOLE 

OA 

STRING+ 

(B 

STRING+ 

OC 

STRING+ 

OD 

STRING+ 

QE 

HOLE 

OF 

TF(1) 

UPARROW 

DOWNARROW 

LEFTARROW 

RIGHTARROW 

10 

TF<2) 

11 

TF(3) 

12 

TF(4) 

13 

c<T) 

14 

*r 

15 

»2* 

16 

*3* 

17 

*4* 

18 

’5’ 

19 

’6* 

lA 

*T 

IB 

*8’ 

1C 

.9. 

ID 

*0* 

IE 

IF 

20 

... 

21 

c(*H^) 

22 

BUCKYBITS+ 

METABrr 

23 

.7, 

24 

*8* 

25 

.9. 

26 

*— * 

27 

28 

’q’ 

29 

V* 

2A 

*e* 

2B 

*r* 

2C 

Y 

2D 

y 

7E 

’u* 

2F 

30 

31 

’P* 

32 

T 

33 

34 

0x7F 

35 

*4* 

36 

*5* 

37 

*6’ 

38 

*.* 

39 

SHIFTKEYS+ 

3A 

SHIFTKEYS+ 

3B 

*a* 

3C 

’s* 

3D 

3E 

T 

3F 

’g’ 

LEFTCTRL 

CAPSLOCK 

40 

•h* 

41 

42 

43 

T* 

44 

45 

V’ 

46 

V 

47 

V 

48 

*r 

49 

*2’ 

4A 

.3. 

4B 

NOP 

4C 

NOSCROLL 

4D 

SHIFTKEYS+ 

LEFTSHIFT 

4E 

’2* 

4F 

*x’ 

50 

'c* 

51 

*v* 

52 

53 

*n* 

54 

*m* 

55 

56 

*  » 

57 

T 

58 

SHIFrKEYS+ 

RIGHTSHIFT 

59 

V 

5A 

*0* 

5B 

HOLE 

5C 

5D 

*\r’ 

5E 

HOLE 

5F 

HOLE 

60 

HOLE 

61 

HOLE 

62 

.  , 

63 

HOLE 

64 

HOLE 

65 

HOLE 

66 

HOLE 

67 

HOLE 

68 

HOLE 

69 

HOLE 

6A 

HOLE 

6B 

HOLE 

6C 

HOLE 

6D 

HOLE 

6E 

HOLE 

6F 

HOLE 

70 

HOLE 

71 

HOLE 

72 

HOLE 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78 

HOLE 

79 

HOLE 

7A 

HOLE 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 
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KB(4M) 


VTIOO-Style  Keyboard 
Shifted 


Key  V€thte 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBITS+ 

SYSTEMBrr 

02 

HOLE 

03 

HOLE 

04 

HOLE 

05 

HOLE 

06 

HOLE 

07 

HOLE 

08 

HOLE 

09 

HOLE 

OA 

STRING+ 

OB 

STRING+ 

OC 

STRING+ 

OD 

STRING+ 

0£ 

HOLE 

OF 

TF(i) 

UPARROW 

DOWNARROW 

LEFTARROW 

RIGHTARROW 

10 

TF(2) 

11 

TF(3) 

12 

TF(4) 

13 

ccn 

14 

M* 

15 

16 

*#’ 

17 

*$’ 

18 

19 

lA 

»&» 

IB 

»♦* 

1C 

ID 

y 

IE 

’J 

IF 

20 

21 

cCH») 

22 

BUCKYBITS+ 

METABrr 

23 

24 

*8* 

25 

*9’ 

26 

27 

28 

29 

2A 

*E* 

2B 

*R’ 

2C 

9^9 

2D 

’Y* 

2E 

*u* 

2F 

30 

*0’ 

31 

•P* 

32 

33 

34 

0x7F 

35 

’4’ 

36 

’5’ 

37 

’6’ 

38 

** 

39 

SHIFTKEYS+ 

3A 

SHIFrKEYS+ 

3B 

’A* 

3C 

’S’ 

3D 

’D’ 

3E 

*F* 

3F 

’G’ 

LEFTCTRL 

CAPSLOCK 

40 

41 

7’ 

42 

43 

*V 

44 

*:* 

45 

»<«> 

46 

V 

47 

’1’ 

48 

’r 

49 

4A 

’3' 

4B 

NOP 

4C 

NOSCROLL 

4D 

SHIFTKEYS+ 

LEFTSHIFT 

4E 

*z* 

4F 

’X’ 

50 

51 

52 

’B* 

53 

*N* 

54 

’M’ 

55 

’<* 

56 

’>* 

57 

58 

SHIFrKEYS+ 

RIGHTSHEFT 

59 

*Vn* 

5A 

*0* 

5B 

HOLE 

5C 

5D 

5E 

HOLE 

5F 

HOLE 

60 

HOLE 

61 

HOLE 

62 

’  * 

63 

HOLE 

64 

HOLE 

65 

HOLE 

66 

HOLE 

67 

HOLE 

68 

HOLE 

69 

HOLE 

6A 

HOLE 

6B 

HOLE 

6C 

HOLE 

6D 

HOLE 

6E 

HOLE 

6F 

HOLE 

70 

HOLE 

71 

HOLE 

72 

HOLE 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78 

HOLE 

79 

HOLE 

7A 

HOLE 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 

Caps  Locked 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYBITS+ 

SYSTEMBrr 

02 

HOLE 

03 

HOLE 

04 

HOLE 

05 

HOLE 

06 

HOLE 

07 

HOLE 

08 

HOLE 

09 

HOLE 

OA 

STRING+ 

OB 

STRING+ 

OC 

STRING+ 

QD 

STRING+ 

(E 

HOLE 

OF 

TF(1) 

UPARROW 

DOWNARROW 

LEFTARROW 

RicarrARROw 

10 

TF(2) 

11 

TF(3) 

12 

TF(4) 

13 

ccn 

14 

’1’ 

15 

’2’ 

16 

’3’ 

17 

*4’ 

18 

•5* 

19 

*6* 

lA 

*r 

IB 

*8’ 

1C 

*9’ 

ID 

•0’ 

IE 

*-* 

IF 

*=’ 

20 

21 

cCff) 

22 

BUCKYBrrS+ 

METABrr 

23 

*T 

24 

’8* 

25 

’9’ 

26 

»—* 

27 

28 

29 

TV* 

2A 

*E* 

2B 

*R* 

2C 

T’ 

2D 

’Y’ 

2E 

’U’ 

2F 

*r 

30 

’0* 

31 

.p. 

32 

33 

34 

OkTF 

35 

’4* 

36 

’5’ 

37 

’6’ 

38 

*»* 

39 

SHIFrKEYS+ 

3A 

SHIFrK:EYS+ 

3B 

*A» 

3C 

’S’ 

3D 

’D’ 

3E 

’F’ 

3F 

’G* 

LEFTCTRL 

CAPSLOCK 

40 

*H’ 

41 

T 

42 

43 

X* 

44 

*»* 

45 

V’ 

46 

V 

47 

V 

48 

*r 

49 

*r 

4A 

*3* 

4B 

NOP 

4C 

NOSCROLL 

4D 

SHIFTKEYS+ 

LEFTSHCFT 

4£ 

*z* 

4F 

’X’ 

50 

’C* 

51 

52 

53 

*N* 

54 

55 

56 

57 

T 

58 

SHIFrKEYS+ 

RIGHTSHIFr 

59 

5A 

*0* 

5B 

HOLE 

5C 

5D 

5E 

HOLE 

5F 

HOLE 

60 

HOLE 

61 

HOLE 

62 

63 

HOLE 

64 

HOLE 

65 

HOLE 

66 

HOLE 

67 

HOLE 

68 

HOLE 

69 

HOLE 

6A 

HOLE 

6B 

HOLE 

6C 

HOLE 

6D 

HOLE 

6E 

HOLE 

6F 

HOLE 

70 

HOLE 

71 

HOLE 

72 

HOLE 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78 

HOLE 

79 

HOLE 

7A 

HOLE 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 
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KB(4M) 


VTIOO-Styk  Keyboard 
Controlled 


Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key  Value 

Key 

Value 

Key 

Value 

Key 

Value 

00 

HOLE 

01 

BUCKYB1TS+ 

SYSTEMBIT 

02 

HOLE 

03 

HOLE 

04 

HOLE 

05 

HOLE 

06 

HOLE 

07 

HOLE 

08 

HOLE 

09 

HOLE 

OA 

STRING+ 

OB 

STRING+ 

OC 

STRING+ 

OD 

STRING+ 

OE 

HpLE 

OF 

TF(1) 

LIPARROW 

DOWNARROW 

LEFTARROW 

RIGHTARROW 

10 

TF(2)  ^ 

11 

TF(3) 

12 

TF(4) 

13 

c(*r) 

14 

*1* 

15 

cC@’) 

16 

*3* 

17 

»4» 

18 

*5’ 

19 

cr*) 

lA 

’7* 

IB 

*8’ 

1C 

*9’ 

ID 

*0’ 

IE 

cCJ) 

IF 

20 

c(-*) 

21 

c(*H') 

22 

BUCKYBrrS+ 

METABIT 

23 

’7* 

24 

*8’ 

25 

»9» 

26 

*“* 

27 

28 

CTRLQ 

29 

c<W') 

2A 

cCE’) 

2B 

cfR*) 

2C 

c(’T) 

2D 

cCY’) 

2E 

c(*U») 

2F 

cCD 

30 

cCO’) 

31 

c<T») 

32 

cC[^) 

33 

cm 

34 

0x7F 

35 

»4* 

36 

*5* 

37 

*6’ 

38 

** 

39 

SHIFrKEYS+ 

3A 

SHIFrKEYS+ 

3B 

c(’A') 

3C 

CTRLS 

3D 

c(’D’) 

3E 

c(’F) 

3F 

cCG’) 

LEFTCTRL 

CAPSLOCK 

40 

cCH») 

41 

cCJ*) 

42 

cCK») 

43 

c(*L*) 

44 

45 

*"» 

46 

V’ 

47 

c(V) 

48 

*V 

49 

4A 

*3’ 

4B 

NOP 

4C 

NOSCROLL 

4D 

SHIFTKEYS+ 

LEFTSHUT 

4E 

c(*Z’) 

4F 

cCX*) 

50 

c(»C») 

51 

cCV*) 

52 

cCB») 

53 

c(*N») 

54 

cClVT) 

55 

\* 

56 

*.* 

57 

c(’_’) 

58 

SHIFrKEYS+ 

RIGHTSHIFr 

59 

’'o’ 

5A 

’0* 

5B 

HOLE 

5C 

5D 

HOLE 

5E 

HOLE 

5F 

HOLE 

60 

HOLE 

61 

HOLE 

62 

cC  ’) 

63 

HOLE 

64 

HOLE 

65 

HOLE 

66 

HOLE 

67 

HOLE 

68 

HOLE 

69 

HOLE 

6A 

HOLE 

6B 

HOLE 

6C 

HOLE 

6D 

HOLE 

6E 

HOLE 

6F 

HOLE 

70 

HOLE 

71 

HOLE 

72 

HOLE 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78 

HOLE 

79 

HOLE 

7A 

HOLE 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

IDLE 

Key  Up 


Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

Key 

Value 

HOLE 

01 

BUCKYBITS+ 

SYSTEMBIT 

02 

HOLE 

03 

HOLE 

04 

HOLE 

05 

HOLE 

06 

HOLE 

07 

HOLE 

08 

HOLE 

09 

HOLE 

OA 

NOP 

OB 

NOP 

OC 

NOP 

OD 

NOP 

OE 

HOLE 

OF 

OOPS 

10 

OOPS 

11 

OOPS 

12 

OOPS 

13 

NOP 

14 

NOP 

15 

NOP 

16 

NOP 

17 

NOP 

18 

NOP 

19 

NOP 

lA 

NOP 

IB 

NOP 

1C 

NOP 

ID 

NOP 

IE 

NOP 

IF 

NOP 

20 

NOP 

21 

NOP 

22 

BUCKYBITS+ 

METABrr 

23 

NOP 

24 

NOP 

25 

NOP 

26 

NOP 

27 

NOP 

28 

NOP 

29 

NOP 

2A 

NOP 

2B 

NOP 

2C 

NOP 

2D 

NOP 

2E 

NOP 

2F 

NOP 

30 

NOP 

31 

NOP 

32 

NOP 

33 

NOP 

34 

NOP 

35 

NOP 

36 

NOP 

37 

NOP 

38 

NOP 

39 

SHIFTKEYS+ 

3A 

SHIFTKEYS+ 

3B 

NOP 

3C 

NOP 

3D 

NOP 

3E 

NOP 

3F 

NOP 

LEFTCTRL 

CAPSLOCK 

40 

NOP 

41 

NOP 

42 

NOP 

43 

NOP 

44 

NOP 

45 

NOP 

46 

NOP 

47 

NOP 

48 

NOP 

49 

NOP 

4A 

NOP 

4B 

NOP 

4C 

NOP 

4D 

SHIFTKEYS+ 

LEFTSHIFT 

4E 

NOP 

4F 

NOP 

50 

NOP 

51 

NOP 

52 

NOP 

53 

NOP 

54 

NOP 

55 

NOP 

56 

NOP 

57 

NOP 

58 

SHIFrKEYS+ 

RIGHTSHEFT 

59 

NOP 

5A 

NOP 

5B 

HOLE 

5C 

NOP 

5D 

NOP 

5E 

HOLE 

5F 

HOLE 

60 

HOLE 

61 

HOLE 

62 

NOP 

63 

HOLE 

64 

HOLE 

65 

HOLE 

66 

HOLE 

67 

HOLE 

68 

HOLE 

69 

HOLE 

6A 

HOLE 

6B 

HOLE 

6C 

HOLE 

6D 

HOLE 

6E 

HOLE 

6F 

HOLE 

70 

HOLE 

71 

HOLE 

72 

HOLE 

73 

HOLE 

74 

HOLE 

75 

HOLE 

76 

HOLE 

77 

HOLE 

78 

HOLE 

79 

HOLE 

7A 

HOLE 

7B 

HOLE 

7C 

HOLE 

7D 

HOLE 

7E 

HOLE 

7F 

RESET 

SEE  ALSO 

click(l),  oldsetkeys(l),  kbd(4S),  termio(4),  win(4S) 

The  SunView  System  Programmer’s  Guide —  Appendix:  Writing  a  Virtual  User  Input  Device  Driver 
(describes  finn_event  format) 
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NAME 

kbd  -  Sun  keyboard 

CONFIG 

None;  included  in  standard  system. 

DESCRIPTION 

The  kbd  device  provides  access  to  the  Sun  Workstation  keyboard.  When  opened,  it  provides  access  to  the 
standard  keyboard  device  for  the  workstation  (attached  eidier  to  a  CPU  serial  or  parallel  port).  It  is  a  multi¬ 
plexing  driver;  a  stream  referring  to  the  standard  keyboard  device,  with  the  kb(4M)  and  ttcompat(4M) 
STREAMS  modules  pushed  on  top  of  that  device,  is  linked  below  it  Ntsmally,  this  device  passes  input  to 
the  “workstation  console”  driver,  which  is  linked  above  a  special  minor  device  of  kbd,  so  tiiat  keystrokes 
appear  as  input  cm  /dev/ctmsole;  the  KIOCSDIRECT  iocti  must  be  used  to  direct  input  towards  or  away 
from  the  /dev/kbd  device. 

lOCTLS 

KIOCSDIRECT  The  argument  is  a  poin^  to  an  int.  If  the  value  in  the  int  pointed  to  by  the  argument  is 
1,  subsequent  keystrokes  typed  on  the  system  keyboard  will  s^t  to  /dev/kbd;  if  it  is  0, 
subsequent  keystrokes  will  be  sent  to  the  “wwkstation  console”  device.  When  the  last 
process  that  has  /dev/kbd  open  closes  it,  if  keystrokes  had  been  sent  to  /dev/kbd  they 
are  redirected  lack  to  the  “workstation  console”  device. 

KIOCGDIRECT  The  argument  is  a  pointer  to  an  int.  If  keystrokes  are  currently  being  sent  to  /dev/kbd,  1 
is  stored  in  the  int  pointed  to  by  the  argument;  if  keystrokes  are  currently  being  sent  to 
the  “workstation  console”  device,  0  is  stored  th^. 

FILES 

/dev/kbd 

SEE  ALSO 

c<msole(4S),  kb(4M),  ttcompat(4M),  win(4S),  2s(4S) 
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NAME 

Idtenn  -  standard  terminal  STREAMS  module 

CONFIG 

None;  included  by  default. 

SYNOPSIS 

#include  <sys/stream.Ii> 

#include  <sys/stroptJi> 


ioctl(fd,  I_PUSH,  "Idterm"); 

DESCRIPTION 

Idterm  is  a  STREAMS  module  that  provides  most  of  the  termio  (4)  terminal  int^ace.  This  module  does 
not  perform  the  low-level  device  control  functions  specified  by  flags  in  the  cjcflag  word  of  the  termios 
structure  or  by  the  IGNBRK,  IGNPAR,  PARMRK,  or  INPCK  flags  in  the  c_iflag  word  of  the  termios  struc¬ 
ture;  those  functions  must  be  p^ormed  by  the  driver  or  by  modules  pushed  below  the  Idterm  module.  All 
other  termio  functions  are  p^ormed  by  Idterm;  some  of  them,  however,  require  the  cooperation  of  the 
driver  or  modules  pushed  below  Idterm,  and  may  not  be  performed  in  some  cases.  These  include  the 
IXOFF  flag  in  die  c_iflag  word  and  the  delays  specified  in  the  c_oflag  wcvd. 

Read-dde  Behavior 

Various  types  of  STREAMS  messages  are  processed  as  follows: 

M_BREAK  When  this  message  is  received,  either  an  interrupt  signal  is  genraated,  or  the  message  is 
treated  as  if  it  were  an  M_DATA  message  containing  a  single  ASCII  NUL  character,  depend¬ 
ing  on  the  state  of  the  BRKINT  flag. 

M_DATA  These  messages  are  normally  processed  using  the  standard  termio  input  processing.  If  the 
ICANON  flag  is  set,  a  single  input  record  (“line”)  is  accumulated  in  an  internal  buffer,  and 
sent  upstream  when  a  line-terminating  charact^  is  received.  If  the  ICANON  flag  is  not  set, 
other  input  processing  is  performed  and  the  {Hocessed  data  is  passed  upstream. 

If  output  is  to  be  stopped  or  started  as  a  result  of  the  arrival  of  characters,  M_STOP  and 
M_START  messages  are  sent  downstream,  respectively.  If  the  KOFF  flag  is  set,  and  input 
is  to  be  stopped  or  started  as  a  result  of  flow-control  considerations,  M_STOPI  and 
M_STARTI  messages  are  sent  downstream,  respectively. 

M_DATA  messages  are  sent  downstream,  as  necessary,  to  perform  echoing. 

If  a  signal  is  to  be  generated,  a  M_FLUSH  message  with  a  flag  byte  of  FLUSHR  is  placed  on 
the  read  queue,  and  if  the  signal  is  also  to  flush  output  a  M_FLUSH  message  with  a  flag  byte 
of  FLUSHW  is  sent  downstream. 


M_CTL  If  the  first  byte  of  the  message  is  MC_NOCANON,  the  input  processing  normally  performed 
on  M_DATA  messages  is  disabled,  and  those  messages  are  passed  upstream  unmodified;  this 
is  for  the  use  of  modules  or  drivers  that  p^orm  their  own  input  iH'ocessing,  such  as  a 
pseudo-terminal  in  TIOCREMOTE  mode  connected  to  a  program  that  performs  this  process¬ 
ing.  If  the  first  byte  of  the  message  is  MC_DOCANON,  the  input  processing  is  enabled. 
Otherwise,  the  message  is  ignored;  in  any  case,  the  message  is  passed  upstream. 

M_FLUSH  The  read  queue  of  the  module  is  flushed  of  all  its  data  messages,  and  all  data  in  the  reccard 
being  accumulated  is  also  flushed.  The  message  is  passed  upstream. 

M_HANGUP  Data  is  flushed  as  it  is  for  a  M_FHJSH  message,  and  M  FLUSH  messages  with  a  flag  byte  of 
FLUSHRW  are  sent  upstream  and  downstream.  Then  an  M_PCSIG  message  is  sent 
upstream  with  a  signal  of  SIGCONT,  followed  by  the  M_HANGUP  message. 

M_IOCACK  The  data  contained  within  the  message,  which  is  to  be  returned  to  the  process,  is  augmented 
if  necessary,  and  the  message  is  passed  upstream. 
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All  other  messages  are  passed  upstream  unchanged. 

Write-side  behavior 

Various  types  of  STREAMS  messages  are  processed  as  follows: 

M_FLUSH  The  write  queue  of  the  module  is  flushed  of  all  its  data  messages,  and  the  message  is  passed 
downstream. 

M_IOCTL  The  function  to  be  performed  for  this  iocti  by  the  Mterm  module  is  performed,  and  the  mes¬ 
sage  is  passed  downstream  in  most  cases.  Hie  TCFLSH  and  TCXONC  ioctls  can  be  per¬ 
formed  entirely  in  this  module,  so  the  reply  is  sent  upstream  and  the  message  is  not  passed 
downstream. 

M_DATA  If  the  OPOST  flag  is  set,  or  both  the  XCASE  and  ICANON  flags  are  set,  output  processing  is 

poformed  and  the  processed  message  is  passed  downstream,  along  with  any  M_DELAY 
messages  generated.  Otherwise,  the  message  is  passed  downstream  without  change. 

All  other  messages  are  passed  downstream  unchanged. 

IOCTLS 

The  following  ioctls  are  processed  by  the  Idterm  module.  All  others  are  passed  downstream. 

TCGETS 

TCGETA  Hie  message  is  passed  downstream;  if  an  acknowledgment  is  seen,  the  data  provided  by 

the  driver  and  modules  downstream  is  augmented  and  the  acknowledgement  is  passed 
upstream. 

TCSETS 

TCSETSW 

TCSETSF 

TCSETA 

TCSETAW 

TCSETAF  The  paramet^  that  control  the  behavior  of  the  Idterm  module  are  changed.  If  a  mode 

change  requires  options  at  the  stream  head  to  be  changed,  a  M_SETOPT  message  is  sent 
upstream.  If  the  ICANON  flag  is  turned  on  or  off,  the  read  mode  at  the  stream  head  is 
changed  to  message-nondiscard  or  byte-stieam  mode,  respectively.  If  it  is  turned  on,  the 
vmin  and  vtime  values  at  the  stream  head  are  set  to  I  and  0,  respectively;  if  it  is  turned 
(Ml,  they  are  set  to  the  values  specified  by  the  iocti.  The  vmin  and  vtime  values  are  also 
set  if  ICANON  is  off  and  the  values  are  changed  by  the  iocti.  If  the  TOSTOP  flag  is 
turned  on  or  off,  the  tostop  mode  at  the  stream  head  is  turned  on  (m*  off,  respectively. 

TCFLSH  If  the  argument  is  0,  an  M_FLUSH  message  with  a  flag  byte  of  FLUSHR  is  sent  down¬ 

stream  and  placed  on  the  read  queue.  If  the  argument  is  1,  the  write  queue  is  flushed  of 
all  its  data  messages  and  a  M_FLUSH  message  with  a  flag  byte  of  FLUSHW  is  sent 
upstream  and  downstream.  If  tte  argument  is  2,  the  write  queue  is  flushed  of  all  its  data 
messages  and  a  M_FHJSH  message  with  a  flag  byte  of  FLUSHRW  is  sent  downstream 
and  placed  on  the  read  queue. 

TCXONC  If  the  argument  is  0,  and  output  is  not  already  stopped,  an  M_STOP  message  is  sent 

downstream.  If  the  argument  is  1,  and  output  is  stopped,  an  M_START  message  is  sent 
downstream.  If  the  argument  is  2,  and  input  is  not  already  stopped,  an  M_STOPI  mes¬ 
sage  is  sent  downstream.  If  the  argument  is  3,  and  input  is  stopped,  an  M_STARTI  mes¬ 
sage  is  sent  downstream. 

SEE  ALSO 

consoIe(4S),  mcp(4S),  mti(4S),  pty(4),  termio(4),  ttcompat(4M),  zs(4S) 
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NAME 

le  -  Sun-3/50,  Sun-3/60 10MB  Ethernet  interface 

CONFIG 

device  leO  at  obk>  ?  csr 
DESCRIPnON 

The  le  interface  provides  access  to  a  10  Mb/s  Ethernet  network  through  a  Sun-3  controllo:  using  the  AMD 
LANCE  (Local  Area  Network  Controller  for  Ethmiet)  Am7990  chip.  For  a  general  description  of  network 
interfaces  see  if(4N). 

The  synopsis  line  above  specifies  the  first  and  only  Ethernet  controller  on  a  Sun-3/SO  system. 

SEE  ALSO 

if(4N),  kb(4S),  tty_compact(4) 

DIAGNOSTICS 

le%d:  transmitter  frozen  —  resetting 

A  bug  in  the  LANCE  chip  has  stopped  the  chip’s  transmitter  section.  The  diiva  has  detected 
this  condition  and  reinitialized  the  chip. 

le%d:  out  of  mbufs:  output  packet  dropped 

The  driver  has  run  out  of  memory  to  use  to  buffo"  packets  on  output.  The  packet  being 
transmitted  at  the  time  of  occurrence  is  lost  This  oror  is  usually  symptomatic  of  trouble  else¬ 
where  in  the  kernel. 

Ie%d:  stray  transmitter  interrupt 

The  LANCE  chip  has  signalled  that  it  completed  transmitting  a  packet  but  the  driver  has  sent  no 
such  packet 

Ie%d:  LANCE  Rev  C/D  Extra  Byte(s)  bug;  Packet  dropped 

Ibe  LANCE  chip’s  internal  silo  pointers  have  become  misaligned.  This  error  arises  from  a 
chip  bug. 

le%d:  trailer  error 

An  incoming  packet  claimed  to  have  a  trailing  header  but  did  not. 
le%d:  runt  packet 

An  incoming  packet’s  size  was  below  the  Ethernet  minimum  transmission  size. 

le%d:  Receive  buffer  error  -  BUFF  bit  set  in  rmd 

This  error  “should  never  happen,’’  as  it  occurs  only  in  ccHijunction  with  a  LANCE  feature  that 
the  driver  does  not  use. 

le%d:  Received  packet  with  STP  bit  in  rmd  cleared 

The  driver  has  received  a  packet  that  straddles  multiple  receive  buffos  and  therefore  con¬ 
sumes  more  than  one  of  the  LANCE  chip’s  receive  descriptors.  Provided  that  all  stations  on  the 
Ethernet  are  operating  according  to  the  Ethernet  specification,  this  error  “should  never  hap¬ 
pen,’’  since  the  driver  allocates  its  receive  buffers  to  be  large  enough  to  hold  packets  of  the 
largest  permitted  size.  Most  likely,  some  other  station  on  the  net  is  transmitting  packets  whose 
lengths  exceed  the  maximum  pmnitted  for  Ethernet. 

Ie%d:  Received  packet  with  ENP  bit  in  rmd  cleared 

The  driver  has  received  a  packet  that  straddles  multiple  receive  buffers  and  therefore  con¬ 
sumes  more  than  one  of  the  LANCE  chip’s  receive  descriptors.  Provided  that  all  stations  on  the 
Ethernet  are  operating  according  to  the  Ethernet  specification,  this  error  “should  never  hap¬ 
pen,’’  since  the  driver  allocates  its  receive  buffers  to  be  large  enough  to  hold  packets  of  the 
largest  permitted  size.  The  most  likely  cause  of  (he  message  is  that  some  other  station  on  the 
net  is  transmitting  packets  whose  lengths  exceed  the  maximum  permitted  for  Ethernet. 
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le%d:  Transmit  buffer  error  •  BUFF  bit  set  in  tmd 

Excessive  bus  contention  has  prevented  the  LANCE  chip  &om  gathoing  packet  ctnitents 
quickly  enough  to  sustain  the  packet’s  transmission  over  the  Ethernet  The  affected  packet  is 
lost 

le%d:  Transmit  late  coUision  -  Net  problem? 

A  packet  collision  has  occurred  after  the  channel’s  slot  time  has  elapsed.  This  errm*  usually 
in^cates  faulty  hardware  elsewhere  on  the  net 

le%d:  No  carrier  •  transceiver  cable  problem? 

The  LANCE  chip  has  lost  input  to  its  carrier  detect  pin  while  trying  to  transmit  a  packet 

le%d:  Transmit  retried  more  than  16  times  -  net  jammed 

Netwra-k  activity  has  beccnne  so  intense  that  sixte^  successive  transmission  attempts  failed, 
the  LANCE  chip  gave  up  on  the  current  packet 

ie%d:  missed  packet 

The  driver  has  dropped  an  incoming  packet  because  it  had  no  buffer  space  for  it 

le%d:  Babble  error  -  sent  a  packet  longer  than  the  maximum  length 

While  transmitting  a  packet  the  LANCE  chip  has  noticed  that  the  packet’s  length  exceeds  the 
maximum  allowed  for  Ethernet.  This  error  indicates  a  kernel  bug. 

Ie%d:  Memory  Error!  Ethernet  chip  memory  access  timed  out 

The  LANCE  chip  timed  out  while  trying  to  acquire  the  bus  for  a  DVMA  transfer. 

le%d:  Reception  stopped 

Because  of  some  otho:  error,  the  receive  section  of  the  LANCE  chip  shut  down  and  had  to  be 
restarted. 

le%d:  Transmission  stopped 

Because  of  some  other  error,  the  transmit  section  of  the  LANCE  chip  shut  down  and  had  to  be 
restarted. 
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NAME 

lo  -  software  loopback  network  interface 

SYNOPSIS 

pseudo-device  loop 

DESCRIPTION 

The  loop  device  is  a  software  loopback  network  interface;  see  if(4N)  for  a  general  description  of  network 
interfaces. 

The  loop  interface  is  used  for  performance  analysis  and  software  testing,  and  to  iHovide  guaranteed  access 
to  Internet  protocols  on  machines  with  no  local  network  interfaces.  A  typical  t^plication  is  the 
comsat(8C)  server  which  accepts  notification  of  mail  delivery  through  a  particular  port  on  the  loopback 
interface. 

By  default,  the  loopback  interface  is  tK^cessible  at  Internet  address  127.0.0.1  (non-standard);  this  address 
may  be  changed  with  the  SIOCSIFADDR  ioctl. 

SEE  ALSO 

if(4N),  met(4F),  comsat(8C) 

DIAGNOSTICS 

lo%d:  can’t  handle  af%d 

The  interface  was  handed  a  message  with  addresses  formatted  in  an  unsuitable  address  family; 
the  packet  was  dropped. 

BUGS 

It  should  handle  all  address  and  protocol  families.  An  tgtproved  network  address  should  be  resoved  for 
this  interface. 
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NAME 

lofs  -  loopback  virtual  file  system 

CONFIG 

options  LOFS 
SYNOPSIS 

#include  <sys/mount.h> 
mount(MOlJNT_LOFS,  virtual,  flags,  dir); 

virtual  is  the  mount  point  for  the  virtual  file  system.  <Ur  is  the  pathname  of  the  existing  file  system,  flags  is 
either  0  or  M_RDONLY.  The  M_RDONLY  flag  f«ces  all  accesses  in  the  new  name  sptK^  to  be  read-only; 
without  it,  accesses  are  the  same  as  for  the  underlying  file  syst^.  All  other  mount(2)  flags  are  preserved 
from  the  undCTlying  file  systems. 

DESCRIPTION 

The  loopback  filesystem  device  allows  new,  virtual,  file  systems  to  be  created,  which  provide  access  to 
existing  files  using  alternate  pathnames.  Once  the  virtual  file  system  is  created,  other  file  systems  can  be 
mounted  within  it  without  affecting  the  original  file  system.  File  systems  that  are  subsequently  mounted 
onto  the  original  filesystem,  however,  are  visible  to  the  virtual  file  system,  unless  or  until  the  corresptxiding 
mount  point  in  the  virtual  file  system  is  covered  by  a  file  system  mounted  there. 

For  instance,  a  loopback  mount  of  /  onto  /tmp/newroot  allows  the  entire  filesystem  hierarchy  to  appear  as 
if  it  wCTe  duplicated  under  /tmp/newroot,  including  any  file  systems  mounted  from  remote  NFS  servers. 
All  files  would  then  be  accessible  either  from  a  pathname  relative  to  /,  or  from  a  pathname  relative  to 
/tmp/newroot  until  such  time  as  a  file  system  is  mounted  in  /tmp/newroot,  or  any  of  its  subdirectories. 

Loopback  mounts  of  /  can  be  paformed  in  conjunction  with  the  chroot(2)  system  call,  to  provide  a  com¬ 
plete  virtual  filesystem  to  a  process  or  family  of  processes. 

Recursive  traversal  of  loopback  mount  points  is  not  allowed;  after  the  loopback  mount  of  /tmp/newroot, 
the  file  /tmp/newroot/tmp/newroot  does  not  contain  yet  another  filesystem  hierarchy;  raflier,  it  appears 
just  as  /tmp/newroot  did  before  the  loopback  mount  was  performed  (say,  as  an  empty  directory). 

SEE  ALSO 

chroot(2),  mount(2) 

BUGS 

Because  only  directories  can  be  mounted  or  mounted  on,  the  structure  of  a  virtual  file  system  can  only  be 
modified  at  directories. 

Loopback  mounts  must  be  used  with  care;  the  potential  for  confusing  users  and  applications  is  enormous. 
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NAME 

mcp,  aim  -  Sun  MCP  Multiprotocol  Communications  Processor/ALM-2  Asynchronous  Line  Multiplexer 

CONFIG  —  SUN-3  SYSTEM 
MCP 

device  mcpO  at  vme32d32  ?  csr  0x1000000  flags  OxlflW  priority  4  vector  mcpintr  0x8b 
device  mcpl  at  vme32d32  ?  csr  0x1010000  flags  OxlfffT  priority  4  vector  mcpintr  0x8a 
device  mcp2  at  vme32d32  ?  csr  0x1020000  flags  Oxlilff  priority  4  vector  mcpintr  0x89 
device  mcp3  at  vme32d32  ?  csr  0x1030000  flags  OxlfTfT  priority  4  vector  mcpintr  0x88 

ALM-2 

pseudo-device  mcpa64 

SYNOPSIS 

#include  <fcntl.h> 

#include  <sys/termios.h> 
openCVdev/ttyjg'”,  mode); 
open(“/dev/ttydn”,  mode); 
opcn(“/dev/cuart”,  mode); 

DESCRIPTION  (MCP) 

The  Sun  MCP  (Multiprotocol  Communications  Processor)  supports  up  to  four  synchronous  serial  lines  in 
conjunction  with  Sunlink™  Multiple  Communication  Protocol  products. 

DESCRIPTION  (ALM-2) 

The  Sun  ALM-2  Asynchronous  Line  Multiplexer  provides  16  asynchronous  serial  communication  lines 
with  modem  control  and  one  Centronics-compatible  parallel  printer  port. 

Each  port  supports  those  termio(4)  device  control  functions  specified  by  flags  in  the  c_cflag  word  of  the 
termios  structure  and  by  the  IGNBRK,  IGNPAR,  PARMRK,  or  INPCK  flags  in  the  c_iflag  word  of  the  ter- 
mios  structure  are  performed  by  the  mcp  driver.  All  other  termio(4)  functions  must  be  performed  by 
STREAMS  modules  pushed  atop  the  driver;  when  a  device  is  opened,  the  Idterm(4M)  and  ttcompat(4M) 
STREAMS  modules  are  automatically  pushed  on  top  of  the  stream,  providing  the  standard  termio(4)  inter¬ 
face. 

Bit  i  of  flags  may  be  specified  to  say  that  a  line  is  not  properly  connected,  and  that  the  line  i  should  be 
treated  as  hard-wired  with  carrier  always  present.  Thus  specifying  flags  0x0004  in  the  specification  of 
mcpO  would  treat  line  /dev/ttyh2  in  this  way. 

Minor  device  numbers  in  the  range  0-63  correspond  directly  to  the  normal  tty  lines  and  are  named 
/dev/ttyXy,  where  X  represents  the  physical  board  as  one  of  the  characters  h,  i,  j,  or  k,  and  Y  is  the  line 
number  on  the  board  as  a  single  hexadecimal  digit.  (Thus  the  first  line  on  the  first  board  is  /dev/ttyhO,  and 
the  sixteenth  line  on  the  third  board  is  /dev/ttyjf.) 

To  allow  a  single  tty  line  to  be  connected  to  a  modem  and  used  for  both  incoming  and  outgoing  calls,  a 
special  feature,  controlled  by  the  minor  device  number,  has  been  added.  Minor  device  numbers  in  the 
range  128  -  191  correspond  to  the  same  physical  lines  as  those  above  (that  is,  the  same  line  as  the  minor 
device  number  minus  128). 

A  dial-in  line  has  a  minor  device  in  the  range  0-63  and  is  conventionally  renamed  /dev/ttydn,  where  n  is 
a  number  indicating  which  dial-in  line  it  is  (so  that  /dev/ttydO  is  the  first  dial-in  line),  and  Ae  dial-out  line 
corresponding  to  that  dial-in  line  has  a  minor  device  number  128  greater  than  the  minor  device  number  of 
the  dial-in  line  and  is  conventionally  named  /dev/cuan,  where  n  is  the  number  of  the  dial-in  line. 

The  /dev/cuan  lines  are  special  in  that  they  can  be  q)ened  even  when  there  is  no  carrier  on  the  line.  Once 
a  /dev/cuan  line  is  opened,  the  corresponctog  tty  line  cannot  be  opened  until  the  /dev/cuan  line  is  closed;  a 
blocking  open  will  wait  until  the  /dev/cuan  line  is  closed  (which  will  drop  Data  Terminal  Ready,  after 
which  Carrier  Detect  will  usually  drop  as  well)  and  carrier  is  detected  again,  and  a  non-blocking  open  will 
return  an  error.  Also,  if  the  /dev/ttydn  line  has  been  opened  successfully  (usually  only  when  carrier  is 
recognized  on  the  modem)  the  corresponding  /dev/cuan  line  cannot  be  opened.  This  allows  a  modem  to  be 
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attached  to  e.g.  /dev/ttydO  (renamed  from  /dev/ttyhO)  and  used  for  dialin  (by  enabling  the  line  for  login  in 
/etc/ttytab)  and  also  used  for  dialout  (by  tip(lC)  or  uucp(lC))  as  /dev/cuaO  when  no  one  is  logged  in  on 
the  line.  Note:  the  bit  in  the  flags  word  in  the  configuration  file  (see  above)  must  be  zero  for  this  line, 
which  enables  hardware  carrier  detection. 

lOCTLS 

The  standard  set  of  termio  ioctl( )  calls  are  supported  by  the  AUd-2. 

If  the  CRTSCTS  flag  in  the  c_cflag  is  set,  ou^ut  will  be  generated  only  if  CTS  is  high;  if  CTS  is  low,  ou^ut 
will  be  frozen.  If  the  CRTSCTS  flag  is  clear,  the  state  of  CTS  has  no  effect.  Breaks  can  be  generated  by 
the  TCSBRK,  TIOCSBRK,  and  TIOCCBRK  ioctl()  calls.  The  modem  control  lines  TIOCM_CAR, 
TIOCM_CTS,  TIOCM_RTS,  andTIOCM_DTR  are  provided. 

The  input  and  output  line  speeds  may  be  set  to  any  of  the  speeds  supported  by  termio.  The  speeds  cannot 
be  set  independently;  when  the  output  speed  is  set,  the  input  speed  is  set  to  the  same  speed. 

ERRORS 

An  open()  on  a  /dev/tty*  or  a  /dev/cu*  device  will  fail  if: 

ENXIO  The  unit  being  opened  does  not  exist. 

EBUSY  The  dial-out  device  is  being  opened  and  the  dial-in  device  is  already  open,  or  the  dial-in 

device  is  being  opened  with  a  no-delay  open  and  the  dial-out  device  is  already  open. 

EBUSY  The  unit  has  been  marked  as  exclusive-use  by  another  process  with  a  TIOCEXCL  ioctl( ) 

call. 

EINTR  The  open  was  interrupted  by  the  delivery  of  a  signal. 

DESCRIPTION  (PRINTER  PORT) 

The  printer  port  is  Centronics-compatible  and  is  suitable  for  most  common  parallel  printers.  Devices 
attached  to  this  interface  are  normally  handled  by  the  line  printer  spooling  system,  and  should  not  be 
accessed  directly  by  the  user. 

Minor  device  numbers  in  the  range  64  -  67  access  the  printer  port,  and  the  recommended  naming  is 
/dev/mcpp[0-3]. 

lOCTLS 

Various  control  flags  and  status  bits  may  be  fetched  and  set  on  an  MCP  printer  port.  The  follovnng  flags 
and  status  bits  are  supported;  they  are  defined  in  <sundev/mcpcmd.h>: 


MCPRIGNSLCT 

0x02 

set  if  interface  ignoring  SLOT-  on  open 

MCPRDIAG 

0x04 

set  if  printer  is  in  self-test  mo(te 

MCPRVMEINT 

0x08 

set  if  VME  bus  interrupts  enabled 

MCPRINTPE 

0x10 

print  message  when  out  of  pap^ 

MCPRINTSLCT 

0x20 

print  message  when  {xinter  offline 

MCPRPE 

0x40 

set  if  device  ready,  cleared  if  device  out  of  paper 

MCPRSLCT 

0x80 

set  if  device  online  (Centronics  SLCT  asserted) 

The  flags  MCPRINTSLCT,  MCPRINTPE,  and  MCPRDIAG  may  be  changed;  the  other  bits  are  status  bits 
and  may  not  be  changed. 

The  ioctI( )  calls  supported  by  MCP  printer  ports  are  listed  below. 

MCPIOGPR  The  argument  is  a  pointer  to  an  unsigned  char.  The  printer  flags  and  status  bits  are 
Stored  in  the  unsigned  char  pointed  to  by  the  argument 

MCPIOSPR  The  argument  is  a  pointer  to  an  unsigned  char.  The  printer  flags  are  set  from  the 
unsigned  char  pointed  to  by  the  argument 

ERRORS 

Normally,  the  interface  only  reports  the  status  of  the  device  when  attempting  an  open(2V)  call.  An  open() 
on  a  /dev/mcpp*  device  will  fail  if: 
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ENXIO  The  unit  being  opened  does  not  exist. 

EIO  The  device  is  offline  or  out  of  paper. 

Bit  17  of  the  configuration  flags  may  be  specified  to  say  that  the  interface  should  ignore  Centronics  SLCT- 
and  RDY/PE-  when  attempting  to  open  the  device,  but  this  is  normally  useM  only  for  configuration  and 
troubleshooting:  if  the  SLCT-  and  RDY  lines  are  not  asserted  during  an  actual  data  transfer  (as  with  a 
write{2V)  call),  no  data  is  transferred. 

FILES 

/dev/mcpp[0-3]  parallel  printer  port 

/dev/tty[h-k][0-9a-fl  hardwired  tty  lines 
/dev/tlyd[0-9a-fl  dialin  tty  lines 

/dev/cua[0-9a-f|  dialout  tty  lines 

SEE  ALSO 

tip(lC),  uucp(lC),  mti(4S),  termio(4),  ldtenn(4M),  Ucompat(4M),  zs(4S) 

DIAGNOSTICS 

Most  of  these  diagnostics  “should  never  happen;’’  their  occurrence  usually  indicates  problems  elsewhere 
in  the  system  as  well. 

mcpa/i:  silo  overflow. 

More  than  n  characters  (n  very  large)  have  been  received  by  the  mcp  hardware  without  being  read 
by  the  software. 

♦♦♦port  n  supports  RS449  interface*** 

Probably  an  incorrect  jumper  configuration.  Consult  the  hardware  manual. 

mcp  port  n  receive  buffer  error 

The  mcp  encountered  an  error  concerning  the  synchronous  receive  buffer. 

Printer  on  mcppn  is  out  of  paper 
Printer  on  mcpp/t  paper  ok 
Printer  on  mcppn  is  offline 
Printer  on  mcppn  online 

Assorted  printer  diagnostics,  if  enabled  as  discussed  above. 
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NAME 

mem,  kmem,  vmel6dl6,  vme24dl6,  vme32dl6,  vmel6d32,  vme24d32,  vme32d32,  mbmem,  mbio,  atbus, 
zero,  eqjTom  -  main  memory  and  bus  VO  space 

CONFIG 

None;  included  with  standard  system. 

DESCRIPTION 

These  devices  are  special  files  that  map  memory  and  bus  I/O  space.  They  may  be  read,  written,  seeked  and 
(except  for  kmem)  mernwy-mapped.  See  read(2V),  write(2V),  mmap(2),  and  directory(3), 

mem  is  a  special  file  that  is  an  image  of  the  physical  memory  of  the  computer.  It  may  be  used,  for  exam¬ 
ple,  to  examine  (and  even  to  patch)  the  system. 

kmem  is  a  special  file  that  is  an  image  of  the  kernel  virtual  memory  of  the  system, 
kmem  is  a  special  file  which  is  a  source  of  private  zero  pages. 

Suii-2  and  Sun-3  System 

vmelfidlti  (also  known  as  vmel6)  is  a  special  file  that  is  an  image  of  VMEbus  16-bit  addresses  with  16-bit 
data.  vmel6  address  space  extends  from  0  to  64K. 

vme24dl6  (also  known  as  vme24)  is  a  special  file  that  is  an  image  of  VMEb»is  24-bit  addresses  with  16-bit 
data.  vme24  address  space  extends  firom  0  to  16  Megabytes.  The  VME  16-bit  address  space  overlaps  the 
top  64K  of  the  24-bit  address  space. 

Sun-3  VMEbus 

vme32dl6  is  a  special  file  that  is  an  image  of  VMEbus  32-bit  addresses  with  16-bit  data. 

vmel6d32  is  a  special  file  that  is  an  image  of  VMEbus  16-bit  addresses  with  32-bit  data. 

vme24d32  is  a  special  file  that  is  an  image  of  VMEbus  24-bit  addresses  with  32-bit  data. 

vme32d32  (also  known  as  vme32)  is  a  special  file  that  is  an  image  of  VMEbus  32-bit  addresses  with  32-bit 
data.  vme32  address  space  extends  from  0  to  4  Giggabytes.  The  VME  24-bit  address  space  overlaps  the 
tqp  16  Megabytes  of  the  32-bit  address  space. 

vme*  type  special  files  can  only  be  accessed  in  VME  based  systems. 

Sun-2  Multibus 

mbmem  is  a  special  file  that  is  an  image  of  the  Multibus  memory  of  the  system.  Multibus  memory  is  in  the 
range  from  0  to  16  Megabytes,  mbmem  can  only  be  accessed  in  Multibus  based  systems. 

mbio  is  a  special  file  that  is  an  image  of  the  Multibus  I/O  space.  Multibus  I/O  space  extends  from  0  to 
64K.  mbio  can  only  be  accessed  in  Multibus  based  systems. 

When  reading  and  writing  mbmem  and  mbio  odd  counts  or  onsets  cause  byte  accesses  and  even  counts 
and  offsets  cause  word  accesses. 

Sun3861 

atbus  is  a  special  file  that  is  an  image  of  the  AT  bus  space.  It  extends  from  0  to  16  Megabytes, 
eeprom  is  a  special  file  that  is  an  image  of  the  NVRAM.  It  extends  from  0  to  2Kb. 

HLES 

/dev/mem 

/dev/kmem 

/dev/mbmem 

/dev/mbio 

/dev/vmel6dl6 

/dev/vmel6 

/dev/vme24dl6 

/dev/vme24 

/dev/vme32dl6 


Sun  Release  4.0 


Last  change:  18  February  1988 


1261 


MEM(4S) 


DEVICES  AND  NETWORK  INTERFACES 


MEM(4S) 


/dev/vmel6d32 

/dev/vme24d32 

/dev/vme32d32 

/dev/vme32 

/dev/atbus 

/dev/sEcro 

/dev/eeprom 

SEE  ALSO 

mmap(2),  read(2V),  write(2V),  directory(3) 
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NAME 

mouse  -  Sun  mouse 

CONFIG 

None;  included  in  standard  system. 

DESCRIPTION 

The  mouse  indirect  device  provides  access  to  the  Sun  Workstation  mouse.  When  op^ed,  it  redirects 
operations  to  the  standard  mouse  device  for  the  workstation  (attached  either  to  a  CPU  serial  or  parallel 
port),  and  pushes  the  ms(4M)  and  ttcompat(4M)  STREAMS  modules  on  top  of  that  device. 

FILES 

/dev/mouse 
SEE  ALSO 

ms(4M),  ttcompat(4M),  win(4S),  zs(4S) 
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NAME 

ms  -  Sun  mouse  STREAMS  module 

CONFIG 

pseudo-devicemsn 

SYNOPSIS 

#include  <sys/stream  Ji> 

#include  <sys/str(^t  Ji> 

#include  <sundev/vuidjeventJi> 

#inclade  <sundev/msio.h> 
ioctt(fd,  I_PUSH,  “ms”); 

DESCRIPTION 

The  ms  STREAMS  module  processes  byte  streams  generated  by  mice  attached  to  a  CPU  serial  or  parallel 
port  When  this  module  is  pushed  onto  a  stream,  it  sends  a  TCSETSF  ioctl  downstream,  setting  the  baud 
rate  to  1200  baud  and  the  character  size  to  8  bits,  and  enabling  the  receiver.  All  other  flag  words  are 
cleared.  It  assumes  only  that  the  termios(4)  functions  provided  by  the  zs(4S)  driver  are  supported;  no 
other  functions  need  be  su^^rted. 

The  mou!«  is  expected  to  generate  a  stream  of  bytes  encoding  mouse  motions  and  changes  in  the  state  of 
the  buttons. 

Each  mouse  sample  in  the  byte  stream  consists  of  three  bytes:  the  first  byte  gives  the  button  state  with 
value  0x87r6ur,  where  but  is  the  low  three  bits  giving  the  mouse  buttons,  who-e  a  0  (zero)  bit  means  that  a 
button  is  pressed,  and  a  1  (one)  bit  means  a  button  is  not  pressed.  Thus  if  the  left  button  is  down  the  value 
of  this  sample  is  0x83,  while  if  the  right  button  is  down  the  byte  is  0x86. 

The  next  two  bytes  of  each  sample  give  the  x  and  y  deltas  of  this  sample  as  signed  bytes.  The  mouse  uses  a 
lower-left  coordinate  system,  so  moves  to  the  right  on  tte  screen  yield  positive  x  values  and  moves  down 
the  screen  yield  negative  y  values. 

The  beginning  of  a  sample  is  identifiable  because  the  delta’s  are  ctmstrained  to  not  have  values  in  the  range 
0x80-0x87. 

A  stream  with  ms  pushed  onto  it  can  be  used  as  a  device  that  emits  firm_events  as  specified  by  the  protocol 
of  a  Virtual  User  Input  Device.  It  understands  VUIDSFORMAT,  VUIDGFORMAT,  VUIDSADDR  and 
VUIDGADDR  ioctls  (see  reference  below). 

lOCTLS 

ms  responds  to  the  following  iocth,  as  defined  in  <sundev/msio.h>  and  <sundev/vuid_eventJi>.  All 
other  ioctls  are  passed  downstream.  As  ms  sets  the  parameters  of  the  serial  port  when  it  is  opened,  no  ter- 
mios(4)  ioctls  should  be  performed  on  a  stream  with  ms  on  it,  as  ms  expects  the  device  parameters  to 
remain  as  it  set  them. 

The  MSIOGETPARMS  and  MSIOSETPARMS  calls  use  a  structure  of  type  Ms_parms,  which  is  a  structure 
defined  in  <sundev/msio.h>: 

typedef  struct  { 
int  jitter_thresh; 

int  speed_law; 

int  speed_limit; 

}  Ms_parms; 

jitterjhresh  is  the  “jitter  threshold”  of  the  mouse.  Motions  of  fewer  than  jitterjhresh  units  along  both 
axes  that  occur  in  less  than  1/12  second  are  treated  as  “jitter”  and  ignored.  Thus,  if  the  mouse  moves 
fewer  than  jitterjhresh  units  and  then  moves  back  to  its  original  position  in  less  than  1/12  of  a  second,  the 
motion  is  considered  to  be  “noise”  and  ignored.  If  it  moves  fewer  than  Jitterjhresh  units  and  continues  to 
move  so  that  it  has  not  returned  to  its  original  position  after  1/12  of  a  second,  the  motion  is  ctmsidered  to  be 
real  and  is  repeated. 
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speedjaw  indicates  wheth^  extremely  large  motions  are  to  be  ignored.  If  it  is  1,  a  “speed  limit”  is 
applied  to  mouse  motions;  motitms  along  either  axis  of  more  than  speed Jimit  imits  are  discarded. 

Note:  these  parametos  are  global;  if  they  are  set  for  any  mouse  cm  a  workstation,  they  aiqjly  to  any  other 
mice  attached  to  that  wcnkstation  as  well. 

,  VUIDSFORMAT 
VUIDGFORMAT 
VUIDSADDR 

VUIDGADDR  These  are  standard  Virtual  User  Input  Device  ioctls.  See  SunViewl  System 

Programmer's  Guide  for  a  descripdcm  of  their  opaadon. 

MSIOGETPARMS  The  argument  is  a  pdnter  to  a  Ms_parms.  Hie  current  mouse  paranreters  are 
stared  in  that  structure. 

MSIOSETPARMS  The  argument  is  a  pointer  to  a  ms_panns.  The  current  mouse  parameters  are  set 
from  the  values  in  that  structure. 


SEE  ALSO 

moiise(4S),  termios(4),  win(4S),  zs(4S) 
SunView  1  System  Programmer's  Guide 
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NAME 

mti  -  Systech  MTI-8(X)/1600  multi-tmninal  interface 
CONFIG  —  SUN-3  SYSTEM 

device  mtiO  at  vmel6dl6  ?  csr  0x620  flags  OxfUT  priority  4  vector  mtiintr  0x88 
device  mtil  at  vmel6dl6  ?  csr  0x640  flags  Oxffff  priority  4  vector  mtiintr  0x89 
device  mti2  at  vmel6dl6  ?  csr  0x660  flags  OxfHf  priority  4  vector  mtiintr  0x8a 
device  mti3  at  vmel6dl6  ?  csr  0x680  flags  OxfIiT  priority  4  vector  mtiintr  0x8b 

CONFIG  —  SUN-2  SYSTEM 

device  mtiO  at  mbk)  ?  csr  0x620  flags  Oxflff  priority  4 

device  mtil  at  mbio  ?  csr  0x640  flags  OxfflT  priority  4 

device  mti2  at  mbio  ?  csr  0x660  flags  OxflVT  priority  4 

device  mti3  at  mbio  ?  csr  0x680  flags  OxfffT  priority  4 

device  mtiO  at  vmel6  ?  csr  0x620  flags  OxfffT  priority  4  vector  mtiintr  0x88 

device  mtil  at  vmel6  ?  csr  0x640  flags  Oxffff  priority  4  vector  mtiintr  0x89 

device  mti2  at  vmel6  ?  csr  0x660  flags  Oxffff  priority  4  vector  mtiintr  0x8a 

device  mti3  at  vmel6  ?  csr  0x680  flags  Oxifff  priority  4  vector  mtiintr  0x8b 

SYNOPSIS 

#include  <fcntLh> 
finclnde  <sys/termios.h> 
open(“/dev/ttyjiy”,  mode); 
open(“/dev/ttydrt”,  mode); 
open(“/dev/ciian*%  mode); 

DESCRIPTION 

The  Systech  MTI  card  provides  8  (MTI-800)  «■  16  (MTI- 1600)  serial  communication  lines  with  modem 
control.  Each  port  supports  those  termio(4)  device  control  functions  specified  by  flags  in  the  c_cflag  word 
of  the  termios  structure  and  by  the  IGNBRK,  IGNPAR,  PARMRK,  or  INPCK  flags  in  the  c_iflag  word  of 
the  termios  structure  are  performed  by  the  mti  drivCT.  All  other  termio(4)  functions  most  be  performed  by 
STREAMS  modules  pushed  atop  the  driver;  when  a  device  is  opened,  the  ldterm(4M)  and  ttcompat(4M) 
STREAMS  modules  are  automatically  pushed  on  top  of  the  sU'eam,  jxoviding  the  standard  termio(4)  inter¬ 
face. 

Bit  i  of  flags  may  be  specified  to  say  that  a  line  is  not  jxvperly  connected,  and  that  the  line  i  should  be 
treated  as  hard-wired  with  carri^  always  present  Thus  specifying  flags  0x0004  in  the  specification  of 
mtiO  would  treat  line  /dev/tty02  in  this  way. 

Miner  device  numbers  in  the  range  0-63  correspond  directly  to  the  normal  tty  lines  and  are  named 
/dev/ttyXy,  who'e  X  is  the  physical  board  numb^  (0  -  3),  and  F  is  the  line  number  on  the  board  as  a  single 
hexadecimal  digit  (Thus  fte  first  line  on  the  first  board  is  /dev/tty(M),  and  the  sixteenth  line  on  the  third 
board  is  /dev/tty2f.) 

To  allow  a  single  tty  line  to  be  connected  to  a  modem  and  used  for  both  incoming  and  outgoing  calls,  a 
special  feature,  controlled  by  the  minor  device  number,  has  been  added.  Minor  device  numbers  in  the 
range  128  -  191  correspond  to  the  same  physical  lines  as  those  above  (that  is,  the  same  line  as  the  minor 
device  number  minus  128). 

A  dial-in  line  has  a  minor  device  in  the  range  0-63  and  is  ccmventionally  renamed  /dev/ttydn,  where  n  is 
a  number  indicating  which  dial-in  line  it  is  (so  that  /dev/ttydO  is  the  first  dial-in  line),  and  the  dial-out  line 
ccHiesponding  to  that  dial-in  line  has  a  minor  device  numter  128  greater  than  the  minor  device  number  of 
the  dial-in  line  and  is  conventionally  named  /dev/cuan,  where  n  is  die  number  of  the  dial-in  line. 

The  /dev/cuan  lines  are  special  in  that  they  can  be  (^ned  even  when  there  is  no  carrier  on  the  line.  Once 
a  /dev/cuan  line  is  opened,  the  corresponding  tty  line  can  not  be  opened  until  the  /dev/cuan  line  is  closed;  a 
blocking  tqien  will  wait  until  the  /dev/cuan  line  is  closed  (which  will  drop  Data  Terminal  Ready,  after 
which  Carrier  Detect  will  usually  drop  as  well)  and  carrier  is  detected  again,  and  a  non-blocking  open  will 
return  an  oror.  Also,  if  the  /dev/ttydn  line  has  been  opened  successfully  (usually  only  when  carrier  is 
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recognized  on  the  modem)  the  corresponding  /dev/cuan  line  can  not  be  opened.  This  allows  a  modem  to 
be  attached  to  e.g.  /dev/ttydO  (renamed  from  /dev/ttyOO)  and  used  for  dialin  (by  enabling  the  line  for  login 
in  /etc/ttytab)  and  also  us^  for  dialout  (by  tip(lC)  or  uucp(lC))  as  /dev/cuaO  when  no  one  is  logged  in  on 
the  line.  Note:  the  bit  in  the  flags  wcx'd  in  the  configuration  file  (see  above)  must  be  zero  for  this  line, 
which  enables  hardware  carrier  detection. 

WIRING 

The  Systech  requires  the  CTS  modem  control  signal  to  operate.  If  the  device  does  not  supply  CTS  then  RTS 
should  be  jumpered  to  CTS  at  the  distribution  panel  (short  pins  4  to  S).  Also,  the  CD  (carri^  detect)  line 
does  not  work  properly.  When  ccmnecting  a  modem,  the  modem’s  CD  line  should  be  wired  to  DSR,  which 
the  software  will  treat  as  carrier  detect 

lOCTLS 

The  standard  set  of  termio  ioctl( )  calls  are  supported  by  mti. 

The  state  of  tl»  CRTSCTS  flag  in  the  c_cflag  word  has  no  effect:  no  output  will  be  generated  unless  CTS  is 
high.  Breaks  can  be  generated  by  the  TCSBRK,  TIOCSBRK,  and  TIOCCBRK  ioctl()  calls.  The  modem 
control  lines  noCM_CAR,  TIOCM_CTS,  TIOCM_RTS,  and  TIOCM_DTR  are  provided;  however,  as 
described  above,  the  DSR  line  is  treated  as  CD  and  the  CD  line  is  ignored. 

The  input  and  output  line  speeds  may  be  set  to  any  of  the  speeds  suppented  by  termk>.  The  speeds  cannot 
be  set  independently;  when  the  output  speed  is  set,  the  input  speed  is  set  to  the  same  speed.  The  baud  rates 
B200  and  B38400  are  not  support^  by  the  hardware;  B200  selects  2000  baud,  and  B38400  selects  7200 
baud. 

ERRORS 

An  open()  will  fail  if: 

ENXIO  The  unit  being  opened  does  not  exist. 

EBUSY  The  dial-out  device  is  being  opened  and  the  dial-in  device  is  already  open,  or  the  dial-in 

device  is  being  opened  with  a  no-delay  open  and  the  dial-out  device  is  already  open. 

EBUSY  The  unit  has  been  marked  as  exclusive-use  by  another  process  with  a  TIOCEXCL  ioctl( ) 

call. 

EINTR  The  open  was  interrupted  by  the  delivay  of  a  signal. 

FILES 

/dev/tty[0-3][0-9a-fI  hardwired  tty  lines 
/dev/tlyd[0-9a-fl  dialin  tty  lines 

/dev/cua[0-9a-r|  dialout  tty  lines 

SEE  ALSO 

tip(lC),  uucp(lC),  mcp(4S),  termio(4),  ldterm(4M),  ttcompat(4M),  zs(4S) 

DIAGNOSTICS 

Most  of  these  diagnostics  “should  never  happen’’  and  their  occurrence  usually  indicates  problems  else¬ 
where  in  the  system. 

mtin,  n:  silo  overflow. 

More  than  512  characters  have  been  received  by  the  mti  hardware  without  being  read  by  the 
software.  Extremely  unlikely  to  occur. 

mti/t:  read  error  code  <n>.  Probable  hardware  fault 

The  mti  returned  the  indicated  error  code.  See  the  MTI  manual. 

mtin:  DMA  output  error. 

The  mti  encountered  an  error  while  trying  to  do  DMA  output. 

mtin:  impossible  response  n. 

The  mti  returned  an  error  it  could  not  understand. 
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NAME 

mtio  -  general  magnetic  tape  interface 
SYNOPSIS 

#mclude  <sys/ioctl.h> 

#include  <sys/mtioJi> 

DESCRIPTION 

Both  1/2”  and  1/4”  magnetic  tape  drives  share  the  same  general  interface,  no  matter  what  hardware  is 
involved.  The  remainder  of  this  section  discusses  the  common  features  of  this  interface. 

The  “cooked”  magnetic  tape  device  files  read  and  write  magnetic  tape  in  2048  byte  blocks  (the  2048  is 
actually  BLKDEVJOSIZE  in  <sys/param.h>).  The  name  of  such  a  device  file  might  be  /dev/mtO.  TTie 
final  component  of  the  name  is  composed  of  a  name  that  represents  the  type  of  device  the  file  refers  to,  and 
the  unit  number  of  that  device. 

These  files  are  rewound  when  closed;  the  “no-rewind”  versions  of  these  files  are  not.  The  name  of  “no¬ 
rewind”  device  files  include  the  letter  n  at  the  beginning  of  the  final  component  of  the  name;  the  “no¬ 
rewind”  version  of  /dev/mtO  would  be  /dev/nmtO.  When  a  1/2”  tape  file,  open  for  writing  or  just  written, 
is  closed,  two  tape  marks  are  written;  if  the  tape  is  not  to  be  rewound  it  is  positioned  with  the  head  between 
the  two  tapemarks.  When  a  1/4”  tape  file,  (due  to  a  bug,  only  if)  just  written,  is  closed,  only  one  end  of  file 
mark  is  written  because  of  the  inability  to  overwrite  data  on  a  1/4”  tape;  see  below. 

The  files  discussed  above  are  useful  when  you  want  to  access  the  tape  in  a  way  compatible  with  ordinary 
files.  This  interface  requires  that  all  blocks  be  2048  bytes  long,  and  does  not  permit  special  operations 
(such  as  spacing  fire  tape  forward  or  backward)  to  be  performed.  When  using  foreign  tapes,  and  especially 
when  reading  or  writing  long  records,  the  “raw”  interface  is  appropriate.  The  name  of  “raw”  device  files 
include  the  letter  r  before  the  device  type;  the  “raw”  version  of  /dev/mtO  would  be  /dev/rmtO,  and  the 
“raw”  version  of  /dev/nmtO  would  be  /dev/nrmtO.  Each  read(2V)  or  write(2V)  call  reads  or  writes  the 
next  record  on  the  tape.  In  the  write  case  the  record  has  the  same  length  as  the  buffer  given.  During  a 
read,  the  record  size  is  passed  back  as  the  number  of  bytes  read,  provided  it  is  no  greater  than  the  buffer 
size.  In  “raw”  tape  I/O,  seeks  are  ignored.  A  zero  byte  count  is  returned  when  a  tape  mark  is  read,  but 
another  read  will  fetch  the  first  record  of  the  new  tape  file. 

1/4”  tapes  are  not  able  to  back  up  and  always  write  fixed  sized  blocks.  Since  they  cannot  back  up,  they 
cannot  support  backward  space  file  and  backward  space  record.  Since  they  always  write  fixed  sized 
blocks,  the  size  of  transfers  using  the  “raw”  interface  must  be  a  rmiltiple  of  the  underlying  blocksize,  usu- 
aUy  512  hytes. 

1/4”  tapes  also  have  an  unusual  tape  format  They  have  parallel  tracks,  but  only  record  information  on  one 
track  at  a  time,  switching  to  another  track  near  the  physical  end  of  the  medium.  They  erase  all  the  tracks  at 
once  while  writing  the  first  track.  Therefore,  they  cannot,  in  general,  overwrite  previously  written  data.  If 
the  old  data  were  not  on  the  first  track,  it  would  not  be  erased  before  being  overwritten,  and  the  result 
would  be  unreadable. 

A  number  of  additional  ioctl  operations  are  available  on  “raw”  devices.  The  following  definitions  are 
from  <sys/mtio.h>: 

I* 

*  Structures  and  definitions  for  mag  tape  I/O  control  commands 
*/ 

f*  structure  for  MTIOCTOP  •  mag  tape  op  command  */ 
struct  mtop  { 

short  mt_op;  I*  operations  defined  below  *1 

daddr_t  mt_count;  /*  how  many  of  them  */ 

}; 
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/*  operations  */ 

#defme 

MTWEOF 

0 

/*  write  an  end-of-file  record  */ 

fdefine 

MTFSF 

1 

/*  forward  space  file  */ 

#define 

MTBSF 

2 

!*  backward  space  file  *! 

#define 

MTFSR 

3 

!*  forward  space  record  */ 

#defme 

MTBSR 

4 

/*  backward  space  record  ♦/ 

#define 

MTREW 

5 

/*  rewind  */ 

#de(ine 

MTOFFL 

6 

!*  rewind  and  put  the  drive  offline  *! 

#define 

MTNOP 

7 

1*  no  operation,  sets  status  only  *1 

#define 

MTRETEN 

8 

/*  retension  the  tape  */ 

#define 

MTERASE 

9 

/*  erase  the  entire  tape  */ 

#define 

MTEOM 

10 

/*  position  to  end  of  media  (SCSI  only)  *! 

MnO(4) 


I*  structure  for  MTIOCGET  -  mag  tape  get  status  command  *! 
struct  mtget  { 

short  mt_type;  I*  type  of  magtape  device  */ 

/*  the  following  two  registers  are  grossly  device  dependent  *! 

short  mtjdsreg;  /*  “drive  status”  register  */ 

short  mt  erreg;  /*  “error”  register  *! 

I*  end  device-oependent  registers  *1 

short  mt_resid;  I*  residual  count  */ 

/*  the  following  two  are  not  yet  implemented  */ 

daddr_t  mtjiieno;  /*  file  number  of  current  position  */ 

daddr_tmt_blkno;  /*  block  number  of  current  position  *l 

/*  end  not  yet  implemented  *! 

}; 

/* 

*  Constants  for  mt_type  byte 
*1 


#define  MTJSTS 

0x01 

/*  vax:  unibus  ts<ll  */ 

#define  MTJSHT 

0x02 

/♦  vax:  massbus  tu77,  etc  *! 

#define  MT  jsTM 

0x03 

1*  vax:  unibus  tm-11  */ 

#define  MTJiSMT 

0x04 

/*  vax:  massbus  tu78  */ 

#define  MT  jsUT 

0x05 

h  vax:  unibus  gcr  */ 

#define  MTJSCPC 

0x06 

!*  sun:  Multibus  tapemaster  *! 

#define  MT jsAR 

0x07 

/*  sun:  Multibus  archive  */ 

#define  MT  jssc 

0x08 

/*  sun:  SCSI  archive  */ 

#define  MTJSXY 

0x09 

/*  sun:  Xylogics  472  ♦/ 

#define  MTJSSYSGEN 

OxOa 

/*  sun:  SCSI  Sysgen  */ 

#define  MTJSMTOl 

OxOb 

/*  sun:  SCSI  Emulex  MT02  */ 

#define  MTJSCCS 

OxOc 

/*  sun:  SCSI  generic  (unknown)  CCS  */ 

I*  mag  tape  io  control  commands  */ 

#define  MTIOCTOP  _IOW(m,  1,  struct  mtop)  /*  do  a  mag  tape  op  */ 

#define  MTIOCGET  _IOR(m,  2,  struct  mtget)  /♦  get  tape  status  *1 

#ifndef  KERNEL 

#define  DEFTAPE  “/dev/rmtl2” 

#endif 
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SEE  ALSO 

tar(l),  read(2V),  write(2V),  ar(4S),  tin{4S),  st{4S),  xt{4S) 
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NAME 

nfs,  NFS  -  netwcnk  file  system 

CONFIG 

options  NFS 

DESCRIPTION 

The  Netwoik  File  System,  or  NFS,  allows  a  clirat  workstaticHi  to  perform  transparent  file  access  ova*  the 
network.  Using  it,  a  client  workstation  can  cerate  (Hi  files  that  reside  on  a  variety  of  sovos,  saver  archi¬ 
tectures  and  across  a  variety  of  (grating  systems.  Client  file  access  calls  are  converted  to  NFS  protocol 
requests,  and  are  sent  to  the  server  system  over  the  netwcnk.  The  servo  receives  the  request,  performs  the 
actual  file  system  operation,  and  sends  a  response  back  to  the  client 

The  Network  File  System  opoates  in  a  stateless  fashion  using  remote  procedure  (RPC)  calls  built  (Hi  top  of 
extonal  data  represoitation  (XDR)  protocol.  These  |HDt(Xols  are  d(x:umented  in  Network  Programming 
The  RPC  protocol  provides  for  version  and  audienticati(Hi  parameters  to  be  exchanged  for  security  ovo  the 
network. 

A  server  can  grant  access  to  a  specific  filesyston  to  certain  clioits  by  adding  an  oitry  for  that  filesystem  to 
the  saver’s  /etc/exports  file. 

A  client  gains  access  to  that  filesystem  with  the  mount(2)  system  call,  which  requests  a  file  handle  for  the 
filesystem  itself.  Once  the  filesystem  is  mounted  by  the  client,  the  serva  issues  a  file  handle  to  the  client 
for  each  file  ((h*  directory)  the  client  accesses.  If  the  file  is  stnndliow  ronoved  on  the  sova  side,  die  file 
handle  becomes  stale  (diss(Kiated  with  a  known  file). 

A  server  may  also  be  a  clioit  with  respect  to  filesystems  it  has  mounted  over  the  netwtnk,  but  its  clients 
carmot  gain  access  to  those  filesystems.  Instead,  the  client  must  mount  a  filesystem  directly  from  the  sova 
(HI  which  it  resides. 

The  user  ID  and  group  ID  majqnngs  must  be  the  same  betweoi  clioit  and  servo.  Howevo,  the  server  maps 
uid  0  (the  supo-uso)  to  uid  -2  before  performing  access  checks  for  a  client  This  inhibits  supo-uso 
privileges  on  remote  filesystems. 

NFS-related  routines  and  structure  definitions  are  described  in  Network  Programming. 

ERRORS 

Generally  physical  disk  VO  errors  detected  at  the  sovo  are  returned  to  the  client  for  action.  If  the  sovo  is 
down  or  inaccessible,  the  client  will  see  the  console  message: 

NFS:  file  server  not  responding:  still  tryli^. 

The  clioit  continue  (foevo)  to  resend  the  request  until  it  receivo  an  atknowledgement  from  the  server. 
This  means  the  saver  can  crash  (h  powo  down,  and  cinne  back  up,  without  any  special  actitm  required  by 
the  clioiL  It  also  means  the  client  {Hocess  requesting  the  VO  will  bl(x:k  and  remain  insensitive  to  signals, 
sleeping  inside  the  kernel  at  PRIBIO. 

FILES 

/^c/exp(B'ts 
SEE  ALSO 

m(rant(2),  exports(S),  fstab(S),  fstab(S),  mouBt(8),  iifsd(8) 

Network  Programming 
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NAME 

nit  -  Network  Int^ace 
CONFIG 

pseudo-device  clone 
pseudo-device  suit 
pseudo-device  pf 
pseudo-device  nbuf 

SYNOPSIS 

tinclude  <sys/file.h> 

#include  <sys/ioctl.li> 

#mclude  <net/nit_pf Ji> 

^include  <net/nit_bufJi> 

fd  =  opeu("/dev/mt",  mode); 
mctiffd,  I_PUSH,  "pr); 
ioctl^d,  I_PUSH,  "nbuf'); 

DESCRIPTION 

NTT  (the  Network  Interface  Tap)  is  a  f;»:ility  composed  of  several  STREAMS  modules  and  drivers.  These 
components  collectively  provide  facilities  for  constructing  applications  that  requite  link-level  network 
access.  Examples  of  such  tq>plications  include  rarpd(8Q,  which  is  a  user-level  implementation  of  the 
Reverse  ARP  protocol,  and  etherfind(8C),  which  is  a  network  monitoring  and  trouble-shooting  program. 

NTT  consists  of  sevml  components  that  are  summarized  below.  See  their  Reference  Manual  entries  for 
detailed  information  about  their  specification  and  operation. 

nit_if(4M)  Ibis  component  is  a  STREAMS  device  drivo"  that  int^acts  directly  with  the  system’s  Ether¬ 
net  drivers.  After  opening  an  instance  of  this  device  it  must  be  bound  to  a  specific  Ethernet 
int^ace  before  becoming  usable.  Subsequently,  nit_if  transcribes  {tickets  arriving  on  the 
interface  to  the  read  side  of  its  associated  stream  and  delivers  messages  teaching  it  on  the 
write  side  of  its  stream  to  the  raw  packet  output  code  for  transmission  over  the  interface. 

nit_pf(4M)  This  module  provides  packet-filtering  services,  allowing  uninteresting  incoming  paclsets  to 
be  discarded  with  minimal  loss  of  efficiency.  It  passes  through  unaltered  all  outgoing  mes¬ 
sages  (those  on  the  stream’s  write  side). 

nit_buf(4M)  This  module  buffers  incoming  messages  into  larger  aggregates,  thereby  reducing  the  over¬ 
head  incurred  by  repeated  read(2V)  system  calls. 

NTT  clients  mix  and  match  these  components,  based  on  their  particular  requirements.  For  example,  the 
reverse  ARP  daemon  concerns  itself  only  with  packets  of  a  specific  type  and  deals  with  low  traffic  volumes. 
Thus,  it  uses  nit_if  for  access  to  the  network  and  nit_pf  to  filter  out  all  incoming  packets  except  revise 
ARP  packets,  but  omits  the  nit_bttf  buffering  module  since  traffic  isn’t  high  enough  to  justify  the  additional 
complexity  of  unpacking  buffered  packets.  On  the  other  hand,  the  etherd(8C)  program,  which  collects 
Ethernet  statistics  for  traffic(lC)  to  display,  must  examine  every  packet  on  the  network.  Therefore,  it 
omits  the  nit_if  module,  since  there’s  nothing  it  wishes  to  screen  out,  and  includes  the  nit_buf  module, 
since  most  networks  have  very  heavy  aggregate  packet  traffic. 

EXAMPLES 

The  following  code  fragments  outline  how  to  program  against  parts  of  the  NTT  interface.  For  the  sake  of 
brevity,  all  error-handling  code  has  been  elided. 

initdevice  comes  from  etberiind  and  sets  up  its  input  stream  configuration. 

iiiltd6vice(if_flags,  snaplen,  chunksize) 
ujong  if_flags» 
snaplen, 
chunksize; 

{ 

struct  striocti  si; 
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struct  ifreq  Ifi*; 

^uct  timeval  timeout; 


ifjd  =  open(Nrr_,DEV,  O^RDONLY);  / 

/«  Arrange  to  get  discrete  messages  firom  the  stream.  */ 
iocaCiffd,  I^SRDOFT,  (char  *)RMSGD); 

si.icjtimout  =  INFTIM; 

/*  Push  and  configure  the  bufTering  module. 
loctl(if Jd,  I_PUSH,  «nbur); 

timeout.tv_sec  =  1; 
timeouttv^usec  z  0; 
si.ic_cmd  =  NIOCSTIME; 
si.ic Jen  =  sizeof  timeout; 
si.ic_dp  =  (char  *)&timeout; 
ioctl(if Jd,  I^STR,  (char  «)&sl); 

^.ic^cmd  =  NIOCSCHUNK; 
si.icjen  =  sizeof  chunksize; 
si.icjdp  =  (char  *)&chunksize; 
loctKif Jd,  I_STR,  (char  ♦)&sl); 

h  Cmifigure  the  nit  device,  binding  it  to  the  proper 
underlying  interface,  setting  the  snapshot  length, 
and  setting  nitJMevel  fla^.  *! 
strncpy(iff  Jfr^name,  device,  sizeof  ifr.lflr jiame); 
ifr.lfr_name[slzeof  ifrJfr__name  - 1]  =  *  ’; 

$i.ic_cmdzNIOCBIND; 
si.icjen  z  sizeof  ifr; 
si.icjdp  z  (char  *}&lfr; 
iocfiOf Jd,  LSTR,  (char  ♦)&si); 

if  (snapien  >  0)  { 

sLic^cmd  z  NIOCSSNAP; 
si.icjen  z  sizeof  snapien; 
sl.ic_dp  z  (char  *)&snaplen; 
iocU(if Jd,  I_STR,  (char  ♦)&sl); 

} 

lf(ifjags!z0){ 

si.k^cmd  z  NIOCSFLAGS; 
si.icjen  z  sizeof  ifjags; 
si.ic_dp  z  (char  ♦)&if_flags; 
ioctI(lf Jd,  I JTR,  (char  ♦)&sl); 

} 

I*  Flush  the  read  queue,  to  get  rid  of  anything  that  accumulated 
before  the  device  reached  its  final  configuration.  ♦/ 
iocti(if Jd,  I^FLUSH,  (char  ♦)FLUSHR); 

} 

Here  is  the  skeleton  of  the  packet  reading  loop  from  etherfind.  It  illastrates  how  to  cope  with  dismantling 
the  headers  the  various  NTT  components  glue  on. 

while  ((cc  z  r€ad(if Jd,  buf,  chunksize))  >z  0)  { 
register  u_char  ♦bp  z  buf, 

♦bufstop  z  buf  +  cc; 

/♦  Loop  through  each  message  in  the  chunk.  ♦/ 
while  (bp  <  bufstop)  { 

raster  u_char  ♦cp  z  bp; 

struct  nitjufiidr  ♦hdrp; 
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} 


struct  timevid  *tvp  =  NULL; 

ujong  drops  0; 

u_long  pktlen; 

/*  Extract  information  from  the  successive  objects 
embedded  in  the  current  message.  Which  ones  we 
have  depends  on  how  we  set  up  the  stream  (and 
therefore  on  what  command  line  flags  were  set). 

If  snaplen  is  positive  then  the  packet  was  truncated 
before  the  buffering  module  saw  it,  so  we  must 
obtain  its  length  from  the  nit_if-level  nit  Jflen 
header.  Otherwise  the  value  In  «hdrp  suffices.  */ 
hdrp  s  (struct  nit_bufhdr  *)cp; 
cp  +=  sizeof  *hdrp; 
if(tflag){ 

struct  nit_iflime  *ntp; 

ntp  =  (struct  nit_iftime  *)qi; 
cp +=  sizeof  ♦ntp; 

tvp  =  &ntp->nh  timestamp; 

} 

if(dflas}( 

struct  nit_lfdrops  *ndp; 

ndp  =  (struct  niMfdrops  *)cp; 
cp+s  sizeof  *ndp; 

drops  =  ndp->nh  drops; 

} 

if  (snaplen  >  0)  { 

struct  nit  Jflen  *nlp; 

nip  =  (struct  nit  Jflen  *)cp; 
cp  +=  sizeof  «nlp; 

pkflen  =  nlp->nh_pktlen; 

} 

else 

pktlen  =  hdrp->nbb  jmsglen; 

sp  =  (struct  sample  *)cp; 
bp  +=  hdrp->nhb  Jotlen; 

h  Process  the  packet.  */ 


FILES 

/dev/nit  clone  device  instance  lefming  to  nit_if 

SEE  ALSO 

traffic(lC),  read(2V),  iiit_if(4M),  iiit_pf(4]V0,  iiit_buf(4M),  etlierd(8C),  etherfind(8C).  rarpd(8Q 
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NAME 

nit_buf  -  STREAMS  NTT  buffering  module 

CONFIG 

pseudo-device  nbuf 
SYNOPSIS 

#mclude  <sys/ioctLh> 

#include  <net/nit_buf Ji> 
ioctI(fd,  I_PUSH,  "nbur'); 

DESCRIPTION 

nit_baf  is  a  STREAMS  module  that  buffers  incoming  messages,  thereby  reducing  the  number  of  system 
,  calls  and  as^iated  overhead  required  to  read  and  process  them.  Although  designed  to  be  used  in  conjunc¬ 
tion  with  the  other  components  of  NTT  (see  nit(4P)),  nit_buf  is  a  general-purpose  module  and  can  be  used 
anywhere  STREAMS  input  buffering  is  required. 

Read-side  Behavior 

nit_buf  collects  incoming  M_DATA  and  M_PROTO  messages  into  chunks,  passing  each  chunk  tq>ward 
wh^  either  the  chunk  becomes  full  or  the  current  read  timeout  expires.  When  a  message  arrives,  it  is  pro¬ 
cessed  in  two  stq)s.  First,  the  message  is  prepared  fcv  inclusion  in  a  chunk,  and  then  it  is  added  to  the 
current  chunk.  The  following  paragr^hs  discuss  each  step  in  turn. 

Upon  receiving  a  message  from  below,  nit_buf  immediately  converts  all  leading  M_PROTO  blocks  in  the 
message  to  M_DATA  blocks,  altering  only  the  message  type  field  and  leaving  the  contents  alone.  It  then 
prepends  a  header  to  the  converted  message.  This  heado*  is  defined  as  follows, 
struct  nit_bufhdr  { 

u_iiit  nhb_msglen; 
u_int  nhb_totlen; 

}; 

The  first  field  of  this  head^  gives  the  length  in  bytes  of  the  converted  message.  Die  second  field  gives  the 
distance  in  bytes  from  the  start  of  the  message  in  the  current  chunk  (described  below)  to  the  start  of  the 
next  message  in  the  chunk;  the  value  reflects  any  padding  necessary  to  insure  correct  data  alignment  fra*  the 
host  machine  and  includes  the  length  of  the  header  itself. 

After  preparing  a  message,  nit_buf  attempts  to  add  it  to  the  end  of  the  current  chunk,  using  the  chunk  size 
and  timeout  values  to  govern  the  addition.  (Die  chunk  size  and  timeout  values  are  set  and  inspected  using 
the  ioctl  calls  described  below.)  If  adding  the  new  message  would  make  the  current  chunk  grow  larger 
than  the  chunk  size,  nit_bur  closes  off  die  current  chunk,  passing  it  up  to  the  next  module  in  line,  and  starts 
a  new  chunk,  seeding  it  with  a  zoxi-length  message.  If  adding  the  message  would  still  make  the  current 
chunk  overflow,  the  module  passes  it  upward  in  an  over-size  chunk  of  its  own.  Otherwise,  the  module  con¬ 
catenates  the  message  to  the  end  of  the  current  chunk. 

To  ensure  that  messages  do  not  languish  forever  in  an  accumulating  chunk,  nlt_buf  maintains  a  read 
timeout  Whenever  this  timeout  expires,  the  module  closes  off  the  current  chunk,  regardless  of  its  length, 
and  passes  it  upward;  if  no  incoming  messages  have  arrived,  the  chunk  passed  upward  will  have  zero 
length.  Whenever  the  module  passes  a  chunk  upward,  it  restarts  the  timeout  period.  These  two  rules  insure 
that  nit_baf  minimizes  the  number  of  chunks  it  produces  during  periods  of  intense  message  activity  and 
that  it  periodically  diqx)ses  of  all  messages  during  slack  intervals. 

nit_buf  handles  other  message  types  as  follows.  Upon  receiving  an  M_FLUSH  message  specifying  that  the 
read  queue  be  flushed,  the  module  does  so,  clearing  the  currently  accumulating  chunk  as  well,  and  passes 
the  message  on  to  the  module  or  driver  above.  It  passes  all  other  messages  through  unaltered  to  its  upper 
neighbor. 

Write-sIde  Behavior 

nit_buf  intercepts  M_IOCTL  messages  for  the  ioctls  described  below.  Upon  receiving  an  M_FLUSH  mes¬ 
sage  specifying  that  the  write  queue  be  flushed,  the  module  does  so  and  passes  the  message  on  to  Uk 
module  or  driver  below.  The  module  passes  all  other  messages  through  unalt^ed  to  its  lower  neighbor. 
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lOCTLS 

nit_buf  responds  to  the  following  ioctls. 

NIOCSTTME  Set  the  read  timeout  value  to  the  value  ref»red  to  by  the  struct  timeval  pointer  given  as 
argumesit.  Setting  the  timeout  value  to  zero  has  the  side-effect  of  forcing  the  chunk  size  to 
zero  as  well,  so  that  the  module  will  pass  all  incoming  messages  upward  immediately 
upon  arrival. 

NIOCGTDMIE  Return  the  read  timeout  in  the  struct  timeval  pointed  to  by  the  argument.  If  the  timeout 
has  been  cleared  with  the  NIOCCTIME  ioctl,  return  with  an  ERANGE  error. 

NIOCCITME  Clear  the  read  timeout,  effectively  setting  its  value  to  infinity. 

NIOCSCHUNK  Set  the  chunk  size  to  the  value  referred  to  by  the  ujnt  pointer  given  as  argumrat. 

NIOCGCHUNK  Return  the  chunk  size  in  the  uJnt  pointed  to  by  the  argument. 

CAVEAT 

The  module  name  “nbuT’  used  in  the  system  configuration  file  and  as  argument  to  theI_PUSH  ioctl  is  pro¬ 
visional  and  subject  to  change. 

SEE  ALSO 

iiit(4P),  nit_if(4M),  nit_pf(4M) 
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NAME 

-  STREAMS  NTT  device  interface  module 

CONFIG 

pseado-device  snit 

SYNOPSIS 

#inclade  <sys/iile.ii> 
open(“/dev/nit”,  mode); 

DESCRIPTION 

is  a  STREAMS  pseudo-device  driver  that  provides  STREAMS  access  to  network  int^aces.  It  is 
designed  to  be  used  in  conjunction  with  the  other  components  of  NTT  (see  nit(4P)),  but  can  be  used  by  itself 
as  a  raw  STREAMS  network  interface. 

nit_if  is  an  exclusive-c^n  device  that  is  intended  to  be  op^ed  indirectly  through  the  clone  device; 
/dev/nit  is  a  suitable  instance  of  the  clone  device.  Before  the  stream  resulting  from  opening  an  instance  of 
may  be  used  to  read  or  write  packets,  it  must  first  be  bound  to  a  specific  network  int»face,  using  the 
NIOCSBIND  ioctl  described  below. 

Read-side  Behavior 

nit_if  copies  leading  prefixes  of  selected  packets  from  its  associated  network  interface  and  passes  them  up 
the  stream.  If  the  NI_PROMISC  flag  is  set,  it  passes  along  all  packets;  otherwise  it  passes  along  only  pack¬ 
ets  addressed  to  the  underlying  interface. 

The  amount  of  data  copied  from  a  given  packet  dqtends  on  the  current  snapshot  length ,  which  is  set  with 
the  NIOCSSNAP  ioctl  described  below. 

Before  passing  each  packet  prefix  upward,  nit_if  optionally  prepends  one  or  more  headers,  as  controlled  by 
the  state  of  the  flag  bits  set  with  the  NIOCSFLAGS  ioctl.  The  iivCT  collects  head^  into  M_PROTO  mes¬ 
sage  blocks,  with  the  head^  guaranteed  to  be  completely  contained  in  a  single  message  block,  whereas 
the  packet  itself  goes  into  one  or  more  M_D  ATA  message  blocks. 

Wrlte-side  Behavi^ 

nit_if  accq}ts  packets  fi^om  the  module  above  it  in  the  stream  and  relays  them  to  the  associated  network 
interface  for  transmission.  Packets  must  be  formatted  with  the  destinatitHi  address  in  a  leading  M_PROTO 
message  block,  followed  by  the  packet  itself,  complete  with  link-level  header,  in  a  sequence  of  M_D  ATA 
message  blocks.  The  destination  address  must  be  expressed  as  a  ‘struct  sockaddr’  whose  sa  Jamily  field 
is  AF_IJNSPEC  and  whose  sa_data  field  is  a  copy  of  the  link-level  header.  (See  <sys/socket.h>  for  the 
definition  of  this  structure.) 

nit_if  processes  M_IOCTL  messages  as  described  below.  Upon  receiving  an  M_FLUSH  message  q)ecify- 
ing  that  the  write  queue  be  flushed,  nit_if  does  so  and  transfers  the  message  to  the  read  side  of  the  stream. 
It  discards  all  other  messages. 

lOCTLS 

nit_if  responds  to  the  following  iocth,  as  defined  in  <net/mt_if.h>.  It  generates  an  M_IOCNAK  message 
for  all  (Mhers,  returning  this  message  to  the  invoker  along  the  read  side  of  the  stream. 

SIOCGIFADDR  nit_if  passes  this  ioctl  on  to  the  underlying  interface’s  driver  and  returns  its 

response  in  a  ‘struct  ifreq’  instance,  as  defined  in  <net/ifJi>.  (See  the  descrip¬ 
tion  of  this  ioctl  in  if(4N)  for  more  details.) 

NIOCBIND  This  ioctl  attaches  the  stream  represented  by  its  first  argument  to  the  network 

interface  designated  by  its  third  argument,  which  should  be  a  pointer  to  an  ifreq 
structure  whose  ^r_name  field  names  the  desired  interface.  See  <net/if.h>  for  the 
definition  of  this  structure. 

NIOCSSNAP  Set  the  current  snapshot  length  to  the  value  given  in  the  a  long  pointed  to  by  the 

ioctl’ s  final  argument.  nit_if  intaprets  a  snapshot  length  value  of  as  meaning 
infinity,  so  that  it  will  copy  all  selected  packets  in  their  entirety.  It  constrains 
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NIOCGSNAP 

NIOCSFLAGS 


NIOCGFLAGS 


FILES 

/dev/nit 


positive  snapshot  lengths  to  be  at  least  the  length  of  an  Ethernet  header,  so  that  it 
will  pass  at  least  the  link-level  header  of  all  selected  packets  to  its  upstream  neigh- 
bOT. 


Returns  the  current  snapshot  l^gth  for  this  device  instance  in  the  ujong  pointed 
to  by  the  iocd’s  final  argument. 


nit_if  recognizes  the  following  flag  bits,  which  must  be  given  in  the  ujong 
pointed  to  by  the  ioctl’s  final  argument  This  set  may  be  augmented  in  future 
releases.  All  but  the  NI_PROMlSC  bit  control  the  additicm  of  headers  that  precede 
the  packet  body.  These  headers  appear  in  the  order  given  below,  with  die  last- 
menticHted  enabled  header  adjacent  to  the  packet  body. 


NI_PROMISC 


NI_TIMESTAMP 

NI_DROPS 


NI_LEN 


Requests  that  the  underlying  interface  be  set  into  promis¬ 
cuous  mode  and  that  all  p^kets  that  the  interface 
receives  be  pasi^  up  through  the  stream,  nitjf  only 
honors  this  bit  for  the  super-user. 

Prepend  to  each  selected  packet  a  heatter  containing  the 
packet  arrival  time  expressed  as  a  ‘struct  timeval’. 

Prepend  to  each  selected  packet  a  header  containing  the 
cumulative  numbw  of  packets  that  this  instance  of  nit_if 
has  dropped  because  of  flow  control  requirements  or 
resource  exhaustion.  The  header  value  is  expressed  as  a 
ujong.  Note:  it  accounts  only  for  events  occurring 
within  nit_if ,  ard  does  not  count  packets  dropped  at  the 
network  interface  level  or  by  upstream  modules. 

Prepend  to  each  selected  packet  a  header  containing  the 
packet’s  original  length  (including  link-level  header),  as 
it  was  before  being  trimmed  to  tl^  snapslKit  length.  The 
header  value  is  expressed  as  a  ujong. 


Returns  the  current  state  of  the  flag  bits  for  this  device  instance  in  the  ujong 
pointed  to  by  the  ioctl’s  final  argument. 


clone  device  instance  referring  to  nit_if  device 

header  file  containing  definitions  for  the  ioctls  and  packet  headers  described 
above. 


SEE  ALSO 

clone(4),  nit(4P),  nit_buf(4M),  mt_pf(4M) 
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NAME 

nif_pf  -  STREAMS  NIT  packet  filtering  module 
CONFIG 

pseudo-device  pf 
SYNOPSIS 

#include  <sys/ioctl.h> 

#include  <net/nitj|>f.h> 

ioctlO«,  I_PUSH,  "pf’); 

DESCRIPTION 

nit_pf  is  a  STREAMS  module  that  subjects  messages  arriving  on  its  read  queue  to  a  packet  filter  and  passes 
only  those  messages  that  the  filter  accepts  on  to  its  upstream  neighbor.  Such  filtering  can  be  very  useful  for 
user-level  protocol  implementations  and  for  networking  monitoring  programs  that  wish  to  view  only 
specific  types  of  events. 


Read-side  Behavior 

nit_pf  applies  the  current  packet  filter  to  all  M  DATA  and  M_PROTO  messages  arriving  on  its  read  queue. 
The  module  prepares  these  messages  for  examination  by  first  skipping  over  all  leading  M_PROTO  message 
blocks  to  arrive  at  the  beginning  of  the  message’s  data  portion.  If  there  is  no  data  portion,  nitjpf  accepts 
the  message  and  passes  it  along  to  its  upstream  neighbor.  Otherwise,  the  module  ensures  that  the  part  of 
the  message’s  data  that  the  packet  filter  might  examine  lies  in  contiguous  memory,  calling  the  pulluptnsg 
utility  routine  if  necessary  to  force  contiguity.  (Note:  this  action  destroys  any  sharing  relationships  that  the 
subject  message  might  have  had  with  other  messages.)  Finally,  it  applies  the  packet  filter  to  the  message’s 
data,  passing  the  entire  message  upstream  to  the  next  module  if  the  filter  accepts,  and  discarding  the  mes¬ 
sage  otherwise.  See  PACKET  FILTERS  below  for  details  on  how  the  filter  works. 

If  there  is  no  packet  filter  yet  in  effect,  the  module  acts  as  if  the  filter  exists  but  does  nothing,  implying  that 
all  incoming  messages  are  accepted.  lOCTLS  below  describes  how  to  associate  a  packet  filter  with  an 
instance  of  nit_pf. 

nit_pf  handles  other  message  types  as  follows.  Upon  receiving  an  M_FLUSH  message  specifying  that  the 
read  queue  be  flushed,  the  module  does  so,  and  passes  the  message  on  to  its  upstream  neighbor.  It  passes 
all  other  messages  through  unaltered  to  its  upper  neighbor. 

Write-side  Behavior 

nit_pf  intercepts  M_IOCTL  messages  for  the  ioctl  described  below.  Upon  receiving  an  M_FLUSH  mes¬ 
sage  specifying  that  the  write  queue  be  flushed,  the  module  does  so  and  passes  the  message  on  to  the 
module  or  driver  below.  The  module  passes  all  other  messages  through  unaltered  U)  its  lower  neighbor. 


lOCTLS 

nit_pf  responds  to  the  following  ioctl. 


NIOCSETF 


This  ioctl  directs  the  module  to  replace  its  current  packet  filter,  if  any,  with  the  filter 
specified  by  the  ‘struct  packetfilt’  pointer  named  by  its  final  argument  This  structure  is 
defined  in  <net/packetfilt.h>  as 
struct  packetfilt  { 

u_char  Pf_Priority;  /*  priority  of  filter  *1 
u_char  Pf_FilterLen;  I*#  of  cmds  in  list  */ 
u_short  Pf~Filter[ENMAXFILTERS]; 

I*  filter  command  list  */ 


}; 
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The  PfJPriority  field  is  included  only  for  compatibility  with  other  packet  filter  implementa¬ 
tions  and  is  otherwise  ignored.  The  packet  filter  itself  is  specified  in  the  Pf_FiUer  array  as  a 
sequence  of  two-byte  commands,  with  the  Pf_FilterLen  field  giving  the  number  of  com¬ 
mands  in  the  sequence.  This  implementation  testricts  the  maximum  number  of  commands 
in  a  filter  (ENMAXFILTERS)  to  40.  The  next  section  describes  the  available  commands  and 
their  semantics. 

PACKET  FILTERS 

A  packet  filter  consists  of  the  filter  conunand  list  length  (in  units  of  u_shorts),  and  the  filter  command  list 
itself.  (The  priority  field  mentioned  above  is  ignored  in  this  implementation.)  Each  filter  command  list 
specifies  a  sequence  of  actions  that  operate  on  an  internal  stack  of  u_short$  (“shortwords”).  Each  short- 
word  of  the  command  list  specifies  one  of  the  actions  ENF  PUSHUT,  ENF  PUSHZERO,  or 
ENF_PUSHWORD+«,  which  respectively  push  the  next  shortword  of  the  command  list,  zero,  or  shortword  n 
of  the  subject  message  on  the  stack,  and  a  binary  operator  from  the  set  {  ENF  EQ,  ENF_NEQ,  ENF_LT, 
ENF_LE,  ENF_GT,  ENF  GE,  ENF_AND,  ENF_OR,  ENF_XOR  }  which  then  opiates  on  the  top  two  elements 
of  the  stack  and  replaces  them  with  its  result.  When  both  an  action  and  operator  are  specified  in  the  same 
shortword,  the  action  is  performed  followed  by  the  operation. 

The  binary  operator  can  also  be  from  the  set  {  ENF_COR,  ENF_CAND,  ENF_CNOR,  ENF_CNAND  }.  These 
are  “short-circuit”  operators,  in  that  they  terminate  the  execution  of  the  filter  immediately  if  the  condititm 
they  are  checking  for  is  found,  and  continue  otherwise.  All  pop  two  elements  from  the  stack  and  compare 
them  for  equality;  ENF_CAND  returns  false  if  the  result  is  false;  ENF_COR  returns  true  if  the  result  is  true; 
ENF_CNAND  returns  true  if  the  result  is  false;  ENF_CNOR  returns  false  if  the  result  is  true.  Unlike  the 
other  binary  operators,  these  four  do  not  leave  a  result  cm  the  stack,  even  if  they  continue. 

The  short-circuit  operators  should  be  used  when  possible,  to  reduce  the  amount  of  time  spent  evaluating 
filters.  When  they  are  used,  you  should  also  arrange  the  order  of  the  tests  so  that  the  filter  will  succeed  or 
fail  as  soon  as  possible;  for  example,  checking  the  IP  destination  field  of  a  UDP  packet  is  more  likely  to 
indicate  failure  than  the  packet  type  field. 

The  special  action  ENF  NOPUSH  and  the  special  operator  ENF  NOP  can  be  used  to  only  perform  the  binary 
operation  or  to  only  push  a  value  on  the  stack.  Since  both  are  (conveniently)  defined  to  be  zero,  indicating 
only  an  action  actually  specifies  the  action  followed  by  ENF_NOP,  and  indicating  only  an  operation  actually 
specifies  ENF  NOPUSH  followed  by  the  operation. 

After  executing  the  filter  command  list,  a  non-zero  value  (tme)  left  on  top  of  the  stack  (or  an  empty  stack) 
causes  the  incoming  packet  to  be  accepted  and  a  zero  value  (false)  causes  the  packet  to  be  rejected.  (If  the 
filter  exits  as  the  result  of  a  short-circuit  operator,  the  top-of-stack  value  is  ignored.)  Specifying  an 
undefined  operation  or  action  in  the  command  list  or  performing  an  illegal  operation  or  action  (such  as 
pushing  a  shortword  offset  past  the  end  of  the  packet  or  executing  a  binary  operator  with  fewer  than  two 
shortwords  on  the  stack)  causes  a  filter  to  reject  the  packet 

EXAMPLES 

The  reverse  ARP  daemon  program  (rarpd(8C))  uses  code  similar  to  the  following  fragment  to  construct  a 
filter  that  rejects  all  but  RARP  packets.  That  is,  is  accepts  only  packets  whose  Ethernet  type  field  has  the 
value  ETHERTYPEREVARP. 

struct  ether_header  eh;  /*  used  only  for  offset  values  */ 

struct  packetfilt  pf; 

register  u_short  *fwp  =  pfJPf_Filter; 

u_short  offset; 

/* 

*  Set  up  filter.  Offset  is  the  (Usplacement  of  the  Ethernet 

*  type  field  from  the  beginning  of  the  packet  in  units  of 

*  u_shorts. 

*! 
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olTset  =  ((u_int)  &eh.ether_type  -  (u_int)  &eh.ether_dhost)  / 
siaeof  (ujshort); 

*fwp++  =  ENF_PUSHWORD  +  offset; 

*fwp++  =  ENF~PUSHL1T; 

♦fwp++  =  htOiis(ETHERTYPE_REVARP); 

*fwp++  =  ENF  EQ; 

pf.Pf_FilterLen  =  fwp  -  &pf.Pf_Fater[0]; 

This  filter  can  be  abbreviated  by  taking  advantage  of  the  ability  to  combine  actions  and  operations: 

♦fwp++  =  ENF_PUSHWORD  +  offset; 

♦fwp++  =  ENf'pUSHUT  I  ENF_EQ; 

*fwp++  =  htons(ETHERTYPE_REVARP); 


WARNINGS 

The  module  name  ‘pf  used  in  the  system  configuration  file  and  as  argument  to  the  I_PUSH  ioctl  is  provi¬ 
sional  and  subject  to  change. 

The  Pf_Priority  field  of  the  packetfilt  structure  is  likely  to  be  removed. 

SEE  ALSO 

inet(4F),  nit(4P),  nit_buf(4M),  nitJf(4M) 
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NAME 

null -data  sink 
CONFIG 

Non^  included  with  standard  system. 

SYNOPSIS 

#iDclade  <faitUi> 

open("/dev/niill",  mode); 

DESCRIPTION 

Data  written  on  the  nuH  spedal  file  is  discarded. 

Reads  fiom  the  null  special  file  always  leuim  an  end-of-file  indication. 

FILES 

/dev/null 
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NAME 

pp  -  Centronics-compaUble  parallel  prints  port 
CONFIG 

device  ppO  at  obio  ?  csr 

AVAILABILITY 

Sun386i  syst^s  only. 

DESCRCPnON 

This  device  drivo*  {wovides  an  interface  to  the  Sun386i  system’s  on-board  Centronics-compatible  parallel 
printo-  port.  It  suiqxHls  most  standard  PC  pinters  with  Centnmics  inter&ces. 

FILES 

/dev/ppO 

DIAGNOSTICS 

pp*:  printer  not  online 
pp* :  printer  out  of  paper 
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NAME 

ply  -  pseudo-tenninal  driver 

CONFIG 

pseudo-device  ptyn 

SYNOPSIS 

finclude  <fcntl.h> 

#uiclude  <sys/terinios.h> 
open(“/dev/ttypn”,  mode); 
open(“/dev/ptypn”,  mode); 

DESCRIPTION 

The  pty  driver  provides  support  for  a  pair  of  devices  collectively  known  as  a  pseudo-terminal.  The  two 
devices  comprising  a  pseudo-terminal  are  known  as  a  controller  and  a  slave.  The  slave  device  distin¬ 
guishes  between  the  BO  baud  rate  and  other  baud  rates  specified  in  the  c_cflag  word  of  the  termios  stmc- 
ture,  and  the  CLOCAL  flag  in  that  word.  It  does  not  support  any  of  the  odier  termio(4)  device  control 
functions  specified  by  flags  in  the  cjcflag  word  of  the  termios  structure  and  by  the  IGNBRK,  IGNPAR, 
PARMRK,  or  INPCK  flags  in  the  c_iflag  word  of  the  termios  structure,  as  these  functions  apply  only  to 
asynchronous  serial  ports.  All  other  termio(4)  functions  must  be  performed  by  STREAMS  modules  pushed 
atop  the  driver;  when  a  slave  device  is  opened,  the  ldterm(4M)  and  ttcompat(4M)  STREAMS  modules  are 
automatically  pushed  on  top  of  the  stream,  providing  the  standard  termio(4)  interface. 

Instead  of  having  a  hardware  interface  and  associated  hardware  that  supports  the  terminal  functions,  the 
functions  are  implemented  by  another  process  manipulating  the  controller  ^vice  of  the  pseudo-terminal. 

The  controller  and  the  slave  devices  of  the  pseudo-terminal  are  tightly  connected.  Any  data  written  on  the 
controller  device  is  given  to  the  slave  device  as  input,  as  though  it  had  been  received  from  a  hardware 
interface.  Any  data  vmtten  on  the  slave  terminal  can  be  read  from  the  controller  device  (rather  than  being 
transmitted  from  a  UART). 

In  configuring,  if  no  optional  “count”  is  given  in  the  specification,  16  pseudo-terminal  pairs  are 
configured. 

lOCTLS 

The  standard  set  of  termio  ioctls  are  supported  by  the  slave  device.  None  of  the  bits  in  the  c_cflag  word 
have  any  effect  on  the  pseudo-terminal,  except  that  if  the  baud  rate  is  set  to  BO,  it  will  appear  to  the  process 
on  the  controller  device  as  if  the  last  process  on  the  slave  device  had  closed  the  line;  thus,  setting  the  baud 
rate  to  BO  has  the  effect  of  “hanging  up”  the  pseudo-terminal,  just  as  it  has  the  effect  of  “hanging  up”  a 
real  terminal. 

There  is  no  notion  of  “parity”  on  a  pseudo-terminal,  so  none  of  the  flags  in  the  c_iflag  word  that  control 
the  processing  of  parity  errors  have  any  effect.  Similarly,  there  is  no  notion  of  a  “break”,  so  none  of  the 
flags  that  control  the  processing  of  breaks,  and  none  of  the  ioctls  that  generate  breaks,  have  any  effect 

Input  flow  control  is  automatically  performed;  a  process  that  attempts  to  write  to  the  controller  device  will 
be  blocked  if  too  much  unconsumed  data  is  buffered  on  the  slave  device.  The  input  flow  control  provided 
by  the  KOFF  flag  in  the  cjflag  word  is  not  supported. 

The  delays  specified  in  the  c_oflag  word  are  not  supported. 

As  there  are  no  modems  involved  in  a  pseudo-terminal,  the  ioctls  that  return  or  alter  the  state  of  modem 
control  lines  are  silently  ignored. 

On  Sun  systems,  an  additional  iocti  is  provided: 

TIOCCONS 

The  argument  is  ignored.  All  output  that  would  normally  be  sent  to  the  console  (either  from  pro¬ 
grams  writing  to  /dev/console  or  from  kernel  printouts)  is  redirected  so  that  it  is  written  to  the 
pseudo-terminal  instead. 


1284 


Last  change:  26  February  1988 


Sun  Release  4.0 


PTY(4) 


DEVICES  AND  NETWORK  INTERFACES 


PTY(4) 


A  few  special  ioctls  are  provided  on  the  controller  devices  of  pseudo-terminals  to  provide  the  functionali^ 
needed  by  applications  programs  to  emulate  real  hardware  interfaces: 

TIOCSTOP 

The  argument  is  ignored.  Output  to  the  pseudo-terminal  is  suspended,  as  if  a  STOP  character  had 
been  typed. 

TIOCSTART 

The  argument  is  ignored.  Output  to  the  pseudo-terminal  is  restarted,  as  if  a  START  character  had 
been  typed. 

■nOCPKT 

The  argument  is  a  pomter  to  an  int.  If  the  value  of  the  int  is  n<m-zero,  packet  mode  is  enabled;  if 
the  value  of  the  int  is  zero,  packet  mode  is  disabled.  When  a  pseudo-terminal  is  in  packet  mode, 
each  subsequent  read(2V)  from  the  controller  device  will  return  data  written  on  the  slave  device 
preceded  by  a  zero  byte  (symbolically  defined  as  TIOCPKT_DATA),  or  a  single  byte  reflecting 
control  status  information.  In  the  latter  case,  the  byte  is  an  inclusive-or  of  ze-o  or  more  of  the  bits: 


TIOCPKT_FLUSHREAD 

whenever  the  read  queue  for  the  terminal  is  flushed. 


TIOCPKT_FLUSHWRITE 

whenever  the  write  queue  for  the  terminal  is  flushed. 

TIOCPKT_STOP  whenever  output  to  the  terminal  is  stopped  using  “S. 


TIOCPKT_START 

TIOCPKT_DOSTOP 


TIOCPKT_NOSTOP 


whenever  output  to  the  terminal  is  restarted. 

whenever  XON/XOFF  flow  ctmtrol  is  enabled  after  being  disabled;  it  is 
considered  “enabled”  when  the  IXON  flag  in  the  c_iflag  word  is  set,  the 
VSTOP  member  of  the  c_cc  array  is  *S  and  the  VST  ART  member  of  the 
c_cc  array  is  *Q. 

whenever  XON/XOFF  flow  control  is  disabled  after  being  enabled. 


This  mode  is  used  by  rlogin(lC)  and  rlogind(8C)  to  implement  a  remote-echoed,  locally  "S/'Q 
flow-controlled  remote  login  with  proper  back-flushing  of  output  when  interrupts  occur;  it  can  be 
used  by  other  similar  programs. 


TIOCREMOTE 

The  argurhent  is  a  pointer  to  an  int.  If  the  value  of  the  int  is  non-zero,  remote  mode  is  enabled;  if 
the  value  of  the  int  is  zero,  remote  mode  is  disabled.  This  mode  can  be  enabled  or  disabled 
independently  of  packet  mode.  When  a  pseudo-terminal  is  in  remote  mode,  input  to  the  slave  dev¬ 
ice  of  the  pseudo-terminal  is  flow  controlled  and  not  input  edited  (regardless  of  die  mode  the  slave 
side  of  the  pseudo-terminal).  Each  write  to  the  controller  device  produces  a  record  boundary  for 
the  process  reading  the  slave  device.  In  normal  usage,  a  write  of  data  is  like  the  data  typed  as  a 
line  on  the  terminal;  a  write  of  0  bytes  is  like  typing  an  EOF  character.  Note:  this  nteans  that  a 
process  writing  to  a  pseudo-terminal  controller  in  remote  mode  nuist  keep  track  of  line  boun¬ 
daries,  and  write  only  one  line  at  a  time  to  the  controller.  If,  for  example,  it  were  to  buffer  up 
several  NEWLINE  characters  and  write  them  to  the  controller  with  one  write( ),  it  would  appear  to 
a  process  reading  from  the  slave  as  if  a  single  line  containing  several  NEWLINE  characters  had 
been  typed  (as  if,  for  example,  a  user  had  typed  the  LNEXT  character  before  typing  all  but  the  last 
of  those  NEWLINE  characters).  Remote  mode  can  be  used  when  doing  remote  Une  editing  in  a 
window  manager,  or  whenever  flow  controlled  input  is  required. 

The  ioctls  TTOCGWINSZ,  TIOCSWINSZ,  and,  on  Sun  systems,  TIOCCONS,  can  be  performed  on  the  con¬ 
troller  device  of  a  pseudo-terminal;  they  have  the  same  effect  as  when  performed  on  toe  slave  device. 


Sun  Release  4.0 


Last  change:  26  February  1988 


1285 


PTY(4) 


DEVICES  AND  NETWORK  INTERFACES 


PTY(4) 


FILES 

/dev/ptylp-s][0-9a-f]  pseudo-terminal  controller  devices 

/dev/tty[p-s][0-9a-fl  pseudo-terminal  slave  devices 

/dev/console 

SEE  ALSO 

rlogin(lC),  terinio(4),  ldterm(4M),  ttcoinpat(4M),  rlogind(8C) 

BUGS 

It  is  apparently  not  possible  to  send  an  EOT  by  writing  zero  bytes  in  TIOCREMOTE  mode. 
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NAME 

root  -  pseudo-driver  for  SunSSfi  root  disk 
CONFIG 

pseodoMlevice  rorridev 

AVAILABILITY 

Sun383  systfflns  only. 

DESCRIPnON 

The  root  pseudo-driver  provides  imlirect,  device-indqwn^nt  access  to  die  root  di^  on  a  diskful  Sun 
wr^tation.  The  toot  disk  is  the  disk  where  the  mounted  root  pardtkm  resides  -  typically  the  dirir  from 
which  die  system  was  booled. 

The  intent  of  the  root  device  is  to  sdlow  unifoim  access  to  the  partitions  on  die  root  disk,  regardess  of  the 
disk’s  controlla'  type  or  unit  numbm*.  Fn:  exmnple,  the  following  voskm  of  /etc^tab  win  work  for  any 
disk  (assuming  die  disk  has  die  standard  parddons  and  filesystems); 

/dev/roota  /  4.2  rw  1 1 

/dev/rootg  /usr  4.2  ro  1 2 
/dev/rooth  /export  4.2  rw  1 3 

When  the  root  device  is  rqioied,  the  opoi  rmd  all  subsequent  operadons  cm  that  device  (read(2V), 
write(2V),  ioctl^).  closed))  are  redirected  to  the  real  disk.  Therefore,  an  device-dqiendent  tqieradons  on 
a  particular  disk  me  sdU  accessible  via  the  root  device  (see  dkio(4S)). 

FILES 

/dev/root[a-h]  block  parddcms 

/dev/rroot[a-h]  raw  partitions 

SEE  ALSO 

fstab(5),  sd(4S),  open(2V),  dkio(4S), 
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NAME 

routing  -  system  supporting  to  local  network  packet  routing 
DESCRIPTION 

The  network  facilities  provided  general  packet  routing,  leaving  routing  table  maintenance  to  applications 
processes. 

A  simple  set  of  data  structures  comprise  a  “routing  table”  used  in  selecting  the  rqppropriam  netwo±  inter¬ 
face  when  transmitting  packets.  This  table  contains  a  single  entry  to  each  route  to  a  specific  network  or 
host.  A  us»  process,  the  routing  dromon,  maintains  fiiis  data  base  with  the  aid  of  two  socket  specific 
ioctI(2)  commands,  SIOCADDRT  and  SIOCDELRT.  The  commands  allow  the  addition  and  deletion  of  a 
single  routing  table  entry,  respectively.  Routing  table  manipulations  may  only  be  carried  out  by  super-user. 

A  routing  table  entry  has  the  following  form,  as  defined  in  <net/route.h>: 
struct  rtentry  { 

u_long  rt_hash; 

struct  sockaddr  rt_dst; 

struct  sockaddr  rt_gateway; 

short  rt_flags; 

short  rt_refcnt; 

u_long  rt_use; 

struct  iftaet  *rt_ifp; 

}; 

withrr  J?ags  defined  from: 

#define  RTF_UP  0x1  /*  route  usable  */ 

#define  RTF_GATEWAY  0x2  /♦  destination  is  a  gateway  */ 

#define  RTF_HOST  0x4  /*  host  entry  (net  otherwise)  */ 

Routing  table  entries  come  in  three  flavcMs:  to  a  specific  host,  to  all  hosts  on  a  specific  network,  for  any 
destination  not  matched  by  entries  of  the  first  two  types  (a  wildcard  route).  When  the  system  is  booted, 
each  network  interface  autoconfigured  installs  a  routing  table  entry  when  it  wishes  to  have  packets  sent 
through  it.  Normally  the  intertoe  specifies  the  route  through  it  is  a  “direct”  connection  to  the  destination 
host  or  network.  If  the  route  is  direct,  the  transpcnt  lay^  of  a  protocof  family  usually  requests  the  ptu:ket 
be  sent  to  the  same  host  specified  in  the  packet.  Otherwise,  the  interface  may  be  requested  to  address  the 
packet  to  an  entity  different  from  the  eventual  recipient  (that  is,  the  packet  is  forwarded). 

Routing  table  entries  installed  by  a  us^  pocess  may  not  specify  the  hash,  reference  count,  use,  or  interface 
fields;  these  are  filled  in  by  the  routing  routines.  If  a  route  is  in  use  whai  it  is  deleted  (rt_refcnt  is  non- 
z£xo),  the  resources  associated  with  it  will  not  be  reclaimed  until  all  references  to  it  are  removed. 

The  routing  code  returns  EEXIST  if  requested  to  duplicate  an  existing  entry,  ESRCH  if  requested  to  delete  a 
non-existent  entry,  ot  ENOBUFS  if  insufficient  resources  wCTe  available  to  install  a  new  route. 

User  processes  read  the  routing  tables  through  the  /dev/kmem  device. 

The  rtjtse  field  contains  the  number  of  packets  sent  along  the  route.  This  value  is  used  to  select  among 
multiple  routes  to  the  same  destination.  When  multiple  routes  to  the  same  destination  exist,  the  least  used 
route  is  selected. 

A  wildcard  routing  entry  is  specified  wito  a  zero  destination  address  value.  Wildcard  routes  are  used  only 
when  the  system  fails  to  find  a  route  to  the  destination  host  and  network.  Tto  combination  of  wildcard 
routes  and  routing  redirects  can  provide  an  ecmiomical  mechanism  for  routing  traffic. 

FILES 

/dev/kmem 
SEE  ALSO 

ioctl(2),  route(8C),  routed(8C) 
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NAME 

sd  -  Disk  drivCT  for  SCSI  Disk  Controllers 
CONFIG  —  SUN-3  SYSTEM 

controller  scO  at  vnie24dl6  ?  csr  0x200000  priority  2  vector  scintr  0x40 

ctmtroller  siO  at  vme24dl6  ?  csr  0x200000  priority  2  vector  siintr  0x40 

controller  siO  at  obio  ?  csr  0x140000  priority  2 

disk  sdO  at  scO  drive  0  flags  0 

disk  sdl  at  scO  drive  1  flags  0 

disk  sdO  at  siO  drive  0  flags  0 

disk  sdl  at  sU)  drive  1  flags  0 

disk  sd2  at  scO  drive  8  flags  0 

disk  sd2  at  siO  drive  8  flags  0 

The  first  two  controller  lines  above  specify  the  first  SCSI  host  ad^ter  on  a  Sun-3/160  system.  Die  third 
ctmtroller  line  above  specifies  the  first  and  only  SCSI  host  adapter  on  a  Sun-3/SO  system.  The  first  four 
disk  lines  specify  the  first  and  second  disk  drives  on  the  first  SCSI  controller  in  a  system.  The  last  two  disk 
lines  specify  the  first  disk  drive  on  the  second  SCSI  controller  in  a  system. 

The  drive  value  is  calculated  using  the  formula: 

8  *  target  +  unit 

where  target  is  the  SCSI  target  (controller  numb^  on  host  adapter),  and  unit  is  the  SCSI  logical  unit 

CONFIG  —  SUN-2  SYSTEM 

controller  scO  at  mbmem  ?  csr  0x80000  priority  2 

controller  scl  at  mbmem  ?  csr  0x84000  priority  2 

controller  scO  at  vme24  ?  csr  0x200000  priority  2  vector  scintr  0x40 

disk  sdO  at  scO  drive  0  flags  0 

disk  sdl  at  scO  drive  1  flags  0 

disk  sd2  at  scl  drive  0  flags  0 

disk  sd3  at  scl  drive  1  flags  0 

The  first  two  controller  lines  above  specify  the  first  and  i^ond  SCSI  host  adapters  on  a  Sun-2/120  or  Sun- 
2/170  system.  The  third  controller  line  above  specifies  the  first  host  adapter  on  a  Sun-2/160  system.  The 
four  disk  lines  specify  the  first  and  sectmd  disk  drives  on  the  first  and  second  SCSI  controllas  in  a  system 
(where  each  SCSI  controller  is  on  a  different  host  adapter). 

CONFIG  — Suii3861 

Ctmtroller  wdsO  at  obmem  ?  csr  OxFBOOOOOO  dmachan  7  irq  16  priority  2 
disk  sdO  at  wdsO  drive  0  flags  0 
disk  sdl  at  wdsO  drive  8  flags  0 
disk  sd2  at  wdsO  drive  16  flags  0 

The  drive  value  is  calculated  as  described  above. 

DESCRIPTION 

Files  with  minor  ttevice  numbers  0  through  7  refer  to  various  portions  of  drive  0.  The  standard  device 
names  begin  with  “sd”  followed  by  the  drive  numbar  and  then  a  letter  a-h  for  partitions  0-7  respectively. 
The  character  ?  stands  hwe  fw  a  drive  number  in  the  range  0-7. 

The  block-files  access  the  disk  using  the  system’s  normal  buffering  mechanism  and  may  be  read  and  writ¬ 
ten  without  regard  to  i^ysical  disk  recm-ds.  There  is  also  a  “raw”  interface  that  ixovides  for  direct 
transmission  between  the  disk  and  the  user’s  read  or  write  buffer.  A  single  read  or  write  call  usually  results 
in  one  I/O  operation;  th»efore  raw  I/O  is  considerably  more  efficient  when  many  words  are  transmitted. 
The  names  of  the  raw  files  conventionally  begin  with  an  extra  ‘r.’ 

In  raw  I/O,  requests  to  the  SCSI  disk  must  have  an  offset  on  a  512  byte  boundary,  and  their  length  must  be  a 
multiple  of  512  bytes  ot  the  drivCT  will  return  an  error  (EINVAL).  Likewise  seek  calls  should  specify  a 
multiple  of  512  bytes. 
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Dkk  SappOTt 

On  Sun-2»  Sun-3,  Sun-4  syslons,  this  drivo'  handtes  all  ST-S06  and  ESDI  drives  (assuming  the  axiect  con- 
tndler  is  installed),  by  reading  a  label  firom  secttv  0  of  the  drive  which  describes  the  disk  geometry  and  par¬ 
titioning. 

On  Sun386i  systems,  this  driv^  siqiports  the  CDC  Wren  m  half-height,  and  Wren  IV  full-height  (Mves, 
which  have  embedtted,  CCS-compaiible  SCSI  controllers. 

The  sd?a  partition  is  nonnally  used  to  the  root  file  syston  m  a  disk,  the  sd?b  partition  as  a  paging  area, 
anddiesd7c 

partition  to  pack-padc  copying  (it  normally  mt^  the  oitire  diric).  The  rest  of  die  disk  is  mirmally  the 
sd?gpartiti(ML 

FILES 

/dev/sd[0-7|[a-h]  bkxdc  files 

/dev/rsd[0-7][a-h]  raw  files 

SEE  ALSO 

dkio(4S) 

Adaptec  ACB  4000  and  5000  Series  Di^  Crmtrollers  (KM  htoiual  (Sun-2,  Sun-3,  Sun-4  systms  rndy) 
Emulex  MD21  SCSI  Disk  Omtroller  Prc^rammer  Retoence  Manual  (Sun-2,  Sun-3,  Sun-4  systofis  only) 
Product  Spedficadtm  to  Wren  m  SCSI  Mortel  94211  (Sun386i  systons  only) 

Product  Spedfication  to  Wrrai  IV  SCSI  Modd  94171  (Sun386i  systems  only) 

DIAGNOSTICS 

sd%d%c:  and  haw  (msg)  starting  blk  %d,  bik  %d  (abs  bik  %d). 

A  command  such  as  read  or  write  encountered  a  emn*  coidition  (how):  eitha  it  failed,  the  unit 
was  restart,  ot  an  qieration  was  retry'eA.  The  msg  is  derived  from  to  «Tor  numbo'  given  by 
to  controller,  indicating  a  condition  such  as  “drive  not  ready”  or  “secto  not  found”.  The  stcat- 
ing  blk  is  to  first  sector  of  to  oroneous  command,  relative  to  to  beginning  of  to  partition 
involved.  The  blk  is  the  sector  in  ernH:,  again  relative  to  to  beginning  (rf  to  partititm  involved. 
The  dbs  blk  is  to  absolute  block  numb»  of  to  sector  in  errw. 
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NAME 

sockio  -  ibctls  that  operate  directly  on  sockets 
SYNOPSIS 

^include  <sys/sockio.h> 


DESCRIPTION 

The  lOCTL’s  listed  in  this  manual  page  apply  directly  to  sockets,  indqpendent  of  any  underlying  protocol. 
Note:  the  setsockopt  system  call  (see  getsockopt(2))  is  die  primary  method  for  operating  on  sockets  as 
such,  radio:  than  on  the  un^rlying  protocol  or  network  interface,  ioctls  fa*  a  specific  network  interface  or 
protocol  are  documoited  in  the  manual  page  fm-  that  interface  or  protocol. 


SIOCSPGRP  The  argument  is  a  pointer  to  an  int.  Set  the  process-groiqi  ID  that  will  subse- 

quendy  receive  SIGIO  or  SIGURG  signals  for  the  socket  referred  to  by  the 
descriptor  passed  to  iocti  to  the  value  of  that  int. 

SIOCGPGRP  The  argument  is  a  pointer  to  an  int.  Set  the  value  of  that  int  to  the  process-group 

ED  that  is  receiving  SIGIO  or  SIGURG  signals  for  the  socket  referred  to  by  the 
descriptor  passed  to  ioctL 

SIOCCATMARK  The  argument  is  a  pointer  to  an  int.  Set  the  value  of  that  int  to  1  if  the  read 
pointer  for  the  socket  refored  to  by  the  descriptor  passed  to  iocti  points  to  a  mark 
in  the  data  stream  for  an  out-of-band  message,  and  to  0  if  it  does  not  point  to  a 
mark. 


SEE  ALSO 

ioctI(2),  getsockopt(2),  filio(4) 
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NAME 

St  -  DrivCT  for  Sysgen  SC  4000  (Archive)  and  the  ^ulex  MT-02  Tape  CtMitrollCT 
CONFIG  —  SUN-3  SYSTEM 

controller  scO  at  vnie24dld  ?  csr  0x^0000  priority  2  vector  scintr  0x40 

controDer  siO  at  vnie24dl6  ?  csr  0x200000  priority  2  vector  ^tr  0x40 

controller  siO  at  obio  ?  csr  0x140000  priority  2 

tape  stO  at  scO  drive  32  flags  1 

tape  stO  at  siO  drive  32  flags  1 

tape  stl  at  scO  drive  40  flags  1 

tape  stl  at  siO  drive  40  flags  1 

The  first  two  controller  lines  above  specify  die  first  SCSI  controller  on  a  Sun-3/160  system.  The  third  cmi- 
troUer  line  above  specifies  the  first  and  only  SCSI  craitroU^  on  a  San-3/SO  system.  The  four  tape  lines 
specify  the  first  and  second  tt^  drives  on  the  first  SCSI  controllo*  in  a  systan. 

The  drive  value  is  calculated  using  the  formula: 

S*  target  +  unit 

who’e  target  is  the  SCSI  target,  and  unit  is  the  SCSI  logical  unit. 

CONFIG  —  SUN-2  SYSTEM 

controDer  scO  at  mbmem  ?  csr  0x80000  priority  2 

controDer  scO  at  vme24  ?  car  0x200000  priority  2  vector  scintr  0x40 

cmtroDer  scl  at  mbmem  ?  csr  0x84000  priority  2 

tape  StO  at  scO  drive  32  flags  1 

tape  StO  at  scl  drive  32  flags  1 

tape  stl  at  scO  drive  40  flags  1 

tape  stl  at  scl  drive  40  flags  1 

The  first  two  controDer  lines  above  specify  the  first  and  second  SCSI  controUers  on  a  Sun-2/120  or  Son- 
2/170  system.  The  third  controDer  line  specifies  the  first  controller  mi  a  Sun-2/160  systm.  The  four  tape 
lines  specify  the  first  and  second  drives  on  the  first  and  sectxid  SCSI  controUers  in  a  system. 

The  drive  value  is  calculated  as  described  above. 

CONFIG  --  Sun386I 

ctmtroDer  wdsO  at  obmem  ?  csr  OxFBOOOOOO  dmachan  7  irq  16  priorify  2 
tape  StO  at  wdsO  drive  32  flags  1 

The  drive  value  is  calculated  as  described  above. 


DESCRIPTION 

The  Sysgra  tape  controller  is  a  SCSI  bus  intaface  to  an  Archive  streaming  tape  drive.  It  provides  a  stan¬ 
dard  tape  interface  to  the  device,  see  mtio(4),  with  some  deficiencies  listed  under  BUGS  below.  To  utilize 
the  QIC  24  format,  access  the  logical  device  that  is  eight  more  than  the  default  physical  (QIC  11)  device 
(that  is,  rstO  =  QIC  11,  rst8  =  QIC  24).  QIC  24  is  the  preferred  format  on  Sun386i  systms. 


FILES 

/dev/rst[0-31 

/dev/rst[8-ll] 

/dev/nrst[0-3] 

/dev/nrst[8-ll] 

SEE  ALSO 

mtio(4) 


QIC  11  Format 
QIC  24  Format 

nmi-rewinding  QIC  11  Format 
non-rewinding  QIC  24  Format 


Sysgen  SC4000  Intelligent  Tape  Controller  Product  Specification 

DIAGNOSTICS 

St*:  tape  not  online. 

St*;  no  cartridge  loaded. 
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st-^:  cartridge  is  write  protected. 

St*:  fwmat  change  faded. 

St*:  device  not  supported. 

BUGS 

The  tape  cannot  reverse  direction  so  the  BSF  and  BSR  ioctls  are  not  supported. 

The  FSR  ioctl  is  not  supported. 

Most  disk  IA3  over  the  SCSI  bus  is  prevented  when  the  tape  is  in  use.  This  is  because  the  controllo'  does 
not  fiee  the  bus  while  the  tape  is  in  motion  (even  during  rewind). 

When  using  the  raw  device,  the  number  of  bytes  in  any  givoi  transfer  must  be  a  multiple  of  S12.  If  it  is 
not,  the  device  driver  returns  an  error. 

The  drivOT  will  only  write  an  end  of  file  mark  on  close  if  the  last  operati<xi  was  a  write,  without  regard  for 
the  mode  used  when  caning  the  file.  Empty  files  will  be  deleted  on  a  raw  t^  copy  operation. 

Some  older  systems  may  not  support  the  QIC  24  device,  and  may  ccmiplain  (or  exhibit  erratic  behavior) 
when  the  user  attempts  a  QIC  24  device  access. 
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NAME 

streamio  -  STREAMS  ioctl  commands 

SYNOPSIS 

#include  <stropts.h> 

int  ioctl  (fUdes,  command,  arg) 

int  fildes,  command; 

DESCRIPTION 

STREAMS  (see  intro(2))  ioctl  commands  are  a  subset  of  ioctI(2)  commands  that  perform  a  variety  of  con- 
trd  functions  on  STREAMS.  The  arguments  command  and  arg  are  passed  to  the  file  designated  by  Jildes 
and  are  interpreted  by  the  streamhesA.  Certain  combinations  of  these  arguments  may  be  passed  to  a 
module  or  driver  in  the  stream. 

fiides  is  an  open  file  descriptor  that  refers  to  a  stream,  command  determines  the  control  function  to  be  per¬ 
formed  as  described  below,  arg  represents  additional  information  that  is  needed  by  this  command.  The 
type  of  arg  depends  upon  the  command,  but  it  is  generally  an  integer  or  a  points  to  a  command-spea&c 
data  structure. 

Since  these  STREAMS  commands  are  a  subset  of  ioctl,  they  are  subject  to  the  errmrs  described  there.  In 
addition  to  those  errors,  the  call  will  fail  with  errno  set  to  EINVAL,  without  processing  a  control  function,  if 
the  stream  referenced  by  fildes  is  linked  below  a  multiplexcH’,  or  if  command  is  not  a  valid  value  for  a 
stream. 

Also,  as  described  in  ioctl,  STREAMS  modules  and  driv^  can  detect  errtH's.  In  this  case,  the  module  or 
driver  sends  an  error  message  to  the  stream  head  containing  an  error  value.  Subsequent  system  calls  will 
fail  with  errno  set  to  this  value. 

lOCTLS 

The  following  ioctl  commands,  with  error  values  indicated,  are  applicable  to  all  STREAMS  files: 

I_PUSH  Pushes  the  module  whose  name  is  pointed  to  by  arg  onto  the  top  of  the  current 

stream,  just  below  the  streamhsaA.  It  then  calls  the  open  routine  of  the  newly- 
pushed  module. 

I_PUSH  will  fail  if  <Mie  of  the  following  occurs: 

EINVAL  The  module  name  is  invalid. 

EFAULT  arg  points  outside  the  allocated  address  space. 

ENXIO  The  open  routine  of  the  new  module  failed. 

ENXIO  A  hangup  is  received  on  the  stream  referred  to  by  fildes. 

Removes  the  module  just  below  the  stream  head  of  the  stream  pointed  to  by  fildes. 
arg  should  be  0  in  an  I_POP  request 

I_POP  will  fail  if  one  of  the  following  occurs: 

EINVAL  No  module  is  present  ot  stream . 

ENXIO  A  hangup  is  received  on  the  stream  referred  to  by  fildes. 

Retrieves  the  name  of  the  module  just  below  the  stream  head  of  the  stream 
pointed  to  by  fiides,  and  places  it  in  a  NULL  terminated  character  string  pointed  at 
by  arg.  The  buffer  pointed  to  by  arg  should  be  at  least  FMNAMESZ+1  bytes 
long.  An  ‘#include  <sys/conf.h>’  declaration  is  required. 

I_LOOK  will  fail  if  one  of  the  following  occurs: 

EFAULT  arg  points  outside  the  allocated  address  space  of  the  pro¬ 

cess. 

EINVAL  No  module  is  present  on  stream . 


I  POP 


I  LOOK 
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Diis  lequest  flushes  all  input  and/or  output  queues,  dqtending  on  the  value  of  arg. 
Legal  arg  values  ate: 

FLUSHR  Hush  read  queues. 

FLUSHiW  Flush  write  queues. 

FLUSHRW  Flush  waA  and  write  queues. 

I_FLUSH  will  fan  if  oiw  of  the  following  occurs: 

EAGAIN  No  buffets  could  be  allocated  ftn*  the  flush  message. 

0NVAL  The  value  of  arg  is  invalid. 

0<IXIO  A  hangiq)  is  received  (HI  the  stream  refmed  to  by  ji/des. 

Informs  the  stream  head  that  die  user  wishes  the  kond  to  issue  die  SIGPOLL  sig¬ 
nal  (see  s^ec(2))  wIict  a  particular  evoit  has  (xxaarred  on  the  stremn  associated 
with  fildes.  I_SETSIG  sunxHts  an  asynchronous  pnx^ssing  c^iabili^  in 
STREAMS.  The  value  of  arg  is  a  bitmask  diat  specifies  die  evenG  for  which  the 
user  should  be  signaled  It  is  the  bitwise-CHt  c£  any  comlHnatuHi  of  the  following 
ccHistants: 


S INPUT 


sjnpRi 

S  OUTPUT 


S  MSG 


A  non-priori^  message  has  arrived  cm  a  stream  head 
read  queue,  a^  no  other  messages  existed  (m  that  queue 
befiote  this  message  was  placed  dieie.  This  is  set  even  if 
the  message  is  of  zoo  loigth. 

A  prknity  message  is  present  (m  the  stream  head  read 
queue.  This  is  set  even  ifthe  message  is  of  zoo  lengdi. 

The  write  (pieiie  just  bdow  the  stream  head  is  no  longw 
full  This  notifies  the  uso*  that  there  is  room  on  die  queue 
fiv  sending  (or  writing)  data  downstream. 

A  STREAMS  signal  message  that  ccmtains  the  SIGPOLL 
signal  has  reached  the  fixxit  of  die  stream  head  read 
queue. 


A  usCT  process  may  choose  to  be  signaled  (Hily  of  priority  messages  by  setting  the 
arg  bitmask  to  die  value  S_I1IPRL 


Processes  that  wish  to  receive  SIGPOLL  signals  must  explicidy  registo*  to  receive 
them  using  I_SETSIG.  If  sevoal  processes  register  to  receive  this  signal  for  the 
same  event  on  die  same  stream,  each  process  will  be  signaled  when  the  event 
(xxurs. 


If  the  value  of  arg  is  zero,  the  calling  piocess  will  be  unregistered  and  will  not 
receive  further  SIGPOLL  signals. 

I_SETSIG  will  fail  if  one  of  the  following  (Kcurs: 

EINVAL  The  value  of  arg  is  invalid  or  arg  is  zero  and  the  piXKess 

is  not  registraed  to  receive  the  SIGPOLL  signal. 

EAGAIN  A  data  structure  could  not  be  allocated  to  store  the  signal 

reqi^t. 

Returns  the  events  for  which  the  calling  process  is  currendy  registered  to  be  sent  a 
SIGPOLL  signal  The  events  are  returned  as  a  bitmask  pointed  to  by  arg,  where 
the  events  are  those  specified  in  the  description  of  I_SETSIG  above. 
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I  FIND 


I  PEEK 


I SRDOPT 


I  GRDOPT 


I_GETSIG  will  fail  if  one  of  the  following  occurs: 

EINVAL  The  process  is  not  registered  to  receive  the  SIGPOLL  sig¬ 

nal. 

EFAULT  arg  points  outside  the  allocated  address  space  of  the  pro¬ 

ems. 

This  request  compares  the  names  of  all  modules  currently  present  in  the  stream  to 
the  name  pointed  to  by  arg,  and  returns  1  if  the  named  module  is  present  in  the 
stream.  It  rettims  0  if  Ae  named  module  is  not  present. 

I_F1ND  will  fail  if  one  of  the  following  occurs: 

EFAULT  arg  points  outside  the  allocated  address  space  of  the  pro¬ 

cess. 

EINVAL  arg  does  not  point  to  a  valid  module  name. 

This  request  allows  a  user  to  retrieve  the  information  in  die  first  message  on  the 
stream  head  read  queue  without  taking  the  message  off  the  queue,  arg  points  to  a 
strpeek  structure  which  contains  the  following  members: 

struct  strbuf  ctlbuf; 

struct  strbuf  databuf; 

long  flags; 

The  maxlen  field  in  the  ct/bufand  databttf  strbirf  structures  (see  getmsg(2))  must 
be  set  to  the  number  of  bytes  of  control  information  and/or  data  information, 
respectively,  to  retrieve.  If  the  user  sets  flags  to  RS_HIPRI,  I_PEEK  will  only 
look  for  a  priority  message  on  the  stream  head  read  queue. 

I_P£EK  returns  1  if  a  message  waa  retrieved,  and  returns  0  if  no  message  was 
found  on  the  stream  head  read  queue,  or  if  the  RS_HIPRI  flag  was  set  in  flags  and 
a  priority  message  was  not  preset  on  the  stream  head  read  queue.  It  does  not 
wait  for  a  message  to  arrive.  On  return,  ctlbt^  specifies  information  in  the  control 
buffer,  databuf  specifies  information  in  the  data  buffer,  and  flags  contains  the 
value  0  or  RS_HIPRL 

I_PEEK  will  fail  if  (Hie  of  the  following  occurs: 

EFAULT  arg  points,  (» the  buffer  area  specified  in  ctlbttf  or  data- 

bttfis,  outside  the  all(x:ated  address  space  of  the  process. 

Sets  the  read  mode  using  the  value  of  the  argument  arg .  Legal  arg  values  are: 
RNORM  Byte-stream  mode,  the  default. 

RMSGD  Message-discard  mode. 

RMSGN  Message-nondiscard  mode. 

Read  modes  are  described  in  read(2V). 

I_SRDOPT  will  fail  if  (Hie  of  the  following  (x;curs: 

EINVAL  arg  is  not  one  of  the  above  legal  values. 

Returns  the  current  read  mode  setting  in  an  int  pointed  to  by  the  argument  arg. 
Read  modes  are  described  in  read(2V). 

I_GRDOFr  will  fail  if  one  of  the  following  (xx;urs: 

EFAULT  arg  points  outside  the  a]l(x:ated  address  space  of  the  pro¬ 

cess. 
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I_FDINSERT 


Counts  the  number  of  data  bytes  in  data  blocks  in  the  first  message  on  the  stream 
head  read  queue,  and  places  this  value  in  the  location  pointed  to  by  arg.  The 
return  value  for  the  command  is  the  numbo:  of  messages  on  the  stream  head  read 
queue.  For  example,  if  zero  is  returned  in  arg,  but  the  ioctl  return  value  is  greater 
than  zero,  this  indicates  that  a  zero-length  message  is  next  on  the  queue. 

I_NREAD  will  fail  if  one  of  the  following  occurs: 

EFAULT  arg  points  outside  the  allocated  address  space  of  the  pro¬ 

cess. 

creates  a  message  firom  user  specified  buffer(s),  adds  information  about  another 
stream  and  sends  the  message  downstream.  The  message  contains  a  control  part 
and  an  optional  data  part  The  data  and  control  parts  to  be  sent  are  distinguished 
by  placement  in  separate  buffers,  as  described  below. 

arg  points  to  a  strfdinsert  structure  which  contains  the  following  members: 


struct  strbuf 

ctibuf; 

struct  strbuf 

databuf; 

long 

flags; 

int 

fd; 

int 

offset; 

The  len  field  in  the  ctlbitf  strbuf  sOxatvxe  (see  putmsg(2))  must  be  set  to  the  size 
of  a  pointer  plus  the  number  of  bytes  of  control  information  to  be  sent  with  the 
message,  fd  specifies  the  file  descriptor  of  the  oth^  stream  and  offset,  which  must 
be  word-sdigned,  specifies  the  number  of  bytes  beyond  the  beginning  of  the  con¬ 
trol  buffCT  where  I_FDINSERT  will  store  a  pointer  to  the/d  stream’s  driver  read 
queue  structure.  The  len  field  in  the  databirf  strbirf  structure  must  be  set  to  the 
numbCT  of  bytes  of  data  infcumation  to  be  sent  with  the  message  or  zero  if  no  data 
part  is  to  be  sent 

flags  specifies  the  type  of  message  to  be  created.  A  non-priority  message  is 
created  if  flags  is  set  to  0,  and  a  priority  message  is  created  if  ^gs  is  set  to 
RS_HIPRI.  For  non-jMiority  messages,  I_FDINSERT  will  block  if  the  stream  write 
queue  is  full  due  to  internal  flow  control  conditions.  For  priority  messages, 
I_FDINSERT  does  not  block  on  this  condition.  For  n<Mi-priority  messages, 
I_FDINSERT  does  not  block  when  the  write  queue  is  full  and  0_NDELAY  is  set. 
Instead,  it  fails  and  sets  errno  to  EAGAIN. 

I_FDINSERT  also  blocks,  unless  prevented  by  lack  of  intonal  resources,  waiting 
for  the  availability  of  message  blocks  in  the  stream,  regardless  of  priority  or 
whether  0_NDELAY  has  been  specified.  No  partial  message  is  sent. 

I_FDINSERT  will  fail  if  one  of  the  following  occurs: 


EAGAIN 

A  non-priwity  message  was  specified,  the  OJVDELAY 
flag  is  set,  and  the  stream  write  queue  is  full  due  to  inter¬ 
nal  flow  control  conditions. 

EAGAIN 

Buffem  could  not  be  allocated  for  the  message  that  was 
to  be  created. 

EFAULT 

arg  points,  or  the  buffer  area  specified  in  ctlbiff  or  data¬ 
birf  is,  outside  the  allocated  address  space  of  the  process. 

EINVAL 

fd  in  the  strfdinsert  structure  is  not  a  valid,  open  stream 
file  descriptor;  the  size  of  a  points  plus  offset  is  greater 
than  the  len  field  for  the  buffer  specified  through  ctlptr. 
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offset  does  not  specify  a  properly-aligned  location  in  the 
data  buffer;  an  undefined  value  is  pointed  to  by  flags. 

ENXIO  A  hangup  is  received  on  the  stream  referred  to  by  fildes. 

ERANGE  The  len  field  for  the  buffer  specified  through  databuf 

does  not  fall  within  the  range  specified  by  the  maximum 
and  minimum  packet  sizes  of  the  topmost  stream  module, 
or  the  len  field  for  the  buffer  specified  through  databitf  is 
larger  than  the  maximum  configured  size  of  the  data  part 
of  a  message,  or  the  len  field  for  the  buffer  specified 
through  ctlbff  is  laiger  than  the  maximum  configured 
size  of  the  control  part  of  a  message. 

Constructs  an  internal  STREAMS  ioctl  message  finm  the  data  pointed  to  by  arg, 
and  sends  that  message  downstream. 

This  mechanism  is  provided  to  permit  a  process  to  specify  timeouts  and  variable¬ 
sized  amounts  of  data  when  sending  an  ioctl  request  to  downstream  modules  and 
diivo'S.  It  allows  information  to  be  sent  with  the  ioctl,  and  will  return  to  the  user 
any  information  sent  upstream  by  the  downstream  recipient  I_STR  blocks  until 
the  system  responds  with  either  a  positive  or  negative  acknowledgement  message, 
or  until  the  request  “times  out”  after  some  period  of  time.  If  die  request  times 
out  it  fails  with  errno  set  to  ETIME. 

At  most  one  I_STR  can  be  tctive  on  a  stream.  Further  I_STR  calls  will  block  until 
the  active  I_STR  completes  at  the  stream  head.  The  default  timeout  interval  for 
these  requests  is  IS  seconds.  The  OJVDELAY  (see  open(2V))  flag  has  no  effect 
on  this  call. 

To  send  requests  downstream,  arg  must  point  to  a  strioctl  structure  which  contains 
the  following  membm: 


int 

ic_cnid; 

/*  downstream  command  */ 

int 

ic_timout; 

/*  ACK/NAK  timeout  */ 

int 

ic_len; 

!*  length  of  data  arg  *! 

char 

*ic_dp; 

1*  ptr  to  data  arg  */ 

ic_cmd  is  the  internal  ioctl  command  intended  for  a  downstream  module  or  driver 
and  icjimout  is  the  nurnb^  of  seconds  (-1  =  infinite,  0  =  use  default,  >0  =  as 
specified)  an  I_STR  request  will  wait  for  {acknowledgement  before  timing  out. 
icjen  is  the  number  of  bytes  in  the  data  argument  and  icjlp  is  a  pointer  to  the 
data  argument  The  icjen  field  has  two  uses:  on  input  it  contains  the  length  of 
the  data  argument  passed  in,  and  on  return  from  the  command,  it  contains  the 
number  of  bytes  being  returned  to  the  user  (the  buffer  pointed  to  by  ic_dp  should 
be  large  enough  to  contain  the  maximum  amount  of  dka  that  any  module  or  the 
driv»  in  the  stream  can  return). 

Hie  stream  head  will  conv^  the  information  pointed  to  by  the  strioctl  structure  to 
an  internal  iocd  command  message  and  send  it  downstream. 

I_STR  wiU  fail  if  one  of  the  following  occurs: 

EAGAIN  Buffers  could  not  be  allocated  for  the  ioctl  message. 

EFAULT  arg  points,  or  tl»  buffer  area  specified  by  ic _dp  and 

icjen  (separately  for  data  sent  and  data  returned)  is,  out¬ 
side  the  allocated  address  space  of  the  process. 

EINVAL  icjen  is  less  than  0  or  ic  jen  is  larg»  than  the  maximum 
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configured  size  of  the  data  part  of  a  message  or  icjimout 
is  less  than  -1. 

ENXIO  A  hangup  is  received  on  the  stream  refrared  to  by  fildes. 

ETIME  A  downstream  iocti  timed  out  before  acknowledgement 

was  recdved. 

An  I_l^R  can  also  fail  while  waiting  for  an  acknowledgement  if  a  message  indi¬ 
cating  an  error  or  a  hangup  is  received  at  the  streambRad.  In  addition,  an  error 
code  can  be  returned  in  the  positive  or  negative  acknowledgement  message,  in  the 
event  the  iocti  command  s^t  downstream  fails.  For  these  cases,  I_STR  will  fail 
with  errno  set  to  the  value  in  the  message. 

Requests  the  stream  associated  with  fildes  to  i^nd  a  message,  containing  a  file 
pointer,  to  the  stream  head  at  the  odier  end  of  a  stream  pipe.  The  file  pointer 
corresponds  to  arg,  which  must  be  an  integer  file  descriptor. 

I_SENDFD  converts  arg  into  the  corresponding  system  file  pointer.  It  allocates  a 
message  block  and  insms  the  file  pointer  in  the  block.  The  user  id  and  group  id 
associated  with  the  sending  process  are  also  inserted.  This  message  is  placed 
directly  on  the  read  queue  (see  intro(2))  of  the  stream  head  at  the  other  end  of  the 
stream  pipe  to  which  it  is  connected. 

I_SENDFD  will  fail  if  me  of  the  following  occurs: 


EAGAIN 

The  sending  stream  is  unable  to  allocate  a  message  block 
to  contain  the  file  pointer. 

EAGAIN 

The  read  queue  of  the  receiving  stream  head  is  full  and 
cannot  accept  the  message  s«it  by  I_SENDFD. 

EBADF 

arg  is  not  a  valid,  open  file  descriptor. 

EINVAL 

fildes  is  not  connected  to  a  stream  pipe. 

ENXIO 

A  hangup  is  received  on  the  stream  referred  to  by  fildes. 

Retrieves  the  file  descriptor  associated  with  the  message  sent  by  an  I_SENDFD 
iocti  over  a  stream  pipe,  arg  is  a  pointer  to  a  data  buffer  large  enough  to  hold  an 
strrecyfd  data  structure  containing  the  following  members: 


intfd; 

unsigned  short  uid; 
unsigned  short  gid; 
char  fill[8]; 

^  is  an  intego*  file  descriptor,  uid  and  gid  are  the  usa  ID  and  group  ID.  respec¬ 
tively,  of  the  sending  stream. 

If  0_NDELAY  is  not  set  (see  open(2V)),  I_RECVFD  will  block  until  a  message  is 
present  at  the  streamhead.  If  0_NDELAY  is  set,  I_RECVFD  will  fail  with  errno 
set  to  EAGADSr  if  no  message  is  present  at  the  streamhead. 

If  the  message  at  the  stream  head  is  a  message  sent  by  an  I_SENDFD,  a  new  user 
file  descriptor  is  allocated  for  the  file  pointer  contained  in  the  message.  The  new 
file  descriptor  is  placed  in  the  fd  field  of  the  strrecyfd  structure.  The  structure  is 
copied  into  the  user  data  buffer  pointed  to  by  arg. 

I_RECVFD  will  fail  if  one  of  the  following  occurs: 

EAGAIN  A  message  was  not  present  at  the  stream  head  read 

queue,  and  the  0_NDELAY  flag  is  set 
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The  following 
configurations. 

I  LINK 


I  UNLINK 


EBADMSG 

EFAULT 

EMFILB 

m«io 


The  message  at  the  stream  head  read  queue  was  not  a 
message  containing  a  passed  file  descriptor. 

arg  points  outside  the  allocated  address  qtace  of  the  pro¬ 
cess. 

Too  many  descriptors  are  active. 

A  hangup  is  received  on  the  stream  refored  to  by  fildes. 


four  commands  are  used  for  connecting  and  disconnecting  multiplexed  STREAMS 


Connects  two  streams,  where  fildes  is  the  file  descriptor  of  the  stream  connected  to 
the  multiplexing  driver,  and  arg  is  the  file  descriptor  of  the  stream  connected  to 
another  driver.  The  stream  designated  by  arg  gets  connected  below  the  multiplex¬ 
ing  driver.  I_LINK  causes  the  multiplexing  driver  to  send  an  acknowledgement 
message  to  the  stream  head  regarding  the  linking  operation.  This  call  returns  a 
multiplexor  ID  number  (an  identifier  used  to  disccmnect  the  multiplexor,  see 
I_UNLINK)  on  success,  and  a  -1  on  failure. 

I_LINK  will  fail  if  one  of  the  following  occurs: 

ENXIO  A  hangup  is  received  on  the  stream  referred  to  by  fildes. 

ETEME  The  ioctl  timed  out  before  an  acknowledgement  was 

received. 

EAGAIN  Storage  could  not  be  allocated  to  perform  the  I  LINK. 

EBADF  arg  is  not  a  valid,  q)en  file  descriptor. 

EINVAL  The  stream  referred  to  by  fildes  does  not  support  multi¬ 

plexing. 

EINVAL  arg  is  not  a  stream,  or  is  already  linked  under  a  multi¬ 

plexor. 

EINVAL  The  specified  link  operation  would  cause  a  "cycle"  in  the 

resulting  configuration;  that  is,  if  a  given  stream  head  is 
linked  into  a  multiplexing  configuration  in  more  than  one 
place. 

An  I_LINK  can  also  fail  while  waiting  for  the  multiplexing  driver  to  acknowledge 
the  link  request,  if  a  message  indicating  an  error  or  a  hangup  is  received  at  the 
stream  head  of  fildes.  In  addition,  an  error  code  can  be  returned  in  the  positive  or 
negative  acknowledgement  message.  For  these  cases,  I_LINK  will  fail  with  errno 
set  to  the  value  in  the  message. 

Disconnects  the  two  streams  specified  by  fildes  and  cag.  fildes  is  the  file  descrip¬ 
tor  of  the  stream  connected  to  the  multiplexing  driver,  arg  is  the  multiplexor  ID 
number  that  was  returned  by  the  ioctl  I_LINK  command  when  a  stream  was  linked 
below  the  multiplexing  driver.  If  arg  is  -1,  then  all  streams  which  were  linked  to 
fildes  are  disconnected.  As  in  I_LINK,  this  command  requires  the  multiplexing 
driv^  to  acknowledge  the  unlink. 

I_UNLINK  will  fail  if  one  of  the  following  occurs: 

ENXIO  A  hangup  is  received  on  the  stream  referred  to  by  fildes. 

EUME  The  ioctl  timed  out  before  an  SKjknowledgement  was 

received. 

EAGAIN  Buffers  could  not  be  allocated  for  the  acknowledgement 

message. 


1300 


Last  change:  24  November  1987 


Sun  Release  4.0 


STREAMI0(4) 


DEVICES  AND  NETWORK  INTERFACES 


STREAMIO(4) 


BD4VAL  The  multiirfexar  ID  number  was  invalid. 

An  I_IJNLINK  can  also  fail  wlnle  waiting  to  die  multiplexing  driv»  to  ack¬ 
nowledge  the  link  reqi^t.  if  a  message  indicating  an  enw  or  a  haagiqi  is  lecdved 
at  ^stream  head  f^fildes.  In  addition,  an  emH*  code  can  be  returned  in  tte  posi¬ 
tive  or  negative  acknowledgmmit  message.  Fw  these  cases,  I_l]NLINK  wdl  fml 
with  eirno  set  to  the  value  in  the  message. 

SEE  ALSO 

close(2),  fcnti(2V),  getmsg(2),  iBtro(2),  iocfl(2),  qpai(2V),  p(dK2),  putiiisg(2),  read(2V),  sigvec(2), 
write(2V) 

STREAMS  Programmer's  Guide 
STREAMS  Primer 


Sun  Release  4.0 


Last  change:  24  Novembo"  1987 


1301 


TAAC(4S) 


DEVICES  AND  NETWORK  INTERFACES 


TAAC(4S) 


NAME 

taac  -  Sun  £^Iications  accelerator 

CONFIG 

taacO  at  vine32d32  ?  csr  0x28000000 
DESCRIPTION 

The  taac  interface  supptxts  the  optional  TAAC-l  Applications  Accelerator.  This  add-on  device  is  com¬ 
posed  of  a  very-long-instniction-word  computation  engine,  coupled  with  an  SMB  memory  array.  This 
memory  area  can  be  used  either  as  a  frame  b^fer,  (nr  as  storage  for  large  data  sets. 

Programs  can  be  downloaded  for  execution  on  the  TAAC-l  directly,  they  can  be  executed  by  the  host  pro¬ 
cessor,  or  the  host  processtMr  and  the  TAAC-l  engine  can  be  used  in  combinaticnt.  See  the  TAAC-l  User's 
Guide  for  detailed  information  on  accessing  the  TAAC-l  from  the  host.  This  manual  also  de»;ribes  the  C 
compiler,  the  programming  tools,  and  the  support  libraries  for  the  TAAC-l. 

Programs  on  the  host  processcn-  gain  access  to  the  TAAC-l  regist^  and  memory  by  using  mmap(2). 

FILES 

/dev/taacO 

/usr/include/taacl 

/usr/lib/taacl 

SEE  ALSO 

mmap(2) 

TAAC-l  Application  Accelerator:  User  Guide 
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NAME 

tcp  -  Internet  Transmission  Control  Protocol 
SYNOPSIS 

#include  <sys/socket.li> 

#uiclude  <netinet/in.h> 

S  =  SOCket(AF_INET,  SOCK_STREAM,  0); 

DESCRIPTION 

TCP  is  the  virtual  circuit  protocol  of  the  Internet  protocol  family.  It  provides  reliable,  flow-controlled,  in 
order,  two-way  transmission  of  data.  It  is  a  byte-stream  protocol  used  to  support  the  SOCK_STREAM 
abstraction.  TCP  is  layered  above  the  Internet  Protocol  (IP),  the  Internet  protocol  family’s  unreliable  inter¬ 
network  datagram  delivery  protocol. 

TCP  uses  IP’s  host-level  addressing  and  adds  its  own  per-host  collection  of  “port  addresses’’.  The  end¬ 
points  of  a  TCP  connection  are  identified  by  the  combination  of  an  IP  address  and  a  TCP  port  number. 
Although  other  protocols,  such  as  the  User  Datagram  Protocol  (UDP),  may  use  the  same  host  and  port 
address  format,  fire  port  space  of  these  protocols  is  distinct.  See  inet(4F)  for  details  on  the  common  aspects 
of  addressing  in  the  Internet  protocol  family. 

Sockets  utilizing  TCP  are  either  “active”  or  “passive”.  Active  sockets  initiate  connections  to  passive 
sockets.  Both  types  of  sockets  must  have  their  local  IP  address  and  TCP  port  number  bound  with  the 
bind(2)  system  call  after  the  socket  is  created  By  default,  TCP  sockets  are  active.  A  passive  socket  is 
created  by  calling  the  listen(2)  system  call  after  binding  the  socket  with  bind .  This  establishes  a  queueing 
parameter  for  the  passive  socket.  After  this,  connections  to  the  passive  socket  can  be  received  with  the 
accept(2)  system  call.  Active  sockets  use  the  connect(2)  call  after  binding  to  initiate  connections. 

By  using  the  special  value  INADDR_ANY,  the  local  IP  address  can  be  left  unspecified  in  the  bind  call  by 
either  active  or  passive  TCP  sockets.  This  feature  is  usually  used  if  the  local  address  is  either  unknown  or 
irrelevant.  If  left  unspecified  the  local  IP  address  will  be  bound  at  connection  time  to  the  address  of  the 
network  interface  used  to  service  the  connection. 

Once  a  connection  has  been  established,  data  can  be  exchanged  using  the  read(2V)  and  write(2V)  system 
calls. 

TCP  supports  one  socket  option  which  is  set  with  setsockopt  and  tested  with  getsockopt(2).  Under  most 
circumstances,  TCP  sends  data  when  it  is  presented.  When  outstanding  data  has  not  yet  been  ack¬ 
nowledged  it  gathers  small  amounts  of  output  to  be  sent  in  a  single  packet  once  an  acknowledgement  is 
received.  For  a  small  number  of  clients,  such  as  window  systems  that  send  a  stream  of  mouse  events  which 
receive  no  replies,  this  packetization  may  cause  significant  delays.  Therefore,  TCP  provides  a  boolean 
option,  TCP  NODELAY  (defined  in  <netinet/tcp.h>),  to  defeat  this  algorithm.  The  option  level  for  the  set¬ 
sockopt  call  is  the  protocol  number  for  TCP,  available  from  getprotobyname  (see  getprotoent(3N)). 

Options  at  the  IP  level  may  be  used  with  TCP;  see  ip(4P). 

TCP  provides  an  urgent  data  mechanism,  which  may  be  invoked  using  the  out-of-band  provisions  of 
send(2).  The  caller  may  mark  one  byte  as  “urgent”  with  the  MSG_OOB  flag  to  send(2).  This  causes  an 
“urgent  pointer”  pointing  to  this  byte  to  be  set  in  the  TCP  stream.  The  receiver  on  the  other  side  of  the 
stream  is  notified  of  the  urgent  data  by  a  SIGURG  signal.  The  SIOCATMARK  ioctl  returns  a  value  indicat¬ 
ing  whether  the  stream  is  at  the  urgent  made.  Because  the  system  never  returns  data  across  the  urgent  mark 
in  a  single  read(2V)  call,  it  is  possible  to  advance  to  the  urgent  data  in  a  simple  loop  which  reads  data,  test¬ 
ing  the  socket  with  the  SIOCATMARK  ioctl,  until  it  reaches  the  mark. 

Incoming  connection  requests  that  include  an  IP  source  route  option  are  noted,  and  the  reverse  source  route 
is  used  in  responding. 
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TCP  assumes  the  datagram  servi<»  it  is  layered  above  is  unreliable.  A  checksum  over  all  data  helps  TCP 
implement  reliability.  Using  a  window-based  flow  control  mechanism  that  makes  use  of  positive  ack¬ 
nowledgements,  sequence  numbers,  and  a  retransmission  strategy,  TCP  can  usually  recover  when 
datagrams  are  damaged,  delayed,  duplicated  or  delivered  out  of  order  by  the  underlying  communication 
medium. 

If  the  local  TCP  receives  no  acknowledgements  from  its  peer  for  a  period  of  time,  as  would  be  the  case  if 
the  remote  machine  crashed,  the  connection  is  closed  and  an  error  is  returned  to  die  user.  If  the  remote 
machine  reboots  or  otherwise  loses  state  information  about  a  TCP  connection,  the  connection  is  aborted  and 
an  error  is  returned  to  the  user. 


ERRORS 

A  socket  operation  may  fail  if: 


EISCONN 

ETIMEDOUT 

ECONNRESET 

ECONNREFUSED 

EADDRINUSE 

EADDRNOTAVAIL 


A  connect  operation  was  attempted  on  a  socket  on  which  a  connect  operation  had 
already  been  performed. 

A  connection  was  dropped  due  to  excessive  retransmissions. 

The  remote  peer  forced  the  connection  to  be  closed  (usually  because  the  remote 
machine  has  lost  state  information  about  die  connection  due  to  a  crash). 

The  remote  peer  actively  refused  connection  establishment  (usually  because  no 
process  is  listening  to  the  port). 

A  bind  operation  was  attempted  on  a  socket  with  a  network  addiess/port  pair  that 
has  already  been  bound  to  another  socket. 

A  bind  operation  was  attempted  on  a  socket  with  a  network  address  for  which  no 
network  interface  exists. 


EACCES  A  bind  operation  was  attempted  with  a  “reserved”  port  number  and  the  effective 

user  ID  of  the  process  was  not  super-user. 

ENOBUFS  The  system  ran  out  of  memory  for  internal  data  structures. 

SEE  ALSO 

accept(2),  bind(2),  connect(2),  getsockopt(2),  listen(2),  read(2V),  send(2),  write(2V),  getprotoent(3N), 
inet(4F),  ip(4P) 

Postel,  Jon,  Transmission  Control  Protocol  -  DARPA  Internet  Program  Protocol  Specification,  RFC  793, 
Network  Information  Center,  SRI  International,  Menlo  Park,  Calif.,  September  1981. 


BUGS 

SIOCSHIWAT  and  SIOCGHIWAT  ioctl’s  to  set  and  get  the  high  water  mark  for  the  socket  queue,  and  so 
that  it  can  be  changed  from  2048  bytes  to  be  larger  or  smaller,  have  been  defined  (in  <sys/ioctl.h>)  but  not 
implemented. 
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NAME 

tmnio  -  genial  temiinal  intoface 
SYNOPSIS 

#include  <sys/teniii<».h> 

DESCRIPnON 

Asynchronous  communications  ports,  pseudo-terminals,  and  the  special  interf^  accessed  by  /dev/tty  all 
use  die  same  general  interface,  no  matter  what  hardware  (if  any)  is  involved.  The  remainder  of  this  section 
discusses  the  common  features  of  this  interface. 

Opening  a  Terminal  Device  File 

When  a  terminal  file  is  opened,  the  process  normally  waits  until  a  connection  is  established.  (In  practice, 
users’  programs  seldom  open  these  files;  they  are  rqiened  by  getty(8)  and  become  a  us^’s  standard  input, 
ouQiut,  and  error  files.)  If  the  0_NDELAY  flag  was  set  in  the  second  argument  to  <q>en(2V),  the  open() 
will  crxnplete  immediately  without  waiting  for  a  connection  to  be  established. 

Process  Groups 

A  termirial  may  have  a  distinguished  process  group  associated  with  it  This  distinguished  {socess  group 
plays  a  special  role  in  handling  signal-generating  input  characters,  as  discussed  below  in  the  Special  Char¬ 
acters  section  below. 

A  command  interpreter,  such  as  csh(l),  that  suHiorts  “job  control”  can  allocate  the  teminal  to  different 
jobs,  or  process  groups,  by  placing  related  processes  in  a  single  process  group  and  associating  this  process 
group  with  the  terminal.  A  terminal’s  associated  process  group  may  be  set  or  examined  by  a  process  with 
sufficient  privileges.  The  terminal  interface  aids  in  this  allocation  by  restricting  access  to  the  terminal  by 
processes  that  are  not  in  the  current  process  group;  see  Job  Access  Control  below. 

The  ControUing  Terminal 

A  terminal  may  belong  to  a  process  as  its  controlling  terminal .  If  a  process  that  is  a  “session  process  group 
leader”,  and  that  does  not  have  a  controlling  terminal,  opens  a  terminal  file  not  already  associated  with  a 
process  group,  the  terminal  associated  with  that  terminal  file  beccxnes  the  crHitrolling  terminal  for  that  pro¬ 
cess,  and  the  terminal’s  distinguished  process  group  is  set  to  the  process  group  of  that  process.  (Currently, 
this  also  happens  if  a  process  that  does  not  have  a  controlling  terminal  and  is  not  a  member  of  a  process 
group  opens  a  terminal.  In  this  case,  if  the  terminal  is  not  associated  with  a  jHOcess  group,  a  new  process 
group  is  created  with  a  process  group  ID  equal  to  the  process  ID  of  the  process  in  question,  and  the  terminal 
is  assigned  to  that  process  group.  The  process  is  made  a  member  of  the  terminal’s  process  group.) 

The  controlling  terminal  is  inherited  by  a  child  {Hocess  during  a  fork(2).  A  process  relinquishes  its  control 
terminal  when  it  changes  its  process  group  using  setpgrp(2V)  or  when  it  issues  a  HOCNOTTY  ioctl(2) 
call  on  a  file  descriptor  created  by  opening  the  file  /dev/tty. 

When  a  session  process  group  leader  that  has  a  controlling  terminal  terminates,  the  distinguished  p'ocess 
group  of  the  controlling  terminal  is  set  to  zero  (indicating  no  distinguished  process  groiq)).  This  allows  the 
terminal  to  be  acquired  as  a  controlling  terminal  by  a  new  session  process  group  leader. 

Closing  a  Terminal  Device  File 

When  a  terminal  device  file  is  closed,  the  process  closing  the  file  waits  until  all  output  is  drained;  all  pend¬ 
ing  input  is  then  flushed,  and  fitudly  a  disconnect  is  performed.  If  HUPCL  is  set,  the  existing  cormection  is 
severed  (by  hanging  up  the  phone  line,  if  appropriate). 

Job  Access  Control 

If  a  process  is  in  the  (non-zero)  distinguished  process  group  of  its  controlling  terminal,  or  if  the  terminal’s 
distinguished  process  group  is  zero  (if  either  of  these  are  true,  the  process  is  said  to  be  a  foreground  pro¬ 
cess),  then  read(2V)  operations  are  allowed  as  described  below  in  Input  Processing  and  Reading  Char¬ 
acters.  If  a  process  is  not  in  the  (non-zero)  distinguished  process  group  of  its  controlling  terminal  (if  this  is 
true,  the  process  is  said  to  be  a  background  process),  then  any  attempts  to  read  from  that  terminal  will  send 
that  process’  process  group  a  SIGTTIN  signal,  unless  the  process  is  ignoring  SIGTTIN,  has  SIGTTIN 
blocked,  or  is  in  the  middle  of  pro<tess  creation  using  vfork(2);  in  that  case,  the  read  will  return  -1  and  set 
errno  to  EIO,  and  the  SIGTTIN  signal  will  not  be  sent.  The  SIGTTIN  signal  will  normally  stop  the 
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members  of  that  process  group. 

When  the  TOSTOP  bit  is  set  in  the  c_lflag  field,  attempts  by  a  background  process  to  write  to  its  controlling 
terminal  will  s^d  that  {socess’  process  group  a  SIGTTOU  signal,  unless  the  process  is  ignoring  SIGTTOU, 
has  SIGTTOU  blocked,  or  is  in  the  middle  of  process  creation  using  vfork();  in  that  case,  the  process  will 
be  allowed  to  write  to  the  tominal  and  the  SIGTTOU  signal  will  not  be  sent.  The  SIGTTOU  signal  will  nor¬ 
mally  st<q)  the  members  of  that  process  group.  Certain  iocUO  calls  that  set  terminal  parameters  are  treated 
in  this  same  fashion,  except  that  TOSTOP  is  not  checked;  the  effect  is  identical  to  that  of  terminal  writes 
when  TOSTOP  is  set.  See  lOCTLS. 

Input  Processing  and  Reading  Characters 

A  terminal  associated  with  one  of  these  files  ordinarily  operates  in  fuU-duplex  mode.  Charact^  may  be 
typed  at  any  time,  even  while  (Hitput  is  occurring,  and  are  only  lost  whai  the  syston’s  character  input 
buffers  become  completely  full,  which  is  rare,  or  when  the  user  has  accumulated  the  maximum  allowed 
number  of  input  characters  that  have  not  yet  been  read  by  some  program.  Currently,  this  limit  is  256  char- 
actm.  If  the  IMAXBEL  mode  has  not  been  selected,  all  the  saved  characters  are  thrown  away  without 
notice  whoi  the  input  limit  is  reached;  if  the  IMAXBEL  mode  has  been  selected,  the  driver  refuses  to 
accept  any  further  input,  and  echoes  a  bell  (ASCH  BEL). 

Two  general  kinds  of  input  processing  are  available,  detmnined  by  whether  the  terminal  device  file  is  in 
canonical  mode  or  non-canonical  mode  (see  ICANON  in  the  Local  Modes  section). 

The  style  of  input  processing  can  also  be  very  different  when  the  terminal  is  pit  in  non-blocking  I/O  mode; 
see  read(2V).  In  this  case,  reads  fiom  the  terminal  will  never  block. 

It  is  possible  to  simulate  terminal  input  using  the  TTOCSTl  ioctI()  call,  which  takes,  as  its  third  argument, 
the  address  of  a  character.  The  system  pretends  that  this  character  was  typed  on  the  argument  terminal, 
which  must  be  the  process’  controlling  terminal  unless  the  process’  effective  user  ID  is  super-user. 

Canmiical  Mode  Input  Processing 

In  canonical  mode  input  processing,  terminal  input  is  processed  in  units  of  lines.  A  line  is  delimited  by  a 
NEWLINE  (ASCn  LF)  cheracter,  an  EOF  (by  default,  an  ASCn  EOT)  character,  or  one  of  two  user-specified 
end-of-line  characters,  EOL  and  EOL2.  This  means  that  a  read( )  will  not  complete  until  an  entire  line  has 
been  typed  or  a  signal  has  been  received.  Also,  no  matter  how  many  characters  are  requested  in  the  read 
call,  at  most  one  line  will  be  returned.  It  is  not,  however,  necessary  to  read  a  whole  line  at  once;  any 
number  of  characters  may  be  requested  in  a  read,  even  one,  without  losing  information. 

Erase  and  kill  processing  occurs  during  input  The  ERASE  character  (by  default,  the  character  DEL)  erases 
the  last  character  typed  in  the  current  input  line.  The  WERASE  character  (by  default,  the  character  CTRL- 
W)  erases  the  last  “word”  typed  in  the  current  input  line  (but  not  any  preceding  SPACE  (x  TAB  characters). 
A  “word”  is  defined  as  a  sequence  of  ncm-blank  characters,  with  TAB  characters  counted  as  blanks.  Nei¬ 
ther  ERASE  nor  WERASE  will  erase  beyond  the  beginning  of  the  line.  The  KILL  character  (by  default,  the 
character  CTRL-U)  kills  (deletes)  the  entire  current  input  line,  and  optionally  outputs  a  NEWLINE  character. 
All  these  characters  operate  on  a  key-stroke  basis,  independendy  of  any  backspacing  or  tabbing  that  may 
have  been  done. 

The  REPRINT  character  (the  character  CTRL-R)  prints  a  NEWLINE  followed  by  all  characters  that  have  not 
been  read.  Reprinting  also  occurs  automatically  if  characters  that  would  normally  be  erased  from  the 
screen  are  fouled  by  program  output.  The  characters  are  reprinted  as  if  they  were  being  echoed;  as  a 
consequMice,  if  ECHO  is  not  set,  they  are  not  printed. 

The  ERASE  and  KILL  characters  may  be  entered  literally  by  jaeceding  them  with  the  escape  character  (\). 
In  this  case  the  escape  character  is  not  read.  The  ERASE  and  KILL  characters  may  be  changed. 

Non-Canonical  Mode  Input  Processing 

In  non-canonical  mode  input  processing,  input  characters  are  not  assembled  into  lines,  and  erase  and  kill 
processing  does  not  occur.  The  MIN  and  TIME  values  are  used  to  determine  how  to  process  the  characters 
received. 
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MIN  rq)Fesents  the  minimum  number  of  characters  that  should  be  received  when  the  read  is  satisfiol  (when 
the  characters  are  returned  to  the  user).  TIME  is  a  timer  of  0.10  second  granularity  that  is  used  to  timeout 
bursty  and  short  term  data  transmissions.  The  four  possible  values  fw  MIN  and  TIME  and  their  interac¬ 
tions  are  described  below. 

Case  A:  MIN  >  0,T1ME  >  0 

In  this  case  TIME  sm^es  as  an  intercharacter  timer  and  is  activated  after  the  first  character  is  received. 
Since  it  is  an  intercharacter  timer,  it  is  reset  after  a  character  is  received.  TTie  interaction  between  MIN  and 
TIME  is  as  follows:  as  soon  as  one  character  is  received,  the  intercharacter  timor  is  started.  If  MIN  charac- 
t^  are  received  before  the  intercharacter  timer  expires  (remember  that  the  timo’  is  reset  upon  receipt  of 
each  character),  the  read  is  satisfied.  If  the  timer  expires  before  MIN  characters  are  received,  the  characters 
received  to  that  point  are  returned  to  the  us^.  Note:  if  MIN  expires  at  least  one  character  will  be  returned 
because  the  tim^  would  not  have  been  enabled  unless  a  character  was  received.  In  this  case  (MIN  >  0, 
TIME  >  0)  the  read  will  sleep  until  the  MIN  and  TIME  mechanisms  are  activated  by  the  receipt  of  the  first 
character. 

Case  B:  MBV  >  0,TIME  =  0 

In  this  case,  since  the  value  of  TIME  is  zero,  the  timer  plays  no  role  and  cmly  MIN  is  significant.  A  pending 
read  is  not  satisfied  until  MIN  characttas  are  received  (the  pending  read  will  sleep  until  MIN  characters  are 
received).  A  program  that  uses  this  case  to  read  record-based  terminal  I/O  may  block  indefinitely  in  the 
read  operati(»i. 

Case  C:  MIN  =  0,  TIME  >  0 

In  this  case,  since  MIN  =  0,  TIME  no  longer  represents  an  intercharacter  timer.  It  now  serves  as  a  read 
timer  that  is  activated  as  soon  as  a  read()  is  done.  A  read  is  satisfied  as  soon  as  a  single  character  is 
received  or  the  read  timer  expires.  Note:  in  this  case  if  the  timer  expires,  no  character  will  be  returned.  If 
the  timer  does  not  expire,  the  only  way  the  read  can  be  satisfied  is  if  a  character  is  received.  In  this  case 
the  read  will  not  block  indefinitely  waiting  for  a  character  -  if  no  character  is  received  within  TIME*.10 
seconds  after  the  read  is  initiated,  the  read  will  return  with  zero  characters. 

Case  D:  MIN  =  0,TIME  =  0 

In  this  case  return  is  immediate.  The  minimum  of  either  the  number  of  characters  requested  or  the  number 
of  characters  currently  available  will  be  returned  without  waiting  for  more  characters  to  be  input. 

Comparison  of  the  Different  Cases  of  MIN,  TIME  Interaction 
Some  points  to  note  about  MIN  and  TIME: 

1.  In  the  following  explanations  one  may  notice  that  the  interactions  of  MIN  and  TIME  are  not  sym¬ 
metric.  For  example,  when  MIN  >  0  and  TIME  =  0,  TIME  has  no  effect  However,  in  the  oppo¬ 
site  case  where  MIN  =  0  and  TIME  >  0,  both  MIN  and  TIME  play  a  role  in  that  MIN  is  satisfied 
with  the  receipt  of  a  single  character. 

2.  Also  note  that  in  case  A  (MIN  >  0,  TIME  >  0),  TIME  represents  an  intercharacter  timer  while  in 
case  C  (TIME  =  0,  TIME  >  0)  TIME  represents  a  read  timer. 

These  two  points  highlight  the  dual  purpose  of  the  MIN/TIME  feature.  Cases  A  and  B,  where  MIN  >  0, 
exist  to  handle  burst  mode  activity  (for  example,  file  transfer  programs)  where  a  program  would  like  to 
process  at  least  MIN  characters  at  a  time.  In  case  A,  the  intercharacter  timer  is  activated  by  a  user  as  a 
safety  measure;  while  in  case  B,  it  is  turned  off. 

Cases  C  and  D  exist  to  handle  single  character  timed  transfers.  These  cases  are  readily  adaptable  to 
screen-based  applications  that  need  to  know  if  a  character  is  j^esent  in  the  input  queue  before  refreshing 
the  screen.  In  case  C  the  read  is  timed;  while  in  case  D,  it  is  not. 

Another  important  note  is  that  MIN  is  always  just  a  minimum.  It  does  not  denote  a  record  length.  That  is,  if 
a  program  does  a  read  of  20  bytes,  MIN  is  10,  and  25  characters  are  present,  20  characters  will  be  returned 
to  the  user. 
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Writing  Charactars 

When  me  (V  more  characters  are  writtoi,  they  ate  transmitted  to  the  terminal  as  soon  as  inevioiisly-wriaen 

characters  have  finidied  lyi^.  Inimt  character  are  echoed  as  they  are  typed  if  echoing  has  beat  enabled. 

If  a  process  produces  char^os  mrae  rtpdy  than  diey  can  be  typ^,  it  will  be  sounded  when  its  oulpit 

queue  exceeds  scune  limit  When  the  queue  has  drained  down  to  smie  threshold,  the  program  is  resumed. 

Special  Characters 

Coiain  charactras  have  ^pedal  functions  on  input  andAv  ouqnit  These  functions  mid  their  default  charac- 

ta  values  are  summarized  as  follows: 

INTR  (CTRL-C  or  ASCn  ETX)  genoates  a  mcINT  agnal,  which  is  sent  to  all  processes  in  the 

distinguished  jffocess  group  associmed  with  the  teiminal.  Normally,  each  mich  process  is 
forced  to  tmninate,  but  anangmnents  may  be  made  dtho’  to  ignore  the  signsd  or  to 
receive  a  trt^  to  an  agreed-upon  locaticm;  see  sigvec(2). 

QUIT  (CTRL^  cnr  ASCn  FS)  genmates  a  SIGQUTT  signtd,  which  is  sem  to  all  processes  in  the 

Astinguished  process  group  associated  witii  die  traminal.  Its  tremmem  is  identical  to  the 
mtmiqu  signd  eccept  that,  unless  a  receiving  pxicess  has  made  odier  atiangments,  it 
will  not  (udy  be  tomkiated  but  a  core  image  file  (called  ewe)  will  be  oeated  in  the 
current  wwldng  direebuy. 

ERASE  (Rubout  (H*  ASen  DEL)  erases  the  preceduig  character.  It  will  ncu  mase  beyond  die  start 

of  a  line,  as  delimited  by  a  NL,  EOF,  EOL,  or  EOL2  character. 

WERASE  (CTRL-W  or  ASCHETB)  erases  the  preceding  “word”.  It  wiU  not  erase  beyond  the  start  of 

a  line,  ^  delimited  by  a  NL,  EOF,  EOL,  or  EOl^  character. 

KILL  (CTRL-U  <«  ASCH  NAK)  deletes  the  entire  line,  as  delimited  by  a  NL,  EOF,  EOL,  w  EOL2 

charactra. 

REPRINT  (CTRL-R  or  ASCII  DC2)  rquints  all  characters  diat  have  not  bem  read,  prece^  by  a 
NEWUNE. 

EOF  (CTRL-D  or  ASCII  EOT)  may  be  used  to  genoate  an  end-of-file  from  a  taminal.  When 

received,  all  the  charactm  waiting  to  be  read  are  immediately  passed  to  the  program, 
without  waitii^  for  a  NEWLINE,  and  the  EOF  is  discarded.  Thus,  if  thoe  m'e  no  charac¬ 
ters  waiting,  which  is  to  say  the  EOF  occurred  at  the  beginning  of  a  line,  zero  characters 
will  be  passed  back,  which  is  die  standard  end-of-file  indication. 

NL  (ASen  LF)  is  die  normal  line  delimiter.  It  can  ikx  be  chan^d;  ft  can,  howev^,  be 

escrqied  by  the  LNEXT  charm:t». 

EOL 

EOL2  (ASen  NUL)  are  additional  line  delimiters,  like  NL.  They  are  not  iKumally  used. 

SUSP  (CTRL-Z  or  ASCII  EM)  is  used  by  the  job  control  fiidlity  to  change  the  currmit  job  to 

return  to  the  controlling  job.  It  goierates  a  SIGTSTP  signal,  which  stqis  all  processes  in 
the  terminal’s  process  group. 

STOP  (CTRL-S  or  ASCII  DC3)  can  be  used  to  tempramily  suspmid  ouqmt.  It  is  useful  with  CRT 

terminals  to  {uevent  ouqmt  fitun  disappearing  bef(»e  ft  cmi  be  rerd.  While  output  is 
suspended,  STOP  charactos  are  igpeued  and  not  read. 

START  (CTRL-Q  or  A^HI  DCl)  is  used  to  resume  outpm  that  has  been  suspended  by  a  STOP 

character.  While  output  is  not  suspended,  START  characters  are  ignored  and  not  read. 

DISCARD  (CTRL-0  or  ASOI  SI)  causes  subsequoit  ouqiut  to  be  discarded  until  another  DISCARD 
character  is  typed,  more  input  arrives,  (x  the  condition  is  cleared  by  a  program. 

LNEXT  (CTRL-V  or  ASCII  SYN)  causes  the  special  meaning  of  the  next  charactm*  to  be  ignored; 

this  works  for  all  the  special  charm;ters  mentiemed  above.  This  allows  charactms  to  be 
input  that  would  othmwise  get  intopreted  by  the  system  (for  example,  KILL,  QUIT.) 
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The  characto-  values  for  INTR,  QUIT,  ERASE.  WERASE,  KILL.  REPRINT.  EOF.  EOL.  EOL2.  SUSP. 
STOP.  START.  DISCARD,  and  LNEXT  may  be  changed  to  suit  individual  tastes.  If  the  value  of  a  special 
cmtrol  chartK^ter  is  0.  the  function  of  that  special  control  character  will  be  disabled.  The  ERASE.  KILL, 
and  EOF  charact^s  may  be  escq)ed  by  a  preceding  \  character,  in  which  case  no  special  function  is  done. 
Any  of  the  special  characters  may  be  preceded  by  the  LNEXT  character,  in  which  case  no  special  function 
is  done. 

Modem  Disconnect 

If  a  mod^  disconnect  is  detected,  and  the  CLOCAL  flag  is  not  set  in  the  c_cflag  field,  a  SIGHUP  signal  is 
sent  to  all  processes  in  the  distinguished  process  group  associated  with  this  terminal.  Unless  other  arrange¬ 
ments  have  been  made,  this  signal  terminates  the  processes.  If  SIGHUP  is  ignored  or  caught,  any  subse¬ 
quent  readO  returns  with  an  end-of-file  ii^cation  until  the  terminal  is  closed.  Thus,  programs  that  read  a 
terminal  and  test  fcx*  end-of-file  can  terminate  t^jpropriately  after  a  disconnect.  Any  subsequent  write( ) 
will  return  -1  and  set  errno  to  EIO  until  the  terminal  is  closed. 

Terminal  Parameters 

The  parameters  that  control  the  behavior  of  devices  and  modules  providing  the  termios  interface  are 
specified  by  the  termios  structure,  defined  by  <sys/termios.h>.  Several  ioctl()  system  calls  that  fetch  or 
change  these  parameters  use  this  structure: 


#defhie  NCCS 

17 

struct  termios  { 

unsigned 

long 

c_iflag; 

/*  input  modes  */ 

unsigned 

long 

c_oflag; 

h  output  modes  */ 

unsigned 

long 

c_cflag; 

/*  control  modes  */ 

unsigned 

long 

c_lflag; 

!*  local  modes  *! 

unsigned 

char 

c_line; 

1*  line  discipline  *! 

unsigned 

char 

C_cc[NCCS]; 

1*  control  chars  */ 

}; 

The  ^cial  control  characters  are  defined  by  the  array  c_€c.  The  relative  positions  and  initial  values  for 
each  Action  are  as  follows: 


0 

VINTR 

ETX 

1 

VQurr 

FS 

2 

VERASE 

DEL 

3 

VKILL 

NAK 

4 

VEOF 

EOT 

5 

VEOL 

NUL 

6 

VEOL2 

NUL 

7 

VSWTCH 

NUL 

8 

VSTART 

DCl 

9 

VSTOP 

DC3 

10 

VSUSP 

EM 

12 

VREPRINT 

DC2 

13 

VDISCARD 

SI 

14 

VWERASE 

ETB 

15 

VLNEXT 

SYN 

The  MIN  value  is  stored  in  the  VMIN  element  of  the  c_cc  array,  and  the  TIME  value  is  stored  in  the  VTIME 
element  of  the  c_cc  array.  The  VMIN  element  is  the  same  element  as  the  VEOF  element,  and  the  VTIME 
element  is  the  same  element  as  the  VEOL  element. 

Input  Modes 

The  c_iflag  field  describes  the  basic  terminal  input  control: 

IGNBRK  0000001  Ignore  break  condition. 

BRKTNT  0000002  Signal  interrupt  on  break. 

IGNPAR  0000004  Ignore  characters  with  parity  errors. 
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PARMRK  0000010  Mark  parity  enors. 

INPCK  0000020  Enable  input  pariQr  check. 

ISTRIP  0000040  Strip  character. 

INLCR  0000100  Map  NL  to  CR  on  input. 

IGNCR  0000200  Ignore  CR. 

ICRNL  0000400  Map  CR  to  NL  on  input 

lUCLC  0001000  Map  upper-case  to  lower-case  on  input 

IXON  0002000  Entile  staiVstop  ouq)ut  control. 

DIANY  0004000  Enable  any  character  to  restart  output 

DIOFF  0010000  Enable  start/stop  input  control. 

IMAXBEL  0020000  Echo  BEL  on  input  line  too  long. 

If  IGNBRK  is  set  a  break  condition  (a  character  framing  error  with  data  all  zeros)  detected  on  input  is 
ignored,  that  is,  not  put  (»i  the  input  queue  and  therefore  not  read  by  any  p'ocess.  Otherwise,  if  BRKINT  is 
set  a  break  ccHidition  will  generate  a  SIGINT  and  flush  both  the  input  and  output  queues.  If  neither 
IGNBRK  nor  BRKINT  is  set  a  break  ctmdition  is  read  as  a  single  ASCII  NUL  character  (V)')- 

If  IGNPAR  is  set  characters  with  framing  or  parity  errors  (other  than  break)  are  ignored.  Othawise,  if 
PARMRK  is  set  a  character  with  a  framing  or  parity  error  that  is  not  ignored  is  read  as  the  three-character 
sequence:  'VSV?',  NO',  X,  where  X  is  the  data  of  the  character  received  in  error.  To  avoid  ambiguity  in  this 
case,  if  ISTRIP  is  not  set  a  valid  character  of  'V377'  is  read  as  'S377',  N377'.  If  neither  IGNPAR  nor 
PARMRK  is  set  a  framing  or  jarity  error  (other  than  break)  is  read  as  a  single  ASCII  NUL  character  ("'O'). 

If  INPCK  is  set  input  parity  checking  is  enabled.  If  INPCK  is  not  set  input  parity  checking  is  disabled. 
This  allows  output  parity  generation  without  input  parity  enws. 

If  ISTRIP  is  set  valid  input  characters  are  first  stripped  to  7  bits,  otherwise  all  8  bits  are  processed. 

If  INLCR  is  set,  a  received  NL  characto'  is  translated  into  a  CR  character.  If  IGNCR  is  set  a  received  CR 
character  is  ignored  (not  read).  Otherwise  if  ICRNL  is  set,  a  received  CR  character  is  translated  into  a  NL 
character. 

If  lUCLC  is  set  a  received  upper-case  alphabetic  character  is  translated  into  the  corresponding  lower-case 
character. 

If  IXON  is  set,  stari/stop  output  control  is  enabled.  A  received  STOP  character  will  suspend  output  and  a 
received  START  character  will  restart  output  The  STOP  and  START  characters  will  not  be  read,  but  will 
merely  perform  flow  control  functions.  If  IXANY  is  set  any  input  character  will  restart  output  that  has 
been  suspended. 

If  IXOFF  is  set  tl^  system  will  transmit  a  STOP  character  when  the  input  queue  is  nearly  full,  and  a 
START  character  when  enough  input  has  been  read  that  the  input  queue  is  nearly  empty  again. 

If  IMAXBEL  is  set  the  ASCII  BEL  characto’  is  echoed  if  the  input  stream  overflows.  Further  input  will  not 
be  stored,  but  any  input  already  present  in  the  input  stream  will  not  be  disturbed.  If  IMAXBEL  is  not  set 
no  BEL  character  is  echoed,  and  all  input  {nesent  in  the  input  queue  is  discarded  if  the  input  steeam 
overflows. 

The  initial  input  control  value  is  BRKINT,  ICRNL,  IXON,  ISTRIP. 

Output  modes 

The  c_oflag  field  specifies  the  system  treatment  of  output: 

OPOST  0000001  Posqrrocess  output 

OLCUC  0000002  Map  lower  case  to  iqrper  on  ouq)ut 
ONLCR  0000004  Map  NL  to  CR-NL  on  output 
OCRNL  0000010  Map  CR  to  NL  on  ouqrut 
ONOCR  0000020  No  CR  ooq)ut  at  column  0. 

ONLRET  0000040  NL  performs  CR  function. 

OFILL  0000100  Use  fill  characters  for  delay. 

OFDEL  0000200  Fill  is  DEL,  else  NUL. 
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NLDLY 

0000400 

Select  new-line  delays: 

NLO 

0 

NLl 

0000400 

CRDLY 

0003000 

Select  carriage-return  delay: 

CRO 

0 

CRl 

0001000 

CR2 

0002000 

CR3 

0003000 

TABDLY 

0014000 

Select  horizontal-tab  delays: 

TABO 

0 

or  tab  expansion: 

TABl 

0004000 

TAB2 

0010000 

XTABS 

0014000 

Expand  tabs  to  spaces. 

BSDLY 

0020000 

Select  backspace  delays: 

BSO 

0 

BSl 

0020000 

VTDLY 

0040000 

Select  vertical-tab  delays: 

VTO 

0 

VTl 

0040000 

FFDLY 

0100000 

Select  form-feed  delays: 

FFO 

0 

FFl 

0100000 

If  OPOST  is  set,  output  charact^  are  post-processed  as  indicated  by  the  remaining  flags,  otherwise  charac¬ 
ters  are  transmitted  without  change. 

If  OLCUC  is  set,  a  lower-case  alj^abetic  charact^  is  transmitted  as  the  corresponding  upper-case  charac¬ 
ter.  This  function  is  often  used  in  conjunction  with  lUCLC. 

If  ONLCR  is  set,  the  NL  character  is  transmitted  as  the  CR-NL  charact^  pair.  If  OCRNL  is  set,  the  CR  char- 
act^  is  transmitted  as  the  NL  character.  If  ONOCR  is  set,  no  CR  charact^  is  transmitted  when  at  column  0 
(first  position).  If  ONLRET  is  set,  the  NL  character  is  assumed  to  do  the  carriage-return  function;  the 
column  pointer  will  be  set  to  0  and  the  delays  specified  for  CR  will  be  used.  Otherwise  the  NL  character  is 
assumed  to  do  just  the  line-feed  function;  the  column  pointer  will  remain  unchanged.  The  column  pointer 
is  also  set  to  0  if  the  CR  character  is  actually  transmitted. 

The  delay  bits  specify  how  long  transmission  stops  to  allow  for  mechanical  or  other  movement  when  cet- 
tain  characters  are  sent  to  the  terminal.  In  all  cases  a  value  of  0  indicates  no  delay.  If  OFILL  is  set,  fill 
characters  will  be  transmitted  fcv  delay  instead  of  a  timed  delay.  This  is  useful  for  high  baud  rate  terminals 
that  need  <Mily  a  minimal  delay.  If  OFDEL  is  set,  the  fill  character  is  DEL,  otherwise  NUL. 

If  a  fcwm-feed  or  vertical-tab  delay  is  specified,  it  lasts  for  about  2  seconds. 

New-line  delay  lasts  about  0.10  seconds.  If  ONLRET  is  set,  the  RETURN  delays  are  used  instead  of  the 
NEWLINE  delays.  If  OFILL  is  set,  two  fill  characters  will  be  transmitted. 

Carriage-return  delay  type  1  is  dependent  on  the  current  column  position,  type  2  is  about  0.10  seconds,  and 
type  3  is  about  0.15  seconds.  If  OFILL  is  set,  delay  type  1  transmits  two  fill  charact^,  and  type  2,  four  fill 
characters. 

Horizontal-tab  delay  t^  1  is  dependent  on  the  current  colunm  position.  Type  2  is  about  0.10  seconds. 
Type  3,  specified  by  TAB3  or  XTABS,  specifies  that  TAB  characters  are  to  be  expanded  into  SPACE  charac- 
tCTS.  If  OFELL  is  set,  two  fill  characters  will  be  transmitted  for  any  ^lay. 

Backspace  delay  lasts  about  0.05  seconds.  If  OFILL  is  set,  one  fill  character  will  be  transmitted. 

The  actual  delays  depend  on  line  speed  and  system  load. 
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The  initial  ou^ut  control  value  is  OPOST,  ONLCR,  XTABS. 

The  c_cflag  field  describes  the  hardware  control  of  the  tsminal: 


CBAUD 

0000017 

Baud  rate: 

BO 

0 

H^gup 

B50 

0000001 

50  baud 

B75 

0000002 

75  baud 

BllO 

0000003 

110  baud 

B134 

0000004 

134.5  baud 

B150 

0000005 

150  baud 

B200 

0000006 

200  baud 

B300 

0000007 

300  baud 

B600 

0000010 

6(X)baud 

B1200 

0000011 

1200  baud 

B1800 

0000012 

1800  baud 

B2400 

0000013 

2400  baud 

B4800 

0000014 

4800  baud 

B9600 

0000015 

9600  baud 

B19200 

0000016 

19200  baud 

B38400 

0000017 

38400  baud 

CSIZE 

0000060 

Charade  size: 

CSS 

0 

5  bits 

CS6 

0000020 

6  bits 

CS7 

0000040 

7  bits 

CSS 

0000060 

8  bits 

CSTOPB 

0000100 

Send  two  stq)  bits,  else  one. 

CREAD 

0000200 

Enable  receivCT. 

PARENB 

0000400 

Parity  enable. 

PARODD 

oooiodo 

Odd  parity,  else  even. 

HUPCL 

0002000 

Hang  up  on  last  close. 

CLOCAL 

0004000 

Local  line,  else  dial-up. 

CRTSCTS 

0010000 

Enable  RTS/CTS  flow  control. 

CIBAUD 

03600000  Input  baud  rate,  if  different  fixrni  output  rate. 

The  CBAUD  bits  specify  the  baud  rate.  The  zero  baud  rate,  BO,  is  used  to  hang  up  the  connection.  If  BO  is 
specified,  the  modern  control  lines  will  cea;w  to  be  assated.  Normally,  this  will  disconnect  the  line.  If  the 
OB AUD  bits  ate  not  zero,  they  specify  the  input  baud  rate,  with  die  CBAUD  bits  specifying  the  output  baud 
rate;  otherwise,  the  ouQiut  and  input  baud  rates  are  both  specified  by  the  CBAUD  bits.  The  values  for  the 
CIBAUD  bits  are  die  same  as  the  values  for  the  CBAUD  bits,  shifted  left  IBSHIFT  bits.  For  any  particular 
hardware,  impossible  speed  changes  are  ignored. 

The  CSIZE  bits  specify  the  character  size  in  bits  for  both  transmissicHi  and  reception.  This  size  does  not 
include  die  parity  bit,  if  any.  If  CSTOPB  is  set,  two  stop  bits  are  used,  otherwise  one  stop  bit.  For  example, 
at  1 10  baud,  two  stop  bits  are  required. 

If  PARENB  is  set,  parity  generation  and  detection  is  enabled  and  a  parity  bit  is  added  to  each  character.  If 
parity  is  enabled,  the  PARODD  flag  specifies  odd  parity  if  set,  otherwise  even  parity  is  used. 

If  CREAD  is  set,  the  receivCT  is  enabled.  Otherwise  no  characters  will  be  received. 

If  HUPCL  is  set,  the  modem  control  lines  for  die  port  will  be  disconnected  when  the  last  process  with  the 
line  open  closes  it  or  terminates. 

If  CLOCAL  is  set,  a  connection  does  not  depend  on  die  state  of  the  modem  status  lines.  Otherwise  modem 
cmitrol  is  assumed. 


1312 


Last  change:  26  February  1988 


Sun  Release  4.0 


TERMIO(4) 


DEVICES  AND  NETWORK  INTERFACES 


TERMIO(4) 


If  CRTSCTS  is  set,  and  the  tenninal  has  modem  control  lines  associated  with  it,  the  Request  To  Send  (RTS) 
modem  ccxitrol  line  will  be  raised,  and  output  will  occur  only  if  the  Clear  To  Send  (CTS)  modem  status  line 
is  raised.  If  the  CTS  modem  status  line  is  lowered,  cnitput  is  suspended  until  CTS  is  raised.  Some  hardware 
may  not  support  this  function,  and  other  hardware  may  not  permit  it  to  be  disabled;  in  either  of  these  cases, 
the  state  of  Ae  CRTSCTS  flag  is  ignored. 

The  initial  hardware  control  value  after  open  is  B9<>00,  CS7,  CREAD,  PARENB. 


Local  Modes 

The  c_lflag  field  of  the  argument  structure  is  used  by  the  line  discipline  to  control  terminal  functicms.  The 
basic  line  discipline  provides  the  following: 


ISIG 

0000001 

ICANON 

0000002 

XCASE 

0000004 

ECHO 

0000010 

ECHOE 

0000020 

ECHOK 

0000040 

ECHONL 

0000100 

NOFLSH 

0000200 

TOSTOP 

0000400 

ECHOCTL 

0001000 

ECHOPRT 

0002000 

ECHOKE 

0004000 

FLUSHO 

0040000 

PENDIN 

0100000 

Enable  signals. 

Canonical  input  (erase  and  kill  jvocessing). 
Canonical  upper/lower  presoitation. 

Enable  echo. 

Echo  erase  character  as  BS-SP-BS. 

Echo  NL  aft»  kill  char%;ter. 

Echo  NL. 

Disable  flush  after  interrupt  or  quit 
Send  SIGTTOU  for  background  output 
Echo  control  characters  as  ^char,  delete  as  "?. 

Echo  erase  character  as  character  erased. 

BS-SP-BS  erase  entire  line  on  line  kill. 

Output  is  being  flushed. 

Retype  pending  input  at  next  read  or  input  character. 


If  ISIG  is  set,  each  input  character  is  checked  against  the  special  coitrol  characters  INTR,  QUIT,  and  SUSP. 
If  an  input  diaracto*  matches  one  of  these  control  charact^,  the  function  associated  with  that  character  is 
performed.  If  ISIG  is  not  set,  no  checking  is  done.  Thus  these  special  input  functicns  are  possible  only  if 
ISIG  is  set. 


If  ICANON  is  set,  canonical  processing  is  enabled.  This  enables  the  erase,  word  erase,  kill,  and  reprint  edit 
functions,  and  the  assembly  of  input  characters  into  lines  delimited  by  NL,  EOF,  EOL,  and  EOL2.  If 
ICANON  is  not  set,  read  requests  are  satisfied  directly  from  the  input  queue.  A  read  will  not  be  satisfied 
until  at  least  MIN  characters  have  been  received  or  the  timeout  value  TIME  has  expired  between  charac¬ 
ters.  This  allows  fast  bursts  of  input  to  be  read  efficiently  while  still  allowing  single  character  input.  The 
time  value  represents  tenths  of  seconds.  See  the  N on-canonical  Mode  Input  Processing  section  for  mwe 
details. 


If  XCASE  is  set,  and  if  ICANON  is  set,  an  upper-case  letter  is  accepted  on  input  by  p-eceding  it  with  a  \ 
character,  and  is  output  preceded  by  a  \  character.  In  this  mode,  the  following  escape  sequences  are  gen¬ 
erated  on  output  and  accepted  on  input: 

for:  use: 

-  V 

I  \! 

r 

{  \( 

}  \) 

\  w 

For  example,  A  is  input  as  \a,  \n  as  \\n,  and  VN  as  \\\n. 

If  ECHO  is  set,  characters  are  echoed  as  received.  If  ECHO  is  not  set,  input  characters  are  not  echoed. 

If  ECHOCTL  is  not  set,  all  control  characters  (characters  with  codes  between  0  and  37  octal)  are  echoed  as 
themselves.  If  ECHOCTL  is  set,  all  control  characters  other  than  ASCII  TAB,  ASCII  NL,  the  START  charac- 
tCT,  and  the  STOP  character,  are  echoed  as  "X,  where  X  is  the  character  given  by  adding  100  octal  to  the 
ccHitrol  character’s  code  (so  that  the  character  with  octal  code  1  is  echoed  as  ‘"A’),  and  the  ASCII  DEL 
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character,  with  code  177  octal,  is  echoed  as 

When  ICANON  is  set,  the  following  echo  functions  are  possible: 

1.  If  ECHO  and  ECHOE  are  set,  and  ECHOPRT  is  not  set,  the  ERASE  and  WERASE  characters  are 
echoed  as  one  or  more  ASCII  BS  SP  BS,  which  will  clear  the  last  character(s)  from  a  CRT  screen. 

2.  If  ECHO  and  ECHOPRT  are  set,  the  first  ERASE  and  WERASE  character  in  a  sequence  echoes  as 
a  backslash  (\)  followed  by  the  characters  being  erased.  Subsequent  ERASE  and  WERASE  char- 
act^  echo  the  characters  being  erased,  in  reverse  order.  The  next  non-erase  character  types  a 
slash  (/)  before  it  is  echoed. 

3.  If  ECHOKE  is  set,  the  kill  character  is  echoed  by  casing  each  character  on  the  line  from  the 
screen  (using  the  mechanism  selected  by  ECHOE  and  ECHOPRT). 

4.  If  ECHOK  is  set,  and  ECHOKE  is  not  set,  the  NL  character  will  be  echoed  afto*  the  kill  character 
to  emphasize  that  the  line  will  be  deleted.  Note:  an  escape  character  (\)  or  an  LNEXT  character 
preceding  the  erase  or  kill  character  removes  any  special  function. 

5.  If  ECHONL  is  set,  the  NL  character  will  be  echoed  even  if  ECHO  is  not  set.  This  is  useful  for  ter¬ 
minals  set  to  local  echo  (so-called  half  duplex). 

6.  If  ECHOCTL  is  not  set,  the  EOF  character  is  not  echoed,  unless  it  is  escaped.  Because  EOT  is  the 
default  EOF  character,  this  prevents  t^minals  that  respond  to  EOT  from  hanging  up.  If 
ECHOCTL  is  set,  the  EOF  character  is  echoed;  if  it  is  not  escaped,  after  it  is  echoed,  one  back¬ 
space  character  is  output  if  it  is  echoed  as  itself,  and  two  backspace  characters  are  echoed  if  it  is 
echoed  as 

If  NOFLSH  is  set,  the  normal  flush  of  the  input  and  output  queues  associated  with  the  INTR,  QUIT,  and 
SUSP  characters  will  not  be  done. 

If  TOSTOP  is  set,  the  signal  SIGTTOU  is  sent  to  a  process  that  tries  to  write  to  its  controlling  terminal  if  it 
is  not  in  the  distinguished  process  group  for  that  terminal.  This  signal  normally  stops  the  process.  Other¬ 
wise,  the  ouq)ut  generated  by  that  process  is  output  to  the  current  output  stream.  Processes  that  are  block¬ 
ing  or  ignoring  SIGTTOU  signals  are  excepted  and  allowed  to  produce  output. 

If  FLUSHO  is  set,  data  written  to  the  terminal  will  be  discarded.  This  bit  is  set  when  the  FLUSH  character 
is  typed.  A  program  can  cancel  the  effect  of  typing  the  FLUSH  character  by  clearing  FLUSHO. 

If  PENDIN  is  set,  any  input  that  has  not  yet  been  read  will  be  reprinted  when  the  next  character  arrives  as 
input. 

The  initial  line-discipline  control  value  is  ISIG,  ICANON,  ECHO. 

Minimum  and  Timeout 

The  MIN  and  TIME  values  are  described  above  under  Non-canonical  Mode  Input  Processing.  The  initial 
value  of  MIN  is  1,  and  the  initial  value  of  TIME  is  0. 

Termio  Structure 

The  System  V  termio  structure  is  used  by  other  ioctl( )  calls;  it  is  defined  by  <sys/termio.h>  as: 

#define  NCC  8 
struct  termio  { 


unsigned 

short 

c_iflag; 

/♦  input  modes  */ 

unsigned 

short 

c__oflag; 

/*  output  modes  */ 

unsigned 

short 

c_cflag; 

/*  control  modes  */ 

unsigned 

short 

cjflag; 

/*  local  modes  */ 

char 

c_line; 

/*  line  discipline  ♦/ 

unsigned 

char 

c_cc[NCC]; 

/*  control  chars  */ 

}; 
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The  special  control  characters  are  (tefined  by  the  array  c_cc.  The  relative  positions  fo  each  function  are  as 
follows: 


0  VINTR 

1  VQUTT 

2  VERASE 

3  VKBLL 

4  VEOF 

5  VEOL 

6  VEOL2 

7  resaved 


The  calls  that  use  the  termio  structure  cndy  affect  the  flags  and  control  characters  that  can  be  stored  in  the 
termio  structure;  all  otha  flags  and  control  characters  aie  unaffected. 


Terminal  Size 

The  number  of  lines  and  columns  on  the  taminal’s  display  (or  page,  in  the  case  of  printing  terminals)  is 
specified  in  the  winsize  structure,  defined  by  <sys/termios.h>.  Sevaal  iocttO  system  calls  that  fetch  or 
change  these  parametas  use  this  structure: 


struct  winsize  { 

unsigned  short 
unsigned  short 
unsigned  short 
unsigned  short 

}; 


ws_row;  /*  rows,  in  characters  ♦/ 
ws_coI;  I*  columns,  in  characters  *! 
ws_xpixel;  /*  horizontal  size,  pixels  -  not  used  *! 
wsjKpixel;  /*  vertical  size,  pixels  •  not  used  *! 


Modem  Lines 

On  special  files  representing  serial  ports,  the  modem  control  lines  supported  by  the  hardware  can  be  read 
and  Ae  modem  status  lines  supported  by  the  hardware  can  be  changed.  The  following  modan  control  and 
status  lines  may  be  supported  by  a  device;  they  are  defined  by  <sys/termios  Ji>: 


HOCM^LE 

0001 

line  enable 

TIOCM_DTR 

0002 

data  terminal  ready 

TIOCM_RTS 

0004 

request  to  send 

TIOCM^ST 

0010 

secondary  transmit 

TIOCM^SR 

0020 

secondary  receive 

TIOCM~CTS 

0040 

clear  to  send 

TIOCM^CAR 

0100 

carrier  detect 

TIOCM^RNG 

0200 

ring 

TIOCM^DSR 

0400 

data  set  ready 

TIOCM_CD  is  a  synonym  for  TIOCM_CAR,  and  TIOCM_RI  is  a  synonym  for  TIOCM_RNG. 

Not  all  of  these  will  necessarily  be  supported  by  any  particular  device;  check  the  manual  page  fa  the  dev¬ 
ice  in  question. 


lOCTLS 

The  ioctlO  calls  supported  by  devices  and  STREAMS  modules  providing  the  termios  interface  are  listed 
below.  Some  calls  may  not  be  supported  by  all  devices  a  modules. 

Unless  otherwise  noted  for  a  specific  ioctl()  call,  these  fuiKtions  are  restricted  from  use  by  background 
processes.  Attempts  to  perform  these  calls  will  cause  the  process  group  of  the  process  performing  the  call 
to  be  sent  a  SIGTTOU  signal.  If  the  process  is  ignoring  SIGTTOU,  has  SIGTTOU  blocked,  or  is  in  the  mid¬ 
dle  of  process  creation  using  vfork(),  the  process  will  be  allowed  to  perform  the  call  and  the  SIGTTOU 
signal  will  not  be  sent. 

TCGETS  The  argument  is  a  pointer  to  a  termios  structure.  The  current  terminal  parameters  are 

fetched  and  stored  into  that  structure.  This  call  is  allowed  from  a  background  process; 
however,  the  information  may  subsequently  be  changed  by  a  foreground  process. 
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TCSETS 

TCSETSW 

TCSETSF 

TCGETA 

TCSETA 

TCSETAW 

TCSETAF 

TCSBRK 

TCXONC 

TCFLSH 

TIOCEXCL 

TIOCNXCL 

TIOCGPGRP 

TIOCSPGRP 


TIOCOUTQ 


The  argument  is  a  pointer  to  a  termios  structure.  The  current  terminal  parameters  are 
set  from  the  values  stored  in  that  structure.  The  change  is  immediate. 

The  argument  is  a  pointer  to  a  termios  structure.  The  current  terminal  parameters  are 
set  from  the  values  stored  in  that  structure.  The  change  occurs  after  all  characters 
queued  for  output  have  been  transmitted.  This  form  should  be  used  when  changing 
parameters  that  will  affect  output 

The  argument  is  a  pointer  to  a  termios  structure.  The  current  terminal  parameters  are 
set  from  the  values  stored  in  that  structure.  The  change  occurs  after  all  characters 
queued  for  output  have  been  transmitted;  all  characters  queued  for  input  are  di^arded 
and  then  the  change  occurs. 

The  argument  is  a  pointer  to  a  termio  structure.  The  current  terminal  parameters  are 
fetched,  and  those  parameters  that  can  be  stored  in  a  termio  structure  are  stored  into  that 
structure.  This  call  is  allowed  from  a  background  process;  however,  the  information 
may  subsequently  be  changed  by  a  foreground  process. 

The  argument  is  a  pointer  to  a  termio  structure.  Those  terminal  parameters  that  can  be 
stored  in  a  termio  structure  are  set  from  the  values  stored  in  that  structure.  The  change 
is  immediate. 

The  argument  is  a  pointer  to  a  termio  structure.  Those  terminal  parameters  that  can  be 
stored  in  a  termio  structure  are  set  from  the  values  stored  in  that  structure.  The  change 
occurs  after  all  characters  queued  for  output  have  been  transmitted.  This  form  should  be 
used  when  changing  parameters  that  will  affect  output. 

The  argument  is  a  pointer  to  a  termio  structure.  Those  terminal  parameters  that  can  be 
stored  in  a  termio  structure  are  set  from  the  values  stored  in  that  structure.  The  change 
occurs  after  all  characters  queued  for  output  have  been  transmitted;  all  characters 
queued  for  input  are  discarded  and  then  the  change  occurs. 

The  argument  is  an  int  value.  Wait  for  the  output  to  drain.  If  the  argument  is  0,  then 
send  a  break  (zero-valued  bits  for  0.25  seconds). 

Starl/stop  control.  The  argument  is  an  int  value.  If  the  argument  is  0,  suspend  output;  if 
1,  restart  suspended  output;  if  2,  suspend  input;  if  3,  restart  suspended  input. 

The  argument  is  an  int  value.  If  the  argument  is  0,  flush  the  input  queue;  if  1,  flush  the 
output  queue;  if  2,  flush  both  the  input  and  output  queues. 

The  argument  is  ignored.  Exclusive-use  mode  is  turned  on;  no  further  opens  are  permit¬ 
ted  until  the  file  has  been  closed,  or  a  TIOCNXCL  is  issued.  The  default  on  open  of  a 
terminal  file  is  that  exclusive  use  mode  is  off. 

The  argument  is  ignored.  Exclusive-use  mode  is  turned  off. 

The  argument  is  a  pointer  to  an  int.  Set  the  value  of  that  int  to  the  process  group  ID  of 
the  distinguished  process  group  associated  with  the  terminal.  This  call  is  allowed  from  a 
background  process;  however,  the  information  may  subsequently  be  changed  by  a  fore¬ 
ground  process. 

The  argument  is  a  pointer  to  an  int.  Associate  the  process  group  whose  process  group 
ID  is  specified  by  the  value  of  that  int  with  the  terminal.  The  new  process  group  value 
must  be  in  the  range  of  valid  process  group  ID  values,  or  it  must  be  zero  C‘no  process 
group”).  Otherwise,  the  error  EINVAL  is  returned.  If  any  processes  exist  with  a  process 
ID  or  process  ^oup  ID  that  is  the  same  as  the  new  process  group  value,  then  those 
processes  must  have  the  same  real  or  saved  user  ID  as  the  real  or  effective  user  ID  of  the 
calling  process  or  be  descendants  of  the  calling  process,  or  the  effective  user  ID  of  the 
current  process  must  be  super-user.  Otherwise,  the  error  EPERM  is  returned. 

The  argument  is  a  pointer  to  an  int.  Set  the  value  of  that  int  to  the  number  of  characters 
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in  the  output  stream  that  have  not  yet  been  sent  to  the  terminal.  This  call  is  allowed 
from  a  background  process. 

The  argument  is  a  pointer  to  a  char.  Pretend  that  that  character  had  been  received  as 
input 

The  aigumm  is  a  pointer  to  a  winsize  structure.  The  terminal  driver’s  notion  of  the  ter¬ 
minal  size  is  stored  into  that  structure.  This  call  is  allowed  from  a  background  process. 

The  argument  is  a  pointer  to  a  winsize  structure.  The  terminal  driver’s  notion  of  the  ter¬ 
minal  size  is  set  from  the  values  specified  in  that  structure.  If  the  new  sizes  are  different 
fiom  the  old  sizes,  a  SIGWINCH  signal  is  sent  to  the  [ffocess  group  of  the  terminal. 

The  argument  is  a  pointer  to  an  int  The  current  state  of  the  modem  status  lines  is 
fetched  and  stored  in  the  int  pointed  to  by  the  ailment.  This  call  is  allowed  from  a 
background  process. 

Ifie  argument  is  a  pointer  to  an  int  whose  value  is  a  mask  containing  modem  control 
lines  to  be  turned  on.  The  conttol  lines  whose  bits  are  set  in  the  argument  are  turned  on; 
no  other  control  lines  are  affected. 

noCMBIC  The  argument  is  a  pointer  to  an  int  whose  value  is  a  mask  containing  modem  control 
lines  to  be  turned  off.  The  control  lines  whose  bits  are  set  in  the  argument  are  turned 
off;  no  other  control  lines  are  affected. 

TIOCMSET  The  argument  is  a  pointer  to  an  int  containing  a  new  set  of  modem  control  lines.  The 
modem  control  lines  are  turned  on  or  off,  depending  on  whether  the  bit  for  that  mode  is 
set  or  clear. 

SEE  ALSO 

csh(l),  stty(lV),  fork(2),  ioctl(2),  open(2V),  read(2V),  setpgrp(2V),  slgvec(2),  vfork(2),  tty(4),  getty(8) 


TTOCSTI 

TIOCGWINSZ 

TIOCSWINSZ 

TIOCMGET 

TIOCMBIS 
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NAME 

tm  -  tapemast^  1/2  inch  drive 

CONFIG  —  SlIN-3  SYSTEM 

controller  tmO  at  vmel6dl6  ?  csr  OxaO  priority  3  vector  tmintr  0x60 
ccmtroOer  tml  at  vniel6dl6  ?  csr  0xa2  priority  3  vector  tmintr  0x61 
tape  mtO  at  tmO  drive  0  flags  1 
tape  mtO  at  tml  drive  0  flags  1 

CONFIG  —  SUN-2  SYSTEM 

cmitroller  tmO  at  mbio  ?  csr  OxaO  priority  3 

controller  tmO  at  vmel6  ?  csr  OxaO  priority  3  vector  tmintr  0x60 

controfler  tml  at  mbio  ?  csr  0xa2  priority  3 

ctmtroUer  tml  at  vmel6  ?  csr  0xa2  priority  3  vector  tmintr  0x61 

tape  mtO  at  tmO  drive  0  flags  1 

tape  mtO  at  tml  drive  0  flags  1 

DESCRIPTION 

The  T^masler  tape  controU^  controls  Pertec-interface  1/2”  tt^w  drives  such  as  the  CDC  Keystone,  pro¬ 
viding  a  standard  tape  interface  to  the  device,  see  mtio<4). 

SEE  ALSO 

mt(l),  tar(l),  ar(4S),  mtio(4) 

DIAGNOSTICS 

tmre  :  no  response  fk'om  ctir. 
tm« ;  error  n  during  config. 
mtn  :  not  online, 
mtn  :  no  write  ring. 

tmgo:  gate  wasn’t  open.  Controller  lost  synch. 

tmintr:  can’t  clear  interrupts. 

tmn  :  stray  interrupts. 

mtn :  hard  error  hn=n  er=%x. 

mtn  :  lost  interrupt. 

BUGS 

The  Tapemaster  controller  does  not  provide  for  b3de-swapping  and  the  resultant  system  overhead  prevents 
streaming  transports  from  streaming. 

If  a  non-data  mor  is  encountered  on  non-raw  t^,  it  refuses  to  do  anything  more  until  closed. 

The  system  should  remember  which  controlling  tominal  has  the  tape  drive  open  and  write  error  messages 
to  that  terminal  rather  than  on  die  console. 
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NAME 

ttcompat  —  V7  and  4BSD  STREAMS  compatibility  module 

CONFIG 

None;  included  by  default. 

SYNOPSIS 

#mclude  <sys/stream.h> 

#include  <sys/stropt.h> 

ioctI(fd,  I_PUSH,  "ttcompat”); 

DESCRIPTION 

ttcompat  is  a  STREAMS  module  that  translates  the  iocti  calls  supported  by  the  older  Version  7  and  4BSD 
terminal  drivers  into  the  iocti  calls  supported  by  the  termio(4)  interface.  All  other  messages  pass  through 
this  module  unchanged;  the  behavior  of  read  and  write  calls  is  unchanged,  as  is  the  behavior  of  iocti  calls 
other  than  the  ones  supported  by  ttcompat. 

Normally,  this  module  is  automatically  pushed  onto  a  stream  when  a  terminal  device  is  opened;  it  does  not 
have  to  be  explicitly  pushed  onto  a  stream.  This  module  requires  that  the  termio  interface  be  supported  by 
the  modules  and  driver  downstream.  The  TCGETS,  TCSETS,  and  TCSETSF  iocti  calls  must  be  supported; 
if  any  information  set  or  fetched  by  those  iocti  calls  is  not  supported  by  the  modules  and  driver  down¬ 
stream,  some  of  the  V7/4BSD  functions  may  not  be  supported.  For  example,  if  the  CBAUD  bits  in  the 
c_cflag  fleld  are  not  supported,  the  functions  provided  by  the  sg_ispeed  and  sg_ospeed  fields  of  the  sgttyb 
structure  (see  below)  will  not  be  supported.  If  the  TCFLSH  iocti  is  not  supported,  the  function  provided  by 
the  TIOCFLUSH  iocti  will  not  be  supported.  If  the  TCXONC  iocti  is  not  supported,  the  functions  provided 
by  the  TIOCSTOP  and  TIOCSTART  iocti  calls  will  not  be  supported.  If  the  TIOCMBIS  and  TIOCMBIC 
iocti  calls  are  not  supported,  the  functions  provided  by  the  TIOCSDTR  and  TIOCCDTR  iocti  calls  will  not 
be  supported. 

The  basic  iocti  calls  use  the  sgttyb  structure  defined  by  <sys/ioctl.h>: 
struct  sgttyb  { 

char  sg_ispeed; 
char  sg_ospeed; 
char  sg_erase; 
char  sg_kill; 
short  sg_flags; 

}; 

The  sg_ispeed  and  sg^ospeed  fields  describe  the  input  and  output  speeds  of  the  device,  and  reflect  the 
values  in  the  c_cflag  field  of  the  termio  structure.  The  sg_erase  and  sg_kill  fields  of  the  argument  struc¬ 
ture  specify  the  erase  and  kill  characters  respectively,  and  reflect  the  values  in  the  VERASE  and  VKILL 
members  of  the  c_cc  field  of  the  termio  structure. 

The  sg_flags  field  of  the  argument  structure  contains  several  flags  that  determine  the  system’s  treatment  of 
the  terminal.  They  are  mapped  into  flags  in  fields  of  the  terminal  state,  represented  by  the  termio  structure. 

Delay  type  0  is  always  mapped  into  the  equivalent  delay  type  0  in  the  c_oflag  field  of  the  termio  structure. 
Other  delay  mappings  are  performed  as  follows; 


sg_flags 

c_oflag 

BSl 

BSl 

FFl 

VTl 

CRl 

CR2 

CR2 

CR3 

CR3 

not  supported 

TABl 

TABl 

TAB2 

TAB2 

XTABS 

TAB3 
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NLl  ONLRETICRl 

NL2  NLl 

If  previous  TIOCLSET  or  TIOCLBIS  ioctl  calls  have  not  selected  UTOUT  or  PASS8  mode,  and  if  RAW 
mode  is  not  selected,  the  ISTRIP  flag  is  set  in  the  c_iflag  field  of  the  termio  structure,  and  the  EVENP  and 
ODDP  flags  control  the  parity  of  characters  sent  to  the  terminal  and  accepted  from  the  terminal: 

0  Parity  is  not  to  be  generated  on  ou^ut  or  checked  on  input;  the  character  size  is  set  to  CSS 

and  die  PARENB  flag  is  cleared  in  the  c_cflag  field  of  die  termio  structure. 

EVENP  Even  parity  characters  are.  to  be  generated  on  output  and  accepted  on  input;  the  INPCK  flag 
is  set  in  the  c_iflag  field  of  the  termio  structure,  the  character  size  is  set  to  CS7  and  tte 
PARENB  flag  is  set  in  the  c_cflag  field  of  the  termio  structure. 

ODDP  Odd  parity  characters  are  to  be  generated  on  output  and  accepted  on  input;  the  INPCK  flag  is 

set  in  the  c_iflag  field,  the  character  size  is  set  to  CS7  and  the  PARENB  and  PARODD  flags 
are  set  in  the  c_cflag  field  of  the  termio  structure. 

EVENP  I  ODDP 

Even  parity  characters  are  to  be  generated  on  output  and  chariK^ters  of  either  parity  are  to  be 
accepted  on  input;  the  INPCK  flag  is  cleared  in  the  cjflag  field,  the  character  size  is  set  to 
CS7  and  the  PARENB  flag  is  set  in  the  c_cflag  field  of  the  termio  structure. 

The  RAW  flag  disables  all  ouqiut  processing  (the  OPOST  flag  in  the  c_oflag  field,  and  the  XCASE  flag  in 
the  c_lflag  field,  are  cleared  in  the  termio  structure)  and  input  processing  (all  flags  in  the  c_iflag  field  other 
than  the  IXOFF  and  IXANY  flags  are  cleared  in  the  termio  structure).  8  bits  of  data,  with  no  parity  bit,  are 
accepted  on  input  and  generated  on  ouQiut;  the  character  size  is  set  to  CSS  and  the  PARENB  and  PARODD 
flags  are  cleared  in  the  c_cflag  field  of  the  termio  structure.  The  signal-generating  and  line-editing  control 
characters  are  disabled  by  clearing  the  ISIG  and  ICANON  flags  in  the  cjflag  field  of  the  termio  structure. 

The  CRMOD  flag  turn  input  RETURN  characters  into  NEWLINE  characters,  and  output  and  echoed  NEW- 
LINE  characters  to  be  output  as  a  RETURN  followed  by  a  LINEFEED.  The  ICRNL  flag  in  the  cjflag  field, 
and  the  OPOST  and  ONLCR  flags  in  the  c_oflag  field,  are  set  in  the  termio  structure. 

The  LCASE  flag  maps  upper-case  letters  in  the  ASCII  character  set  to  their  lower-case  equivalents  on  input 
(the  lUCLC  flag  is  set  in  the  cjflag  field),  and  maps  lower-case  letters  in  the  ASCII  character  set  to  their 
uppa'-case  equivalents  on  output  (the  OLCUC  flag  is  set  in  the  c_oflag  field).  Escape  sequences  are 
accepted  on  input,  and  generated  on  output,  to  handle  certain  ASCII  characters  not  supported  by  older  ter¬ 
minals  (the  XCASE  flag  is  set  in  the  cjflag  field). 

Other  flags  are  directly  mapped  to  flags  in  the  termio  structure: 

sg_flags  flags  in  termio  structure 

CBREAK  complement  of  ICANON  in  cjflag  field 

ECHO  ECHO  in  cjflag  field 

TANDEM  IXOFF  in  cjflag  field 

Another  structure  associated  with  each  terminal  specifies  characters  that  are  special  in  both  the  old  Version 
7  and  the  newer  4BSD  terminal  interfaces.  The  following  structure  is  defined  by  <sys/ioctLh>: 
struct  tcbars  { 


char 

t_intrc; 

/*  interrupt  */ 

char 

t_quitc; 

h  quit  *! 

char 

t_startc; 

1*  start  output  ♦/ 

char 

t_stopc; 

/*  stop  output  ♦/ 

char 

t_eofc; 

1*  end-of-file  */ 

char 

t_brkc; 

/*  input  delimiter  (like  nl)  */ 
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The  characters  are  mapped  to  members  of  the  c_cc  field  of  the  termio  stmcture  as  follows: 

tchars  c_cc  index 

t_intrc  VINTR 

t_qultc  VQIRT 

t_startc  VSTART 

Tstopc  VSTOP 

t_eofc  VEOF 

t_brkc  VEOL 

Also  associated  with  each  terminal  is  a  local  flag  word,  specifying  flags  supported  by  the  new  4BSX>  termi¬ 
nal  interface.  Most  of  these  flags  are  directly  mapped  m  flags  in  the  termio  structure: 

local  fl^s  flags  in  termio  structure 

LCRTBS  not  supported 

LPRTERA  ECHOPRT  in  the  cjflag  field 

LCRTERA  ECHOE  in  the  cjflag  field 

LTILDE  not  supported 

LTOSTOP  TOSTOP  in  the  cjflag  field 
LFLUSHO  FLUSHO  in  the  cjflag  field 
LNOHANG  CLOCAL  in  the  c_cflag  field 
LCRTKIL  ECHOKE  in  the  c_lflag  field 
LCTLECH  CTLECH  in  the  cjflag  field 
LPENDIN  PENDIN  in  the  cjflag  field 
LDECCTQ  complement  of  IX ANY  in  the  cjflag  field 

LNOFLSH  NOFLSH  in  the  cjflag  field 

Another  structure  associated  with  each  terminal  is  the  Itchars  stmcture  which  defines  control  characters  for 
the  new  4BSD  terminal  interface.  Its  stmcture  is: 
struct  Itchars  { 


char 

t_suspc; 

!*  stop  process  signal  *! 

char 

t_dsuspc; 

1*  delayed  stop  process  signal  */ 

char 

t_rprntc; 

I*  reprint  line  */ 

char 

t_flushc; 

/*  flush  output  (toggles)  */ 

char 

t_werasc; 

1*  word  erase  */ 

char 

tjnextc; 

/*  literal  next  character  */ 

}; 

The  characters  are  mapped  to  members  of  the  c_cc  field  of  the  termio  stmcture  as  follows: 

Itchars  c_cc  index 

t_suspc  VSUSP 

t_dsuspc  VDSUSP 

t_rprntc  VREPRINT 

t_flushc  VDISCARD 

t_werasc  VWERASE 

Tlnextc  VLNEXT 

lOCTLS 

ttcompat  responds  to  the  following  iocti  calls.  All  others  are  passed  to  the  module  below. 

TIOCGETP  The  argument  is  a  pointer  to  an  sgttyb  stmcture.  The  current  terminal  state  is  fetched;  the 
appropriate  characters  in  the  terminal  state  are  stored  in  that  stmcture,  as  are  the  input  and 
output  speeds.  The  values  of  the  flags  in  the  sg_flags  field  are  derived  from  the  flags  in  the 
terminal  state  and  stored  in  the  stmcture. 
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TIOCSETP 


TIOCSETN 


TIOCHPCL 

TIOCFLUSH 


TIOCSBRK 

TIOCCBRK 

TIOCSDTR 

TIOCCDTR 

TIOCSTOP 

TIOCSTART 

TIOCGETC 

TIOCSETC 

TIOCLGET 


TIOCLBIS 


TIOCLBIC 


TIOCLSET 

TIOCGLTC 

TIOCSLTC 


The  argument  is  a  pointer  to  an  sgttyb  structure.  The  appropriate  characters  and  input  and 
output  speeds  in  the  terminal  state  are  set  from  the  values  in  that  structure,  and  the  flags  in 
the  terminal  state  are  set  to  match  the  values  of  the  flags  in  the  sg_flags  field  of  that  struc¬ 
ture.  The  state  is  changed  with  a  TCSETSF  ioctly  so  that  the  interface  delays  until  ou4)ut  is 
quiescent,  then  throws  away  any  unread  characters,  before  changing  the  modes. 

The  argument  is  a  pointer  to  an  sgttyb  structure.  The  terminal  state  is  changed  as 
TIOCSETP  would  change  it,  but  a  TCSETS  ioctl  is  used,  so  that  the  interface  neither  delays 
nor  discards  input. 


The  argument  is  ignored.  The  HUPCL  flag  is  set  in  the  c_cflag  word  of  the  terminal  state. 


The  argument  is  a  pointer  to  an  int  variable.  If  its  value  is  zero,  all  characters  waiting  in 
input  or  output  queues  are  flushed.  Otherwise,  the  value  of  the  int  is  treated  as  the  logical 
OR  of  the  FREAD  and  FWRITE  flags  defined  by  <sys/file.h>;  if  the  FREAD  bit  is  set,  all 
characters  waiting  in  input  queues  are  flushed,  and  if  the  FWRITE  bit  is  set,  all  characters 
waiting  in  output  queues  are  flushed. 

The  argument  is  ignored.  The  break  bit  is  set  for  the  device. 

The  argument  is  ignored.  The  break  bit  is  cleared  for  the  device. 

The  argument  is  ignored.  The  Data  Terminal  Ready  bit  is  set  for  the  device. 

The  argument  is  ignored.  The  Data  Terminal  Ready  bit  is  cleared  for  the  device. 


The  argument  is  ignored.  Output  is  stopped  as  if  the  STOP  character  had  been  typed. 
The  argument  is  ignored.  Ouq)ut  is  restarted  as  if  the  START  character  had  been  typed. 


The  argument  is  a  pointer  to  an  tchars  structure.  The  current  terminal  state  is  fetched,  and 
the  appropriate  characters  in  the  terminal  state  are  stored  in  that  structure. 

The  argument  is  a  pointer  to  an  tchars  structure.  The  values  of  the  appropriate  characters  in 
the  terminal  state  are  set  from  the  characters  in  that  structure. 


The  argument  is  a  pointer  to  an  int.  The  current  terminal  state  is  fetched,  and  the  values  of 
the  local  flags  are  derived  from  the  flags  in  the  terminal  state  and  stored  in  the  int  pointed  to 
by  the  argument. 

The  argument  is  a  pointer  to  an  int  whose  value  is  a  mask  containing  flags  to  be  set  in  the 
local  flags  word.  The  current  terminal  state  is  fetched,  and  the  values  of  the  local  flags  are 
derived  from  the  flags  in  the  terminal  state;  the  specified  flags  are  set,  and  the  flags  in  the 
terminal  state  are  set  to  match  the  new  value  of  the  local  flags  word. 

The  argument  is  a  pointer  to  an  int  whose  value  is  a  mask  containing  flags  to  be  cleared  in 
the  local  flags  word.  The  current  terminal  state  is  fetched,  and  the  values  of  the  local  flags 
are  derived  from  the  flags  in  the  terminal  state;  the  specified  flags  are  cleared,  and  the  flags 
in  the  terminal  state  are  set  to  match  the  new  value  of  the  local  flags  word. 

The  argument  is  a  pointer  to  an  int  containing  a  new  set  of  local  flags.  The  flags  in  the  ter¬ 
minal  state  are  set  to  match  the  new  value  of  the  local  flags  word. 

The  argument  is  a  pointer  to  an  Itchars  structure.  The  values  of  the  appropriate  characters 
in  the  terminal  state  are  stored  in  that  structure. 

The  argument  is  a  pointer  to  an  Itchars  structure.  The  values  of  the  appropriate  characters 
in  the  terminal  state  are  set  from  the  characters  in  that  structure. 


SEE  ALSO 

ioctI(2),  termio(4) 
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NAME 

tty  -  controlling  terminal  interface 
DESCRIPTION 

The  file  /dev/tty  is,  in  each  process,  a  synonym  fm*  the  controlling  terminal  of  that  process,  if  any.  It  is  use¬ 
ful  for  programs  or  shell  sequences  that  wish  to  be  sure  of  writing  messages  on  the  terminal  no  matter  how 
output  has  been  redirected.  It  can  also  be  used  for  programs  that  demand  the  name  of  a  file  for  ouqnit, 
when  typed  output  is  desired  and  it  is  tiresome  to  find  out  what  terminal  is  currently  in  use. 

lOCTLS 

In  addition  to  the  ioctls  supported  by  the  device  that  tty  refers  to,  the  following  ioctl  is  siqjported: 

noCNOTTY  Detach  the  current  process  from  its  controlling  terminal,  and  remove  it  from  its  current  pro¬ 
cess  group,  without  attaching  it  to  a  new  px}cess  group  (that  is,  set  its  process  group  ID  to 
zero).  This  ioctl  call  only  works  on  file  descriptors  connected  to  /dev/tty;  this  is  used  by 
daemon  processes  when  they  are  invoked  by  a  us^  at  a  terminal.  The  process  attempts  to 
opoi  /dev/tty;  if  the  open  succeeds,  it  detaches  itself  from  the  t^minal  by  using 
TIOCNOTTY,  while  if  the  open  fails,  it  is  obviously  not  attached  to  a  terminal  and  does  not 
need  to  detach  itself. 


FILES 

/dev/tty 

SEE  ALSO 

termio(4) 
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NAME 

udp  -  Internet  User  Datagram  Protocol 
SYNOPSIS 

#include  <sys/socket*h> 

#include  <netmet/in.h> 


s  =  socket(AFJNET,  SOCK_,DGRAM,  0); 

DESCRIPTION 

UDP  is  a  simple,  unreliable  datagram  protocol  which  is  used  to  support  the  SOCK^DGRAM  abstraction  for 
the  Internet  protocol  family.  It  is  layered  directly  above  the  Internet  Protocol  (IP).  UDP  sockets  are  con¬ 
nectionless,  and  are  normally  used  with  the  sendto,  sendmsg,  recvfrom,  and  recvmsg  system  calls  (see 
send(2)  and  recv(2)).  If  the  connect(2)  system  call  is  used  to  fix  the  destination  for  future  packets,  then 
the  recv(2)  or  read(2V)  and  send(2)  or  write(2V)  system  calls  may  be  used. 

UDP  address  formats  are  identical  to  those  used  by  the  Transmission  Control  Protocol  (TCP).  Like  TCP, 
UDP  uses  a  port  number  along  with  an  IP  address  to  identify  the  endpoint  of  communication.  Note:  the 
UDP  port  number  space  is  separate  from  the  TCP  port  number  space  (that  is,  a  UDP  port  may  not  be  “con¬ 
nected”  to  a  TCP  port).  The  bind(2)  system  call  can  be  used  to  set  the  local  address  and  port  number  of  a 
UDP  socket.  The  local  IP  address  may  be  left  unspecified  in  the  bind  call  by  using  Ae  special  value 
INADDR_ANY.  If  the  bind  call  is  not  done,  a  local  IP  address  and  port  number  will  be  assigned  to  each 
packet  as  it  is  sent.  Broadcast  packets  may  be  sent  (assuming  the  underlying  network  supports  this)  by 
using  a  reserved  “broadcast  address”;  this  address  is  network  interface  dependent.  Broadcasts  may  only 
be  sent  by  the  super-user. 

Options  at  the  IP  level  may  be  used  with  UDP;  see  ip(4P). 

There  are  a  variety  of  ways  that  a  UDP  packet  can  be  lost  or  discarded,  including  a  failure  of  the  underlying 
communication  mechanism.  UDP  implements  a  checksum  over  the  data  portion  of  the  packet.  If  the 
checksum  of  a  received  packet  is  in  error,  the  packet  will  be  dropped  with  no  indication  given  to  the  user. 
A  queue  of  received  packets  is  provided  for  each  UDP  socket.  Tliis  queue  has  a  limited  capacity.  Arriving 
datagrams  which  will  not  fit  within  its  high-water  capacity  are  silently  discarded. 

UDP  processes  Internet  Control  Message  Protocol  (ICMP)  error  messages  received  in  response  to  UDP 
packets  it  has  sent  See  icmp(4P).  ICMP  “source  quench”  messages  are  ignored.  ICMP  “destination 
unreachable,”  “time  exceeded”  and  “parameter  problem”  messages  disconnect  the  socket  from  its  peer  so 
that  subsequent  attempts  to  send  packets  using  that  socket  will  return  an  error,  UDP  will  not  guarantee  that 
packets  are  delivered  in  the  order  they  were  sent.  As  well,  duplicate  packets  may  be  generated  in  the  com¬ 
munication  process. 


ERRORS 

A  socket  operation  may  fail  if: 


EISCONN 

EISCONN 

ENOTCONN 

EADDRINUSE 

EADDRNOTAVAIL 


A  connect  operation  was  attempted  on  a  socket  on  which  a  connect  operation  had 
already  been  performed,  and  the  socket  could  not  be  successfully  disconnected 
before  making  the  new  connection. 

A  sendto  or  sendmsg  operation  specifying  an  address  to  which  the  message 
should  be  sent  was  attempted  on  a  socket  on  which  a  connect  operation  had 
already  been  performed. 

A  send  or  write  operation,  or  a  sendto  or  sendmsg  operation  not  specifying  an 
address  to  which  the  message  should  be  sent,  was  attempted  on  a  socket  on  which 
a  connect  operation  had  not  already  been  performed. 

A  bind  operation  was  attempted  on  a  socket  with  a  network  address/port  pair  that 
has  already  been  bound  to  another  socket. 

A  bind  operation  was  attempted  on  a  socket  with  a  network  address  for  which  no 
network  interface  exists. 
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EINVAL  A  sendmsg  operation  with  a  non-NULL  nisg_accrights  was  attempted. 

EACCES  A  bind  operation  was  attempted  with  a  “reserved”  port  number  and  the  effective 

user  ID  of  the  process  was  not  super-user. 

ENOBUFS  The  system  ran  out  of  memory  for  internal  data  structures. 

SEE  ALSO 

bind(2),  connect(2),  read(2V),  recv(2),  send(2),  write(2V),  icmp(4P),  inet(4F),  ip(4P),  tcp(4P) 

Postel,  Jon,  User  Datagram  Protocol,  RFC  768,  Network  Information  Center,  SRI  International,  Menlo 
Park,  Calif.,  August  1980.  (Sun  800-1054-01) 

BUGS 

SIOCSHIWAT  and  SIOCGHIWAT  ioctl’s  to  set  and  get  the  high  water  mark  for  the  socket  queue,  and  so 
that  it  can  be  changed  from  2048  bytes  to  be  larger  or  smaller,  have  been  defined  (in  <sys/ioctl.h>)  but  not 
implemented. 

Something  sensible  should  be  done  with  ICMP  source  quench  error  messages  if  the  socket  is  bound  to  a 
peer  socket 
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NAME 

vp  -  Ikon  10071-5  Versatec  parallel  printo'  interface 

CONFIG  —  SUN-2  SYSTEM 

device  vpO  at  mbio  ?  csr 

DESCRIPTION 

This  Sun  interface  to  the  Versatec  print^^lotta  is  supported  by  the  Ikon  parallel  interface  board,  a  word 
DMA  device,  which  is  output  oidy. 

The  Versatec  is  normally  handled  by  the  line  printer  spooling  system  and  should  not  be  accessed  by  tte 
user  directly. 

Opening  the  device  /dev/vpO  may  yield  one  of  two  errors:  ENXIO  indicates  that  the  device  is  already  in 
use;  EIO  indicates  that  the  device  is  offline. 

The  prints  operates  in  either  print  or  plot  mode.  To  set  the  printer  into  plot  mode  you  should  include 
<vcmd  Ji>  and  use  the  ioctl(2)  call 

iocfl(f,  VSETSTATE,  plotmd); 
whoe  plotmd  is  defined  to  be 

int  plotmdr  ]  ==  {  VPLOT,  0, 0  }; 

When  going  back  into  print  mode  fiom  plot  mode  you  normally  eject  paper  by  sending  it  an  EOT  after  put¬ 
ting  into  print  mode: 

int  prtmd[  ]  =  {  VPRINT,  0, 0  }; 

•  «  •  -  - 

flGlush  (vp); 
f  =  fileno(vp); 

ioctl(f,  VSETSTATE,  prtmd); 
write(f,  “\04”,  1); 

FILES 

/dev/vpO 

SEE  ALSO 

ioctl(2) 

BUGS 

If  you  use  the  standard  I/O  library  on  the  Vasatec,  be  sure  to  explicitly  set  a  buffer  using  setbirf,  since  the 
library  will  not  use  buffered  output  by  default,  and  will  run  very  slowly. 

Writes  must  start  on  even  byte  boundaries  and  be  an  even  number  of  bytes  in  length. 
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NAME 

vpc  -  Systech  VPC-2200  V^satec  printer/plotler  and  Centronics  printer  inter£ace 

CONFIG  —  SUN-2  SYSTEM 

device  vpcO  at  mbio  ?  csr  0x480  priority  2 
device  vpcl  at  mbio  ?  csr  0x500  priority  2 

DESCRIPnON 

This  Sun  interface  to  the  Versatec  printer/plotter  and  to  Centronics  printers  is  supported  by  the  Systech 
parallel  interface  board,  an  output-only  byte-wide  DMA  device.  The  device  has  one  channel  for  Versatec 
devices  and  one  channel  for  Centronics  devices,  with  an  optional  long  lines  interface  for  Versatec  devices. 

Devices  attached  to  this  interface  are  normally  handled  by  the  line  printer  spooling  system  and  should  not 
be  accessed  by  the  user  directly. 

Opting  the  device  /dev/vpcO  or  /dev/lpO  may  yield  one  of  two  errors:  ENXIO  indicates  that  the  device  is 
already  in  use;  EIO  indicates  that  the  device  is  offline. 

The  Versatec  printer/plotter  operates  in  eitha  print  or  plot  mode.  To  set  the  printer  into  plot  mode  you 
should  include  <vcmd.h>  and  use  the  ioctl(2)  call: 

ioctl(f,  VSETSTATE,  plotmd); 

where  plotmd  is  defined  to  be 

int  plotmd[  ]  =  {  VPLOT,  0, 0  }; 

When  going  back  into  print  mode  from  plot  mode  you  normally  eject  paper  by  sending  it  an  EOT  after  put¬ 
ting  into  print  mode: 

int  prtmd[  ]  =  {  VPRINT,  0, 0  }; 

fflush  (vpc); 
f  =  fUeno(vpc); 
ioctl(f,  VSETSTATE,  prtmd); 
write(f,  “\04”,  1); 

FILES 

/dev/vpcO 

/dev/lpO 

SEE  ALSO 

ioctI(2) 

BUGS 

If  you  use  the  standard  I/O  library  on  the  Versatec,  be  sure  to  explicitly  set  a  buffer  using  setbuf,  since  the 
library  will  not  use  buffered  output  by  default,  and  will  run  very  slowly. 
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NAME 

win  -  Sun  window  system 

CONFIG 

pseudo-device  •wimumber 
pseudo-device  dtopnumber 

DESCRIPTION 

The  win  pseudo-device  accesses  the  system  driv^  supporting  tte  Sun  window  system,  number,  in  the 
device  description  line  above,  indicates  the  maximum  numba  of  windows  supported  by  the  system. 
number  is  set  to  128  in  the  GENERIC  system  configuration  file  used  to  generate  the  kernel  used  in  Sun  sys¬ 
tems  as  they  are  shipped.  The  dtop  pseudo-device  line  indicates  the  number  of  s^arate  “desktops” 
(frame  buffers)  that  can  be  actively  running  the  Sun  window  system  at  once,  fri  the  GENERIC  file,  this 
number  is  set  to  4. 

Each  window  in  the  system  is  represented  by  a  /dev/win’*’  device.  Hie  windows  are  organized  as  a  tree 
with  windows  being  subwindows  of  their  parents,  and  covoing/coveied  by  their  siblings.  Each  window 
has  a  position  in  the  tree,  a  position  on  a  display  screen,  an  input  queue,  and  information  telling  what  parts 
of  it  are  exposed. 

The  window  drivo-  multiplexes  keyboard  and  mouse  input  among  the  several  windows,  tracks  the  mouse 
with  a  cursor  on  the  screen,  provides  each  window  access  to  infcxmation  about  what  parts  of  it  are  exposed, 
and  notifies  the  manager  process  for  a  window  when  the  exposed  area  of  the  window  changes  so  that  the 
winA)w  may  repair  its  display. 

Full  information  on  the  window  system  functions  is  given  in  the  SmView  1  System  Programmer's  Guide. 

FILES 

/dev/wm[0-91 

/dev/win[0-9][0-9] 

SEE  ALSO 

SunView  1  System  Programmer’s  Guide 
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NAME 

xd  -  Disk  drivCT  for  Xylogics  7053  SMD  Didc  Controller 
CONFIG  —  SUN-3  SYSTEM 

controUer  xdcO  at  Tmel6d32  ?  csr  OxeeSO  priority  2  vector  xdintr  0x44 

controller  xdcl  at  vmel6d32  ?  csr  0xee90  priority  2  vector  xdintr  0x45 

controller  xdc2  at  vmel6d32  ?  csr  OxeeaO  priority  2  vector  xdintr  0x46 

controller  xdc3  at  vniel6d32  ?  csr  OxeebO  priority  2  vector  xdintr  0x47 

disk  xdO  at  xdcO  drive  0 

disk  xdl  at  xdcO  drive  1 

disk  xd2  at  xdcO  drive  2 

disk  xd3  at  xdcO  drive  3 

disk  xd4  at  xdcl  drive  0 

disk  xd5  at  xdcl  drive  1 

disk  xd6  at  xdcl  drive  2 

disk  xd7  at  xdcl  drive  3 

disk  xd8  at  xdc2  drive  0 

disk  xd9  at  xdc2  drive  1 

disk  xdlO  at  xdc2  drive  2 

disk  xdll  at  xdc2  drive  3 

disk  xdl2  at  xdc3  drive  0 

disk  xdl3  at  xdc3  drive  1 

disk  xdl4  at  xdc3  drive  2 

disk  xdl5  at  xdc3  drive  3 

The  four  controUer  lines  given  in  the  synopsis  section  above  specify  the  first,  second,  third,  and  fourth 
Xylogics  7053  SMD  disk  controllCT  in  a  Sun  system. 

DESCRIPTION 

Files  with  mincx  device  numbers  0  through  7  refer  to  various  portions  of  drive  0;  minor  devices  8  through 
15  refer  to  drive  1,  and  so  on.  The  standard  device  names  begin  with  xd  followed  by  the  drive  number  and 
tlKn  a  letter  a-h  for  partitions  0-7  respectively.  The  charactCT  ?  stands  here  for  a  drive  number  in  the  range 
0-7. 

The  block  files  access  the  disk  using  the  system’s  normal  buffering  mechanism  and  may  be  read  and  writ¬ 
ten  without  regard  to  physical  disk  records.  Thwe  is  also  a  “raw”  interface  which  provides  for  direct 
transmission  betwe^  the  disk  and  the  user’s  read  or  write  buffer.  A  single  read  or  write  call  usually  results 
in  only  one  VO  operation;  therefore  raw  I/O  is  considerably  more  efficient  when  many  words  are  transmit¬ 
ted.  The  names  of  the  raw  files  conventionally  begin  with  an  extra  r. 

In  raw  I/O  counts  should  be  a  multiple  of  512  bytes  (a  disk  sector).  Likewise  directory(3)  calls  should 
specify  a  multiple  of  512  bytes. 

If  flags  0x1  is  specified,  the  overlapped  seeks  feature  for  that  drive  is  turned  off.  Note:  to  be  effective,  the 
flag  must  be  set  on  all  drives  for  a  specific  controller.  This  action  is  necessary  for  controllers  with  ol^r 
firmware,  which  have  bugs  preventing  overlapped  seeks  fiom  working  properly. 

DISK  SUPPORT 

This  driver  handles  all  SMD  drives  by  reading  a  label  from  sector  0  of  the  drive  which  describes  the  disk 
geometry  and  partititHiing. 

The  xd?a  partition  is  normally  u:^  for  the  root  file  system  on  a  disk,  the  xd?b  partititHi  as  a  paging  area, 
and  the  xd?c  partition  f(x  pack-pack  copying  (it  norm^y  maps  the  entire  disk).  The  rest  of  the  di^  is  nor¬ 
mally  the  xd?g  partition. 

FILES 

/dev/xd[0-7][a-h]  block  files 

/dev/rxdI0-7][a-h]  raw  files 
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SEE  ALSO 

lseek(2),  read(2V),  write(2V).  directory(3),  dkio(4S) 

DIAGNOSTICS 

xdcn:  self  test  errw 

Self  test  mor  in  controller,  see  the  Maintenance  and  Reference  Manual. 
xdn:  unable  to  read  bad  sector 

The  bad  sector  forwarding  information  for  the  disk  could  not  be  read. 

xdn:  initialization  failed 

The  drive  could  not  be  successfully  initialized. 

xdn:  unable  to  read  label 

The  drive  geometry/partition  table  information  could  not  be  read, 
xdn:  Corrupt  label 

The  geometry/partition  label  checksum  was  incorrect 
xdn:  ofSine 

A  drive  ready  status  is  no  longer  detected,  so  the  unit  has  beat  logically  removed  from  the  system. 
If  the  drive  ready  status  is  restored,  the  unit  will  automatically  come  back  online  the  next  time  it  is 
accessed. 

xdnc:  cmd  how  {msg )  bik  #n  abs  blk  #n 

A  command  such  as  read  or  write  encounto-ed  an  error  condition  {how):  either  it  failed,  the  con¬ 
troller  was  reset,  the  unit  was  restored,  or  an  operation  was  retry'ed.  The  msg  is  derived  from  the 
error  number  given  by  the  controller,  indicating  a  condition  such  as  “drive  not  ready(rq,  “sector 
not  found”  or  “disk  write  protected”.  The  blk  #  is  the  sector  in  error  relative  to  the  beginning  of 
the  partition  involved.  The  abs  blk#  is  the  absolute  block  number  of  the  sector  in  error.  Some 
fields  of  the  error  message  may  be  missing  since  the  infrxmation  is  not  always  available. 

BUGS 

In  raw  I/O  read(2V)  and  write(2V)  truncate  file  offsets  to  512-byte  block  boundaries,  and  write(2V)  scrib¬ 
bles  on  the  tail  of  incomplete  blocks.  Thus,  in  programs  that  are  likely  to  access  raw  devices,  read(2V), 
write(2V)  and  lseek{2)  should  always  deal  in  512-byte  multiples. 

OldCT  revisions  of  the  firmware  do  not  properly  support  overlapped  seeks.  This  will  only  affect  systems 
with  multiple  disks  on  a  single  controller.  If  a  large  number  of  “zero  sector  count”  errors  appear,  you 
should  use  the  flags  field  to  disable  overlapped  seeks. 
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NAME 

xt  -  XylQgics  472 1/2  inch  tape  controller 
CONFIG  —  SUN-3  SYSTEM 

controller  xtcO  at  vmel6dl6  ?  csr  0xee60  priority  3  vector  xtintr  0x64 
controUer  xtcl  at  vmel6dl6  ?  csr  0xee68  priority  3  vector  xtintr  0x65 
tape  xtO  at  xtcO  drive  0  flags  1 
tape  xtl  at  xtcl  drive  0  flags  1 

CONFIG  —  SUN-2  SYSTEM 

controller  xtcO  at  mbio  ?  csr  0xee60  priwity  3 

controfler  xtcO  at  vniel6  ?  csr  0xee60  priority  3  vector  xtintr  0x64 

controller  xtcl  at  mbio  ?  csr  0xee68  priority  3 

controller  xtcl  at  vmel6  ?  csr  0xee68  priority  3  vector  xtintr  0x65 

tape  xtO  at  xtcO  drive  0  flags  1 

tape  xtl  at  xtcl  drive  0  flags  1 

DESCRIPTION 

The  Xylogics  472  taps  controlla*  controls  Pertec-interface  1/2”  t^  drives  such  as  the  CDC  Keystone  III, 
providing  a  standard  tape  int^ace  to  the  device,  see  mtio(4).  This  controller  is  used  to  suppcHt  high  speed 
or  high  density  drives,  which  are  not  supported  effectively  by  the  older  T£5)eMaster  controller  (see 
tm(4S)). 

The  flags  field  is  used  to  control  rmote  density  select  opoatitHi:  a  0  specifies  no  remote  drasity  selection  is 
to  be  attempted,  a  1  specifies  that  the  Pertec  density-select  line  is  used  to  toggle  between  high  and  low  den¬ 
sity;  a  2  specifies  th^  the  Pertec  speed-select  line  is  used  U)  toggle  between  high  and  low  densi^.  The 
default  is  1,  which  is  appropriate  for  the  CDC  Keystone  m  (9218S)  and  the  Telex  9250.  In  no  case  will  the 
controller  select  amcmg  more  than  2  densities. 

SEE  ALSO 

mt(l),  tar(l),  mtio(4),  tm(4S) 
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NAME 

xy  -  Disk  driver  for  Xylogics  450  and  451 SMD  Disk  Controllers 
CONFIG  —  SUN.3  SYSTEM 

controOer  xycO  at  vmel6dl6  ?  csr  0xee40  priority  2  vector  xyintr  0x48 

ccmtrdller  xycl  at  vmel6dl6  ?  csr  0xee48  priority  2  vector  xyintr  0x49 

disk  xyO  at  xycO  drive  0 

disk  xyl  at  xycO  drive  1 

disk  xy2  at  xycl  drive  0 

disk  xy3  at  xycl  drive  1 

The  two  controller  lines  given  in  the  sync^sis  sections  above  specify  the  first  and  second  Xylogics  450  or 
451  SMD  disk  ccmtioll^  in  a  Sun  system. 

CONFIG  —  SUN-2  SYSTEM 

controDer  xycO  at  vmel6  ?  csr  0xee40  priority  2  vector  xyintr  0x48 

controller  xycl  at  vmelfi  ?  csr  0xee48  priority  2  vector  xyintr  0x49 

controUer  xycO  at  mbio  ?  csr  0xee40  priority  2 

ctmtroller  xycl  at  mbio  ?  csr  0xee48  priority  2 

disk  xyO  at  xycO  drive  0 

disk  xyl  at  xycO  drive  1 

disk  xy2  at  xycl  drive  0 

disk  xy3  at  xycl  drive  1 

The  first  two  controller  lines  specify  the  first  and  second  Xylogics  450  or  451  SMD  disk  controllers  in  a 
Sun-2/1^  VMEbus  based  system.  The  third  and  fourth  controller  lines  specify  the  first  and  second  Xylo¬ 
gics  450  or  451  SMD  disk  cmitrollers  in  a  Sun-2/120  or  a  Sun-2/170  Multibus  based  system. 

DESCRIPTION 

Files  with  minOT  device  numbers  0  through  7  ref^  to  various  portions  of  drive  0;  minor  devices  8  through 
15  refer  to  drive  1,  and  so  on.  The  standard  device  names  begin  with  xy  followed  by  the  drive  number  and 
then  a  letter  a-h  for  partitions  0-7  respectively.  The  character  ‘?’  stands  here  for  a  drive  number  in  the 
range  0-7. 

The  block  files  ^cess  the  disk  using  the  system’s  normal  buffering  mechanism  and  may  be  read  and  writ¬ 
ten  without  regard  to  physical  disk  records.  There  is  also  a  “raw”  interface  which  provides  for  direct 
transmission  between  the  disk  and  the  user’s  read  or  write  buffer.  A  single  read  or  write  call  usually  results 
in  only  one  I/O  operation;  therefore  raw  I/O  is  considerably  more  efficient  when  many  words  are  transmit¬ 
ted.  The  names  of  the  raw  files  conventionally  begin  with  an  extra  r. 

In  raw  I/O  counts  should  be  a  multiple  of  512  bytes  (a  disk  sector).  Likewise  directory(3)  calls  should 
specify  a  multiple  of  512  bytes. 

If  flags  0x1  is  specified,  the  overlapped  seeks  feature  for  that  drive  is  turned  off.  Note:  to  be  effective,  the 
flag  must  be  s»t  on  all  drives  for  a  specific  controller.  This  actitm  is  necessary  for  controllers  with  older 
firmware,  which  have  bugs  preventing  overlapped  seeks  firom  working  properly. 

DISK  SUPPORT 

This  drivCT  handles  all  SMD  drives  by  reading  a  label  from  sector  0  of  the  drive  which  describes  the  disk 
geometry  and  partitioning. 

The  xy?a  partition  is  normally  used  for  the  root  file  system  on  a  disk,  the  xy?b  partition  as  a  paging  area, 
and  the  xy?c  partition  Cot  pack-pack  copying  (it  normally  maps  the  entire  disk).  The  rest  of  the  disk  is  nor¬ 
mally  the  xy?g  partition. 

FILES 

/dev/xy[0-7][a-h]  block  files 

/dev/rxy[0-7]Ia-h]  raw  files 
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SEE  ALSO 

lseek(2),  read(2V),  directory(3),  write(2V),  dkio(4S) 

DIAGNOSTICS 

xycn :  self  test  error 

Self  test  mor  in  controller,  see  the  Maintenmice  and  Reference  Manual. 
xycn:  WARNING:  n  bit  addresses 

The  controller  is  strapped  incrarectly.  Sun  systems  use  20-bit  addresses  for  Multibus  based  sys¬ 
tems  and  24-bit  addresses  for  VMEbus  based  systems. 

xyn :  unable  to  read  bad  sector  info 

The  bad  sector  forwarding  information  for  the  disk  could  not  be  read. 

xyn  and  xyn  are  of  same  type  (n)  with  different  geometries. 

llie  450  and  451  ^  not  suppcxt  mixing  the  drive  types  fcxmd  on  these  units  on  a  single  controller. 

xyn :  initialization  failed 

The  drive  could  not  be  successfully  initialized. 

xyn :  unable  to  read  label 

The  drive  geometry^artition  table  information  could  not  be  read, 
xyn :  Corrupt  label 

The  geometry/partition  label  checksum  was  incorrect, 
xyn :  offline 

A  drive  ready  status  is  no  longer  detected,  so  the  unit  has  been  logically  removed  from  the  system. 
If  the  drive  ready  status  is  restored,  the  unit  will  automatically  come  back  online  the  next  time  it  is 
accessed. 

xync:  cmd  how  (msg  )  bik  #n  abs  blk  #n 

A  command  such  as  read  or  write  encountered  an  error  condition  Qiow):  eith^  it  failed,  the  con- 
trollCT  was  reset,  the  unit  was  restored,  or  an  operation  was  retry' cd.  The  msg  is  derived  from  the 
error  number  given  by  the  controller,  indicating  a  condition  such  as  “drive  not  ready”,  “sector  not 
found”  or  “disk  write  protected”.  The  bfife  #  is  the  sector  in  error  relative  to  the  beginning  of  the 
partition  involved.  The  abs  bi!k  #  is  the  absolute  block  number  of  the  sector  in  error.  Some  fields 
of  the  error  message  may  be  missing  since  the  information  is  not  always  available. 

BUGS 

In  raw  VO  read(2V)  and  write(2V)  truncate  file  offsets  to  512-byte  block  boundaries,  and  write(2V)  scrib¬ 
bles  on  the  tail  of  incomplete  blocks.  Thus,  in  programs  that  are  likely  to  access  raw  devices,  read(2V), 
write(2V)  and  lseek(2)  should  always  deal  in  512-byte  multiples. 

Older  revisitxis  of  the  firmware  do  not  properly  support  overlapped  seeks.  This  will  only  affect  systems 
with  multiple  disks  on  a  single  controller.  If  a  large  number  of  “zero  sector  count”  orors  appear,  you 
should  use  the  flags  field  to  disable  overlapped  seeks. 
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NAME 

z&o  -  source  of  zeroes 
SYNOPSIS 

None;  included  with  standard  system. 

DESCRIPTION 

A  zero  special  file  is  a  source  of  zeroed  unnamed  memory. 

Reads  firom  a  special  file  always  return  a  buffer  full  of  zeroes.  The  file  is  of  infinite  length. 

Writes  to  a  zero  special  file  are  always  successful,  but  the  data  written  is  ignored. 

Maiq)ing  a  zero  special  file  creates  a  zero-initialized  unnamed  memory  object  of  a  length  equal  to  the 
l^gA  of  the  mapping  and  rounded  up  to  the  nearest  page  size  as  returned  by  getpagesize(2).  Multiple 
processes  can  share  such  a  zero  special  file  object  provided  a  common  ancestor  mapped  the  object 
MAP_SHARED. 

FILES 

/dev/zero 
SEE  ALSO 

fork(2),  getpagesize(2),  mmap(2) 
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NAME 

zs  -  Zilog  8530  see  serial  communications  driver 

CONFIG  —  SUN-3  SYSTEM 

device  zsO  at  obio  ?  csr  0x20000  flags  3  priority  3 
device  zsl  at  obio  ?  csr  0x00000  flags  0x103  priority  3 

CONFIG  —  SUN-2  SYSTEM 

device  zsO  at  virtual  ?  csr  OxeecSOO  flags  3  priority  3 
device  zsl  at  virtual  ?  csr  OxeecOOO  flags  0x103  priority  3 
device  zs2  at  mbmem  ?  csr  0x80800  flags  3  priority  3 
device  zs3  at  mbmem  ?  csr  0x81000  flags  3  priority  3 
device  zs4  at  mbmem  ?  csr  0x84800  flags  3  priority  3 
device  zs5  at  mbmem  ?  csr  0x85000  flags  3  priority  3 

CONFIG  —  SUI13861  SYSTEM 

device  zsO  at  obmem  ?  csr  OxFCOOOOOO  flags  3  irq  9  priority  6 
device  zsl  at  obmem  ?  csr  0xA0000020  flags  0x103  irq  9  priority  6 

SYNOPSIS 

#include  <fcntLh> 
tinclude  <sys/termios.b> 
open(“/dev/tty/i”,  mode); 
open(“/dev/ttydn”,  mode); 
open(“/dev/cuan’%  mode); 

DESCRIPTION 

The  Zilog  8530  provides  2  serial  communication  ports  with  full  modem  control  in  asynchronous  mode. 
Each  port  supports  those  termio(4)  device  control  functions  specified  by  flags  in  the  c_cflag  word  of  the 
termios  structure  and  by  the  IGNBRK,  IGNPAR,  PARMRK,  or  INPCK  flags  in  the  c_iflag  word  of  the  ter- 
mios  smicture  are  performed  by  the  zs  driver.  All  other  termio(4)  functions  must  be  performed  by 
STREAMS  modules  pushed  atop  the  driver;  when  a  device  is  opened,  the  Idterm(4M)  and  ttcompat(4M) 
STREAMS  modules  are  automatically  pushed  on  top  of  the  stream,  i»t>viding  the  standard  termio(4)  inter- 
fKJe. 

Of  the  synopsis  lines  above,  the  line  for  zsO  specifies  the  serial  I/O  port(s)  provided  by  the  CPU  board,  the 
line  for  zsl  specifies  the  Video  Board  ports  (which  are  used  for  keytoard  and  mouse),  the  lines  for  zs2  and 
zs3  specify  the  first  and  second  ports  on  the  first  SCSI  board  in  a  system,  and  those  for  zs4  and  zs5  specify 
the  first  and  second  ports  provided  by  the  second  SCSI  board  in  a  system,  respectively. 

Bit  i  of  flags  may  be  specified  to  say  that  a  line  is  not  properly  connected,  and  that  the  line  i  should  be 
treated  as  hard-wired  with  carrier  always  present.  Thus  specifying  flags  0x2  in  the  specification  of  zsO 
would  treat  line  /dev/ttyb  in  this  way. 

Minor  device  numbers  in  the  range  0-11  correspond  directly  to  the  normal  tty  lines  and  are  named 
/dev/ttya  and  /dev/ttyb  for  the  two  serial  ports  on  the  CPU  board  and  /dev/tlysn  for  the  ports  on  the  SCSI 
boards;  n  is  0  or  1  for  the  ports  on  the  first  SCSI  board,  and  2  or  3  for  the  ports  on  the  second  SCSI  board. 

To  allow  a  single  tty  line  to  be  connected  to  a  modem  and  used  for  both  incoming  and  outgoing  calls,  a 
special  feature,  controlled  by  the  minor  device  number,  has  been  added.  Minor  device  numbers  in  the 
range  128  -  139  correspond  to  the  same  physical  lines  as  those  above  (that  is,  the  same  line  as  the  minor 
device  number  minus  128). 

A  dial-in  line  has  a  minor  device  in  the  range  0-11  and  is  conventionally  renamed  /dev/ttydn,  where  n  is 
a  number  indicating  which  dial-in  line  it  is  (so  that  /dev/ttydO  is  the  first  dial-in  line),  and  the  dial-out  line 
corresponding  to  that  dial-in  line  has  a  minor  device  number  128  greater  than  the  minor  device  number  of 
the  dial-in  line  and  is  conventionally  named  /dev/cua«,  where  n  is  the  number  of  the  dial-in  line. 
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The  /dev/cuan  lines  are  special  in  that  they  can  be  opened  even  when  there  is  no  carrier  on  the  line.  Once 
a  /dev/cuan  line  is  opened,  the  correspon^g  tty  line  can  not  be  opened  until  the  /dev/cuan  line  is  closed;  a 
blocking  open  will  wait  until  the  /dev/cuan  line  is  closed  (which  will  drop  Data  Tmninal  Ready,  after 
which  Carrier  Detect  will  usually  drop  as  well)  and  carrier  is  detected  again,  and  a  non-blocking  open  will 
return  an  error.  Also,  if  the  /dev/ttydn  line  has  been  opened  successfully  (usually  only  when  carrier  is 
recognized  on  the  modem)  the  corresponding  /dev/cuan  line  can  not  be  opened.  This  allows  a  modem  to 
be  attached  to  e.g.  /dev/ttydO  (renamed  from  /dev/ttya)  and  used  for  dialin  (by  enabling  the  line  for  login 
in  /etc/ttytab)  and  also  us^  for  dialout  (by  tip(lC)  or  uucp(lC))  as  /dev/cuaO  when  no  one  is  logged  in  on 
the  line.  Note:  the  bit  in  the  flags  word  in  the  configuration  file  (see  above)  must  be  zero  for  this  line, 
which  enables  hardware  carrier  detection. 

lOCTLS 

The  standard  set  of  termio  ioctl( )  calls  are  supported  by  zs. 

If  the  CRTSCTS  flag  in  the  cjcflag  is  set,  ou^ut  will  be  generated  only  if  CTS  is  high;  if  CTS  is  low,  output 
will  be  frozen.  If  the  CRTSCTS  flag  is  clear,  the  state  of  CTS  has  no  effect.  Breaks  can  be  generated  by 
the  TCSBRK,  TlOCSBRK,  and  TIOCCBRK  ioctl()  calls.  The  modem  control  lines  TIOCM_CAR, 
TIOCM_CTS,  TIOCM_RTS,  and  TIOCM_DTR  are  provided. 

The  input  and  output  line  speeds  may  be  set  to  any  of  the  speeds  supported  by  termio.  The  speeds  cannot 
be  set  independently;  when  the  output  speed  is  set,  the  input  speed  is  set  to  the  same  q)eed. 

ERRORS 

An  open( )  will  fail  if: 

ENXIO  The  unit  being  opened  does  not  exist. 

EBUSY  The  dial-out  device  is  being  opened  and  the  dial-in  device  is  already  open,  or  the  dial-in 

device  is  being  opened  with  a  no-delay  open  and  the  dial-out  device  is  already  open. 

EBUSY  The  unit  has  been  marked  as  exclusive-use  by  another  process  with  a  TIOCEXCL  ioctl( ) 

call. 

EINTR  The  open  was  interrupted  by  the  delivery  of  a  signal. 

FILES 

/dev/tly{a,b,s[0-3]}  hardwired  tty  lines 

/dev/tlyd[0-9a-fl  dialin  tty  lines 

/dev/cua[0-9a-f]  dialout  tty  lines 

SEE  ALSO 

tip(lC),  oucp(lC),  mcp(4S),  mti(4S),  termio(4),  ldterm(4M),  ttcompat(4M) 

DIAGNOSTICS 

zsn  c :  silo  overflow. 

The  8530  characto*  input  silo  overflowed  before  it  could  be  sliced, 
zsn  c :  ring  buffer  overflow. 

The  driver’s  character  input  ring  buffer  overflowed  before  it  could  be  serviced. 
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NAME 

intro  -  file  formats  used  or  read  by  various  programs 
DESCRIPTION 

This  section  describes  formats  of  files  used  by  various  programs. 


LIST  OF  FILE  FORMATS 

Name 

Appears  on  Page 

a.out 

a.out(S) 

acct 

acct(5) 

addresses 

aliases(5) 

aliases 

aliases(S) 

ar 

ar(5) 

auditJog 

audit.log(5) 

audit_control 

audit_control(5) 

audit_data 

audit_data(S) 

auto.liome 

autoJiome(S) 

auto.vol 

auto.vol(S) 

bar 

bar(5) 

bootparams 

bootparams(S) 

COFF 

coff(5) 

core 

core(5) 

cpio 

cpio(5) 

crontab 

crontab(S) 

defaults 

defaults(S) 

dir 

dir(5) 

dump 

dump(5) 

dumpdates 

dump(S) 

environ 

environ(5V) 

ethers 

ethers(5) 

exports 

exports(5) 

fend 

fcntl(5) 

forward 

aliases(S) 

fs 

fs(5) 

fspec 

fspec(5) 

fstab 

fstab(S) 

ftpusers 

ftpusers(S) 

gettytab 

gettytab(5) 

group.adjunct 

group(5) 

group 

group(5) 

help 

help(5) 

help_viewer 

help_viewer(5) 

hosts.equiv 

hosts(S) 

hosts 

hosts(5) 

inetd.conf 

inetd.conf(S) 

inode 

fs(5) 

internat 

internat(S) 

ipaIloc.netrange 

ipallocjietrange(S) 

lastlog 

utmp(S) 

magic 

magic(S) 

mtab 

fstab(S) 

mtab 

mtab(S) 

netgroup 

netgroup(S) 

netmasks 

netmasks(S) 

Description 

assembler  and  link  editor  output  format 

execution  accounting  file 

addresses  and  aliases  for  sendmail(8) 

addresses  and  aliases  for  sendmail(8) 

archive  (library)  file  format 

the  security  audit  trail  file 

control  information  for  system  audit  daemon 

current  information  on  audit  daemon 

automount  map  for  home  directories 

automount  map  for  volumes 

tape  archive  file  format 

boot  parameter  data  base 

common  assembler  and  link  editor  output 

format  of  memory  image  file 

format  of  cpio  archive 

table  of  times  to  run  periodic  jobs 

default  specifications  for  SunView 

format  of  directories 

incremental  dump  format 

incremental  dump  format 

user  environment 

Ethernet  address  to  hostname  database  or  YP  domain 

directories  to  export  to  NFS  clients 

file  control  options 

addresses  and  aliases  for  sendmail(8) 

format  of  a  4.2  (ufs)  file  system  volume 

format  specification  in  text  files 

static  filesystem  mounting  table,  mounted  filesystons  table 

list  of  users  iBX)hibited  by  ftp 

terminal  configuration  data  base 

group  security  data  file 

group  file 

help  file  format 

help  viewer  file  format 

list  of  trusted  hosts 

host  name  data  base 

Internet  servers  database 

format  of  a  4.2  (ufs)  file  system  volume 

key  mapping  table  for  internationalization 

range  of  addresses  to  allocate 

login  records 

file  command’s  magic  number  file 

static  filesystem  mounting  table,  mounted  filesystems  table 

mounted  file  system  table 

list  of  network  groups 

network  mask  data  base 
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netrc 

netrc(5) 

networks 

networks(5) 

passwd.adjanct 

passwd(S) 

passwd 

passwd(S) 

phones 

phones(S) 

plot 

plot(5) 

policies 

policies(5) 

printcap 

printcap(S) 

protocols 

protocols(5) 

publickey 

publickey(S) 

queuedefs 

queuedefs(S) 

rasterfile 

rasterfile(S) 

remote 

remote(5) 

rgb 

rgb(5) 

rootmenu 

rootmenu(S) 

rpc 

rpc(5) 

sccsfile 

sccsfile(S) 

services 

services(5) 

sm.bak 

sm(5) 

sm.bak 

statmon(S) 

sm.state 

sm(5) 

sm 

sm(S) 

sm 

statmon(S) 

state 

statmon(S) 

sunview 

sunview(5) 

syslogxonf 

syslog.conf(5) 

tar 

tar(5) 

term 

term(5) 

term 

term(5V) 

termcap 

termcap(5) 

terminfo 

terminfo(5V) 

textswrc 

textswrc(5) 

toe 

toc(5) 

translate 

translate(S) 

ttys 

ttys(5) 

ttytab 

ttytab(5) 

ttytype 

ttytype(5) 

types 

types(5) 

tzfile 

tzfile{5) 

updaters 

updaters(5) 

utmp 

utmp(5) 

uuencode 

uuencode(S) 

vfont 

vfont(5) 

vgrindefs 

vgrindefs(5) 

wtmp 

utmp(5) 

xtab 

exports(5) 

ypfiles 

ypfiles(5) 

file  for  fQKl)  remote  login  data 
network  name  data  base 
user  security  data  file 
password  file 

remote  host  phone  number  data  base 

graphics  interface 

network  administration  policies 

printer  capability  data  base 

protocol  name  data  base 

publickey  database 

at/batch/cron  queue  description  file 

Sun’s  file  fcHmat  for  raster  images 

remote  host  description  file 

available  colors  (by  name)  for  coloredit 

root  menu  specification  for  SunView 

rpc  program  number  data  base 

format  of  SCCS  file 

Internet  services  and  aliases 

in.statd  directory  and  file  structures 

statd  directories  and  file  structures 

in.statd  directory  and  file  structures 

in.statd  directory  and  file  structures 

statd  directories  and  file  structures 

statd  directories  and  file  structures 

initialization  file  for  SunView 

configuration  file  for  syslogd  system  log  daemon 

tape  archive  file  format 

terminal  driving  tables  for  nroff 

format  of  compiled  term  file 

terminal  capability  data  base 

terminal  capability  data  base 

initialization  file  for  SunView  text  windows 

table  of  contents  of  optional  clusters 

input  and  output  files  for  system  message  translation 

terminal  initialization  data 

terminal  initialization  data 

data  base  of  terminal  types  by  port 

primitive  system  data  types 

time  zone  information 

configuration  file  for  YP  updating 

login  records 

format  of  an  encoded  uuencode  file 
font  formats 

vgrind’s  language  definition  data  base 
login  records 

directories  to  export  to  NFS  clients 

the  Yellow  Pages  database  and  directory  structure 
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NAME 

a.out  -  assembler  and  link  editor  output  format 

SYNOPSIS 

#mdude  <a.out.Ii> 

#include  <sitab.Ii> 

#mclude  <nlist.li> 

AVAILABILITY 

Sun-2,  Sun-3,  and  Sun-4  systems  cmly.  For  Sun386i  systems  refer  to  cofr(5). 

DESCRIPTION 

a.out  is  the  output  format  of  the  assembler  as(l)  and  the  link  editor  Id(l).  The  link  editor  makes  a.out  exe¬ 
cutable  files. 

A  file  in  a.out  format  consists  of:  a  header,  the  program  text,  program  data,  text  and  data  relocatitm  infor¬ 
mation,  a  symbol  table,  and  a  string  table  (in  that  order).  In  the  head^,  the  sizes  of  each  section  are  given 
in  bytes.  The  last  three  sections  may  be  abs^t  if  the  program  was  loaded  with  the  -s  option  of  Id  or  if  the 
symbols  and  relocation  have  been  removed  by  strip(l). 

The  machine  type  in  the  header  indicates  the  type  of  hardware  on  which  the  object  code  can  be  executed. 
Sun-2  code  runs  on  Sun-3  systems,  but  not  vice  varsa.  Program  files  predating  release  3.0  are  recognized 
by  a  machine  type  of  ‘O’.  Sun-4  code  may  not  be  run  on  Sun-2  or  Sun-3,  nor  vice  versa. 

Header 

The  leader  consists  of  a  exec  structure.  The  exec  stmcture  has  the  form: 
struct  exec  { 

unsigned  char  a_dynamic:l;  /*  has  a _ ^DYNAMIC  ♦/ 

unsigned  char  a_tool version:  7;  I*  version  of  toolset  used  to  create  this  file  *! 

unsigned  char  a_machtype;  I*  machine  type  *! 

unsigned  short  a_magic;  t*  magic  number  *! 

unsigned  long  a_text;  I*  size  of  text  segment  *! 

unsigned  long  a_data;  I*  size  of  initialized  data  *! 

unsigned  long  a_bss;  size  of  uninitialized  data*/ 

unsigned  long  a_syms;  /*  size  of  symbol  table  */ 

unsigned  long  a_entry;  /*  entry  point  */ 

unsigned  long  a_trsize;  /*  size  of  text  relocation  */ 

unsigned  long  a_drsize;  /*  size  of  data  relocation  */ 

}; 

The  members  of  the  structure  are: 

a_dynamic  1  if  the  a.out  file  is  dynamically  linked  or  is  a  shared  object,  0  otherwise. 
a_toolversion  The  version  number  of  the  toolset  (as.  Id,  etc.)  used  to  create  the  file. 
a_machtype  One  of  the  following: 

0  pre-3.0  executable  image 

M_68010  executable  image  using  only  MC68010  instructions  that  can  run  on  a 
Sun-2  or  Sun-3 

M_68020  executable  image  using  MC68020  instructions  that  can  run  only  on  a 
Sun-3 

M_SPARC  executable  image  using  SPARC  instructions  that  can  run  only  on  a  Sun-4 
a_magic  One  of  the  following: 

OMAGIC  An  text  executable  image  which  is  not  to  be  write-prolected,  so  the  data 
segment  is  immediately  contiguous  with  the  text  segment. 
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NMAGIC  A  write-protected  text  executable  image.  The  data  segment  begins  at  the 
first  segment  boundary  following  the  text  segment,  and  the  text  segment 
is  not  writable  by  the  program.  When  the  image  is  started  with 
execve(2),  the  entire  text  and  data  segments  will  be  read  into  memory. 

ZMAGIC  A  page-aligned  text  executable  image,  the  data  segment  begins  at  the 
first  segment  boundary  following  the  text  segment,  and  the  text  segment 
is  not  writable  by  the  program.  The  text  and  data  sizes  are  both  multiples 
of  the  page  sis®,  and  Ae  pages  of  the  file  will  be  brought  into  the  running 
image  as  needed,  and  not  pre-loaded  as  with  the  otha*  formats.  This  is  the 
default  format  produced  by  ld(l). 

The  macro  N_BADMAG  takes  an  exec  structure  as  an  argument;  it  evaluates  to  1  if  the 
a_magic  field  of  that  structure  is  invalid,  and  evaluates  to  0  if  it  is  valid. 

a_text  The  size  of  the  text  segment,  in  bytes. 

a_data  The  size  of  the  initialized  portion  of  the  data  segment,  in  bytes. 

a_bs  The  size  of  the  “uninitialized”  portion  of  the  data  segment,  in  bytes.  This  portion  is 

actually  initialized  to  zero.  The  zeroes  are  not  stored  in  the  a.out  file;  the  data  in  this 
portion  of  the  data  segment  is  zeroed  out  when  it  is  loaded. 

a_synis  The  size  of  the  symbol  table,  in  bytes. 

a_entry  The  virtual  address  of  the  entry  point  of  the  program;  when  the  image  is  started  with 

execve,  the  first  instruction  executed  in  the  image  is  at  this  address. 

a_trsize  The  size  of  the  relocation  information  for  the  text  segment. 

a_drsize  The  size  of  the  relocation  information  for  the  data  segment 

The  macros  N_TXTADDR,  N_DATADDR,  and  N_BSSADDR  give  the  memory  addresses  at  which  the  text, 
data,  and  bss  segments,  respectively,  will  be  loaded. 

In  the  ZMAGIC  format  the  size  of  the  header  is  included  in  (he  size  of  the  text  section;  in  other  formats,  it 
is  not 

When  an  a.out  file  is  executed,  three  logical  segments  are  set  up:  the  text  segment,  the  data  segment  (with 
uninitialized  data,  which  starts  off  as  all  0,  following  initialized  data),  and  a  stack.  For  the  ZMAGIC  for¬ 
mat,  the  header  is  loaded  with  the  text  segment;  for  other  formats  it  is  not. 

Program  executicHi  begins  at  the  address  given  by  the  value  of  the  a_entry  field. 

The  stack  starts  at  the  highest  possible  location  in  the  memory  image,  and  grows  downwards.  The  stack  is 
automatically  extended  as  required.  The  data  segment  is  extended  as  requested  by  brk(2)  or  sbrk. 

Text  and  Data  Segments 

The  text  segment  begins  at  the  start  of  the  file  for  ZMAGIC  format,  or  just  after  the  header  for  the  other  for¬ 
mats.  The  NJTXTOFF  macro  returns  this  absolute  file  position  when  given  an  exec  structure  as  argument 
The  data  segment  is  contiguous  with  the  text  and  immediately  followed  by  the  text  relocation  and  then  the 
data  relocation  information.  The  N_DATOFF  macro  returns  the  absolute  file  position  of  the  beginning  of 
the  data  segment  when  given  an  exec  structure  as  argument 

Relocation 

The  relocation  information  appears  after  the  text  and  data  segments.  The  N_TRELOFF  macro  returns  the 
absolute  file  position  of  the  relocation  information  for  the  text  segment  when  given  an  exec  stmcture  as 
argument  The  N_DRELOFF  macro  returns  the  absolute  file  position  of  the  relocation  information  for  the 
data  segment  when  given  an  exec  structure  as  argument  There  is  no  relocation  information  if 
a_trsize+a_drsize=0. 

Relocation  (Sun-2  and  Sun-3  Systems) 

If  a  byte  in  the  text  or  data  involves  a  reference  to  an  undefined  external  symbol,  as  indicated  by  the  reloca¬ 
tion  information,  then  the  value  stored  in  the  file  is  an  offset  from  the  associated  external  symbol.  When 
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the  file  is  processed  by  the  link  editor  and  the  external  symbol  becomes  defined,  the  value  of  the  symbol  is 
added  to  the  bytes  in  the  file.  If  a  byte  involves  a  reference  to  a  relative  location,  or  relocatable  segment, 
then  the  value  stored  in  the  file  is  an  offset  from  the  associated  segment 

If  relocation  information  is  present,  it  amounts  to  eight  bytes  per  relocatable  datum  as  in  the  following 
structure: 


struct  reloc_uifo_68k  { 
long  rjaddress; 
unsigned  int  r_synibolnuni:24, 


I*  address  which  is  relocated  *! 
/*  local  symbol  ordinal  */ 


r_pcrel:l, 

r_length:2, 

r_extern:l, 

r_baserel;l, 

r_jmptable:l, 

r_relative:l, 

:1; 


h  was  relocated  pc  relative  already  *! 

I*  0=byte,  l=word,  2=long  *1 

/*  does  not  include  value  of  sym  referenced  *1 

/*  linkage  table  relative  */ 

/*  pc>relative  to  jump  table  *1 
/*  relative  relocation  ♦/ 


If  r_extern  is  0,  then  r_symbolnum  is  actually  an  n_type  for  the  relocation  (for  instance,  N_TEXT  mean¬ 
ing  relative  to  segment  text  origin.) 

Relocation  (Sun-4  System) 

If  a  byte  in  the  text  or  data  involves  a  reference  to  an  undefined  external  symbol,  as  indicated  by  the  reloca¬ 
tion  information,  then  the  value  stored  in  the  file  is  ignored.  Unlike  the  Sun-2  and  Sun-3  system,  the  offset 
from  the  associated  symbol  is  kept  with  the  relocation  record.  When  the  file  is  processed  by  the  link  editor 
and  the  external  symbol  becomes  defined,  the  value  of  the  symbol  is  added  to  this  offset,  and  the  sum  is 
inserted  into  the  bytes  in  the  text  or  data  segment 

If  relocation  information  is  present,  it  amounts  to  twelve  bytes  per  relocatable  datum  as  in  the  following 
structure: 


enum  reloc_type 

{ 

RELOC_8, 

RELOC_DISP8, 

RELOC_WDISP30, 

RELOC_HI22, 

RELOC_13, 

RELOC_SFA  BASE, 

RELOC_BASE10, 

RELOC_PC10, 

RELOC_JMP_TBL, 

RELOC_SEGOFF16, 

RELOC_GLOB_DAT, 

}; 


RELOC_16, 

RELOC_DISP16, 

RELOC_WDISP22, 

RELOC_22, 

RELOC_LO10, 

RELOC_SFA_OFF13, 

RELOC_BASE13, 

RELOC_PC22, 

/*  jmp_tbl_rel  in  pic  */ 
/*  ShLib  offset-in-seg  */ 
RELOC_JMP_SLOT, 


RELOC_32, 

RELOC_DISP32, 

/*  SR  word  disp’s  */ 

/*  SR  22-bit  relocs  */ 
/*  SR  13&  10-bit  relocs 
/*  SR  S.F,A.  relocs  */ 
RELOC_BASE22, 

/*  special  pc-rel  pic*/ 


RELOC  RELATIVE, 


/*  simplest  relocs  */ 

/*  Disp’s  (pc-rel)  */ 

*/ 

/*  base_relatlve  pic  */ 

/*  rtld  relocs  */ 


struct  reloc_info_sparc  /*  used  when  header.a_machtype  ==  M_SPARC  */ 
{ 


unsigned  long  int 

r_address; 

/*  relocation  addr  (offset  in  segment)  */ 

unsigned  int 

r_index  :24; 

/*  segment  index  or  symbol  index  */ 

unsigned  int 

r  extern  :  1; 

/*  if  F,  r_index=SEG#;  if  T,  SYM  idx  */ 

int 

:  2; 

/*  <unused>  */ 

enum  reloc_type 

r_type  :  5; 

/*  type  of  relocation  to  perform  */ 

long  int 

r_addend; 

/*  addend  for  relocation  value  */ 
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If  rjextern  is  0,  thai  r_syiiibolnum  is  actually  a  n_type  for  the  relocation  (for  instance,  N_TEXT  meaning 
relative  to  segment  text  origin.) 

Symbol  Table 

The  N_SYMOFF  macro  returns  the  absolute  file  position  of  the  symbol  table  when  given  an  exec  structure 
as  argument  Within  this  symbol  table,  distinct  symbols  point  to  disjoint  areas  in  the  string  table  (even 
when  two  symbols  have  the  same  name).  The  string  table  immediately  follows  the  symbol  table;  the 
N_STROFF  macro  returns  the  absolute  file  position  of  the  string  table  when  given  an  exec  structure  as 
argument  The  first  4  bytes  of  the  string  table  are  not  used  for  string  storage,  but  rather  contain  the  size  of 
the  string  table.  This  size  includes  the  4  bytes;  thus,  the  minimum  string  table  size  is  4.  Layout  information 
as  given  in  the  include  file  for  the  Sun  system  is  shown  below. 

The  layout  of  a  symbol  table  entry  and  the  principal  flag  values  that  distinguish  symbol  types  are  given  in 
the  include  file  as  follows: 

struct  nlist  { 

union  { 

char  *n_name; 

long  n_strx; 

}  n_un; 

unsigned  char  n_type; 

char  n_other; 

short  n_desc; 

unsigned  n_value; 

}; 

#define  n_hash  n_desc 

I* 

*  Simple  values  for  n_type. 

*1 

#define  N_UNDF  0x0 

#define  N_ABS  0x2 

tdefine  N_TEXT  0x4 

#defhie  N_DATA  Oxb 

#define  N~BSS  0x8 

tdefine  N_COMM  0x12 

#define  N_FN  Oxlf 

#deline  N_EXT  01 

#define  N_TYPE  Oxle 

I* 

*  Other  permanent  symbol  table  entries  have  some  of  the  N_STAB  bits  set. 

*  These  are  given  in  <stab.h> 

*1 

#define  N_STAB  OxeO  I*  if  any  of  these  bits  set,  don’t  discard  */ 

In  the  a.oot  file  a  symbol’s  n_un.n_strx  field  gives  an  index  into  the  string  table.  A  n_strx  value  of  0  indi¬ 
cates  that  no  name  is  associated  with  a  particular  symbol  table  entry.  The  field  n_un.n_name  can  be  used 
to  refer  to  the  symbol  name  only  if  the  program  sets  this  up  using  n_strx  and  appropriate  data  from  the 
string  table.  Because  of  the  union  in  the  nlist  declaration,  it  is  impossible  in  C  to  statically  initialize  such  a 
structure.  If  this  must  be  done  (as  when  using  nlist(3))  the  file  <nlist.h>  should  be  included,  rather  than 
<a.out.h>;  this  contains  the  declaration  without  the  union. 

If  a  symbol’s  type  is  undefined  external,  and  the  value  field  is  non-zero,  the  symbol  is  interpreted  by  the 
loader  Id  as  the  name  of  a  common  region  whose  size  is  indicated  by  the  value  of  the  symbol. 

FILES 

/usr/include/a.outh  symbolic  link  to  /usr/include/machine/a.out.h 

/usr/include/machine  symbolic  link  to  one  of  /usr/include/sun[234...] 


/*  for  use  when  in-memory  */ 

/*  index  into  file  string  table  *1 

/♦  type  flag,  that  is,  N_TEXT  etc;  see  below  */ 

/*  see  <stab.h>  ♦/ 

f*  value  of  this  symbol  (or  adb  offiset)  */ 

/*  used  internally  by  Id  */ 


/*  undefined  */ 

/*  absolute  *f 
/*  text  */ 

!*  data  */ 

/♦  bss  */ 

!*  common  (internal  to  Id)  *! 
I*  file  name  symbol  */ 

I*  external  bit,  or’ed  in  *1 
!*  mask  for  all  the  type  bits  *! 
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/iisr/include/siin2/a.out.h  Sun-2  a.out  header 

/usr/include/sun^a.outJi  Sun-3  a.out  header 

/usr/uicIude/sun4/a.out.h  Sun-4  a.out  header 

SEE  ALSO 

cofr(S),  adb(l),  as(l),  cc(lV),  dbx(l),  ld(l),  nm(l),  strip(l),  brk(2),  nlist(3) 
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NAME 

acct  -  execution  accounting  file 
SYNOPSIS 

#include  <sys/acct.h> 

DESCRIPTION 

The  acct(2)  system  call  makes  entries  in  an  accounting  file  for  each  process  that  terminates.  The  account¬ 
ing  file  is  a  sequence  of  entries  whose  layout,  as  defined  by  the  include  file  is: 

/*  @(#)acct.h  2.7  87/03/12  SMI;  from  UCB  7.1 6/4/86*/ 

/* 

*  Copyright  (c)  1982, 1986  Regents  of  the  University  of  California. 

*  All  rights  reserved.  The  Berkeley  software  License  Agreement 

*  specific  the  terms  and  conditions  for  redistribution. 

*1 

I* 

*  Accounting  structures; 

*  these  use  a  comp_t  type  which  is  a  3  bits  base  8 

*  exponent,  13  bit  fraction  “floating  point”  number. 

*  Units  are  1/AHZ  seconds. 

*/ 

typedef  u_short  comp_t; 


struct  acct 
{ 

char 

ac_comm[10]; 

!*  Accounting  command  name  */ 

comp_t 

ac_utime; 

/*  Accounting  user  time  */ 

comp_t 

ac_stime; 

/*  Accounting  system  time  *! 

comp_t 

ac_etime; 

I*  Accounting  elapsed  time  ♦/ 

time_t 

ac_btime; 

1*  Beginning  time  */ 

uid  t 

ac_uid; 

/*  Accounting  user  ID  */ 

gidj 

acjgid; 

/*  Accounting  group  ID  */ 

short 

ac_mem; 

/*  average  memory  usage  */ 

comp_t 

ac_io; 

/*  number  of  disk  10  blocks  */ 

dev_t 

acjtty; 

/*  control  typewriter  •/ 

char 

}; 

ac_flag; 

1*  Accounting  flag  */ 

#define  AFORK 

0001 

!*  has  executed  fork,  but  no  exec  *! 

#define  ASU 

0002 

1*  used  super-user  privileges  *1 

#define  ACOMPAT  0004 

/*  used  compatibility  mode  *1 

#define  ACORE 

0010 

/♦  dumped  core  */ 

#define  AXSIG 

0020 

/*  killed  by  a  signal  *1 

/♦ 

*  1/AHZ  is  the  granularity  of  the  data  encoded  in  the  various 

*  comp_t  fields.  This  is  not  necessarily  equal  to  hz. 

*1 

tdefine  AHZ  64 

#ifdef  KERNEL 
#ifdefSYSACCT 


1344 


Last  change:  19  October  1987 


Sun  Release  4.0 


ACCT(5) 


FILE  FORMATS 


ACCT(5) 


struct  acct  acctbuf; 

struct  vnode  ^acctp; 

#else 

#define  acctO 

#endif 

#endif 

If  the  process  does  an  execve(2),  the  first  10  characters  of  the  filename  appear  in  ac_comm.  The  account¬ 
ing  flag  contains  bits  indicating  whether  execve(2)  was  ever  accomplished,  and  whether  the  process  ever 
had  super-user  privileges. 

SEE  ALSO 

acct(2),  execve(2),  sa(8) 
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NAME 

aliases,  addresses,  forward  -  addresses  and  aliases  for  sendmail(8) 

SYNOPSIS 

/etc/passwd 

/etc/aliases 

/etc/aliases.dir 

/etc/aliases.pag 

■/Torward 

DESCRIPTION 

These  files  ccaitain  mail  addresses  or  aliases,  recognized  by  sendmail(8),  for  the  local  host: 

/etc/passwd  Mail  addresses  (usernames)  of  local  users. 

/etc/aliases  Aliases  for  the  local  host,  in  ASCII  format  This  file  can  be  edited  to  add,  update, 

or  delete  local  mail  aliases. 

/etc/aliases.  {dir,pag}  The  aliasing  information  from  /etc/aliases,  in  binary,  dbm(3X)  format  for  use  by 
sendmaa(8).  The  program  newaliases(8),  which  is  invoked  automatically  by 
sendmail(8),  maintains  these  files. 

“/Jorward  Addresses  to  which  a  user’s  mail  is  forwarded  (see  Automatic  Forwarding, 

below). 

In  addition,  the  Yellow  Pages  aliases  map  mailaUases  contains  addresses  and  aliases  available  for  use 
across  the  network. 

ADDRESSES 

As  distributed,  sendmail(8)  supports  the  following  types  of  addresses: 

•  Local  usernames.  These  are  listed  in  the  local  host’ s  /etc/passwd  file. 

•  Local  filenames.  When  mailed  to  an  absolute  pathname,  a  message  can  be  appended  to  a  file. 

•  Commands.  If  the  first  character  of  the  address  is  a  vertical  bar,  ( | ),  sendmail(8)  pipes  the  message  to 
the  standard  input  of  the  command  the  bar  precedes. 

•  DARPA-standard  mail  addresses  of  the  fcnrm: 

name@domain 

If  domain  does  not  contain  any  (dots),  then  it  is  interpreted  as  the  name  of  a  host  in  the  current 
domaia  Otherwise,  the  message  is  passed  to  a  mailhost  that  determines  how  to  get  to  the  specified 
domain.  Domains  are  divided  into  subdomains  separated  by  dots,  with  the  top-level  domain  on  the 
right  Top-level  domains  include: 

.COM  Commmcal  organizations. 

•EDU  Educational  organizations. 

■GOV  Government  organizations. 

.MIL  Military  organizations. 

Fot  example,  the  full  address  of  John  Smith  could  be: 

js@jsmachinePodunk-U.EDU 

if  he  uses  die  machine  named  "jsmachine"  at  Podunk  University. 

•  uucp(lC)  addresses  of  the  form: 

. . .  \host[\hostlusemame 

These  are  sometimes  mistakenly  referred  to  as  "Usaiet"  addresses.  uncp(lC)  provides  links  to 
numerous  sites  throughout  the  world  for  the  remote  copying  of  files. 

Other  site-specific  forms  of  addressing  can  be  added  by  customizing  the  sendmail  configuration  file.  See 
the  sendmail(8),  and  System  and  Network  Administration  for  details.  Standard  addresses  are  recom¬ 
mended. 
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Local  Aliases 

/etc/aliases  is  fomatted  as  a  series  of  lines  of  the  fonn 
name',  addressl^  address'] 

name  is  the  name  of  the  alias  or  alias  group,  and  address  is  the  address  of  a  recipient  in  the  group.  Aliases 
can  be  nested.  That  is,  an  address  can  be  the  name  of  another  alias  group.  Because  of  the  way  sendmail 
performs  mailing  from  upper-case  to  lower-case,  an  address  that  is  the  name  of  another  alias  group  must 
not  contain  any  upper-case  letters. 

Lines  beginning  with  white  space  are  treated  as  continuation  lines  for  the  preceding  alias.  Lines  beginning 
with  #  are  comments. 

Special  Aliases 

An  alias  of  the  form: 

ovmer—aliasname'.  address 

directs  error-mess^es  resulting  from  mail  to  alias-name  to  address,  instead  of  back  to  the  person  who  sent 
the  message. 

An  alias  of  the  form: 

aliasruune:  iia.claAt:pathname 

with  colons  as  shown,  adds  the  recipients  listed  in  the  file  pathname  to  the  aliasname  alias.  This  allows  a 
private  list  to  be  maintained  separately  from  the  aliases  file. 

YP  Domain  Aliases 

Normally,  the  aliases  file  on  the  master  YP  server  is  used  for  the  mail.aliases  YP  map,  which  can  be  made 
available  to  every  YP  client.  Thus,  the  /etc/aliases*  files  on  the  various  hosts  in  a  netwotk  will  one  day  be 
obsolete.  Domain-wide  aliases  should  ultimately  be  resolved  into  usernames  on  specific  hosts.  For  exam¬ 
ple,  if  the  following  were  in  the  domain-wide  alias  file: 

jsmith:js@jsmachine 

then  any  YP  client  could  just  mail  to  jsmith  and  not  have  to  remember  the  machine  and  user  name  for  John 
Smith.  If  a  .SM  YP  alias  does  not  resolve  to  an  address  with  a  specific  host,  then  the  name  of  the  YP 
domain  is  used.  There  should  be  an  alias  of  the  domain  name  for  a  host  in  this  case.  For  example,  the 
alias: 

jsmitb:root 

sends  mail  chi  a  YP  client  to  root@podunk-u  if  the  name  of  the  YP  domain  is  podunk-u. 

Automatic  Forwarding 

When  an  alias  (or  address)  is  resolved  to  the  name  of  a  user  on  the  local  host,  sendmail  checks  for  a  .for¬ 
ward  file,  owned  by  the  intended  recipient,  in  that  user’s  home  directoiy,  and  with  universal  read  access. 
This  file  can  contain  one  or  more  addresses  or  aliases  as  described  above,  each  of  which  is  sent  a  copy  of 
the  user’s  mail. 

Care  must  be  taken  to  avoid  creating  addressing  loops  in  the  forward  file.  When  forwarding  mail  between 
machines,  be  sure  that  the  destination  machine  does  not  return  the  mail  to  the  sender  through  the  operation 
of  any  YP  aliases.  Otherwise,  copies  of  the  message  may  “bounce.”  Usually,  the  solution  is  to  change  the 
YP  alias  to  direct  mail  to  the  proper  destination. 
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A  backslash  before  a  username  inhibits  further  aliasing.  Fch*  instance,  to  invoke  the  vacation(l)  program, 
user  js  creates  a  .forward  file  that  contains  the  line: 

\js,  "l/usr/ucb/vacation  js" 

so  that  one  copy  of  the  mess^e  is  sent  to  the  user,  and  another  is  piped  into  the  vacation(l)  program. 

FILES 

/etc/passwd 

/etc/aliases 

~/A>rward 

SEE  ALSO 

uacp(lC),  vacation(l),  dbm(3X),  newaliases(8),  sendmail(8). 

System  and  Network  Administration 

BUGS 

Because  of  restrictions  in  dbm(3X)  a  single  alias  cannot  contain  more  than  about  1000  characters.  Nested 
aliases  can  be  used  to  circumvent  this  limit. 
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NAME 

ar  -  archive  (library)  file  format 

SYNOPSIS 

#include  <ar  Ji> 

DESCRIPTION 

The  archive  command  ar  combines  several  files  into  one.  Archives  are  used  mainly  as  libraries  to  be 
searched  by  the  link-editor  ld(l). 

A  file  {Hoduced  by  ar  has  a  magic  string  at  the  start,  followed  by  the  constituent  files,  each  fu-eceded  by  a 
file  header.  The  magic  numbo:  and  header  layout  as  described  in  the  inclucte  file  are: 

#deiineARMAG  "!<arcli>\n" 

#define  SARMAG  8 

#deflneARFMAG"‘\n" 

struct  ar_hdr  { 


char 

ar_name[16]; 

char 

ar_date[12]; 

char 

ar_uid[(>]; 

char 

ar_jid[6]; 

char 

ar_mode[8]; 

char 

ar_size[10]; 

char 

ar_ftnag[2]; 

}; 

The  name  is  a  blank-padded  string.  The  ar_fmag  field  contains  ARFMAG  to  help  verify  the  inesence  of  a 
header.  The  other  fields  are  left-adjusted,  blank-padded  numbers.  They  are  decimal  except  for  ar_mode, 
which  is  octal.  The  date  is  the  modification  date  of  the  file  at  the  time  of  its  insertion  into  the  archive. 

Each  file  begins  on  a  even  (0  mod  2)  boundary;  a  NEWLINE  is  inserted  between  files  if  necessary. 
Nevertheless  the  size  given  reflects  the  actual  size  of  the  file  exclusive  of  padding. 

There  is  no  jaovision  for  empty  areas  in  an  archive  file. 

The  encoding  of  the  header  is  portable  aoxrss  machines.  If  an  archive  contains  printable  files,  the  archive 
itself  is  printable. 

Sun3g6i  DESCRIPTION 

The  file  produced  by  ar  on  Sun386i  systems  is  identical  to  that  described  above  with  the  following 
changes: 

Each  archive  containing  COFF  files  [see  coff(5)]  includes  an  archive  symbol  table.  This  symbol  table  is 
used  by  the  link  editor  Id  to  determine  which  archive  members  must  be  loaded  during  the  link  edit  process. 
The  archive  symbol  table  (if  it  exists)  is  always  the  first  file  in  the  archive  (but  is  never  listed)  and  is 
automatically  created  and/or  updated  by  ar. 

The  arjiame  field  of  the  ar_hdr  structure  described  above  is  blank-padded  and  slash  (/)  terminated.  Com¬ 
mon  format  archives  can  be  moved  from  system  to  system  as  long  as  the  portable  archive  command  ar  is 
used.  Conversion  tools  such  as  convert  exist  to  aid  in  the  transportation  of  non-common  format  archives 
to  this  format 

Each  archive  file  member  begins  on  an  even  byte  boundary;  a  NEWLINE  is  inserted  between  files  if  neces¬ 
sary.  Nevertheless  the  size  given  reflects  the  actual  size  of  the  file  exclusive  of  padding. 

If  the  archive  symbol  table  exists,  the  first  file  in  the  archive  has  a  zero  length  name  (i.e.,  ar_name[0]  == 
V’ ).  The  contents  of  this  file  ate  as  follows: 

•  The  number  of  symbols.  Length:  4  bytes. 

•  The  array  of  offsets  into  the  archive  file.  Length:  4  bytes  *  “the  number  of  symbols”. 
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•  The  name  string  table.  Length:  ar_she  -  (4  bytes  +  (“tfie  number  of  symbols”  +  1)). 

The  number  of  symbols  and  the  array  of  offsets  are  managed  with  sgetl  and  sputl.  The  string  table  con¬ 
tains  exactly  as  many  null  terminated  strings  as  there  are  elements  in  the  offsets  array.  Each  offset  from 
the  array  is  associated  with  the  corresponding  name  from  the  string  table  (in  order).  The  names  in  the 
string  table  are  all  the  defined  global  symbols  found  in  the  common  object  files  in  the  archive.  Each  offset 
is  the  location  of  the  archive  header  for  fire  associated  symbol 

SEE  ALSO 

ar(lV),  ld(l),  nm(l) 

Sun3g61  WARNINGS 

strip{l)  will  remove  all  archive  symbol  entries  from  the  header.  The  archive  symbol  entries  must  be 
restored  via  the  ts  option  of  the  rir(lV)  command  before  the  archive  can  be  used  with  the  link  editor  W(l). 

BUGS 

Filenames  lose  trailing  blanks.  Most  software  dealing  with  archives  takes  even  an  included  blank  as  a 
name  terminator. 
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NAME 

auditlog  -  the  securi^  audit  trail  file 
SYNOPSIS 

#include  <sys/labelJi> 
finclude  <sys/andit.Ii> 

#include  <:sys/user.Ii> 

DESCRIPTION 

The  auditJog  file  begins  with  a  header  record  consisting  of  an  audit_taeader  structure  followed  by  the  pre¬ 
vious  audit  file  name.  When  the  audit  daemcm  is  started  (usually  only  at  boot  time),  the  previous  audit  file 
name  is  NULL. 


struct  andit_header  { 

int  ah_magic;  I*  magic  number  *! 

tlme_t  ah_time;  /*  the  time  */ 

short  ah_namelen;  /*  length  of  file  name*/ 

}; 

typedef  struct  aadit_header  audit_header_t; 

The  file  may  end  with  a  trailer  record  consisting  of  an  audit_trailer  structure  followed  by  the  name  of  the 
next  audit  file. 


struct  audit_traQer  { 


short 

at_record_sizc; 

/♦  size  of  this  */ 

short 

at_record_type; 

/*  its  type,  a  trailer  */ 

time_t 

at_time; 

/*  the  time  */ 

short 

at_namelen; 

/*  length  of  file  name  */ 

}; 

typedef  struct  audit_trailer  audit_trailer_t; 


The  audiLlog  file  contains  audit  records  in  their  raw  form.  The  records  are  of  varying  size  depending  on 
the  record  type.  Each  record  has  a  header  which  is  an  audit_record  structure. 


struct  audit_record  { 
short 

au_record_size; 

/*  size  of  this  */ 

short 

au_record_type; 

/♦its  type  */ 

tlme_t 

au_time; 

/♦  the  time  ♦/ 

short 

au_uid; 

/*  real  uid  */ 

short 

au_auid; 

/♦  audit  uid  ♦/ 

short 

au_euid; 

/*  effective  */ 

short 

au _gid; 

/*  real  group  */ 

short 

au_pid; 

/♦  effective  */ 

int 

au_ermo| 

/♦  error  code  */ 

int 

au_return; 

/♦  a  return  value  ♦/ 

blabel_t 

au_Iabel; 

/♦  also ...  */ 

short 

au_param_count; 

/♦  #  of  para 

}; 

typedef  struct  audit_record  audit_record_t; 


Immediately  following  the  header  is  a  set  of  two  byte  integers,  the  number  of  which  exist  for  a  given 
record  is  contained  in  the  auj[>aram_count  field.  These  numbo's  are  the  lengths  of  the  additional  data 
items.  The  additional  data  items  follow  the  list  of  lengths,  the  first  length  describing  the  first  data  item. 
Interpretation  of  this  data  is  left  to  die  program  accessing  it 
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SEE  ALSO 

audit(2),  getaoditffle(2),  getuseraudit(2),  aadit(8). 
Security  Features  Guide 
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NAME 

audit_contFol  -  control  information  for  system  aidit  daemon 
SYNOPSIS 

/etc/security/audi(/audit_control 

DESCRIPTION 

The  audit_controI  file  contains  audit  control  information  read  by  aaditd(8}.  Each  line  consists  of  a  title 
and  a  string,  separated  by  a  colon.  There  are  no  restrictions  on  the  order  of  lines  in  the  file,  although  some 
lines  must  appear  rally  once.  A  line  beginning  with  ‘#’  is  a  comment 

Directory  definitirai  lines  list  the  directories  to  be  used  when  creating  audit  files,  in  the  order  in  which  they 
ate  to  be  used.  The  format  of  a  directory  line  is: 
dir;  directory-name 

where  directory-name  is  the  name  of  a  directory  in  which  to  create  audit  files,  with  the  form: 
leidseemitylaaditlserverlmachine 

where  server  is  the  name  of  an  audit  file  system  on  the  machine  where  this  audit  directory  resides,  and 
machine  is  the  name  of  the  local  machine,  since  audit  files  belonging  to  different  machines  are,  by  conven¬ 
tion,  stored  in  separate  subdirectories  of  a  single  audit  directory.  The  naming  convention  normally  has 
server  be  the  name  of  a  server  machine,  and  all  clients  mount  /etc/security/audil/jerver  at  the  same  loca¬ 
tion  in  their  local  file  systems.  If  the  same  server  exports  several  different  file  systems  for  auditing,  their 
server  names  will,  of  course,  be  different. 

The  audit  thr^hold  line  specifies  the  percent^e  of  free  space  that  must  be  present  in  the  file  system  con¬ 
taining  the  current  audit  file.  Die  format  of  the  threshold  line  is: 
minfiree:  percentage 

where  percentage  is  indicates  the  amount  of  free  space  required.  If  free  space  falls  below  this  threshold, 
the  au^t  daemon  auditd(8)  invokes  the  shell  script  /etc/security/audit/audit_warn.  If  no  threshold  is 
specified,  the  default  is  0%. 

The  audit  flags  line  specifies  the  default  system  audit  value.  This  value  is  combined  with  the  user  audit 
value  read  from  /etc/security/passwd.adjanct  to  form  the  process  audit  state.  The  user  audit  value  over¬ 
rides  the  system  audit  value.  The  format  of  a  flags  line  is: 
flags:  audit-flags 

where  audit-flags  specifies  which  event  classes  are  to  be  audited.  The  character  string  representation  of 
audit-flags  contains  a  series  of  flag  names,  each  one  identifying  a  single  audit  class,  separated  by  commas. 
A  name  preceded  by  —  means  that  the  class  should  be  audited  for  failure  only;  successful  attempts  are  not 
audited.  A  name  preceded  by  +  means  that  die  class  should  be  audited  for  success  only;  failing  attempts 
are  not  audited.  Without  a  prefix,  the  name  indicates  that  the  class  is  to  be  audited  for  both  successes  and 
failures.  The  special  string  all  indicates  that  all  events  should  be  audited;  -all  indicates  that  all  failed 
attempts  are  to  be  audited,  and  +all  all  successful  attempts.  The  prefixes  and  *+  turn  off  flags 
specified  earlier  in  die  string  (*-  and '+  for  failing  and  successful  attempts,  *  for  both).  They  are  typically 
used  to  reset  flags. 


The  following  table  lists  the  audit  classes: 


short  name 

l(Hig  name 

short  description 

dr 

data_read 

Read  of  data,  open  for  reading,  etc. 

dw 

data_write 

Write  or  modification  of  data 

dc 

data_create 

Creation  or  deletion  of  any  object 

da 

data_access_change 

Change  in  object  access  (nK)des,  owner) 

lo 

loginjogout 

Login,  logout,  creation  by  at(l) 

ad 

administrative 

Normal  administrative  operation 

pO 

minor jjrivilege 

Privileged  operation 

pi 

major_privilege 

Unusual  privileged  operation 

Sun  Release  4.0 


Last  change:  19  October  1987 


1353 


AUDIT_C0NTR0L(5) 


FILE  FORMATS 


AUDIT_CONTROL(5) 


EXAMPLE 

Here  is  a  sample  /etc/security/audit_control  file  for  the  machine  eggplant: 

dir:  /etc/secaritv/audit/jedgar/eggplaat 
din  /etc/security/audit/jedgar.aiix/eggplant 
# 

#  Last-ditch  audit  file  system  when  jedgar  fills  up. 

# 

dir:  /etc/security/audit/globai/eggplant 
minft-ee:  20 

fiags:  lo,pO,pl^d,-all,''-da 

This  identifies  server  jedgar  with  two  file  systems  normally  used  for  audit  data,  another  server  global  used 
only  when  jedgar  fills  up  or  breaks,  and  specifies  that  the  warning  script  is  run  when  the  file  systems  are 
80%  filled.  It  also  specifies  that  all  logins,  privileged  and  administrative  operations  are  to  be  audited 
(whether  or  not  they  sua:eed),  and  that  failures  of  all  types  except  failures  to  access  data  are  to  be  audited. 

FILES 

/etc/security/audil/audit_control 

/etc/security/audit/audit_warn 

/etc/security/audit/*/*/* 

/etc/security/passwd_adjunct 

SEE  ALSO 

at(l),  audit(2),  getfandflgs(3),  audiUog(S),  aodit(8),  auditd(8) 
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NAME 

audit_data  -  current  information  on  audit  daemon 
SYNOPSIS 

/etc/security/audit/audit_data 

DESCRIPTION 

The  audit_data  file  contains  information  about  the  audit  daemcsi.  The  file  contains  the  process  ID  of  the 
audit  daemon,  and  the  pathname  of  the  current  audit  log  file.  The  format  of  the  file  is: 

<pid>:<pathname> 

Where  pid  is  the  process  ID  for  the  audit  daemon,  and  pathname  is  the  full  pathname  for  the  current  audit 
log  file. 

EXAMPLE 

64:/etc/security/audit/auditserv/aaditclient/2df0504 

FILES 

/etc/security/audit/audit_data 
SEE  ALSO 

audit(2),  auditJog(S),  audit(8),  auditd(8) 
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NAME 

auto.hoine-  automount  map  for  home  directories 

SYNOPSIS 

/etc/auto.home 

AVAILABILTITY 

Sun386i  systems  only. 

DESCRIPTION 

autoJiome  resides  in  the  /etc  directcry,  and  contains  automoant(8)  map  entries  for  user’s  home  direc¬ 
tories.  On  Sun386i  systems,  this  file  is  used  to  build  the  auto.home  Yellow  Pages  map  used  by  auttmiount 
at  system  startup  and  reads  the  auto.master  Yellow  Pages  database,  which  contains  an  entry  for 
auto.h(Hne  and  ^ome  .  The  autoJiome  map  contains  entries  for  exh  username  in  the  YP  passwd  map, 
and  the  hostname'Jdirectory  to  NFS  mount 

References  to  thomduserncme  are  translated  by  the  automount  daemon  using  the  auto.home  map,  and 
cause  the  directory  specified  in  the  nu^  entry  to  be  nfs  mounted  and  fiiat  directory  returned  to  the  user’s 
program. 

User  xcounts  created  using  siiap(l)  or  Iogiiito<d(8)  have  passwd(S)  oitries  where  the  initial  (home)  direc¬ 
tory  nanx  is,  in  the  fram  Ihovaelusername.  snap  and  logintool  also  automatically  create  the  auto.home 
entry  fm  a  usar  account  The  format  of  the  entry  is  described  in  automoant(8).  An  example  entry  is: 

mtravis  system2:/export/home/users/mtravis 

Thus  when  the  user  mtravis  logs  into  a  Sun386i  systems,  the  automounter  automatically  mounts  his  home 
directory  from  system!.  This  allows  a  user  to  log  in  to  any  RR  woilcstation  on  the  netwcn-k  and  be 
automatically  plxed  in  his  or  her  home  directory. 

The  convention  for  the  format  of  home  directory  names  used  by  snap  and  logintool  is; 
lexpOTt/homelgroupnamelusemame 

Note  that  this  is  a  different  m^  and  mechanism  for  home  directories  than  the  one  that  the  automount  dae¬ 
mon  provides  with  the  -homes  switch.  This  is  because  the  Sun386i  convention  for  the  fmnat  of  home 
directory  names  differs  and  provides  directories  that  can  be  used  as  mount  points  on  a  per  user  and  per 
group  basis. 

HLES 

/etc/autoJiome 
SEE  ALSO 

snap(l),  passwd(S),  aatomount(8),  logintool(8) 
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NAME 

auto.vol-  automount  map  fcH*  volumes 

SYNOPSIS 

/etc/auto.vol 

AVAILABILITTY 

Sun386i  systems  only. 

DESCRIPTION 

auto.vol  resides  in  the  /etc  directory,  and  contains  automount(8)  ms^  entries  for  volumes.  On  Sun386i 
systems,  this  file  is  used  to  build  the  auto.vol  Yellow  Pages  map  used  by  automount(8)  at  system  startup, 
automouunt  reads  the  autojnaster  Yellow  Pages  mt^,  which  contains  an  entry  for  auto.vol  and  /vol. 

References  to  IvtUvolumejume  are  translated  by  the  automount  daemon  using  the  auto.vol  map,  and 
cause  the  directory  specified  in  the  map  entry  to  be  mounted. 

The  concept  of  a  volume  is  that  it  is  a  self  contained  directory  hierarchy  that  can  be  NFS  mounted.  It  is 
referenced  using  a  known  volume _mme.  The  use  of  an  automount  map  is  suggested  so  that  the  volume 
and  its  contents  can  be  referenced  through  /vol.  This  is  advantageous  because  locatiwi-transparency  (i.e., 
which  host  the  volume  is  on)  and  replication  of  read-only  volumes  can  be  provided  using  the  automount 
mechanism.  The  format  of  the  entry  is  described  in  automount  An  example  entiy  is; 

archive  system4;/export/archive 

In  the  above  example,  the  archive  volume  is  currently  on  line  on  system4.  Users  and  programs  can  refer¬ 
ence  it  via  /vol/archive.  If  fw  some  reason  the  volume  had  to  be  moved  to  another  system,  system2  for 
example,  the  network  or  system  administrator  simply  edits  the  map  entry  for  the  archive  volume  and 
changes  the  hostname  to  system!  and  then  rebuilds  the  YeUow  Pages  maps. 

archive  system2:/exporf/archive 

Users  and  programs  can  continue  to  refer  to  the  archive  volume  using  /vol/archive,  unaware  that  the 
volume  was  moved  to  another  system. 

FILES 

/etc/auto.vol 

SEE  ALSO 

automount(8) 
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NAME 

bar  -  tape  archive  file  format 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

bar(l),  (the  tape  archive  command)  dumps  several  files  into  one,  in  a  medium  suitable  for  transportation. 
This  format  is  not  compatible  with  the  format  generated  by  tar(l). 

A  “bar  tape’  ’  or  file  is  a  series  of  blocks.  Each  block  is  of  size  TBLOCK.  A  file  on  the  tape  is  represented 
by  a  header  block  that  describes  the  file,  followed  by  zero  or  mwe  blocks  that  give  the  contents  of  the  file. 
At  the  end  of  the  tape  are  two  blocks  filled  with  binary  zeros,  as  an  end-of-file  indicator. 

The  blocks  are  grouped  for  physical  I/O  operations.  Each  group  of  n  blocks  (where  n  is  set  by  the  b 
keyletter  on  the  bar(l)  command  line  —  default  is  20  blocks)  is  written  with  a  single  system  call;  on  nine- 
track  tapes,  the  result  of  this  write  is  a  single  tape  record.  The  last  group  is  always  written  at  (he  full  size, 
so  bloc^  after  the  two  z»o  blocks  contain  random  data.  On  reading,  the  specified  or  default  group  size  is 
used  for  the  first  read,  but  if  that  re^  returns  less  than  a  full  tape  block,  the  reduced  block  size  is  used  for 
further  reads,  unless  the  B  keyletter  is  used. 

The  header  block  looks  like: 

#define  TBLOCK  512 

union  hblock  { 

char  dummy[TBLOCK]; 
struct  header  { 

char  mode[8]; 
char  uid[8]; 
char  gid[8]; 
char  size[12]; 
char  mtime[12]; 
char  chksum[8]; 
char  rdev[8]; 
char  linkflag; 
char  bar_magic[2]; 
char  volume_num[4]; 
char  compre^d; 
char  date[12]; 
char  start_of_name; 

}  dbuf; 

}; 

start _ofjuime  is  a  null-terminated  string,  date  is  the  date  of  the  archive,  barjnagic  is  a  special  number 
indicating  that  this  is  a  bar  archive,  rdev  is  the  device  type,  for  files  that  are  devices.  The  other  fields  are 
zero-filled  octal  numbers  in  ASCII.  Each  field  (of  width  w)  contains  w-2  digits,  a  space,  and  a  null,  except 
size,  rdev,  and  mtime,  which  do  not  contain  the  trailing  null.  start_of_mme  is  the  name  of  the  file,  as 
specified  on  the  bar  command  line.  Files  dumped  because  they  were  in  a  directory  that  was  named  in  the 
command  line  have  the  directory  name  as  prefix  and  (filename  as  suffix,  mode  is  the  file  mode,  with  the  top 
bit  masked  off.  uid  and  gid  are  the  user  and  group  numbers  that  own  the  file,  size  is  the  size  of  die  file  in 
bytes.  Links  and  symbolic  links,  and  special  files,  are  dumped  with  this  field  specified  as  zero,  mtime  is 
the  modification  time  of  the  file  at  the  time  it  was  dumped,  chkswn  is  a  decimal  ASCII  value  that 
represents  the  sum  of  all  the  bytes  in  the  header  block.  When  calculating  the  checksum,  the  chksum  field  is 
treated  as  if  it  were  all  blanks,  linkflag  is  ASCII  0  if  the  file  is  “normal”  or  a  special  file,  1  if  it  is  an  hard 
link,  2  if  it  is  a  symbolic  link,  and  3  if  it  is  a  special  file  (device  or  FIFO).  The  name  linked-to,  if  any,  is  in  a 
null-terminated  string,  following  start _of  name.  Unused  fields  of  the  header  are  binary  zeros  (and  are 
included  in  the  checksum). 
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The  first  time  a  given  i-node  number  is  dumped,  it  is  dumped  as  a  regular  file.  The  second  and  subsequent 
times,  it  is  dumped  as  a  link  instead.  Upon  retrieval,  if  a  link  entry  is  retrieved,  but  not  the  file  it  was  linked 
to,  an  error  message  is  printed  and  the  t^  must  be  manually  re-scanned  to  retrieve  die  linked-to  file. 

When  the  H  modifier  is  used  with  bar ,  an  additional  header  block  (one  that  does  not  pertain  to  a  particular 
file)  is  written  to  the  first  block  of  each  volume  of  the  archive.  The  header  ID,  as  specified  on  the  com¬ 
mand  line,  is  copied  to  start_of_name .  The  size  reflects  the  nurnb^  of  bytes  to  skip  to  the  start  of  the  first 
full  file  (always  zero  on  the  first  volume). 

The  encoding  of  the  header  is  designed  to  be  portable  across  machines. 

SEE  ALSO 

bar(l) 
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NAME 

bootparaim  -  boot  parameter  data  base 

SYNOPSIS 

/etc/bootparams 

DESCRIPTION 

Tte  bootparams  file  contains  the  list  of  client  entries  that  diskless  clients  use  for  booting.  For  each  disk¬ 
less  client  the  entry  should  contain  the  following  informaticm: 

name  of  client 

a  list  of  keys,  names  of  servers,  and  pathnames. 

The  first  item  of  each  entry  is  the  name  of  the  diskless  client  The  subsequent  item  is  a  list  of  keys,  names 
of  servers,  and  pathnames. 

Items  are  separated  by  TAB  characters. 

EXAMPLE 

Here  is  an  example  of  the  /etc/bootparams  taken  from  a  SunOS  system. 

myclient  rootsmyserverr/nfsroot/myclient  \ 

swap=myserver:/nfsswap/myclient  \ 
dump=myserver:/nfsdump/myclient 

FILES 

/etc/bootparams 

SEE  ALSO 

bootparamd(8) 
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NAME 

COFF  -  comnum  assembler  and  link  editw  output 

SYNOPSIS 

#inclade  <fiy[elidr.li> 

#include  <aouthdrJi> 

#include  <scnhdr  Jh> 

#mclude  <reloc.h> 

#inclade  <lmenum.h> 

#include  <storclassJi> 

#include  <syms.li> 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

The  ouQ)ut  from  the  link  editor  and  the  assembler  (named  a.out  by  default)  is  in  COFF  format  (Common 
Object  File  Format)  on  the  Sun386i  system. 

A  common  object  file  consists  of  a  file  header,  a  system  header  (if  the  file  is  link  editor  output),  a  table  of 
section  headers,  relocation  information,  (optional)  line  numbers,  a  symbol  table,  and  a  string  table.  The 
order  is  given  below. 

File  header. 

UNIX  system  header. 

Section  1  header. 

Section  n  header. 

Section  1  data. 

Section  n  data. 

Section  1  relocation. 

Section  n  relocation. 

Section  1  line  numbers. 

Section  n  line  numbers. 

Symbol  table. 

String  table. 

The  last  three  parts  of  an  object  file  (line  numbers,  symbol  table  and  string  table)  may  be  missing  if  die  pro¬ 
gram  was  linked  with  the  -s  option  of  ld(l)  or  if  they  were  removed  by  strip(l).  Also  note  that  the  reloca¬ 
tion  information  will  be  absent  after  linking  unless  Ae  -r  option  of  ld(l)  was  used.  The  string  table  exists 
only  if  the  symbol  table  contains  symbols  with  names  longer  than  eight  characters. 

The  sizes  of  each  section  (contained  in  the  header,  discussed  below)  are  in  bytes. 

When  an  a.out  file  is  loaded  into  memory  for  execution,  three  logical  segments  are  set  up:  the  text  seg¬ 
ment,  the  data  segment  (initialized  data  followed  by  uninitialized,  die  latter  actually  being  initialized  to  all 
O’s),  and  a  stack.  The  text  segment  starts  at  location  0x1000  by  default 

The  a.out  file  produced  by  ld(l)  has  the  magic  number  0413  in  the  first  field  of  the  system  header.  The 
headers  (file  header,  system  header,  and  section  headers)  are  loatted  at  the  beginning  of  the  text  segment 
and  the  text  immediately  follows  the  headers  in  the  user  address  space.  The  first  text  address  will  equal 
0x1000  plus  the  size  of  the  headers,  and  will  vary  depending  upon  the  number  of  section  headers  in  the 
a.out  file.  In  an  a.out  file  with  three  sections  (.text,  .data,  .bss,  and  .comment),  the  first  text  address  is  at 
OxOOOOlODO.  The  text  segment  is  not  writable  by  the  program;  if  other  processes  are  executing  the  same 
a.out  file,  tile  processes  will  share  a  single  text  segment. 
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The  data  segment  starts  at  the  next  4K  boundary  past  the  last  text  address.  The  first  data  address  is  deter¬ 
mined  by  the  following:  If  an  a.ont  file  were  split  into  4K  chunks,  one  of  the  chunks  would  cmitain  both 
the  end  of  text  and  the  beginning  of  data.  When  the  a.out  file  is  loaded  into  memory  for  execution,  that 
chunk  will  ^pear  twice;  once  at  the  end  of  text  and  once  at  the  beginning  of  data  (with  some  unused  space 
in  between).  The  duplicated  chunk  of  text  that  t^pears  at  the  beginning  of  data  is  never  executed;  it  is 
duplicated  so  that  the  operating  system  may  bring  in  pieces  of  the  file  in  multiples  of  the  page  size  without 
having  to  realign  the  beginning  of  the  data  section  to  a  page  boundary.  Therefore  the  first  data  address  is 
the  sum  of  the  next  segment  boundary  past  the  end  of  text  plus  the  remainder  of  the  last  text  address 
divided  by  4K.  If  the  last  text  address  is  a  multiple  of  4K  no  duplication  is  necessary. 

Oh  the  Sun386i  computer  the  stack  begins  at  location  OxFBFFFFFF  and  grows  toward  lower  addresses.  The 
stiK:k  is  automatically  extended  as  required.  The  data  segment  is  extended  only  as  requested  by  the  brk(2) 
system  call. 

For  relocatable  files  the  value  of  a  word  in  the  text  or  data  portions  that  is  not  a  reference  to  an  undefined 
external  symbol  is  exactly  the  value  that  will  appear  in  memory  when  the  file  is  executed.  If  a  word  in  the 
text  involves  a  reference  to  an  undefined  external  symbol,  there  will  be  a  relocation  entry  for  the  word,  the 
Storage  class  of  the  symbol-table  entry  for  the  symbol  will  be  marked  as  an  “external  symbol”,  and  the 
value  and  sectitm  number  of  the  symbol-table  entry  will  be  undefined.  When  the  file  is  processed  by  the 
link  editcHT  and  the  external  symbol  becomes  defined,  the  value  of  the  symbol  will  be  added  to  the  word  in 
the  file. 

FOe  Header 

The  format  of  the  file  header  is: 

struct  fllehdr 

{ 

unsigned  shortf_magic;  I*  magic  number  *! 
unsigned  shortf_nscns;  I*  number  of  sections  *! 
long  f_timdat;  I*  time  and  date  stamp  *! 

long  f_symptr;/*  file  ptr  to  symtab  */ 

long  f_nsyms;  /♦  #  symtab  entries  ♦/ 

unsigned  shortf_opthdr;  h  sizeof(opt  hdr)  *! 
unsigned  shortf_flags;  /♦  flags  */ 

); 

SunOS  System  Header 

The  format  of  the  system  header  is: 

typedef  struct  aouthdr 
{ 


short 

magic; 

!*  magic  number  *! 

short 

vstamp; 

1*  version  stamp  */ 

long 

tsize; 

!*  text  size  in  bytes,  padded  *! 

long 

dsize; 

1*  initialized  data  (.data)  */ 

long 

bsize; 

!*  uninitialized  data  (.bss)  *! 

long 

entry; 

1*  entry  point  ♦/ 

long 

text_start; 

/*  base  of  text  used  for  this  file  */ 

long 

data_start; 

h  base  of  data  used  for  this  file  *! 

} AOUTHDR; 
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Section  Header 

The  format  of  the  section  header  is: 


struct  scnhdr 

{ 

char  8  name[SYMNMLEN];/*  section  name  */ 


long 

sjpaddr; 

/* 

long 

s_vaddr; 

1* 

long 

s_size; 

/* 

long 

s_scnptr; 

I* 

long 

s_relptr; 

!* 

long 

s_lnnoptr 

;/* 

unsigned  shorts_nreloc; 

1* 

unsigned  shorts_nlnno; 

/* 

long 

s_flags; 

/• 

physical  address  *! 
virtual  address  *! 
section  size  *! 
file  ptr  to  raw  data  *! 
nie  ptr  to  relocation  *! 
file  ptr  to  line  numbers 

#  reloc  entries  */ 

#  line  number  entries  *! 
flags  */ 


Relocation 

Object  files  have  one  relocation  entry  for  each  relocatable  reference  in  the  text  or  data.  If  relocation  infor¬ 
mation  is  present,  it  will  be  in  the  following  format: 

struct  reloc 

{ 

long  r_vaddr;  /♦  (virtual)  address  of  reference  */ 
long  r_symndx;  I*  index  into  symbol  table  *! 

ushort  r_type;  I*  relocation  type  *! 

}; 

The  start  of  the  relocation  information  is  s  relptr  from  the  section  header.  If  there  is  no  relocation  infor¬ 
mation,  s_relptr  is  0. 


Line  Number 

The  cc(lV)  command  generates  an  entry  in  the  object  file  for  each  C  source  line  on  which  a  breakpoint  is 
possible  (when  invoked  with  the  -g  option.  Users  can  refer  to  line  numbers  when  using  the  appropriate 
debugger,  such  as  dbx(l)).  The  structure  of  these  line  number  entries  appears  below. 

struct  lineno 

{ 

union 

{ 

long  l_symndx ; 
long  l_paddr ; 

}  l_addr ; 

unsigned  shortl  Inno ; 

}; 

Numbering  starts  with  one  at  the  top  of  the  scmrce  file  and  increments  independent  of  transition  between 
functions.  The  initial  line  number  entry  for  a  function  has  IJrmo  equal  to  zero,  and  the  symbol  table  index 
of  the  function’s  entry  is  in  l_symndx.  Otherwise,  IJnno  is  non-zero,  and  I _paddr  is  the  physical  address 
of  the  code  for  the  referenced  line.  Thus  the  overall  structure  is  the  following: 


l_addr 

IJnno 

function  symtab  index 

0 

physical  address 

line 

physical  address 

line 
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function  symtab  index  0 

physical  address  line 

physical  address  line 


Symbol  Table 

The  format  of  each  symbol  in  the  symbol  table  is  described  by  the  syment  structure,  shown  below.  This 
structure  is  compatible  with  System  V  COFF,  but  has  an  added  _n_dbx  stmcture  which  is  needed  by  dbx 
(1). 

#derine  SYMNMLEN8 
#derine  FILNMLEN  14 
#define  DIMNEM  4 

struct  syment 

{ 

union 

{ 

char 
struct 
{ 

long 
long 

) 

char 
struct 
{ 

char 
char 
short 
long 

} _n_dhx; 

>_n; 

long 
short 

unsigned  short 
char 
char 

}; 

#define  n_name  _n._n_name 

#define  n_zeroes  _n._n_n._n_zeroes 

#define  n_offset  _n._n_n._n_olTset 

#deflne  n_nptr  _n._n_nptr[l] 

The  storage  class  member  (n_sclass)  is  set  to  one  of  the  constants  defined  in  <storclass.h>.  Some  symbols 
require  more  information  than  a  single  entry;  they  are  followed  by  awdliary  entries  that  are  the  same  size 
as  a  symbol  entry.  The  format  follows. 


h  all  ways  to  get  a  symbol  name  *! 
n_name[SYMNMLEN];  /*  name  of  symbol  *! 


_n_zeroes;  /*  ==  OL  if  in  string  table  */ 
_n_offset;  /*  location  in  string  table  *! 

*_n_nptr[21;  /♦  allows  overlaying  */ 


n_leading_zerib;  null  char  *! 
n_dbx_type;  /*  stab  type  */ 
n_dbx_desc;  /♦  value  of  desc  field  */ 
n_stab_ptr;  /*  table  ptr  ♦/ 


n_value;  / *  value  of  symbol  */ 

njscnum;  /*  section  number  */ 

n_type;  /♦  type  and  derived  type  ♦/ 
n_sclass;  !*  storage  class  */ 

n_numaux;  /*  number  of  aux  entries  */ 
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union  auxent  { 
struct  { 

long  x_tagndx; 
union  { 

struct  { 

unsigned  short  x_lnno; 
uns^ned  short  x_size; 

}  x_lnsz; 
long  x_fsize; 

}  x_niisc; 
union  { 

struct  { 

long  x_lnnoptr; 
long  x_endndx; 

}  x_fcnj 
struct  { 

unsigned  short  x_dinien[DIMNUM]; 

}  x_ary; 

}  x_fcnary; 

unsigned  short  x_tvndx; 

}  x_sym; 

struct  { 

char  x_fhanie[FILNMLEN]; 

}  x_lile; 

struct  { 

long  x_scnlen; 
unsigned  short  x_nreloc; 
unsigned  short  x_nlinno; 

}  x_scn; 

struct  { 

long  x_tvfill; 

unsigned  short  x_tvlen; 
unsigned  short  x_tvran[2]; 

}x_tv; 

}; 

Indexes  of  symbol  table  entries  begin  at  zero.  The  start  of  the  symbol  table  is  fjymptr  (from  the  file 
header)  bytes  from  the  beginning  of  the  file.  If  the  symbol  table  is  stripped,  f_symptr  is  0.  The  string  table 
(if  one  exists)  begins  atfjsymptr  +  (fjtsyms  *  SYMESZ)  bytes  from  the  beginning  of  the  file. 

SEE  ALSO 

as(l),  cc(lV),  ld(l),  brk(2),  Idfcn(3) 
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NAME 

core  -  format  of  memory  image  file 
SYNOPSIS 

#include  <sys/core.h> 

DESCRIPTION 

The  operating  system  writes  out  a  memory  image  of  a  terminated  fuxx^ess  when  any  of  various  errors  occur. 
See  sigvec(2)  for  the  list  of  reasons;  the  most  common  are  memory  violations,  illegal  instructions,  bus 
errors,  and  user-generated  quit  signals.  The  memory  image  is  called  core  and  is  written  in  the  process’s 
working  directory  (provided  it  can  be;  normal  access  controls  jqjply).  Set-user-ID  and  set-group-lD  pro¬ 
grams  do  not  produce  core  files  when  they  terminate  as  this  would  cause  a  security  loophole. 

The  maximum  size  of  a  core  file  is  limited  by  setrlimit  (see  getrlimit(2)).  Files  which  would  be  larger 
than  the  limit  ate  not  created. 


The  core  file  consists  of  a  core  stractuie,  as  defined  in  the  <sys/core.h>  file,  followed  by  the  data  pages 
and  then  the  stack  pages  of  the  process  image.  The  core  structure  includes  the  program’s  header,  the  size 
of  the  text,  data,  and  stack  segments,  the  name  of  the  program  and  the  number  of  the  signal  that  terminated 
the  process.  The  program’s  header  is  described  by  the  exec  structure  defined  in  the  <sys/execJi>  file, 
except  on  Sun386i  systems. 


struct  core  { 


}; 


int 

c_magic; 

I*  Corefile  magic  number  *1 

int 

cjen; 

/*  Sizeof  (struct  core)  */ 

struct 

regs  c_regs; 

1*  General  purpose  registers  */ 

struct 

exec  c_aouthdr; 

/*  A.out  header  */ 

int 

c_signo; 

!*  Killing  signal,  if  any  *! 

int 

c_tsize; 

1*  Text  size  (bytes)  ♦/ 

int 

c_dsize; 

/*  Data  size  (bytes)  *! 

int 

c_ssize; 

1*  Stack  size  (bytes)  ♦/ 

char 

c  cmdname[CORE  NAMELEN  +  1];  /*  Command  name  *1 

struct 

fpu  c_fpu; 

/*  external  FPU  state  */ 

int 

c_ucode; 

/*  Exception  no.  from  u_code  ♦/ 

The  members  of  the  structure  are: 


c_magic 
c  len 


cjregs 

c_aouthdr 

c_signo 

cjtsize 

c_dsize 

c_ssize 

c  cmdname 


The  magic  number  CORE_MAGIC ,  as  defined  in  <sys/core.h>. 

Hie  length  of  the  core  structure  in  the  core  file.  This  need  not  be  equal  to  the  current 
size  of  a  core  structure  as  defined  in  <sys/coreJi>,  as  the  core  file  may  have  been  pro¬ 
duced  on  a  different  release  of  the  SunOS  operating  system. 

The  general  purpose  registers  at  the  time  the  core  file  was  produced.  This  structure  is 
machine-ctependent. 

The  executable  image  header  of  die  program. 

The  number  of  the  signal  that  terminated  the  process;  see  sigvec(2). 

The  size  of  the  text  segment  of  the  process  at  the  time  the  core  file  was  produced. 

The  size  of  the  data  segn^nt  of  the  process  at  the  time  the  core  file  was  produced.  This 
gives  the  amount  of  data  space  image  in  the  core  file. 

The  size  of  the  stack  segment  of  the  process  at  the  time  the  core  file  was  produced.  This 
gives  the  amount  of  st^k  space  image  in  the  core  file. 

The  first  CORE_NAMELEN  characters  of  the  last  component  of  the  path  name  of  the 
p-ogram. 
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c_fpu  The  status  of  the  floating  point  hardware  at  the  time  the  core  file  was  produced.  This 

member  is  not  present  on  Sun-2s. 

cjicode  The  signal  code  of  the  signal  that  terminated  the  process,  if  any.  See  sigvec(2). 

SEE  ALSO 

adb(l),  dbx(l),  getrlunit(2),  sigvec(2) 
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NAME 

cpio  -  fcamat  of  q)io  archive 
DESCRIPTION 

The  old  fonnat  header  structure,  when  the  -c  option  of  cpio  is  not  used,  is: 
struct  { 

short  h_magic, 
h_dev; 

ushort  h_ino, 
h_inode, 
h_uid, 
h_gid; 

short  h_nlmk, 
h_rdev, 
h_mtime[2], 
h_namesize, 
h_filesize[2]; 

char  h_name[h_namesize  rounded  to  a  word] ; 

}Hdr; 

The  byte  ordo'  here  is  that  of  the  machine  on  which  the  tape  was  written.  If  the  tape  is  being  read  on  a 
machine  widi  a  different  byte  order,  you  have  to  use  swab(3)  after  reading  the  header.  You  can  determine 
what  byte  order  the  tape  was  written  with  by  examining  the  hjnagic  field;  if  it  is  equal  to  0143561  (octal), 
which  is  the  standard  magic  number  070707  (octal)  with  the  bytes  swapped,  the  tape  was  written  in  a  byte 
order  opposite  to  that  of  the  machine  on  which  it  is  being  read.  If  you  are  producing  a  tape  to  be  read  on  a 
machine  with  the  opposite  byte  order  to  that  of  the  machine  on  which  it  is  being  produced,  you  can  use 
swap  before  writing  the  header. 

When  the  -c  option  is  used,  the  header  information  is  described  by  the  statement  below: 

sscanr(Chdr,  ”  %6o%6o%6o%6o%6o%6o%6o%6o%lllo%6o%lllo%s", 

&Hdr.h_magic,  &Hdr.h_dev,  &Hdr.li_ino,  &Hdr.h_mode, 

&Hdr.h_uid,  &Hdr.h_gid,  &Hdr  Ji_nlink,  &Hdr  Ji_rdev, 

&Hdr.h_mtime,  &Hdr  Ji_namesize,  &Hdr.h_filesize,  &Hdr.h_name); 

Longtime  and  Longfile  are  equivalent  to  Hdr.hjntime  and  Hdr.h Jilesize,  respectively.  The  contents  of 
each  file  is  recwded  in  an  element  of  the  array  of  varying  length  structures,  archive,  together  with  other 
items  describing  the  file.  Every  instance  of  hjnagic  contains  the  constant  070707  (octal).  The  items 
hjkv  through  hjntime  have  meanings  explained  in  stat(2).  The  length  of  the  NULL-terminated  path  name 
hjiame,  including  the  NULL  byte,  is  given  by  hjtamesize. 

The  last  record  of  the  archive  always  contains  the  name  TRAILER!!!.  Special  files,  directories,  and  the 
trailer,  are  recorded  with  h  Jilesize  equal  to  zero.  Symbolic  links  are  recorded  similarly  to  regular  files, 
with  the  “contents”  of  the  file  being  the  name  of  the  file  the  symbolic  link  points  to. 

SEE  ALSO 

cpio(l),  find(l),  stat(2),  swab(3) 
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NAME 

ctontab  -  table  of  times  to  run  periodic  jobs 
SYNOPSIS 

/var/spool/cron/crontabs/’^ 

DESCRIPTION 

The  cron  utility  is  a  permanent  process,  started  by  /etc/rc.locaI.  cron  consults  the  files  in  the  directory 
/var/spool/cron/crontabs  to  find  out  what  tasks  are  to  be  done,  and  at  what  time. 

Each  line  in  a  crontab  file  consists  of  six  fields,  separated  by  spaces  or  tabs,  as  follows: 

1.  Minutes  field,  which  can  have  values  in  the  range  0  through  59. 

2.  Hours  field,  which  can  have  values  in  the  range  0  through  23. 

3.  Day  of  the  month,  in  the  range  1  through  31. 

4.  Month  of  the  year,  in  the  range  1  through  12. 

5.  Day  of  the  week,  in  the  range  0  through  6.  Sunday  is  day  0  in  this  scheme  of  things.  For  backward 
compatibility  with  older  systems,  Sunday  may  also  be  specified  as  day  7. 

6.  (The  remainder  of  the  line)  is  the  command  to  be  run.  A  percent  character  in  this  field  (unless  escaped 

by  \)  is  translated  to  a  NEWLINE  character.  Only  the  first  line  (up  to  a  %  or  end  of  line)  of  the  com¬ 

mand  field  is  executed  by  the  Shell.  The  other  lines  are  made  available  to  the  command  as  standard 
input 

Any  of  fields  1  through  5  can  be  a  list  of  values  separated  by  commas.  A  value  can  either  be  a  number,  or 
a  pair  of  numbers  separated  by  a  hyphen,  indicating  that  the  job  is  to  be  done  for  all  the  times  in  the 
specified  range.  If  a  field  is  an  asterisk  character  (‘•‘)  it  means  that  the  job  is  done  for  all  possible  values  of 
the  field. 

Note:  the  specification  of  days  may  be  made  by  two  fields  (day  of  the  month  and  day  of  the  week).  If  both 
are  specified  as  a  list  of  elements,  both  are  adhered  to.  For  example, 

001,15*1 

would  run  a  command  on  the  first  and  fifteenth  of  each  mcmth,  as  well  as  on  every  Monday.  To  specify 
days  by  only  (me  field,  the  other  field  should  be  set  to  *  (for  exanq>le, 

00**1 

would  run  a  command  only  on  Mondays). 

The  command  is  run  from  your  home  directoiy  with  an  argO  of  sh.  Users  who  desire  to  have  their  .profile 
executed  must  explicitly  do  so  in  the  command,  cron  supplies  a  default  environment  for  every  shell, 
defining  HOME,  LOGNAME,  USER,  SHELL(Wbin/sh),  and  PATH(=:/iisr/ucb:/bin:/usr/bin). 

NOTE:  Users  should  remember  to  redirect  the  standard  output  and  standard  error  of  their  commands!  If 
this  is  not  done,  any  generated  output  or  errors  will  be  mailed  to  the  user. 

EXAMPLE 


0  0  *  *  *  calendar  - 

15  0  ♦  *  *  /usr/etc/sa  -s  >/dev/nuIl 

15  4  *  *  *  find  /etc/preserve  -mtime  +7  -a  -exec  rm  -f  {}  ; 

40  4  *  *  *  find  /  -name  ’#*’  -atime  +3  -exec  rm  -f  { }  ; 

0  0  1-5  *  *  /usr/local/weekdays 
0  0  0,6  *  *  /usr/local/weekends 

The  calendar  command  runs  at  minute  0  of  hour  0  (midnight)  of  every  day.  The  /usr/etc/sa  command 
runs  at  15  minutes  after  midnight  every  day.  The  two  find  commands  run  at  15  minutes  past  four  and  at  40 
minutes  past  four,  respectively,  every  day  of  the  year.  The  /usr/Iocal/weekdays  command  is  run  at  mid¬ 
night  on  wedcdays.  Finally,  the  /usr/Iocal/weekends  command  is  run  at  midnight  on  weekends. 
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FILES 

/var/spo<d/cr(Hi/crontabs/* 

tables  of  times  to  run  periodic  jobs 

/etc/rc.local 

.profile 

SEE  ALSO 

cron(8),  rc(8) 
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NAME 

dir  -  format  of  directories 
SYNOPSIS 

#include  <sys/types.h> 

#uiclude  <sys/dir.h> 

DESCRIPTION 

A  directory  behaves  exactly  like  an  wdinary  file,  save  that  no  user  may  write  into  a  directory  and  direc¬ 
tories  must  be  read  using  the  getdirentries(2)  system  call  or  the  directory(3)  library  routines.  The  fact 
that  a  file  is  a  directory  is  indicated  by  a  bit  in  the  flag  word  of  its  inode  entry;  see  fs(S). 

A  directory  consists  of  some  number  of  blocks  of  DIRBLKSIZ  bytes,  where  DIRBLKSIZ  is  chosen  such  that 
it  can  be  transferred  to  disk  in  a  single  atomic  operation  (S12  bytes  on  most  machines): 

#ifdef  KERNEL 

#define  DIRBLKSIZ  DEV_BSIZE 
#else 

tdefine  DIRBLKSIZ  512 
#endif 

#define  MAXNAMLEN  255 

Each  DIRBLKSIZ  byte  block  contains  some  number  of  directory  entry  structures,  which  are  of  variable 
length.  Each  directory  entry  has  a  struct  direct  at  the  front  of  it,  containing  its  inode  number,  the  length  of 
the  entry,  and  the  length  of  the  name  contained  in  the  entry.  These  are  followed  by  the  name  padded  to  a 
4-byte  boundary  with  NULL  bytes.  All  names  are  guaranteed  NULL-terminated.  The  maximum  length  of  a 
name  in  a  directory  is  MAXNAMLEN. 

The  macro  DIRSIZ(dp)  gives  the  amount  of  space  required  to  represent  a  directory  entry.  Free  space  in  a 
directory  is  represented  by  entries  that  have: 

dp->d_reclen  >  DIRSIZ(dp) 

All  DIRBLKSIZ  bytes  in  a  directory  block  are  claimed  by  the  directory  entries.  This  usually  results  in  the 
last  entry  in  a  directory  having  a  large  dp->d_reclen.  When  entries  are  deleted  from  a  directory,  the  space 
is  returned  to  the  previous  entry  in  the  same  directory  block  by  increasing  its  dp->d_reclen.  If  the  first 
entry  of  a  directory  block  is  free,  then  its  dp->d_ino  is  set  to  0.  Entries  other  than  the  first  in  a  directory  do 
not  normally  have  dp->d_ino  set  to  0. 

The  DIRSIZ  macro  gives  the  minimum  record  length  which  will  hold  the  directory  entry.  This  requires  the 
amount  of  space  in  struct  direct  without  the  d_name  field,  plus  enough  space  for  the  name  with  a  terminat¬ 
ing  NULL  byte  (dp->d_namlen+l),  rounded  up  to  a  4-byte  boundary. 


#undef  DIRSIZ 

fdefine  DIRSIZ(dp)  ((sizeof  (struct  direct)  -  (MAXNAMLEN+1))  +  (((dp)->d_namlen+l  +  3)  &"  3)) 
struct  direct  { 

u_long  d_ino; 

short  d_reclen; 

short  d_namlen; 

char  d_name[MAXNAMLEN  + 1]; 

/*  typically  shorter  */ 

}; 

By  convention,  the  first  two  entries  in  each  directory  are  for  and  *. The  first  is  an  entry  for  the  direc¬ 
tory  itself.  The  second  is  for  the  parent  directory.  The  meaning  of is  modified  for  die  root  directory  of 
the  master  file  system  (“/”),  fOT  which  has  the  same  meaning  as 
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SEE  ALSO 

getdirentries(2),  directory(3),  fs(S) 
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NAME 

dump,  dumpdates  -  incremental  dump  format 
SYNOPSIS 

#include  <sys/types.h> 

#inclade  <sys/inode.h> 

#include  <dumprestor.h> 

DESCRIPTION 

Tapes  used  by  dump  and  restore(8)  contain: 

a  header  recwd 

two  groups  of  bit  map  records 

a  group  of  records  describing  directories 

a  group  of  records  describing  files 

The  format  of  the  header  record  and  of  the  first  record  of  each  description  as  given  in  die  include  file 
<dumprestor.h>  is: 

tdelineNTREC  10 
#define  MLEN  16 

#define  MSIZ  4096 

#define  TS_TAPE  1 

#define  TSJNODE  2 

#define  TS~BITS  3 
#deflneTS~ADDR  4 

#defineTS~END  5 
#defineTS~CLRl6 
#define  MAGIC  (int)  60011 
tdefine  CHECKSUM  (int)  84446 
struct  spci  { 

int  c_type; 

time_t  c_date; 

time_t  c_ddate; 

int  c_volume; 

daddr_t  c_tapea; 

ino_t  cjnumber; 

int  c_magic; 

int  c_checksum; 

struct  dinode  c_dinode; 

int  c_count; 

char  c_addr[BSIZE]; 

}  spcl; 

struct  idates  { 

char  id_name[16]; 

char  id_incno; 

time_t  id_ddate; 

}; 

#define  DUMPOUTFMT  "%-16s  %c  %s”  /*  for  printf  ♦/ 

/♦  name,  incno,  ctime(date)  */ 

fdefine  DUMPINFMT  "  %16s  %c  %[''\n]\n'*  I*  inverse  for  scanf  *1 

NTREC  is  the  default  number  of  1024  byte  records  in  a  physical  tape  block,  changeable  by  the  b  option  to 
dump.  MLEN  is  the  number  of  bits  in  a  bit  map  word.  MSIZ  is  the  number  of  bit  map  words. 

The  TS_  entries  are  used  in  the  c_type  field  to  indicate  what  sort  of  header  this  is.  The  types  and  their 
meanings  are  as  follows: 
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TS_TAPE 

TSJNODE 

TS_BITS 

TS_ADDR 

TS~END 

TS_CLRI 

MAGIC 

CHECKSUM 


Tape  volume  label 

A  file  or  directory  follows.  ITie  cjUnode  field  is  a  copy  of  the  disk  inode  and 
contains  bits  telling  what  sort  of  file  this  is. 

A  bit  map  follows.  This  bit  map  has  a  one  bit  for  each  inode  that  was  dumped. 

A  subrecord  of  a  file  description.  See  c_addr  below. 

End  of  tape  record. 

A  bit  map  follows.  This  bit  map  contains  a  zero  bit  for  all  inodes  that  were  empty 
on  the  file  system  when  dumped. 

AH  header  records  have  this  number  in  cjnagic. 

Header  records  checksum  to  this  value. 


The  fields  of  the  header  structure  are  as  follows: 

The  type  of  the  header. 

Hie  date  the  dump  was  taken. 

Hie  date  the  file  system  was  dunqied  from. 

The  current  volume  number  of  the  dump. 

Hie  current  number  of  this  (1024-byte)  record. 

The  number  of  the  inode  being  dumped  if  this  is  of  type  TS_INODE. 

This  contains  the  value  MAGIC  above,  truncated  as  needed. 

This  contains  whatever  value  is  needed  to  make  the  record  sum  to  CHECKSUM. 
This  is  a  copy  of  the  inode  as  it  appears  on  the  file  system;  see  fs(5). 

Hie  count  of  characters  in  c  jiddr. 

An  array  of  characters  describing  the  blocks  of  the  dumped  file.  A  character  is 
zero  if  the  block  associated  with  that  character  was  not  present  on  the  file  system, 
otherwise  the  character  is  non-zero.  If  the  block  was  not  present  on  the  file  sys¬ 
tem,  no  block  was  dumped;  the  block  will  be  restored  as  a  hole  in  the  file.  If  there 
is  not  sufficient  space  in  this  record  to  describe  all  of  the  blocks  in  a  file, 
TS_ADDR  records  will  be  scattered  through  the  file,  each  one  picking  up  where 
the  last  left  off. 

Each  volume  except  the  last  ends  with  a  tapemark  (read  as  an  end  of  file).  Hie  last  volume  ends  with  a 
TS_END  record  and  then  the  tapemark. 

The  structure  idates  describes  an  entry  in  the  file  /etc/dumpdates  where  dump  history  is  kept.  The  fields  of 
the  structure  are: 

id_nanie  The  dumped  filesystem  is  /dev/id_nam. 

id_incno  The  level  number  of  the  dump  tape;  see  dttmp(8). 

id_ddate  Hie  date  of  the  incremental  dump  in  system  format  see  types(S). 

FILES 

/etc/dumpdates 

/dev/id_nam 

SEE  ALSO 

fs(5),  types(5),  dump(8),  restore(8) 

BUGS 

Should  more  explicitly  describe  format  of  dumpdates  file. 


c_type 

c_date 

c_ddate 

c_volume 

c_tapea 

c_inumber 

c_magic 

c_checksam 

c_dinode 

c_count 

c  addr 
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NAME 

environ  -  user  environment 
SYNOPSIS 

extern  char  ’"^environ; 

DESCRIPTION 

An  array  of  strings  called  the  ‘envirmimait’  is  made  available  by  execve(2)  when  a  process  begins.  By 
convention  these  strings  have  the  form  ‘ncane=value\  The  following  names  are  used  by  various  com- 


mands: 

PATH 

Ihe  sequence  of  directory  prefixes  that  sh(l),  flme(lV),  nice(l),  etc.,  apply  in 
searching  fcx  a  file  known  by  an  inconq>lete  path  name.  The  prefixes  are 
s^arated  by  The  login(l)  process  sets  PATH=:/usr/ncb:/bin:/usr/bin. 

HOME 

The  name  of  the  user’s  login  directory,  set  by  login(l)  from  the  password  file 
/etc/passwd  (see  passwd(S)). 

TERM 

The  type  of  terminal  on  which  the  user  is  logged  in.  This  infcxmadon  is  used  by 
commands,  such  as  nroff(l)  or  plot(lG),  which  may  exploit  special  terminal 
capabilities.  See  /etc/termcap  (termcap(5))  for  a  list  of  terminal  types. 

SHELL 

The  path  name  of  the  user’s  login  shell. 

TERMCAP 

The  string  describing  the  terminal  in  TERM,  or  the  name  of  the  termcap  file,  see 
termcap(3X),  termcap(S). 

EXINTT 

A  startup  list  of  commands  read  by  ex(l),  edit,  and  vi(l). 

USER 

LOGNAME 

The  user’s  login  name. 

TZ 

The  name  of  the  time  zone  that  the  user  is  located  in.  If  TZ  is  not  present  in  the 
environment,  the  system’s  default  time  zone,  normally  the  time  zone  that  the  com¬ 
puter  is  located  in,  is  used. 

Further  nan^s  may  be  placed  in  the  environment  by  the  export  command  and  ‘name^value’  arguments  in 
sb(l},  (n  by  the  setenv  command  if  you  use  csh(l).  Arguments  may  also  be  placed  in  the  environment  at 
the  point  of  an  execve(2).  It  is  unwise  to  conflict  with  certain  sh(l)  variables  that  are  frequently  exported 
by  .profile  files:  MAIL,  PSl,  PS2,  IPS. 

SYSTEM  V  DESCRIPTION 

The  description  of  the  variable  TERMCAP  does  not  apply  to  prt^rams  built  in  the  System  V  environment. 

FILES 

/etc/passwd 

etc/termcap 

SEE  ALSO 

csh(l),  ex(l),  login(l),  nice(l),  nroff(l),  plot(lG),  sh(l),  time(lV),  vi(l),  execve(2),  getenv(3),  sys- 
tem(3),  termcap(3X),  passwd(S),  termcap(S) 
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NAME 

ethers  -  Ethamet  address  to  hostname  database  or  YP  domain 
DESCRIPTION 

The  ethers  file  contains  information  regarding  the  known  (48  bit)  Ethernet  addresses  of  hosts  on  the  Inter¬ 
net.  For  each  host  on  an  Ethanet,  a  single  line  should  be  present  with  the  following  information: 

Ethernet  address 
official  hostname 

Items  are  separated  by  any  number  of  blanks  and/or  TAB  characters.  A  ‘#’  indicates  the  beginning  of  a 
comment  extending  to  the  end  of  line. 

The  standard  form  for  Ethernet  addresses  is  “xvRx:x:xix”  where  x  is  a  hexadecimal  number  between  0  and 
ff,  representing  one  byte.  Tbe  address  bytes  are  always  in  network  order.  Host  names  may  contain  any 
printable  character  other  than  a  SPACE,  TAB,  NEWLINE,  or  comment  character.  It  is  intended  that  host 
names  in  the  ethers  file  correspond  to  the  host  names  in  die  hosts(S)  file. 

The  ether_line()  routine  firom  the  Ethernet  address  manipulation  library,  ethers(3N)  may  be  used  to  scan 
lines  of  the  ethers  file. 

FILES 

/etc/ethers 

SEE  ALSO 

ethers(3N),  hosts(S) 
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NAME 

exports,  xtab  -  directories  to  export  to  NFS  clients 

SYNOPSIS 

/etc/exports 

/etc/xtab 

DESCRIPTION 

The  /etc/exports  file  contains  entries  for  directories  that  can  be  exported  to  NFS  clients.  This  file  is  read 
automatically  by  the  exportfs(8)  command  If  you  change  this  file,  you  must  run  exportfs(8)  for  the 
changes  to  affect  the  daemon’s  operation. 

Only  when  this  file  is  present  at  boot  time  does  the  rc.local  script  execute  exportfs(8)  and  start  the  NFS 
file-system  daemon,  nfsd(8). 

The  /etc/xtab  file  contains  entries  for  directories  that  are  currently  exported.  This  file  should  only  be 
accessed  by  programs  using  getexportent  (see  exportent(3)).  (Use  the  -u  option  of  exportfs  to  remove 
entries  from  this  file). 

An  entry  for  a  directory  consists  of  a  line  of  the  following  form: 
directory  —option[,  option  ] . . . 

directory  is  the  pathname  of  a  directory  (or  file). 

option  is  one  of 

ro  Export  the  directory  read-only.  If  not  specified  the  directory  is  exported 
read-write. 

TVf=hostnamesl:hostname] . . . 

Export  the  directory  read-mostly.  Read-mostly  means  read-only  to  most 
machines,  but  read-write  to  those  specified.  If  not  specified  the  directory 
is  exported  read-write  to  all. 

anon=u{d 

If  a  request  comes  fiom  an  unknown  user,  use  u/d  as  the  effective  user 
ID.  Note:  root  users  (uid  0)  are  always  considered  “unknown”  by  the  NFS 
server,  unless  they  are  included  in  the  “root”  option  below.  The  default 
value  for  this  option  is  -2,  Setting  “anon”  to  -1  disables  anonymous 
access.  Note:  by  default  secure  NFS  will  accept  insecure  requests  as 
anonymous,  and  those  wishing  for  extra  security  can  disable  this  feature 
by  setting  “anon”  to  -1. 

root:=hostnemes[‘.hostname  ] . . . 

Give  root  access  only  to  the  root  users  from  a  specified  hostname.  The 
default  is  for  no  hosts  to  be  granted  root  access. 

accesss:client[:client] . . . 

Give  mount  access  to  each  client  listed.  A  client  can  either  be  a  host- 
name,  or  a  netgroup  (see  netgroup(5)).  Each  client  in  the  list  is  first 
checked  for  in  the  netgroup  database,  and  then  the  hosts  database.  The 
default  value  allows  any  machine  to  mount  the  given  directory. 

secure  Require  clients  to  use  a  more  secure  protocol  when  accessing  file  direc¬ 
tory. 

A  '#’  (pound-sign)  anywhere  in  the  file  indicates  a  comment  that  extends  to  the  end  of  the  line. 
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EXAMPLE 


FILES 


/usr 

-access=clients 

#  export  to  my  clients 

/usrAocal 

#  export  to  the  world 

/iisr2 

-access=hermes:zip:tutorial 

#  export  to  only  these  machines 

Ivstlsaa 

-root=hermes:zip 

#  give  root  access  only  to  these 

/usr/new 

-andn=0 

#  give  all  machines  root  access 

/usr/bin 

-ro 

#  export  read-only  to  everyone 

/usr/stuff 

-access=zip,anon=-3,ro 

#  several  options  on  one  line 

/etc/exports 

/etc/xtab 

/etc/hosts 

/etc/netgroup 

rcJocal 

SEE  ALSO 

exporteiit(3),  hosts(S),  netgroup<S),  exportfs(8),  iifsd(8) 

WARNINGS 

You  cannot  export  either  a  parent  directory  or  a  subdirectory  of  an  exported  directory  that  is  within  the 
same  filesystem.  It  would  be  illegal,  for  instance,  to  export  both  /usr  and  /usr/Iocal  if  both  directories 
resided  on  the  same  disk  partition. 
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NAME 

fcntl  -  file  control  (q>tions 

SYNOPSIS 

#include  <fcntLli> 

DESCRIPTION 

The  fcntl(2V)  function  provides  for  control  over  open  files.  This  include  file  describes  requests  and  argu¬ 
ments  to  fcntl  and  open(2V)  as  shown  below: 

/*  @  (#)fcntl.h  1.2  83/12/08  SMI;  from  UCB  4.2  83/09/25*/ 

/* 

*  Flag  values  accessible  to  open(2V)  and  fcntl(2) 

*  (The  first  three  can  only  be  set  by  open) 

*/ 


#define 

O^RDONLY 

0 

#define 

O^WRONLY 

1 

#define 

O^RDWR 

2 

#define 

O^NDELAY 

FNDELAY 

/*  Non-blocking  I/O  ♦/ 

#define  0_APPEND 

fifndef  EJIUPFD 

/♦  fcntl(2)  requests  */ 

FAPPEND 

/*  append  (writes  guaranteed  at  the  end)  */ 

#define 

F__DUPFD 

0 

/*  Duplicate  Aides  */ 

#define 

F^GETFD 

1 

/♦  Get  Aides  flags  ♦/ 

#define 

F^SETFD 

2 

/♦  Set  fildes  flags  */ 

#define 

F^^GETFL 

3 

/*  Get  file  flags  */ 

#define 

F^SETFL 

4 

/*  Set  file  flags  */ 

#define 

F^GETOWN 

5 

/*  Get  ovraer  */ 

#define 

F  SETOWN 

6 

/*  Set  owner  */ 

/♦  flags  for  F_ 

GETFL,  F_SETFL —  copied  from  <sys/dle«h>  ♦/ 

#define 

FNDELAY 

00004/*  non-blocking  reads  ♦/ 

#define 

FAPPEND 

00010/*  append  on  each  write  */ 

#define 

#endif 

FASYNC 

OOKW/*  signal  pgrp  when  data  ready  */ 

SEE  ALSO 

fcntl(2V),  open(2V) 
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NAME 

fs,  inode  -  format  of  a  4.2  (ufs)  file  system  volume 
SYNOPSIS 

#include  <sys/types,h> 

#include  <ufs/fs*h> 

#include  <ufs/inode.h> 

DESCRIPTION 

Standard  4.2  (ufs)  file  system  storage  volumes  have  a  common  format  for  certain  vital  information.  Every 
such  volume  is  divided  into  a  certain  number  of  blocks.  The  block  size  is  a  parameter  of  the  file  system. 
Sectors  0  to  15  contain  primary  and  secondary  bootstrapping  programs. 

The  actual  file  system  begins  at  sector  16  with  the  super-block.  The  layout  of  the  super  block  is  defined  by 
the  include  file  <ufs/fs.h> 

Each  disk  drive  contains  some  number  of  file  systems.  A  file  system  consists  of  a  number  of  cylinder 
groups.  Each  cylinder  group  contains  inodes  and  data, 

A  file  system  is  described  by  its  super-block,  which  in  turn  describes  the  cylinder  groups.  The  super-block 
is  critical  data  and  is  replicated  in  each  cylinder  group  to  protect  against  catastrophic  loss.  This  is  done  at 
file  system  creation  time  and  the  critical  super-block  data  does  not  change,  so  the  copies  need  not  be  refer¬ 
enced  further  unless  disaster  strikes. 

Addresses  stored  in  inodes  are  capable  of  addressing  fragments  of  “blocks.''  File  system  blocks  of  at  most 
size  MAXBSIZE  can  be  optionally  broken  into  2,  4,  or  8  pieces,  each  of  which  is  addressable;  these  pieces 
may  be  DEV  BSIZE,  or  some  multiple  of  a  DEV_BSIZE  unit 

Large  files  consist  of  exclusively  large  data  blocks.  To  avoid  undue  wasted  disk  space,  the  last  data  block 
of  a  small  file  is  allocated  as  only  as  many  fragments  of  a  large  block  as  are  necessary.  The  file  system  for¬ 
mat  retains  only  a  single  pointer  to  such  a  fragment,  which  is  a  piece  of  a  single  large  block  that  has  been 
divided.  The  size  of  such  a  fragment  is  determinable  from  information  in  the  inode,  using  the  'blksize(fs, 
ip,  Ibn)'  macro. 

The  file  system  records  space  availability  at  the  fragment  level;  to  determine  block  availability,  aligned 
fragments  are  examined. 

The  root  inode  is  the  root  of  the  file  system.  Inode  0  cannot  be  used  for  normal  purposes  and  historically 
bad  blocks  were  linked  to  inode  1,  thus  the  root  inode  is  2  (inode  1  is  no  longer  used  for  this  purpose,  how¬ 
ever  numerous  dump  tapes  make  this  assumption,  so  we  are  stuck  with  it).  The  lost+found  directory  is 
given  the  next  available  inode  when  it  is  initially  created  by  mkfs(8). 

fs^minfree  gives  the  minimum  acceptable  percentage  of  file  system  blocks  which  may  be  free.  If  the  freel¬ 
ist  drops  below  this  level  only  the  super-user  may  continue  to  allocate  blocks.  This  may  be  set  to  0  if  no 
reserve  of  free  blocks  is  deemed  necessary,  however  severe  performance  degradations  will  be  observed  if 
the  file  system  is  run  at  greater  than  90%  full;  thus  the  default  value  of  fs_iiiinfree  is  10%. 

Empirically  the  best  trade-off  between  block  fragmentation  and  overall  disk  utilization  at  a  loading  of  90% 
comes  with  a  fragmentation  of  4,  thus  the  default  fragment  size  is  a  fourth  of  the  block  size. 

Cylinder  group  related  limits:  Each  cylinder  keeps  track  of  the  availability  of  blocks  at  different  rotational 
positions,  so  that  sequential  blocks  can  be  laid  out  with  minimum  rotational  latency.  NRPOS  is  the  number 
of  rotational  positions  which  are  distinguished.  With  NRPOS  8  the  resolution  of  the  summary  information 
is  2ms  for  a  typical  3600  rpm  drive. 

fs_rotdelay  gives  the  minimum  number  of  milliseconds  to  initiate  another  disk  transfer  on  the  same 
cylinder.  It  is  used  in  determining  the  rotationally  optimal  layout  for  disk  blocks  within  a  file;  the  default 
value  for  fs_rotdelay  is  2ms. 

Each  file  system  has  a  statically  ^located  number  of  inodes.  An  inode  is  allocated  for  each  NBPI  bytes  of 
disk  space.  The  inode  allocation  strategy  is  extremely  conservative. 
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MAXIPG  bounds  the  number  of  inodes  per  cylinder  group,  and  is  needed  cmly  to  keep  the  structure  simple: 
by  having  the  only  a  single  variable  size  elem^t  (the  free  bit  mty)). 

Note:  MAXIPG  must  be  a  multqtle  of  INOPB(fs). 

MINBSIZE  is  the  smallest  allowable  block  size.  With  a  MINBSIZE  of  4096  it  is  possible  to  create  files  of 
size  2"32  with  only  two  tevels  of  indirection.  MINBSIZE  must  be  big  enough  to  hold  a  cylinder  group 
block,  thus  changes  b)  (struct  eg)  must  keep  its  size  within  INBSIZE.  MAXCPG  is  limited  cmly  to  dimen¬ 
sion  an  array  in  (struct  eg);  it  can  be  made  l^er  as  long  as  that  stracture’s  size  remains  within  the  bounds 
dictated  by  MINBSIZE.  Note:  super  blocks  are  never  more  than  size  SBSKE. 

The  path  name  on  which  the  file  system  is  mounted  is  maintained  in  fs_fsmnt.  MAXMNTLEN  defines  the 
amount  of  space  allocated  in  the  super  block  fer  this  name.  The  limit  cm  the  amount  of  summary  informa¬ 
tion  per  file  system  is  defined  by  MAXCSBUFS,  It  is  currently  parameterized  for  a  maximum  of  two  mil¬ 
lion  cylinders. 

Per  cylinder  group  information  is  summarized  in  blocks  allocated  from  the  first  cylinder  group’s  data 
blocks.  These  blocks  are  read  in  from  fs_csaddr  (size  fs_cssize)  in  addition  to  the  super  block. 

Note:  sizeof  (struct  esum)  must  be  a  power  of  two  in  order  for  the  fs_cs  macro  to  work. 

Super  block  for  a  file  system:  MAXBPC  bounds  the  size  of  the  rotational  layout  tables  and  is  limited  by  the 
fact  that  the  super  block  is  of  size  SBSIZE.  The  size  of  these  tables  is  inversely  proptnticxial  to  the  block 
size  of  the  file  system.  The  size  of  the  tables  is  increased  when  sector  sizes  are  not  powers  of  two,  as  this 
increases  the  number  of  cylinders  included  before  the  rotational  pattern  repeats  (fs_cpc).  The  size  of  the 
rotational  layout  tables  is  derived  from  the  number  of  bytes  remaining  in  (struct  fs). 

MAXBPG  bounds  the  number  of  blocks  of  data  per  cylinder  group,  and  is  limited  by  the  fact  that  cylinder 
groups  are  at  most  one  block.  The  size  of  the  free  block  table  is  derived  from  the  size  of  blocks  and  the 
number  of  remaining  bytes  in  the  cylinder  group  structure  (struct  eg). 

inode:  The  inode  is  the  focus  of  all  file  activity  in  the  file  system.  Ttere  is  a  unique  inode  allocated  for 
each  active  file,  each  current  directory,  each  mounted-on  file,  text  file,  and  the  root  An  inode  is  “named” 
by  its  device/i-number  pair.  Fot  further  information,  see  the  include  file  <ufs/inode  Ji>. 

SEE  ALSO 

mkfs(8) 
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NAME 

fspec  -  fonnat  specification  in  text  files 
DESCRIPTION 

It  is  sometimes  convenient  to  maintain  text  files  on  the  operating  system  with  non-standard  tab  stop  set¬ 
tings,  (that  is,  tab  stops  that  are  not  set  at  every  eighth  column).  Such  files  must  generally  be  converted  to  a 
standard  format,  frequently  by  replacing  all  TAB  characters  with  the  appropriate  number  of  SPACE  charac¬ 
ters,  before  they  can  be  processed  by  operating  system  commands.  A  format  specification  occurring  in  the 
first  line  of  a  text  file  specifies  how  TAB  characters  are  to  be  expanded  in  the  remainder  of  the  file. 

A  format  specification  consists  of  a  sequence  of  parametas  sq^arated  by  blanks  and  surrounded  by  the 
brackets  <:  and  :>.  Each  parameter  consists  of  a  keyletter,  possibly  followed  immediately  by  a  value.  The 
following  parameters  are  recognized: 

t  tabs  The  t  parameter  specifies  the  tab  stop  settings  for  the  file.  The  value  of  tabs  must  be  one 

of  the  following: 

1.  A  list  of  column  numbers  separated  by  commas,  indicating  tab  stops  set  at  the 
specified  columns; 

2.  A  followed  immediately  by  an  integer  n,  indicating  tab  stops  set  at  intervals 

of  n  columns,  that  is,  at  l+n,  l+2*n,  and  so  (mj; 

3.  A  followed  by  the  name  of  a  ‘  ‘canned’  ’  tab  stop  specification. 

Up  to  40  numbers  are  allowed  in  a  comma-separated  list  of  tab  stop  settings.  If  any  number 
(except  the  first  one)  is  preceded  by  a  plus  sign,  it  is  taken  as  an  increment  to  be  added  to  the  pre¬ 
vious  value.  Thus,  the  formats  tl,  10, 20, 30  and  tl,  10,  +10,  +10  are  considered  identical. 

Standard  tab  stops  are  specified  by  t-8,  or  equivalently,  tl,  9, 17, 25,  etc.  This  is  the  tab  stop  set¬ 
ting  that  most  operating  system  utilities  assume,  and  is  the  most  likely  setting  to  be  found  at  a  ter¬ 
minal.  The  specification  t-0  specifies  no  tab  stops  at  all. 

The  canned  tab  stops  specifications  that  are  recognized  are  as  foUows: 

a  1, 10, 16, 36, 72 

Assembler,  IBM  S/370,  first  format 

a2  1,10,16,40,72 

Assembler,  IBM  S/370,  second  fmmat 

c  1,8,12,16,20,55 

COBOL,  normal  fcxrmat 

c2  1,6,10,14,49 

COBOL  compact  format  (columns  1-6  omitted).  Using  this  code,  the  first  typed 
character  corresponds  to  card  column  7,  one  space  gets  you  to  column  8,  and  a 
TAB  reaches  column  12.  Files  using  this  tab  stq>  setup  should  include  a  format 
specification  as  follows: 

<:t-c2  m6  s66  d:> 

c3  1, 6, 10, 14, 18, 22, 26, 30, 34, 38, 42, 46, 50,  54, 58, 62, 67 

COBOL  compact  format  (columns  1-6  omitted),  with  more  tab  stops  than  c2. 
This  is  the  recommended  format  for  COBOL.  The  appropriate  format 
specification  is: 

<:t-c3  ni6  s66  d:> 

f  1,7,11,15,19,23 

FORTRAN 

p  1, 5, 9, 13, 17, 21, 25, 29,  33,  37, 41, 45, 49,  53,  57,  61 
PL/I 

s  1, 10,  55 
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SNOBOL 

u  1,12,20,44 

UNIVAC  1100  Assonblo: 

ssize  Tte  s  parameter  specifies  a  maximum  line  size.  The  value  of  size  must  be  an 
integer.  Size  checking  is  paf(»med  itfter  TAB  characters  have  been  expanded, 
but  before  the  margin  is  prepended. 

m  margin 

The  m  paraneter  specifies  a  number  of  SPACE  characters  to  be  prepended  to 
each  line.  The  value  of  margin  must  be  an  integer. 

d  The  d  parameter  takes  no  value.  Its  presence  indicates  that  the  line  containing 
the  format  specification  is  to  be  deleted  from  the  converted  file. 

e  Tte  e  parameter  takes  no  value.  Its  presence  indicates  that  the  current  form^  is 
to  prevail  only  until  anotho-  format  specification  is  encountered  in  the  file. 

Default  values,  which  are  assun^d  for  parameters  not  supplied,  are  t-8  and  mO.  If  the  s  parame¬ 
ter  is  not  specified,  no  size  checking  is  performed.  If  the  first  line  of  a  file  does  not  contain  a  for¬ 
mat  specification,  the  above  defaults  are  assumed  for  the  entire  file.  The  following  is  an  example 
of  a  line  containing  a  format  specification: 

♦  <;t5,1045  s72:>  * 

If  a  format  specification  can  be  disguised  as  a  comment,  it  is  not  necessary  to  code  the  d  parame¬ 
ter. 

SEE  ALSO 

ed(l),  tabs(l) 
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NAME 

fstab,  mtab  -  static  filesystem  mounting  table,  mounted  filesystems  table 

SYNOPSIS 

/etc/fstab 

/etc/mtab 

DESCRIPTION 

The  /etc/fstab  file  contains  entries  for  filesystems  and  disk  partitions  to  mount  using  the  mount(8)  com¬ 
mand,  which  is  normally  invoked  by  the  rc.boot  script  at  b^t  time.  This  file  is  used  by  various  utilities 
that  mount,  unmount,  check  the  consistency  of,  dump,  and  restore  file  systems.  It  is  also  used  by  the  sys¬ 
tem  itself  when  locating  the  swap  partition. 

The  /etc/mtab  file  contains  entries  for  filesystems  currently  mounted,  and  is  read  by  programs  using  the 
routines  described  in  getmntent(3).  amount  (see  mount(8))  removes  entries  from  this  file. 

Each  entry  consists  of  a  line  of  the  form: 

filesystem  directory  type  options  freq  pass 

filesystem  is  the  pathname  of  a  block-special  device,  or  the  name  of  a  remote  filesystem  in 
host'.pathname  form. 

directory  is  the  pathname  of  the  directory  on  which  to  mount  the  filesystem. 

type  is  the  filesystem  type,  which  can  be  one  of: 

4.2  to  mount  a  block-special  device 
nfs  to  mount  an  exported  NFS  filesystem 
swap  to  indicate  a  swap  partition 

ignore  to  have  the  mount  command  ignore  the  current  entry  (good  for  noting  disk 
partitions  diat  are  not  being  used) 

options  contains  a  comma-separated  list  (no  spaces)  of  mounting  options,  some  of  which  can  be 
applied  to  all  types  of  filesystems,  and  others  which  only  apply  to  specific  types. 

4.2  options: 

quota  I  noquota 

disk  quotas  are  enforced  or  not  enforced 

nfs  options: 

bgifg 

retry =/i 
rsize=/i 
wsize=n 
timeo^n 
retrans=n 
port=n 
soft  I  hard 

intr 
secure 
acregmin=/i 
acregmax=/i 

acdirmin=/t 
acdirmax=n 

actjmeo=/i 


If  the  first  attempt  fails,  retry  in  the  background,  or,  in  the  fore¬ 
ground 

The  number  of  times  to  retry  the  mount  operation. 

Set  the  read  buffer  size  to  n  bytes. 

Set  the  write  buffer  size  to  n  bytes. 

Set  the  NFS  timeout  to  n  tenths  of  a  second. 

The  number  of  NFS  retransmissions. 

The  server  IP  port  number. 

Return  an  error  if  the  server  does  not  respond,  or  continue  the  retry 
request  until  the  server  responds. 

Allow  keyboard  interrupts  on  hard  mounts. 

Use  a  more  secure  protocol  for  NFS  transactions. 

Hold  cached  attributes  for  at  least  n  seconds  after  file  modification. 
Hold  cached  attributes  for  no  more  than  n  seconds  after  file 
modification. 

Hold  cached  attributes  for  at  least  n  seconds  after  directory  update. 
Hold  cached  attributes  for  no  more  than  n  seconds  after  directory 
update. 

Set  nun  and  max  times  for  regular  files  and  directories  to  n  seconds. 
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Common  options: 

ro|rw  mount  either  read-only  or  lead-write 
suid  I  nosnid 

setuid  execution  allowed  ot  disallowed 

grpid  Create  files  with  BSD  semantics  for  propagation  of  ihe  group  ID,  With  this 
option,  files  inherit  the  groiq>  ID  of  die  directory  in  which  they  are  created, 
regardless  of  the  directory’s  setgid  bit. 
noauto  Do  not  mount  this  file  system  automatically  (using  mount  -a). 

freq  is  the  interval  (in  days)  between  dumps. 

pass  is  the  fsck(8)  pass  in  which  to  check  the  partition.  Filesystems  with  the  same  pass  number  are 
checked  simultaneously.  Filesystems  with  pass  equal  to  0  are  not  checked. 

A  pound-sign  (#)  as  the  first  non-white  character  indicates  a  comment  line  which  is  ignored  by  rmitines  that 
read  this  file.  The  order  of  records  in  /etc/fstab  is  inqxirtant  because  fsck,  mount,  and  umount  process  the 
file  sequentially;  an  entry  fa*  a  file  system  must  appear  after  the  entry  for  any  file  system  it  is  to  be 
mounted  on  top  of. 

EXAMPLES 

In  this  example,  the  /home/user  directory  is  hard  mounted  read-write  over  the  NFS,  along  with  additional 
swap  space  in  the  form  of  a  mcainted  swap  file  (see  System  and  Network  Administration  for  details  on 
adding  swap  space): 

/dev/xyOa  /  4.2  rw, noquota  1 1 
/dev/xyOb  /usr  4.2  rw,noquota  1 1 
exampIe:/home/user  /home/user  nfs  rw,hard,fg  0  0 
/export/swap/myswap  swap  swap  rw  0  0 

FILES 

/etc/fstab 

/etc/mtab 

SEE  ALSO 

getmntent(3),  fsck(8),  mount(8),  quotacheck(8),  quotaon(8). 
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NAME 

fQHisers  -  list  of  users  {sohibited  by  % 

SYNOPSIS 

/usr/etc/ftpusers 

DESCRIPTION 

ftpusers  contains  a  list  of  users  who  canirat  access  this  system  using  the  ftp(lQ  program,  ftpusers  con¬ 
tains  one  uso*  name  per  line. 

SEE  ALSO 

flp(lC),  ftpd(8C) 
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NAME 

gettytab  -  terminal  configuration  data  base 

SYNOPSIS 

/etc/gettytab 

DESCRIPTION 

gettytab  is  a  simplified  version  of  the  termcap(S)  data  base  used  to  describe  terminal  lines.  The  initial  ter¬ 
minal  login  process  getty(8)  accesses  the  gettytab  file  each  time  it  starts,  allowing  simpler  reconfiguration 
of  terminal  characteristics.  Each  entry  in  the  data  base  is  used  to  describe  one  class  of  terminals. 

There  is  a  default  terminal  class,  default,  that  is  used  to  set  global  defaults  for  all  other  classes.  (That  is, 
the  default  entry  is  read,  then  the  entry  feu*  the  class  required  is  used  to  override  particular  settings.) 

CAPABILITIES 

Refer  to  termcap(S)  for  a  description  of  the  file  layout  The  Default  column  below  lists  defaults  obtained 
if  there  is  no  entry  in  the  table  obtained,  nor  one  in  the  special  default  table. 


Name 

Type 

Default 

Description 

ab 

bool 

false 

read  a  \r  first  and  guess  the  baud  rate  from  it 

ap 

bool 

false 

terminal  uses  7  bits,  any  parity 

bd 

num 

0 

backspace  ctelay 

bk 

str 

0377 

alternate  end  of  line  character  (input  break) 

cb 

bool 

false 

use  ert  backspace  mode 

cd 

num 

0 

carriage-return  delay 

ce 

bool 

false 

use  ert  erase  algorithm 

ck 

bool 

false 

use  ert  kill  algorithm 

cl 

str 

NULL 

screen  clear  sequence 

CO 

bool 

false 

console -add  ^ter  login  prompt 

dx 

bool 

false 

setDECCTLQ 

ds 

str 

*Y 

delayed  suspend  character 

ec 

bool 

false 

leave  echo  OFF 

ep 

bool 

false 

terminal  uses  7  bits,  even  parity 

er 

str 

'? 

erase  character 

et 

str 

*D 

end  of  text  (EOF)  character 

ev 

str 

NUIL 

initial  environment 

fO 

num 

unused 

tty  mode  flags  to  write  messages 

fl 

num 

unused 

tty  mode  flags  to  read  login  name 

f2 

num 

unused 

tty  mode  flags  to  leave  terminal  as 

fd 

num 

0 

form-feed  (vertical  motion)  delay 

fl 

str 

‘0 

ouq>ut  flush  character 

he 

bool 

false 

do  NOT  hangup  line  on  last  close 

he 

str 

NULL 

hostname  editing  string 

hn 

str 

hostname 

hostname 

ht 

bool 

false 

terminal  has  real  tabs 

ig 

bool 

false 

ignore  garbage  characters  in  login  name 

im 

str 

NULL 

initial  (banner)  message 

in 

str 

*c 

interrupt  character 

is 

num 

unused 

input  speed 

kl 

str 

'U 

kill  character 

Ic 

bool 

false 

terminal  has  lower  case 

hn 

str 

login: 

login  prompt 

In 

str 

'V 

“literal  next”  character 

lo 

str 

/usr/bin/login 

program  to  exec  when  name  obtained 

nd 

num 

0 

newline  (line-feed)  delay 

nl 

bool 

false 

terminal  has  (or  might  have)  a  newline  character 
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nx 

str 

default 

next  table  (for  auto  speed  selection) 

op 

bool 

false 

terminal  uses  7  bits,  odd  parity 

os 

num 

unused 

output  speed 

P8 

bool 

false 

terminal  uses  8  bits,  no  parity 

pc 

str 

pad  character 

pc 

bool 

false 

use  printer  (hard  ct^y)  o^e  algorithm 

pf 

num 

0 

delay  between  first  prompt  and  following  flush  (seconds) 

ps 

bool 

false 

line  connected  to  a  MICOM  port  selector 

qu 

str 

A 

quit  character 

rp 

str 

line  retype  character 

rw 

bool 

false 

do  NOT  use  RAW  for  input,  use  CBREAK 

sp 

num 

0 

line  speed  (input  and  ouq>ut) 

so 

str 

*Z 

suspend  character 

tc 

str 

none 

table  continuation 

td 

num 

0 

tab  delay 

to 

num 

0 

timeout  (seconds) 

tt 

str 

NULL 

terminal  type  (for  enviroment) 

ub 

bool 

false 

do  unbuffered  output  (of  prompts  etc) 

uc 

bool 

false 

terminal  is  known  upper  case  only 

we 

str 

“W 

word  erase  character 

xc 

bool 

false 

do  NOT  echo  ctHitrol  chars  as  "X 

xf 

str 

‘S 

XOFF  (stop  ouq>ut)  character 

xn 

str 

*Q 

XON  (start  output)  character 

If  no  line  speed  is  specified,  speed  will  not  be  altered  from  diat  which  prevails  when  getty  is  entered. 
Specifying  an  input  or  output  speed  overrides  line  speed  for  stated  direction  only.  If  ab  is  specified,  getty 
will  initially  read  a  character  from  the  tty,  assumed  to  be  a  carriage  return,  and  will  attempt  to  figure  out  the 
baud  rate  based  on  what  the  character  appears  as.  It  will  then  look  for  a  table  entry  for  that  baud  rate;  if  the 
line  appears  to  be  a  300  baud  line,  it  will  look  for  an  entry  300-baud,  if  it  t^pears  to  be  a  1200  baud  line,  it 
will  look  for  an  entry  1200-baad,  etc. . 

Terminal  modes  to  be  used  for  the  ouQnit  of  the  message,  for  input  of  the  login  name,  and  to  leave  the  ter¬ 
minal  set  as  upon  completion,  are  derived  from  the  Boolean  flags  specified.  If  the  derivation  should  prove 
inadequate,  any  (or  all)  of  these  three  may  be  overridden  with  one  of  the  fO,  fl,  or  f2  numeric 
specifications,  which  can  be  used  to  specify  (usually  in  octal,  with  a  leading  ‘0’)  the  exact  values  of  the 
flags.  Local  (new  tfy)  flags  are  set  in  die  top  16  bits  of  this  (32  bit)  value. 

Should  getty  receive  a  NULL  character  (presumed  to  indicate  a  line  break)  it  will  restart  using  the  table 
indicated  by  the  nx  entry.  If  there  is  none,  it  will  re-use  its  original  table. 

Delays  are  specified  in  millis^nds,  the  nearest  possible  delay  available  in  the  tty  driver  will  be  used. 
Should  greater  certainfy  be  desired,  delays  with  values  0, 1, 2,  and  3  are  interpreted  as  choosing  that  partic¬ 
ular  delay  algorithm  from  the  driver. 

The  cl  screen  clear  string  may  be  preceded  by  a  (decimal)  number  of  milliseconds  of  delay  required  (as 
with  termcap(S)).  This  delay  is  simulated  by  repeated  use  of  the  pad  character  pc. 

The  initial  message,  and  login  message,  Im  and  Im  may  include  the  character  sequence  %b  or  %t  to  obtain 
the  hostname  or  tty  name  respectively.  (%%  obtains  a  single  ‘%’  character.)  The  hostname  is  normally 
obtained  from  the  system,  but  may  be  set  by  the  hn  table  entry.  In  either  case  it  may  be  edited  with  he. 
The  he  string  is  a  sequence  of  characters,  ea:h  character  that  is  neither  nor  *#’  is  copied  into  the  final 
hostname.  A  in  the  he  string,  copies  one  character  from  the  real  hostname  to  the  final  hostname.  A  *#’ 
in  the  he  string,  skips  the  next  character  of  the  real  hosmame.  Surplus  and  '#’  characters  are  ignored. 

When  getty  execs  the  login  process,  given  in  the  lo  string  (usually  /usr/bin/Iogui),  it  will  have  set  the 
enviroment  to  include  the  terminal  type,  as  indicated  by  the  tt  string  (if  it  exists).  Die  ev  string,  can  be 
used  to  enter  additional  data  into  the  environment.  It  is  a  list  of  comma  separated  strings,  each  of  which 
will  presumably  be  of  the  form  name=value . 
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If  a  non-zero  timeout  is  specified,  with  to,  then  getty  will  exit  within  the  indicated  number  of  seconds, 
either  having  received  a  login  name  and  passed  control  to  login,  or  having  received  an  alarm  signal,  and 
exited.  This  may  be  useful  to  hangup  dial  in  lines. 

Output  from  getty  is  even  parity  unless  op  or  p8  is  specified,  op  may  be  specified  with  ap  to  allow  any 
parity  on  input,  but  generate  odd  parity  output  Note:  this  only  applies  while  getty  is  being  run,  terminal 
driver  limitations  prevent  a  more  complete  implementatimi.  getty  does  not  check  pariQ'  of  input  characters 
in  RAW  mode. 

FILES 

/etc/gettytab 

SEE  ALSO 

termcap(5),  getty(8) 
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NAME 

group  -  group  file 

SYNOPSIS 

/etc/group 

DESCRIPTION 

The  group  file  contains  a  one-line  entry  for  each  group  rect^ized  by  the  system,  of  the  form: 
groupname  :password:gid:user-list 

where: 


groupname  is  the  name  of  the  group. 

gid  is  the  group’s  numerical  ID  within  the  system;  it  must  be  unique. 

user-list  is  a  comma-separated  list  of  users  allowed  in  the  group. 

If  the  password  field  is  empty,  no  password  is  demanded.  The  group  file  is  an  ASCII  file.  Because  of  the 
encrypted  passwords,  the  group  file  can  and  does  have  general  read  permission,  and  can  be  used  as  a  map¬ 
ping  of  numerical  group  IDs  to  user  names. 

A  group  entry  beginning  with  a  ‘+’  (plus  sign),  means  to  incorporate  an  entry  or  entries  from  the  Yellow 
Pages.  A  *+’  on  a  line  by  itself  means  to  insert  the  entire  contents  of  the  Yellow  Pages  group  file  at  that 
point  in  the  file.  An  entry  of  the  form:  ‘+groupnanie’  means  to  insert  the  entry  (if  any)  for  groupname.  If 
a  *+’  entry  has  a  non-empty  password  or  user-list  field,  the  contents  of  that  field  override  the  corresponding 
field  from  the  Yellow  Pages.  The  gid  field  cannot  be  overridden  in  this  way. 

An  entry  of  the  form:  -groupname  indicates  that  the  group  is  disallowed.  All  subsequent  entries  for  the 
indicated  groupname,  whether  originating  from  the  Yellow  Pages,  or  the  local  group  file,  are  ignored. 

Malformed  entries  cause  routines  that  read  this  file  to  halt,  in  which  case  group  assignments  specified 
further  along  are  never  made.  To  prevent  this  from  happening,  use  grpck(8)  to  check  the  /etc/group  data¬ 
base  from  time  to  time. 


The  Sun386i  system  uses  the  following  group  IDs  as  program  privileges: 

operator  -  5  Privilege  to  do  backup  as  root. 

accounts  -  1 1  Privilege  to  update  user  accounts. 

networks  - 12  Privileg^  to  change  network  configuration. 

devices  - 1 3  Privilege  to  modify  printer,  terminal,  or  modem  configurations. 

On  all  Sun  systems,  SunOS  uses  group  ID  0  as  privilege  to  run  su(l). 


EXAMPLE 

Here  is  a  sample  group  file  when  the  group^idjunct  file  does  not  exist: 

primary:q.niJzTnu8icF.:10:fred,mary 
+myproject: :  :biU,steve 
+: 

Here  is  a  sample  group  file  when  the  group.adjunct  file  does  exist: 

primary:#$primary:  10:fred,mary 
+myproject: :  :bill,steve 
+: 


If  these  entries  appear  at  the  end  of  a  group  file,  then  the  group  primary  will  have  members  fred  and  mary, 
and  a  group  ID  of  10.  The  group  myproject  will  have  members  bill  and  Steve,  and  the  password  and  group 
ID  of  the  Yellow  Pages  entry  for  the  group  myproject.  All  groups  listed  in  the  Yellow  Pages  are  pulled  in 
and  placed  after  the  entry  for  myproject. 
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FILES 

/etc/group 
SEE  ALSO 

passwd(l),  su(l),  getgroups(2),  iiiitgroups(3),  crypt(3),  group.adjunct(S),  passwd(5),  grpck(8) 

BUGS 

The  passwd(l)  command  will  not  change  group  passwords. 
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NAME 

group.adjunct  -  group  securi^  data  file 
SYNOPSIS 

/etc/securit7/group.adjunct 

DESCRIPTION 

The  group.adjunct  file  contains  the  following  information  for  each  group: 

groupname  This  is  the  group’s  name  in  the  system;  it  must  be  unique. 

password  The  encrypted  password,  formerly  field  two  of  the  /etc/group  file. 

The  group^idjunct  file  is  in  ASCII.  Fields  are  separated  by  a  colon,  and  each  group  is  separated  from  the 
next  by  a  NEWLINE. 

A  group.adjunct  file  can  have  a  line  beginning  with  a  ‘+’  (plus  sign),  which  means  to  incorporate  entries 
from  the  Yellow  Pt^es.  There  are  two  styles  of  ’+’  entries:  all  by  itself,  ‘+’  means  to  insert  the  entire  con¬ 
tents  of  the  group.adjunct  Yellow  Pages  file  at  that  point;  +name  means  to  insert  the  entry  (if  any)  for 
name  from  the  Yellow  Pages  at  that  point  If  a  *+’  entry  has  a  non-NULL  password,  the  contents  of  that 
field  will  override  what  is  ccHitained  in  the  Yellow  Pages. 

FILES 

/etc/group 
SEE  ALSO 

crypt(3),  getgraent(3),  getgrent(3),  group(S) 
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NAME 

help  -  help  file  format 

SYNOPSIS 

/usr/lib/help/* 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

Each  SunView  application  using  the  help  feature  has  a  simple  ASCII  file  in  /usr/lib/help  with  the  name 
application-name  .info. 

This  file  contains  the  text  of  help  messages  for  each  SunView  object  within  that  program.  Each  help  mes¬ 
sage  is  separated  in  the  file  by  a  line  beginning  with  a  colon  and  identified  by  a  keyword  which  matches  the 
HELP  DATA  attribute  of  the  SunView  object. 

The  first  character  of  each  line  in  the  file  may  be: 

#  comment  line 

:  keyword  line 

any  other  1-32  help  text  lines 

If  the  line  is  a  keyword  line,  it  has  the  following  structure — 

:keyword[s]:datastring  [pagenumber]<cr> 

keyword  is  a  1-65  character  keyword 

-any  displayable  characters  may  be  used 
-several  keywords  may  be  present 
-keywords  are  separated  by  1-or-more  blanks 

datastring  is  1-256  ASCII  bytes,  and  describes  the  path  of  the  data  files  for 

help  viewer,  relative  to  /usr/lib/help. 

pagenumber  is  an  optional  page  number  within  the  help_viewer  data  file. 


The  help  text  which  follows  the  ikeyword  line  will  be  displayed  in  an  Alert  Box  when  help  is  requested  for 
one  of  the  keywords  by  pressing  the  help  key. 

The  datastring  will  be  sent  (by  RPC)  to  the  help_viewer  procedure  when  the  user  selects  the  More  Help 
box  in  the  Alert  Box  window. 

EXAMPLE 

Here  is  part  of  a  typical  help  file,  called  mailtooLinfo. 

:abort 

Abort  button 

o  Quits  the  Mail  application  (click 
left  on  button).  Tentative  message 
deletions  do  not  become  permanent. 

o  Provides  a  menu  of  Abort  options 
(click  right  on  button). 

:cancel:mailtool/Writing_and_Sending_Mail  1 
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Cancel  button 

o  Closes  the  message  composition 
window  without  sending  message 
(click  left  on  button). 

o  Provides  a  menu  of  Cancel  options 
(click  right  on  button). 

Pressing  the  help  key  while  in  the  cancel  or  abort  buttons  triggers  the  display  of  the  corresponding  text. 

The  words  cancel  and  abort  in  this  file  are  the  keywords,  hi  the  case  of  abort,  there  is  no  More  Help  avail¬ 
able.  For  cancel.  More  Help  is  available  and  it  is  stored  in  the  first  page  of  the  Writing_and_Sending_Mail 

file  in  the  mailtool  directmy. 

FILES 

/usr/lib/help/*  files  for  tiie  pop-up  help  facility 

SEE  ALSO 

help_viewer(l),  help_viewer(5) 

Sun386i  Developer’s  Guide 
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NAME 

help_viewer  -  help  viewo*  file  fonnat 

SYNOPSIS 

/usr/lib/help/*/* 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

The  help_viewer  reads  files  of  various  types.  The  Top  Level  list  of  applications  documented  is 
/usr/lib/heIp/Top_Level.  The  Master  Index  shown  at  die  top  level  is  /usr/lib/help/Master_Index  These 
files  are  FrameMaker  files.  To  add  or  remove  a  heading  from  this  list,  use  Fram^aker  (1.1  or  later). 

Each  directory  within  /usr/lib/help  that  corresponds  to  a  SunView  application  name  contains  detailed 
information  about  that  ^plication.  These  are  also  FrameMaker  files.  The  *.rf  files  are  rasterfiles,  of  stan¬ 
dard  im^e  format  created  by  FrameMaker.  These  are  the  pictures  that  are  interleaved  into  the  text 

The  Frame/  subdirectory  of  /usr/lib/help  contains  topic,  contents,  and  index  templates  which  can  be  used 
to  create  new  Help  Viewer  handbooks.  The  Interleaf/  subdirectory  contains  Interleaf  teitq>lates,  fonts,  and 
initialization  files. 

FILES 

/usr/lib/help/*/* 

SEE  ALSO 

help(S),  help_viewer(l) 
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NAME 

hosts  -  host  name  data  base 

SYNOPSIS 

/etc/hosts 

DESCRIPTION 

The  hosts  file  contains  information  i^arding  die  known  hosts  on  the  DARPA  Internet  For  each  host  a  sin¬ 
gle  line  should  be  present  with  the  following  information: 

Internet  address 
official  host  name 
aliases 

Items  are  separated  by  any  number  of  blanks  and/or  TAB  characters.  A  ‘#’  indicates  the  beginning  of  a 
comment;  characters  up  to  the  end  of  the  line  are  not  interpreted  by  rruitines  which  search  the  file.  This  file 
is  normally  created  from  die  official  host  data  base  maintained  at  the  Network  Information  Control  Center 
(NIC),  diough  local  changes  may  be  required  to  bring  it  up  to  date  regarding  unofficial  aliases  and/or  unk¬ 
nown  hosts. 

Network  addresses  are  specified  in  the  conventional  notation  using  the  inet_addr  ()  routine  firom  the 
Internet  address  manipulation  library,  inet{3N).  Host  names  may  contain  any  printable  character  other 
than  a  field  delimiter,  NEWLINE,  or  comment  character. 

EXAMPLE 

Here  is  a  typical  line  from  the  /etc/bosts  file: 

192.9.1.20  gaia  #  John  Smith 

FILES 

/etc/hosts 
SEE  ALSO 

gethostent(3N),  inet(3N) 
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H0STS.EQUIV(5) 


FILE  FORMATS 


HOSTS.EQUIV(5) 


NAME 

hosts.eqaiv,  rfaosts  -  trusted  hosts  by  system  and  by  user 
DESCRIPTION 

The  /etc/hosts.equiT  file  contains  a  list  of  trusted  hosts.  When  an  rlogin(lC)  or  rsh(lC)  request  is 
received  from  a  host  listed  in  this  file,  and  when  the  user  making  the  request  is  listed  in  the  /etc/passwd 
file,  then  the  remote  login  is  allowed  with  no  further  checking.  In  this  case,  rlogin  does  not  prompt  for  a 
password,  and  commands  submitted  through  rsh  are  executed.  Thus,  a  remote  user  with  a  local  user  ID  is 
said  to  have  “equivalent’  ’  access  from  a  remote  host  named  in  this  file. 

The  format  of  the  hosts.equiv  file  consists  of  a  one-line  entry  for  each  host,  of  the  form: 
hostname  [usemame'\ 

The  hostname  field  normally  contains  the  name  of  a  trusted  host  from  which  a  remote  login  can  be  made. 
However,  an  entry  consisting  of  a  single  *+’  indicates  diat  all  known  hosts  are  m  be  trusted.  A  hostname 
must  be  the  “official”  name  as  listed  in  the  hosts(S)  database.  This  is  the  first  name  given  in  the  hosts 
database  entry;  hostname  aliases  are  not  recognized.  Remote  login  access  can  also  be  given  or  denied  for 
all  hosts  within  a  specific  network  group.  An  entry  of  the  form: 

*@group 

means  that  all  hosts  in  the  named  network  group  are  trusted.  An  entry  of  the  fcam: 

—@group 

means  that  all  hosts  in  the  group  are  not  trusted;  remote  login  access  is  denied  to  hosts  in  that  group,  except 
when  an  entry  for  a  specific  host  appears  ahead  of  the  “minus”  group  entry. 

The  username  field  can  be  used  to  specify  a  user  who  is  allowed  to  log  in  under  any  valid  user  ID.  Careful 
thought  about  security  should  be  given  before  providing  this  privilege  to  a  user.  You  can  also  specify  a 
network  group  in  the  username  field  with  an  entry  of  the  form: 

+@groupl  +@grotq}2 

in  which  case  any  user  in  group2  logging  in  from  a  host  in  groupl  may  log  in  as  anyone.  Again,  security  is 
an  important  consideration  here. 

The  User’s  .rhosts  File 

Whenever  a  remote  login  is  attempted,  the  remote  login  daemon  checks  for  a  j-hosts  file  in  the  home  direc¬ 
tory  of  the  user  attempting  to  log  in.  A  user’s  jhosts  file  has  the  same  format  as  the  hosts.equiv  file,  and  is 
used  to  give  oc  deny  access  only  for  the  specific  user  attempting  to  log  in  from  a  given  host  While  an 
entry  in  the  hosts.equiv  file  allows  remote  login  access  to  any  user  from  the  indicated  host  an  entry  in  a 
user’s  .rhosts  file  only  allows  access  from  a  named  host  to  the  user  in  whose  home  directory  the  jrhosts 
file  appears.  (When  this  file  is  used,  permissions  in  the  user’s  home  directory  should  allow  read  and  search 
access  by  anyone,  so  it  may  be  located  and  read.)  When  a  user  attempts  a  remote  login,  his  .rhosts  file  is, 
in  effect  prepended  to  tte  hosts.equiv  file  for  permission  checking.  Thus,  if  a  host  is  specified  in  the 
user’s  J'hosts  file,  login  access  is  allowed,  even  if  it  would  otherwise  be  excluded  by  a  minus  group  entry 
in  /etc/hosts.equiv. 

The  Root  jhosts  File 

When  the  user  attempting  a  remote  login  is  root,  (Hily  the  /.rhosts  file  is  checked,  not  /etc/hosts.equiv. 

FILES 

/etc/hosts.equiv 

/etc/passwd 

"/.rhosts 

/etc 

SEE  ALSO 

rlogin(lC),  i%h(lC),  hosts(5),  netgroup(S),  passwd(S) 
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INDENT.PR0(5) 


FILE  FORMATS 


INDENTPRO(5) 


NAME 

indentpro  -  default  optitHis  for  indent 
DESCRIPTION 

The  .indentpro  file  in  either  the  current  or  home  directory  contains  default  command  line  options  for  the 
indent(l)  program.  It  is  a  text  file  diat  contains  space-seperated  command  line  options.  For  a  description 
of  these  opticHts,  see  indent(l). 

Explicit  command  line  options  override  options  taken  from  .indentpro. 

Here  is  a  sample  .indentpro  file: 

-bap  -nbad  -nbbb  -be  -br  -cdb  -nee 
-fel  -ip  -Ip  -npes  -psl  -se  -nsob  -eliO 
-dill -179 -i4  -d0-e33 

nLES 

y.indentpro 

'/.indentpro 

SEE  ALSO 

indent(l) 
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INETD.CONF(5) 


NAME 

inetdconf  -  Internet  servers  database 
DESCRIPTION 

The  metd.conf  file  contains  the  list  of  servers  that  hietd(8C)  invokes  when  it  receives  an  Internet  request 
over  a  socket.  Each  server  entry  is  composed  of  a  single  line  of  die  form: 

service-name  socket-type  protocol  wait-status  uid  server-program  server-arguments 

Fields  can  be  separated  by  eifiier  spaces  or  TAB  characters.  A  ‘#’  (pound-sign)  indicates  the  beginning  of  a 
comment;  characters  up  to  the  end  of  the  line  are  not  interpreted  by  routines  that  search  this  file. 

service-name  is  the  name  of  a  valid  service  listed  in  the  file  /etc/services.  For  RPC  services,  the 

value  of  the  service-name  field  consists  of  the  RPC  service  nane,  followed  by  a 
slash  and  either  a  version  number  at  a  range  of  version  numbers  (for  example, 
mountd/1). 

can  be  one  of: 

stream  for  a  stream  socket, 

dgram  for  a  datagram  socket, 

raw  for  a  raw  socket, 

rdm  for  a  “reliably  delivered  message”  socket,  or 

seqpacket  for  a  sequenced  packet  socket. 

must  be  a  recognized  protocol  listed  in  the  file  /etc/protocols.  For  RPC  services, 
the  field  consists  of  the  string  “rpc”  followed  by  a  slash  and  the  name  of  the  proto¬ 
col  (for  example,  rpc/udp  for  an  RPC  service  using  the  UDP  protocol  as  a  tran¬ 
sport  mechanism). 

is  nowait  for  all  but  “single-threaded”  datagram  servers  —  servers  which  do  not 
release  the  socket  until  a  timeout  occurs  (such  as  comsat(8C)  and  taIkd(8C)). 
These  must  have  the  status  wait.  Although  tftpd(8C)  establishes  separate 
“pseudo-connections”,  its  forking  behavior  can  lead  to  a  race  condition  unless  it  is 
also  given  the  status  wait. 

is  the  user  ID  under  which  the  server  should  run.  This  allows  servers  to  run  with 
access  privileges  other  than  those  for  root. 

server-program  is  either  the  pathname  of  a  server  program  to  be  invoked  by  inetd  to  perform  the 

requested  service,  or  the  value  internal  if  inetd  itself  provides  the  service. 

server-arguments  If  a  server  must  be  invoked  with  command-line  arguments,  the  entire  command 
line  (including  argument  0)  must  appear  in  this  field  (which  consists  of  all  remain¬ 
ing  words  in  the  entry).  If  the  server  expects  inetd  to  pass  it  the  address  of  its 
peer  (for  compatibility  with  4.2BSD  executable  daemons),  then  the  first  argument 
to  the  command  should  be  specified  as  ‘  %A’. 

FILES 

/etc/inetd.conf 

/etc/services 

/etc/protocols 

SEE  ALSO 

services(5),  comsat(8C),  inetd(8C),  talkd(8C),  tftpd(8C) 
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INTERNAT(5) 


FILE  FORMATS 


INTERNAT(5) 


NAME 

intemat  -  key  nu^ping  table  for  internationalization 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

This  file  format  is  used  for  the  file  specified  by  the  -f  flag  of  oldsetkeys(l). 

The  file  has  three  columns.  First  column  is  keytable  identifier,  one  of:  BASE,  CTRL,  SHIFT,  CAPS,  UP, 
BASB  ISO,  SHIFT  ISO  or  ALTG.  The  second  column  is  a  decimal  keystation  number.  The  third  column  is 
hexadecimal  keytable  entry  value.  The  file  must  end  with  line  of  "END,  0,  0".  As  usual,  comment  lines 
start  with#. 

EXAMPLES 

This  is  the  file  for  mapping  keys  to  Canadian  standards: 

#  /usi/lib/.setkeys:  Key  remapping,  used  by  "setkeys  remap" 

# 

#  First  colunm  is  keytable  identifien 

#  BASE,  CTRL,  SHIFT,  CAPS,  UP,  BASEJSO,  SHIFT  ISO  or  ALTG 

#  Second  column  is  decimal  keystation  number 

#  Third  column  is  hexadecimal  keytable  entry  vdue 

#  File  must  end  with  line  of  "END,  0, 0" 

#  Comment  lines  must  start  with  # 

# 

# 

#  —  Keymaps  for  Canadian  keyboard  — 

#  >  Define  Alt  Graph  key  (SHIFTKEYS+ALTGRAPH=86) 

BASE  119  86 

CTRL  119  86 
SHIFT  119  86 
CAPS  119  86 
UP  119  86 

#  >  Define  Caps  key  (SHIFTKEYS+CAPSLOCK=80) 

BASE  13  80 

CTRL  13  80 
SHIFT  13  80 
CAPS  13  80 

#  >  Define  Floatmg  Accent  keys 

#  FA_UMLAUT  =  A9 

#  FA_CFLEX=AA 

#  FA_TILDE  =  AB 

#  FACEDILLA  =  AC 

#  FAACUTE  =  AD 

#  FAGRAVE  =  AE 
BASE  64  AA 

SHIFT  64  A9 
CAPS  64  A9 
BASE  65  AC 
SHIFT  65  AB 
CAPS  65  AB 
BASE  87  AE 
SHIFT  87  AD 
CAPS  87  AD 

#  >  Define  ASCII  values 
BASE  88  5B 
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INTERN AT(  5) 


SHIFT  88  7B 
CAPS  88  7B 
BASE  15  5D 
SHIFT  15  7D 
CAPS  15  7D 
SHIFT  31 22 
SHIFT  32  2F 
SHIFT  35  3F 
SHIFT  107  27 
CAPS  107  27 
SHIFT  108  60 
CAPS  108  60 
BASE  124  3C 
SHIFT  124  3E 
CAPS  124  3E 

#  >  Define  ISO  values 
BASEJSO109E9 
SHIFTJSO  109  C9 

#  >  Define  Alternate  Gi^h  ISO  values 
ALTG  88  AB 

ALTG  15  BB 
ALTG  30  B1 
ALTG  31  B2 
ALTG  32  B3 
ALTG  33  A2 
ALTG  34  A4 
ALTG  35  5E 
ALTG  36  40 
ALTG  37  A3 
ALTG  38  5C 
ALTG  40  AC 
ALTG  41  23 
ALTG  63  B6 
ALTG  64  BC 
ALTG  65  BD 
ALTG  42  BE 
ALTG  106  B5 
ALTG  105  BA 
#>  End  of  file 
ENDOO 


SEE  ALSO 

oldsetkeys(l) 

The  Sun386i  Developer's  Guide  for  keystation  number  diagrams. 
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IPALLOC  JSnETRANGE  (  5  ) 


FILE  FORMATS 


IPALLOC.NETRANGE  ( 5 ) 


NAME 

ipalioc.netrange  -  range  of  addresses  to  allocate 

SYNOPSIS 

/etc^palloc.netrange 

AVAILABILITY 

Sun38(9  systems  only. 

DESCRIPTION 

This  file,  if  it  exists  on  the  YP  master  of  the  hosts.byaddr  YP  map,  specifies  the  ranges  of  BP  addresses  that 
can  be  allocated  by  the  ipaUocd(8C)  daemon.  This  allows  multiple  address  assignment  authorities,  prob¬ 
ably  in  multiple  administrative  domains,  to  coexist  on  die  same  IP  network  by  preallocating  ranges  of 
addresses.  If  the  file  does  not  exist,  the  daemon  assumes  that  all  addresses  not  listed  in  the  hosts  map  may 
be  freely  allocated. 

This  file  can  contain  blank  lines.  Comn^nts  begin  with  a  #  character  and  extend  to  the  end  of  the  current 
line.  Ranges  of  free  addresses  are  specified  on  one  line  per  network  or  subnetwork. 

The  first  token  on  the  line  is  the  BP  address,  in  four  part  "dot"  notation  as  also  used  in  the  hosts  file,  of  the 
network  or  subnetwoik  described.  It  is  separated  from  the  second  token  by  white  space.  The  second  token 
is  a  comma-separated  list  of  local  host  numbo:  ranges  on  that  network.  These  ranges  take  two  forms:  a 
single  number  specifies  just  that  local  host  number,  and  two  numbers  separated  by  a  dash  specify  all  local 
host  numbers  starting  at  the  first  number  and  ending  at  the  second.  (In  Ae  case  of  a  subnet,  host  numbers 
not  in  that  subnet  are  excluded.) 

For  example,  the  following  file  would  specify  that  a  subset  of  the  addresses  on  the  class  C  network 
192.9.200.0  may  be  allocated,  and  only  some  of  the  addresses  on  two  particular  subnets  of  the  class  B  net¬ 
work  128.255.0.0  may  be  allocated.  In  any  case,  only  non-broadcast  addresses  not  listed  in  the  hosts  map 
are  subject  to  allocation: 

#  We  have  three  network  cables  administered  using  automatic  #  IP  address  allocation. 

192.9.200.0  50-100,200-254  128.255.210.0  3,5,7,9,100-110 

128.255.211.0  1-254 


SEE  ALSO 

hosts(5),  netmasks(5),  ipalIocd(8C) 

BUGS 

There  is  a  silent  limit  of  twenty  ranges  per  network. 
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LINK(5) 


NAME 

link  -  link  editor  interfaces 

SYNOPSIS 

#include  <link.li> 


DESCRIPTION 

Dynamically  linked  executables  created  by  ld(l)  contain  a  number  of  data  structures  that  are  used  by  the 
dynamic  liiik  editor  to  finish  link-editing  the  program  during  program  execution.  These  data  structures  are 
described  with  a  link_dynamic  structure,  as  defined  in  (he  <link.h>  file.  Id  always  identifies  the  location  of 
this  structure  in  the  executable  file  with  the  symbol _ ^DYNAMIC.  This  symbol  is  Id-defined  and  if  refer¬ 

enced  in  an  executable  that  does  not  require  dynamic  linking  will  have  the  value  zero. 


The  program  stub  linked  with  “main”  programs  by  compiler  drivers  such  as  cc(l)  (called  crtO)  tests  the 
definition  of _ DYNAMIC  to  determine  whether  or  not  the  dynamic  link  editor  should  be  invoked.  Pro¬ 

grams  supplying  a  substitute  for  crtO  must  either  duplicate  this  functionality  or  else  require  that  the  pro¬ 
grams  with  which  they  are  linked  be  linked  statically.  Otherwise,  such  replacement  crtO’s  must  open  and 
map  in  the  executable  /usr/lib/ld.so  using  mmap(2).  Care  should  be  taken  to  ensure  that  the  expected 
mapping  relationship  between  the  “text”  and  “data”  segments  of  the  executable  is  maintained  in  file  same 
manner  that  the  execve(2)  system  call  does.  The  first  location  following  the  a.out  header  of  this  executable 
is  the  entry  point  to  a  function  that  begins  die  dynamic  link-editing  process.  This  function  must  be  called 
and  supplied  with  two  arguments.  The  first  argument  is  an  integer  representing  the  revision  level  of  the 
argument  list,  and  should  have  the  value  “1”.  The  second  should  be  a  pointer  to  an  argument  list  structure 
of  the  form: 


struct  { 

int  crt_ba; 

int  crt_dzfd; 

int  crt_ldfd; 

struct  link_dyDamic  *crt_dp; 

char  ♦♦crt_ep; 

caddr_t  crt_bp; 

} 


!*  base  address  of  ld.so  */ 

!*  open  fd  to  /dev/zero  */ 

!*  open  fd  to  ld.so  */ 

/*  pointer  to  program’s _ DYNAMIC  */ 

/♦  environment  strings  ♦/ 

/♦  debugger  hook  */ 


The  members  of  the  structure  are: 


crt_ba  The  address  at  which  /usr/lib/ld.so  has  been  mapped. 

crt_dzfd  An  open  file  descriptor  for  /dev/zero.  ld.so  will  close  this  file  descriptor  before  return¬ 

ing. 

crt_ldfd  The  file  descriptor  used  to  map  /usr/lib/ld.so.  ld.so  will  close  this  file  descriptor  before 

returning. 

crt_dp  A  pointer  to  the  label _ ^DYNAMIC  in  the  executable  which  is  calling  Id.so. 

crt_ep  A  pointer  to  the  envircmment  strings  provided  to  the  program. 

crt_bp  A  location  in  the  executable  which  contains  an  instruction  that  will  be  executed  after  the 

call  to  ld.so  returns.  This  location  is  used  as  a  breakpoint  in  programs  that  are  being 
executed  under  the  control  of  a  debugger  such  as  adb(l). 

SEE  ALSO 

ld(l),  mmap(2),  a.oot(S) 

BUGS 

These  interfaces  are  under  development  and  are  subject  to  rapid  change. 
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MAGIC  (5) 


NAME 

magic  -  file  command’s  magic  number  file 
DESCRIPTION 

The  file(l)  command  identifies  the  type  of  a  file  using,  among  other  tests,  a  test  for  whether  the  file  begins 
with  a  certain  magic  number.  The  file  /etc/magic  specifies  what  magic  numbers  are  to  be  tested  for,  what 
message  to  print  if  a  particular  magic  number  is  found,  and  additional  information  to  extract  from  the  file. 

Each  line  of  the  file  specifies  a  test  to  be  performed.  A  test  compares  die  data  starting  at  a  particular  offset 
in  the  file  with  a  1-byte,  2-bjrte,  or  4-byte  numeric  value  or  a  string.  If  the  test  succeeds,  a  message  is 
printed.  The  line  consists  of  the  following  fields: 

offset  A  number  specifying  the  offset,  in  bytes,  into  the  file  of  the  data  which  is  to  be  tested. 
type  The  type  of  the  data  to  be  tested.  The  possible  values  are: 

byte  A  one-byte  value, 

short  A  two-byte  value, 

long  A  four-byte  value, 

string  A  string  of  bytes. 

The  types  byte,  short,  and  long  may  optionally  be  followed  by  a  mask  specifier  of  die  form 
&number.  If  a  mask  specifier  is  given,  die  value  is  AND’ed  with  the  number  before  any  com¬ 
parisons  are  done.  The  number  is  specified  in  C  form;  for  instance,  13  is  decimal,  013  is  octal, 
and  0x13  is  hexadecimal. 

test  The  value  to  be  compared  with  the  value  liom  the  file.  If  the  type  is  numeric,  this  value  is 

specified  in  C  form;  if  it  is  a  string,  it  is  specified  as  a  C  string  with  the  usual  escapes  permitted 
(for  instance,  \n  for  NEWLINE).- 

Numeric  values  may  be  preceded  by  a  character  indicating  the  operation  to  be  performed.  It 
may  be  *=’,  to  specify  that  the  value  from  the  file  must  equal  the  specified  value,  “<’,  to  specify 
that  the  value  from  the  file  must  be  less  than  the  specified  value,  ‘>’,  to  specify  that  the  value 
from  the  file  must  be  greata"  than  the  specified  value,  *&’,  to  specify  that  all  the  bits  in  the 
specified  value  must  be  set  in  the  value  from  the  file,  to  specify  that  at  least  one  of  the  bits 
in  the  specified  value  must  not  be  set  in  the  value  from  the  file,  ot  x  to  specify  that  any  value 
will  match.  If  the  character  is  omitted,  it  is  assumed  to  be  ‘=’. 

For  string  values,  the  byte  string  from  the  file  must  match  the  specified  byte  string;  the  byte 
string  from  the  file  which  is  matched  is  the  same  length  as  the  specified  byte  string. 

message  The  message  to  be  printed  if  the  comparison  succeeds.  If  the  string  contains  a  printf(3S)  for¬ 
mat  specification,  the  value  from  the  file  (with  any  specified  masking  performed)  is  printed 
using  the  message  as  the  format  string. 

Some  file  formats  contain  additional  information  which  is  to  be  printed  along  with  the  file  type.  A  line 
which  begins  with  the  character  *>’  indicates  additional  tests  and  messages  to  be  printed.  If  the  test  on  the 
line  preceding  the  first  line  with  a  *>’  succeeds,  the  tests  specified  in  all  the  subsequent  lines  beginning 
with  *>’  are  performed,  and  the  messages  printed  if  the  tests  succeed.  The  next  line  which  does  not  begin 
with  a  ’>’  terminates  this. 

FILES 

/etc/magic 

SEE  ALSO 

file(l),  printf(3S) 
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BUGS 

There  should  be  more  than  one  level  of  subtests,  with  the  level  indicated  by  the  number  of  ‘>’  at  the  begin¬ 
ning  of  the  line. 
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NAME 

mtab  -  mounted  file  system  table 

SYNOPSIS 

/etc/mtab 

#include  <mntent.h> 

DESCRIPTION 

mtab  resi(tes  in  the  /etc  directory,  and  contains  a  table  of  filesystems  currently  mounted  by  the  moimt(8) 
command,  umount  removes  ratries  Ihnn  this  file. 

The  file  contains  a  line  of  infmmation  for  each  mounted  filesystem,  structurally  identical  to  the  contents  of 
/etc/fstab,  described  in  fstab(S).  There  are  a  number  of  lines  of  the  form: 

I  f 

fsname  dir  type  opts  freq  passno 
for  example: 

/dev/xyOa  /  4.2  rw,noquota  1 2 

The  file  is  accessed  by  {H-ograms  using  getmntent(3),  and  by  the  system  administrator  using  a  text  editor. 

PILES 

/etc/mtab 

/etc/fstab 

SEE  ALSO 

getmntent(3),  fstab(S),  mount(8) 


1406 


Last  change:  19  October  1987 


Sun  Release  4.0 


NETGR0UP(5) 


FILE  FORMATS 


NETGROUP(5) 


NAME 

netgroup  -  list  of  network  grtHips 
DESCRIPTION 

netgroup  defines  network  wide  groups,  used  for  permission  checking  when  doing  remote  mounts,  remote 
logins,  and  remote  shells.  For  remote  mounts,  the  information  in  netgroup  is  used  to  classify  machines; 
for  remote  logins  and  remote  shells,  it  is  used  to  classify  usors.  Each  line  of  the  netgroup  file  defines  a 
group  and  has  the  format 

groupname  memberl  member2 .... 

where  memberi  is  either  another  group  name,  or  a  triple: 

(hostname,  username,  domainname) 

Any  of  these  three  fields  can  be  en:q)ty,  in  which  case  it  signifies  a  wild  card.  Thus 
universal  (,,) 

defines  a  group  to  which  everyone  belongs. 

A  gateway  machine  should  be  listed  under  all  possible  hostnames  by  which  it  may  be  recognized: 
wan  (gateway, ,)  (gateway-ebb, ,) 

Field  names  that  begin  with  something  other  dian  a  letter,  digit  or  underscore  (such  as  work  in  pre¬ 
cisely  die  opposite  fashion.  For  example,  consider  the  following  entries: 
justmachines  (analytica,-,sun) 
justpeople  (-,babbage,sun) 

The  machine  analytica  belongs  to  the  group  justmachines  in  the  domain  sun,  but  no  users  belong  to  it. 
Similarly,  die  user  babbage  belongs  to  the  group  justpeople  in  the  domain  sun,  but  no  machines  belong  to 
it 

The  domainname  field  refers  to  the  domain  n  which  the  triple  is  valid,  not  the  name  containing  the  trusted 
host. 

FILES 

/etc/netgroup 
SEE  ALSO 

getnetgrent(3N),  exports(5),  makedbm(8),  ypserv(8) 
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NETMASKS(5) 


FILE  FORMATS 


NETMASKS(5) 


NAME 

netmasks  -  network  mask  data  base 
DESCRIPTION 

The  netmasks  file  contains  network  masks  used  to  implement  IP  standard  subnetting.  For  each  network 
that  is  subnetted,  a  single  line  should  exist  in  this  file  with  the  network  number,  any  number  of  SPACE  or 
TAB  characters,  and  die  network  mask  to  use  on  that  netwotk.  Network  numbers  and  masks  may  be 
specified  in  the  conventional  IP  notation  (like  IP  host  addresses,  but  with  zeroes  for  the  host  part).  For 
example, 

128  J2.0.0  255,255.255.0 

can  be  used  to  specify  the  the  Class  B  network  128.32.0.0  should  have  eight  bits  of  subnet  field  and  eight 
bits  of  host  field,  in  addition  to  die  standard  sixteen  bits  in  the  netwwk  field.  When  miming  Yellow  Pages, 
this  file  on  the  master  is  used  for  the  netmasks.byaddr  map. 

FILES 

/etc/netmasks 

SEE  ALSO 

ifconlig(8C) 

Postel,  Jon,  and  Mogul,  Jeff,  Internet  Standard  Subnetting  Procedure,  RFC  950,  Network  Information 
Center,  SRI  International,  Menlo  Park,  Calif.,  August  1985. 
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FE£  FORMATS 


NETRC(5) 


NAME 

netrc  -  file  for  ftp(lC)  remote  login  data 
DESCRIPTION 

The  .netrc  file  contains  data  for  logging  in  to  a  remote  host  over  the  network  for  file  transfers  by  ftp(lC}. 
This  file  resittes  in  the  user’s  home  directory  on  the  machine  initiating  the  file  transfer.  Its  permissions 
should  be  set  to  disallow  read  access  by  group  and  others  (see  chmod(lV)). 

The  following  tc^ens  are  recognized;  they  may  be  separated  by  SPACE,  TAB,  or  NEWLINE  characters: 
machinena/ne 

Identify  a  remote  machine  name.  The  auto-login  process  searches  the  metre  file  for  a  machine 
token  Aat  matches  the  remote  machine  specified  on  the  ftp  command  line  or  as  an  open  command 
aigument  Once  a  match  is  made,  the  subsequent  .netrc  tokens  are  processed,  stopping  when  the 
EOF  is  reached  or  another  machine  token  is  encountered. 

loginname 

Identify  a  user  on  the  remote  machine.  If  this  token  is  present,  the  auto-login  process  will  initiate 
a  login  using  the  specified  name. 

passwordsrring 

Supply  a  password.  If  this  token  is  present,  the  auto-login  process  will  supply  the  specified  string 
if  the  remote  server  requires  a  password  as  part  of  the  login  process.  Note:  if  this  token  is  present 
in  the  .netrc  file,  ftp  will  abort  the  auto-login  process  if  the  metre  is  readable  by  anyone  besides 
the  user. 

acconnt^m’ng 

Supply  an  additional  account  password.  If  this  token  is  present,  the  auto-login  process  will  supply 
the  specified  string  if  the  remote  server  requires  an  additional  account  password,  or  the  auto-login 
process  will  initiate  an  ACCT  command  if  it  does  not 

maedefname 

Define  a  macro.  This  token  functiems  as  the  ftp  maedef  command  functions.  A  macro  is  defined 
with  the  specified  name;  its  contents  begin  with  the  next  .netrc  line  and  continue  until  a  NULL  line 
(consecutive  NEWLINE  characters)  is  encountered.  If  a  macro  named  init  is  Alined,  it  is  automat¬ 
ically  executed  as  the  last  step  in  the  auto-login  process. 

EXAMPLE 

The  command: 

machine  ray  login  demo  password  mypassword 
allows  an  autologin  to  the  machine  ray  using  the  login  name  demo  with  password  mypassword. 

FILES 

"/.netrc 
SEE  ALSO 

chmod(lV),  ftp(lC),  ftpd(8C) 
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NETWORKS  (5) 


FE£  FORMATS 


NETWORKS  (5) 


NAME 

netwoiks  -  network  name  data  base 
DESCRIPTION 

The  networks  file  contains  information  regarding  the  known  networks  which  comprise  the  DARPA  Inter¬ 
net.  For  each  network  a  single  line  should  be  pr^nt  with  the  following  information; 
official  network  nante 
network  number 
aliases 

Items  are  separated  by  any  number  of  blanks  and/or  TAB  characters.  A  *#’  indicates  the  beginning  of  a 
comrttent;  characters  up  to  the  end  of  the  line  are  not  interpreted  by  routines  which  search  the  file.  This  file 
is  normally  created  from  the  official  network  data  base  maintained  at  the  Network  Information  Control 
Cent^  (NIC),  though  local  changes  may  be  required  to  bring  it  up  to  date  regarding  unofficial  aliases  and/or 
unknown  networks. 

Network  number  may  be  specified  in  the  conventional  notation  using  the  inet_network  ()  routine  from 
the  Internet  address  manipulation  library,  inet(3N).  Network  names  may  contain  any  printable  character 
other  than  a  field  delimiter,  NEWLINE,  or  comment  character. 

FILES 

/etc/networks 
SEE  ALSO 

getnetent(3N),  inet(3N) 

BUGS 

A  name  server  should  be  used  instead  of  a  static  file.  A  binary  indexed  file  format  should  be  available  for 
fast  access. 
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FILE  FORMATS 


PASSWD(5) 


NAME 

passwd  -  password  file 

SYNOPSIS 

/etc/passwd 

DESCRIPTION 

The  passwd  file  contains  basic  information  about  each  user’s  account.  This  file  contains  a  one-line  entry 
for  each  authorized  user,  of  the  form: 

username:password:uid:gid:gcos-fieldihome-dirilogin-shell 

where 


username 


password 


uid 

gid 

gcos-field 


home-dir 


login-shell 


is  the  user’s  login  name.  This  field  contains  no  uppercase  characters,  and 
must  not  be  more  than  eight  characters  in  length. 

is  the  user’s  encrypted  passwOTd,  or  a  string  of  the  form:  Mname  if  the 
encrypted  password  is  in  the  /etc/security/passwd.adjunct  file  (see 
passwd.adjunct(S)).  If  this  field  is  empty,  login(l)  does  not  request  a 
passwcB'd  before  logging  the  user  in, 

is  the  user’s  numerical  ID  for  tte  system,  which  must  be  unique,  idd  is 
generally  a  value  between  0  and  32767. 

is  the  numerical  ID  of  the  group  that  the  user  belongs  to.  gid  is  generally 
a  value  between  0  an  32767. 

is  the  user’s  real  name,  along  with  information  to  pass  along  in  a  mail- 
message  heading.  It  is  called  the  gcos-field  for  historical  reasons.  A  & 
in  this  field  stands  for  the  login  name  (in  cases  where  the  login  name  ap¬ 
pears  in  a  user’s  real  name). 

is  the  pathname  to  the  directory  in  which  the  user  is  initially  positioned 
upon  logging  in. 

is  the  user’s  initial  shell  program.  If  this  field  is  emp^,  the  default  shell 
is  /usr/bin/sh. 


The  passwd  file  can  also  have  lines  begiiming  with  a  *+’  (plus  sign)  which  means  to  incorporate  entries 
from  the  Yellow  Pages.  There  are  three  styles  of  +  entries  in  this  file:  by  itself,  +  means  to  insert  the  entire 
contents  of  the  Yellow  Pages  password  file  at  that  point;  +name  means  to  insert  the  entry  (if  any)  for  name 
from  the  Yellow  Pages  at  that  point;  +@netgroup  means  to  insert  the  entries  for  all  members  of  the  net¬ 
work  group  netgroup  at  that  point.  If  a  +name  entry  has  a  non-NULL  password,  geos,  home-dir,  or  login- 
shell  field,  the  value  of  that  field  overrides  what  is  contained  in  the  Yellow  Pages.  The  uid  and  gid  fields 
cannot  be  overridden. 


The  passwd  file  can  also  have  lines  beginning  with  a  (minus  sign)  which  means  to  disallow  entries 
from  the  Yellow  Pages.  There  are  two  styles  of  entries  in  this  file:  -name  means  to  disallow  any  subse¬ 
quent  entries  (if  any)  for  name  (in  this  file  or  in  the  Yellow  Pages);  -@netgroup  means  to  disallow  any 
subsequent  entries  for  all  members  of  the  network  group  netgroup. 

The  password  file  is  an  ASCII  file  that  resides  in  the  /etc  directory.  Because  the  encrypted  passwords  on  a 
secure  system  are  kept  in  the  passwd.adjunct  file,  /etc/passwd  has  general  read  permission  on  all  systems, 
and  can  be  used  by  routines  that  map  numerical  user  IDs  to  names. 

Appropriate  precautions  must  be  taken  to  lock  the  /etc/passwd  file  against  simultaneous  changes  if  it  is  to 
be  edited  with  a  text  editor;  vipw(8)  does  the  necessary  locking. 


Sun  Release  4.0 


Last  change:  14  December  1987 


1411 


PASSWD(5) 


FILE  FORMATS 


PASSWD(5) 


EXAMPLE 

Here  is  a  sample  passwd  file  when  passwd^djunct  does  not  exist: 

root:q.inJzTnu8icF.:0:10:God:/:/bin/csh 
fred:6k/7KCFRPNVXg:508:10:  %  Fredericks:/usr2/fred:/biii/csh 
+jolm: 

+@documentation:no-Iogm: 

+::::Guest 

Here  is  a  sample  passwd  file  when  passwd^djunct  does  exist 

root:##root:0: 10:God:/ :/bin/csh 
fred:##fred:508:10:&  Fredericks:/usr2/fred:/bin/csh 
+john: 

+@documentation:no-logm: 

+::::Guest 

In  this  exartq)le,  there  are  specific  entries  for  users  root  and  fired,  to  assure  that  they  can  log  in  even  when 
the  system  is  running  standalone.  The  user  john  will  have  his  password  entry  in  the  Yellow  Pages  incor¬ 
porated  without  change;  anyone  in  the  netgroup  documentation  will  have  their  password  field  disabled, 
and  anyone  else  will  be  able  to  log  in  with  dieir  usual  password,  shell,  and  home  directory,  but  with  a 
gcos-field  of  Guest. 

FILES 

/etc/passwd 

/etc/security/pa^wd.adjunct 
SEE  ALSO 

login(l),  mail(l),  passwd(l),  crypt(3),  getpwent(3),  group(5),  passwd.adjunct(5),  adduser(8), 
sendmail(8),  vipw(8) 

BUGS 

mail(l)  and  sendmail(8)  use  the  gcos-field  to  compose  the  From:  line  for  addressing  mail  messages,  but 
these  programs  get  confused  by  nested  parentheses  when  composing  replies.  This  problem  can  be  avoided 
by  using  different  types  of  brackets  within  the  gcos-field;  for  example: 

(&  Fredricks  [Podunk  U  <EE/as>]  {818}-5S5-5555) 
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FE£  FORMATS 


PASSWD.ADJUNCT(5) 


NAME 

passwd.adjunct  -  user  security  data  file 


SYNOPSIS 

/etc/securify/passwd^djunct 


DESCRIPTION 

TIk  passwd.adjunct  file  contains  the  following  infonnation  for  each  usen 

name  This  is  the  user’s  login  name  in  the  system  and  it  must  be  unique. 

password  The  encrypted  passwrad. 

minimum  label  The  lowest  security  level  at  which  this  user  is  allowed  to  login  (not  used  at  C2  lev¬ 

el). 

nuvdmum  label  The  highest  security  level  at  which  this  user  is  allowed  to  login  (not  used  at  C2 

level). 

The  security  level  at  which  this  user  will  run  unless  a  label  is  specified  at  login. 

Flags  specifying  events  always  to  be  audited  for  this  user’s  processes;  see 
audit_control(5). 

Flags  specifying  events  never  to  be  audited  for  this  user’s  processes;  see 
audit_control(S). 

Field  are  separated  by  a  colon,  and  each  user  from  the  next  by  a  NEWLINE. 


default  label 
always  audit  flags 

never  audit  flags 


The  passwd.adjunct  file  can  also  have  line  beginning  with  a  ‘+’  (plus  sign),  which  means  to  incorporate 
entries  from  the  Yellow  Pages.  There  are  three  styles  of  *+’  entries:  all  by  itself,  “+’  n^ans  to  insert  the  en¬ 
tire  contents  of  the  Yellow  Pages  passwd.adjunct  file  at  that  point;  -t-name  means  to  insert  the  entry  (if 
any)  for  name  from  the  Yellow  Pages  at  that  point;  +@name  means  to  insert  the  entries  for  all  members  of 
the  network  group  name  at  that  point.  If  a  *+’  entry  has  a  non-NULL  password,  it  will  override  what  is  con¬ 
tained  in  the  Yellow  Pages. 


EXAMPLE 

Here  is  a  san^le  /etc/security/passwdjidjanct  file: 
root:q.inJzTnu8icF.:::::::: 

ignatz:7KsI8CFRPNVXg::b,ap,bp,gp,dp,ic,r,dJ::-<-dc,+da:-dr: 
rex:7HU8UUGRPNVXg:b,ap:b,ap,bp:b,bp::+ad: 
+fred:9x.FFUw6xcJBa: : 


The  user  root  is  the  super-user,  who  has  no  special  label  constraints  nor  audit  intoest  The  user  ignatz 
may  have  any  label  firom  the  lowest  to  the  level  b  and  any  of  a  large  numbo'  of  categories,  ignatz  will  run 
at  system  low  unless  he  specifies  otherwise.  He  is  being  audited  on  the  system  default  event  classes  as  well 
as  data  creations  and  a(x;ess  changes,  but  never  for  failed  data  reads.  The  user  rex  can  function  only  at  the 
level  b  and  only  in  the  categories  ap  or  ap  and  bp.  By  default,  he  will  run  at  ‘b,bp’.  He  is  audited  with  the 
system  defaults,  exc^t  that  successful  administrative  operations  are  not  audited.  The  user  fred  will  have 
the  labels  and  audit  flags  that  are  specified  in  the  Yellow  Pages  passwd.adjunct  file.  Any  oth»  users 
specified  in  the  Yellow  P^es  will  be  able  to  log  in  on  this  system. 

The  usCT  security  data  file  resides  in  the  /etc/security  directory.  Because  it  contains  encrypted  passwords, 
it  does  not  have  general  read  permission. 

FILES 

/etc/security/passwd.adjunct 

/etc/security 

SEE  ALSO 

login(l),  passwd(l),  crypt(3),  getpwaent(3),  getpwent(3),  audit_control(5),  passwd(5),  adduser(8) 
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PHONES  (5) 


FILE  FORMATS 


PHONES  (5) 


NAME 

phones  -  remote  host  phone  number  data  base 

SYNOPSIS 

/etc/phones 

DESCRIPTION 

The  file  /etc/phones  contains  the  system-wide  private  phone  numbers  for  the  tip(lC)  program, 
/etc/phones  is  normally  unreadable,  and  so  may  contain  jxivileged  infmmation.  The  format  of  /etc/phones 
is  a  series  of  lines  of  the  form: 

<system-name>[  \t]*<phone-number>. 

The  system  name  is  one  of  those  defined  in  the  remote(5)  file  and  the  phone  number  is  constructed  from 
[0123456789—=*%].  The  ‘=’  and  characters  are  indicators  to  the  auto  call  units  to  pause  and  wait  for  a 
second  dial  tone  (when  going  through  an  exchange).  The  *=’  is  required  by  the  DF02-AC  and  the  is  re¬ 
quired  by  the  BIZCOMP  1030. 

Comment  lines  are  lines  containing  a  *#’  sign  in  the  first  column  of  the  line. 

Only  one  phone  number  per  line  is  permitted.  However,  if  more  than  one  line  in  the  file  contains  the  same 
system  name  tip(lC)  will  attempt  to  dial  each  one  in  turn,  until  it  establishes  a  connection. 

HLES 

/etc/phones 

SEE  ALSO 

tip(lC),  rem<rte(5) 
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FILE  FORMATS 


PLOT(5) 


NAME 

plot  -  graphics  interface 
DESCRIPTION 

Files  of  this  format  are  produced  by  routines  described  in  pIot(3X),  and  are  interpreted  for  various  devices 
by  commands  described  in  plot(lG).  A  graphics  file  is  a  stream  of  plotting  instructions.  Each  instruction 
consists  of  an  ASCII  letter  usually  followed  by  bytes  of  binary  information.  The  instructions  are  executed 
in  order.  A  point  is  designated  by  four  bytes  representing  the  x  and  y  values;  each  value  is  a  signed  integer. 
The  last  designated  point  in  an  /,  m,  n,  or  p  instruction  becomes  the  “current  point’’  for  the  next  instruc¬ 
tion. 

Each  of  die  following  descriptions  begins  with  the  name  of  the  corresponding  routine  in  plot(3X). 
m  Move:  the  next  four  bytes  give  a  new  current  point. 

n  Cont:  draw  a  line  from  the  current  point  to  die  point  given  by  the  next  four  bytes.  See  plot(lG). 
p  Point  plot  the  point  given  by  the  next  four  bytes. 

I  Line:  draw  a  line  from  the  point  given  by  the  next  four  bytes  to  the  point  given  by  the  following  four 
bytes. 

t  Label:  place  the  following  ASCII  string  so  diat  its  first  character  falls  on  the  current  point  The  string  is 
terminated  by  a  NEWLINE. 

a  Arc:  the  first  four  bytes  give  the  center,  the  next  four  give  the  starting  point  and  the  last  four  give  the 
end  point  of  a  circular  arc.  The  least  significant  coordinate  of  the  end  point  is  used  (Hily  to  determine 
the  quadrant  Hie  arc  is  drawn  counter-clockwise. 

c  Qrcle:  the  first  four  bytes  give  the  center  of  die  circle,  the  next  two  the  radius. 

e  Erase:  start  another  frame  of  ouQiut 

f  Linemod:  take  the  following  string,  up  to  a  NEWLINE,  as  the  style  for  drawing  further  lines.  The  styles 
are  “dotted,”  “solid,”  “longdashed,”  “shortdashed,”  and  “dotdashed.”  Effective  only  in  plot  4014 
and  plot  ver. 

s  Space:  the  next  four  bytes  give  the  lower  left  comer  of  the  plotting  area;  the  following  four  give  the 
upper  right  comer.  The  plot  will  be  magnified  or  reduced  to  fit  the  device  as  closely  as  possible. 

Space  settings  that  exactly  fill  die  plotting  area  with  unity  scaling  ^pear  below  for  devices  supported 
by  the  filters  of  pIot(lG).  The  uj^ier  limit  is  just  outside  the  plotting  area.  In  every  case  the  plotting 
area  is  taken  to  be  square;  points  outside  may  be  displayable  on  devices  whose  f^e  is  not  square. 

4014  space(0, 0, 3120, 3120); 

ver  space(0,  0, 2048, 2048); 

300, 300s  space(0, 0, 4096, 4096); 

450  space(0, 0, 4096, 4096); 

SEE  ALSO 

graph(lG),  plot(lG),  pIot(3X) 
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FILE  FORMATS 


POLICIES  (5) 


NAME 

policies  -  networic  administration  policies 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

The  policies  file  contains  information  relevant  to  domain-wide  administration  policies.  Each  line  contains 
two  tokens,  separated  by  white  space;  the  first  token  is  the  name  of  an  administrative  policy,  and  the  second 
is  the  value  of  that  policy. 

FILES 

/etc/policies 

/var/yp/domain/iame/poIicies.{dir,pag} 

SEE  ALSO 

pnpd(8C),  rarpd(8C),  logintool(8) 
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NAME 

printcap  -  printer  capabili^  data  base 

SYNOPSIS 

/etc/printcap 

DESCRIPTION 

printcap  is  a  simplified  version  of  the  termcap(S)  data  base  for  describing  printers.  The  spooling  system 
accesses  the  printcap  file  every  time  it  is  used,  allowing  dynamic  addition  and  deletion  of  printers.  Each 
entry  in  the  data  base  describes  one  printer.  This  data  base  may  not  be  substituted  for,  as  is  possible  for 
termcap,  because  it  may  allow  accounting  to  be  bypassed. 

The  default  printo:  is  normally  Ip,  though  the  environment  variable  PRINTER  may  be  used  to  override  this. 
Each  spooling  utility  supports  a  -"Pprinter  cation  to  explicitly  name  a  destination  printer. 

Refer  to  System  and  Network  Administration  for  a  discussion  of  how  to  set  up  die  database  for  a  given 
printer.  On  Sun386i  systems,  refer  to  siiap(l)  for  information  on  setting  up  printers  with  the  system  and 
network  administration  program. 

Each  entry  in  the  printcap  file  describes  a  printer,  and  is  a  line  consisting  of  a  number  of  fields  separated 
by  characters.  The  first  entry  for  each  printer  gives  the  nan^s  which  are  known  for  the  printer,  separat¬ 
ed  by  ‘  I’  characters.  The  first  name  is  conventionally  a  number.  The  sectmd  name  given  is  the  most  com¬ 
mon  abbreviation  for  the  printer,  and  the  last  name  given  should  be  a  long  name  fully  identifying  the 
printer.  The  second  name  should  contain  no  blanks;  the  last  name  may  well  contain  blanks  for  readability. 
Entries  may  continue  onto  multiple  lines  by  giving  a  ‘\’  as  the  last  character  of  a  line,  and  emp^  fields  may 
be  included  for  readability. 

Capabilities  in  printcap  are  all  introduced  by  two-character  codes,  and  are  of  three  types: 

Boolean  Capabilities  that  indicate  that  the  printer  has  some  particular  feature.  Boolean  capabilities  are 
simply  written  between  the  characters,  and  are  indicated  by  the  word  ‘bool’  in  the  type 
column  of  the  capabilities  table  below. 

Numeric  Capabilities  that  supply  information  such  as  baud-rates,  number  of  lines  per  page,  and  so  on. 

Numeric  capabilities  are  indicated  by  the  word  num  in  the  type  column  of  the  capabilities 
table  below.  Numeric  capabilities  are  given  by  the  two-character  capability  code  followed  by 
the  *#’  character,  followed  by  the  numeric  value.  For  example: 

:br#1200: 

is  a  numeric  entry  stating  that  this  printer  should  run  at  1200  baud. 

String  Capabilities  that  give  a  sequence  which  can  be  used  to  perform  particular  jainter  operations 
such  as  cursor  motion.  String  valued  capabilities  are  indicated  by  the  word  str  in  the  type 
column  of  the  capabilities  table  below.  String  valued  capabilities  are  given  by  the  two- 
character  capability  code  followed  by  an  ‘=’  sign  and  then  a  string  ending  at  the  next  following 
For  example, 

:rp=spinwriter: 

is  a  sample  entry  stating  that  the  remote  printer  is  named  spinwriter. 

Sun386l  DESCRIPTION 

On  Sun386i  systems,  Ipr(l)  and  related  printing  commands  use  the  Yellow  Pages  name  service  to  obtain 
the  printcap  entry  for  a  named  printer  if  the  entry  does  not  exist  in  the  local  /etc/printcap  file.  For  exam¬ 
ple,  when  a  user  issues  the  command 

Ipr  -Pnewprinter  foo 

Ipr  searches  /etc/printcap  on  the  local  system  for  an  entry  for  newprinter.  If  no  local  entry  for  new- 
printer  exists,  then  Ipr  searches  the  YP  map  called  printcap.  The  search  is  invisible  to  the  user. 
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Ipr  creates  the  spooling  directory  for  the  printa'  automatically  if  no  spooling  directory  exists. 

System  administrators  can  mate  a  printer  available  to  the  entire  YP  domain  by  placing  an  entry  for  that 
printer  in  the  YP  printcap  map,  typically  using  snap.  Otherwise,  the  system  ad^nistrator  must  edit  the 
/etc/printcap  file  on  the  YP  master  and  tfien  rebuild  toe  YP  map. 

CAPABILITIES 


Name 

Type 

Default 

Description 

af 

str 

NULL 

name  of  accounting  file 

br 

num 

none 

if  Ip  is  a  tty,  set  die  baud  rate  (ioctl  call) 

cf 

str 

NULL 

ciiplot  data  filter 

df 

str 

NULL 

TeX  data  filter  (DVI  fomat) 

da 

str 

0 

UsCT  ID  of  user  ‘daemon’. 

fc 

num 

0 

if  Ip  is  a  tty,  clear  flag  bits 

If 

str 

“\f’ 

string  to  send  for  a  form  feed 

fo 

bool 

false 

print  a  finm  feed  when  device  is  opened 

fs 

num 

0 

like  ‘fc’  but  set  bits 

gf 

str 

NUUL 

graph  data  filter  (plot(3X)  format) 

hi 

bool 

false 

print  the  burst  header  page  last 

ic 

bool 

false 

driver  suppexts  (non  standard)  ioctl  to  indent  printout 

if 

str 

NULL 

name  of  text  filter  which  does  accounting 

If 

str 

“/dev/console” 

error  logging  file  name 

lo 

str 

“lock” 

name  of  lock  file 

Ip 

str 

“/dev/lp” 

device  name  to  open  for  ouQiut 

me 

num 

0 

maximum  number  of  copies 

ms 

str 

NUIL 

list  of  terminal  modes  to  set  or  clear 

mx 

num 

1000 

maximum  file  size  (in  BUFSIZ  blocks),  zero  =  unlimited 

nd 

str 

NULL 

next  directexy  for  list  of  queues  (unimplemented) 

nf 

str 

NULL 

ditroff  data  filter  (device  independent  troff) 

of 

str 

NULL 

name  of  output  filtering  program 

pc 

num 

200 

price  per  foot  or  page  in  hundredths  of  cents 

pi 

num 

66 

page  length  (in  lines) 

pw 

num 

132 

page  width  (in  characters) 

px 

num 

0 

page  width  in  pixels  (horizontal) 

py 

num 

0 

page  length  in  pixels  (vertical) 

rf 

str 

NULL 

filter  for  printing  FORTRAN  style  text  files 

rg 

str 

NULL 

restricted  group.  Only  members  of  group  allowed  access 

rm 

str 

NULL 

machine  name  for  remote  printer 

rp 

str 

“Ip” 

remote  printer  name  argument 

rs 

bool 

false 

restrict  remote  users  to  those  with  local  accounts 

rw 

bool 

false 

open  printer  device  read/write  instead  of  read-only 

sb 

bool 

false 

short  banner  (one  line  only) 

sc 

bool 

false 

suppress  multiple  copies 

sd 

str 

“/var/spool/lpd” 

spool  directory 

sf 

bool 

false 

suppress  form  feeds 

sh 

bool 

false 

suppress  jainting  of  burst  page  header 

St 

str 

“status” 

status  file  name 

tc 

str 

NULL 

name  of  similar  printer;  must  be  last 

tf 

str 

NULL 

troff  data  filter  (C/A/T  phototypesetter) 

tr 

str 

NULL 

trailer  string  to  print  when  queue  empties 

vf 

str 

NULL 

raster  image  filter 

xc 

num 

0 

if  Ip  is  a  tty,  clear  local  mode  bits 

xs 

num 

0 

like  ‘xc’  but  set  bits 
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If  the  local  line  printer  driver  suppcnts  indentation,  the  daemon  must  understand  how  to  invoke  it 

Note:  the  fs,  fc,  xs,  and  xc  fields  are  flag  masks  rather  than  flag  values.  Certain  default  device  flags  are  set 
when  the  device  is  opened  by  the  line  printer  daemon  if  the  device  is  connected  to  a  terminal  port.  The 
flags  indicated  in  the  fc  field  are  then  cleared;  the  flags  in  the  fs  field  are  then  set  (or  vice-versa,  depending 
on  the  order  of  fc#«/i«n  and  fs#nnnn  in  the  /etc/printcap  file).  The  bits  cleared  by  the  fc  field  and  set  by 
the  fs  field  are  those  in  the  sg_flags  field  of  the  sgtty  structure,  as  set  by  the  HOCSETP  loctl  call,  and  the 
bits  cleared  by  the  xc  field  and  set  by  the  »  field  are  those  in  the  “local  flags”  word,  as  set  by  the 
TIOCLSET  iocti  call.  See  ttcompat(4M)  for  a  description  of  these  flags.  For  example,  to  set  exactly  the 
flags  06300  in  the  fs  field,  which  specifies  that  the  EVENT,  ODDP,  and  XTABS  modes  are  to  be  set,  and  all 
other  flags  are  to  be  cleared,  do: 

:fc#0177777:fs#06300: 

The  same  process  applies  to  the  xc  and  xs  fields.  Alternatively,  the  ms  field  can  be  used  to  specify  modes 
to  be  set  and  cleared.  Hiese  modes  are  specified  as  stty(lV)  modes;  any  mode  supported  by  stty  may  be 
specified,  except  for  the  baud  rate  which  must  be  specified  with  the  br  field.  This  permits  modes  not  sup¬ 
ported  by  the  older  terminal  interface  described  in  ttcompat(4M)  to  be  set  or  cleared.  Thus,  to  set  the  ter¬ 
minal  port  to  which  the  printer  is  attached  to  even  parity,  tab  expansion,  no  newline  to  carriage- 
retum/line-feed  translation,  and  RTS/CTS  flow  control  enabled,  do: 

:ms=evenp,-tabs,nl,crtscts: 

On  Sun386i  systems,  the  tc  field,  as  in  the  termcap(5)  file,  must  appear  last  in  the  list  of  capabilities.  It  is 
recommended  that  each  type  of  printer  have  a  general  entry  descriUng  common  capabilities;  then  an  indi¬ 
vidual  printer  can  be  defined  with  its  particular  capabilities  plus  a  tc  field  that  points  to  the  general  entry  for 
that  type  of  printer. 

FILES 

/etc/printcap 
SEE  ALSO 

Ipq(l),  Ipr(l),  Iprm(l),  snap(l),  stty(lV),  plot(3X),  ttcompat(4M),  termcap(5),  lpc(8),  lpd(8),  pac{8) 
System  and  Network  Administration 
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NAME 

protocols  -  protocol  name  data  base 

SYNOPSIS 

/etc/protocols 

DESCRIPTION 

The  protocols  file  contains  infinrmation  regarding  the  known  protocols  used  in  the  DARPA  IntemeL  For 
each  protocol  a  single  line  should  be  present  with  the  following  information: 
official  protocol  name 
protocol  number 
aliases 

Items  ate  separated  by  any  number  of  blanks  and/or  TAB  characters.  A  *#’  indicates  the  beginning  of  a 
comment;  characters  up  to  the  end  of  the  line  are  not  interpreted  by  routines  which  search  the  file. 

Protocol  names  may  contain  any  printable  charactCT  other  than  a  field  delimiter,  NEWLINE,  or  comment 
character. 

EXAMPLE 

The  following  example  is  taken  from  SunOS. 

# 

#  Internet  (IP)  protocols 

# 


ip 

0 

IP 

#  internet  protocol,  pseudo  protocol  number 

icmp 

1 

ICMP 

#  internet  control  message  protocol 

ggP 

3 

GGP 

#  gateway-gateway  protocol 

tcp 

6 

TCP 

#  transmission  control  protocol 

pup 

12 

PUP 

#  PARC  universal  packet  protocol 

udp 

17 

UDP 

#  user  datagram  protocol 

FILES 

/etc/protocols 

SEE  ALSO 

getprotoent(3N) 

BUGS 

A  name  server  should  be  used  instead  of  a  static  file.  A  binary  indexed  file  format  should  be  available  for 
fast  access. 
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NAME 

publickey  -  public  key  database 

SYNOPSIS 

/etc/publickey 

DESCRIPTION 

/etc/publickey  is  the  public  key  database  used  for  secure  networking.  Each  entry  in  the  database  consists  of 
a  network  user  name  (which  may  either  refer  to  a  user  or  a  hostname),  followed  by  the  user’s  public  key  (in 
hex  notation),  a  colon,  and  then  the  user’s  secret  key  encrypted  with  its  login  password  (also  in  hex  nota¬ 
tion). 

This  file  is  altered  either  by  the  user  through  the  chkey(l)  command  ot  by  the  system  administrator  through 
the  newkey(8)  command.  The  file  /etc/publickey  should  only  contain  data  on  the  Yellow  Pages  master 
machine,  where  it  is  converted  ink)  the  YP  database  publickey.byname. 

SEE  ALSO 

chkey(l),  publickey(3R),  newkey(8),  ypupdated(8C) 
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NAME 

queuedefs  -  queue  description  file  for  at,  batch,  and  cron 
SYNOPSIS 

/var/spool/cron/queuedefs 

DESCRIPTION 

The  queuedefs  file  describes  the  characteristics  of  the  queues  managed  by  cron(8).  Each  non-comment 
line  in  this  file  describes  one  queue.  The  format  of  the  lines  ate  as  follows: 

q.injob}]  [mcen]  [nwcdtw] 

The  fields  in  this  line  are; 

q  The  name  of  the  queue,  a  is  the  default  queue  for  jobs  started  by  at{l);  b  is  the  default 
queue  for  jobs  started  by  batch  (see  at(l));  c  is  the  default  queue  fw  jobs  run  from  a 
crontab(S)  file. 

njob  The  maximum  number  of  jobs  that  can  be  run  simultaneously  in  that  queue;  if  more  than 
njob  jobs  are  ready  to  run,  only  the  first  njob  jobs  will  be  run,  and  the  others  will  be  run 
as  jobs  that  are  currently  running  terminate.  The  default  value  is  100. 

nice  The  nice(l)  value  to  give  to  all  jobs  in  that  queue  that  are  not  run  with  a  user  ID  of 
super-user.  The  default  value  is  2. 

nwedt  The  number  of  seconds  to  wait  before  rescheduling  a  job  that  was  deferred  because  more 
than  njob  yobs  were  running  in  that  job’s  queue,  or  because  more  than  25  jobs  were  run¬ 
ning  in  all  the  queues.  The  default  value  is  60. 

Lines  beginning  with  #  are  comments,  and  are  ignored. 

EXAMPLE 

#  - 

#  @(#)queueders  1.1 87/02/18  SMI;  from  S5R3 

# 

a. 4jln 

b. 2j2n90w 

This  file  specifies  that  the  a  queue,  for  at  jobs,  can  have  up  to  4  jobs  running  simultaneously;  those  jobs 
will  be  run  with  a  nice  value  of  1.  As  no  nwait  value  was  given,  if  a  job  cannot  be  run  because  too  many 
other  jobs  are  running  cron  will  wait  60  seconds  before  trying  again  to  run  it.  The  b  queue,  for  batch  jobs, 
can  have  up  to  2  jobs  running  simultaneously;  those  jobs  will  be  run  with  a  nice  value  of  2.  If  a  job  cannot 
be  run  because  too  many  other  jobs  are  running,  cron  will  wait  90  seconds  before  trying  again  to  run  it. 
All  other  queues  can  have  up  to  1(X)  jobs  running  simultaneously;  they  will  be  run  with  a  nice  value  of  2, 
and  if  a  job  cannot  be  run  because  too  many  other  jobs  are  running  cron  will  wait  60  seconds  before  trying 
again  to  run  it 

FILES 

/var/spool/cron/queuedefs 
SEE  ALSO 

at(l),  nice{l),  crontab(5),  cron(8) 
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NAME 

rasterfile  -  Sun’s  file  format  for  raster  images 
SYNOPSIS 

#include  <rasterfile.h> 

DESCRIPTION 

A  rasterfile  is  composed  of  three  parts:  first,  a  header  containing  8  int^ers;  second,  a  (possibly  empty)  set 
of  colormap  values;  and  third,  the  pixel  image,  stored  a  line  at  a  time,  in  increasing  y  order.  The  image  is 
layed  out  in  the  file  as  in  a  memory  pixrect.  Each  line  of  the  image  is  rounded  up  to  tte  nearest  16  bits. 

The  header  is  defined  by  the  following  structure: 

struct  rasterfile  { 


int 

rasjmagic; 

int 

ras_width; 

int 

ras_height; 

int 

ras_depth; 

int 

rasjength; 

int 

rasjype; 

int 

ras_maptype; 

int 

ras_maplength; 

}; 

The  rasjnagic  field  always  contains  the  following  constant: 

#define  RAS_MAGIC  0x59a66a95 

The  rasjvidth,  rasjieight,  and  ras_depth  fields  contain  the  image’s  width  and  height  in  pixels,  and  its 
depth  in  bits  per  pixel,  respectively,  nte  depth  is  either  1  or  8,  corresponding  to  standard  firame  buffer 
depths.  The  rasjength  field  contains  the  length  in  bytes  of  the  image  data.  For  an  unencoded  image,  this 
number  is  computable  from  the  ras_width,  rasjieight,  and  ras  depth  fields,  but  for  an  encoded  image  it 
must  be  explicitly  stored  in  order  to  be  available  without  decoding  the  image  itself.  Note:  the  length  of  the 
header  and  of  the  (possibly  empty)  colormap  values  are  not  included  in  the  value  of  the  rasjength  field;  it 
is  only  the  image  data  length.  For  historical  reasons,  files  of  type  RT  OLD.  will  usually  have  a  0  in  the 
rasjength  field,  and  software  expecting  to  encounter  such  files  should  be  prepared  to  compute  the  actual 
image  data  length  if  needed.  The  rasjnaptype  and  rasjnaplength  fields  contain  the  type  and  length  in 
bytes  of  the  colormap  values,  respectively.  If  rasjnaptype  is  not  RMT_NONE  and  the  rasjnaplength  is  not 
0,  then  the  colormap  values  are  the  rasjnaplength  bytes  immediately  after  the  header.  These  values  are  ei¬ 
ther  uninterpreted  bytes  (usually  with  the  rasjnaptype  set  to  RMT  RAW)  or  the  equal  length  red,  green  and 
blue  vectors,  in  that  order  (when  the  rasjnaptype  is  RMT  EQUAL  RGB).  In  the  latter  case,  the 
rasjnaplength  must  be  three  times  the  size  in  bytes  of  any  one  of  the  vectors. 

FILES 

/usr/include/rasterfile.h 
SEE  ALSO 

SunView  1  Programmer’ s  Guide 
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NAME 

remote  -  remote  host  description  file 

SYNOPSIS 

/etc/remote 

DESCRIPTION 

The  systems  known  by  tip(lC)  and  their  attributes  are  stored  in  an  ASCII  file  which  is  structured  somewhat 
like  the  termcap(5)  file.  Each  line  in  the  file  provides  a  descripticm  for  a  single  system.  Fields  are  separat¬ 
ed  by  a  colon  Lines  ending  in  a  ‘\’  character  with  an  immediately  following  NEWLINE  are  continued 
on  the  next  line. 

The  first  entry  is  the  name(s)  of  the  host  systent  If  there  is  more  than  one  name  for  a  system,  the  names 
are  separated  by  vertical  bars.  After  the  name  of  the  system  comes  the  fields  of  the  description.  A  field 
name  followed  by  an  *=’  sign  indicates  a  string  value  follows.  A  field  name  followed  by  a  *#’  sign  indi¬ 
cates  a  following  numeric  value. 

Entries  named  tip*  and  cu*  are  used  as  default  entries  by  tip,  and  the  cu  interface  to  tip,  as  follows.  When 
tip  is  invoked  with  only  a  phone  number,  it  looks  for  an  entry  of  the  form  tip300,  where  300  is  the  baud 
rate  with  which  the  connection  is  to  be  made.  When  tte  cu  interface  is  used,  entries  of  the  form  cu300  are 
used. 

CAPABILITIES 

Capabilities  are  either  strings  (str),  numbers  (num),  or  boolean  flags  (bool).  A  string  capability  is  specified 
by  capability =value;  for  example,  ‘dv=/dev/harris’.  A  numeric  capability  is  specified  by 
capability  lvalue;  for  example,  ‘xa#99’.  A  boolean  capability  is  specified  by  simply  listing  the  capability. 

at  (str)  Auto  call  unit  type. 

hr  (num)  The  baud  rate  used  in  establishing  a  connection  to  the  remote  host.  This  is  a  decimal 
number.  The  default  baud  rate  is  300  baud. 

cm  (str)  An  initial  connection  message  to  be  sent  to  the  remote  host  For  example,  if  a  host  is  reached 
through  port  selected,  this  might  be  set  to  the  appropriate  sequence  required  to  switch  to  the  host 

cu  (str)  Call  unit  if  m^ng  a  phone  call.  Default  is  the  same  as  the  dv  field, 

di  (str)  Disconnect  message  sent  to  the  host  when  a  disconnect  is  requested  by  the  user, 

du  (bool)  This  host  is  on  a  dial-up  line. 

dv  (str)  device(s)toopentoestablish  If  this  file  refers  to  a  terminal  line,  tip(lC)  attempts  to  perform  an 
exclusive  open  on  the  device  to  insure  only  one  user  at  a  time  has  access  to  the  port. 

el  (str)  Characters  marking  an  end-of-line.  The  default  is  NULL,  tip  only  recognizes  escapes  after 
one  of  the  characters  in  el,  or  after  a  carriage-return. 

fs  (str)  Frame  size  for  transfers.  The  default  frame  size  is  equal  to  BUKIZ. 

hd  (bool)  The  host  uses  half-duplex  communication,  local  echo  should  be  performed. 

ie  (str)  Input  EOF  marks,  llie  default  is  NULL. 

oe  (str)  Ouqjut  EOF  string.  The  default  is  NULL  When  tip  is  transferring  a  file,  this  string  is  sent  at 
EOF. 

pa  (str)  The  type  of  parity  to  use  when  sending  data  to  the  host.  This  may  be  one  of  “even”, 
“odd”,  “none”,  “zero”  (always  set  bit  8  to  zero),  “one”  (always  set  bit  8  to  1).  The  default  is 
“ncme”. 

pn  (str)  Telephone  number(s)  for  this  host  If  the  telephone  number  field  contains  an  sign,  tip 
searches  the  /etc/phones  file  for  a  list  of  telephone  numbers  —  see  phones(5).  A  ‘  sign  in  the 
telephone  number  indicates  a  5-second  delay  for  the  Ventel  Modem. 

tc  (str)  Indicates  that  the  list  of  ctqtabilities  is  continued  in  the  named  description.  This  is  used  pri¬ 
marily  to  share  common  capability  informatiem. 
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Here  is  a  short  example  showing  the  use  of  the  c^ability  continuation  feature: 
UNIX-1200;\ 

:dv=/dev/cua0:el=*D*U*C*S'Q'O@:du:at=ventel:ie=#$%:oe='D:br#1200: 

arpavax|ax:\ 

:pii=7654321%  :tc=lINIX-1200 

FILES 

/etc/remote 

/etc/phones 

SEE  ALSO 

tip(lC),  phones(S),  termcap(S) 
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NAME 

resolve.conf  -  configuration  file  for  name  servo:  routines 
DESCRIPTION 

The  resolvo:  configuration  file  contains  information  that  is  read  by  the  resolver  routines  the  first  time  they 
are  invoked  in  a  process.  The  file  is  designed  to  be  human  readable  and  contains  a  list  of  name-value  pairs 
that  provide  various  types  of  resolver  information. 

The  different  configuration  optitms  are: 

namowrver  address  The  Internet  address  (in  dot  notation)  of  a  name  server  tiiat  the  resolver  should 
query.  At  least  one  name  sorver  should  be  listed.  Up  to  MAXNS  (currently  3) 
name  servers  may  be  listed,  in  that  case  the  resolver  library  queries  tries  them  in 
the  ord»  listed.  (The  algoritiim  used  is  to  try  a  name  server,  and  if  the  query 
times  out,  try  the  next,  until  out  of  nanto  servers,  then  repeat  trying  all  the  name 
s»vers  until  a  maximum  numb^  of  retries  are  mtule). 

The  default  domain  to  append  to  names  tiiat  do  not  have  a  dot  in  them.  This  de¬ 
faults  to  the  domain  set  by  the  domainname(l)  command. 

An  Internet  address  (in  dot  notation)  of  any  preferred  networks.  The  list  of  ad¬ 
dresses  returned  by  tiie  resolver  will  be  sorted  to  put  any  addresses  on  this  net¬ 
work  before  any  others. 

The  name  value  pair  nrnst  appear  on  a  single  line,  and  the  keyword  (for  instance,  nameserver)  must  start 
the  line.  The  value  follows  the  keyword,  separated  by  white  space. 

FILES 

/etc/resolve.conf 
SEE  ALSO 

domamname(l),  gethostent(3N),  resolver(3),  named(8C^ 


domam  name 
address  address 
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NAME 

rgb  -  available  colors  (by  name)  for  coloredit 

SYNOPSIS 

Jgb 

$HOME/.rgb 

/usr/lib/.rgb 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

•rgb  is  an  ASCII  file  containing  consecutive  lines  terminated  by  newlines.  Each  line  starts  with  three  in¬ 
tegers,  each  in  die  range  0-255.  TTiese  integers  are  the  RGB  equivilent  for  die  color  named  on  the  same  line. 
At  least  (Mie  tab  character  delimits  the  last  integer  from  the  name  field.  The  coloreditor  searches  for  this 
file,  first  in  the  current  directory;  next,  in  the  users  home  directory;  and  finally,  in  /usr/lib.  ITie  user  can 
add  to  or  delete  from  the  .rgb  file  that  he  or  she  has  access  to,  thus  changing  the  available  color  table  for 
subsequent  invocations  of  coloredit. 


EXAMPLE 

000 

Black 

00  255 

Blue 

95  159  159 

Cadet  Blue 

66  66111 

Cornflower  Blue 

SEE  ALSO 

107  35  142 

Dark  Slate  Blue 

coloredit(l) 
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NAME 

rpc  -  rpc  jM’Ogram  number  (jata  base 

SYNOPSIS 

/etc/rpc 

DESCRIPTION 

The  rpc  file  contains  user  readable  names  that  can  be  used  in  place  of  rpc  program  numbers.  Each  line  has 
the  following  information: 

name  of  server  for  the  rpc  program 

rpc  program  number 

aliases 

Items  are  separated  by  any  number  of  blanks  and/or  tab  characters.  A  “#”  indicates  the  beginning  of  a 
comment;  characters  up  to  the  end  of  the  line  are  not  interpreted  by  routines  which  search  the  file. 

Here  is  an  example  of  the  /etc/rpc  file  from  the  SunOS  System. 

# 


# 

# 

portmapper 

rpc  1.10 

87/04/10 

100000 

portmap  sunrpc 

rstatd 

100001 

rstat  rup  perfmeter 

rusersd 

100002 

rusers 

nfs 

100003 

nfsprog 

ypserv 

100004 

ypprog 

mountd 

100005 

mount  showmount 

ypbind 

100007 

walld 

100008 

rwall  shutdown 

yppasswdd 

100009 

yppasswd 

etherstatd 

100010 

etherstat 

rquotad 

100011 

rquotaprog  quota  rquota 

sprayd 

3270_mappcr 

100013 

100012 

spray 

rje_mapper 

100014 

selection_svc 

100015 

selnsvc 

database_svc 

rexd 

100016 

100017 

rex 

alls 

100018 

sched 

llockmgr 

100020 

100019 

nlockmgr 

x25.mr 

100021 

100022 

statmon 

100023 

status 

bootparam 

100026 

100024 

ypupdated 

100028 

ypupdate 

keyserv 

100029 

keyserver 

nLES 

/etc/rpc 

SEE  ALSO 

getrpcent(3N) 
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NAME 

sccsfile  -  format  of  SCCS  file 
DESCRIPTION 

An  SCCS  file  is  an  ASCII  file.  It  consists  of  six  logical  parts:  the  checksum,  the  delta  table  (ccmtains  infor¬ 
mation  about  each  delta),  user  names  (contains  login  names  and/or  numerical  group  IDs  of  users  who  may 
add  deltas),  flags  (contains  definitions  of  internal  keywords),  comments  (contains  arbitrary  descriptive  in¬ 
formation  atout  the  file),  and  the  body  (contains  the  actual  text  lines  intermixed  with  control  lines). 

Throughout  an  SCCS  file  there  are  lines  which  begin  with  the  ASCII  SOH  (start  of  heading)  character  (octal 
(X)l).  This  character  is  hereafter  referred  to  as  the  control  character  and  will  be  represented  graphically  as 
Any  line  described  below  which  is  not  depicted  as  beginning  with  the  control  character  is  prevented 
from  beginning  with  the  control  character. 

Entries  of  the  form  DDDDD  represent  a  five  digit  string  (a  number  between  00000  and  99999). 

Each  logical  part  of  an  SCCS  file  is  described  in  detail  below. 

Checksum 

The  checksum  is  the  first  line  of  an  SCCS  file.  The  form  of  the  line  is: 

@hDDDDD 

The  value  of  the  checksum  is  the  sum  of  all  characters,  except  those  of  the  first  line.  The  @h  pro¬ 
vides  a  magic /iiwnfter  of  (octal)  064001. 

Delta  tabic 

Tte  delta  table  consists  of  a  variable  number  of  entries  of  the  form: 

@S  DDDDD/DDDDD/DDDDD 

@d <type><SCCS ID>  yr/mo/da hr:mi:se  <pgmr>  DDDDD  DDDDD 
@i  DDDDD... 

@x  DDDDD... 

@g  DDDDD... 

@m  <MR  number> 


@c  <comments>  . . . 


@e 

The  first  line  (@s)  contains  the  number  of  liiKS  inserted/deleted/unchanged  respectively.  The  second  line 
(@d)  contains  the  type  of  the  delta  (currently,  normal:  D<  and  removed:  R),  the  SCCS  ID  of  the  delta,  the 
date  and  time  of  creation  of  the  delta,  the  login  name  corresponding  to  the  real  user  ID  at  the  time  the  delta 
was  created,  and  the  serial  numbers  of  the  delta  and  its  predecessor,  respectively. 

The  @i,  @x,  and  @g  lines  contain  the  serial  numbers  of  deltas  included,  excluded,  and  ignored,  respective¬ 
ly.  These  lines  are  optional. 

The  @m  lines  (optional)  each  contain  one  MR  number  associate  with  the  delta;  the  @c  lines  contain  com¬ 
ments  associated  with  the  delta. 

The  @e  line  ends  the  delta  table  entry. 

User  names 

The  list  of  login  names  and/or  numerical  group  IDs  of  users  who  may  add  deltas  to  the  file, 
separated  by  NEWLINE  characters.  The  lines  containing  these  login  names  and/cx  numerical 
group  IDs  are  surrounded  by  the  bracketing  lines  @u  and  @U.  An  empty  list  allows  anyone  to 
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make  a  delta. 

Flags 

Keywords  used  internally  (see  admin(l)  for  more  information  on  their  use).  Each  flag  line  takes 
the  form: 

@f  <flag>  Koptional  text> 

The  following  flags  are  defined: 


@ft 

<type  ofprogram> 

@fv 

<program  name  > 

@f  i 

@fb 

@f  m 

<module  name> 

@ff 

<floor> 

@fc 

<ceiling> 

@fd 

<default~sid> 

@fn 

@fj 

@fl 

<lock’‘releases> 

@fq 

<user  defined> 

@f  e 

<0|1> 

The  t  flag  defines  the  replacement  for  the  identification  keyword.  The  v  flag  controls  prompting 
for  MR  numbers  in  addition  to  comments;  if  the  opticnial  text  is  present  it  defines  an  MR  number 
validity  checking  program.  The  i  flag  controls  the  waming/error  aspect  of  the  ‘No  id  keywords’ 
message.  When  the  i  flag  is  not  present,  this  message  is  only  a  warning;  when  the  i  flag  is  present, 
this  message  will  cause  a  “fatal”  errOT  (the  file  will  not  be  gotten,  or  the  delta  will  not  be  made). 
When  the  b  flag  is  present  the  -b  keyletter  may  be  used  on  the  get  command  to  cause  a  branch  in 
the  delta  tree.  The  m  flag  defines  the  first  choice  for  the  replacement  text  of  the  sccsfile.5 
identification  keyword.  The  f  flag  defines  the  “floor”  release;  the  release  below  which  no  deltas 
may  be  added.  The  c  flag  defines  the  “ceiling”  release;  the  release  above  which  no  deltas  may  be 
added.  The  d  flag  defines  the  default  SID  to  be  used  when  none  is  specified  on  a  get  command. 
The  n  flag  causes  delta  to  insert  a  “null”  delta  (a  delta  that  implies  no  changes)  in  those  releases 
that  are  skipped  when  a  delta  is  made  in  a  new  release  (for  example,  when  delta  5.1  is  made  after 
delta  2.7,  releases  3  and  4  are  skipped).  The  absence  of  the  n  flag  causes  skipped  releases  to  be 
completely  empty.  The  j  flag  causes  get  to  allow  concurrent  edits  of  the  same  base  SID.  The  1 
flag  defines  a  Ust  of  releases  that  are  locked  against  editing  (get(l)  with  the  -e  keyletter).  The  q 
flag  defines  the  replacement  for  the  identification  keyword.  The  e  flag  indicates  whether  a  file  is 
encoded  or  not.  A 1  indicates  tfiat  the  file  is  encoded.  Files  need  to  be  encoded  when  they  contain 
control  characters,  or  when  they  do  not  end  with  a  NEWLINE.  The  e  flag  allows  for  any  type  of  file 
to  be  checked  in. 

Comments 

Arbitrary  text  surrounded  by  the  bracketing  lines  @t  and  @T.  The  comments  section  typically 
will  contain  a  description  of  the  file’s  purpose. 

Body 

The  body  consists  of  text  lines  and  control  lines.  Text  lines  do  not  begin  with  the  control  charac¬ 
ter,  control  lines  do.  There  are  three  kinds  of  control  lines:  insert,  delete,  and  end,  represented 
by: 

@I DDDDD 
@D  DDDDD 
@E  DDDDD 

respectively.  The  digit  string  is  the  serial  number  corresponding  to  the  delta  for  the  control  line. 
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SEE  ALSO 

acliiiiii(l),  delta(l),  get(l),  prs(l) 
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NAME 

services  -  Internet  services  and  aliases 
DESCRIPTION 

The  services  file  contains  an  entry  for  each  service  available  through  the  DARPA  Internet.  Each  entry  con¬ 
sists  of  a  line  of  the  form: 

service-name  port! protocol  aliases 

service-name  This  is  the  official  Internet  service  name. 

port  Iprotocol  This  field  is  composed  of  the  port  number  and  jvotocol  through  which  the  service 

is  provided  (for  instance,  512/tcp). 

aliases  This  is  a  list  of  alternate  names  by  which  the  service  might  be  requested. 

Fields  can  be  separated  by  any  number  of  spaces  or  tab’s.  A  ’#’  (pound-sign)  indicates  the  b^inning  of  a 
comment^  characters  up  to  the  end  of  the  line  are  not  interis'eted  by  routines  which  search  the  file. 

Service  names  may  contain  any  printable  character  other  than  a  field  delimiter,  NEWLINE,  or  comment 
character. 

FILES 

/etc/services 
SEE  ALSO 

getservent(3N),  inetd.conf(S) 

BUGS 

A  name  server  should  be  used  instead  of  a  static  file. 
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NAME 

sm,  sm.bak,  snustate  -  in.statd  directory  and  file  structures 
SYNOPSIS 

/etc/sm,  /etc/sm.bak,  ktdsmstate 
DESCRIPTION 

/etc/sm  and  /etc/sm.bak  are  directories  generated  by  in  jtatd.  Each  entry  in  /etc/sm  represents  the  name 
of  the  machine  to  be  monitored  by  the  imstatd  daemon.  Each  entry  in  /etc/sm.bak  represents  the  name  of 
the  machine  to  be  notified  by  the  imstatd  daemon  upon  its  recovery. 

/etc/sm.state  is  a  file  generated  by  rpc.statd  to  record  the  its  version  numbo*.  This  version  number  is  in¬ 
cremented  each  time  a  crash  or  recovery  takes  place. 

FILES 

/etc/sm 

/etc/sm.bak 

/etc/sm.state 

SEE  ALSO 

Iockd(8Q,  statd(8C) 
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NAME 

sm,  sm.bak,  state  -  statd  directories  and  file  structures 
SYNOPSIS 

/etc/sm  /etc/«n.bak  /etc/state 
DESCRIPTION 

/etc/sm  and  /etc/sm.bak  are  directories  generated  by  statd.  entry  in  /etc/sm  represents  the  nane  of 
the  machine  to  be  monitored  by  die  statd  daemon.  Each  entry  in  /etc/sm.bak  represents  the  name  of  the 
machine  to  be  notified  by  the  statd  daemoi  upon  its  recovery. 

/etc/state  is  a  file  generated  by  statd  to  ra:ofd  its  veisitm  number.  This  version  number  is  incremented 
each  time  a  crash  or  recovery  takes  place. 

FILES 

/etc/sm 

/etc/sm.bak 

/etc/state 

SEE  ALSO 

lockd(8C),  statd(8C) 
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NAME 

syslog.conf  -  configuration  file  for  syslogd  system  log  daemon 

SYNOPSIS 

/etc/syslogxonf 

DESCRIPTION 

The  file  /etc/syslogxonf  contains  information  used  by  the  system  log  daemon,  syslogd(8),  to  forward  a  sys¬ 
tem  message  to  apiH-opriate  log  files  and/or  users,  syslog  preprocesses  this  file  through  m4(lV)  to  obtain 
the  correct  information  for  certain  log  files. 

A  configuration  entry  is  composed  of  twoTAB-separated  fields: 

selector  action 

The  selector  field  contains  a  semicolon-separated  list  of  priority  specifications  of  the  form: 
facility. levell’/acility. level] 

where  facility  is  a  system  facility,  or  comma-separated  list  of  facilities,  and  level  is  an  indication  of  the 
severity  of  the  condition  being  logged.  Recognized  values  for  facility  include: 

user  Messages  generated  by  user  processes.  This  is  the  default  priority  for  messages  from 
programs  or  facilities  not  listed  in  this  file. 

kem  Messages  generated  by  the  kernel. 

mail  The  mail  system. 

daemon  System  daemons,  such  as  ftpd(8C),  routed(8C),  etc. 
auth  The  authorization  system:  login(l),  su(l),  getty(8),  etc. 

Ipr  The  line  printer  spooling  system:  lpr(l),  lpc(8),  lpd(8),  etc. 

news  Reserved  for  the  USENET  network  news  system. 

UUCP  Reserved  for  the  UUCP  system;  it  does  not  currently  use  the  syslog  mechanism, 
cron  The  cron/at  facility;  crontab(l),  at(l),  cron(8),  etc. 
localO-7  Reserved  for  local  use. 

mark  Fcr  timestamp  messages  produced  internally  by  syslogd. 

*  An  asterisk  indicates  all  facilities  except  fcK  the  mark  facility. 

Recognized  values  for  level  are  (in  descending  order  of  severity): 

emerg  Fot  panic  conditions  that  would  normally  be  broadcast  to  all  users. 

alert  For  conditions  that  should  be  corrected  immediately,  such  as  a  corrupted  system  data¬ 
base. 

crit  Fch*  warnings  about  critical  conditions,  such  as  hard  device  errors, 

err  For  other  errors, 

warning  For  warning  messages. 

notice  Fear  conditions  that  are  not  error  cemditions,  but  may  require  special  handling, 
info  Informational  messages. 

debug  Fot  messages  that  are  normally  used  only  when  debugging  a  program. 

none  Do  not  send  messi^es  from  the  indicated  facility  to  the  selected  file.  For  example,  a 
selector  of 

*.debug;maiLnone 

will  send  all  messages  except  mail  messages  to  the  selected  file. 
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The  action  field  indicates  where  to  forward  the  message.  Values  for  this  field  can  have  one  of  four  forms: 

•  A  filename,  beginning  with  a  leading  slash,  which  indicates  that  messages  specified  by  the 
selector  are  to  be  written  to  the  specified  file.  Hie  file  will  be  opened  in  append  mode. 

•  The  name  of  a  remote  host,  prefixed  with  an  @,  as  with:  @server,  which  indicates  that  mes¬ 
sages  specified  by  the  selector  are  to  be  forwarded  to  the  syslogd  on  the  named  host. 

•  A  comma-separated  list  of  usernames,  which  indicates  that  messages  specified  by  the  selector 
are  to  be  written  to  the  named  users  if  they  are  logged  in. 

•  An  asterisk,  which  indicates  that  messages  messages  specified  by  the  selector  are  to  be  written 
to  all  logged-in  users. 

Blank  lines  are  ignored.  Lines  for  which  the  first  nonwhite  character  is  a  *#’  are  treated  as  com¬ 
ments. 


Sun3861  DESCRIPTION 

The  file  is  as  described  above,  except  that  there  is  an  additional  valid  entry  type,  for  translation.  A  line 
containing  the  keyword  "translate,”  if  present,  specifies  how  system  error  messages  are  translated, 
suppressed,  or  forwarded  to  appropriate  log  files  and/or  users. 

A  translation  entry  in  the  file  is  composed  of  five  TAB-separated  fields: 

translate  source  facility  input  output 

The  translate  field  consists  of  the  word  translate  and  is  used  to  indicate  that  this  is  a  translation  entry. 

The  source  field  contains  a  comma  separated  list  of  source  names.  Recognized  sources  are: 
klog  Message  placed  in  /dev/klog  by  the  kernel, 
log  Messages  placed  in  /dev/log  file  by  local  programs, 

syslog  Messages  placed  in  the  internet  socket  by  programs  on  other  systems. 

*  An  asterisk  indicates  all  three  sources  (klog,  log  and  syslog). 

The  facility  field  contains  a  comma-separated  list  of  facilities. 

The  input  field  is  die  name  of  the  file  used  to  map  error  messages  (in  printf  format  strings)  to  numbers. 
This  number  is  used  to  locate  a  new  string  in  die  file  specified  in  the  output  field.  The  format  of  both  files 
is  described  in  traiislate(S). 

The  output  file  specified  by  the  output  field  translates  the  numbers  from  the  input  file  into  the  desired  error 
messages,  and  also  specifies  the  frnnat  to  be  used  to  output  each  message. 


EXAMPLE 

With  the  following  configuration  file: 
«.notice;mail.info 
*.crit 

kern,mark.debug 

kern.err 

♦.emerg 

♦.alert 

♦.alert;auth.waming 


/var/log/notice 

/var/Iog/critical 

/dev/console 

©server 

root,operator 

/var/log/auth 


syslogd  will  log  all  mail  system  messages  except  debug  messages  and  all  notice  (or  higher)  messages  into 
a  file  named  /var/log/notice.  It  logs  aU  critical  messages  into  /var/Iog/critical,  and  all  kernel  messages  and 
20-minute  marks  onto  die  system  console. 
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Kernel  messages  of  err  (error)  sevmty  or  higher  are  forwarded  to  the  machine  named  server.  Emergency 
messages  are  forwarded  to  all  users.  The  users  “root”  and  “q)eratcff”  are  informed  of  any  alert  messages. 
All  messi^es  from  the  authorization  system  of  warning  level  or  higher  are  logged  in  the  file  /var/Iog/auth. 

FILES 

/etc/syslog.conf 

/varAog/notice 

/varAog/critical 

/var/Iog/auth 

SEE  ALSO 

at(l),  crontab(l),  l(^ger(l),  login(l),  Ipr(l),  m4(lV),  su(l),  syslog(3),  translate(5),  cron(8),  ftpd(8C), 
getty(8),  lpc(8),  lpd(8),  routed(8C),  syslogd(8) 
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NAME 

tar  -  tape  archive  file  format 
DESCRIPTION 

tar,  (the  tape  archive  command)  dumps  several  files  into  one,  in  a  medium  suitable  for  transportation. 

A  “tar  tape”  or  file  is  a  series  of  blocks.  Each  block  is  of  size  TBLOCK.  A  file  on  the  tape  is  represented 
by  a  header  block  which  describes  the  file,  followed  by  zero  or  more  blocks  which  give  the  contents  of  the 
file.  At  the  end  of  die  tape  are  two  blocks  filled  with  binary  zeros,  as  an  EOF  indicator. 

The  blocks  are  grouped  for  physical  I/O  operations.  Each  group  of  n  blocks  (where  n  is  set  by  the  b 
keyletter  on  the  tar(l)  command  line  —  default  is  20  blocks)  is  written  with  a  single  system  call;  on  nine- 
track  tapes,  the  result  of  this  write  is  a  single  tape  record.  The  last  group  is  always  written  at  the  full  size, 
so  blocks  after  the  two  zero  blocks  contain  ran<tom  data.  On  reading,  the  specified  or  default  group  size  is 
used  for  the  first  read,  but  if  that  read  returns  less  than  a  full  tape  block,  the  reduced  block  size  is  used  for 
further  reads,  unless  the  B  keyletter  is  used. 

The  header  block  looks  like: 

#define  TBLOCK512 
tdefine  NAMSIZ  100 
union  hblock  { 

char  dumniy[TBLOCK]; 
struct  header  { 

char  name[NAMSIZ]; 

char  mode[8]; 

char  uid[8]; 

char  gid[8]; 

char  size[12]; 

char  mtime[12]; 

char  chksum[8]; 

char  linkflag; 

char  Iinkname[NAMSIZ]; 

}  dbuf; 

}; 

name  is  a  NULL-terminated  string.  The  other  fields  are  zero-filled  octal  numbers  in  ASCII.  Each  field  (of 
width  tv)  contains  w-2  digits,  a  SPACE,  and  a  NULL,  except  size  and  mtime,  which  do  not  contain  the  trail¬ 
ing  NULL,  name  is  the  name  of  the  file,  as  specified  on  the  tar  command  line.  Files  dumped  because  they 
were  in  a  directory  which  was  named  in  the  command  line  have  the  directory  name  as  prefix  and  /filename 
as  suffix,  mode  is  the  file  mode,  with  the  top  bit  masked  off.  uid  and  gid  are  the  user  and  group  numbers 
which  own  the  file,  size  is  the  size  of  the  file  in  bytes.  Links  and  symbolic  links  are  dumped  with  this  field 
specified  as  zero,  mtime  is  the  modification  time  of  the  file  at  the  time  it  was  dumped,  chksum  is  a  decimal 
ASCII  value  which  represents  the  sum  of  all  the  bytes  in  the  header  block.  When  calculating  the  checksum, 
the  chksum  field  is  treated  as  if  it  were  all  blanks,  linkflag  is  ASCII  ‘0’  if  the  file  is  “normal”  or  a  special 
file,  ASCII  ‘1’  if  it  is  an  hard  link,  and  ASCII  ‘2’  if  it  is  a  symbolic  link.  The  name  linked-to,  if  any,  is  in 
linkname,  with  a  trailing  NULL.  Unused  fields  of  the  header  are  binary  zeros  (and  are  included  in  the 
checksum). 

The  first  time  a  given  inode  number  is  dumped,  it  is  dumped  as  a  regular  file.  The  second  and  subsequent 
times,  it  is  dumped  as  a  link  instead.  Upon  retrieval,  if  a  link  entry  is  retrieved,  but  not  the  file  it  was  linked 
to,  an  error  message  is  printed  and  the  tape  must  be  manually  re-scanned  to  retrieve  the  linked-to  file. 

The  encoding  of  the  header  is  designed  to  be  portable  across  mxhines. 

SEE  ALSO 

tar(l) 
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Names  ot  linknames  kmger  dian  NAMSIZ  {soduce  ornnr  itqwrts  and  cannot  be  dun[q)ed. 
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NAME 

term  -  terminal  driving  tables  for  nioff 
SYNOPSIS 

/usr/lib/term/tabname 

DESCRIPTION 

nrofF(l)  uses  driving  tables  to  customize  its  output  for  various  types  of  ouQ>ut  devices,  such  as  terminals, 
line  jHinters,  daisy-wheel  printers,  or  special  output  filter  programs.  These  driving  tables  are  written  as  C 
fHOgrams,  compiled,  and  installed  in  the  directory  /usr/lib/term.  The  name  of  the  output  device  is 
specified  with  the  -T  option  of  nroff.  Hie  structure  of  the  terminal  table  is  as  follows: 

#define  INCH  240 

struct  { 

int  bset; 
int  breset; 
int  Hor; 
int  Vert; 
int  Newline; 
int  Char; 
int  Em; 
int  Halfline; 
int  Adj; 
char  *twinit; 
char  *twrest; 
char  *twnl; 
char  *hlr; 
char  *hlf; 
char  ♦Hr; 
char  *bdon; 
char  ^bdoff; 
char  «ploton; 
char  *plotoff; 
char  *up; 
char  *down; 
char  *right; 
char  *left; 

char  *codetab[256-32]; 
char  *zzz; 

The  meanings  of  the  various  fields  are  as  follows: 

bset  Bits  to  set  in  the  sg_flags  field  of  the  sgtty  structure  before  ou^ut;  see  ttcompat(4M). 

breset  Bits  to  reset  in  the  sg_flags  field  of  die  sgtty  structure  after  output;  see  ttcompat(4M). 

Hor  Horizontal  resolution  in  fractions  of  an  inch. 

Vert  Vertical  resolution  in  fractions  of  an  inch. 

Newline  Space  moved  by  a  NEWUNE  (LINEFEED)  character  in  fractions  of  an  inch. 

Char  Quantum  of  character  sizes,  in  fractions  of  an  inch,  (that  is,  a  character  is  a  multiple  of  Char 
units  wide) 

Em  Size  of  an  em  in  fractions  of  an  inch. 

Halfline  Space  moved  by  a  half-UNEFEED  (or  half-reverse-UNEFEED)  character  in  fractions  of  an 
inch. 
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Adj  Quantum  of  white  space,  in  fractions  of  an  inch,  (that  is,  white  spaces  are  a  multiple  of  Adj 

units  wide) 

Note:  if  this  is  less  than  the  size  of  the  SPACE  character  (in  units  of  Char;  see  below  for  how 
the  sizes  of  characters  are  defined),  nroff  will  output  fractional  SPACE  characters  using  plot 
mode.  Also,  if  the  -e  switch  to  nroff  is  used,  Adj  is  set  equal  to  Hor  by  nroff. 

twinit  Set  of  characters  used  to  initialize  the  terminal  in  a  mode  suitable  for  nroff. 

twrest  Set  of  characters  used  to  restore  the  terminal  to  normal  mode. 

twnl  ^  Set  of  characters  used  to  move  down  one  line. 

hlr  Set  of  characters  used  to  move  up  one-half  line. 

hlf  Set  of  characters  used  to  move  down  one-half  line. 

fir  Set  of  characters  used  to  move  up  one  line. 

bdon  Set  of  characters  used  to  turn  on  hardware  boldface  mode,  if  any. 

bdoff  Set  of  characters  used  to  turn  off  hardware  boldface  mode,  if  any. 

ploton  Set  of  characters  used  to  turn  on  hardware  plot  mode  (for  Diablo  type  mechanisms),  if  any. 

plotoff  Set  of  characters  used  to  turn  off  hardware  plot  mode  (for  Diablo  type  mechanisms),  if  any. 

up  Set  of  characters  used  to  move  up  one  resolution  unit  (Vert)  in  plot  mode,  if  any. 

down  Set  of  characters  used  to  move  down  one  resolution  unit  (Vert)  in  plot  mode,  if  any. 

right  Set  of  characters  used  to  move  right  one  resolution  unit  (Hor)  in  plot  mode,  if  any. 

left  Set  of  characters  used  to  move  left  one  resolution  unit  (Hor)  in  plot  mode,  if  any. 

codetab  Definition  of  characters  needed  to  print  an  nroff  character  on  the  terminal.  The  first  byte  is  the 
number  of  character  units  (Char)  needed  to  hold  the  character;  that  is,  V)01  is  one  unit  wide, 
\002  is  two  units  wide,  etc.  The  high-order  bit  (0200)  is  on  if  the  character  is  to  be  underlined 
in  underline  mode  (.ul).  The  rest  of  the  bytes  are  the  characters  used  to  produce  the  character 
in  question.  If  the  character  has  the  sign  (0200)  bit  on,  it  is  a  code  to  move  the  terminal  in  plot 
mo^.  It  is  encoded  as: 

0100  bit  on  vertical  motion. 

0100  bit  off  horizontal  motion. 

040  bit  on  negative  (up  or  left)  motion. 

040  bit  off  positive  (down  or  right)  motion. 

037  bits  number  of  such  motions  to  make, 

zzz  A  zero  terminator  at  the  end. 

All  quantities  which  are  in  units  of  fractions  of  an  inch  should  be  expressed  as  ‘EVCH^/iMm/denom’,  where 
nutn  and  denom  are  respectively  the  numerator  and  denominator  of  the  fraction;  that  is,  1/48  of  an  inch 
would  be  written  as  ‘INCH/48’. 

If  any  sequence  of  characters  does  not  pertain  to  the  output  device,  that  sequence  should  be  given  as  a  null 
string. 

The  following  is  a  sample  codetab  encoding. 


'\001 ", 

/*space*/ 

NOOl!", 

/*!*/ 

'\001\"", 

/*"♦/ 

\001#", 

/♦#*/ 

\001$", 

/*$*/ 

Sun  Release  4.0 


Last  change:  16  February  1988 


1441 


TERM(5) 


FILE  FORMATS 


TERM(5) 


"\001%", 

"\001&", 

“\001’", 

"\001(", 

"\001)", 

"\001+", 

"\001,", 

"\001-", 

"\001.", 

"\001/", 

"\2010", 

"\2011", 

"\2012", 

"\2013", 

"\2014", 

"\2015", 

”\2016", 

"\2017", 

"\2018", 

"\2019”, 

"\001:", 

"\001;", 

"\001<", 

"\001=", 

"\001>", 

"\001?", 

"\001@", 

"\201A", 

"\201B", 

"\201C", 

"\201D", 

"\201E", 

"\201F", 

"\201G", 

"\201H", 

"\20ir', 

"\201J", 

"\201K", 

"\201L", 

"\201M", 

”\201N'*, 

"\201O", 

"\201P", 

"\201Q", 

’’\201R", 

"\201S", 

"\201T", 

"\201U", 

"\201V", 

••\201W", 

"\201X", 

"\201Y", 


!*%*! 

I*&*l 

/*’♦/ 

/♦(♦/ 

/*)♦/ 

/***/ 

/♦+♦/ 

I*,*/ 

l*.*l 

!*.*! 

/*/*/ 

/♦O*/ 

1*1*1 

1*2*1 

1*2*1 

l*A*l 

1*5*1 

1*6*1 

1*1*1 

!*%*! 

1*9*1 

/*:*/ 

/*;*/ 

/*<*/ 

l*=*l 

!*>*! 

1*1*1 

l*@*l 

/*A*/ 

/♦B*/ 

/*C*/ 

/*D*/ 

/*E*/ 

/*¥*/ 

/*G*I 

/*H*/ 

1*1*1 

1*3*1 

l*K*t 

l*h*l 

l*M*l 

m*i 

1*0*1 

/*p*/ 

/*Q*/ 

/*R*I 

/*S*/ 

l*T*l 

1*0*1 

i*y*i 

l*W*l 

/*x*/ 

l*Y*l 
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"\201Z”, 

l*Z*l 

’’\001[", 

/♦[*/ 

"\001\\", 

/*\*f 

"\001]", 

t*]*l 

*'\oor", 

K*l 

"\001  ", 

l*jl 

"\001‘", 

/*«♦/ 

"\201a", 

/*a*/ 

"\201b". 

l*h*l 

"\201c", 

l*c*l 

"\201d", 

l*d*l 

"\201e", 

l*e*l 

"\20ir, 

l*t*l 

”\201g", 

l*g*l 

"\201h", 

/*h*/ 

"\201i", 

l*i*l 

"\201j", 

f*i*/ 

"\201k". 

l*k*l 

"\2011", 

1*1*1 

"\201m", 

l*m*l 

"\201n", 

t*n*l 

"\201o", 

1*0*/ 

"\201p", 

/*p*/ 

"\201q". 

l*q*l 

"\201r", 

t*r*l 

"\201s", 

/*s*/ 

"\201t", 

l*t*l 

"\201u", 

/♦u*/ 

"\201v", 

l*y*/ 

"\201w", 

/*w*/ 

"\201x", 

f*\*/ 

"\201y", 

l*y*/ 

"\201z", 

!*%*! 

"\001{", 

!*{*! 

"\00ir, 

I*\*l 

"\001}", 

/*}*/ 

"\oor", 

l*-*l 

"\000\0", 

/♦narrow  sp*/ 

"\001.", 

/♦hyphen*/ 

"\001\016Z\017", 

/♦huliet*/ 

"\002[]", 

/♦square*/ 

"\002--", 

/*3/4  em  dash*/ 

"\001  ", 

/♦rule*/ 

"\003l/4". 

/♦1/4*/ 

"\003I/2", 

1*111*1 

"\0033/4", 

/*3/4*/ 

"\001.", 

/♦minus*/ 

"\202fi". 

/*fi*/ 

"\202fl". 

/♦fl*/ 

"\202ff", 

/*ff*/ 

"\203flfi". 

/♦ffi*/ 

"\203ffl". 

/♦ffl*/ 

"\001\016p\017". 

/♦degree*/ 
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"\001|\b\342.\302", 

"\001\301s\343s\302", 

"\001’", 

"\001\033Z", 

”\001‘", 

"\001_", 

"\ooiy", 

"\000\0", 

"\001 ", 

"\001\016A\017", 

"\001\016B\017", 

"\001\016C\017", 

"\001\016D\017", 

"\001\016E\017", 

"\001\016F\017", 

"\001\016G\017", 

"\001\016H\017", 

"\001\016I\017", 

"\001\016J\017", 

"\001\016K\017", 

"\001\016L\017", 

"\001\016M\017", 

"\001\01<)N\017", 

"\001\0160\017", 

"\001\016P\017", 

"\001\016Q\017", 

"\001\016R\017", 

"\001\016S\017", 

"\001\016T\017", 

"\001\016U\017", 

"\001\016V\017", 

"\001\016W\017", 

"\001\016X\017", 

"\001\016#\017", 

"\001\016$\017", 

"\001\016(\017", 

"\001\016+\017", 

"\001\016.\017", 

"\001\0160\017", 

"\001\0169\017", 

"\000", 

"\001\0164\017", 

"\001\0165\017", 

"\001\0167\017", 

"\001\0168\017", 

"\001\016[\017", 

"\001\016Y\017", 

"\001\016k\017", 

"\001>\b_", 

"\001<\b_", 

"\001=\b_", 

"\001-", 

"\001\016o\017", 


/♦dagger*/ 

/♦section*/ 

/♦foot  mark*/ 

/♦acute  accent*/ 
/♦grave  accent*/ 
/♦underrule*/ 

/♦long  slash*/ 

/♦half  narrow  space*/ 
/♦unpaddable  space*/ 
/♦alpha*/ 

/♦beta*/ 

/♦gamma*/ 

/♦delta*/ 

/♦epsilon*/ 

/♦zeta*/ 

/♦eta*/ 

/♦theta*/ 

/♦iota*/ 

/♦kappa*/ 

/♦lambda*/ 

/♦mu*/ 

/♦nu*/ 

/♦xi*/ 

/♦omicron*/ 

/♦pi*/ 

/♦rho*/ 

/♦sigma*/ 

/♦tau*/ 

/♦upsilon*/ 

/♦phi*/ 

/♦chi*/ 

/♦psi*/ 

/♦omega*/ 

/♦Gamma*/ 

/♦Delta*/ 

/♦Theta*/ 

/♦Lambda*/ 

/♦Xi*/ 

/♦Pi*/ 

/♦Sigma*/ 

/♦♦/ 

/♦Upsilon*/ 

/♦Phi*/ 

/♦Psi*/ 

/♦Omega*/ 

/♦square  root*/ 

/*\(ts  yields  script-1*/ 
/♦root  en*/ 

/*>=*/ 

/♦<=♦/ 

/♦identically  equal*/ 
/♦equation  minus*/ 
/♦approx  =♦/ 
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"\001\016n\017", 

"\001=\b/", 

"\002-\24^\202>’^ 

"\002<\b\202.\242\200-", 

"\001|\b*", 

"\001|\b\302v\342", 

"\001=", 

"\001\016|\017", 

"\001\016}\0ir', 

"\001\016j\017", 

"\001\243|\203_\203|\243", 

"\001\243|\203\351_\311\203|\243", 

"\001\243{\203\302-\345-\303", 

"\001\302-\345-\303\203)\243", 

"\001  \b\243(\203\302-\345-\303", 
"\00r\b\302.\345-\303\203)\243", 
"\001\016-\017", 

"\001\200o\201\301‘\241\341‘\241\341‘\201\301", 

"\001\016:\017", 

"\001\200.\202\341,\301\242", 

"\001\016?\017", 

"\002o\242c\202", 

"\0010\b/", 

"\001<\b\341.\302", 

"\001+", 

••\003(R)’’, 

"\003(C)", 

"\001|", 

"\001\033Y", 

••\001|\b\342=\302", 

"\002=>", 

"\002<=", 

"\001\0162\017", 

"\001i", 

"\0010", 

"\001|", 

''\00ir', 

"\001|", 

"\001|", 

"\001\016]\017", 

"\001\01(>\\\017", 

"\001|", 

"\001|", 

"\00ir’, 

"\001|", 

"\00ir 


/♦approximates*/ 

/•not  equal*/ 

/♦right  arrow*/ 

/♦left  arrow*/ 

/♦up  arrow*/ 

/♦down  arrow*/ 

/♦equation  equal*/ 

/♦multiply*/ 

/♦divide*/ 

/♦plus-minus*/ 

/♦cup  (union)*/ 

/♦cap  (intersection)*/ 

/♦subset  of*/ 

/♦superset  of*/ 

/♦improper  subset*/ 

/♦improper  superset*/ 

/♦infinity*/ 

/♦partial  derivative*/ 

/♦gradient*/ 

/♦not*/ 

/♦integral  sign*/ 

/♦proportional  to*/ 

/♦empty  set*/ 

/♦member  of*/ 

/♦equation  plus*/ 

/♦registered*/ 

/♦copyright*/ 

/♦box  rule  */ 

/♦cent  sign*/ 

/♦double  dagger*/ 

/♦right  hand*/ 

/♦left  hand*/ 

/♦math  *  ♦/ 

/*\(bs  yields  small  sigma*/ 

/♦or  (was  star)*/ 

/♦circle*/ 

/♦left  top  of  big  brace*/ 

/♦left  bot  of  big  brace*/ 

/♦right  top  of  big  brace*/ 

/♦right  bot  of  big  brace*/ 

/♦left  center  of  big  brace*/ 

/♦right  center  of  big  brace*/ 
/♦bold  vertical*/ 

/♦left  floor  (lb  of  big  bracket)*/ 
/♦right  floor  (rb  of  big  bracket)*/ 
/♦left  ceiling  (It  of  big  bracket)*/ 
/♦right  ceiling  (rt  of  big  bracket)*/ 


FILES 

/usr/lib/term/tabnome  driving  tables 
/usr/lib/term/README  list  of  tenninals  supported  by  nrolT(  1 ) 


SEE  ALSO 

nroff(l),  ttcompat(4M) 
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NAME 

term  -  format  of  compiled  term  file 

SYNOPSIS 

term 

DESCRIPTION 

Compiled  terminfo  descriptions  are  placed  under  the  directory  /usr/share/lib/terminfo.  In  order  to  avoid 
a  linear  search  of  a  huge  system  directory,  a  two-level  scheme  is  used:  /usr/share/lib/termmfo/c/name 
where  name  is  the  name  of  the  terminal,  and  c  is  the  first  character  of  name.  Thus,  act4  can  be  found  in  the 
file  /usr/share/lib/terminfo/a/actd.  Synonyms  for  the  same  terminal  are  implemented  by  multiple  links  to 
the  same  compiled  file. 

The  format  has  been  chosen  so  that  it  will  be  the  same  on  all  hardware.  An  8  or  more  bit  byte  is  assumed, 
but  no  assumptions  about  byte  ordering  or  sign  extension  are  made. 

The  compiled  file  is  created  with  the  tic(8V)  program,  and  read  by  the  routine  setupterm  (see  curses(3V)). 
Both  of  these  pieces  of  software  are  part  of  curses(3V).  TTie  file  is  divided  into  six  parts: 
the  header, 
terminal  names, 
boolean  flags, 
numbers, 
strings, 
and 

string  table. 

The  header  section  begins  the  file.  This  section  contains  six  short  integers  in  the  format  described  below. 
These  integers  are: 

(1)  the  magic  number  (octal  0432); 

(2)  the  size,  in  bytes,  of  the  names  section; 

(3)  the  number  of  bytes  in  the  boolean  section; 

(4)  the  number  of  short  integers  in  the  numbers  section; 

(5)  the  number  of  offsets  (short  integers)  in  the  strings  secticm; 

(6)  the  size,  in  bytes,  of  the  string  table. 

Short  integers  are  stored  in  two  8-bit  bytes.  The  first  byte  contains  the  least  significant  8  bits  of  the  value, 
and  the  second  byte  contains  the  most  significant  8  bits.  (Thus,  the  value  represented  is  2S6*second+firsL) 
The  value  -1  is  represented  by  0377, 0377,  other  negative  value  are  illegal.  The  -1  generally  means  that  a 
capability  is  missing  from  this  terminal.  Note:  this  format  corresponds  to  the  hardware  of  the  VAX  and 
PDP-11.  M^hines  where  this  does  not  correspond  to  the  hardware  read  the  integers  as  two  bytes  and  com¬ 
pute  the  result 

The  terminal  names  section  comes  next  It  contains  the  first  line  of  the  terminfo  description,  listing  the 
various  names  fcff  the  terminal,  separated  by  the  ‘|’  character.  The  section  is  terminated  with  an  ASCII  NUL 
character. 

The  boolean  flags  have  one  byte  for  each  flag.  This  byte  is  either  0  or  1  as  the  flag  is  present  or  absent 
The  capabilities  are  in  the  same  order  as  the  file  <term.h>. 

Between  the  boolean  section  and  the  number  section,  a  NULL  byte  will  be  inserted,  if  necessary,  to  ensure 
that  the  number  section  begins  on  an  even  byte.  All  short  integers  are  aligned  on  a  short  word  boundary. 

The  numbers  section  is  similar  to  the  fl^s  section.  Each  capabili^  takes  up  two  bytes,  and  is  stored  as  a 
short  integer.  If  the  value  represented  is  -1,  the  capability  is  t^en  to  be  missing. 

The  strings  section  is  also  similar.  Each  ct^ability  is  stored  as  a  short  integer,  in  the  format  above.  A 
value  of  -1  means  the  capabiliQr  is  missing.  Otherwise,  the  value  is  taken  as  an  offset  fitom  the  beginning 
of  the  string  table.  Special  characters  in  'X  or  \c  notation  are  stored  in  their  interpreted  form,  not  the  print¬ 
ing  representation.  Padding  information  %<nn>  and  parameter  information  %x  are  stored  intact  in  uninter¬ 
preted  form. 
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The  final  section  is  the  string  table.  It  ctmtains  all  the  values  of  string  capabilities  referenced  in  the  string 
section.  Each  string  is  NULL  terminated. 

Note:  it  is  possible  for  setupterm  to  expect  a  different  set  of  capabilities  than  are  actually  present  in  the 
file.  Either  the  database  may  have  been  updated  since  setupterm  has  been  recompiled  (resulting  in  extra 
unrecognized  entries  in  the  file)  or  the  program  may  have  been  ieconq>iled  more  recently  than  the  database 
was  updated  (resulting  in  missing  entries).  The  routine  setupterm  must  be  prepared  for  both  possibilities 
—  this  is  why  the  numbers  and  sizes  are  included.  Also,  new  capabilities  must  always  be  added  at  the  end 
of  the  lists  of  boolean,  number,  and  string  capabilities. 

As  an  exanqrle,  an  octal  dump  of  the  description  for  tire  Microterm  ACT  4  is  included: 

microterm|act4|microterm  act  iv, 
cr=*M,  cudl=''J,  ind='J,  bel=‘G,  am,  cubl='H, 
ed=''_,  61="',  clear*^,  cup=*'Kpl%:%p2%c, 
cols#80,  lines#24,  cufl=''X,  cuul=''Z,  home=']. 
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Some  limitations:  total  compiled  entries  cannot  exceed  4096  bytes.  The  name  field  cannot  exceed  128 
bytes. 

FILES 

/usr/share/lib/terminfo/*/* 

compiled  terminal  capability  data  base 

SEE  ALSO 

curses(3V),  terminfo(5V),  tic(8V) 
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NAME 

termcap  -  tenninal  capability  data  base 
DESCRiraON 

termcap  is  a  data  base  describing  the  capabilities  of  tenninals.  Terminals  are  described  in  termcap  source 
descriptions  by  giving  a  set  of  capabilities  which  they  have,  by  describing  how  operations  are  performed, 
by  describing  padding  requirements,  and  by  specifying  initialization  sequences.  This  database  is  used  by 
applications  programs  such  as  vi(l),  and  libraries  such  as  curses(3X),  so  they  can  work  with  a  variety  of 
terminals  without  changes  to  the  programs. 

Each  termcap  entry  consist  of  a  number  of  colon-separated  (:)  fields.  The  first  field  for  each  terminal  lists 
the  various  names  by  which  it  is  known,  separated  by  bar  ( | )  characters.  The  first  name  is  always  two 
characters  long,  and  is  used  by  older  (version  6)  systems  (which  store  the  terminal  type  in  a  16-bit  word  in 
a  system-wide  database).  TTie  second  name  given  is  the  most  common  abbreviation  for  the  terminal  (this  is 
the  one  to  which  the  environment  variable  TERM  would  normally  be  set).  The  last  name  should  fully  iden¬ 
tify  the  terminal’s  make  and  model.  All  other  names  are  taken  as  synonyms  for  the  initial  terminal  name. 
All  names  but  the  first  and  last  should  be  in  lower  case  and  contain  no  blanks;  the  last  name  may  well  con¬ 
tain  upper  case  and  blanks  for  added  readability. 

Terminal  names  (except  for  the  last,  verbose  entry)  should  be  chosen  using  the  following  conventions: 

•  The  particular  piece  of  hardware  making  up  the  terminal  should  have  a  root  name  chosen;  for  example, 
for  the  Hewlett-Packard  2621,  hp2621.  This  name  should  not  contain  hyphens. 

•  Modes  that  the  hardware  can  be  in  or  user  preferences  should  be  indicated  by  appending  a  hyphen  and 
an  indicator  of  the  mode.  Thus,  a  vtlOO  in  132-column  mode  would  be  given  as:  vtlOO-w.  The  fol¬ 
lowing  suffixes  should  be  used  where  possible: 


Sitffix 

Meaning 

Example 

-w 

wide  mode  (more  than  80  columns) 

vtlOO-w 

-am 

with  automatic  margins  (usually  default) 

vtlOO-am 

-nam 

without  automatic  maigins 

vtlOO-nam 

—n 

number  of  lines  cm  the  screen 

aaa-60 

-na 

no  arrow  keys  Oeave  them  in  local) 

conceptlOO-na 

-np 

number  of  pages  of  memory 

conceptl00-4p 

-rv 

reverse  video 

conceptlOO-rv 

Terminal  entries  may  continue  onto  multiple  lines  by  giving  a  \  as  the  last  character  of  a  line,  and  empty 

fields  may  be  included  for  readability  (here  between  the  last  field  on  a  line  and  the  first  field  on  the  next). 

Comments  may  be  included  on  lines  beginning  with  #. 

Types  of  Capabilities 

Terminal  capabilities  each  have  a  two-letter  code,  and  are  of  three  types: 

boolean  These  indicate  particular  features  of  the  terminal.  For  instance,  an  entry  for  a  terminal  that 
has  automatic  margins  (an  automatic  RETURN  and  LINEFEED  when  the  end  of  a  line  is 
reached)  would  contain  a  field  with  the  boolean  capability  am. 

numeric  These  give  the  size  of  the  display  of  some  other  attribute.  Numeric  capabilities  are  followed 
by  the  character  *#’,  and  a  number.  An  entry  to  a  teminal  with  an  80-column  display  would 
have  a  field  containing  co#80. 

string  These  indicate  the  character  sequences  used  to  perform  particular  terminal  operations. 

String-valued  capabilities,  such  as  ce  (clear-to-end-of-line  sequence)  are  given  by  the  two- 
letter  code,  followed  by  the  character  *=’,  and  a  string  (which  ends  at  the  following  :  field 
delimiter). 

A  delay  factor,  in  milliseconds  may  appear  after  the  ‘=’.  Padding  characters  are  supplied  by  tputs  after  the 

remainder  of  the  string  is  sent.  The  delay  can  be  either  a  number,  or  a  number  followed  by  the  character 
which  indicates  that  the  proportional  padding  is  required,  in  which  case  the  number  given  is  the 
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amount  of  padding  for  each  line  affected  by  an  operation  using  that  capability.  (In  the  case  of  an  insert- 
character  operation,  the  factor  is  still  the  number  of  lines  affected;  this  is  always  1  unless  the  terminal  has 
in  and  the  software  uses  it) 

When  a  *  is  specified,  it  is  sometimes  useful  to  give  a  delay  of  the  form  3.5  to  specify  a  delay  per  line  to 
tenths  of  milliseconds.  (Only  one  decimal  place  is  allowed.) 

Comments 

To  comment-out  a  capability  field,  insert  a  (period)  as  the  first  character  in  that  field  (following  the :). 

Escape  Sequence  Codes 

A  number  of  escape  sequences  are  provided  in  the  string-valued  capabilities  for  easy  encoding  of  charac¬ 
ters  there: 

\E  maps  to  ESC 

"X  maps  to  CTRL-X  for  any  appropriate  character  X 
\n  maps  to  LINEFEED  ' 

\r  maps  to  RETURN 

\t  maps  to  TAB 

\b  maps  to  BACKSPACE 

\f  maps  to  FORMFEED 

Finally,  characters  may  be  given  as  three  octal  digits  after  a  backslash  (for  example,  \123),  and  the  charac¬ 
ters  ‘  (caret)  and  \  (backslash)  may  be  given  as  V  and  W  respectively. 

If  it  is  necessary  to  place  a :  in  a  capability  it  must  be  escaped  in  octal  as  \072. 

If  it  is  necessary  to  place  a  NUL  character  in  a  string  capability  it  must  be  encoded  as  \200.  (The  routines 
that  deal  with  termcap  use  C  strings  and  strip  the  high  bits  of  the  output  very  late,  so  that  a  \200  comes  out 
as  a  \000  would.) 

Parameteriied  Strings 

Cursor  addressing  and  other  strings  requiring  parameters  are  described  by  a  parameterized  string  capabili¬ 
ty,  with  printf(3S)-Iike  escapes  (%x)  in  it;  other  characters  are  passed  through  unchanged.  For  example, 
to  address  the  cursor,  the  cm  capability  is  given,  using  two  parameters:  the  row  and  column  to  move  to. 
(Rows  and  columns  are  numbered  from  zero  and  refer  to  the  physical  screen  visible  to  the  user,  not  to  any 
unseen  memory.  If  the  terminal  has  memory-relative  cursor  addressing,  that  can  be  indicated  by  an  analo¬ 
gous  CM  capability.) 

The  %  escapes  have  the  following  meanings: 

%  %  produce  the  character  % 

%d  ouq>ut  value  as  in  printf  %d 

%2  output  value  as  in  printf  %2d 

%3  output  value  as  in  printf  %3d 

%.  output  value  as  in  printf  %c 

%+x  addx  to  value,  then  do  *%.’ 

%>xy  if  value  >  x  then  add  y,  no  output 

%T  reverse  order  of  two  parameters,  no  output 
%i  increment  by  one,  no  output 

%n  exclusive-or  all  parameters  with  0140  (Datamedia  2500) 

%B  BCD  (16*(va/Me/10))  +  (vedue%l0),  no  output 
%D  Reverse  coding  (value  -  2*(value%l6)),  no  output  (Delta  Data) 

Consider  the  Hewlett-Packard  2645,  which,  to  get  to  row  3  and  column  12,  needs  to  be  sent  \E&al2c03Y 
padded  for  6  milliseconds.  Note:  the  order  of  the  row  and  column  coordinates  is  reversed  here  and  that  the 
row  and  column  are  sent  as  two-digit  integers.  Thus  its  cm  capability  is  ‘:cm=6\E&%r%2c%2Y;’.  Ter¬ 
minals  that  use  need  to  be  able  to  backspace  the  cursor  (le)  and  to  move  the  cursor  up  one  line  on  the 
screen  (up).  This  is  necessary  because  it  is  not  always  safe  to  transmit  \n,  “D,  and  \r,  as  the  system  may 
change  or  discard  them.  (Programs  using  termcap  must  set  terminal  modes  so  that  TAB  characters  are  not 
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expanded,  making  \t  safe  to  send.  This  turns  out  to  be  essential  for  the  Ann  Arbor  4080.) 

A  final  example  is  the  Lear  Siegler  ADM-3a,  which  offsets  row  and  column  by  a  blank  character,  thus  it  re¬ 
quires  ‘:cm=\E=%+ 

Row  or  column  absolute  cursor  addressing  can  be  given  as  single-parameter  capabilities  ch  (horizontal  po¬ 
sition  absolute)  and  cv  (vertical  position  absolute).  Sometimes  these  are  shorter  than  the  more  general 
two-parameter  sequence  (as  with  the  Hewlett-Packard  2645)  and  can  be  used  in  preference  to  cm.  If  there 
are  parameterized  local  motions  (for  example,  move  n  positions  to  the  right)  these  can  be  given  as  DO,  LE, 
RI,  and  UP  with  a  single  parameter  indicating  how  many  positions  to  move.  These  are  primarily  useful  if 
the  terminal  does  not  have  cm,  such  as  the  Tektronix  4025. 

Delays 

Certain  capabilities  control  padding  in  the  terminal  driver.  These  are  primarily  needed  by  hardcopy  termi¬ 
nals  and  are  used  by  the  tset  (1)  program  to  set  terminal  driver  modes  appropriately.  Delays  embedded  in 
the  capabilities  cr,  sf,  le,  ff,  and  ta  will  set  the  appropriate  delay  bits  in  the  terminal  driver.  If  pb  (padding 
baud  rate)  is  given,  these  values  can  be  ignored  at  baud  rates  below  the  value  of  pb.  For  4.2BSD  tset,  the 
delays  are  given  as  numeric  capabilities  dC,  dN,  dB,  dF,  and  dT  instead. 

Similar  Terminals 

If  there  are  two  very  similar  terminals,  one  can  be  defined  as  being  just  like  the  other  with  certain  excep¬ 
tions.  The  string  capability  tc  can  be  given  with  the  name  of  the  similar  terminal.  This  capability  must  be 
last,  and  the  combined  length  of  the  entries  must  not  exceed  1024.  The  capabilities  given  before  tc  over¬ 
ride  those  in  the  terminal  type  invoked  by  tc.  A  capability  can  be  canceled  by  placing  xx@  to  the  left  of 
the  tc  invocation,  where  xx  is  the  capability.  For  example,  the  entry 

hn  1 2621-nl:ks@:ke@:tc=2621: 

defines  a  2621-nl  that  does  not  have  the  ks  or  ke  capabilities,  hence  does  not  turn  on  the  function  key  la¬ 
bels  when  in  visual  mode.  This  is  useful  for  different  modes  for  a  terminal,  or  for  different  user  prefer¬ 
ences. 

CAPABIUnES 

The  characters  in  the  Notes  field  in  the  next  table  have  the  following  meanings  (more  than  one  may  apply 
to  a  capability): 

N  indicates  numeric  parameter(s) 

P  indicates  that  padding  may  be  specified 

*  indicates  that  padding  may  be  based  on  the  number  of  lines  affected 
o  indicates  capability  is  obsolete 

Obsolete  capabilities  have  no  terminfo  equivalents,  since  they  were  considered  useless,  or  are  subsumed 
by  other  capabilities.  New  software  should  not  rely  on  them. 


Name 

Type 

Notes  Description 

!1 

str 

sent  by  shifted  save  key 

!2 

str 

sent  by  shifted  suspend  key 

!3 

str 

sent  by  shifted  undo  key 

#1 

str 

sent  by  shifted  help  key 

#2 

str 

sent  by  shifted  home  key 

#3 

str 

sent  by  shifted  input  key 

#4 

str 

sent  by  shifted  left-airow  key 

%0 

str 

sent  by  redo  key 

%1 

str 

sent  by  help  key 

%2 

str 

sent  by  mark  key 

%3 

str 

sent  by  message  key 

%4 

str 

sent  by  move  key 

%5 

str 

sent  by  next-object  key 

%6 

str 

sent  by  open  key 

%7 

str 

sent  by  options  key 
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%8 

str 

sent  by  previous-object  key 

%9 

sir 

sent  by  print  or  copy  key 

%a 

str 

sent  by  shifted  message  key 

%b 

str 

sent  by  shifted  move  key 

%c 

str 

sent  by  shifted  next-object  key 

%d 

str 

sent  by  shifted  options  key 

%e 

str 

sent  by  shifted  previous-object  key 

%f 

str 

sent  by  shifted  print  or  copy  key 

%g 

str 

sent  by  shifted  redo  key 

%h 

str 

sent  by  shifted  replace  key 

%i 

str 

sent  by  shifted  right-arrow  key 

%j 

str 

sent  by  shifted  resume  key 

&0 

str 

sent  by  shifted  cancel  key 

&1 

str 

sent  by  ref(erence)  key 

&2 

str 

sent  by  refresh  key 

&3 

str 

sent  by  replace  key 

&4 

str 

sent  by  restart  key 

&5 

str 

sent  by  resume  key 

&6 

str 

sent  by  save  key 

&7 

str 

sent  by  suspend  key 

&8 

str 

sent  by  undo  key 

&9 

str 

sent  by  shifted  beg(inning)  key 

*0 

str 

sent  by  shifted  find  key 

str 

sent  by  shifted  cmd  (command)  key 

*2 

str 

sent  by  shifted  copy  key 

*3 

str 

sent  by  shifted  create  key 

*4 

str 

sent  by  shifted  delete-char  key 

♦5 

str 

sent  by  shifted  delete-line  key 

*6 

str 

sent  by  select  key 

*7 

str 

sent  by  shifted  end  key 

♦8 

str 

sent  by  shifted  clear-line  key 

♦9 

str 

sent  by  shifted  exit  key 

51 

bool 

printer  will  not  echo  on  screen 

@0 

str 

sent  by  find  key 

@1 

str 

sent  by  beg(inning)  key 

@2 

str 

sent  by  cancel  key 

@3 

str 

sent  by  close  key 

@4 

str 

sent  by  cmd  (command)  key 

@5 

str 

sent  by  copy  key 

@6 

str 

sent  by  create  key 

@7 

str 

sent  by  end  key 

@8 

str 

sent  by  enter/send  key  (unreliable) 

@9 

str 

sent  by  exit  key 

AL 

str 

(NP*) 

add  n  new  blank  lines 

CC 

str 

terminal  settable  command  character  in  prototype 

CM 

str 

(NP) 

memory-relative  cursor  motion  to  row  m,  column  n 

DC 

str 

(NP*) 

delete  n  characters 

DL 

str 

(NP*) 

delete  n  lines 

DO 

str 

(NP*) 

move  cursor  down  n  lines 

EP 

bool 

(o) 

even  parity 

F1-F9 

str 

sent  by  function  keys  1 1- 19 

FA-FZ 

str 

sent  by  function  keys  20-45 

Fa-Fr 

str 

sent  by  function  keys  46-63 

HC 

bool 

cursor  is  hard  to  see 

HD 

bool 

(o) 

half-duplex 

IC 

str 

(NP*) 

insert  n  blank  characters 

K1 

str 

sent  by  keypad  upper  left 

K2 

str 

sent  by  keypad  center 
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K3 

str 

sent  by  keypad  upper  right 

K4 

str 

sent  by  keypad  lower  left 

K5 

str 

sent  by  keypad  lower  right 

LC 

bool 

(o) 

lower-case  only 

LE 

str 

(NP) 

move  cursor  left  n  positions 

LF 

str 

(P) 

turnoff  soft  labels 

LO 

str 

(P) 

turn  on  soft  labels 

MC 

str 

(P) 

clear  left  and  right  soft  margins 

ML 

str 

(P) 

set  soft  left  margin 

MR 

str 

<P) 

set  soft  right  margin 

NL 

bool 

(o) 

\ii  is  NEWUNE,  not  UNEFEED 

NP 

bool 

pad  character  does  not  exist 

NR 

bool 

ti  does  not  reverse  te 

N1 

rum 

number  of  labels  on  screen  (start  at  1) 

OP 

bool 

(o) 

odd  parity 

RA 

str 

(P) 

turn  off  automatic  margins 

RF 

str 

send  next  input  character  (for  ptys) 

RI 

str 

(NP) 

move  cursor  right  n  positions 

RX 

str 

(P) 

turn  off  xoff/xon  handshaking 

SA 

str 

<P) 

turn  on  automatic  margins 

SF 

str 

(NP*) 

scroll  forward  n  lines 

SR 

str 

(NP*) 

scroll  backward  n  lines 

sx 

str 

(P) 

turn  on  xoff/xon  handshaking 

uc 

bool 

(o) 

upper-case  only 

UP 

str 

(NP*) 

move  cursor  up  n  lines 

XF 

str 

x-off  character  (default  DC3) 

XN 

str 

x-on  character  (default  DCi) 

ac 

str 

graphic  character  set  pairs  aAbBcC  -  def=VT100 

ae 

str 

(P) 

end  alternate  character  set 

al 

str 

(P*) 

add  new  blank  line 

am 

bool 

terminal  has  automatic  margins 

as 

str 

(P) 

start  alternate  character  set 

be 

str 

(o) 

backspace  if  not ''H 

bl 

str 

(P) 

audible  signal  (bell) 

bs 

bool 

(o) 

terminal  can  backspace  with 

bt 

str 

(P) 

back-tab 

bw 

bool 

le  (backspace)  wraps  from  column  0  to  last  column 

cb 

str 

(P) 

clear  to  beginning  of  line,  inclusive 

cd 

str 

(P*) 

clear  to  end  of  display 

ce 

str 

(P) 

clear  to  end  of  line 

ch 

str 

(NP) 

set  cursor  column  (horizontal  position) 

cl 

str 

(P*) 

clear  screen  and  home  cursor 

cm 

str 

(NP) 

screen-relative  cursor  motion  to  row  m,  column  n 

CO 

num 

number  of  columns  in  a  line 

cr 

str 

(P*) 

RETURN 

cs 

str 

(NP) 

change  scrolling  region  to  lines  m  through  n  (VTIOO) 

ct 

str 

<P) 

clear  all  tab  stops 

cv 

str 

(NP) 

set  cursor  row  (vertical  position) 

dB 

num 

(o) 

milliseconds  of  bs  delay  needed  (default  0) 

dC 

num 

(0) 

milliseconds  of  cr  delay  needed  (default  0) 

dF 

num 

(o) 

milliseconds  of  ff  delay  needed  (default  0) 

dN 

num 

(o) 

milliseconds  of  nl  delay  needed  (default  0) 

dT 

num 

<o) 

milliseconds  of  horizontal  tab  delay  needed  (default  0) 

dV 

num 

(0) 

milliseconds  of  vertical  tab  delay  needed  (default  0) 

da 

bool 

display  may  be  retained  above  the  screen 

db 

bool 

display  may  be  retained  below  the  screen 

dc 

str 

(P*) 

delete  character 

di 

str 

(P*) 

delete  line 
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dm 

str 

enter  delete  mode 

do 

str 

down  one  line 

ds 

str 

disable  status  line 

eA 

str 

<p) 

enable  graphic  character  set 

ec 

str 

(NP) 

erase  n  characters 

ed 

str 

end  delete  xmdc 

ei 

str 

end  insert  mode 

eo 

bool 

can  erase  overstdkes  with  a  blank 

es 

bool 

escape  can  be  used  on  the  status  line 

ff 

str 

(P*) 

hardcopy  terminal  page  eject 

fs 

str 

return  from  status  line 

gn 

bool 

generic  line  type  (for  example  dialup,  switch) 

he 

bool 

hardcopy  terminal 

hd 

str 

half-line  down  (forward  1/2  linefeed) 

ho 

str 

(P) 

home  cursor 

hs 

bool 

has  extra  “status  line” 

hu 

str 

half-line  up  (reverse  1/2  linefeed) 

hz 

bool 

cannot  print  “^s  (Hazeltine) 

il 

str 

terminal  initialization  string  (terminfo  only) 

13 

str 

terminal  initialization  string  (terminfo  only) 

IP 

str 

pathname  of  program  for  initialization  (terminfo  only) 

ic 

str 

(P*) 

insert  character 

if 

str 

name  of  hie  containing  initialization  string 

im 

str 

entCT  insert  mode 

in 

bool 

ins^t  mode  distinguishes  nulls 

ip 

str 

(P*) 

insert  pad  after  character  inserted 

is 

str 

terminal  initialization  string 

it 

rami 

tab  stops  initially  every  n  positions 

k0-k9 

str 

sent  by  function  keys  0-9 

k; 

str 

sent  by  function  key  10 

kA 

str 

sent  by  insert-line  key 

kB 

str 

sent  by  back-tab  key 

kC 

str 

sent  by  dear-screen  or  erase  key 

kD 

str 

sent  by  delete-character  key 

kE 

str 

sent  by  clear-to-end-of-line  key 

kF 

str 

sent  by  scroll-forward/down  key 

kH 

str 

sent  by  home-down  key 

kl 

str 

sent  by  insert-character  or  enter-insert-mode  key 

kL 

str 

sent  by  delete-line  key 

kM 

str 

sent  by  insert  key  while  in  insert  mode 

kN 

str 

sent  by  next-page  key 

kP 

str 

sent  by  previous-page  key 

kR 

str 

sent  by  scroll-backward/up  key 

kS 

str 

sent  by  clear-to-end-of-screen  key 

kT 

str 

sent  by  set-tab  key 

ka 

str 

sent  by  clear-all-tabs  key 

kb 

str 

sent  by  backspace  key 

kd 

str 

sent  by  down-arrow  key 

ke 

str 

out  of  “keypad  transmit”  mode 

kh 

str 

sent  by  home  key 

kl 

str 

sent  by  left-arrow  key 

km 

bool 

has  a  “meta”  key  (shift,  sets  parity  bit) 

kn 

num 

(o) 

number  of  function  (k0-k9)  keys  (default  0) 

ko 

str 

(o) 

termcap  entries  for  other  non-fiinction  keys 

kr 

str 

sent  by  right-arrow  key 

ks 

str 

put  terminal  in  “keypad  transmit”  mode 

kt 

str 

sent  by  dear-tab  key 

ku 

str 

sent  by  up-arrow  key 
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10-19 

str 

labels  on  function  keys  0-9  if  not  f0-f9 

la 

str 

label  on  function  key  10  if  not  flO 

le 

str 

(p) 

move  cursor  left  one  position 

111 

rum 

number  of  rows  in  each  label 

11 

nwn 

number  of  lines  on  screen  or  page 

U 

str 

last  line,  first  column 

Im 

nwn 

lines  of  memory  if  >  11  (0  means  varies) 

Iw 

nwn 

number  of  columns  in  each  label 

ma 

str 

(O) 

arrow  key  map  (used  by  vi  version  2  only) 

mb 

str 

turn  on  blinking  attribute 

md 

str 

turn  on  bold  (extra  bright)  attribute 

me 

str 

turn  off  all  attributes 

mb 

str 

turn  on  half-bright  attribute 

mi 

bool 

safe  to  move  while  in  insert  mode 

mk 

str 

turn  on  blank  attribute  (characters  invisible) 

ml 

str 

(0) 

memory  lock  on  above  cursor 

mm 

str 

turn  on  ”meta  mode”  (8th  bit) 

mo 

str 

turn  off  “meta  mode” 

mp 

str 

turn  on  protected  attribute 

mr 

str 

turn  on  reverse-video  attribute 

ms 

bool 

safe  to  move  in  standout  modes 

mu 

str 

(O) 

memory  unlock  (turn  off  memory  lock) 

nc 

bool 

(O) 

no  correctly-working  cr  (Datan^dia  2500,  Hazeltine  2000) 

nd 

str 

non-destructive  space  (cursor  right) 

nl 

str 

(O) 

NEWLINE  character  if  not 

ns 

bool 

<o) 

terminal  is  a  CRT  but  does  not  scroll 

nw 

str 

(P) 

NEWLINE  (behaves  like  cr  followed  by  do) 

nx 

bool 

padding  will  not  work,  xoff^xon  required 

os 

bool 

terminal  overstrikes 

pO 

str 

(N) 

turn  on  the  printer  for  n  bytes 

pb 

nwn 

lowest  baud  where  delays  are  required 

pc 

str 

pad  character  (default  nul) 

Pf 

str 

turn  off  the  printer 

pk 

str 

program  function  key  n  to  type  string  s  (termlnfo  only) 

pi 

str 

program  function  key  n  to  execute  string  s  (termlnfo  only) 

pn 

str 

(NP) 

program  label  n  to  show  string  s  (termlnfo  only) 

po 

str 

turn  on  the  printer 

ps 

str 

print  contents  of  the  screen 

pt 

bool 

(o) 

has  hardware  tab  stops  (may  need  to  be  set  with  Is) 

px 

str 

program  function  key  n  to  transmit  string  s  (termlnfo  only) 

rl 

str 

reset  terminal  completely  to  sane  modes  (termlnfo  only) 

r2 

str 

reset  terminal  completely  to  sane  modes  (termlnfo  only) 

r3 

str 

reset  terminal  con^letely  to  sane  modes  (termlnfo  only) 

rP 

str 

(P) 

like  ip  but  when  in  replace  mode 

rc 

str 

(P) 

restore  cursor  to  position  of  last  sc 

rf 

str 

name  of  file  containing  reset  string 

ri 

7 

unkown  at  present 

rp 

str 

(NP*) 

repeat  character  c  n  times 

rs 

str 

reset  terminal  completely  to  sane  modes 

sa 

str 

(NP) 

define  the  video  attributes  (9  parameters) 

sc 

str 

(P) 

save  cursor  position 

se 

str 

end  standout  mode 

sf 

str 

(P) 

scroll  text  up 

sg 

nwn 

number  of  garbage  chars  left  by  so  or  se  (default  0) 

so 

str 

begin  standout  mode 

sr 

str 

(P) 

scroll  text  down 

st 

str 

set  a  tab  stop  in  all  rows,  current  column 

ta 

str 

(P) 

move  cursor  to  next  8-position  hardware  tab  stop 
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tc 

str 

entry  of  similar  terminal  -  must  be  last 

te 

str 

string  to  end  programs  that  use  termcap 

ti 

str 

string  to  begin  programs  that  use  termcap 

ts 

str 

(N) 

go  to  status  line,  column  n 

ttC 

str 

underscore  one  character  and  move  past  it 

lie 

str 

end  underscore  mode 

num 

number  of  garbage  chars  left  by  us  or  ue  (default  0) 

ul 

bool 

underline  character  overstrikes 

up 

str 

upline  (cursor  up) 

us 

str 

start  underscore  mode 

vb 

str 

visible  bell  (must  not  move  cursor) 

ve 

str 

make  cursor  appear  normal  (undo  vs/vi) 

vi 

str 

make  cursor  invisible 

vs 

str 

make  cursor  very  visible 

vt 

num 

virtual  terminal  number  (not  supported  on  all  systems) 

wi 

str 

(N) 

set  current  window  to  lines  i  through  y,  columns  m  through  n 

ws 

num 

number  of  columns  in  status  line 

xb 

bool 

Beehive  (fl=ESC,f2="C) 

XU 

bool 

NEWLINE  ignored  after  80  cols  (Concept) 

xo 

bool 

terminal  uses  xoff/xon  handshaking 

xr 

bool 

(o) 

RETURN  acts  like  ce  cr  nl  (Delta  Data) 

xs 

bool 

standout  not  erased  by  overwriting  (Hewlett-Packard) 

xt 

bool 

TAB  characters  destructive,  magic  so  char  (Teleray  1061) 

XX 

bool 

(o) 

Tektronix  4025  insert-line 

ENVIRONMENT 

If  the  environment  variable  TERMCAP  contains  an  absolute  pathname,  programs  look  to  tfiat  file  for  termi¬ 
nal  descriptions,  rather  than  /usr/share/lib/termcap.  If  the  value  of  this  vaiible  is  in  the  form  of  a 
termcap  entry,  programs  use  that  value  for  the  terminal  description. 

FILES 

/usr/share/lib/termcap  file  containing  terminal  descriptions 
SEE  ALSO 

ex(l),  more(l),  tset(l),  ul(l),  vi(l),  curses(3X),  printf(3S),  termcap{3X),  term(5V),  teniiinfo(5V) 
System  and  Network  Administration 
CAVEATS  AND  BUGS 

UNIX  System  V  uses  termmfo(5V)  rather  than  termcap.  SunOS  supports  either  termcap  or  termmfo(5V) 
terminal  databases,  depending  on  whether  you  link  with  the  termcap(3X)  or  curses(3V)  libraries.  Transi¬ 
tions  between  the  two  should  be  relatively  painless  if  capabilities  flagged  as  “obsolete”  are  avoided. 

vi  allows  only  256  characters  for  string  capabilities,  and  the  routines  in  termcap(3X)  do  not  check  for 
overflow  of  tMs  buffer.  The  total  length  of  a  single  entry  (excluding  only  escaped  NEWLINE  characters) 
may  not  exceed  1024. 

Not  all  programs  support  all  entries. 
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NAME 

terminfo  -  tenninal  capability  data  base 
SYNOPSIS 

/usr/share/lib/terminfo/?/* 

AVAILABILITY 

This  database  is  available  with  the  System  V  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

terminfo  is  a  compiled  database  (see  tic(8V))  describing  the  capabilities  of  terminals.  Terminals  are 
described  in  terminfo  source  descriptions  by  giving  a  set  of  capabilities  which  they  have,  by  describing 
how  operations  are  performed,  by  describing  padding  requirements,  and  by  specifying  initialization  se¬ 
quences.  This  database  is  used  by  applications  programs,  and  by  libraries  such  as  curses(3V),  so  they  can 
work  with  a  variety  of  terminals  without  changes  to  the  programs.  To  obtain  the  source  description  for  a 
terminal,  use  the  -I  option  of  infocmp(8V). 

Entries  in  terminfo  source  files  consist  of  a  number  of  comma-separated  fields.  White  space  after  each 
comma  is  ignored.  The  first  line  of  each  terminal  description  in  the  terminfo  database  gives  the  name  by 
which  terminfo  knows  the  terminal,  separated  by  pipe  ( | )  characters.  The  first  name  given  is  the  most 
common  abbreviation  for  the  terminal  (this  is  the  one  to  which  the  environment  variable  TERM  would  nor¬ 
mally  be  set),  the  last  name  given  should  be  a  long  name  fully  identifying  the  terminal,  and  all  others  are 
understood  as  synonyms  for  the  terminal  name.  All  names  but  the  last  should  contain  no  blanks;  the  last 
name  may  contain  blanks  for  readability. 

Tenninal  names  (except  for  the  last,  verbose  entry)  should  be  chosen  using  the  following  conventions: 

•  The  particular  piece  of  hardware  making  up  the  terminal  should  have  a  root  name  chosen;  for  example, 
for  the  Hewlett-Packard  2621,  hp2621.  This  name  should  not  contain  hyphens. 

•  Modes  that  the  hardware  can  be  in  or  user  preferences  should  be  indicated  by  appending  a  hyphen  and 
an  indicator  of  the  mode.  Thus,  a  vtlOO  in  132-column  nuxle  would  be  given  as:  vtlOO-w.  The  fol¬ 
lowing  suffixes  should  be  used  where  possible: 


Sirffix 

Meaning 

Example 

— W 

wide  mode  (more  than  80  columns) 

vtlOO-w 

-am 

with  automatic  mai^ins  (usually  default) 

vtlOO-am 

-nam 

without  automatic  maigins 

vtlOO-nam 

—n 

number  of  lines  on  the  screen 

aaa-60 

-na 

no  arrow  keys  (leave  them  in  local) 

conceptlOO-na 

-np 

number  of  pages  of  memory 

conceptl00-4p 

— rv 

reverse  video 

conceptlOO-rv 

CAPABILITIES 

In  the  table  below,  the  Variable  is  the  name  by  which  the  C  programmer  (at  the  terminfo  level)  accesses 
the  capability.  The  capname  is  the  short  name  for  this  variable  used  in  the  text  of  the  database.  It  is  used 
by  a  person  updating  die  database  and  by  the  tput(lV)  command  when  asking  what  the  value  of  the  capa¬ 
bility  is  for  a  particular  terminal.  The  Termcap  Code  is  a  two-letter  code  that  corresponds  to  the  old 
termcap  capability  name. 

Ctqiability  names  have  no  hard  length  limit,  but  an  informal  limit  of  S  characters  has  been  adopted  to  keep 
them  short.  Whenever  possible,  names  are  chosen  to  be  the  same  as  or  similar  to  the  ANSI  X3.64-1979 
standard.  Semantics  are  also  intended  to  match  those  of  the  specification. 
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All  string  capabilities  listed  below  may  have  padding  specified,  with  the  exception  of  those  used  for  input 
Input  capabilities,  listed  under  the  Strings  section  in  the  table  below,  have  names  beginning  with  ‘key_’. 
The  following  indicators  may  appear  at  the  end  of  the  Description  for  a  variable, 

(G)  indicates  that  the  string  is  passed  through  tparm( )  with  parameters  (parms)  as  given  (# .). 


(*)  indicates  that  padding  may  be  based 

(#p  indicates  the  parameter. 


Variable 

Capname 

Ter  me  op 

Boolean 

auto_left_margln 

bw 

bw 

auto_right_margln 

am 

am 

no_esc_ctlc 

xsb 

xb 

ceoIj5tandout__glitch 

xhp 

xs 

eat^newlinejglitch 

xenl 

xn 

erase^overstrike 

eo 

eo 

generic_type 

gn 

gn 

hard_copy 

he 

he 

hard_cursor 

chts 

HC 

has_meta_k€y 

km 

km 

has_status_line 

hs 

hs 

lnsert_niill_glitch 

in 

in 

memory^above 

da 

da 

memory^below 

db 

db 

move_insert_mode 

mir 

mi 

move_standout_mode 

msgr 

ms 

needs jronjtoff 

nxon 

nx 

nonjrev^rmcup 

nrrmc 

NR 

nojpad_char 

npc 

NP 

over_strike 

os 

os 

prtr_sUent 

mc5i 

51 

status__line_esc_ok 

eslok 

es 

dest_tabs_magicjsmso 

xt 

xt 

tilde  jglit^ 

hz 

hz 

transparent junderline 

ul 

ul 

xon__xoff 

xon 

xo 

Number 

columns 

cols 

CO 

init_tabs 

it 

it 

label_height 

Ih 

Ih 

label_width 

Iw 

Iw 

lines 

lines 

li 

lines__of_memory 

Im 

Im 

magic_cookie_glitch 

xmc 

sg 

num_labels 

nlab 

N1 

padding^baud_rate 

pb 

pb 

virtual_terminal 

vt 

vt 

width_status_line 

wsl 

ws 

String 

acs_chars 

aese 

ac 

back_tab 

cbt 

bt 

beU 

bel 

bi 

carriage_retum 

cr 

cr 

changejscroII__region 

csr 

cs 

on  the  number  of  lines  affected. 

Description 


cubl  wr^s  from  column  0  to  last  column 

Terminal  has  automatic  margins 

Beehive  (fl«ESC,f2=X)  ^ 

Standout  not  erased  by  overwriting  (Hewlett-Packard) 
NEWLINE  ignored  after  80  cols  (Concept) 

Can  erase  overstrUces  with  a  blank 
Generic  line  type  (for  example,  dialup,  switch). 

Hardcopy  terminal 
Cursor  is  hard  to  see. 

Has  a  meta  key  (shift,  sets  parity  bit) 

Has  extra  “status  line’* 

Insert  mode  distinguishes  nuUs 
Display  may  be  retained  above  the  screen 
Display  may  be  retained  below  the  screen 
Safe  to  move  while  in  insert  mode 
Safe  to  move  in  standout  modes 
Padding  will  not  work,  xon/xoff  required 
smcup  does  not  reverse  rmcup 
Pad  character  does  not  exist 
Terminal  overstrikes  on  hard-copy  terminal 
Printer  will  not  echo  on  screen. 

Esc£q>e  can  be  used  on  the  status  line 

Destructive  TAB  characters,  magic  smso  char  (Teleray  1061) 

Hazeltine;  cannot  print  tildes('') 

Underline  character  overstrikes 
Terminal  uses  xon/xoff  handshaking 


Number  of  columns  in  a  line 
tab  stops  initially  every  #  spaces. 

Number  of  rows  in  each  label 
Number  of  cols  in  each  label 
Number  of  lines  on  screen  or  page 
Lines  of  memory  if  >  lines;  0  means  varies 
Number  blank  chars  left  by  smso  or  rmso 
Number  of  labels  on  screen  (start  at  1) 

Lowest  baud  rate  where  padding  needed 

Virtual  terminal  number  (not  supported  on  all  systems) 

Number  of  columns  in  status  line 


Graphic  charset  pairs  aAbBcC  -  def^VTlOO 
Backtab 

Audible  signal  (bell) 

RETURN  (*) 

Change  to  lines  #1  through  #2  (VTIOO)  (G) 
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charjpadding 

rmp 

rP 

like  ip  but  when  in  replace  mode 

clear_all_tabs 

tbc 

ct 

Clear  all  tab  stops 

clear_marglns 

mgc 

MC 

Clear  left  and  right  soft  margins 

clear_screeii 

clear 

cl 

Clear  screen  and  home  cursor  (♦) 

clr_bol 

ell 

cb 

Clear  to  beginning  of  line,  inclusive 

clr_eol 

el 

ce 

Clear  to  end  of  line 

clr_eos 

ed 

cd 

Clear  to  end  of  display  (*) 

column^address 

hpa 

ch 

Horizontal  position  absolute  (G) 

command_character 

cmdch 

CC 

Terminal  settable  command  char  in  prototype 

cursor_address 

cup 

cm 

Cursor  motion  to  row  #1  col  #2  (G) 

cursor_down 

cudl 

do 

Down  one  line 

cursor^home 

home 

ho 

Home  cursor  (if  no  cup) 

cursor_invisible 

civis 

vi 

Make  cursor  invisible 

cursor_left 

cubl 

le 

Move  cursor  left  one  SPACE. 

cursor_mem_address 

mrcup 

CM 

Memory  relative  cursor  addressing  (G) 

cursor_iionnal 

cnorm 

ve 

Make  cursor  appear  normal  (undo  cvvis/civis) 

cursor_right 

cufl 

nd 

Non-destructive  space  (cursor  right) 

cursor_to_ll 

U 

11 

Last  line,  first  column  (if  no  cup) 

cursor_up 

cuul 

up 

Upline  (cursor  up) 

cursor_visible 

cvvis 

vs 

Make  cursor  very  visible 

delete_character 

dchl 

dc 

Delete  character  (*) 

delete^line 

dll 

dl 

Delete  line  (*) 

dis_status__line 

dsl 

ds 

Disable  status  line 

down_half_line 

hd 

hd 

Half-line  down  (forward  1/2  LINEFEED) 

ena^acs 

enacs 

eA 

Enable  alternate  char  set 

eiiter_alt_charset_mode 

smacs 

as 

Start  alternate  character  set 

enter_am_mode 

smam 

SA 

Turn  on  automatic  margins 

eiiter_bllnk_mode 

blink 

mb 

Turn  on  blinking 

eiiter_bold_mode 

bold 

md 

Turn  on  bold  (extra  bright)  mode 

eiiter_ca__mode 

smcup 

ti 

String  to  begin  programs  that  use  cup 

eiiter_delete_mode 

smdc 

dm 

Delete  mode  (enter) 

eiiter_dim_mode 

dim 

mh 

Turn  on  half-bright  mode 

enter_iiisert_mode 

smir 

im 

Insert  mode  (enter); 

enter_protected_mode 

prot 

mp 

Turn  on  protected  mode 

enter_reverse_mode 

rev 

mr 

Turn  on  reverse  video  mode 

enter_secure_mode 

invis 

mk 

Turn  on  blank  mode  (chars  invisible) 

eiiter_standout_iiiode 

smso 

so 

Begin  standout  mode 

enter_uiiderline_mode 

smul 

us 

Start  underscore  mode 

enter_xon_mode 

smxon 

SX 

Turn  on  xon/xoff  handshaking 

erase_chars 

ech 

ec 

Erase  #1  characters  (G) 

exlt_alt__charset_mode 

rmacs 

ae 

End  alternate  character  set 

exit_am_mode 

rmam 

RA 

Turn  off  automatic  margins 

exit_attribute_mode 

s®r0 

me 

Turn  off  all  attributes 

ex!t_ca_mode 

rmcup 

te 

String  to  end  programs  that  use  cup 

exit_delete_mode 

rmdc 

ed 

End  delete  mode 

exiMnsert^mode 

rmir 

ei 

End  insert  mode; 

exit_standout_mode 

rmso 

se 

End  standout  mode 

exit_underline_mode 

rmul 

ue 

End  underscore  mode 

exit^xon^mode 

rmxon 

RX 

Turn  off  xon/xoff  handshaking 

flash_screeii 

flash 

vb 

Visible  bell  (must  not  move  cursor) 

form_feed 

ff 

ff 

Hardcopy  terminal  page  eject  (*) 

from_status_line 

fsl 

fs 

Return  from  status  line 

init_lstring 

isl 

il 

Terminal  initialization  string 

init_2string 

is2 

is 

Terminal  initialization  string 

init_3string 

is3 

D 

Terminal  initialization  string 

init^file 

if 

if 

Name  of  initialization  file  containing  is 

init_prog 

iprog 

iP 

Path  name  of  program  for  init. 

insert  character 

ichl 

ic 

Insert  character 
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insert_line 

ill 

al 

insert^padding 

ip 

ip 

key_al 

kal 

K1 

key_a3 

ka3 

K3 

key_b2 

kb2 

K2 

key^backspace 

kbs 

kb 

key^beg 

kbeg 

@1 

key_btab 

kcbt 

kB 

key_cl 

kcl 

K4 

key_c3 

kc3 

K5 

key_cancel 

kcan 

@2 

key_catab 

ktbc 

ka 

key_clear 

kdr 

kC 

key_close 

kclo 

@3 

key^command 

kcmd 

@4 

key^copy 

kcpy 

@5 

key_create 

kcrt 

@6 

key^ctab 

kctab 

kt 

key_dc 

kdchl 

kD 

key_dl 

kdll 

kL 

key__down 

kcudl 

kd 

key__ek 

krmir 

kM 

key_end 

kend 

@7 

key__enter 

kent 

@8 

key_eol 

kel 

k£ 

key_eos 

ked 

kS 

key_exit 

kext 

@9 

key_fO 

kfO 

kO 

key_fl 

kfl 

kl 

key_f2 

kf2 

k2 

kf3 

k3 

key_f4 

kf4 

k4 

key  fS 

kf5 

kS 

keyJ6 

kf6 

k6 

key  f7 

kf7 

k7 

key“f8 

kf8 

k8 

key_f9 

kf9 

k9 

key_flO 

kflO 

k; 

key  fll 

kfll 

Fl 

keyJ12 

kfl2 

F2 

keyJ13 

kfl3 

F3 

key  fl4 

kn4 

F4 

key“fl5 

kns 

F5 

key  fl6 

kfl6 

F6 

key  fl7 

kfl7 

F7 

key" fl8 

kfl8 

F8 

keyJ19 

kfl9 

F9 

key" f20 

kf20 

FA 

key" f21 

kf21 

FB 

key^f22 

kf22 

FC 

key" f23 

kf23 

FD 

key^f24 

kf24 

FE 

key_f25 

kf25 

FF 

key" f26 

kf26 

FG 

key"f27 

kf27 

FH 

key_f28 

kf28 

FI 

key_f29 

kf29 

FJ 

key__f30 

kf30 

FK 

Add  new  blank  line  (♦) 

Insert  pad  after  character  inserted  {*) 

KEY_A1, 0534,  Upper  left  of  keypad 
KEY_A3, 0535,  Upper  right  of  keypad 
KEY_B2, 0536,  Center  of  keypad 
KEY^B ACKSPACE,  0407,  Sent  by  BACKSPACE  key 
KEY^BEG,  0542,  Sent  by  beg(inning)  key 
KEy'btab,  0541,  Sent  by  back-tab  key 
KEY^Cl,  0537,  Lower  left  of  keypad 
KEY_C3,  0540,  Lower  right  of  keypad 
KEY_CANCEL,  0543,  Sent  by  cancel  key 
KEY^CATAB,  0526,  Sent  by  clear-all-tabs  key 
KEY__CLEAR,  0515,  Sent  by  dear-screen  or  erase  key 
KEY^CLOSE,  0544,  Sent  by  close  key 
KEY^^COMMAND,  0545,  Sent  by  cmd  (command)  key 
KEY  COPY,  0546,  Sent  by  copy  key 
KEY__CREATE,  0547,  Sent  by  create  key 
KEY__^CTAB,  0525,  Sent  by  dear-tab  key 
KEY__DC,  0512,  Sent  by  delete-character  key 
KEY  DL,  0510,  Sent  by  delete-line  key 
KEY^DOWN,  0402,  Sent  by  terminal  down-arrow  key 
KEY_EIC,  0514,  Sent  by  rmir  or  smir  in  insert  mode 
KEY^END,  0550,  Sent  by  end  key 
KEY  ENTER,  0527,  Sent  by  enter/send  key 
KEY^EOL,  0517,  Sent  by  clear-to-end-of-line  key 
KEY_EOS,  0516,  Sent  by  clear-to-end-of-screen  key 
KEY_EXIT,  0551,  Sent  by  exit  key 
KEY_F(0),  0410,  Sent  by  function  key  fO 
KEY_F(1),  0411,  Sent  by  function  key  fl 
KEY_F(2),  0412,  Sent  by  function  key  f2 
KEY_F(3),  0413,  Sent  by  function  key  f3 
KEY_F(4),  0414,  Sent  by  function  key  f4 
KEY_F(5),  0415,  Sent  by  function  key  f5 
KEY_F(6),  0416,  Sent  by  function  key  f6 
KEY_F(7),  0417,  Sent  by  function  key  f7 
KEY_F(8),  0420,  Sent  by  function  key  f8 
KEY__F(9),  0421,  Sent  by  function  key  f9 
KEY_F(10),  0422,  Sent  by  function  key  flO 
KEY_F(11),  0423,  Sent  by  function  key  fll 
KEY_F(12),  0424,  Sent  by  function  key  fl2 
KEY^F(13),  0425,  Sent  by  function  key  fl3 
KEY_F(14),  0426,  Sent  by  function  key  fl4 
KEY_F(15),  0427,  Sent  by  function  key  f  15 
KEY_F(16),  0430,  Sent  by  function  key  fl6 
KEY_F(17),  0431,  Sent  by  function  key  fl7 
KEY_F(18),  0432,  Sent  by  function  key  fl8 
KEy’f(19),  0433,  Sent  by  function  key  fl9 
KEY_F(20),  0434,  Sent  by  function  key  f20 
KEY_F(21),  0435,  Sent  by  function  key  f21 
KEY_F(22),  0436,  Sent  by  function  key  f22 
KEY_F(23),  0437,  Sent  by  function  key  f23 
KEY_F(24),  0440,  Sent  by  function  key  f24 
KEY_^F(25),  0441,  Sent  by  function  key  f25 
KEY_F(26),  0442,  Sent  by  function  key  f26 
KEyIf(27),  0443,  Sent  by  function  key  W 
KEY_F(28),  0444,  Sent  by  function  key  f28 
KEY_F(29),  0445,  Sent  by  function  key  f29 
KEY_F(30),  0446,  Sent  by  function  key  f30 
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key_f31 

kf31 

FL 

key  f32 

kf32 

FM 

key_.f33 

kf33 

FN 

key  f34 

kf34 

FO 

key“f35 

kf35 

FP 

key  f36 

kf36 

FQ 

key  f37 

ki37 

FR 

key”’ f38 

kf38 

FS 

key[]f39 

kf39 

FT 

key  f40 

kf40 

FU 

keyJ41 

kf41 

FV 

key"” f42 

kf42 

FW 

keyJ43 

kf43 

FX 

key  f44 

kf44 

FY 

keyJ45 

kf45 

FZ 

key_f46 

kf46 

Fa 

key_f47 

kf47 

Fb 

key_f48 

kf48 

Fc 

key  f49 

kf49 

Fd 

keyJSO 

kfSO 

Fe 

key  fSl 

kfSl 

Ff 

key"” f52 

k^2 

Fg 

keyJ53 

kf53 

Fh 

k€y__f54 

kf54 

Fi 

key__f55 

kf55 

Fj 

key  f56 

kf56 

Fk 

key"” fS7 

kf57 

FI 

keyJ58 

kf58 

Fm 

key_f59 

kf59 

Fn 

key_f60 

kf60 

Fo 

key  f61 

kf61 

Fp 

key  f62 

kf62 

Fq 

keyJ63 

kf63 

Fr 

key_find 

kfnd 

@0 

key_help 

khlp 

%1 

key_home 

khome 

kh 

key_ic 

kichl 

kl 

key_il 

kill 

kA 

key^left 

kcubl 

kl 

key_ll 

kU 

kH 

key_mark 

kmrk 

%2 

key_message 

kmsg 

%3 

key^move 

kmov 

%4 

key_next 

knxt 

%5 

key_npage 

knp 

kN 

key^open 

kopn 

%6 

key^options 

kopt 

%7 

keyjppage 

kpp 

kP 

key^prevlous 

kprv 

%8 

keyjprint 

kprt 

%9 

key_redo 

krdo 

%0 

key^reference 

kref 

&1 

key_refresh 

krfr 

&2 

key_replace 

krpl 

&3 

key_restart 

krst 

&4 

key_resume 

kres 

&$ 

key_right 

kcufl 

kr 

key_save 

ksav 

&6 

KEY_F(31),  0447,  Sent  by  function  key  f31 
KEY_F(32),  0450,  Sent  by  function  key  f32 
KEY_F(13),  0451,  Sent  by  function  key  fl3 
KEY_F(34),  0452,  Sent  by  function  key  f34 
KEY_F(35),  0453,  Sent  by  function  key  f35 
KEY_F(36),  0454,  Sent  by  function  key  f36 
KEY_F(37),  0455,  Sent  by  function  key  f37 
KEY_F(38),  0456,  Sent  by  function  key  f38 
KEY_F(39),  0457,  Sent  by  function  key  f39 
KEY_F(40),  0460,  Sent  by  function  key  f40 
KEY~F(41),  0461,  Sent  by  function  key  f41 
KEY_F(42),  0462,  Sent  by  function  key  f42 
KEY_F(43),  0463,  Sent  by  function  key  f43 
KEY_F(44),  0464,  Sent  by  function  key  f44 
gEYjF(45),  0465,  Sent  by  function  key  f45 
KEY_F(46),  0466,  Sent  by  function  key  f46 
KEY_F(47),  0467,  Sent  by  function  key  f47 
KEY_F(48),  0470,  Sent  by  function  key  f48 
KEY__F(49),  0471,  Sent  by  function  key  f49 
KEY^F(50),  0472,  Sent  by  function  key  f50 
KEY_F(51),  0473,  Sent  by  function  key  f51 
KEY_F(52),  0474,  Sent  by  function  key  f52 
KEY_F(53),  0475,  Sent  by  function  key  f53 
KEY_F(54),  0476,  Sent  by  function  key  f54 
KEY_F(55),  0477,  Sent  by  function  key  f55 
KEY_F(56),  0500,  Sent  by  function  key  f56 
KEY_F(57),  0501,  Sent  by  function  key  f57 
KEY_F(58),  0502,  Sent  by  function  key  f58 
KEY_F(59),  0503,  Sent  by  function  key  f59 
KEY_F(60),  0504,  Sent  by  function  key  f60 
KEY_F(61),  0505,  Sent  by  function  key  f61 
KEY_F(62),  0506,  Sent  by  function  key  f62 
KEY_F(63),  0507,  Sent  by  function  key  f63 
KEY^FEND,  0552,  Sent  by  find  key 
KEY^HELP,  0553,  Sent  by  help  key 
KEY^HOME,  0406,  Sent  by  home  key 
KEYJC,  0513,  Sent  by  ins-char/enter  ins-mode  key 
KEYJL,  0511,  Sent  by  insert-line  key 
KEY  LEFT,  0404,  Sent  by  terminal  left-arrow  key 
KEY  LL,  0533,  Sent  by  home-down  key 
KEY_MARK,  0554,  Sent  by  mark  key 
KEY__MESSAGE,  0555,  Sent  by  message  key 
KEY^MOVE,  0556,  Sent  by  move  key 
KEY~NEXT,  0557,  Sent  by  next-object  key 
KEY_NPAGE,  0522,  Sent  by  next-page  key 
KEY^OPEN,  0560,  Sent  by  open  key 
KEY^OPTIONS,  0561,  Sent  by  options  key 
KEY  PPAGE,  0523,  Sent  by  previous-page  key 
KEY__PREVIOUS,  0562,  Sent  by  previous-object  key 
KEY^PRIOT,  0532,  Sent  by  print  or  copy  key 
KEY__REDO,  0563,  Sent  by  ledo  key 
KEY^REFERENCE,  0564,  Sent  by  ref(erence)  key 
KEY_REFRESH,  0565,  Sent  by  lefiesh  key 
KEY_REPLACE,  0566,  Sent  by  replace  key 
KEY^RESTART,  0567,  Sent  by  restart  key 
KEY^RESUME,  0570,  Sent  by  resume  key 
KEY^RIGHT,  0405,  Sent  by  terminal  right-arrow  key 
KEY^SAVE,  0571,  Sent  by  save  key 
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key_sbeg 

kB£G 

&9 

key_scancel 

kCAN 

key^scommand 

kCMD 

*1 

key_scopy 

kCPY 

*2 

key_screate 

kCRT 

*3 

key_sdc 

kDC 

♦4 

key_sdl 

kDL 

♦5 

key_select 

kslt 

♦6 

key_send 

kEND 

♦7 

key_seol 

kEOL 

♦8 

key_sexit 

kEXT 

*9 

key_sf 

kind 

kF 

key_sfind 

kFND 

*0 

key_shelp 

kHLP 

#1 

key^shome 

kHOM 

#2 

key_sic 

kIC 

#3 

key__sleft 

kLFT 

#4 

key_smessage 

kMSG 

%a 

key_smove 

kMOV 

%b 

key_snext 

kNXT 

%c 

key_soptions 

kOPT 

%d 

key__sprevious 

kPRV 

%e 

key^sprint 

kPRT 

%f 

key_sr 

kri 

kR 

key_sredo 

kRDO 

%g 

key^sreplace 

kRPL 

%h 

key_sright 

kRIT 

%i 

key_srsume 

kRES 

%j 

key_ssave 

kSAV 

!1 

key^ssuspend 

kSPD 

!2 

key_stab 

khts 

kT 

key_sundo 

kUND 

!3 

key_suspend 

kspd 

&7 

key_undo 

kund 

&8 

key_up 

kcuul 

ku 

keypad_local 

rmkx 

ke 

keypadjonit 

smkx 

ks 

lab  fO 

IfO 

10 

lab'^n 

Ifl 

11 

lab_f2 

lf2 

12 

lab^B 

lf3 

13 

lab J4 

lf4 

14 

labels 

IfS 

15 

lab"f6 

If6 

16 

lab”f7 

lf7 

17 

labors 

if8 

18 

lab_f9 

lf9 

19 

IsLhJlO 

IflO 

la 

labd__off 

rmln 

LF 

label_on 

smln 

LO 

meta^off 

rmm 

mo 

meta_on 

smm 

mm 

newline 

nel 

nw 

padjchar 

pad 

pc 

parm_dch 

dch 

DC 

parm_delete_line 

dl 

DL 

parm_down_cursor 

cud 

DO 

parm_ich 

kh 

IC 

KEY_SBEG,  0572,  Sent  by  shifted  beginning  key 
KEY_SCANCEL,  0573,  Sent  by  shifted  cancel  key 
KEY^^SCOMMAND,  0574,  Sent  by  shifted  command  key 
KEY~SCOPY,  0575,  Sent  by  shifted  copy  key 
KEY_SCREATE,  0576,  Sent  by  shifted  create  key 
KEY^SDC,  0577,  Sent  by  shifted  delete-char  key 
KEY_SDL,  0600,  Sent  by  shifted  delete-line  key 
KEY_.SELECT,  0601,  Sent  by  select  key 
KEY^SEND,  0602,  Sent  by  shifted  end  key 
KEY^SEOL,  0603,  Sent  by  shifted  clear-line  key 
KEY_^SEXIT,  0604,  Sent  by  shifted  exit  key 
KEY__SF,  0520,  Sent  by  scroll-forwaid/down  key 
KEY^SFIND,  0605,  Sent  by  shifted  find  key 
KEY~SHELP,  0606,  Sent  by  shifted  help  key 
KEY^SHOME,  0607,  Sent  by  shifted  home  key 
KEY^SIC,  0610,  Sent  by  shifted  input  key 
KEY^SLEFT,  0611,  Sent  by  shifted  left-arrow  key 
KEY_SMES$AGE,  0612,  Sent  by  shifted  message  key 
KEY^SMOVE,  0613,  Sent  by  shifted  move  key 
KEY_SNEXT,  0614,  Sent  by  shifted  next  key 
KEY_SOPnONS,  0615,  Sent  by  shifted  options  key 
KEY_SPREVIOUS,  0616,  Sent  by  shifted  prev  key 
KEY_SPRINT,  06 17,  Sent  by  shifted  print  key 
KEY_SR,  0521,  Sent  by  scroll-backward/up  key 
KEY^SREDO,  0620,  Sent  by  shifted  redo  key 
KEY_SREPLACE,  0621,  Sent  by  shifted  replace  key 
ifEY^SRIGHT,  0622,  Sent  by  shifted  right-arrow  key 
KEY^SRSUME,  0623,  Sent  by  shifted  resume  key 
KEY_SS AVE,  0624,  Sent  by  shifted  save  key 
KEY~SSUSPEND,  0625,  Sent  by  shifted  suspend  key 
KEy'stAB,  0524,  Sent  by  set-tab  key 
KEY__SUNDO,  0626,  Sent  by  shifted  undo  key 
KEY_SUSPEND,  0627,  Sent  by  suspend  key 
KEY__UNDO,  0630,  Sent  by  undo  key 
KEY__UP,  0403,  Sent  by  terminal  up-arrow  key 
Out  of  “keypad-transmitf  ’  mode 
Put  terminal  in  *‘keypad-transmit”  mode 
Labels  on  function  key  ft)  if  not  ft) 

Labels  on  function  key  fl  if  not  fl 
Labels  on  function  key  f2  if  not  f2 
Labels  on  function  key  f3  if  not  f3 
Labels  on  function  key  f4  if  not  f4 
Labels  on  function  key  f5  if  not  f5 
Labels  on  function  key  f6  if  not  f6 
Labels  on  function  key  f7  if  not  f7 
Labels  on  function  key  f8  if  not  f8 
Labels  on  function  key  f9  if  not  f9 
Labels  on  function  key  flO  if  not  flO 
Turn  off  soft  labels 
Turn  on  soft  labels 
Turn  off  “meta  mode” 

Turn  on  “meta  mode”  (8th  bit) 

NEWLINE  (behaves  like  cr  followed  by  If) 

Pad  character  (rather  than  null) 

Delete  #1  chars  (G*) 

Delete  #1  lines  (G») 

Move  cursor  down  #1  lines.  (G+) 

Insert#!  blank  chars  (G*) 
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parmjiiidex 

inda 

SF 

Scroll  forward  #1  lines.  (G) 

panii_iiisert_liiie 

it 

AL 

Add  #1  new  blank  lines  (G*) 

parmjeft^cursor 

cub 

LE 

Move  cursor  left  #1  spaces  (G) 

parmjright_cursor 

cuf 

RI 

Move  cursor  right  #1  spaces.  (G*) 

parm^rindex 

rin 

SR 

Scroll  backward  #1  lines.  (G) 

pann_up_ciirsor 

cuu 

UP 

Move  cursor  up  #1  lines.  (G*) 

pkey^key 

pfkey 

pk 

Prog  funct  key  #1  to  type  string  #2 

pkey_local 

pfioc 

pi 

Prog  fiinct  key  #1  to  execute  string  #2 

pkey^xmit 

pfx 

px 

Prog  funct  key  #1  to  xmit  string  #2 

plab^norm 

pin 

pn 

Prog  label  #1  to  show  string  #2 

print__screen 

ntcO 

ps 

Print  contents  of  the  screen 

prtr^non 

mc5p 

pO 

Turn  on  the  printer  for  #1  bytes 

prtr_off 

mc4 

Turn  off  the  printer 

prtr_on 

mc5 

po 

Turn  on  the  printer 

repeat_char 

rep 

rp 

Repeat  char  #1  #2  times  (G*) 

req_foMnput 

rfi 

RF 

Send  next  input  char  (for  pty s) 

reset_lstriiig 

rsl 

rl 

Reset  terminal  completely  to  sane  modes 

reset_2string 

rs2 

r2 

Reset  terminal  completely  to  sane  modes 

reset_3str!ng 

rs3 

r3 

Reset  terminal  completely  to  sane  modes 

reset_file 

rf 

rf 

Name  of  file  containing  reset  string 

restore_cursor 

rc 

rc 

Restore  cursor  to  position  of  last  sc 

row_address 

vpa 

cv 

Vertical  position  absolute  (G) 

save_cursor 

sc 

sc 

Save  cursor  position. 

scroU_forward 

ind 

sf 

Scroll  text  up 

scroll_reverse 

ri 

sr 

Scroll  text  down 

set_attributes 

sgr 

sa 

Define  the  video  attributes  #l-#9  (G) 

seMeftjmargin 

smgl 

ML 

Set  soft  left  margin 

set__right_margiii 

smgr 

MR 

Set  soft  right  margin 

set__tab 

hts 

St 

Set  a  tab  stop  in  all  rows,  current  column. 

set_window 

wind 

wi 

Current  window  is  lines  #l-#2  cols  #3“#4  (G) 

tab 

ht 

ta 

Move  the  cursor  to  the  next  8  space  hardware  tab  stop. 

tojstatus_line 

tsl 

ts 

Go  to  status  line,  col  #1  (G) 

underline_char 

uc 

uc 

Underscore  one  char  and  move  past  it 

up_half_line 

hu 

hu 

Half-line  up  (reverse  1/2  line-feed) 

xoff_character 

xoffc 

XF 

X-off  character 

xon  character 

xonc 

XN 

X-on  character 

SAMPLE  ENTRY 

The  following  entry,  which  describes  the  Concept  100  terminal,  is  among  the  more  complex  entries  in  the 
terminfo  file  as  of  this  writing. 

conceptlOO  1  cl00|  concept  |  cl04 1  cl00-4p  |  concept  100, 

am,  db,  eo,  in,  mir,  ul,  xenl,  cols#80,  lln^#24,  pb#9600,  vt#8, 

beI='G,  bIank=\EH,  blink=\EC,  clear='L$<2*>,_cnomi=\Ew,  cr=*M$<9>, 

cubl=”H,  cudls'J,  cufl=\E=,  cup=\Ea%pl%*  ’%+%c%p2%’  ’%+%c,  cuul=\E;, 

cvvis=\EW,  dchl=\E'‘A$<16*>,  dlni=\EE,  dll=VE''B$<3*>, 

ed=\EX$<16*>,  el=\E''U$<16>,  flash=\Ek$<20>\EK,  ht=\t$<8>, 

ill=\E'R$<3*>,  inds*!,  .lnd=!'‘J$<9>,  ip=$<10*>, 

ls2=\ElAEf\E7\E5\E8\El\ENH\EK\E\0\Eo&\0\Eo\47\E, 

kbs='h,  kcubl=\E>,  kcudl=\E<,  kcufl=\E=,  kcuul=\E;,  kri=\E5, 

kf2=\E6,  ki3=\E7,  khome=\E?,  prot=\EI, 

rep=\Er%pl%c%p2%’  ’%+%c$<.2*>,  rev=\ED, 

rmcup=\Ev\s\s\s\s$<6>\Ep\r\n,  nnir=\E\0,  nnkx=\Ex, 

nnso=\Ed\Ee,  rmul=\Eg,  nnuI=\Eg,  sgr0=\EN\0, 

smcup=\ElJ\Ev\s\s8p\EpVr,  smir=\E'P,  snikx=\EX,  smso=\EE\ED, 

smuI=\EG, 
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Entries  may  continue  onto  multiple  lines  by  placing  white  space  at  the  beginning  of  each  line  except  the 
first.  Lines  beginning  with  #  are  taken  as  comment  lines.  Capabilities  in  terminfo  are  of  three 
boolean  capabilities  which  indicate  that  the  terminal  has  some  particular  feature,  numeric  capabilities  giv¬ 
ing  the  size  of  the  terminal  or  particular  features,  and  string  capabilities,  which  give  a  sequence  which  can 
be  used  to  perform  particular  terminal  operations. 

Types  of  Capabilities 

All  capabilities  have  names.  For  instance,  the  fact  that  the  C(»icept  has  automatic  margins  (that  is,  an  au¬ 
tomatic  RETURN  and  LINEFEED  when  the  end  of  a  line  is  reached)  is  indicated  by  the  capability  am. 
Hence  the  description  of  the  Concept  includes  am.  Numeric  capabilities  are  followed  by  the  character  # 
and  then  the  value.  Thus  cols,  which  indicates  the  number  of  columns  the  terminal  has,  gives  the  value  80 
for  the  Concept.  The  value  may  be  specified  in  decimal,  octal  or  hexadecimal  using  normal  C  conventions. 

Finally,  string-valued  capabilities,  such  as  el  (clear  to  end  of  line  sequence)  are  given  by  the  two-  to  five- 
character  capname,  an  ‘=’,  and  then  a  string  ending  at  the  next  following  comma.  A  delay  in  milliseconds 
may  appear  anywhere  in  such  a  capability,  enclosed  in  $<..>  brackets,  as  in  ‘eI=\EK$<3>’,  and  padding 
characters  are  supplied  by  tputs()  (see  curses(3V))  to  provide  this  delay.  The  delay  can  be  either  a 
number,  for  example,  20,  or  a  number  followed  by  an  *  (for  exanqjle,  3*),  a  /  (for  example,  5/),  or  both  (for 
example,  10*/ ).  A  ♦  indicates  that  the  padding  required  is  proportional  to  the  number  of  lines  affected  by 
the  operation,  and  the  amount  given  is  the  per-affected-unit  padding  required,  (hi  the  case  of  insert  charta;- 
ter,  the  factor  is  still  the  number  of  lines  affected.  This  is  always  one  unless  the  terminal  has  in  and  the 
software  uses  it.)  When  a  *  is  specified,  it  is  sometimes  useful  to  give  a  delay  of  the  form  3.5  to  specify  a 
delay  per  unit  to  tenths  of  milliseconds.  (Only  one  (kcimal  place  is  allowed.)  A  /  indicates  that  file  pad¬ 
ding  is  mandatory.  Otherwise,  if  the  terminal  has  xon  defined,  the  padding  information  is  advisory  and  will 
only  be  used  for  cost  estimates  or  when  the  terminal  is  in  raw  mode.  Mandatory  padding  will  be  transmit¬ 
ted  regardless  of  the  setting  of  xon. 

A  number  of  escape  sequences  are  provided  in  the  string-valued  capabilities  for  easy  encoding  of  charac¬ 
ters  there: 

\E1,  \e  map  to  ESC 

,  maps  to  CTRL-X  for  any  ai^ropriate  character  X 

\n  (  maps  to  NEWLINE 

\I  maps  to  LINEFEED 

\r  maps  to  RETURN 

\t  maps  to  TAB 

\b  maps  to  BACKSPACE 

\f  maps  to  FORMFEED 

\s  maps  to  SPACE 

\0  mapstoNUL 

(\0  will  actually  produce  \200,  which  does  not  terminate  a  string  but  behaves  as  a  null  character  on  most 
terminals.)  Finally,  characters  may  be  given  as  three  octal  digits  after  a  backslash  (for  example,  \123),  and 
the  characters  *  (caret),  \  (backslash), :  (colon),  and ,  (comma)  may  be  given  as  V,  \V  \:,  and  \,  respectively. 

Sometimes  individual  capabilities  must  be  commented  out  To  do  this,  put  a  period  before  the  capability 
name.  For  example,  see  the  second  Ind  in  the  exanq>le  above.  Note:  capabilities  are  defined  in  a  left-to- 
right  ordo:  and,  therefore,  a  prior  definition  will  override  a  later  definition. 

Preparing  Descriptions 

The  most  effective  way  to  prei^ie  a  terminal  description  is  by  imitating  the  description  of  a  similar  termi¬ 
nal  in  terminfo  and  to  build  up  a  description  gradually,  using  partial  descriptions  with  some  currer-based 
application  to  check  that  they  are  correct  Be  aware  that  a  very  unusual  terminal  may  expose  ^fiCiencies 
in  the  ability  of  the  terminfo  file  to  describe  it  or  bugs  in  the  application.  To  test  a  new  terminal  descrip¬ 
tion,  set  the  environment  variable  TERMINFO  to  a  pathname  of  a  directory  containing  the  compiled 
description  you  are  working  on  and  programs  will  look  there  rather  than  in  /usr/shareAib/terminfo.  To  get 
the  padding  for  insert-line  correct  (if  the  terminal  manufacturer  did  not  document  it)  a  severe  test  is  to  in¬ 
sert  16  lines  into  the  middle  of  a  full  screen  at  9600  baud.  If  the  display  is  corrupted,  more  padding  is  usu- 
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ally  needed.  A  similar  test  can  be  used  for  insert-character. 

Basic  Capabilities 

The  number  of  columns  on  each  line  for  the  terminal  is  given  by  the  cols  numeric  capability.  If  the  termi¬ 
nal  has  a  screen,  dien  the  number  of  lines  on  the  screen  is  given  by  the  lines  capability.  If  the  terminal 
wraps  around  to  the  beginning  of  the  next  line  whra  it  reaches  the  right  margin,  then  it  should  have  the  am 
capability.  If  the  terminal  can  clear  its  screen,  leaving  the  cursor  in  die  home  position,  then  this  is  given  by 
the  clear  string  capability.  If  the  terminal  overstrikes  (rather  than  clearing  a  position  when  a  character  is 
struck  over)  then  it  should  have  the  os  capability.  If  the  terminal  is  a  printing  terminal,  with  no  soft  copy 
unit,  give  it  both  he  and  os.  (os  applies  to  storage  scope  terminals,  such  as  Tektronix  4010  series,  as  well 
as  hard-copy  and  APL  terminals.)  If  there  is  a  code  K)  move  the  cursw  to  the  left  edge  of  the  current  row, 
give  this  as  cr.  (Normally  this  will  be  RETURN,  CTRL-M.)  If  there  is  a  code  to  produce  an  audible  signal 
(bell,  beep,  etc)  give  this  as  bel.  If  the  terminal  uses  the  xon-xoff  flow-control  protocol,  like  most  termi¬ 
nals,  specify  xon. 

If  there  is  a  code  to  move  the  cursor  one  position  to  the  left  (such  as  backspace)  that  capability  should  be 
given  as  cubl.  Similarly,  codes  to  move  to  the  right,  up,  and  down  should  be  given  as  cufl,  caul,  and 
cudl.  These  local  cursor  motions  should  not  alter  the  text  they  pass  over;  for  example,  you  would  not  nor¬ 
mally  use  cufl=\s  because  the  SPACE  would  erase  the  charta;ter  moved  over. 

A  very  important  point  here  is  that  the  local  cursor  motions  encoded  in  terminfo  are  undefined  at  the  left 
and  top  edges  of  a  screen  terminal.  Programs  should  never  attempt  to  backspace  around  the  left  edge,  un¬ 
less  bw  is  given,  and  should  never  attempt  to  go  up  locally  off  the  top.  In  order  to  scroll  text  up,  a  program 
will  go  to  Ae  bottom  left  comer  of  the  screen  and  send  the  ind  (index)  string. 

To  scroll  text  down,  a  program  goes  to  the  top  left  comer  of  the  screen  and  sends  the  rl  (reverse  index) 
string.  The  strings  ind  and  ri  are  undefined  when  not  on  dieir  respective  comers  of  the  screen. 

Parameterized  visions  of  the  scrolling  sequences  are  indn  and  rin  which  have  the  same  semantics  as  ind 
and  ri  except  that  they  take  one  parameter,  and  scroll  that  many  lines.  They  are  also  unctefined  except  at 
the  appre^riate  edge  of  the  screen. 

The  am  capability  tells  whether  the  cursor  sticks  at  the  right  edge  of  the  screen  when  text  is  cnitput,  but  this 
does  not  necessarily  ^ply  to  a  cufl  from  the  last  column.  The  only  local  motion  which  is  defined  from  the 
left  edge  is  if  bw  is  given,  then  a  cubl  from  the  left  edge  will  move  to  the  right  edge  of  the  previous  row. 
If  bw  is  not  given,  the  effect  is  undefined.  This  is  useful  for  drawing  a  box  around  the  edge  of  the  screen, 
for  example.  If  the  terminal  has  switch  selectable  automatic  margins,  the  terminfo  file  usually  assumes 
that  this  is  on;  that  is,  am.  If  the  terminal  has  a  command  which  moves  to  the  first  column  of  the  next  line, 
that  command  can  be  given  as  nel  (NEWLINE).  It  does  not  matter  if  the  command  clears  the  remainder  of 
the  current  line,  so  if  the  terminal  has  no  cr  and  If  it  may  still  be  possible  to  craft  a  working  nel  out  of  one 
or  both  of  them. 

These  capabilities  suffice  to  describe  hardcopy  and  screen  terminals.  Thus  the  model  33  teletype  is 
described  as 

33 1  tty33 1  tty  I  model  33  teletype, 

bels^G,  coIs#72,  cr=*M,  cudl=''J,  he,  inds'J,  os, 

while  the  Lear  Siegler  ADM-3  is  described  as 

adm3|Isi  adm3, 

am,  beI=*G,  clear=*Z,  cols#80,  cr="M,  cabl='H,  cadl='J, 
ind='J,  lines#24, 

Parameterized  Strings 

Cursor  addressing  and  other  strings  requiring  parameters  in  the  terminal  ^  described  by  a  parameterized 
string  capability,  with  printf(3S)-like  escapes  (%x)  in  it  For  example,  to  address  the  cursor,  the  cup  capa¬ 
bility  is  given,  using  two  parameters:  the  row  and  column  to  address  to.  (Rows  and  columns  are  numbered 
from  zero  and  refer  to  the  physical  screen  visible  to  the  user,  not  to  any  unseen  memory.)  If  the  terminal 
has  memory  relative  cursor  addr^sing,  that  can  be  indicated  by  mrcup; 
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The  parameter  mechanism  uses  a  stack  and  special  %  codes  to  manipulate  it  in  the  manner  of  a  Reverse 
Polish  Notation  (postfix)  calculator.  Typically  a  sequence  will  push  one  of  the  parameters  onto  the  stack 
and  then  print  it  in  some  format  Often  more  complex  operations  are  necessary.  Binary  operations  are  in 
postfix  form  with  the  operands  in  the  usual  order.  That  is,  to  get  x-5  one  would  use  ‘%gx%{5}%-’. 

The  %  encodings  have  the  following  meanings: 

%  %  ouq)uts  % 

%i  [widthlprecision\  ]  [doxXs] 

as  in  printf(3S),  flags  are  [-+#]  and  SPACE 
print  pot(  )  gives  %c 
push  r  “  parm 
set  variable  [a-z]  to  pop() 
get  variable  [a-z]  and  push  it 
push  char  constant  c 
push  decimal  constant  nn 
pushstrlenCpopO) 

%/  %m 

arithmetic  (%m  is  mod):  push(pop()  op  pop()) 
bit  operations:  push(pop()  op  popO) 
lexical  operations:  pusb(pop()  op  popO) 
logical  operations:  and,  (x 
unary  operations:  push(op  popO) 

(for  ANSI  terminals) 

add  1  to  first  parm,  if  one  parm  present, 
or  first  two  parms,  if  more  than  one  parm  present 
%7expr  %tthenpart  %eelsepart% ; 

if-then-else,  ‘%eelsepari’  is  optional;  else-ifs  are  possible  in  Algol  68: 

%?  c,  %t  b,  %e  c,  %t  b,  %e  c,  %t  b,  %e  c.  %t  b.  %e  b-%; 
c.  are  condttrons,  b.  are  bodres. 

If  the  *-’  flag  is  used  with  ‘%[doxXs]’,  then  a  colon  (:)  must  be  placed  between  the and  the  to  dif¬ 
ferentiate  the  flag  from  the  binary  *%-’  operator,  for  example,  ‘%:-16.16s’. 

Consider  the  Hewlett-Packard  2645,  which,  to  get  to  row  3  and  column  12,  needs  to  be  sent  \E&al2c03Y 
padded  for  6  milliseconds.  Note:  the  order  of  the  rows  and  columns  is  inverted  here,  and  that  the  row  and 
colunm  are  zero-padded  as  two  digits.  Thus  its  cup  capability  is: 

cup=\E&a%p2%2.2dc%pl%2.2dY$<6> 

The  Micro-Term  ACT-IV  needs  the  current  row  and  colunm  sent  preceded  by  a  T,  with  the  row  and 
column  simply  encoded  in  binary,  ‘cup=*T%pl%c%p2%c’.  Terminals  which  use  %c  need  to  be  able  to 
backspace  die  cursor  (cubl),  and  to  move  the  cursor  up  one  line  on  the  screen  (cuul).  This  is  necessary 
because  it  is  not  always  safe  to  transmit  \n,  'D,  and  \r,  as  the  system  may  change  or  discard  them.  (The  li¬ 
brary  routines  dealing  with  terminfo  set  tty  modes  so  that  TAB  characters  are  never  expanded,  so  \t  is  safe 
to  send.  This  turns  out  to  be  essential  for  the  Ann  Arbor  4080.) 

A  final  example  is  the  LSI  ADM-3a,  which  uses  row  and  column  offset  by  a  blank  character,  thus 
‘cup=\E=%pl%’\s’%+%c%p2%’\s’%+%c’.  After  sending  ‘\E=’,  this  pushes  the  first  parameter,  pushes 
the  ASCII  value  for  a  space  (32),  adds  them  (pushing  the  sum  on  the  stack  in  place  of  the  two  previous 
values),  and  outputs  that  value  as  a  character.  TTien  the  same  is  done  for  the  second  parameter.  More  com¬ 
plex  arithmetic  is  possible  using  the  stack. 

Cursor  Motions 

If  the  terminal  has  a  fast  way  to  home  the  cursor  (to  very  upper  left  comer  of  screen)  then  this  can  be  given 
as  home;  similarly  a  fast  way  of  getting  to  the  lower  left-hand  comer  can  be  given  as  11;  this  may  involve 
going  up  with  cuul  from  the  home  position,  but  a  program  should  never  do  this  itself  (unless  II  does)  be¬ 
cause  it  can  make  no  assumption  about  the  effect  of  moving  up  from  the  home  position.  Note:  the  home 


%c 

%p[l-9] 

%PIa-z] 

%g[a-z] 

%’c’ 

%{««} 

%1 

%+  %-  %* 

%&  %\ 

%=  %>  %< 
%A%0 
%l  %' 

%i 
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position  is  the  same  as  addressing  to  (0,0);  to  the  top  left  comer  of  the  screen,  not  of  memory.  (Thus,  the 
\EH  sequence  tm  Hewlett-Packard  terminals  cannot  be  used  for  home  without  losing  some  of  the  other 
features  on  the  terminal.) 

If  the  terminal  has  row  or  column  absolute-cursor  addressing,  these  can  be  given  as  single  parameter  capa¬ 
bilities  hpa  (horizontal  position  absolute)  and  vpa  (vertical  position  absolute).  Sometimes  Aese  are  shorter 
than  the  more  general  two-parameter  sequence  (as  with  the  Hewlett-Packard  2645)  and  can  be  used  in 
preference  to  cup.  If  there  are  parameterized  local  motions  (for  example,  move  n  spaces  to  the  right)  these 
can  be  given  as  cud,  cub,  cuf,  and  cuu  with  a  single  parameter  indicating  how  many  spaces  to  move. 
These  are  primarily  useful  if  the  terminal  does  not  have  cup,  such  as  the  Tektronix  4025. 

Area  Clears 

If  ^e  terminal  can  clear  from  the  current  position  to  the  end  of  the  line,  leaving  the  cursor  where  it  is,  this 
should  be  given  as  el.  If  the  terminal  can  clear  from  the  beginning  of  the  line  tt)  the  current  position  in¬ 
clusive,  leaving  the  cursor  where  it  is,  this  should  be  given  as  ell.  If  the  terminal  can  clear  from  the  current 
position  to  the  end  of  the  display,  then  this  should  be  given  as  ed.  ed  is  only  defined  from  the  first  column 
of  a  line.  (Thus,  it  can  be  simulated  by  a  request  to  delete  a  large  number  of  lines,  if  a  true  ed  is  not  avail¬ 
able.) 

Insert/Delete  Line 

If  the  terminal  can  open  a  new  blank  line  before  the  line  where  the  cursor  is,  this  should  be  given  as  ‘ill’; 
this  is  done  only  from  the  first  position  of  a  line.  The  cursor  must  then  appear  on  the  newly  blank  line.  If 
die  terminal  can  delete  the  line  which  the  cursor  is  on,  then  this  should  be  given  as  ‘dll’;  this  is  done  only 
from  the  first  position  on  the  line  to  be  deleted.  Versions  of  ill  and  dll  which  take  a  single  parameter  and 
insert  or  delete  that  many  lines  can  be  given  as  il  and  dl. 

If  the  tmminal  has  a  settable  destructive  scrolling  region  (like  the  VTIOO)  the  command  to  set  this  can  be 
described  with  the  csr  c^ability,  which  takes  two  parameters:  the  top  and  bottom  lines  of  the  scrolling  re¬ 
gion.  The  cursor  position  is,  alas,  undefined  after  using  this  command.  It  is  possible  to  get  the  effect  of  in¬ 
sert  or  delete  fine  using  this  command  —  the  sc  and  rc  (save  and  restore  cursor)  commands  are  also  useful. 
Inserting  lines  at  the  top  or  bottom  of  the  screen  can  also  be  done  using  ri  or  ind  on  many  terminals 
without  a  true  insert/delete  line,  and  is  often  faster  even  on  terminals  with  those  features. 

To  determine  whether  a  terminal  has  destructive  scrolling  regitms  or  non-destmctive  scrolling  regions, 
create  a  scrolling  region  in  the  middle  of  the  screen,  place  data  on  the  bottom  line  of  the  scrolling  region, 
move  the  cursor  to  the  top  line  of  the  scrolling  region,  and  do  a  reverse  index  (ri)  followed  by  a  delete  line 
(dll)  or  index  (ind).  If  the  data  that  was  originally  on  the  bottom  line  of  the  scrolling  region  was  restored 
into  the  scrolling  region  by  the  dll  or  ind,  then  the  terminal  has  ntm-destructive  scrolling  regions.  Other¬ 
wise,  it  has  destructive  scrolling  regions.  Do  not  specify  csr  if  the  terminal  has  non-destructive  scrolling 
regions,  unless  ind,  ri,  indn,  rin,  dl,  and  dll  all  simdate  destructive  scrolling. 

If  the  terminal  has  the  ability  to  define  a  window  as  part  of  memory,  which  all  commands  affect,  it  should 
be  given  as  the  parartteterized  string  wind.  The  four  parameters  are  the  starting  and  ending  lines  in 
memory  and  the  starting  and  ending  columns  in  memory,  in  that  order. 

If  the  terminal  can  retain  display  memory  above,  then  the  da  capability  should  be  given;  if  display  memory 
can  be  retained  below,  then  db  should  be  given.  These  indicate  that  deleting  a  line  or  scrolling  a  full  screen 
may  bring  non-blank  lines  up  from  below  or  that  scrolling  back  with  ri  may  bring  down  non-blank  lines. 

Insert/Delete  Character 

There  are  two  basic  kinds  of  intelligent  terminals  with  respect  to  insert/delete  character  operations  which 
can  be  described  using  terminfo.  The  most  common  insert/delete  character  operations  affect  only  the 
characters  on  the  current  line  and  shift  characters  off  the  end  of  the  line  rigidly.  Other  terminals,  such  as 
the  Qjncept  100  and  the  Perkin  Elmer  Owl,  make  a  distinction  between  typed  and  untyped  blanks  on  the 
screen,  shifting  upon  an  insert  or  delete  only  to  an  untyped  blank  on  the  screen  which  is  eithca:  eliminated, 
or  expanded  to  two  untyped  blanks.  You  can  determine  the  kind  of  terminal  you  have  by  clearing  the 
screen  and  then  typing  text  separated  by  cursor  motions.  Type  ‘abc  def  using  local  cursor  motions  (not 
SPACE  characters)  between  the  abc  and  the  def.  Then  position  the  cursor  before  the  abc  and  put  the  termi- 


1466 


Last  change:  26  February  1988 


Sun  Release  4.0 


TERMINF0(5V) 


FILE  FORMATS 


TERMINFO(5V) 


nal  in  insert  mode.  If  typing  characters  causes  the  rest  of  the  line  to  shift  rigidly  and  characters  to  fall  off 
the  end,  then  your  terminal  does  not  distinguish  between  blanks  and  untyped  positions.  If  the  abc  shifts 
over  to  the  def  which  then  move  together  around  the  end  of  the  current  line  and  onto  the  next  as  you  insert, 
you  have  the  second  type  of  terminal,  and  should  give  the  capability  in,  which  stands  fo  “insert  null”. 
While  these  are  two  logically  separate  attributes  (one  line  versus  multiline  insert  mode,  and  special  treat¬ 
ment  of  untyped  blanks)  we  have  seen  no  terminals  whose  insert  mode  cannot  be  described  with  the  single 
attribute. 

terminfo  can  describe  both  terminals  which  have  an  insert  mode  and  terminals  which  send  a  simple  se¬ 
quence  to  open  a  blank  position  on  the  current  line.  Give  as  smir  the  s«)uence  to  get  into  insert  mode. 
Give  as  rmir  the  sequence  to  leave  insert  mode.  Now  give  as  ichl  any  sequence  needed  to  be  sent  just  be¬ 
fore  sending  the  character  to  be  inserted.  Most  terminals  with  a  true  insert  mode  will  not  give  ichl;  termi¬ 
nals  which  send  a  sequence  to  open  a  screen  position  should  give  it  here.  (If  your  terminal  has  both,  insert 
mode  is  usually  preferable  to  ichl.  Do  not  give  both  unless  the  terminal  actually  requires  both  to  be  used 
in  combination.)  If  post-insert  padding  is  needed,  give  this  as  a  number  of  milliseconds  padding  in  ip  (a 
string  option).  Any  other  sequence  which  may  need  to  be  sent  after  an  insert  of  a  single  character  may  also 
be  given  in  ip.  If  your  terminal  needs  both  to  be  placed  into  an  “insert  mode”  and  a  special  code  to  precede 
each  inserted  character,  then  both  smir/rmir  and  ichl  can  be  given,  and  both  will  be  used.  The  ich  capa¬ 
bility,  with  one  parameter,  n,  will  repeat  the  effects  of  ichl  n  times. 

If  padding  is  necessary  between  characters  typed  while  not  in  insert  mode,  give  this  as  a  number  of  mil¬ 
liseconds  padding  in  rmp. 

It  is  occasionally  necessary  to  move  around  while  in  insert  mode  to  delete  characters  on  the  same  line  (for 
example,  if  there  is  a  TAB  character  after  the  insertion  position).  If  your  terminal  allows  motion  while  in 
insert  mode  you  can  give  the  capability  mir  to  speed  up  inserting  in  this  case.  Omitting  mir  will  affect 
only  speed.  Some  terminals  (notably  Datamedia’s)  must  not  have  mir  because  of  the  way  their  insert  mode 
works. 

Finally,  you  can  specify  dchl  to  delete  a  single  character,  dch  with  one  parameter,  n,  to  delete  n  charac¬ 
ters,  and  delete  mode  by  giving  smdc  and  rmdc  to  enter  and  exit  delete  mode  (any  mode  the  terminal 
needs  to  be  placed  in  for  dchl  to  work). 

A  command  to  erase  n  characters  (equivalent  to  outputting  n  blanks  without  moving  the  cursor)  can  be 
given  as  ech  with  one  parameter. 

Highlighting,  Underlining,  and  Visible  Bells 

If  your  terminal  has  one  or  mote  kinds  of  display  attributes,  these  can  be  represented  in  a  numba-  of  dif¬ 
ferent  ways.  You  should  choose  one  display  form  as  standout  mode  (see  curses(3V)),  representing  a  good, 
high  contrast,  easy-on-the-eyes,  format  for  highlighting  error  messages  and  other  attention  getters.  (If  you 
have  a  choice,  reverse-video  plus  half-bright  is  good,  or  reverse-video  alone;  however,  different  users  have 
different  preferences  on  different  terminals.)  The  sequences  to  enter  and  exit  standout  mode  are  given  as 
smso  and  rmso,  respectively.  If  the  code  to  change  into  or  out  of  standout  mode  leaves  one  or  even  two 
blanks  on  the  screen,  as  the  TVI  912  and  Teleray  1061  do,  then  xmc  should  be  given  to  tell  how  many 
blanks  are  left. 

Codes  to  begin  underlining  and  end  underlining  can  be  given  as  smnl  and  rmul  respectively.  If  the  termi¬ 
nal  has  a  code  to  underline  the  current  character  and  move  the  cursor  one  position  to  the  right,  such  as  the 
Micro-Term  MIME,  this  can  be  given  as  uc. 

Other  capabilities  to  enter  various  highlighting  modes  include  blink  (blinking),  bold  (bold  or  extra-bright), 
dim  (dim  or  half-bright),  invis  (blanking  or  invisible  text),  prot  (protected),  rev  (reverse-video),  sgrO  (turn 
off  all  attribute  modes),  smacs  (enter  altemate-character-set  mode),  and  rmacs  (exit  altemate-character-set 
mode).  Turning  on  any  of  these  modes  singly  may  ex'  may  not  turn  off  other  modes.  If  a  command  is 
necessary  before  alternate  character  set  mode  is  entered,  give  the  sequence  in  enacs  (enable  altemate- 
character-set  mode). 
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If  there  is  a  sequelae  to  set  arbitrary  combinations  of  modes,  this  should  be  given  as  sgr  (set  attributes), 
taking  nine  parameters.  Each  paramet^  is  either  0  or  non-zero,  as  tt»  ctxiesponding  attribute  is  on  or  off. 
The  nine  parameters  are,  in  orda*:  standout,  underline,  reverse,  blink,  dim,  bold,  blank,  js^otect,  alternate 
character  set.  Not  all  modes  need  be  supported  by  sgr,  only  those  for  which  corresponding  separate  attri¬ 
bute  commands  exist  (See  the  example  at  the  end  of  this  section.) 

Terminals  with  the  “magic  cookie”  glitch  (xmc)  deposit  special  “cookies”  when  they  receive  mode-setting 
sequences,  which  affect  the  display  algorithm  rather  than  having  extra  bits  for  each  character.  Some  termi¬ 
nals,  such  as  the  Hewlett-Packard  2621,  automatically  leave  standout  mode  when  they  move  to  a  new  line 
or  the  cursor  is  addressed.  Programs  using  standout  mode  should  exit  standout  mode  before  moving  the 
cursor  or  sending  a  newline,  unless  the  msgr  capability,  asserting  that  it  is  safe  to  move  in  standout  mode, 
is  present. 

If  the  terminal  has  a  way  of  flashing  the  screen  to  indicate  an  error  quietly  (a  bell  replacement),  then  this 
can  be  given  as  flash;  it  must  not  move  the  cursor.  A  good  flash  can  be  done  by  changing  the  screen  into 
reverse  video,  pad  for  200  ms,  flien  return  the  screen  to  normal  video. 

If  the  cursor  needs  to  be  made  more  visible  tfian  normal  when  it  is  not  on  the  bottom  line  (to  make,  for  ex¬ 
ample,  a  non-blinking  underline  into  an  easier  to  find  block  or  blinking  underlii^)  give  this  sequence  as 
cwis.  The  boolean  chts  should  also  be  given.  If  there  is  a  way  to  make  the  cursor  completely  invisible, 
give  that  as  civis.  The  capability  cnorm  should  be  given  which  undoes  the  effects  of  either  of  these  modes. 

If  the  taminal  needs  to  be  in  a  special  mode  when  running  a  program  that  uses  these  capabilities,  the  codes 
to  enter  and  exit  this  mode  can  be  given  as  smcup  and  rmcup.  This  arises,  for  example,  from  terminals 
like  the  Concept  with  more  than  one  page  of  memory.  If  the  terminal  has  only  memory  relative  cursor  ad¬ 
dressing  and  not  screen  relative  cursor  addressing,  a  one  screen-sized  window  must  be  fixed  into  the  termi¬ 
nal  for  cursor  addressing  to  work  properly.  This  is  also  used  for  the  Tektronix  402S,  where  smcup  sets  the 
command  character  to  be  the  one  used  by  terminfo.  If  the  smcup  sequence  will  not  restore  the  screen  after 
an  rmcup  sequence  is  ouq)ut  (to  the  state  prior  to  ouq>utting  rmcup),  specify  nrrmc. 

If  your  terminal  generates  underlined  characters  by  using  the  underline  character  (with  no  special  codes 
needed)  even  though  it  does  not  otherwise  overstrike  characters,  then  you  should  give  the  capability  ul. 
For  terminals  where  a  character  overstriking  another  leaves  both  characters  on  the  screen,  give  the  capabil¬ 
ity  os.  If  overstrikes  are  erasable  with  a  blank,  then  this  should  be  indicated  by  giving  eo. 

Exanq>le  of  highlighting:  assume  that  the  terminal  under  question  needs  the  following  escape  sequences  to 
turn  (HI  various  mtxles. 


tparm 

attribute 

escape  sequence 

parameter 

none 

\E[0m 

pi 

standout 

\E[0;4;7m 

p2 

underline 

\E[0;3m 

p3 

reverse 

\E[0;4m 

p4 

blink 

\E[0:5m 

p5 

dim 

\E[0;7m 

p6 

bold 

\E[0;3;4m 

P7 

invis 

\E[0:8m 

p8 

protect 

not  available 

p9 

altcharset 

“O  (ofO  *N(on) 

Note:  each  escape  sequence  requires  a  0  to  turn  off  other  modes  before  turning  on  its  own  mode.  Also  note 
that,  as  suggested  above,  standout  is  set  up  to  be  the  combination  of  reverse  and  dim.  Also,  since  this  ter¬ 
minal  has  no  bold  mode,  bold  is  set  up  as  the  combination  of  reverse  and  underline.  In  addition,  to  allow 
combinations,  such  as  underline +blink,  the  sequence  to  use  would  be  ‘\E[0;3;5m’.  The  terminal  does  not 
have  protect  mode,  either,  but  that  cannot  be  simulated  in  any  way,  so  p8  is  ignored.  The  altcharset  mode 
is  different  in  that  it  is  either  “O  or  *N  depending  (hi  whether  it  is  off  or  on.  If  all  modes  were  to  be  turned 
on,  the  sequence  would  be  ‘\EI0;3;4;5;7;8m'N’. 
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Now  look  at  when  different  sequences  are  output  For  example,  ‘;3’  is  output  when  either  ‘p2’  or  ‘p6’  is 
true,  that  is,  if  either  underline  or  bold  modes  are  turned  on.  Writing  out  the  above  sequences,  along  with 

their  dependencies,  gives  the  following: 

sequence 

when  to  output 

terminfo  translation 

\E[0 

always 

\E[0 

;3 

ifp2orp6 

%?%p2%p6%|%t;3%; 

;4 

if  pi  orp3  orp6 

%?%pl%p3%|%p6%|%t;4%; 

;5 

ifp4 

%?%p4%t;5%; 

;7 

if  pi  orp5 

%?%pl%p5%|%t;7%; 

;8 

ifp7 

%?%p7%t;8%; 

m 

always 

m 

"Nor^O 

ifp9*N,else*0 

%?%p9%rN%e'‘0%; 

Putting  this  all  together  into  the  sgr  sequence  gives: 

sgr=\E[0%?%p2%p6%|%t:3%;%?%pl%p3%|%p6%|%t;4%;%?%p5%t;5%;%?%pl%p5% 

|%t;7%;%?%p7%t;8%;m%?%p9%t''N%e'0%;, 

Keypad 

If  the  terminal  has  a  keypad  that  transmits  codes  when  the  keys  are  pressed,  this  information  can  be  given. 
Note:  it  is  not  possible  to  handle  terminals  where  the  keypad  only  works  in  local  (this  applies,  for  example, 
to  the  unshifted  Hewlett-Packard  2621  keys).  If  the  keypad  can  be  set  to  transmit  or  not  transmit,  give 
these  codes  as  smkx  and  rmkx.  Otherwise  the  keypad  is  assumed  to  always  transmit 

The  codes  sent  by  the  left  arrow,  right  arrow,  up  arrow,  down  arrow,  and  home  keys  can  be  given  as 

kcubL  kcufl,  kcuul,  kcudl,  and  khome  respectively.  If  there  are  function  keys  such  as  fO,  fl . f63, 

the  codes  they  send  can  be  given  as  kfO,  kfl, . . . ,  kf63.  If  the  first  11  keys  have  labels  other  than  the  de¬ 
fault  fO  through  flO,  the  labels  can  be  given  as  liO,  Ifl,  . . . ,  IflO.  The  codes  transmitted  by  certain  other 
special  keys  can  be  given:  kll  (home  down),  kbs  (BACKSPACE),  ktbc  (clear  all  tab  stops),  kctab  (clear  the 
tab  stop  in  this  column),  kclr  (clear  screen  or  erase  key),  kdchl  (delete  character),  kdll  (delete  line), 
krmir  (exit  insert  mode),  kel  (clear  to  end  of  line),  ked  (clear  to  end  of  screen),  kicbl  (insert  character  or 
enter  insert  mode),  kill  (insert  line),  knp  (next  page),  kpp  (previous  page),  kind  (scroll  forward/down), 
kri  (scroll  backward/up),  khts  (set  a  tab  stop  in  this  column).  In  addition,  if  the  keypad  has  a  3  by  3  array 
of  keys  including  the  four  arrow  keys,  the  other  five  keys  can  be  given  as  kal,  ka3,  kb2,  kcl,  and  kc3. 
These  keys  are  useful  when  the  effects  of  a  3  by  3  directional  pad  are  needed.  Further  keys  are  defined 
above  in  the  capabilities  list 

Strings  to  program  function  keys  can  be  given  as  pfkey,  pfloc,  and  pfx.  A  string  to  program  their  soft- 
screen  labels  can  be  given  as  pin.  Each  of  these  strings  takes  two  parameters:  the  function  key  number  to 
program  (from  0  to  10)  and  the  string  to  program  it  with.  Function  key  numbers  out  of  this  range  may  pro¬ 
gram  undefined  keys  in  a  terminal-dependent  manner.  The  difference  between  the  capabilities  is  that 
pfkey  causes  pressing  the  given  key  to  be  the  same  as  the  user  typing  the  given  string;  pfloc  executes  the 
string  by  the  terminal  in  local  mode;  and  pfx  transmits  the  string  to  the  computer.  The  capabilities  nlab,  Iw 
and  Ih  ^fine  how  many  soft  labels  there  are  and  their  width  and  height  If  there  are  commands  to  turn  the 
labels  on  and  off,  give  them  in  smln  and  rmln.  smln  is  normally  ouq)ut  after  one  or  more  pin  sequences  to 
make  sure  that  the  change  becomes  visible. 

Tabs  and  Initialization 

If  the  terminal  has  hardware  tab  stops,  the  command  to  advance  to  the  next  tab  stop  can  be  given  as  ht 
(usually  CTRL-I).  A  “backtab”  command  which  moves  leftward  to  the  next  tab  stq>  can  be  given  as  cbt. 
By  convention,  if  the  teletype  modes  indicate  that  TAB  characters  are  being  expanded  by  the  computer 
rather  than  being  sent  to  the  terminal,  programs  should  not  use  ht  or  cbt  even  if  they  are  present,  since  the 
user  may  not  have  the  tab  stops  properly  set.  If  the  terminal  has  hardware  tab  stops  which  are  initially  set 
every  n  spaces  when  the  terminal  is  powered  up,  the  numeric  parameter  it  is  given,  showing  the  number  of 
spaces  the  tab  stops  are  set  to.  Hiis  is  normally  used  by  ‘tput  init’  (see  tput(lV))  to  determine  whether  to 
set  the  mode  for  hardware  TAB  expansion  and  whether  to  set  the  tab  stops.  If  the  terminal  has  tab  stops 
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that  can  be  saved  in  nonvolatile  memory,  the  terminfo  description  can  assume  that  they  are  properly  set.  If 
there  ate  commands  to  set  and  clear  tab  stops,  they  can  be  given  as  tbc  (clear  all  tab  stops)  and  hts  (set  a 
tab  stop  in  the  current  column  of  every  row). 

Other  capabilities  include:  isl,  is2,  and  is3,  initialization  strings  for  the  terminal;  iprog,  the  path  name  of  a 
program  to  be  run  to  initialize  the  terminal;  and  if,  the  name  of  a  file  containing  long  initialization  strings. 
These  strings  are  expected  to  set  the  terminal  into  modes  consistent  with  the  rest  of  the  terminfo  descrip¬ 
tion.  They  must  be  sent  to  the  terminal  each  time  the  user  logs  in  and  be  output  in  the  following  order:  run 
the  program  iprog;  output  isl;  output  is2;  set  the  margins  using  mgc,  smgl  and  smgr;  set  the  tab  stops  us¬ 
ing  tbc  and  bts;  print  the  file  if;  and  finally  output  is3.  This  is  usually  done  using  the  init  option  of 
tput(lV). 

Most  initialization  is  done  with  is2.  Special  terminal  modes  can  be  set  up  without  duplicating  strings  by 
putting  the  common  sequences  in  is2  and  special  cases  in  isl  and  is3.  Sequences  that  do  a  harder  reset 
from  a  totally  unknown  state  can  be  given  as  rsl,  rs2,  rf,  and  rs3,  analogous  to  isl,  is2,  is3,  and  if.  (The 
method  using  files,  if  and  rf,  is  used  for  a  few  terminals,  from  /usr/sbare/Iib/tabset/*;  however,  the  recom¬ 
mended  mediod  is  to  use  the  initialization  and  reset  strings.)  These  strings  are  output  by  ‘tput  reset’, 
which  is  used  when  the  terminal  gets  into  a  wedged  state.  Commands  are  normally  placed  in  rsl,  rs2,  rs3, 
and  rf  only  if  they  produce  annoying  effects  on  the  screen  and  are  not  necessary  when  logging  in.  For  ex¬ 
ample,  the  command  to  set  a  terminal  into  80-coIumn  mode  would  normally  be  part  of  is2,  but  on  some  ter¬ 
minals  it  causes  an  annoying  glitch  on  the  screen  and  is  not  normally  needed  since  the  terminal  is  usually 
already  in  80-column  mode. 

If  a  more  complex  sequence  is  needed  to  set  the  tab  stops  than  can  be  described  by  using  tbc  and  hts,  the 
sequence  can  be  placed  in  is2  or  if. 

If  there  are  commands  to  set  and  clear  margins,  they  can  be  given  as  mgc  (clear  all  margins),  smgl  (set  left 
margin),  and  smgr  (set  right  margin). 

Delays 

Certain  capabilities  control  padding  in  the  terminal  driver.  These  are  primarily  needed  by  hard-copy  termi¬ 
nals,  and  are  used  by  ‘tput  init’  to  set  tty  modes  £q)pr{9riately.  Delays  embedckd  in  the  capabilities  cr, 
ind,  cubl,  ff,  and  tab  can  be  used  to  set  the  appropriate  delay  bits  to  be  set  in  the  tty  driver.  If  pb  (padding 
baud  rate)  is  given,  these  values  can  be  ignored  at  baud  rates  below  the  value  of  pb. 

Status  Lines 

If  the  terminal  has  an  extra  “status  line”  that  is  not  normally  used  by  software,  this  fact  can  be  indicated.  If 
the  status  line  is  viewed  as  an  extra  line  below  the  bottom  line,  into  which  one  can  cursor  address  normally 
(such  as  the  Heathkit  H19’s  25th  line,  or  the  24th  line  of  a  VTIOO  which  is  set  to  a  23-line  scrolling  region), 
the  capability  hs  should  be  given.  Special  strings  that  go  to  a  given  column  of  the  status  line  and  return 
from  the  status  line  can  be  given  as  tsi  and  fsl.  (fsl  must  leave  the  cursor  position  in  the  same  place  it  was 
before  tsI.  If  necessary,  the  sc  and  rc  strings  can  be  included  in  tsI  and  fsl  to  get  this  effect.)  The  capabili¬ 
ty  tsI  takes  one  parameter,  which  is  the  column  number  of  the  status  line  the  cursor  is  to  be  moved  to. 

If  escape  sequences  and  other  special  commands,  such  as  TAB,  work  while  in  the  status  line,  the  flag  eslok 
can  be  given.  A  string  which  turns  off  the  status  line  (<»  otherwise  erases  its  contents)  should  be  given  as 
dsl.  If  the  terminal  has  commands  to  save  and  restore  the  position  of  the  cursor,  give  them  as  sc  and  rc. 
The  status  line  is  normally  assumed  to  be  the  san»  width  as  the  rest  of  the  screen,  for  example,  cols.  If  the 
status  line  is  a  different  width  (possibly  because  the  terminal  does  not  allow  an  entire  line  to  be  loaded)  the 
width,  in  columns,  can  be  indicated  with  the  numeric  parameter  wsl. 
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Line  Graphics 

If  the  terminal  has  a  line  drawing  alternate  character  set,  the  nu^ping  of  glyph  to  character  would  be  given 
in  acsc.  The  definititm  of  this  string  is  based  on  the  alternate  character  set  used  in  the  DEC  VTIOO  terminal, 
extended  slightly  with  some  characters  from  the  AT&T  4410vl  terminal. 


glyph  name 

VT100■^ 

character 

arrow  pointing  right 

-1- 

arrow  pointing  left 

> 

arrow  pointing  down 

. 

solid  square  block 

0 

lantern  symbol 

I 

arrow  pointing  up 

- 

diamond 

i 

checker  board  (stipple) 

a 

degree  symbol 

f 

plus/minus 

g 

board  of  squares 

h 

lowCT  right  comer 

j 

upper  right  comer 

k 

upper  left  comer 

1 

loww  left  comer 

m 

plus 

n 

scan  line  1 

0 

horizontal  line 

q 

scan  line  9 

s 

left  tee  (h) 

t 

right  tee  (H) 

u 

bottom  tee  (J.) 

V 

top  tee  (T) 

w 

vatical  line 

X 

bullet 

- 

The  best  way  to  describe  a  new  terminal’s  line  graphics  set  is  to  add  a  third  column  to  the  above  table  with 
the  characters  for  the  new  terminal  that  produce  the  appropriate  glyph  when  the  terminal  is  in  the  alternate 
character  set  mode.  For  example. 


glyph  name 

VTlOO-i- 

char 

new  tty 
char 

upper  left  comer 

1 

R 

lower  left  comer 

m 

F 

upper  right  comer 

k 

T 

lower  ligTit  comer 

j 

G 

horizontal  line 

q 

vertical  line 

X 

Now  write  down  the  characters  left  to  right,  as  in  ‘acsc=lRmFkTjGq\,x.’. 

Miscellaneous 

If  the  terminal  requires  other  than  a  null  (zero)  character  as  a  pad,  then  this  can  be  given  as  pad.  Only  the 
first  character  of  the  pad  string  is  used.  If  the  terminal  does  not  have  a  pad  character,  specify  npc. 

If  the  terminal  can  move  up  or  down  half  a  line,  this  can  be  indicated  with  hu  (half-line  up)  and  hd  (half¬ 
line  down).  This  is  primarily  useful  for  superscripts  and  subscripts  on  hardcopy  terminals.  If  a  hardcopy 
terminal  can  eject  to  the  next  page  (form  feed),  give  this  as  tf  (usually  CTRL-L). 
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If  there  is  a  command  to  repeat  a  given  character  a  given  number  of  times  (to  save  time  transmitting  a  large 
numba  of  identical  characters)  this  can  be  indicated  with  the  parameterized  string  rep.  The  first  parameta 
is  the  character  to  be  repeated  and  the  second  is  the  number  of  times  to  repeat  it.  Thus, 
‘tparm(repeat_char,  ’x’,  10)’  is  the  same  as  ‘xxxxxxxxxx’. 

If  the  terminal  has  a  settable  command  character,  such  as  the  Tektronix  4025,  this  can  be  indicated  with 
cmdch.  A  prototype  command  character  is  chosen  which  is  used  in  all  capabilities.  This  character  is  given 
in  the  cmdch  c^abUity  to  identify  it  On  some  UNIX  systems,  when  the  environment  variable  CC  is  set  to 
a  single-character  value,  all  occurrences  of  the  prototype  character  are  replaced  with  that  character. 

Terminal  descriptions  that  do  not  represent  a  specific  kind  of  known  terminal,  such  as  switch,  dialup, 
patch,  and  network,  should  include  the  gn  (generic)  capability  so  that  programs  can  complain  that  they  do 
not  know  how  to  talk  to  the  terminal.  (Ihis  capability  does  not  apply  to  virtual  terminal  descriptions  for 
which  the  escape  sequences  are  known.)  If  the  terminal  is  one  of  those  supported  by  the  UNIX  system  vir¬ 
tual  terminal  protocol,  the  terminal  nunfi}er  can  be  given  as  vt.  A  litte-tum-around  sequence  to  be  transmit¬ 
ted  before  doing  reads  should  be  specified  in  rfi. 

If  the  terminal  uses  xon/xoff  handshaking  for  fiow  ccHitrol,  give  xon.  Padding  information  should  still  be 
included  so  that  routines  can  make  betta*  decisions  about  costs,  but  actual  pad  characters  will  not  be 
transmitted.  Sequences  to  turn  on  and  off  xon/xoff  handshaking  may  be  given  in  smxon  and  rmxon.  If  the 
characters  used  for  handshaking  are  not  *S  and  'Q  (CTRl^S  and  CTRL-Q,  respectively),  they  may  be 
specified  with  xonc  and  xofTc. 

If  the  terminal  has  a  “meta  key”  which  acts  as  a  shift  key,  setting  the  8th  bit  of  any  character  transmitted, 
this  fact  can  be  indicated  with  km.  Otherwise,  software  will  assume  that  the  8th  bit  is  parity  and  it  will 
usually  be  cleared.  If  strings  exist  to  turn  this  “meta  mode”  on  and  off,  they  can  be  given  as  smm  and 
rmm. 

If  the  terminal  has  more  lines  of  memory  than  will  fit  on  the  screen  at  once,  the  number  of  lines  of  memory 
can  be  indicated  with  Im.  A  value  of  lm#0  indicates  that  the  number  of  lines  is  not  fixed,  but  that  there  is 
still  more  memory  than  fits  on  the  screen. 

Media  copy  strings  which  crxitrol  an  auxiliary  printer  connected  to  the  terminal  can  be  given  as  mcO:  print 
the  contents  of  the  screen,  mc4;  turn  off  the  printer,  and  mc5:  turn  on  the  printer.  When  the  printer  is  on, 
all  text  sent  to  the  terminal  will  be  sent  to  the  printer.  A  variation,  mc5p,  takes  one  parameter,  and  leaves 
the  printer  on  for  as  many  characters  as  the  value  of  the  parameter,  then  turns  the  printer  off.  The  parame¬ 
ter  should  not  exceed  2SS.  If  the  text  is  not  displayed  on  the  terminal  screen  when  the  printer  is  on,  specify 
mc5i  (silent  printer).  All  text,  including  mc4,  is  transparently  passed  to  the  printer  while  an  mc5p  is  in  ef¬ 
fect 

Special  Cases 

The  working  model  used  by  terminfo  fits  most  terminals  reasonably  well.  However,  some  terminals  do  not 
completely  match  that  model,  requiring  special  support  by  terminfo.  These  ate  not  meant  to  be  construed 
as  deficiencies  in  the  terminals;  they  are  just  differences  between  the  working  model  and  the  actual 
hardware.  They  may  be  unusual  devices  or,  for  some  reason,  do  not  have  all  the  features  of  the  terminfo 
model  implemented. 

Tominals  which  can  not  display  tilde  ( " )  characters,  such  as  certain  Hazeltine  terminals,  should  indicate 
hz. 

Terminals  which  ignore  a  LINEFEED  immediately  after  an  am  wrap,  such  as  the  Concept  100,  should  indi¬ 
cate  xenl.  Those  terminals  whose  cursor  remains  on  the  right-most  column  until  another  character  has 
been  received,  rather  than  wrapping  immediately  upon  receiving  the  right-most  character,  such  as  the 
VTIOO,  should  also  indicate  xenl. 

If  el  is  required  to  get  rid  of  standout  (instead  of  writing  normal  text  on  top  of  it),  xhp  should  be  given. 

Those  Teleray  terminals  whose  tabs  turn  all  characters  moved  over  to  blanks,  should  indicate  xt  (destruc¬ 
tive  TAB  characters).  This  capability  is  also  taken  to  mean  that  it  is  not  possible  to  position  the  cursor  on 
top  of  a  “m^ic  cookie”  therefore,  to  erase  standout  mode,  it  is  instead  necessary  to  use  delete  and  insert 
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line. 

Those  Beehive  Superbee  terminals  which  do  not  transmit  the  escape  or  CTRL-C  characters,  should  specify 
xsb,  indicating  that  the  f  1  key  is  to  be  used  for  escape  and  the  f2  key  for  CTRI^C. 

Similar  Terminals 

If  there  are  two  veiy  similar  terminals,  one  can  be  defined  as  being  just  like  the  other  with  certain  excep¬ 
tions.  The  string  capability  use  can  be  given  with  the  name  of  the  similar  terminal.  The  capabilities  given 
before  use  override  those  in  the  terminal  type  invoked  by  use.  A  capability  can  be  canceled  by  placing 
xx@  to  die  left  of  the  ct^ability  definition,  where  xx  is  the  cap^ility.  For  example,  the  entry 

att4424-2|Teletype  4424  in  display  function  group  ii, 
rev@,  sgr@,  smul@,  use=:att4424, 

defines  an  AT&T  4424  terminal  that  does  not  have  the  rev,  sgr,  and  smul  capabilities,  and  hence  cannot  do 
highlighting.  This  is  useful  for  different  mod^  for  a  terminal,  or  for  different  user  preferences.  More  than 
one  use  capability  may  be  given. 

FILES 

/usr/share/lib/terminfo/?/* 

compiled  terminal  description  database 

/usr/share/lib/tabset/*  tab  stop  settings  for  some  terminals,  in  a  format  appropriate  to  be  output  to  the  ter¬ 
minal  (escape  sequences  that  set  margins  and  tab  stops) 

SEE  ALSO 

tput(lV),  curses(3V),  printf(3S),  term(5V),  captoinfo(8V),  infocmp(8V),  tic(8V) 

WARNING 

As  described  in  the  Tabs  and  Initialization  section  above,  a  terminal’s  initialization  strings,  isl,  is2,  and 
is3,  if  defined,  must  be  output  before  a  curses(3V)  program  is  run.  An  available  mechanism  for  ouQ>utting 
such  strings  is  tput  init  (see  tput(lV)). 

Tampering  with  entries  in  /usr/share/lib/termlnfo/?/*  (for  example,  changing  or  removing  an  entry)  can 
affect  programs  that  expect  the  entry  to  be  present  and  correct  In  particular,  removing  the  description  for 
the  “dumb”  terminal  will  cause  unexpected  problems. 
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NAME 

toe  -  table  of  contents  of  optional  clusters  in  Application  SunOS  and  Developer’s  TooMt 

SYNOPSIS 

/usr/lib/load/toc 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

The  toe  file  contains  information  specifying  the  organization  of  the  optional  clusters  in  Application  SunOS 
and  Developer’s  Toolkit  on  the  Sun386i  distribution  media.  Fw  each  cluster,  a  single  line  should  be 
present  with  the  following  informatitm: 

cluster  name 

set  containing  the  cluster  (Application  SunOS  or  Developer’s  Toolkit) 
size  of  the  cluster  (in  kilobytes) 

diskette  volume  of  the  cluster  in  the  set  (for  loading  from  3.5"  diskette) 
tape  and  file  number  of  the  cluster  (for  loading  from  1/4"  tape) 

Items  are  separated  by  a 

Cluster  names  can  contain  any  printable  character  other  than  a  space,  tab,  or  newline  character.  The  set 
containing  the  cluster  is  specified  by  an  ’A’  for  Application  SunOS  or  ’D’  for  Developer’s  Toolkit  The 
diskette  volume  is  the  number  of  the  diskette  within  the  diskette  set  on  which  the  cluster  begins.  The  tape 
and  file  number  specifies  the  tape  and  file  position  of  the  cluster  on  the  tape. 

EXAMPLE 

The  following  is  an  example  to  the  toe  file. 

accounting:  A:55: 14:1@12 

advanced_admin:  A:628: 14: 1@4 

audit:  A:  144: 14:1@8 

comm:A:312:13:l@9 

disk_quotas:A:56:14:l@ll 

doc_prep:A:790:13:l@10 

extended_commands:A:276:13:l@5 

games:A:2351:19:l@17 

mail_plus:A:135:14:l@7 

man_pages:  A:5586: 16: 1@14 

name_server:A:339:14:l@13 

networking_plus:A:610:13:l@6 

old:A:131:14:l@16 

plot:A:227:14:l@14 

spellcheck:  A:455: 13: 1@2 

sysV_commands:A:2S05:14:l@3 

base_devel:D:5389:l:2@2 

plot_devel:D:247:S:2@3 

sccs:D:328:5:2@4 

sunview_devel:D:1768:5:2@5 

sysV_deveI:D:4287:3:2@6 

proflibs:D:4755:4:2@7 

config:D:3065:6:2@8 
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The  fist  line  specifies  that  the  accounting  clusto'  is  part  of  Ajqilication  SunOS  and  requires  SS  kilobytes  of 
disk  storage.  In  the  diskette  distribution,  it  begins  on  diskette  14  of  Application  SunOS  optional  clusters.  In 
the  tape  distribution,  it  can  be  found  on  file  12  of  tape  1.  The  last  line  specifies  that  the  cor^g  cluster  is 
part  of  Developer’s  Toolkit  and  requires  306S  kilobytes  of  disk  storage.  In  the  diskette  distribution,  it  be¬ 
gin  on  diskette  6  of  Developer’s  Toolkit  In  the  tape  distribution,  it  can  be  found  on  file  8  of  tape  2. 

FILES 

/usrAib/load/toc 
SEE  ALSO 

cluster(l)  load(l)  unload(l) 
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NAME 

translate  -  input  and  output  files  for  system  message  translation 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

These  files  are  used  by  syslogd(8)  to  translate  systems  messages.  The  input  file  is  used  to  map  system  mes¬ 
sages  (in  printf(3S)  format  strings)  to  numbers.  This  number  is  then  used  to  locate  a  new  string  in  the  out¬ 
put  file. 

An  initial  part  of  each  line  in  the  input  file  may  specify  that  the  message  should  be  suppressed.  Recognized 
suppression  specifications  are: 

(NONE)  Suppress  the  message  always. 

(n)  Allow  only  one  message  every  n  seconds.  ((10)  for 
example). 

0  Do  not  suppress  the  message.  This  can  be  used  in  a 
message  that  begins  with  a  ’(’. 

Note  that  the  message  suppression  specification  is  optional.  S'  not  present,  the  message  is  not  suppressed. 

Each  line  in  the  ouQ)ut  file  translates  the  numbers  fi'om  the  input  file  into  the  desired  error  messages,  and 
also  specifies  the  format  to  be  used  to  output  each  message.  The  order  of  parameters  passed  from  the  input 
message  can  be  changed,  by  replacing  the  %  of  a  format  phrase  with  a  %num$  where  num  is  a  digit  string. 
For  example,  if  num  is  2,  the  second  parameter  on  the  input  file  line  will  be  used.  The  value  of  num  can  be 
from  1  to  the  number  of  parameters  in  the  input  message. 

If  a  string  is  translated  to  a  number  that  is  not  found  in  the  output  file,  the  message  is  suppressed. 

EXAMPLES 

An  example  input  file: 

$quote  " 

1  "(NONE)(l)  logopen  test  code:  %s\n" 

2  "(10)(2)  logopen  test  code:  %s\n" 

3  "  0(3)  logopen  test  code:  %s\n" 

4  "0(4)  logopen  test  code:  %s\n" 

5  "(10)(5)  logopen  testcode:  %s  *  100\n" 

6  "(10)(6)  logopen  testcode:  %s  *  100\n" 

7  "(10)(7)  logopen  testcode:  %s  *  100\n" 

8  "(10)%s:  %s\n" 

9  "(10)\n%s:  write  failed,  file  system  is  full\n" 

10  "(10)NFS  server  %s  not  responding  still  trying\n" 

11  "  (10)NFS  %s  failed  for  server  %s:  %s\n" 

12  "(lO)NFS  server  %s  ok\n" 

13  "(NONE)\n%s:  write  failed,  file  system  is  full\n" 

14  "(10)NFS  server  %s  not  responding  still  trying\n" 

15  "(lOO)NFS  %s  fafled  for  server  %s:  %s\n" 
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An  example  output  fOie: 

$quote  " 

1  "TRANSLATIONzCl)  logopen  test  code:  %s\n" 

2  "TRANSLATION:  (2)  logopen  test  code:  %s  IS  REALLY\n" 

3  "TRANSLATION:  (3)  logopen  test  code:  %s\n" 

4  "TRANSLATION:  (4)  logopen  test  code:  %s\n" 

5  "TRANSLATION:  (5)  logopen  testcode:  %s  *  100\n" 

6  "TRANSLATION:  (6)  logopen  testcode:  %s  *  100\n" 

7  "TRANSLATION:  (7)  logopen  testcode:  %s  *  100\n" 

8  "TRANSLATION:  %s:  %s\n" 

9  "TRANSLATION:  \n%s:  write  failed,  file  system  is  ful^n" 

10  "TRANSLATION:  NFS  server  %s  not  responding  still  tryingW 

11  "TRANSLATION:  NFS  %s  failed  for  server  %s:  %s\n" 

12  "TRANSLATION:  NFS  server  %s  ok\n" 

13  "Out  of  disk  on  file  system  %s\n" 

14  "Network  file  server  %s  not  ok.  Check  your  cable\n" 

15  "Network  file  server  %2$s  down  (%l$s,  %3$s)\n" 

SEE  ALSO 

syslogd(8) 
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NAME 

tQrtab,  tt)^  -  tenninal  initiidizadon  data 
DESCRIPTION 

Ute  /etc/ttytab  file  contains  inform^on  that  is  used  by  various  routines  to  initialize  and  control  the  use  of 
terminal  special  files.  This  information  is  read  with  tl»  getttyent(3)  liteary  routines.  There  is  one  line  in 
/etc/ttytab  file  per  special  file. 

The  /etc/ttys  file  should  not  be  edited;  it  is  derived  from  /etc/ttytab  by  init(8)  at  boot  time,  and  is  only  in¬ 
cluded  for  backward  compatibility  with  programs  that  may  still  require  it 

Fields  are  separated  by  TAB  and/or  SPACE  characters.  Some  fields  may  contain  more  than  one  word  and 
should  be  enclosed  in  double  quotes.  Blank  lines  and  comments  can  appear  anywhere  in  the  file;  com¬ 
ments  are  delimited  by  ‘#’  and  NEWLINE.  Unspecified  fields  default  to  NULL.  The  first  field  is  the 
terminal’s  entry  in  die  device  directory,  /dev.  The  second  field  of  the  file  is  the  command  to  execute  for  the 
line,  typically  getty(8),  which  performs  such  tasks  as  baud-rate  recognition,  reading  the  Ic^in  natire,  and 
calling  login(l).  It  can  be,  however,  any  desired  command,  for  example  the  start  up  for  a  window  system 
tenninal  emulator  or  some  other  daemon  process,  md  can  contain  multiple  words  if  quoted.  The  third  field 
is  the  type  of  terminal  normally  connected  to  that  tty  line,  as  found  in  the  termcap(S)  data  base  file.  The 
remaining  fields  set  flags  in  the  ty_status  entry  (see  getttyent(3))  or  specify  a  window  system  jn'ocess  that 
init(8)  will  maintain  for  the  terminal  line. 

As  flag  values,  the  strings  on  and  off  specify  whether  init  should  execute  the  command  given  in  the  second 
field,  while  secure  in  addition  to  on  allows  “root”  to  login  on  this  line.  If  the  console  is  not  marked 
“secure,”  die  system  i»-ompts  fw  the  root  password  before  coming  up  in  single-user  mode.  These  flag 
fields  should  not  be  quoted.  The  siring  window=  is  followed  by  a  quoted  command  string  which  init  will 
execute  before  starting  getty.  If  the  line  ends  in  a  comment,  the  comment  is  included  in  the  ty_comment 
field  of  the  ttyent  structure. 


EXAMPLE 


console 

”/usr/etc/getty  std.1200” 

vtlOO 

ttydO 

”/usr/etc/getty  dl200” 

dialup 

ttyhO 

”/usr/etc/getty  std.9600” 

hp2621-nl 

ttyhl 

*7usr/etc/getty  std.9600" 

plugboard 

ttypO 

none 

network 

ttypl 

none 

network 

ttyvO 

*Viisr/new/xterm  -L  :0” 

vslOO 

on  secure 

on  #555-1234 

on  #  254MC 

on  #  John’s  office 

off 

on  window="/usr/new/XvslOO  0" 


The  first  line  permits  “root”  login  on  the  console  at  1200  baud,  and  indicates  that  the  console  is  secure  for 
single-user  operaticai.  The  second  example  allows  dialup  at  1200  baud  without  “root”  login,  and  the  third 
and  fourth  examples  allow  login  at  9600  baud  with  terminal  types  of  hp2621-nl  and  plugboard,  respec¬ 
tively.  The  fifth  and  sixth  lines  are  examples  of  network  pseudo-ttys,  for  which  getty  should  not  be  en¬ 
abled.  The  last  line  shows  a  terminal  emulator  and  window-system  startup  entry. 


FILES 

/dev 

/etc/ttytab 
SEE  ALSO 

login(l),  getttyent(3),  gettytab(5),  termcap(5),  getty(8),  init(8) 
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NAME 

ttytype  -  data  base  of  tenninal  types  by  port 

SYNOPSIS 

/etc/ttytype 

DESCRIPTION 

ttytype  is  a  database  containing,  for  each  tty  port  on  the  system,  the  kind  of  terminal  that  is  athu;hed  to  it. 
There  is  cme  line  per  port,  containing  the  terminal  kind  (as  a  name  listed  in  termcap(S)),  a  SPACE,  and  the 
name  of  the  tty,  minus  /dev/. 

This  information  is  read  by  tset(l)  and  by  l(^in(l)  to  initialize  the  TERM  variable  at  login  time. 

FILES 

/dev/ 

SEE  ALSO 

login(l),  tset(l),  termcap(S) 

BUGS 

Some  lines  are  merely  known  as  “dialup”  or  “plugboard”. 


Sun  Release  4.0 


Last  change:  19  October  1987 


1479 


TYPES (5) 


FILE  FORMATS 


TYPES (5) 


NAME 

types  -  primitive  system  data  types 
SYNOPSIS 

#mclude  <sys/typesJh> 

DESCRIPTION 

The  data  types  defined  in  the  include  file  are  used  in  the  system  code;  some  data  of  these  types  are  accessi¬ 
ble  to  user  code: 

/* 

*  Copyright  (c)  1982, 1986  Regents  of  the  University  of  California. 

*  All  rights  reserved.  The  Berkeley  software  License  Agreement 

*  specifies  the  terms  and  conditions  for  redistribution. 

*/ 

#ifndef  ^TYPES_ 

#define  _TYPES_ 

/* 

*  Basic  system  types. 

*1 

Ifinclude  <sys/sysmacros.h> 

typedef  unsigned  char  u_char; 
typedef  unsigned  short  a_short; 
typedef  unsigned  int  u_int; 
typedef  unsigned  long  u_long; 

typedef  unsigned  short  ushort;/*  System  V  compatibility  */ 
typedef  unsigned  int  uint;/*  System  V  compatibility  *! 

#ifdef  vax 

typedef  struct  _physadr  { int  r[l]; }  *physadr; 
typedef  struct  label_t{ 
int  val[14]; 

)  label_t; 

#endif 

#ifdefmc68000 

typedef  struct  jphysadr  {  short  r[l]; }  *physadr; 
typedef  struct  label_t{ 
int  val[13]; 

}  label_t; 

#endif 
#ifdef  spare 

typedef  struct  _physadr  { int  r[l]; }  *physadr; 
typedef  struct  label_t  { 
int  val[2]; 

}  label_t; 

#endif 

#ifdefi386 

typedef  struct  _physadr  {  short  r[l]; }  jphysadr; 

typedef  struct  label_t  { 

int  val[8]; 

}  labelj; 
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#endif 

typedef  struct 
typedef  long 
typedef  char  * 
typedef  ujong 
typedef  long 
typedef  int 
typedef  long 
typedef  short 
typedef  long 
typedef  u_short 
typedef  u_short 
typedef  long 


_quad  { long  vai[2]; }  quad; 

daddr_t; 

caddr_t; 

ino_t; 

swblk_t; 

size_t; 

thne_t; 

dev_t; 

off_t; 

uid_t; 

gid_t; 

keyj; 


#define  NBBY  8  /*  number  of  bits  in  a  byte  */ 

I* 

*  Select  uses  bit  masks  of  file  descriptors  in  longs. 

*  These  macros  manipulate  such  bit  fields  (the  filesystem  macros  use  chars). 

*  FD_SETSIZE  may  be  defined  by  the  user,  but  the  default  here 

*  should  be  >=  NOFILE  (param.h). 

*1 

#ifndef  FD_SETSIZE 
#define  FD_SETSIZE  256 
#endif 


typedef  long  fd_mask; 

#define  NFDBITS  (sizeof(fd_mask)  *  NBBY)/*  bits  per  mask  */ 

#ifndef  howmany 

#ifdefsun386 

tdefine  howmany(x,  y)  ((((u_int)(x))+(((u_int)(y))-l))/((u_int)(y))) 
#else 

#define  howmany(x,  y)  (((x)+((y)-l))/(y)) 

#endif 

#endif 


typedef  struct  fd_set  { 

fd_mask  fds_bits[howmany(FD_SETSIZE,  NFDBITS)]; 

}  fd_set; 

typedef  char  *  addr_t; 

tdefine  FD_SET(n,  p)  ((p)->fds_bits[(n)/NFDBITS]  |=  (1 « ((n)  %  NFDBITS))) 
#defme  FD_CLR(n,  p)  ((p)->fds_bits[(n)/NFDBITS]  &=  “(1 « ((n)  %  NFDBITS))) 
fdefine  FDJSSET(n,  p)  ((p)->fds_bits[(n)/NFDBITS]  &  (1 « ((n)  %  NFDBITS))) 
#define  FD_ZERO(p)  bzero((char  ♦)(p),  sizeof(*(p))) 

#ifdef  spare 
/* 

*  routines  that  call  setjmp  have  strange  control  flow  graphs, 

*  since  a  call  to  a  routine  that  calls  resume/longjmp  villl  eventually 

*  return  at  the  setjmp  site,  not  the  original  call  site.  This 

*  utterly  wrecks  control  flow  analysis. 

*1 
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extern  int  setjmpO; 

#pragma  unknown__control_flow(setjnip) 

#endif  spare 

#endif  _TYPES_ 

The  fwm  daddrj  is  used  fw  disk  addresses,  see  fs(5).  Times  are  encoded  in  seconds  since  00:00:00  GMT, 
January  1, 1970.  The  major  and  muKH*  parts  of  a  device  code  specify  kind  and  unit  number  of  a  device  and 
are  installation-dependent.  Offsets  are  measured  in  bytes  from  the  beginning  of  a  file.  The  label j  vari¬ 
ables  are  used  to  save  the  processor  state  while  another  process  is  running. 

SEE  ALSO 

adb(l),  Iseek(2),  time(3C),  fs(5) 
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NAME 

tzfile  -  time  zone  information 

SYNOPSIS 

#mclude  <tzfileJi> 

DESCRIPTION 

The  time  zone  infcnmation  files  used  by  tzset(3V)  begin  with  bytes  reserved  for  future  use,  followed  by 
three  four-byte  values  of  type  long,  written  in  a  “standard”  byte  order  (the  high-order  byte  of  the  value  is 
written  first).  These  values  are,  in  order: 

tzhjimecnt  The  number  of  “transition  times”  for  which  data  is  stored  in  the  file. 

tzhjypecnt  The  number  of  “local  time  types”  for  which  data  is  stored  in  the  file 

(must  not  be  zero). 

tzh_charcnt  The  number  of  characters  of  “time  zone  abbreviation  strings”  stored  in 

the  file. 

The  above  header  is  followed  by  tzhjimecnt  four-byte  values  of  type  long,  sorted  in  ascending  order. 
These  values  are  written  in  “standard”  byte  order.  Each  is  used  as  a  transition  time  (as  returned  by  get- 
timeofday(2))  at  which  the  rules  for  computing  local  time  change.  Next  come  tzhjimecnt  one-byte  values 
of  type  unsigned  char;  each  one  tells  which  of  the  different  Qr^s  of  “local  time”  types  described  in  the  file 
is  associated  with  the  same-indexed  transition  time.  These  values  serw  as  indices  into  an  array  of  ttinfo 
structures  that  appears  next  in  the  file;  these  structures  are  defined  as  follows; 

struct  ttinfo  { 

long  tt_gmtoff; 

int  tt_isdst; 

unsigned  int  tt  abbrind; 

j.  - 

Each  structure  is  written  as  a  four-byte  value  for  tt_gmtcff  of  type  long,  in  a  standard  byte  order,  followed 
by  a  one-byte  value  for  ttjsdst  and  a  one-byte  value  for  ttjibbrind.  In  each  structure,  ttjgmtoff  gives  the 
number  of  seconds  to  be  added  to  GMT,  ttjsdst  tells  whethw  tmjsdst  should  be  set  by  localtime  (see 
ctime(3))  and  tt  abbrind  serves  as  an  index  into  the  array  of  time  zone  abbreviation  characters  that  follow 
the  ttirtfo  structuie(s)  in  the  file. 

localtime  uses  the  first  standard-time  ttinfo  structure  in  the  file  (or  simply  the  first  ttinfo  structure  in  the  ab¬ 
sence  of  a  standard-time  structure)  if  eitiher  tzhjimecnt  is  zero  or  the  time  argument  is  less  than  the  first 
transition  time  recorded  in  the  file. 

SEE  ALSO 

gettimeofday(2),  ctime(3),  localtime(3),  tzset(3V) 


Sun  Release  4.0 


Last  change: 


1483 


UPDATERS  (5) 


FDLE  FORMATS 


UPDATERS  (5) 


NAME 

Updaters  -  configuration  file  for  YP  updating 

SYNOPSIS 

/var/yp/updaters 

DESCRIPTION 

The  file  /var/yp/updaters  is  a  makefile  (see  make(l))  which  is  used  for  updating  YP  databases.  Databases 
can  only  be  up^ted  in  a  secure  netwOTk,  that  is,  one  that  has  a  publickey(S)  database.  Each  entry  in  the  file 
is  a  make  target  for  a  particular  YP  database.  For  example,  if  there  is  a  YP  database  named  passwd.byname 
that  can  be  updated,  there  should  be  a  make  target  named  passwd.byname  in  the  updaters  file  with  tt» 
command  to  update  the  file. 

The  infcHmation  necessary  to  make  the  update  is  passed  to  the  update  command  through  standard  input. 
The  information  passed  is  described  below  (all  items  are  followed  by  a  NEWLINE,  except  for  4  and  6) 

•  Network  name  of  client  wishing  to  make  the  update  (a  string) 

•  Kind  of  update  (an  integer) 

•  Numher  of  byt^  in  key  (an  integer) 

•  Actual  bytes  of  key 

•  Number  of  bytes  in  data  (an  integer) 

•  Actual  bytes  of  data 

After  getting  this  information  through  standard  input,  the  command  to  update  the  particular  database  should 
decide  whetho-  the  user  is  allowed  to  make  the  change.  If  not,  it  should  exit  with  the  status 
YPERR_ACCESS.  If  the  user  is  allowed  h)  make  tte  change,  the  command  should  make  the  change  and 
exit  with  a  status  of  zero.  If  there  are  any  errors  that  may  prevent  the  updater  fi'om  making  the  change,  it 
should  exit  with  the  status  that  matches  a  valid  YP  error  code  described  in  <rpcsvc/ypclnt.h>. 

FILES 

/var/yp/updaters 
SEE  ALSO 

make(l),  ypupdate(3N),  publickey(5),  ypupdated(8C) 
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NAME 

utmp,  wtmp,  lastlog  -  login  records 

SYNOPSIS 

#iiiclude  <utmp.h> 

#include  <lastlog.h> 

DESCRIPTION 
utmp  file 

The  utmp  file  records  information  about  who  is  currently  using  the  system.  The  file  is  a  sequence  of  utmp 
structure  entries.  That  structure  is  defined  in  <utmpJi>,  and  ccmtains  the  following  members: 

ut_line  Character  array  containing  the  name  of  the  terminal  on  which  the  user  logged  in. 

ut_name  Character  array  containing  the  name  of  the  user  who  logged  in. 

ut_host  Character  array  containing  the  tuime  of  the  host  from  which  the  user  remotely 
logged  in,  if  they  logged  in  from  another  host;  otherwise,  a  null  string. 

ut_time  long  containing  the  time  at  which  the  user  logged  in,  in  seconds  since  00:00  GMT, 
January  1, 1970. 

Whenever  a  user  logs  in,  login(l)  fills  in  the  entry  in  /etc/utmp  for  the  terminal  on  which  the  user  logged 
in.  When  they  log  out,  imt(8)  clears  that  entry  by  setting  ut_name  and  ut_host  to  null  strings  and  ut_time 
to  the  time  at  which  the  user  logged  out. 

Some  window  systems  will  make  entries  in  utmp  for  terminal  emulation  windows  running  shells,  so  that  li¬ 
brary  routines  such  as  getlogin  will  work  correctly  in  that  window.  These  entries  do  not  directly  represent 
logged-in  users;  they  are  associated  with  a  user  who  has  already  logged  into  the  system  on  another  termi¬ 
nal.  These  entries  generally  have  a  ut_line  field  that  refers  to  a  pseudo-terminal,  and  a  ut_host  field  that  is 
a  null  string.  The  macro  nonuser,  defined  in  <utmp.h>,  takes  a  pointer  to  a  utmp  structure  as  an  argument 
and,  if  the  entry  has  a  ut_line  field  that  refers  to  a  pseudo-terminal,  and  a  ut_host  field  that  is  a  null  string, 
will  return  1;  otherwise,  it  will  return  0.  This  can  be  used  by  programs  that  print  information  about 
logged-in  users  if  they  should  not  list  entries  made  for  logged-in  users’  additional  windows. 

wtmp  file 

The  wtmp  file  records  all  logins  and  logouts.  It  also  consists  of  a  sequence  of  utmp  entries. 

Whenever  a  user  logs  in,  login  appends  a  record  identical  to  the  record  it  placed  in  utmp  to  the  end  of 
/var/adm/wtmp.  Whenever  a  user  logs  out,  init  appends  a  record  with  ut_line  equal  to  the  terminal  that 
the  user  was  logged  in  on,  ut_name  and  ut_host  null,  and  ut_time  equal  to  the  time  at  which  the  user 
logged  out. 

When  the  system  is  shut  down,  init  appends  a  record  with  a  ut_Iine  of  ',  a  ut_name  of  shutdown,  a  null 
ut_host,  and  a  ut_time  equal  to  the  time  at  which  the  shutdown  occurred.  When  the  system  is  rebooted, 
init  appends  a  record  with  a  ut_Iine  of ",  a  ut_name  of  reboot,  a  null  ut_host,  and  a  ut_time  equal  to  the 
time  at  which  init  wrote  the  record. 

When  the  date  command  is  used  to  change  the  system-maintained  time,  date  appends  a  record  with  a 
ut_line  of  |,  ut_name  and  ut_host  null,  and  ut_time  equal  to  the  system  time  before  the  change,  and  then 
appends  a  record  with  a  ut_line  of  {,  ut_name  and  ut_host  null,  and  ut_time  equal  to  the  system  time  after 
the  change. 

None  of  the  programs  that  maintain  wtmp  create  the  file,  so  that  if  record-keeping  is  to  be  enabled,  it  must 
be  created  by  hand  as  a  zero-length  file,  and  if  it  is  removed,  record-keeping  is  turned  off.  It  is  summarized 
byac(8). 

As  wtmp  is  appended  to  whenever  a  user  logs  in  or  out,  it  should  be  truncated  periodically  so  that  it  does 
not  consume  all  the  disk  space  on  its  file  system. 

lastlog  file 

The  lastlog  file  records  the  most  recent  login-date  for  every  user  logged  in.  The  file  is  a  sequence  of  last- 
log  structure  entries.  That  structure  is  defined  in  <lastlog.h>,  and  contains  the  following  members: 


Sun  Release  4.0 


Last  change:  17  November  1987 


1485 


UTMP(5) 


FILE  FORMATS 


UTMP(5) 


ll_tiine  long  (xmtaining  the  time  at  which  the  user  logged  in,  in  seconds  since  00:00  GMT, 
January  1, 1970. 

n_line  Charact^  array  containing  the  name  of  the  terminal  (»i  which  the  user  logged  in. 

ll_host  Character  array  coitaining  die  name  of  the  host  from  which  the  user  remotely 
logged  in,  if  they  logged  in  from  another  host;  odierwise,  a  null  string. 

When  reporting  (and  updating)  the  most  recent  login  date,  login  performs  an  ]seek(2)  to  a  byte-offset  in 
/var/adm/lastlog  corresponding  to  the  userid.  Because  the  count  of  userids  may  be  high,  whereas  the 
number  actual  users  may  be  small  within  a  network  environment  the  bulk  of  this  file  may  never  be  allocat¬ 
ed  by  the  file  system  even  though  an  offset  may  appear  to  be  quite  large.  Although  Is(lV)  may  show  it  to 
be  large,  chances  are  that  this  file  need  not  trancat^  du(lV)  will  report  the  correct  (smaller)  amount  of 
space  actually  allocated  to  it. 

FILES 

/etc/utmp 

/var/adm/wtmp 

/var/adm/lastlog 

SEEALSO 

login(l),  who(l),  ac(8),  init(8) 
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NAME 

uuencode  -  format  of  an  encoded  uuencode  file 
DESCRIPTION 

Files  output  by  uuencode(lC)  consist  of  a  header  line,  followed  by  a  number  of  body  Unes,  and  a  trailer 
line,  uudecode  (see  uuencode(lC)}  will  ignore  any  lines  preceding  the  header  or  following  the  trailer. 
Lines  preceding  a  header  must  not,  of  course,  look  like  a  header. 

The  header  line  is  distinguished  by  having  the  first  6  characters  ‘begin  ’.  The  word  begin  is  followed  by  a 
mode  (in  octal),  and  a  string  which  names  the  remote  file.  Spaces  separate  the  three  items  in  the  header 
line. 

The  body  consists  of  a  number  of  lines,  each  at  most  62  characters  long  (including  the  trailing  NEWLINE). 
These  consist  of  a  character  count,  followed  by  encoded  characters,  followed  by  a  NEWLINE.  The  charac¬ 
ter  count  is  a  single  printing  character,  and  represents  an  integer,  the  number  of  bytes  the  rest  of  the  line 
represents.  Such  integers  are  always  in  the  range  from  0  to  63  and  can  be  determined  by  subtracting  the 
character  space  (octal  40)  from  the  character. 

Groups  of  3  bytes  are  stored  in  4  characters,  6  bits  per  character.  All  are  offset  by  a  SPACE  to  make  the 
characters  printing.  The  last  line  may  be  shorter  than  the  normal  45  bytes.  If  the  size  is  not  a  multiple  of  3, 
this  fact  can  be  determined  by  the  value  of  the  count  on  the  last  line.  Extra  garbage  will  be  included  to 
make  the  character  count  a  multiple  of  4.  The  body  is  terminated  by  a  line  with  a  count  of  zero.  This  line 
consists  of  one  ASCII  SPACE. 

The  trailer  line  consists  of  end  on  a  line  by  itself. 

SEE  ALSO 

mail(l),  uuencode(lC),  uucp(lC),  uusend(lC) 
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NAME 

vfont  -  font  formats 

SYNOPSIS 

#mclude  <vfont.h> 

DESCRIPTION 

The  fonts  used  by  the  window  system  and  printer/plotters  have  the  following  format.  Each  font  is  in  a  file, 
which  ccHitains  a  header,  an  array  of  character  description  structures,  and  an  array  of  bytes  containing  the 
bit  maps  for  the  characters.  The  header  has  the  following  format: 

struct  header  { 

short  magic; 

unsigned  shortsize; 
short  maxx; 

short  maxy; 

short  xtend; 

}; 

fdeline  VFONT_MAGIC  0436 

maxx  and  maxy  are  intended  to  be  the  maximum  horizontal  and  vertical  size  of  any  glyph  in  the  font,  in  ras¬ 
ter  lines.  (A  glyph  is  just  a  printed  representation  of  a  character,  in  a  particular  size  and  font)  The  size  is 
the  total  size  of  the  bit  maps  for  the  characters  in  bytes.  The  xtend  field  is  not  currently  used. 

After  the  header  is  an  array  of  NUM_DISPATCH  structures,  one  for  each  of  the  possible  characters  in  the 
font  Each  element  of  the  array  has  the  fcnm: 

struct  dispatch  { 

unsigned  shortaddr;  I*  &(glyph)  -  &(start  of  bitmaps)  *! 

short  nbytes;  /*  #  bytes  of  glyphs  (0  if  no  glyph)  */ 

char  up,  down,  left,  right;  I*  Widths  from  baseline  point  *! 

short  width;  /♦  Logical  width,  used  by  troff  */ 

}; 

#deflne  NUM_DISPATCH  256 

The  nbytes  field  is  nonzero  for  characters  which  actually  exist  For  such  characters,  the  addr  field  is  an 
offset  into  the  bit  maps  to  where  the  character’s  bit  map  begins.  The  up  ,  down,  and  right  fields  are 
offsets  fi'om  the  base  point  of  the  glyph  to  the  edges  of  the  rectangle  which  the  bit  m^  represents.  (The 
imaginary  “base  point’’  is  a  point  which  is  vertically  on  the  “base  line’’  of  the  glyph  (the  bottom  line  of  a 
glyph  which  does  not  have  a  descender)  and  horizontally  near  the  left  edge  of  the  glyph;  often  3  or  so  pix¬ 
els  past  the  left  edge.)  The  bit  map  contains  up+down  rows  of  data  for  the  character,  each  of  which  has 
left+right  columns  (bits).  Each  row  is  rounded  up  to  a  number  of  bytes.  The  width  field  represents  the  log¬ 
ical  width  of  the  glyph  in  bits,  and  shows  the  horizontal  displacement  to  the  base  point  of  the  next  glyph. 

FILES 

/usr/lib/vfont/* 

/usr/lib/fonts/fixedwidthfonts/* 

SEE  ALSO 

troff(l),  vfontinfo(l),  vswap(l) 

BUGS 

A  machine-independent  font  format  should  be  defined.  The  shorts  in  the  above  structures  contain  different 
bit  patterns  depending  whether  the  font  file  is  for  use  mi  a  VAX  or  a  Sun.  The  vswap  program  must  be 
used  to  convert  one  to  the  other. 


/*  Magic  number  VFONT_MAGIC  ♦/ 
!*  Total  #  bytes  of  bitmaps  *! 

I*  Maximum  horizontal  glyph  size  */ 
I*  Maximum  vertical  glyph  size  */ 

/*  (unused)  ♦/ 
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NAME 

vgrindefs  -  vgrind’s  language  definition  data  base 

SYNOPSIS 

/usr/lib/vgrindefs 

DESCRIPTION 

vgrindefs  contains  all  language  definitions  for  vgrind.  The  data  base  is  very  similar  to  termcap(S).  Capa¬ 
bilities  in  vgrindefs  are  of  two  types;  Boolean  capabilities  which  indicate  Aat  the  language  has  some  par¬ 
ticular  feature  and  string  capabilities  which  give  a  regular  expression  or  keyword  list  Entries  may  con¬ 
tinue  onto  multiple  lines  by  giving  a  \  as  the  last  character  of  a  line.  Lines  starting  with  #  are  comments. 


Capabilities 

The  following  table  names  and  describes  each  capability. 


Name 

Type 

ab 

str 

ae 

str 

bb 

str 

be 

str 

cb 

str 

ce 

str 

id 

str 

kw 

str 

lb 

str 

le 

str 

oc 

bool 

pb 

str 

pi 

bool 

px 

str 

sb 

str 

se 

str 

tc 

str 

tl 

bo< 

Description 

Regular  expression  for  the  start  of  an  alternate  form  comment 
Regular  expression  for  the  end  of  an  alternate  form  comment 
Regular  expression  for  the  start  of  a  block 
Regular  expression  for  the  end  of  a  lexical  block 
Regular  expression  for  the  start  of  a  comment 
Regular  expression  for  the  end  of  a  comment 

String  giving  characters  other  than  letters  and  digits  that  may  legally  occur  in  identifiers 

(default  *_’) 

A  list  of  keywords  separated  by  spaces 
Regular  expression  for  the  start  of  a  character  constant 
Regular  expression  for  the  end  of  a  character  constant 
Present  means  upper  and  lower  case  are  equivalent 
Regular  expression  for  start  of  a  procedure 

Procedure  definitions  are  constrained  to  the  lexical  level  matched  by  the  ‘px’  capability 
A  match  for  this  regular  expression  indicates  that  procedure  definitions  may  occur  at  the  next 
lexical  level.  Useful  for  lisp-like  languages  in  which  procedure  definitions  occur  as  subex¬ 
pressions  of  defuns. 

Regular  expression  for  the  start  of  a  string 

Regular  expression  for  the  end  of  a  string 

Use  the  named  entry  as  a  continuation  of  this  one 

Present  means  procedures  are  only  defined  at  the  top  lexical  level 


Regular  Expressions 

vgrindefs  uses  regular  expressions  similar  to  those  of  ex(l)  and  lex(l).  The  characters  and  ‘\’ 

are  reserved  characters  and  must  be  ‘quoted’  with  a  preceding  \  if  they  are  to  be  included  as  normal  charac¬ 
ters.  The  metasymbols  and  their  meanings  are; 

$  The  end  of  a  line 

'  The  beginning  of  a  line 

\d  A  delimiter  (space,  tab,  newline,  start  of  line) 

\a  Matches  any  string  of  symbols  (like  in  lex) 

\p  Matches  any  identifier.  In  a  procedure  definition  (the  ‘pb’  capability)  the  string  that  matches  this 
symbol  is  used  as  the  procedure  name. 

0  Grouping 

I  Alternation 

?  Last  item  is  optional 

\e  Preceding  any  string  means  that  the  string  will  not  match  an  input  string  if  the  input  string  is  pre¬ 
ceded  by  an  escape  character  (\).  This  is  typically  used  for  languages  (like  C)  that  can  include  the 
string  delimiter  in  a  string  by  escaping  it. 
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Unlike  other  regular  expressions  in  the  system,  these  match  words  and  not  characters.  Hence  something 
like  ‘(tranip|steamer)flies?’  would  match  ‘tramp’,  ‘steamer’,  ‘trampflies’,  or  ‘steamerfiies’.  Q)ntrary  to 
some  forms  of  regular  expressions,  vgrindef  alternation  binds  very  tightly.  Grouping  parentheses  are 
likely  to  be  necessary  in  expressions  involving  alternation. 

Keyword  List 

The  keyword  list  is  just  a  list  of  keywords  in  the  language  separated  by  spaces.  If  the  ‘oc’  boolean  is 
specified,  indicating  that  upper  and  lower  case  are  equivalent,  then  all  the  keywords  should  be  specified  in 
lower  case. 

EXAMPLE 

The  following  entry,  which  describes  the  C  language,  is  typical  of  a  language  entry. 

C|c|the  C  programming  language^ 

:pb=''\d?*?\d?\p\d??):bb={:be=};cb=/*:ce=*/:sb=";se=\e":\ 

:lb=’;Ie=\e’:tl:\ 

:kw=asm  auto  break  case  char  continue  default  do  double  else  enum\ 
extern  float  for  fortran  goto  if  int  long  register  return  short\ 
sizeof  static  struct  switch  typedef  union  unsigned  while  #define\ 

#else  #endif  #if  #ifdef  #ifndcf  #include  #undef  #  define  else  endii\ 
if  ifdef  ifndef  include  undef: 

Note  that  the  first  field  is  just  the  language  name  (and  any  variants  of  it).  Thus  the  C  language  could  be 
specified  to  vgrind{l)  as  ‘c’  or  ‘C’. 

FILES 

/usr/lib/vgrindefs  file  containing  terminal  descriptions 

SEE  ALSO 

vgrind(l),  troff(l) 
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NAME 

ypfiles  -  Ihe  Yellow  Pages  database  and  directoiy  structure 
DESCRIPTION 

The  Yellow  Pages  (YP)  network  lookup  service  uses  a  distributed,  replicated  database  of  dbm  files  con¬ 
tained  in  the  /var/yp  directory  hierarchy  on  each  YP  serv^.  A  dhm  database  consists  of  two  files,  create 
by  calls  to  the  ndbm(3)  library  package.  One  has  the  filename  extension  .pag  and  the  other  has  the 
filename  extension  .dir.  For  instance,  the  database  named  bosts.byname,  is  implemented  by  the  pair  of 
files  hosts.byname.pag  and  hosts.byname.dir. 

A  dbm  database  served  by  the  YP  is  called  a  YP  map.  A  YP  domain  is  a  subdirectory  of  /var/yp  containing 
a  set  of  YP  maps.  Any  number  of  YP  domains  can  exist.  Each  may  contain  any  number  of  maps. 

No  maps  are  required  by  the  YP  lookup  service  itself,  although  they  may  be  required  for  the  normal  opera¬ 
tion  of  other  parts  of  the  system.  There  is  no  list  of  maps  which  YP  serves  —  if  the  map  exists  in  a  given 
domain,  and  a  client  asks  about  it,  the  YP  will  serve  iL  For  a  map  to  be  accessible  consistratly,  it  must  ex¬ 
ist  on  all  YP  servers  that  serve  the  domain.  To  provide  data  consistency  between  the  replicated  maps,  an 
entry  to  run  ypxfr  periodically  should  be  made  in  the  super-user’s  crontab  file  on  each  server.  More  infor¬ 
mation  on  this  topic  is  in  ypxfr(8). 

YP  maps  should  contain  two  distinguished  key-value  pairs.  The  first  is  the  key  YP_LAST_MODIFIED, 
having  as  a  value  a  ten-character  ASCII  order  number.  The  order  number  should  be  the  system  time  in 
seconds  when  the  map  was  built.  The  second  key  is  YP_MASTER_NAME,  with  the  name  of  the  YP  master 
server  as  a  value.  makedbm(8)  generates  both  key-value  pairs  automatically.  A  map  that  does  not  contain 
both  key-value  pairs  can  be  served  by  the  YP,  but  the  ypserv  process  will  not  be  able  to  return  values  for 
“Get  order  number”  or  “Get  master  name”  requests.  See  ypserv(8).  In  addition,  values  of  these  two 
keys  are  used  by  ypxfr  when  it  transfers  a  map  from  a  master  YP  server  to  a  slave.  If  ypxfir  cannot  figure 
out  where  to  get  the  map,  or  if  it  is  unable  to  determine  whether  the  local  copy  is  more  recent  than  the  copy 
at  the  master,  you  must  set  extra  command  line  switches  when  you  run  it. 

YP  maps  must  be  generated  and  modified  only  at  the  master  server.  They  are  copied  to  the  slaves  using 
ypxfr(8)  to  avoid  potential  byte-ordering  problems  among  YP  servers  running  on  machines  with  different 
architectures,  and  to  minimize  the  amount  of  disk  space  required  for  the  dbm  files.  The  YP  database  can  be 
initially  set  up  for  both  masters  and  slaves  by  using  ypinit(8). 

After  the  server  databases  are  set  up,  it  is  probable  that  the  contents  of  some  m^s  will  change.  In  general, 
some  ASCn  source  v^ion  of  the  database  exists  on  the  master,  and  it  is  changed  with  a  standard  text  edi- 
tOT.  The  update  is  incorporated  into  the  YP  map  and  is  propagated  from  the  master  to  the  slaves  by  running 
/var/yp/Makefile.  All  Sun-supplied  maps  have  entries  in  /var/yp/Makefile;  if  you  add  a  YP  map,  edit  this 
file  to  support  the  new  map.  The  makefile  uses  makedbm(8)  to  generate  the  YP  map  on  the  master,  and 
yppush(8)  to  propagate  the  changed  map  to  the  slaves,  yppush  is  a  client  of  the  map  ypservers,  which 
lists  all  the  YP  servers.  For  more  information  on  this  topic,  see  yppush(8). 

FILES 

/var/yp 

/var/yp/Makefile 
SEE  ALSO 

dbm(3X),  makedbm(8),  rpcinfo(8C),  ypinit(8),  ypmake(8),  yppoll(8),  yppush(8),  ypserv(8),  ypxfr(8). 


Sun  Release  4.0 


Last  change;  14  December  1987 


1491 


INTRO  (6) 


GAMES  AND  DEMOS 


INTRO(6) 


NAME 

intro  -  inttoduction  to  games  and  demos 
DESCRIPTION 

This  section  describes  available  games  and  dmos. 
LIST  OF  GAMES  AND  DEMOS 


Name 

Appears  on  Page 

Description 

adventure 

adventure(6) 

an  exploration  game 

arithmetic 

arithmetic(6) 

provide  drill  in  number  facts 

backgammon 

backgammon(6) 

the  game  of  backgammon 

banner 

banner(6) 

print  large  banner  on  printer 

battlestar 

battlestar(6) 

a  trc^ical  adventure  game 

bed 

bcd(6) 

convm  to  antique  media 

bj 

bj(6) 

the  game  of  black  jack 

boggle 

boggle(6) 

play  the  game  of  boggle 

boggletool 

boggletooKQ 

play  a  game  of  boggle 

bouncedemo 

graphics_demos(6) 

gr^hics  demonstration  programs 

Canfield 

canfield(6) 

Canfield  solitaire  card  game 

canfieldtool 

canfield(6) 

Canfield  solitaire  card  game 

canvas_demo 

sunview_demos(6) 

Window-System  demonstration  programs 

cfscores 

canfield(6) 

Canfield  solitaire  card  game 

chase 

chase(6) 

try  to  escape  to  killer  rotx^ 

chess 

chess(6) 

the  game  of  chess 

chesstool 

chesstool(Q 

window-based  firont-end  to  chess  program 

ching 

ching(Q 

the  book  of  changes  and  other  cookies 

craps 

craps(6) 

the  game  of  craps 

cribbage 

cribbage(6) 

the  card  game  cribbage 

cursor_demo 

sonview_demos(6) 

Window-System  demonstration  (sograms 

factor 

factor(6) 

factor  a  number,  generate  large  primes 

fish 

fish(6) 

play  “Go  Fish” 

fortune 

fortune(6) 

print  a  random,  hopefully  interesting,  adage 

framedemo 

graphics_demos(6) 

graphics  demonstration  programs 

gammontool 

gammontool(6) 

play  a  game  of  bacl^ammon 

graphics_demos 

graphics  demos(6) 

graphics  demonstration  programs 

hack 

hack(6) 

replacement  for  rogue 

hangman 

hangman(6) 

computer  version  of  the  game  hangman 

hunt 

hunt(6) 

a  multiplayer  multiterminal  game 

jumpdemo 

graphics  demos(6) 

graphics  demonstration  programs 

life 

life(6) 

John  Conway’s  game  of  life 

mille 

mille(6) 

play  Mille  Homes 

monop 

m(mop(6) 

Monopoly  game 

moo 

moo(6) 

guessing  game 

number 

number(6) 

convm  Arabic  numerals  to  English 

ppt 

bcd(6) 

convert  to  antique  media 

primes 

factor(6) 

f»;tor  a  number,  generate  large  primes 

primes 

primes(6) 

print  all  primes  larger  than  some  given  number 

quiz 

quiz(6) 

test  your  knowledge 

rain 

rain(6) 

animated  raindrops  display 

random 

random(6) 

select  lines  randomly  fom  a  file 

robots 

robots(6) 

fight  off  villainous  robots 

snake 

snake(6) 

display  chase  game 

snscore 

snake(6) 

display  chase  game 

spheresdemo 

graphics_demos(6) 

graphics  demonstration  programs 
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sunview_demos 

trek 

worm 

worms 

wump 


sunview_demos(6) 

trek(6) 

worm(6) 

worms(6) 

wump(6) 


Window-System  demonstration  programs 
tiekkie  game 

play  the  growing  worm  game 
animate  worms  on  a  display  terminal 
the  game  of  hunt-the-wumpus 
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NAME 

adventure  -  an  exploration  game 
SYNOPSIS 

/usr/games/adventure 

DESCRIPTION 

The  object  of  the  game  is  to  locate  and  explore  Colossal  Cave,  find  the  treasures  hidden  there,  and  bring 
them  back  to  the  building  with  you.  The  program  is  self-describing  to  a  point,  but  part  of  the  game  is  to 
discovo:  its  rules. 

To  terminate  a  game,  type  quit;  to  save  a  game  for  later  resumption,  type  suspend. 

BUGS 

Saving  a  game  creates  a  large  executable  file  instead  of  just  the  information  needed  to  resume  the  game. 
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NAME 

arithmetic  -  provide  drill  in  number  facts 
SYNOPSIS 

/usr/games/arithmetic  [  +-x/  ]  [  range  ] 

DESCRIPTION 

arithmetic  types  out  simple  arithmetic  problems,  and  waits  for  an  answ^  to  be  typed  in.  If  the  answer  is 
COTrect,  it  types  back  “Right!”,  and  a  new  problem.  If  the  answer  is  wrong,  it  replies  “What?”,  and  waits 
for  another  answer.  Every  twenty  problems,  it  publishes  statistics  on  correctness  and  the  time  required  to 
answer. 

To  quit  the  program,  type  an  interrupt  (DELETE  character).  < 

The  first  optional  argument  determines  the  kind  of  problem  to  be  generated;  *+’,  ‘x’,  V’  respectively 

cause  addition,  subtraction,  multiplication,  and  division  problems  to  be  generated.  One  or  more  characters 
can  be  given;  if  more  than  one  is  giv^,  the  different  types  of  problems  will  be  mixed  in  random  order; 
default  is  +-. 

range  is  a  decimal  number;  all  addends,  subtrahends,  differences,  multiplicands,  divisors,  and  quotients 
will  be  less  than  or  equal  to  the  value  of  range.  Default  range  is  10. 

At  the  start,  all  numbers  less  than  or  equal  to  range  are  equally  likely  to  appear.  If  the  respondent  makes  a 
mistake,  the  numbers  in  the  problem  which  was  missed  become  more  likely  to  reappear. 

As  a  matter  of  educational  philosophy,  the  program  will  not  give  correct  answers,  since  the  learner  should, 
in  principle,  be  able  to  calculate  them.  Thus  the  program  is  intended  to  provide  drill  for  someone  just  past 
the  first  learning  stage,  not  to  teach  number  facts  de  novo.  For  almost  all  users,  the  relevant  statistic  should 
be  time  per  problem,  not  percent  correct 
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NAME 

backgammon  -  the  game  of  backgammon 
SYNOPSIS 

backgammon  [  -  ]  [  n  r  w  b  pr  pw  pb  tterm  sfilename  ] 

DESCRIPnON 

backgammon  lets  you  play  backgammon  against  the  computer  or  against  a  'Mend’.  All  commands  only 
are  one  letter,  so  you  don’t  need  to  type  a  carriage  return,  except  at  the  end  of  a  move,  backgammon  is 
mosdy  self  documenting,  so  that  a  q  ?  (question  mark)  will  usually  get  some  help.  If  you  answer  y  when 
backgammon  asks  if  you  want  the  rules,  you  will  get  text  explaining  the  rules  of  the  game,  some  hints  on 
strategy,  instruction  on  how  to  use  backgammon,  and  a  tutorial  consisting  of  a  practice  game  against  the 
computer.  A  description  of  how  to  use  backgammon  can  be  obtained  by  answering  y  when  it  asks  if  you 
want  instructions.  The  possible  arguments  for  backgammon  (most  are  unnecesary  but  some  are  very  con¬ 
venient)  consist  of: 

n  don’t  ask  for  rules  or  instructions 
r  player  is  red  (implies  n) 
w  player  is  white  (implies  n) 
b  two  playCTS,  red  and  white  (implies  n) 
pr  print  the  board  before  red’s  turn 
pw  print  the  board  before  white’s  turn 
pb  print  the  board  before  both  player’s  turn 

tterm  taminal  is  type  term ,  uses  letcitermcap ,  otherwise  uses  the  TERM  environment  variable. 

^le  recovCT  previously  saved  game  from  file.  This  can  also  be  done  by  executing  the  saved 
file,  that  is,  typing  its  name  in  as  a  command. 

Arguments  may  be  optionally  preceded  by  a  -  sign.  Several  arguments  may  be  concatenated  together,  but 
not  after  s  or  t  arguments,  since  they  can  be  followed  by  an  arbitrary  string.  Any  unrecognized  arguments 
are  ignored.  An  argument  of  a  lone  -  gets  a  description  of  possible  arguments. 

If  term  has  capabilities  for  direct  cursor  movement,  backgammon  ‘fixes’  the  board  after  each  move,  so 
the  board  does  not  need  to  be  reprinted,  unless  the  screen  suffers  some  horrendous  malady.  Also,  any  ‘p’ 
option  will  be  ignored. 

QUICK  REFERENCE 

When  backgammon  prompts  by  typing  only  your  color,  type  a  space  or  carriage  return  to  roll,  or 
d  to  double 

p  to  print  the  board 
q  to  quit 

s  to  save  the  game  for  later 
When  backgammon  prompts  with  ’Move:’,  type 
p  to  print  the  board 

q  to  quit 

s  to  save  the  game 

or  a  move,  which  is  a  sequence  of 
s-f  move  from  s  to  f 

s/r  move  one  man  on  s  the  roll  r  separated  by  commas  or  spaces  and  ending  with  a  newline. 
Available  abbreviations  are 
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FILES 

BUGS 


s-fl-f2  means  s-fi^-f2 
s/rlr2  means  s/rl^r2 

Use  b  for  bar  and  h  for  home,  or  0  or  25  as  impropriate. 

/usr/games/teachgammon  rules  and  tutorial 

/etc/termcap  terminal  capabQities 

backgammon’s  strategy  needs  much  work. 
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NAME 

banner  -  print  large  banner  on  printer 
SYNOPSIS 

/usr/games/banner  [  -wn  ]  message . . . 

DESCRIPTION 

banner  [Hints  a  large,  high  quality  banner  on  the  standard  output.  If  the  message  is  omitted,  it  ptompts  for 
and  reads  one  line  of  its  standard  input.  If  -w  is  given,  the  output  is  reduced  frcmi  a  width  of  132  to  « ,  suit¬ 
able  for  a  narrow  tmninal.  If  n  is  omitted,  it  defaults  to  80. 

The  output  should  be  printed  on  a  hard-copy  device,  up  to  132  columns  wide,  with  no  breaks  between  the 
pages.  The  volume  is  enough  that  you  want  a  printer  or  a  fast  hardcopy  terminal,  but  if  you  are  patient,  a 
decwriter  or  other  300  baud  terminal  will  do. 

BUGS 

Several  ASCII  charact^s  are  not  defined,  notably  *<’,  *>’,  ‘[’,  ‘  ‘I’,  and 

Also,  the  characters  and  are  funny  looking  (but  in  a  useful  way.) 

The  -w  option  is  implemented  by  skipping  some  rows  and  columns.  The  smaller  it  gets,  the  grainier  the 
output.  Sometimes  it  runs  letters  together. 
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NAME 

battlestar  -  a  tn^ical  adventure  game 

SYNOPSIS 

batttestar  [  -r  ] 

DESCRIPTION 

battlestar  is  an  adventure  game  in  the  classic  style.  Ifowever,  it  is  slightly  less  of  a  puzzle  and  more  a 
game  of  exploration.  There  are  a  few  magical  words  in  the  game,  but  <hi  the  whole,  simple  English  should 
suffice  to  make  one’s  desires  understandable  to  the  parser. 

OPTIONS 

-r  RecovCT  a  saved  game. 

THE  SETTING 

In  the  days  before  the  darkness  came,  when  battlestars  ruled  the  heavens... 

Three  He  made  and  gave  them  to  His  daughters. 

Beautiful  nymphs,  the  goddesses  of  the  waters. 

One  to  bring  good  luck  and  simple  feats  of  wonder. 

Two  to  wash  the  lands  and  chum  the  waves  asunder. 

Three  to  mle  the  world  and  purge  the  skies  with  thunder. 

In  those  times  great  wizards  were  known  and  their  powers  w^  beyond  belief.  They  could  take  any  object 
from  thin  air,  and,  uttering  the  word  ‘su’,  could  disappear. 

In  those  times  men  ■were  known  for  their  lust  of  gold  and  de^e  to  wear  fine  we^ns.  Swords  and  coats  of 
mail  wo'e  fashioned  that  could  withstand  a  laser  blast 

But  when  the  darkness  fell,  the  rightful  reigns  were  toppled.  Swords  and  helms  and  heads  of  state  went 
rolling  across  the  grass.  The  entire  fleet  of  battlestars  was  reduced  to  a  single  ship. 

USAGE 

Sample  Commands 

take  —  take  an  object 

drop  ---  drop  an  object 

wear  —  wear  an  object  you  are  holding 

draw  —  carry  an  object  you  are  wearing 

put(Mi  —  take  an  object  and  wear  it 

takeoff  ---  draw  an  object  and  drop  it 

throw  <object><diiection> 

!  <shell  esc> 

Implied  Objects 

>-:  take  watermelon 
watermelon: 

Taken. 

>-:  eat 
watermelon: 

Eaten. 

>-:  take  knife  and  sword  and  an>le,  drop  all 
knife: 

Taken. 

broadsword: 

Taken. 

apple: 

T^en. 

knife: 

Dropped. 
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broadsword: 

Dropped. 

apple: 

Dropped. 

>-:  get 
knife: 

Taken. 

Notice  that  the  “shadow”  of  the  next  word  stays  around  if  you  want  to  take  advantage  of  it  That  is,  saying 
‘take  knife’  and  then  ‘drop’  will  drop  the  knife  you  just  took. 

Score  and  Inven 

The  two  commands  score  and  inven  will  print  out  your  current  status  in  the  game. 

Saving  a  Game 

The  command  save  will  save  your  game  in  a  file  called  Bstar.  You  can  recover  a  saved  game  by  using  the 
-r  option  when  you  start  up  the  game. 

Directions 

The  compass  directions  N,  S,  E,  and  W  can  be  used  if  you  have  a  compass.  If  you  do  not  have  a  compass, 
you  will  have  to  say  R,  L,  A,  or  B,  which  stand  for  Right,  Left  Ahead,  and  Back.  Directions  printed  in 
room  descriptions  are  always  printed  in  R,  L,  A,  &  B  relative  directions. 

BUGS 

Countless. 
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NAME 

bed,  ppt  -  convert  to  antique  media 

SYNOPSIS 

/usr/games/bed  text 

/usr/games/ppt 

DESCRIPTION 

bed  converts  the  literal  text  into  a  form  familiar  to  old-timers. 

ppt  converts  the  standard  input  into  yet  anotho*  form. 

SEE  ALSO 

dd(l) 
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NAME 

bj  -  the  game  of  black  jack 

SYNOPSIS 

/usr/games/bj 

DESCRIPTION 

bj  is  a  serious  attempt  at  simulating  the  dealer  in  the  game  of  black  jack  (or  twenty-one)  as  might  be  found 
in  Reno.  The  following  rules  t^ply: 

The  bet  is  $2  every  hand. 

A  play»  “natural”  (black  jack)  pays  $3.  A  dealer  natural  loses  $2.  Both  dealo:  and  player  natur¬ 
als  is  a  ‘  ‘push’  ’  (no  money  exchange). 

If  the  dealer  has  an  ace  up,  the  playw  is  allowed  to  make  an  “insurance”  bet  against  the  chance  of 
a  deal^  natural.  If  this  bet  is  not  taken,  play  resumes  as  normal.  If  the  bet  is  taken,  it  is  a  side  bet 
where  the  player  wins  $2  if  the  dealer  has  a  natural  and  loses  $1  if  the  dealn  does  not 

If  the  player  is  dealt  two  cards  of  the  same  value,  he  is  allowed  to  “double”.  He  is  allowed  to 
play  two  hands,  each  with  one  of  these  cards.  (The  bet  is  doubled  also;  $2  on  each  hand.) 

If  a  dealt  hand  has  a  total  of  ten  or  eleven,  the  playw  may  “double  down”.  He  may  double  the 
bet  ($2  to  $4)  and  receive  exactly  one  more  card  on  that  hand. 

Under  nmmal  play,  the  play»  may  “hit”  (draw  a  card)  as  long  as  his  total  is  not  over  twenty-one. 
If  the  playo"  “busts”  (goes  over  twenty-one),  the  deal^  wins  the  bet. 

When  the  player  “stands”  (decides  not  to  hit),  the  dealer  hits  until  he  attains  a  total  of  seventeen 
or  mote.  If  the  dealo*  busts,  the  player  wins  the  bet. 

If  both  player  and  dealer  stand,  the  one  with  the  largest  total  wins.  A  tie  is  a  push. 

The  machine  deals  and  keqts  score.  The  following  questions  will  be  a^ed  at  appropriate  times.  Each 
question  is  answered  by  y  followed  by  a  new-line  for  “yes”,  or  just  new-line  for  “no”. 

?  (this  means,  “do  you  want  a  hit?”) 

Insurance? 

Double  down? 

Every  time  the  deck  is  shuffled,  the  dealer  so  states  and  the  “action”  (total  bet)  and  “standing”  (total  won 
or  lost)  is  printed.  To  exit,  hit  the  interrupt  key  (CTRL-C)  and  the  action  and  standing  will  be  printed. 
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NAME 

boggle  -  play  the  game  of  boggle 
SYNOPSIS 

/usr/games/boggle  [  +  ][++] 

AVAILABILITY 

This  game  is  available  with  the  Games  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

This  program  is  intended  for  people  wishing  to  sharpen  their  skills  at  Boggle  (TM  Parker  Bros.).  If  you 
invoke  the  inogram  with  4  arguments  of  4  letters  each,  {e.g.  “boggle  appl  epie  moth  erhd”)  the  program 
forms  the  obvious  Boggle  grid  and  lists  all  the  words  fix)m  /usr/dict/words  found  therein.  If  you  invoke  the 
program  without  arguments,  it  will  goierate  a  board  for  you,  let  you  enter  words  for  3  minutes,  and  then 
tell  you  how  well  you  did  relative  to  /usr/dict/words. 

The  object  of  Boggle  is  to  find,  within  3  minutes,  as  many  words  as  possible  in  a  4  by  4  grid  of  lett^. 
Words  may  be  formed  from  any  sequence  of  3  ot  more  adjacent  lettws  in  the  grid.  The  letters  may  join  hor¬ 
izontally,  vertically,  or  diagonally.  Howevo*,  no  position  in  the  grid  may  be  used  more  than  once  within 
any  one  word.  In  competitive  play  amongst  humans,  each  player  is  given  credit  for  those  of  his  words 
which  no  other  player  has  found. 

In  interactive  play,  enter  your  words  sqiarated  by  spaces,  tabs,  or  newlines.  A  bell  will  ring  when  there  is 
2:00, 1:00, 0:10, 0:02, 0:01,  and  0:00  time  left.  You  may  complete  any  word  started  before  the  expiration 
of  time.  You  can  surrender  before  time  is  up  by  hitting  ’break’.  While  entering  words,  your  erase  character 
is  only  effective  within  the  current  word  and  your  line  kill  character  is  igncved. 

Advanced  players  may  wish  to  invoke  the  program  with  1  or  2  +’s  as  the  first  argument.  The  first  + 
removes  the  restriction  that  positions  can  only  be  used  once  in  each  word.  The  second  +  causes  a  position 
to  be  considered  adjacent  to  itself  as  well  as  its  (up  to)  8  neighbors. 
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NAME 

boggletool  -  play  a  game  of  boggle 
SYNOPSIS 

/usr/games/chesstool  [  number  ]  [  +[+]]  [  16-character  string  ] 

AVAILABILITY 

This  game  is  available  with  the  Games  software  installation  option.  Refo*  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

boggletool  allows  you  to  play  the  game  of  Boggle  (TM  Parker  Bros.)  against  the  computer.  The  number 
argument  specifies  the  time  limit  in  minutes  (the  default  is  3  minutes).  If  a  16  character  long  string  is 
placed  on  the  command  line,  it  is  interpreted  as  a  Boggle  board:  the  first  four  letters  fcmn  the  top  row,  the 
next  four  letters  the  second  row,  etc.  If  no  letters  are  specified,  a  board  is  randomly  rolled  by  the  computer 
from  a  set  of  Boggle  cubes.  The  +[-<-]  argumm  is  expired  below  under  Advanced  Play . 

PLAYING  THE  GAME 
Rules  of  the  Game 

The  object  of  Boggle  is  to  find  as  many  words  as  possible  in  a  4  by  4  grid  of  letters  within  a  certain  time 
limit.  Words  may  be  formed  fiom  any  sequence  of  3  or  mao  adjacent  lettm  in  the  grid.  The  letters  may 
join  horizontally,  vertically,  or  diagonally.  Normally,  no  letter  in  the  grid  may  be  used  more  than  once  in  a 
word  (see  Advanced  Play  for  exceptions). 

Playing  the  Game 

When  invoked,  boggletool  displays  a  grid  of  letters  and  an  hourglass.  To  enter  words,  simply  type  in  lower 
case  letters  to  spell  the  word  you  want  Use  any  whitespace  (SPACE,  TAB,  or  NEWLINE)  to  finish  a  word. 
To  correct  mistakes  you  make,  use  BACKSPACE  cs-  DEL  to  delete  the  last  character,  or  use  CTRL-U  to 
delete  an  entire  word,  boggletool  verifies  that  words  you  enter  are  both  in  the  grid  and  are  valid  English 
words.  If  you  type  in  a  characto'  which  would  form  a  wcffd  which  is  not  in  the  grid,  the  display  will  flash 
and  the  charact^  you  typed  will  not  be  echoed.  When  you  type  any  whitespace  to  end  the  current  word, 
boggletool  will  verify  that  the  word  is  three  or  m(»e  letters  long  and  that  it  appears  in  the  dictionary.  If  the 
word  you  typed  is  illegal  for  eith^  reason,  the  display  will  flash  and  you  will  have  to  either  erase  Ae  word 
or  change  it.  If  you  try  to  ent^  a  valid  word  which  you  have  already  entered,  the  di^Iay  will  flash  and  the 
previous  occurrence  of  the  word  will  be  highlighted.  Again,  you  will  have  to  erase  the  word  before  con¬ 
tinuing.  As  you  enter  words,  the  “sand”  in  the  hourglass  will  fall.  At  the  end  of  the  time  limit,  the  display 
will  flash  and  you  will  no  long»  be  allowed  to  enter  words.  After  a  moment,  the  computer  will  display  two 
lists  of  words:  the  words  you  found,  and  odi^  words  which  also  appear  in  the  grid.  To  play  another  game, 
just  type  any  capital  letter  (ot  use  the  pop-up  menu). 

Using  the  Menu 

The  pop-up  menu  is  invoked  by  pressing  the  RIGHT  mouse  button.  There  are  four  items  in  it,  and  they 
work  as  follows. 

Restart  Game 

Create  a  new  boggletool  a  new  board,  reset  the  timer,  and  allow  you  to  start  from  scratch. 

Restart  Timer 

Allows  you  to  cheat  by  reseting  the  hourglass  tim^  to  zero. 

Give  Up 

End  the  game  and  print  the  results  immediately. 

Quit  Allows  you  to  quit  running  the  boggletool  program.  A  prompt  appears  asking  you  to  confirm  the 
quit;  when  it  does,  click  the  LEFT  mouse  button  to  quit  or  the  RIGHT  mouse  Wton  to  abort  the 
quit. 

Advanced  Play 

There  are  two  options  for  advanced  players.  If  a  single  +  appears  on  the  command  line,  letters  in  the  grid 
may  be  reused.  If  two  +’s  are  on  the  command  line,  letters  may  also  be  considered  adjacent  to  themselves 
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as  well  as  to  their  neighbors.  Although  it  is  far  easier  to  find  words  with  these  two  options,  there  are  also 
many  more  possible  words  in  the  grid  and  it  is  therefore  difficult  to  find  them  all. 

FILES 

/usr/games/boggledict  dictionary  file  for  computer’s  words 
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NAME 

Canfield,  canfieldtool,  cfscores  -  Canfield  solitaire  card  game 
SYNOPSIS 

/usr/games/canfield  [  -ac  ] 

/usr/games/canfieldtool  [  -ac  ] 

/usr/games/cfscores  [  -ac  ]  [  username  ] 

AVAILABILITY 

These  games  are  available  with  the  Games  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

Canfield  can  be  played  on  any  terminal,  canfieldtool  is  the  SunView  version  with  attractive  graphics. 

If  you  have  never  played  solitaire  before,  it  is  recommended  that  you  consult  a  solitaire  instruction  book.  In 
Canfield,  tableau  car^  may  be  built  on  each  other  downward  in  alternate  colors.  An  entire  pile  must  be 
moved  as  a  unit  in  building.  Top  cards  of  the  piles  are  available  to  be  able  to  be  played  on  foundations,  but 
never  into  empty  ^aces. 

Spaces  must  be  filled  from  the  stock.  The  top  card  of  the  stock  also  is  available  to  be  played  on  foundations 
or  built  on  tableau  piles.  After  the  stock  is  exhausted,  tableau  spaces  may  be  filled  from  the  talon  and  the 
player  may  keep  them  open  until  he  wishes  to  use  them. 

Cards  are  dealt  from  the  hand  to  the  talon  by  threes  and  this  repeats  until  there  are  no  more  cards  in  the 
hand  or  the  player  quits.  To  have  cards  dealt  onto  the  talon  the  player  types  ht  for  his  move.  Foundation 
base  cards  are  ^so  automatically  moved  to  the  foundation  when  they  become  available. 

Canfieldtool 

Once  you  understand  the  rules,  canfieldtool  is  self-explanatory. 

Canfield 

The  rules  for  betting  are  somewhat  less  strict  than  those  used  in  the  official  version  of  the  game.  The  initial 
deal  costs  $13.  You  may  quit  at  this  point  or  inspect  the  game.  Inspection  costs  $13  and  allows  you  to 
make  as  many  moves  as  is  possible  without  moving  any  cards  from  your  hand  to  the  talon.  (The  initial  deal 
places  three  cards  on  the  tdon;  if  all  these  cards  are  used,  three  mwe  are  made  available.)  Finally,  if  the 
game  seems  interesting,  you  must  pay  the  final  installment  of  $26.  At  this  point  you  are  credited  at  the  rate 
of  $5  for  each  card  on  the  foundation;  as  the  game  progresses  you  are  credited  with  $S  fOT  each  card  that  is 
moved  to  the  foundation.  Each  run  through  the  hand  after  the  first  costs  $5.  The  card  counting  feature 
costs  $1  for  each  unknown  card  that  is  identified.  If  the  infmnation  is  toggled  on,  you  are  only  charged  for 
cards  that  became  visible  since  it  was  last  turned  on.  Thus  the  maximum  cost  of  information  is  $34.  Play¬ 
ing  time  is  charged  at  a  rate  of  $1  per  minute.  If  the  -a  flag  is  specified,  it  prints  out  the  canfield  accounts 
for  all  users  that  have  played  the  game  since  the  database  was  set  up. 

OPTIONS 

a  Print  out  canfield  accounts  for  all  users  that  have  played  the  game  since  the  database  was  set  up. 

c  Maintain  card  counting  statistics  on  the  bottom  of  the  screen.  When  properly  used  this  can  greatly 
increase  the  chances  of  winning. 

With  no  arguments,  cfscores  prints  out  the  current  status  of  your  canfield  account.  If  username  is  specified, 
it  prints  out  the  status  of  their  account. 

FILES 

/usr/games/canfield  the  game  itself 
/usr/games/lib/cfscores  the  database  of  scores 

BUGS 

It  is  impossible  to  cheat 
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NAME 

chase  -  try  to  escape  to  killer  robots 
SYNOPSIS 

/usr/games/chase  [  nrobots  ]  [  nfences  ] 

DESCRIPTION 

The  object  of  the  game  chase  is  to  move  around  inside  of  the  box  on  the  screen  without  getting  eaten  by 
the  robots  chasing  and  without  running  into  anything. 

If  a  robot  runs  into  anotho*  robot  while  chasing  you,  they  crash  and  leave  a  junk  he^.  If  a  robot  runs  into  a 
fence,  it  is  destroyed. 

If  you  can  survive  until  all  the  robots  are  destroyed,  you  have  won! 

If  you  do  not  specify  either  nrobots  or  nfences,  chase  will  prompt  you  for  them. 
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NAME 

chess  -  the  game  of  chess 

SYNOPSIS 

/usr/games/chess 

AVAILABILITY 

This  game  is  available  for  Sun-2,  Sun-3  and  Sun-4  systems  with  the  Games  software  installation  option. 
'ReXtt  to  Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

chess  is  a  computer  program  that  plays  class  D  chess.  Moves  may  be  given  either  in  standard  (descriptive) 
notation  or  in  algebraic  notation.  The  symbol  *+’  is  used  to  specify  check;  ‘o-o’  and  ‘o-o-o’  specify  cas¬ 
tling.  To  play  black,  type  ‘first’;  to  print  the  board,  type  an  empty  line. 

Each  move  is  echoed  in  the  appropriate  notation  followed  by  the  program’s  reply. 

DIAGNOSTICS 

The  most  cryptic  diagnostic  is  ‘eh?’  which  means  that  the  input  was  syntactically  incorrect 

FILES 

/usr/gaines/lib/chess.book 

book  of  opening  moves 

BUGS 

Pawns  may  be  promoted  only  to  queens. 


Sun  Release  4.0 


Last  change;  18  February  1988 


1509 


CHESST00L(6) 


GAMES  AND  DEMOS 


CHESSTOOL(6) 


NAME 

chesstool  -  window-based  front-end  to  chess  program 
SYNOPSIS 

/usr/games/chesstool  [  chess jtrogram  ] 

AVAILABILITY 

This  game  is  available  for  Sun-2,  Sun-3  and  Sun-4  systems,  with  the  Games  software  installation  option. 
Refer  to  Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

chesstool  is  a  window-based  front-end  to  the  chess(6)  program.  Used  without  options,  chesstool  uses 
/usr/games/chess;  you  can  designate  any  alternate  program  which  uses  the  same  command  syntax  as 
chess(6)  with  the  chess  j>rogram  argument. 

When  chesstool  starts  up,  it  displays  a  large  window  with  three  subwindows.  The  first  subwindow  displays 
messages  ‘Illegal  move’,  for  example.  The  second  subwindow  is  an  optitHis  subwindow;  options  are 
described  below.  The  final  subwindow  is  a  chessboard  display  with  white  and  black  pieces  and  two 
(advisory  only)  timekeeping  clocks. 

Make  your  moves  with  the  mouse:  select  a  piece  by  positioning  the  arrow  cursor  over  the  piece  and  press¬ 
ing  the  left  mouse  button  down,  then  drag  the  piece  to  the  destination  square,  and  release  the  button.  The 
cursor  will  then  turn  to  an  hourglass  icon  while  the  system  plays. 

Items  in  the  subwindow  may  be  selected  with  either  the  left  or  middle  mouse  buttons.  These  options  are: 

Last  Play  Show  the  last  play  made. 

Undo  Undo  your  last  move  and  the  machine’s  response. 

Once  the  game  is  over,  it  is  not  possible  to  restart  it,  so  undo  will  update  the  board,  but 
the  game  cannot  be  continued  from  that  position. 

Flash  Flash  when  the  machine  has  completed  its  move. 

When  this  command  is  selected,  a  check  mark  will  appear  next  to  the  word  Flash.  In 
flash  mode,  if  chesstool  is  open,  the  piece  moved  by  the  system  on  its  play  will  flash 
until  you  make  your  move.  If  chesstool  is  iconic,  the  entire  icon  will  flash  when  the 
machine  has  made  its  move.  Thus  you  can  “Close”  chesstool  and  be  alerted  when  it’s 
your  turn  to  move.  To  turn  flash  mode  off,  select  flash  again. 

Machine  White  Start  a  new  game  with  the  machine  playing  white. 

Human  White  Start  a  new  game  with  the  machine  playing  black. 

Quit  Exit  from  chesstool. 

There  are  two  moves  which  are  i^cial:  castling  and  capturing  a  pawn  enpassant.  To  castle,  move  the 
king  only.  Die  position  of  the  rook  will  automatically  be  updated.  Since  the  king  moves  two  squares  when 
castling,  the  move  is  unambiguous.  To  capture  enpassant,  move  the  pawn  to  the  square  occupied  by  the 
opposing  pawn  which  will  be  captured. 

SEE  ALSO 

chess(Q 
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NAME 

ching  -  the  book  of  changes  and  other  cookies 
SYNOPSIS 

/usr/games/ching  [hexagraml 
DESCRIPTION 

Tlte  7  Ching  or  Book  of  Changes  is  an  ancient  Chinese  oracle  that  has  been  in  use  for  centuries  as  a  source 
of  wisdom  and  advice. 

The  text  of  the  oracle  (as  it  is  sometimes  known)  consists  of  sixty-four  hexagrams,  each  symbolized  by  a 

particular  arrangement  of  six  straight  ( - )  and  l»oken  ( — )  lines.  These  lines  have  values  ranging  from 

six  through  nine,  with  the  even  values  indicating  the  broken  lines. 

Each  hexagram  consists  of  two  major  sections.  The  Judgement  relates  q)ecifically  to  the  matter  at  hand 
(For  instance,  “It  furthers  one  to  have  somewhere  to  go.’’)  while  the  Image  describes  the  general  attributes 
of  the  hexagram  and  how  they  apply  to  one’s  own  life  (“Thus  the  superior  man  makes  himself  strong  and 
untiring.’’). 

When  any  of  the  lines  has  the  value  six  or  nine,  it  is  a  moving  line;  for  any  such  line  there  is  an  impended 
judgement  which  becomes  significant  Furthermore,  the  moving  lines  are  inherently  unstable  and  change 
into  their  opposites;  a  seccmd  hexagram  (and  thus  an  additional  judgement)  is  formed. 

Normally,  one  consults  the  (»acle  by  fixing  the  desired  question  firmly  in  mind  and  then  casting  a  set  of 
changes  (lines)  using  yarrow-stalks  or  tossed  coins.  The  resulting  hexagram  will  be  the  answer  to  the 
question. 

Using  an  algorithm  suggested  by  S.  C.  Johnson,  this  oracle  simply  reads  a  question  from  the  standard  input 
(up  to  an  EOF)  and  hashes  the  individual  chaiact^  in  combination  with  the  time  of  day,  process  ID  and 
any  other  magic  numbers  which  happen  to  be  lying  around  the  system.  The  resulting  value  is  used  as  the 
seed  of  a  random  number  generator  which  drives  a  simulated  coin-toss  divination.  The  answer  is  then 
piped  through  nroff  for  formatting  and  will  appear  on  the  standard  output. 

For  those  who  wish  to  remain  steadfast  in  the  old  traditions,  the  oracle  will  also  accept  the  results  of  a  per¬ 
sonal  divination  using,  for  example,  coins.  To  do  this,  cast  the  change  and  then  type  the  resulting  line 
values  as  an  argument. 

The  impatient  modem  may  prefer  to  settle  fw  Chinese  cookies;  try  fortune(6). 

SEE  ALSO 

It  furthers  one  to  see  the  great  man. 

DIAGNOSTICS 

The  great  prince  issues  commands. 

Founds  states,  vests  families  with  fiefs. 

Inferior  people  should  not  be  employed. 

BUGS 

Waiting  in  the  mud 

Brings  about  the  arrival  of  the  enemy. 

If  one  is  not  extremely  careful. 

Somebody  may  come  up  from  behind  and  strike  him. 

Misfortune. 
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NAME 

craps  -  the  game  of  cn^s 

SYNOPSIS 

/iisr/games/craps 

DESCRIPTION 

craps  is  a  f(»in  of  the  game  of  craps  that  is  played  in  Las  Vegas.  The  program  simulates  the  roller,  while 
the  user  (the  player)  places  bets.  The  player  may  choose,  at  any  time,  to  bet  with  the  rolla  or  with  the 
House.  A  bet  of  a  negative  amount  is  U^en  as  a  bet  with  the  House,  any  other  bet  is  a  bet  with  the  roller. 

The  player  starts  off  with  a  “bankroll"  of  $2,000. 

The  program  in-ompts  with: 

bet? 

The  bet  can  be  all  or  part  of  the  player’s  teinkioll.  Any  bet  ov»  die  total  bankroll  is  rejected  and  the  pro¬ 
gram  prompts  with  bet?  until  a  propa  bet  is  made. 

Once  the  bet  is  accepted,  the  roller  throws  the  dice.  The  following  rules  apply  (the  player  wins  or  loses 
depending  on  whether  the  bet  is  placed  with  the  roller  ot  with  the  House;  the  odds  are  even).  The^m  roll 
is  the  roll  immediately  following  a  bet: 

1.  On  the  first  roll: 


7orll 

2, 3,  or  12 

any  oth^  numbo' 

2.  On  subsequent  rolls: 

point 

7 

any  otha-  numbo* 


wins  fw  the  roller; 
wins  fw  the  House; 

is  die  point,  roll  again  (Rule  2  applies). 

roller  wins; 

House  wins; 
roll  again. 


If  a  player  loses  the  ^tire  bankroll,  the  House  will  offer  to  lend  the  play^  an  additional  $2,000.  The  pro¬ 
gram  will  prompt: 


marker? 


A  yes  (or  y)  consummates  the  loan.  Any  other  reply  terminates  the  game. 

If  a  player  owes  the  House  money,  the  House  reminds  the  player,  before  a  bet  is  placed,  how  many  markers 
are  outstanding. 

If,  at  any  time,  the  bankroll  of  a  player  who  has  outstanding  markers  exceeds  $2,000,  the  House  asks: 
Repay  marker? 

A  reply  of  yes  (or  y)  indicates  the  player’s  willingness  to  rqtay  the  loan.  If  only  1  marker  is  outstanding,  it 
is  immediately  r^aid.  However,  if  mote  than  1  marker  are  outstanding,  the  House  asks: 

How  many? 

markers  the  player  would  like  to  r^ay.  If  an  invalid  number  is  entered  (or  just  a  carriage  return),  an 
appropriate  message  is  printed  and  the  program  will  prompt  with  How  many?  until  a  valid  number  is 
entoed. 

If  a  playCT  accumulates  10  marko's  (a  total  of  $20,000  borrowed  from  the  House),  the  program  informs  the 
playo*  of  the  situation  and  exits. 

Should  the  bankroll  of  a  player  who  has  outstanding  markers  exceed  $50,000,  the  total  amount  of  money 
borrowed  will  be  automatically  repaid  to  the  House. 
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Any  player  who  accumulates  $100,000  w  more  breaks  the  bank.  The  program  then  prompts: 

New  game? 

to  give  the  House  a  chance  to  win  back  its  money. 

Any  reply  other  than  yes  is  considered  to  be  a  no  (excqrt  in  the  case  of  bet?  or  How  many?).  To  exit, 
send  an  interrupt  (break),  DELETE  characto*  or  CTRL-D  Die  program  will  indicate  whether  the  player  won, 
lost,  or  broke  even. 

MISCELLANEOUS 

The  random  number  g^eratw  for  the  die  numbers  uses  the  seconds  from  the  time  of  day.  Depending  on 
system  usage,  these  numbers,  at  times,  may  seem  strange  but  occurrences  of  this  type  in  a  real  dice  situa¬ 
tion  are  not  uncommon. 
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NAME 

cribbage  ~  the  card  game  cribbage 
SYNOPSIS 

/usr/games/cribbage  [  -eqr  ]  name . . . 

DESCRIPTION 

cribbage  plays  the  card  game  cribbage,  with  cribbage  playing  one  hand  and  the  user  the  other,  cribbage 
initially  asks  the  user  if  the  rules  of  the  game  are  needed  -  if  so,  cribbage  displays  the  appropriate  section 
from  According  to  Hoyle  with  more(l). 

OPTIONS 

-e  Provide  an  explanation  of  the  correct  score  when  the  player  makes  mistake  scoring  his  hand  or 
crib.  This  is  especially  useful  for  beginning  players. 

-q  Print  a  shorter  form  of  all  messages  -  this  is  only  recommended  for  users  who  have  played  the 
game  without  specifying  this  option. 

-r  Instead  of  asking  the  player  to  cut  the  deck,  cribbage  will  randomly  cut  the  deck. 

PLAYING  CRIBBAGE 

cribbage  first  asks  the  player  whether  he  wishes  to  play  a  short  game  (“once  around”,  to  61)  or  a  long 
game  (“twice  around”,  to  121).  A  response  of  ‘s’  results  in  a  short  game,  any  other  response  plays  a  long 
game. 

At  the  start  of  the  first  game,  cribbage  asks  the  player  to  cut  the  deck  to  determine  who  gets  the  first  crib. 
The  user  should  respond  with  a  number  between  0  and  51,  indicating  how  many  cards  down  the  deck  is  to 
be  cut.  The  player  who  cuts  the  lower  ranked  card  gets  the  first  crib.  If  more  than  one  game  is  played,  the 
loser  of  the  previous  game  gets  the  first  crib  in  the  current  game. 

For  each  hand,  cribbage  first  prints  the  player’s  hand,  whose  crib  it  is,  and  then  asks  the  player  to  discard 
two  cards  into  the  crib.  The  cards  are  prompted  for  one  per  line,  and  are  typed  as  explained  below. 

After  discarding,  cribbage  cuts  the  deck  (if  it  is  the  player’s  crib)  or  asks  the  player  to  cut  the  deck  (if  it’s 
its  crib);  in  the  latter  case,  the  appropriate  response  is  a  number  from  0  to  39  indicating  how  far  down  the 
remaining  40  cards  arc  to  be  cut. 

After  cutting  the  deck,  play  starts  with  the  non-dealer  (the  person  who  doesn’t  have  the  crib)  leading  the 
first  card.  Play  continues,  as  per  cribbage,  until  all  cards  are  exhausted,  cribbage  keeps  track  of  the  scor¬ 
ing  of  all  points  and  the  total  of  the  cards  on  the  table. 

After  play,  the  hands  are  scored,  cribbage  requests  the  player  to  score  his  hand  (and  the  crib,  if  it  is  his)  by 
printing  out  the  appropriate  cards  (and  the  cut  card  enclosed  in  brackets).  Play  continues  until  one  player 
reaches  the  game  limit  (61  or  121). 

A  carriage  return  when  a  numeric  input  is  expected  is  equivalent  to  typing  the  lowest  legal  value;  when 
cutting  the  deck  this  is  equivalent  to  choosing  the  top  card, 

SPECIFYING  CARDS 

Cards  are  specified  as  rank  followed  by  suit.  The  ranks  may  be  specified  as  one  of  a,  2, 3, 4,  5, 6, 7, 8, 9, 
t,  j,  q,  and  k,  or  alternatively,  one  of  ace,  two,  three,  four,  five,  six,  seven,  eight,  nine,  ten,  jack,  queen, 
and  king.  Suits  may  be  specified  as  s,  h,  d,  and  c,  or  alternatively  as  spades,  hearts,  diamonds,  and  clubs. 
A  card  may  be  specified  as  rank  suit,  or  rank  of  suit.  If  the  single  letter  rank  and  suit  designations  are 
used,  the  space  separating  the  suit  and  rank  may  be  left  out.  Also,  if  only  one  card  of  the  desired  rank  is 
playable,  typing  the  rank  is  sufficient.  For  example,  if  your  hand  was  2h,  4d,  5c,  6h,  jc,  kd  and  you 
wanted  to  discard  the  king  of  diamonds,  you  could  type  any  of  k,  king,  kd,  k  d,  k  of  d,  king  d,  king  of  d,  k 
diamonds,  k  of  diamonds,  king  diamonds,  or  king  of  diamonds, 

FILES 

/usr/games/cribbage 
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SEE  ALSO 

more(l) 
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NAME 

factor,  primes  -  factor  a  number,  generate  large  |mmes 
SYNOPSIS 

/usr/games/factor  [  number  ] 

/usr/games/primes  [  number  ] 

DESCRIPTION 

factor  reads  lines  from  its  standard  input  If  it  reads  a  positive  number,  factor  will  factor  the  number  and 
print  its  prime  factors,  printing  each  one  the  proper  number  of  times,  factor  exits  when  it  reads  zero,  a 
negative  number,  or  something  odier  than  a  number.  If  a  number  is  given,  factor  will  factor  the  number, 
print  its  prime  factors,  and  exit 

primes  reads  a  number  from  the  standard  input  and  prints  all  primes  larger  than  the  given  number  and 
smaller  than  2^^  (about  4.3x10^).  If  a  number  is  given,  prunes  will  use  that  number  rather  than  reading 
one  from  the  standard  input. 

DIAGNOSTICS 

Ouch.  Input  out  of  range  or  for  garbage  input 
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NAME 

fish -play  “Go  Fish” 

SYNOPSIS 

/usr/games/fish 

DESCRIPTION 

fish  plays  the  game  of  “Go  Fish”,  a  children’s  card  game.  The  object  is  to  accumulate  "books"  of  4  cards 
with  the  same  face  value.  The  players  alternate  turns;  each  turn  tegins  with  one  player  selecting  a  card 
from  his  hand,  and  asking  the  other  playa  for  all  cards  of  that  face  value.  If  the  other  player  has  one  or 
more  cards  of  that  face  value  in  his  hand,  he  gives  them  to  the  first  player,  and  the  first  player  makes 
another  request.  Eventually,  the  first  player  asks  for  a  card  which  is  not  in  the  second  player’s  hand:  he 
rqrlies  ‘GO  HSH!’  The  first  player  then  draws  a  card  from  the  "pool"  of  undealt  cards.  If  this  is  the  card  he 
had  last  requested,  he  draws  again.  When  a  book  is  made,  either  through  drawing  or  requesting,  the  cards 
are  laid  down  and  no  further  action  takes  place  with  that  face  value. 

To  play  the  computer,  simply  make  guesses  by  typing  a,  2, 3, 4, 5, 6, 7, 8, 9, 10,  j,  q,  or  k  k  when  asked. 
Hitting  a  RETURN  charact^  gives  you  information  about  the  size  of  my  hand  and  the  pool,  and  tells  you 
about  my  books.  Saying  ‘p’  as  a  first  guess  puts  you  into  "pro"  level;  the  default  is  pretty  dumb. 
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NAME 

fortune  -  print  a  random,  hopefully  int^esting,  adage 
SYNOPSIS 

/usr/games/fortune  [  -  ]  [  -alsw  ]  [filename  ] 

DESCRIPTION 

fortune  with  no  arguments  prints  out  a  random  adage.  The  flags  mean; 

-a  Choose  from  either  list  of  adages. 

-I  Long  messages  only. 
s  Short  messages  only. 

-w  Waits  before  termination  for  an  amount  of  time  calculated  from  the  number  of  characters  in 
the  message.  This  is  useful  if  it  is  executed  as  part  of  the  logout  procediu-e  to  guarantee  that 
the  message  can  be  read  before  the  screen  is  cleared. 

FILES 

/usr/games/Iib/fortunes.dat 
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NAME 

gammontool  -  play  a  game  of  backgammon 
SYNOPSIS 

/usr/games/gammontool  [  path  ] 

AVAILABILITY 

This  game  is  available  with  the  Games  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

gammontool  paints  a  backgammon  board  on  the  screen,  and  then  lets  you  play  against  the  computer.  It 
must  be  run  in  SunWindows.  The  optional  path  argument  specifies  an  alternate  move-genaating  program, 
which  must  be  specially  designed  to  run  with  gammontool. 

The  game  has  three  subwindows:  an  option  window  on  top,  a  message  window  in  the  middle,  and  a  large 
board  on  the  bottom.  The  buttons  in  the  option  window  are  used  to  restart,  double,  etc.  The  message  win¬ 
dow  has  two  lines:  the  first  tells  whose  turn  it  is,  and  the  second  displays  any  errors  that  occur. 

The  Initial  RoD 

To  start  the  game,  roll  the  dice  to  determine  who  goes  first.  Move  the  mouse  arrow  onto  the  board  and 
click  the  left  button.  One  die  appears  on  each  side  of  the  board:  the  die  on  the  left  is  yours,  and  the  die  on 
the  right  is  the  computer’s.  If  your  roll  is  greater,  then  you  move;  if  not,  the  computer  makes  a  move. 

Making  Your  Move 

When  it  is  your  turn,  ‘  Yourmove’  appears  in  the  message  window.  Place  the  mouse  over  any  piece  of  your 
color,  and  click  the  left  button.  While  holding  down  the  button,  move  the  mouse  to  drag  the  piece;  the 
pieceTollows  the  mouse  until  you  release  the  button.  The  tool  checks  each  move  and  does  not  allow  illegal 
moves.  When  you  have  made  as  many  moves  as  you  can,  the  computer  takes  its  turn;  aftCT  it  finishes,  you 
may  either  roll  again,  or  double. 

Doubling 

To  double,  click  the  Double  button  in  the  option  window  and  wait  for  the  computer’s  response.  If 
the  computer  doubles  you,  a  message  is  displayed  and  you  must  answer  with  the  Accept  Double 
or  Refuse  Double  buttons.  The  Forfeit  button  can  also  be  used  to  refuse  a  double.  If  the  game  is 
doubled,  a  doubling  cube  with  the  proper  value  is  displayed  on  the  bar  strip.  If  the  number  is  fac¬ 
ing  up,  then  you  may  double  next.  If  the  number  is  upside  down,  it  is  the  computer’s  turn  to  dou¬ 
ble. 

Other  Buttons 

If  you  want  to  change  your  move  before  you  have  finished  it,  use  the  Redo  Move  or 
Redo  Entire  Move  buttons  in  the  option  window.  Redo  Entire  Move  replaces  all  of  the  pieces 
you  have  moved  so  that  you  can  redo  them  all.  Redo  Move  only  replaces  the  last  piece  you 
moved,  so  it  is  useful  when  you  roll  doubles  and  want  to  redo  only  the  last  piece  you  moved.  Note 
that  once  you  have  made  all  of  the  moves  your  roll  permits,  play  passes  immediately  to  the  ccan- 
puter,  so  you  cannot  redo  the  very  last  move.  The  Show  Last  Move  button  allows  you  to  see  the 
last  move  again. 

Leaving  the  Game 

If  you  want  to  quit  playing  backgammon,  use  the  Quit  button.  If  you  want  to  forfeit  the  game,  use  the  For¬ 
feit  button.  The  computer  penalizes  you  by  taking  a  certain  number  of  points,  but  the  program  does  not 
teaminate. 

To  play  another  game  after  winning,  losing,  or  forfeiting,  click  the  New  Game  button.  To  change  the  color 
of  your  pieces,  click  the  mouse  button  while  pointing  at  either  the  White  or  Black  checkboxes.  You  may 
change  colors  at  any  time,  even  in  the  middle  of  a  game.  Changing  colors  in  the  middle  of  a  game  does  not 
mean  that  you  trade  places  with  the  computer;  your  pieces  stay  where  they  are,  but  they  are  repainted  with 
the  new  color.  Your  pieces  always  move  from  the  top  right  to  the  bottom  right  of  the  board,  regardless  of 
your  color.  As  an  additional  cue  as  to  your  color,  your  dice  are  always  displayed  on  the  left  half  of  the 
board. 
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Log  File 

If  a  there  is  a  gammonlog  file  your  home  directory,  gammontool  keeps  a  log  of  the  games  played.  Each 
move  and  double  gets  recorded,  along  with  the  winners  and  accumulated  scores. 

FILES 

7gammonIog  log  of  games  played 

/usr/games/lib/gammonscores 

log  of  wins  and  losses 

BUGS 

The  default  strategy  used  by  the  computer  is  very  poor. 

If  a  single  move  uses  more  than  one  die  (for  instance  if  you  roll  S,  6  and  move  1 1  spaces  without  touching 
down  in  the  middle)  it  is  unpredictable  where  the  program  will  make  the  piece  touch  down.  This  may  be 
important  if  there  is  a  blot  on  one  of  these  middle  points.  The  program  will  always  make  the  move  if  possi¬ 
ble,  but  if  two  midpoints  would  work  and  there  is  a  blot  on  one  of  them,  it  is  much  better  to  explicitly  hit 
the  blot  and  then  move  the  piece  the  rest  of  the  way. 
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NAME 

graphics.demos,  bouncedemo,  framedemo,  jumpdemo,  spheresdemo,  —  graphics  demonstration  programs 
SYNOPSIS 

/usr/demo/bouncedemo  [  -d  dev  ]  [  -or  ]  [  -r  ]  [  -q  ]  /usr/demo/framedemo  [  -d  dev  ]  [  -nx  ]  [  -r  ]  [ 

-q] 

/usr/demo/jumpdemo  [  -c  ]  [  -d  dev  ]  [  -nx  ]  [  -r  ]  [  -q  ] 

/usr/demo/spheresdemo  [  -d  dev  ]  [  -nx  ]  [  -r  ]  [  -q  ] 

AVAILABILITY 

These  demos  are  available  with  the  Demos  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

bouncedemo 

bouncedemo  displays  a  bouncing  square. 

framedemo 

framedemo 

displays  a  series  of  frames,  each  of  which  contains  a  256  by  256  image  one-bit-deep  pixels  (that  is,  the 
image  is  a  square  monochrome  bitmap,  with  256  bits  on  a  side),  fi'amedemo  looks  for  the  frames  in  the 
files  ftrame.!  through  fkameji  in  the  current  working  directory,  and  displays  them  in  numerical  order.  A 
set  of  sample  frames  is  available  in  the  directory  /usr/demo/globeframes/*. 

Interactive  Commands 

If  you  move  the  cursor  onto  the  image  surface,  you  can  type  certain  commands  to  affect  the  rate  at  which 
the  frames  are  displayed.  The  initial  rate  is  one  frame  pa  second: 

f  Remove  l/20th  of  a  second  from  the  interval. 

F  Remove  one  second  from  the  interval.  Ff  makes  the  interval  as  small  as  possible, 
s  Add  l^Oth  of  a  second. 

S  Add  one  second. 

Jumpdemo 

jumpdemo  simulates  the  famous  Star  Wars  jump  to  light-speed-sequence  using  vector  drawing.  Colored 
stars  are  drawn  on  color  surfaces. 

spheresdemo 

spheresdemo  computes  a  random  collection  of  shaded  sph^es.  Colored  spheres  are  drawn  on  color  sur¬ 
faces. 


OPTIONS 

-c  Rotate  the  color  map  to  produce  a  sparkling  effect 
-d  surface 

Run  the  demo  on  a  surface  other  than  the  window  or  system  console,  for  instance: 
bouncedemo  -d  /dev/cgoneO 
-nx  Draw  x  items,  or  repeat  a  sequence  x  times. 

-r  Retain  the  window.  This  allows  the  image  to  reappear  when  uncovered  instead  of  restarting  the 
demo. 

-q  Quick  exit  Useful  for  running  several  demos  from  within  a  shell  script 
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NAME 

hack  -  replacement  for  rogue 
SYNOPSIS 

hack  [  -d  hackdir  ]  [  -s  all  I  player . . .  ] 

DESCRIPTION 

hack  is  a  display-oriented  dungeons  &  dragons  type  game.  Both  display  and  command  structure  resemble 
rogue,  although  hack  has  twice  as  many  monsto'  types  and  requires  three  times  as  much  memory. 

Normally  hack  looks  in  /usr/games/lib/hackdir  for  the  fdes  listed  below;  this  directory  can  be  changed 
with  the  -d  q)tion.  The  -s  option  permits  you  to  search  the  player  record.  Given  the  keyword  all,  hack 
lists  all  play^;  given  the  login  name  of  a  player,  it  lists  all  scores  of  that  play^. 

FILES 


record 

top  100  list  (start  with  an  empty  file) 

news 

changes  or  bugs  (start  with  no  news  file) 

data 

information  about  objects  and  monsters 

help 

introductory  information  (no  doubt  outdated) 

hh 

compacted  version  of  help 

perm 

empty  file  used  for  locking 

rumors 

texts  for  fortune  cookies 
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NAME 

hangman  -  computer  version  of  the  game  hangman 
SYNOPSIS 

/usr/games/hangman 

DESCRIPTION 

In  hangman,  the  compute  picks  a  word  from  the  on-line  word  list  and  you  must  try  to  guess  it.  The  com¬ 
puter  keeps  track  of  which  lett^s  have  been  guessed  and  how  many  wrong  guesses  you  have  made  on  the 
screen  in  a  graphic  fashion. 

FILES 

/usr/dict/words  on-line  word  list 
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NAME 

hunt  -  a  multiplayer  multiterminal  game 
SYNOPSIS 

/usr/games/hunt[-m]  [  hostname]  [  -1  name  ] 

DESCRIPTION 

The  object  of  the  game  hunt  is  to  kill  off  the  other  players.  There  are  no  rooms,  no  treasures,  and  no  mon¬ 
sters.  Instead,  you  wander  around  a  maze,  find  grenades,  trip  mines,  and  shoot  down  walls  and  players. 

Your  score  is  the  ratio  of  number  of  kills  to  number  of  times  you  entered  the  game  and  is  only  kept  for  the 
duration  of  a  single  session  of  hunt.  The  more  players  you  kill  before  you  die,  the  better  your  score  is. 

hunt  normally  looks  for  an  active  game  on  the  local  network;  if  none  is  found,  it  starts  one  up  on  the  local 
host.  One  may  specify  the  location  of  the  game  by  giving  the  hostnanww^gnmonL 

hunt  only  works  on  crt  (vdt)  terminals  with  at  least  24  lines,  80  columns,  and  cursor  addressing.  The 
screen  is  divided  in  to  3  areas.  On  the  right  hand  side  is  the  status  area.  It  shows  you  how  much  damage 
you’ve  sustained,  how  many  charges  you  have  left,  who’s  in  the  game,  who’s  scanning  (the  asterisk  in 
front  of  the  name),  who’s  cloaked  (the  plus  sign  in  front  of  the  name),  and  other  players’  scores.  Most  of 
the  rest  of  the  screen  is  taken  up  by  your  map  of  the  maze,  except  for  the  24th  line,  which  is  used  for  longer 
messages  that  do  not  fit  in  the  status  area. 

hunt  uses  the  same  keys  to  move  as  vi  does,  for  instance,  h  j,k,  and  1  for  left,  down,  up,  right  respectively. 
To  change  which  direction  you’re  facing  in  the  maze,  use  the  upper  case  version  of  the  movement  key  (for 
instance,  HJKL). 

Other  commands  are: 

f  Fire  (in  the  direction  you’re  facing)  (Takes  1  charge) 
g  Throw  grenade  (in  the  direction  you’re  facing)  (Takes  9  charges) 

F  Throw  satchel  charge  (Takes  25  charges) 

G  Throw  bomb  (Takes  49  charges) 
o  Throw  small  slime  bomb  (Takes  15  charges) 

O  Throw  big  slime  bomb  (Takes  30  charges) 
s  Scan  (where  other  players  are)  (Takes  1  charge) 
c  Cloak  (where  you  are)  (Takes  1  charge) 

X  Redraw  screen 

q  Quit 

Knowing  what  the  symbols  on  the  screen  often  helps: 

-1+  Walls, 

/\  Diagonal  (deflecting)  walls 
#  Doors  (dispersion  walls) 

;  Small  mine 

g  Large  mine 

:  Shot 

o  Grenade 

O  Satchel  charge 

@  Bomb 

s  Small  slime  bomb 

$  Big  slime  bomb 

>< '^  V  You  facing  right,  left,  up,  or  down 


1524 


Last  change:  16  February  1988 


Sun  Release  4.0 


HUNT(6) 


GAMES  AND  DEMOS 


HUNT(6) 


}  { i !  Other  players  facing  right,  left,  up,  or  down 
♦  Explosion 
M/ 

-*E-  Grenade  and  large  mine  explosion 

A 

Satchel  and  bomb  explosions  are  larger  than  grenades  (5x5, 7x7,  and  3x3  respectively). 

Other  helpful  hints: 

You  can  only  fire  in  the  direction  you  are  facing. 

You  can  only  fire  three  shots  in  a  row,  then  the  gun  must  cool. 

A  shot  only  affects  the  square  it  hits. 

Shots  and  grenades  move  5  times  faster  than  you  do. 

To  stab  someone, 

you  must  face  that  player  and  move  at  them. 

Stabbing  does  3  points  worth  of  damage  and  shooting  does  5  points. 

You  start  with  15  charges  and  get  5  more  for  every  new  player. 

A  grenade  affects  the  nine  squares  centered  about  the  square  it  hits. 

A  satchel  affects  the  twenty-five  squares  centered  about  the  square  it  hits. 

A  bomb  affects  the  forty-nine  squares  centered  about  the  square  it  hits. 

One  small  mine  and  one  large  mine  is  placed  in  the  maze  for  every  new  player. 

A  mine  has  a  5%  probability  of  tripping  when  you  walk  directly  at  it; 

50%  when  going  sideways  on  to  it;  95%  when  backing  up  on  to  it. 

Tripping  a  mine  costs  you  5  points  or  10  points  respectively. 

Defusing  a  mine  is  worth  1  charge  or  9  charges  respectively. 

You  cannot  see  behind  you. 

Scanning  lasts  for  (20  times  the  number  of  players)  turns. 

Scanning  takes  1  ammo  charge,  so  do  not  waste  all  your  charges  scanning. 

You  get  2  more  damage  capacity  points  and  2  damage  points  taken  away 
whenever  you  kill  someone. 

Maximum  typeahead  is  5  characters. 

A  shot  destroys  normal  (for  instance,  non-diagoi^,  non-door)  walls. 

Diagonal  walls  deflect  shots  and  change  orientation. 

Doors  disperse  shots  in  random  directions  (up,  down,  left,  right). 

Diagonal  walls  and  doOTs  cannot  be  destroyed  by  direct  shots  but  may 
be  destroyed  by  an  adjacent  grenade  explosion. 

Walls  regenerate,  reappearing  in  the  order  they  were  destroyed. 

One  percent  of  the  regenerated  walls  will  be  diagonal  walls  or  doors.  When  a  wall  is 
generated  directly  beneath  a  player,  he  is  thrown  in  a  random  direction  for  a  random 
period  of  time.  When  he  lands,  he  sustains  damage  (up  to  20  percent  of  the  amount  of 
damage  he  had  before  impact);  that  is,  the  less  damage  he  had,  the  more  nimble  he  is  and 
therefore  less  likely  to  hurt  himself  on  landing. 

ENVIRONMENT 

The  environment  variable  HUNT  is  checked  to  get  the  player  name.  If  you  do  not  have  this  variable  set, 
hunt  will  ask  you  what  name  you  want  to  play  under.  You  may  also  set  up  a  single  character  keyboard 
map,  but  then  you  have  to  enumerate  the  options.  For  example: 

setenv  HUNT  “name=Sneaky,mapkey=zoFfGglf2g3F4G” 
sets  the  player  name  to  Sneaky,  and  the  maps  z  to  o,  F  to  f,  G  to  g,  1  to  f,  2  to  g,  3  to  F,  and  4  to  G. 

The  mapkey  option  must  be  last. 

It  is  a  boring  game  if  you  are  the  only  one  playing. 
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OPTIONS 

-m  You  enter  the  game  as  a  monitor  (you  can  see  the  action  but  you  cannot  play). 

-1  name  Enter  the  game  as  player  name. 

FILES 

/usr/games/lib/hunt.clriver  game  coordinator 
LIMITATIONS 

hunt  normally  drives  up  the  load  average  to  be  about  (number.oLplayo^  +  0.S)  greater  than  it  would  be 
without  a  hunt  game  executing.  A  limit  of  three  players  pa*  host  and  nine  players  total  is  enforced  by 
hunt 

BUGS 

To  keep  up  the  pace,  not  everything  is  as  realistic  as  possible. 


1526 


Last  change:  16  February  1988 


Sun  Release  4.0 


LIFE  (6) 


GAMES  AND  DEMOS 


LIFE  (6) 


NAME 

life  -  John  Conway’s  game  of  life 

SYNOPSIS 

/usr/games/life 

AVAILABILITY 

This  game  is  available  with  the  Games  software  installation  option.  Ref»'  to  Installing  the  SmOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

life  is  a  program  that  plays  John  Conway’s  game  of  life.  It  only  runs  under  sunview(l). 

When  invoked,  life  will  display  a  window  with  a  small  control  panel  at  the  top,  and  a  large  drawing  area  at 
the  bottom.  You  can  create  pieces  in  the  drawing  area  with  the  left  button,  and  erase  them  with  the  middle 
button.  When  you  select  Run  in  the  control  panel,  the  pieces  will  begin  to  evolve,  and  the  drawing  region 
will  update  itself  at  a  speed  controlled  by  the  slider  labeled  with  Fast  and  Slow,  life  keq>s  track  of  all  the 
pieces  even  if  they  are  not  visible.  The  scroll  bars  surrounding  the  drawing  region  can  be  used  to  see 
pieces  that  have  moved  out  of  view.  There  are  some  standard  patterns  that  can  be  drawn  by  popping  up  a 
menu  in  the  drawing  subwindow. 

The  meaning  of  the  items  in  the  first  row  of  the  control  panel  (from  left  to  right)  are  as  follows.  If  you 
click  on  the  picture  which  looks  like  a  tic-t^-toe  board,  a  grid  will  appear  in  the  drawing  region.  If  you 
click  on  Step,  the  mode  will  change  fixMn  run  mode  (where  the  pieces  update  continuously)  to  step  mode 
(where  an  update  is  only  done  when  you  click  on  Step).  Following  Gen  is  a  number  indicating  the  number 
of  generations  that  have  occured.  The  button  marked  Find  will  scroll  so  that  at  least  (Hie  piece  is  in  view. 
This  is  useful  when  all  the  pieces  disappear  fixim  view.  The  button  marked  Clear  will  clear  the  drawing 
region,  but  leave  the  other  controls  unchanged.  Reset  will  reset  all  the  panel  controls,  but  will  not  erase 
any  of  the  pieces,  and  Quit  Exits  the  tool.  The  second  row  contains  two  sliders.  The  first  c(Hitrols  the 
update  speed  when  in  run  mode,  the  second  controls  the  size  of  the  pieces. 

SEE  ALSO 

sunview(l) 
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NAME 

mille  -  play  Mille  Bomes 
SYNOPSIS 

/usr/games/mille  [  file  ] 

DESCRIPTION 

mille  plays  a  two-handed  game  reminiscent  of  the  Parker  Brother’s  game  of  Mille  Bomes  with  you.  The 
rules  are  described  below.  If  a  file  name  is  given  on  the  command  line,  the  game  saved  in  that  file  is 
started. 

When  a  game  is  started  up,  the  bottom  of  the  score  window  will  contain  a  list  of  commands.  They  are: 

P  Pick  a  card  fiom  the  deck.  This  card  is  placed  in  the  ‘P’  slot  in  your  hand. 

D  Discard  a  card  from  your  hand.  To  indicate  which  card,  type  the  number  of  the  card  in 

the  hand  (or  “P”  fw  the  just-picked  card)  followed  by  a  carriage-return  or  space.  The 
carriage-return  or  space  is  required  to  allow  recovoy  from  typos  which  can  be  very 
expensive,  like  discarding  safeties. 

U  Use  a  card.  The  card  is  again  indicated  by  its  number,  followed  by  a  carriage-return  or 
space. 

O  Toggle  ordering  the  hand.  By  default  off,  if  turned  on  it  will  sort  the  cards  in  your  hand 
appropriately.  This  is  not  recommended  for  the  impatient  on  slow  terminals. 

Q  Quit  the  game.  This  will  ask  for  confirmation,  just  to  be  sure.  Hitting  DELETE  (or 
RUBOUT)  is  equivalent 

S  Save  the  game  in  a  file.  If  the  game  was  started  from  a  file,  you  will  be  given  an  oppor¬ 
tunity  to  save  it  on  the  same  file.  If  you  don’t  wish  to,  or  you  did  not  start  from  a  file,  you 
will  be  asked  for  the  file  name.  If  you  type  a  RETURN  character  without  a  name,  the 
save  will  be  terminated  and  the  game  resumed. 

R  Redraw  the  screen  firom  scratch.  The  command  'L  (CTRU-L)  will  also  work. 

W  Toggle  window  type.  This  switches  the  score  window  between  the  startup  window  (with 
all  the  command  names)  and  the  end-of-game  window.  Using  the  end-of-game  window 
saves  time  by  eliminating  the  switch  at  the  end  of  the  game  to  show  the  final  score. 
Recommended  for  hackers  and  oth^  miscreants. 

If  you  make  a  mistake,  an  errm*  message  will  be  printed  on  the  last  line  of  the  score  window,  and  a  bell  will 
beep. 

At  the  end  of  each  hand  or  game,  you  will  be  asked  if  you  wish  to  play  another.  If  not,  it  will  ask  you  if 
you  want  to  save  the  game.  If  you  do,  and  the  save  is  unsuccessful,  play  will  be  resumed  as  if  you  had  said 
you  wanted  to  play  another  hand/game.  This  allows  you  to  use  the  “S”  command  to  reattempt  the  save. 
(The  game  itself  is  a  product  of  Parker  Brothers,  Inc.) 

SEE  ALSO 

curses(3X) 

CARDS 

Here  is  some  useful  information.  The  number  in  brackets  after  the  card  name  is  the  number  of  that  card  in 
the  deck: 
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Hazard  Repair 


Safety 


Out  of  Gas  [2] 
Fiat  Tire  [2] 
Accident  [2] 
Stop  [4] 

Speed  limit  [3] 


Gasoline  [6] 
Spare  Tire  [6] 
Repairs 
Go  [14] 

End  of  Limit  [6] 


Extra  Tank  [1] 
Puncture  Proof  [1] 
Driving  Ace  [1] 
Right  of  Way  [1] 


25  -  [10],  50  -  [10],  75  -  [10],  100  -  [12],  200  -  [4] 


RULES 

Object:  The  point  of  game  is  to  get  a  total  of  5000  points  in  several  hands.  Each  hand  is  a  race  to  put 
down  exactly  700  miles  before  your  opponent  does.  Beyond  the  points  gained  by  putting  down  milestones, 
there  are  several  other  ways  of  making  points. 

Overview:  The  game  is  played  with  a  deck  of  101  cards.  Distance  cards  rei»%sent  a  number  of  miles  trav¬ 
eled.  They  come  in  denominations  of  25,  50,  75,  100,  and  200.  When  one  is  played,  it  adds  that  many 
miles  to  the  player’s  trip  so  far  this  hand.  Hazard  cards  are  used  to  jH^vent  your  opponent  from  putting 
down  Distance  cards.  With  the  exception  of  the  speed  limit  card,  they  can  only  be  played  if  your  opponent 
has  a  Go  card  on  top  of  the  Battle  pile.  The  cards  are  Out  of  Gas,  Accident,  Flat  Tire,  Speed  Lindt,  and 
Stop.  Remedy  cards  fix  problems  caused  by  Hazard  cards  played  on  you  by  your  opponent.  The  cards  are 
Gasoline,  Repairs,  Spare  Tire,  End  of  Limit,  and  Go.  Serfety  cards  prevent  your  opponent  from  putting 
specific  Hazard  cards  on  you  in  the  first  place.  They  are  Extra  Tank,  Driving  Ace,  Puncture  Proof,  and 
Right  of  Way,  and  there  are  only  one  of  each  in  the  deck. 

Board  Layout:  The  board  is  split  into  several  areas.  From  top  to  bottmn,  they  are:  SAFETY  AREA 
(uiilabeled):Thisiswh»ethesafeties  played.  HAND:  These  are  the  cards  in  your  hand.  BATTLE:  This  is 
the  Battle  pile.  All  the  Hazard  and  Remedy  Cards  are  played  here,  excqpt  the  Speed  Lindt  and  Erid  of  Lindt 
cards.  Only  the  top  card  is  displayed,  as  it  is  the  only  effective  one.  SPEED:  The  Speed  pile.  The  Speed 
limit  and  End  of  Lindt  cards  are  played  here  to  control  the  speed  at  which  the  player  is  allowed  to  put 
down  miles.  MILEAGE:  Miles  are  placed  hoe.  The  total  of  the  numbers  shown  here  is  the  distance  trav¬ 
eled  so  far. 

Play:  The  first  pick  alternates  between  the  two  players.  Each  turn  usually  starts  with  a  pick  from  the  deck. 
The  player  then  plays  a  card,  or  if  this  is  not  possible  or  desirable,  discards  one.  Normally,  a  play  or  dis¬ 
card  of  a  single  card  constitutes  a  turn.  If  the  card  played  is  a  safety,  however,  the  same  player  takes 
another  turn  immediately. 

This  repeats  until  one  of  the  players  reaches  700  points  or  the  deck  runs  out.  If  someone  reaches  700,  they 
have  the  option  of  going  for  an  Extension,  which  means  that  the  play  continues  until  someone  reaches  1000 
miles. 

Hazard  and  Remedy  Cards:  Hazard  Cards  are  played  on  your  opponent’s  Battle  and  Speed  piles. 
Remedy  Cards  are  used  for  undoing  the  effects  of  your  opponent’s  nastiness. 

Go  (Greai  Light)  must  be  the  top  card  rai  your  Battle  pile  for  you  to  play  any  mileage,  unless  you  have 
played  the  Right  of  Way  card  (see  below). 

Stop  is  played  on  your  opponent’s  Go  card  to  prevent  them  from  playing  mileage  until  they  play  a  Go 
card. 

Speed  Limit  is  played  on  your  opponent’s  Speed  pile.  Until  they  play  an  End  of  Lindt  they  can  only 
play  25  or  50  mile  car^,  presuming  their  Go  card  allows  them  to  do  even  that 
End  of  Limit  is  played  on  your  Speed  pile  to  nullify  a  Speed  Limit  played  by  your  oppon^t. 

Out  of  Gas  is  played  on  your  opponent’s  Go  card.  TTiey  must  then  play  a  Gasoline  card,  and  then  a  Go 
card  before  they  can  play  any  more  mileage. 

Flat  Tire  is  played  on  your  opponent’s  Go  card.  They  must  then  play  a  Spare  Tire  card,  and  then  a  Go 
card  before  they  can  play  any  more  mileage. 

Accident  is  played  on  your  opponent’s  Go  card.  They  must  thai  play  a  Repairs  card,  and  then  a  Go 
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card  before  they  can  play  any  more  mileage. 

Safety  Cards:  Safety  cards  prevrat  your  oi^nent  from  playing  the  corresponding  Hazard  cards  on  you  for 
the  test  of  the  hand.  It  cancels  an  attack  in  progress,  and  always  entitles  the  player  to  an  extra  turn. 

Right  of  Way  prevents  your  opponent  from  playing  both  Stop  and  Speed  Limit  cards  on  you.  It  also  acts 
as  a  permanent  Go  card  for  the  rest  of  the  hand,  so  you  can  play  mileage  as  long  as  there  is  not  a  Hazard 
card  on  tcq)  of  your  Battle  pile.  In  this  case  only,  your  opponent  can  play  Hazard  cards  directly  on  a 
Remedy  card  besides  a  Go  card. 

Extra  Tank  When  played,  your  opponent  caimot  play  an  Out  of  Gas  on  your  Battle  Pile. 

Puncture  Proof  When  played,  your  opponent  cannot  play  a  Flat  Tire  on  your  Battle  Pile. 

Driving  Ace  Whar  played,  your  opponent  cannot  play  an  Accident  on  your  Battle  Pile. 

Distance  Cards:  Distance  cards  are  played  when  you  have  a  Go  card  on  your  Battle  pile,  or  a  Right  of 
Way  in  your  Safety  area  and  are  not  stopped  by  a  Hazard  Card.  They  can  be  played  in  any  combination 
that  totals  exactly  700  miles,  »cq)t  that  you  cannot  play  more  than  two  200  mile  cards  in  one  hand.  A 
hand  ends  whenev^  one  player  gets  exactly  700  miles  or  the  deck  runs  out.  In  that  case,  play  continues 
until  neither  someone  reaches  700,  or  neither  player  can  use  any  cards  in  their  hand.  If  the  trip  is  com¬ 
pleted  aftar  the  deck  runs  out,  this  is  called  Delayed  Action . 

Coup  Four£:  This  is  a  French  fencing  term  for  a  counter-thrust  move  as  part  of  a  parry  to  an  opponents 
attack.  In  Mille  Bomes,  it  is  used  as  follows:  If  an  oppcHient  plays  a  Hazard  card,  and  you  have  the 
corresponding  Safety  in  your  hand,  you  play  it  immediately,  even  before  you  draw.  This  immediately 
r^oves  the  Hazard  card  from  your  Battle  pile,  and  protects  you  from  that  card  for  the  rest  of  the  game. 
This  gives  you  more  points  (see  “Scoring”  below). 

Scoring:  Scores  are  totaled  at  the  end  of  each  hand,  whetho:  or  not  anyone  completed  the  trip.  The  t»ms 
used  in  the  Score  window  have  the  following  meanings: 

Milestones  Played:  Each  player  scores  as  many  miles  as  they  played  before  the  trip  ended. 

Each  Safety:  100  points  for  each  safety  in  the  Safety  area. 

All  4  Safeties:  300  points  if  all  four  safeties  are  played. 

Each  Coup  Four4:  300  points  for  each  Coup  Fourd  accomplished. 

The  following  bonus  scwes  can  apply  only  to  the  winning  player. 

Trip  Completed:  400  points  bonus  for  completing  the  trip  to  700  or  KXX). 

Safe  Trip:  300  points  bonus  for  completing  the  trip  without  using  any  200  mile  cards. 

Delayed  Action:  300  points  bonus  for  finishing  after  the  deck  was  exhausted. 

Extension:  200  points  bonus  for  completing  a  1000  mile  trip. 

Shut-Out:  500  points  bonus  for  completing  the  trip  before  your  opponent  played  any  mileage  cards. 

Running  totals  are  also  kept  fra:  the  current  score  for  each  player  for  the  hand  (Hand  Total),  the  game 
(Overall  Total),  and  number  of  games  won  (Games). 
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NAME 

monop  -  Monopoly  game 
SYNOPS^S 

/usr/games/monop  [filename] 

DESCRIPTION 

monop  is  reminiscent  of  the  Pailcer  Brother’s  game  Monopoly,  and  monitors  a  game  between  1  to  9  us^. 
It  is  assumed  that  the  rules  of  Monopoly  are  known.  The  game  follows  the  standard  rules,  with  the  excep¬ 
tion  that,  if  a  property  would  go  up  for  auction  and  there  are  only  two  solvent  play^s,  no  aucticm  is  held 
and  the  property  remains  unowned. 

The  game,  in  effect,  lends  the  player  money,  so  it  is  possible  to  buy  something  which  you  cannot  afford. 
However,  as  soon  as  a  person  goes  into  debt,  he  must  “fix  the  problan”,  that  is,  make  himself  solvent, 
before  play  can  continue.  If  this  is  not  possible,  the  player’s  property  reverts  to  his  debtee,  either  a  player 
or  the  bank.  A  play^  can  resign  at  any  time  to  any  p^on  or  the  bank,  which  puts  the  property  back  on  the 
board,  unowned. 

Any  time  that  the  response  to  a  question  is  a  string,  for  instance  a  name,  place  or  person,  you  can  type  ?  to 
get  a  list  of  valid  answers.  It  is  not  possible  to  input  a  negative  number,  nor  is  it  ever  necessary. 

USAGE 

Commands 

quit:  Quit  game.  This  allows  you  to  quit  the  game.  It  asks  you  if  you  are  sure. 

print  Print  board.  This  prints  out  the  current  board.  The  columns  have  the  following  meanings  (column 
headings  are  the  same  for  the  where,  own  holdings,  and  holdings  commands): 

Name  The  first  ten  characters  of  the  name  of  the  square 

Own  The  number  of  the  owner  of  the  property. 

Price  The  cost  of  the  propaty  (if  any) 

Mg  This  field  has  a  ‘  in  it  if  the  property  is  mortgaged 

#  If  the  iHoperty  is  a  Utility  or  Railroad,  this  is  the  numbo*  of  such  owned  by  the 

owner.  If  the  property  is  land,  this  is  the  number  of  houses  on  it. 

Rent  Current  rent  on  the  property.  If  it  is  not  owned,  there  is  no  rent 

where:  where  players  are:  Tells  you  where  all  the  players  are.  A  indicates  the  current  player. 

own  holdings : 

List  your  own  holdings,  that  is,  money,  get-out-of-jail-free  cards,  and  prcqwrty. 
holdings: 

Holdings  list.  Look  at  anyone’s  holdings.  It  will  ask  you  whose  holdings  you  wish  to  look  at. 
When  you  are  finished,  type  done. 

shell:  Shell  escape.  Escape  to  a  shell.  When  the  shell  dies,  the  program  continues  where  you  left  off. 
mortgage: 

Mortgage  property.  Sets  up  a  list  of  mortgageable  property,  and  asks  which  you  wish  to  mort¬ 
gage. 

unmortgage: 

Unmortgage  propmy.  Unmortgage  mortgaged  iroperty. 

Buy  houses.  Sets  up  a  list  of  monopolies  on  which  you  can  buy  houses.  If  there  is  more  than  one, 
it  asks  you  which  you  want  to  buy  for.  It  then  asks  you  how  many  for  each  piece  of  property,  giv¬ 
ing  the  current  amount  in  parentheses  after  the  property  name.  If  you  build  in  an  unbalanced 
manner  (a  disparity  of  more  than  one  house  within  the  same  monopoly),  it  asks  you  to  re-input 
things. 

Sell  houses.  Sets  up  a  list  of  monopolies  from  which  you  can  sell  houses,  it  operates  in  an 
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analogous  manner  to  buy 

card:  Card  for  jail.  Use  a  get-out-of-jail-free  card  to  get  out  of  jail.  If  you  are  not  in  jail,  or  you  do  not 
have  one,  it  tells  you  so. 

pay:  Pay  for  jail.  Pay  $50  to  get  out  of  jail,  from  whence  you  are  put  on  Just  Visiting.  DifGcult  to  do  if 

you  are  not  there. 

trade:  This  allows  you  to  trade  with  anoth^  play^.  It  asks  you  whom  you  wish  to  trade  with,  and  then 
asks  you  what  each  wishes  to  give  up.  You  can  get  a  summary  at  the  end,  and,  in  all  cases,  it  asks 
for  confirmation  of  the  b^de  before  doing  it. 

resign:  Resign  to  another  player  or  the  bank.  If  you  resign  to  the  bank,  all  property  reverts  to  its  virgin 
state,  and  get-out-of-jail  free  cards  revert  to  the  deck. 

save:  Save  game.  Save  the  current  game  in  a  file  for  later  play.  You  can  continue  play  after  saving, 

eitho-  by  adding  the  file  in  which  you  saved  the  game  after  the  monop  command,  or  by  using  the 
restore  command  (see  below).  It  will  ask  you  which  file  you  wish  to  save  it  in,  and,  if  the  file 
exists,  confirm  that  you  wish  to  overwrite  it 

restore: 

Restore  game.  Read  in  a  previously  saved  game  from  a  file.  It  leaves  the  file  intact. 

roll:  Roll  the  dice  and  move  forward  to  your  new  location.  If  you  simply  hit  the  RETURN  key  instead 

of  a  command,  it  is  the  same  as  typing  roll. 

FILES 

/usr/games/lib/cards.pck  chance  and  community  chest  cards 

BUGS 

No  command  can  be  given  an  argument  instead  of  a  response  to  a  query. 
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NAME 

moo  -  guessing  game 

SYNOPSIS 

/usr/games/moo 

DESCRIPTION 

moo  is  a  guessing  game  imported  from  England.  The  computer  picks  a  number  consisting  of  four  distinct 
decimal  digits.  The  player  guesses  four  distinct  digits  being  scored  on  each  guess.  A  “cow”  is  a  correct 
digit  in  an  incorrect  position.  A  “bull”  is  a  correct  digit  in  a  correct  position.  The  game  continues  until 
the  player  guesses  the  number  (a  score  of  four  bulls). 


Sun  Release  4.0 


Last  change: 


1533 


NUMBER(6) 


GAMES  AND  DEMOS 


NUMBER(6) 


NAME 

number  -  convert  Arabic  numerals  to  English 

SYNOPSIS 

/usr/games/number 

DESCRIPTION 

number  copies  the  standard  input  to  the  standard  output,  changing  each  decimal  number  to  a  fully  spelled 
out  version. 
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NAME 

primes  -  print  all  primes  larger  than  some  given  number 
SYNOPSIS 

/usr/games/primes  [  number  ] 

DESCRIPTION 

primes  reads  a  number  from  the  standard  input  and  prints  all  primes  larger  than  the  given  number.  If 
number  is  given  as  an  argument,  it  uses  that  number  rath^  than  reading  one  from  the  standard  input. 

BUGS 

It  obviously  cannot  print  all  primes  larger  than  some  given  number.  It  will  not  behave  very  sensibly  when 
it  overflows  an  int. 
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NAME 

quiz  -  test  your  knowledge 
SYNOPSIS 

/usr/games/quiz  [  -filename  ]  [  -t  ]  [  categoryl  category!  ] 

DESCRIPTION 

quiz  gives  associative  knowledge  tests  on  various  subjects.  It  asks  items  chosen  from  categoryl  and 
e^cts  answo^  firom  category! .  If  no  categories  are  specified,  quiz  gives  instructions  and  lists  the  avail¬ 
able  categories. 

quiz  teUs  a  correct  answer  whenever  you  type  a  bare  newline.  At  the  end  of  input,  upon  interrupt,  or  when 
questions  run  out,  quiz  reports  a  score  and  terminates. 

The  -t  flag  specifies  ‘tutorial’  mode,  where  missed  questions  are  repeated  later,  and  material  is  gradually 
introduced  as  you  learn. 

The  -i  flag  causes  the  named  file  to  be  substituted  for  the  default  index  file.  The  lines  of  these  files  have 
the  syntax: 

line  =  categOTy  newline]  category  line 
category  =  alternate]  category  ‘I’  alternate 
alternate  =  empty]  alternate  primary 
primary  =  character]  ‘[’category*]’]  option 
option  =  ‘{’  category  ‘) ’ 

The  first  category  on  each  line  of  an  index  file  names  an  information  file.  The  remaining  categories  specify 
the  order  and  contents  of  the  data  in  each  line  of  the  information  file.  Infixmation  files  have  the  same  syn¬ 
tax.  Backslash  ‘\’  is  used  as  with  sh(l)  to  quote  syntactically  significant  characters  or  to  insert  transparent 
newlines  into  a  line.  When  either  a  question  or  its  answer  is  empty,  quiz  will  refrain  from  asking  it. 

FILES 

/usr/games/quiz.k/^ 

BUGS 

The  construct  ‘a  I  ab’  doesn’t  work  in  an  information  file.  Use  ‘a{b)  ’. 
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NAME 

rain  -  animated  raindrops  display 

SYNOPSIS 

/usr/games/rain 

DESCRIPTION 

rain’s  display  is  modeled  after  the  VAX/VMS  program  of  the  same  name.  The  terminal  has  to  be  set  for 
9600  baud  to  obtain  the  prop^  effect. 

As  with  all  programs  that  use  termcap,  the  TERM  environment  variable  must  be  set  (and  exported)  to  the 
type  of  the  terminal  being  used. 

FILES 

/etc/termcap 
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NAME 

random  -  select  lines  randomly  from  a  file 
SYNOPSIS 

/usr/games/random  [  -er  ]  [  (Uvisor  ] 

DESCMPTION 

random  acts  as  a  text  filter,  randomly  setecting  lines  from  its  standard  input  to  write  to  the  standard  output. 
The  probability  that  a  given  line  is  selected  is  normally  1/2;  if  a  divisor  is  specified,  it  is  treated  as  a 
floating-point  nurnb^,  and  the  probability  is  l/dinsor  instead. 

OPTIONS 

-e  Don’t  read  the  standard  input  or  write  to  the  standard  output  Instead,  exit  with  a  random  exit 
status  between  0  and  1,  or  betwe^  0  and  diwsor-l  if  divisor  is  specified. 

-r  Don’t  buffer  the  output  If  -r  is  not  used,  output  is  buffered  in  blocks,  or  line-buffered  if  the  stan¬ 
dard  output  is  a  terminal. 
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NAME 

robots  -  fight  off  villainous  robots 
SYNOPSIS 

/usr/games/robots  [  -sjta  ]  [  scorefile  ] 

DESCRIPTION 

robots  pits  you  against  evil  robots,  who  are  trying  to  kill  you  (which  is  why  they  are  evil).  Fortunately  for 
you,  even  though  they  are  evil,  they  are  not  very  bright  and  have  a  habit  of  bumping  into  each  other,  thus 
destroying  themselves.  In  order  to  survive,  you  must  get  them  to  kill  each  other  off,  since  you  have  no 
offensive  weaponry. 

Since  you  are  stuck  without  offensive  weaptMiry,  you  are  aidowed  with  one  piece  of  defensive  weaponry:  a 
teleportation  device.  When  two  robots  run  into  e^h  other  or  a  junk  pile,  they  die.  If  a  robot  runs  into  you, 
you  die.  When  a  robot  dies,  you  get  10  points,  and  when  aU  the  robots  die,  you  start  on  the  next  field.  This 
keeps  up  until  they  finally  get  you. 

Robots  are  represented  on  the  screen  by  a  '+’,  the  junk  hetyts  from  their  collisions  by  a  and  you  (the 
good  guy)  by  a  ^ 

The  commands  are: 

h  move  one  square  left 

1  move  one  square  right 

k  move  one  square  up 

j  move  one  square  down 

y  move  one  square  up  and  left 

u  move  one  square  up  and  right 

b  move  one  square  down  and  left 
n  move  one  square  down  and  right 
.  (also  space)  do  nothing  for  one  turn 

HJKLBNYU 

run  as  far  as  possible  in  the  given  direction 
>  do  nothing  for  as  long  as  possible 
t  teleport  to  a  random  location 

w  wait  until  you  die  or  they  all  do 
q  quit 

'L  redraw  the  screen 

All  conunands  can  be  preceded  by  a  count 

If  you  use  the  ‘w’  command  and  survive  to  the  next  level,  you  will  get  a  bonus  of  10%  for  each  robot 
which  died  after  you  decided  to  wait  If  you  die,  however,  you  get  nothing.  For  all  other  commands,  the 
program  will  save  you  from  typos  by  stopping  short  of  being  eaten.  However,  with  ‘w’  you  take  the  risk  of 
dying  by  miscalculation. 

Only  five  scores  are  allowed  per  user  on  the  score  file.  If  you  make  it  into  the  score  file,  you  will  be  shown 
the  list  at  the  aid  of  the  game.  If  an  alternate  score  file  is  specified,  that  will  be  used  instead  of  the  standard 
file  for  scores. 

OPTIONS 

-s  Do  not  play,  just  show  the  score  file. 

-j  Jump,  when  you  run,  don’t  show  any  intermediate  positions;  only  show  things  at  the  end.  This  is 
useful  on  slow  terminals. 
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-t  Teleport  automatically  when  you  have  no  other  option.  This  is  a  little  disconc^ting  until  you  get 
used  to  it,  and  then  it  is  very  nice. 

-a  Advance  into  the  high^  levels  directly,  skipping  the  lower,  easier  levels. 

FILES 

/usr/games/lib/robots_roll  the  score  file 

BUGS 

Bugs?  Youcra2y,man?!? 
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NAME 

snake,  snscore  -  display  chase  game 
SYNOPSIS 

/usr/games/snake  [  -w/t  ]  [  -In  ] 

/usr/games/snscore 

DESCRIPTION 

snake  is  a  display-based  game  which  must  be  played  on  a  CRT  tmninal  from  among  those  supported  by 
vi(l).  The  object  of  the  game  is  to  make  as  much  money  as  possible  without  getting  eaten  by  the  snake. 
The  -1  and  -w  options  allow  you  to  specify  the  length  and  wi^  of  the  field.  By  default  the  entire  screen 
(except  for  the  last  column)  is  used. 

You  are  represented  on  the  screen  by  an  I.  The  snate  is  6  squares  long  and  is  represented  by  S’s.  The 
money  is  $,  and  an  exit  is  #.  Your  score  is  posted  in  the  uppo*  left  hand  comer. 

You  can  move  around  using  the  same  conventions  as  vi(l),  the  h,  j,  k,  and  1  keys  work,  as  do  the  arrow 
keys.  Other  possibilities  include: 

sefc  These  keys  are  like  hjkl  but  form  a  directed  pad  around  the  d  key. 

HJKL  These  keys  move  you  all  the  way  in  the  indicated  direction  to  the  same  row  or  column  as 
the  money.  This  does  not  let  you  jump  away  from  the  snake,  but  rather  saves  you  from 
having  to  type  a  key  repeatedly.  The  snake  still  gets  all  his  turns. 

SEFC  Likewise  for  the  upper  case  vwsions  on  the  left. 

ATPB  These  keys  move  you  to  the  four  edges  of  the  screen.  Their  position  on  the  keyboard  is 
the  mnemonic,  for  example,  P  is  at  the  far  right  of  the  keyboard. 

\ 

X  This  lets  you  quit  the  game  at  any  time, 
p  Points  in  a  direction  you  might  want  to  go. 
w  Space  warp  to  get  out  of  tight  squeezes,  at  a  price. 

!  Shell  escape 

'Z  Suspend  the  snake  game,  on  systems  which  support  it.  Otherwise  an  interactive  shell  is 
started  up. 

To  earn  money,  move  to  the  same  square  die  money  is  on.  A  new  $  will  appear  when  you  earn  the  current 
one.  As  you  get  richer,  the  snake  gets  hungrier.  To  leave  the  game,  move  to  the  exit  (#). 

A  record  is  kept  of  the  personal  best  score  of  each  playw.  Scores  are  only  counted  if  you  leave  at  the  exit, 
getting  eaten  by  the  smdce  is  worth  nothing. 

As  in  pinball,  matching  the  last  digit  of  your  score  to  the  number  which  appears  after  the  game  is  worth  a 
bonus. 

To  see  who  wastes  time  playing  snake,  run  /usr/games/snscore . 

FILES 

/usr/games/lib/snakerawscores  database  of  personal  bests 

/usr/games/lib/snake.log  log  of  games  played 

BUGS 

When  playing  on  a  small  screen,  it’s  hard  to  tell  when  you  hit  the  edge  of  the  screen. 

The  scoring  function  takes  into  account  the  size  of  the  screen.  A  perfect  function  to  do  this  equitably  has 
not  been  devised. 
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SUNVffiW_DEMOS  (  6  ) 


GAMES  AND  DEMOS 


SUNVIEW_DEMOS  (6) 


NAME 

sunview_demos,  canvas_demo,  cursor_demo  -  Window-System  demonstration  programs 
SYNOPSIS 

/iisr/demo/canvas_demo 

/usr/demo/cursor_demo 

AVAILABILITY 

These  demos  are  available  with  the  SunView  1  Demos  software  installation  option.  Ref»  to  Installing  the 
SunOS  for  information  on  how  to  install  optional  ^ftware. 

DESCRIPTION 

canvas_Demo 

canvas_demo  demonstrates  the  capabilities  of  the  canvas  subwindow  package.  It  consists  of  two  subwin¬ 
dows:  a  control  panel  and  a  canvas.  By  adjusting  the  items  on  the  control  panel,  you  can  manipulate  the 
attributes  of  the  canvas,  and  see  the  results. 

cursor_Demo 

cursor_demo  demonstrates  what  you  can  do  with  cursors.  A  single  control  panel  is  provide  for  adjusting 
the  various  curscH*  attributes.  As  you  adjust  the  items  on  the  control  panel,  the  panel’s  cursor  changes  in 
appearance. 
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TREK(6) 


GAMES  AND  DEMOS 


TEIEK(6) 


NAME 

trek  -  trekkie  game 


SYNOPSIS 

/usr/games/trek  [  [  -a }  filename  ] 


DESCRIPTION 

trek  is  a  game  of  space  glory  and  war.  Below  is  a  summaiy  of  commands.  For  complete  documentation, 
see  Trek  by  Eric  Allman. 

If  a  filename  is  given,  a  log  of  the  game  is  written  onto  that  file.  If  the  -a  flag  is  given  before  the  filename, 
that  file  is  appended  to,  not  truncated. 


The  game  will  ask  you  what  length  game  you  would  like.  Valid  responses  are  “short”,  “medium”,  and 
“long”.  You  may  also  type  “restart”,  which  restart  a  previously  saved  game.  You  will  then  be  prompted 
for  the  skill,  to  which  you  must  respond  “novice”,  “fair”,  “good”,  “expert”,  “commodore”,  or  “impossible”. 
You  should  normally  start  out  with  a  novice  and  work  up. 


In  general,  throughout  the  game,  if  you  forget  what  is  appropriate  the  game  will  tell  you  what  it  expects  if 
you  just  type  in  a  question  mark. 


COMMAND  SUMMARY 
abandon 
cloak  up/down 
computer  request; ... 
destruct 
help 
Irscan 

phasers  automatic  amount 

phasers  mannual  amtl  coursel  spreadl ... 

torpedo  course  [yes]  angle/no 

ram  course  distance 

shell 

srscan  [yes/no] 

status 

undock 

warp  warp_factor 


capture 

damages 

dock 

impulse  course  distance 
move  course  distance 


rest  time 
shields  up/down 

terminate  yes/no 
visual  course 
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W0RM(6) 


GAMES  AND  DEMOS 


WORM  (6) 


NAME 

worm  -  play  the  growing  worm  game 
SYNOPSIS 

/usr/games/worm  [  size  ] 

DESCRIPTION 

In  worm,  you  are  a  little  worm,  your  body  is  the  o ’s  on  the  screen  and  your  head  is  the  @  .  You  move 
with  the  hjkl  keys  (as  in  the  game  snake).  If  you  don’t  press  any  keys,  you  continue  in  the  direction  you 
last  moved.  The  upper  case  HJKL  keys  move  you  as  if  you  had  pressed  several  (9  for  HL  and  5  for  JK)  of 
the  corresponding  lower  case  key  (unless  you  run  into  a  digit,  then  it  stq>s). 

On  the  screen  you  will  see  a  digit;  if  your  worm  eats  the  digit  it  will  grow  longer,  the  actual  amount  longer 
depends  on  which  digit  it  was  that  you  ate.  The  object  of  the  game  is  to  see  how  long  you  can  make  the 
worm  grow. 

The  game  rads  when  the  worm  runs  into  eithra  the  sides  of  the  screen,  or  itself.  The  current  score  (how 
much  the  worm  has  grown)  is  kept  in  the  upper  left  comer  of  the  screen. 

The  optional  argument,  if  present,  is  the  initial  length  of  the  worm. 

BUGS 

If  the  initial  length  of  the  worm  is  set  to  less  than  one  or  more  than  7S,  various  strange  things  h^)pen. 
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WORMS  (6) 


GAMES  AND  DEMOS 


WORMS  (6) 


NAME 

wonns  -  animate  worms  on  a  display  terminal 
SYNOPSIS 

/usr/games/worms  [  -field  ]  [  -length  #  ]  [  -number  #  ]  [  -trail  ] 

DESCRIPTION 

-field  makes  a  "field"  for  the  worm(s)  to  eat;  -trail  causes  each  worm  to  leave  a  trail  behind  it.  You  can 
figure  out  the  rest  by  yourself. 

FILES 

/etc/termcap 

SEE  ALSO 

StuUls  by  Karl  Heuer 

BUGS 

The  lower-right-hand  character  position  will  not  be  updated  properly  on  a  terminal  that  wraps  at  the  right 
margin. 

Terminal  initialization  is  not  performed. 
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WUMP(6) 


GAMES  AND  DEMOS 


WUMP(6) 


NAME 

wump  -  the  game  of  hunt-the-wumpus 

SYNOPSIS 

/usr/games/wump 


DESCRIPTION 

wump  plays  the  game  of  ‘Hunt  the  Wumpos.’  A  Wumpus  is  a  creature  that  lives  in  a  cave  with  several 
rooms  connected  by  tunnels.  You  wander  among  the  rooms,  trying  to  shoot  the  Wumpus  with  an  arrow, 
meanwhile  avoiding  being  eaten  by  the  Wumpus  and  falling  into  Bottomless  Pits.  There  are  also  Super 
Bats  which  are  likely  to  pick  you  up  and  drc^  you  in  some  random  room. 

The  program  asks  various  questions  which  you  answer  one  per  line;  it  will  give  a  more  detailed  description 
if  you  want 

This  program  is  based  on  one  described  in  People’s  Computer  Company,  2, 2  (November  1973). 
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INTRO(7) 


PUBLIC  FILES,  TABLES,  AND  TROFF  MACROS 


INTRO  (7) 


NAME 

miscellaneous  -  miscellaneous  useful  information  pages 
DESCRIPTION 

This  section  contains  miscellaneous  documentation,  mostly  in  the  area  of  text  processing  macro  packages 
iwtroffO). 

LIST  OF  MISC.  TABLES 


Name 

Appears  on  Page 

Description 

ascii 

ascii(7) 

map  of  ASCII  character  set 

eqnchar 

eqnchar(7) 

specid  character  definitions  for  eqn 

filesystem 

filesystem(7) 

filesystem  organization 

bier 

hier(7) 

file  system  hierarchy 

man 

man(7) 

macros  to  format  Reference  Manual  pages 

me 

me(7) 

macros  for  formatting  papers 

ms 

ms(7) 

text  formatting  macros 
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ASCn(7) 


PUBLIC  FILES,  TABLES,  AND  TROFF  MACROS 


ASCn(7) 


NAME 

ascii  -  map  of  ASCII  character  set 

SYNOPSIS 

cat  /usr/pub/ascii 

DESCRIPTION 

/usr/pub/ascii  is  a  map  of  the  ASCII  character  set,  to  be  printed  as  needed.  It  contains  octal  and  hexade¬ 
cimal  values  for  each  character.  While  not  included  in  that  file,  a  chart  of  decimal  values  is  also  shown 
here. 

Octal — Character 


1000  NUL 

1001 

SCH 

[|002 

STX 

:ioo3 

ETX 

:|004 

EOT 

1005 

ENQ1006 

ACK1007 

BEL| 

1010 

BS 

1011 

HT 

1012  NL 

1013 

VT 

1014  NP 

1015 

CR 

1016 

SO 

1017 

SI  1 

1  020  DLE 

1021 

DCl 

1022 

DC2 

1023 

DC3 

1024 

DC4 

1025 

NAKl 026 

SYN1027 

ETBl 

1030 

CAN 

1031 

EM 

1032 

SUB 

1033 

ESC 

1034 

FS 

1035 

GS 

1036 

RS 

1037 

US  1 

1040 

SP 

1041 

! 

1042 

It 

1043 

# 

1044 

$ 

1045 

% 

1046 

& 

1047 

'  1 

1050 

( 

1051 

) 

1052 

* 

1053 

+ 

1054 

f 

1055 

- 

1056 

, 

1057 

/  1 

1060 

0 

1061 

1 

1062 

2 

1063 

3 

1064 

4 

1065 

5 

1066 

6 

1067 

7  1 

1070 

8 

1071 

9 

1072 

; 

1073 

» 

1074 

< 

1075 

= 

1076 

> 

1077 

?  1 

1100 

@ 

1  101 

A 

1  102 

B 

1 103 

C 

1 104 

D 

1  105 

E 

1 106 

F 

1  107 

G  1 

1110 

H 

1  111 

I 

1112 

J 

1113 

K 

1  114 

L 

1  115 

M 

1116 

N 

1  117 

0  1 

1  120 

P 

1  121 

Q 

1 122 

R 

1 123 

S 

1 124 

T 

1  125 

U 

1 126 

V 

1  127 

W  1 

1 130 

X 

1  131 

Y 

1132 

Z 

1 133 

[ 

1 134 

\ 

1  135 

] 

1 136 

1  137 

_  1 

1 140 

V 

1  141 

a 

1 142 

b 

1 143 

c 

1  144 

d 

1 145 

e 

1 146 

f 

1  147 

s  1 

1  150 

h 

1  151 

i 

1  152 

j 

1 153 

k 

1  154 

1 

1  155 

m 

1 156 

n 

1  157 

0  1 

1 160 

P 

1  161 

q 

1  162 

r 

1  163 

s 

1  164 

t 

1 165 

u 

1 166 

V 

1  167 

w  1 

1 170 

X 

1 171 

y 

1  172 

z 

1 173 

{ 

1  174 

1 

1 175 

} 

1 176 

1  177 

DELI 

Hexadecimal  —  Character 

1  00  NUL 

1  01 

SCH 

1  02 

STX 

:i  03 

ETX 

:i  04 

EOT 

1  05  SqQl  06  ACK|  07 

BEL| 

1  08 

BS 

1  09 

HT 

1  OA  NL 

1  OB  VT 

1  OC  NP 

1  OD  CR 

1  OE 

so 

1  OF 

SI  1 

1  10 

DLE 

1  11 

DCl 

1  12  DC2 

1  13 

DC3 

1  14 

DC4 

I  15 

NAKl  16 

SYNI  17 

ETBl 

1  18 

CAN 

1  19 

EM 

1  lA  SUB 

1  IB 

ESC 

1  1C  FS 

1  ID  GS 

1  IE  RS 

1  IF 

US  1 

1  20 

SP 

1  21 

! 

1  22 

If 

1  23 

# 

1  24 

$ 

1  25 

% 

1  26 

& 

1  27 

'  1 

1  28 

( 

1  29 

) 

1  2A 

+ 

1  2B 

+ 

1  2C 

y 

1  2D 

- 

1  2E 

1  2F 

/  1 

1  30 

0 

1  31 

1 

1  32 

2 

1  33 

3 

1  34 

4 

1  35 

5 

1  36 

6 

1  37 

7  1 

1  38 

8 

1  39 

9 

1  3A 

; 

1  3B 

> 

1  3C 

< 

1  3D 

1  3E 

> 

1  3F 

?  1 

1  40 

@ 

1  41 

A 

1  42 

B 

1  43 

C 

1  44 

D 

1  45 

E 

1  46 

F 

1  47 

G  1 

1  48 

H 

1  49 

I 

1  4A 

J 

1  4B 

K 

1  4C 

L 

1  4D 

M 

1  4E 

N 

1  4F 

0  1 

1  50 

P 

1  51 

Q 

1  52 

R 

1  53 

S 

1  54 

T 

1  55 

U 

1  56 

V 

1  57 

W  1 

1  58 

X 

1  59 

Y 

1  5A 

Z 

1  5B 

[ 

1  5C 

\ 

1  5D 

] 

1  5E 

A 

1  5F 

_  1 

1  60 

1  61 

a 

1  62 

b 

1  63 

c 

1  64 

d 

1  65 

e 

1  66 

f 

1  67 

g  1 

1  68 

h 

1  69 

i 

1  6A 

j 

1  6B 

k 

1  6C 

1 

1  6D 

m 

1  6E 

n 

1  6F 

0  1 

1  70 

P 

1  71 

q 

1  72 

r 

1  73 

s 

1  74 

t 

1  75 

u 

1  76 

V 

1  77 

w  1 

1  78 

X 

1  79 

y 

1  7A 

z 

1  7B 

{ 

1  7C 

1 

1  7D 

} 

1  7E 

1  7F 

DELI 
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ASCII(7) 


PUBLIC  FILES,  TABLES,  AND  TROFF  MACROS 


ASCII  (7) 


Decimal  —  Character 


1  0  NUL 

1  1 

SQH 

1  2 

STX 

1  3 

ETX 

:i  4 

EOT 

1  5  ENQ 

!l  6 

ACK 

1  7 

BEL| 

1  8 

BS 

1  9 

HT 

1  10  NL 

1  11 

VT 

1  12  NP 

1  13 

CR 

1  14 

SO 

1  15 

SI  1 

1  16  DLE 

1  17 

DCl 

1  18 

DC2 

1  19 

DC3 

1  20  DC4 

1  21 

NAK 

.|  22 

SYN 

1  23 

ETBI 

1  24 

CAN 

1  25 

EM 

1  26 

SUB 

1  27 

ESC 

1  28 

FS 

1  29 

GS 

1  30 

RS 

1  31 

US  1 

1  32 

SP 

I  33 

1 

1  34 

It 

1  35 

# 

1  36 

$ 

1  37 

% 

1  38 

& 

1  39 

'  I 

1  40 

( 

1  41 

) 

1  42 

* 

1  43 

+ 

1  44 

> 

1  45 

- 

1  46 

1  47 

/  1 

1  48 

0 

1  49 

1 

i  50 

2 

1  51 

3 

1  52 

4 

1  53 

5 

1  54 

6 

1  55 

7  1 

1  56 

8 

1  57 

9 

1  58 

* 

1  59 

) 

1  60 

< 

1  61 

= 

1  62 

> 

1  63 

?  1 

1  64 

@ 

1  65 

A 

1  66 

B 

1  67 

C 

1  68 

D 

1  69 

E 

1  70 

F 

1  71 

G  1 

1  72 

H 

1  73 

I 

1  74 

J 

1  75 

K 

1  76 

L 

1  77 

M. 

1  78 

N 

1  79 

0  1 

1  80 

P 

1  81 

Q 

1  82 

R 

1  83 

S 

1  84 

T 

1  85 

U 

1  86 

V 

1  87 

W  1 

1  88 

X 

I  89 

Y 

1  90 

Z 

1  91 

[ 

1  92 

\ 

1  93 

] 

1  94 

1  95 

1  96 

1  97 

a 

1  98 

b 

1  99 

c 

1 100 

d 

1 101 

e 

1102 

f 

1  103 

g  1 

1 104 

h 

1  105 

i 

1106 

j 

1 107 

k 

1  108 

1 

1 109 

m 

1110 

n 

1  111 

0  1 

1112 

P 

1113 

q 

1114 

r 

1115 

s 

1116 

t 

1117 

u 

1 118 

V 

1119 

w  1 

1  120 

X 

1  121 

y 

1  122 

z 

1  123 

{ 

1124 

1 

1 125 

} 

1  126 

1  127 

DEL] 

FILES 

/usr/pub/ascii  Online  chart  of  octal  and  hexadecimal  values  for  the  ASCII  character  set. 
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EQNCHAR(7) 


PUBLIC  HLES,  TABLES,  AND  TROFF  MACROS 


EQNCHAR(7) 


NAME 

eqnchar  -  special  character  definitions  for  eqn 
SYNOPSIS 

eqn  /usr/pub/eqnchar  [filename  ]  |  troff  [  options  ] 
neqn  /usr/pub/eqnchar  [filename  ]  |  nroff  [  options  ] 

DESCRIPTION 

eqnchar  contains  trofr(l)  and  nroff(l)  character  definitions  firr  constructing  characters  that  are  not  avail¬ 
able  on  the  Graphic  Systems  typesetter.  These  definitions  are  primarily  intended  for  use  with  eqn(l)  and 
neqn(l).  It  contains  definitions  for  the  following  characters 


ciplus 

© 

II 

II 

square 

□ 

citimes 

langle 

1 

\ 

circle 

o 

wig 

~ 

rangle 

\ 

/ 

blot 

□ 

-wig 

hbar 

n 

bullet 

• 

>wig 

> 

ppd 

i 

prop 

OC 

<wig 

< 

<-> 

o 

empty 

0 

=wig 

= 

<  =  > 

member 

€ 

star 

* 

/< 

it 

nomem 

bigstar 

/> 

cup 

U 

=dot 

= 

ang 

L 

ccq? 

n 

orsign 

Y 

rang 

/- 

incl 

E 

andsign 

A 

3dot 

subset 

c: 

=del 

A 

t¥ 

• 

supset 

3 

oppA 

quarter 

Isubset 

£ 

oppE 

angstrom 

3 

A 

Squarter  % 
degree  ^ 

Isupset 

3 

FILES 

/usr/pub/eqnchar 
SEE  ALSO 

eqn(I),  neqn(l),  nroff(l),  trofF(l) 
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FILESYSTEM  (7) 


PUBLIC  FILES,  TABLES.  AND  TROFF  MACROS 


FILESYSTEM(7) 


NAME 

filesystem  -  file  system  organization 

SYNOPSIS 

/ 

/usr 

DESCRIPTION 

The  SunOS  file  syston  tree  is  organized  for  easy  administration.  Distinct  areas  within  the  file  systean  tree 
are  provided  for  files  that  are  private  to  one  machine,  files  that  can  be  shared  by  multiple  machines  of  a 
common  aichitecfiire,  files  that  can  be  shared  by  all  machines,  and  home  directories.  This  organization 
allows  the  sharable  files  to  be  stored  on  one  machine,  while  being  accessed  by  many  machines  using  a 
tmote  file  access  mechanism  such  as  Sun’s  Network  File  System  (NFS).  Grouping  together  similar  files 
makes  the  file  system  tree  easier  to  upgrade  and  manage. 

The  file  system  tree  consists  of  a  root  file  system  and  a  collection  of  mountable  file  systems.  The  mount(8) 
program  attaches  mountable  file  systems  to  the  file  system  ttee  at  mount  points  (directory  entries)  in  the 
root  file  system,  or  other  previously  mounted  file  systems.  Two  file  systems,  /  (the  root)  and  /usr,  must  be 
mounted  in  order  to  have  a  fiilly  functional  system.  The  toot  file  syston  is  mounted  automatically  by  the 
k^el  at  boot  time;  die  /usr  file  system  is  mounted  by  the  /etc/rc.boot  script,  which  is  run  as  part  of  the 
booting  inocess. 

The  root  file  system  contains  files  that  are  unique  to  each  machine;  it  can  not  be  shared  among  machines. 
The  toot  file  system  contains  the  following  directories: 

/dev  Character  and  block  special  files.  Device  files  {Hovide  hooks  into  hardware  devices  or  operat¬ 
ing  system  facilities.  The  MAKEDEV(8)  command  builds  device  files  in  the  /dev  directory. 
Typically,  device  files  are  built  to  match  die  kmiel  and  hardware  configuration  of  the  machine. 

/etc  Various  configuration  files  and  S)«tem  administration  databases  that  are  machine  specific.  You 

can  think  of  /etc  as  the  “home  directory”  of  a  machine,  defining  its  “identity.”  Executable  pro¬ 
grams  are  no  longer  kept  in  /etc. 

/home  Mount  points  fix:  home  directories.  This  directory  may  be  arranged  so  that  shared  user  files  are 
placed  under  die  directory  /home/machine-name  on  machines  serving  as  file  servers. 
Machines  may  then  be  locally  configured  with  mount  points  under  /home  for  all  of  the  file 
serv^  of  intoest,  with  the  name  of  the  mount  point  being  die  name  of  the  file  server. 

/mnt  A  generic  mount  point  This  is  an  mpty  directory  available  for  temporarily  mounting  file  sys¬ 
tems  (HI. 

/shin  Executable  programs  diat  are  needed  in  the  bcxit  process  before  /usr  is  mounted,  /shin  con¬ 
tains  only  those  programs  that  are  i^eded  in  (x'der  to  mount  the  /usr  file  system:  hostname(l), 
ifconfig(8C).  mit(8),  mount(8),  and  sh(l).  After  /usr  is  mounted,  the  full  complement  of  utili¬ 
ties  are  available. 

/tmp  Temp(xary  files  that  are  deleted  at  reboot  time. 

/var  Files,  such  as  log  files,  that  are  unique  to  a  machine  but  that  can  grow  to  an  arbitrary  (“vari¬ 
able”)  size. 

/var/adm  System  logging  and  accounting  files. 

/var/preserve 

Backup  files  for  vi(l)  and  ex(l). 

/var/spool  Subdirectories  for  files  used  in  printer  spcmling,  mail  delivery,  cron(8),  at(l),  etc. 

/var/tmp  TransittHy  files  that  are  not  deleted  at  reboot  time. 

Because  it  is  desirable  to  keep  the  root  file  system  small,  larger  file  systems  are  often  mounted  on  /var  and 
/tmp. 
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The  file  system  mounted  on  /usr  contains  architecture-d^ndent  and  architecture-independent  shareable 
files.  The  subtree  rooted  at  /usr/share  contains  architecture-independent  shareable  files;  the  rest  of  the  /usr 
tree  contains  architecture-dqpendent  files.  By  mounting  a  common  remote  file  system,  a  group  of  machines 
with  a  common  architecture  may  share  a  single  /usr  file  system.  A  single  /usr/share  file  system  can  be 
shared  by  machines  of  any  architecture.  A  machine  acting  as  a  file  s^er  may  export  many  different  /usr 
file  systems  to  suj^rt  several  different  architectures  and  operating  system  releases.  Clients  usually  mount 
/usr  read-only  to  prevent  their  accidentally  modifying  any  shared  files.  The  /usr  file  system  contains  the 
following  subdirectories: 

/usr/5bin  System  V  executables. 

/usr/5indude  System  V  include  files. 

/usr/51ib  System  V  library  files. 

/usr/bin  Executable  programs.  The  bulk  of  the  system  utilities  are  located  here. 


/usr/dict 

/irsr/etc 

/usr/games 

/usr/include 


Dictionary  databases. 

Executable  system  administration  programs. 
Executable  game  programs  and  data. 
Include  files. 


/usrAib 

/usr/pub 

/usr/ucb 

/usr/share 

/iisr/share/man 

/usr/share/lib 


Program  libraries  and  various  architecture-dependent  databases. 

Various  data  files. 

Executable  programs  descended  from  the  Berkeley  Software  Distribution. 

Subtree  for  architecture-independent  shareable  files. 

Subdirectories  for  the  on-line  reference  manual  pages. 

Architecture-independent  databases. 

A  machine  with  disks  may  export  root  file  systems,  swt^  files  and  /usr  file  systems  to  diskless  or  partially- 
disked  m£K:hines,  which  mount  these  into  the  standard  file  system  hiotarchy.  The  standard  directory  tree 
fm*  exporting  these  file  systems  is: 

/export  The  root  of  the  exported  file  system  tree. 

/export/acec/architecture-name 

The  exported  /usr  file  system  supporting  architecture-name  for  the  current 
release. 


lexport/exed architecture-name  j-elease-name 

The  exported  /usr  file  system  supporting  architecture-name  for  SuiK)S 
release-name. 


/export/share 

lexport/root/hostname 

lexportlswaplhostname 

hxport/varlhostname 

lexport/dumplhostname 

/export/crash/hostname 


The  exported  common  /usr/share  directory  tree. 
The  exported  root  file  system  for  hostname. 

The  exported  swap  file  for  hostname. 

The  exported  /var  directory  tree  for  hostname. 
The  exported  dump  file  for  hostname . 

The  exported  crash  dump  directory  for  hostname . 


Changes  from  Previous  Releases 

The  file  system  layout  described  here  is  quite  a  bit  diffoent  from  the  layout  employed  previous  to  release 
4.0  of  SunOS.  For  compatibility  with  earlio"  releases  of  SunOS,  and  other  vosions  of  the  UNIX  system, 
symbolic  links  are  provided  for  various  files  and  directories  linking  their  previous  names  to  their  current 
locations.  The  symbolic  links  provided  include: 


1552 


Last  change:  10  January  1988 


Sun  Release  4.0 


FE.ESYSTEM(7) 


PUBLIC  FILES,  TABLES,  AND  TROFF  MACROS 


FILESYSTEM  (7) 


/bin  — /usr/bin  All  programs  previously  located  in  /bin  are  now  in  /usr/bin. 

/lib  — /usr/lib  All  files  previously  located  in  /lib  are  now  in  /usrAib. 

/usr/adm  — /var/adm  The  entire  /usr/adm  directory  has  been  moved  to  /var/adm. 

/usr/spool  — /var/spool  The  entire  /usr/spool  directory  has  been  moved  to  /var/spool. 

/usr/tmp  — /var/tmp  The  /usr/tmp  directory  has  been  moved  to  /var/tmp. 

/etc/termcap  — /usr/share/lib/tenncap 
/usr/51ib/terminfo  — /usr/sbare/lib/tenninfo 
/usr/lib/me  — /usr/share/lib/me 
/usr/lib/nis — /usr/share/Iib/ms 
/usr/lib/tmac  — /usr/share/lib/tmac 
/usr/man  — /iisr/share/man 

The  following  program  binaries  have  been  moved  from  /etc  to  /usr/ete  with  symbolic  links  to  them  left  in 
/etc:  arp,  ciri,  cron,  cbown,  chroot,  config,  dkinfo,  dmesg,  dump,  fastboot,  fasthalt,  fsck,  halt,  ifconfig, 
link,  mkfs,  mknod,  mount,  ncbeck,  newfs,  pstat,  rdump,  reboot,  renice,  restore,  rmt,  rrestore,  shut¬ 
down,  umount,  update,  unlink,  and  vipw. 

In  addition,  some  files  and  directcxies  have  been  moved  with  no  symbolic  link  left  behind  in  the  old  loca¬ 
tion: 


Old  Name 

New  Name 

/etc/biod 

/usr/etc/biod 

/etc/fsirand 

/usr/etc/fsirand 

/etc/getty 

/usr/etc/getty 

/etc/in.rlogind 

/usr/etc/in.rlogind 

/etc/injrouted 

/usr/etc/inj‘outed 

/etc/iujrsbd 

/usr/etc/in.rshd 

/etc/inetd 

/usr/etc/inetd 

/etc/init 

/usr/etc/init 

/etc/nfsd 

/usr/etc/nfsd 

/etc/portmap 

/usr/etc/portmap 

/etc/rpc.lockd 

/usr/etc/rpc.Iockd 

/etc/rpc.statd 

/usr/etcA'pc.statd 

/etc/ypbind 

/usr/etc/ypbind 

/usr/lib/sendmail.cf 

/etc/sendmail.cf 

/usr/preserve 

/var/preserve 

/usr/lfi)/aliases 

/etc/aliases 

/stand 

/usr/stand 

/etc/yp 

/var/yp 

Note:  with  this  new  file  system  organization,  the  approach  to  repairing  a  broken  file  system  changes.  One 
must  mount  /usr  before  doing  an  fsck(8),  for  example.  If  the  mount  point  for  /usr  has  been  destroyed,  /usr 
can  be  mounted  temporarily  on  /mnt  or  /tmp.  If  the  root  file  system  on  a  standalone  system  is  so  badly 
damaged  that  none  of  these  mount  points  exist,  or  if  /sbin/mount  has  been  corrupted,  the  only  way  to 
rqpair  it  may  be  to  re-install  the  root  file  system. 
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SEE  ALSO 

at(l),  ex(l),  hostname(l),  sh(l),  vi(l),  intro(4),  nfs(4P),  hier(7),  ifcoiifig(8C),  lnit(8),  MAKEDEV(8), 
moinit(8),  fsck(8),  rc(8) 
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NAME 

hier  -  file  system  hierarchy 
DESCRIPTION 

The  following  outline  gives  a  quick  tour  through  a  typical  SunOS  file  system  hierarchy: 

/  root  directory  of  the  file  system 

/dev/  devices  (Section  4) 

MAKEDEV 

shell  script  to  create  special  files 
MAKEDEVJocal 

site  specific  part  of  MAKEDEV 
console  main  system  console,  console(4S) 
drum  paging  device,  drum(4) 

*mem  memory  special  files,  mem(4S) 
null  null  file  or  data  sink,  null(4) 
pty[p-z]* 

pseudo  terminal  controllers,  pty(4) 
tty[ab]  CPU  serial  ports,  zs(4S) 
tty[0123][0-fl 

MTI  serial  ports  mti(4S) 
tty[hijk][0-f! 

ALM-2  serial  ports  mcp(4S) 
ttylp-zl* 

pseudo  terminals,  pty(4) 
vme*  VME  bus  special  files,  mem(4S) 
win  window  system  special  files,  win(4S) 
xy*  disks,  xy(4S) 
rxy*  raw  disk  interfaces,  xy(4S) 

/etc/  systan-specific  maintenance  and  data  files 
dumpdates 

dump  history,  dump(8) 

exports  table  of  file  systems  exportable  with  NFS,  exports(S) 
fstab  file  system  configuration  table,  fstab(S) 
group  group  file,  group(5) 

hosts  host  name  to  network  address  mapping  file,  hosts(S) 
hosts.equiv 

list  of  trusted  systems,  hosts.equiv(5) 
motd  message  of  the  day,  login(l) 
mtab  mounted  file  table,  mtab(5) 
networks 

network  name  to  network  number  mapping  file,  networks(S) 
passwd  password  file,  passwd(S) 

phones  private  phone  numbers  for  remote  hosts,  as  described  in  phones(S) 
printcap 

table  of  printers  and  capabilities,  printcap(S) 
protocols 

protocol  name  to  protocol  number  mapping  file,  protocols(5) 
rc  shell  program  to  bring  the  system  up  multiuser 
rc.boot  startup  file  run  at  boot  time 
rcJocal  site  dependent  portion  of  rc 

remote  names  and  descriptitm  of  remote  hosts  for  tip(lC),  remote(5) 
services 

network  services  definition  file,  services(5) 
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ttytab  database  of  ^tninal  infonnation  used  by  getty(8) 


/export/ 

directory  of  exported  files  and  file  systems  for  clients,  including  swap  files,  root,  and  /osr  file 
systems 

/home/  directory  of  mount  points  for  remcMe-mounted  home  directories  and  shared  file  systems 
user  home  (initial  working)  directory  for  user 

.profile  set  environmoit  for  sh(l),  eiiviron(5V) 

.project 

what  you  are  doing  (used  by  (finger(l)) 

.cshrc  startup  file  for  csh(l) 

.exrc  startup  file  for  ex(l) 

.plan  what  your  short-term  plans  are  (used  by  finger(l)) 
jrhosts  host  equivalence  file  fw  rlogin(lC) 

.mailrc  startup  file  for  mail(l) 
calendar 

user’s  datebook  for  calendar(l) 

/lost+found 

directory  for  cotmecting  detached  files  for  fsck(8) 

/mnt/  mount  point  for  file  systems  mounted  temporarily 
/shin/  execut^le  {xograms  needed  to  mount  /usr/ 
hostname 
ifconfig 
init 
mount 
sh 

/tmp/  temporary  files,  usually  on  a  fast  device,  see  also  /var/tmp/ 
ctm*  used  by  cc(l^ 
e*  usedbyed(l) 

/var/  directory  of  files  that  tend  to  grow  or  vary  in  size 
adm/  administrative  log  files 

lastlog  record  of  recent  logins,  utmp(S) 

Ipacct  line  printer  accounting  Ipr(l) 
messa^ 

system  messages 

tracct  phototype^tt^  accounting.  troff(l) 
utmp  table  of  currently  logged  in  users,  utmp(S) 
vaacct,  vpacct 

varian  and  versatec  accounting  vtrolT(l),  pac(8) 
wtmp  login  history,  utmp(S) 

preserve/ 

editor  temporaries  preserved  h^  aft»  crashes/hangups 
spool/  delayed  execution  files 
cron/  used  by  cron(8) 

Ipd/  used  by  Ipr(l) 

lock  present  when  line  prints*  is  active 
cf*  copy  of  file  to  be  printed,  if  necessary 
df*  control  file  for  print  job 
tf*  transit!  control  file,  while  Ipr  is  working 
mail/  mailboxes  for  mail(l) 
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name  mail  file  for  user  name 
name  Jock 

lock  file  while  name  is  receiving  mail 

mqueue/ 

mail  queue  for  ^ndmail(8) 
secretmail/ 

like  mail/,  but  used  by  xsend(l) 
uucp/  wodc  files  and  staging  area  for  aacp(lC) 

LOGFILE 

summary  log 

LOG.*  log  file  for  <Hie  transaction 

tmp/  temporary  files,  to  keep  /tmp/  small 

raster  used  by  pIot(lG) 
stm*  used  by  sort(lV) 

yp/  Yellow  Pages  database  files,  ypfiles(S) 

/usr/  general-purpose  directory,  usually  a  mounted  file  system 
bin/  utility  programs 

as  assembler,  as(l) 

cc  C  compile  executive,  c.f.  /usr/lib/ccom,  /usr/lib/cpp,  /usr/Iib/c2 

csh  the  C-shell,  csh(l) 

sh  the  Bourne  shell,  sh(l) 

demo/  demonstration  programs 

diag/  system  tests  and  diagnostics 

diet/  word  lists,  etc. 

spellhist 

history  file  for  speU(l) 
words  principal  word  list,  used  by  look(l) 

etc/  system  administration  programs;  c.f.  section  8 

catman  update  preformatted  man  pages,  catman(8) 

cron  the  clock  da^on,  cron(8) 

dump  file  system  backup  program  diimp(8) 

getty  part  of  login(l),  getty(8) 

inxomsat 

biff  server  (incoming  mail  daemon),  comsat(8C) 
init  the  parent  of  all  processes,  mit(8) 
mount  moant(8) 
yp/  Yellow  Pages  programs 

ypinit  build  and  install  Yellow  Pages  database,  ypinit(8) 
yppush  force  prq)agation  of  a  changed  Yellow  Pages  map,  yppush(8) 
ypset  point  ypbind  at  a  particular  sov^,  ypset(8) 


games/ 

backgammon 

lib/  library  directory  for  game  sccares,  etc. 
quiz.k/  what  quiz(6)  knows 

africa  countries  and  capitals 
index  category  index 
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hosts/  symbolic  links  to  rsh(lC)  for  commonly  accessed  remote  hosts 

include/ 

standard  #include  files 
a.out.h  object  file  layout,  a,out(S) 
images/  icon  images 
machine/ 

header  files  from  /usr/share/sys/sys/machine;  may  be  a  symbolic  link 
mathJi  intro(3M) 

net/  header  files  from  /usr/share/sys/sys/net;  may  be  a  symbolic  link 

ntsf  header  files  used  in  the  Netwwk  File  System  (NFS) 

stdioJi  standard  I/O,  intro(3S) 

sys/  kernel  header  files,  c.f.  /usr/share/sys/sys 

lib/  object  libraries,  compiler  program  binaries,  and  other  data 
ccom  C  compiler  proper 

cpp  C  preprocessor 

c2  C  code  imiKOver 

eign  list  of  English  words  to  be  ignored  by  ptx(l) 
font/  fonts  for  troiT(l) 

ftR  Times  Roman 

ftB  Times  Bold 

libc.a  system  calls,  standard  I/O,  etc.  (2,3,3S) 

Iibm.a  math  library,  intro(3M) 
lint/  utility  files  for  lint 

lmt[i2]  subprocesses  for  lint(lV) 

llib-lc  dummy  declarations  for  /usr/lib/libcu,  used  by  Iint(lV) 
Uib-lm  dummy  declarations  for  /usr/Iib/libm.a 

units  conversion  tables  for  units(l) 
uucp/  programs  and  data  for  uucp(lC) 

L.sys  remote  system  names  and  numbers 
uucico  the  real  copy  program 


local/ 

old/ 

pub/ 

sees/ 

sre/ 

stand/ 

share/ 


locally  maintained  software 
obsolete  and  unsupported  programs 
publicly  readable  data  files 

binaries  of  programs  that  compose  the  source  code  control  system  (SCCS) 
system  source  code  tree 

standalone  programs  (not  run  under  the  Sun  Operating  System) 
architecture  indq)radent  files 
lib/  architecture  independent  data  files 
termcap 

descriptiem  of  terminal  capabilities,  termcap(S) 
tmac/  macros  for  tron'(l) 
tniac.an 

macros  for  nian(7) 
tmac.s  macros  for  nis(7) 
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man/  on-line  reference  manual  pages,  man(l) 

man?/  source  files  (nroif(l))  for  sections  1  through  8  of  the  manual 
as.l 

cat?/  preformatted  pages  for  sections  1  through  8  of  the  manual 

sys/  SunOS  kernel  source  and  object  modules 
ucb/  binaries  of  programs  devel(^)ed  at  the  University  of  California,  Berkeley 

ex  line-orirated  editor  for  experienced  users,  ex(l) 

v!  screen-oriented  editor,  vi(l) 

/vmunix 

the  SuirfDS  kernel  binary 

SEE  ALSO 

filesystem(7),  find(l),  iinger(l),  grep(lV),  Is(lV),  rl<^in(lC),  whatis(l),  whereis(l),  which(l), 
ncheck(8) 

BUGS 

The  locations  of  files  are  subject  to  change  without  notice;  the  organization  of  your  fite  system  may  vary. 
This  list  is  incomplete. 
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NAME 

man  -  macros  to  format  Refo'ence  Manual  pages 
SYNOPSIS 

nroff  -man  filename . . . 
trott -man  filename... 

DESCRIPTION 

These  macros  are  used  to  lay  out  the  reference  pages  in  this  manual. 

Any  text  argument  rmay  be  zero  to  six  words.  Quotes  may  be  used  to  include  blanks  in  a  “word”.  If  text 
is  empty,  the  special  treatment  is  applied  to  the  next  input  tine  with  text  to  be  printed.  In  this  way  .1  may  be 
used  to  italicize  a  whole  line,  or  JSB  may  be  used  to  make  small  bold  letters. 

A  prevailing  indent  distance  is  rememba-ed  between  successive  indented  paragraphs,  and  is  reset  to  default 
value  upon  reaching  a  non-indented  paragrtph.  Default  units  fm*  indents  i  are  ens. 

Type  fcxit  and  size  are  reset  to  default  values  before  each  paragraph,  and  after  processing  font  and  size 
setting  macros. 

These  strings  are  predefined  by  -man: 

\*R  ‘®’,  ‘(Reg)’  in  nroff. 

\*S  Change  to  default  type  size. 

Requests 


Request 

Cause 

Break 

If  no 

Argument 

Ejq}lanation 

.Bt 

no 

<=n.tJ.* 

Text  is  in  bold  font 

.Bit 

no 

t=n.t.l. 

Join  words,  alternating  bold  and  italic. 

.BRt 

no 

<=n.Ll. 

Join  words,  alternating  bold  and  roman. 

.DT 

no 

.5i  li... 

Restore  default  tabs. 

.HPr 

yes 

i=p.i.* 

Begin  paragraph  with  hanging  indent  Set  prevailing  indent  to  i. 

Jr 

no 

<!=:n.tJ. 

Text  is  italic. 

JBr 

no 

f=n.t.l. 

Join  words,  alternating  italic  and  bold. 

JPx/ 

yes 

JC="” 

Same  as  .TP  with  tag  x. 

JRr 

no 

<=!n.t.l. 

Join  words,  alternating  italic  and  roman. 

iP 

yes 

- 

Begin  left-aligned  paragraph.  Set  p-evailing  indent  to  .5i. 

J»Dd 

no 

d=.4v 

Set  vertical  distance  between  paragraphs. 

.PP 

yes 

- 

Same  XP. 

.RE 

yes 

- 

End  of  relative  indent.  Restores  prevailing  indent 

.RBr 

no 

t=n.t.l. 

Join  words,  alternating  roman  and  bold. 

itlr 

no 

^n.t.l. 

Join  words,  alternating  roman  and  italic. 

.RSi 

yes 

i=p.i. 

Start  relative  indent  increase  indent  by  i.  Sets  prevailing  indent  to  .Si 
for  nested  indrats. 

.SBr 

no 

- 

Reduce  size  of  text  by  1  point,  make  text  boldface. 

SHr 

yes 

r=n.t.l. 

Section  Heading. 

•SMr 

no 

f=n.t.l. 

Reduce  size  of  text  by  1  point 

.SSr 

yes 

r=n.t.l. 

Section  Subheading. 

•TH  nsdfm 

yes 

Begin  reference  page  n,  of  of  section  5;  d  is  the  date  of  the  most 
recent  change.  If  present  /  is  the  left  page  footer;  m  is  the 
main  page  (center)  header.  Sets  prevailing  indent  and  tabs  to  .5i. 

.TPr 

yes 

/=p.i.  Begin  indented  paragraph,  with  the  tag  given  on  the  next  text  line. 
Set  prevailing  indent  to  u 

*  n.tl.  = 

next  text  Une;  p.i.  =  prevailing  indent 

.TXtp 

no 

- 

Resolve  the  title  abbreviation  t\  join  to  punctuation  mark  (or  text)  p. 
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Conventtons 

A  typical  manual  page  for  a  SunOS  command  or  function  is  laid  out  as  follows: 

Th  title  [1-8] 

The  name  of  the  command  or  function  in  upper-case,  which  serves  as  the  title  of  the  manual  page. 
This  is  followed  by  the  number  of  the  section  in  which  it  s^pears. 

.SH  NAME  name  (or  comma-separated  list  of  names)  —  one-line  summary 

The  name,  or  list  of  names,  ly  which  the  command  is  called,  followed  by  a  dash  and  then  a  one-line 
summary  of  the  action  praformed.  All  in  roman  font,  this  section  contains  no  tron^l)  commands  or 
escapes,  and  no  maox)  requests.  It  is  used  to  generate  the  whatis(l)  database. 

.SH  SYNOPSIS 

Commands: 

The  syntax  of  the  command  and  its  argumoits,  as  typed  on  the  command  line.  When  in 
boldface,  a  word  must  be  typed  exactly  as  printed.  When  in  italics,  a  word  can  be 
replaced  with  an  argument  that  you  supply.  References  to  bold  or  italicized  items  are  not 
ciq>italized  in  otho*  sections,  even  when  they  begin  a  sentence. 

Syntactic  symbols  tqtpear  in  roman  face: 

[  ]  An  argument,  when  surrounded  by  brackets  is  opticHial. 

I  Arguments  separated  by  a  vertical  bar  are  exclusive.  You  can  supply  only  item 

&om  such  a  list. 

...  Arguments  followed  by  an  elipsis  can  be  repeated.  When  an  elipsis  follows  a 
bracketed  set,  the  expression  within  the  brackets  can  be  repeated. 

Functions: 

If  required,  the  data  declaration,  or  #include  directive,  is  shown  first,  followed  by  the 
function  declaration.  Otherwise,  the  function  declaration  is  shown. 

.SHDESCRIPnON 

A  narrative  overview  of  the  command  function's  external  behavior.  This  includes  how  it 
interacts  with  files  or  data,  and  how  it  handles  the  standard  input,  standard  output  and  standard 
error.  Internals  and  implementation  details  are  normally  omitted.  This  section  attempts  to  provide 
a  succinct  overview  in  answer  to  the  question,  "what  does  it  do?" 

Literal  text  fiom  the  synopsis  appears  in  boldface,  as  do  literal  filenames  and  references  to  items 
that  appear  elsewhere  in  the  SunOS  Reference  Manual.  Arguments  are  italicized. 

If  a  command  interprets  either  subcommands  or  an  input  grammar,  its  command  interface  or  input 
grammar  is  normally  described  in  a  USAGE  section,  which  follows  the  OPTIONS  sectimi.  (The 
DESCRIPTION  section  only  describes  the  behavior  of  the  command  itself,  not  that  of 
subcommands.) 

JSH  OPTIONS 

The  list  of  options  along  with  a  description  of  how  each  affects  the  command’s  operation. 

.SH  FILES 

A  list  of  files  associated  with  the  command  or  function. 

.SH  SEE  ALSO 

A  comma-separated  list  of  related  manual  pages,  followed  by  references  to  other  published 
matoials. 

JSH  DIAGNOSTICS 

A  list  of  diagnostic  messages  and  an  explanation  of  each. 
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.SH  BUGS 

A  description  of  limitations,  known  defects,  and  possible  problems  associated  with  the  command 
or  function. 

FILES 

/iisr/sliare/lib/tmac/tmac.an 
SEE  ALSO 

man(l),  nroff(l),  troff(l),  whatis(l) 
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NAME 

me  -  macros  for  formatting  p^rs 

SYNOPSIS 

nroiT  -me  [  options  ]  file ... 
troff  -me  [  opticais  ]  file ... 

DESCRIPTION 

This  package  of  nroff  and  troff  macro  definitions  provides  a  canned  formatting  facility  for  technical 
papers  in  various  formats.  When  producing  2-column  output  on  a  terminal,  filter  the  output  through  col{l). 

The  macro  requests  are  defined  below.  Many  nroff  and  troff  requests  are  unsafe  in  conjunction  with  this 
package,  however,  these  requests  may  be  used  with  impunity  after  the  first  .pp: 

.bp  begin  new  page 

.br  break  output  line  here 

.sp  n  insat  n  spacing  lines 

.Is  n  (line  spacing)  n=l  single,  n=2  double  space 

.na  no  alignment  of  right  margin 

.ce  n  center  next  n  lines 

.ul  n  underline  next  n  lines 

.sz-t-n  add  n  to  point  size 

Output  of  the  eqn,  meqn,  mefer,  and  tbl(l)  preprocessors  to  equations  and  tables  is  acceptable  as  input. 

REQUESTS 

In  the  following  Ust,  “initialization’’  refers  to  the  first  .pp,  .Ip,  .ip,  .np,  .sh,  .uh  macro.  This  list  is 
incomplete. 


Request  Initial  Cause  Explanation 
Value  Break 


.(c 

- 

yes 

Begin  cento^  block 

.(d 

- 

no 

Begin  delayed  text 

.(f 

- 

no 

Begin  footnote 

.(1 

- 

yes 

Begin  list 

(q 

- 

yes 

Begin  major  quote 

.(xx 

- 

no 

Begin  indexed  item  in  index  x 

.(z 

- 

no 

Begin  floating  keep 

.)c 

- 

yes 

End  centered  block 

.)d 

- 

yes 

End  delayed  text 

.)f 

- 

yes 

End  footnote 

.)1 

- 

yes 

End  list 

.)q 

- 

yes 

End  major  quote 

.)x 

- 

yes 

End  index  item 

.)z 

- 

yes 

End  floating  keep 

.++  m  H 

no 

Define  paper  section,  m  defines  the  part  of  the  paper,  and  can  be  C  (chapter),  A 
(appendix),  P  (preliminary,  to  instance,  abstract,  table  of  contents,  etc.),  B  (bibliography), 
RC  (chapters  renumbaed  from  page  one  each  chq)ter),  or  RA  (appendix  renumbered  torn 
page  one). 

.+cT 

- 

yes 

Begin  chapt^  (or  appendix,  etc.,  as  set  by .++).  T  is  the  chq)t^  title. 

.Ic 

1 

yes 

One  column  format  on  a  new  page. 

.2c 

1 

yes 

Two  column  fc»mat. 

- 

yes 

Space  after  equation  produced  by  eqn  or  meqn. 

£Qxy 

yes 

Precede  equation;  break  out  and  add  space.  Equation  number  is  y.  Tbe  optional  argument 
X  may  be  /  to  indent  equation  (default),  L  to  left-adjust  the  equation,  or  C  to  center  the 
equation. 

.GE 

- 

yes 

End  gremlin  picture. 

.GS 

yes 

Begin  gremlin  picture. 
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PE 

- 

yes 

End  pic  picture. 

PS 

- 

yes 

Begin  pic  picture. 

.TE 

- 

yes 

End  table. 

.TH 

yes 

End  heading  section  of  table. 

.TSx 

- 

yes 

Begin  table;  ilxisH  table  has  repeated  heading. 

.ac  A  N 

” 

no 

Set  ig>  for  ACM  style  output.  A  is  the  Author’s  name(s),  N  is  the  total  number  of  pages. 
Must  be  given  before  the  first  initialization. 

,hx 

no 

no 

Print  X  in  boldface;  if  no  argument  switch  to  boldface. 

.ba  +n 

0 

yes 

Augments  the  base  indent  by  n.  This  indent  is  used  to  set  the  indent  on  regular  text  (like 
paragraphs). 

.be 

no 

yes 

Begin  new  column 

.bijc 

no 

no 

Print  X  in  bold  italics  (nofill  oily) 

.bu 

- 

yes 

Begin  bulleted  paragraph 

.bxjf 

no 

no 

Print  X  in  a  box  (nofill  only). 

.ef  'x'y'z 

no 

Set  even  footCT  to  X  y  z 

.eh  'x'y'z 

no 

Set  even  header  to  X  y  z 

,fo  'x'y'z 

no 

Set  footer  to  X  y  z 

.hx 

- 

no 

Suppress  headers  and  foot^  on  next  page. 

.he  'x'y'z 

no 

Set  header  to  X  y  z 

.hi 

- 

yes 

Draw  a  horizontal  line 

.ijc 

no 

no 

Italicize  x;  if  x  missing,  italic  text  follows. 

.ipxy 

no 

yes 

Start  indented  paragraph,  with  hanging  tag  x.  Ind^tatirxi  is  y  ens  (default  5). 

.Ip 

yes 

yes 

Start  left-blocked  paragraph. 

.10 

- 

no 

Read  in  a  file  of  local  macros  of  the  form  .*x.  Must  be  given  before  initializalion. 

.np 

1 

yes 

Start  numbered  paragraph. 

.of  'x'y'z 

no 

Set  odd  footer  to  X  y  z 

.oh  'x'y'z 

no 

Set  odd  header  to  X  y  z 

.pd 

- 

yes 

Print  delayed  text 

•PP 

no 

yes 

Begin  paragr^h.  First  line  indented. 

.r 

yes 

no 

Roman  text  follows. 

je 

- 

no 

Reset  tabs  to  default  values. 

.sc 

no 

no 

Retd  in  a  file  of  special  characters  and  diacritical  marks.  Must  be  given  before 
initialization. 

.sh/ix 

- 

yes 

Section  head  follows,  font  automatically  bold,  n  is  level  of  section,  x  is  title  of  section. 

.sk 

no 

no 

Leave  the  n^t  page  blank.  Only  one  page  is  remembered  ahead. 

.smjc- 

no 

Set  xia  a.  smalls  pointsize. 

.sz  +n 

lOp 

no 

Augment  the  point  size  by  n  points. 

.th 

no 

no 

Produce  the  paper  in  thesis  formaL  Must  be  given  before  initialization. 

.tp 

no 

yes 

Begin  title  page. 

.ux 

- 

no 

Underline  argument  (even  in  trofl).  (Nofill  only). 

.uh 

- 

yes 

Like  .sh  but  unnumbered. 

.xpx 

FILES 

no 

Print  index  x. 

/usr/share/lib/tiiiac/tmac.e 

/usr/share/lib/me/* 

SEE  ALSO 


eqii(l),  nroff(l)»  trofF(l),  refer(l),  tbl(l) 
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NAME 

ms  -  text  formatting  macros 
SYNOPSIS 

nroff  -ms  [  options  ]  filename . . . 
froff  -ms  [  options  ]  filename  . . . 

DESCRIPTION 

This  package  of  nroff(l)  and  troff(l)  macro  definitions  provides  a  formatting  facility  for  various  styles  of 
articles,  theses,  and  books.  When  producing  2-column  output  on  a  terminal  or  lineprinter,  or  when  reverse 
line  motions  are  needed,  filter  the  output  through  col(lV).  All  external  -ms  macros  are  defined  below. 

Note:  this  —ms  macro  package  is  an  extended  versicm  written  at  Bo'keley  and  is  a  superset  of  the  standard 
-ms  macro  packages  as  supplied  by  Bell  Labs.  Some  of  the  Bell  Labs  macros  have  been  removed;  for 
instance,  it  is  assumed  that  the  user  has  little  interest  in  producing  headers  stating  that  the  memo  was 
generated  at  Whippany  Labs. 

Many  nrolT  and  trolT  requests  are  unsafe  in  conjunction  with  this  package.  However,  the  first  four 
requests  below  may  be  us^  with  impunity  after  initialization,  and  the  last  two  may  be  used  even  before 
initialization: 

.bp  begin  new  page 

.br  break  output  line 

.sp  n  insert  n  spacing  lines 

xe  n  center  next  n  lines 

Js  n  line  spacing:  n  =1  single,  n  =2  dcnible  space 

.na  no  alignment  of  right  margin 

Font  and  point  size  changes  with  \f  and  \s  are  also  allowed;  for  example,  \fIword\fR  will  italicize  word. 
Output  of  the  tbl(l),  eqn(l)  and  refer(l)  preprocessors  for  equations,  tables,  and  references  is  acceptable 


as  input. 

REQUESTS 

Macro 

Initial 

Break? 

Explanation 

Name 

Value 

Reset? 

.ABx 

- 

y 

begin  abstract;  if  x^no  do  not  label  abstract 

AE 

y 

end  abstract 

,AI 

- 

y 

author’s  institution 

AM 

- 

n 

better  accent  mark  definitions 

AU 

- 

y 

authOT’s  name 

.B  jc 

n 

emboldoi  x;  if  no  x,  switch  to  boldface 

Ml 

- 

y 

begin  text  to  be  enclored  in  a  box 

.B2 

- 

y 

end  boxed  text  and  print  it 

JBT 

date 

n 

bottom  title,  printed  at  foot  of  page 

MXx 

- 

n 

print  word  x  in  a  box 

.CM 

ift 

n 

cut  mark  between  pages 

.CT 

- 

y.y 

chapter  title:  page  numb^  moved  to  CF  (TM  only) 

.DAx 

if  n 

n 

force  date  x  at  bottcxn  of  page;  today  if  no  x 

.DE 

- 

y 

^d  display  (unfilled  text)  of  any  kind 

MSxy 

I 

y 

begin  display  with  keep;  x=I,  L,  C,  B;  3n=indent 

IDy 

8n,.5i 

y 

indented  display  with  no  keep;  y=indait 

.LD 

- 

y 

left  disiriay  with  no  keep 

.CD 

- 

y 

centered  ^splay  with  no  keep 

.BD 

- 

y 

block  display;  cento*  entire  block 

.EFx 

- 

n 

even  page  footer  x  (3  part  as  Ccm-  .tl) 

JEHx 

n 

even  page  header  x  (3  part  as  for  .tl) 

.EN 

y 

end  displayed  equation  produced  by  eqn 
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.EQxy 

- 

y 

break  out  equation;  x^L  J,C;  y=equation  number 

.FE 

- 

n 

^d  footnote  to  be  placed  at  tottom  of  page 

,FP 

n 

numbaed  footnote  paragraph;  may  be  redefined 

.FSjc 

n 

start  footnote;  x  is  optional  footnote  label 

.HD 

undef 

n 

optional  page  header  below  heada  margin 

Jx 

-- 

n 

italicize  jr,  if  no  X,  switch  to  italics 

JFxy 

-- 

y»y 

indented  paragraph,  with  hanging  tag  x;  y=indent 

JXxy 

- 

y 

index  words  x  y  and  so  on  (up  to  5  levels) 

.KE 

- 

n 

end  keep  of  any  kind 

JKF 

- 

n 

begin  floating  keep;  text  fiUs  remainder  of  page 

.KS 

- 

y 

begin  keep;  unit  kq)t  together  on  a  single  page 

.LG 

- 

n 

larger,  increase  point  size  by  2 

.LP 

- 

y»y 

left  (block)  paragrtg)h. 

.MC  jc 

-- 

y»y 

multiple  columns;  x=column  width 

.NDx 

ift 

n 

no  date  in  page  footer;  x  is  date  on  cover 

.NHjncy 

y.y 

numbered  header;  x=level,  x!=0  resets,  x=S  sets  to  y 

J^L 

lOp 

n 

set  point  size  back  to  normal 

.OFjc 

- 

n 

odd  page  footer  x  (3  part  as  fen:  .tl) 

.OHx 

- 

n 

odd  page  header  x  (3  part  as  for  .tl) 

.PI 

ifTM 

n 

print  header  on  first  page 

.PP 

- 

y»y 

paragraph  with  first  line  indented 

.PT 

-  - 

n 

page  title,  printed  at  head  of  page 

.EXx 

- 

y 

print  index  (table  of  contents);  x=no  suppresses  title 

QP 

- 

y.y 

quote  paragraph  (indented  and  shtnler) 

.R 

on 

n 

return  to  Roman  font 

.RE 

5n 

y.y 

retreat:  end  level  of  relative  indentation 

.RPjc 

n 

released  papa  format;  x=no  stops  title  on  first  page 

.RS 

5n 

y»y 

right  shift:  start  level  of  relative  indentation 

.SH 

- 

y>y 

section  header,  in  boldface 

.SM 

- 

n 

smaller;  <kcrease  point  size  by  2 

.TA 

8n,5n 

n 

set  TAB  characters  to  8n  16n . . .  (nroff)  5n  lOn . . .  (troff) 

.TC;c 

y 

print  table  of  contents  at  end;  x=no  suppresses  title 

.TE 

- 

y 

end  of  table  processed  by  tbl 

.TH 

- 

y 

end  multi-page  header  of  table 

.TL 

- 

y 

title  in  boldface  and  two  points  larger 

.TM 

off 

n 

UC  Berkeley  thesis  mode 

.TSjc 

y>y 

begin  table;  if  x=H  table  has  multi-page  header 

.ULjc 

- 

n 

imderline  x,  even  in  troff 

.VXx 

n 

UNIX;  trademark  message  first  time;  x  tq)pended 

.XAxy 

- 

y 

another  index  entry;  x=page  or  no  for  none;  y=indent 

.XE 

- 

y 

end  index  entry  (or  series  of  JX  entries) 

.XP 

- 

y>y 

paragraph  with  first  line  exdented,  others  indented 

.XSxy 

y 

begin  index  entry;  x=page  or  no  for  none;  y=indent 

.1C 

on 

y.y 

one  column  format,  on  a  new  page 

.2C 

- 

y*y 

begin  two  column  format 

J- 

- 

n 

beginning  of  refer  reference 

.[0 

- 

n 

end  of  unclassifiable  type  of  reference 

JN 

REGISTERS 

n 

N=  Ljoumal-article,  2:book,  3:book-article,  4;report 

Formatting  distances  can  be  controlled  in  -ms  by  means  of  built-in  number  registers.  For  example,  this 
sets  the  line  length  to  6.5  inches: 

.nrLL6.5i 


1566 


Last  change:  16  February  1988 


Sun  Release  4.0 


MS  (7) 


PUBLIC  FILES.  TABLES.  AND  TROFF  MACROS 


MS  (7) 


Here  is  a  taUe  of  number  registers  and  their  default  values: 


Name 

Register  Controls 

Takes  Effect 

Default 

PS 

point  size 

paragraph 

10 

VS 

vertical  spacing 

paragrt^h 

12 

LL 

line  lengA 

paragraph 

6i 

LT 

title  length 

next  page 

same  as  LL 

FL 

footnote  length 

next  JFS 

5.5i 

PD 

paragraph  distance 

paragrt^h 

Iv  (if  n).  .3v  (if  t) 

DD 

display  distance 

displays 

Iv  (if  n).  .5v  (if  t) 

PI 

paragraph  indent 

paragraph 

5n 

QI 

quote  indent 

next  .QP 

Sn 

FI 

footnote  indent 

next  JfS 

2n 

PO 

page  offset 

next page 

0(ifn).~li(ift) 

HM 

header  margin 

next  page 

li 

FM 

footer  margin 

next  page 

li 

FF 

footnote  format 

next  .FS 

0  (1. 2. 3  available) 

When  resetting  these  values,  make  sure  to  specify  the  apjHopiiate  units.  Setting  the  line  length  to  7.  for 
example,  will  result  in  output  with  one  character  per  line.  Setting  FF  to  1  suppresses  footnote 
superscripting;  setting  it  to  2  also  suppresses  indentation  of  the  first  line;  and  setting  it  to  3  produces  an 
JP-like  footnote  paragrt^h. 

Here  is  a  list  of  string  registers  available  in  -ms;  they  may  be  used  anywhere  in  the  text; 

Name  String’s  Function 

\*Q  quote  ("  in  nroff,  “  in  troff  ) 

\*U  unquote  ("  in  nroff,  ”  in  troff  ) 

\*-  dash  (--  in  nroff,  —  in  troff  ) 

\*(MO  month  (month  of  the  year) 

\*(DY  day  (current  date) 

\**  automatically  numbered  footnote 

\* '  acute  accent  (before  letto’) 

\*'  grave  accent  (before  letter) 

\*»  circumflex  (before  letter) 

\*,  cedilla  (before  letto") 

\*:  umlaut  (before  letter) 

tilde  (before  letter) 

When  using  the  extended  accent  mad:  definitions  available  with  .AM.  these  strings  should  come  after, 
rath^  than  before,  the  letter  to  be  accoited. 

FILES 

/usr/sliare/lib/tinac/tmac.s 

/nsr/share/lib/ms/ms.??? 

SEE  ALSO 

coI(lV).  eqn(l).  nroff(l).  refer(l).  tbl(l).  troff(l) 

Formatting  Documents 

BUGS 
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NAME 

intro  -  introduction  to  system  maintenance  and  operation  commands 
DESCRIPTION 

This  section  contains  information  related  to  system  bootstrapping,  operation  and  maintenance,  ft  describes 
all  the  server  processes  and  daemons  that  run  on  the  system,  as  well  as  standalone  (PROM  monitor)  pro¬ 
grams. 

Disk  formatting  and  labeling  is  done  by  format(8S).  Bootstrapping  of  the  system  is  described  in  boot(8S) 
and  init(8).  The  standard  set  of  commands  run  by  the  system  when  it  boots  is  described  in  rc(8).  Related 
commands  include  those  that  check  the  consistency  of  file  systems,  fsck(8);  those  that  mount  and  unmount 
file  systems,  mount(8);  add  swap  devices,  swapon(8);  f(»ce  completion  of  outstanding  file  system  I/O, 
sync(2);  shutdown  or  reboot  a  running  system  shutdown(8),  halt(8),  and  reboot(8);  and,  set  die  time  on  a 
machine  from  the  time  on  another  machine  rdate(8). 

Creation  of  file  systems  is  discussed  in  mkfs(8)  and  newfs(8).  File  system  performance  parameters  can  be 
adjusted  with  tunefs(8).  File  system  backups  and  restores  are  described  in  dump(8)  and  restore(8). 

Procedures  for  adding  new  users  to  a  system  are  described  in  adduser(8),  using  vipw(8)  to  lock  the  pass¬ 
word  file  during  editing.  crash(8S)  which  describes  what  happens  when  the  system  crashes,  savecore(8) 
and  analyze(8),  which  can  be  used  to  analyze  system  crash  dumps.  Occasionally  useful  as  adjuncts  to  the 
fsck(8)  file  system  repair  program  are  clri(8),  dcheck(8),  icheck(8),  and  ncheck(8). 

Configuring  a  new  version  of  the  kernel  requires  using  the  program  config(8);  major  system  bootstraps 
often  require  the  use  of  mkproto(8).  New  devices  are  added  to  the  /dev  directory  (once  device  drivers  are 
configured  into  the  system)  using  makedev(8)  and  mknod(8).  The  instaUboot(8S)  command  can  be  used 
to  install  freshly  compUed  programs.  The  catman(8)  command  preformats  the  on-line  manual  pages. 

Resource  accounting  is  enabled  by  the  accton  command,  and  summarized  by  sa(8).  Login  time  accounting 
is  performed  by  ac(8).  Disk  quotas  are  managed  using  quot(8),  quotacheck(8),  qaotaon(8),  and 
repquota(8). 

A  number  of  servers  and  daemon  processes  are  described  in  this  section.  The  update(8)  daemon  forces 
delayed  file  system  I/O  to  occur  and  cron(8)  runs  periodic  events  (such  as  removing  temporary  files  from 
the  ^sk  periodically).  The  syslogd(8)  daemon  maintains  the  system  error  log.  The  init(8)  process  is  the 
initial  process  created  when  the  system  boots.  It  manages  the  reboot  process  and  creates  the  initial  login 
prompts  on  the  various  system  terminals,  using  getty(8).  The  Internet  super-server  inetd(8C)  invokes  all 
other  internet  servers  as  needed.  These  servers  include  the  remote  shell  servers  rshd(8C)  and  rexecd(8C), 
the  remote  login  server  rlogind(8C),  the  FTP  and  TELNET  daemons  ftpd(8C),  and  telnetd(8C),  the  TFTP 
daemon  tftpd(8C),  and  the  mail  arrival  notification  daemon  comsat(8C).  Otho*  network  daemons  include 
the  ‘load  average/who  is  logged  in’  daemon  rwhod(8C),  the  routing  daemon  routed(8C),  and  the  mail  dae¬ 
mon  sendmail(8). 

If  network  protocols  are  being  debugged,  then  the  protocol  debugging  trace  program  trpt(8C)  is  often  use¬ 
ful.  Remote  magnetic  tape  access  is  provided  by  rsh  and  rmt(8C).  Remote  line  printer  access  is  provided 
by  Ipd(8),  and  control  over  the  various  print  queues  is  provided  by  lpc(8).  Printer  cost-accounting  is  done 
through  pac(8). 

Network  host  tables  may  be  gotten  from  the  ARPA  NIC  using  gettable(8C)  and  converted  to  UNDC-system- 
usable  format  using  htable(8). 

RPC  and  NFS  daemons 

RPC  and  NFS  daemons  include; 

portmap  used  by  RPC  based  services. 

ypbind  used  by  the  Yellow  Pages  to  locate  the  Yellow  Pages  server. 

biod  used  by  NFS  clients  to  read  ahead  to,  and  write  behind  from,  network  file  systems. 

nfsd  the  NFS  server  process  that  responds  to  NFS  requests  on  NFS  server  machines. 

ypserv  the  Yellow  Pages  server,  typically  run  on  each  NFS  server. 

rstatd  the  server  counterpart  of  the  remote  speedometer  tools. 
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mountd  the  mount  server  that  runs  on  NFS  server  machines  and  responds  to  requests  by  other 
machines  to  mount  file  systems, 
rwalld  used  for  broadcasting  messages  over  the  network. 


LIST  OF  MAINTENANCE  COMMANDS 


Name 

Appears  on  Page 

ac 

ac(8) 

accton 

sa(8) 

adbgen 

adbgen(8) 

adduser 

adduser(8) 

arp 

arp(8C) 

audit 

audit(8) 

auditjwarn 

audit_warn(8) 

auditd 

auditd(8) 

automount 

automount(8) 

biod 

nfsd(8) 

boot 

boot(8S) 

bootparamd 

bootparamd(8) 

captoinfo 

captoinfo(8V) 

catman 

catman(8) 

chown 

chown(8) 

chroot 

chroot(8) 

client 

client(8) 

clri 

clri(8) 

comsat 

comsat(8C) 

config 

config(8) 

crash 

crash(8S) 

cron 

cron{8) 

dcheck 

dcheck(8) 

dkinfo 

dkinfo(8) 

dmesg 

dmesg(8) 

dump 

dump(8) 

dumpfs 

dumpfs(8) 

edquota 

edquota(8) 

eeprom 

eeprom  (8S) 

etherd 

etherd(8C) 

etherfind 

etherfind(8C) 

exportfs 

exportfs(8) 

fastboot 

fastboot(8) 

fasthalt 

fastboot(8) 

fingerd 

fingerd(8C) 

format 

format(8S) 

fparel 

fparel(8) 

fpaversion 

fpaversion(8) 

fsck 

fsck(8) 

fsirand 

rsirand(8) 

ftpd 

ftpd(8C) 

gettable 

gettable(8C) 

getty 

getty(8) 

gpcontig 

gpconfig(8) 

grpck 

grpck(8) 

halt 

halt(8) 

htable 

htable(8) 

Description 

login  accounting 

system  accounting 

generate  adb  script 

procedure  for  adding  new  users 

address  resolution  display  and  control 

audit  trail  maintenance 

audit  space  low  warning  script 

audit  daemon 

automatically  mount  NFS  file  systems 
NFS  daemons 

start  the  system  kernel  or  a  standalone  program 
boot  parameter  server 

convert  a  termcap  description  into  a  terminfo  description 
create  the  cat  files  for  die  manual 
change  owner 

change  root  directory  for  a  command 
add/remove  diskless  systems 
clear  i-node 
biff  server 

build  system  configuration  files 
what  happens  when  the  system  crashes 
clock  daemon 

file  system  directory  consistency  check 

report  information  about  a  disk’s  geometry  and  partitioning 

collect  system  diagnostic  messages  to  form  error  log 

incremental  file  system  dump 

dump  file  system  information 

edit  user  quotas 

Sun-3  EEPROM  display  and  load  utility 

Ethernet  statistics  server 

find  packets  on  Ethernet 

export  and  unexport  directories  to  NFS  clients 

reboot/halt  the  system  without  checking  the  disks 

reboot/halt  the  system  without  checking  the  disks 

remote  user  information  server 

disk  partitioning  and  maintenance  utility 

Sun  FPA  online  reliability  tests 

print  FPA  version 

file  system  consistency  check  and  interactive  repair 
install  random  inode  generation  numbers 
D  ARPA  Internet  File  Transfer  Protocol  server 
get  DoD  Internet  format  host  table  from  a  host 
set  terminal  mode 
initialize  the  Graphics  Processor 
check  group  database  entries 
stop  the  processor 

convert  DoD  Internet  format  host  table 
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icheck 

icheck(8) 

ifconfig 

ifconfig(8C) 

inetd 

inetd(8C) 

infocmp 

infocmp(8V) 

init 

init(8) 

installboot 

boot(8S) 

iostat 

iostat(8) 

ipallocd 

ipallocd(8C) 

kadb 

kadb(8S) 

keyenvoy 

keyenvoy{8C) 

keyserv 

keyserv(8C) 

kgmon 

kgmon(8) 

Idconfig 

ldconfig(8) 

link 

Unk(8) 

lockd 

Iockd(8C) 

logintool 

logintool(8) 

Ipc 

lpc(8) 

Ipd 

lpd(8) 

mailstats 

maiistats(8) 

MAKEDBM 

makedbm(8) 

MAKEDEV 

makedev(8) 

makekey 

makekey(8) 

mc68881version 

mc68881version(8) 

mconnect 

mconnect(8) 

mkfs 

mkrs(8) 

mknod 

mknod(8) 

mkproto 

mkproto(8) 

modload 

modload(8) 

modstat 

modstat(8) 

modunload 

modunload(8) 

monitor 

monitor(8S) 

mount 

moant(8) 

mountd 

mountd(8C) 

named 

named(8C) 

ncheck 

ncbeck(8) 

ndbootd 

ndbootd(8C) 

netconlig 

netconfig(8C) 

netstat 

netstat(8C) 

newaliases 

newaliases(8) 

newfs 

newfs(8) 

newkey 

newkey(8) 

nfsd 

nfsd(8) 

nfsstat 

nfsstat(8C) 

pac 

pac(8) 

ping 

ping(8C) 

pnp.s386 

pnpboot(8C) 

pnpboot 

pnpboot(8C) 

pnpd 

pnpd(8C) 

portmap 

portmap(8C) 

praudit 

praudit(8) 

pstat 

pstat(8) 

pwck 

pwck(8) 

pwdauthd 

pwdauthd(8C) 

file  system  storage  consistency  check 

configure  network  interface  parameters 

Internet  services  daemon 

compare  w  print  out  terminfo  descriptions 

process  control  initializatirm 

start  the  system  kernel  or  a  standalone  program 

report  I/O  statistics 

Ethemet-to-IP  address  allocator 

adb-like  kernel  and  standalone-program  debugger 

talk  to  keyserver 

server  for  storing  public  and  private  keys 

generate  a  dump  of  the  operating  system’s  profile  buffers 

configure  cache  for  Id^ 

exercise  link  and  unlink  system  calls 

network  lock  daonon 

graphic  login  interface 

line  prints'  control  program 

printer  daemon 

print  statistics  collected  by  sendmail 
make  a  Yellow  Pages  dbm  file 
make  system  special  files 
generate  encryption  key 

print  the  MC6888 1  mask  number  and  approximate  clock  rate 

connect  to  SMTP  mail  server  socket 

construct  a  file  system 

build  special  file 

construct  a  prototype  file  system 

load  a  loadable  module 

display  status  of  loadable  modules 

unload  a  loadable  module 

system  ROM  monitor 

mount  and  dismount  filesystems 

NFS  mount  request  server 

Internet  domain  name  server 

generate  ttames  firom  i-numbers 

ND  boot  block  server 

PNP  boot  service 

show  network  status 

rebuild  the  data  base  for  the  mail  aliases  file 
construct  a  new  file  system 
create  a  new  key  in  the  publickey  database 
NFS  daemons 

Network  File  System  statistics 

printer/plotter  accounting  information 

send  ICMP  ECHO_REQUEST  packets  to  network  hosts 

PNP  diskless  boot  service 

PNP  diskless  boot  service 

PNP  daemon 

DARPA  port  to  RPC  program  number  mapper 

print  contents  of  an  audit  trail  file 

print  system  facts 

check  password  database  entries 

server  for  authenticating  passwords 
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quot 

quot(8) 

quotacheck 

quotacheck(8) 

quotaoff 

quotaon(8) 

quotaon 

quotaon(8) 

rarpd 

rarpd(8C) 

rc.boot 

rc(8) 

rc.local 

rc(8) 

rc 

rc(8) 

rdate 

rdate(8C) 

rdump 

dnmp(8) 

reboot 

reboot(8) 

renice 

renice(8) 

repquota 

repquota(8) 

restore 

restore(8) 

rexd 

rexd(8C) 

rexecd 

rexecd(8C) 

riogind 

rIogind(8C) 

rmail 

rmail(8C) 

rmt 

rmt(8C) 

route 

route(8C) 

routed 

routed(8C) 

rpcinfo 

rpcinfo(8C) 

rquotad 

rquotad(8C) 

rrestore 

restore(8) 

rshd 

rshd(8C) 

rstatd 

rstatd(8C) 

rusersd 

rusersd(8C) 

rwalld 

rwalId(8C) 

rwhod 

rwhod(8C) 

sa 

sa(8) 

savecore 

savecore(8) 

sendmail 

sendmail(8) 

setup_client 

setup_client(8) 

setup_exec 

setup_exec(8) 

showmount 

showmount(8) 

shutdown 

shutdown(8) 

spray 

spray(8C) 

sprayd 

sprayd(8C) 

statd 

statd(8C) 

sticky 

sticky(8) 

suninstall 

suninstall(8) 

swapon 

swapon(8) 

sysdiag 

sysdiag(8) 

syslogd 

syslogd(8) 

talkd 

talkd(8C) 

telnetd 

telnetd(8C) 

tftpd 

trtpd(8C) 

tic 

tic(8V) 

timed 

timed(8C) 

tnamed 

tnamed(8C) 

trpt 

trpt(8C) 

tunefs 

tunefs(8) 

amount 

mount(8) 

summarize  file  system  ownership 

file  system  quota  consistency  checker 

turn  file  system  quotas  on  and  off 

turn  file  system  quotas  on  and  off 

DARPA  Reverse  Address  Resolution  Protocol  service 

command  scripts  for  auto-reboot  and  daemons 

command  scripts  for  auto-reboot  and  daemons 

command  scripts  for  auto-reboot  and  daemons 

set  system  date  from  a  remote  host 

incremental  file  system  dump 

restart  the  operating  system 

alter  priority  of  running  processes 

summarize  quotas  for  a  file  system 

incremental  file  system  restoe 

RPC-based  remote  execution  server 

remote  execution  server 

remote  login  server 

handle  remote  mail  received  via  uucp 

remote  magtape  protocol  module 

manually  manipulate  the  routing  tables 

network  routing  daemon 

report  RPC  information 

remote  quota  server 

incremental  file  system  restore 

remote  shell  server 

kernel  statistics  server 

network  username  server 

network  rwall  server 

system  status  server 

system  accounting 

save  a  core  dump  of  the  operating  system 

send  mail  over  the  internet 

create  or  remove  a  nfs  client  on  a  4.0  server. 

install  architecture-dependent  executable  files 

show  all  remote  mounts 

close  down  the  system  at  a  given  time 

spray  packets 

spray  server 

network  status  monitor 

persistent  text  and  append-only  directories 

SunOS  software  installation  program 

specify  additional  device  for  paging  and  swapping 

system  diagnostics 

log  system  messages 

server  for  talk  program 

DARPA  TELNET  protocol  server 

DARPA  Trivial  File  Transfer  Protocol  server 

terminfo  compiler 

DARPA  Time  server 

DARPA  Trivial  name  server 

transliterate  protocol  trace 

tune  up  an  existing  file  system 

mount  and  dismount  filesystems 
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unconfigure 

unconfigure(8) 

unlink 

Unk(8) 

update 

update(8) 

uuclean 

uuclean(8C) 

vipw 

vipw(8) 

vmstat 

vmstat(8) 

ypbind 

ypserv(8) 

ypinit 

ypinit(8) 

ypmake 

ypmake(8) 

yppasswdd 

yppasswdd(8C) 

yppoll 

yppoU(8) 

yppush 

yppush(8) 

ypserv 

ypserv(8) 

ypset 

ypset(8) 

ypupdated 

ypupdated(8C) 

ypwbich 

ypwhich(8) 

ypxfir 

ypxfr(8) 

zdump 

zdump(8) 

zic 

zic(8) 

reset  the  network  configuration  for  a  system 

exercise  link  and  unlink  system  calls 

periodically  update  the  super  block 

UUCP  spool  dit^toiy  clean-up 

edit  the  password  file 

report  virtual  memory  statistics 

Yellow  Pages  servo*  and  binder  processes 

build  and  install  Yellow  Pages  database 

rebuild  Yellow  Pages  database 

server  for  modifying  Yellow  Pages  password  file 

what  version  of  a  YP  map  is  at  a  YP  sover  host 

force  prq)agation  of  a  changed  YP  map 

Yellow  Pages  server  and  binder  processes 

point  ypbind  at  a  particular  server 

server  for  changing  yp  information 

what  machine  is  the  YP  server? 

transfer  YP  map  from  a  YP  server  to  here 

time  zone  dumper 

time  zone  compiler 
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NAME 

ac  -  login  accounting 
SYNOPSIS 

/usr/etc/ac  [  -w  wtmp  ]  [  -p  ]  [  -d  ]  [  people  ] . . . 

DESCRIPTION 

ac  produces  a  printout  giving  connect  time  for  each  user  who  has  logged  in  during  the  life  of  the  current 
wtmpSit.  A  total  is  also  produced. 

The  accounting  file  /var/adm/wtmp  is  maintained  by  inU(8)  and  iogin(l).  Neither  of  these  programs 
creates  the  file,  so  if  it  does  not  exist  no  connect-time  accounting  is  done.  To  start  accounting,  it  should  be 
created  with  length  0.  On  the  other  hand  if  the  file  is  left  undisturbed  it  will  grow  without  bound,  so 
periodically  any  information  desired  should  be  collected  and  the  file  truncated. 

OPTIONS 

-w  Specify  an  alternate  wtmp  file. 

-p  Print  individual  totals;  without  this  opdon,  only  totals  are  printed. 

— d  Printout  for  each  midnight  to  midnight  period.  Any  people  will  limit  the  printout  to  only  the 

specified  login  names.  If  no  wtmp  file  is  given,  /var/adm/wtmp  is  used. 

FILES 

/var/adm/wtmp 
SEE  ALSO 

login(l),  utmp(S),  init(8),  sa(8) 
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NAME 

adbgen  -  generate  adb  script 
SYNOPSIS 

/iisr/Iib/adb/adbgen filename. 9dh . . . 

DESCRIPTION 

adbgen  makes  it  possible  to  write  adb(l)  scripts  that  do  not  contain  hard-coded  dependencies  on  structure 
member  offsets.  The  input  to  adbgen  is  a  file  nwasA filename. gAh  which  contains  adbgen  heado*  informa¬ 
tion,  then  a  null  line,  then  the  name  of  a  structure,  and  finally  an  adb  script,  adbgen  only  deals  with  one 
structure  per  file;  all  member  names  are  assumed  to  be  in  this  structure.  The  output  of  adbgen  is  an  adb 
script  in  filename,  adbgen  operates  by  generating  a  C  program  which  determines  structure  member  offsets 
and  sizes,  which  in  turn  generates  the  adb  script. 

The  header  lines,  up  to  the  null  line,  are  copied  verbatim  into  the  generated  C  program.  Typically  these 
include  C  #include  statements  to  include  the  header  files  containing  the  relevant  structure  declarations. 

The  adb  script  part  may  contain  any  valid  adb  commands  (see  adb(l)),  and  may  also  contain  adbgen 
requests,  each  enclosed  in  {}s.  Request  types  are: 

1  Print  a  structure  member.  The  request  form  is  {member  fiormat}.  member  is  a  member  name  of 
the  structure  given  earlier,  waA  format  is  any  valid  adb  format  request  For  example,  to  print  the 
p_pid  field  of  the  proc  structure  as  a  decimal  number,  you  would  write  {p_pid,d}. 

2  Reference  a  structure  member.  The  request  form  is  {*member,base}.  member  is  the  member 
name  whose  value  is  desired,  and  base  is  an  adb  register  name  which  contains  the  base  address  of 
the  structure.  For  example,  to  get  the  p_pid  field  of  the  proc  structure,  you  would  get  the  proc 
structure  address  in  an  adb  register,  say  <f,  and  write  {♦p_pld,<0. 

3  Tell  adbgen  that  the  offset  is  ok.  The  request  form  is  {OFFSETOK}.  This  is  useful  after  invoking 
another  adb  script  which  moves  the  adb  dot. 

4  Get  the  size  of  the  structure.  The  request  form  is  {SIZEOF}.  adbgen  replaces  this  request  with 
the  size  of  the  structure.  This  is  useful  in  incrementing  a  pointer  to  step  through  an  array  of  struc¬ 
tures. 

5  Get  the  offset  to  the  end  of  the  structure.  The  request  form  is  {END}.  This  is  useful  at  the  end  of 
the  structure  to  get  adb  to  align  the  dot  for  printing  the  next  structure  member. 

adbgen  keeps  track  of  the  movement  of  the  adb  dot  and  emits  adb  code  to  move  forward  or  backward  as 
necessary  before  printing  any  structure  member  in  a  script,  adbgen’s  model  of  the  behavior  of  adb’s  dot 
is  simple:  it  is  assumed  that  fhe  first  line  of  the  script  is  of  the  form  struct  addressladb  text  and  that  subse¬ 
quent  lines  are  of  the  form  +/adb  text.  This  causes  the  adb  dot  to  move  in  a  sane  fashion,  adbgen  does 
not  check  the  script  to  ensure  that  these  limitations  are  met.  adbgen  also  checks  the  size  of  the  stmcture 
member  against  the  size  of  the  adb  format  code  and  warns  you  if  they  are  not  equal. 

EXAMPLE 

If  there  were  an  include  file  x.h  which  contained: 
struct  X  { 

char  *x_cp; 
char  x_c; 

int  x_i; 

}; 

Then  an  adbgen  file  (call  it  script.adb)  to  print  it  would  be: 

#include  "x.h" 

X 

./"x_cp"16t"x_c"8t’'x_i''n{x_cp,X}{x_c,C}{x_i4)} 
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After  running  adbgen  the  ou5)ut  file  script  would  contain: 

16t"x_c"8t"x_i"nXC+D" "  7"x_cp"  16t"x_c"8t"xJ"nXC+D 
To  invoke  the  script  you  would  type: 
x$<script 

FILES 

/usr/lib/adb/*  adb  scripts  for  debugging  the  kernel 

SEE  ALSO 

adb(l),  kadb(8S) 

Debugging  Tools 

BUGS 

adb  syntax  is  ugly;  there  should  be  a  higher  level  interface  for  generating  scripts. 

Structure  members  which  are  bit  fields  cannot  be  handled  because  C  will  not  give  tte  address  of  a  bit  field. 
The  address  is  needed  to  determine  the  offset 

DIAGNOSTICS 

Warnings  about  structure  member  sizes  not  equal  to  adb  format  items  and  complaints  about  badly  format¬ 
ted  requests.  The  C  compiler  complains  if  you  reference  a  structure  member  that  does  not  exist.  It  also 
complains  about  &  before  array  names;  these  complaints  may  be  ignored. 
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NAME 

adduser  -  procedure  for  adding  new  users 
DESCRIPTION 

To  add  an  account  for  a  new  user,  the  system  administrator  (or  super-user): 

•  Create  an  entry  for  the  new  user  in  the  system  password  files. 

•  Create  a  home  directory  for  the  user,  and  change  ownership  so  the  new  user  owns  that  directory. 

•  Optionally  set  up  skeletal  dot  files  for  the  new  user  (.cshrc,  .login,  .profile. . .). 

•  If  the  account  is  on  a  system  running  the  YP  name  service,  take  additional  measures. 

USAGE 

Making  an  Entry  in  the  Password  File 

To  add  an  entry  for  the  new  login  name  on  a  local  host,  first  edit  the  /etc/passwd  file  —  insating  a  line  for 
the  new  user.  This  must  be  done  with  the  password  file  locked,  for  instance,  by  using  vipw(8),  and  the 
insertion  must  be  made  above  the  line  containing  the  string: 

+::0:0::: 

This  line  is  used  to  indicate  that  additional  accounts  can  be  found  in  the  YP. 

To  add  an  entry  for  the  new  login  name  on  to  the  YP,  add  an  identical  line  to  the  file  /etc/passwd  on  the  YP 
master  server,  and  run  make(l)  in  the  directory  /var/yp  (see  ypmake(8)  for  details)  to  propagate  the 
change. 

The  new  user  is  assigned  a  group  and  user  ID  number.  User  ID  numbers  (or  userids,  or  UlDs)  should  be 
unique  ftx-  each  user  and  consistent  across  the  NFS  domain,  since  they  control  access  to  files.  Group  ID 
numbers  (or  groupids,  or  GIDs)  need  not  be  unique.  Typically,  users  working  on  similar  projects  will 
assigned  to  the  same  group.  The  system  staff  is  group  10  for  historical  reasons,  and  the  super-user  is  in  this 
group. 

An  entry  for  a  new  user  “francine”  would  look  like  this: 

francine::235:20:&  Featherstonehaugh:/usr/francine:/bin/csh 
Fields  in  each  password-file  entry  are  delimited  by  colons,  and  have  the  following  meanings: 

•  Login  name  (“francine”).  The  login  name  is  limited  to  eight  characters  in  length. 

•  Encrypted  password  or  the  string  ##name  if  encrypted  passwords  are  stored  in  the  password 
adjunct  file.  Typically,  if  passwords  are  to  be  stored  in  the  main  password  file,  this  field  is  left 
empty,  so  no  password  is  needed  when  the  user  first  logs  in.  If  security  demands  a  passwcffd, 
it  should  be  assigned  by  running  passwd(l)  immediately  after  exiting  the  editor.  The  number 
of  significant  characters  in  a  password  is  eight.  (See  passwd(l).) 

•  User  ID.  The  UID  is  a  number  which  identifies  that  user  uniquely  in  the  system.  Files  owned 
by  the  user  have  this  number  stored  in  their  data  blocks,  and  commands  such  as  Is(lV)  use  it  to 
look  up  the  owner’s  login  name.  Fot  this  reason,  you  cannot  randomly  change  this  number. 
See  passwd(S)  for  more  information. 

•  Group  ID.  The  UID  number  identifies  the  group  to  which  the  user  belongs  by  default  (although 
the  user  may  belong  to  additional  groups  as  well).  All  files  that  the  user  creates  have  this 
number  stored  in  their  data  blocks,  and  commands  such  as  Is(lV)  use  it  to  look  up  the  group 
name.  Group  names  and  assignments  are  listed  in  the  file  /etc/group  (which  is  described  in 
group(5))  or  in  the  YP  group  map. 

•  This  field  is  called  the  GCOS  field  (from  earlier  implementation  of  the  operating  system)  and  is 
traditionally  used  to  hold  the  user’s  full  name.  Some  installations  have  other  information 
encoded  in  this  field.  From  this  information  we  can  tell  that  Francine’s  real  name  is  ‘Francine 
Featherstonehaugh’.  The  &  in  the  entry  is  shorthand  for  the  user’s  login  name. 
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•  User’s  home  directory.  This  is  the  directory  in  which  that  user  is  “positioned”  when  they  log 
in. 

•  Initial  shell  which  this  user  will  see  on  login.  If  this  field  is  empty,  sh(l)  is  used  as  the  initial 
shell. 

An  entry  for  a  new  user  “francine”  would  look  like  this: 
francine: : : :  :lo:ad,-i-dw 

Fields  in  each  password  adjunct  file  entry  are  delimited  by  colons,  and  have  the  following  meanings: 

•  Login  name  (“francine”).  This  name  must  match  the  login  name  in  the  password  file. 

•  Encrypted  password.  Typically,  this  field  is  left  empty  when  adding  the  line  using  the  editor. 
passwd(l)  should  be  run  immediately  after  exiting  the  editor. 

•  The  next  three  fields  are  the  minimum  label,  the  maximum  label,  and  the  default  label.  These 
fields  should  be  left  empty,  since  they  are  reserved  for  future  use. 

•  The  next  two  fields  are  for  the  always-audit  flags  and  the  never-audit  flags.  Always-audit  flags 
specify  which  events  guaranteed  to  be  audited  for  that  user.  Never-audit  flags  specify  which 
events  are  guaranteed  not  to  be  audited  for  that  user.  For  a  description  of  audit  flags,  see 
audit_data(5). 

Making  a  Home  Directory 

As  shown  in  the  password  file  entry  above,  the  name  of  Francine’s  home  directory  is  to  be  /usr/francine. 
This  directory  must  be  created  using  mkdir(l),  and  Francine  must  be  given  ownership  of  it  using 
chown(8),  in  order  for  her  profile  files  to  be  read  and  executed,  and  to  have  control  over  access  to  it  by 
other  users: 

example#  mkdir  /usr/francine 

example  /usr/etc/chown  francine  /usr/francine 

If  running  under  NFS,  the  mkdir(l)  and  chown(8)  commands  must  be  performed  on  the  NFS  server. 

Setting  Up  Skeletai  Profiie  Files 

New  users  often  need  assistance  in  setting  up  their  profile  files  to  initialize  the  terminal  properly,  configure 
their  search  path,  and  perform  other  desired  functions  at  startup.  Providing  them  with  skeletal  profile  files 
saves  time  and  interruptions  for  both  the  new  user  and  the  system  administrator. 

Such  files  as  .profile  (if  they  use  /usr/bin/sh  as  the  shell),  or  .cshrc  and  .login  (if  they  use  /usr/bin/csh  as 
the  shell),  can  include  commands  that  are  performed  automatically  at  each  login,  or  whenever  a  shell  is 
invoked,  such  as  tset(l).  The  ownership  of  these  files  must  be  changed  to  belong  to  the  new  user,  either  by 
running  su(l)  before  making  copies,  or  by  using  chown(8). 

FILES 

/etc/passwd 
/etc/group 
/etc/yp/src/passwd 
■/.cshrc 
■/.login 
"/.profile 

SEE  ALSO 

csh(l),  ls(lv),  make(l),  mkdir(l),  passwd(l),  sh(l),  su(l),  tset(l),  audit(2),  audit_controI(5), 
audit_data(5),  group(5),  passwd(5),  passwd.adjunct(5),  audit(8),  auditd(8),  chown(8),  vipw(8), 
ypmake(8) 
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NAME 

aip  -  address  resolution  display  and  control 

SYNOPSIS 

arp  hostname 

arp  -a  [  vmunix  [  kmem  ]  ] 
arp  -d  hostname 

arp  -s  hostname  ether_address  [  temp  ]  [  pub  ]  [  trail  ] 
arp  — f filename 

DESCRIPTION 

The  arp  program  displays  and  modifies  the  Intemet-to-Ethemet  address  translation  tables  used  by  the 
address  resolution  protocol  (arp(4P)). 

With  no  flags,  the  program  displays  the  current  ARP  entry  for  hostname.  The  host  may  be  specified  by 
name  or  by  number,  using  Internet  dot  notation. 

OPTIONS 

-a  Display  all  of  the  current  ARP  entries  by  reading  the  table  from  the  file  kmem  (default  /dev/kmem) 
based  on  the  kernel  file  vmunix  (default  /vmunix). 

— d  Delete  an  entry  for  the  host  called  hostname.  This  option  may  only  be  used  by  the  super-user. 

-s  Create  an  ARP  entry  for  the  host  called  hostname  with  the  Ethernet  address  ether _address .  The 

Ethernet  address  is  given  as  six  hex  bytes  separated  by  colons.  The  entry  will  be  permanent 
unless  the  word  temp  is  given  in  the  command.  If  the  word  pub  is  given,  the  entry  will  be  pub¬ 
lished,  for  instance,  this  system  will  respond  to  ARP  requests  for  hostname  even  though  the  host- 
name  is  not  its  own.  The  word  trail  indicates  that  trailer  encapsulations  may  be  sent  to  this  host 

-f  Read  the  file  msa&A  filename  and  set  multiple  entries  in  the  ARP  tables.  Entries  in  the  file  should 
be  of  the  form 

hostname  ether _address  [  temp  ]  [  pub  ]  [  trail  ] 
with  argument  meanings  as  given  above. 

SEE  ALSO 

arp(4P),  ifconfig(8C) 
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NAME 

audit  -  audit  trail  maintenance 

SYNOPSIS 

audit  [  -n|-sl-t  ] 

audit  -d  username 

audit  — u  username  audit_event_state 

AVAILABILITY 

This  program  is  available  with  the  Security  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

The  audit  command  is  the  general  administratOT’s  interface  to  kernel  auditing.  The  process  audit  state  for 
a  user  can  be  temporarily  or  permanently  altered.  The  audit  daemon  may  be  notified  to  read  the  contents  of 
the  auditjcontrol  file  and  re-initialize  the  current  audit  directory  to  the  first  directory  lis^  in  the 
audit  control  file,  or  to  open  a  new  audit  file  in  the  current  audit  directory  specified  in  the  audit_control 
file  as  last  read  by  the  audit  daemon.  Auditing  may  also  be  terminated/disabled. 

OPTIONS 

-n  Signal  audit  daemon  to  close  the  current  audit  file  and  open  a  new  audit  file  in  the  current  audit 
directory. 

-s  Signal  audit  daemon  to  read  audit  control  file.  The  audit  daemon  stores  the  information  internally, 
-t  Signal  audit  daemon  to  disable  auditing  and  die. 

-d  username 

Change  the  process  audit  state  of  all  processes  owned  by  username.  This  new  process  audit  state 
is  constructed  from  the  system  and  user  audit  values  as  specified  in  the  audit_control  and 
passwd.adjunct  files  respectively. 

— u  username  audit_event_state 

Set  the  process  audit  state  from  audit_event_state  for  all  current  processes  owned  by  username. 
See  audit_controI(5)  for  the  format  of  the  system  audit  value.  The  process  audit  state  is  one 
argumenL~Enclose  the  audit  event  state  in  quotes,  or  do  not  use  SPACE  characters  in  the  process 
audit  state  specification.  A  new  login  session  reconstructs  the  process  audit  state  from  the  audit 
flags  in  the  audit_control  and  passwd.adjunct  files. 

SEE  ALSO 

audit(2),  setuseraudit(2),  getauditflags(3),  getfauditfflags(3),  audit_controI{5),  passwd.adjunct(S) 


1580 


Last  change:  26  January  1988 


Sun  Release  4.0 


AUDIT_WARN(8) 


MAINTENANCE  COMMANDS 


AUDIT_WARN(8) 


NAME 

au(lit_wam  -  audit  space  low  warning  script 
SYNOPSIS 

/etc/security/audit/audit_warn  logfile 
DESCRIPTION 

The  audit _warn  shell  script  is  used  to  take  appropriate  action  when  audit  filesystem  space  is  running  low. 
This  script  is  run  when  the  audit  filesystem  free  disk  space  drops  below  the  value  ndnfree  as  specified  in 
the  file  audit  control.  The  script  is  passed  the  name  of  the  current  audit  log  file. 

The  audit  warn  script  included  with  the  installation  tape  issues  the  command  "audit  -n",  which  tells  the 
audit  daemon  to  switch  to  the  next  audit  directory. 

SEE  ALSO 

auditd(8),  audit(8),  auditlog(S),  audit_control(5) 
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NAME 

auditd  -  audit  daemon 
SYNOPSIS 

/etc/auditd  [  username  ] 

DESCRIPTION 

The  auditd  program  is  the  daemon  process  that  drives  audit  log  generation,  auditd  runs  as  root  unless  the 
username  parameter  specifies  another  valid  user  ID,  Use  of  this  parameter  is  recommended  to  insure  diat 
auditd  works  over  NFS  and  that  the  audit  data  is  secure. 

After  reading  the  audit_control  file,  auditd  opens  an  audit  log  file  in  the  first  directory  specified.  If  there 
is  an  error  opening  this  file,  the  daemon  tries  successive  direcUwies  until  successful.  Then  the  daemon 
invokes  the  auditsvc(2)  system  call  to  initiate  audit  record  logging  to  the  audit  log  file.  The  system  call 
does  not  return  until: 

•  disk  space  is  low  on  the  audit  filesystem 

•  there  is  an  error  writing  the  audit  log  file  or 

•  the  daemon  receives  a  signal 

auditd  sin^jly  ignores  most  signals  and  re-issues  the  auditsvcO  system  call.  However,  for  SIGHUP,  the 
le-reads  the  audit_control  file,  closes  the  current  audit  log  file,  and  opens  a  new  audit  log  file 
based  on  the  new  directory  list. 

If  the  auditsvcO  system  call  returns  because  of  low  disk  space,  auditd  invokes  the  shell  script 
audlt_warn(8)  with  the  name  of  the  current  audit  log  file,  then  returns  to  the  auditsvcO  system  call  to  con¬ 
tinue  auditing  using  the  same  audit  file. 

When  the  auditsvc( )  system  call  returns  because  of  an  error,  auditd  recovers  from  the  problem  by  closing 
the  current  audit  log  file  and  opening  a  new  audit  log  file  in  the  next  directory  in  the  list  This  recovers 
from  most  errors,  such  as  lack  of  disk  space,  or  file  server  crashes. 

Should  the  audit  daemon  run  out  of  audit  directories,  it  attempts  to  recover.  It  suspends  itself  for  a  few 
seconds,  and  then  re-reads  the  audit_controI  file.  It  then  tries  again  to  open  audit  logs  in  the  specified 
audit  directory  list 

SEE  ALSO 

auditsvc(2),  audit_controI(S),  audit.Iog(S),  audit(8),  audit_warn(8) 
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NAME 

automount  -  automatically  mount  NFS  file  systems 
SYNOPSIS 

automount  [  -mnT  ]  [  -tl  duration  ]  [  -tm  interval  ]  [  -tw  interval  ] 

[  directory  mapname  [  -mount-options  ]  ] . . . 

DESCRIPTION 

automount  is  a  daemon  that  will  automatically  and  transparently  mount  an  NFS  file  system  whenever  a  file 
or  directory  within  in  that  system  is  opened,  automount  forks  a  daemon,  which  appears  to  be  an  NFS 
server  to  the  kernel;  lookups  on  the  specified  directory  are  intercepted  by  this  daemon,  which  uses  the  map 
contained  in  mapname  to  determine  a  server,  exported  file  system,  and  appropriate  mount  optitwis  for  a 
given  file  system.  The  named  map  can  either  be  a  file  on  the  local  systena,  ot  a  Yellow  Pages  map.  direc¬ 
tory  is  a  full  pathname  starting  with  a  7’. 

When  supplied,  -mount-options  consists  of  the  leading  -  and  a  comma-separate  list  of  mount(8)  options;  if 
mount  options  are  specified  in  the  map,  however,  those  in  the  map  take  precedence. 

Once  mounted,  members  of  the  directory  are  made  available  using  a  symbolic  link  to  the  real  mount  point 
within  a  tenqwrary  directory. 

If  directory  does  not  exist,  the  daemon  creates  it,  and  then  removes  it  automatically  when  the  daemon  exits. 

Since  the  name-to-location  binding  is  dynamic,  updates  to  a  Yellow  Pages  map  are  transparent  to  the  user. 
This  obviates  the  need  to  “pre-mount”  shared  file  systems  for  applications  that  have  “hard  coded”  refer¬ 
ences  to  files.  It  also  obviates  the  need  to  maintain  records  of  which  hosts  must  be  mounted  for  what  appli¬ 
cations. 

Maps 

automount  looks  first  for  the  indicated  mapname  in  a  file  by  that  name.  If  there  is  no  such  file,  it  looks  for 
a  YP  map  by  that  name. 

An  automount  map  is  composed  of  a  list  of  mappings,  with  one  mapping  per  line.  Each  mapping  is  com¬ 
posed  of  the  following  fields: 

basename  [-mount-options]  location  [. ..] 

where  basename  is  the  name  of  a  subdirectory  within  the  directory  specified  in  the  automount  command 
line  (not  a  relative  pathname).  The  location  field  consists  of  an  entry  of  the  form: 

host  '.^rectory  [tsubdir  ] 

where  host  is  the  name  of  the  host  from  which  to  mount  the  file  system,  directory  is  the  pathname  of  the 
directory  to  mount,  and  subdir,  when  supplied,  is  the  name  of  a  subdirectory  to  which  the  symbolic  link  is 
made.  This  can  be  used  to  prevent  duplicate  mounts  in  cases  where  multiple  directories  in  the  same  remote 
file  system  are  accessed. 

The  contents  of  a  YP  map  can  be  included  within  a  map  by  adding  an  entry  of  the  form: 

+mapname 

A  mapping  can  be  continued  across  line  breaks  using  a  \  as  the  last  charactCT  before  the  NEWLINE.  Com¬ 
ments  begin  with  a  #  and  end  at  the  subsequent  NEWLINE. 

If  more  than  one  location  is  supplied,  there  is  no  guarantee  as  to  which  location  will  be  used;  the  first  loca¬ 
tion  to  respond  to  the  mount  request  gets  mounted.  The  mount-options  field  can  be  used  to  supply  options 
to  the  mount(8)  command  for  the  mounted  file  system. 
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Special  Maps 

There  are  two  special  maps  currently  available.  The  -hosts  map  uses  the  Yellow  Pages  hosts.byname 
map  to  locate  a  remote  host  when  the  hostname  is  specified  as  a  subdirectory  of  directory.  This  map 
specifies  mounts  of  all  exported  file  systems  from  any  host.  For  instance,  if  the  following  automount  com¬ 
mand  is  already  in  effect: 

automount  /net  -hosts 

then  a  reference  to  /net/hermes/usr  would  initiate  an  automatic  mount  of  all  file  systems  from  hermes  that 
automount  can  mount;  references  to  a  directory  under  /net/hermes  will  refer  to  the  corresponding  direc¬ 
tory  on  hermes.  The  -passwd  map  uses  the  passwd(5)  database  to  attempt  to  locate  the  home  directory  of 
a  user.  Fw  instance,  if  the  following  automount  command  is  already  in  effect: 

automount  /homes  -passwd 

then  if  the  home  directory  shown  in  the  passwd  entry  for  the  user  username  has  the  form 
Idirlserverlusername,  and  server  matches  the  host  system  on  which  that  directory  resides,  references  to 
files  in  Ihomeslusername  result  in  the  file  system  containing  that  directory  being  mounted  if  necessary,  and 
all  such  references  will  refer  to  that  user’s  home  directory. 

Configuration 

automount  normally  consults  the  auto.master  Yellow  Pages  configuration  database  for  a  list  of  initial 
directory  to  mapname  pairs,  and  sets  up  automatic  mounts  for  them  in  addition  to  those  given  on  the  com¬ 
mand  line;  if  there  are  duplications,  the  command-line  arguments  take  precedence.  (Note  that  this  database 
contains  arguments  to  the  automount  command,  rather  than  mappings,  and  that  automount  does  not  look 
for  an  auto.master  file  on  the  local  host.) 

OPTIONS 

-m  Suppress  initialization  of  directory -mapname  pairs  listed  in  the  auto.master  Yellow  Pages  data¬ 
base. 

— n  Disable  dynaimc  mounts.  With  this  option,  references  through  the  automount  daemon  only 

succeed  when  the  target  filesystem  has  been  previously  mounted.  This  can  be  used  to  prevent  NFS 
servers  from  cross-mounting  each  other. 

-T  Trace.  Expand  each  NFS  call  and  display  it  on  the  standard  output. 

-tl  duration 

Specify  a  duration,  in  seconds,  that  a  looked  up  name  remains  cached  when  not  in  use.  The 
default  is  S  minutes. 

-tm  interval 

Specify  an  interval,  in  seconds,  between  attempts  to  mount  a  filesystem.  The  default  is  30 
seconds. 

-tw  interval 

Specify  an  interval,  in  seconds,  between  attempts  to  dismount  filesystems  that  have  exceeded  their 
cached  times.  The  default  is  1  minute. 

EXAMPLE 

tutorial#  automount  -m  /net  -hosts 

Provide  automount  access  to  the  exported  file  systems  of  any  host  in  the  Yellow  Pages  hosts.byname 
database,  by  prefixing  the  pathname  with  Inetlhostnamel : 

tutorial%  Is  /net/hermes/usr/src . . . 

FILES 

/tmp_mnt  directory  under  which  filesystems  are  dynamically  mounted 

SEE  ALSO 

mount(8) 
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Shell  filename  expansion  does  not  apply  to  objects  not  currently  mounted  or  cached.  For  instance,  in  the 
above  example,  the  command  Is  /net/*  might  not  list  hermes  as  a  subdirectory  of  /net. 
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NAME 

boot  -  start  the  system  kernel,  or  a  standaltme  program 
SYNOPSIS 

>b  [  device  [  (c,  u,p)  ]  ]  [filename  ]  [  -a  ]  boot-flags 
>b? 

>b! 

DESCRIPTION 

The  boot  program  is  started  by  the  PROM  monitor  and  loads  the  kernel,  or  another  executable  program,  into 
memory. 

The  form  b?  displays  all  boot  devices  and  their  device  arguments. 

The  form  b!  boots,  but  does  not  perform  a  RESET. 

USAGE 

Booting  Standalone 

When  booting  standalone,  the  boot  program  (/boot)  is  brought  in  by  the  PROM  from  the  file  system.  This 
program  ccmtains  drivers  for  all  devices. 

Booting  a  Sun-3  System  Over  the  Network 

When  booting  over  the  network,  the  Sun-3  system  PROM  obtains  a  version  of  the  boot  program  from  a 
server  using  the  Trivial  File  Transfer  Protocol  (TFTP).  The  client  broadcasts  a  RARP  request  containing  its 
Ethernet  address.  A  server  responds  with  the  client’s  Internet  address.  The  client  then  sends  a  TFTP 
request  for  its  boot  program  to  that  server  (or  if  that  fails,  it  broadcasts  the  request).  The  filename 
requested  (unqualified  —  not  a  pathname)  is  the  hexadecimal,  uppercase  representation  of  the  client’s 
Internet  address,  for  example: 

Using  IP  Address  192.9.1.17  =  C0090111 

When  the  Sun  server  receives  the  request,  it  looks  in  the  directory  /tftpboot  for  filename.  That  file  is  typi¬ 
cally  a  symbolic  link  to  the  client’s  boot  program,  normally  boot.sun3  in  the  same  directory.  The  server 
invokes  AeTFTP  server,  tftpd(8C),  to  transfer  the  file  to  the  client 

When  the  file  is  successfully  read  in  by  the  client,  the  boot  program  jumps  to  the  load-point  and  loads 
vmunix  (or  a  standalone  program).  In  order  to  do  this,  the  boot  program  makes  a  broadcast  RARP  request 
to  find  the  client’s  IP  address,  and  then  makes  a  second  broadcast  request  to  a  bootparamd(8)  booq>arams 
daemon,  for  information  necessary  to  boot  the  client.  The  bootparams  daemon  obtains  this  information 
either  from  a  local  /etc/bootparams  database  file,  or  from  a  Yellow  Pages  (YP)  map.  The  boot  program 
sends  two  requests  to  the  bootparams  daemon,  the  first,  whoami,  to  obtain  its  hostname,  and  the  second, 
getfile,  to  obtain  the  name  of  the  client’s  server  and  the  pathname  of  the  client’s  root  partition. 

The  boot  program  then  performs  a  mount(8)  operation  to  mount  the  client’s  root  partition,  after  which  it 
can  read  in  and  execute  any  program  within  that  partition  by  pathname  (including  a  symbolic  link  to 
another  file  within  that  same  partition).  Typically,  it  reads  in  the  file  /vmunix.  If  the  program  is  not  read  in 
successfully,  boot  responds  with  a  short  diagnostic  message. 

Booting  a  Sun-2,  Sun-4,  or  Sun386i  System  Over  the  Network 

Sun-2,  Sun-4  and  Sun386i  systems  boot  over  the  network  in  a  similar  fashion.  However,  the  filename 
requested  from  a  server  must  have  a  suffix  that  reflects  the  system  architecture  of  the  machine  being 
booted.  For  these  systems,  the  requested  filename  has  the  form: 

ip-address  Mrch 

where  ip-address  is  the  machine’s  Internet  Protocol  (IP)  address  in  hex,  and  arch  is  a  suffix  representing  its 
architecture.  (Only  Sun-3  systems  may  omit  the  arch  suffix.)  These  filenames  are  restricted  to  14  charac¬ 
ters  for  compatibility  with  System  V  and  other  operating  systems.  Therefore,  the  architecture  suffix  is  lim¬ 
ited  to  5  characters;  it  must  be  in  upper  case.  At  present,  the  following  suffixes  are  recognized:  SUN2  for 
Sun-2  system,  SUN3  for  Sun-3  system,  SUN2  for  Sun-4  system,  S386  for  Sun386i  system,  and  PCNFS  for 
PC-NFS. 
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Note:  a  Sun-2  system  boots  from  its  server  using  one  extra  step.  It  broadcasts  an  ND  request  which  is  inter¬ 
cepted  by  the  user-level  ndbootd(8)  server.  This  server  sends  back  a  standalone  program  that  carries  out 
the  same  TFTP  request  sequence  as  is  done  for  all  the  other  systems. 


System  Startup  .  ^  • 

Once  the  system  is  loaded  and  running,  the  kernel  performs  some  internal  housekeeping,  configures  its 
device  driv»s,  and  allocates  its  internal  tables  and  buffers.  The  kernel  then  starts  process  number  1  to  run 
init(8),  which  performs  file  system  housekeeping,  starts  system  daemons,  inid^izes  the  system  ccmsole, 
and  begins  multiuser  operation.  Some  of  these  activities  are  omitted  when  init  is  invoked  with  certam 
boot-flags.  These  are  ^ically  entered  as  arguments  to  the  boot  command,  and  passed  along  by  die  kernel 
to  init. 


OPTIONS 

device 


c 

u 

filename 


-a 


hoot-flags 


One  of: 

ie 

Intel  Ethernet 

ec 

3Com  Ethernet 

le 

Lance  Ethernet  (Sun  3-50  system) 

sd 

SCSI  disk 

St 

SCSI  1/4"  tape 

mt 

Tape  Master  9-track  1/2"  tsfe 

xt 

Xylogics  1/2"  tape 

xy 

Xylogics  440/450  disk 

Controller  number,  0  if  there  is  only  one  controller  for  the  indicated  type  of  device. 

Unit  number,  0  if  only  there  is  only  one  driver. 

Name  of  a  standalone  program  in  the  selected  partition,  such  as  stand/diag  or  vmunix. 
Note:  filename  is  relative  to  the  root  of  the  selected  device  and  partition.  It  never  begins 
with  7’  (backslash).  If  filename  is  not  given,  the  boot  program  uses  a  default  value  (nor¬ 
mally  vmunfac).  This  is  stored  in  the  vmunix  variable  in  the  boot  executable  file  supplied 
by  Sun,  but  can  be  patched  to  indicate  another  standalone  program  loaded  using  adb(l). 

Prompt  interactively  for  the  device  and  name  of  the  file  to  boot.  For  mote  information  on 
how  to  boot  fix)m  a  specific  device,  refer  to  Installing  the  SunOS. 

The  boot  program  passes  all  boot-flags  to  the  kernel  or  standalone  program.  They  are  typi¬ 
cally  arguments  to  that  program  or,  as  with  those  listed  below,  arguments  to  progams  that  it 
invokes. 

-b  Pass  the  -b  flag  through  the  kernel  to  init(8)  to  skip  execution  of  the  /etc/rc.local 
script. 

-h  Halt  after  loading  the  system. 

-s  Pass  the  -s  flag  through  the  kernel  to  init(8)  for  single-user  operation. 

-i  initname 

Pass  the  — i  initname  to  the  kernel  to  tell  it  to  run  initname  as  the  first  program 
rather  than  the  default  /single/init. 


FILES 


/boot 

/tflpboot/???????? 

/tftpboot/bootsun3 

/usr/etc/in.tftpd 

/usr/mdec/installboot 

/vmunix 

/usr/boot 

/etc/bootparams 


standalone  boot  program 
symbolic  link  to  the  boot  program  for  a  client 
programs  to  boot  from  the  client’s  root  partition 
TFTP  server 

program  to  install  boot  blocks  from  a  remote  host 
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SEE  ALSO 

adb(l),  tftp(l),  bootparamd(8),  mit(8),  mount(8),  ndbootd(8C),  rc(8),  reboot(8),  tftpd(8C),  kadb(8S), 
moiiitor(8S) 

Installing  the  SunOS 

System  and  Network  Administration 

BUGS 

On  the  Sun-2  system,  the  PROM  passes  in  the  default  name  vmunix,  oveiriding  the  the  boot  program’s 
patchable  default. 
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NAME 

booQ>araind  —  boot  parameter  server 
SYNOPSIS 

/usr/etc/rpc.bootparamd  [  -d  ] 

DESCRIPTION 

bootparamd  is  a  server  process  that  provides  information  to  diskless  clients  necessary  fOT  booting.  It  con¬ 
sults  either  the  bootparams  database  or  the  /etc/bootparams  file  if  the  Yellow  Pages  service  is  not  run¬ 
ning. 

bootparamd  can  be  invoked  either  by  inetd(8C)  or  by  the  user. 

OPTIONS 

— d  Display  the  debugging  information. 

FILES 

/etcA>ootparams 

SEE  ALSO 

inetd(8C) 
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NAME 

C2conv,  C2unconv  -  convert  system  to  or  from  C2  security 

SYNOPSIS 

C2conv 

C2unconv 

AVAILABILITY 

This  program  is  available  with  the  Security  software  installation  option.  Refer  to  Installing  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

C2codv  converts  a  standard  SunOS  system  to  operate  with  C2-level  security. 

The  program  prompts  for  information  regarding  installation  base,  client  systems  (if  the  system  is  a  SunDisk 
server),  audit  devices  (if  it  is  an  audit  file  server),  and  names  of  file  systems  (if  it  is  a  remote  audit  server). 
The  program  also  requests  certain  information  for  the  audit_control(S)  file;  default  values  may  be  used  for 
autfit  flags  and  for  the  "minfree"  value.  Finally,  it  request  the  user  ID  of  person  (or  list  of  persons)  to 
notify  (by  mail(l))  when  C2  administrative  tasks  are  required.  The  default  ID  is  root  for  the  host  being 
converted. 

Once  it  has  this  information,  C2conv  uses  it  to  set  up  the  necessary  files  for  a  C!2  secure  system,  reporting 
on  its  progress  as  it  proceeds. 

C2unconv  backs  out  the  changes  made  to  /etc/passwd  and  /etc/group.  It  does  not  back  out  changes  to 
other  files. 

FILES 

/etc/passwd 

/etc/group 

/etc/fstab 

SEE  ALSO 

audit_control(S) 
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NAME 

c^toinfo  —  convert  a  termcap  description  into  a  tenranfo  description 
SYNOPSIS 

captoinfo  [  -v . . .  ]  [-V]  [-1]  [-w  yvidth  ^filename . . . 

DESCRIPTION 

captoinfo  converts  the  termcap{5)  the  terminal  description  entries  given  in  JUename  into  tenninro(5V) 
source  entries,  and  writes  them  to  the  standard  output  along  with  any  comments  found  in  that  file.  A 
description  that  is  expressed  as  relative  to  another  description  (as  specified  in  the  termcap  tc=  capability) 
is  reduced  to  the  minimum  superset  before  being  written. 

If  no  filename  is  given,  then  the  environment  variable  TERMCAP  is  used  for  the  filename  or  entry.  If 
TERMCAP  is  a  full  pathname  to  a  file,  only  the  terminal-name  is  specified  in  the  environment  variable 
TERM  is  extracted  from  that  file.  If  that  environment  variable  is  not  set,  then  the  file  /etc/termcap  is  read. 

OPTIONS  . 

-V  Verbose.  Print  tracing  information  on  the  standard  error  as  the  program  runs.  Additional  -v 

options  increase  the  level  of  detail. 

-V  Version.  Display  the  version  of  the  program  on  the  standard  error  and  exit 
-1  Print  fields  one-per-line.  Otherwise,  fields  are  printed  several  to  a  line,  to  a  maximum  width  of  60 
characters. 

-w  width 

Change  the  output  to  width  characters. 

CAVEATS 

Certain  termcap  defaults  are  assumed  to  be  true.  The  bell  character  (terminfo  bel)  is  assumed  to  be  *G. 
The  linefeed  capability  (termcap  nl)  is  assumed  to  be  the  same  few  both  cursor_down  and  scroll_forward 
(terminfo  cudl  and  ind,  respectively.)  Padding  information  is  assumed  to  belong  at  the  end  of  the  string. 

The  algorithm  used  to  expand  parameterized  information  for  termcap  fields  such  as  cursor_position 
(termcap  cm,  terminfo  cup)  can  sometimes  produce  a  string  that  may  not  be  optimal.  In  particular,  the 
rarely  used  termcap  operation  %n  produces  strings  that  are  especially  long.  Most  occurrences  of  these 
non-optimal  strings  will  be  flagged  with  a  warning  message  and  may  need  to  be  recoded  by  hand. 

The  short  two-letter  name  at  the  beginning  of  the  list  of  names  in  a  termcap  entry,  a  hold-over  from  an  ear¬ 
lier  version  of  the  system,  has  been  removed. 

nLES 

/usr/share/lib/terminfo/?/* 

compiled  terminal  description  database 

/etc/termcap 
SEE  ALSO 

curses(3V),  termcap(S),  terminfo(5V),  infocmp(8V),  tic(8V) 

DIAGNOSTICS 

tgetent  failed  with  return  code  n 

The  termcap  entry  is  not  valid.  In  particular,  check  for  an  invalid  ‘tc=’  entry. 

unknown  type  given  for  the  termcap  code  cc. 

The  termcap  description  had  an  entry  for  cc  whose  type  was  not  boolean,  numeric  or  string. 

wrong  type  given  for  the  boolean  (numeric,  string)  termcap  code  cc. 

The  boolean  termcap  entry  cc  was  entered  as  a  numeric  or  string  capability. 

the  boolean  (numeric,  string)  termcap  code  cc  is  not  a  valid  name. 

An  unknown  termcap  code  was  specified. 

tgetent  failed  on  TERM=term. 

The  terminal  type  specified  could  not  be  found  in  the  termcap  file. 
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TERM=tenn:  cap  cc  (info  <i)  is 

The  termcap  code  was  specified  as  a  null  string.  The  correct  way  to  cancel  an  entry  is  with  an 
as  in  ‘:bs@:’.  Giving  a  null  string  could  cause  incorrect  assumptions  to  be  made  by  the 
software  which  uses  termcap  or  terminfo. 

a  function  key  for  cc  was  specified,  but  it  already  bas  the  value 

w.  When  parsing  the  ko  capability,  the  key  cc  was  specified  as  having  the  same  value  as  the 
capability  cc,  but  the  key  cc  already  had  a  value  assigned  to  it. 

the  unknown  termcap  name  cc  was  specified  in  the  ko  termcap  capability. 

A  key  was  specified  in  the  ko  capability  which  could  not  be  handled. 

the  vi  character  v  (info  U)  has  the  value  xc,  but  ma  gives  n. 

The  ma  capability  specified  a  function  key  with  a  value  different  from  that  specified  in  another 
setting  of  the  same  key. 

the  unknown  vi  key  v  was  specified  in  the  ma  termcap  capability. 

A  vi(l)  key  unknown  to  captoinfo  was  specifi^  in  the  ma  capability. 

Warning:  termcap  sg  (nn)  and  termcap  ug  (/in)  had  different  values. 

terminfo  assumes  that  the  sg  (now  xmc)  and  ug  values  were  the  same. 

Warning:  the  string  produced  for  u  may  be  inefficient. 

The  parameterized  string  being  created  should  be  rewritten  by  hand. 

Null  termname  given. 

The  terminal  type  was  null.  This  is  given  if  the  environment  variable  TERM  is  not  set  or  is  null. 

cannot  open  filename  for  reading. 

The  specified  file  could  not  be  opened. 
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NAME 

-  create  the  cat  files  for  the  manual 


SYNOPSIS 

/usr/etc/catman  [-nptw]  [-M  directory  ]  [-T  tmac.an  ]  [  secltons  ] 

DES  CRIPTION 

catman  creates  the  preformatted  versions  of  the  on-line  manual  from  the  nrofflD  input  files.  Each  inmual 
page  is  and  those  tvhose  preformatted  versions  are  missing  or  out  of  date  are  recreated.  If  any 

changes  are  made,  catman  recreates  the  whatis  database. 

If  there  is  one  parameter  not  starting  with  a  it  is  taken  to  be  a  list  of  manual  sections  to  lode  in.  For 
example 

catman  123 

only  updates  manual  sections  1, 2,  and  3. 

If  an  unformatted  source  file  contains  only  a  line  of  the  form  ‘.so  manx/yyyji ,  a  symbolic  link  is  iMde  in 
the  catx  or  fmtx  directory  to  the  appropriate  preformatted  manual  page.  This  feature  allows  easy  ^stribu- 
tion  of  the  prefOTmatted  manual  pages  among  a  group  of  associated  machines  with  rdist(l),  since  it  makes 
the  directories  of  preformatted  manual  pages  self-contained  and  independent  of  the  unformatted  entries. 


OPTIONS 

-n  Do  not  (re)cteate  the  whatis  database. 

— p  Print  what  would  be  done  instead  of  doing  it 

-t  Create  troffed  entries  in  the  appropriate  fmt  subdirectories  instead  of  nroffing  into  the  cat  sub¬ 
directories. 

— w  Only  create  the  whatis  database.  No  manual  reformatting  is  done. 

-M  Update  manual  pages  located  in  the  specified  directory  (/usr/share/man  by  default). 

-T  Use  tmac.an  in  place  of  the  standard  manual  page  macros. 

ENVIRONMENT  ,  ,  .  «»  •  j 

TROFF  The  nanv*-  of  the  formatter  to  use  when  the  -t  fit®  is  given.  If  not  set,  trofi  is  used- 


nLES 

/usr/share/man  default  manual  directory  location 

/usr/share/man/man?/*.* 

raw  (nroff  input)  manual  sections 
/usr/share/man/cat?/*.* 

preformatted  nrofTed  manual  pages 

/usr/share/man/fmt?/*.* 

preformatted  troffed  manual  pages 

/usr/share/man/whatis 

whatis  database  location 

/usr/lib/makewhatis  command  script  to  make  whatis  database 
SEE  ALSO 

man(l),  nroff(l),  rdist(l),  troff(l),  whatis(l) 

DIAGNOSTICS 

man?/xxx.?  (.so’ed  from  man?/yyy.?):  No  such  ffle  or  directory 

The  file  outside  the  parentheses  is  missing,  and  is  referred  to  by  the  file  inside  them. 

target  of  .so  in  man?/xxx.?  must  be  relative  to  /usr/man 

catman  only  allows  references  to  filenames  that  are  relative  to  the  directory  /usr/share/man. 
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opendir:man?:  No  such  file  or  directory 

A  harmless  warning  message  indicating  that  one  of  the  directories  catman  normally  looks  for  is 
missing. 

*.*:  No  such  file  or  directory 

A  harmless  warning  message  indicating  catman  came  across  an  empty  directory. 
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NAME 

chown  -  change  owner 
SYNOPSIS 

/usr/etc/chown  [  -fR  ]  owner  [.group]  filename  . . . 

DES  CRIPTION 

chown  changes  the  owner  of  the  filenames  to  owner.  The  owner  may  be  either  a  decimal  user  ID  or  a  login 
natno  found  in  the  password  file.  An  optional  group  may  also  be  specified.  The  group  may  be  either  a 
decimal  group  ID  or  a  group  name  found  in  the  GID  file. 

Only  the  super-user  can  change  owner,  in  order  to  simplify  accounting  procedures. 

OPTIONS 

-f  Do  not  report  errors. 

-R  Recursively  descend  into  directories  setting  the  ownership  of  all  files  in  each  directory  encoun¬ 
tered.  When  symbolic  links  are  encountered,  their  ownership  is  changed,  but  they  are  not 
traversed. 

FILES 

/etc/passwd  password  file 

SEE  ALSO 

chgrp(l),  chown(2),  group(S),  passwd(5) 
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NAME 

chroot  -  change  root  directory  for  a  command 
SYNOPSIS 

/usr/ete/chroot  newroot  command 
DESCMPTION 

The  given  command  is  executed  relative  to  the  new  root  The  meaning  of  any  initial  V’  (slashes)  in  path 
names  is  changed  for  a  command  and  any  of  its  children  to  newroot.  Furthermore,  the  initial  working 
directory  is  newroot. 

Input  and  output  redirections  on  the  command  line  are  made  with  respect  to  the  original  root: 

chroot  newroot  command  >x 
creates  the  file  x  relative  to  the  original  root,  not  the  new  one. 

This  command  is  restricted  to  the  super-user. 

The  new  root  path  name  is  always  relative  to  the  current  root  even  if  a  chroot  is  already  in  effect:  the 
newroot  argument  is  relative  to  the  current  root  of  the  running  process. 

SEE  ALSO 

chdir(2) 

BUGS 

One  should  exercise  extreme  caution  when  referring  to  special  files  in  the  new  root  file  system. 
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NAME 

client  -  add  or  remove  diskless  Sun386i  systems 


client  [  -a  arch  ]  [  -h  hosdd  ]  [  -o  oj  ]  [  -q  ]  I  -t  minutes  ]  add  bootserver  client  etheraddress  ipaddress 


client  remove  client 

client  modify  client  [  diskful  |  diskless  |  slave  ] 


AVAILABILITY 

Sun386i  systems  only. 


client  can  be  used  to  manually  add  and  remove  diskless  clients  of  a  PNP  boot  server.  After  successful 
completion  of  die  command,  the  diskless  client  can  boot  Only  users  in  the  networks  group  (group  12)  on 
the  boot  server  are  allowed  to  change  configurations  using  this  utility,  client  can  be  invoked  from  any  sys¬ 
tem  on  the  network. 

The  boot  server  of  a  system  is  the  only  machine  truly  required  for  that  system  to  boot  to  the  point  of  allow¬ 
ing  user  logins;  it  must  accordingly  provide  name,  booting,  and  time  services.  Diskless  clients  can  provide 
none  of  these  services  themselves.  Diskful  clients,  however  can  provide  most  of  their  own  boot  services. 
Network  clients  only  need  name  and  time  services  from  the  network,  and  can  use  any  boot  server. 

To  add  a  diskless  client,  use  the  add  operation.  To  remove  a  diskless,  diskful,  or  netwak  client,  use  the 
remove  operation.  To  change  a  system’s  network  role,  use  the  modify  operation. 

A  server  can  reject  a  configuration  request  if  it  is  disallowed  by  the  contents  of  the  boolservere  m^  (e.g., 
too  many  clients  would  be  configured,  or  too  little  free  space  would  be  left  mi  the  server),  or  if  no  system 
software  fw  the  client  is  available. 


OPTIONS 

-a  arch 


-h  hostid 

-oos 


-q 

— t  minutes 


Specifies  the  architecture  code  of  the  client;  it  defaults  to  s386.  (Note:  architecture  codes 
are  different  from  architecture  names.  Architecture  codes  are  used  in  diskless  booting,  and 
are  at  most  five  characters  in  length,  while  architecture  names  can  be  longer.) 

Specifies  the  host  ID  of  the  client;  if  supplied,  it  is  used  as  the  root  password  for  the  system. 
It  defaults  to  the  null  string. 

Specifies  the  operating  system;  defaults  to  ’unix’.  This  is  currently  used  only  to  construct 
the  system’s  publickey  data,  where  applicable;  fills  is  never  done  if  the  system  has  no  hostid 
specified. 

Quiet.  Displays  only  error  messages. 

Sets  the  RPC  timeout  to  the  number  of  minutes  indicated;  this  defaults  to  15  minutes.  If  the 
bootserver  takes  more  time  than  this  to  complete,  client  will  exit  Unless  the  server  has 
already  completed  setup,  but  not  yet  sent  status  to  client,  this  will  cause  the  bootserver  to 
back  out  of  the  setup,  deallocating  all  assigned  resources. 


SEE  ALSO 

pnpd(8C),  netconfig(8C),  publickey(5) 

bugs  .  ,  u  j  ■  .u 

Unless  the  hostid  is  assigned,  the  root  filesystem  for  the  diskless  client  is  not  set  up  beyond  copying  the 

proto  and  boot  files  into  it.  This  means  that  netconlig  will  often  handle  other  parts  of  the  setup. 
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NAME 

clri  -  clear  inode 
SYNOPSIS 

/usr/etc/ciri  filesystem  i-number. . . 

DESCRlPnON 

Note:  clri  has  been  superceded  for  normal  file  system  repair  work  by  fsck(8). 

clri  writes  zeros  on  the  inodes  with  the  decimal  i-number s  on  the  filesystem.  After  clri,  any  blocks  in  the 
affected  file  will  show  up  as  “missing’  ’  in  an  icheck(8)  of  the  filesystem. 

Read  and  write  permission  is  required  on  the  specified  file  system  device.  The  inode  becomes  allocatable. 

The  primary  purpose  of  this  routine  is  to  remove  a  file  which  for  some  reason  appears  in  no  directory.  If  it 
is  used  to  zap  an  inode  which  does  appear  in  a  directory,  care  should  be  taken  to  track  down  the  entry  and 
remove  it  Otherwise,  when  the  inode  is  reallocated  to  some  new  file,  the  old  entry  will  still  point  to  that 
file.  At  that  point  removing  the  old  entry  will  destroy  the  new  file.  The  new  entry  will  again  point  to  an 
unallocated  inode,  so  the  whole  cycle  is  likely  to  be  repeated  again  and  again. 

SEE  ALSO 

icheck(8)  fsck(8) 

BUGS 

If  the  file  is  open,  clri  is  likely  to  be  ineffective. 
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NAME 


comsat  -  biff  server 


SYNOPSIS 

/usr/etc/in.coinsat 

DESCRIPTION 

comsat  is  the  server  process  which  listens  for  reports  of  incoming  mail  and  notifies  usere  who  have 
requested  to  be  told  when  mail  arrives.  It  is  invoked  as  needed  by  inetd(8C),  and  times  out  if  inactive  for  a 
few  minutes. 

comsat  listens  on  a  datagram  port  associated  with  the  biff(l)  service  specification  (see  services(5))  for  one 
line  messages  of  the  form 

iiser@mailbox-off'set 

If  the  user  specified  is  logged  in  to  the  system  and  the  associated  terminal  has  the  owner  execute  bit  turned 
on  (by  a  ‘biff  y’),  the  offset  is  used  as  a  seek  offset  into  the  appropriate  mailbox  file  and  the  first  7  lines  or 
560  characters  of  the  message  are  printed  on  the  user’s  terminal.  Lines  which  appear  to  be  part  of  the  mes¬ 
sage  header  other  than  the  From,  To,  Date,  or  Subject  lines  are  not  printed  when  displaying  the  message. 


FILES 


/etc/utmp 


to  find  out  who’s  togged  on  and  on  what  terminals 


SEE  ALSO 

biff(l),  services(5),  inctd(8C) 


BUGS 

The  message  header  filtering  is  prone  to  error. 

The  notification  should  appear  in  a  separate  window  so  it  does  not  mess  up  the  screen. 
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NAME 

config  -  build  system  configuration  files 
SYNOPSIS 

/etc/config  [  -fgnp  ]  [  -o  obj_dir  ]  config Jile 
DESCRIPTION 

config  does  the  preparation  necessary  for  building  a  new  system  kernel  with  make(l).  The  configJUe 
named  on  the  command  line  describes  the  kernel  to  be  made  in  terms  of  options  you  want  in  your  system, 
size  of  tables,  and  device  drivers  to  be  included.  When  you  run  config,  it  uses  several  input  files  located  in 
the  current  directory  (typically  the  conf  subdirectory  of  the  system  source  including  your  configJUe).  The 
format  of  this  file  is  described  below. 

If  the  directory  named  .Jconfigjile  does  not  exist,  config  will  create  one.  One  of  config’s  output  files  is  a 
makefile  which  you  use  with  make(l)  to  build  your  system. 

You  use  config  as  follows.  Run  config  from  the  conf  subdirectory  of  the  system  source  (in  a  typical  Sun 
environment,  from  /usr/include/sys/conO: 

example#  /etc/config  config_file 
Doing  a  "make  depend" 
example#  cd  ../config_file 
example#  make 
. . .  lots  of  output. . . 

While  config  is  running  watch  for  any  errors.  Never  use  a  kernel  which  config  has  complained  about;  the 
results  are  unpredictable.  If  config  completes  successfully,  you  can  change  directory  to  the  .Jco/figjile 
directory,  where  it  has  placed  the  new  makefile,  and  use  make  to  build  a  kernel.  The  output  files  placed  in 
this  directory  include  io€onf.c,  which  contains  a  description  of  VO  devices  attached  to  the  system; 
mbglue.s,  which  contains  short  assembly  language  routines  used  for  vectored  interrupts,  a  makefile,  which 
is  used  by  make  to  build  the  system;  a  set  of  header  files  {device_name.h)  which  contain  the  number  of 
various  devices  that  may  be  compiled  into  the  system;  and  a  set  of  swap  configuration  files  which  contain 
definitions  for  the  disk  areas  to  be  used  for  the  root  file  system,  swapping,  and  system  dumps. 

Now  you  can  install  your  new  kernel  and  try  it  out. 

OPTIONS 

— f  Set  up  the  makefile  for  fast  builds.  This  is  done  by  building  a  vmunix.o  file  which  includes  all  the 

.0  files  which  have  no  source.  This  reduces  the  number  of  files  which  have  to  be  stated  during  a 
system  build.  This  is  done  by  prelinking  all  the  files  for  which  no  source  exists  into  another  file 
which  is  then  linked  in  place  of  all  these  files  when  the  kernel  is  made.  This  makefile  is  faster 
because  it  does  trot  stat  the  object  files  during  the  build. 

-g  Get  the  current  versitm  of  a  missing  source  file  from  its  SCCS  histwy,  if  possible. 

— n  Do  not  do  the  ‘make  depend’.  Normally  config  will  do  die  ‘make  depend’  automatically.  If  this 

option  is  used  config  will  print  ‘Don’t  forget  to  do  a  "make  depend"’  before  completing  as  a 
reminder. 

-p  Configure  the  system  for  profiling  (see  kgmon(8)  and  gprof(l)). 

-o  objjUr 

Use  .  Jobj_dir  instead  of .  JOBS  as  the  directory  to  find  the  object  files  when  the  corresponding 
source  file  is  not  present  in  order  to  generate  the  files  necessary  to  compile  and  link  your  kernel. 

USAGE 

Input  Grammar 

In  the  following  descriptions,  a  number  can  be  a  decimal  integer,  a  whole  octal  number  or  a  whole  hexade¬ 
cimal  number.  Hex  and  octal  numbers  are  specified  to  config  in  the  same  way  they  are  specified  to  the  C 
compiler,  a  number  starting  with  Ox  is  a  hex  number  and  a  number  starting  with  just  a  0  is  an  octal  number. 
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Comments  are  begin  with  a  #  character,  and  end  at  the  next  NEWUNE.  Lines  beginning  with  TAB  charac¬ 
ters  are  considered  continuations  of  the  previous  line.  Lines  of  the  configuration  file  can  be  one  of  two 
basic  types.  First,  there  are  lines  which  describe  general  things  about  your  system: 

machine  "type” 

This  is  system  is  to  run  on  the  machine  type  specified.  Only  one  machine  ^  can  appear  m  the 
config  file.  The  legal  types  for  a  Sun  system  are  sun2,  sun3,  sun4,  and  sun386.  Note:  the  double 
quotes  around  type  arc  part  of  the  syntax,  and  must  be  included. 

cpu  "type” 

This  system  is  to  run  on  the  cpu  type  specified.  Mwe  than  one  cpu  type  can  appear  m  the  config 
file.  Legal  types  for  a  sun2  machine  are  noted  in  the  annotated  config  file  in  Installing  the  SunOS. 

ident  name 

Give  the  system  identifier  —  a  name  for  the  machine  or  machines  that  run  this  kernel.  Note  that 
name  must  be  enclosed  in  double  quotes  if  it  contains  both  letters  and  digits.  Also,  note  that  if 
name  is  GENERIC,  you  need  not  include  the  ‘options  GENERIC’  clause  in  order  to  specify  ‘swap 
generic’. 

maxusers  number 

The  maximum  expected  number  of  simultaneously  active  user  on  this  system  is  number.  This 
number  is  used  to  size  several  system  data  structures. 

options  optUst 

Compile  the  listed  options  into  the  system.  Options  in  this  list  are  separated  by  commas.  A  line  of 
the  form: 

options  FUNNY, HAHA 

yields 

-DFUNNY-DHAHA 

to  the  C  compiler.  An  option  may  be  given  a  value,  by  following  its  name  with  =  (equal  sign) 
then  the  value  enclosed  in  (double)  quotes.  None  of  the  standard  options  use  such  a  value. 

In  addition,  options  can  be  used  to  bring  in  additional  files  if  the  option  is  listed  in  the  files  files. 
All  optitHis  should  be  listed  in  upper  case.  In  this  case,  no  corresponding  option. h  will  be  created 
as  it  would  be  using  the  corresponding  pseudo-device  method. 

config  sysname  config_clauses . . . 

Generate  a  system  with  name  sysname  and  configuration  as  specified  in  config-clauses .  The 
sysname  is  used  to  name  the  resultant  binary  image  and  per-system  swap  configuration  files.  The 
config  clauses  indicate  the  location  for  the  root  file  system,  one  or  more  disk  partitions  for  swap¬ 
ping  and  paging,  and  a  disk  partition  to  which  system  dumps  should  be  made.  All  but  the  root 
device  specification  may  be  omitted;  config  will  assign  default  values  as  described  below. 

root  A  root  device  specification  is  of  the  form  ‘root  on  xyOd’.  If  a  specific  partition  is  omitted 
—  for  example,  if  only  root  on  is  specified  —  the  ‘a’  partition  is  assumed.  When  a 
generic  system  is  being  built,  no  root  specification  should  be  given;  the  root  device  will 
be  defined  at  boot  time  by  prompting  the  console. 

swap  To  specify  a  swap  partition,  use  a  clause  of  the  form:  ‘swap  on  partition’.  Swapping 
areas  may  be  almost  any  size.  Partitions  used  for  swapping  are  sized  at  boot  time  by  the 
system;  to  override  dynamic  sizing  of  a  swap  area  the  number  of  sectors  in  the  swap  area 
can  be  specified  in  the  config  file.  For  example,  ‘swap  on  xyOb  size  99999’  would 
configure  a  swap  partition  with  99999  sectors.  If  swap  generic  or  no  partition  is 
specified  with  on,  partition  b  on  the  root  device  is  used.  For  dataless  clients,  use  ‘swap 
on  type  nfs’. 
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dumps  The  location  to  which  system  dumps  are  sent  may  be  specified  with  a  clause  of  the  fonn 
‘dumps  onxyV.  If  no  dump  device  is  specified,  the  first  sw^  partition  specified  is  used. 
If  a  device  is  specified  without  a  particular  partition,  the  ‘b’  partition  is  assumed.  If  a 
generic  configuration  is  to  be  built,  no  dump  ^vice  should  be  specified;  the  Hump  device 
will  be  assigned  to  the  swap  device  dynamically  configured  at  boot  time.  Dumps  are 
placed  at  the  end  of  the  partition  specified.  Their  size  and  location  is  recorded  in  global 
kernel  variables  dumpsize  and  dumplo,  respectively,  for  use  by  savecore(8). 

Device  names  specified  in  configuration  clauses  are  mapped  to  block  device  major  numbers  with  the  file 
devicesMuichine,  where  machine  is  the  machine  type  previously  specified  in  the  configuration  file.  If  a 
device  name  to  block  device  major  number  mapping  must  be  overridden,  a  device  specification  may  be 
given  in  the  form  ‘major  x  minor  y’. 

The  second  group  of  lines  in  the  configuration  file  describe  which  devices  your  system  has  and  what  they 
are  connected  to  (for  example,  a  Xylogics  450  Disk  Controller  at  address  0xee40  in  the  Multibus  I/O 
space).  These  lines  have  the  following  format: 

devjype  devjiame  at  con_dev  morejnfo 

dev  type  is  either  controller,  disk,  tape,  device,  or  pseudo-device.  These  types  have  the  following  mean¬ 
ings: 


controller  A  disk  or  tape  controller, 
disk  or  tape  Devices  connected  to  a  controller. 


device  Something  “attached”  to  the  main  system  bus,  like  a  cartridge  tape  interface. 

pseudo-device  A  software  subsystem  or  driver  treated  like  a  device  driver,  but  without  any 
associated  hardware.  Current  examples  are  the  pseudo-tty  driver  and  various 
network  subsystems.  For  pseudo-devices,  more_info  may  be  specified  as  an 
integer,  that  gives  the  value  of  the  symbol  defined  in  the  header  file  created  for 
that  device,  and  is  generally  used  to  indicate  the  number  of  instances  of  the 
pseudo-device  to  create. 


devjiame  is  the  standard  device  name  and  unit  number  (if  the  device  is  not  a  pseudo-device)  of  the  device 
you  are  specifying.  For  example,  xycO  is  the  devjiame  for  the  first  Xylogics  controller  in  a  system;  arO 
names  the  first  quarter-inch  tape  controller. 


con  dev  is  what  the  device  you  are  specifying  is  connected  to.  It  is  either  nexus?,  a  bus  type,  or  a  con¬ 
troller.  There  are  several  bus  types  which  are  used  by  config  and  the  kernel. 

The  different  possible  bus  types  are: 


obmem 

obio 

mbmem 

mbio 

vmel6dl6  (vmelfi) 
vme24dl6  (vme24) 
vme32dl6 
vmel6d32 
vme24d32 
vme32d32  (vme32) 


On  board  memmy 
On  board  io 

Multibus  memory  (sun2  system  only) 
Multibus  io  (sun2  system  only) 

16  bit  VMEbus/ 16  bit  data 
24  bit  VMEbus/ 16  bit  data 
32  bit  VMEbus/ 16  bit  data  (sun3  system  only) 
16  bit  VMEbus/  32  bit  data  (sun3  system  only) 
24  bit  VMEbus/  32  bit  data  (sun3  system  only) 
32  bit  VMEbus/  32  bit  data  (sun3  system  only) 


All  of  these  bus  types  are  declared  to  be  connected  to  nexus.  The  devices  are  hung  off  these  buses.  If  the 
bus  is  wildcarded,  then  the  autoconfiguation  code  will  determine  if  it  is  appropriate  to  probe  for  the  device 
on  the  machine  that  it  is  running  on.  If  the  bus  is  numbered,  then  the  autoconfiguation  code  will  only  look 
for  that  device  on  machine  type  N.  In  general,  the  Multibus  and  VMEbus  bus  types  are  always  wildcarded. 
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more_info  is  a  sequence  of  the  following: 

csr  address  Specify  the  address  of  the  csr  (command  and  status  registers)  for  a  device. 

The  csr  addresses  specified  for  the  device  are  the  addresses  within  the  bus 
type  specified. 

The  csr  address  must  be  specified  for  all  controllers,  and  for  all  devices 
connected  to  a  main  system  bus. 

drive  number  For  a  disk  or  tape,  specify  which  drive  this  is. 

flags  number  These  fiags  are  made  available  to  the  device  driver,  and  are  usually  read  at 

system  initialization  time. 

priority  level  For  devices  which  interrupt,  specify  the  intemipt  level  at  which  the  device 

operates. 

vector  intr  number  [  intr  number . . .  ] 

For  devices  which  use  vectored  interrupts  on  VMEbus  systems,  intr  specify 
the  vectored  interrupt  routine  and  number  the  corresponding  vector  to  be 
used  (0x40-0xFF). 

A  ?  may  be  substituted  for  a  number  in  two  places  and  the  system  will  figure  out  what  to  fill  m  for  the  ? 
when  it  boots.  You  can  put  question  marks  on  a  con_dev  (for  example,  at  virtual  w  on  a  drive  numl»r 
(for  example,  drive  '?’).  This  allows  redundancy,  as  a  single  system  can  be  built  which  will  boot  on  dif¬ 
ferent  hardware  configurations. 

The  easiest  way  to  understand  config  files  it  to  look  at  a  working  one  and  modify  it  to  suit  your  system. 
Good  examples  are  provided  in  Installing  the  SunOS. 

FILES 

Files  in  /usr/include/sys/conf  which  may  be  useful  for  developing  the  config  Jile  used  by  config  are: 

GENERIC  These  are  generic  configuration  files  for  either  a  Sun-2  or  Sun-3  system. 

They  contain  all  possible  device  descriptions  lines  fw  the  particular 
architecture. 

README  File  describing  how  to  make  a  new  kernel. 

As  shipped  from  Sun,  the  files  used  by  /etc/config  as  input  are  in  the  /usr/include/sys/conf  directory: 

config  Jile  System-specific  configuration  file 

makefile,sun(23]  Generic  prototype  makefile  for  Sun-[23]  systems 
files  List  of  common  files  required  to  build  a  basic  kernel 

files.sun[23]  List  of  files  for  a  Sun-[23]  specific  kernel 

devices.sun[23]  Name  to  major  device  mapping  file  for  Sun-[23]  systems 

/etc/config  places  its  output  files  in  the config  Jile  directory: 

mbglue.s  Short  assembly  language  routines  used  for  vectored  interrupts 

ioconfx  Describes  I/O  devices  attached  to  the  system 

makefile  Used  with  make(l)  to  build  the  system 

device_name.h  a  set  of  header  files  (various  device  name's)  containing  devices  which 

can  be  compiled  into  the  system 

SEE  ALSO 

gprof(l),  make(l),  kgmon(8),  savecore(8) 

The  SYNOPSIS  portion  of  each  device  entry  in  Section  4  of  this  manual. 

Installing  the  SunOS 

System  and  Network  Administration 
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NAME 

crash  —  what  happens  when  the  system  crashes 
DESCRIPTION 

This  section  explains  what  happens  when  the  system  crashes  and  how  you  can  analyze  crash  duny>s. 

When  the  system  crashes  voluntarily,  it  displays  a  message  of  the  form 
panic:  why  i  gave  up  the  ghost 

on  the  console,  takes  a  dunq)  on  a  mass  storage  peripheral,  and  then  invokes  an  automaric  reboot  procedure 
as  described  in  reboot(8).  Unless  some  unexpected  inconsistency  is  encountered  in  the  state  of  die  file  sys¬ 
tems  due  to  hardware  or  software  failure,  the  system  will  then  resume  multiuser  operations. 

The  system  has  a  large  number  of  internal  consistency  checks;  if  one  of  these  fails,  it  will  panic  with  a  very 
short  message  indicating  which  one  failed. 

When  the  system  crashes  it  writes  (or  at  least  attempts  to  write)  an  image  of  memory  into  the  back  end  of 
the  primary  swap  area.  After  the  system  is  rebooted,  you  can  mn  the  program  savecore(8)  to  (veserve  a 
cqiy  of  this  core  image  and  kernel  namelist  for  later  perusal.  See  savecore(8)  for  details. 

To  analyze  a  dump  you  should  begin  by  running  adb(l)  with  the  -k  flag  on  the  crae  dump,  as  described  in 
Debugging  Tools 

The  most  common  cause  of  system  failures  is  hardware  failure,  which  can  reflect  itself  in  different  ways. 

Here  are  some  messages  that  you  may  encounter,  with  some  hints  as  to  causes.  In  each  case  there  is  a  pos¬ 
sibility  that  a  hardware  or  software  error  produced  the  message  in  some  unexpected  way. 

FILES 

/vmunix  the  system  kernel 

/etc/rc.locai  script  run  when  the  local  system  starts  up 

SEE  ALSO 

adb(l),  analyze(8),  reboot(8)  sa(8),  savecore(8) 

Debugging  Tools 

DIAGNOSTICS 

lO  err  in  push 

hard  lO  err  in  swap  The  system  encountered  an  error  trying  to  write  to  the  paging  device  or  an  error  in 
reading  critical  information  from  a  disk  drive.  You  should  fix  your  disk  if  it  is  bro¬ 
ken  or  unreliable, 
timeout  table  overflow 

This  really  should  not  be  a  panic,  but  until  the  data  structure  is  fixed,  involved,  run¬ 
ning  out  of  entries  causes  a  crash.  If  this  happens,  you  should  make  the  timeout 
table  bigger  by  changing  the  value  of  ncallout  in  the  param.c  file,  and  then  rebuild 
your  system. 

trap  type  type,  pid  process-id,  pc  =  program-counter,  sr  =  status-register,  context  context-number 
A  unexpected  trap  has  occurred  within  the  system;  typical  trap  types  are: 

•  Bus  error 

•  Address  error 

•  Illegal  instruction 

•  Divide  by  zero 

•  Chk  instruction 

•  Trapv  instruction 

•  Privilege  violation 

•  Trace 

•  1010  emulator  trap 

•  nil  emulator  trap 

•  Stack  format  error 
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init  died 


•  Uninitialized  interrupt 

•  Spurious  interrupt 

The  favorite  trap  types  in  system  crashes  are  “Bus  error”  or  “Address  error”,  indi¬ 
cating  a  wild  reference.  The  process-id  is  the  ID  of  the  process  running  at  the  time 
of  the  fault,  program-counter  is  the  hexadecimal  value  of  the  program  counter, 
status-register  is  the  hexadecimal  value  of  the  status  register,  and  context-number  is 
the  context  that  the  process  was  running  in.  These  problems  tend  to  be  easy  to  track 
down  if  they  are  kernel  bugs  since  the  processor  stops  cold,  but  random  flakiness 
seems  m  cause  this  sometimes. 

The  system  initialization  process  has  exited.  This  is  bad  news,  as  no  new  users  will 
then  be  able  to  log  in.  Rebooting  is  the  only  fix,  so  the  system  just  does  it  right 
away. 
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NAME 

cron  -  clock  daemon 

SYNOPSIS 

/usr/etc/cron 

DESCRIPTION 

cron  executes  commands  at  specified  dates  and  times.  Regularly  scheduled  commands  can  be  specified 
acccnding  to  instnictions  found  in  crontab  files  in  the  directory  /var/spool/cron/crontabs.  Users  can  sub¬ 
mit  their  own  crontab  files  using  the  crontab(l)  command.  Commands  that  are  to  be  executed  only  once 
may  be  submitted  using  the  at(l)  command. 

cron  <mly  examines  crontab  files  and  at  command  files  during  process  initialization  and  when  a  file 
changes  using  crontab  or  at.  This  reduces  the  overhead  of  checking  for  new  or  changed  files  at  regularly 
scheduled  intervals. 

Since  cron  never  exits,  it  should  only  be  executed  once.  This  is  normally  done  by  running  cron  from  the 
initialization  process  through  the  file  /etc/rc;  see  init(8).  /var/spool/cron/FIFO  is  a  FIFO  file  that  crontab 
and  at  use  to  communicate  with  cron;  it  is  also  used  as  a  lock  file  to  prevent  the  executitm  of  more  than 
one  cron. 

FILES 

/var/spool/cron  main  cron  directory 

/var/spooI/cron/FIFO  FIFO  for  sending  messages  to  cron 
/var/spool/cron/crontabs 

directory  containing  crontab  files 

SEE  ALSO 

at(l),  crontab(l),  sh(l),  init(8),  syslogd(8) 

DIAGNOSTICS 

cron  logs  various  errOTs  to  the  system  log  daemon,  syslogd(8),  with  a  facility  code  of  cron.  The  messages 
are  listed  here,  grouped  by  severity  level. 

Err  Severity 

Can’t  create  /var/spool/cron/FlFO:  reason 

cron  was  unable  to  start  up  because  it  could  not  create  /var/spool/cron/FIFO. 

Can’t  access  /var/spooI/cron/FIFO:  reason 

cron  was  unable  to  start  up  because  it  could  not  access  /var/spool/cron/FIFO. 

Can’t  open  /var/spool/cron/FIFO:  reason 

cron  was  unable  to  start  up  because  it  could  not  open  /var/spool/cron/FIFO. 

Can’t  start  cron  -  another  cron  may  be  running  (/var/spool/cron/FIFO  exists) 

cron  found  that  /var/spool/cron/FIFO  already  existed  when  it  was  started;  this  normally  means 
that  cron  had  already  been  started,  but  it  may  mean  that  an  earlier  cron  terminated  abnormally 
without  removing  /var/spool/cron/FIFO. 

Can’t  stat  /var/spool/cron/FIFO:  reason 

cron  could  not  get  the  status  of  /var/spool/cron/FIFO. 

Can’t  change  directory  to  directory '.reason 

cron  could  not  change  to  the  directory  directory. 

Can’t  read  directory  treason 

cron  could  notread  the  directory  directory. 

error  reading  message:  reason 

An  error  occurred  when  cron  tried  to  read  a  control  message  from  /var/spool/cron/FIFO. 
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message  received  — -  bad  format 

A  message  was  successfully  read  by  cron  from  /var/spool/cron/FIFO,  but  the  message  was  not  or 
a  form  recognized  by  cron. 

SIGTERM 

received  cron  was  told  to  terminate  by  having  a  SIGTERM  signal  sent  to  it 

cron  could  not  unlink /var/spool/cron/FIFO:  reawn 

cron  was  told  to  terminate,  but  it  was  unable  to  unlink  /var/spool/cron/FIFO  before  it  terminated. 
CRON  ABORTED 

cron  terminated,  either  due  to  an  error  or  because  it  was  told  to. 

Can’t  open  queuedefs  fAifile'.reason 

cron  could  not  open  a  queued^s  file. 

I/O  error  reading  queuedefs  file^/e  '.reason 

An  I/O  error  occurred  while  cron  was  reading  a  queuedefs  file. 

Using  default  queue  definitions 

An  error  occurred  while  trying  to  read  a  queuedefs  file;  the  default  queue  definitions  wfll  be  used. 

Can’t  allocate  numbcrbytes  of  space 

An  internal  error  occurred  in  cron  while  trying  to  allocate  memory. 


Info  Severity 

queue  queue  max  run  limit  reached 

There  were  more  jobs  running  or  to  be  run  in  the  queue  queue  than  the  maximum  number 
specified,  cron  will  wait  until  one  of  the  currently-running  jobs  completes  before  starting  to  run  a 
new  one. 

MAXRUN  (25)  procs  reached 

There  were  more  than  25  jobs  running  or  to  be  run  by  cron,  cron  will  wait  until  one  of  the 
currently-running  jobs  completes  before  starting  to  run  a  new  one. 

♦♦♦  cron  started  ♦♦♦ 

cron  started  running. 

>  CMD:  command 

A  cron  job  was  started.  Command  is  the  command  to  be  run. 

>  user  pid  queue  time 

A  cron  job  was  started  for  user  user^  in  queue  queue ^  with  process  ID  pid,  at  the  date  and  time 
time. 

<  user  pid  queue  time  status 

A  cron  job  completed  for  user  user,  in  queue  queue,  with  process  ID  pid,  at  the  date  and  time 
time .  If  the  command  terminated  with  a  non-zero  exit  status  or  a  signal,  status  indicates  the  exit 
status  or  signal. 

Notice  Severity 
Can’t  fork 

An  attempt  to  fork  (2)  to  run  a  new  job  failed;  cron  will  attempt  again  after  a  30-second  delay. 
Warning  Severity 

Can’t  stat  queuedefs  file  file  ireason 

cron  could  not  get  the  status  of  a  queuedefs  file  in  order  to  determine  whether  it  has  changed, 
cron  will  assume  it  has  changed  and  will  reread  it. 
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NAME 

dcheck  -  file  system  directory  consistency  check 
SYNOPSIS 

/usr/etc/dcheck  [  -i  numbers  ]  [filesystem  ] 

DESCRIPTION 

Note:  dcheck  has  been  superceded  for  normal  consistency  checking  by  fsck{8). 

dcheck  reads  the  directories  in  a  file  system  and  compares  the  link-count  in  each  inode  with  the  number  of 
directory  entries  by  which  it  is  referenced.  If  the  file  system  is  not  specified,  dcheck  checks  a  set  of  default 
file  systems. 

dcheck  is  fastest  if  the  raw  version  of  the  special  file  is  used,  since  the  i-list  is  read  in  large  chunks. 

OPTIONS 

— i  numbers 

numbers  is  a  list  of  i-numbers;  when  one  of  those  i-numbers  turns  up  in  a  directory,  the  number, 
the  i-number  of  the  directory,  and  the  name  of  the  entry  are  reported. 

FILES 

Default  file  systems  vary  with  installation. 

SEE  ALSO 

fs(5),  fsck(8),  clri(8),  icheck(8),  ncheck(8) 

DIAGNOSTICS 

When  a  file  turns  up  for  which  the  link-count  and  the  number  of  directory  entries  disagree,  the  relevant 
facts  are  reported.  Allocated  files  which  have  0  link-count  and  no  entries  are  also  listed.  The  only 
dangerous  situation  occurs  when  there  are  more  entries  than  links;  if  entries  are  removed,  so  the  link-count 
drops  to  0,  the  remaining  entries  point  to  thin  air.  They  should  be  removed.  When  there  are  more  links 
than  entries,  or  there  is  an  allocated  file  with  neither  links  nor  entries,  some  disk  space  may  be  lost  but  the 
situation  will  not  degenerate. 

BUGS 

Since  dcheck  is  inherently  two-pass  in  nature,  extraneous  diagnostics  may  be  produced  if  applied  to  active 
file  systems. 

Inode  numbers  less  than  2  are  invalid. 
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NAME 

devnm  -  device  name 
SYNOPSIS 

/etc/devnm  [  name  ] . . . 

DESCRIPTION 

devnm  identifies  the  special  file  associated  with  the  mounted  file  system  where  each  name  argument 
resides.  This  command  can  be  used  to  construct  a  mount  table  entry  for  the  root  file  system. 

EXAMPLE 

If  /usr  is  mounted  on  /dev/dsk/cld0s2,  then  the  command: 

/etc/devnm  /usr 
produces: 

/dev/dsk/cld0s2  usr 

FILES 

/dev/dsk/* 

/etc/mtab 

SEE  ALSO 

mount(8),  fstab(S) 
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NAME 

dkinfo  —  report  information  about  a  disk’s  geometry  and  partitioning 

SYNOPSIS 

/usr/etc/dkinfo  disk  [  partition  ] 

DESCRIPTION 

dkinfo  gives  the  total  number  of  cylinders,  heads,  and  sectors  or  tracks  on  the  specified  disk,  and  gives  this 
information  along  with  the  starting  cylinder  for  the  specified  partition.  If  no  partition  is  specified  on  the 
command  line,  dkinfo  reports  on  all  partitions. 

The  disk  specification  here  is  a  disk  name  of  the  form  xxn,  where  xx  is  the  controller  device  abbreviation 
(ip,  xy,  etc.)  and  n  is  the  disk  number.  The  partition  specification  is  simply  the  letter  used  to  identify  that 
partition  in  the  standard  UNIX  system  nomenclature.  For  example,  7iisr/etc/dkinfo  xyO’  reports  on  the 
first  disk  in  a  system  controlled  by  a  Xylogics  controller;  7usr/etc/dkinfoxy0g’  reports  on  the  seventh  par¬ 
tition  of  such  a  disk. 

EXAMPLE 

A  request  for  information  on  my  local  disk,  an  84  MByte  disk  controlled  by  a  Xylogics  450  controller, 
might  look  like  this: 

#/usr/etc/dkinfo  xyO 

xyO:  Xylogics  450  controller  at  addr  ee40,  unit  #  0 
586  cylinders  7  heads  32  sectors/track 
a:  15884  sectors  (70  cyls,  6  tracks,  12  sectors) 
starting  cylinder  0 
b:  33440  sectors  (149  cyls,  2  tracks) 
starting  cylinder  71 
c:  131264  sectors  (586  cyls) 
starting  cylinder  0 
d:  No  such  device  or  address 
e:  No  such  device  or  address 
f:  No  such  device  or  address 
g:  81760  sectors  (365  cyls) 
starting  cylinder  221 
h:  No  such  device  or  address 
# 

nLES 

Idevltxxnp 

SEE  ALSO 

dkio(4S),  forniat(8) 
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NAME 

dmesg  -  collect  system  diagnostic  messages  to  form  enor  log 

SYNOPSIS 

/usr/etc/dmesg  [  -  ] 

DESCRIPTION 

Note:  dmesg  is  obsoleted  by  syslogd(8)  for  maintenance  of  the  system  error  log. 

dmesg  looks  in  a  system  buffer  for  recently  printed  diagnostic  messages  and  prints  them  on  the  standard 
output.  The  messages  are  those  printed  or  logged  by  the  system  when  errors  occur.  If  the  —  flag  is  given, 
then  dmesg  computes  (incrementally)  the  new  messages  since  the  last  time  it  was  tun  and  places  these  on 
the  standard  output 

FILES 

/var/adm/msgbuf  scratch  file  for  memory  of  option 

SEE  ALSO 

syslogd(8) 
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NAME 

dunq),  rdump  -  incremental  file  system  dump 
SYNOPSIS 

/usr/etc/dump  [  options  [  arguments  ]  '[filesystem 
DESCRIPTION 

dump  backs  up  all  files  m  filesystem,  or  files  changed  after  a  certain  date,  to  m^netic  tape;  on  Sun386i 
systems,  dump  works  on  both  magnetic  tape  and  diskettes,  options  is  a  string  that  specifies  dump  options, 
as  shown  below.  Any  arguments  supplied  for  specific  options  are  given  as  subsequent  words  on  the  com¬ 
mand  line,  in  the  same  order  as  that  of  the  options  listed. 

If  no  options  are  given,  the  default  is  9u. 

OPTIONS 

0-9  The  “dump  level.”  All  files  in  the  filesystem  that  have  been  modified  since  the  last  dump  at  a 
lower  dump  level  are  copied  to  the  volume.  For  instance,  if  you  did  a  “level  2”  dump  on  Monday, 
followed  by  a  “level  4”  dump  on  Tuesday,  a  subsequent  “level  3”  dump  on  Wednesday  would 
contain  all  files  modified  or  added  since  the  “level  2”  (Monday)  backup.  A  “level  0”  dump  copies 
the  entire  filesystem  to  the  dump  volume. 

h  factor  Blocking  factor.  Specify  the  blocking  factor  for  tape  writes.  The  default  is  20  blocks  per  write. 
Note:  the  blocking  factor  is  specified  in  terms  of  512  bytes  blocks,  for  compatibility  with  tar(l). 
The  default  blocking  factor  for  tapes  of  density  6250BPI  and  greater  is  64.  The  default  blocking 
factor  for  cartridge  tapes  (c  option  specified)  is  126.  The  highest  blocking  factor  available  with 
most  tape  drives  is  126. 

c  Cartridge.  Use  a  cartridge  instead  of  the  standard  half-inch  reel.  This  sets  the  density  to  lOOOBPI 
and  the  blocking  factor  to  126.  The  length  is  set  to  425  feet.  (This  option  is  incompatible  with  the 
d  option,  unless  you  specify  a  density  of  10(X)BPI  with  that  option). 

d  bpi  T^  density.  The  density  of  the  tape,  expressed  in  BPI,  is  taken  from  bpi.  This  is  used  to  keep  a 
running  tab  on  the  amount  of  tape  used  per  reel.  The  default  density  is  16(X)  except  for  cartridge 
tape.  Unless  a  higher  density  is  specified  explicitly,  dump  uses  its  default  density  —  even  if  the 
tape  drive  is  capable  of  higher-density  operation  (for  instance,  6250BPI).  Note:  the  density 
specified  should  correspond  to  the  density  of  the  tape  device  being  used,  or  dump  will  not  be  able 
to  handle  end-of-tape  properly.  The  d  option  is  not  compatible  with  the  D  option. 

D  Diskette.  Specify  diskette  as  the  dump  media, 
f  dump-file 

Dump  file.  Use  dump-file  as  the  file  to  dump  to,  instead  of /dev/rmt8.  If  dump-file  is  specified  as 
dump  to  the  standard  output.  If  the  filename  argument  is  of  the  form  machine  .'device,  dump 
to  a  remote  machine.  Since  dump  is  normally  run  by  root,  the  name  of  the  local  machine  must 
appear  in  the  .rhosts  file  of  the  remote  machine.  If  the  filename  argument  is  of  the  form 
user@machinexdevice,  dump  will  attempt  to  execute  as  the  specified  user  on  the  remote  machine. 
The  specified  user  must  have  a  .rhosts  file  on  the  remote  machine  that  allows  root  from  the  local 
machine.  If  dump  is  called  as  rdump,  the  dump  device  defaults  to  dumphost:/dev/rmt8.  To 
direct  the  output  to  a  desired  remote  machine,  set  up  an  alias  for  dumphost  in  the  file  /etc/bosts. 

n  Notify.  When  this  option  is  specified,  if  dump  requires  attention,  it  sends  a  terminal  message 
(similar  to  wall(l))  to  all  operators  in  the  “operator”  group. 

s  size  Specify  the  size  of  the  volume  being  dumped  to.  When  the  specified  size  is  reached,  dump  waits 
for  you  to  change  the  volume,  dump  interprets  the  specified  size  as  the  length  in  feet  for  tapes, 
and  cartridges  and  as  the  number  of  1024  byte  blocks  for  diskettes.  The  following  are  defaults: 

tape  2300  feet 

cartridge  425  feet 

diskette  1422  blocks  (Corresponds  to  a  1.44  Mb  diskette,  with  one  cylinder 
reserved  for  bad  block  information.) 
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t  tracks  Specify  the  numbo:  of  tracks  for  a  cartridge  tape.  On  all  Sun-2  systems  die  default  is  4  tracks, 
although  some  Sun-2  systems  have  9  track  drives.  On  all  other  machines  the  default  is  9  tracks. 
The  t  option  is  not  compatible  with  the  D  option. 

u  Update  the  dump  record.  Add  an  entry  to  the  file  /etc/dumpdates,  for  e^h  filesystem  success¬ 
fully  dumped  that  includes  the  filesystem  name,  date,  and  dump  level.  This  file  can  be  edited  by 
the  super-user. 

w  List  the  filesystems  that  need  backing  up.  This  information  is  gleaned  from  the  files 
/etc/dumpdates  and  /etc/fstab.  When  the  w  option  is  used,  all  other  options  are  ignored.  After 
reporting,  dump  exits  immediately. 

W  T  .iVft  w,  but  inchidfts  all  filesystems  that  appear  in  /etc/dumpdates,  along  with  information  about 
their  most  recent  dump  dates  and  levels.  Filesystems  that  need  backing  up  are  highlighted. 

i*'xLES 

/dev/rmtS  default  unit  to  dump  to 

dumphost:/dev/rmt8  default  remote  unit  to  dump  to  if  called  as  rdump 

/etc/dumpdates  dump  date  record 

/etc/fstab  dump  table:  file  systems  and  frequency 

/etc/group  to  find  group  operator 

/etc/hosts 

SEE  ALSO 

tar(l),  wall(l),  dump(5),  fstab(5),  restore(8),  shutdown(8) 

DIAGNOSTICS 

While  running,  dump  emits  many  verbose  messages. 

Exit  Codes 

0  Normal  exit 

1  Startup  errors  encountered, 

3  Abort  -  no  checkpoint  attempted. 

BUGS 

Fewer  than  32  read  errors  on  the  filesystem  are  ignored. 

Each  reel  requires  a  new  process,  so  parent  processes  for  reels  already  written  just  hang  around  until  the 
entire  tape  is  written. 

It  is  recommended  that  incremental  dumps  also  be  performed  with  the  system  running  in  single-user  mode, 
dump  does  not  support  multi-file  multi-volume  tapes. 

NOTES 

Operator  Intervention 

dump  requires  operator  intervention  on  these  conditions:  end  of  volume,  end  of  dump,  volume  wnte  error, 
volume  open  error  or  disk  read  error  (if  there  are  more  than  a  threshold  of  32).  In  addition  to  alerting  all 
operators  implied  by  the  n  option,  dump  interacts  with  the  operator  on  dump  s  control  terminal  at  times 
when  dump  can  no  longer  proceed,  or  if  something  is  grossly  wrong.  All  questions  dump  poses  must  be 
answered  by  typing  yes  or  no,  as  appropriate. 

Since  backing  up  a  disk  can  involve  a  lot  of  time  and  effort,  dump  checkpoints  at  the  start  of  each  volume. 
If  writing  that  volume  fails  for  some  reason,  dump  will,  with  operator  permission,  restart  itself  from  the 
checkpoint  after  a  defective  volume  has  been  replaced. 

dump  reports  periodically,  and  in  verbose  fashion.  Each  report  includes  estimates  of  the  percentage  of  the 
dump  completed  and  how  long  it  will  take  to  complete  the  dump. 

Suggested  Dump  Schedule 

It  is  vital  to  perform  full,  “level  0”,  dumps  at  regular  intervals.  When  performing  a  full  dump,  bnng  the 
machine  down  to  single-user  mode  using  shutdown(8).  While  preparing  for  a  full  dump,  it  is  a  good  idea 
to  clean  the  tape  drive  and  heads. 
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Incremental  dumps  allow  for  convenient  backup  and  recovery  on  a  more  frequent  basis  of  active  files,  with 
a  minimum  of  media  and  time.  However  there  are  some  tradeoffs.  First,  the  interval  between  backups 
should  be  kept  to  a  minimum  (once  a  day  at  least).  To  guard  against  data  loss  as  a  result  of  a  media  failure 
(a  rare,  but  possible  occurrence),  it  is  a  good  idea  to  capture  active  files  on  (at  least)  two  sets  of  dump 
volumes.  Another  consideration  is  the  desire  to  keep  unnecessary  duplication  of  files  to  a  minimum  to  save 
both  operat<»-  time  and  media  storage.  A  third  consideration  is  the  ease  with  which  a  particular  backed-up 
version  of  a  file  can  be  located  and  restored.  The  following  four-week  schedule  offers  a  reasonable  trade¬ 
off  between  these  goals. 

Sm  Mon  Tue  Wed  Thu  Fri 

Weekl:  FuU  5  5  5  5  3 

Week2:  5  5  5  5  3 

Week  3:  5  5  5  5  3 

Week  4:  5  5  5  5  3 

Although  the  Tuesday  —  Friday  inciementals  contain  “extra  copies”  of  files  from  Monday,  this  scheme 
assures  that  any  file  modified  during  the  week  can  be  recovered  from  the  {uevious  day’s  incremental  dump. 

Process  Priority  of  dump 

dump  uses  multiple  processes  to  allow  it  to  read  from  the  disk  and  write  to  the  media  concurrently.  Due  to 
the  way  it  synchronizes  between  these  processes,  any  attempt  to  run  dump  with  a  nice  (process  priority)  of 
‘-5’  or  better  will  likely  make  dump  run  slower  instead  of  faster. 
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NAME 

dumpfs  —  dump  file  system  information 
SYNOPSIS 

/usr/etc/dumpfs  device 


DESCRIPTION 

dumpfs  iKints  out  the  super  block  and  cylinder  group  information  for  the  file  system  or  special  (tevice 
specified.  The  listing  is  very  long  and  detailed.  This  command  is  useful  mosdy  for  finding  out  certain  file 
system  information  such  as  the  file  system  block  size  and  minimum  free  space  percentage. 


SEE  ALSO 

fs(5),  fsck(8),  newfs(8),  lunefs(8) 
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NAME 

edquota  -  edit  user  quotas 
SYNOPSIS 

/usr/etc/edquota  [  — p proto-user  ]  usernames. . . 

/usr/etc/edquota  -t 
DESCRIPTION 

edquota  is  a  quota  editor.  One  or  more  users  may  be  specified  on  the  conunand  line.  For  each  user  a  tem¬ 
porary  file  is  created  with  an  ASCII  representation  of  the  current  disk  quotas  for  that  user  and  an  editor  is 
then  invoked  on  the  file.  The  quotas  may  then  be  modified,  new  quotas  added,  etc.  Upon  leaving  the  edi¬ 
tor,  edquota  reads  the  temporary  file  and  modifies  the  binary  quota  files  to  reflect  the  changes  made. 

The  editor  invoked  is  vi(l)  unless  the  EDITOR  environment  variable  specifies  otherwise. 

Only  the  super-user  may  edit  quotas.  (In  order  for  quotas  to  be  established  on  a  file  system,  the  nx)t  direc¬ 
tory  of  the  file  system  must  ctmtain  a  file,  owned  by  root,  called  quotas.  See  quotaon(8)  for  details.) 

OPTIONS 

-p  Duplicate  the  quotas  of  the  prototypical  user  specified  for  each  user  specified.  This  is  the  normal 
mechanism  used  to  initialize  quotas  for  groups  of  users. 

— t  Edit  the  soft  time  limits  for  each  file  system.  If  the  time  limits  are  zero,  the  default  time  limits  in 

<urs/quota.h>  are  used.  Time  units  of  sec(onds),  min(utes),  hour(s),  day(s),  week(s),  and 
month(s)  are  understood.  Time  limits  are  printed  in  the  greatest  possible  time  unit  such  that  the 
value  is  greater  than  or  equal  to  one. 

FILES 

quotas  quota  file  at  the  file  system  root 

/etc/mtab  mounted  file  systems 

SEE  ALSO 

quota(l),  vi(l),  quotactl(2),  quotacheck(8),  quotaon(8),  repquota(8) 

BUGS 

The  format  of  the  temporary  file  is  inscrutable. 
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NAME 

eeprom  -  EEPROM  display  and  load  utility 
SYNOPSIS 

eeprom  [— i]  [— ]  [— f filename  ]  [field  [  —value  ]  ] . . . 

eeprom  [-i]  [-c]  [-t filename 

AVAILABILITY 

Not  available  for  Sun-2  systems. 

DESCRIPTION 

eeprom  displays  or  changes  the  values  of  fields  in  the  EEPROM.  It  processes  fields  in  the  order  given. 
When  processing  Si  field  accompanied  by  a  value,  eeprom  makes  the  indicated  alteration  to  the  EEPROM; 
otherwise  it  displays  the  field’ %  value.  When  given  no  field  specifiers,  eeprom  displays  the  values  of  all 
EEPROM  fields.  A  ’  flag  specifies  that  fields  and  values  are  to  be  read  from  stdin  {one  field  or  field=value 
per  line). 

eeprom  verifies  the  EEPROM  checksums  and  complains  if  they  are  incorrect;  if  the  -i  flag  is  specified, 
erroneous  checksums  are  ignored.  If  the  -c  flag  is  specified,  all  incorrect  checksums  are  recomputed  and 
corrected  in  the  EEPROM. 

OPTIONS 

-i  Ignore  bad  checksums. 

-f filename 

Use  filename  as  the  EEPROM  device. 

-c  Correct  bad  checksums . 

—  Read  field  names  and  values  from  stdin. 

The  field  names  and  their  possible  values  are: 


hwupdate 

memsize 

memtest 

scrsize 

watchdog_reboot 

default_boot 

bootdev 

kbdtype 

keyclick 

console 

custom_Iogo 

banner 

diagdev 

diagpath 

ttya_no_rtsdtr 

ttyb_no_rtsdtr 

columns 


a  valid  date  (including  “today”  and  “now”) 

8  bit  integer  (megabytes  of  memory  on  machine) 

8  bit  integer  (megabytes  of  memory  to  test) 

“1024x1024”,  “1152x900”,  “1600x1280”,  or  “1440x1440” 
“true”  or  “false” 

“true”  or  “false” 

%c%c  (%x,%x,%x) 

8  bit  integer  (0  for  all  Sun  keyboards) 

“true”  or  “false” 

“b&w”  or  “ttya”  or  “ttyb”  or  “color” 

“true”  or  “false” 
banner  string 

%c%c  (%x,%x,%x)  -  diagnostic  boot  device 
diagnostic  boot  path 
“true”  or  “false” 

“true”  or  “false” 

number  of  columns  on  screen  (8-bit  integer) 
number  of  rows  on  screen  (8-bit  integer) 


FILES 

/dev/eeprom 

SEE  ALSO 

<mon/eeprom.h> 
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NAME 

etherd  -  Ethernet  statistics  server 
SYNOPSIS 

/usr/etc/rpc.etherd  interface 
AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

etherd  is  a  server  which  puts  interface  into  promiscuous  mode,  and  keeps  summary  statistics  of  all  the 
packets  received  on  that  interface.  It  responds  to  RPC  requests  for  the  summary.  You  must  be  root  to  run 
etherd. 

interface  is  a  networking  interface  such  as  ieO,  iel,  ecO,  eel  and  leO. 
traflfic(lC)  displays  the  information  obtained  from  etherd  in  graphical  form. 

SEE  ALSO 

trafBc(lC) 
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NAME 

ethoilnd  -  find  packets  on  Ethernet 


SYNOPSIS 

etherfind  [  -nprtuvx  ]  [  -c  count  ]  [  -i  interface  ]  expression 


AVAILABILITY  ^  r,  f  . 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Reier  to 

Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DES  CRIPTION 

etherfind  iwints  out  the  headers  of  packets  on  the  ethemet  that  match  the  boolean  expression.  When  an 
internet  pscket  is  fragmented  into  more  than  one  eth«net  packet,  all  fr^ments  except  the  first  are  maiked 
with  an  asterisk.  You  must  be  root  to  invoke  etherfind. 


OPTIONS 

— n  Do  not  convert  host  addresses  and  port  numbers  to  names. 

-p  Normally,  the  selected  interface  is  put  into  promiscuous  mode,  so  that  etherfind  has  acc«s  to  all 

packets  on  the  ethemet.  However,  when  the  -p  flag  is  used,  the  interface  will  not  go  promiscuous. 

-r  RPC  mode:  treat  each  packet  as  an  RPC  message,  printing  the  program  and  procedure  numbers. 

— t  Timestamps:  precede  each  packet  listing  with  a  time  value  in  seconds  and  hundredths  of  seconds 

since  the  first  packet 
-u  Make  die  output  line  buffered. 

-v  Verbose  mode:  print  out  some  of  the  fields  of  TCP  and  UDP  packets. 

-X  Dump  the  header  in  hex,  in  addition  to  the  line  printed  for  each  packet  by  default 


Exit  after  receiving  count  packets.  This  is  sometimes  useful  for  dumping  a  sample  of  ethemet 
traffic  to  a  file  for  later  analysis. 


-i  interface  .  „  ... 

etherfind  listens  on  interface.  The  program  netstat(8C)  when  invoked  with  the  -i  flag  lists  all  the 

interfaces  that  a  machine  has. 


expression 

The  syntax  of  of  expression  is  similar  to  that  used  by  find(l).  Here  are  the  allowable  primaries. 


-dst  destination 

Tme  if  the  destination  field  of  the  packet  is  destination,  which  may  be  either  an  address 
or  a  name. 


-src  source 

Trae  if  the  source  field  of  the  packet  is  source,  which  may  be  either  an  address  or  a 
name. 

-between  hostl  host2 

True  if  either  the  source  of  the  packet  is  hostl  and  the  destination  host2,  or  the  source  is 
host2  and  the  destination  hostl . 

-dstnet  destination 

Trae  if  the  destination  field  of  the  packet  has  a  network  part  of  destination,  which  may  be 
either  an  address  or  a  name. 

— srenet  source 

Trae  if  the  source  field  of  the  packet  has  a  network  part  of  source,  which  may  be  either 
an  address  or  a  name. 
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-srq)ort  port 

True  if  the  packet  has  a  source  port  value  of  port.  It  must  be  either  upd  or  top  (see 
tcp(4P)),  adp(4P)).  The  port  can  be  a  number  or  a  name  used  in  /etc/services. 

-dstport  port 

True  if  the  packet  has  a  destination  port  value  of  port.  The  port  can  be  a  number  or  a 
name. 

-less  length 

Tme  if  the  packet  has  a  length  less  than  or  equal  to  length. 

-greater  length 

Trae  if  the  packet  has  a  length  greater  than  or  equal  to  length. 

—proto  protocol 

True  if  the  packet  is  an  ip  packet  (see  ip(4P))  of  protocol  type  protocol.  Protocol  can  be 
a  number  or  one  of  the  names  icmp,  udp,  nd,  or  tcp. 

-byte  byte  op  value 

Tme  if  byte  number  byte  of  the  packet  is  in  relation  op  to  value .  Legal  values  for  op  are 
+,  <,  >,  &,  and  |.  Thus  4=6  is  tme  if  the  fourth  byte  of  the  packet  has  the  value  6,  and 
20&0xf  is  tme  if  byte  twenty  has  are  of  its  four  low  order  bits  nonzero. 

-broadcast 

Tme  if  the  packet  is  a  broadcast  packet. 

-arp  Tme  if  the  packet  is  a  arp  packet  (see  arp(4P)). 

-rarp  Tme  if  the  packet  is  a  rarp  packet. 

-ip  Tme  if  the  packet  is  an  ip  packet. 

The  iximaries  may  be  combined  using  the  following  operator  (in  order  of  decreasing  precedence): 

A  parenthesized  group  of  primaries  and  operators  (parenflieses  are  special  to  the  Shell  and  must  be 
escaped). 

The  negation  of  a  primary  (‘!’  is  the  unary  not  operator). 

Concatenation  of  primaries  (the  and  operation  is  implied  by  the  juxtaposition  of  two  primaries). 
Alternation  of  primaries  (‘-o’  is  the  or  operatw). 

EXAMPLE 

To  find  all  packets  arriving  at  or  departing  from  sundown 

example  %  etherfind  -src  sundown  -o  -dst  sundown 
example% 

SEE  ALSO 

find(l),  traffic(lC),  arp(4P),  ip(4P),  nit(4P)  tcp(4P),  udp(4P),  netstat(8C) 

BUGS 

The  syntax  is  painful. 
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NAME 

exportfs  -  export  and  unexport  directories  to  NFS  clients 
SYNOPSIS 

/usr/etc/exportfs  [  -avu  ]  [  -o  options  ]  [  directory  ] 


DESCRIPnON  . 

exportfs  maifAs  a  local  directory  (or  file)  available  for  mounting  over  the  netwwk  by  NFS  clients.  It  is  nor¬ 
mally  invoked  at  boot  time  by  the  /etc/rc.locaI  script,  and  uses  informafion  contained  in  the  /etc/exports 
file  to  export  a  directory  (which  must  be  specified  as  a  full  patlmame).  The  super-user  can  run  exportfs  at 
any  time  to  alter  the  list  or  characteristics  of  exported  directories.  Directories  that  are  currently  exported 
are  listed  in  the  file  /etc/xtab. 

With  no  options  or  aiguments,  exportfs  prints  out  the  list  of  directories  currently  expmted. 

OPTIONS  ^  ^ 

-a  All.  Export  all  directories  listed  in  /etc/exports,  or  if  -u  is  specified,  unexport  all  of  the  currenay 

eiqiorted  directories. 

-V  Verbose.  Print  each  directory  as  it  is  exported  or  unexpected. 


— u  Unexport  the  indicated  directories. 

-i  Ignore  the  options  in  /etc/exports.  Normally,  exportfs  will  consult  /etc/exports  for  the  options 
associated  with  the  exported  directory. 


-o  options 

Specify  a  comma-separated  list  of  optional  characteristics  for  the  directory  being  exported. 
options  can  be  selected  from  among: 

ro  Export  the  directory  read-only.  If  not  specified,  the  directory  is  expected  read-wnte. 


TV=hostnaTne[:hostname} . . . 

Export  the  directory  read-mostly.  Read-mostly  means  exported  read-only  to  most 
machines,  but  read-write  to  those  specified.  If  not  specified,  the  directory  is  exported 
read-write  to  all. 


anon=uid 

If  a  request  comes  from  an  unknown  usct,  use  uid  as  the  effective  user  ID.  Note:  root 
users  (uid  0)  are  always  considered  "unknown"  by  the  NFS  server,  unless  they  are 
included  in  the  "root"  option  below.  The  default  value  for  this  option  is  -2.  Setting  the 
value  of  “anon”  to  -1  disables  anonymous  access.  Note  that  by  default  secure  NFS 
accepts  insecure  requests  as  anonymous,  and  those  wishing  for  extra  security  can  disable 
this  feature  by  setting  “anon”  to  -1. 

root=hostname['ihostname] ... 

Give  root  access  only  to  the  root  users  from  a  specified  hostname.  The  default  is  for  no 
hosts  to  be  granted  root  access. 

access=cHent[:clieni] . . . 

Give  mount  access  to  each  client  listed.  A  client  can  either  be  a  hostname,  or  a  netgroup 
(see  netgroup(5)).  Each  client  in  the  list  is  first  checked  for  in  the  /etc/netgroup  data¬ 
base,  and  then  the  /etc/hosts  datobase.  The  default  value  allows  any  machine  to  mount 
the  given  direettwy. 

Require  clients  to  use  a  more  secure  protocol  when  accessing  the  directory. 

static  export  information 
current  state  of  exported  directories 


secure 

FILES 

/etc/exports 

/etc/xtab 

/etc/netgroup 
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SEE  ALSO 

exports(S),  netgroup(S) 

WARNINGS 

You  cannot  export  a  directory  that  is  either  a  parent-  or  a  sub-directoiy  of  one  that  is  currently  exported 
and  within  the  same  filesystem.  It  would  be  illegal,  for  example,  to  export  both  /usr  and  /usr/Iocal  if  both 
directories  resided  in  the  same  disk  partidon. 
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NAME 

extract  unbundled  —  extract  and  execute  unbundled-product  installation  scripts 
SYNOPSIS 

extract^unbundled  [  —ddevice  [  -vremote-'host  ]  ]  [  —DEFAULT  ] 

DESCRIPTION 

extract_unbiindled  extracts  and  executes  the  installation  scripts  from  release  tapes  frw  Sun  unbundled 
software  products.  If  no  options  are  specifed,  it  prompts  for  input  as  to  the  tape  <kvice,  or  remote  host- 
name  from  whkh  to  the  software  is  to  be  installed.  For  information  about  installing  a  specific  product, 
refer  to  the  installation  manual  that  accompanies  that  product. 


OPTIONS 

—Adevice 

Install  from  the  indicated  tape  drive,  such  as  stO,  mtO  or  arO. 


—rremotejwst 

Install  from  the  device  given  in  the  -d  option  on  the  indicated  remote  host 


-DEFAULT  .... 

Execute  the  installation  script  using  all  default  values.  Otherwise  the  installation  script  prompts 

for  any  optional  values. 
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NAME 

fastboot,  fasthalt  -  rebool/halt  the  system  without  checking  the  disks 
SYNOPSIS 

/usr/etc/fastboot  [  boot-options  ] 

/usr/etc/fasthalt  [  halt-options  ] 

DESCRIPTION 

fastboot  and  fasthalt  are  shell  scripts  that  reboot  and  halt  the  system  without  checking  the  file  systems. 
This  is  done  by  creating  a  file  /fastboot,  then  invoking  the  reboot(8)  program.  The  system  startup  script, 
/etc/rc,  looks  for  diis  file  and,  if  present,  skips  the  normal  invocation  of  fsck(8). 

FILES 

/usr/etc/fastboot 

/etc/rc 

SEE  ALSO 

fsck(8),  halt(8),  init(8),  rc(8),  reboot(8) 
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NAME 

fingwd  -  remote  user  information  server 

SYNOPSIS 

/usr/etc/in.fingerd 

D£S  CRIPTION 

fingerd  implements  the  server  side  of  the  Name/Finger  protocol,  specified  in  RFC  742.  Die  Name/Rnger 
protocol  provides  a  remote  interface  to  programs  which  display  information  on  system  status  and  indivi¬ 
dual  users.  The  protocol  inqioses  little  structure  on  the  format  of  the  exchange  between  client  and  server. 
The  client  provides  a  single  “command  line”  to  the  finger  server  which  returns  a  printable  reply. 

fingerd  waits  for  connections  on  TCP  port  79.  Once  connected  it  reads  a  single  comnmd  line  terminated 
by  a  <RETURN-LINE-FEED>  which  is  passed  to  finger(l).  fingerd  closes  its  connections  as  soon  as  the 

output  is  finished. 

If  the  line  is  null  (only  a  RETURN-UNEFEED  is  sent)  then  finger  returns  a  “default”  report  that  lists  all  peo- 
pie  logged  into  the  system  at  that  moment 

If  a  user  name  is  specified  (for  instance.  eric<RETURN-LINE-FEED>)  then  the  response  UsK  more  extended 
information  for  only  that  particular  user,  whether  logged  in  or  not  Allowable  “names”  in  the  command 
line  include  both  “login  names”  and  “user  names”.  If  a  name  is  ambiguous,  all  possible  derivations  are 
returned. 

SEE  ALSO 

finger(l) 

Harrenstien,  Ken,  NAME/FINGER,  RFC  742,  Network  Information  Center,  SRI  International,  Menlo  Park, 
Calif.,  December  1977. 

BUGS 

Connecting  directly  to  the  server  from  a  TIP  or  an  equally  narrow-minded  TELNET-protocol  user  program 
can  result  in  meaningless  attempts  at  option  negotiation  being  sent  to  the  server,  which  will  foul  up  the 
command  line  interpretation,  fingerd  should  be  taught  to  filter  out  I  AC’s  and  perhaps  even  respond  nega¬ 
tively  (lAC  will  not)  to  all  option  commands  received. 
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NAME 

format  -  disk  partitioning  and  maintenance  utility 
SYNOPSIS 

format  [  -f  command-file  ]  [  -1  log-file  ]  [  -x  data-file  ]  [  -d  disk-name  ]  [  -t  cUskjype  ] 

[  — p  partition-name  ]  [  -s  ]  diskname . . . 

DESCRIPTION 

format  enables  you  to  format,  label,  repair  and  analyze  disks  on  your  Sun  computer.  Unlike  previous  disk 
maintenance  programs,  format  runs  under  SunOS.  Because  there  are  limitations  to  what  can  be  done  to  the 
system  disk  while  the  system  is  running,  format  is  also  supported  within  the  menK)ry>resident  system 
environment.  For  most  applications,  however,  running  format  under  SunOS  is  the  more  convenient 
approach. 

If  no  disk-list  is  present,  format  uses  the  disk  list  defined  in  the  data  file  specified  with  the  -x  option.  If 
that  option  is  omitted,  die  data  file  defaults  to  format.dat  in  the  current  directory,  or  else  /etc/format.dat. 

OPTIONS 

-f  command-file 

Take  command  input  firom  command-file  rather  than  the  standard  input.  The  file  must  contain 
commands  that  appear  just  as  they  would  if  they  had  been  entered  from  the  keyboard.  With  this 
option,  format  does  not  issue  continue?  prompts. 

-1  log-file 

Log  a  transcript  of  the  format  session  to  the  indicated  log-file,  including  the  standard  input,  the 
standard  ouQHit  and  the  standard  error. 

-X  data-file 

Use  the  disk  list  contained  in  data-file. 

-d  ttiskjiame 

Specify  which  disk  should  be  made  current  upon  entry  into  the  program.  The  disk  is  specified  by 
its  logical  name  (for  instance,  -  xyO).  This  can  also  be  accomplished  by  specifying  a  single  disk  in 
the  disk  list 

— t  disk-type 

Specify  the  type  of  disk  which  is  current  upon  entry  into  the  program,  A  disk’s  type  is  specified  by 
name  in  the  data  file.  This  option  can  only  be  used  if  a  disk  is  being  made  current  as  described 
above. 

— p  partition-name 

Specify  the  partition  table  for  the  disk  which  is  cuirent  uptm  entry  into  the  program.  The  table  is 
specified  by  its  name  as  defined  in  the  data  file.  This  option  can  only  be  used  if  a  disk  is  being 
made  current,  and  its  type  is  either  specified  or  available  from  the  disk  label. 

— s  Sitent.  Suppress  all  of  the  standard  output.  Error  messages  are  still  displayed.  This  is  generally 

used  in  conjunction  with  the  -f  option. 

FILES 

/etc/format.dat  default  data  file 
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NAME 

fparel  -  Sun  FPA  online  reliability  tests 

SYNOPSIS 

fparel  [  -pn  ]  [  — v  ] 

DES  CRIPTION 

fparel  is  a  command  to  execute  the  Sun  FPA  online  confidence  and  reliabiUty  test  program,  fparel  tests 
about  90%  of  die  functions  of  the  FPA  board,  and  tests  all  FPA  contexts  not  in  use  by  other  processes, 
fparel  runs  without  disturbing  other  processes  that  may  be  using  the  FPA.  fjparel  can  only  be  run  by  the 
super-user. 

After  a  successful  pass,  fparel  writes 

time,  date:  Sun  FPA  Passed.  The  contexts  tested  are:  0, 1,  31 

to  the  file  /var/adm/diaglog. 

If  a  pass  fails,  fparel  writes 

time,  date:  Sun  FPA  failed 

along  with  the  test  name  and  context  number  that  failed,  to  the  file  /var/adm/diaglog.  fparel  then  broad- 
casts  the  message 

time,  date:  Sun  FPA  failed,  disabled,  service  required 
to  all  users  of  the  system.  Next,  fparel  causes  the  kernel  to  disable  the  FPA.  Once  the  kernel  disables  the 
FPA,  the  system  must  be  rebooted  to  make  it  accessible. 

The  file  /etc/rc.local  should  contain  an  entry  to  cause  fparel  to  be  invoked  upon  reboot  to  be  sure  that  the 
FPA  remains  unaccessible  in  cases  where  rebooting  doesn’t  correct  the  problem.  See  rc(8). 

The  crontab(5)  file  for  root  should  contain  an  entry  indicating  that  cron(8)  is  to  run  fparel  daily,  such  as: 

11***  /usr/etc/fpa/fparel 

which  causes  fparel  to  run  at  seven  minutes  past  two,  every  day.  See  cron(8)  and  crontab(5)  for  details. 
OPTIONS 

— pn  Perform  n  passes.  Default  is  /i=l.  — pO  means  perform  2147483647  passes. 

—V  Run  in  verbose  mode  with  detailed  test  results  to  the  standard  ouq)uL 

FILES 

/var/adm/diaglog  Log  of  fparel  diagnostics. 

/etc/rc.local 

/var/spool/cron/crontabs/root 

/usr/etc/fpa/*  directory  containing  FPA  microcode,  data  files,  and  loader 

SEE  ALSO 

fpaversion(8),  crontab(5),  cron(8),  rc(8) 
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NAME 

^aversion,  lipa_downlc)a(l  —  print  FPA  version,  load  microcode 
SYNOPSIS 

fpaversion  [  -hlqv  ]  [  -t  [  cdhimprstvxCIMS  ]  ] 

DESCRIPnON 

fpaversion  performs  various  tests  on  the  FPA  (floating  point  accelerator).  With  no  arguments,  it  prints  the 
version  number  of  the  microcode  and  constants  that  are  currently  installed  on  /dev/fpa,  and  performs  a 
quick  test  to  ensure  prqrer  operation. 


OPTIONS 

-h  Help.  Print  command-line  summary. 

-1  Loop  through  tests  infinitely. 

-q  Quiet  ouq>ut.  Print  out  only  error  messages. 

-v  Verbose  ouqrut 

-t  Specify  certain  tests: 

c  Command  register  format  instructions, 

d  Double  precision  format  instructions, 

h  Help.  Print  summary  of  lest  specifiers, 

i  Imask  register, 

m  Mode  register, 

p  Simple  pipe  sequencing, 

r  User  registers  for  all  contexts, 

s  Single  precision  format  instructions, 

t  Status  generation. 

V  Print  version  number  and  date  of  microcode  and  constants. 

X  Extended  format  instructions. 

C  Check  checksum  for  microcode,  mapping  RAM,  and  constant  RAM. 
M  Command  register  format  matrix  instructions. 

S  Shadow  registers. 


FILES 

/dev/fpa  physical  FPA  device 

/usr/etc/fpa/fpamicro*  microcode  binaries  for  specific  versions 
/usr/etc/fpa/fpa_coiistants 

microcode  data  file 
/usr/etc/fpa/fpa_downIoad 

microcode  loader 


SEE  ALSO 

fparel(8),  sysdiag(8) 
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NAME 

fsck  -  file  system  consistency  check  and  interactive  repair 
SYNOPSIS 

/usr/etc/fsck -p  [filesystem ...] 

/usr/etc/fsck  [  -b  bloclrf  ]  [  -w  ]  [  -y  ]  [  -n  ]  [fiUsystem  ] . . . 

description 

The  first  f«m  of  fsck  preens  a  standard  set  of  file  systems  or  the  specified  file  systems.  It  is  normally  used 
in  the  /ete/rc  script  during  automatic  reboot  In  this  cast,  fsck  reads  the  table  /etc/fstab  to  determne  Ae 
file  systems  to  check.  It  inspects  disks  in  parallel,  taking  maximum  advantage  of  I/O  overly  to  check  the 
file  systems  as  quickly  as  possible. 

Normally,  the  root  file  system  is  checked  in  pass  1;  other  root-partition  file  systems  are  checked  in  pass  2. 
Small  file  systems  on  separate  partitions  are  checked  in  pass  3,  while  larger  ones  are  checked  in  passes  4 

andS. 

Only  partitions  marked  in  /etc/fstab  with  a  file  system  type  of  “4.2”  and  a  non-zero  pass  number  are 
checked. 

fsck  corrects  innocuous  inconsistencies  such  as:  unreferenced  inodes,  too-large^  link  counts  in  inodes,  miss¬ 
ing  blocks  in  the  free  list,  blocks  appearing  in  the  free  list  and  also  in  files,  or  incorrect  counts  in  the  super 
block,  automatically.  It  displays  a  message  for  each  inconsistency  corrected  that  ic^tifies  the  nature  of, 
and  file  system  on  which,  the  correction  is  to  take  place.  After  successfully  correcting  a  file  system,  fsck 
prints  the  number  of  files  on  that  file  system,  the  number  of  used  and  free  blocks,  and  the  percentage  of 
fragmentation. 

If  fsck  encounters  odier  inconsistencies  that  it  cannot  fix  automaticaUy,  it  exits  with  an  abnormal  return 
status  (and  the  reboot  fails). 

If  sent  a  QUIT  signal, /fck  will  finish  the  file  system  checks,  then  exit  with  an  abnormal  return  status  that 
causes  the  automatic  reboot  to  fail.  This  is  useful  when  you  wish  to  finish  the  file  system  checks,  but  do 
not  want  the  machine  to  come  up  multiuser. 

Without  the  -p  option, /sck  audits  and  interactively  repairs  inconsistent  condition  on  file  systems.  In  this 
case,  it  asks  for  confirmation  before  attempting  any  corrections.  Inconsistencies  other  than  those  inen- 
ti>nwi  above  can  often  result  in  some  loss  of  data.  The  amount  and  severity  of  data  lost  can  be  detomined 
from  the  di^nostic  output 

The  action  for  each  correction  is  to  wait  for  the  operator  to  respond  either  yes  or  no.  If  the  operator 

does  not  have  write  permission  on  the  file  system,  fsck  will  default  to  a  — n  (no  corrections)  action. 

If  no  file  systems  are  given  to  fsck  then  a  default  list  of  file  systems  is  read  from  the  file  /etc/fstab. 

Inconsistencies  checked  are  as  follows: 

1 .  Blocks  claimed  by  more  than  one  inode  ot  the  free  list 

2.  Blocks  claimed  by  an  inode  or  the  free  list  outside  the  range  of  the  file  system. 

3.  Incorrect  link  counts. 

4.  Incorrect  directory  sizes. 

5.  Bad  inode  format. 

6.  Blocks  not  accounted  for  anywhere. 

7.  Directory  checks,  file  pointing  to  unallocated  inode,  inode  number  out  of  range. 

8.  Super  Block  checks:  more  blocks  for  inodes  than  there  are  in  the  file  system. 

9.  Bad  free  block  list  format. 

10.  Total  free  block  and/or  free  inode  count  incotrecL 

Orphaned  files  and  directories  (allocated  but  unreferenced)  are,  with  the  operator’s  concurrence,  recon¬ 
nected  by  placing  them  in  the  lost+found  directory.  The  name  assigned  is  the  ino^  number.  If  the 
lost+found  directory  does  not  exist,  it  is  created.  If  there  is  insufficient  space  its  size  is  increased. 
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A  file  system  may  be  specified  by  giving  the  name  of  the  cooked  or  raw  device  on  which  it  resides,  or  by 
giving  the  name  of  its  mount  point  If  the  latter  is  given, /rck  finds  the  name  of  the  device  on  which  the  file 
system  resides  by  looking  in  /etc/fstab. 

Checking  the  raw  device  is  almost  always  faster. 

OPTIONS 

-b  Use  the  block  specified  immediately  after  the  flag  as  the  super  block  for  the  file  system.  Block  32 
is  always  an  alternate  super  block. 

-w  Check  writable  file  systents  only. 

-y  Assume  a  yes  response  to  all  questions  asked  by  fsck ;  this  should  be  used  with  extreme  caution,  as 

it  is  a  free  license  to  continue,  even  after  severe  problems  are  encountered. 

— n  Assume  a  no  response  to  all  questions  asked  by  fsck',  do  not  open  the  file  system  for  writing. 

FILES 

/etc/fstab  ctmtains  default  list  of  file  systems  to  check 

DIAGNOSTICS 

The  diagnostics  produced  by  fsck  are  fully  enumerated  and  explained  in  System  and  Network  Admims^a- 
tion. 

EXIT  STATUS 

0  Either  no  errors  detected  or  all  errors  were  corrected. 

4  Root  file  system  errors  were  corrected.  The  system  must  be  rebooted. 

8  Some  uncorrected  errors  exist  on  one  or  more  of  the  file  systems  checked,  there  was  a  syntax 

error,  or  some  other  operational  error  occurred. 

12  A  signal  was  caught  during  processing. 

SEE  ALSO 

fstab(5),  fs(5),  newfs(8),  mkfs(8),  crash(8S),  reboot(8) 

System  and  Network  Administration 

BUGS 

There  should  be  some  way  to  start  a  fsck  -p  at  pass  n. 
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NAME 

fsirand  -  install  random  inode  generation  numbers 


SYNOPSIS 

fsirand  [  -p  ]  special 


DES  CRIPTION 

fsirand  random  inode  generation  numbers  on  all  the  inodes  on  device  special,  and  also  installs  a 

filesystem  ID  in  the  superblock.  This  helps  increase  the  security  of  filesystems  exported  by  NFS. 

fsirand  must  be  used  only  on  an  unmounted  filesystem  that  has  been  checked  with  fsck(8).  The  only 
exception  is  that  it  can  be  used  on  the  root  filesystem  in  single-user  mode,  if  the  system  is  immediately  re¬ 
booted  afterwords. 


OPTIONS  ,  . 

— p  Print  out  the  generation  numbers  for  all  the  inodes,  but  do  not  change  the  generation  numb^. 

SEE  ALSO 

fsck(8) 
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NAME 

ftpd  —  DARPA  Internet  File  Transfer  Protocol  server 
SYNOPSIS 

/usr/etc/in.ftpd  [  -dl  ]  [  -ttimeout  ]  hosUocket 
AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

ftpd  is  the  DARPA  Internet  File  Transfer  Protocol  (FTP)  server  process.  The  server  is  invoked  by  the  Inter¬ 
net  daemon  inetd(8C)  each  time  a  connection  to  the  FTP  service  (see  services(5))  is  made,  with  the  con¬ 
nection  available  as  descriptw  0  and  the  host  and  socket  the  connection  originated  from  (in  hex  and 
decimal  respectively)  as  argument. 

Inactive  connecticms  are  timed  out  after  60  seconds. 

If  the  -d  option  is  specified,  debugging  information  is  logged  to  the  system  log  daemon,  sysIogd(8). 

If  the  -I  option  is  specified,  each  FTP  session  is  logged  to  syslogd. 

The  FTP  server  will  timeout  an  inactive  session  after  15  minutes.  If  the  -t  option  is  specified,  the  inactivity 
timeout  period  will  be  set  to  timeout. 

The  FTP  server  currently  supports  the  following  FTP  requests;  case  is  not  distinguished. 


Request 

Description 

ABOR 

abort  previous  command 

ACCT 

specify  account  (ignored) 

ALLO 

allocate  storage  (vacuously) 

APPE 

append  to  a  file 

CDUP 

change  to  parent  of  current  working  directory 

CWD 

change  working  directory 

DELE 

delete  a  file 

HELP 

give  help  information 

LIST 

give  list  files  in  a  directory  (“Is  -Ig”) 

MKD 

make  a  directory 

MODE 

specify  data  transfer  mode 

NLST 

give  name  list  of  files  in  directory  (“Is”) 

NOOP 

do  nothing 

PASS 

specify  password 

PASV 

prepare  for  server-to-server  transfer 

PORT 

specify  data  connection  port 

PWD 

print  the  current  working  directory 

QUIT 

terminate  session 

RETR 

retrieve  a  file 

RMD 

remove  a  directory 

RNFR 

specify  rename-from  file  name 

RNTO 

specify  rename-to  file  name 
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STOR 

store  a  file 

STOU 

store  a  file  with  a  unique  name 

STRU 

specify  data  transfer  structure 

TYPE 

specify  data  transfer  type 

USER 

specify  user  name 

XCUP 

change  to  parent  of  current  working  directory 

XCWD 

change  working  directory 

XMKD 

make  a  directory 

XPWD 

print  the  current  working  directory 

XRMD 

remove  a  directory 

The  remaining  FTP  requests  specified  in  RFC  959  are  recognized,  but  not  implemented. 

The  FTP  server  will  abcHt  an  active  file  transfer  only  when  the  ABOR  command  is  preceded  by  a  Telnet 
“Interrupt  Process”  (IP)  signal  and  a  Telnet  “Synch”  signal  in  the  command  Telnet  stream,  as  described  in 
RFC  959. 

ftpd  interprets  file  names  according  to  the  “globbing”  conventions  used  by  csh(l).  This  allows  users  to 

utilize  the  metacharacters  ?  [] 

ftpd  authenticates  users  according  to  three  rules. 

1)  The  user  name  must  be  in  the  password  data  base,  /etc/passwd,  and  not  have  a  null  password.  In 
this  case  a  password  must  be  provided  by  the  client  before  any  file  operations  may  be  performed. 

2)  The  user  must  have  a  standard  shell  returned  by  getusersheU(3). 

3)  If  the  user  name  is  “anonymous”  or  “fq)”,  an  anonymous  FTP  account  must  be  present  in  the  pass¬ 
word  file  (user  “ftp”).  In  this  case  the  user  is  allowed  to  log  in  by  specifying  any  password  (by 
ctxivention  this  is  given  as  the  client  host’s  name). 

In  the  last  case,  ftpd  takes  special  measures  to  restrict  the  client’s  access  privileges.  The  server  performs  a 
chroot(2)  command  to  the  home  directory  of  the  “ftp”  user.  In  order  that  system  security  is  not  breached, 
it  is  recommended  that  the  “fq)”  subtree  be  constructed  with  care;  the  following  rules  are  recommended. 

".B  ftp  Make  the  home  directory  owned  by  “fq)”  and  unvwitable  by  anyone. 

"ftp/bin  Make  this  directory  owned  by  the  super-user  and  unwritable  by  anyone.  The  program  Is(lV) 
must  be  present  to  support  the  list  commands.  This  program  should  have  mode  111. 

'ftp/etc  Make  this  directory  owned  by  the  super-user  and  unwritable  by  anyone.  The  files  passwd(5)  and 
group(5)  must  be  present  for  the  Is  command  to  work  properly.  These  files  should  be  mode  444. 

"ftp/pub  Make  this  directory  mode  777  and  owned  by  “ftp”.  Users  should  then  place  files  which  are  to  be 
accessible  via  the  anonymous  account  in  this  directory. 

DIAGNOSTICS 

ftpd  logs  various  errors  to  the  system  log  daemon,  syslogd ,  with  a  facility  code  of  daemon.  The  messages 
are  listed  here,  grouped  by  severity  level. 

Err  Severity 

getpeemame  failed:  reason 

A  getpeername(2)  call  failed. 

getsockname  failed:  reason 

A  getsockname(2)  call  failed. 

signal  failed:  reason 

A  signal(3)  call  failed. 
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setsockopt  failed  reason 

A  setsockopt  call  (see  getsockopt(2))  failed. 

ioctl  failed  reason 

A  ioctl(2)  call  failed. 

directory:  reason 

ftpd  did  not  have  write  permission  on  the  directory  directory  in  which  a  file  was  to  be  created  by 
the  STOU  command 

Info  Severity 

These  messages  are  logged  only  if  the  -1  flag  is  specified. 

FTPD:  connection  from  host  at  time 

A  connection  was  made  to  ftpd  from  the  host  host  at  the  date  and  time  time . 

FTPD:  User  user  timed  out  after  timeout  seconds  at  time 

The  user  user  was  logged  out  because  they  hadn’t  entered  any  commands  after  timeout  sectmds; 
the  logout  occurred  at  the  date  and  time  time. 

Debug  Severity 

These  messages  are  logged  only  if  the  -d  flag  is  specified. 

FTPD:  command  command 

A  command  line  containing  command  was  read  from  the  FTP  client, 
lost  connection 

The  FTP  client  dropped  the  connection. 

<  - replycode 

<  - replycode- 

A  reply  was  sent  to  the  FTP  client  with  the  reply  code  replycode.  The  next  message  logged  will 
include  the  message  associated  with  the  reply.  If  a  -  follows  the  reply  code,  the  reply  is  continued 
on  later  lines. 

SEE  ALSO 

ftp(lC),  getsockopt(2),  getusershell(3),  syslogd(8) 

Postel,  Jon,  and  Joyce  Reynolds,  File  Tranter  Protocol  (FTP),  RFC  959,  Network  InfOTmation  Center,  SRI 
International,  Menlo  Park,  Calif.,  October  1985. 

BUGS 

The  anonymous  account  is  inherendy  dangerous  and  should  be  avoided  when  possible. 

The  server  must  run  as  the  super-user  to  create  sockets  with  privileged  port  numbers.  It  maintains  an  effec¬ 
tive  user  id  of  the  logged  in  user,  reverting  to  the  super-user  only  when  binding  addresses  to  sockets.  The 
possible  security  holes  have  been  extensively  scrutinized,  but  are  possibly  incomplete. 
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NAME 

gettable  -  get  D6D  Internet  format  host  table  from  a  host 
SYNOPSIS 

/usr/etc/gettable  host 
DES  CRIPTION 

gettable  is  a  simple  program  used  to  obtain  the  DoD  Internet  host  table  from  a  “hostname  server.  The 
indicated  host  is  queried  for  the  table.  The  table,  if  retrieved,  is  placed  in  the  file  hosts.txt. 

gettable  operates  by  opening  a  TCP  connection  to  the  port  indicated  in  the  service  specification  fw  “host- 
name”.  A  request  is  then  made  for  “ALL”  names  and  the  resultant  information  is  placed  in  file  ouqiut  file. 

gettable  is  best  used  in  conjunction  with  the  htable(8)  program  which  converts  the  DoD  Internet  host  table 
format  to  that  used  by  the  network  library  lookup  routines. 

SEE  ALSO 

intro(3N),  htable(8) 

Hanenstien,  Ken,  Mary  Stahl,  and  Elizabeth  Feinler,  HOSTNAME  Server ,  RFC  953,  Network  Information 
Center,  SRI  International,  Menlo  Paric,  Calif.,  October  1985. 

BUGS 

Should  allow  requests  for  only  part  of  the  database. 
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NAME 

getty  -  set  terminal  mode 
SYNOPSIS 

/nsr/etc/getty  [  type  [  r/y  1  ] 

Suii386i  SYSTEM  SYNOPSIS 

/usr/etc/getty  [  -n  ]  [  type  [  t/y  ]  ] 

DESCRIPTION 

getty,  which  is  invoked  by  init(8),  opens  and  initializes  a  tty  line,  reads  a  login  name,  and  invokes  login(l). 

The  tty  argument  is  the  name  of  the  character-special  file  in  /dev  that  corresponds  to  the  tominal.  If  there 
is  no  tty  argument,  or  the  argument  is  the  tty  line  is  assumed  to  be  opened  as  file  descriptor  0. 

The  type  argument,  if  supplied,  is  used  as  an  index  into  the  gettytab(S)  database — to  determine  the  charac¬ 
teristics  of  the  line.  If  this  argument  is  absent,  or  if  there  is  no  such  entiy,  the  default  entry  is  used.  If  there 
is  no  /etc/gettytab  file,  a  set  of  system-supplied  defaults  is  used. 

When  the  indicated  entry  is  located,  getty  clears  the  terminal  screen,  prints  a  banner  heading,  and  prompts 
for  a  login  name.  Usually,  either  the  banner  or  the  login  prompt  includes  the  system’s  hostname. 

Next,  getty  prompts  for  a  login  and  reads  the  login  name,  one  character  at  a  time.  When  it  receives  a 
NULL  character  (which  is  assumed  to  be  the  result  pressing  the  BREAK ,  or  “interrupt  key),  get^  switches 
to  the  entry  gettytab  entry  named  in  the  nx  field.  It  reinitializes  the  line  to  the  new  characteristics,  and 
then  prompts  for  a  login  once  again.  This  mechanism  typically  is  used  to  cycle  through  a  set  of  line  speeds 
(baud  rates)  for  each  terminal  line.  For  instance,  a  rotary  dialup  might  have  entries  for  the  speeds:  300, 
1200,  ISO,  and  1 10  baud,  with  each  nx  field  pointing  to  the  next  one  in  succession. 

The  user  terminates  login  input  line  with  a  NEWLINE  or  RETURN  character.  The  latter  is  preferable;  it  sets 
up  the  proper  treatment  of  RETURN  characters  (see  tty(4)).  getty  checks  to  see  if  the  terminal  has  only 
upper-case  alphabetical  characters.  If  all  alphabetical  characters  in  the  login  name  are  in  upper  case,  the 
system  maps  them  along  with  all  subsequent  upper-case  input  characters  to  lower-case  internally;  they  are 
displayed  in  upper  case  for  the  benefit  of  the  terminal.  To  force  recognition  of  an  upper-case  character,  the 
shell  allows  them  to  be  quoted  (typically  by  preceding  each  with  a  backslash,  ‘\’). 

Finally,  getty  calls  login(l)  with  the  login  name  as  an  argument. 

getty  can  be  set  to  time  out  after  a  certain  interval;  this  hangs  up  dial-up  lines  if  the  login  name  is  not 
entered  in  time. 

Sun386l  SYSTEM  DESCRIPTION 

For  Sun386i  system,  the  value  of  type  is  the  constant  Sun,  for  the  console  frame  buffer. 

Sun3861  SYSTEM  OPTIONS 

-n  invoke  the  full  screen  login  program  logintool(8),  and  optionally  the  “New  User  Accounts” 
feature.  May  only  be  used  on  a  frame  buffer.  Unless  removed  from  the  console  entry  in 
leicittytab,  this  option  is  in  effect  by  default. 

FILES 

/etc/gettytab 
SEE  ALSO 

login(l),  ioctl(2),  tty(4),  gettytab(5),  ttytab(5),  init(8),  logintool(8) 

DIAGNOSTICS 

ttyxx:  No  such  device  or  address. 
ityxx:  No  such  file  or  directory. 

A  terminal  which  is  turned  on  in  the  ttys  file  cannot  be  opened,  likely  because  the  requisite  lines 
are  either  not  configured  into  the  system,  the  associated  device  was  not  attached  during  boot-time 
system  configuration,  or  the  special  file  in  /dev  does  not  exist. 
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NAME 

gpconfig  -  initialize  the  Graphics  Processor 
SYOPNSIS 

/usr/etc/gpconfig  gpunit  [  [  -b  ]  [  -f  ]  fbunit . . .  ] 

DESCRIPTION 

gpconfig  binds  cgtwo  frame  buffers  to  the  GP,  (Graphics  Processor)  and  loads  and  starts  the  appropnate 
microcode  in  the  GP.  For  example,  the  command  line: 

/usr/etc/gpconfig  gponeO  cgtwoO  cgtwol 

wiU  bind  the  frame  buffer  boards  cgtwoO  and  cgtwol  to  the  Graphics  Processor  gponeO.  The  devices 
/dev/gponeOa  and  /dev/gponeOb  will  then  refer  to  the  combination  of  gpone  and  cgtwoO  or  cgtwol 
respectively. 

The  same  cgtwo  frame  buffer  cannot  be  bound  to  more  than  one  GP. 

All  cgtwo  frame  buffer  boards  bound  to  a  GP  must  be  configured  to  the  same  width  and  height. 

The  standard  version  of  the  file  /etc/rc.local  contains  the  following  gpconfig  command  line: 
/usr/etc/gpconfig  gponeO  4  -b  cgtwoO 

This  binds  gponeO  and  cgtwoO  as  gponeOa,  causes  gponeOa  to  use  the  Graphics  Buffer  Board  if  it  is 
present,  and  redirects  /dev/fb  to  be  /dev/gponeOa.  If  another  configuration  is  desired,  edit  the  command 
line  in  /etc/rc.local  to  do  the  appropriate  thing. 

It  is  inadvisable  to  run  the  gpconfig  command  while  the  GP  is  being  used.  Unpredictable  results  may 
occur.  If  it  is  necessary  to  change  the  frame  buffer  bindings  to  the  GP  (or  to  stop  using  the  GP  altogether), 
bring  the  system  down  gently,  boot  single  user,  edit  the  gpconfig  line  in  the  /etc/rcJocal  file,  and  bring  the 
system  back  up  multiuser. 

OPTIONS  ^  u  rr  u  - 

-b  Configure  the  GP  to  use  the  Graphics  Buffer  as  well.  Currently  only  one  GP-to-frame-buffer  bind¬ 
ing  is  allowed  to  use  the  graphics  buffer  at  a  time.  Only  the  last  -b  option  in  the  command  line 
takes  effect 

-f  Redirect  /dev/fb  to  the  device  formed  by  binding  gpunit  with  fbunit  Only  the  last  -f  option  in 
the  command  line  takes  effect 

FILES 

/dev/cgtwo[0-9] 

/dev/fb 

/dev/gpone[0-3][abcd] 

/usr/lib/gplcg2.1024.ucode 

/usr/Iib/gplcg2.1152.ucode 

/etc/rc.local 

SEE  ALSO 

cgtwo(4S),  gpone(4S) 
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NAME 

grpck  -  check  group  database  entries 
SYNOPSIS 

/usr/etc/grpck  [filename] 

DESCRIPTION 

Note:  Optional  Software  (System  V  Option).  Refer  to  Installing  the  SunOS  for  information  on  how  to 
install  this  command. 

grpck  checks  that  a  file  in  group(S)  does  not  contain  any  errors;  it  checks  the  /etc/group  file  by  default 

FILES 

/etc/group 

DIAGNOSTICS 

Too  many/few  fields 

An  entry  in  the  group  file  does  not  have  the  proper  number  of  fields. 

No  group  name 

The  group  name  field  of  an  entry  is  empty. 

Bad  character(s)  in  group  name 

The  group  name  in  an  entry  contains  characters  other  than  lower-case  letters  and  digits. 

Invalid  GID 

The  group  ID  field  in  an  entry  is  not  numeric  or  is  greater  than  65535. 

Null  login  name 

A  login  name  in  the  list  of  login  names  in  an  entry  is  null. 

Login  name  not  found  in  password  file 

A  login  name  in  the  list  of  login  names  in  an  entry  is  not  in  the  password  file. 

SEE  ALSO 

groups(l),  group(5),  passwd(5) 
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NAME 

halt  -  stop  the  processor 

SYNOPSIS 

/usr/etc/halt  [  -nqy  ] 

DESCRIPTION 

halt  writes  out  any  information  pending  to  the  disks  and  then  stops  the  processor. 

halt  normally  logs  the  system  shutdown  to  the  system  log  daemon,  syslogd(8),  and  places  a  shutdown 
record  in  the  login  accounting  file  /var/adm/wtmp.  These  actions  are  inhibited  if  the  -n  or  -q  options  are 
present. 

OPTIONS 

-n  Prevent  the  sync  before  stopping. 

-q  Do  a  quick  halt.  No  graceful  shutdown  is  attempted. 

— y  Halt  the  system,  even  from  a  dialup  terminal. 

FILES 

/var/adm/wtmp  login  accounting  file 

SEE  ALSO 

reboot(8),  shutdowii(8),  syslogd(8) 
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NAME 

htable  -  convert  DoD  Internet  format  host  table 
SYNOPSIS 

/usr/etc/htable  filename 
DESCRIPTION 

htable  converts  a  host  table  in  the  format  specified  by  RFC  952  to  the  format  used  by  the  network  library 
routines.  Three  files  are  created  as  a  result  of  running  htable:  hosts,  networks,  and  gateways.  The  hosts 
file  is  used  by  the  gethostent(3N)  routines  in  mapping  host  names  to  addresses.  The  networks  file  is  used 
by  the  getnetent(3N)  routines  in  mapping  network  names  to  numbers.  The  gateways  file  is  used  by  the 
routing  daemon  in  identifying  “passive”  Internet  gateways;  see  routed(8C)  for  an  explanaticm. 

If  any  of  the  files  localhosts,  localnetworks,  or  localgateways  are  present  in  the  current  directory,  the 
file’s  contents  is  prepended  to  the  output  file  without  interpretation.  This  allows  sites  to  mainfain  local 
aliases  and  entries  which  are  not  normally  present  in  the  master  database. 

htable  is  best  used  in  conjunction  with  the  gettabIe(8C)  program  which  retrieves  the  DoD  Internet  host 
table  from  a  host 

FILES 

localhosts 

localnetworks 

localgateways 

SEE  ALSO 

intro(3N),  gethostent(3N),  getnetent(3N),  gettable(8C),  routed(8Q 

Harrenstien,  Ken,  Mary  Stahl,  and  Elizabeth  Feinler,  DoD  Internet  Host  Table  Specification,  RFC  952,  Net¬ 
work  Information  Center,  SRI  International,  Menlo  Park,  Calif.,  October  1985. 

BUGS 

Does  not  prq)erly  calculate  the  gateways  file. 
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NAME 

icheck  -  file  system  storage  consistency  check 
SYNOPSIS 

/usr/etc/icheck  [  -s  ]  -b  numbers  ]  [filesystem  ] 

DESCRIPTION 

Note:  icheck  has  been  superceded  for  normal  consistency  checking  by  fsck(8). 

icheck  examines  a  file  system,  builds  a  bit  map  of  used  blocks,  and  compares  this  bit  m^  agaimt  the  free 
list  maintainAH  on  the  file  system.  If  the  file  system  is  not  specified,  a  set  of  default  file  systems  is  checked. 
The  normal  ouq)ut  of  icheck  includes  a  report  of 

The  total  number  of  files  and  the  numbers  of  regular,  directory,  block  special  and  character  special 
files. 

The  total  number  of  blocks  in  use  and  the  numbers  of  single-,  double-,  and  triple-indirect  blocks 
and  directory  blocks. 

The  number  of  free  blocks. 

The  number  of  blocks  missing;  that  is,  not  in  any  file  nor  in  the  free  list. 

With  the  -s  option  icheck  ignores  the  actual  free  list  and  reconstructs  a  new  one  by  rewriting  the  super¬ 
block  of  the  file  system.  The  file  system  should  be  dismounted  while  this  is  done;  if  this  is  not  possible  (for 
example  if  the  root  file  system  has  to  be  salvaged)  care  should  be  taken  that  the  system  is  quiescent  and  that 
it  is  rebooted  immediately  afterwards  so  that  the  old,  bad  in-core  copy  of  the  superblock  will  not  continue 
to  be  used.  Notice  also  that  the  words  in  the  superblock  which  indicate  the  size  of  the  free  list  and  of  the  i- 
list  are  believed.  If  the  superblock  has  been  curdled  these  words  will  have  to  be  patched.  The  -s  option 
suppresses  the  normal  output  reports. 

Following  the  -b  option  is  a  list  of  block  numbers;  whenever  any  of  the  named  blocks  turns  up  in  a  file,  a 
diagnostic  is  produced. 

icheck  is  faster  if  the  raw  version  of  the  special  file  is  used,  since  it  reads  the  i-list  many  blocks  at  a  time. 


FILES 

Default  file  systems  vary  with  installation. 


SEE  ALSO 

fs(5),  clri(8),  dcheck(8),  fsck(8),  ncheck(8) 


DIAGNOSTICS 

For  duplicate  blocks  and  bad  blocks  (which  lie  outside  the  file  system)  icheck  announces  the  difficulty,  the 
i-number,  and  the  kind  of  block  involved.  If  a  read  error  is  encountered,  the  block  number  of  the  bad  block 
is  printed  and  icheck  considers  it  to  contain  0. 

Bad  freeblock 

means  that  a  block  number  outside  the  available  space  was  encountered  in  the  free  hsL 


n  dups  in  free 

means  that  n  blocks  were  found  in  the  free  Ust  which  duplicate  blocks  either  in  some  file  or  m  the 
earlier  part  of  the  free  list. 


Since  icheck  is  inherently  two-pass  in  nature,  extraneous  diagnostics  may  be  produced  if  applied  to  active 
file  systems. 

It  believes  even  preposterous  superblocks  and  consequendy  can  get  core  images. 

The  system  should  be  fixed  so  that  the  reboot  after  fixing  the  root  file  system  is  not  necessary. 
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NAME 

ifconfig  -  configure  netwoik  inteiface  parameters 
SYOPNSIS 

/etc/ifconfig  interface  [  address _family  ]  [  address  [  dest_address  ]  ]  [ parameters  ]  [  netmask  mask  ] 

[  broadcast  address  ]  ]  [  metric  n  ] 

/etc/ifconfig  interface  [  protocol  Jamily  ] 

DESCRIPTION 

ifconfig  is  used  to  assign  an  address  to  a  network  interface  and/or  to  configure  network  interface  parame¬ 
ters.  ifconfig  must  be  used  at  boot  time  to  define  the  network  address  of  each  interface  present  on  a 
machine;  it  may  also  be  used  at  a  later  time  to  redefine  an  interface’s  address  or  other  operating  parameters. 
Used  without  options,  ifconfig  displays  the  current  configuration  for  a  network  interface.  If  a  protocol  fam¬ 
ily  is  specified,  ifconfig  will  report  only  the  details  specific  to  that  protocol  family.  Only  the  super-user 
may  modify  the  configuration  of  a  network  interface. 

The  interface  parameter  is  a  string  of  the  form  “name  unit”,  for  example  ieO. 

Since  an  interface  may  receive  transmissions  in  differing  protocols,  each  of  which  may  require  separate 
naming  schemes,  the  parameters  and  addresses  are  interpreted  according  to  the  rules  of  some  address  fam¬ 
ily,  specified  by  the  address Jamily  parameter.  The  address  family  currently  supported  is  inet.  If  no 
address  family  is  specified,  inet  is  assumed. 

For  the  DARPA  Internet  family  (inet),  the  address  is  either  a  host  name  present  in  the  host  name  data  base 
(see  hosts(5))  or  in  the  Yellow  Pages  map  hosts,  or  a  DARPA  Internet  address  expressed  in  the  Internet 
standard  “dot  notation”.  Typically,  an  Internet  address  specified  in  dot  notation  will  onsist  of  your 
system’s  network  number  and  the  machine’s  unique  host  number.  A  typical  Internet  address  is 
192dl.200.44,  where  192.9.200  is  the  network  number  and  44  is  the  machine’s  host  number. 

If  the  dest_address  parameter  is  supplied  in  addition  to  the  address  parameter,  it  specifies  the  address  of  the 
correspondent  on  the  other  end  of  a  point  to  point  link. 

OPTIONS 

The  following  parameters  may  be  set  with  ifconfig: 

up  Mark  an  interface  “up”.  This  may  be  used  to  enable  an  interface  after  an  “ifconfig 

down.”  It  happens  automatically  when  setting  the  first  address  on  an  interface.  If  the 
interface  was  reset  when  previously  marked  down,  the  hardware  will  be  re-initialized. 

down  Mark  an  interface  “down”.  When  an  interface  is  marked  “down”,  the  system  will  not 

attempt  to  transmit  messages  through  that  interface.  If  possible,  the  interface  will  be 
reset  to  disable  reception  as  well.  This  action  does  not  automatically  disable  routes 
using  the  interface. 

trailers  (Inet  only)  Enable  the  use  of  a  “trailer”  link  level  encapsulation  when  sending  (default 

—  really?).  If  a  network  interface  supports  trailer  encapsulation,  the  system  will,  when 
possible,  encapsulate  ou^oing  messages  in  a  manner  which  minimizes  the  number  of 
memory  to  memory  copy  operations  performed  by  the  receiver.  This  feature  is 
machine-dependent,  and  therefore  not  recommended.  On  networks  that  support  the 
Address  Resolution  Protocol  (see  arp(4P);  currently,  only  10  Mb/s  Ethernet),  this  flag 
indicates  that  the  system  should  request  that  other  systems  use  trailer  encapsulation 
when  sending  to  this  host  Similarly,  trailer  encapsulations  will  be  used  when  sending  to 
other  hosts  that  have  made  such  requests. 

-trailers  Disable  the  use  of  a  “trailer”  link  level  encapsulation. 

arp  Enable  the  use  of  the  Address  Resolution  Protocol  in  mapping  between  network  level 

addresses  and  link  level  addresses  (default).  This  is  currently  implemented  for  mapping 
between  DARPA  Internet  addresses  and  lOMb/s  Ethernet  addresses. 

— arp  Disable  the  use  of  the  Address  Resolution  Protocol. 
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metric  n  Set  the  routing  metric  of  the  interface  to  n,  default  0.  The  routing  metric  is  used  by  the 

routing  protocol  (routed(8c)).  Higher  metrics  have  the  eff^t  of  making  a  route  less 
favorable;  metrics  are  counted  as  addition  hops  to  the  destination  network  or  host 

netmask  mask  (inet  only)  Specify  how  much  of  the  address  to  reserve  fw  subdividing  networks  mto 
sub-networks.  The  mask  includes  the  network  part  of  the  local  address  and  the  subnet 
part  which  is  taken  from  the  host  field  of  the  address.  The  mask  can  be  specified  as  a 
hexadecimal  number  with  a  leading  Ox,  with  a  dot-notation  Internet  address,  or 
with  a  pseudo-network  name  fisted  in  the  network  table  networks(5).  The  mask  con¬ 
tains  I’s  for  the  bit  positions  in  the  32-bit  address  which  are  to  be  used  for  the  network 
and  subnet  parts,  and  O’s  for  the  host  part.  The  mask  should  contain  at  least  the  stMdard 
network  portion,  and  the  subnet  field  should  be  contiguous  with  the  network  portion.  If 
a  +  (plus  sign)  is  given  for  the  netmask  value,  then  the  network  number  is  looked  up  in 
the  netmasks.byaddr  map  of  the  Yellow  Pages  (or  in  the  /etc/netmasks)  file  if  not  run¬ 
ning  Yellow  Pages. 

broadcast  address  ,  on, 

(inet  only)  Specify  the  address  to  use  to  represent  broadcasts  to  the  network,  me 

default  broadcast  address  is  the  address  with  a  host  part  of  all  O’s. 


EXAMPLE 

If  your  wwkstation  is  not  attached  to  an  Ethernet,  the  ieO  interface 
ifconfig  ieO  down 


should  be  marked  “down”  as  follows: 


FILES 

/etc/netmasks 


SEE  ALSO 

intro(3N),  netmasks(5),  netstat(8C),  rc(8) 


DIAGNOSTICS 

Messages  indicating  the  specified  interface  does  not  exist,  the  requested  address  is  unknown,  or  the  user 
not  privileged  and  tried  to  alter  an  interface’s  configuration. 


is 
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NAME 

inetd  -  Intemet  services  daemon 
SYNOPSIS 

/usr/etc/inetd  [  -d  ]  [  configuration-file  ] 

DESCMPTION 

inetd,  the  Intemet  services  daemon,  is  normally  run  at  boot  time  by  the  /etc/rc Jocal  script  When  started 
inetd  reads  its  configuration  information  from  configuration-file,  the  default  being  /etc/inetd.conf.  See 
inetd.conf(5)  for  more  information  on  die  format  of  this  file.  It  listens  for  connections  on  the  Intemet 
addresses  of  the  services  that  its  configuration  file  specifies.  When  a  connection  is  found,  it  invokes  the 
server  daemon  specified  by  that  configuration  file  for  the  service  requested.  Once  a  server  is  finished,  inetd 
continues  to  listen  on  the  socket  (except  in  some  cases  which  will  be  described  below). 

Rather  than  having  several  daemon  processes  with  sparsely  distributed  requests  each  running  concurrendy, 
inetd,  reduces  the  load  on  the  system  by  invoking  Intemet  servers  only  as  they  are  needed. 

inetd  itself  provides  a  number  of  simple  TCP-based  services.  These  include  echo,  discard,  chargen  (char¬ 
acter  generator),  daytime  (human  readable  time),  and  time  (machine  readable  time,  in  the  form  of  the 
number  of  seconds  since  midnight,  January  1, 1900).  For  details  of  these  services,  consult  the  appropriate 
RFC,  as  listed  below,  from  the  Network  Information  Center. 

inetd  rereads  ite  configuration  file  whenever  it  receives  a  hangup  signal,  SIGHUP.  New  services  can  be 
actived,  and  existing  services  deleted  or  modified  in  between  whenever  the  file  is  reread. 

SEE  ALSO 

inetd.conf(S),  comsat(8C),  flpd(8C),  rexecd(8C),  rlogind(8C),  rshd(8C),  telnetd(8C),  trtpd(8C) 

Postel,  Jon,  ‘Echo  Protocol,”  RFC  862,  Network  Information  Center,  SRI  International,  Menlo  Paik, 
Calif.,  May  1983. 

Postel,  Jon,  ‘‘Discard  Protocol,”  RFC  863,  Network  Information  Center,  SRI  International,  Menlo  Park, 
Calif.,  May  1983. 

Postel,  Jon,  “Character  Generater  Protocol,”  RFC  864,  Network  Information  Center,  SRI  International, 
Menlo  Paric,  Calif.,  May  1983. 

Postel,  Jon,  “Daytime  Protocol,”  RFC  867,  Network  Information  Center,  SRI  International,  Menlo  Park, 
Calif.,  May  1983. 

Postel,  Jon,  and  Ken  Harrenstien,  “Time  Protocol,”  RFC  868,  Network  Information  Center,  SRI  Interna¬ 
tional,  Menlo  Park,  Calif.,  May  1983. 
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NAME 

infocmp  -  compare  ot  print  out  terminfo  descriptions 


SYNOPSIS 

infocmp  [  -cdnlLCruvVl  ]  [  -sd  ]  [  -si  ]  [  -si  ]  [  -sc  ]  [  -w  width  ]  [-A  directory  ]  [-B  directory  ] 
[termname ...] 


infocmp  compares  a  binary  terminfo(5V)  entry  with  other  terminfo  entries,  rewrites  a  terminfo  descnp- 
tion  to  take  advantage  of  the  nse= field,  or  prints  out  a  terminfo  description  from  the  corresponding  bmary 
file  in  a  variety  of  formats.  It  displays  boolean  fields  first,  fiien  numeric  fields,  then  string  fields. 

It  can  also  convert  a  terminfo  entry  to  a  termcap(5)  entry;  the  -C  flag  causes  infocmp  to  perfom  this 
conversion.  Some  termcap  variables  are  not  supported  by  terminfo,  but  those  fliat  can  be  denved  from 
terminfo  variables  are  displayed.  Not  all  terminfo  capabilities  are  translated  either;  only  those  that  are 
allowed  in  a  termcap  entry  are  normally  displayed.  Specifying  the  -r  option  eliminates  this  restriction, 
allowing  all  capabilities  to  be  displayed  in  termcap  form. 

Because  padding  is  collected  at  the  beginning  of  a  capability,  not  all  capabilities  are  displayed.  Since  man¬ 
datory  riiHHin£  is  not  supported  by  terminfo  and  termcap  strings  are  not  as  flexible,  it  is  not  always  possi¬ 
ble  to  convert  a  terminfo  string  capability  into  an  equivdent  working  termcap  capability.  Also,  a  subse¬ 
quent  conversion  of  the  termcap  file  back  into  terminfo  format  wUl  not  necessarily  reproduce  the  original 
source;  infocmp  attempts  to  convert  parameterized  strings,  and  comments  out  those  that  it  can  not 

Some  common  terminfo  parameter  sequences,  their  termcap  equivalents,  and  some  terminal  types  which 
commonly  have  such  sequences,  are: 


Terminfo 

%pl%c 

%pl%d 

%pl%’x’%+%c 

%i 

%pl%?%’x’%>%t%pl%’y’%+%; 
%p2  is  printed  before  %pl 


Termcap 

Representative  Terminals 

%. 

adm 

%d 

hp,  ANSI  standard,  vtlOO 

%+x 

concept 

%i 

ANSI  standard,  vtlOO 

%>xy 

concept 

%r 

hp 

If  no  termname  arguments  are  given,  the  environment  variable  TERM  is  used  for  all  expected  termname  argu¬ 


ments. 


OPTIONS 

Default  Options  j  .  u  • 

If  no  options  are  specified  and  either  zero  ot  one  termname  is  specified,  the  -I  option  is  assumed  to  be  m 

effect.  If  more  than  one  termname  is  specified,  the  -d  option  is  assumed. 


Comparison  Options  ...  .  , 

infocmp  compares  the  description  of  the  first  terminal  termname  with  each  of  the  desenpuons  for  temunals 
listed  in  subsequent  termname  arguments.  If  a  capability  is  defined  for  only  one  of  the  terminals,  the  value 
returned  will  depend  on  the  type  of  the  capability:  F  for  boolean  variables,  -1  for  integer  variables,  and 
NULL  fOT  string  variables. 

— c  Produce  a  list  of  capabilities  common  to  both  entries.  Capabilities  that  are  not  set  are  ignored. 

This  option  can  be  used  as  a  quick  check  to  see  if  the  -u  option  is  worth  using. 

-d  Produce  a  list  of  capabilities  that  differ  between  descriptions. 

-n  Produce  a  list  of  capabilities  in  neither  entry. 

Source  Listing  Options 

The  -I,  -L,  and  -C  options  produce  a  source  listing  for  each  terminal  named. 

-I  Use  the  terminfo  names. 

-L  Use  the  long  C  variable  name  listed  in  <term.h>. 
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-C  Display  only  those  capabilities  that  have  termcap  equivalents,  using  the  termcap  names  and 
displaying  them  in  termcap  form  whenever  possible. 

The  source  produced  by  the  -C  option  may  be  used  directly  as  a  termcap  entry,  but  not  all  of  the 
parameterized  strings  may  be  changed  to  the  termcap  format  All  padding  information  for  strings 
is  collected  together  and  placed  at  the  beginning  of  the  string  where  termcap  expects  it  Manda- 
tmy  padding  (padding  infcamation  with  a  trailing  7’)  will  become  optional. 

-r  When  using  -C,  display  all  capabilities,  not  just  those  capabilities  that  have  termcap  equivalents. 

-u  Produce  a  terminfo  source  description  for  the  first  named  terminal  which  is  relative  to  the 
descriptimis  given  by  the  entries  for  all  terminals  named  subsequently  on  the  command  line,  by 
analyzing  the  differences  between  them,  and  producing  a  description  with  iise=  fields  for  the  other 
terminals.  In  this  manner,  it  is  possible  to  retrofit  generic  terminfo  entries  into  a  terminal’s 
description.  Or,  if  two  similar  terminals  exist,  but  were  coded  at  different  times  or  by  different 
people  so  that  each  description  is  a  full  description,  using  infocmp  will  show  what  can  be  done  to 
change  one  description  to  be  relative  to  the  other. 

A  capability  is  displayed  with  an  at-sign  (@)  if  it  no  longer  exists  in  the  first  terminal,  but  one  of 
the  other  terminal  entries  contains  a  value  for  it  A  capability’s  value  gets  printed  if  the  value  in 
the  first  termname  is  not  found  in  any  of  the  other  termname  entries,  or  if  the  first  of  the  other 
termname  entries  has  a  different  value  for  that  capability. 

The  order  of  the  other  termname  entries  is  significant  Since  the  terminfo  compiler  tic(8V)  does  a 
left-to-right  scan  of  the  capabilities,  specifying  two  iise=  entries  that  contain  differing  entries  for 
the  same  capabilities  will  produce  different  results,  depending  on  the  order  in  which  they  ate 
given,  infocmp  flags  any  such  inconsistencies  between  the  other  termname  entries  as  they  are 
found. 

Alternatively,  specifying  a  capability  after  a  use=  entry  that  contains  it,  will  cause  the  second 
specification  to  be  ignored.  Using  infocmp  to  recreate  a  description  can  be  a  useful  check  to 
make  sure  that  everything  was  specified  correctly  in  the  original. 

Specifying  superfluous  use=  slows  down  the  comparison,  but  is  not  fatal;  infocmp  flags 
superfluous  use=  fields. 

Sorting  Options 

-sd  Sort  fields  in  the  order  that  they  are  stored  in  die  terminfo  database. 

-si  Sort  fields  by  terminfo  name. 

-si  Sort  fields  by  the  long  C  vaii^le  name. 

-sc  Sort  fields  by  the  termcap  name. 

If  no  sorting  option  is  given,  fields  are  sorted  alphabetically  by  the  terminfo  name  within  each 
type,  exc^t  in  the  case  of  the  — C  or  the  — L  options,  which  cause  the  sorting  to  be  done  by  the 
termcap  name  or  the  long  C  variable  name,  respectively. 

Changing  Databases 

The  location  of  the  compiled  terminfo  database  is  taken  from  the  environment  variable  TERMINFO.  If  the 
variable  is  not  defined,  or  if  the  terminal  is  not  found  in  that  location,  the  system  terminfo  Hatahase.  usu¬ 
ally  in  /usr/share/Iib/terminfo,  is  used.  The  options  —A  and  — B  may  be  used  to  override  this  location. 
With  these  options,  it  is  possible  to  compare  descriptions  for  a  terminal  with  the  same  name  located  in  two 
different  databases.  This  is  useful  for  comparing  descriptions  for  the  same  terminal  created  by  different 
people. 

—A  Set  TERMINFO  for  the  first  termname  argument. 

— B  Set  TERMINFO  for  the  remaining  termname  arguments. 
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Other  Options 

-V  Print  out  tracing  infOTmation  on  the  standard  error. 

-V  Print  out  the  version  of  the  program  in  use  on  the  standard  error  and  exit 

-1  Print  fields  out  one  to  a  line.  Otherwise,  fields  are  printed  several  to  a  line  to  a  maximum  width  of 

60  characters. 

— w  width 

Change  the  output  to  width  characters. 

FILES 

/usr/share/Iib/terminfo/?/« 

compiled  terminal  description  database 

/usr/5include/term.b 
SEE  ALSO 

curses(3V),  tenncap(5),  terminfo(5V),  tic(8V) 

DIAGNOSTICS 

malloc  is  out  of  space! 

There  was  not  enough  memory  available  to  process  all  the  terminal  descriptions  requested.  Run 
infocmp  in  several  smaller  stages  (with  fewer  termname  arguments). 

use=  order  dependency  found: 

A  value  specified  in  one  relative  terminal  specification  was  different  from  that  in  another  relaUve 
terminal  specification. 

‘use=term’ did  not  add  anything  to  the  description. 

A  relative  terminal  name  did  not  contribute  anything  to  the  final  description. 

must  have  at  least  two  terminal  names  for  a  comparison  to  be  done. 

The  -u,  -d  and  -c  options  require  at  least  two  terminal  names. 
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NAME 

init  -  process  control  initialization 

SYNOPSIS 

/usr/etc/init  [  -bs  ] 

DESCRIPTION 

init  is  invoked  inside  the  operating  system  as  the  last  step  in  the  boot  procedure.  It  normally  runs  the 
sequence  of  commands  in  the  script  /etc/rc.boot  (see  rc(8))  to  check  the  file  system.  If  passed  the  -b  flag 
from  the  boot  program,  init  skips  this  step.  If  the  file  system  check  succeeds  or  is  skipped,  init  runs  the 
commands  in  /etc/rc  and  /etc/rc.locaI  to  begin  multiuser  operation;  otherwise  it  commences  single-user 
operation  by  giving  the  super-user  a  shell  on  the  console.  It  is  possible  to  pass  the  -s  parameter  from  the 
boot  program  to  init  so  that  single-user  operation  is  commenced  immediately. 

Whenever  a  single-user  shell  is  created,  and  the  system  is  running  as  a  secure  system,  the  init  program 
demands  the  super-user  password.  This  is  to  prevent  an  ordinary  user  from  invtddng  a  single-user  shell  and 
thereby  circumventing  the  system’s  security.  Logging  out  (for  instance,  by  entering  an  EOT)  causes  init  to 
proceed  with  a  multi-user  boot.  The  super-user  password  is  demanded  whenever  the  system  is  running 
secure  as  determined  by  issecure(3),  or  the  terminal  is  labeled  “secure”  in  /etc/ttytab. 

Whenever  single-user  operation  is  terminated  (for  instance  by  killing  the  single-user  shell)  init  runs  the 
scripts  mentioned  above. 

In  multi-user  operation,  init’s  role  is  to  create  a  process  for  each  terminal  port  on  which  a  user  may  log  in. 
To  begin  such  operations,  it  reads  the  file  /etc/ttytab  and  executes  a  command  for  each  terminal  specified 
in  the  file.  This  command  will  usually  be  /usr/etc/getty.  getty(8)  opens  and  initializes  the  terminal  line, 
reads  the  user’s  name  and  invokes  login(l)  to  log  in  the  user  and  execute  the  shell. 

Ultimately  the  shell  will  terminate  because  it  received  EOF,  either  explicitly,  as  a  result  of  hanging  up,  or 
from  the  user  logging  out  The  main  path  of  init  which  has  been  waiting  for  such  an  event  wakes  up  and 
removes  the  appropriate  entry  from  the  file  /etc/utmp,  which  records  current  users,  init  then  maVpt  an 
entry  in  /var/adm/wtmp,  which  maintains  a  history  of  logins  and  logouts.  The  /var/adm/wtmp  entry  is 
made  only  if  a  user  logged  in  successfully  on  the  line.  Then  the  appropriate  terminal  is  reopened  and  the 
command  for  that  terminal  is  reinvoked. 

init  catches  the  hangup  signal  (SIGHUP)  and  interprets  it  to  mean  that  the  file  /etc/t^tab  should  be  read 
again.  The  shell  process  on  each  line  which  used  to  be  active  in  /etc/ttytab  but  is  no  longer  there  is  ter- 
mnated;  a  new  process  is  created  for  each  added  line;  lines  unchanged  in  the  file  are  undisturbed.  Thus  it 
is  possible  to  drq)  or  add  terminal  lines  without  rebooting  the  system  by  changing  /etc/ttytab  and  sending 
a  hangup  signal  to  the  init  process:  use  ‘kill  -HUP  1’. 

init  terminates  multi-user  operations  and  resumes  single-user  mode  if  sent  a  terminate  (SIGTERM)  signal: 
use  ‘kill  -TERM  1’.  If  there  are  processes  outstanding  which  are  deadlocked  (due  to  hardware  or  software 
failure),  init  does  not  wait  for  them  all  to  die  (which  might  take  forever),  but  times  out  after  30  seconds  and 
prints  a  warning  message. 

init  ceases  to  create  new  processes,  and  allows  the  system  to  slowly  die  away,  when  sent  a  terminal  stop 
(SIGTSTP)  signal:  use  ‘kill  -TSTP 1’.  A  later  hangup  will  resume  full  multi-user  operations,  or  a  terminate 
will  initiate  a  single-user  shell.  This  hook  is  used  by  reboot(8)  and  halt(8). 

Whenever  it  reads  /etc/ttytab,  init  will  normally  write  out  an  old-style  /etc/ttys  file  reflecting  the  contents 
of  /etc/ttytab.  This  is  required  in  order  that  programs  built  on  earlier  versions  of  SunOS  that  read  the 
/etc/ttys  file  (for  example,  programs  using  the  ttyslot(3)  routine,  such  as  shelltool  (1))  may  continue  to  run. 
If  it  is  not  required  that  such  programs  run,  /etc/ttys  may  be  made  a  link  (hard  or  symbolic)  to  /etc/ttytab 
and  init  will  not  write  to  /etc/ttys. 

init’s  role  is  so  critical  that  if  it  dies,  the  system  will  reboot  itself  automatically.  If,  at  bootstrap  time,  the 
init  program  cannot  be  located,  the  system  will  print  an  error  message  and  panic. 
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DIAGNOSTICS 

command  failing,  sleeping.  ...  •  •  e 

A  prcx^ess  being  started  to  service  a  line  is  exiting  Quickly  each  time  it  is  started.  This  is  often 
caused  by  a  ringing  or  noisy  terminal  line,  init  will  sleep  for  30  seconds,  then  continue  trying  to 
start  the  process. 

WARNING:  Something  is  hung  (won’t  die);  ps  axl  advised. 

A  process  is  hung  and  could  npt  be  killed  when  the  system  was  shutting  down.  This  is  usually 
caused  by  a  process  which  is  stuck  in  a  device  driver  due  to  a  persistent  device  error  condition. 

FILES 

/dev/console 

/dev/tty* 

/etc/utmp 

/var/adn^wtmp 

/etc/ttytab 

/etc/rc 

/etc/rc.local 

/etc/rc.boot 

/usr/etc/getty 

SEE  ALSO 

kill(l),  iogin(l),  sh(l),  shelltool(l),  issecure(3),  ttyslot(3),  ttytab(5),  getty(8),  halt(8),  rc(8),  reboot(8), 
shutdown(8) 
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NAME 

installboot  -  install  bootblocks  in  a  disk  partition 
SYNOPSIS 

/usr/mdec/installboot  [  --vlt  ]  bootfile  protobootblk  bootdevice 
DESCRIPTION 

The  boot(8S)  program  is  loaded  from  disk  by  bootblock  code  which  resides  in  the  bootblock  area  of  a  disk 
partition.  In  order  for  the  bootblock  code  to  read  the  boot  program  (usually  /boot)  it  is  necessary  for  it  to 
know  the  block  numbers  occupied  by  the  boot  program.  Previous  versions  of  the  bootblock  code  could 
find  /boot  by  interpreting  the  file  system  on  the  partition  from  which  it  was  being  booted»  but  this  is  no 
longer  so. 

installboot  plugs  the  block  numbers  of  the  boot  program  into  a  table  in  the  bootblock  code,  and  writes  the 
modified  bootblock  code  onto  the  disk.  Note  carefully  that  installboot  must  be  run  every  time  the  boot 
program  is  reinstalled,  since  in  general,  the  block  list  of  the  boot  program  will  change  each  time  it  is  writ¬ 
ten. 

boodle  is  the  name  of  the  boot  program,  usually  /boot,  protobootblk  is  the  name  of  the  bootblock  code 
into  which  the  block  numbers  of  the  boot  program  are  to  be  inserted.  The  file  read  in  must  have  an 
a.out(5)  header,  but  it  will  be  written  out  to  the  device  with  the  header  removed,  bootdevice  is  the  name  of 
the  disk  device  onto  which  the  bootblock  code  is  to  be  installed. 

You  can  see  how  installboot  works  by  making  the  destination  a  regular  file  instead  of  a  device,  and  exa¬ 
mining  the  result  with  od(l  V). 

OPTIONS 

-v  Verbose.  Display  detailed  information  about  the  size  of  the  boot  program,  etc. 

—1  Print  out  the  list  of  block  numbers  of  the  boot  program. 

-t  Test.  Display  various  internal  test  messages. 

EXAMPLE 

To  install  the  bootblocks  onto  the  root  partition  on  a  Xylogics  disk: 
example%  cd  /usr/mdec 

example%  installboot  -vlt  /boot  bootxy  /dev/xyOa 
For  an  SD  disk,  you  would  use  bootsd  and  /dev/sdOa,  respectively,  in  place  of  bootxy  and  /dev/xyOa. 

SEE  ALSO 

od(lV),  init(8),  boot(8S),  bootparamd(8),  kadb(8S),  ndbootd(8C),  monitor(8S),  rc(8),  reboot(8) 

System  and  Network  Administration 
Installing  the  SunOS 
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NAME 

iostat  -  report  I/O  statistics 
SYNOPSIS 

iostat  [  interval  [  count  ]  ] 

DESCRIPTION 

iostat  iteratively  reports  the  number  of  characters  read  and  written  to  terminals,  and,  for  each  disk,  the 
number  of  kilobytes  transferred  per  second,  and  the  milliseconds  per  average  seek.  It  also  gives  the  per¬ 
centage  of  time  the  system  has  spent  in  user  mode,  in  user  mode  running  low  priority  (niced)  processes,  in 
system  mode,  and  idling. 

To  compute  this  information,  for  each  disk,  seeks  and  data  transfer  completions  and  number  of  words 
transferred  are  counted;  for  terminals  collectively,  the  number  of  input  and  ou^ut  characters  are  counted. 
Also,  each  fiftieth  of  a  second,  the  state  of  each  disk  is  examined  and  a  tally  is  made  if  the  disk  is  active. 
From  these  numbers  and  given  the  transfer  rates  of  the  devices  appoximate  average  seek  times  are  calcu¬ 
lated  for  each  device. 

The  optional  interval  argument  causes  iostat  to  report  once  each  interval  sectmds.  The  first  repot  is  for 
all  time  since  a  reboot  and  each  subsequent  report  is  for  the  last  interval  only. 

The  optional  count  argument  restricts  the  number  of  reports. 

FILES 

/dev/kmem 

/vmunix 

SEE  ALSO 

vmstat(8) 
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IPALLOCD(8C) 


NAME 

ipallocd  -  Ethemet-to-IP  address  allocator 

SYNOPSIS 

/usr/etc/rpc.ipallocd 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

ipallocd  is  a  daemon  that  determines  or  temporarily  allocates  IP  addresses  within  a  network  segment  It  has 
complete  knowledge  of  the  hosts  listed  in  the  yellow  pages,  and,  if  the  system  is  running  the  name  server, 
of  any  hosts  listed  in  internet  domain  tables  automatically  accessed  on  that  host  through  the  standard 
library  gethostbyaddr(  )  call. 

This  protocol  uses  DES  authentication  (the  Sun  Secure  RPC  protocol)  to  restrict  access  to  this  function.  The 
only  clients  privfleged  to  allocate  addresses  are  those  whose  net  IDs  are  in  the  networks  group.  For  machine 
IDs,  the  machine  must  be  a  YP  server. 

The  daemon  uses  permanent  entries  in  the  letclethers  and  letcihosts  files  when  they  exist  and  are  usable.  In 
other  cases,  such  as  when  a  system  is  new  to  the  network,  ipallocd  will  enter  a  tenqwrary  mapping  in  a 
local  cache.  Entries  in  the  cache  are  removed  when  there  have  been  no  references  to  a  given  entry  in  a  24- 
hour  period.  This  cache  survives  system  crashes  so  that  IP  addresses  will  remain  consistent 

The  daemon  also  provides  corresponding  IP  address  to  name  mapping. 

ipallocd  refuses  to  allocate  addresses  on  networks  not  listed  in  the  netrange  file,  or  for  which  no  free 
address  is  available. 

FILES 

/etc/ez/ipallocxache 

/etc/ez/ipaIloc.netrange 

SEE  ALSO 

pnp(3R),  ipalloc(3R),  ipallocd(8Q,  pnpboot(8C),  netconfig(8C) 
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KADB(8S) 


NAME 

kadb  -  adb-like  kernel  mid  standalone-program  debugger 
SYNOPSIS 

>  b  kadb  [  -d  ]  [  boot-flags  ] 

DESCRIPTION 

kadb  is  an  interactive  debugger  that  is  similar  in  operation  to  adb(l),  and  runs  as  a  standalone  program 
under  the  PROM  monitor.  You  can  use  kadb  to  debug  the  kernel,  or  to  debug  any  standalone  program. 

Unlike  adb,  kadb  runs  in  the  same  supervisor  virtual  address  space  as  the  iwogram  being  debugged  — 
although  it  maintainR  a  separate  context  The  debugger  runs  as  a  coprocess  that  cannot  be  killed  (no  ‘:k’) 
or  rerun  (no  ‘:r*).  There  is  no  signal  control  (no  ‘:i’,  ‘:t’,  or  although  the  keyboard  facilities 
(CTRL-C,  CTRL-S,  and  CTRL-Q)  are  simulated. 

While  the  kernel  is  running  under  kadb,  the  abort  sequence  (Ll-A  or  BREAK)  drops  the  system  into  kadb 
for  debugging  —  as  will  a  system  panic.  When  running  other  standalone  programs  under  kadb,  the  abort 
sequence  will  pass  control  to  the  PROM  monitor,  kadb  is  flien  invoked  from  the  monitor  by  jumping  to  the 
starting  address  for  kadb  found  in  /usr/include/debug/debug.h  (currently  this  can  be  done  for  both  Sun-2 
and  Sun-3  system  machines  with  the  monitor  command  ‘g  fdOOOOO’,  and  with  the  monitor  command  ‘g 
feOOSOOO’  for  Sun386i  systems),  kadb’s  user  interface  is  similar  to  adb.  Note:  kadb  prompts  with 

kadb> 

Most  adb  commands  function  in  kadb  as  expected.  Typing  an  abort  sequence  in  response  to  the  prompt 
returns  you  to  the  PROM  monitor,  from  which  you  can  examine  control  spaces  that  are  not  accessible 
within  adb  or  kadb.  The  PROM  monitor  command  c  will  return  control  to  kadb.  As  with  “adb  -k”,  $p 
works  when  debugging  kernels  (by  actually  mapping  in  new  user  pages).  The  verbs  ?  and  /  are  equivalent 
in  kadb ,  since  there  is  only  one  address  space  in  use. 

OPTIONS 

kadb  is  booted  from  the  PROM  monitor  as  a  standalone  program.  If  you  omit  the  -d  flag,  kadb  automati¬ 
cally  loads  and  runs  vmunix  from  the  filesystem  kadb  was  loaded  from.  The  kadb  vmunix  variable  can 
be  patched  to  change  the  default  program  to  be  loaded. 

-d  Interactive  startup.  Prompts  with 
kadb: 

for  a  file  to  be  loaded.  From  here,  you  can  enter  a  boot  sequence  line  to  load  a  standalone  pro¬ 
gram.  Boot  flags  entered  in  response  to  this  prompt  are  included  with  those  already  set  and  passed 
to  the  i»ogram.  If  you  type  a  RETURN  only,  kadb  loads  vmunix  from  the  filesystem  that  kadb 
was  loaded  from. 

boot-flags 

You  can  specify  boot  flags  as  arguments  when  invoking  kadb.  Note:  kadb  always  sets  die  -d 
(debug)  boot  flag,  and  passes  it  to  the  program  being  debugged. 

USAGE 

Refer  to  adb  in  Debugging  Tools. 

Kernel  Macros 

As  with  adb,  kernel  macros  are  supported.  With  kadb,  however,  the  macros  are  compiled  into  the 
debugger  itself,  rather  than  being  read  in  from  the  filesystem.  The  kadb  command  $M  lists  macros  known 
to  kadb. 

Setting  Breakpoints 

Self-relocating  programs  such  as  the  SunOS  kernel  need  to  be  relocated  before  breakpoints  can  be  used. 
To  set  the  first  breakpoint  for  such  a  program,  start  it  with  ‘:s’;  kadb  is  then  entered  after  the  program  is 
relocated  (when  the  system  initializes  its  interrupt  vectors).  Thereafter,  ‘:s’  single-steps  as  with  adb.  Oth¬ 
erwise,  use  ‘:c’  to  start  up  the  program. 


Sun  Release  4.0 


Last  change:  24  February  1988 


1653 


KADB(8S) 


MAINTENANCE  COMMANDS 
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Saii386i  System  Commands 

The  Sun386i  system  version  of  kadb  has  the  following  additional  commands.  Note,  ftw  the  general  syntax 
of  adb  commands,  see  adb(l). 

Read  a  byte  (with  the  INB  instruction)  in  from  the  port  at  address. 

•®  Send  a  byte  (with  the  OUTB  instruction)  containing  count  out  through  the  port  at 

address. 

•P  Like  :b  in  adb(l),  but  sets  a  breakpoint  using  the  hardware  debug  registo*  instead 

of  the  breakpoint  instruction.  The  advantage  of  using  :p  is  that  when  setting  break¬ 
points  with  the  debug  register  it  is  not  necessary  to  have  write  access  to  the  break¬ 
point  location.  Four  (4)  breakpoints  can  be  set  with  the  hardware  debug  registers. 

$S  Switch  I/O  from  the  console  to  the  serial  port  or  vice  versa. 

[  Like  :e  in  adb(l),  but  requires  only  one  keystroke  and  no  RETURN  character. 

]  Like  :s  in  adb(l),  but  requires  only  one  keystroke  and  no  RETURN  character. 

Automatic  Rebooting  with  kadb 

You  can  set  up  your  workstation  to  automatically  reboot  kadb  by  patching  the  vmunix  variable  in  /boot 
with  the  string  kadb.  (Refer  to  adb  in  Debugging  Tools  for  details  on  how  to  patch  executables.) 

FILES 

/vmunix 

/boot 

/kadb 

/usr/include/debug/debug.h 

SEE  ALSO 

adb(l),  boot(8S) 

Debugging  Tools 
Writing  Device  Drivers 

BUGS 

There  is  no  floating-point  support,  except  on  Sun386i  systems. 

kadb  cannot  reliably  single-step  over  instructions  that  change  the  status  register. 

When  sharing  the  keyboard  with  the  operating  system  the  monitor’s  input  routines  can  leave  the  keyboard 
in  a  confused  state.  If  this  should  happen,  disconnect  the  keyboard  momentarily  and  then  reconnect  it. 
This  forces  the  keyboard  to  reset  as  well  as  initiating  an  abort  sequence. 

Most  of  the  bugs  listed  in  adb(l)  also  apply  to  kadb. 
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NAME 

keyenvoy  —  talk  to  keyserver 

SYNOPSIS 

keyenvoy 

DESCRIPTION 

keyenvoy  is  used  by  some  RPC  programs  to  talk  to  the  key  server,  keyserv(8C).  The  key  server  will  not 
talk  to  anything  but  a  root  process,  and  keyenvoy  is  a  set-uid  root  process  that  acts  as  an  intermediary 
between  a  user  process  that  wishes  to  talk  to  the  key  server  and  the  key  server  itself. 

This  program  cannot  be  run  interactively. 


SEE  ALSO 

keyserv(8C) 
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KEYSERV(8C) 


NAME 

keyserv  -  server  for  storing  public  and  private  keys 

SYNOPSIS 

keyserv  [  -n  ] 

DESCRIPTION 

keyserv  is  a  daemon  that  is  used  for  storing  the  private  encryption  keys  of  each  user  logged  into  the  sys¬ 
tem.  These  encryption  keys  are  using  for  accessing  secure  network  services  such  as  secure  NFS.  When  a 
user  logs  in  to  the  system,  the  login(l)  program  uses  the  login  password  to  decrypt  the  user’s  encryption 
key  stored  in  the  Yellow  Pages,  and  then  gives  the  decrypted  key  to  the  keyserv  daemon  to  store  away. 

Normally,  root’s  key  is  read  from  the  file  /etcArootkey  when  the  daemon  starts  up.  This  is  useful  during 
power-fail  reboots  when  no  one  is  around  to  type  a  password,  yet  you  still  want  the  secure  network  services 
to  operate  normally. 

OPTIONS 

-n  Do  not  read  root’s  key  from  /etoArootkey.  Instead,  prompt  the  user  for  the  password  to  decrypt 
root ’s  key  stored  in  the  Yellow  Pages  and  then  store  the  decrypted  key  in  /etc/.rootkey  for  future 
use.  This  option  is  useful  if  the  /etc/.rootkey  file  ever  gets  out  of  date  or  corrupted. 

FILES 

/etcArootkey 
SEE  ALSO 

login(l),  pubIickey(S) 
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NAME 


kgmon  -  generate  a  dump  of  the  operating  system’s  i»ofile  buffers 


SYNOPSIS 

/usr/etc/kgmon  [  -bhpr  ]  [filesystem  ]  [  memory  ] 


DESCRIPTION 

kgmon  is  a  tool  used  when  profiling  the  operating  system.  When  no  argumaits  are  supplied,  kgmon  indi¬ 
cates  the  state  of  operating  system  profiling  as  running,  off,  or  not  configured  (see  config(8)).  If  the  -p  flag 
is  specified,  kgmon  extracts  profile  data  from  the  operating  system  and  produces  a  gmomout  file  suitable 
for  later  analysis  by  gprof(l). 


OPTIONS 

-b  Resume  the  collection  of  i»ofile  data. 

-h  Stop  the  collection  of  profile  data. 

-p  Dump  the  contents  of  the  profile  buffers  into  a  gmon.out  file. 

-r  Reset  all  the  profile  buffers.  If  the  -p  flag  is  also  specified,  the  gmon.out  file  is  generated  before 
the  buffers  are  reset 

If  neither  -b  near  -h  is  specified,  the  state  of  profiling  collection  remains  unchanged.  For  example,  if  the 
-p  flag  is  specified  and  profile  data  is  being  collected,  profiling  is  momentarily  suspended,  the  operating 
system  profile  buffers  are  dumped,  and  profiling  is  immediately  resumed. 


FILES 

/vmunix  the  default  system 

/dev/kmem  the  default  memory 

gmon.out 


SEE  ALSO 

gprof(l),  config(8) 


DIAGNOSTICS 

Users  with 
get  a  gmon 


only  read  permission  on  /dev/kmem  cannot  change  the  state  of  profiling  collection.  They  can 
.out  file  with  the  warning  that  the  data  may  be  inconsistent  if  profiling  is  in  progress. 
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LDCONFIG(8) 


NAME 

Idconfig  -  link-editor  configuration 
SYNOPSIS 

/usr/etc/ldconfig  [  directory  ...  ] 

DESCRIPTION 

Idconfig  is  used  to  configure  a  performance-enhancing  cache  for  the  run-time  link-editor,  ld.so.  It  is  run 
from  /etc/rc.local  and  periodically  via  cron  to  avoid  linking  with  stale  libraries.  It  should  be  also  be  run 
manually  when  a  new  shared  object  (e.g.,  a  shared  library)  is  installed  on  the  system. 

When  invoked  with  no  arguments,  a  default  set  of  directories  are  built  into  the  cache  -  these  are  the  direc¬ 
tories  searched  by  default  by  the  link  editors.  Additional  directories  may  be  specified  on  the  command 
line. 

FILES 

/etc/ld.so.cache  holds  the  cached  data. 

SEE  ALSO 

ld(l) 
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NAME 

linlf,  unlink  -  exercise  link  and  unlink  system  calls 
SYNOPSIS 

/usr/etc/Iink  jUenamel  filenameZ 
/usr/etc/unlink  filename 
DES  CRIPTION 

link  and  unlink  perform  their  respective  system  calls  on  their  arguments,  abandoning  all  error  checking. 
SEE  ALSO 

rm(l),  link(2),  unlink(2) 


WARNINGS  ,  ^  u 

Only  the  super-user  can  unlink  a  directory,  in  which  case  the  files  it  contains  are  lost.  The  files  can,  how¬ 
ever,  be  recovered  from  the  file  system’s  lost+found  directory  after  performing  an  fsck. 

If  you  have  write  permission  on  the  directory  in  v/hich  filename  resides,  unlink  removes  that  file  without 
warning,  regardless  of  its  ownership. 
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NAME 

lockd  -  network  lock  daemon 
SYNOPSIS 

/etc/rpc.Iockd  [  — t  timeout  ]  [  — g  graceperiod  ] 

DESCRIPTION 

lockd  processes  lock  requests  that  are  either  sent  locally  by  the  kernel  or  remotely  by  another  lock  daemon, 
lockd  forwards  lock  requests  for  remote  data  to  the  server  site’s  lock  daemon  through  the  RPC/XDR(3N) 
package,  lockd  then  requests  the  status  monitor  daemon,  statd(8C),  for  monitor  service.  The  reply  to  the 
lock  request  will  not  be  sent  to  the  kernel  until  the  status  daemon  and  the  server  site’s  lock  daemon  have 
replied. 

If  either  the  status  monitor  or  server  site’s  lock  daemon  is  unavailable,  the  reply  to  a  lock  request  for 
remote  data  is  delayed  until  all  daemons  become  available. 

When  a  server  recovers,  it  waits  fw  a  grace  period  for  all  client  site  lockds  to  submit  reclaim  requests. 
Client  site  lockds,  on  the  other  hand,  are  notified  by  the  statd  of  the  server  recovery  and  promptly  resubmit 
previously  granted  lock  requests.  If  a  lockd  fails  to  secure  a  previously  granted  lock  at  the  server  site,  the 
lockd  sends  SIGLOST  to  a  process. 

OPTIONS 

-t  timeout 

Use  timeout  (seconds)  as  the  interval  instead  of  the  default  value  (15  seconds)  to  retransmit  lock 
request  to  the  remote  server. 

-g  graceperiod 

Use  graceperiod  (seconds)  as  the  grace  period  duration  instead  of  the  default  value  (45  seconds). 

SEE  ALSO 

fcntl(2V),  lockf(3),  signal(3),  statd(8C) 
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NAME 

logintool  -  gr^hic  login  interface 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION  u  u 

logintool  is  invoked  by  getty(8)  to  display  a  full  screen  window  for  logging  in.  It  cannot  be  run  from  the 

shell.  It  is  more  attractive  than  the  traditional  ‘login:’  prompt,  and  also  provides  help  for  the  person 
without  a  username  and  information  about  the  workstation. 

logintool  is  noramlly  invoked  on  the  console  by  getty(8),  and  works  only  on  a  frame  buffer. 

If  the  "newlogin"  policy  in  the  "policies"  YP  map  is  set  to  "unrestricted,"  then  logintool  may  create  new 
user  accounts  in  the  Yellow  Pages.  The  account  resides  on  the  local  system  if  it  is  diskful,  or  on  the 
system’s  boot  SCTver  if  the  local  system  is  diskless. 

FILES 

lusrisharelliblezllogin 

SEE  ALSO 

getty(8) 
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NAME 

Ipc  -  line  printer  control  program 
SYNOPSIS 

/usr/etc/lpc  [  command  [parameter. . .  ]  ] 

DESCRIPTION 

Ipc  controls  the  operation  of  the  printer,  or  of  multiple  printers,  as  described  in  the  /etc/printcap  database. 
Ipc  commands  can  be  used  to  start  or  stop  a  printer,  disable  or  enable  a  printer’s  spooling  queue,  rearrange 
the  order  of  jobs  in  a  queue,  or  display  the  status  of  each  printer — ^along  with  its  spooling  queue  and  printer 
daemon. 

With  no  arguments,  Ipc  runs  interactively,  prompting  with  Ipo.  If  arguments  are  sui^lied,  Ipc  interprets 
the  first  as  a  command  to  execute;  each  subsequent  argument  is  taken  as  a  parameter  for  that  cortunand. 
The  standard  input  can  be  redirected  so  that  Ipc  reads  commands  from  a  file. 

USAGE 

Commands 

Commands  may  be  abbreviated  to  an  unambiguous  substring.  Note:  the  prinrer  parameter  is  specified  just 
by  the  name  of  the  printer  (as  Iw),  not  as  you  would  specify  it  to  lpr(l)  or  Ipq(l)  (not  as  -PIw). 

?  [commarul] . . . 
help  [command^ . . . 

Display  a  short  description  of  each  command  specified  in  the  argument  list,  or,  if  no  arguments  are 
given,  a  list  of  the  recognized  commands. 

abort  [  all  |  [printer . . .  ]  ] 

Terminate  an  active  spooling  daemon  on  the  local  host  immediately  and  then  disable  printing 
(preventing  new  daemons  from  being  started  by  Ipr(l))  for  the  specified  printers.  The  abort  com¬ 
mand  can  only  be  used  by  the  super-user. 

clean  [  all  |  [printer . . .  ]  ] 

Remove  all  files  with  names  beginning  with  cf,  tf,  or  df  from  the  specified  printer  queue(s)  on  the 
local  machine.  The  clean  command  can  only  be  used  by  the  sup^-user. 

disable  [  all  |  [printer . . .  ]  ] 

Turn  the  specified  printer  queues  off.  This  prevents  new  printer  jobs  from  being  entered  into  the 
queue  by  Ipr(l).  The  disable  command  can  only  be  used  by  the  super-user. 

down  [ all  |  [printer . . .  ]  ]  [message] 

Turn  the  specified  printer  queue  off,  disable  printing  and  put  message  in  the  printer  status  file.  The 
message  doesn’t  need  to  be  quoted,  the  remaining  arguments  are  treated  like  echo(lV).  This  is 
normally  used  to  take  a  printer  down  and  let  others  know  why  (lpq(l)  indicates  that  the  printer  is 
down,  as  does  the  status  command). 

enable  [  all  |  [printer . . .  ]  ] 

Enable  spooling  on  the  local  queue  for  the  listed  printers,  so  that  Ipr(l)  can  put  new  jobs  in  the 
spool  queue.  The  enable  command  can  only  be  used  by  the  super-user. 

exit 

quit  Exit  from  Ipc. 
restart  [  all  |  [printer . . .  ]  ] 

Attempt  to  start  a  new  printer  daemon.  This  is  useful  when  some  abnormal  condition  causes  the 
daemon  to  die  unexpectedly  leaving  jobs  in  the  queue.  Ipq(l)  reports  that  there  is  no  daemon 
present  when  this  condition  occurs.  This  command  can  be  run  by  any  user. 

start  [  all  |  [printer . . .  ]  ] 

Enable  printing  and  start  a  spooling  daemon  for  the  listed  printers.  The  start  command  can  only 
be  used  by  the  super-user. 
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status  [  all  I  [prm/cr ...]  ] 

Display  the  status  of  oaemons  and  queues  on  the  local  machine.  This  command  can  be  run  by  any 
user. 

stop  [  all  1  [printer . . .  ]  ] 

Stop  a  spooling  daemon  after  the  current  job  completes  and  disable  printing.  The  stop  command 
can  only  be  used  by  the  super-user. 

topq  printer  [job# . . .  ]  [  user . . .  ] 

Move  the  print  job(s)  specified  by  job#  or  those  job(s)  belonging  to  user  to  the  top  (head)  of  the 
printer  queue.  The  topq  command  can  only  be  used  by  the  super-user. 

up  [  all  I  [printer . . .  ]  ]  Enable  everything  and  start  a  new  printer  daemon.  Undoes  the  effects  of  down. 

FILES 

/etc/printcap  printer  description  file 

/var^pool/*  spool  directories 

/var/spool/*/iock  lock  file  for  queue  control 

SEE  ALSO 

lpq(l),  lpr(l),  Iprm(l),  printcap(S),  lpd{8) 

DIAGNOSTICS 

?Ambiguous  command 

The  abbreviation  you  typed  matches  more  than  one  command. 

?Invalid  command 

You  typed  a  command  or  abbreviation  that  was  not  recognized. 

?PriviIeged  command 

You  used  a  command  can  be  executed  only  by  the  super-user. 
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NAME 

Ipd  -  printer  daemon 
SYNOPSIS 

/usr/lib/lpd  [  — I  ]  [  -L  logfile  ]  [  port#  ] 

DESCRIPTION 

Ipd  is  the  line  printer  daemon  (spool  area  handler).  It  is  normally  invoked  at  boot  time  from  the  rc(8) 
script,  making  a  single  pass  through  the  prmtcap(5)  file  to  find  out  about  the  existing  printers  and  printing 
any  files  left  after  a  crash.  It  then  accepts  requests  to  print  files  in  a  queue,  transfer  files  to  a  spooling  area, 
display  a  queue’s  status,  or  remove  jobs  from  a  queue.  In  each  case,  it  forks  a  child  process  for  each 
request,  and  continues  to  listen  for  subsequent  requests. 

The  Internet  port  number  used  to  communicate  with  other  processes  is  normally  obtained  with 
getserveiit(3N),  but  can  be  specified  with  the  port#  argument. 

OPTIONS 

“1  Log  valid  requests  received  from  the  network.  This  can  be  useful  for  debugging  purposes. 

~L  logfile 

Change  the  file  used  for  writing  error  conditions  to  logfile.  The  default  is  to  report  a  message  using 
the  syslog(3)  facility. 

OPERATION 

Access  Control 

Access  control  is  provided  by  two  means.  First,  all  requests  must  come  from  one  of  the  machines  listed  in 
either  the  file  /etc/hosts.equiv  or  /etc/hostsJpd.  Second,  if  the  rs  capability  is  specified  in  the  printcap 
entry,  Ipr(l)  requests  are  only  be  honored  for  users  with  accounts  on  the  printer  host 

Lock  File 

The  lock  file  in  each  spool  directory  is  used  to  prevent  multiple  daemons  from  becoming  active,  and  to 
store  information  about  the  daemon  process  for  Ipr(l),  Ipq(l),  and  Iprm(l). 

Ipd  uses  flock(2)  to  provide  exclusive  access  to  the  lock  file  and  to  prevent  multiple  daemons  from  becom¬ 
ing  active  simultaneously.  If  the  daemon  should  be  killed  or  die  unexpectedly,  the  lock  file  need  not  be 
removed.  The  lock  file  is  kept  in  a  readable  ASCII  form  ^d  contains  two  lines.  The  first  is  the  process  id 
of  the  daemon  and  the  second  is  the  control  file  name  of  the  current  job  being  printed.  The  second  line  is 
updated  to  reflect  the  current  status  of  Ipd  for  the  programs  Ipq(l)  and  Iprm(l). 

Control  Files 

After  the  daemon  has  successfully  set  the  lock,  it  scans  the  directory  for  files  beginning  with  cf.  Lines  in 
each  cf  file  specify  files  to  be  printed  or  non-printing  actions  to  be  performed.  Each  such  line  begins  with  a 
key  character  that  indicates  what  to  do  with  the  remainder  of  the  line. 

J  Job  name  to  print  on  the  burst  page. 

C  Classification  line  on  the  burst  page. 

L  Literal.  This  line  contains  identification  information  from  the  password  file,  and  causes  a 
burst  page  to  be  printed. 

T  Title  string  for  page  headings  printed  by  pr(l  V). 

H  Hostname  of  the  machine  where  Ipr(l)  was  invoked. 

P  Person.  Login  name  of  the  person  who  invoked  Ipr(l).  This  is  used  to  verify  ownership 
by  Iprm(l). 

M  Send  mail  to  the  specified  user  when  the  current  print  job  completes, 
f  Formatted  File,  the  name  of  a  file  to  print  that  is  already  formatted. 

1  Like  f,  but  passes  control  characters  along,  and  does  not  make  page  breaks, 

p  Name  of  a  file  to  print  using  pr(lV)  as  a  filter. 

t  Troff  File.  The  file  contains  troff(l)  output  (cat  phototypesetter  commands), 

n  Ditroff  File.  The  file  contains  device  independent  troff  output, 
d  DVI  File.  The  file  contains  TgX  output  (DVI  format  from  Stanford), 
g  Graph  File.  The  file  contains  data  produced  by  plot(3X). 
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c  Cifplot  File.  The  file  contains  data  produced  by  cifplot. 

V  The  file  contains  a  raster  image. 

r  The  file  contains  text  data  with  FORTRAN  carriage  control  characters. 

1  Troff  Font  R.  The  name  of  a  font  file  to  use  instead  of  the  default. 

2  Troff  Font  I.  The  name  of  the  font  file  to  use  instead  of  the  default. 

3  Troff  Font  B.  The  name  of  the  font  file  to  use  instead  of  the  default 

4  Troff  Font  S.  The  name  of  the  font  file  to  use  instead  of  the  default 

W  Width.  Changes  the  page  width  (in  characters)  used  by  pr(lV)  and  the  text  filters. 

I  Indent  Specify  the  number  of  characters  by  which  to  indent  the  output 

U  Unlink.  The  name  of  file  to  remove  upon  completion  of  printing. 

N  Filename.  The  name  of  the  file  being  printed  or  a  blank  for  the  standard  input  (when 
Ipr(l)  is  invoked  in  a  pipeline). 

Data  Files 

If  a  file  can  not  be  opened,  an  error  message  is  logged  using  the  LOG_LPR  facility  of  syslog(3).  Ipd  will 
try  up  to  20  times  to  reopen  a  file  it  expects  to  be  there,  after  which  it  proceeds  to  the  next  file  or  job. 

Minfree  File 

The  file  minfree  in  each  spool  directory  contains  the  number  of  disk  blocks  to  leave  free  so  that  the  line 
printer  queue  won’t  completely  fill  the  disk.  The  minfree  file  can  be  edited  with  your  favorite  text  editor. 

FILES 

/etc/printcap  printer  description  file 

/var^pool/*  spool  directories 

/var/spool/*/minfree  minimum  free  space  to  leave 
/dev/Ip*  line  jwinter  devices 

/dev/printer  socket  for  local  requests 

/etc/hosts.equiv  hosts  allowed  equivalent  host  access 

/etc/bosts.lpr  hosts  allowed  printer  access  only 

SEE  ALSO 

Ipr(l),  lpq(l),  Iprm(l),  printcap(S),  lpc(8),  pac(8) 
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NAME 

mailstats  -  print  statistics  collected  by  sendmail 
SYNOPSIS 

/usr/etc/mailstats  [filename  ] 

DESCRIPTION 

mailstats  prints  out  the  statistics  collected  by  the  sendmail  program  on  mailer  usage.  These  statistics  are 
collected  if  the  file  indicated  by  the  S  configuration  option  of  sendmail  exists.  The  maOstats  program  first 
prints  the  time  that  the  statistics  file  was  created  and  the  last  time  it  was  modified.  It  will  then  print  a  table 
with  one  row  for  each  mailer  specified  in  the  configuration  file.  The  first  column  is  the  mailer  number,  fol¬ 
lowed  by  the  symbolic  name  of  the  mailer.  The  next  two  columns  refer  to  the  number  of  messages 
received  by  sendmail y  and  the  last  two  columns  refer  to  messages  sent  by  sendmail.  The  number  of  mes¬ 
sages  and  their  total  size  (in  1024  byte  units)  is  given.  No  numbers  are  printed  if  no  messages  were  sent  (or 
received)  for  any  mailer. 

You  might  want  to  add  an  entry  to  /var/spool/cron/crontab/root  to  reinitialize  the  statistics  file  once  a 
night.  Copy  /dev/null  into  the  statistics  file  or  otherwise  truncate  it  to  reset  the  counters. 

FILES 

/etc/sendmail.st  default  statistics  file 

/etc/sendmail.cf  sendmail  configuration  file 

/var/spool/cron/crontab/root 
/dev/null 

SEE  ALSO 

sendmail(8) 

BUGS 

Mailstats  should  read  the  configuration  file  instead  of  having  a  hard-wired  table  mapping  mailer  numbers  to 
names. 
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NAME 

makedbm  -  make  a  Yellow  Pages  dbm  file 


SYNOPSIS 

makedbm  [  -b  1  [  -i  ypjnput  Jile  ]  [  -o  yp  output jume  ]  [  -d  yp  dommnjume  ] 

[  — m  yp_rnaster_name  ]  ir^le  outfile 

makedbm  [  -u  dbmfilename  ] 

DESCRIPnON  ,  , 

makedbm  taVas  infile  and  converts  it  to  a  pair  of  files  in  ndbm(3)  format,  namely  outfile.j>ag  and 
outfile. dir.  Each  line  of  the  input  file  is  converted  to  a  single  dbm  record.  AU  characters  up  to  the  first 
TAB  or  SPACE  form  the  key,  and  the  rest  of  the  line  is  the  data.  If  a  line  ends  with  ‘Y,  then  the  data  for  that 
record  is  continued  on  to  the  next  line.  It  is  left  for  the  clients  of  the  Yellow  Pages  to  interpret  #;  mak¬ 
edbm  does  not  itself  treat  it  as  a  comment  character,  infile  can  be  in  which  case  the  standard  input  is 
read. 

makedbm  is  meant  to  be  used  in  generating  dbm  files  for  the  Yellow  Pages,  and  it  generates  a  special 
entry  with  the  key  ypjast  modified,  which  is  the  date  of  irfile  (or  the  current  time,  if  infile  is 


OPTIONS 

-b 

— i 
-0 
-d 
-m 

-u 


Interdomain.  Propagate  a  map  to  all  sCTvers  using  the  interdomain  name  server  named(8C). 
Create  a  special  entry  with  the  key  ypjnput  Jile. 

Create  a  special  entry  with  the  key  yp_output_name. 

Create  a  special  entry  with  the  key  yp_domain_name . 

Create  a  special  entry  with  the  key  ypjnasterjiame .  If  no  master  host  name  is  specified, 
yp_master_nante  wiU  be  set  to  the  local  host  name. 

Undo  a  dbm  file.  That  is,  print  out  a  dbm  file  one  entry  per  line,  with  a  single  space  separating 
keys  from  values. 


EXAMPLE 

It  is  easy  to  write  shell  scripts  to  convert 
makedbm.  For  example. 


standard  files  such  as  /etc/passwd  to  the  key  value  form  used  by 


#!/biii/awk  -f 

BEGIN  {  FS  =  OFS  =  "\t"; } 

{  print  $1,  $0  } 

the  /etc/passwd  file  and  converts  it  to  a  form  that  can  be  read  by  makedbm  to  inake  the  Yellow 
Pages  file  passwd.byname.  That  is,  the  key  is  a  username,  and  the  value  is  the  remaining  line  m  the 
/etc/passwd  file. 

SEE  ALSO 

yppasswd(l),  ndbm(3),  named(8C) 
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NAME 

makedev,  MAKEDEV  -  make  system  special  files 
SYNOPSIS 

/dev/MAKEDEV  device-name.. . 

DESCRIPTION 

MAKEDEV  is  a  shell  script  normally  used  to  install  special  files.  It  resides  in  the  /dev  directory,  as  this  is 
the  normal  location  of  special  files.  Arguments  to  MAKEDEV  are  usually  of  the  form  device-name'! 
where  device-name  is  one  of  the  supported  devices  listed  in  section  4  of  the  manual  and  is  a  logical  unit 
number  (0-9).  A  few  special  arguments  create  assorted  collections  of  devices  and  are  listed  below. 

std  Create  the  standard  devices  for  the  system;  for  example,  /dev/console,  /dev/tty. 

local  Create  those  devices  specific  to  the  local  site.  This  request  runs  the  shell  file 
/devAslAKEDEV.local.  Site  specific  commands,  such  as  those  used  to  setup  dialup  lines  as 
“ttyd?”  should  be  included  in  this  file. 

Since  all  devices  are  created  using  mknod(8),  this  shell  script  is  useful  only  to  the  super-user. 
DIAGNOSTICS 

Either  self-explanatory,  or  generated  by  one  of  the  programs  called  from  the  script.  Use  sb  -x  MAKEDEV 
in  case  of  trouble. 

SEE  ALSO 

intro(4),  config(8),  mknod(8) 
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NAME 

makekey  —  generate  encryption  key 

SYNOPSIS 

/usr/lib/makekey 

DES  CRIPTION 

makekey  improves  the  usefulness  of  encryption  schemes  depending  on  a  key  by  increasing  the  amount  of 
time  required  to  search  the  key  space.  It  reads  10  bytes  fiom  its  standard  input,  and  writes  13  bytes  on  its 
standard  ouQiut  The  output  depends  on  the  input  in  a  way  intended  to  be  difficult  to  conqiute  (that  is,  to 
require  a  substantial  fraction  of  a  second). 

The  first  eight  input  bytes  (the  input  key)  can  be  arbitrary  ASCII  characters.  The  last  two  (the  salt)  are  best 
chosen  from  the  set  of  digits,  upper-  and  lower-case  letters,  and  and  7’.  The  salt  characters  are 
repeated  as  the  first  two  characters  of  the  output.  The  remaining  11  output  characters  are  chosen  from  the 
same  set  as  the  salt  and  constitute  the  output  key. 

The  transformation  performed  is  essentially  the  following:  the  salt  is  used  to  select  one^  of  4096  crypto- 
gr^hic  machines  all  based  on  the  National  Bureau  of  Standards  DES  algorithm,  but  modified  in  4096  dif¬ 
ferent  ways.  Using  die  input  key  as  key,  a  constant  string  is  fed  into  the  machine  and  recirculated  a 
number  of  times.  The  64  bits  that  come  out  are  distributed  into  the  66  useful  key  bits  in  the  result 

makekey  is  intended  for  programs  that  perform  encryption  (for  instance,  ed(l)  and  crypt(l)).  Usually 
makekey’s  input  and  output  will  be  pipes. 

SEE  ALSO 

crypt(l),  ed(l) 
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NAME 

mc68881 version  -  print  the  MC68881  mask  number  and  approximate  clock  rate 
SYNOPSIS 

/usr/etc/mc68881version 

AVAILABILITY 

Sun-2,  Sun-3,  and  Sun-4  systems  only. 

DESCRIPTION 

mc68881version  determines  whether  an  MC68881  or  MC68882  floating-point  coprocessor  is  available,  and 
if  so,  determines  its  apparent  mask  number  and  approximate  clock  rate  and  prints  them  on  the  standard  out¬ 
put  The  clock  rate  is  derived  by  timing  floating-point  operations  with  getrusage(2)  and  is  thus  somewhat 
variable. 

SEE  ALSO 

getriisage(2) 
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NAME 

mconnect  -  connect  to  SMTP  mail  server  socket 


SYNOPSIS 

/usr/etc/mconnect  [  -p  port  ]  [  -r  ]  [  hostname  ] 

DESCRIPTION 

mconnect  opens  a  connection  to  the  mail  server  on  a  given  host,  so  that  it  can  be  tested  independently  of 
all  other  mail  software.  If  no  host  is  given,  the  connection  is  made  to  the  local  host.  Servers  expect  to 
speak  the  Simple  Mail  Transfer  Protocol  (SMTP)  on  this  connection.  Exit  by  typing  the  quit  command. 
Typing  EOF  will  send  an  end  of  file  to  the  server.  An  interrupt  closes  the  connection  immediately  and 
exits. 


OPTIONS 

-p  port  Specify  the  port  number  instead  of  the  default  SMTP  port  (number  25)  as  the  next  argument. 

-r  “Raw”  mode:  disable  the  default  line  buffering  and  input  handling.  This  gives  you  a  similar 
effect  as  telnet  to  port  number  25,  not  very  useful. 

FILES 

/asr/lib/sendmail.hf  help  file  for  SMTP  commands 

SEE  ALSO 

sendmail(8) 

Postel,  Jonathan  B  Simple  Mail  Tranter  Protocol,  RFC821  August  1982,  SRI  Network  Information  Center 
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NAME 

mkfile  -  create  a  file 
SYNOPSIS 

mkfile  [  -nv  ]  size\}s}fi\m\jilencme  . . . 

DESCRIPTION 

mkfile  creates  one  or  more  files  that  are  suitable  for  use  as  NFS-mounted  swap  areas.  The  sticky  bit  is  set, 
and  the  file  is  padded  with  zeroes  by  default.  The  default  size  is  in  bytes,  but  it  can  be  flagged  as  kilobytes, 
blocks,  or  megabytes,  with  the  k,  b,  or  m  suffixes,  respectively. 

OPTIONS 

-n  Create  an  empty  filename .  The  size  is  noted,  but  disk  blocks  aren’t  allocated  until  data  is  written 
to  them. 

—V  Verbose.  Report  the  names  and  sizes  of  created  files. 
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NAME 

mkfs  -  construct  a  file  system 

SYNOPSIS 

/usr/etc/mkfs  [  -N  ]  special  size  [  nsect  ]  [  ntrack  ]  [  blksize  ]  [fragsize  ]  [  ncpg  ]  [  minfree  ] 

[  rps  ]  [  nbpi  \  [opt'\[apc'\[rot] 

DESCRIPTION 

Note:  file  systems  are  normally  created  with  the  newfs(8)  command. 

mkfs  constructs  a  file  system  by  writing  on  the  special  file  special  unless  the  -N  flag  has  been  specified. 
The  numeric  size  specifies  the  number  of  sectors  in  the  file  system,  mkfs  builds  a  file  system  with  a  root 
directory  and  a  lost+found  directory  (see  fsck(8)).  The  number  of  inodes  is  calculated  as  a  function  of  the 
file  system  size.  No  boot  program  is  initialized  by  mkfs  (see  newfs(8)). 

OPTIONS 

The  optional  arguments  allow  fine  tune  control  over  the  parameters  of  the  file  system. 
nsect  The  number  of  sectors  per  track  on  the  disk.  The  default  is  32. 
ntrack  The  number  of  tracks  per  cylinder  on  the  disk.  The  default  is  16. 

blksize  The  primary  block  size  for  files  on  the  file  system.  It  must  be  a  power  of  two,  currently  selected 
from  4096  or  8192  (the  default). 

fragsize  The  fragment  size  for  files  on  the  file  system.  The  fragsize  represents  the  smallest  amount  of  disk 
space  that  will  be  allocated  to  a  file.  It  must  be  a  power  of  two  currently  selected  Irom  the  range 
512  to  8192.  The  default  is  1024. 

ncpg  The  number  of  disk  cylinders  per  cylinder  group.  This  number  must  be  in  the  range  1  to  32.  The 
default  is  16. 

minfree  The  minimum  percentage  of  Iree  disk  space  allowed.  Once  the  file  system  capacity  reaches  this 
threshold,  only  the  super-user  is  allowed  to  allocate  disk  blocks.  The  default  value  is  10%. 

rps  The  rotational  speed  of  the  disk,  in  revolutions  per  second.  The  default  is  60. 

nbpi  The  number  of  bytes  for  which  one  inode  block  is  allocated.  This  parameto*  is  currently  set  at  one 

inode  block  for  every  2048  bytes. 

opt  Space  or  time  optimization  preference;  s  specifies  optimization  for  space,  t  specifies  optimization 
for  time.  The  default  is  t. 

ape  The  number  of  alternates  per  cylinder  (SCSI  devices  only).  The  default  is  0. 

rot  The  expected  time  (in  milliseconds)  to  service  a  transfer  compledon  interrupt  and  initiate  a  new 

transfa*  on  the  same  disk.  It  is  used  to  decide  how  much  rotational  spacing  to  place  between  suc¬ 
cessive  blocks  in  a  file. 

Users  with  special  demands  for  their  file  systems  are  referred  to  the  paper  cited  below  for  a  discussion  of 
the  tradeoffs  in  using  different  configurations. 

SEE  ALSO 

dlr(5),  fs(5),  fsck(8),  newfs(8),  tunefs(8) 

System  and  Network  Administration 

McKusick,  Joy,  Leffler;  A  Fast  File  System  for  UNIX, 

NOTES 

newfs(8)  is  much  to  be  preferred  for  most  routine  uses. 
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NAME 

mknod  -  build  special  file 
SYNOPSIS 

/usr/etc/mknod  filename  [  c  ]  [  b  ]  major  minor 
/usr/etc/mknod  filename  p 
DESCRIPTION 

mknod  makes  a  special  file.  The  first  argument  is  the  filename  of  the  entry.  In  the  first  form,  the  second 
argument  is  b  if  the  special  file  is  block-type  (disks,  tape)  or  c  if  it  is  character-type  (other  devices).  The 
last  two  arguments  are  numbers  specifying  the  major  device  type  and  the  minor  device  (for  example,  unit, 
drive,  or  line  number).  Only  the  super-user  is  permitted  to  invoke  this  form  of  the  mknod  command. 

In  the  second  form,  mknod  makes  a  named  pipe  (FIFO). 

The  first  form  of  mknod  is  only  for  use  by  system  configuration  people.  Normally  you  should  use 
/dev/MAKEDEV  instead  when  making  special  files. 

SEE  ALSO 

mknod(2),  makedev(8) 
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NAME 

mkproto  -  construct  a  prototype  file  system 
SYNOPSIS 

/usr/etc/mkproto  special  proto 
DESCRIPTION 

mkproto  is  used  to  bootstrap  a  new  file  system.  First  a  new  file  system  is  created  using  newfs(8). 
mkproto  is  then  used  to  copy  files  from  the  old  file  system  into  the  new  file  system  according  to  the  direc¬ 
tions  found  in  the  prototype  file  proto.  The  prototype  file  contains  tokens  separated  by  SPACE  or  NEW- 
LINE  characters.  The  first  tokens  comprise  the  specification  for  the  root  directory.  File  specifications  con¬ 
sist  of  tokens  giving  the  mode,  the  user  ID,  the  group  ID,  and  the  initial  contents  of  the  file.  The  syntax  of 
the  contents  field  depends  on  the  mode. 

The  mode  token  for  a  file  is  a  6  character  string.  The  first  character  specifies  the  type  of  the  file.  (The 
characters  -bed  specify  regular,  block  special,  character  special  and  directory  files  respectively.)  The 
second  character  of  the  type  is  either  u  or  to  specify  set-user-id  mode  or  not.  The  third  is  g  or  for 
the  set-group-id  mode.  The  rest  of  the  mode  is  a  three  digit  octal  number  giving  the  owner,  group,  and 
other  read,  write,  execute  permissions,  see  chmod(lV). 

Two  decimal  number  tokens  come  after  the  mode;  they  specify  the  user  and  group  ID’s  of  the  owner  of  the 
file. 

If  the  file  is  a  regular  file,  the  next  token  is  a  pathname  whence  the  contents  and  size  are  copied. 

If  the  file  is  a  block  or  character  special  file,  two  decimal  number  tokens  follow  which  give  the  major  and 
minor  device  numbers. 

If  the  file  is  a  directory,  mkproto  makes  the  entries  and  and  then  reads  a  list  of  names  and  (recur¬ 
sively)  file  specifications  for  the  entries  in  the  directory.  The  scan  is  terminated  with  the  token  $. 

A  sample  prototype  specification  follows: 
d— 777  3  1 
usr  d — m  3  1 

sh  - 755  3  1  /usrA>in/sh 

ken  d— 755  6  1 

$ 

bO  b— 6443  1  0  0 

cO  c— 6443  1  00 

$ 

$ 

SEE  ALSO 

chmod(lV),  fs(5),  dir(5),  fsck(8),  newfs(8) 

BUGS 

There  should  be  some  way  to  specify  links. 

There  should  be  some  way  to  specify  bad  blocks. 

mkproto  can  only  be  run  on  virgin  file  systems.  It  should  be  possible  to  copy  files  into  existent  file  sys¬ 
tems. 
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NAME 

modload  -  load  a  Sun386i  module 
SYNOPSIS 

modload  fdename  [  -conf  configjile  ]  [  -entry  entry jtoint  ]  [  -exec  execJUe  ]  [  -o  output_file  ] 

[  -nolink  ]  [  -A  vmunix  Jile  ] 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPnON 

modload  loads  a  loadable  module  into  a  running  system.  The  input  fAe filename  is  an  object  file  (  file). 

OPTIONS 

-conf  configjile 

Use  this  configuration  file  to  configure  the  loadable  driver  being  loaded.  The  commands  in  this 
file  are  the  same  as  those  that  the  config(8)  program  recognizes.  There  are  two  additional  com¬ 
mands,  blockmajor  and  charmajor,  shown  in  the  configuration  file  example  below. 

-entry  entry j>oint 

This  is  the  module  entry  point  This  is  passed  by  modload  to  ld(l)  when  the  module  is  linked. 
The  default  module  entry  point  name  is  ‘xxxinit’. 

-exec  exec  Jile 

This  is  the  name  of  a  shell  script  or  executable  image  file  that  will  be  executed  if  the  module  is 
successfully  loaded.  It  is  always  passed  the  module  id  and  module  type  as  the  first  two  arguments. 
For  loadable  drivers,  the  third  and  fourth  arguments  are  the  block  major  and  character  major 
numbers  respectively.  For  a  loadable  system  call,  the  third  argument  is  the  system  call  number. 

-0  output JUe 

This  is  the  name  of  the  output  file  that  is  produced  by  the  linker.  If  this  option  is  omitted,  then  the 
output  file  name  is  filename>  without  the  ‘.o’. 

-nolink  This  option  can  be  used  if  modload  has  already  been  issued  once  and  the  ouq>ut  file  already 
exists.  One  must  take  care  that  neither  the  kernel  nor  the  module  have  changed. 

—X  vmunix  Jle 

This  is  the  file  that  is  passed  to  the  linker  to  resolve  module  references  to  kernel  symbols.  The 
default  is  /vmunix.  The  symbol  file  must  be  for  the  currently  running  kernel  (x  the  module  is 
likely  to  crash  the  system. 

EXAMPLE 

controller 
controller 
disk 
disk 
disk 
device 
disk 

blockmajor  51 
charmajor  52 

SEE  ALSO 

ld(l),  modunload(8),  modstat(8) 


fdcO  at  atmem  csr  0x001000  irq  6  priority  3 
fdc2  at  atmem  csr  0x002000  irq  5  priority  2 
fdO  at  fdcO  drive  0 
fdO  at  fdcO  drive  1 
fdO  at  fdcO  drive  2 

fdO  at  fdc2  drive  0  csr  0x003000  irq  4  priority  2 
fdO  at  fdc2  drive  1 
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NAME 

modstat-  display  status  of  Sun386i  modules 
SYNOPSIS 

modstat  [  -id  module _id  ] 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPnON 

modstat  displays  the  status  of  the  loaded  modules. 

OPTIONS 

-id  module Jd 

Display  status  of  only  this  module. 

SEE  ALSO 

modload(8),  modunload(8) 
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NAME 

modunload  -  unload  a  Sun386i  module 
SYNOPSIS 

modunload  —id  module Jd  [  -exec  exec_iile  ] 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

modunload  unloads  a  loadable  module  from  a  running  system.  The  module  Jd  is  the  ID  of  the  module  as 
shown  by  modstat(8). 

OPTIONS 

-exec  exec Jile 

This  is  the  name  of  a  shell  script  or  executable  image  file  that  will  be  executed  before  the  module 
is  unloaded.  It  is  always  passed  the  module  id  and  module  type  as  the  first  two  arguments.  For 
loadable  drivers,  the  third  and  fourth  arguments  are  the  block  major  and  character  major  numbers 
respectively.  For  a  loadable  system  call,  the  third  aigument  is  the  system  call  number. 

SEE  ALSO 

modload(8),  modstat(8) 
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NAME 

monitor  -  system  ROM  monitor 

SYNOPSIS 

Ll-A 

BREAK 

DESCRIPTION 

The  CPU  board  of  the  Sun  workstation  contains  an  EPROM  (or  set  of  EPROMs),  called  the  monitor,  diat 
controls  the  system  during  startup.  The  monitor  tests  the  system  before  attempting  to  boot  the  operating 
system.  If  you  interrupt  the  boot  procedure  by  holding  down  LI  while  typing  a  or  A  on  the  workstation 
keyboard  (or  BREAK  if  the  console  is  a  dumb  terminal)  the  monitor  issues  the  prompt: 

> 

and  accepts  commands  interactively. 

USAGE 

Commands 

+|-  Increment  or  decrement  the  current  address  and  display  the  contents  of  the  new  location. 

“C  source  destination  n 

(CTRL-C)  Copy,  byte-by-byte  a  block  of  length  n  from  the  source  address  to  the  destination 
address. 

T  program  (CTRL-I)  Display  the  compilation  date  and  location  of  program. 

*T  virtual_address 

(CTRL-T)  Display  the  physical  address  to  which  virtual_address  is  mapped. 

a  [n]  [action]. . .  (Sun-2  and  Sun-3  systems  only) 

Open  A— register  (cpu  address  register)  n,  and  perform  indicated  actions.  The  number  n  can 
be  any  value  from  0  to  7,  inclusive.  The  default  value  is  0.  A  hexadecimal  action  argument 
assigns  the  value  you  supply  to  the  register  n.  A  non-hex  action  terminates  command  input. 

b  [.']  [device  [  (c,u,p)  ]  ]  [pathname  ]  [arguments Jist  ] 

b[?]  Reset  appropriate  parts  of  the  system  and  bootstrap  a  program.  A  '!’  (preceding  the  device 

argument)  prevents  the  system  reset  from  occurring.  Programs  can  be  loaded  from  various 
devices  (such  as  a  disk,  tape  or  Ethernet),  ‘b’  with  no  arguments  will  cause  a  default  boot, 
either  from  a  disk,  or  from  an  Ethernet  controller,  ‘b?’  displays  all  boot  devices  and  their 
device  arguments,  where  device  is  one  of: 

ie  Intel  Ethernet 

le  Lance  Ethernet  (Sun-2,  Sun-3,  Sun-4  systems  only) 
sd  SCSI  disk 
St  SCSI  1/4"  tape 

mt  Tape  Master  9-track  1/2"  tape  (Sun-2,  Sun-3,  Sun-4  systems  only) 
xd  Xylogics  7053  disk  (Sun-2,  Sun-3,  Sun-4  systems  only) 
xt  Xylogics  1/2"  tape  (Sun-2,  Sun-3,  Sun-4  systems  only) 
xy  Xylogics  440/450  disk  (Sun-2,  Sun-3,  Sun-4  systems  only) 
fd  Diskette  (Sun386i  system  only) 

c  A  controller  number  (0  if  only  one  controller), 

u  A  unit  number  (0  if  only  one  driver),  and 

p  A  partition. 

pathname  A  pathname  for  a  program  such  as  /stand/diag.  /vmunix  is  the  default. 
arguments  Jist 

A  list  of  up  to  seven  arguments  to  pass  to  the  program  being  booted. 
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c  [virtualjzddress] 

Resume  execution  of  a  program.  When  given,  virtual _address  is  the  address  at  which  exe¬ 
cution  will  resume.  The  default  is  the  current  PC  (EIP  on  Sun386i  systems).  Registers  are 
restored  to  the  values  shown  by  the  a,  d,  and  r  commands  (for  Sun-2  and  Sun-3  systems),  or 
by  the  d  and  r  commands  (for  Sun-4  systems),  or  by  the  d  command  (for  Sun386i  systems). 

d  [windowjtumber]  (Sun-4  systems  only) 

Display  (dump)  the  state  of  the  processor.  The  processor  state  is  observable  only  after: 

•  An  unexpected  trap  was  encountered. 

•  A  user  program  dropped  into  the  monitcv  (by  calling  abortent). 

•  The  user  manually  entered  the  monitor  by  typing  Ll-A  or  BREAK. 

The  display  consists  of  the  following: 

•  The  special  registers:  PSR,  PC,  nPC,  TBR,  WIM  and  Y 

•  Eight  global  registers,  and 

•  24  window  registers  (8  in,  8  local,  and  8  out),  corresponding  to  one  of  the  7 
available  windows.  If  a  Floating-Point  Unit  is  on  board,  its  status  register 
along  with  its  32  floating-point  registers  are  also  shown. 

window _number 

Display  the  indicated  windowjiwnber,  which  can  be  any  value  between  0  and  6, 
inclusive.  If  no  window  is  specified  and  the  PSR’s  current  window  pointer  contains 
a  valid  window  number,  registers  from  the  window  that  was  active  just  prior  to 
entry  into  the  monitor  are  displayed.  Otherwise,  registers  from  window  0  are 
displayed. 

d  (Sun386i  systems  only) 

Display  (dump)  the  state  of  the  processor.  This  display  consists  of  the  registers,  listed 
below: 


Processor  Registers:  EAX,  ECX,  EDX,  ESI,  EDI,  ESP,  EBP,  EFLAGS, 

EIP 

Segment  Registers:  ES,  CS,  SS,  DS,  FS,  GS 

Memory  Management  Registers:  GDTR,  LDTR,  IDTR,  TR 
Control  Registers:  CRO,  CR2,  CR3 

Debug  Registers:  DRO,  DRl ,  DR2 ,  DR3,  DR6,  DR7 

Test  Registers:  TR6,  TR7 

The  processor’s  state  is  observable  only  after  an  unexpected  trap,  a  user  program  has 
“dropped”  into  the  monitor  (by  calling  monitor  function  abortentor)  or  the  user  has  manually 
“broken  ”  into  the  monitor  (by  typing  Ll-A  on  the  Workstation  console,  or  BREAK  on  the 
dumb  terminal’s  keyboard. 

d  [/i]  [action) . . .  (Sun-2  and  Sun-3  systems  only) 

Open  D-register  (cpu  data  register)  n,  and  perform  indicated  actions.  The  number  n  can  be 
any  value  from  0  to  7,  inclusive.  The  default  is  0.  See  the  a  command  for  a  description  of 
action. 

e  [virtual_address]  [action) . . . 

Open  the  16  bit  word  at  virtual _address  (default  zero).  On  Sun-2,  Sun-3,  and  Sun-4  sys¬ 
tems,  the  address  is  interpreted  in  the  address  space  defined  by  the  s  command.  See  the  a 
command  for  a  description  of  action. 
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f  virtual _addressl  virtual_address2  pattern  [size  ]  (Sun-3  and  Sun-4  systems  only) 

Fill  the  bytes,  words  or  long  words  from  virtual_addressl  (lower)  to  virtual_address2 
(higher)  with  the  constant,  pattern.  The  size  argument  can  take  one  of  the  following  values 

b  byte  frumat  (the  default) 
w  word  format 
1  long  word  format 

For  example,  the  following  conunand  fills  the  address  block  from  OxKXK)  to  0x2000  with 
the  wOTd  pattern,  OxABCD: 

f  1000  2000  ABCDW 

g  [vector  ]  [argument  ] 
g  [virtual_address  ]  [argument  ] 

Goto  (jump  to)  a  predetermined  or  default  routine  (first  form),  or  to  a  user-specified  routine 
(second  form).  The  value  of  argument  is  passed  to  the  routine.  If  the  vector  or 
virtualjiddress  argument  is  omitted,  the  value  in  the  PC  is  used  as  the  address  to  jump  to. 

To  set  up  a  predetermined  routine  to  jump  to,  a  user  program  must,  prior  to  executing  the 
monitor’s  g  command,  set  the  variable  ♦romp->v_vector_cmd  to  be  equal  to  the  virtual 
address  of  the  desired  routine.  Predetermined  routines  need  not  necessarily  return  control  to 
the  monitor. 

The  default  routine,  defined  by  the  monitor,  prints  the  user-supplied  vector  according  to  the 
format  supplied  in  argument.  This  format  can  be  one  of: 

%x  hexadecimal 
%d  decimal 

gO  (Sun-2,  Sun-3,  and  Sun-4  only) 

When  the  mmiitor  is  running  as  a  result  of  the  system  being  interrupted,  force  a  panic  and 
produce  a  crash  dump. 

g4  When  the  monitor  is  running  as  a  result  of  the  system  being  interrupted,  force  a  kernel  stack 

trace. 

h  (Sun-3  and  Sun-4  and  Sun386i  systems) 

Display  the  help  menu  for  monitor  commands  and  their  descriptions.  To  return  to  the 
monitor’s  basic  command  level,  press  ESCAPE  or  q  before  pressing  RETURN. 

i  [cache_data_offset  ]  [action  ] . . .  (Sun-3/2(K)  series  and  Sun-4  systems  only) 

Modify  cxhe  data  RAM  command.  Display  and/or  modify  one  or  mwe  of  the 

Modify  cache  data  RAM  command.  Display  and/or  modify  one  or  more  of  the  cache  data 

addresses.  See  the  a  command  for  a  description  of  action. 

j  [cache Jag _off set  ]  [action  ] . . .  (Sun-3/200  series  and  Sun-4  systems  only) 

Modify  cache  tag  RAM  command.  Display  and/or  modify  the  contents  of  one  or  more  of  the 
cache  tag  addresses.  See  the  a  command  for  a  description  of  action. 

k  [reset Jevel  ] 

Reset  the  system.  If  reset  Jevel  is: 

0  CPU  reset  only  (Sun-2  and  Sun-3  systems).  Reset  VMEbus,  interrupt  registers, 
video  monitor  (Sun-4  systems).  This  is  the  default.  Reset  video  (Sun386i  sys¬ 
tems). 

1  Software  reset. 

2  Power-on  reset.  Resets  and  clears  the  memory.  Runs  the  EPROM-based  diag¬ 
nostic  self  test,  which  can  take  several  minutes,  depending  upon  how  much 
memory  is  being  tested. 

kb  Display  the  system  banner. 
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I  [virtualjiMress^iaction],.. 

Open  the  long  word  (32  bit)  at  memory  address  virtual_address  (default  zero).  On  Sun-2, 
Sun-3  and  Sun-4  systems,  the  address  is  interpreted  in  the  address  space  defined  by  the  s 
command  (below).  See  the  a  command  for  a  description  of  action, 

m  [virtual_address  ]  [action  ] . . . 

Open  the  segment  map  entry  that  maps  virtmljiddress  (default  zero).  On  Sun-2,  Sun-3  and 
Sun-4  systems,  the  address  is  interpreted  in  the  address  space  defined  by  the  s  command. 
Not  supported  on  Sun386i.  See  the  a  command  for  a  description  of  action. 

nd  (Sun386i  systems  only) 
ne 

ni  Disable,  enable,  or  invalidate  the  cache,  respectively 

0  [virttuil_address  ]  [action/ . . . 

Open  the  byte  location  specified  by 

virtmljiddress  (default  zero).  On  Sun-2,  Sun-3  and  Sun-4  systems,  the  address  is  inter¬ 
preted  in  the  address  space  defined  by  the  s  command.  See  the  a  command  for  a  description 
of  action. 

p  [virtml_address'\[action^. . . 

Open  the  page  map  entry  that  maps  virtmljiddress  (default  zero)  in  the  address  space 
defined  by  the  s  command.  See  the  a  command  for  a  description  of  action. 

P  [portjiddress]  [[nonhexjhar  [hex_value]  \  hex_value] ...]  (Sun386i  systems  only) 

Display  or  modify  the  contents  of  one  or  more  port  VO  addresses  in  byte  mode.  Each  port 
address  is  treated  as  a  8-bit  unit  The  optional  portjiddress,  argument  which  is  a  16-bit 
quantity,  specifies  the  initial  port  I/O  address.  See  the  e  command  for  argument  descrip¬ 
tions. 

q  [eepromj>ffset  ]  [action  ]. . .  (Sun-3  and  Sun-4  systems  only) 

Open  the  EEPROM  eeprom  jffset  (default  zero)  in  the  EEPROM  address  space.  All  addresses 
are  referenced  from  the  beginning  or  base  of  the  EEPROM  in  physical  address  space,  and  a 
limit  check  is  performed  to  insure  that  no  address  beyond  the  EEPROM  physical  space  is 
accessed.  On  Sun386i  systems,  open  the  NVRAM  nvramjffset  (default  zero).  This  com¬ 
mand  is  used  to  display  or  modify  configuration  parameters,  such  as:  the  amount  of  memory 
to  test  during  self  test,  whether  to  display  a  standard  or  custom  banner,  if  a  serial  p<Mt  (A  or 
B)  is  to  be  the  system  console,  etc.  See  the  a  command  for  a  description  of  action. 

r  [regjiame]  [[nonhexjhar  [hexjalue]  \  hexjalue] ...]  (Sun386i  systems  only) 

Display  or  modify  one  or  more  of  the  processor  registers.  If  regjiame  is  specified  (2  or  3 
characters  from  the  above  list),  that  register  is  displayed  first.  The  default  is  EAX.  See  note 
on  register  availability  under  the  command  d  (for  Sun386i  systems).  See  the  e  command  for 
argument  descriptions. 

s  [stepjount]  (Sun386i  systems  only) 

Single  step  the  execution  of  the  interrupted  program.  The  stepjount  argument  specifies  the 
number  of  single  steps  to  execute  before  displaying  the  monitor  prompt.  The  default  is  1. 

r  [register  jutmber]  [action  ] . . .  (Sun-2  and  Sun-3  systems  only) 

Display  and/or  modify  the  register  indicated,  registerjumber  can  be  one  of: 

CA  68020  Cache  Address  Register 
CC  68020  Cache  Control  Register 
CX  68020  System  and  User  Context 
DF  Destination  Function  code 
IS  68020  Interrupt  Stack  Pointer 
MS  68020  Master  Stack  Pointer 
PC  Program  Counter 
SC  68010  System  Context 
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SF  Source  Function  code 

SR  Status  Register 

SS  68010  Supervisor  Stack  Pointer 

UC  68010  User  Context 

US  User  Stack  Pointer 

VB  Vector  Base 


Alterations  to  these  registers  (except  SC  and  UC)  do  not  take  effect  until  the  next  c  com¬ 
mand  is  executed.  See  the  a  command  for  a  description  of  action. 


T  [register  jtumber  ]  (Sun-4  systems  only) 

r  [register Jype'\ 
r  [w  window jiumber  ] 

Display  and/or  modify  one  or  more  of  the  lU  or  FPU  registers. 


A  hexadecimal  registerjiumber  can  be  one  of: 


0x00— OxOf 
0x16 — Oxlf 
0x20-0x2f 
0x30— 0x3f 
0x40 — 0x4f 
0x50— OxSf 
0x60— 0x6f 
0x70—0x77 
0x78— 0x7d 
0x7e — 0x9e 


window(0,i0) — ^window(0,i7),  window(0,i0) — ^window(0,i7) 
window(  1  ,i0) — ^window(  1  ,i7),  window(  1  ,i0) — ^window(  1  ,i7) 
window(2,i0) — ^window(2,i7),  window(2,i0) — ^window(2,i7) 
window(3,i0) — ^window(3,i7),  window(3,i0) — ^window(3,i7) 
window(4,i0) — ^window(4,i7),  window(4,i0) — ^window(4,i7) 
window(5,i0) — ^window(5,i7),  window(5,i0) — ^window(5,i7) 
window(6,i0) — ^window(6,i7),  window(6,i0) — ^window(6,i7) 
gO,  gl,  g2,  g3,  g4,  g5,  g6,  g7 
PSR,  PC,  nPC,  WIM,  TBR,  Y 
FSR,fO— f31 


Register  numbers  can  only  be  displayed  after  an  unexpected  trap,  a  user  program 
has  entered  the  monitor  using  the  abortent  function,  or  the  user  has  entered  the 
monitor  by  manually  typing  Ll-A  or  BREAK. 

If  a  register  jype  is  given,  the  first  register  of  the  indicated  type  is  displayed,  register  type 
can  be  one  of: 


f  floating-point 
g  global 
s  special 

If  w  and  a  window  number  (0—6)  are  given,  the  first  in-register  within  the  indicated  win¬ 
dow  is  displayed.  If  window jiumber  is  omitted,  the  window  that  was  active  just  prior  to 
entering  the  monitor  is  used.  If  the  PSR’s  current  window  pointer  is  invalid,  window  0  is 
used. 


s  [code]  (Sun-2  and  Sun-3  systems  only) 

Set  or  query  the  address  space  to  be  used  by  subsequent  memory  access  commands,  code  is 
one  of: 

0  undefined 

1  user  data  space 

2  user  program  space 

3  user  control  space 

4  undefined 

5  supervisor  data  space 

6  supervisor  program  space 

7  supervisor  control  space 

If  code  is  omitted,  s  displays  the  current  address  space. 
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s  [ofi  ]  (Sun-4  systems  only) 

Set  or  display  the  Address  Space  Identifier.  With  no  argument,  s  displays  the  current 
Address  Space  Identifier.  The  asi  value  can  be  one  of: 


0x2 

control  space 

0x3 

segment  table 

0x4 

Page  table 

0x8 

user  instruction 

0x9 

supervisor  instruction 

Oxa 

user  data 

Oxb 

supervisor  data 

Oxc 

fiush  segment 

Oxd 

flush  page 

Oxe 

flush  context 

Oxf 

cache  data 

t  [program]  (Sun-3  systems  only) 

Trace  the  indicated  stanMone  program.  Works  only  with  programs  that  do  not  affect  inter¬ 
rupt  vectors. 

u  [echo] 

u  [  port  ]  [  options  ]  [ 
u  [u]  [virtual jiddress  ] 

With  no  arguments,  display  the  cunent  I/O  device  characteristics  including:  current  input 
device,  current  output  device,  BAUD  rates  for  serial  ports  A  and  B,  an  input-to-output  echo 
indicator,  and  virtual  addresses  of  mapped  UART  devices.  With  arguments,  set  or  configure 
the  current  I/O  device.  With  the  u  argument  (nu...),  set  the  I/O  device  to  be  the 
virtual_address  of  a  UART  device  currently  mapped. 

echo  Can  be  either  e  to  enable  input  to  be  echoed  to  the  output  device,  or 

ne,  to  indicate  that  input  is  not  echoed. 

port  Assign  the  indicated  port  to  be  the  current  I/O  device,  port  can  be 

one  of: 

a  serial  port  A 

b  serial  port  B  (except  on  Sun386i  systems) 
k  the  workstation  keyboard 

s  the  workstation  screen 

baud_rate  Any  legal  BAUD  rate. 

options  can  be  any  combination  of: 

i  input 
o  output 
u  UART 

e  echo  input  to  output 
ne  do  not  echo  input 

r  reset  indicated  serial  port  (a  and  b  ports  only) 

If  either  a  or  b  is  supplied,  and  no  options  are  given,  the  serial  port 
is  assigned  for  both  input  and  ouQ>ut.  If  k  is  supplied  with  no 
options,  it  is  assigned  for  input  only.  If  s  is  supplied  with  no 
options,  it  is  assigned  for  output  only. 
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V  virtual_addressl  virtual_address2  (Sun*3  and  Sun-4  systems  only) 

Display  the  contents  of  virtual_addressl  (lower)  virtual_address2  (higher)  in  the  format 
specified  by  size'. 

b  byte  foirm^  (the  default) 
w  word  f<»inat 
i  long  word  format 

Enter  return  to  pause  for  viewing;  enter  another  return  character  to  resume  the  display.  To 
terminate  the  display  at  any  time,  press  the  space  bar. 

For  example,  the  following  command  displays  the  contents  of  virtual  address  space  firom 
address  0x1000  to  0x2000  in  word  format: 

V 1000  2000  W 

w  \yirtual_address  ]  [argument  ]  (Sun-3  and  Sun-4  systems  only) 

Set  the  execution  vector  to  a  predetermined  or  default  routine.  Pass  virtual jiddress  and 
argument  to  that  routine. 

To  set  up  a  luedetermined  routine  to  jump  to,  a  user  program  must,  prior  to  executing  the 
monitor’s  w  command,  set  the  variable  *ronip->v_vector_cmd  to  be  equal  to  the  virtual 
address  of  the  desired  routine.  Predetermined  routines  need  not  necessarily  return  control  to 
the  monitor. 

The  default  routine,  defined  by  the  monitor,  prints  the  user-supplied  vector  according  to  the 
format  supplied  in  argument.  This  format  can  be  one  of: 

%x  hexadecimal 
%d  decimal 

X  (Sun-3  and  Sun-4  systems  only) 

Display  a  menu  of  extended  tests.  These  diagnostics  permit  additional  testing  of  such  things 
as  Ae  I/O  port  connectors,  video  memory,  workstation  memory  and  keyboard,  and  boot  dev¬ 
ice  paths. 

y  c  contextjiumber  (Sun-4  systems  only) 
y  p|s  contextjiumber  virtual  jiddress 

Flush  the  indicated  context,  context  page,  or  context  segment 
c  flush  context  contextjiumber 

p  flushe  the  page  beginning  at  virtualjiddress  within  context  contextjiumber 
s  flush  the  segment  beginning  at  virtualjiddress  within  context  contextjiumber 

z  [number']  [breakpoint jdrtual jiddress  [type]  [/cn]]  (Sun386i  systems  only) 

Set  or  reset  breakpoints  for  debugging.  With  no  arguments,  this  command  displays  the 
existing  breakpoints.  The  number  argument  is  a  values  from  0  to  3,  corresponding  to  the 
processor  debug  registers,  DRO  to  DR3,  respectively.  Up  to  4  distinct  breakpoints  can  be 
specified.  If  number  is  not  specified  then  the  monitor  chooses  a  breakpoint  number.  The 
breakpoint  jirtual Jiddress  argument  specifies  the  brealq>oint  address.  The  type  argument 
can  be  one  of: 

X  Instruction  Execution  breakpoint  (the  default) 
m  for  Data  Write  only  breakpoint 
r  Data  Reads  and  Writes  only  breakpoint. 

The  len  argument  can  be  one  of:  ‘b’,  ‘w’,  or  i’,  corresponding  to  the  brealqwint  field  length 
of  byte,  word,  or  long-word,  respectively.  The  default  is  ‘b’.  Since  the  breakpoints  are  set 
in  the  on-chip  registers,  an  instruction  breakpoint  can  be  placed  in  ROM  code  or  in  code 
shared  by  several  tasks.  If  the  number  argument  is  specified  but  not 
breakpoint  jirtual Jiddress,  the  corresponding  breakpoint  is  reset 


Sun  Release  4.0 


Last  change:  25  February  1988 


1685 


MONITOR  (8S) 


MAINTENANCE  COMMANDS 


MONITOR  (8S) 


z  [virtual_address]  (Sun-3  systems  only) 

Set  a  breakpoint  at  virtual_address  in  the  address  space  selected  by  the  s  command. 


FILES 

/vmunix 
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NAME 

mount,  umount  -  mount  and  dismount  filesystems 
SYNOPSIS 

/usr/etc/mount  [  -p  ] 

/usr/etc/mount  -a[ftiv]  [  -t  type  ] 

/usr/etc/mount  [  -ftirv  ]  I  — t  type  ]  [  -o  options  filesystem  directory 
/usr/etc/mount  [  -vfn  ]  [  -o  options  ]  filesystem  \  directory 

/usr/etc/umount  [  -t  type  ]  [  -h  host  ] 

/usr/etc/umount  -a[v] 

/usr/etc/umount  [  -v  ]  filesystem  \  directory  . . . 

DESCRIPTION 

mount  attaches  a  named  filesystem  to  the  filesystem  hierarchy  at  the  pathname  location  directory,  which 
must  already  exist.  If  directory  has  any  contents  prior  to  the  mount  operation,  these  remain  hidden  until 
the  filesystem  is  once  again  unmounted.  If  filesystem  is  of  the  form  host ‘.pathname,  it  is  assumed  to  be  an 
NFS  filesystem  (type  nfs). 

umount  unmounts  a  currently  mounted  filesystem,  which  can  be  specified  either  as  a  directory  or  &  filesys¬ 
tem. 

mount  and  umount  maintain  a  table  of  mounted  filesystems  in  /etc/mtab,  described  in  fstab(S).  If 
invoked  without  an  argument,  mount  displays  the  contents  of  this  table.  If  invoked  with  either  i  filesystem 
or  directory  only,  mount  searches  the  file  /etc/fstab  for  a  matching  entry,  and  mounts  the  filesystem  indi¬ 
cated  in  that  entry  on  the  indicated  directory. 

MOUNT  OPTIONS 

— p  Print  the  list  of  mounted  filesystems  in  a  format  suitable  for  use  in  /etc/fstab. 

-a  All.  Attempt  to  mount  all  the  filesystems  described  in  /etc/fstab.  If  a  type  argument  is  specified 
with  -t,  mount  all  filesystems  of  that  type.  Filesystems  are  not  necessarily  mounted  in  the  order 
shown  in  /etc/fstab. 

-f  Fake  an  /etc/mtab  entry,  but  do  not  actually  mount  any  filesystems. 

-n  Mount  the  filesystem  without  making  an  entry  in  /etc/mtab. 

-V  Verbose.  Display  a  message  indicating  each  filesystem  being  mounted. 

-t  type  Specify  a  filesystem  type.  The  accepted  types  are  4.2,  and  nfs;  see  fstab(S)  for  a  description  of 
these  types. 

-r  Mount  the  specified  filesystem  read-only.  This  is  a  shorthand  for: 
mount  — o  ro  filesystem  directory 

Physically  write-protected  and  magnetic-tape  filesystems  must  be  mounted  read-only.  Otherwise 
errors  occur  when  the  system  attempts  to  update  access  times,  even  if  no  write  operation  is 
attempted. 

-o  options 

Specify  filesystem  options  — ^list  of  comma-separated  words  from  the  list  below.  Some  options 
are  valid  for  all  filesystem  types,  while  others  apply  to  a  specific  type  only. 

options  valid  on  all  filesystems: 

rw  I  ro  Read/write  or  read-only. 

suid  I  nosuid  Setuid  execution  allowed  or  disallowed. 

grpid  Create  files  with  BSD  semantics  for  the  propagation  of  the  group  ID. 

Under  this  option,  files  inherit  the  GID  of  the  directory  in  which  they  are 
created,  regardless  of  the  directory’s  set-GID  bit. 
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noauto  Do  not  mount  this  filesystem  that  is  currently  mounted  read-only.  If  the 

filesystem  is  not  currently  mounted,  an  error  results. 

The  default  is  ‘rw,suid’. 


options  specific  to  4.2  filesystems: 

quota  I  noquota  Usage  limits  are  enforced,  or  are  not  enforced.  The  default  is 
noquota. 

options  specific  to  nfs  CNFS)filesystems: 


bgifg 

retry=/i 

rsize=/i 

wsize=:n 

timeo=n 

retrans=n 

port=/i 

soft  I  hard 

intr 

secure 

acregmin=/i 

acreginax=n 

acdiriiim=n 

acdirmax=n 

actimeo=n 


If  the  first  attempt  fails,  retry  in  the  background,  or,  in  the  foreground. 
The  number  of  times  to  retry  the  mount  operation. 

Set  the  read  buffer  size  to  n  bytes. 

Set  the  write  buffer  size  to  n  bytes. 

Set  the  NFS  timeout  to  n  tenths  of  a  second. 

The  number  of  NFS  retransmissions. 

The  server  IP  port  number. 

Return  an  error  if  the  server  does  not  respond,  or  continue  the  retry 
request  until  the  server  responds. 

Allow  keyboard  interrupts  on  hard  mounts. 

Use  a  more  secure  protocol  for  NFS  transactions. 

Hold  cached  attributes  for  at  least  n  seconds  after  file  modification. 

Hold  cached  attributes  for  no  more  than  n  seconds  after  file 
modification. 

Hold  cached  attributes  for  at  least  n  seconds  after  directory  update. 

Hold  cached  attributes  for  no  more  than  n  seconds  after  directory 
update. 

Set  nun  and  max  times  for  regular  files  and  directories  to  n  seconds. 


Regular  defaults  are: 

fg,retry=10000,timeo=7,retrans=3,port=NFS_PORT,hard,\ 

acregmin=3,acregmax=:60^cdirmin=30,acdirmax=60 

Defaults  for  rsize  and  wsize  are  set  internally  by  the  system  kernel. 


UMOUNT  OPTIONS 

-h  host  Unmount  all  filesystems  listed  in  /etc/mtab  that  are  remote-mounted  from  host. 
“t  type  Unmount  all  filesystems  listed  in  /etc/mtab  that  are  of  a  given  type. 

-a  Unmount  all  filesystems  currently  mounted  (as  listed  in  /etc/mtab). 

-V  Verbose.  Display  a  message  indicating  each  filesystem  being  unmounted. 


NFS  FILESYSTEMS 

Background  vs.  Foreground 

Filesystems  mounted  with  the  bg  option  indicate  that  mount  is  to  retry  in  the  background  if  the  server’s 
mount  daemon  (mountd(8c))  does  not  respond,  mount  retries  the  request  up  to  the  count  specified  in  the 
retry=/i  option.  Once  the  filesystem  is  mounted,  each  NFS  request  made  in  the  kernel  waits  timeo=n  tenths 
of  a  second  for  a  response.  If  no  response  arrives,  the  time-out  is  multiplied  by  2  and  the  request  is 
retransmitted.  When  the  number  of  retransmissions  has  reached  the  number  specified  in  the  retrans=« 
option,  a  filesystem  mounted  with  the  soft  option  returns  an  error  on  the  request;  one  mounted  with  the 
hard  option  prints  a  warning  message  and  continues  to  retry  the  request. 

Read-Write  vs.  Read-Only 

Filesystems  that  are  mounted  rw  (read-write)  should  use  the  hard  option. 

Interrupting  Processes  With  Pending  NFS  Requests 

The  intr  option  allows  keyboard  interrupts  to  kill  a  process  that  is  hung  while  waiting  for  a  response  on  a 
hard-mounted  filesystem. 
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Secure  FUesystems 

The  secure  option  must  be  given  if  the  server  requires  secure  mounting  for  the  filesystem. 


FUe  Attributes 

The  attribute  cache  retains  file  attributes  on  the  client.  Attributes  for  a  file  are  assigned  a  time  to  be 
flushed.  If  the  file  is  modified  before  the  flush  time,  then  the  flush  time  is  extended  by  the  time  since  the 
last  modification  (under  the  assumption  that  files  that  changed  recently  are  likely  to  change  soon).  There  is 
a  minimum  and  maximum  flush  time  extension  for  regular  files  and  for  directories.  Setting  actimeo=/i 
extends  flush  time  by  n  seconds  for  both  regular  files  and  directories. 


SYSTEM  V  COMPATIBILITY 

System  V  File-Creation  Semantics 

Ordinarily,  when  a  file  is  created  its  GID  is  set  to  the  effective  GID  of  the  calling  process.  This  behavior 
may  be  overridden  on  a  per-directory  basis,  by  setting  the  set-GlD  bit  of  the  parent  directory;  in  this  case, 
the  GID  is  set  to  the  GID  of  the  parent  directoiy  (see  open(2V)  and  mkdlr(2)).  Files  created  on  filesystems 
that  are  mounted  with  the  grpid  option  will  obey  BSD  semantics;  that  is,  the  GID  is  unconditionally  inher¬ 
ited  from  that  of  the  parent  directory. 


EXAMPLES 


To  mount  a  local  disk; 

To  fake  an  entry  for  nd  root: 

To  mount  all  4.2  filesystems: 

To  mount  a  remote  filesystem: 

To  mount  a  remote  filesystem: 

To  hard  mount  a  remote  filesystem; 
To  save  current  mount  state: 


mount  /dev/xyOg  /usr 
mount  —ft  4.2  /dev/ndO  / 
mount -at  4.2 

mount  -t  nfs  serv:/usr/src  /usr/src 
mount  serv:/usr/src  /usr/src 
mount  -0  hard  serv:/usr/src  /usr/src 
mount  -p  >  /etc/fstab 


FILES 

/etc/mtab  table  of  mounted  filesystems 

/etc/fstab  table  of  filesystems  mounted  at  boot 

SEE  ALSO 

mkdir(2),  mount(2),  unmount(2),  open(2V),  fstab(5),  mtab(5),  mountd(8C),  nfsd(8) 

BUGS 

Mounting  filesystems  full  of  garbage  crashes  the  system. 

If  the  directory  on  which  a  filesystem  is  to  be  mounted  is  a  symbolic  link,  the  filesystem  is  mounted  on  the 
directory  to  which  the  symbolic  link  r^ers,  rather  than  being  mounted  on  top  of  the  symbolic  link  itself. 
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NAME 

mountd  —  NFS  mount  request  servo" 

SYNOPSIS 

/usr/etc/rpc.mountd  [  -n  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

mountd  is  an  RPC  server  that  answers  file  system  mount  requests.  It  reads  the  file  /etc/xtab,  described  in 
exports(S),  to  determine  which  file  systems  are  available  for  mounting  by  which  machines.  It  also  pro¬ 
vides  information  as  to  what  file  systems  are  mounted  by  which  clients.  This  information  can  be  printed 
using  the  sbowmount(8)  command 

The  mountd  daemon  is  normally  invoked  by  rc(8). 

OPTIONS 

-n  Do  not  check  that  the  clients  are  root  users.  Though  this  option  makes  things  slightly  less  secure,  it 
does  allow  older  versions  (pre-3.0)  of  client  NFS  to  work. 

FILES 

/etc/xtab 
SEE  ALSO 

exports(S),  rc(8),  showmount(8) 


1690 


Last  change:  17  December  1987 


Sun  Release  4.0 


NAMED  (8C) 


MAINTENANCE  COMMANDS 


NAMED  (8C) 


NAME 

named  -  Internet  domain  name  server 
SYNOPSIS 

/usr/etc/in.named  [  — d  level  ]  [  — p port  ]  [  [— b  ]  bootfile  ] 

DESCRIPTION 

filenamed  is  the  Internet  domain  name  server.  It  is  used  by  hosts  on  the  DARPA  Internet  to  provide  access 
to  the  Internet  distributed  naming  database.  See  RFC  1034  and  RFC  1035  for  more  details.  With  no  argu¬ 
ments  reads  /etc/named.boot  for  any  initial  data,  and  listens  for  queries  on  a  privileged  port 

OPTIONS 

-d  level  Print  debugging  information,  level  is  a  number  indicating  the  level  of  messages  printed. 

-p  port  Use  a  different  port  number. 

-b  bootfile 

Use  bootfile  rather  than  /etc/named.boot. 

EXAMPLE 

;  boot  file  for  name  server 

5 

;  type  domain  source  file  or  host 

# 

domain  berkeley.edu 

primary  berkeley.edu  named.db 

secondary  cc.berkeley.edu  10.2.0.78  128.32.0.10 

cache  named.ca 

The  domain  line  specifies  that  berkeley.edu  is  the  domain  of  the  given  server. 

The  primary  line  states  that  the  file  named.db  contains  authoritative  data  for  berkeley.edu.  The  file 
named.db  contains  data  in  the  master  file  format,  described  in  RFC  1035,  except  that  all  domam  names  are 
relative  to  the  origin;  in  this  case,  berkeley.edu  (see  below  for  a  more  detailed  description). 

The  secondary  line  specifies  that  all  authoritative  data  under  cc.berkeley.edu  is  to  be  transferred  from  the 
name  server  at  10.2.0.78.  If  the  transfer  fails  it  will  try  128  J2.0.10,  and  continue  for  up  to  10  tries  at  that 
address.  The  secondary  copy  is  also  authoritative  for  the  domain. 

The  cache  line  specifies  that  data  in  named.ca  is  to  be  placed  in  the  cache  (typically  such  data  as  the  loca¬ 
tions  of  n)ot  domain  servers).  The  file  named.ca  is  in  the  same  format  as  named.db. 

The  master  file  consists  of  entries  of  the  form: 

$INCLUDE  <filename> 

$ORIGIN  <domain> 

<domain>  <optjtl>  <opt_class>  <type>  <resource_record_data> 
where  domain  is  for  the  root,  for  the  current  origin,  or  a  standard  domain  name.  If  ^main  is  a 
standard  domain  name  that  does  not  end  with  the  current  origin  is  appended  to  the  domain.  Domain 
names  ending  with  are  unmodified. 

The  optjtl  field  is  an  optional  integer  number  for  the  time-to-live  field.  It  defaults  to  zero. 

The  opt_class  field  is  currently  one  token,  ‘IN’  for  the  IntemeL 

The  type  field  is  one  of  the  following  tokens;  the  data  expected  in  the  resource jecordjata  field  is  in 
parentheses. 

A  A  host  address  (dotted  quad). 

NS  An  authoritative  name  server  (domain). 

MX  A  mail  exchanger  (domain). 


Sun  Release  4.0 


Last  change:  9  September  1987 


1691 


NAMED  (8C) 


MAINTENANCE  COMMANDS 


NAMED  (8C) 


CNAME 

The  canonical  name  for  an  alias  (domain). 

SOA  Marks  the  start  of  a  zone  of  authority  (5  numbers),  (see  RFC  1035)). 
MB  A  mailbox  domain  name  (domain). 

MG  A  mail  group  member  (domain). 

MR  A  mail  rename  domain  name  (domain). 

NULL  A  null  resource  record  (no  format  or  data). 

WKS  A  well  know  service  description  (not  implemented  yet). 

PTR  A  domain  name  pointer  (domain). 

HINFO  Host  information  (cpu_type  OS_type). 

MINFO  Mailbox  or  mail  list  information  (request_domain  error_domain). 

FILES 

/etc/named.boot  name  server  configuration  boot  file 

/etc/named.pid  the  process  ID 

/var/tmp/named.run  debug  output 
/var/tmp/named_dump.db 

dump  of  the  name  servers  database 


SEE  ALSO 

kill(l),  signal(3),  resolver(3),  resolve.conr(5) 

Mockapetris,  Paul,  Domain  Names  -  Concepts  and  Facilities,  RFC  1034,  Network  Information  Center,  SRI 
International,  Menlo  Park,  Calif.,  November  1987. 


Mockapetris,  Paul,  Domain  Names  -  Implementation  and  Specification,  RFC  1035,  Network  Information 
Center,  SRI  International,  Menlo  Park,  Calif.,  November  1987. 

Mockapetris,  Paul,  Domain  System  Changes  and  Observations,  RFC  973,  Network  Information  Center,  SRI 
International,  Menlo  Park,  cilif.,  January  1986. 

Partridge,  Craig,  Mail  Routing  and  the  Domain  System,  RFC  974,  Network  Information  Center,  SRI  Inter¬ 
national,  Menlo  Park,  Calif.,  January  1986. 

NOTES 

The  following  signals  have  the  specified  effect  when  sent  to  the  server  process  using  the  kill(l)  command. 
SIGHUP  Causes  server  to  read  named.boot  and  reload  database. 


SIGQUIT 

Dumps  current  data  base  and  cache  to  /var/tmp/named_dump.db. 
SIGEMT  Turns  on  debugging;  each  subsequent  SIGEMT  increments  debug  level. 
SIGFPE  Turns  off  debugging  completely. 
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NAME 

ncheck  -  generate  names  from  i-numbers 
SYNOPSIS 

/usr/etc/ncheck  [  -i  numbers  ]  [  -as  ]  [filesystem  ] 


DESCRIPTION 

Note:  For  most  normal  file  system  maintenance,  the  function  of  ncheck  is  subsumed  by  fsck(8). 
ncheck  with  no  argument  generates  a  pathname  versus  i-number  list  of  all  files  on  a  set  of  default  file  sys¬ 
tems.  Names  of  directory  files  are  followed  by 
A  file  system  may  be  specified  by  the  optional  argument 

The  report  is  in  no  useful  order,  and  probably  should  be  sorted. 


OPTIONS 

—I  numbers 

Report  only  those  files  whose  i-numbers  follow. 

-a  Print  the  names  and  which  are  ordinarily  suppressed. 

-s  Report  only  special  files  and  files  with  set-user-ID  mode.  This  is  intended  to  discover  concealed 
violations  of  security  policy. 

SEE  ALSO 

sort(lV),  dcheck(8),  fsck(8),  icheck(8) 


DIAGNOSTICS 

When  the  filesystem  structure  is  improper, 
beginning  with  denotes  a  loop. 


denotes  the  “parent”  of  a  parentless  file  and  a  pathname 
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NAME 

ndbootd  —  ND  boot  block  server 

SYNOPSIS 

ndbootd  [  -dv  ] 

DESCRIPTION 

ndbootd  sends  boot  blocks  to  diskless  Sun-2  system  clients  that  request  them  using  the  (now  obsolete)  ND 
protocol.  This  server  uses  the  boot  block  contained  in  the  file  /tftpboot/sun2.bb.  A  client  must  appear  in 
the  ethers(S)  and  bosts(S)  databases,  in  order  for  the  request  to  be  served.  In  determining  whether  to  serve 
the  client,  ndbootd  checks  the  /tftpboot  directory  for  a  file  whose  name  is  the  client’s  IP  address  in  hexa¬ 
decimal  notation.  For  example,  if  the  file  /trtpboot/C0090lAD  exists,  the  machine  at  IP  address 
192.9.1.173  can  be  served.  This  file  normally  contains  the  boot  program  that  is  sent  to  the  client  by 
tftpd(8C). 

Only  root  can  invoke  ndbootd. 

OPTIONS 

-d  Debug.  Display  information  about  ignored  packets,  retransmissions,  and  address  translation. 

-v  Verbose.  Show  a  detailed  listing  of  packets  sent  and  received,  etc. 

If  either  option  is  used,  all  ouq)ut  is  sent  to  the  invoking  terminal.  Otherwise,  error  output  (if  any)  appears 
on  the  console. 


FILES 

/tftpboot  bootfiles  directory 

/tftpboot/sun2.bb  boot  blocks 

/tftpboot/????????  boot  programs  for  clients 

SEE  ALSO 

ethers(5),  hosts(5),  boot(8S),  tftpd(8C) 
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NAME 

netconfig  -  PNP  boot  service 
SYNOPSIS 

/single/netconfig  [  -e  ]  [  -n  ] 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

netconfig  is  used  both  for  automatic  installation  of  new  diskful  systems,  and  during  routine  booting  of  all 
systems.  The  sequence  of  actions  taken  by  netconfig  depends  on  which  of  these  situations  is  in  effect,  but 
it  always  sets  the  hosmame,  domainname,  time,  timezone,  and  interface  IP  address.  If  the  system  is  newly 
installed  on  the  network,  it  does  mote,  perhaps  interrogating  the  user  about  system  configuration. 

netconfig  is  invoked  with  the  -e  option  from  the  letclrc.boot  script 

Invoked  without  options,  netconfig  may  perform  PNP  set  up,  including  set  up  of  files,  passwords,  and 
secure  RPCs.  Unless  -n  is  specified,  it  writes  /etc/net.conf,  which  is  read  later  by  rc.boot.  T^is  includes 
the  VERBOSE  flag,  derived  from  NVRAM  data,  which  controls  the  verbosity  of  the  commands  in  rc.boot. 

Routine  Booting 

Boot  servers  use  information  stored  locally  in  YP  maps  rather  than  acquiring  it  ovea-  the  network,  except 
that  they  get  the  time  from  the  timehost  system  if  it  is  up.  The  following  describes  the  steps  taken  by  boot 
clients:  diskful  clients,  diskless  clients,  and  network  clients. 

Boot  clients  first  invoke  rarp  to  acquire  an  IP  address.  This  is  followed  by  a  ICMP  Netmask  request  to 
obtain  the  IP  subnetwork  mask,  and  then  a  PNP_WHOAMI  RPC  to  determine  the  system’s  name,  YP 
domain,  and  time  zone.  Then  the  systems  clock  is  set  using  the  RFC  868  time  service.  If  PNP_WHOAMI 
fails,  a  PNP_SETUP  sequence  is  followed  by  set  up  of  /etc/passwd  and  other  files. 

OPTIONS 

-e  Check  shell  environment  variables.  This  option  is  specified  during  routine  boot.  HOSTNAME  and 
DOMAINNAME  are  used  to  determine  if  the  system  is  a  YP  server  using  local  YP  maps.  Other¬ 
wise,  if  NETWORKED  is  YES,  netconfig  probes  the  network  for  network  configuration. 
MUST  SETUP  requires  writing  /etc/passwd  and  other  files  for  setup  in  restricted  network 
environments. 

-n  Used  in  conjunction  with  ‘-e’,  this  does  not  probe  the  network  for  anything  but  just  sets  the  host- 
name  and  domainname  of  the  system  from  the  environment  variables  HOSTNAME  and  DOMAIN- 
NAME  respectively.  Does  not  write  the  /etc/net.conf  file. 

FILES 

Zvar/yp/diomarn/ia/ne/netmasks 

/var/yp/domarnRome/hosts 

SEE  ALSO 

pnpboot(8C),  pnpd(8C),  rarpd(8C)  pnp(3R) 
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NAME 

netstat  -  show  network  status 
SYNOPSIS 

netstat  [  — aAn  ]  [  — f  address Jamily  ]  [  system  ]  [  core  ] 

netstat  [  —n  ]  [  —s  ]  [  —m  |  — i  |  — h  |  — r  ]  [  — f  address J^anuly  ]  [  system  ]  [  core  ] 

netstat  [  -n  ]  [  -I  interface  ]  interval  [  system  ]  [  core  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

netstat  displays  the  contents  of  various  netwoik-related  data  structures  in  various  formats,  depending  on 
the  options  you  select 

The  first  form  of  the  command  displays  a  list  of  active  sockets  for  each  protocol.  The  second  form  selects 
one  from  among  various  other  network  data  structures.  The  third  form  displays  running  statistics  of  packet 
traffic  on  configured  network  interfaces;  the  interval  argument  indicates  the  number  of  seconds  in  which  to 
gather  statistics  between  displays. 

The  default  value  for  the  system  argument  is  /vmunix;  for  core,  the  default  is  /dev/kmem. 

OPTIONS 

-a  Show  the  state  of  all  sockets;  normally  sockets  used  by  server  processes  are  not  shown. 

-A  Show  the  address  of  any  protocol  control  blocks  associated  with  sockets;  used  for  debugging. 

-f  address Jdmily 

Limit  statistics  or  address  control  block  reports  to  those  of  the  specified  address Jamily,  which 
can  be  one  of: 

inet  For  the  AFJNET  address  family,  or 
Unix  For  the  AFJJNIX  family. 

-h  Show  the  state  of  the  IMP  host  table.  (This  does  not  work  in  an  environment  where  the  IMP  host 
tables  do  not  exist) 

— i  Show  the  state  of  interfaces  that  have  been  auto-configured.  Interfaces  that  are  statically 

configured  into  a  system,  but  not  located  at  boot  time,  are  not  shown. 

“I  interface 

Highlight  information  about  the  indicated  interface  in  a  separate  column;  the  default  (for  the  third 
form  of  the  command)  is  the  interface  with  the  most  traffic  since  the  system  was  last  rebooted. 
interface  can  be  any  valid  interface  listed  in  the  system  configuration  file,  such  as  ieO  or  leO. 

—m  Show  the  statistics  recorded  by  management  routines  for  the  network’s  private  buffer  pool. 

-n  Show  network  addresses  as  numbers,  netstat  normally  displays  addresses  as  symbols.  This 
option  may  be  used  with  any  of  the  display  formats. 

-r  Show  the  routing  tables.  (When  -s  is  also  present,  show  routing  statistics  instead.) 

-s  Show  per-protocol  statistics.  When  used  with  the  -r  option,  show  routing  statistics. 

-t  Replace  queue  length  information  with  timer  information. 

DISPLAYS 

Active  Sockets  (First  Form) 

The  display  for  each  active  socket  shows  the  local  and  remote  address,  the  send  and  receive  queue  sizes  (in 
bytes),  the  protocol,  and  the  internal  state  of  the  protocol. 
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The  symbolic  fomat  normally  used  to  display  socket  addresses  is  either. 
hostname,  port 

when  the  name  of  the  host  is  specified,  or: 
network.port 

if  a  socket  address  specifies  a  network  but  no  specific  host.  Each  hostname  and  network  is  shown  acccffd- 
ing  to  its  entry  in  the  /etc/hosts  or  the  /etc/networks  file,  as  appropriate. 

If  the  network  or  hostname  for  an  address  is  not  known  (or  if  the  -n  option  is  specified),  the  numerical  net¬ 
work  address  is  shown.  Unspecified,  or  “wildcard”,  addresses  and  ports  appear  as  (For  more  infor¬ 
mation  regarding  the  Internet  naming  conventions,  refer  to  inet(3N) ). 


TCP  Sockets 

The  possible  state  values  for  TCP  sockets  are  as  follows: 


CLOSED 

LISTEN 

SYN_SENT 

syn’received 

ESTABUSHED 

cLOSE_wArr 

F1N_WMT_1 

CLOSING  ~ 

LAST_ACK 

FIN_WArr_2 

TIME_WAfr 


Closed:  the  socket  is  not  being  used. 

Listening  for  incoming  connections. 

Actively  trying  to  establish  connection. 

Initial  synchronization  of  the  connection  under  way. 
Connection  has  been  established. 

Remote  shut  down:  waiting  for  the  socket  to  close. 

Socket  closed,  shutting  down  connection. 

Closed,  then  remote  shutdown:  awaiting  acknowledgement. 
Remote  shut  down,  then  closed:  awaiting  acknowledgement 
Socket  closed,  waiting  for  shutdown  from  remote. 

Wait  after  close  for  remote  shutdown  retransmission. 


Network  Data  Structures  (Second  Form) 

The  form  of  the  display  depends  upon  which  of  the  -m,  -i,  -h  or  -r,  options  you  select  (If  you  specify 
more  than  one  of  these  options,  netstat  selects  one  in  the  order  listed  here.) 


Routing  Table  Display 

The  routing  table  display  lists  the  available  routes  and  the  status  of  each.  Each  route  consists  of  a  destina¬ 
tion  host  or  network,  and  a  gateway  to  use  in  forwarding  packets.  The  flags  column  shows  the  status  of  the 
route  (U  if  “up”),  whether  the  route  is  to  a  gateway  (G),  and  whether  the  route  was  created  dynamically 
by  a  redirect  (D). 

Direct  routes  are  created  for  each  interface  attached  to  the  local  host;  the  gateway  field  for  such  entries 
shows  the  address  of  the  outgoing  interface. 

The  refcnt  column  gives  the  current  number  of  active  uses  per  route.  (Connection-oriented  protocols  nor¬ 
mally  hold  on  to  a  single  route  for  the  duration  of  a  connection,  whereas  connectionless  protocols  obtain  a 
route  while  sending  to  the  same  destination.) 

The  use  column  displays  the  number  of  packets  sent  per  route. 

The  interface  entry  indicates  the  network  interface  utilized  for  the  route. 

Cumulative  Traffic  Statistics  (Third  Form) 

When  the  interval  argument  is  given,  netstat  displays  a  table  of  cumulative  statistics  regarding  packets 
transferred,  errors  and  collisions,  the  network  addresses  for  the  interface,  and  the  maximum  transmission 
unit  (“mtu”).  The  first  line  of  data  displayed,  and  every  24th  line  thereafter,  contains  cumulative  statistics 
from  the  time  the  system  was  last  rebooted.  Each  subsequent  line  shows  incremental  statistics  for  the  inter- 
val  (specified  on  the  command  line)  since  the  previous  display. 

SEE  ALSO 

hosts(5),  networks(5),  protocols(5),  services(5),  iostat(8),  trpt(8C),  vmstat(8) 
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BUGS 

The  notion  of  errors  is  ill-defined.  Collisions  mean  something  else  for  the  IMP. 

The  kernel’s  tables  can  change  while  netstat  is  examining  them,  creating  incorrect  or  partial  displays. 
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NAME 

newaliases  —  rebuild  the  data  base  for  the  mail  aliases  file 

SYNOPSIS 

newaliases 

DESCRIPTION 

newaliases  rebuilds  the  random  access  data  base  for  the  mail  aliases  file  /etc/aliases.  It  is  run  automati¬ 
cally  by  sendmail(8)  (in  the  default  configuration)  whenevCT  a  message  is  sent 

FILES 

/etc/aliases 
SEE  ALSO 

aliases(S),  sendmail(8) 
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NAME 

newfs  -  construct  a  new  file  system 
SYNOPSIS 

/usr/etc/newfs  [  -nNv  ]  [  mkfs-options  ]  block-special-file 
DESCRIPTION 

newfs  is  a  “friendly”  front-end  to  the  mkfs(8)  program.  On  Sun  systems,  the  disk  type  is  determined  by 
reading  the  disk  label  for  the  specified  block-special-file. 

block-special-file  is  the  name  of  a  block  special  device  residing  in  /dev.  If  you  want  to  make  a  file  system 
on  sdO,  you  can  specify  sdO  rsdO  or  /dev/rsdO;  if  you  only  specify  sdO,  newfs  will  find  the  proper  device. 

newfs  then  calculates  the  appropriate  parameters  to  use  in  calling  mkfs,  builds  the  file  system  by  forking 
mkfs  and,  if  the  file  system  is  a  root  partition,  installs  the  necessary  bootstrap  programs  in  its  initial  16  sec¬ 
tors. 

OPTIONS 

-n  Do  not  install  the  bootstrap  programs. 

-N  Print  out  the  file  system  parameters  without  actually  creating  the  file  system. 

-V  Verbose,  newfs  prints  out  its  actions,  including  the  parameters  passed  to  mkfs. 
mkfs-options 

Options  that  override  the  default  parameters  passed  to  mkfs(8)  are: 

-b  block-size 

The  block  size  of  the  file  system  in  bytes. 

-c  #cylindersf group 

The  number  of  cylinders  per  cylinder  group  in  a  file  system.  The  default  value  used  is 
16. 

--d  rotdelay 

This  specifies  the  expected  time  (in  milliseconds)  to  service  a  transfer  completion  inter¬ 
rupt  and  initiate  a  new  transfer  on  the  same  disk.  It  is  used  to  decide  how  much  rota¬ 
tional  spacing  to  place  between  successive  blocks  in  a  file. 

-f firag-size 

The  fragment  size  of  the  file  system  in  bytes. 

-i  bytesUnode 

This  specifies  the  density  of  inodes  in  the  file  system.  The  default  is  to  create  an  inode 
for  each  2048  bytes  of  data  space.  If  fewer  inodes  are  desired,  a  larger  number  should  be 
used;  to  create  more  inodes  a  smaller  number  should  be  given. 

— m  free-space% 

The  percentage  of  space  reserved  from  normal  users;  the  minimum  free  space  threshold. 
The  default  value  used  is  10%. 

-o  optimization 

(space  or  time).  The  file  system  can  either  be  instructed  to  try  to  minimize  the  time  spent 
allocating  blocks,  or  to  try  to  minimize  the  space  fragmentation  on  the  disk.  If  the 
minimum  free  space  threshold  (as  specified  by  the  -m  option)  is  less  than  10%,  the 
default  is  to  optimize  for  space;  if  the  minimum  free  space  threshold  is  greater  than  or 
equal  to  10%,  the  default  is  to  optimize  for  time. 

-r  revolutions/minute 

The  speed  of  the  disk  in  revolutions  per  minute  (normally  3600). 

-s  size  The  size  of  the  file  system  in  sectors. 
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-t  Utracks!  cylinder 

The  number  of  tracks  per  cylinders  on  the  disk. 

FILES 

/usr/etc/mkfs  to  actually  build  the  file  system 

/usr/mdec  for  boot  strapping  programs  /dev 

SEE  ALSO 

fs(5),  fsck(8),  nikfs(8),  tunefs(8) 
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NAME 

newkey  -  create  a  new  key  in  the  publickey  database 
SYNOPSIS 

newkey  [  -h  hostname  ]  [  -u  username  ] 

DESCRIPTION 

newkey  is  normally  run  by  the  network  administrator  on  the  YP  master  machine  in  order  to  establish  public 
keys  for  users  and  super-users  on  the  network.  These  keys  are  needed  for  using  secure  RPC  or  secure  NFS. 

newkey  will  pronq)!  for  the  login  password  of  the  given  username  and  then  create  a  new  public/secret  key 
pair  in  /etc/publickey  encrypted  with  the  login  password  of  the  given  user. 

Use  of  this  program  is  not  required:  users  may  create  their  own  keys  using  chkey  (1). 

OPTIONS 

-u  username  Create  a  new  public  key  for  the  given  username.  Prompts  for  the  Yellow  Pages  pass¬ 
word  of  the  given  username. 

-h  hostname  Create  a  new  public  key  for  the  super-user  at  the  given  hostname.  Prompts  for  the  root 
password  of  the  given  hostname. 

SEE  ALSO 

keylogin(l),  chkey(l),  publickey(5),  keyserv(8) 
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NAME 

nfsd,  biod  -  NFS  daemons 
SYNOPSIS 

/usr/etc/nfsd  [nservers^ 
/usr/etc/biod  [nservers] 


DESCRIPTION 

nfsd  starts  the  daemons  that  handle  client  filesystem  requests,  nservers  is  the  number  of  file  system  request 
daemons  to  start.  This  number  should  be  based  on  the  load  expected  on  this  server.  Four  seems  to  be  a 
good  number. 

biod  starts  nservers  asynchronous  block  I/O  daemons.  This  command  is  used  on  a  NFS  client  to  buffer 
cache  handle  read-ahead  and  write-behind.  The  magic  number  fw  nservers  in  here  is  also  four. 

When  a  file  that  is  opened  by  a  client  is  unlinked  (by  the  server),  a  file  with  a  name  of  the  form  .nfsXXX 
(where  XXX  is  a  number)  is  created  by  the  client.  When  the  open  file  is  closed,  the  .nfsXXX  file  is  removed. 
If  the  client  crashes  before  the  file  can  be  closed,  the  .nfsXXX  file  is  not  removed. 

FILES 

.nfsXXY  client  machine  pointer  to  an  open-but-unlinked  file 


SEE  ALSO 

exports(S),  mountd(8C) 
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NAME 

nfsstat  -  Network  File  System  statistics 

SYNOPSIS 

nfsstat  [  -csnrz  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

nfsstat  displays  statistical  information  about  the  NFS  (Network  File  System)  and  RPC  (Remote  Procedure 
Call),  interfaces  to  the  kernel.  It  can  also  be  used  to  reinitialize  this  information.  If  no  options  are  given 
the  default  is 

nfsstat  -csnr 

That  is,  display  everything,  but  reinitialize  nothing. 

OPTIONS 

-c  Display  client  information.  Only  the  client  side  NFS  and  RPC  information  will  be  printed.  Can  be 
combined  with  the  -n  and  -r  options  to  print  client  NFS  or  client  RPC  information  only. 

-s  Display  server  information. 

-n  Display  NFS  information.  NFS  information  for  both  the  client  and  server  side  will  be  printed.  Can 
be  combined  with  the  -c  and  -s  options  to  print  client  or  server  NFS  informatitm  only. 

-r  Display  RPC  information. 

-z  Zero  (reinitialize)  statistics.  This  option  is  for  use  by  the  super-user  only,  and  can  be  combined 
with  any  of  the  above  options  to  zero  particular  sets  of  statistics  after  printing  them. 

DISPLAYS 

The  server  RPC  display  includes  the  fields: 

calls  total  number  of  RPC  calls  received 
badcalls  total  number  of  calls  rejected 

nuUrecv  number  of  times  no  RPC  packet  was  available  when  trying  to  receive 

badlen  number  of  packets  that  were  too  short 

xdrcall  number  of  packets  that  had  a  malformed  header 

The  server  NFS  display  shows  the  number  of  NFS  calls  received  (calls)  and  rejected  (badcalls),  and  the 
counts  and  percentages  for  the  various  calls  that  were  made. 

The  client  RPC  display  includes  the  following  fields: 

calls  total  number  of  RPC  calls  sent 
badcalls  total  of  calls  rejected  by  a  server 

retrans  number  of  times  a  call  had  to  be  retransmitted 
badxid  number  of  times  a  reply  did  not  match  the  call 

timeout  number  of  times  a  call  timed  out 

wait  number  of  times  a  call  had  to  wait  on  a  busy  CLIENT  handle 
newcred  number  of  times  authentication  information  had  to  be  refreshed 

The  client  NFS  display  shows  the  number  of  calls  sent  and  rejected,  as  well  as  the  number  of  times  a 
CLIENT  handle  was  received  (nclget),  the  number  of  times  a  call  had  to  sleep  while  awaiting  a  handle 
(nclsleep),  as  well  as  a  count  of  the  various  calls  and  their  respective  percentages. 

FILES 

/vmunix  system  namelist 

/dev/kmem  kernel  memory 
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NAME 

nslookup  -  query  name  servers  interactively 
SYNOPSIS 

nslookup  [  -1  ]  [  address  ] 

DESCRIPTION 

nslookup  is  an  interactive  program  to  query  ARPA  Internet  domain  name  servers.  The  user  can  contact 
servers  to  request  information  about  a  specific  host  or  print  a  list  of  hosts  in  the  domain. 

OPTIONS 

-1  Use  the  local  host’s  name  server  instead  of  the  servers  in  /etc/resolve.conf.  (If 

/etc/resolve.conf  does  not  exist  or  does  not  contain  server  information,  the  -I  option  does  not 
have  any  effect). 

address  Use  the  nante  server  on  the  host  machine  with  the  given  Internet  address. 

USAGE 

Overview 

The  Ihtemet  domain  name-space  is  tree-structured,  with  four  top-level  domains  at  present: 

COM  commercial  establishments 

EDU  educational  institutions 

GOV  government  agencies 

MIL  MILNET  hosts 

If  you  are  looking  for  a  specific  host,  you  need  to  know  something  about  the  host’s  organization  in  order  to 
determine  the  top-level  domain  it  belongs  to.  For  instance,  if  you  want  to  find  the  Internet  address  of  a 
machine  at  UCLA,  do  the  following: 

1.  Connect  with  the  root  server  using  the  root  command.  The  root  server  of  the  name  space  has 
knowledge  of  the  top-level  domains. 

2.  Since  UCLA  is  a  university,  its  domain  name  is  ucla.edu.  Connect  with  a  server  for  the  ucla.edu 
domain  with  the  command  serverucla.edu.  The  response  will  print  the  names  of  hosts  that  act  as 
servers  for  that  domain.  Note:  the  root  server  does  not  have  information  about  ucla.edu,  but 
knows  the  names  and  addresses  of  hosts  that  do.  Once  located  by  the  root  server,  all  future 
queries  will  be  sent  to  the  UCLA  name  server. 

3.  To  request  information  about  a  particular  host  in  the  domain  (for  instance,  locus),  just  type  the 
host  name.  To  request  a  listing  of  hosts  in  the  UCLA  domain,  use  the  Is  command.  The  Is  com¬ 
mand  requires  a  domain  name  (in  this  case,  ucla.edu)  as  an  argument 

Note:  if  you  are  connected  with  a  name  server  that  handles  more  than  one  domain,  all  lookups  for  host 
names  must  be  fully  specified  with  its  domain.  For  instance,  the  domain  harvard.edu  is  served  by 
seismo.css.gov,  which  also  services  the  css.gov  and  cornell.edu  domains.  A  lookup  request  for  the  host 
aiken  in  the  harvard.edu  domain  must  be  specified  as  aiken.harvard.edu.  However,  the 

set  domains  name 


and 

set  defname 

commands  can  be  used  to  automatically  append  a  domain  name  to  each  request 

After  a  successful  lookup  of  a  host  use  the  finger  command  to  see  who  is  on  the  system,  or  to  finger  a 
specific  person.  To  get  other  information  about  the  host  use  the 

set  query  type -ydAae 

command  to  change  the  type  of  information  desired  and  request  another  lookup,  (finger  requires  the  type 
to  be  A.) 


Sun  Release  4.0 


Last  change:  18  September  1987 


1705 


NSL00KUP(8C) 


MAINTENANCE  COMMANDS 


NSLOOKUP(8C) 


Commands 

Commands  may  be  interrupted  at  any  time  by  typing  X.  To  exit,  type  "D  (EOF).  The  command  line 
length  must  be  less  than  80  characters.  Note:  an  unrecognized  command  will  be  interpreted  as  a  host 
name. 

host  [server] 

Look  up  information  for  host  using  the  current  default  server  or  using  server  if  it  is  specified. 

server  domain 
Iserver  domain 

Change  the  default  server  to  domain .  Iserver  uses  the  initial  server  to  look  up  information  about 
domain  while  server  uses  the  current  default  server.  If  an  authoritative  answer  can’t  be  found,  the 
names  of  servers  that  might  have  the  answer  are  returned. 

root  Changes  the  default  server  to  the  server  for  the  root  of  the  domain  name  space.  Currently,  the  host 
sri-nic.arpa  is  used;  this  command  is  a  synonym  for  ‘Iserver  sri-nic.arpa’.)  The  name  of  the 
root  server  can  be  changed  with  the  set  root  command. 

finger  [  name] 

Connect  with  the  finger  server  on  the  current  host,  which  is  defined  by  a  previous  successful 
lookup  for  a  host’s  address  information  (see  the  set  query  type -k  command).  As  with  the  shell, 
output  can  be  redirected  to  a  named  file  using  >  and  ». 

"Is  [-ah] 

List  the  information  available  for  domain.  The  default  output  contains  host  names  and  their  Inter¬ 
net  addresses.  The  -a  option  lists  aliases  of  hosts  in  the  domain.  The  -h  option  lists  CPU  and 
operating  system  information  for  the  domain.  As  with  the  shell,  output  can  be  redirected  to  a 
named  file  using  >  and  ».  When  output  is  directed  to  a  file,  hash  marks  are  printed  for  every  50 
records  received  from  the  server. 

yitvfjilename 

Sort  and  list  the  output  of  the  Is  command  with  more(l). 

help 

?  Print  a  brief  summary  of  commands. 

se\keyword[  =  value] 

This  command  is  used  to  change  state  information  that  affects  the  lookups.  Valid  keywords  are: 

all  Prints  the  current  values  of  the  various  options  to  set.  Information  about  the  current 
default  server  and  host  is  also  printed. 

[no]deb[ug] 

Turn  debugging  mode  on.  A  lot  more  information  is  printed  about  the  packet  sent  to  the 
server  and  the  resulting  answer.  The  default  is  nodebug. 

[no]def[name] 

Append  the  default  domain  name  to  every  lookup.  The  default  is  nodefname. 
do[main]  =filename 

Change  the  default  domain  name  to  name.  The  default  domain  name  is  appended  to  all 
lookup  requests  if  defname  option  has  been  set.  The  default  is  the  value  in 
/etc/resolvexonf. 

q[querytype]=vn/ue 

Change  the  type  of  information  returned  from  a  query  to  one  of: 

A  The  host’s  Internet  address  (the  default). 

CNAME 

The  canonical  name  for  an  alias. 

HINFO  The  host  CPU  and  operating  system  type. 

MD  The  mail  destination. 
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MX  The  mail  exchanger. 

MB  The  mailbox  domain  name. 

MG  The  mail  group  member. 

MINFO  The  mailbox  or  mail  list  information. 

(Other  types  specified  in  the  RFC883  document  are  valid,  but  are  not  very  useful.) 
[no]recurse 

Tell  the  name  server  to  query  other  servers  if  it  does  not  have  the  information.  The 
default  is  recurse. 

ret[ryl=coiinf 

Set  the  number  of  times  to  retry  a  request  before  giving  up  to  count.  When  a  reply  to  a 
request  is  not  received  within  a  certain  amount  of  time  (changed  with  set  timeout),  the 
request  is  resent.  The  default  is  count  is  2. 

ro[ot]=fe)sr 

Change  the  name  of  the  root  server  to  host.  This  affects  the  root  command.  The  default 
root  server  is  sri>nic.arpa. 

t[timeout]=mterva/ 

Change  the  time-out  for  a  reply  to  interval  seconds.  The  default  interval  is  10  seconds. 

[no]v[c] 

Always  use  a  virtual  circuit  when  sending  requests  to  the  server.  The  default  is  novc. 

DIAGNOSTICS 

If  the  lookup  request  was  not  successful,  an  error  message  is  printed.  Possible  errors  are: 

Time-out 

The  server  did  not  respond  to  a  request  after  a  certain  amount  of  time  (changed  with  set 
timeout=  value)  and  a  certain  number  of  retries  (changed  with  set  retry=  value). 

No  information 

Depending  on  the  query  type  set  with  the  set  querytype  command,  no  information  about  the  host 
was  available,  though  the  host  name  is  valid. 

Non-existent  domain 

The  host  or  domain  name  does  not  exist 

Connection  refused 
Network  is  unreachable 

The  connection  to  the  name  or  finger  server  could  not  be  made  at  the  current  time.  This  error 
commonly  occurs  with  finger  requests. 

Server  failure 

The  name  server  found  an  internal  inconsistency  in  its  database  and  could  not  return  a  valid 
answer. 

Refused 

The  name  server  refused  to  service  the  request 

The  following  error  should  not  occur  and  it  indicates  a  bug  in  the  program. 

Format  error 

The  name  server  found  that  the  request  packet  was  not  in  the  proper  format. 

FILES 

/etc/resolve.conf  initial  domain  name  and  name  server  addresses. 

SEE  ALSO 

resolver(3),  resolve.conf(5),  named(8C),  RFC  882,  RFC  883 
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NAME 

pac  -  printer/plotter  accounting  information 
SYNOPSIS 

/usr/etc/pac  [  -cps  ]  [  -Pprinter  ]  [  -pprice  ]  [filename. . .  ] 

DESCRIPTION 

pac  reads  the  printer/plotter  accounting  files,  accumulating  the  number  of  pages  (the  usual  case)  or  feet  (for 
raster  devices)  of  paper  consumed  by  each  user,  and  printing  out  how  much  each  user  consumed  in  pages 
or  feet  and  dollars.  If  wiy  filenames  are  specified,  then  statistics  are  only  printed  for  those  users;  usually, 
statistics  are  printed  for  every  user  who  has  used  any  paper. 

OPTIONS 

-c  Sorted  the  output  by  cost;  usually  the  ouQ)ut  is  sorted  alphabetically  by  name. 

-pprice  Use  the  value  price  for  the  cost  in  dollars  instead  of  the  default  value  of  0.02. 

-r  Reverse  the  sorting  order. 

-s  Summarize  the  accounting  information  on  the  summary  accounting  file;  this  summary  is  necessary 
since  on  a  busy  system,  the  accounting  file  can  grow  by  several  lines  per  day. 

-Pprinter 

Do  accounting  for  the  named  printer.  Normally,  accounting  is  done  for  the  default  printer  (site 
dependent)  or  the  value  of  the  PRINTER  environment  variable  is  used. 

FILES 

/var/adm/?acct  raw  accounting  files 

/var/adm/?_sum  summary  accounting  files 

BUGS 

The  relationship  between  the  computed  price  and  reality  is  as  yet  unknown. 
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NAME 

ping  -  send  ICMP  ECHO_REQUEST  packets  to  network  hosts 
SYNOPSIS 

/usr/etc/ping  host  [  timeout  ] 

/usr/etc/ping  [  -s  ]  [  -rv  ]  host  [  packetsize  ]  [  count  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Progrcans  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

ping  utilizes  the  ICMP  protocol’s  mandatory  ECHO_REQUEST  datagram  to  elicit  an  ICMP 
ECHO_RESPONSE  from  the  specified  host .  or  network  gateway.  ECHO_REQUEST  datagrams,  or  “pings,” 
have  Ml  IP  and  ICMP  header,  followed  by  a  rtruct  timeval,  and  then  an  arbitrary  number  of  bytes  to  pad  out 
the  packet  If  host  responds,  ping  will  print  host  is  alive  on  the  standard  output  and  exit  Otherwise  after 
timeout  seconds,  it  will  write  no  answer  from  host.  The  default  value  of  timeout  is  20  seconds. 

When  the  -s  flag  is  specified,  ping  sends  one  datagram  per  second,  and  prints  one  line  of  output  for  every 
ECHO_RESPONSE  that  it  receives.  No  ouQiut  is  produced  if  there  is  no  response.  In  this  second  form,  ping 
computes  round  trip  times  and  packet  loss  statistics;  it  displays  a  summary  of  this  information  upon  termi¬ 
nation  or  timeout  The  default  datagram  packet  size  is  64  bytes,  or  you  can  specify  a  size  with  the  packet- 
size  command-line  argument  If  an  optional  count  is  given,  ping  sends  only  that  number  of  requests. 

When  using  ping  for  fault  isolation,  first  ‘ping’  the  local  host  to  verify  that  the  local  network  interface  is 
running. 

OPTIONS 

— r  Bypass  the  normal  routing  tables  and  send  direcdy  to  a  host  on  an  attached  networic.  If  the  host  is 

not  on  a  directly-attached  network,  an  error  is  returned.  This  option  can  be  used  to  ping  a  local 
host  through  an  interface  that  has  been  dropped  by  the  router  daemon,  see  routed(8C). 

— v  Verbose  ouq>ut.  List  any  ICMP  packets,  other  than  ECHO  RESPONSE,  that  are  received. 

SEE  ALSO 

icmp(4P),  ifconfig(8C),  netstat(8C),  rpcinfo(8C),  spray(8C) 
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NAME 

pnpboot,  pnp.s386  -  pnp  diskless  boot  service 

SYNOPSIS  —  SUI1386I 

/tftpboot/pnp.s386 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

pnp.s386  is  a  level  2  boot  program  that  requests  actions  necessary  to  set  up  a  diskless  workstation  on  the 
network. 

The  PNP  diskless  boot  service  is  used  by  diskless  workstations  at  installation  time  to  locate  a  server  that 
will  configure  the  diskless  client. 

The  last  steps  of  the  level  1  boot  (from  the  PROM)  are  to  load  the  level  2  program  through  rarpd(8C)  and 
tftpd(8C).  The  first  step  in  the  boot  sequence  is  RARP  to  acquire  an  IP  address.  This  is  followed  by  TFTP 
service  calls  to  acquire  the  pnp.sun*  program  file  needed  for  the  client’s  architecture.  A  PNP_ACQUIRE 
RPC  is  then  broadcast  to  locate  a  server  willing  to  configure  the  diskless  client. 

A  PNP_SETUP  is  issued  to  the  server  which  returns  one  of  three  statuses:  success,  failure,  or  in_progress. 
As  IcMig  as  the  server  responds  with  a  status  of  in_progress  the  client  will  periodically  issue  a  PNP_POLL 
until  the  status  changes  to  either  success  or  failure. 

The  last  step  is  to  reboot  the  client  This  goes  through  a  RARP,  TFTP,  BOOT  sequence,  with  the  boot  using 
the  normal  boot.sun*  file  and  bootparamd(8)  service. 

The  system  will  have  been  set  up  using  the  IP  address  returned  in  the  first  step  and  a  system  name  will  have 
been  assigned. 

FILES 

/tftpboot/pnp.sun'O 
SEE  ALSO 

bootparam(3R),  bootparams(S),  boot(8S),  bootparamd(8),  netconfig(8C),  pnpd(8C),  ipaIlocd(8C), 
rarpd(8C),  titpd(8C) 
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NAME 

pnpd  —  PNP  daemon 

SYNOPSIS 

/usr/etc/rpc.pnpd 

AVAILABILITY 

Sun386i  systems  only. 

DES  CRIPTION 

pnpd  is  used  during  routine  booting  of  systems  to  determine  their  network  configuration,  and  by  new  sys¬ 
tems  to  configure  themselves  on  a  network,  pnpd  adds  and  removes  diskless  clients  of  the  boot  server  on 
which  it  is  running.  The  pnpd  daemon  is  normally  invoked  in  rcJocal.  The  RPCs  are  used  by 
netconfig(8C),  pnp^386  (see  pnpboot(8C)),  and  client(8). 

The  bootservers  YP  map  specifies  limits  on  server  capacity  and  default  swap  size. 

FILES 

/export/exec/arc/i 

symbolic  link  to  ltxporil^x^darch,release 
l&u^QTil&i%darch.release 

symbolic  link  to  /usr  for  the  architecture 
ItxpoxXitxtdarchjelease  /boot 
root  binaries 


SEE  ALSO 

pnp(3R),  client(8),  ipallocd(8C),  netconfig(8C),  pnpboot(8C) 
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NAME 

portmap  —  DARPA  port  to  RPC  program  number  mapper 
SYNOPSIS 

/usr/etc/rpc.portmap 

DESCRIPTION 

portmap  is  a  server  that  converts  RPC  program  numbers  into  DARPA  protocol  port  numbers.  It  must  be 
running  in  order  to  make  RPC  calls. 

When  an  RPC  server  is  started,  it  will  tell  portmap  what  port  number  it  is  listening  to,  and  what  RPC  pro¬ 
gram  numbers  it  is  prepared  to  serve.  >^en  a  client  wishes  to  make  an  RPC  call  to  a  given  program 
number,  it  will  first  contact  portmap  on  the  server  machine  to  determine  the  port  number  where  RPC  pack¬ 
ets  should  be  sent 

Normally,  standard  RPC  servers  are  started  by  inetd(8C),  so  portmap  must  be  started  before  inetd  is 
invoked. 

SEE  ALSO 

inetd.conf(S),  rpcinfo(8),  inetd(8) 

BUGS 

If  portmap  crashes,  all  servers  must  be  restarted. 


1712 


Last  change:  9  September  1987 


Sun  Release  4.0 


PRAUDIT(8) 


MAINTENANCE  COMMANDS 


PRAUDIT(8) 


NAME 

praudit  -  print  contents  of  an  audit  trail  file 
SYNOPSIS 

praudit  [  -Its  ]  [  -dde/  ]  [filename . . .  ] 

AVAILABILITY 

This  program  is  available  with  the  Security  software  installation  option.  Refer  to  Installing  the  StmOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

praudit  reads  the  listed  filenames  (or  standard  input,  if  no  file^  are  specified)  and  interiffets  the  data  as 
audit  trail  records  as  defined  in  audit_control(S).  By  default,  times,  security  labels,  user  and  group  IDs  are 
converted  to  their  ASCII  representation.  Record  type  and  event  fields  are  converted  to  long  ASCII  represen¬ 
tation. 

OPTIONS 

-1  Print  records  one  line  per  record.  The  record  type  and  event  fields  are  always  ctMiverted  to  their 
short  ASCII  representation. 

-r  Print  records  in  their  raw  form.  Times,  security  labels,  user  IDs,  group  IDs,  record  types,  and 
events  are  displayed  as  integers.  Currently,  in  SunOS  4.0,  labels  are  not  used  and  are  displayed  as 
zero  in  this  mode.  This  option  and  the  -s  option  are  exclusive.  If  both  are  used,  a  format  usage 
error  message  is  output. 

-s  Print  recoixls  in  their  short  form.  All  numeric  fields  are  converted  to  ASai  and  displayed.  The 
short  ASCII  representations  for  the  record  type  and  event  fields  are  used.  Security  labels  are 
displayed  in  their  short  representation.  Again,  labels  are  not  currently  used.  This  option  and  the 
— r  option  are  exclusive.  If  both  are  used,  a  format  usage  error  message  is  output. 

-ddel  Use  del  as  the  field  delimiter  instead  of  the  default  delimiter,  which  is  the  comma.  If  del  has  spe¬ 
cial  meaning  for  the  shell,  it  must  be  quoted.  The  maximum  size  of  a  delimiter  is  four  characters. 

FILES 

/etc/passwd 
SEE  ALSO 

audit(2),  setuseraudit(2),  getauditflags(3),  audit_control(S) 
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NAME 

pstat  -  print  system  facts 
SYNOPSIS 

/usr/etc/pstat  [  -afipSsT  ]  [  -u  pid  ]  [  system  [  corefile  ]  ] 

DESCRIPTION 

pstat  interpiets  the  contents  of  certain  system  tables.  If  corefile  is  given,  the  tables  are  sought  there,  other¬ 
wise  in  /dev/kmem.  The  required  namelist  is  taken  from  /vmunix  unless  system  is  specified. 

OPTIONS 

-a  Under  -p,  describe  all  process  slots  rather  than  just  active  ones. 

-f  Print  the  q)en  file  table  with  these  headings: 

LOG  The  memory  address  of  this  table  entry. 

TYPE  The  type  of  object  the  file  table  entry  points  to. 

FLG  Miscellaneous  state  variables  encoded  thus: 

R  open  for  reading 
W  open  for  writing 
A  open  for  appending 
S  shared  lock  present 
X  exclusive  lock  present 
I  signal  pgrp  when  data  ready 
CNT  Number  of  processes  that  know  this  open  file. 

MSG  Number  of  references  from  message  queue. 

DATA  The  location  of  the  vnode  table  entry  or  socket  for  this  file. 

OFFSET  The  file  offset  (see  lseek(2)). 

-i  Print  the  inode  table  including  the  associated  vnode  entries  with  these  headings: 


ILOC  The  memory  address  of  this  table  entry. 

IFLAG  Miscellaneous  inode  state  variables  encoded  thus: 

A  inode  access  time  must  be  corrected 
C  inode  change  time  must  be  corrected 
L  inode  is  locked 

R  inode  is  being  referenced 

U  update  time  (fs(5))  must  be  corrected 
W  wanted  by  another  process  (L  flag  is  on) 

IDEVICE  Major  and  minor  device  number  of  file  system  in  which  this  inode  resides. 

INO  I-number  within  the  device. 

MODE  Mode  bits  in  octal,  see  chmod(2). 

NLK  Number  of  links  k)  this  inode. 

UID  User  ID  of  owner. 

SIZE/DEV  Number  of  bytes  in  an  ordinary  file,  or  major  and  minor  device  of  special 

file. 

VFLAG  Miscellaneous  vnode  state  variables  encoded  thus: 

R  root  of  its  file  system 
S  shared  lock  applied 
E  exclusive  lock  applied 

Z  process  is  waiting  for  a  shared  or  exclusive  lock 
CNT  Number  of  open  file  table  entries  for  this  vnode. 

SHC  Reference  count  of  shared  locks  on  the  vnode. 

EXC  Reference  count  of  exclusive  locks  on  the  vnode  (this  may  be  ‘>  1’  if,  for 

example,  a  file  descriptor  is  inherited  across  a  fork). 

TYPE  Vnode  file  type,  either  VNON  (no  type),  VREG  (regular),  VDIR  (directory), 

VBLK  (block  device),  VCHR  (character  device),  VLNK  (symbolic  link), 
VSOCK  (socket),  VFIFO  (named  pipe),  or  VBAD  (bad). 
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-P 
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Print  process  table  for  active  processes  with  these  headings: 


LOC 

S 


F 


PRI 

SIG 

UID 

SLP 

TIM 

CPU 

NI 

PGRP 

PID 

PPID 

RSS 

SRSS 


The  memory  address  of  this  table  entry. 

Run  state  encoded  thus: 

0  no  process 

1  awaiting  an  event 

2  (abandoned  state) 

3  runnable 

4  being  created 

5  being  terminated 

6  stopped  (by  signal  OT  under  trace) 
Miscellaneous  slate  variables,  ORed  together  (hexadecimal): 


0000001 

loaded 

0000002 

a  system  process  (scheduler  or  page-out  daemon) 

0000004 

locked  for  swap  out 

0000008 

swapped  out  during  {wocess  creation 

0000010 

process  is  being  traced 

0000020 

tracing  parent  has  been  told  that  process  is  stopped 

0000040 

user  settable  lock  in  memory 

0000080 

in  page-wait 

0000100 

prevented  flx)m  swapping  during  fork(2) 

0000200 

will  restore  old  mask  after  taking  signal 

0000400 

exiting 

0000800 

doing  physical  I/O 

0001000 

process  resulted  from  a  vfork(2)  which  is  not  yet 
complete 

0002000 

another  flag  for  vfork(2) 

0004000 

process  has  no  virtual  memory,  as  it  is  a  parent  in 
the  context  of  vfork(2) 

0008000 

process  is  demand  paging  pages  from  its  execut¬ 
able  image  vnode 

0010000 

process  has  advised  of  sequential  VM  behavior 
with  vadvise(2) 

0020000 

process  has  advised  of  random  VM  behavior  with 
vadvise(2) 

0080000 

process  is  a  session  process  group  leader 

0100000 

process  is  tracing  another  process 

0200000 

process  needs  a  profiling  tick 

0400000 

process  is  scanning  descriptors  during  select 

4000000 

process  has  done  record  locks 

8000000 

process  is  having  its  system  calls  traced 

Scheduling  priority,  see  getpriority(2). 

Signals  received  (signals  1-32  coded  in  bits  0-31), 

Real  user  ID. 

Amount  of  time  process  has  been  blocked. 

Time  resident  in  seconds;  times  over  127  coded  as  127. 

Weighted  integral  of  CPU  time,  for  scheduler. 

Nice  level,  see  getpriority(2). 

Process  number  of  root  of  process  group. 

The  process  ID  number. 

The  process  ID  of  parent  process. 

Resident  set  size  —  the  number  of  physical  page  frames  allocated  to  this 
process. 

RSS  at  last  swap  (0  if  never  swapped). 
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SIZE  The  size  of  the  process  image.  That  is,  the  sum  of  the  data  and  stack  seg¬ 

ment  sizes,  not  including  the  sizes  of  any  shared  libraries. 

WCHAN  Wait  channel  number  of  a  waiting  process. 

LINK  Link  pointer  in  list  of  runnable  processes. 

-S  Print  the  streams  table  with  these  headings: 

LOC  The  memory  address  of  this  table  entry. 

WRQ  The  address  of  this  stream’s  write  queue. 

VNODE  The  address  of  this  stream’s  vnode. 

DEVICE  Major  and  minor  device  number  of  device  to  which  this  stream  refers. 

PGRP  This  stream’s  process  group  number. 

FLG  Miscellaneous  stream  state  variables  encoded  thus: 

1  waiting  for  ioctl( )  to  finish 
R  read/recvmsg  is  blocked 
W  write/putmsg  is  blocked 

P  priority  message  is  at  stream  head 
H  device  has  been  “hung  up’  ’  (M_HANGIIP) 

O  waiting  for  open  to  finish 
M  stream  is  linked  under  multiplexor 
D  stream  is  in  message-discard  mode 
N  stream  is  in  message-nondiscard  mode 
E  fatal  error  has  occurred  (M_ERROR) 

T  waiting  for  queue  to  drain  when  closing 

2  waiting  for  previous  ioctl( )  to  finish  before  starting  new  one 

3  waiting  for  acknowledgment  for  ioctI( ) 

B  stream  is  in  non-blocking  mode 

A  stream  is  in  asynchronous  mode 
o  stream  uses  old-style  no-delay  nnode 
S  stream  has  had  TOSTOP  set 
C  VTIME  clock  running 
V  VTIME  timer  expired 
r  collision  on  selectO  for  reading 
w  collision  on  select( )  for  writing 
e  collision  on  select( )  for  exceptional  condition 

The  queues  on  the  write  and  read  sides  of  the  stream  are  listed  for  each  stream.  Each  queue  is 
printed  with  these  headings: 

NAME  The  name  of  the  module  or  driver  for  this  queue. 

COUNT  The  approximate  number  of  bytes  on  this  queue. 

FLG  Miscellaneous  state  variables  encoded  thus: 

E  queue  is  enabled  to  run 

R  someone  wants  to  get  fix)m  this  queue  when  it  becomes 
non-empty 

W  someone  wants  to  put  on  this  queue  when  it  drains 
F  queue  is  full 

N  queue  should  not  be  enabled  automatically  by  a  putq 

MINPS  The  minimum  packet  size  for  this  queue. 

MAXPS  The  maximum  packet  size  for  this  queue,  or  INF  if  there  is  no  maximum. 

HIWAT  The  high-water  mark  for  this  queue. 

LOWAT  The  low-water  mark  for  this  queue. 
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-s  Print  information  about  swap  space  usage: 

allocated  The  amount  of  swap  space  (in  bytes)  allocated  to  private  pages. 

reserved:  The  number  of  swap  space  bytes  not  currently  allocated,  but  claimed  by 

memory  mappings  that  have  not  yet  created  private  pages. 

used:  The  total  amount  of  swap  space,  in  bytes,  that  is  either  allocated  or 

reserved. 

available:  The  total  swap  space,  in  bytes,  that  is  currendy  available  for  future  reser¬ 

vation  and  allocadon. 

-T  Print  the  number  of  used  and  free  slots  in  the  several  system  tables.  This  is  useful  for  checking  to 

see  how  full  system  tables  have  become  if  the  system  is  under  heavy  load.  Shows  both  used  and 
cached  inodes. 

-u  pid  Print  information  about  the  process  with  ID  pid. 

FILES 

/vmunix  namelist 

/dev/kmem  default  source  of  tables 

SEE  ALSO 

ps(l),  chmod(2),  fork(2),  Iseek(2),  getprlorlty(2),  stat(2),  vadvise(2),  vfork(2),  fs(5),  iostat(8), 
vnistat(8) 

BUGS 

It  would  be  very  useful  if  the  system  recorded  “maximum  occupancy”  on  the  tables  reported  by  -T;  even 
more  useful  if  these  tables  were  dynamically  allocated. 
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NAME 

pwck  -  check  password  database  entries 

SYNOPSIS 

/usr/etc/pwck  [JUe  ] 

DESCRIPTION 

Note:  Optional  Software  (System  V  Option).  Refer  to  Installing  the  SunOS  for  information  on  how  to 
install  this  command. 

pwck  checks  that  a  file  in  passwd(S)  does  not  contain  any  errors;  it  checks  the  /etc/passwd  file  by  default 

FILES 

/etc/passwd 

DIAGNOSTICS 

Too  many/few  fiields 

An  entry  in  the  password  file  does  not  have  the  proper  number  of  fields. 

No  login  name 

The  login  name  field  of  an  entry  is  empty. 

Bad  characters)  in  login  name 

The  login  name  in  an  entry  contains  characters  other  than  lower-case  letters  and  digits. 

First  char  in  login  name  not  lower  case  alpha 

The  login  name  in  an  entry  does  not  begin  with  a  lower-case  letter. 

Login  name  too  long 

The  login  name  in  an  entry  has  more  than  8  characters. 

Invalid  LID 

The  user  ID  field  in  an  entry  is  not  numeric  or  is  greater  than  6SS3S. 

Invalid  GID 

The  group  ID  field  in  an  entry  is  not  numeric  or  is  greater  than  6SS3S. 

No  login  directory 

The  login  directory  field  in  an  entry  is  empty. 

Login  directory  not  found 

The  login  directory  field  in  an  entry  refers  to  a  directory  that  does  not  exist. 

Optional  shell  file  not  found. 

The  login  shell  field  in  an  entry  refers  to  a  program  or  shell  script  that  does  not  exist 
No  netgroup  name 

The  entry  is  a  Yellow  Pages  entry  referring  to  a  netgroup,  but  no  netgroup  is  present 
Bad  character(s)  in  netgroup  name 

The  netgroup  name  in  a  Yellow  Pages  entry  contains  characters  other  than  lower-case  letters  and 
digits. 

First  char  in  netgroup  name  not  lower  case  alpha 

The  netgroup  name  in  a  Yellow  pages  entry  does  not  begin  with  a  lower-case  letter. 

SEE  ALSO 

group(5),  passwd(S) 
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NAME 

pwdauthd  -  server  for  authenticating  passwords 
SYNOPSIS 

/usr/etc/rpc.pwdauthd 

AVAILABILITY 

This  program  is  available  with  the  Security  software  installation  option.  Refer  to  Jnstalting  the  SunOS  for 
information  on  how  to  install  optional  software. 

DESCRIPTION 

pwdauthd  is  a  server  that  determines  authentication  for  users  and  groups.  It  handles  authentication 
requests  from  pwdauth(3)  and  grpauth.  Communication  to  and  from  pwdauthd  is  by  means  of  RPC  calls. 
The  server  is  passed  a  filename  and  a  password.  It  returns  an  integer  value  that  specifies  whether  the  pass¬ 
word  is  valid.  The  possible  return  values  are  PWA_VALID  if  the  name  is  valid,  PWA_INVALID  if  the 
name  is  invalid,  and  PWA_UNKNOWN  if  validity  cannot  be  determined  because  no  adjunct  files  are 
present 

If  pwdauthd  is  serving  pwdauth,  it  determines  whether  the  passwd.adjunct  file  exists.  If  not  it  returns 
PWA  UNKNOWN.  In  this  case,  pwdauth  knows  to  check  the  /etc/passwd  file.  Otherwise,  the  server  calls 
getpwanam  {see  getpwaent(3))  to  get  the  entry  for  filename  in  either  the  local  or  the  Yellow  Pages  file  for 
passwd.adjunct  If  the  encrypted  password  guess  matches  the  encrypted  password  from  the  file, 
pwdauthd  returns  PWA_VALID.  If  the  passwords  do  not  match,  it  returns  PWAJNVALID. 

If  pwdauthd  is  serving  grpauth,  it  determines  whether  the  group.adjunct  file  exists.  If  not,  it  returns 
PWA  UNKNOWN.  In  this  case,  grpauth  knows  to  check  the  /etc/group  file.  Otherwise,  the  server  calls  get- 
granam  (see  getgraent(3))  to  get  the  entry  for  filename  in  either  the  local  or  the  Yellow  Pages  file  for 
group.adjunct  If  the  encrypted  password  guess  matches  the  encrypted  password  from  the  file,  pwdauthd 
returns  PWA_VALID.  If  the  passwords  do  not  match,  it  returns  PWAJNVALID. 

SEE  ALSO 

getpwaent(3),  getgraent(3),  pwdauth(3) 
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NAME 

quot-  summarize  file  system  ownership 
SYNOPSIS 

/usr/etc/quot  [  -acfhnv  ]  [filesystem  ] 

DESCRIPTION 

quot  displays  the  number  of  blocks  (1024  bytes)  in  the  named  filesystem  currently  owned  by  each  user. 
OPTIONS 

-a  Generate  are  report  for  all  mounted  file  systems. 

-c  Display  three  columns  giving  file  size  in  blocks,  number  of  files  of  that  size,  and  cumulative  total 
of  blocks  in  that  size  or  smaller  file. 

— f  Display  count  of  number  of  files  as  well  as  space  owned  by  each  user. 

-h  Estimate  the  number  of  blocks  in  the  file  —  this  doesn’t  account  for  files  with  holes  in  them. 

-n  Run  the  pipeline  ncheck  filesystem  |  sort  +0n  |  quot  -n  filesystem  to  produce  a  list  of  all  files 

and  their  owners. 

-V  Display  three  columns  containing  the  number  of  blocks  not  accessed  in  the  last  30,  60,  and  90 
days. 

FILES 

/etc/mtab  mounted  file  systems 

/etc/passwd  to  get  user  names 

SEE  ALSO 

du(lV),  Is(lV) 
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NAME 

quotacheck  -  file  system  quota  consistency  checker 
SYNOPSIS 

/usr/etc/quotacheck  [  -v  ]  [  -p  ]  filesystem. . . 

/usr/etc/quotacheck  [  — apv  ] 

DES  CRIPTION 

quotacheck  examines  each  file  system,  builds  a  table  of  current  disk  usage,  and  compares  this  table  against 
that  stored  in  the  disk  quota  file  for  the  file  system.  If  any  inconsistencies  are  detected,  both  the  quota  file 
and  the  current  system  copy  of  the  incorrect  quotas  are  u^ted  (the  latter  only  occurs  if  an  active  file  sys¬ 
tem  is  checked). 

quotacheck  expects  each  file  system  to  be  checked  to  have  a  quota  file  named  quotas  in  the  root  directory. 
If  none  is  present,  quotacheck  will  ignore  the  file  system. 

quotacheck  is  normally  run  at  boot  time  from  the  /etc/rcJocal  file,  see  rc(8),  befffle  enabling  disk  quotas 
with  quotaon(8). 

quotacheck  accesses  the  raw  device  in  calculating  the  actual  disk  usage  for  each  user.  Thus,  the  file  sys¬ 
tems  checked  should  be  quiescent  while  quotacheck  is  running. 

OPTIONS 

-V  Indicate  the  calculated  disk  quotas  for  each  user  on  a  particular  file  system,  quotacheck  Normally 
reports  only  those  quotas  modified. 

-a  Check  all  the  file  systems  indicated  in  /etc/fstab  to  be  read-write  with  disk  quotas. 

— p  Run  parallel  passes  on  the  required  file  systems,  using  the  pass  numbers  in  /etc/fstab  in  an  identi¬ 

cal  fashion  to  fsck(8). 

FILES 

quotas  quota  file  at  the  file  system  root 

/etc/mtah  mounted  file  systems 

/etc/fstab  default  file  systems 

SEE  ALSO 

quotactl(2),  quotaon(8),  rc(8) 
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NAME 

quotaon,  quotaoff-  turn  file  system  quotas  on  and  off 
SYNOPSIS 

/usr/etc/quotaon  [  -v  filesystem. . . 

/usr/etc/quotaon  [  -av  ] 

/usr/etc/quotaoff  [  -v  ]  filesystem. . . 

/usr/ete/quotaofT  [  -av  ] 

DESCRIPTION  OF  QUOTAON 

quotaon  announces  to  the  system  that  disk  quotas  should  be  enabled  on  one  or  more  file  systems.  The  file 
systems  specified  must  be  mounted  at  the  time.  The  file  system  quota  files  must  be  present  in  the  root 
directory  of  the  specified  file  system  and  be  named  quotas. 

DESCRIPTION  OF  QUOTAOFF 

quotaoff  announces  to  the  system  that  file  systems  specified  should  have  any  disk  quotas  turned  off. 
OPTIONS  TO  QUOTAON 

-a  All  file  systems  in  /etc/fstab  marked  read-write  with  quotas  will  have  their  quotas  turned  on.  This 
is  normally  used  at  boot  time  to  enable  quotas. 

-V  Display  a  message  for  each  file  system  where  quotas  are  turned  on. 

OPTIONS  TO  QUOTAOFF 

—a  Force  all  file  systems  in  /etc/fstab  to  have  their  quotas  disabled. 

-V  Display  a  message  for  each  file  system  affected. 

These  commands  update  the  status  field  of  devices  located  in  /etc/mtab  to  indicate  when  quotas  are  on  or 
off  for  each  file  system. 

FILES 

quotas  quota  file  at  the  file  system  root 

/etc/mtab  mounted  file  systems 

/etc/fstab  default  file  systems 

SEE  ALSO 

quotactl(2),  fstab(5),  mtab(S) 
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NAME 


rarpd  -  DARPA  Reverse  Address  Resolution  Protocol  service 


SYNOPSIS 

/usr/etc/rarpd  if  hostname 

AVAILABILITY  .  t,  ^  . 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Keier  to 

Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION  ^  _ 

rarpd  starts  a  daemon  that  responds  to  Reverse  Address  Resolution  Protocol  (Reverse  ARP)  requests.  The 

daemon  forks  a  copy  of  itself,  and  requires  root  privileges. 

The  Reverse  ARP  protocol  is  used  by  machines  at  boot  time  to  discover  their  (32  bit)  IP  address  given  their 
(48  bit)  Ethernet  adthress.  In  order  for  the  request  to  be  answered,  a  machine’s  name-to-IP-address  entry 
must  exist  in  the  /etc/hosts  file  and  its  name-to-Ethemet-address  entry  must  exist  in  the  /etc/ethers  file. 
Furthermore,  the  server  that  runs  the  rarpd  daemon  must  have  entries  in  both  files.  Note  that  if  the  server 
machine  is  using  the  Yellow  Pages  service,  the  server’s  files  are  ignored,  and  the  appropriate  Yellow  Pages 
maps  queried. 

The  first  argument,  is  one  of  the  interfxe  parameter  strings  (listed  in  boot(8S)),  in  the  form  of  “name 
unit’’,  for  example  ieO.  The  second  argument,  hostname,  is  the  interface’s  corresponding  host  name.  The 
if,  hostname  pair  should  be  the  same  as  the  arguments  passed  to  the  ifconfig  (8)  command.  As  with 
ifconfig,  rarpd  must  be  invoked  for  each  interface  that  the  server  wishes  to  support  Therefore  a  gateway 
machine  may  invoke  the  rarpd  multiple  times,  for  example: 

/usr/etc/rarpd  ieO  host 
/usr/etc/rarpd  iel  host-backbone 


HLES 


/etc/ethers 

/etc/hosts 


SEE  ALSO  „ 

boot(8S),  ifconfig(8Q  ipallocd(8C),  netconfig(8C),  ethers(5),  hosts(5),  policies(5),  netconfig(8C), 

ipaUocd(8C) 

Finlayson,  Ross,  Timothy  Mann,  Jeffrey  Mogul,  and  Marvin  Theimer,  A  Reverse  Address  Resolution  Pro¬ 
tocol,  RFC  903,  Network  Information  Center,  SRI  International,  Menlo  Park,  Calif.,  June  1984. 
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NAME 

re,  tc.boot,  rc.local  -  command  scripts  for  auto-reboot  and  daemons 

SYNOPSIS 

/etc/rc 

/etc/rc.boot 

/etc/rc.IocaI 

DESCRIPTION 

rc  and  rc.boot  are  command  scripts  that  are  invoked  by  init(8)  to  peiform  file  system  housekeeping  and  to 
start  system  daemons.  rc.Iocal  is  a  script  for  commands  that  are  pertinent  only  to  a  specific  site  or  client 
machine. 

rc.boot  sets  the  machine  name,  and  then,  if  coming  up  multi-user,  runs  fsck(8)  with  the  -p  option.  This 
“preens”  the  disks  of  minor  inconsistencies  resulting  from  the  last  system  shutdown  and  checks  for  serious 
inconsistencies  caused  by  hardware  or  software  failure.  If  fsck(8)  detects  a  serious  disk  problem,  it  returns 
an  error  and  init(8)  brings  the  system  up  in  single-user  mode.  When  coming  up  single-user,  when  init(8)  is 
invoked  by  rastboot(8),  or  when  it  is  passed  the  -b  flag  fr-om  boot(8S),  functions  performed  in  the  rc.local 
file,  itKlu^ng  this  disk  check,  are  skipped. 

Next,  rc  runs.  If  the  system  came  up  single-user,  rc  runs  when  the  single-user  shell  terminates  (see 
init(8)).  It  mounts  4.2  filesystems  and  spawns  a  shell  for  /etc/rc.local,  which  mounts  NFS  filesystems,  and 
starts  local  daemons.  After  rc.local  returns,  rc  starts  standard  daemons,  preserves  editor  files,  clears  /tmp, 
starts  system  accounting  (if  applicable),  starts  the  network  (where  applicable),  and  if  enabled,  runs 
savecore(8)  to  preserve  the  core  image  after  a  crash. 

Sun386l  SYSTEM  DESCRIPTION 

These  files  operate  as  described  above  with  the  following  variations: 

fsck(8)  is  invoked  with  the  — y  option  to  prevent  users  being  put  in  single-user  mode  by  happenstance. 

rc.boot  invokes  netconfig(8C)  to  configure  the  system  for  the  network  before  booting,  netconfig  is 
invoked  before  the  /usr  filesystem  is  mounted,  because  /usr  might  be  mounted  from  a  server,  netconfig 
writes  /etc/net.conf  unless  the  -n  option  is  specified,  controlling  system  booting. 

The  file  /etc/net.conf  stores  these  environment  variables:  The  VERBOSE  environment  variable  controls  the 
verbosity  of  the  messages  fr-om  the  rc  script;  its  value  is  taken  from  NVRAM .  The  NETWORKED  environ¬ 
ment  variable  controls  whether  services  useful  only  on  a  networked  system  are  started  in  /etc/rc.local.  The 
PNP  environment  variable,  set  up  during  initial  system  installation,  controls  whether  local  network 
configuration  information  is  used  or  whether  that  information  comes  from  the  network.  (Using  automatic 
system  installation  causes  all  systems  except  boot  servers  to  get  this  information  from  the  network,  facili¬ 
tating  network  reconfiguration.)  The  HOSTNAME  and  DOMAINNAME  environment  variables,  used 
together,  help  determine  if  this  system  is  a  boot  server  or,  with  PNP  set  to  no,  control  the  host  name  and 
domain  name. 

rc.boot  dynamically  loads  device  drivers. 

rc  invokes  any  programs  found  in  /var/recover  to  clean  up  any  operations  partially  completed  when  the 
system  crashed  or  was  shut  down. 

rc.local  starts  the  automounter. 

FILES 

/etc/rc 

/etc/rc.boot 

/etc/rc.Iocal 

/etc/net.conf 

/var/recover/* 

/var/yp/* 

/tmp 
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SEE  ALSO 

automount(8),  boot(8S),  fastboot(8),  iiiit(8),  reboot(8),  savecore(8),  netconfig(8C) 
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NAME 

idate  -  set  system  date  from  a  remote  host 
SYNOPSIS 

/usr/ucb/rdate  hostname 
AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rdate  sets  the  local  date  and  time  from  the  hostname  given  as  argument  You  must  be  super-user  on  the 
local  system.  Typically  rdate  can  be  inserted  as  part  of  your  /etc/rc.local  startup  script 

FILES 

/etc/rc.locaI 

SEE  ALSO 

timed(8C) 

BUGS 

Could  be  modified  to  accept  a  list  of  hostnames  and  try  each  until  a  valid  date  returned.  Better  yet  would 
be  to  write  a  real  date  server  that  accepted  broadcast  requests. 
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NAME 

reboot  -  restart  the  operating  system 
SYNOPSIS 

/usr/etc/reboot  [  -dnq  ]  [  boot  arguments  ] 

DESCRIPTION 

reboot  executes  the  reboot(2)  system  call  to  restart  the  kernel.  The  kernel  is  loaded  into  mem«y  by  the 
PROM  monitor,  which  transfers  control  to  it  See  boot(8S)  for  details. 

Although  reboot  can  be  run  by  the  super-user  at  any  time,  shutdown{8)  is  normally  used  first  to  warn  all 
users  logged  in  of  the  impending  loss  of  service.  See  shutdown(8)  for  details. 

reboot  performs  a  sync(l)  operation  on  the  disks,  and  then  a  multiuser  reboot  is  initiated.  See  init(8)  for 
details. 

reboot  normally  logs  the  reboot  to  the  system  log  daemon,  sysIogd(8),  and  places  a  shutdown  record  in  the 
login  accounting  file  /var/adm/wtmp.  These  actions  are  inhibited  if  the  — n  or  — q  options  are  present. 

Power  Fall  and  Crash  Recovery 

Normally,  the  system  will  reboot  itself  at  power-up  or  after  crashes. 

OPTIONS 

-d  Dump  system  core  before  rebooting. 

-n  Avoid  the  sync(l).  It  can  be  used  if  a  disk  or  the  processor  is  on  fire. 

-q  Quick.  Reboots  quickly  and  ungracefully,  without  first  shutting  down  running  processes. 

Boot  Arguments  .  -n.  • 

If  a  boot  argument  string  is  given,  it  is  passed  to  the  boot  conunand  in  the  PROM  monitor.  The  stnng  must 
be  quoted  if  it  contains  spaces  or  other  characters  that  could  be  interpreted  by  the  shell.  If  the  first  charac¬ 
ter  of  the  boot  argument  string  is  a  minus  sign  ’  the  string  must  be  preceded  by  an  option  terminator 

string  ‘ — ’  For  example:  ‘reboot - s’  to  reboot  and  come  up  single  user,  ‘reboot  vmunix.test’  to  reboot 

to  a  new  kernel.  See  boot(8S)  for  details. 


FILES 

/var/adm/wtmp  login  accounting  file 

SEE  ALSO 

sync(l),  reboot(2),  fsck(8),  halt(8),  init(8),  shutdown(8),  syslogd(8),  boot(8S),  crash(8S) 
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NAME 

renice  -  alter  pri(Mity  of  running  processes 
SYNOPSIS 

/usr/etc/renice  priority  pid. . . 

/usr/etc/renice  priority  [  -p  pW. . .  ]  [  -g  pgrp . . .  ]  [  -u  username . . .  ] 

DESCRIPTION 

renice  alters  the  scheduling  priority  of  one  or  more  running  processes. 

OPTIONS 

By  default,  the  processes  to  be  affected  are  specified  by  their  process  IDs.  priority  is  the  new  priority  value. 
-ppid... 

Specify  a  list  of  process  IDs. 

-SPgrp... 

Specify  a  list  of  process  group  IDs.  The  processes  in  the  specified  process  groups  have  their 
scheduling  priority  altered. 

-u  user . . . 

Specify  a  list  of  user  IDs  or  usernames.  All  processes  owned  by  each  user  have  their  scheduling 
altered 

Users  other  than  the  super-user  may  only  alter  the  priority  of  processes  they  own,  and  can  only  monotoni- 
cally  increase  their  “nice  value”  within  the  range  0  to  20.  (This  prevents  overriding  administrative  fiats.) 
The  super-user  may  alter  the  priority  of  any  process  and  set  the  priority  to  any  value  in  the  range  -20  — 
20.  Useful  priorities  are:  19  (the  affected  processes  will  run  only  when  nothing  else  in  the  system  wants 
to),  0  (the  “base”  scheduling  priority)  and  any  negative  value  (to  make  things  go  very  fast). 

If  no  who  parameter  is  specified,  the  current  process  (alternatively,  process  group  or  user)  is  used. 

FILES 

/etc/passwd  to  map  user  names  to  user  ID’s 

SEE  ALSO 

pstat(8) 

BUGS 

If  you  make  the  priority  very  negative,  then  the  process  cannot  be  interrupted. 

To  regain  control  you  must  make  the  priority  greater  than  zero. 

Users  other  than  the  super-user  cannot  increase  scheduling  priorities  of  their  own  processes,  even  if  they 
were  the  ones  that  decreased  the  priorities  in  the  first  place. 
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NAME 

repquota  -  summarize  quotas  for  a  file  system 
SYNOPSIS 

/usr/etc/repquota  [ -v filesystem.. . 

/usr/etc/repquota  [  -av  ] 

DESCRIPTION 

repquota  joints  a  summary  of  the  disc  usage  and  quotas  for  the  specified  file  systems.  For  each  user  the 
current  number  of  files  and  amount  of  space  (in  kilobytes)  is  printed,  along  with  any  quotas  created  with 
edquota(8). 

OPTIONS 

-a  Report  on  all  file  systems  indicated  in  /etc/fstab  to  be  read-write  with  quotas. 

-V  Report  all  quotas,  even  if  there  is  no  usage. 

Only  the  super-user  may  view  quotas  which  are  not  their  own. 

FILES 

quotas  quota  file  at  the  file  system  root 

/etc/fstab  default  file  systems 

SEE  ALSO 

edquota(8),  quota(l),  quotacheck(8),  quotactl(2),  quotaon(8) 
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NAME 

restore,  rrestore  -  incremental  file  system  restore 
SYNOPSIS 

IvsThidresiOT^  options  {filename...  ] 

DESCRIPTION 

restore  restores  files  from  backup  tapes  created  with  the  dump(8)  command,  options  is  a  string  of  at  least 
one  of  the  options  listed  below,  along  with  any  modifiers  and  arguments  you  supply.  Remaining  arguments 
to  restore  are  the  names  of  files  (or  directories  whose  files)  are  to  be  restored  to  disk.  Unless  the  h 
modifier  is  in  effect,  a  directory  name  refers  to  the  files  it  contains,  and  (recursively)  its  subdirectories  and 
the  files  they  contain. 

OPTIONS 

i  Interactive.  After  reading  in  the  directory  information  from  the  tape,  restore  invokes  an  interactive 
interface  that  allows  you  to  browse  through  the  dump  tape’s  directory  hierarchy,  and  select  indivi¬ 
dual  files  to  be  extracted.  See  Interactive  Commands,  below,  for  a  description  of  available  com¬ 
mands. 

r  Restore  the  entire  tape.  Load  the  tape’s  full  contents  into  the  current  directory.  This  option  should 
only  be  used  to  restore  a  complete  dump  tape  onto  a  clear  filesystem,  or  to  restore  an  incremental 
dump  tape  after  a  full  “level  0”  restore.  For  example; 
example#  /usr/etc/newfs  /dev/rxyOg 
example#  /usr/etc/mount  /dev/xyOg  /mnt 
example#  cd  /mnt 
example#  restore  r 

is  a  typical  sequence  to  restore  a  “level  O’’  dump.  Another  restore  can  be  done  to  get  an  incremental 
dump  in  on  top  of  this. 

R  Resume  restoring,  restore  requests  a  particular  tape  of  a  multivolume  set  from  which  to  resume  a 
full  restore  (see  the  r  option  above).  This  allows  restore  to  start  from  a  checkpoint  when  it  is  inter¬ 
rupted  in  the  middle  of  a  full  restore. 

t  Table  of  contents.  List  each  that  appears  on  the  tape.  If  no^/en^ime  argument  is  given,  the 

root  directory  is  listed.  This  results  in  a  list  of  all  files  on  the  tape,  unless  the  h  mndififa-  is  in  effect. 
(The  t  option  replaces  the  function  of  the  old  dumpdir  program). 

X  Extract  the  named  files  from  the  tape.  If  a  named  file  matches  a  directory  whose  contents  were  writ¬ 
ten  onto  the  tape,  and  the  h  modifier  is  not  in  effect,  the  directory  is  recursively  extracted.  The 
owner,  modification  time,  and  mode  are  restored  (if  possible).  If  no  filename  argument  is  given,  the 
root  directory  is  extracted.  This  results  in  the  entire  tape  being  extracted  unless  the  h  mnriififtr  is  in 
effect. 

Modifiers 

Some  of  the  following  modifiers  take  arguments  that  are  given  as  separate  words  on  the  command  line. 
When  more  than  one  such  modifier  appears  within  options,  the  arguments  must  appear  in  the  same  order  as 
the  modifiers  that  they  apply  to. 

c  Convert  the  contents  of  the  dump  tape  to  the  new  filesystem  format, 
d  Debug.  Turn  on  debugging  ouqtut. 

h  Extract  the  actual  directory,  rather  than  the  files  that  it  references.  This  prevents  hierarchical  restora¬ 
tion  of  complete  subtrees  from  the  tape. 

m  Extract  by  inode  numbers  rather  than  by  filename  to  avoid  regenerating  complete  pathnames.  This  is 
useful  if  only  a  few  files  are  being  extracted. 

V  Verbose,  restore  displays  the  name  of  each  file  it  restores,  preceded  by  its  file  type. 

y  Do  not  ask  whether  to  abort  the  restore  in  the  event  of  tape  errors,  restore  tries  to  skip  over  the  bad 
tape  block(s)  and  continue  as  best  it  can. 
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b  factor 

Blocking  factor.  Specify  the  blocking  factor  for  tape  reads.  By  default,  restore  will  attempt  to 
figure  out  the  block  size  of  the  tape.  Note:  a  tape  block  is  512  bytes. 

f  dump-file 

Use  dump-file  instead  of  /dev/rmt?  as  the  file  to  restore  from.  If  dump-file  is  sj^ified  as 
restore  reads  from  the  standard  input  This  allows,  dump(8)  and  restore  to  be  used  in  a  pipeline  to 
dump  and  restore  a  file  system: 

example#  dump  Of  -  /dev/rxyOg  1 

If  the  name  of  the  file  is  of  the  form  machine '.device  the  restore  is  done  from  the  specified  machine 
over  the  network  using  rmt(8C).  Since  restore  is  normally  ran  by  root  the  name  of  the  local 
machine  must  ^pear  in  the  .rhosts  file  of  the  remote  machine.  If  the  file  is  specified  as 
user@machinetdevice,  restore  will  attempt  to  execute  as  the  specified  user  on  the  remote  machine. 
The  specified  user  must  have  a  .rhosts  file  on  the  remote  machine  that  allows  root  from  the  local 
machine.  If  restore  is  called  as  rrestore,  the  t^  defaults  to  dumphost:/dev/rmt8.  To  direct  the 
input  from  a  desired  remote  machine,  set  up  an  alias  for  dumphost  in  the  file  /etc/hosts. 

s  n  Skip  to  the  n’th  file  when  there  are  multiple  dump  files  on  the  same  tape.  For  example,  the  com¬ 
mand: 

example  restore  xfs  /dev/nrarO  5 
would  position  you  at  the  fifth  file  on  the  tape. 

USAGE 

Interactive  Commands 

restore  enters  interactive  mode  when  invoked  with  the  i  option.  Interactive  commands  are  reminiscent  of 
the  shell.  For  those  commands  that  accept  an  argument,  the  default  is  the  current  directory. 

Is  [directoryUst  files  in  directory  or  the  current  directory,  represented  by  a  (period).  Directories  are 
appended  with  a  7’  (backslash).  Entries  marked  for  extraction  are  prefixed  with  a  *♦’  (aster¬ 
isk).  If  the  verbose  option  is  in  effect,  inode  numbers  are  also  listed. 

cd  directory 

Change  to  directory  directory  (within  the  dump-tape), 
pwd  Print  the  full  pathname  of  the  current  working  directory, 
add  [filename] 

Add  the  current  directory,  or  the  named  file  or  directory  directory  to  the  list  of  files  to  extract. 
If  a  directory  is  specified,  add  that  directory  and  its  files  (recursively)  to  the  extraction  list 
(unless  the  h  modifier  is  in  effect). 

delete  [filename] 

Delete  the  current  directory,  or  the  named  file  or  directory  from  the  list  of  files  to  extract.  If  a 
directory  is  specified,  delete  that  directory  and  all  its  descendents  from  the  extraction  list 
(unless  the  h  modifier  is  in  effect).  The  most  expedient  way  to  extract  a  majority  of  files  from 
a  directory  is  to  add  that  directory  to  the  extraction  list,  and  then  delete  specific  files  to  omit 

Extract  all  files  on  the  extraction  list  from  the  dump  tape,  restore  asks  which  volume  the  user 
wishes  to  mount.  The  fastest  way  to  extract  a  small  number  of  files  is  to  start  with  the  last  tape 
volume  and  work  toward  the  first. 

Toggle  the  status  of  the  v  modifier.  While  v  is  in  effect,  the  Is  command  lists  the  inode 
numbers  of  all  entries,  and  restore  displays  information  about  each  file  as  it  is  extracted. 

Display  a  summary  of  the  available  commands, 
restore  exits  immediately,  even  if  the  extraction  list  is  not  empty. 
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FILES 

/dev/rmtS 

the  default  tape  drive 

duniphost:/dev/rmt8 

the  default  tape  drive  if  called  as  rrestore 

/tmp/rstdir'f 

file  containing  directories  on  the  tape 

/tmp/rstmodef 

owner,  mode,  and  timestamps  for  directories 

yrestoresymtable 

SEE  ALSO 

information  passed  between  incremental  restores 

dump(8),  mkfs(8),  inoiint(8),  newfs(8),  rmt(8C) 

BUGS 

restore  can  get  confused  when  doing  incremental  restores  from  dump  tapes  that  were  made  on  active  file 
systems. 

A  “level  0”  dump  must  be  done  after  a  full  restore.  Because  restore  runs  in  user  mode,  it  has  no  control 
over  inode  allocation;  this  means  that  restore  repositions  the  files,  although  it  does  not  change  their  con¬ 
tents.  Thus,  a  full  dump  must  be  done  to  get  a  new  set  of  directories  reflecting  the  new  file  positions,  so  that 
later  incremental  dumps  will  be  correct. 

DIAGNOSTICS 

restore  complains  about  bad  option  characters. 

Read  errors  result  in  complaints.  If  y  has  been  specified,  or  the  user  responds  y,  restore  will  attempt  to 
continue. 

If  the  dump  extends  over  more  than  one  tape,  restore  asks  the  user  to  change  tapes.  If  the  x  or  i  option  has 
been  specified,  restore  also  asks  which  volume  the  user  wishes  to  mount. 

There  are  numerous  consistency  checks  that  can  be  listed  by  restore.  Most  checks  are  self-explanatory  or 
can  “never  happen”.  Common  errors  are  given  below. 

Converting  to  new  file  system  format. 

A  dump  tape  created  from  the  old  file  system  has  been  loaded.  It  is  automatically  converted  to  the 
new  file  system  format. 

filename',  not  found  on  tape 

The  specified  file  name  was  listed  in  the  tape  directory,  but  was  not  found  on  the  tape.  This  is 
caused  by  tape  read  errors  while  looking  for  the  file,  and  from  using  a  dump  tape  created  on  an 
active  file  system. 

expected  next  file  inumber ,  got  inumber 

A  file  that  was  not  listed  in  the  directory  showed  up.  This  can  occur  when  using  a  dump  tape 
created  on  an  active  file  system. 

Incremental  tape  too  low 

When  doing  an  incremental  restore,  a  tape  that  was  written  before  the  previous  incremental  tape, 
or  that  has  too  low  an  incremental  level  has  been  loaded. 

Incremental  tape  too  high 

When  doing  incremental  restore,  a  tape  that  does  not  begin  its  coverage  where  the  previous  incre¬ 
mental  tape  left  off,  or  one  that  has  too  high  an  incremental  level  has  been  loaded. 
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Tape  read  error  while  vistoxmg  filename 
Tape  read  error  while  skipping  over  inode  inumber 
Tape  read  error  while  trying  to  resynchronize 
A  tape  read  error  has  occurred. 

If  a  file  name  is  specified,  then  its  contents  are  probably  partially  wrong.  If  an  inode  is  being 
skipped  or  the  tape  is  trying  to  resynchronize,  then  no  extracted  files  have  been  crnrupted,  though 
files  may  not  be  found  on  the  tape, 
resync  restore,  skipped  num  blocks 

After  a  tape  read  error,  restore  may  have  to  resynchronize  itself.  This  message  lists  the  number 
of  blocks  that  were  skipped  ovo". 
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NAME 

rexd  -  RPC-based  remote  execution  server 

SYNOPSIS 

/usr/etc/rpc.rexd 

DESCRIPTION 

rexd  is  the  Sun  RPC  server  for  remote  program  execution.  This  daemon  is  started  by  inetd(8)  whenever  a 
remote  execution  request  is  made, 

For  noninteractive  programs,  the  standard  file  descriptors  are  connected  directly  to  TCP  connections, 
Interactive  programs  involve  pseudo-terminals,  in  a  fashion  that  is  similar  to  the  login  sessions  provided  by 
rlogin(l).  This  daemon  may  use  the  NFS  to  mount  file  systems  specified  in  the  remote  execution  request 

FILES 

/dev/tlypn  pseudo-terminals  used  for  interactive  mode 

/etc/passwd  authorized  users 

/tmp/dbrexd??????  temporary  mount  points  for  remote  file  systems. 

SEE  ALSO 

on(l),  rex(3),  exports(S),  inetd(8),  inetd.conf(S) 

DIAGNOSTICS 

Diagnostic  messages  are  normally  printed  on  the  console,  and  returned  to  the  requestor. 

BUGS 

Should  be  better  access  control. 

RESTRICTIONS 

Root  cannot  execute  commands  using  rexd  client  programs  such  as  on(l). 
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NAME 

rexecd  -  remote  execution  server 
SYNOPSIS 

/usr/etc/in.rexecd  host^ort 
AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  opUon.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rexecd  is  the  server  for  the  rexec(3N)  routine.  The  server  provides  remote  execution  facilities  with 
authentication  based  on  user  names  and  encrypted  passwords.  It  is  invoked  automatically  as  needed  by 
inetd(8C),  and  then  executes  the  following  protocol: 

1)  The  server  reads  characters  from  the  socket  up  to  a  null  (\0)  byte.  The  resultant  string  is  inter¬ 
preted  as  an  ASCII  number,  base  10. 

2)  If  the  number  received  in  step  1  is  non-zero,  it  is  interpreted  as  the  port  number  of  a  secondary 
stream  to  be  used  for  the  stderr.  A  second  connection  is  then  created  to  the  specified  port  on  the 
client’s  machine. 

3)  A  null  terminated  user  name  of  at  most  1 6  characters  is  retrieved  on  the  initial  socket. 

4)  A  null  terminated,  encrypted,  password  of  at  most  16  characters  is  retrieved  on  the  initial  socket. 

5)  A  null  terminated  command  to  be  passed  to  a  shell  is  retrieved  on  the  initial  socket.  The  length  of 
the  command  is  limited  by  the  upper  bound  on  the  size  of  the  system’s  argument  list. 

6)  rexecd  then  validates  the  user  as  is  done  at  login  time  and,  if  the  authentication  was  successful, 
changes  to  the  user’s  home  directory,  and  establishes  the  user  and  group  protectitMis  of  the  user.  If 
any  of  these  steps  fail  the  connection  is  aborted  with  a  diagnostic  message  returned. 

7)  A  null  byte  is  returned  on  the  connection  associated  with  the  stderr  and  the  conunand  line  is 
passed  to  the  normal  login  shell  of  the  user.  The  shell  inherits  the  network  connections  esta¬ 
blished  by  rexecd. 

SEE  ALSO 

inetd(8C) 

DIAGNOSTICS 

All  diagnostic  messages  are  returned  on  the  connection  associated  with  the  stderr,  after  which  any  network 
connections  are  closed.  An  error  is  indicated  by  a  leading  byte  with  a  value  of  1  (0  is  returned  in  step  7 
above  upon  successful  completion  of  all  the  steps  prior  to  the  command  execution). 

username  too  long 

The  name  is  longer  than  16  characters. 

password  too  long 

The  password  is  longer  than  16  characters, 
command  too  long 

The  command  line  passed  exceeds  the  size  of  the  argument  list  (as  configured  into  the  system). 
Login  incorrect. 

No  password  file  entry  for  the  user  name  existed. 

Password  incorrect. 

The  wrong  password  was  supplied. 

No  remote  directory. 

The  chdir  command  to  the  home  directory  failed. 

Try  again. 

A  fork  by  the  server  failed. 
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/usr/bin/sh: ... 

The  user’s  login  shell  could  not  be  started. 

BUGS 

Indicating  ‘Login  incorrect’  as  oi^sed  to  ‘Password  incorrect’  is  a  security  breach  which  allows  people 
to  probe  a  system  for  users  with  null  passwords. 

A  facQity  to  allow  all  data  exchanges  to  be  encrypted  should  be  present 
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NAME 

rlogind  -  remote  login  server 
SYNOPSIS 

/usr/etc/in.rlogind  host. port 
DESCRIPTION 

rlogind  is  die  server  for  the  rlogin(lC)  program.  The  server  provides  a  remote  login  facility  with  authenti¬ 
cation  based  on  privileged  port  numbers. 

rlogind  is  invoked  by  inetd(8C)  when  a  remote  login  connection  is  established,  and  executes  the  following 
protocol: 

1)  The  server  checks  the  client’s  source  port.  If  the  port  is  not  in  the  range  0-1023,  the  server  aborts 
the  connection.  The  client’s  address  and  port  number  are  passed  as  arguments  to  rlogind  by  inetd 
in  the  form  host  port  with  host  in  hex  and  port  in  decimal. 

2)  The  server  checks  the  client’s  source  address.  If  the  address  is  associated  with  a  host  for  which  no 
corresponding  entry  exists  in  the  host  name  data  base  (see  hosts(5)),  the  server  aborts  the  connec¬ 
tion. 

Once  the  source  port  and  address  have  been  checked,  rlogind  allocates  a  pseudo-terminal  (see  pty(4)),  and 
manipulates  file  descriptors  so  that  the  slave  half  of  the  pseudo-terminal  becomes  the  stdin,  stdout,  and 
stderr  for  a  login  process.  The  login  process  is  an  instance  of  the  login(l)  program,  invoked  with  the  -r 
option.  The  login  process  then  proceeds  with  the  authentication  process  as  described  in  rshd(8C),  but  if 
automatic  authentication  fails,  it  reprompts  the  user  to  login  as  one  finds  on  a  standard  terminal  line. 

The  parent  of  the  login  process  manipulates  the  master  side  of  the  pseudo-terminal,  operating  as  an 
intermediary  between  the  login  process  and  the  client  instance  of  the  rlogin  program.  In  normal  operation, 
the  packet  protocol  described  in  pty(4)  is  invoked  to  provide  'S/*Q  type  facilities  and  propagate  interrupt 
signals  to  the  remote  programs.  The  login  process  propagates  the  client  terminal’s  baud  rate  and  terminal 
type,  as  found  in  the  environment  variable,  TERM;  see  envlron(5V). 

SEE  ALSO 

inetd(8C) 

DIAGNOSTICS 

All  diagnostic  messages  are  returned  on  the  connection  associated  with  the  stderr,  after  which  any  network 
connections  are  closed.  An  error  is  indicated  by  a  leading  byte  with  a  value  of  1. 

Hostname  for  your  address  unknown. 

No  entry  in  the  host  name  database  existed  for  the  client’s  machine. 

Try  again. 

A  fork  by  the  server  failed. 

/usr/bin/sh:. . . 

The  user’s  login  shell  could  not  be  started. 

BUGS 

The  authentication  procedure  used  here  assumes  the  integrity  of  each  client  machine  and  the  connecting 
medium.  This  is  insecure,  but  is  useful  in  an  “open”  environment. 

A  facility  to  allow  all  data  exchanges  to  be  encrypted  should  be  present 
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NAME 

nnail  —  handle  remote  mail  received  via  uucp 

SYNOPSIS 

rmail  recipient. . . 

DESCRIPTION 

rmail  inte^rets  incoming  mail  received  through  uucp(lC),  collapsing  “From”  lines  in  the  form  generated 
by  binmail(l)  into  a  single  line  of  the  form  return-pathlsender,  and  passing  the  processed  mail  on  to  send- 
mail(8). 

rmail  is  explicitly  designed  for  use  with  uucp(lC)  and  sendmail(8). 

SEE  ALSO 

binmail(l),  uucp(lC),  sendmail(8) 
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NAME 

Tint  -  remote  magtape  protocol  module 

SYNOPSIS 

/usr/etc/rmt 

DESCRIPTION 

rmt  is  a  program  used  by  the  remote  dump  and  restore  programs  in  manipulating  a  magnetic  tape  drive 
through  an  interprocess  communication  connection,  rmt  is  normally  started  up  with  an  rexec(3N)  or 
rcmd(3N)  call. 

The  rmt  program  accepts  requests  specific  to  the  manipulation  of  magnetic  tapes,  paforms  the  commands, 
then  responds  with  a  status  indication.  All  responses  are  in  ASCII  and  in  one  of  two  forms.  Successful 
commands  have  responses  of 

AnumbeAn 

where  number  is  an  ASCII  representation  of  a  decimal  number.  Unsuccessful  commands  are  responded  to 
with 

Kerror-number'^rror-message^ 

where  error-number  is  one  of  the  possible  ertw  numbers  described  in  intro(2)  and  error-message  is  the 
corresponding  error  string  as  printed  from  a  call  to  peiTor(3).  The  protocol  is  comprised  of  the  following 
commands  (a  space  is  present  between  each  token): 

S  Return  the  status  of  the  open  device,  as  obtained  with  a  MTIOCGET  iocti  call. 

If  the  operation  was  successful,  an  “ack”  is  sent  with  the  size  of  the  status 
buffer,  then  the  status  buffer  is  sent  (in  binary). 

C  device  Qose  the  currently  open  device.  The  device  specified  is  ignored. 

loperation  count 

Perform  a  MTIOCOP  ioctl(2)  command  using  the  specified  parameters.  The 
parameters  are  interpreted  as  the  ASCII  representations  of  the  decimal  values  to 
place  in  the  mt_op  and  mt_count  fields  of  the  structure  used  in  the  iocti  call. 
The  return  value  is  the  count  parameter  when  the  operation  is  successful. 

L  whence  offset  Perform  an  lseek(2)  operation  using  the  specified  parameters.  The  response 
value  is  that  returned  from  the  Iseek  call. 

O  device  mode  Open  the  specified  device  using  the  indicated  mode,  device  is  a  full  pathname 
and  mode  is  an  ASCII  representation  of  a  decimal  number  suitable  for  passing  to 
open(2V).  If  a  device  had  already  been  opened,  it  is  closed  before  a  new  open 
is  performed. 

Vicount  Read  count  bytes  of  data  from  the  open  device,  rmt  performs  the  requested 

read(2V)  and  responds  with  Acouru-readm  if  the  read  was  successful;  other¬ 
wise  an  error  in  the  standard  format  is  returned.  If  the  read  was  successful,  the 
data  read  is  then  sent. 

W  count  Write  data  onto  the  open  device,  rmt  reads  count  bytes  from  the  connection, 

aborting  if  a  premature  EOF  is  encountered.  The  response  value  is  that  returned 
from  the  write(2V)  call. 

Any  other  command  causes  rmt  to  exit. 

DIAGNOSTICS 

All  responses  are  of  the  form  described  above. 

SEE  ALSO 

intro(2),  loctl(2),  lseek(2),  open(2V),  read(2V),  write(2V),  peiTor(3),  rcmd(3N),  rexec(3N),  mtio(4), 
dump(8),  restorefS) 
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BUGS 

People  tempted  to  use  this  for  a  remote  tile  access  protocol  are  discouraged. 
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NAME 

route  -  manually  manipulate  the  routing  tables 
SYNOPSIS 

/usr/etc/route  [  -fhn  ]  add  |  delete  destination  [  gateway  [  metric  ]  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

route  manually  manipulate  the  network  touting  tables  normally  maintained  by  the  system  routing  daemon, 
rooted(8C).  route  allows  the  super-user  to  operate  diiecdy  on  the  routing  table  for  the  specific  host  or  net¬ 
work  indicated  by  destination.  The  gateway  argument,  if  present,  indicates  the  network  gateway  to  which 
packets  should  be  addressed.  The  metric  argument  indicates  the  number  of  “hops”  to  the  destination. 
The  default  value  for  metric  is  0. 

The  add  command  instructs  route  to  add  a  route  to  destination,  delete  deletes  a  route. 

Routes  to  a  particular  host  are  distinguished  from  those  to  a  network  by  interpreting  the  Internet  address 
associated  with  the  destination  parameter.  If  the  destination  has  a  “loctd  address  part”  of  INADDR_ANY, 
then  the  route  is  assumed  to  be  to  a  netwodr;  otherwise,  it  is  presumed  to  be  a  route  to  a  host  If  the  route  is  to  a  desti¬ 
nation  connected  by  a  gateway,  the  metric  parameter  should  be  greater  than  0.  All  symbolic  names  specified 
for  a  destination  or  gateway  are  looked  up  in  the  hosts  database,  /etc/hosts.  If  this  lookup  fails,  then  the 
name  is  looked  up  in  the  networks  database,  /etc/networks. 

OPTIONS 

— f  Flush  the  routing  tables  of  all  gateway  entries.  If  this  is  used  in  conjunction  with  one  of  the  sub¬ 

commands  described  below,  route  flushes  the  gateways  before  preforming  the  subcommand. 

-h  Treat  the  destination  as  a  host. 

-n  Treat  the  destination  as  a  network. 

FILES 

/etc/hosts 

/etc/networks 

SEE  ALSO 

ioctl(2),  routing(4N),  routed(8C) 

BUGS 

The  change  operation  is  not  implemented,  one  should  add  the  new  route,  then  delete  the  old  one. 
DIAGNOSTICS 

add  destination  address'.gateway  addresss  flags  value 

The  specified  route  is  being  added  to  the  tables.  The  values  printed  are  from  the  routing  table 
entry  supplied  in  the  ioctl(2)  call. 

delete  destination  address'.gateway  addresss  flags  value 
The  specified  route  is  being  deleted. 

destination  address  done 

When  the  -f  flag  is  specified,  each  routing  table  entry  deleted  is  indicated  with  a  message  of  this 
form. 

Network  is  unreachable 

An  attempt  to  add  a  route  failed  because  the  gateway  listed  was  not  on  a  direcdy-connected  net¬ 
work.  Give  the  next-hop  gateway  instead. 

not  in  table 

A  delete  operation  was  attempted  for  an  entry  that  is  not  in  the  table. 
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routing  table  overflow 

An  add  operation  was  attempted,  but  the  system  was  unable  to  allocate  memory  to  create  the  new 
entry. 
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NAME 

routed  -  netw(»Ic  routing  daemon 
SYNOPSIS 

/etc/iii.routed  [  -qstv  ]  [  logfile  ] 

DESCRIPTION 

routed  is  invoked  at  boot  time  to  manage  the  network  routing  tables.  The  routing  daemon  uses  a  variant  of 
the  Xerox  NS  Routing  Information  Protocol  in  maintaining  up  to  date  kernel  routing  table  entries. 

In  normal  operation  routed  listens  on  udp(4P)  socket  520  (decimal)  for  routing  information  packets.  If  the 
host  is  an  internetwork  router,  it  periodically  supplies  copies  of  its  routing  tables  to  any  directly  connected 
hosts  and  netwoiks. 

When  routed  is  started,  it  uses  the  SIOCGIFCONF  ioctl(2)  to  find  those  directly  connected  interfaces 
configured  into  the  system  and  marked  “up”  (the  software  loopback  interface  is  ignored).  If  multiple  inter¬ 
faces  are  present,  it  is  assumed  the  host  will  forward  packets  between  networks,  routed  then  transmits  a 
request  packet  on  each  interface  (using  a  broadcast  packet  if  the  interface  supports  it)  and  enters  a  loop, 
listening  fw  request  and  response  packets  from  other  hosts. 

When  a  request  packet  is  received,  routed  formulates  a  reply  based  on  the  information  maintained  in  its 
internal  tables.  The  response  packet  generated  contains  a  list  of  known  routes,  each  marked  with  a  “hop 
count”  metric  (a  count  of  16,  or  greater,  is  considered  “infinite”).  The  metric  associated  with  each  route 
returned  provides  a  metric  relative  to  the  sender. 

request  packets  received  by  routed  are  used  to  update  the  routing  tables  if  one  of  the  following  conditions 
is  satisfied: 

(1)  No  routing  table  entry  exists  for  the  destination  network  (w  host,  and  the  nretric  indicates  the  desti¬ 
nation  is  “reachable”  (that  is,  the  hop  count  is  not  infinite). 

(2)  The  source  host  of  the  packet  is  the  same  as  the  router  in  the  existing  routing  table  entry.  That  is, 
updated  information  is  being  received  from  the  very  internetwork  router  through  which  packets 
for  the  destination  are  being  routed. 

(3)  The  existing  entry  in  the  routing  table  has  not  been  updated  for  some  time  (defined  to  be  90 
seconds)  and  the  route  is  at  least  as  cost  effective  as  the  current  route. 

(4)  The  new  route  describes  a  shorter  route  to  the  destination  than  the  one  currently  stored  in  the  rout¬ 
ing  tables;  the  metric  of  the  new  route  is  compared  against  the  one  stored  in  the  table  to  decide 
this. 

When  an  update  is  applied,  routed  records  the  change  in  its  internal  tables  and  generates  a  response  packet 
to  all  directly  connected  hosts  and  networks,  routed  waits  a  short  period  of  time  (no  more  than  30 
seconds)  before  modifying  the  kernel’s  routing  tables  to  allow  possible  unstable  situations  to  settle. 

In  addition  to  processing  incoming  packets,  routed  also  periodically  checks  the  routing  table  entries.  If  an 
entry  has  not  been  updated  for  3  minutes,  the  entry’s  metric  is  set  to  infinity  ai»d  marked  for  deletion.  Dele¬ 
tions  are  delayed  an  additional  60  seconds  to  insure  the  invalidation  is  propagated  throughout  the  internet. 

Hosts  acting  as  internetwork  routers  gratuitously  supply  their  routing  tables  every  30  seconds  to  all  directly 
connected  hosts  and  networks. 

Supplying  the  -s  option  forces  routed  to  supply  routing  information  whether  it  is  acting  as  an  internetwork 
router  or  not.  The  — <i  option  is  the  opposite  of  the  — s  option.  If  the  — t  option  is  specified,  all  packets  sent 
or  received  are  printed  on  the  standard  output.  In  addition,  routed  will  not  divorce  itself  from  the  control¬ 
ling  terminal  so  that  interrupts  from  the  keyboard  will  kill  the  process.  Any  other  argument  supplied  is 
interpreted  as  the  name  of  file  in  which  routed ’s  actions  should  be  logged.  This  log  contains  information 
about  any  changes  to  the  routing  tables  and  a  history  of  recent  messages  sent  and  received  which  are 
related  to  the  changed  route.  The  -v  option  allows  a  logfile  to  be  created  showing  the  changes  made  to  the 
routing  tables  with  a  timestamp. 
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In  addition  to  the  facilities  described  above,  routed  supports  the  notion  of  “distant”  passive  and  active 
gateways.  When  routed  is  started  up,  it  reads  the  file  /etc/gateways  to  find  gateways  which  may  not  be 
identified  using  the  SIOGIFCONF  ioctl.  Gateways  specified  in  this  manner  should  be  marked  passive  if 
they  are  not  expected  to  exchange  routing  informatitm,  while  gateways  marked  active  should  be  willing  to 
exchange  routing  information  (that  is,  they  should  have  a  routed  process  running  on  the  machine).  Passive 
gateways  are  maintained  in  the  routing  tables  forever  and  information  regarding  their  existence  is  included 
in  any  routing  information  transmitted.  Active  gateways  are  treated  equally  to  netwcvk  interfaces.  Routing 
information  is  distributed  to  the  gateway  and  if  no  routing  information  is  received  for  a  period  of  the  time, 
the  associated  route  is  deleted. 

The  /etc/gateways  is  comprised  of  a  series  of  lines,  each  in  the  following  format: 

<  net  I  host  >  filenamel  gateway  filename!  metric  value  <  passive  |  active  > 

The  net  or  host  keyword  indicates  if  the  route  is  to  a  network  or  specific  host. 

filenamel  is  the  name  of  the  destination  network  or  host.  This  may  be  a  symbolic  name  located  in 
/etc/networks  w  /etc/hosts,  or  an  Internet  address  specified  in  “dof’  notation;  see  inet(3N). 

filename!  is  the  name  or  address  of  the  gateway  to  which  messages  should  be  forwarded. 

Value  is  a  metric  indicating  the  hop  count  to  the  destination  host  or  network. 

The  keyword  passive  or  active  indicates  if  the  gateway  should  be  treated  as  passive  or  active  (as  described 
above). 

HLES 

/etc/gateways  for  distant  gateways 

/etc/networks 

/etc/hosts 

SEE  ALSO 

ioctl(2),  inet(3N),  udp(4P) 

BUGS 

The  kernel’s  routing  tables  may  not  correspond  to  those  of  routed  for  short  periods  of  time  while  {Hocesses 
utilizing  existing  routes  exit;  the  only  rem^y  for  this  is  to  pltce  the  routing  process  in  the  kernel. 

routed  should  listen  to  intelligent  interfaces,  such  as  an  IMP,  and  to  error  protocols,  such  as  ICMP,  to  gather 
more  information. 
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NAME 

rpcinfo  -  report  RPC  information 

SYNOPSIS 

rpcinfo  -p  [  host  ] 

rpcinfo  [  — n  portnum  ]  -u  host  program  [  version  ] 
rpcinfo  [  -n  portnum  ]  -t  host  program  [  version  ] 
rpcinfo  -b  program  version 
rpcinfo  — d  program  version 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rpcinfo  makes  an  RPC  call  to  an  RPC  server  and  reports  what  it  finds. 

OPTIONS 

-p  Probe  the  portmappCT  on  host,  and  print  a  list  of  all  registered  RPC  programs.  If  host  is  not 
specified,  it  defaults  to  the  value  returned  by  hostname(l). 

-u  Make  an  RPC  call  to  procedure  0  of  program  on  the  specified  host  using  UDP,  and  report  whether 
a  response  was  received. 

-t  Make  an  RPC  call  to  procedure  0  of  program  on  the  specified  host  using  TCP,  and  report  whether  a 
response  was  received. 

— n  Use  portnum  as  the  port  number  for  the  -t  and  — u  options  instead  of  the  port  number  given  by  the 

portmapper. 

-b  Make  an  RPC  broadcast  to  procedure  0  of  the  specified  program  and  version  using  UDP  and  report 
all  hosts  that  respond. 

-d  Delete  registration  for  the  RPC  service  of  the  specified  program  and  version.  TTiis  option  can  be 
exercised  only  by  the  super-user. 

The  program  argument  can  be  either  a  name  or  a  number. 

If  a  version  is  specified,  rpcinfo  attempts  to  call  that  version  of  the  specified  pragrom.  Otherwise,  rpcinfo 
attempts  to  find  all  the  registered  version  numbers  for  the  specified  program  by  calling  version  0  (which  is 
presumed  not  to  exist;  if  it  does  exist,  rpcinfo  attempts  to  obtain  this  information  by  calling  an  extremely 
high  version  number  instead)  and  attempts  to  call  each  registered  version.  Note:  the  version  number  is 
required  for  -b  and  -d  options. 

EXAMPLES 

To  show  all  of  the  RPC  services  registered  on  the  local  machine  use: 
example%  rpcinfo  -p 

To  show  all  of  the  RPC  services  registered  on  the  machine  named  klaxon  use: 
example%  rpcinfo  -p  klaxon 

To  show  all  machines  on  the  local  net  that  are  running  the  Yellow  Pages  service  use: 
example%  rpcinfo  -b  ypserv  ’version’  |  uniq 

where  ’version’  is  the  current  Yellow  Pages  version  obtained  from  the  results  of  the  -p  switch  above. 

To  delete  the  registration  for  version  1  of  the  walld  service  use: 
example  %  rpcinfo  -d  walld  1 
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SEE  ALSO 

rpc(S),  portinap(8C) 

RPC  Programming  Guide  in  Network  Programming 

BUGS 

In  releases  prior  to  SunOS  3.0,  the  Network  File  Systeni  (NFS)  did  not  register  itself  with  the  portmapper; 
rpcinfo  cannot  be  used  to  make  RPC  calls  to  the  NFS  server  on  hosts  running  such  releases. 
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NAME 

rquotad  -  remote  quota  server 

SYNOPSIS 

/usr/etc/rpc.rqaotad 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rquotad  is  an  rpc(4)  server  which  returns  quotas  for  a  user  of  a  local  file  system  which  is  mounted  by  a 
remote  machine  over  the  NFS.  The  results  are  used  by  quota(l)  to  display  user  quotas  for  remote  file  sys¬ 
tems.  The  rquotad  daemon  is  normally  invoked  by  inetd(8C). 

FILES 

quotas  quota  file  at  the  file  system  root 

SEE  ALSO 

quota(l),  nfs(4),  rpc(4),  services(5),  inetd(8C) 
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NAME 

rshd  -  remote  shell  server 
SYNOPSIS 

/iisr/etc/in.rshd  host^wrt 
DESCRIPTION 

rshd  is  the  server  for  the  rcmd(3N)  routine  and,  consequently,  for  the  rsh(lC)  program.  The  sorer  pro¬ 
vides  remote  execution  facilities  with  authentication  bas^  on  privileged  port  numbers. 

rshd  is  invoked  by  inetd(8C)  each  time  a  shell  service  is  requested,  and  executes  the  following  protocol: 

1)  The  server  checks  the  client’s  source  port.  If  the  port  is  not  in  the  range  0-1023,  the  server  aborts 
the  connection.  The  clients  host  address  (in  hex)  and  port  number  (in  decimal)  are  the  argument 
passed  to  rshd. 

2)  The  server  reads  characters  from  the  socket  up  to  a  null  (\0)  byte.  The  resultant  string  is  inter¬ 
preted  as  an  ASCII  number,  base  10. 

3)  If  the  number  received  in  step  1  is  non-zero,  it  is  interpreted  as  the  port  numba  of  a  secondary 
stream  to  be  used  for  the  stderr.  A  second  connection  is  then  created  to  the  specified  port  on  the 
client’s  machine.  The  source  port  of  this  second  connection  is  also  in  the  range  0-1023. 

4)  The  server  checks  the  client’s  source  address.  If  the  address  is  associated  with  a  host  for  which  no 
corresponding  entry  exists  in  the  host  name  data  base  (see  hosts(S)),  the  server  abots  the  connec¬ 
tion. 

5)  A  null  terminated  usa*  name  of  at  most  16  characters  is  retrieved  on  the  initial  socket.  This  user 
name  is  inteipreted  as  a  user  identity  to  use  on  the  server’s  machine. 

6)  A  null  terminated  user  name  of  at  most  16  characters  is  retrieved  cm  the  initial  socket.  This  user 
name  is  inteipreted  as  the  user  identity  on  the  client’s  machine. 

7)  A  null  terminated  command  to  be  passed  to  a  shell  is  retrieved  on  the  initial  socket  The  length  of 
the  command  is  limited  by  the  upper  bound  on  the  size  of  the  system’s  argument  list 

8)  rshd  then  validates  the  user  according  to  the  following  steps.  The  remote  user  name  is  looked  up 
in  the  password  file  and  a  chdir  is  performed  to  the  user’s  home  directory.  If  the  Icmkup  or  fails, 
the  connection  is  terminated.  If  the  chdir  fails,  it  does  a  chdir  to  /  (root).  If  the  user  is  not  the 
super-user,  (user  ID  0),  the  file  /etc/hosts.equiv  is  consulted  for  a  list  of  hosts  considered 
“equivalent”.  If  the  client’s  host  name  is  present  in  this  file,  the  authentication  is  considered  suc¬ 
cessful.  If  the  lookup  fails,  or  the  user  is  the  super-user,  then  the  file  J'hosts  in  the  home  directory 
of  the  remote  user  is  checked  for  the  machine  name  and  identity  of  the  user  on  the  client’s 
machine.  If  this  lookup  fails,  the  connection  is  terminated. 

9)  A  null  byte  is  returned  on  the  connection  associated  with  the  stderr  and  the  command  line  is 
passed  to  the  normal  login  shell  of  the  user.  The  shell  inherits  the  network  connections  esta¬ 
blished  by  rshd. 

FILES 

/etc/hosts.equiv 
SEE  ALSO 

rsh(lC),  rcmd(3N),  syslogd(8) 

BUGS 

The  authentication  procedure  used  here  assumes  the  integrity  of  each  client  machine  and  the  connecting 

medium.  This  is  insecure,  but  is  useful  in  an  “open”  environment 

A  facility  to  allow  all  data  exchanges  to  be  encrypted  should  be  present 
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DIAGNOSTICS  u-  u 

The  following  diagnostic  messages  are  returned  on  the  connection  associated  with  the  stderr,  aner  which 

any  network  connections  are  closed.  An  error  is  indicated  by  a  leading  byte  with  a  value  of  1  (0  is  returned 
in  step  9  above  upon  successful  completion  of  all  the  steps  prior  to  the  command  execution). 

locuser  too  long 

The  name  of  the  user  on  the  client’s  machine  is  longer  than  16  characters, 
remuser  too  long 

The  namp.  of  the  user  on  the  remote  machine  is  longer  than  16  characters, 
command  too  long 

The  command  line  passed  exceeds  the  size  of  the  argument  list  (as  configured  into  the  system). 

Hostname  for  your  address  unknown. 

No  entry  in  the  host  name  database  existed  for  the  client’s  machine. 

Login  incorrect. 

No  password  file  entry  for  the  user  name  existed. 

Permission  denied. 

The  authentication  procedure  described  above  failed. 

Can’t  make  pipe. 

The  pipe  needed  for  the  stderr,  was  not  created. 

Try  again. 

A  fork  by  the  server  failed. 

/usr/bin/sh:. . . 

The  user’s  login  shell  could  not  be  started. 

In  addition,  daemon’s  status  messages  and  internal  diagnostics  are  logged  to  the  appropriate  system  log 
using  the  syslogd(8)  facility. 
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NAME 

rstatd  -  kernel  statistics  server 

SYNOPSIS 

/usr/etc/rpc.rstatd 

DESCRIPTION 

rstatd  is  a  server  which  returns  performance  statistics  obtained  from  the  kernel.  These  statistics  are  graph¬ 
ically  displayed  by  perfmeter(l).  The  rstatd  daemon  is  normally  invoked  by  inetd(8C). 

Systems  with  disk  drivers  to  be  monitored  by  this  daemon  must  be  configured  so  as  to  report  disk 
(_dk_xfer)  statistics. 

SEE  ALSO 

perfmeter(l),  services(5),  metd(8C) 
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NAME 

ruso^d  -  iietw(Mk  username  server 

SYNOPSIS 

/usr/etc/rpc.rusersd 

AVAILABILITY  .  « 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 

Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rusersd  is  a  server  that  returns  a  list  of  users  on  the  netwoik.  The  rusersd  daemon  is  normally  invoked  by 
inetd(8C). 

SEE  ALSO 

perfmeter(l),  rusers(lC),  services(5),  inetd(8C) 
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NAME 

rwalld  -  netwotk  mail  server 

SYNOPSIS 

/  usr/etc/rpc  jwalld 

AVAILABILITY 

This  {H'ogram  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rwalld  is  a  server  that  handles  rwall(lC)  and  shutdown(2)  requests.  It  is  implemented  by  calling  wall(l) 
to  all  the  appropriate  network  machines.  The  rwalld  daemon  is  normally  invoked  by  inetd(8C). 

SEE  ALSO 

rwall(lC),  wall(l),  shutdown(2)  services(S),  inetd(8C), 
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NAME 

rwhod  -  system  status  server 

SYNOPSIS 

/usr/etc/nvhod 

AVAILABILITY 

Due  to  its  potential  impact  on  network  performance,  this  service  is  commented  out  of  the  /etc/rcJocal  sys¬ 
tem  initialization  script  It  is  provided  only  for  4.3  BSD  compatibility. 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rwhod  is  the  server  which  maintains  the  database  used  by  the  rwho(lC)  and  ruptime(lC)  programs.  Its 
operation  is  predicated  on  the  ability  to  broadcast  messages  on  a  netwoik. 

rwhod  operates  as  both  a  producer  and  consumer  of  status  infOTmation,  As  a  producer  of  information  it 
periodically  queries  the  state  of  the  system  and  constructs  status  messt^es  which  are  broadcast  on  a  net¬ 
work.  As  a  consumer  of  information,  it  listens  for  other  rwhod  servers’  status  messages,  validating  them, 
then  recording  them  in  a  collection  of  files  located  in  the  directory  /var/spool/rwho. 

The  rwho  server  transmits  and  receives  messages  at  the  port  indicated  in  the  “rwho”  service  specification, 
see  services(5).  The  messages  sent  and  received,  are  of  the  form: 
struct  outmp  { 

char  out_line[8];  /*  tty  name  ♦/ 

char  out_name[8];  /*  user  id  */ 

long  out_tlme;  /*  time  on  */ 

}; 

struct  whod  { 

char  wd_vers; 

char  wd_type; 

char  wd_fili[2]; 

int  wd_sendtime; 

int  wd_recvtime; 

char  wd_hostname[32]; 

int  wd_loadav[3]; 

int  wd_boottime; 

struct  whoent  { 
struct  outmp  we_utmp; 
int  we_idle; 

}  wd_we[1024  /  sizeof  (struct  whoent)]; 

}; 

All  fields  are  converted  to  network  byte  order  prior  to  transmission.  The  load  averages  are  as  calculated  by 
the  w(l)  program,  and  represent  load  averages  over  the  5,  10,  and  15  minute  intervals  prior  to  a  server’s 
transmission.  The  host  name  included  is  that  returned  by  the  gethostname(2)  system  call.  The  array  at  the 
end  of  the  message  contains  information  about  the  users  logged  in  to  the  sending  machine.  This  informa¬ 
tion  includes  the  contents  of  the  utmp(S)  entry  for  each  non-idle  terminal  line  and  a  value  indicating  the 
time  since  a  character  was  last  received  on  the  terminal  line. 

Messages  received  by  the  rwho  server  are  discarded  unless  they  originated  at  a  rwho  server’s  port.  In 
addition,  if  the  host’s  name,  as  specified  in  the  message,  contains  any  unprintable  ASCII  characters,  the 
message  is  discarded.  Valid  messages  received  by  rwhod  are  placed  in  files  named  y/hoA.hostname  in  the 
directory  /var/spool/rwho.  These  files  contain  only  the  most  recent  message,  in  the  format  described 
above. 
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Status  messages  are  generated  approximately  once  every  60  seconds,  rwhod  performs  an  nlist(3)  on 
/vmunix  every  10  minutes  to  guard  against  the  possibility  that  this  file  is  not  the  system  image  currently 
operating. 

FILES 

/var/spool/rwho 

DIAGNOSTICS 

Status  and  diagnostic  messages  are  logged  to  the  appropriate  system  log  using  the  sysIogd(8)  facility. 

SEE  ALSO 

rwho(lC),  ruptime(lC),  w(l),  gethostname(2),  nlist(3),  utmp(5),  syslogd(8) 

BUGS 

This  service  takes  up  progressively  more  network  bandwidth  as  the  number  of  hosts  on  the  local  net 
increases.  For  large  networks,  the  cost  becomes  prohibitive.  RPC-based  services  such  as  rup(lC)  and 
rusers(lC)  provide  a  similar  function  with  greater  efficiency. 

rwhod  should  relay  status  information  between  networks.  People  often  interpret  the  server  dying  as  a 
machine  going  down. 
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NAME 

sa,  accton  -  system  xcoundng 
SYNOPSIS 

/usr/etc/sa  [  -abcdDfijkKlmnrstu  1  [  -v[n]  ]  [  -S  savacc^le  ]  [  -U  usrocctfae  ]  [filename  ] 

/usr/etc/accton  [filename  ] 

DESCRIPTION  .  .  . 

With  an  argument  naming  an  existing  filename,  accton  causes  system  accounting  information  for  every 
process  executed  to  be  placed  at  the  end  of  the  file.  If  no  argument  is  given,  accounting  is  turned  off. 

sa  reports  on,  cleans  up,  and  generally  maintains  accounting  files. 

sa  is  able  to  condense  the  information  in  /var/adm/acct  into  a  summary  file  /var/adm/savacct  which  con¬ 
tains  a  count  of  the  number  of  times  each  command  was  called  and  the  time  resources  consumed.  This 
condensation  is  desirable  because  on  a  large  system  /var/adm/acct  can  grow  by  500K  bytes  per  day.  The 
summary  file  is  normally  read  before  the  accounting  file,  so  the  reports  include  all  available  information. 

If  a  file  name  is  given  as  the  last  argument,  that  file  will  be  treated  as  the  accounting  file;  /var/adm/acct  is 
the  default 

Output  fields  are  labeled:  cpu  for  the  sum  of  user+system  time  (in  minutes),  re  for  real  time  (also  in 
minutes),  k  for  CPU-time  averaged  core  usage  (in  Ik  units),  avio  for  average  number  of  I/O  operations  per 
execution.  With  options  fields  labeled  tio  for  total  I/O  operations,  k*scc  for  CPU  storage  integral  (kilo-core 
seconds),  u  and  s  for  user  and  system  CPU  time  alone  (both  in  minutes)  will  sometimes  appear. 

sa  also  breaks  out  accounting  statistics  by  user.  This  information  is  kept  in  the  file  /var/adm/usracct. 

OPTIONS  > 

-a  Print  all  command  names,  even  those  containing  unprintable  characters  and  those  used  only  once. 

By  default,  those  are  placed  under  the  name  ‘***other.’ 

— b  Sort  output  by  sum  of  user  and  system  time  divided  by  number  of  calls.  Default  sort  is  by  sum  of 

user  and  system  times. 

-c  Besides  total  user,  system,  and  real  time  for  each  command  print  percentage  of  total  time  over  all 
commands. 

-d  Sort  by  average  number  of  disk  I/O  operations. 

— D  Print  and  sort  by  total  number  of  disk  I/O  operations. 

-f  Force  no  interactive  threshold  compression  with  -v  flag. 

-i  Do  not  read  in  summary  file. 

-j  Instead  of  total  minutes  time  for  each  category,  give  seconds  per  call. 

-k  Sort  by  CPU-time  average  memory  usage. 

-K  Print  and  sort  by  CPU-storage  integral. 

-1  Separate  system  and  user  time;  normally  they  are  combined. 

— m  Print  number  of  processes  and  number  of  CPU  minutes  for  each  user. 

— n  Sort  by  number  of  calls. 

— r  Reverse  order  of  sort 

-s  Merge  accounting  file  into  summary  file  /var/adm/savacct  when  done. 

-t  For  each  command  report  ratio  of  real  time  to  the  sum  of  user  and  system  times. 

-u  Superseding  all  other  flags,  print  for  each  record  in  the  accounting  file  the  user  ID  and  command 

name. 
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-V  Followed  by  a  number  n,  types  the  name  of  each  command  used  n  times  or  fewer.  If  n  is  not 
specified,  it  defaults  to  1 .  Await  a  reply  from  the  terminal;  if  it  begins  with  y,  add  the  command  to 
the  category  ‘**junk**.’  This  is  used  to  strip  out  garbage. 

— S  The  following  filename  is  used  as  the  command  summary  file  instead  of  /var/adm/savacct. 

-U  The  following  filename  is  used  instead  of  /var/adm/usracct  to  accumulate  the  par-user  statistics 

printed  by  the  -m  option. 

FILES 

/var/adm/acct  raw  accounting 

/var/adm/savacct  summary  by  command 

/var/adm/usracct  summary  by  user  ID 

SEE  ALSO 

acct(2),  acct(S),  ac(8) 

BUGS 

sa’s  execution  time  increases  linearly  with  the  magnitude  of  the  largest  positive  user  ID  in  /etc/passwd. 
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NAME 

savecore  —  save  a  core  dump  of  the  operating  system 
SYNOPSIS 

/usr/etc/savecore  dimame  [  system-name  ] 

DESCRIPTION  . 

savecore  saves  a  core  dump  of  the  kernel  (assuming  that  one  was  made)  and  writes  a  reboot  message  in  the 
shutdown  log.  It  is  meant  to  be  called  near  the  end  of  the  /etc/rcJocal  file  after  the  system  boots.  How¬ 
ever,  it  is  not  normally  run  by  default.  You  must  edit  that  file  to  enable  it. 

savecore  checks  the  core  dump  to  be  certain  it  corresponds  with  the  version  of  the  operating  system 
currently  running.  If  it  does,  savecore  saves  the  core  image  in  the  file  dirnamel\m&ireji  and  the  kernel’s 
namelist,  in  dirnamelvtsiisMdxji  The  trailing  ji  in  the  pathnames  is  replaced  by  a  number  which  grows 
every  time  savecore  is  run  in  that  directory. 

Before  savecore  writes  out  a  core  image,  it  reads  a  number  from  the  file  dirnamelmiatne.  If  there  is  less 
free  space  on  the  filesystem  containing  dirname  than  the  number  obtained  from  the  minfree  file,  the  core 
dunq)  is  not  saved.  If  the  minfree  file  does  not  exist,  savecore  always  writes  out  the  cme  file  (assuming 
that  a  core  dunq)  was  taken). 

savecore  also  logs  a  reboot  message  using  facility  LOG_AUTH  (see  syslog(3))  If  the  system  crashed  as  a 
result  of  a  panic,  savecore  logs  the  panic  string  too. 

If  the  core  dump  was  from  a  system  other  than  /vmunix,  the  name  of  that  system  must  be  supplied  as 
system-name. 

FILES 

/vmunix  the  kernel 

/etc/rc.local 

SEE  ALSO 

syslog(3),  sa(8),  crash(8S) 

BUGS 

Can  be  fooled  into  thinking  a  core  dump  is  the  wrong  size. 

You  must  run  savecore  very  soon  after  booting  —  before  the  swap  space  containing  the  crash  dump  is 
ovCTwritten  by  programs  currently  running. 
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NAME 

sendmail  -  send  mail  over  the  internet 
SYNOPSIS 

/etc/sendmail  [  -ba  ]  [  -bd  ]  [  -bi  ]  [  -bm  ]  [  -bp  ]  [  -bs  ]  [  -bt  ]  [  -bv  ]  [  -bz  ] 

[  -Cfile  ]  [  -dJT  ]  [  -Tfullname  ]  [  -tname  ]  [  -WV  ]  [  -n  ]  [  -ac  value  ]  [  -q[  time  ]  ] 

[-rname]  [-t]  [-v]  [address  ...] 

DESCRIPTION 

sendmail  sends  a  messi^e  to  one  or  more  people,  routing  the  message  over  whatever  networks  are  neces¬ 
sary.  sendmail  does  internetwork  forwarding  as  necessary  to  deliver  the  message  to  the  correct  place. 

sendmail  is  not  intended  as  a  user  interface  routine;  other  programs  provide  user-friendly  front  ends;  send- 
mafl  is  used  only  to  deliver  pre-formatted  messages. 

With  no  flags,  sendmail  reads  its  standard  input  up  to  an  EOF,  or  a  line  with  a  single  dot  and  sends  a  copy 
of  the  letter  found  there  to  all  of  the  addresses  list^.  It  determines  the  network  to  use  based  on  the  syntax 
and  contents  of  the  addresses. 

Local  addresses  are  looked  up  in  the  local  aliases(S)  file,  or  by  using  the  Yellow  Pages  name  service,  and 
aliased  appropriately.  In  addition,  if  there  is  a  .forward  file  in  a  recipient’s  home  directory,  sendmail  for¬ 
wards  a  ct^y  of  each  message  to  the  list  of  recipients  that  file  contains.  Aliasing  can  be  prevented  by 
preceding  the  address  with  a  backslash.  Normally  the  sender  is  not  included  in  alias  expansions,  for  exam¬ 
ple,  if  ‘John’  sends  to  ‘group’,  and  ‘group’  includes  ‘john’  in  the  expansion,  then  the  letter  will  not  be 
delivered  to  ‘John’. 

sendmail  will  also  route  mail  directly  to  other  known  hosts  in  a  local  network.  The  list  of  hosts  to  which 
mail  is  directly  sent  is  maintained  in  Ae  file  /usr/Iib/mailhosts. 

OPTIONS 

-ba  Go  into  ARPANET  mode.  All  input  lines  must  end  with  a  CR-LF,  and  all  messages  will  be  gen¬ 
erated  with  a  CR-LF  at  the  end.  Also,  the  “From:”  and  “Sender”  fields  are  examined  for  the 
name  of  the  sender. 

-bd  Run  as  a  daemon,  waiting  for  incoming  SMTP  connections. 

-bi  Initialize  the  alias  database. 

-bm  Deliver  mail  in  the  usual  way  (default). 

-bp  Print  a  summary  of  the  mail  queue. 

— bs  Use  the  SMTP  protocol  as  described  in  RFC  821.  This  flag  implies  all  the  operations  of  the  — ba 

flag  that  are  compatible  with  SMTP. 

— bt  Run  in  address  test  mode.  This  mode  reads  addresses  and  shows  the  steps  in  parsing;  it  is  used  for 

debugging  configuration  tables. 

— bv  Verify  names  only  —  do  not  try  to  collect  or  deliver  a  message.  Verify  mode  is  normally  used  for 

validating  users  or  mailing  lists. 

-bz  Create  the  configuration  freeze  file. 

-Cfile  Use  alternate  configuration  file. 

-dX  Set  debugging  value  to  X . 

—Ffullname 

Set  the  full  name  of  the  sender. 

-tname  Sets  the  name  of  the  “from”  person  (that  is,  the  sender  of  the  mail),  -f  can  only  be  used  by 
“trusted”  users  (who  are  listed  in  the  config  file). 

-hV  Set  the  hop  count  to  N.  The  hop  count  is  incremented  every  time  the  mail  is  processed.  When  it 
reaches  a  Unfit,  the  mail  is  returned  with  an  error  message,  the  victim  of  an  aliasing  loop. 
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-Mid  Attempt  to  deliver  the  queued  message  with  message-id  id. 

-n  Don’t  do  aliasing. 

—OX  value 

Set  option  x  to  the  specified  value .  Options  are  described  below. 

-q[time] 

Processed  saved  messages  in  the  queue  at  given  intervals.  If  time  is  omitted,  process  the  queue 
once.  Time  is  given  as  a  tagged  number,  with  s  being  seconds,  m  being  minutes,  h  being  hours,  d 
being  days,  and  w  being  weeks.  For  example,  — qlhSOm  or  — q90ni  would  both  set  the  timeout  to 
one  hour  thirty  minutes. 

-rname  An  alternate  and  obsolete  form  of  the  -f  flag. 

-Rstring 

Go  through  the  queue  of  pending  mail  and  attempt  to  deliver  any  message  with  a  recipient  con- 
raining  the  Specified  string.  This  is  useful  for  clearing  out  mail  directed  to  a  machine  which  has 
been  down  for  awhile. 

-t  Read  message  for  recipients.  “To:”,  “Cc:”,  and  “Bcc:”  lines  wiU  be  scanned  for  people  to  send 
to.  The  “Bcc:”  line  will  be  deleted  before  transmission.  Any  addresses  in  the  argument  list  will 
be  suppressed. 

-V  Go  into  verbose  mode.  Alias  expansions  will  be  aimounced,  etc. 

PROCESSING  OPTIONS 

There  are  also  a  number  of  processing  options  that  may  be  set.  Normally  these  will  only  be  used  by  a  sys¬ 
tem  administrator.  Options  may  be  set  either  on  the  command  line  using  the  -o  flag  or  in  die  configuration 
file.  These  are  described  in  detail  in  the  Installation  and  Operation  Guide .  The  options  are: 

Afile  Use  alternate  alias  file. 

c  On  mailers  that  are  considered  “expensive”  to  connect  to,  do  not  initiate  immediate  connection. 
This  requires  queueing. 

dx  Set  the  delivery  mode  to  x.  Delivery  modes  are  i  for  interactive  (synchronous)  deliyay,  b  for 
background  (asynchronous)  delivery,  and  q  for  queue  only  —  that  is,  actual  delivery  is  done  the 
next  time  the  queue  is  mn. 

D  Run  newaliases(8)  to  automatically  rebuild  the  alias  database,  if  necessary. 

ex  Set  error  processing  to  mode  x.  Valid  modes  are  m  to  mail  back  the  error  message,  w  to  ‘  ‘write’  ’ 
back  the  error  message  (or  mail  it  back  if  the  sendCT  is  not  logged  in),  p  to  print  the  errors  on  the 
terminal  (default),  ‘q’  to  throw  away  error  messages  (only  exit  status  is  returned),  and  ‘e’  to  do 
special  processing  for  the  BerkNet.  If  the  text  of  the  message  is  not  mailed  back  by  modes  m  or  w 
and  if  the  sender  is  local  to  this  machine,  a  copy  of  the  message  is  appended  to  the  file  dead.letter 
in  the  sender’s  home  directory. 

Vmode  The  mode  to  use  when  creating  temporary  files, 
f  Save  UNIX-system-style  ‘  ‘From’  ’  lines  at  the  front  of  messages. 

gN  The  default  group  ID  to  use  when  calling  mailers. 

Hfile  The  SMTP  help  file. 

i  Do  not  take  dots  on  a  line  by  themselves  as  a  message  terminator. 

Lrt  The  log  level. 

m  Send  to  “me”  (the  sender)  also  if  I  am  in  an  alias  expansion. 

o  If  set,  this  message  may  have  old  style  headers.  If  not  set,  this  message  is  guaranteed  to  have  new 
style  headers  (that  is,  conunas  instead  of  spaces  between  addresses).  If  set,  an  adaptive  algorithm 
is  used  that  will  correctly  determine  the  header  format  in  most  cases. 
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Qqueuedir 

Select  the  directory  in  which  to  queue  messages. 

Ttimeout 

The  timeout  on  reads;  if  none  is  set,  sendmail  will  wait  forever  for  a  mailer. 

Sfile  Save  statistics  in  the  named  file. 

s  Always  instantiate  the  queue  file,  even  under  circumstances  where  it  is  not  strictly  necessary. 

Ttime  Set  the  timeout  on  messages  in  the  queue  to  the  specified  time.  After  sitting  in  the  queue  for  this 
amount  of  time,  they  will  be  returned  to  the  sender.  The  default  is  three  days. 

tstz^tz  Set  the  name  of  the  time  zone. 


uN  Set  the  default  user  id  for  mailers. 


If  the  first  character  of  the  user  name  is  a  vertical  bar,  the  rest  of  the  user  name  is  used  as  the  name  of  a 
program  to  pipe  the  mail  to.  It  may  be  necessary  to  quote  the  name  of  the  user  to  keep  sendmail  from 
suppressing  the  blanks  from  between  arguments. 


sendmail  returns  an  exit  status  describing  what  it  did.  The  codes  are  defined  in  <sysexits.h> 


EX_OK 

EX_NOUSER 

EX_UNAVAILABLE 

EX_SYNTAX 

EX_SOFrWARE 

EX_OSERR 

exInohost 

EX  TEMPFAIL 


Successful  completion  on  all  addresses. 

User  name  not  recognized. 

Catchall  meaning  necessary  resources  were  not  available. 
Syntax  error  in  address. 

Internal  software  error,  including  bad  arguments. 
Temporary  operating  system  error,  such  as  “cannot  fork”. 
Host  name  not  recognized. 

Message  could  not  be  sent  immediately,  but  was  queued. 


If  invoked  as  newaliases,  sendmail  rebuilds  the  alias  database.  If  invoked  as  mailq,  sendmail  prints  the 
contents  of  the  mail  queue. 


FILES 

Except  for  /etc/sendmai].cf,  these  pathnames  are  all  specified  in  /etc/sendmail.cf.  Thus,  these  values  are 
only  approximations. 

/etc/aliases 
/etc/aliases.pag 
/etc/a]iases.dir 
/usr/lib/mailhosts 
/etc/sendmail.cf 
/etc/sendmail.fc 
/etc/sendmaQ.hf 
/etc/sendmail.st 
/usr/bin/uux 
/usr/bin/mail 
/var/spool/mqueue/’C 
"/.forward 

SEE  ALSO 

bifr(l),  binmail(l),  mail(l),  aliases(S) 

System  and  Network  Administration 

Su,  Zaw-Sing,  and  Jon  Postel,  The  Domain  Naming  Convention  for  Internet  User  Applications,  RFC  819, 
Network  Information  Center,  SRI  International,  Menlo  Park,  Calif.,  August  1982. 

Postel,  Jon,  Simple  Mail  Transfer  Protocol,  RFC  821,  Network  Information  Center,  SRI  International, 
Menlo  Park,  Caltf.,  August  1982. 

Crocker,  Dave,  Standard  for  the  Format  of  ARPA-Internet  Text  Messages,  RFC  822,  Network  Information 
Center,  SRI  International,  Menlo  Park,  Calif.,  August  1982. 


raw  data  for  alias  names 
data  base  of  alias  names 

list  of  hosts  to  which  mail  can  be  sent  dkecdy 
configuration  file 
frozen  configuration 
help  file 

collected  statistics 

to  deliver  uucp  mail 

to  deliver  local  mail 

temp  files  and  queued  mail 

list  of  recipients  for  forwarding  messages 
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NAME 

setup_client  -  create  or  remove  an  NFS  client 
SYNOPSIS 

/usr/etc/install/script/setup_client  op  clientname  ypjype  swapsize  rootpcuh  swappath 
dumppath  homepath  execpath  arch 

DESCRIPTION 

setup  client  adds  an  NFS  client  to  a  server,  or  to  removes  one.  It  can  only  be  run  by  the  super-user.  It  is 
also  used  by  suninstaU(8). 

The  op  argument  indicates  which  operation  to  perform;  it  can  be  either  add  or  remove,  to  indicate  whether 
to  add  or  remove  a  client,  clientname  is  the  hostname  of  the  client  ypjype  indicates  the  type  of  Yellow 
Pages  server  or  service  to  provide  to  the  client,  if  any;  it  can  be  one  of  master,  slave,  client  or  none. 
swapsize  is  the  number  of  bytes  reserved  for  client’s  swap  file,  rootpath  is  the  pathname  of  parent  direc¬ 
tory  in  which  various  client  toot  directories  reside;  rootpath! clientname  is  the  pathname  of  the  client’s  root 
directory,  swappath  is  the  pathname  of  parent  directory  in  which  various  client  swap  files  reside; 
swappath! clientname  is  the  pathname  of  the  client’s  swap  file,  dumppath  is  the  parent  pathname  in  which 
various  client  dump  files  reside;  dumppathlclientname  is  the  pathname  of  the  client’s  dump  file,  homepath 
is  the  pathname  of  the  (parent)  directory  in  which  the  various  home  directories  are  to  reside;  it  is  the  path¬ 
name  of  the  directory  that  the  client  is  to  mount  as  /home,  execpath  is  the  full  pathname  of  the  directory  in 
which  the  executables  for  the  architecture  specified  by  the  arch  argument.  This  is  the  directory  that  the 
client  mounts  as  /usr.  arch  specifies  the  client’s  architecture  (for  instance,  sun4,  sun3. . .).  setup_client 
with  no  arguments  displays  a  usage  message  that  includes  the  proper  arch  argument  for  each  supported 
architecture. 


USAGE 

Before  you  add  or  remove  a  client,  you  must  first  make  sure  that  the  Internet  and  Ethernet  addresses  for 
clientname  are  listed  in  the  YP  hosts  database  (if  the  server  is  running  the  YP),  or  in  the  server’s  /etc/hosts 
and  /etc/ethers  databases,  respectively  (otherwise).  Then,  run  setup_client  with  the  add  or  remove  opera¬ 
tion.  When  adding  a  client,  you  must  then  bootstrap  that  client  machine. 

You  cannot  add  a  client  to  a  server  that  does  not  support  the  specified  architecture.  The  executable  direc- 
tcuy  for  that  client’s  architecture  must  be  present  on  the  server.  If  this  file  is  absent,  an  error  results. 

setup_client  updates  the  /etc/bootparams  file.  If  the  server  is  a  YP  master,  it  updates  local  YP  database.  It 
does  not  propagate  the  local  update  to  other  YP  servers.  To  propagate  the  updates,  use  the  following  com¬ 
mands: 

example#  cd  /var/yp 
example#  make 

If  the  server  is  mnning  YP  but  is  not  a  YP  master,  setupjclient  issues  a  warning  to  indicate  that  the  data¬ 
base  is  out  of  date. 

When  arch  is  given  as  sun2,  suninstall  issues  a  reminder  to  run  the  /usr/etc/ndbootd  daemon  for  booting 
Sun-2  systems. 

setup_cllent  creates  swappath! clientname  with  the  size,  (number  of  bytes)  you  specify.  You  can  append 
one  of  K  or  k  to  indicate  kilobytes,  M  or  m  to  indicate  megabytes,  or  B  or  b  to  indicate  512-byte  blocks,  to 
size.  Otherwise,  size  is  taken  to  indicate  an  exact  byte  count 

suninstall  updates  the  /etc/exports  file  to  allow  root  access  to  each  client’s  root  file  system.  It  exports  the 
client’s  swap  and  dump  partitions  only  to  the  client  Note:  the  system  administrator  should  verify  that  the 
/etc/exports  file  contains  correct  information,  and  that  file  systems  are  exported  to  the  conect  users  and 
groups.  Refer  to  exportfs(8)  for  details  on  exporting  file  systems. 
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EXAMPLES 

This  example  shows  how  to  add  a  Sun-4  system  NFS  client  to  a  server, 

example#  setup_client  add  frodo  client  16M  /exports/roots  /exports/swaps  /exports/dumps  /home  \ 
/exports/execs/sun4/4.0  sun4 

To  remove  this  client,  you  would  merely  substitute  remove  fw  add  in  the  above  exanq)le. 

FILES 

/etc/hosts 

/etc/ethers 

/usr/etc/ndbootd 

/etc/bootparams 

/etc/exports 

SEE  ALSO 

exportfs(8),  setup_exec(8)  suninstall(8) 

Installing  the  SunOS 
DIAGNOSTICS 

incorrect  number  of  arguments 

Check  number  and  order  of  the  arguments. 

must  be  run  as  root  (super-user). 

You  must  be  root  to  use  setup_client. 

invalid  operation  type  “xc”. 

Valid  operations  are  add  and  remove. 

ATTENTION:  xxxxxxxx  •>  boot.sun.’’  not  created. 

(Sun-3  systems  only.)  A  symbolic  link  can  not  be  created  because  the  boot  file  does  not  exist. 

ATTENTION:  xxxaxcx.SlJN.^  ->  boot.sun.^  not  created. 

(Other  than  Sun-3  systems.)  A  symbolic  link  can  not  be  created  because  the  boot  file  does  not 
exist. 

ATTENTION:  /usr/etc/ndbootd  needs  to  be  running  on  server  before  bringing  up  ^‘client**. 

The  Sun-2  system  boot  daemon  must  be  running  in  order  to  bootstrap  a  Sun-2  system. 
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NAME 

setup_exec  -  install  architecture-dependent  executables  on  a  heterogeneous  file  server 
SYNOPSIS 

/usr/etc/install/setup_exec  arch  execpath 
DESCRIPTION 

setup_exec  installs  architecture-dependent  executables  from  either  from  a  local  tape  drive  or  a  remote  host. 
It  is  used  to  convert  a  standaltxie  system  or  homogeneous  file  server  to  a  heterogeneous  file  server, 
setup  exec  is  a  forms-based  utility  that  can  be  invoked  directly,  but  it  is  also  used  by  suniiistall(8).  It  can 
only  be  invoked  by  the  super-user. 

The  arch  argument  specifies  the  machine  archiciecture  to  install  (for  instance,  sun4,  sun3. . . ).  When  run 
with  no  arguments,  setup_exec  displays  a  usage  line  that  includes  the  proper  format  of  the  arch  argument 
for  each  supported  architecture,  execpath  is  the  full  pathname  of  the  directory  in  which  to  install  the  exe¬ 
cutables.  When  setup_exec  is  done,  the  execpath  directory  is  ready  to  mount  as  /usr  by  the  heterogeneous 
server’s  NFS  clients  of  the  indicated  arch. 

setup_exec  also  updates  the  /etc/exports  file  (see  exportfs(8))  to  export  the  executable  directOTies  it  has 
installed.  The  system  administrator  should  verify  this  file  to  make  sure  that  the  directory  has  been  exported 
to  the  correct  groups. 

EXAMPLE 

This  example  shows  how  to  install  a  directory  of  executables  for  Sun-4  system  clients  running  4.0. 
example#  setup_exec  sun4  /exporfs/execs/sun4/4.0 

FILES 

/etc/hosts 
/etc/ethers 
/etc/exports 

/usr/etc/install/files/extractlistarcA 

SEE  ALSO 

exportfs(8),  setup_client(8),  suninstalK8) 

Instcdling  the  SunOS 

DIAGNOSTICS 

incorrect  number  of  arguments 

Check  the  number  and  the  order  of  arguments. 

invalid  architecture  type  “orcA”. 

You  supplied  a  value  for  arch  that  is  not  supported. 

invalid  tape  drive  type  ‘‘drive”. 

Valid  tape  drive  types  are  local  and  remote. 

invalid  tape  type  “tape”. 

Valid  tape  types  are  ar,  st,  mt,  and  xt. 

can’t  reach  tapehost  “tapehost”. 

The  IP  address  of  tapehost  is  not  in  the  hosts  database,  that  is,  the  hosts  YP  database  if  the  Yellow 
Pages  are  running,  or  the  /etc/hosts  file  otherwise. 

Load  release  tape  n 

Mount  the  release  tape  specified  on  the  screen  and  type  RETURN  to  continue. 


hosts  database 

database  of  hostnames  and  Ethernet  addresses 

database  of  exported  file  systems 

record  of  extracted  categories  for  the  indicated  architecture 
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SHOWMOUNT(8) 


NAME 

showmount  -  show  all  remote  mounts 
SYNOPSIS 

/usr/etc/showmount  [  -ade  ]  [  host  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

showmount  lists  all  the  clients  that  have  remotely  mounted  a  filesystem  from  host.  This  information  is 
maintained  by  the  mountd(8C)  server  on  host^  and  is  saved  across  crashes  in  the  file  /etc/rmtab.  The 
default  value  for  host  is  the  value  returned  by  hostname(l). 

OPTIONS 

-a  Print  all  remote  mounts  in  the  format 
hostname  idirectory 

where  hostname  is  the  name  of  the  client,  and  directory  is  the  root  of  the  file  system  that  has  been 
mounted. 

~d  List  directories  that  have  been  remotely  mounted  by  clients. 

-e  Print  the  list  of  exported  file  systems. 

FILES 

/etc/rmtab 
SEE  ALSO 

hostname(l),  exports(S),  exports(S),  mountd(8C) 

BUGS 

If  a  client  crashes,  its  entry  will  not  be  removed  from  the  list  until  it  reboots  and  executes  ‘amount  -a*. 
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SHUTDOWN(8) 


NAME 

shutdown  —  close  down  the  system  at  a  given  time 
SYNOPSIS 

/usr/etc/shutdown  [  -Ihknr  ]  [  time  [  warning-message . . .  ] 

DESCRIPTION 

shutdown  provides  an  automated  procedure  to  notify  users  when  the  system  is  to  be  shut  down,  ti^ 
specifies  when  shutdown  will  bring  the  system  down;  it  may  be  the  word  now  (indicating  an  immediate 
shutdown),  or  it  may  specify  a  future  time  in  one  of  two  formats;  +number  and  hounmin.  The  first  form 
brings  the  system  down  in  number  minutes,  and  the  second  brings  the  system  down  at  the  time  of  day  indi¬ 
cated  in  24-hour  notation. 

At  intervals  that  get  closer  as  the  apocalypse  s^proaches,  warning  messages  are  displayed  at  terminals  of 
all  logged-in  users,  and  of  users  who  have  remote  mounts  on  that  machine.  Five  minutes  before  shutdown, 
or  immediately  if  shutdown  is  in  less  than  5  minutes,  logins  are  disabled  by  creating  /etc/nologin  and  writ¬ 
ing  a  message  there.  If  this  file  exists  when  a  user  attempts  to  log  in,  login(l)  prints  its  contents  and  exits. 
The  file  is  removed  just  before  shutdown  exits. 

At  shutdown  time  a  message  is  written  to  the  system  log  daemon,  syslogd(8),  containing  the  time  of  shut¬ 
down,  the  instigator  of  the  shutdown,  and  the  reason.  Then  a  terminate  signal  is  sent  to  init,  which  brings 
the  system  down  to  single-user  mode. 

The  time  of  the  shutdown  and  the  warning  message  are  placed  in  /etc/nologin,  which  should  be  used  to 
inform  the  users  as  to  when  the  system  will  be  back  up,  and  why  it  is  going  down  (or  anything  else). 

OPTIONS 

As  an  alternative  to  the  above  procedure,  these  options  can  be  specifie± 

-f  Arrange,  in  the  manner  of  fastboot(8),  that  when  the  system  is  rebooted,  the  file  systems  will  not 
be  checked. 

-h  Execute  balt(8). 

-k  Simulate  shutdown  of  the  system.  Do  not  actually  shut  down  the  system. 

-n  Prevent  the  normal  sync(2)  before  stopping. 

-r  Execute  reboot(8). 

FILES 

/etc/nologin  tells  login  not  to  let  anyone  log  in 

/etc/xtab  list  of  remote  hosts  that  have  mounted  this  host 

SEE  ALSO 

login(l),  sync(2),  fastboot(8),  halt(8),  reboot(8),  syslogd(8) 

BUGS 

Only  allows  you  to  bring  the  system  down  between  “now”  and  23:59  if  you  use  the  absolute  time  for  shut¬ 
down. 
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SPRAY  (8C) 


NAME 

spray  -  spray  packets 
SYNOPSIS 

/usr/etc/spray  host  [  ->c  count  ]  [  -d  delay  ]  [  -i  delay  ]  [  -1  length  ]  host 
AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

spray  sends  a  one-way  stream  of  packets  to  host  using  RPC,  and  reports  how  many  were  received,  as  well 
as  the  the  transfer  rate.  The  host  argument  can  be  either  a  name  or  an  internet  address. 

OPTIONS 

-c  count 

Specify  how  many  packets  to  send.  The  default  value  of  count  is  the  numbers  of  packets  required 
to  make  the  total  stream  size  100000  bytes. 

-d  delay 

Specify  how  may  microseconds  to  pause  between  sending  each  packet.  The  default  is  0. 

“i  delay  Use  ICMP  echo  packets  rather  than  RPC.  Since  ICMP  automatically  echos,  this  creates  a  two  way 
stream. 

-1  length 

The  length  parameter  is  the  numbers  of  bytes  in  the  ethemet  packet  that  holds  the  RPC  call  mes¬ 
sage.  Since  the  data  is  encoded  using  XDR,  and  XDR  only  deals  with  32  bit  quantities,  not  all 
values  of  length  are  possible,  and  spray  rounds  up  to  the  nearest  possible  value.  When  length  is 
greater  than  1514,  then  the  RPC  call  can  no  longer  be  encapsulated  in  one  Ethemet  packet,  so  the 
length  field  no  longer  has  a  simple  correspondence  to  Ethemet  packet  size.  The  default  value  of 
length  is  86  bytes  (the  size  of  the  RPC  and  UDP  headers) 

SEE  ALSO 

icmp(4P),  ping(8C),  sprayd(8C) 
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SPRAYD(8C) 


NAME 

sprayd  ~  spray  server 

SYNOPSIS 

/iisr/etc/rpc,sprayd 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

rpc.sprayd  is  a  server  which  records  the  packets  sent  by  spray(8C).  The  rpc.sprayd  daemon  is  normally 
invoked  by  inetd(8C). 

SEE  ALSO 

iiietd(8C),  spray(8C) 
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STATD(8C) 


NAME 

statd  -  network  status  monitor 

SYNOPSIS 

/etc/rpc^tatd 

DESCRIPTION 

statd  is  an  intermediate  version  of  the  status  monitor.  It  interacts  with  lockd(8C)  to  {H'ovide  the  crash  and 
recovery  functions  for  the  locking  services  on  NFS. 

FILES 

/etc/sm 

/etc/sm.bak 

/etc/state 

SEE  ALSO 

statmon(S),  lockd(8C) 

BUGS 

The  crash  of  a  site  is  only  detected  upon  its  recovery. 
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NAME 

sticky  -  persistent  text  and  append-only  directories 
DESCRIPTION 

The  sticky  bit  (file  mode  bit  01000,  see  chmod(2))  is  used  to  indicate  special  treatment  fw  certain  execut¬ 
able  files  and  directories. 

Sticky  Text  Executable  Files 

While  the  sticky  bit  is  set  on  a  sharable  executable  file,  the  text  of  that  file  will  not  be  removed  from  the 
system  swap  area.  Thus  the  file  does  not  have  to  be  fetched  from  the  file  system  upon  each  execution.  As 
long  as  a  copy  remains  in  the  swap  area,  the  original  text  cannot  be  overwritten  in  the  file  system,  nor  can 
the  file  be  deleted.  Directory  entries  can  be  removed  so  long  as  one  link  remains. 

Sharable  executable  files  are  made  by  the  — n  and  — z  options  of  ld(l). 

To  replace  a  sticky  file  that  has  been  used: 

1.  Clear  the  sticky  bit  with  chmod(lV). 

2.  Execute  the  old  program  to  flush  the  swapped  copy.  This  can  be  done  safely  even  if  others  are 
using  it. 

3.  Overwrite  the  sticky  file.  If  the  file  is  being  executed  by  any  process,  writing  will  be  prevented;  it 
suffices  to  simply  remove  the  file  and  then  rewrite  it,  being  careful  to  reset  the  owner  and  mode 
with  chmod  and  cbown(2). 

4.  Set  the  sticky  bit  once  again,  if  still  needed. 

Only  the  super-user  can  set  the  sticky  bit  on  a  sharable  executable  file. 

Sticky  Directories 

A  directory  for  which  the  sticky  bit  is  set  restricts  deletion  of  files  it  contains.  A  file  in  a  sticky  directory 
may  only  be  removed  or  renamed  by  a  user  who  has  write  permission  on  the  directory,  and  either  owns  the 
file,  owns  the  directory,  ot  is  the  super-user.  This  is  useful  fca-  directories  such  as  /trap,  which  must  be 
publicly  writable,  but  should  deny  users  permission  to  arbitrarily  delete  ot  rename  the  files  of  others. 

Any  user  may  aeate  a  sticky  directory.  See  chmod  for  details  about  modifying  file  modes. 

BUGS 

Since  the  text  areas  of  sticky  text  executables  are  stashed  in  the  swap  area,  abuse  of  the  feature  can  cause  a 
system  to  run  out  of  swap. 

Neither  open(2V)  nor  mkdir(2)  will  create  a  file  with  the  sticky  bit  set 

FILES 

/tmp 

SEE  ALSO 

chmod(lV),  ld{l),  chmod(2),  chown(2),  mkdir(2),  open(2V) 
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SUNINSTALL(8) 


NAME 

suninstall  -  install  and  upgrade  the  Sun  Operating  System 
SYNOPSIS 

/usr/etc/install/suninstall 

DESCRIPTION 

suninstall  is  a  forms-based  subsystem  for  installing  and  upgrading  the  Sun  Operating  System  on  Sun-2, 
Sun-3  and  Sun-4  systems.  Unlike  previous  installation  subsystems,  suninstall  does  not  require  you  to 
recapitulate  an  interrupted  procedure;  it  allows  you  to  pick  up  from  where  you  left  off.  A  new  invocation 
of  suninstall  displays  the  saved  information,  and  gives  you  an  opportunity  to  make  any  needed  alterations, 
before  it  proceeds. 

To  abort  the  installation  procedure,  use  the  interrupt  character  (typically  CTRL-C). 

suninstall  allows  you  to  install  the  operating  system  onto  any  system  configuration,  be  it  standalone,  data- 
less,  a  homogeneous  file  server,  or  a  heterogeneous  server.  It  allows  you  to  install  from  any  distribution 
tape  format,  to  install  the  various  versions  of  the  operating  system  needed  by  clients  on  a  heterogeneous  file 
server;  you  can  install  as  many  different  system  versions  as  your  disk  space  may  allow. 

You  can  use  suninstall  to  convert  a  4.0  standalone  system  into  a  4.0  server,  without  taking  down  or 
rebuilding  the  system.  After  the  initial  installation,  you  can  use  setup_client(8),  to  add  or  remove  a  disk¬ 
less  client  while  the  server  is  running  in  multiuser  mode.  You  can  use  setup_exec(8),  to  convert  a  4.0  stan¬ 
dalone  system  or  server  into  a  heterogeneous  file  server  while  it  is  ranning  multiuser. 

USAGE 

Refer  to  Installing  the  SunOS  for  more  information  on  the  various  menus  and  selections. 

FILES 

/usr/etc/install 
/usr/etc/install/files 
/usr/etc/instaII/get_*_info 
/usr/etc/install/installation 
/usr/etc/install/makedir 
/usr/etc/install/script 
/usr/etc/install/xdrtoc 

SEE  ALSO 

extract_unbundled(8),  setup_client(8),  setup_exec(8) 

Installing  the  SunOS 


directory  containing  installation  programs,  scripts  and  files 

directory  containing  default  data  files  for  clients  and  hosts 

terminal  data-entiy  forms 

subsystem  utility  program 

subsystem  utility  program 

subsystem  utility  scripts 

subsystem  utility  program 
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SWAPON(8) 


NAME 

swapon  -  specify  additional  device  for  paging  and  swapping 

SYNOPSIS 

/usr/ete/swapon  -a 

/usr/etc/swapon  name. . . 

DESCRIPTION 

swapon  specifies  additional  devices  on  which  paging  and  swapping  are  to  take  place.  The  system  begins 
by  swapping  and  paging  on  only  a  single  device  so  that  only  one  disk  is  required  at  bootstnq)  time.  Calls  to 
swapon  normally  occuT  in  the  system  multi-user  initialization  file  /etc/rc  making  all  swap  devices  avail¬ 
able,  so  that  the  paging  and  swapping  activity  is  interleaved  across  several  devices. 

The  second  form  gives  individual  block  devices  as  given  in  the  system  swap  configuration  table.  The  call 
malffts  only  this  space  available  to  the  system  for  swap  allocation. 

OPTIONS 

-a  Make  available  all  devices  of  type  swap  in  /etc/fstab.  Using  swapon  with  the  -a  option  is  the 
normal  usage. 

FILES 

/dev/[ru][pk]?b  normal  paging  devices 

/etc/fstab 

/etc/rc 

SEE  ALSO 

swapon(2),  init(8) 

BUGS 

There  is  ik)  way  to  stop  paging  and  swapping  on  a  device.  It  is  therefore  not  possible  to  make  use  of  dev¬ 
ices  which  may  be  dismounted  during  system  operation. 
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NAME 

sysdiag  -  system  diagnostics 
SYNOPSIS 

/usr/diag/sysdiag/sysdiag 

AVAILABILITY 

This  program  is  available  with  the  User  Diagnostics  software  installation  option.  Refer  to  Installing  the 
SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

sysdiag  is  a  general-puipose  system  diagnostic  facility  that  tests  the  system  and  reports  its  findings.  It  con¬ 
centrates  on  three  areas  of  system  functionality;  memory,  peripherals  and  disk. 

To  use  sysdiag,  log  on  as  sysdiag,  then  enter  the  command  sysdiag. 

sysdiag  creates  a  sunview(l)  environment  with  one  window  each  for  memory,  peripherals,  and  disk  error 
messages,  plus  a  window  for  the  console.  It  also  creates  date/time  and  performance  monitor  graphs.  It 
places  abbreviated  error  messages  from  the  memory,  disk,  and  peripherals  in  the  appropriate  windows,  and 
sends  console  messages  to  the  console  window. 

When  called  from  a  terminal  sysdiag  interleaves  all  its  messages  on  the  screen. 

With  or  without  the  windows,  it  places  long  error  messages  in  files  named  Vsgxtc.nn  where: 

XX  is  the  name  of  diagnostic 

nn  is  the  pass  number  (increments  each  pass) 

After  it  completes  its  test,  sysdiag  displays  the  error  log  files  by  executing  the  command  ‘more  log*’. 
These  files  remain  after  sysdiag  exits. 

sysdiag  consists  of  a  user  account  with  a  home  directory,  a  collection  of  scripts,  and  executable  files  con¬ 
taining  the  actual  test  code. 

To  configure  or  change  sysdiag,  either  change  the  shell  commands  in  /usr/diag/sysdiag/sysdiag,  or  change 
the  sysdiag  user  configuration  fiies  .login,  .sun  view,  and  .cshrc. 

FILES 

.login 

.sunview 

.cshrc 

SEE  ALSO 

sunview(l)  See  the  appropriate  diagnostic  manual  for  your  Sun  system. 
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NAME 

syslogd  -  log  system  messages 
SYNOPSIS 

/usr/etc/syslogd  [  -d  ]  [  -tconfigfik  ]  [  -m  interval  ] 

DESCKIPnON 

syslogd  reads  and  forwards  system  messages  to  the  appropriate  log  files  and/or  users,  depending  upon  the 
priority  of  a  wiftssagf.  and  the  system  facility  from  which  it  originates.  The  configuration  file 
/etc/syslogxonf  (see  syslog.conf(5))  controls  where  messages  are  forwarded,  syslogd  logs  a  mark 
(timestamp)  message  every  interval  minutes  (default  20)  at  priority  LOG_INFO  to  the  facility  whose  name 
is  given  as  mark  in  the  syslog.conf  file. 

A  system  message  consists  of  a  single  line  of  text,  which  may  be  prefixed  with  a  priority  code  number  en¬ 
closed  in  angle-brackets  (<  >);  priorities  are  defined  in  <sys/syslog.h>. 

syslogd  reads  from  the  AF_UNIX  address  family  socket  /dev/log,  from  an  Internet  address  family  socket 
specified  in  /etc/services,  and  from  the  special  device  /dev/klog  (for  kernel  messages). 

syslogd  reads  the  configuration  file  when  it  starts  up,  and  again  whenever  it  receives  a  HUP  signal,  at  which 
time  it  also  closes  all  files  it  has  open,  re-reads  its  cmifiguration  file,  and  then  opens  only  the  log  files  that 
are  listed  in  that  file,  syslogd  exits  when  it  receives  a  TERM  signal. 

As  it  starts  up,  syslogd  creates  the  file  /etc/syslog.pid,  if  possible,  containing  its  process  ID. 

Sun386l  DESCRIPTION 

syslogd  translates  messages  using  the  databases  specified  on  an  optional  line  in  the  syslog.conf  as  indicated 
with  a  translate  entry. 

The  format  of  these  databases  is  described  in  translate(S). 


OPTIONS 

-d  Turn  on  debugging. 

-tconfigfile  Specify  an  alternate  configuration  file. 

-m  interval  Specify  an  interval,  in  minutes,  between  mark  messages. 


FILES 

/etc/syslog.conf 

/etc/syslog.pid 

/dev/log 

/dev/klog 

/etc/services 


configuration  file 
process  ID 

AFJJNIX  address  family  datagram  log  socket 
kernel  log  device 
network  services  database 


SEE  ALSO 

logger(l),  sysIog(3),  syslog.conf(5) 
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NAME 

talkd  -  server  for  talk  program 

SYNOPSIS 

/usr/etc/iii.talkd 

DESCRIPTION 

talkd  is  a  server  used  by  the  talk(l)  program.  It  listens  at  the  ud^  port  indicated  in  the  “talk”  service 
description;  see  services(S).  The  actual  conversation  takes  place  on  a  tcp  connection  that  is  established  by 
negotiation  between  the  two  machines  involved. 

SEE  ALSO 

talk(l),  services(S),  inetd(8C) 

BUGS 

The  protocol  is  architecture  dependent,  and  can  not  be  relied  upon  to  work  between  Sun  systems  and  other 
machines. 
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NAME 

telnetd  -  DARPA  TELNET  protocol  server 

SYNOPSIS 

/usr/etc/m.telnetd 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

telnetd  is  a  server  which  supports  the  DARPA  standard  TELNET  virtual  terminal  jwotocol.  telnetd  is  in¬ 
voked  by  the  internet  server  (see  inetd(8C)),  normally  for  requests  to  connect  to  the  TELNET  port  as  indi¬ 
cated  by  the  /etc/services  file  (see  services(5)). 

telnetd  operates  by  allocating  a  pseudo-terminal  device  (see  pty(4))  fw  a  client,  then  creating  a  login  pro¬ 
cess  which  has  the  slave  side  of  the  pseudo-terminal  as  its  standard  input,  ouq;>ut,  and  error,  telnetd  mani¬ 
pulates  the  master  side  of  the  pseudo-terminal,  implementing  the  TELNET  protocol  and  passing  characters 
between  the  remote  client  and  the  login  process. 

When  a  TELNET  session  is  started  up,  telnetd  sends  TELNET  options  to  the  client  side  indicating  a  wl- 
lingness  to  do  remote  echo  of  characters,  to  suppress  go  ahead,  and  to  receive  terminal  type  ir^ormation 
from  the  remote  client  If  the  remote  client  is  willing,  the  remote  terminal  type  is  propagated  in  the  en¬ 
vironment  of  the  created  login  process.  The  pseudo- terminal  allocated  to  the  client  is  configured  to  operate 
in  “cooked”  mode,  and  with  XTABS,  ICRNL,  and  ONLCR  enabled  (see  termio(4)). 

telnetd  is  willing  to  do‘.  echo,  binary,  suppress  go  ahead,  and  timing  mark,  telnetd  is  willing  to  have  the 
remote  client  do:  binary,  terminal  type,  and  suppress  go  ahead . 

SEE  ALSO 

telnet(lC) 

Postel,  Jon,  and  Joyce  Reynolds,  “Telnet  Protocol  Specification,”  RFC  854,  Netwak  Information  Center, 
SRI  International,  Menlo  Park,  Calif.,  May  1983. 

BUGS 

Some  TELNET  commands  are  only  partially  implemented. 

The  TELNET  protocol  allows  for  the  exchange  of  the  number  of  lines  and  columns  on  the  user’s  terminal, 
but  telnetd  doesn’t  make  use  of  them. 

Because  of  bugs  in  the  original  4.2  BSD  telnet(lC),  telnetd  performs  some  dubious  protocol  exchanges  to 
try  to  discover  if  the  remote  client  is,  in  fact,  a  4.2  BSD  telnet(lC). 

Binary  mode  has  no  commOTi  interpretation  except  between  similar  operating  systems 
The  terminal  type  name  received  from  the  remote  client  is  converted  to  lower  case. 

The  packet  interface  to  the  pseudo-terminal  (see  pty(4))  should  be  used  for  more  intelligent  flushing  of  in¬ 
put  and  output  queues. 

telnetd  never  sends  TELNET  go  ahead  commands, 
telnetd  can  only  support  64  pseudo-terminals. 
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NAME 

-  DARPA  Trivial  File  Transfer  Protocol  server 

SYNOPSIS 

/usr/etc/in.tftpd  [-s]  [  homedir  ] 

Sun3861  SYNOPSIS 

/usr/etc/in.tftpd  [-s]  [-p]  [  homedir  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

tftpd  is  a  server  that  supports  the  DARPA  Trivial  File  Transfer  Protocol  (TFTP).  This  server  is  normally 
started  by  inetd(8C)  and  operates  at  the  port  indicated  in  the  tftp  Internet  service  description  in  the 
/etc/inetd.conf  file;  see  inetd.conf(S)  for  details. 

Before  responding  to  a  request,  the  server  attempts  to  change  its  current  directory  to  homedir',  the  default 
value  is  /tftpboot. 

Sun386i  DESCRIPTION 

The  tftpd  daemon  acts  as  described  above,  except  that  it  will  perform  certain  filename  mapping  operations 
unless  instructed  otherwise  by  the  — p  command  line  argument  or  when  operating  in  a  secure  environment 
This  mapping  affects  only  TFTP  boot  requests  and  will  not  affect  requests  for  existing  files. 

The  semantics  of  the  changes  are  as  follows.  Only  filenames  of  the  format  ip-address  or  ip-address  Mrch, 
where  ip-address  is  the  IP  address  in  hex,  and  arch  is  the  hosts’s  architecture  (as  returned  by  the  arch(l) 
command),  that  do  not  correspond  to  files  in  /tftpboot,  are  mapped.  If  the  address  is  known  through  a  YP 
lookup,  any  file  of  the  form  /tftpboot/ip>address*  (with  or  without  a  suffix)  is  returned.  If  there  are  multi¬ 
ple  such  files,  any  one  may  be  returned.  If  the  ip-address  is  unknown  (that  is  if  the  ipalloc  (8C)  service 
says  the  name  service  does  not  know  the  address),  the  filename  is  mapped  as  follows:  Names  without  the 
arch  suffix  are  mapped  into  the  name  pnp.SUN3,  and  names  with  the  suffix  are  mapped  into  pnp.Arch. 
That  file  is  returned  if  it  exists. 

OPTIONS 

-s  Secure.  When  specified,  the  directory  change  must  succeed;  and  the  daemon  also  changes  its  root 
directory  to  homedir. 

The  use  of  tftp  does  not  require  an  account  or  password  on  the  remote  system.  Due  to  the  lack  of 
authentication  information,  tftpd  will  allow  only  publicly  readable  files  to  be  accessed.  Files  may 
be  written  only  if  they  already  exist  and  are  publicly  writable.  Note  that  this  extends  the  concept 
of  “public”  to  include  all  users  on  all  hosts  that  can  be  reached  through  the  network;  this  may  not 
be  appropriate  on  all  systems,  and  its  implications  should  be  considered  before  enabling  this  ser¬ 
vice. 

tftpd  runs  with  the  user  ID  and  group  ID  set  to  -2,  under  the  assumption  that  no  files  exist  with  that  owner 
or  group.  However,  nothing  checks  this  assumption  or  enforces  this  restriction. 

Sun386i  OPTIONS 

-p  Disable  pnp  entirely.  Do  not  map  filenames. 

Sun386i  FILES 

/tftpboot/*  filenames  are  IP  addresses 
SEE  ALSO 

ipallocd(8C),  netconfig(8C),  inetd(8C),  tftp(lC) 

Sollins,  KJR.,  The  TFTP  Protocol  (Revision  2),  RFC  783,  Network  Information  Center,  SRI  International, 
Menlo  Park,  Calif.,  June  1981. 
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Sun386i  WARNINGS 

A  request  for  an  ip-address  froin  a  Sun-4  can  be  satisfied  by  a  file  named  ip-address  3S6  for  compatibibty 
with  some  early  Sun-4  PROM  monitors. 
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NAME 

tic  -  temiinfo  compiler 
SYNOPSIS 

tic  [— v[n]  ]  [-k\ filename 
DESCRIPTION 

Note:  Optional  Software  (System  V  Option).  Refer  to  Installing  the  SunOS  for  information  on  how  to  in¬ 
stall  this  command. 

tic  compiles  a  terminfo(SV)  source  file  into  the  compiled  format.  The  results  are  placed  in  the  directory 
/usr/share/Iib/terminfo.  The  compiled  format  is  used  by  the  curses(3V)  library. 

Each  entry  in  the  file  describes  the  capabilities  of  a  particular  terminal.  When  a  use=entry  field  is  given  in 
a  terminal  entry,  tic  reads  in  the  binary  (compiled)  description  of  the  indicated  entry  from 
/usr/share/lib/terminfo  to  duplicate  the  contents  of  that  entry  within  the  one  being  compiled.  However,  if 
an  entry  by  that  name  is  specified  in  filename,  the  entry  in  that  source  file  is  used  first  Also,  if  a  capability 
is  defined  in  both  entries,  the  definition  in  the  current  entry’s  source  file  is  used. 

If  the  environment  variable  TERMINFO  is  set  that  directory  is  searched  and  written  to  instead  of 
/usr/share/lib/terminfo. 

OPTIONS 

-v[/i] 

Verbose.  Display  trace  information  on  the  standard  error.  The  optional  integer  argument  is  a 
number  from  1  to  10,  inclusive,  indicating  the  desired  level  of  detail.  If  n  is  omitted,  the  default  is 
1. 

-c  Only  check  filename  for  errors.  Errors  in  use=  links  are  not  detected. 

FILES 

/usr/share/lib/terminfo/?/'*’ 

compiled  terminal  description  data  base 

SEE  ALSO 

fork(2),  curses(3V),  curses(3X),  maIIoc(3),  term(S),  terminfo(SV) 

BUGS 

Total  compiled  entries  cannot  exceed  4096  bytes.  The  name  field  cannot  exceed  1024  bytes. 

When  the  -e  option  is  used,  duplicate  terminal  names  will  not  be  diagnosed;  however,  when  -c  is  not  used, 
they  will  be. 

For  backward  compatibility,  cancelled  capabilities  will  not  be  marked  as  such  within  the  terminfo  binary 
unless  the  entry  name  has  a  *+’  within  it.  Such  terminal  names  are  only  used  for  inclusion  with  a  use= 
field,  and  typically  aren’t  used  for  actual  terminal  names. 

DIAGNOSTICS 

Most  diagnostic  messages  produced  by  tic  are  preceded  with  the  approximate  line  number  and  the  name  of 
the  entry  being  processed. 

mkdir  name  returned  bad  status 

The  named  directory  could  not  be  created. 

File  does  not  start  with  terminal  names  in  column  one 

The  first  thing  s^n  in  the  file,  after  comments,  must  be  the  list  of  terminal  names. 

Token  after  a  seek(2)  not  NAMES 

Somehow  the  file  being  compiled  changed  during  the  compilation. 

Not  enough  memory  for  use_list  element 
Out  of  memory 

Not  enough  free  memory  was  available  (malloc(3)  failed). 
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Can’t  open  filename 

The  named  file  could  not  be  opened  or  created. 

Error  in  v/ritingfilename 

The  named  file  could  not  be  written  to. 

Can’t/inJt  filename  to  filename 
A  link  failed. 

Error  in  re-reading  compiled  filename 

The  compiled  file  could  not  be  read  back  in. 

Premature  EOF 

The  current  entry  ended  prematurely. 

Backspaced  off  beginning  of  line 

This  error  indicates  something  wrong  happened  within  tic. 

Unknown  Capability  -filename 

The  named  inv^id  capability  was  found  within  the  file. 

Wrong  type  used  for  capability ... 

For  example,  a  string  capability  was  given  a  numeric  value. 

Unknown  token  type 

Tokens  must  be  followed  by  to  cancel,  %’  for  booleans,  ‘#’  for  numbers,  or  *=’  for  strings. 
name',  bad  term  name 
Line  n :  Illegal  terminal  name  -  name 
Terminal  names  must  start  with  a  letter  or  digit 

The  given  name  was  invalid.  Names  must  not  contain  white  space  or  slashes,  and  must  begin  with 
a  letter  or  digit 

name:  terminal  name  too  long. 

An  extremely  long  terminal  name  was  found. 

name:  terminal  name  too  short. 

A  one-letter  name  was  found. 

name  defined  in  more  than  one  entry.  Entry  being  used  is  name  . 

An  entry  was  found  more  than  once. 

Terminal  name  name  synonym  for  itself 

A  name  was  listed  twice  in  the  list  of  synonyms. 

At  least  one  synonym  should  begin 

At  least  one  of  the  names  of  the  terminal  should  begin  with  a  letter. 

Illegal  character  -  c 

The  given  invalid  character  was  found  in  the  input  file. 

Newline  in  middle  of  terminal  name 

The  trailing  comma  was  probably  left  off  of  the  list  of  names. 

Missing  comma 

A  comma  was  missing. 

Missing  numeric  value 

The  number  was  missing  after  a  numeric  capability. 

NULL  String  value 

The  proper  way  to  say  that  a  string  capability  does  not  exist  is  to  cancel  it. 

Very  long  string  found.  Missing  comma? 

Self-explanatory. 
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Unknown  option.  Usage  is: 

An  invalid  option  was  entered. 

Too  many  file  names.  Usage  is: 

Self-explanatory. 

name  non-existent  or  permission  denied 

The  given  directory  could  not  be  written  into. 

name  is  not  a  directory 
Self-explanatory. 

name:  Permission  denied 
Access  denied. 

name:  Not  a  directory 

tic  wanted  to  use  the  given  name  as  a  directory,  but  it  already  exists  as  a  file 

SYSTEM  ERROR!!  Fork  failed!!! 

A  fork(2)  failed. 

Error  in  following  up  use-links. 

Either  there  is  a  loop  in  the  links  or  they  reference  non-existent  terminals.  The  following  is  a  list 
of  the  entries  involved: 

A  terminfo(5V)  entry  with  a  use=/i<2me  capability  either  referenced  a  non-existent  terminal  called 
filename  or  filename  somehow  referred  back  to  the  given  entry. 
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NAME 

timed  -  DARPA  Time  server 

SYNOPSIS 

/usr/etc/ui.tuned 

DESCRIPTION 

timed  is  a  server  which  supports  the  DARPA  Time  Server  Protocol.  The  time  server  operates  at  die  port  in¬ 
dicated  in  the  “time”  service  description;  see  services(5),  and  is  invoked  by  inetd(8C)  each  time  there  is  a 
connection  to  the  time  server. 

SEE  ALSO 

services(S),  rdate(8),  metd(8C) 

BUGS 

A  more  sophisticated  facility  diat  can  accept  broadcasts  and  synchronize  clocks  over  an  internet  is  needed. 


Sun  Release  4.0 


Last  change:  9  September  1987 


1781 


TNAMED(8C) 


MAINTENANCE  COMMANDS 


TNAMED(8C) 


NAME 

tnamed  -  DARPA  Trivial  name  server 
SYNOPSIS 

/usr/etc/iii.tnamed  [  -v  ] 

DESCRIPTION 

tnamed  is  a  server  that  supports  the  DARPA  Name  Server  Protocol.  The  name  server  operates  at  the  port 
indicated  in  the  “name”  service  description  (see  services(S)),  and  is  invoked  by  inetd(8C)  when  a  request 
is  made  to  the  name  server. 

Two  known  clients  of  this  service  are  the  MIT  POIP  software  the  Bridge  boxes. 

OPTIONS 

-V  Invoke  the  daemon  in  verbose  mode. 

SEE  ALSO 

uucp(lC),  services(S),  inetd(8C) 

Postel,  Jon,  Internet  Name  Server,  lEN  116,  SRI  International,  Menlo  Park,  California,  August  1979. 

BUGS 

The  protocol  implemented  by  this  program  is  obsolete.  Its  use  should  be  phased  out  in  favor  of  the  Internet 
Domain  protocol.  See  named(8C). 
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NAME 

trpt  -  transliterate  protocol  trace 
SYNOPSIS 

/usr/etc/trpt  [  -afjst  ]  [  -phex-address]  [  system  [  core  ]  ] 

DESCRIPTION 

trpt  interrogates  the  buffer  of  TCP  trace  records  created  when  a  socket  is  marked  for  “debugging”  (see 
getsockopt(2)),  and  prints  a  readable  description  of  these  records.  When  no  options  are  supplied,  trpt 
prints  all  the  trace  records  found  in  the  system  grouped  according  to  TCP  connection  protocol  control  block 
(PCB).  The  following  options  may  be  used  to  alter  tfiis  behavior. 

OPTIONS 

-a  In  addition  to  the  normal  output,  print  the  values  of  the  source  and  destination  addresses  for  each 
packet  recorded. 

-f  Follow  the  trace  as  it  occurs,  waiting  a  short  time  for  additional  records  each  time  the  end  of  the 
log  is  reached. 

-j  Just  give  a  list  of  the  protocol  control  block  addresses  for  which  there  are  trace  records. 

— s  In  addition  to  the  normal  output,  print  a  detailed  description  of  the  packet  sequencing  information, 

-t  In  addition  to  the  normal  output,  print  the  values  for  all  timers  at  each  point  in  the  trace. 

-p  hex-address 

Show  only  trace  records  associated  with  the  protocol  control  block,  the  address  of  which  follows. 

The  recommended  use  of  trpt  is  as  follows.  Isolate  the  problem  and  enable  debugging  on  the  socket(s)  in¬ 
volved  in  the  connection.  Find  the  address  of  the  protocol  control  blocks  associated  with  the  sockets  using 
the  -A  option  to  netstat(8C).  Then  run  trpt  with  the  -p  option,  supplying  the  associated  protocol  control 
block  addresses.  The  -f  option  can  be  used  to  follow  the  trace  log  once  the  trace  is  located.  If  there  are 
many  sockets  using  the  debugging  option,  the  -j  option  may  be  useful  in  checking  to  see  if  any  trace 
records  are  present  for  the  socket  in  question. 

If  debugging  is  being  performed  on  a  system  or  core  file  other  than  the  default,  the  last  two  arguments  may 
be  used  to  supplant  the  defaults. 

HLES 

/vmunix 

/dev/kmem 

SEE  ALSO 

getsockopt(2),  netstat(8C) 

DIAGNOSTICS 

no  namelist 

When  the  system  image  does  not  contain  the  proper  symbols  to  find  the  trace  buffer;  others  which 
should  be  self  explanatory. 

BUGS 

Should  also  print  the  data  for  each  input  or  output,  but  this  is  not  saved  in  the  trace  record. 

The  output  format  is  inscrutable  and  should  be  described  here. 
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NAME 

tunefs  ~  tune  up  an  existing  file  system 
SYNOPSIS 

/usr/etc/tunefs  [  —a  maxcontig  ]  [  -d  rotdelay  ]  [  — e  maxbpg  ]  [  -m  miftfree  ]  special  \filesystem 
DESCRIPTION 

tunefs  is  designed  to  change  the  dynamic  parameters  of  a  file  system  which  affect  the  layout  policies.  The 
parameters  which  are  to  be  changed  are  in^cated  by  the  OPTIONS  given  below: 

OPTIONS 

-a  maxcontig 

This  specifies  the  maximum  number  of  contiguous  blocks  that  will  be  laid  out  before  forcing  a  ro¬ 
tational  delay  (see  -d  below).  The  default  value  is  one,  since  most  device  drivers  require  an  inter¬ 
rupt  per  disk  transfer.  Device  drivers  that  can  chain  several  buffers  together  in  a  single  transfer 
should  set  this  to  the  maximum  chain  length. 

-d  rotdelay 

This  specifies  the  expected  time  (in  milliseconds)  to  service  a  transfer  completion  interrupt  and  in¬ 
itiate  a  new  transfer  on  the  same  disk.  It  is  used  to  decide  how  much  rotational  spacing  to  place 
between  successive  blocks  in  a  file. 

-e  maxbpg 

This  indicates  the  maximum  number  of  blocks  any  single  file  can  allocate  out  of  a  cylinder  group 
before  it  is  forced  to  begin  allocating  blocks  from  another  cylinder  group.  Typically  this  value  is 
set  to  about  one  quarter  of  the  total  blocks  in  a  cylinder  group.  The  intent  is  to  prevent  any  single 
file  from  using  up  all  the  blocks  in  a  single  cylinder  group,  thus  degrading  access  times  for  all  files 
subsequently  allocated  in  that  cylinder  group.  The  effect  of  this  limit  is  to  cause  big  files  to  do 
long  seeks  more  frequently  than  if  they  were  allowed  to  allocate  all  the  blocks  in  a  cylinder  group 
before  seeking  elsewhere.  For  file  systems  with  exclusively  large  files,  this  parameter  should  be 
set  higher. 

-m  minfree 

This  value  specifies  the  percentage  of  space  held  back  from  normal  users;  the  minimum  free  space 
threshold.  The  default  value  used  is  10%.  This  value  can  be  set  to  zero,  however  up  to  a  factor  of 
three  in  throughput  will  be  lost  over  the  performance  obtained  at  a  10%  threshold.  Note:  if  the 
value  is  raised  above  the  current  usage  level,  users  will  be  unable  to  allocate  files  until  enough 
files  have  been  deleted  to  get  under  the  higher  threshold. 

SEE  ALSO 

fs(5),  dumpfs(8),  mkfs(8),  newfs(8) 

System  and  Network  Administration 

BUGS 

This  program  should  work  on  mounted  and  active  file  systems.  Because  the  super-block  is  not  kept  in  the 
buffer  cache,  the  program  will  only  take  effect  if  it  is  run  on  dismounted  file  systems;  if  run  on  the  root  file 
system,  the  system  must  be  rebooted. 
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NAME 

tzsetup  -  set  up  old-style  time  zone  information  in  the  kernel 

SYNOPSIS 

/usr/etc/tzsetup 

DESCRIPTION 

tzsetup  attempts  to  find  the  offset  from  GMT  and  old-style  Daylight  Savings  Time  correction  type  (see 
gettimeofday(2))  that  most  closely  matches  the  default  time  zone  for  the  machine,  and  to  pass  this  infor¬ 
mation  to  the  konel  with  a  settimeofday  ()  call  (see  gettimeofday(2)).  This  is  necessary  if  prc^rams  built 
under  releases  of  SunOS  prior  to  4.0  are  to  be  run;  those  programs  get  time  zone  information  from  the  ker¬ 
nel  using  gettimeofday. 

If  it  cannot  find  the  offset  from  GMT,  the  offset  is  set  to  0;  if  it  cannot  find  the  Daylight  Savings  Time 
cOTiection  type,  it  is  set  to  DST_NONE,  indicating  that  no  Daylight  Savings  Time  correction  is  to  be  per¬ 
formed. 

DIAGNOSTICS 

tzsetup:  Can’t  open  /usr/share/lib/zoneinfo/localtime:  reason 

The  time  zone  file  for  the  current  time  zone  could  not  be  opened. 

tzsetup:  Error  reading  /usr/lib/zoneinfo/localtime:  reason 

The  time  zone  file  for  the  current  time  zone  could  not  be  read. 

tzsetup:  Two  or  more  time  zone  types  are  equally  valid  —  no  DST  selected 

There  were  two  or  more  Daylight  Savings  Time  correction  types  that  generated  results  that  were 
equally  close  to  the  correct  results.  None  of  them  was  selected.  Programs  built  under  versions  of 
SunOS  prior  to  4.0  may  not  convert  dates  correctly. 

tzsetup:  No  old-style  time  zone  type  is  valid  —  no  DST  selected 

None  of  the  Daylight  Savings  Time  correction  types  generated  results  that  were  in  any  way 
correct;  none  of  them  was  selected.  Programs  built  under  versions  of  SunOS  prior  to  4.0  may  not 
convert  dates  correctly. 

tzsetup:  Warning:  No  old-style  time  zone  type  is  completely  valid 

None  of  the  Daylight  Savings  Time  correction  types  generated  results  that  were  completely 
correct;  the  best  of  them  was  selected.  Programs  built  under  versions  of  SunOS  prior  to  4.0  may 
not  convert  dates  correctly. 

tzsetup:  Can’t  set  time  zone 

tzsetup  was  run  by  a  user  other  than  the  super-user;  only  the  super-user  may  change  the  kernel’s 
notion  of  the  current  time  zone. 

SEE  ALSO 

gettimeofday(2),  tzfile(S),  zic(8) 
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NAME 

unconfigure  -  reset  the  network  configuration  for  a  Sun386i  system 
SYNOPSIS 

/usr/etc/unconfigure  [-y] 

AVAILABILITY 

Sun386i  systems  only. 

DESCRIPTION 

unconfigure  restores  most  of  the  system  configuration  and  status  files  to  the  state  they  were  in  when 
delivered  by  Sun  Microsystems,  Inc.  It  also  deletes  all  user  accounts  (including  home  directories).  Yellow 
Pages  information,  and  any  diskless  client  configurations  that  were  set  up. 

After  running  unconfigure,  a  system  halts.  Rebooting  it  to  multi-user  mode  at  this  point  will  start  automat¬ 
ic  system  installation. 

unconfigure  is  intended  for  use  in  the  following  situations: 

•  As  one  of  the  final  steps  in  Software  Manufacturing. 

•  In  systems  being  set  up  with  temporary  configurations,  holding  no  user  accounts  or  diskless  clients. 
These  will  occur  during  demonstrations  and  evaluation  trials. 

•  To  allow  systems  that  had  been  used  as  standalones  to  be  upgraded  to  join  a  network  in  a  role  other 
than  as  a  master  server.  (See  instructions  later.) 

unconfigure  is  potentially  a  dangerous  utility;  it  does  not  work  unless  invoked  by  die  super-user.  As  a 
warning,  unless  the  -y  option  is  passed,  it  will  require  confirmation  that  all  user  files  and  system  software 
configuration  information  is  to  be  deleted. 

This  utili^  is  not  recommended  for  routine  use  of  any  sort. 

Resetting  Temporary  Configurations 

If  users  need  to  set  up  and  tear  down  configurations,  unconfigure  can  be  used  to  restwe  the  system  to  an 
essentially  as-manufactured  state.  The  main  concern  here  is  that  user  accounts  will  be  deleted,  so  this 
should  not  be  done  casually. 

To  reset  a  temporary  configuration,  just  become  the  super-user  and  invoke  unconfigure. 

Upgrading  Standalones  to  Network  Clients 

Systems  that  are  going  to  be  networked  should  be  networked  from  the  very  first,  if  at  all  possible.  This  el¬ 
iminates  whole  classes  of  compatibility  problems,  such  as  pathnames  and  (in  particular)  user  account 
clashes. 

Automatic  system  installation  directly  supports  upgrading  a  single  standalone  system  to  a  YP  master,  and 
joining  any  number  of  unused  systems  (or  systems  upon  which  unconfigure  has  been  run)  into  a  network. 

However,  in  the  situation  where  standalone  systems  that  have  been  used  extensively  are  to  be  joined  to  a 
network,  unconfigure  can  be  used  in  conjunction  with  automatic  system  installation  by  a  knowlet^eable 
super-user  to  change  a  system’s  configuration  from  standalone  to  network  client.  This  procedure  is  not 
recommended  for  use  by  inexperienced  administrators. 

The  following  procedure  is  not  needed  unless  user  accounts  or  other  data  need  to  be  preserved;  it  is  intend¬ 
ed  to  ensure  that  every  UID  and  GID  is  changed  so  as  not  to  clash  with  those  in  use  on  the  network.  It  must 
be  applied  to  each  system  that  is  being  upgraded  from  a  standalone  to  a  network  client. 

The  procedure  is  as  follows: 

1.  Identify  all  accounts  and  files  that  you’ll  want  to  save.  If  there  are  none,  just  run  unconfigure  and  in¬ 
stall  the  system  on  the  network.  Do  not  follow  the  remaining  steps. 

2.  Copy  /etc/passwd  to  /etc/passwd.bak. 

3.  Rename  all  the  files  (including  home  directories)  so  that  they  aren’t  deleted.  (See  FILES  below.) 
These  will  probably  be  only  in  /export/home. 
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4.  Run  unconfigure  and  install  the  system  on  the  network. 

5.  For  each  account  listed  in  /etc/passwd.bak  that  you  want  to  save,  follow  this  procedure: 

a.  Create  a  new  account  on  the  netwoik;  if  the  UID  and  GID  are  die  same  as  in  /etc/passwd.bak  on 
the  standalone,  then  skip  the  next  step.  However,  be  sure  that  you  do  not  make  two  different  ac¬ 
counts  with  the  same  UID. 

b.  Use  the  ‘chown  -R’  command  to  change  the  ownership  of  the  home  directories. 

c.  You  may  need  to  rename  the  files  you  just  chowned  above,  for  example  to  ensure  that  they  are 
die  user’s  home  directory.  This  may  involve  updating  the  auto.honie(S)  and  auto.bome(S)  YP 
maps,  as  well. 

6.  Delete  /etc/passwd.bak. 


FILES 


unconfigure  deletes  the  following  files,  if  they  are  present,  replacing  some  of  them  with  the  distribution 
version  if  one  is  supposed  to  exist 


/etc/.rootkey 

/etc/auto.home 

/etc/auto.vol 

/etc/bootparams 

/etc/bootservers 

/var/sysex/* 


/etc/ethers 

/etc/exports 

/etc/fstab 

/etc/group 

/etc/hosts 


/etc/Iocaltime 

/etc/netconf 

/etc/netmasks 

/etc/networks 

/etc/passwd 


/etc/publickey 

/etc/sendma0.cf 

/etc/syslog.conf 

/etc/systems 

/single/ifconfig 


and  all  files  in  /var/yp  except  those  distributed  with  the  operating  system. 

unconfigure  trancates  all  files  in  /var/adm.  All  user  home  directories  in  /export/home  are  deleted,  except 
those  for  the  default  user  account  users,  which  is  shipped  with  the  operating  system.  All  diskless  client 
configuration  information  stored  in  /export/roots,  /export/swaps,  and  /export/dumps  is  deleted. 


SEE  ALSO 

find(l),  passwd(S),  group(5),  adduser(8),  chgrp(l),  chown(8) 

BUGS 

More  of  the  system  configuration  files  should  be  reset 

This  does  not  yet  support  taking  a  workstation  off  the  network  temporarily,  for  example,  to  take  it  home 
over  the  weekend  for  use  as  a  standalone,  or  to  move  it  to  another  network  while  travelling.  This  should  be 
the  default  behavior. 

The  procedure  for  upgrading  standalones  to  network  clients  should  be  automated;  currently,  only  upgrading 
a  standalone  to  a  master  server  is  automated. 
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NAME 

update  -  periodically  update  the  super  block 

SYNOPSIS 

/usr/etc/update 

DESCRIPnON 

update  is  a  program  that  executes  the  sync(2)  primitive  every  30  seconds.  This  insures  that  the  file  system 
is  fairly  up  to  date  in  case  of  a  crash.  This  command  should  not  be  executed  directly,  but  should  be  execut¬ 
ed  out  of  the  initialization  shell  command  file. 

SEE  ALSO 

sync(2),  init(8),  sync(8) 
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NAME 

uuclean  —  uucp  spool  directory  clean-up 
SYNOPSIS 

/usr/lib/uucp/uuclean  [  -m  ]  [  -ntime  ]  [  -ppre  ] 

DESCRIPTION 

uuclean  scans  the  spool  directory  for  files  with  the  specified  prefix  and  deletes  all  those  which  are  older 
than  the  specified  number  of  hours. 

OPTIONS 

-m  Send  mail  to  die  owner  of  the  file  when  it  is  deleted. 

-mime  Files  whose  age  is  more  than  time  hours  are  deleted  if  the  prefix  test  is  satisfied  (default  time  is  72 
hours). 

-ppre  Scan  for  files  with  pre  as  the  file  prefix.  Up  to  10  -p  arguments  may  be  specified.  A  -p  without 
any  pre  following  deletes  all  files  older  than  the  specified  time. 

uuclean  will  typically  be  started  by  cron(8). 

FILES 

/usrAib/uucp  directory  with  commands  used  by  uuclean  internally 

/usr/Ub/uucp/spool  spool  directory 

SEE  ALSO 

uucp(lC),  uux{lC),  cron(8) 
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NAME 

vipw  -  edit  the  password  file 

SYNOPSIS 

/usr/etc/vipw 

DESCRIPTION 

vipw  edits  the  password  file  while  setting  the  appropriate  locks,  and  does  any  necessary  processing  after 
the  password  file  is  unlocked.  If  the  password  file  is  already  being  edited,  then  you  will  be  told  to  try  again 
later.  The  vi(l)  editor  will  be  used  unless  the  environment  variable  VISUAL  or  EDITOR  indicates  an  alter¬ 
nate  editor. 

vipw  performs  a  number  of  consistency  checks  on  the  password  entry  for  root,  and  will  not  allow  a  pass¬ 
word  file  with  a  “mangled”  root  entry  to  be  installed.  It  also  checks  the  /etc/shells  file  to  verify  the  login 
shell  for  root. 

FILES 

/etc/ptmp 

/etc/shells 

SEE  ALSO 

passwd(l),  vi(l),  passwd(S),  adduser(8) 
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NAME 

vmstat  -  report  virtual  memory  statistics 
SYNOPSIS 

vmstat  [  -fisS  ]  [  interval  [  count  ]  ] 


DESCRIPTION 

vmstat  delves  into  the  system  and  normally  reports  certain  statistics  kept  about  process,  virtual  memory, 
disk,  trap  and  CPU  activity. 

Without  options,  vmstat  displays  a  one-line  summary  of  the  virtual  memory  activity  since  the  system  has 
been  booted.  If  interval  is  specified,  vmstat  summarizes  activity  over  the  last  interval  seconds.  If  a  count 
is  given,  the  statistics  are  repeated  count  times. 

For  example,  the  following  command  displays  a  summary  of  what  the  system  is  doing  every  five  seconds. 
This  is  a  good  choice  of  printing  interval  since  this  is  how  often  some  of  the  statistics  are  sanpled  in  the 
system. 

example%  vmstat  5 


procs 
rb  w 
200 
100 
100 
100 


memory 

avm  fre  re  at  pi  po 
918  286  0  0  0  0  0 
846  254  0  0  0  0  0 
840  268  0  0  0  0  0 
620  312  0  0  0  0  0 


page  faults 
ft*  de  srx0xlx2x3 
0  0  1  0  0  0  4 
0  0  6  0  1  0  42 
0  0  5  0  0  0  27 
0  0  6  0  0  0  26 


in  sy  cs 
12  5  3 
153  31  7 
103  25  8 
76  25  6 


us  sy  id 
5  91 
40  54 
26  66 
27  67 


“C 

example% 

The  fields  of  vmstat’s  display  are: 

procs  Report  the  number  of  processes  in  each  of  the  three  following  states: 
r  in  run  queue 

b  blocked  for  resources  (i/o,  paging,  etc.) 

w  runnable  or  shcMt  sleeper  (<  20  secs)  but  swapped 


memory  Report  on  usage  of  virtual  and  real  memory.  Virtual  memory  is  considered  active  if  it  belongs  to 
processes  which  are  running  or  have  run  in  the  last  20  seconds, 
avm  number  of  active  virtual  Kbytes 

fre  size  of  the  free  list  in  Kbytes 

page  Report  information  about  page  faults  and  paging  activity.  The  information  on  each  of  the  follow¬ 
ing  activities  is  averaged  each  five  seconds,  and  given  in  units  per  second, 
re  page  reclaims  —  but  see  the  -S  option  for  how  this  field  is  modified, 
at  number  of  attaches  —  but  see  the  -S  option  for  how  this  field  is  modified, 
pi  kilobytes  per  second  paged  in 

po  kilobytes  per  second  paged  out 

fr  kilobytes  freed  per  second 

de  anticipated  short  term  memory  shortfall  in  Kbytes 
sr  pages  scanned  by  clock  algorithm,  per-second 


disk 


Report  number  of  disk  operations  per  second  (this  field  is  system  dependent), 
four  slots  are  available  for  up  to  four  drives:  “xO”  (or  “sO”  for  SCSI  disks). 


For  Sun  systems, 
“xl”,  “x2”,  and 


‘x3”. 


faults  Report  trap/intemipt  rate  averages  per  second  over  last  5  seconds, 
in  (non  clock)  device  interrupts  per  second 
sy  system  calls  per  second 

cs  CPU  context  switch  rate  (switches/sec) 
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cpu  Give  a  breakdown  of  percentage  usage  of  CPU  time. 

us  user  time  for  normal  and  low  priority  processes 

sy  system  time 

id  CPU  idle 

OPTIONS 

-f  R^rt  on  the  number  of  forks  and  vforks  since  system  startup  and  the  number  of  pages  of  virtual 
memory  involved  in  each  kind  of  fork. 

-i  Report  the  number  of  interrupts  per  device.  Autovectored  interrupts  (including  the  clock)  are  list¬ 
ed  first. 

-s  Display  the  contents  of  the  sum  structure,  giving  the  total  number  of  several  kinds  of  paging- 
related  events  which  have  occurred  since  boot 

-S  Report  on  swapping  rather  than  paging  activity.  This  option  will  change  two  fields  in  vmstat’s 
“paging”  display:  rather  than  the  “re”  and  “at”  fields,  vmstat  will  report  “si”  (swap-ins),  and 
“so”  (swap-outs). 

FILES 

/dev/kmem 

/vmunix 

BUGS 

If  m(He  than  one  autovectored  device  has  the  same  name,  interrupts  are  counted  for  all  like-named  devices 

regardless  of  unit  number.  Such  devices  are  listed  with  a  unit  number  of  ’?’. 
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NAME 

ypinit  -  build  and  install  Yellow  Pages  database 
SYNOPSIS 

/usr/etc/yp/ypinit  -m 
/usr/etc/yp/yplnit  — s  master jiante 
DESCRIPTION 

ypinit  sets  up  a  Yellow  Pages  database  on  a  YP  servCT.  It  can  be  used  to  set  up  a  master  or  a  slave  server. 
You  must  be  the  super-user  to  run  it.  It  asks  a  few,  self-explanatory  questions,  and  reports  success  or 
failure  to  (he  terminal. 

It  sets  up  a  master  server  using  the  simple  model  in  which  that  server  is  master  to  all  maps  in  the  data  base. 
This  is  the  way  to  bootstrap  the  YP  system;  later  if  you  want  you  can  change  the  association  of  maps  to 
masters.  All  databases  are  built  from  scratch,  either  from  information  available  to  the  program  at  runtime, 
or  from  the  ASCII  Hafa  base  files  in  /etc.  These  files  are  listed  below  imder  FILES.  All  such  files  should  be 
in  their  “traditional”  fram,  rather  than  the  abbreviated  form  used  on  client  machines. 

A  YP  Hatahasft  on  a  slave  server  is  set  up  by  copying  an  existing  database  from  a  mnning  server.  The 
master  name  argument  should  be  the  hostname  of  YP  server  (either  the  master  server  for  all  the  maps,  or  a 
server  on  which  the  data  base  is  up-to-date  and  stable). 

Read  ypfiles(5)  and  ypserv(8)  for  an  overview  of  the  Yellow  Pages. 

OPTIONS 

-m  Indicate  that  the  local  host  is  to  be  the  YP  master. 

-s  Set  up  a  slave  database. 

FILES 

/etc/passwd 

/etc/group 

/etc/hosts 

/etc/networks 

/etc/services 

/etc/protocols 

/etc/ethers 

SEE  ALSO 

makedbm(8),  ypfiles(5),  ypmake(8),  yppush(8),  ypserv(8),  ypxfr(8) 
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NAME 

ypmake  -  rebuild  Yellow  Pages  database 
SYNOPSIS 

cd  /var/yp  ;  make  [  map  ] 

DESCRIPTION 

The  file  called  Makefile  in  /var/yp  is  used  by  make  to  build  the  Yellow  Pages  database.  With  no  argu¬ 
ments,  make  creates  dbm  databases  for  any  YP  maps  that  are  out-of-date,  and  then  executes  yppush(8)  to 
notify  slave  databases  that  there  has  been  a  change. 

If  you  supply  a  map  on  the  command  line,  make  will  update  that  map  only.  Typing  make  passwd  will 
create  and  yppusb  the  password  database  (assuming  it  is  out  of  date).  Likewise,  make  hosts  and  make 
networks  will  create  and  yppusb  die  host  and  network  files,  /etc/hosts  and  /etc/networks. 

There  are  three  special  variables  used  by  make;  DIR,  which  gives  the  directory  of  the  source  files;  NO¬ 
PUSH,  which  when  non-null  inhibits  doing  a  yppusb  of  the  new  database  files;  and  DOM,  used  to  construct 
a  domain  ofiier  than  the  master’s  default  domain.  The  default  for  DIR  is  /etc,  and  the  default  for  NOPUSH 
is  the  null  string. 

Refer  to  ypfiles(5)  and  ypserv(8)  for  an  overview  of  the  YP. 

FILES 

/var/yp 

/etc/hosts 

/etc/networks 

SEE  ALSO 

make(l),  ypfiles(5),  makedbm(8),  yppush(8),  ypserv(8) 
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NAME 

yppasswdd  -  server  for  modifying  Yellow  Pages  password  file 
SYNOPSIS 

/usr/etc/rpc.yppasswdd  filename  [  adjunct  Jile  ]  [  — m  argumentl  argument!  . . .  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SimOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

yppasswdd  is  a  server  that  handles  password  change  requests  from  yppasswd(l).  Unless  an  adjunct  Jile  is 
specified,  it  changes  a  password  entry  in  fdename,  which  is  assumed  to  be  in  the  format  of  passwd(S).  If 
an  adjunct  Jile  is  specified  or  /etc/security/passwd.adjunct  exists,  this  file  will  be  changed  instead  of  the 
filename.  An  entry  in  filename  or  adjunct  Jile  will  only  be  changed  if  the  password  presented  by  yp- 
passwd(l)  matches  the  encrypted  password  of  that  entry. 

If  the  — m  option  is  given,  then  after  filename  or  adjunct  Jile  is  modified,  a  make(l)  will  be  performed  in 
Ivarlyp.  Any  arguments  following  the  flag  will  be  passed  to  make. 

This  server  is  not  run  by  default,  nor  can  it  be  started  up  from  inetd(8C).  If  it  is  desired  to  enable  remote 
password  updating  fa:  the  Yellow  Pages,  then  an  entry  for  yppasswdd  should  be  put  in  the  /etc/rc  file  of 
the  host  serving  as  the  master  for  the  Yellow  Pages  passwd  file. 

EXAMPLE 

If  the  Yellow  Pages  password  file  is  stored  as  /var/yp/src/passwd,  then  to  have  password  changes  pro¬ 
pagated  immediately,  the  server  should  be  invoked  as 

/usr/etc/rpc.yppasswdd  /var/yp/src/passwd  -m  passwd  DIR=/var/yp/src 

In  this  case,  src  is  the  YP  domain  name. 

FILES 

/var/yp/Makefile 

/etc/security/passwd.adjunct 

/etc/rc 

SEE  ALSO 

make(l),  yppasswd(l),  passwd(5),  passwd.adjunct(S),  ypfiles(5),  inetd(8C),  ypniake(8) 
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NAME 

yppoll  -  what  version  of  a  YP  map  is  at  a  YP  server  host 
SYNOPSIS 

/usr/etc/yp/yppoll  [  -h  host  ]  [  -d  domain  ]  mapname 
DESCRIPTION 

yppoll  asks  a  ypserv(8)  process  what  the  order  number  is,  and  which  host  is  the  master  YP  server  for  the 
named  map.  If  the  server  is  a  v.l  YP  protocol  server,  yppoll  uses  the  older  protocol  to  communicate  with 
it  In  this  case,  it  also  uses  the  older  diagnostic  messages  in  case  of  failure. 

OPTIONS 

-h  host  Ask  the  ypserv  process  at  host  about  the  m:^  parameters.  If  host  is  not  specified,  the  YP  server 
for  the  local  host  is  used.  That  is,  the  default  host  is  the  one  returned  by  ypwliich(8). 

-d  domain 

Use  domain  instead  of  the  default  domain. 


SEE  ALSO 

ypfiles(5),  ypserv(8),  ypwhich(8) 
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NAME 

yppush  -  force  propagation  of  a  changed  YP  map 
SYNOPSIS 

/usr/etc/yp/yppush  [  -v  ]  [  -d  domain  ]  mapname 
DESCRIPTION 

yppush  copies  a  new  version  of  a  Yellow  Pages  (YP)  map  from  the  master  YP  server  to  the  slave  YP 
servers.  It  is  nwmally  run  only  on  the  master  YP  server  by  the  Makefile  in  /var/yp  after  the  master  data¬ 
bases  are  changed.  It  first  constructs  a  list  of  YP  server  hosts  by  reading  the  YP  map  ypwrvcrs  within  the 
domain.  Keys  within  the  map  ypservers  are  the  ASCII  names  of  the  machines  on  which  the  YP  servers 
run. 

A  “transfer  map”  request  is  sent  to  the  YP  server  at  each  host,  along  with  the  information  needed  by  the 
transfer  agent  (the  program  which  actually  moves  the  map)  to  call  back  the  yppush .  When  the  attempt  has 
completed  (successfully  or  not),  and  the  transfer  agent  has  sent  yppush  a  status  message,  the  results  may 
be  printed  to  stdout  Messages  are  also  printed  when  a  transfer  is  not  possible;  for  instance  when  the  re¬ 
quest  message  is  undeliverable,  or  when  the  timeout  period  on  responses  has  expired. 

Refer  to  ypfiles(5)  and  ypserv(8)  for  an  overview  of  the  Yellow  Pages. 

OPTIONS 

-d  Specify  a  domain . 

-V  Verbose.  This  causes  messages  to  be  printed  when  each  server  is  called,  and  for  each  response.  If 
this  flag  is  omitted,  only  error  messages  are  printed. 

FILES 

/var/yp/domam/ypservers.{dir^agj 

/var/yp 

SEE  ALSO 

ypfiles(S),  ypserv(8),  ypxfr(8),  YP  protocol  specification 

BUGS 

In  the  current  implementation  (version  2  YP  protocol),  the  transfer  agent  is  ypxfr(8),  which  xs  started  by  the 
ypserv  program.  If  yppush  detects  that  it  is  speaking  to  a  version  1  YP  protocol  server,  it  uses  the  older 
protocol,  sending  a  version  1  YPPROC_GET  request  and  issues  a  message  to  that  effect.  Unfortunately, 
there  is  no  way  of  knowing  if  or  when  the  map  transfer  is  performed  for  version  1  servers,  yppush  prints  a 
message  saying  that  an  "old-style"  message  has  been  sent.  The  system  administrator  should  later  check  to 
see  that  the  transfer  has  actually  taken  place. 
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NAME 

ypserv,  ypbind  -  Yellow  Pages  server  and  binder  processes 

SYNOPSIS 

/usr/etc/ypserv 

/usr/etc/ypbind 

AVAILABILITY 

This  {MXtgram  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refer  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

The  Yellow  Pages  (YP)  provides  a  simple  network  lookup  service  consisting  of  databases  and  processes. 
The  databases  are  dbm(3X)  files  in  a  directory  tree  rooted  at  /var/yp.  These  files  are  described  in 
ypfiles(5).  The  processes  are  /usr/etc/ypserv,  the  YP  database  lookup  server,  and /usr/etc/ypbind,  the  YP 
binder.  The  programmatic  interface  to  YP  is  described  in  ypcInt(3N).  Administrative  tools  are  described 
in  yppush(8),  ypxfr(8),  yppoII(8),  ypwhich(8),  and  ypset(8).  Tools  to  see  the  contents  of  YP  maps  are 
described  in  ypcat(l),  and  ypmatch(l).  Database  generation  and  maintenance  tools  are  described  in  ypin- 
>t(S),  ypmake(8),  and  makedbm(8). 

Both  ypserv  and  ypbind  are  daemon  processes  typically  activated  at  system  startup  time  from 
/etc/rc.local.  ypserv  runs  only  on  YP  server  machines  with  a  complete  YP  database,  ypbind  runs  on  all 
machines  using  YP  services,  both  YP  servers  and  clients. 

The  ypserv  daemon’s  primaiy  function  is  to  look  up  information  in  its  local  database  of  YP  maps.  The 
operations  performed  by  ypserv  are  defined  for  the  implementor  by  the  YP  Protocol  Specification,  and  for 
the  programmer  by  the  header  file  <rpcsvc/yp_protJi>.  Communication  to  and  from  ypserv  is  by  means 
of  RPC  calls.  Lookup  functions  are  described  in  ypclnt(3N),  and  are  supplied  as  C-callable  functions  in  the 
C  library.  There  are  four  lookup  functions,  all  of  which  are  performed  on  a  specified  map  within  some  YP 
domain:  Match,  Get  Jirst,  Getjiext,  and  Get _all.  The  Match  operation  takes  a  key,  and  returns  the  associ¬ 
ated  value.  The  Get  Jirst  operation  returns  the  first  key-value  pair  from  the  map,  and  Getjiext  can  be  used 
to  enumerate  the  remainder.  Get  all  ships  the  entire  map  to  the  requester  as  the  response  to  a  single  RPC 
request 

Two  other  functions  supply  information  about  the  map,  rather  than  map  entries:  Get j>rderjutmber,  and 
Getjnasterjiame.  In  fact  both  order  number  and  master  name  exist  in  the  map  as  key-value  pairs,  but  the 
server  will  not  return  either  through  the  normal  lookup  functions.  (If  you  examine  the  map  with  mak- 
edbm(8),  however,  they  will  be  visible.)  Other  functions  are  used  within  the  YP  subsystem  itself,  and  are 
not  of  general  interest  to  YP  clients.  They  include  Do_you_servejhisjiomain?,  Transfer jnap,  and 
Reinitialize Jnternal_state . 

The  function  of  ypbind  is  to  remember  information  that  lets  client  processes  on  a  single  node  communicate 
with  some  ypserv  process,  ypbind  must  run  on  every  machine  which  has  YP  client  processes;  ypserv  may 
or  may  not  be  running  on  the  same  node,  but  must  be  running  somewhere  on  the  network. 

The  information  ypbind  remembers  is  called  a  binding  —  the  association  of  a  domain  name  with  the  inter¬ 
net  address  of  the  YP  server,  and  the  port  on  that  host  at  which  the  ypserv  process  is  listening  for  service 
requests.  This  information  is  cached  in  the  directory  /var/yp/binding  using  a  filename  of 
domainname.version. 

The  process  of  binding  is  driven  by  client  requests.  As  a  request  for  an  unbound  domain  comes  in,  the  yp¬ 
bind  process  broadcasts  on  the  net  trying  to  find  a  ypserv  process  that  serves  maps  within  that  domain. 
Since  the  binding  is  established  by  broadcasting,  there  must  be  at  least  one  ypserv  process  on  every  net.  If 
the  client  is  running  in  C2  secure  mode,  then  ypbind  will  only  accept  bindings  to  servers  where  the  ypserv 
process  is  running  as  root.  Once  a  domain  is  bound  by  a  particular  ypbind,  that  san:»  binding  is  given  to 
every  client  process  on  the  node.  The  ypbind  process  on  the  local  node  (k  a  remote  notte  may  be  queried 
for  the  binding  of  a  particular  domain  by  using  the  ypwhich(l)  command. 
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Bindings  and  rebindings  are  handled  transparently  by  the  C  library  routines.  If  ypbind  is  unable  to  speak  to 
the  ypserv  process  it’s  bound  to,  it  marks  the  domain  as  unbound,  tells  the  client  process  that  the  donmn  is 
unbound,  and  tries  to  bind  the  domain  once  again.  Requests  received  for  an  unbound  domain  will  wait  un¬ 
til  the  domain  requested  is  bound.  In  general,  a  bound  domain  is  marked  as  unbound  when  the  node  run¬ 
ning  ypserv  crashes  or  gets  overloaded.  In  such  a  case,  ypbind  will  to  bind  any  YP  server  (typically  one 
that  is  less-heavily  loaded)  available  on  the  net 

ypbind  also  accepts  requests  to  set  its  binding  for  a  particular  domain.  The  request  is  usu^y  generated  by 
the  YP  subsystem  itself.  ypset(8)  is  a  command  to  access  the  Set_domain  facility.  It  is  for  unsnarling 
messes.  Note  that  the  Set  Domain  procedure  only  accepts  requests  from  processes  running  as  root 

FILES 

If  the  file  /var/yp/ypserv.Iog  exists  when  ypserv  starts  up,  log  information  will  be  written  to  this  file  when 
error  conditions  arise. 

The  file(s)  /var/yp/binding/domainname.version  will  be  created  to  speed  up  the  binding  process.  These 
files  cache  the  last  successful  binding  created  for  the  given  domain,  when  a  binding  is  requested  these  files 
are  checked  for  validity  and  then  used. 

/var/yp 

/usr/etc/ypblnd 

SEE  ALSO  „  , 

domainname(l),  ypcat(l),  ypmatch(l),  dbm(3X),  ypclnt(3N),  ypfiles(5),  makedbm(8),  ypmake(8), 

ypinit(8),  yppoll(8),  yppiish(8),  ypset(8),  ypwhich(8),  ypxfr(8) 

YP  Protocol  Specification  in  Network  Programming 

NOTES  .  . 

Both  ypbind  and  ypserv  support  multiple  domains.  The  ypserv  process  determines  the  domams  it  serves 
by  looking  few  directories  of  the  same  name  in  the  directory  /var/yp.  It  will  reply  to  all  broadcasts  request¬ 
ing  yp  service  for  that  domain.  Additionally,  the  ypbind  process  can  maintain  bindings  to  several  domains 
and  their  servers,  the  default  domain  is  however  the  one  specified  by  the  domainname(l)  command  at 
startup  time. 
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NAME 

ypset  -  point  ypbind  at  a  particular  seiver 
SYNOPSIS 

/usr/etc/yp/ypset  [  —VI  |  — V2  ]  [  — d  domain  ]  [  — h  host  ]  server 
DESCRIPTION 

ypset  tells  ypbind  to  get  YP  services  for  the  specified  domain  from  the  ypserv  process  running  on  server. 
If  server  is  down,  or  isn’t  running  ypserv,  this  is  not  discovered  until  a  YP  client  process  tries  to  get  a  bind¬ 
ing  for  the  donudn.  At  this  point,  the  binding  set  by  ypset  will  be  tested  by  ypbind.  If  the  binding  is  in¬ 
valid,  ypbind  will  attempt  to  rebind  for  the  same  domain. 

ypset  is  useful  for  binding  a  client  node  which  is  not  on  a  broadcast  net,  or  is  on  a  broadcast  net  which  isn’t 
running  a  YP  server  host.  It  also  is  useful  for  debugging  YP  client  applications,  for  instance  where  a  YP 
map  only  exists  at  a  single  YP  server  host 

In  cases  where  several  hosts  on  the  local  net  are  supplying  YP  services,  it  is  possible  for  ypbind  to  rebind 
to  another  host  even  while  you  attempt  to  find  out  if  the  ypset  operation  succeeded.  For  example,  you  can 
type: 

example%  ypset  hostl 
example%  ypwhich 
host2 

which  can  be  confusing.  This  is  a  function  of  the  YP  subsystem’s  attempt  to  load-balance  among  the  avail¬ 
able  YP  servers,  and  occurs  when  hostl  does  not  respond  to  ypbind  because  it  is  not  running  ypserv  (or  is 
overloaded),  and  hostl,  running  ypserv,  gets  the  binding. 

server  indicates  the  YP  server  to  bind  to,  and  can  be  specified  as  a  name  or  an  IP  address.  If  specified  as  a 
name,  ypset  will  attempt  to  use  YP  services  to  resolve  the  name  to  an  IP  address.  This  will  work  only  if  the 
node  has  a  current  valid  binding  for  the  domain  in  question.  In  most  cases,  server  should  be  specified  as  an 
IP  address. 

Refer  to  ypfiles(S)  and  ypserv(8)  for  an  overview  of  the  Yellow  Pages. 

OPTIONS 

-VI  Bind  server  for  the  (old)  v.l  YP  jH'otocol. 

-V2  Bind  server  for  the  (cunent)  v.2  YP  protocol. 

If  no  version  is  supplied,  ypset,  first  attempts  to  set  die  domain  for  the  (current)  v.2  protocol.  If 
this  attenqit  fails,  ypset,  then  attempts  to  set  the  domain  for  the  (old)  v.l  protocol. 

-hhost  Set  ypbind’s  binding  on  host,  instead  of  locally,  host  can  be  specified  as  a  name  ex*  as  an  IP  ad¬ 
dress. 

-ddomain 

Use  domain ,  instead  of  the  default  domain. 

SEE  ALSO 

ypwhich(l),  ypfiles(S),  ypserv(8) 
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NAME 

ypupdated  —  saver  fcH"  changing  YP  infaination 
SYNOPSIS 

rpc.ypupdated  [  -is  ] 


DESCRIPTION  ,,  ^  u  • 

ypupdated  is  a  daemon  that  updates  information  in  the  Yellow  Pages,  normally  started  up  by  metd(oC). 
ypupdated  consults  the  file  updaters(S)  in  the  directory  /var/yp  to  determine  which  YP  maps  should  be 
updated  and  how  to  change  them. 


By  default,  the  daemon  requires  the  most  secure  method  of  authentication  available  to  it,  either  DES 
(secure)  or  UNIX  (insecure). 


OPTIONS  ,  •  •  V 

-s  accept  only  calls  authenticated  using  the  secure  RPC  mechanism  (AUTH_DES  authentication). 
This  disables  programmatic  updating  of  YP  maps  unless  the  network  supports  these  calls. 

-i  also  accept  RPC  calls  with  the  insecure  AUTH_UNIX  credentials.  This  allows  programmatic  up¬ 
dating  of  YP  maps  in  all  networks. 

FILES 

/var/yp/updaters 


SEE  ALSO 

updaters(S),  inetd(8C),  keyserv(8C) 
System  and  Network  Administration 
Network  Programming 
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NAME 

ypwhich  -  what  machine  is  the  YP  server? 

SYNOPSIS 

ypwhich  [  -d  dotminname  ]  [  hostname  ] 
ypwhich  [  -d  domainname  ]  [  -t  ]  -m  [  nrname  ] 

AVAILABILITY 

This  program  is  available  with  the  Networking  Tools  and  Programs  software  installation  option.  Refo"  to 
Installing  the  SunOS  for  information  on  how  to  install  optional  software. 

DESCRIPTION 

ypwhich  tells  which  YP  server  supplies  Yellow  Pages  to  a  YP  client,  and  which  YP  server  is  the  master  for 
a  map.  If  invoked  without  arguments,  it  gives  the  YP  server  for  the  local  machine.  If  hostname  is 
specified,  that  machine  is  queried  to  find  out  which  YP  niaster  it  is  using. 

If  the  -m  switch  is  used  without  mname,  a  list  of  every  map  in  the  domain  and  the  master  of  each  will  be 
printed.  If  mname  is  specified,  only  the  master  YP  server  for  that  map  is  printed,  mname  may  be  a  map- 
name,  or  a  nickname  for  a  mapname.  Mapnames  and  nicknames  are  described  in  ypcat(l). 

OPTIONS 

-d  Domainname  specifies  the  name  of  a  YP  domain.  The  default  is  the  default  domain  for  the  local 
machine. 

— m  Find  the  master  YP  server  for  a  map,  or  for  all  maps  in  a  domain.  No  hostname  may  be  specified 

with  -m. 

-t  Inhibit  nickname  translation;  useful  if  there  is  a  mapname  identical  to  a  nickname.  This  is  not  tme 
of  any  Sun-supplied  map. 

SEE  ALSO 

ypcat(l),  ypfiles(S),  rpcinfo(8C),  yppush(8),  ypserv(8) 
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NAME 

ypxfir  -  transfer  YP  map  from  a  YP  server  to  here 
SYNOPSIS 

/usr/etc/yp/ypxfr  [  -f  ]  [  -c  ]  [  -d  domain  ]  [  -h  host  ]  [  -s  domain  ]  [  -C  tid  prog  ipaddport  J  mapname 
DES  CRIPTION 

ypxfr  moves  a  YP  map  in  the  default  domain  for  the  local  host  to  the  local  host  by  making  use  of  normal 
YP  services.  It  creates  a  temporary  map  in  the  directory  l\arlypldomain  (this  directory  must  already  exist; 
domain  is  the  default  domain  for  the  local  host),  fills  it  by  enumerating  the  map’s  entries,  fetches  the  map 
parameters  (master  and  order  number),  and  loads  them.  It  then  deletes  any  old  versions  of  the  map  and 
moves  the  temporary  map  to  the  real  mapname . 

If  run  interactively,  ypxfr  it  writes  its  output  to  the  terminal.  However,  if  it  is  invoked  without  a  con^l- 
ling  terminal,  and  if  the  log  file  /var/yp/ypxfrJog  exists,  it  will  append  all  its  ouq>ut  to  that  file.  Since 
ypxfr  is  most  often  run  from  the  super-user’s  crontab  file,  or  by  ypserv,  you  can  use  the  log  file  to  retain  a 
record  of  what  was  attempted,  and  what  the  results  were. 

If  issecure(3)  is  TRUE,  ypxfr  requires  that  ypserv  on  the  host  be  running  as  root  If  the  map  being 
transferred  is  a  secure  map,  ypxfr  sets  the  permissions  on  the  map  to  06(X). 

For  consistency  between  servers,  ypxfr  should  be  run  periodically  for  every  map  in  the  YP  data  base.  Dif¬ 
ferent  maps  change  at  different  rates;  the  services  Jbyname  map  may  not  change  fa:  months  at  a  time,  for 
instance,  and  may  therefore  be  checked  only  once  a  day  (in  the  wee  hours).  You  may  know  that 
mailMliases  or  hosts  Jbyname  changes  several  times  per  day.  In  such  a  case,  you  may  want  to  check  hourly 
for  updates.  A  crontab(S)  entry  can  be  used  to  perform  periodic  updates  automatically.  Rather  than  hav¬ 
ing  a  separate  crontab  entry  for  each  map,  you  can  group  comands  to  update  several  maps  in  a  shell  script. 
Examples  (mnemonically  named)  are  in  /usr/etc/yp;  ypxfrjperday,  ypxfr_2perday,  and 
ypxfr_lperhour.  They  can  serve  as  reasonable  first  cuts. 

Refer  to  ypfiles(5)  and  ypserv(8)  for  an  overview  of  the  Yellow  Pages. 

OPTIONS  u  ,  1 

“f  Force  the  transfer  to  occur  even  if  the  version  at  the  master  is  not  more  recent  than  the  local  ver¬ 
sion. 

-c  Do  not  send  a  “Clear  current  map’’  request  to  the  local  ypserv  process.  Use  this  flag  if  ypserv  is 
not  running  locally  at  the  time  you  are  running  ypxfr.  Otherwise,  ypxfr  will  conq)lain  that  it  can’t 
talk  to  the  local  ypserv,  and  the  transfer  will  fail. 

-^domain 

Specify  a  domain  other  than  the  default  domain. 

-hhost  Get  the  map  from  host^  regardless  of  what  the  map  says  the  master  is.  If  host  is  not  specified, 
ypxfr  will  ask  the  YP  service  for  the  name  of  the  master,  and  try  to  get  the  map  from  there,  host 
may  be  a  name  or  an  internet  address  in  the  form  a.b.c.d. 

-^main 

Specify  a  source  domain  from  which  to  transfer  a  map  that  should  be  the  same  across  domains 
(such  as  the  services. byname  map). 

-Ctid  prog  ipadd  port 

This  option  is  only  for  use  by  ypserv.  When  ypserv  invokes  ypxfr,  it  specifies  that  ypxfr  should 
call  back  a  yppush  process  at  the  host  with  IP  address  ipaddr,  registered  as  program  number  prog, 
listening  on  port  port,  and  waiting  for  a  response  to  transaction  tid. 

FILES 

/var/yp/ypxfr.tog  log  file 
/usr/etc/yp/ypxfr_lperday 

script  to  run  one  transfer  per  day,  for  use  with  cron(8) 
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/usr/etc/yp/ypxfr_2p€rday 

script  to  tun  two  transfers  per  day 
/usr/etc/yp/ypxfr_lperhour 

script  for  hourly  transfers  of  volatile  maps 
Nmlypl domain  YP  domain 

/var/spool/cron/crontabs/root 

Super-user’s  crontab  file 


SEE  ALSO 

issecure(3),  crontab(S),  ypfiles(5),  cron(8),  ypserv(8),  yppush(8), 
YP  Protocol  Specification,  in  Network  Programming 
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NAME 

zdump  -  time  zone  dumper 
SYNOPSIS 

zdump  [  -V  ]  [  -c  cutqffyear  ]  [  zonename  ...  ] 

DESCRIPTION 

zdump  prints  the  current  time  in  each  zonename  named  on  the  command  line. 

OPTIONS  .  .  ,  ui 

-V  For  each  zonename  on  the  command  line,  print  the  current  time,  the  time  at  the  lowest  possible 

time  value,  the  time  one  day  after  the  lowest  possible  time  value,  the  times  both  one  second  before 
and  exactly  at  each  time  at  which  the  rules  to  computing  local  time  change,  the  time  at  the 
highest  possible  time  value,  and  the  time  at  one  day  less  than  the  highest  possible  time  value. 
Each  line  ends  with  isdst=l  if  the  given  time  is  Daylight  Saving  Time  or  isdst=0  otherwise. 

— c  cutqffyear 

Cut  off  the  verbose  output  near  the  start  of  the  year  cutqffyear . 

FILES 

/usr/share/lib/zoneinfo  standard  zone  information  directory 
SEE  ALSO 

ctime(3),  tzfile(5),  zic(8) 
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NAME 

zic  -  time  zone  compiler 
SYNOPSIS 

zic  [  -V  ]  [ -d  directory  ]  [  -1  localtime  ]  [filename  ...] 

DESCRIPTION 

zic  reads  text  from  the  file(s)  named  on  the  command  line  and  creates  the  time  conversion  information  files 
specified  in  this  input,  a  filename  is  the  standard  input  is  read. 

Input  lines  are  made  up  of  fields.  Fields  are  separated  from  one  another  by  any  number  of  white  space 

characters.  Leading  and  trailing  white  space  on  input  lines  is  ignored.  An  *#’  (unquoted  sharp  character) 
in  the  input  introduces  a  comment  which  extends  to  the  end  of  the  line  the  sharp  character  appears  on. 
White  space  charactos  and  sharp  characters  may  be  enclosed  in  ‘  (double  quotes)  if  they’re  to  be  used 
as  part  of  a  field.  Any  line  that  is  blank  (after  comment  stripping)  is  ignored.  Non-blank  lines  are  expected 
to  be  of  one  of  three  types:  rule  lines,  zone  lines,  and  link  lines. 

A  rule  line  has  the  form 

Rule  NAME  FROM  TO  TYPE  IN  ON  AT  SAVE  LETTER/S 

For  example: 

Rule  USA  1969  1973  -  Apr  lastSun  2:00  1:00  D 

The  fields  that  make  up  a  rule  line  are: 

NAME  Gives  the  (arbitrary)  name  of  the  set  of  rules  this  rule  is  part  of. 

FROM  Gives  the  first  year  in  which  the  rule  applies.  The  word  minimum  (or  an  abbreviation)  means 

the  minimum  year  with  a  representable  time  value.  The  word  maximum  (or  an  abbreviation) 
means  the  maximum  year  with  a  representable  time  value. 

TO  Gives  the  final  year  in  which  the  rule  applies.  In  addition  to  minimum  and  maximum  (as 
above),  the  word  only  (or  an  abbreviation)  may  be  used  to  repeat  the  value  of  the  FROM  field. 

TYPE  Gives  the  type  of  year  in  which  the  rule  applies.  If  TYPE  is  then  the  mle  applies  in  all  years 

between  FROM  and  TO  inclusive;  if  TYPE  is  uspres,  the  rule  applies  in  U.S.  Presidential  elec¬ 
tion  years;  if  TYPE  is  nonpres,  the  rule  applies  in  years  other  than  U.S.  Presidential  election 
years.  If  TYPE  is  something  else,  then  zic  executes  the  command 

yearistype  year  type 

to  check  the  type  of  a  year:  an  exit  status  of  zero  is  taken  to  mean  that  the  year  is  of  the  given 
type;  an  exit  status  of  one  is  taken  to  mean  that  the  year  is  not  of  the  given  type. 

IN  Names  the  month  in  which  the  rule  takes  effect.  Month  names  may  be  abbreviated. 

ON  Gives  the  day  on  which  the  rule  takes  effect  Recognized  forms  include: 


5 

the  fifth  of  the  month 

lastSun 

the  last  Sunday  in  the  month 

lastMon 

the  last  Monday  in  the  month 

Sun>=8 

first  Sunday  on  or  after  the  eighth 

Sun<=25 

last  Sunday  on  or  before  the  2Sth 
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Names  of  days  of  the  wedc  may  be  abbreviated  or  spelled  out  in  full.  Note;  there  must  be  no 
spaces  within  the  ON  field. 

Gives  the  time  of  day  at  which  the  rule  takes  effect.  Recognized  forms  include: 


2  time  in  hours 

2:00  time  in  hours  and  minutes 

15:00 

24-hour  format  time  (for  times  after  noon) 

1:28:14 

time  in  hours,  minutes,  and  seconds 

Any  of  these  forms  may  be  followed  by  the  letter  w  if  the  given  time  is  local  “wall  clock”  time  or  s  if  the 
given  time  is  local  “standard”  time;  in  the  absence  of  w  or  s,  waU  clock  time  is  assumed. 

SAVE  Gives  the  amount  of  time  to  be  added  to  local  standard  time  when  the  rule  is  in  effect  This  field 
has  the  same  format  as  the  AT  field  (although,  of  course,  the  w  and  s  suffixes  are  not  used). 


LETTER/S 

Gives  the  “variable  part”  (for  example,  the  “S”  or  “D”  in  “EST”  or  “EDT”)  of  time  zone  ab¬ 
breviations  to  be  used  when  this  rule  is  in  effect  If  this  field  is  the  variable  part  is  null. 

A  zone  line  has  the  form 


Zone  NAME  GMTOFF  RULES/SAVE  FORMAT  [UNTIL] 


For  example: 

Zone  Australia/South-west  9:30  Aus  CST  1987  Mar  15  2:00 


The  fields  that  make  up  a  zone  line  are: 

NAME  The  name  of  the  time  zone.  This  is  the  name  used  in  creating  the  time  conversion  information 
file  for  the  zone. 

GMTOFF 

The  amount  of  time  to  add  to  GMT  to  get  standard  time  in  this  zone.  This  field  has  the  same  for¬ 
mat  as  the  AT  and  SAVE  fields  of  mle  lines;  begin  the  field  with  a  minus  sign  if  time  must  be  sub¬ 
tracted  from  GMT. 

RULES/SAVE  ,  .. 

The  name  of  the  rule(s)  that  apply  in  the  time  zone  or,  alternately,  an  amount  of  tune  to  add  to  lo¬ 
cal  standard  time.  If  this  field  is  then  standard  time  always  applies  in  the  time  zone. 

FORMAT 

The  format  for  time  zone  abbreviations  in  this  time  zone.  The  pair  of  characters  %s  is  used  to 
show  where  the  “variable  part”  of  the  time  zone  abbreviation  goes.  UNTIL  The  time  at  which 
the  GMT  offset  or  the  rule(s)  change  for  a  location.  It  is  specified  as  a  year,  a  month,  a  day,  and  a 
time  of  day.  If  this  is  specified,  the  time  zone  information  is  generated  from  the  given  GMT 
offset  and  rule  change  until  the  time  specified. 

The  next  line  must  be  a  “continuation*  *  line;  this  has  the  same  form  as  a  zone  line  except  that  Ae 
string  “Zone**  and  the  name  are  omitted,  as  the  continuation  line  will  place  information  starting 
at  the  time  specified  as  the  UNTIL  field  in  the  previous  line  in  the  file  used  by  the  previous  line. 
Continuation  lines  may  contain  an  UNTIL  field,  just  as  zone  lines  do,  indicating  that  the  next  fine 
is  a  further  continuation. 
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A  link  line  has  the  form 

Link  UNK-FROM  LINK-TO 
For  example: 

Link  US/Eastern  EST5EDT 

The  ONK-FROM  field  should  appear  as  the  NAME  field  in  some  zone  line;  the  LINK-TO  field  is  used  as  an 
alternate  name  for  that  zone. 

Except  fw  continuaticHi  lines,  lines  may  appear  in  any  order  in  the  input 
OPTIONS 

-V  Complain  if  a  year  that  appears  in  a  data  file  is  outside  the  range  of  years  representable  by  system 
time  values  (0:00:00  AM  GMT,  January  1, 1970,  to  3:14:07  AM  GMT,  January  19, 2038). 

-d  directory 

Create  time  conversion  information  files  in  the  directory  directory  rather  than  in  the  standard 
directory  /usr/share/lib/zoneinfo. 

—1  timezone 

Use  the  time  zone  timezone  as  local  time,  zic  will  act  as  if  the  file  contained  a  link  line  of  the  form 
Link  timezone  localtime 

FILES 

/usr/share/lib/zoneinfo  standard  directory  used  for  created  files 
SEE  ALSO 

time(lV),  ctime(3),  tzfile(5),  zdump(8) 

NOTE 

For  areas  with  more  than  two  types  of  local  time,  you  may  need  to  use  local  standard  time  in  the  AT  field  of 
the  earliest  transition  time’s  rule  to  ensure  that  the  earliest  transition  time  recorded  in  the  compiled  file  is 
correct. 
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Special  Characters 

I 

history  substitution  —  csh,  98 
logical  negation  operator  —  csh,  101 
!  mail  command,  296 
I  =  —  not  equal  to  operator  —  csh,  101 
!  ~  globbing  pattern  mismatch  operator  —  c  sh,  1 0 1 
#  mail  command,  296 
# !  invoke  shell  to  process  script,  103 
$  — variable  substitution,  100 
$#  —  word  count  for  variable,  100 
$  $  —  process  number  of  shell,  101 
$<  —  read  value  from  terminal  —  csh,  101 
$?  —  variable  set  inquiry  —  csh,  101 
% 

job  control,  reference  to  current  job  —  csh,  103 
job  to  foreground/background  —  csh,  108 
modular  division  operator —  csh,  101 

& 

bitwise  AND  operator  —  csh,  101 
run  command  in  background,  97 

&& 

execute  on  success  —  csh,  97 
logical  AND  operator  —  csh,  101 
'  quote  character,  97 
(  ) 

command  grouping —  csh,  97 
group  operators  —  csh,  101 

■k 

filename  wild  card,  zero  or  more  of  any  characters,  101 
integer  multiplication  operator —  csh,  101 
+  —  integer  addition  operator  —  csh,  101 
-  —  integer  subtraction  operator  —  csh,  101 
-d  C  shell  file  inquiry  —  directory,  102 
-e  C  shell  file  inquiry  —  file  exists,  102 
-f  C  shell  file  inquiry  —  plain  file,  102 
-o  C  shell  file  inquiry  —  ownership,  102 
-r  C  shell  file  inquiry  —  read  accessible,  102 
-w  C  shell  file  inquiry  —  write  accessible,  102 
'-x  C  shell  file  inquiry  —  execute  accessible,  102 
-z  C  shell  file  inquiry  —  zero  length,  102 
.  (dot)  command,  457 

/  —  integer  division  operator  —  csh,  101 
:  command,  104, 457 

;  modifiers  —  history  substitution —  csh,  98 
;  —  command  separation,  97 


< 

less  than  operator —  csh,  101 
redirect  standard  input,  99 

« 

bitwise  shift  left —  csh,  101 
parse  and  pass  input  to  command,  99 
<=  —  less  than  or  equal  to  operator  —  csh,  101 
«  mail  command,  296 
»»  —  is  equal  to  operator  —  csh,  101 

—  globbing  pattern  match  operator  —  csh,  101 

> 

greater  than  operator  —  csh,  101 
redirect  standard  output,  99 

>&  — redirect  standard  output  and  standard  error —  csh,  99 
>*  — greater  than  or  equal  to  operator —  csh,  101 
» 

append  standard  output,  99 
bitwise  shift  right —  csh,  101 

»Sl  —  append  standard  output  and  standard  error  —  c  sh,  99 

?  —  filename  wild  card,  any  single  characters,  101 

?  mail  command,  296 

0  —  arithmetic  on  variables  —  csh,  109 

[  ]  —  filename  substitution,  any  character  in  list  or  range,  101 

"  quote  character,  97 

\  escape  character,  97 

\  I  *  —  alias  substitution,  include  command-line  arguments  — 
csh,  99 

bitwise  XOR  operator  —  csh,  101 
quick  substitution —  csh,  99 

_t cupper  —  convert  character  to  upper-case;  System  V,  1134 
'  —  command  substitution,  101 

(  )  —  filename  substitution,  successive  strings  in  enclosed  list, 
101, 102 
I 

bitwise  OR  operator —  csh,  lOl 
pipe  standard  output,  97 
I  mail  command,  298 

I  ^  —  pipe  standard  output  and  standard  error  —  o  sh,  97 
I  I 

execute  on  failure —  csh,  97 
logical  OR  operator —  csh,  101 

filename  substitution,  home  directory,  101 
one’s  complement  operator  —  csh,  101 
~ !  —  mail  tilde  esci^e,  294 
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- .  —  mail  tilde  escape,  294 
-- :  —  mail  tilde  escape,  294 
~<  — mail  tilde  escape,  295 
— mail  tilde  escape,  294 
— mail  tilde  escape,  294 
~  I  —  mail  tilde  escape,  295 
~A  — mail  tilde  escape,  294 
~b  — mail  tilde  escape,  295 
-c  — mail  tilde  escape,  295 
~d  — mail  tilde  escape,  295 
-e  —  mail  tilde  escape,  295 
— mail  tilde  escape,  295 
~h  — mail  tilde  escape,  295 
~i  — mail  tilde  escape,  295 
~m  —  mail  tilde  escape,  295 
~p  — mail  tilde  escape,  295 
-q  — mail  tilde  escape,  295 
-r  — mail  tilde  escape,  295 
~s  — mail  tilde  escape,  295 
~t  — mail  tilde  escape,  295 
~v  — mail  tilde  escape,  295 
~w  — mail  tilde  escape,  295 
~x  — mail  tilde  escape,  295 

1 

1/2-inch  tape  drive 

tm — tapemaster,  1318 
xt  —  Xylogics  472, 1331 
1/4-inch  tape  drive 

ar  —  Archive  1/4-inch  Streaming  Tape  Drive,  1193 
St  —  Sysgen  SC  4000  (Archive)  Tape  Drive,  1292  thru  1293 
10  Mb/s  3Com  Ethernet  interface  —  ec,  1214 
10  Mb/s  Sun  Ethernet  interface  —  ie,  1224  thru  1225 
10  Mb/s  Sun-3/50  Ethernet  interface  —  le,  1254  thru  1255 

3 

3Com  10  Mb/s  Ethernet  interface  —  ec,  1214 

4 

450  SMD  Disk  driver—  xy,  1332  thru  1333 

451  SMD  Disk  driver —  xy,  XZyithru  1333 
472  1/2-inch  tape  drive  —  xt,  1331 

7 

7053  SMD  Disk  driver  —  xd,  1329  thru  1330 

8 

8530  see  serial  communications  driver —  zs,  1335  thru  1336 

A 

a .  out  —  assembler  and  link  editor  output,  1339 

a6  41  —  convert  long  integer  to  base-64  Asen,  809 

abort  —  generate  fault,  810 

abort  printer —  Ipc,  1662 

abs  —  integer  absolute  value,  811 

absolute  value  —  abs,  811 

ac  —  login  accounting,  1574 

accept  — connection  on  socket,  628 


access,  629 

access  times  of  file,  change  —  utime,  1030 
access  times  of  file,  change  —  utime s,  787 
accounting,  display  login  record  —  ac,  1574 

process  accounting,  display  record  —  sa,  1755 
process  accounting,  on  or  off  —  aceton,  1755 
process  accounting,  turn  on  or  off  —  acet,  630 
accounting  file —  acet,  1365 
acet 

acet  —  execution  accounting  file,  1365 
acet  —  process  accounting  on  or  off,  630 
aceton  —  processing  accounting  on  or  off,  1755 
a  cos  —  trigonometric  arccosine,  1106 
acosh  —  inverse  hyperbolic  function,  1088 
Adaptec  ST-506  disk  driver —  sd,  1289  thru  1290 
adb  —  debugger,  13 
adb  scripts  —  adbgen,  1575 
adbgen  — generate  adb  script,  1575 
add  password  file  entry  —  putpwent,  951 
add  mute  ioctl—  SIOCADDRT,  1288 
addbib  —  create  bibliography,  18 
addexportent  ()  function,  845 

additional  paging/swapping  devices,  specify  —  swapon,  1771 

addmntent  —  get  filesystem  descriptor  file  entry,  872 

address  resolution  display  and  control  —  arp,  1579 

adduser  —  add  new  user  account,  1577 

adjacentscreens,  20 

ad  j  time  —  adjust  time,  631 

admin  —  administer  SCCS,  21 

adventure  —  exploration  game,  1495 

advise  paging  system  —  vadvise,  788 

agt_create()  function,  1056 

agt_enumerate  ()  function,  1056 

agt_trap()  function,  1056 

a  int  —  aint  of,  1 102 

alarm  —  schedule  signal,  812 

alias  command,  104 

alias  mail  command,  296 

alias  substitution  —  in  C  shell,  99 

aliases  — sendmail  aliases  file,  1367 

align__equals  —  textedit  selection  filter,  529 

allnet  mail  variable,  301 

alloca  —  allocate  on  stack,  926 

allocate  aligned  memory  —  memalign,  925 

allocate  aligned  memory  —  valloc,  926 

allocate  memory  —  calloc,  925 

allocate  memory  —  malloc,  925 

allocate  on  stack  —  alloca,  926 

allow  messages —  mesg,  327 

alpha  sort  —  sort  directory,  983 

alter  process  priority  —  ren ice,  1728 

alternates  mail  command,  296 

always  ignore  mail  variable,  301 

anint  —  anint  of,  1102 

ANSI  standard  terminal  emulation,  1204  thru  1208 
ANSI  terminal  emulation  —  console,  1204  thru  1209 
append  mail  variable,  301 
ar  —  library  maintenance,  24 
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ar  —  Archive  1/4-inch  Streaming  Tape  Drive,  1193 

ar  —  archive  file  format,  1370 

arc — plot  arc,  941 

arch  —  display  Sun  architecture,  26 

archive 

ar  —  library  maintenance,  24 
cpio  —  copy  archive,  87 
archive  file  format —  ar,  1370 
archive  tapes 
tar,  37, 509 

argument  list  processing  —  in  C  shell,  96 
argument  lists,  varying  length  —  varargs,  1032 
argv  variable,  109 

arithmetic  —  drill  in  number  facts,  1496 
arp  —  address  resolution  display  and  control,  1579 
arp  ioctl 

S  lOCDARP  —  delete  arp  entry,  1194 
S lOCGARP  —  get  arp  entry,  1 194 
S  IOCS  ARP  —  set  arp  entry,  1194 
arp  —  Address  Resolution  Protocol,  1194  thru  1 195 
as  —  assembler,  27 
ASCII 

string  to  long  integer —  strtol,  1008 
to  integer —  atoi,  1008 
to  long  —  atol,  1008 
ASCII  dump  file  —  od,  348 
ascii  —  ASCII  character  set,  1548 
ASCII  string  to  double  —  st rtod,  1007 
ASCII  to  Ethernet  address  —  ether__aton,  841 
ASCII  to  float—  atof,  1007 
asct ime  —  date  and  time  conversion,  824 
asct ime  —  date  and  time  conversion.  System  V,  1 132 
asin  — trigonometric  arcsine,  1106 
asinh  —  inverse  hyperbolic  function,  1088 
askcc  mail  variable,  301 
asksub  mail  variable,  301 
assembler  ou^ut —  a.  out,  1339 
assert  — program  verification,  813 
assert  — program  verification.  System  V,  1131 
assign  buffering  to  stream 

setbuf  —  assign  buffering,  987 
setbuf  —  assign  buffering,  System  V,  1175 
setbuf  fer  —  assign  buffering,  987 
setbuf  fer  —  assign  buffering.  System  V,  1 175 
setlinebuf  —  assign  buffering,  987 
set  linebuf  —  assign  buffering.  System  V,  1 175 
setvbuf  —  assign  buffering,  987 
setvbuf  —  assign  buffering.  System  V,  1 175 
assign  to  memory  characters  —  memset,  928 
async_daemon,  718 
at  —  do  job  at  specified  time,  29 
at  an  —  trigonometric  arctangent,  1106 
atan2  —  trigonometric  arctangent,  1106 
atanh  —  inverse  hyperbolic  function,  1088 
atof  —  ASCII  to  float,  1007 
atoi  —  ASCII  to  integer,  1008 
atol  —  ASCII  to  long,  1008 
atq  —  display  delayed  execution  queue,  31 
at  rm  —  remove  delayed  execution  jobs,  32 
attributes  of  file  fstat,  774 


attributes  of  file  1st  at,  774 
attributes  of  file  stat,  774 
audit  —  maintain  audit  trail,  1580 
audit  —  audit  trad  file,  1372, 1374, 1376 
audit  <)  function,  632 
audit_args  ()  function,  814 
audit_text  0  function,  814 
audit_warn  command,  1581 
audit  d  daemon,  1582 
auditon  ()  function,  633 
audit  SVC  ()  function,  634 
auto.home,  1344 
auto.vol,  1345 

autoboot  procedures —  boot,  1586, 1650, 1727 
automatic  network  install,  1115 
automount  command,  1583 
autoprint  mail  variable,  301 
awk  —  scan  and  process  patterns,  33 

B 

backgammon  —  backgammon  game,  1497 
backquote  substitution,  101 
backspace  magnetic  tape  files —  mt,  333 
backspace  magnetic  tape  records  —  mt,  333 
backup  dumps —  dump,  1612 
bang  mail  variable,  301 
banner  —  make  posters,  36 
banner  —  large  banner,  1499 
bar  command,  37 
bar  —  tape  archive  file  format,  1346 
basename  —  deliver  portions  of  path  names,  42 
bat  tlestar  game,  1500 
be  —  calculator  language,  43 
bed  —  convert  to  antique  media,  1502 
bemp  —  compare  byte  strings,  819 
bcopy  —  copy  byte  strings,  819 
Bessel  functions 
jO,  1084 
jl,  1084 
jn,  1084 
yO,  1084 
yl,  1084 
yn,  1084 

bg  command,  104 
bibliography 

addbib  —  create  or  extend,  18 
indxbib  —  make  inverted  index,  235 
lookbib  —  find  bibliographic  references,  276 
refer  —  insert  literature  references,  415 
rof  f  bib  —  print  literature  references,  422 
sort  bib  —  sort  bibliographic  database,  473 
biff  —  mail  notifier,  45 
binary  file  transmission 

uudecode  —  decode  binary  file,  570 
uuencode  —  encode  binary  file,  570 
binary  I/O,  buffered 

f  read  —  read  from  stream,  855 
f  rwite  —  write  to  stream,  855 
binary  search  of  sorted  table  —  bsearch,  816 
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binary  tree  routines,  1021 
bind,  636 

bindresvport  ()  function,  815 
binmail  —  version  7  mail,  46 
biod  daemon,  1703 
bit  string  functions  —  f  f  s,  819 
b  j  game,  1503 

bk  —  machine-machine  communication  line  discipline,  1196 
bk  ioctl’s 

TIOCGETD — get  line  discipline,  1196 
TIOCSETD  —  set  line  discipline,  1196 
block  signals,  763 

block  size  for  tape  —  512  bytes,  1612 
blocked  signals,  release —  sigpause,  764 
blocks,  count,  in  file  —  sum,  486 
boggle  —  boggle  game,  1504 
boggletool  —  SunView  game  of  boggle,  1505 
boot  —  system  startup  procedures,  1586, 1650 
boot  parameter  database —  boot  pa  rams,  1377 
bootparam  protocol  —  bootparam,  1 108 
bo  ot  pa  ramd  daemon,  1589 
boot  pa  rams  —  boot  parameter  database,  1377 
bootstrap  procedures  —  boot,  1586, 1650, 1727 
bootstrap  PROM  monitor  program,  1679 
both  real  and  effective  group  ID,  set  —  setgid,  991 
both  real  and  effective  group  ID,  set.  System  V  —  setgid,  1179 
both  real  and  effective  user  ID,  set  —  setuid,  991 
both  real  and  effective  user  ID,  set.  System  V  —  setuid,  1179 
bouncedemo  —  bouncing  square  graphics  demo,  1521 
Bourne  shell,  sh,  452  t/iru  460 
Bourne  shell  commands,  457 
,  command,  457 
:  command,  457 
break  command,  457 
case  command,  453 
cd  command,  458 
continue  command,  458 
do  command,  453 
done  commmand,  453 
echo  command,  458 
elif  command,  453 
else  command,  453 
esac  command,  453 
eval  command,  458 
exec  command,  458 
exit  conunand,  458 
export  command,  458 
f  i  command,  453 
for  command,  453 
hash  command,  458 
if  command,  453 
login  command,  458 
newgrp  command,  458 
pwd  command,  458 
read  command,  458 
readonly  command,  459 
return  command,  459 
set  command,  459 
shift  command,  459 
test  command,  459 
then  command,  453 


Bourne  shell  conunands,  continued 
times  command,  459 
trap  command,  459 
type  command,  459 
umask  command,  459 
unset  command,  459 
until  command,  453 
wait  command,  459 
while  command,  453 
Bourne  shell  functions,  453 
Bourne  shell  variables,  454  thru  455 
CDPATH  variable,  454 
HOME  variable,  454 
IFS  variable,  455 
MAIL  variable,  454 
MAILCHECK  variable,  454 
MAILPATH  variable,  454 
PATH  variable,  454 
PSl  variable,  454 
PS2  variable,  454 
SHELL  variable,  455 
branch,  C  shell  control  flow,  102 
break  command,  104, 457 
breaksw  command,  104 
brk  —  set  data  segment  break,  638 
broadcast  messages  to  all  users  on  network  —  rwal  1, 43 1 
bsearch  — binary  search  of  a  sorted  table,  816 
buffered  binary  I/O 

f  read  —  read  from  stream,  855 
f  rwite  —  write  to  stream,  855 
buffered  I/O  library  functions,  introduction  to,  999, 1183 
buffering 

assign  to  stream —  setbuf,  987 
assign  to  stream.  System  V  —  setbuf,  1175 
assign  to  stream —  setbuf  fer,  987 
assign  to  stream.  System  V  —  setbuf  fer,  1 175 
assign  to  stream —  setlinebuf,  987 
assign  to  stream.  System  V  —  setlinebuf,  1175 
assign  to  stream —  setvbuf,  987 
assign  to  stream.  System  V  —  setvbuf,  1175 
build 

programs —  make,  355 
random  library —  rani  ib,  406 
system  configuration  files  —  conf  ig,  1600 
Yellow  Pages  database  —  ypinit,  1793 
build  programs  —  make,  311  thru  324 
bwone  —  Sun-1  black  and  white  frame  buffer,  1197 
bwtwo  —  Sun-3/Sun-2  black  and  white  frame  buffer,  1198 
byte  order,  functions  to  convert  between  host  and  network,  820 
byte  string  functions 
bemp,  819 
bcopy,  819 
bzero,  819 

bzero  —  zero  byte  strings,  819 

c 

C  compiler,  52 

C  library  functions,  introduction  to,  797 
C  programming  language 

cf  low  —  code  flow  graph,  60 
epp  —  C  preprocessor,  89 
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C  programming  language,  continued 
ctags  — create  tBgs  file,  115 
cxref  —  cross  reference  C  program,  123 
indent  —  format  C  source,  231 
1  int  —  C  program  verifier,  261 
mkstr  —  create  C  error  messages,  329 
t  cov  —  code  coverage  tool,  516 
vgr  ind  —  make  formatted  listings,  580 
xst  r  —  extract  strings  firom  C  code,  605 
C  shell 

alias  substitution,  99 
and  Bourne  shell  scripts,  103 
argument  list  processing,  96 
arguments  list —  argv  variable,  109 
branch,  102 

command  execution,  103 
command  inquiry,  102 
command  substitution,  101 
commands,  104  thru  109 
conditional  execution  —  &  &  ,  97 
conditional  execution —  I  1,97 
.  cshrc  file,  96 

escape  character,  quotes  and  comments,  97 

expressions,  101 

file  inquries,  102 

filename  completion,  97 

filename  substitution,  101 

history  substitution,  98 

I/O  redirection,  99 

job  control,  103 

lexical  structure,  97 

.  login  file,  96 

.  logout  file,  96 

loop,  102 

operators,  101 

parentheses  —  command  grouping,  97 
pipeline,  97 
quick  substitution,  99 
signal  handling,  103 
variable  substitution,  100 
C  shell  commands 

%  — job  to  foreground/background,  108 

;  —  null  command,  104 

0  —  arithmetic  on  variables,  109 

alias  —  shell  macros,  104 

bg — job  to  background,  104 

break  —  exit  loop,  104 

break  sw  —  exit  switch,  104 

case  —  selector  in  switch,  104 

cd  —  change  directory,  104 

chdir  —  change  directory,  104 

continue  —  cycle  loop,  104 

default  —  catchall  in  switch,  104 

dirs  — print  directory  stack,  104 

echo  —  echo  arguments,  104 

else  —  alternative  commands,  105 

end  —  end  loop,  105 

endif  —  end  conditional,  105 

endsw  —  end  switch,  108 

eval  —  le-evaluate  shell  data,  104 

exec  —  execute  command,  104 

exit  — exit  shell,  105 

f  g — job  to  foreground,  105 

f  oreach  —  loop  on  list  of  names,  105 


C  shell  commands,  continued 

glob  —  filename  expand  wordlist,  105 
goto  —  command  transfer,  105 
hashstat  —  display  hashing  statistics,  105 
history  —  display  history  list,  105 
if  —  conditional  statement,  105 
jobs  —  display  job  list,  105 
kill  —  kill  jobs  and  processes,  106 
limit  —  alter  resource  limitations,  106 
login  —  login  new  user,  106 
logout  —  end  session,  106 
nice  —  run  low  priority  process,  106 
nohup  —  run  command  immune  to  hangups,  106 
notify  —  request  immediate  notification,  106 
onint  r  —  handle  interrupts  in  scripts,  106 
popd  —  pop  shell  directory  stack,  107 
pushd  —  push  shell  directory  stack,  107 
rehash  —  recompute  command  hash  table,  107 
repeat  —  execute  command  repeatedly,  107 
set  —  change  value  of  shell  variable,  107 
s.etenv  —  set  or  display  variables  in  environment,  107 
shift  —  shift  argument  list,  107 
source  —  read  commands  from  file,  107 
stop  —  halt  job  or  process,  107 
suspend  —  suspend  shell,  107 
switch  —  multi-way  branch,  108 
time  —  time  command,  108 
umask  —  change/display  file  creation  mask,  108 
unalias  — remove  aliases,  108 
unhash  —  discard  hash  table,  108 
unlimit  —  remove  resource  limitations,  108 
unset  —  discard  shell  variables,  108 
unset env  —  remove  environment  variables,  108 
wait  —  wait  for  background  process,  108 
C  shell  metacharacters,  97 
C  shell  variables,  109  thru  111 
argv,  109 
cdpath,  109 
cwd,  109 
echo,  109 
fignore,  109 
f  ilec,  109 
hardpaths,  109 
histchars,  109 
history,  109 
home,  109 
ignoreeof,  109 
mail,  109 
nobeep,  109 
noclobber,  109 
noglob,  110 
nonomatch,  110 
notify,  110 
path,  110 
prompt,  110 
savehist,  110 
shell,  110 
status,  110 
time,  110 
verbose,  110 

C2conv  —  convert  to  C2  security,  1590 
cal  —  display  calendar,  48 
calculator,  137 
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calendar  — reminder  service,  49 

call-graph,  display  profile  data  —  gprof,  214 

calloc  —  allocate  memory,  925 

Canfield  —  solitaire  card  game,  1507 

canvas_demo  —  canvas  sub  window  demo,  1542 

capitalize  —  textedit  selection  filter,  529 

captoinf  o  command,  1591 

case  command,  104, 453 

cat  —  concatenate  files,  50 

C/A  A' interpreter —  pti,  363 

catman  —  create  cat  files  for  manual  pages,  1593 

cb  —  format  filter  for  C  source  files,  51 

cbrt  —  cube  root  function,  1105 

cc  —  C  compiler,  52 

ccat  —  extract  files  compressed  with  compact,  350 

cd  —  change  directory,  57 

cd  command,  104, 458 

cd  mail  command,  296 

cdc  —  change  delta  commentary,  58 

cdpath  variable,  109,454 

ceil  —  ceiling  of,  1 102 

cf  low  —  generate  C  flow  graph,  60 

cf  ree  —  free  memory,  925 

cgf  our  —  Sun-3  color  memory  frame  buffer,  1199 

cgone  —  Sun-1  color  graphics  interface,  1200 

cgthree  —  Sun386i  color  memory  frame  buffer,  1201 

cgtwo  —  Sun-3/Sun-2  color  graphics  interface,  1202 

change 

audit  characteristics,  1580 
current  working  directory,  639 
data  segment  size —  sbrk,  638 
delta  commentary,  58 
directory,  57 

file  access  times  —  utime,  1030 

file  access  times  —  utime s,  787 

file  mode —  chmod,640 

filename —  rename,  741 

group  ID  of  user  —  newgrp,  335 

group  ownership  of  file  —  chgrp,  63 

login  password  —  passwd,  379 

login  password  in  Yellow  Pages  —  yppasswd,  611 

mode  of  file,  65 

name  of  file  or  directory —  mv,334 
owner  and  group  of  file  —  chown,  642 
owner  of  file  —  chown,  1595 
permissions  of  file,  65 
priority  of  command  —  nice,  336 
process  priority  —  renice,  1728 
root  directory —  chroot,  644 
working  directory,  57 

change  mapping  protections  —  mprotect,  709 

change  translation  table  entry  ioctl  —  KIOCSETKEY,  1235 

character 

get  from  stdin  —  getchar,  861 

get  from  stdin.  System  V  —  getchar,  1 162 

get  from  stream  —  f  getc,  861 

get  from  stream.  System  V  —  f  getc,  1162 

get  from  stream —  getc,  861 

get  from  stream,  System  V  —  getc,  1162 

push  back  to  stream —  ungetc,  1028 

put  to  stdin  —  put  char,  949 


character,  continued 

put  to  stream —  fputc,  949 
put  to  stream —  putc,  949 
character  classification 
isalnum,  826 
isalpha,  826 
isascii,  826 
iscntrl,  826 
isdigit,  826 
isgraph,  826 
i slower,  826 
i sprint,  826 
ispunct,  826 
is  space,  826 
i  supper,  826 
isxdigit,  826 

character  classification.  System  V 
isalnum,  1134 
isalpha,  1134 
isascii,  1134 
iscntrl,  1134 
isdigit,  1134 
isgraph,  1134 
islower,  1134 
i  sprint,  1134 
ispunct,  1134 
is  space,  1134 
i  supper,  1134 
isxdigit,  1134 
character  conversion 
toascii,  826 
tolower,  826 
toupper,  826 

character  conversion.  System  V 
_to  lower,  1134 
_t  ©upper,  1134 
toascii,  1134 
tolower,  1134 
toupper,  1134 
character  translation  —  tr,  544 
characters  for  equations  —  eqnchar,  1550 
characters  in  file,  count —  wc,  591 
chase  —  escape  killer  robots,  1508 
chdir,  639 
chdir  command,  104 
chdir  mail  command,  296 

check  buffer  state  ioctl  —  GPlIO_GET_GBUFFER_STATE, 
1221 

check  directory —  dcheck,  1608 

check  file  system  —  f  sck,  1629 

CHECK  0  function,  1068 

check  heap  —  malloc__verify,  926 

check  quota  consistency  —  quota  check,  1721 

check  spelling  —  spell,  474 

checkeq  —  check  eqn  constructs,  173 

checknr  —  check  nroff/troff  files,  62 

chess  —  chess  game,  1509 

chess  tool  —  Sun  View  chess  game,  1510 

chgrp  —  change  group  ID  of  file,  63 

ching  —  book  of  changes,  1511 

chkey  command,  64 
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chmod  —  change  mode,  65, 640 
chown,  642 

chown  —  change  owner  of  file,  1595 

chroot  —  change  root  directory,  644, 1596 

circle  —  plot  circle,  941 

clean  print  queue  —  Ipc,  1662 

clean  UUCP  spool  area —  uuclean,  1789 

clear  —  clear  screen,  67 

clear  inode —  cl  ri,  1598 

clear_colormap  —  make  console  text  visible,  68 

clear_functions  —  reset  Sun  View  selection  service,  69 

clearerr  —  clear  error  on  stream,  849 

clearerr  —  clear  error  on  stream.  System  V,  1 159 

click  —  control  keyboard  click,  70 

client  command,  1597 

clock  —  display  time  in  window,  71,  821 

clone,  STREAMS  device  driver,  1203 

close,  646 

close  database  —  close,  830 
close  directory  stream —  closedir,  834 
close  —  close  database,  830 
close  stream —  f  close,  847 
closedir  —  close  directory  stream,  834 
closelog  — close  system  log  file,  1011 
closepl  —  close  plot  device,  941 
clri  —  clear  inode,  1598 
cluster  command,  72 
cmd  mail  variable,  301 

cmdt  ool  —  shell  or  program  with  SunView  text  facility,  73 

emp  —  compare  files,  76 

code  coverage  tool  —  tcov,  516 

code  flow  graph —  cflow,  60 

code  formatter 

cb  —  C  source  format  filter,  51 
vgrind  —  trof  f  preprocessor  for  listings,  580 
indent  —  format  C  source,  231 
COFF,  Sun386i  executable  file  format,  1348 
col  —  filter  reverse  paper  motions,  77 
colcrt  —  document  pre  viewer,  78 
color  graphics  interface 

cgf  our  —  Sun-3  color  memory  frame  buffer,  1199 
egone  —  Sun-1  color  graphics  interface,  1200 
cgthree  —  Sun386i  color  memory  frame  buffer,  1201 
cgtwo  —  Sun-3/Sun-2  color  graphics  interface,  1202 
coloredit  —  edit  icons,  79 
colrm  —  remove  columns  from  file,  80 
columns 

print  in  multiple —  pr,  388 
remove  from  file,  80, 121 
comb  —  combine  deltas,  81 
combine  SCCS  deltas,  81 
comm  —  display  common  lines,  82 
command 

change  priority  of  —  nice,  336 
describe —  whatis,  593 
execution  in  C  shell,  103 
grouping  in  the  C  shell  —  (  ) ,  97 

inquiry,  in  C  shell,  102 
locate —  whereis,  594 


command,  continued 

process  options  in  scripts  —  getopt,  209 
return  stream  to  remote —  rcmd,958 
return  stream  to  remote —  rexec,  967 
run  immune  to  hangup —  nohup,  342 
substitution,  101 
commands 

Bourne  shell,  453, 457, 460 
comm  —  display  common  lines,  82 
help_viewer  —  get  help^viewer,  225 
logintool  — graphic  login  interface,  1661 
organizer , 374 
commands,  introduction,  3 
communications 

cu  —  connect  to  remote  system,  533 
enroll  —  enroll  for  secret  mail,  604 
mail  —  send  and  receive  mail,  293  thru  304 
mesg  —  permit  or  deny  messages,  327 
talk  —  talk  to  another  user,  508 
telnet  — interface,  518 
t  ip  —  connect  to  remote  system,  533 
uuclean  — clean  UUCP  spool  area,  1789 
UUCP  —  system  to  system  copy,  568 
uudecode  —  decode  binary  file,  570 
uuencode  —  encode  binary  file,  570 
uulog  —  UUCP  log,  568 
uuname  —  UUCP  list  of  names,  568 
uusend  —  send  file  to  remote  host,  571 
uux  —  system  to  system  command  execution,  574 
write  —  write  to  another  user,  600 
xget  —  receive  secret  mail,  604 
xsend  —  send  secret  mail,  604 
compact  — compress  files,  350 
compare 

byte  strings —  bemp,  819 
files,  76 

files  differentially,  150 
files  side-by-side,  445 
memory  characters  —  mememp,  928 
strings —  stremp,  1001 
strings —  strnemp,  1001 
three-way  differential —  diff  3, 152 
versions  of  SCCS  file —  scesdiff,  438 
compile  regular  expression  —  re_comp,  96 1 
compiler  generator,  351 
compiler  generators 

lex  —  lexical  analyzer  generator,  258 
yacc  —  parser  generator,  607 
compiler  preprocessors 

epp  —  C  preprocessor,  89 
compilers 

cc  —  C  compiler,  52 

rpegen  —  generate  RPC  protocols,  C  header  files,  424 
compres  s  —  compress  files,  83 
comsat  —  biff  server,  1599 
concatenate  files  —  cat,  50 
concatenate  strings 
streat,  1001 
strncat,  1001 

conf  ig  —  build  system  configuration  files,  1600 
configuration  file,  system  log  daemon  —  syslogd,  1439 
configuration  files,  build —  config,  1600 
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configure  network  interface  parameters  —  if  conf  ig,  1642 
connect,  647 
connect  to  remote  system 
cu,  533 
tip,  533 

connected  peer,  get  name  of,  679 
connection 

accept  on  socket  —  accept,  628 
listen  for  on  socket  —  listen,  697 
console  —  console  driver/terminal  emulator,  1204  thru  1209 
console  I/O  ioctl,  TIOCCONS,  1204 
cont  —  continue  line,  941 
continue  command,  104, 458 
control  devices  —  ioctl,  692 
control  flow  —  in  C  shell,  102 
control  line  printer  —  Ipc,  1662  thru  1663 
control  magnetic  tape —  mt,  333 
control  resource  consumption —  vlimit,  1034 
control  system  log 

close  system  log  —  closelog,  1011 
set  log  priority  mask  —  setlogmask,  101 1 
start  system  log  —  openlog,  1011 
write  to  system  log  —  syslog,  1011 
control  terminal,  hangup —  vhangup,  790 
conv  mail  variable,  301 
convert 

functions  to  between  host  and  network  byte  order,  820 

host  to  network  long —  htonl,  820 

host  to  network  short  —  htons,  820 

network  to  host  long  —  ntohl,  820 

network  to  host  short  —  ntohs,  820 

spaces  to  tabs  unexpand,  179 

tabs  to  spaces  expand,  179 

convert  8-bit  rasterfile  to  1-bit rasterfile —  rasf  ilterStol, 
407 

convert  and  copy  files,  139 

convert  base-64  Ascn  to  long  integer  —  164a,  809 

convert  character 

to  ASCII  —  toascii,  826 
to  ASCII,  System  V  —  toascii,  1134 
to  lower-case  —  tolower,  826 
to  lower-case.  System  V  —  _tolower,  1134 
to  lower-case.  System  V  —  tolower,  1134 
to  upper-case  —  toupper,  826 
to  upper-case.  System  V —  _toupper,  1134 
to  upper-case.  System  V  —  toupper,  1134 
convert  foreign  font  files  —  vswap,  585 
convert  long  integer  to  base-64  AScn  —  164a,  809 
convert  numbers  to  strings 
econvert,  838 
f  convert,  838 
f printf ,  944 
gconvert,  838 
printf,  944 
seconvert,  838 
sf  convert,  838 
sgconvert,  838 
sprintf,  944 

convert  numbers  to  strings.  System  V 
sprintf,  1168 
convert  strings  to  numbers 


convert  strings  to  numbers,  continued 
atof,  1007 
atoi,  1008 
atol,  1008 
sscanf,  984 
strtod,  1007 
strtol,  1008 

convert  strings  to  numbers.  System  V 
sscanf,  1172 
convert  time  and  date 
asctime,  824 
ctime,  824 
dysize,  824 
gmtime,  824 
localtime,  824 
timegm,  824 
timelocal,  824 
tzset,  824 
tzsetwall,  825 
convert  time  and  date.  System  V 
asctime,  1132 
ctime,  1132 
gmtime,  1132 
localtime,  1132 
timegm,  1132 
timelocal,  1132 
tzset,  1132 
tzsetwall,  1133 
convert  units  —  units,  562 
copy 

archives,  87 

byte  strings —  bcopy,  819 
files,  85 

files  from  remote  machine  —  rep,  409 
memory  character  fields  —  memepy,  928 
memory  character  strings  —  memcepy,  928 
standard  output  to  many  files —  tee,  517 
strings —  strepy,  1001 
strings —  strnepy,  1001 
copy  mail  command,  296 
Copy  mail  command,  297 
copysignO  function,  1093 
core  —  memory  image  file  format,  1378 
core  image,  get  of  process  —  geo  re,  202 
cos  —  trigonometric  cosine,  1 106 
cosh  —  hyperbolic  cosine,  1088 
count  blocks  in  file —  sum,  486 
count  lines,  words,  characters  in  file  —  wc,  591 
cp — copy  files,  85 
cpio  —  copy  archives,  87 
cpio  —  cpio  archive  format,  1380 
epp  —  C  preprocessor,  89 
CPU  PROM  monitor  program,  1679 
craps  game,  1512 
crash  —  crash  information,  1604 
creat,  649 
create 

bibliography —  addbib,  18 

cat  files  for  manual  pages  —  catman,  1593 
delta  —  delta,  144 
directory —  mkdir,  328 
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create,  continued 

error  log —  dmesg,  1611 

fifo  —  mknod,  1674 

file  —  open,  719 

filesystem —  mkf  s,  1673 

font  width  table  —  vwidth,  587 

hash  table  —  hcreate,  891 

interprocess  communication  channel  —  pipe»  722 

interprocess  communication  endpoint  —  so  ck et ,  77 1 

mail  aliases  database  —  newaliases,  1699 

name  for  temporary  file  —  tmpnam,  1020 

named  pipe  —  mknod,  1674 

new  file  system —  newf  s,  1700 

pair  of  connected  sockets  —  socketpair,  773 

permuted  index —  ptx,  403 

prototype  file  system —  mkproto,  1675 

random  library —  ranlib,406 

sees  data  bases,  21 

sees  delta—  delta,  144 

script  of  terminal  session  —  script,  444 

special  file,  702 

special  file  —  mknod,  1674 

symbolic  link —  symlink,  779 

system  configuration  files  —  conf  ig,  1600 

system  log  entry —  logger,  271 

system  log  entry —  syslog,368 

tags  file,  115 

unique  file  name —  mktemp,929 
Yellow  Pages  database  —  ypinit,  1793 
Yellow  Pages  dbm  file  —  makedbm,  1667 
create  directory,  700 
create  new  process,  661 
cribbage  — cribbage  card  game,  1514 
cron  —  clock  daemon,  1606 
crontab  command,  94 
crontab  —  periodic  jobs  table,  1381 
cross  reference  C  program —  cxref,  123 
ert  mail  variable,  301 
crypt  —  encrypt,  95 
crypt  —  encryption,  822 
esh,  C  shell,  96 
.eshre  file,  96 

c  split  —  split  file  into  sections,  113 
ctags  —  create  tags  file,  115 
ctermid — generate  filename  for  terminal,  823 
ctime  —  date  and  time  conversion,  824 
ct  ime  —  date  and  time  conversion.  System  V,  1132 
ct  race  —  display  program  trace,  117 
cu  —  connect  to  remote  system,  533 
current  directory 
change,  639 

get  pathname  —  getwd,  890 
current  domain,  set  or  display  name  —  doma inname,  157 
current  host,  get  identifier  of —  gethostid,  672 
current  working  directory  —  getewd,  862 
curses  functions.  System  V,  1140 
curses  library  routines,  827 
cursor_demo  —  cursor  attributes  demo,  1542 
curve  fitting,  spline,  476 
cuserid  —  get  user  name,  829 
cut  — remove  columns  from  file,  121 


cv_broadcast  ()  function,  1058 
cv__create  ()  function,  1058 
cv_destroy()  function,  1058 
cv_enumerate()  function,  1058 
cv__notify  0  function,  1058 
cv_send()  function,  1058 
cv_wait  0  function,  1058 
cv_waiters()  function,  1058 
cwd  variable,  109 

cxref  —  cross  reference  C  program,  123 

D 

daemons 

biod  daemon,  1703 
network  file  system,  718 
nf  sd  daemon,  1703 
rquot  ad  —  remote  quota  server,  1747 
sprayd  —  spray  server,  1767 
DARPA 

Internet  directory  service  —  whoi  s,  599 
Internet  file  transfer  protocol  server  —  f  tpd,  1632 
DARPA  Time  server —  timed,  1781 
to  RPC  mapper —  portmap,  1712 
DARPA  Trivial  name  server  —  tnamed,  1782 
Data  Encryption  Standard  —  des,  147 
data  segment  size,  change  —  sbrk,  638 
data  types  —  types,  1480 
database  functions —  dbm 
close,  830 
dbminit,  830 
delete,  830 
fetch,  830 
f  irstkey,  830 
nextkey,  830 
store,  830 

database  functions —  ndbm 
dbm_clearerr,  934 
dbm_close,  934 
dbm_delete,  934 
dbm_err,  934 
dbm_error,  934 
dbm_f  et  ch,  934 
dbm_f  irstkey,  934 
dbm_nextkey,  934 
dbm_open,  934 
dbm__store,  934 
database  library 

-Idbm  option  to  cc,  830 
ndbm,  934 

database  operator —  join,  245 
datafile 

help  —  get  help,  1353, 1355 
date  and  time 

get —  time,  1016 
get —  gettimeofday,  689 
get —  ft  ime,  1016 
set —  settimeof  day,  689 
date  and  time  conversion 
asetime,  824 
ctime,  824 
dysize,  824 
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date  and  time  conversion,  continued 
gmtime,  824 
localtime,  824 
timegm,  824 
timelocal,  824 
tzset,  824 
tzsetwall,  825 
date  and  time  conversion.  System  V 
asctime,  1132 
ctime,  1132 
gmtime,  1132 
localtime,  1132 
timegm,  1132 
timelocal,  1132 
tzset,  1132 
tzsetwall,  1133 
date  and  time  display  —  f  date,  848 
date  —  date  and  time,  124 

dbm_clearerr  —  clear  ndbm  database  error  condition,  934 

dbm_close  —  close  ndbm  routine,  934 

dbm_delete  —  remove  data  from  ndbm  database,  934 

dbm_err  —  ndbm  database  routine,  934 

dbm__error  —  return  ndbm  database  error  condition,  934 

dbm__f  etch  —  fetch  ndbm  database  data,  934 

dbm_f  i  r  stkey  —  access  ndbm  database,  934 

dbm_nextkey  —  access  ndbm  database,  934 

dbm_open  —  open  ndbm  database,  934 

dbm_store  —  add  data  to  ndbm  database,  934 

dbminit  —  open  database,  830 

dbx  —  source  debugger,  126 

dbxtool  — debugger,  135 

dc  —  desk  calculator,  137 

dcheck  —  directory  consistency  check,  1608 

dd  —  convert  and  copy,  139 

DEAD  mail  variable,  301 

debug  mail  variable,  301 

debug  network —  ping,  1709 

debug  tools 

adb  —  debugger,  13 
adbgen  —  generate  adb  script,  1575 
ct race  —  display  program  trace,  1 17 
dbx  —  source  debugger,  126 
dbxtool  —  debugger,  135 
kadb  —  kernel  debugger,  1653 
debugging  memory  management 

malloc_debug  —  set  debug  level,  926 
malloc_verify  —  verify  heap,  926 
debugging  support —  assert,  813 
debugging  support,  System  V  —  assert,  1131 
decimal  dump  file  —  od,  348 
decimal  record  from  double-precision  floating  — 
double_to_deciitial,  850 
decimal  record  from  single-jM-ecision  floating  — 
single_to_decinial,  850 
decimal  record  to  double-precision  floating  — 
decimal_to_double,  832 
decimal  record  to  extended-prccisi<Mi  floating  — 
decimal_to_ext  ended,  832 
decimal  record  to  extended-ja’ecision  floating  — 
extended_to__decimal,  850 


decimal  record  to  single-precision  floating  — 
dec imal_to_s ingle,  832 

decimal_to_double  — decimal  record  to  double-precision 
floating,  832 

dec  imal_to_ext ended  —  decimal  record  to  extended- 
precision  floating,  832 

decimal_to_single  — decimal  record  to  single-precision 
floating,  832 

decode  binary  file  —  uudecode,  570 
decode  files 
crypt,  95 

des  —  Data  Encryption  Standard,  147 
crypt  —  decrypt,  95 
default  command,  104 

defaults,  update  kernel  from  —  input_from_de  fault  s,  239 
default  s_from_input  —  update  defaults  from  kernel,  239 
default  sedit  —  changing  SunView  default  settings,  14 1 
delayed  execution 

add  job  to  queue —  at,  29 
display  queue —  atq,31 
remove  jobs  from  queue  —  at  rm,  32 
delete 

columns  from  file,  80, 121 
directory  —  rmdir,  420, 743 
directory  entry —  unlink,  785 
file —  nn,420 

filename  affixes  —  basename,  42 
m/c  address  iocti  —  SIOCDELMULTI,  1227 
nroff,  troff,  tbl  and  eqn  constructs —  deroff, 
146 

print  jobs —  lprm,283 
repeated  lines —  uniq,561 
delete  arp  entry  iocti —  SIOCDARP,  1194 
delete  datum  and  key  —  delete,  830 
delete  delayed  execution  jobs  —  atrm,  32 
delete  descriptor,  646 
delete  —  delete  datum  and  key,  830 
delete  mail  command,  297 
delete  route  iocti—  SIOCDELRT,  1288 
delta 

change  commentary,  58 
combine,  81 

make  SCCS  delta  —  delta,  144 
remove —  rmdel,  421 
demos 

bouncedemo  —  bouncing  square  graphics  demo,  1521 
canvas_demo  —  canvas  subwindow  demo,  1542 
cursor^demo  —  cursor  attributes  demo,  1542 
f  ramedemo  —  graphics  demo,  1521 
graphics_demos,  1521 
introduction,  1493 
jumpdemo  — graphics  demo,  1521 
spheresdemo  —  graphics  demo,  1521 
SunView  demos,  1542 
demount  file  system  —  umount,  1687 
demount  file  system  —  unmount,  786 
deny  messages  —  mesg,  327 
deroff  —  remove  troff  constructs,  146 
des  —  data  encryption,  147 
des  —  DES  encryption  chip  interface,  1210 
DES  encryption 
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DES  encryption,  continued 
cbc_crypt:,  833 
des__sGt parity,  833 
describe  command  —  what  is,  593 
descriptors 

close,  646 
delete,  646 
dup,  651 
dup2, 651 
f  cntl,  656 
flock,  660 
get  dt  able  size,  669 
lockf ,  921 
select,  744 

DESIOCBLOCK  —  process  block,  1210 

DESIOCQUICK  —  process  quickly,  1210 

desk  calculator,  137 

destroy  hash  table  —  hdestroy,  891 

device  controls  —  ioctl,  692 

devices 

paging,  specify  —  swapon,  1771 
swapping,  specify —  swapon,  1771 
devices,  introduction  to,  1 189 
devnm  command,  1609 
df  —  display  free  space,  149 
diagnostics 

I/O  error  mapping  page,  479 
diagnostics —  sysdiag,  1772 
dif  f  —  differential  compare,  150 
dif  f  3  —  three-way  differential  conqjare,  152 
dif  f  mk  —  add  change  marks  to  documents,  154 
dir  — directory  format,  1383 
dircmp  —  compare  directories,  155 
directory 

change  current,  639 

change  name  of —  mv,  334 

change  root —  chroot,644 

change  working,  57 

check  consistency  —  dcheck,  1608 

delete —  rmdir,  420 

delete —  rmdir,  743 

differential  compare,  150 

display  name  of  working  —  pwd,  404 

erase —  rmdir,  743 

get  entries,  664, 666 

list  contents  of —  Is,  285 

make —  mkdir,  328, 329, 700 

make  link  to —  In,  265 

move —  mv,  334 

remove —  rmdir,  420 

remove  —  rmdir,  743 

rename  —  mv,  334 

scan,  983 

directory  operations 
closedir,  834 
opendir,  834 
readdir,  834 
rewinddir,  834 
seekdir,  834 
telldir,  834 
dirs  command,  104 
dis  command,  156 


disable  print  queue  —  Ipc,  1662 
discard  mail  command,  297 
disk 

control  operations —  dkio,  1211 
diagnostics —  sysdiag,  1772 
dkinf  o  —  geometry  information,  1610 
disk  driver 

sd  —  Adaptec  ST-506, 1289  thru  1290 
f  d  —  Sun  floppy,  1218 
si  —  Sun  SCSI,  1289  thru  1290 
xd  —  Xylogics,  1329  thru  1330, 1332  thru  1333 
disk  quotas 

edquota  —  edit  user  quotas,  1616 
quotacheck  —  check  quota  consistency,  1721 
quotaof  f  —  turn  file  system  quotas  off,  1722 
quotaon  —  turn  file  system  quotas  on,  1722 
repquota  —  summarize  quotas,  1729 
rquotad — remote  quota  server,  1747 
disk  quotas —  quotact  1,732 
display 

architecture  of  current  Sun  host,  26 
call-graph  profile  data  —  gprof ,  214 
current  domain  name  —  domainname,  157 
current  host  identifier,  226 
current  host  name,  227 
date,  124 

date  and  time,  124 

delayed  execution  queue  —  at q,  3 1 
disk  usage,  162 

disk  usage  and  limits  —  quota,  405 
dynamic  dependencies  —  Idd,  256 
effective  user  name  —  whoami,  598 
file  by  screenfuls  —  more,  330 
filenames —  Is,  285 
file  system  quotas  —  repquota,  1729 
first  lines  of  file,  223 
free  space  in  file  system,  149 
group  membership,  222 
identifier  of  current  host,  226 
last  commands —  last  comm,  249 
last  part  of  file —  tail,  507 
login  name  —  logname,  274 
name  list  of  object  file  or  library —  nm,339 
name  of  current  host,  227 
page  size  —  page  size,  378 
printer  queue —  Ipq,  278 
process  status  —  ps,  399 
processor  of  current  Sun  host,  291 
program  profile —  prof,  392 
program  trace  —  c trace,  117 
sees  file  editing  status —  sact,433 
selected  lines  from  file  —  sed,  446 
status  of  network  hosts  —  rup,  428 
system  up  time —  uptime,  566 
time  and  date,  124 
time  in  window,  71 
user  and  group  IDs —  id,  230 
users  on  system —  users,  567 
waiting  mail  —  prmail,  362 
working  directory  name —  pwd,  404 
display  editor —  vi,582 
display  status  of  local  hosts  —  ruptime,  429 
dkinf  o  —  disk  geometry  information,  1610 
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dkio  —  disk  control  operations,  121 1 
DKIOCGGEOM — get  disk  geometry,  1211 
DKIOCGPART  —  get  disk  partition  info,  121 1 
DKIOCINFO  — get  disk  info,  1211 
DKIOCSGEOM  —  set  disk  geometry,  1211 
DKIOCSPART  —  set  disk  partition  info,  121 1 
dmesg  —  create  error  log,  161 1 
dn_comp  —  Internet  name  server  routines,  965 
dn_expand  —  Internet  name  server  routines,  965 
do  command,  453 
document  production 

addbib  —  create  bibliography,  18 
checknr  —  check  nroff/troff  files,  62 
col  —  filter  reverse  paper  motions,  77 
colcrt  command,  78 

deroff  —  delete  troff,  tbl  and  eqn  constructs,  146 
dif  fmk  —  add  change  marks,  154 
eqn  —  set  mathematical  equations,  173 
eqnchar  —  special  characters  for  equations,  1550 
f  mt  —  simple  formatter,  188 
indxbib  —  make  inverted  index,  235 
lookbib  —  find  bibliographic  references,  276 
-man  —  macros  to  format  manual  pages,  1560 
-me  —  macro  package,  1563 
-ms  —  macro  package,  1565 
nrof  f  —  document  formatter,  344 
pt i  —  (old)  t rof  f  interpreter,  363 
ptx  — generate  permuted  index,  403 
refer  —  insert  literature  references,  415 
rof  f  bib  —  print  bibliographic  database,  422 
soelim —  eliminate  .so’s  from  nroff  input,  469 
sortbib  —  sort  bibliographic  database,  473 
spell  —  check  spelling,  474 
tbl  —  table  formatter,  513 
troff  —  typeset  documents,  548 
vf  ontinf  o  —  examine  font  files,  579 
vtrof  f  —  format  document  for  raster  printer,  586 
vwidth  —  make  font  width  table,  587 
DoD  Internet  host  table,  get  from  host  —  get  table,  1635 
domain 

get  name  of  current  —  getdoma inname,  668 
set  name  of  current  —  setdoma inname,  668 
do ma  inname  —  set/display  domain  name,  157 
done  command,  453 

dos  — window  for  IBM  PC/AT  applications,  158 
dos2unix  —  convert  text  file  from  DOS  format  to  SunOS  for* 
mat,  161 

dot  mail  variable,  301 

double_to_decimal  — decimal  record  from  double-precision 
floating,  850 

down,  take  printer  —  Ipc,  1662 
dp  mail  command,  297 

drand4  8  —  generate  uniformly  distributed  random  numbers,  836 

draw  graph,  216 

drum  —  paging  device,  1213 

dt  mail  command,  297 

du  —  display  disk  usage,  162 

dump  —  dump  file  system,  1612 

dump  —  incremental  dump  format,  1385 

dump  frame  buffer  image  —  screen  dump,  440 

dumpf  s  —  dump  file  system  information,  1615 


dup,  651 
dup2,  651 

duplicate  descriptor,  651 

dysize  —  date  and  time  conversion,  824 

E 

E2BIG  error  number,  613 

EACCES  error  number,  614 

EADDRINUSE  enor  number,  616 

EADDRNOTAVAIL  error  number,  616 

EAFNOSUPPORT  error  number,  616 

EAGAIN  error  number,  614 

EALREADY  er^or  number,  615 

EBADF  error  number,  613 

EBADMSG  error  number,  617 

EBUSY  error  number,  614 

ec  — 3Com  10  Mb/s  Ethernet  interface,  1214 

ECHILD  error  number,  614 

echo  command,  104, 163,458 

echo  mail  command,  297 

echo  variable,  109 

ECONNABORTED  error  number,  616 

ECONNREFUSED  error  number,  616 

ECONNRESET  error  number,  616 

e convert  —  convert  number  to  ASCII,  838 

ed  —  line  editor,  164 

edata  —  end  of  program  data,  840 

EDESTADDRREQ  error  number,  615 

edit 

fonts  —  f  ontedit,  190 
icons —  coloredit,  79 
icons —  iconedit,  228 
password  file —  vipw,  1790 
SunView  defaults —  default  sedit,  141 
user  quotas  —  edquota,  1616 
edit  —  line  editor,  177 
edit  mail  command,  297 
editing  text 

ed  —  line  editor,  164 
edit  —  line  editor,  177 
ex  —  line  editor,  177 
sed  —  stream  editor,  446 
EDITOR  mail  variable,  302 
EDOM  error  number,  615 
EDQUOT  error  number,  617 
edquota  —  edit  user  quotas,  1616 
EEPROM  display  and  load  program —  eeprom,  1617 
EEXIST  error  number,  614 
EFAULT  error  number,  614 
EFBIG  error  number,  615 
effective  group  ID 
get,  670 
set,  754 

effective  group  ID,  set  —  set egid,  991 
effective  user  ID 
get,  691 

set —  setreuid,  755 
effective  user  ID,  set  —  seteuid,  991 
egrep  —  pattern  scanner,  218 
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EHOSTDOWN  error  number,  617 
EHOSTUNREACH  error  number,  617 
EIDRM  error  number,  617 
EINPROGRESS  error  number,  615 
EINTR  error  number,  613 
EINVAL  error  number,  614 
EIO  error  number,  613 
EISCONN  error  number,  616 
EISDIR  error  number,  614 
el  if  command,  453 

eliminate  #ifdef*s  from C  input —  unifdef,  560 
eliminate  .so*s  from  nroff  input —  soeliin,469 
ELOOP  error  number,  617 
else  command,  105, 453 
else  mail  command,  298 
EMFILE  error  number,  614 
EMLINK  error  number,  615 
EMSGSIZE  error  number,  615 
emulate  Tektronix  4014  —  tektool,  369 
enable  print  queue  —  Ipc,  1662 
ENAMETOOLONG  error  number,  617 
encode  binary  file  —  uuencode,  570 
encode  files 
crypt,  95 

des  —  Data  Encryption  Standard,  147 
encrypt  —  encryption,  822 
encrypted  mail 

enroUfor —  enroll,  604 
receive  —  enroll,  604 
send  —  xsend,  604 
encryption 

cbc_crypt,  833 
crypt,  822 
des_set parity,  833 
encrypt,  822 
set  key,  822 

encryption  chip  —  des,  1210 

encryption  key,  change,  chkey  commmand,  64 

encryption  key,  generate  —  makekey,  1669 

end  command,  105 

end  —  end  of  program,  840 

end  locations  in  program,  840 

endac  ( )  function,  859 

endexportent  ( )  function,  845 

endf  sent  —  get  file  system  descriptor  file  entry,  865 

endgraentO  function,  866 

endgrent  — get  group  file  entry,  867 

endhostent  —  get  network  host  entry,  869 

endif  command,  105 

endif  mail  command,  298 

endmntent  —  get  filesystem  descriptor  file  entry,  872 
endnetent  —  get  network  entry,  874 
endnetgrent  —  get  network  group  entry,  875 
endprotoent  —  get  protocol  entry,  879 
endpwaent  ()  function,  881 
endpwent  — get  password  file  entry,  882 
endpwent  — get  password  file  entry.  System  V,  1164 
endrpeent  — get  RPC  entry,  884 
endservent  —  get  service  entry,  886 


endsw  command,  108 
endttyent  (  )  function,  887 
endusershell  ()  function,  889 
ENETDOWN  error  number,  616 
ENETRESET  error  number,  616 
ENETUNREACH  error  number,  616 
ENFILE  error  number,  614 
ENOBUFS  error  number,  616 
ENODEV  error  number,  614 
ENOENT  error  number,  613 
ENOEXEC  error  number,  613 
ENOMEM  error  number,  614 
ENOMSG  error  number,  617 
ENOPROTOOPT  error  number,  615 
ENOSPC  error  number,  615 
ENOSR  error  number,  617 
ENOSTR  error  number,  617 
ENOTBLK  error  number,  614 
ENOTCONN  error  number,  616 
ENOTDIR  error  number,  614 
ENOTEMPTY  error  number,  617 
ENOTSOCK  error  number,  615 
ENOTTY  error  number,  614 
enquire  stream  status 

clear  err  —  clear  error  on  stream,  849 
clearerr  —  clear  error  on  stream.  System  V,  1 159 
f  eof  —  enquire  EOF  on  stream,  849 
f  eof  —  enquire  EOF  on  stream,  System  V,  1159 
f  error  —  inquire  error  on  stream,  849 
f  error  —  inquire  error  on  stream.  System  V,  1 159 
f  ileno  —  get  stream  descriptor  number,  849 
f  ileno  —  get  stream  descriptor  number,  System  V,  1 159 
enroll  —  enroll  for  secret  mail,  604 
env  —  obtain  or  alter  environment  variables,  172 
environ  — user  environment,  1387 
environ  — execute  file,  842 
environment 

display  variables  —  printenv,  391 
get  value —  get  env,  863 
set  value —  putenv,  950 
t  set  —  set  terminal  characteristics  for,  551 
environment  variables  —  in  C  shell,  109 

environment  variables  in  mail,  see  also  maiil  environment  vari¬ 
ables 

ENXIO  error  number,  613 

EOPNOTSUPP  error  number,  616 

EPERM  error  number,  613 

EPFNOSUPPORT  error  number,  616 

EPIPE  error  number,  615 

EPROTONOSUPPORT  error  number,  615 

EPROTOTYPE  error  number,  615 

eqn  —  remove  constructs  —  derof  f ,  146 

eqn  —  mathematical  typesetting,  173 

eqn  char  —  special  characters  for  equations,  1550 

erand48  — generate  uniformly  distributed  random  numbers,  836 

ERANGE  error  number,  615 

erase 

directory —  rmdir,  420, 743 
directory  entry —  unlink,  785 
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erase,  continued 
file —  rin,420 

erase  —  start  new  plot  frame,  941 
erase  magnetic  tape —  mt,  333 
EREMOTE  error  number,  617 
erf  —  error  functions,  1085 
er  f  c  —  error  functions,  1085 
EROFS  error  number,  615 
errno  —  system  error  messages,  940 
error  —  analyze  error  messages,  175 
error  messages,  940 
esac  command,  453 

escape  character,  quotes  and  comments,  C  shell,  97 

escape  mail  variable,  302 

ESHUTDOWN  error  number,  616 

ESOCKTNOSUPPORT  error  number,  616 

ESPIPE  error  number,  615 

ESRCH  error  number,  613 

ESTALE  error  number,  617 

etext  —  end  of  program  text,  840 

etherd  —  Ethernet  statistics  server  daemon,  1618 

etherf  ind  —  find  packets  on  the  Ethernet,  1619 

Ethernet 

find  packets  —  etherf  ind,  1619 
statistics  server  daemon —  etherd,  1618 
Ethernet  address  mapping,  841 
Ethernet  address  to  ASCII  —  ether_ntoa,  841 
Ethernet  address  to  hostname  —  ether__ntohost,  841 
Ethernet  controller 

ec  —  10  Mb/s  3Com  Ethernet  interface,  1214 
ie  —  Sun  Ethernet  interface,  1224  thru  1225 
le  —  10  Mb/s  LANCE  Ethernet  interface,  1254  thru  1255 
ethers  file  —  Ethernet  addresses,  1388 
ETIME  error  number,  617 
ETIMEDOUT  error  number,  616 
Euclidean  distance  functions 
hypot,  1089 
eval  command,  104, 458 
evaluate  expressions,  180 
EWOULDBLOCK  error  number,  615 
ex  —  line  editor,  177 
exc_bound  (  )  function,  1061 
exc_handle  (  )  function,  1061 
exc_notify(  )  function,  1061 
exc_on_exit  (  )  function,  1061 
exc_raise(  )  function,  1061 
exc_unhandle  (  )  function,  1061 
EXDEV  error  number,  614 
exec  command,  104, 458 
execl  —  execute  file,  842 
execle  —  execute  file,  842 
execlp  —  execute  file,  842 

execute  commands  at  specified  times  —  cron,  1606 
execute  file,  652,  842 
environ,  842 
execl,  842 
execle,  842 
execlp,  842 
exeev,  842 


execute  file,  ctmtinued 
exeevp,  842 

execute  regular  expression  —  re_exec,  96 1 
executing  commands  in  C  shell,  103 
execution 

suspend  for  interval,  997, 1182 
suspend  for  interval  in  microseconds,  1029 
execution  accounting  file  —  acet,  1365 
execution  profile,  prepare  —  monitor,  930 
exeev  —  execute  file,  842 
exeeve,  652 

exeevp  —  execute  file,  842 
exit,  655 

exit  command,  105, 458 

exit  —  terminate  process,  844 

exit  mail  command,  297 

exp  —  exponential  function,  1086 

exp  10  —  exponential  function,  1086 

exp2  — exponential  function,  1086 

expand  assembly-language  calls  in-line,  inline,  236 

expand  —  expand  tabs,  179 

expml  —  exponential  function,  1086 

exponent  and  significand,  split  into  —  f  rexp,  1087 

exponential  function  —  exp,  1086 

export  command,  458 

exportable  file  system  table  —  exports,  1389 
exported  file  system  table  —  xtab,  1389 
exportent  {)  function,  845 
exportf  s  command,  1621 
exports  — exported  file  system  table,  1389 
expr  —  evaluate  expressions,  180 
expression  evaluation,  180 
expressions  —  in  C  shell,  101 
extend  bibliography —  addbib,  18 
extended_to__decimal  —  decimal  record  from  extended- 
precision  floating,  850 
extract  strings  from  C  code  —  xstr,  605 
extract_unbundled  command,  1623 
eyacc  —  compiler  generator,  351 

F 

fabs  0  function,  1093 

factor  game,  1516 

f  astboot  —  reboot  system,  1624 

fasthalt  —  halt  system,  1624 

f  b  —  Sun  console  frame  buffer  driver,  1215 

f  bio  —  frame  buffers  general  properties,  1216  thru  1217 

f  chmod,  640 

f  chown,  642 

f  close  —  close  stream,  847 
f  cntl  —  file  control  system  call,  656 
f  cntl  —  file  control  options,  1391 
f  convert  —  convert  number  to  ASCII,  838 
f  date  —  return  date  and  time  in  ASCII  format,  848 
f  dopen  —  associate  descriptor,  854 
f  dopen  —  associate  descriptor,  System  V,  1 160 
f  eof  —  enquire  EOF  on  stream,  849 
f  eof  —  enquire  EOF  on  stream.  System  V,  1 159 
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f  error  —  inquire  error  on  stream,  849 
f  error  —  inquire  error  on  stream.  System  V,  1 159 
fetch  —  retrieve  datum  under  key,  830 
f flush  —  flush  stream,  847 
f  f  s  —  find  first  one  bit,  819 
f  g  command,  105 

f  get  c  —  get  character  from  stream,  86 1 

f  get  c  —  get  character  from  stream,  System  V,  1 162 

fgetgraent  ()  function,  866 

f  getgrent  —  get  group  file  entry,  867 

fgetpwaent  (>  function,  881 

f  getpwent  —  get  password  file  entry,  882 

setpwf  ile  — get  password  file  entry.  System  V,  1164 

f  get  s  —  get  string  from  stream,  885 

f  grep  —  pattern  scaimer,  218 

f  i  command,  453 

fifo,  make  —  mknod,  1674 

f  ignore  variable,  109 

file 

f  tw  —  traverse  file  tree,  858 
browse  through  text —  more,  330 
browse  through  text —  page,  330 
browse  through  text —  pg,  383 
change  name  of —  mv,334 
change  ownership  —  chown,  1595 
copy  from  remote  machine  —  rep,  409 
count  lines,  words,  characters  in  —  wc,  591 
create  new,  649 

create  temporary  name  —  tmpnam,  1020 
delete —  rm,  420 
determine  accessibility  of,  629 
display  last  part  of  —  tail,  507 
dump  —  od,  348 
execute,  652 

find  lines  in  sorted  —  look,  275 
identify  version  —  what,  592 
make  hard  link  to,  696 
make  link  to —  In,  265 
move  —  mv,  334 
print —  Ipr,  280 
remove —  rm,420 
rename —  mv,  334 
reverse  lines  in —  rev,  417 
send  to  remote  host  —  uusend,  571 
split  into  pieces  —  split,  477 
sum  —  sum  and  count  blocks  in  file,  486 
synchronize  state —  f  sync,  662 
update  last  modified  date  of  —  touch,  541 
file  attributes 
f  stat,  774 
Istat,  774 
stat,  774 

file  —  get  file  type,  182 
file  control 

options  header  file  —  f  cntl,  1391 
system  call  —  f cntl,  656 
file  formats,  1337 
file  inquries  —  in  C  shell,  102 
file  mail  command,  297 
file  position,  move  —  Iseek,  698 
file  system 


file  system,  continued 

4.2  format —  f  s,  1392 
access,  629 
cd  —  change  directory,  57 
chdir,  639 

check  and  repair —  fsck,  1629 
check  consistency —  icheck,  1641 
check  directory —  dcheck,  1608 
chmod,  640 
chown,  642 

create  file —  open,  719 

create  new  —  newf  s,  1700 

delete  directory  entry  —  unlink,  785 

delete  directory —  rmdir,  743 

unmount  —  demount  file  system,  786, 1687 

display  disk  usage  and  limits  —  quota,  405 

display  free  space,  149 

dump  information —  dumpf  s,  1615 

edquota  —  edit  user  quotas,  1616 

erase  directory  entry  —  unlink,  785 

erase  directory —  rmdir,  743 

exported  table  —  xtab,  1389 

exports  table —  exports,  1389 

f  chmod,  640 

f  chown,  642 

free  space  display,  149 

f  stab  —  static  information,  1396 

ft  run  cate,  782 

get  file  descriptor  entry,  865 

get  dents,  664 

get  di  rent  ries,  666 

link,  696 

Iseek,  698 

make —  mkf  s,  1673 

make  prototype —  mkproto,  1675 

mkdir,  700 

mknod,  702 

mount,  706,  1687 

mounted  table  —  mtab,  1396, 1412 
open,  719 

quotacheck  —  check  quota  consistency,  1721 
quota  ctl  —  disk  quotas,  732 
quotaof  f  —  turn  file  system  quotas  off,  1722 
quot  aon  —  turn  file  system  quotas  on,  1722 
readlink,  737 

remove  directory  entry —  unlink,  785 
remove  directory  —  rmdir,  743 
rename  file  —  rename,  741 
repquota  —  summarize  quotas,  1729 
rquot  ad  —  remote  quota  server,  1747 
statistics —  fstatfs,776 
statistics —  statfs,  776 
summarize  ownership  —  quot,  1720 
symlink,  779 
tell,  698 
truncate,  782 
tune —  tunef  s,  1784 
umask,  783 

unmount  —  demount  file  system,  786, 1687 
utime  —  set  file  times,  1030 
utimes  —  set  file  times,  787 
where  ami —  pwd,  404 
file  system  dump  —  dump,  1612 
file  system  restore  —  restore,  1730 
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file  transfer  protocol 
ftp  command,  195 
server  —  f  tpd,  1632 
trivial,  t ftp  command,  530 

f  ile_to__decimal  —  decimal  record  from  character  stream, 
1004 

filec  variable,  109 

f  ilemerge  command,  352 

filename  completion,  C  shell,  97 

filename  substitution,  101 

filename,  change  —  rename,  741 

f  i  leno  —  get  stream  descriptor  number,  849 

f  ileno  —  get  stream  descriptor  number.  System  V,  1159 

files 

c split  —  split  file  into  sections,  113 
basename  —  strip  affixes,  42 
cat  —  concatenate,  50 

ccat  —  extract  files  compressed  with  compact,  350 

chmod  —  change  mode,  65 

emp — compare  files,  76 

colrm — remove  columns  from,  80 

compact  —  compress  files,  350 

compare,  76 

compare,  three-way  differential —  dif  f3, 152 
compress  — compress  files,  83 
convert  and  copy,  139 
copy,  85 

copy  standard  output  to  many —  tee,  517 

cp  —  copy  files,  85 

cpio  —  copy  archives,  87 

crypt  —  encrypt/decrypt,  95 

.  eshre  and  the  C  shell,  96 

cut  — remove  columns  from,  121 

des  —  encrypt/decrypt,  data  encryption  standard,  147 

determine  type  of,  182 

differential  compare,  150 

display  first  lines  of,  223 

display  names —  Is,  285 

find,  183 

find  differences,  150 
.  login  and  the  C  shell,  96 
.  logout  and  the  C  shell,  96 
pack  —  pack  files,  376 
paste  —  horizontal  merge,  380 
peat  —  pack  files,  376 
prepare  files  for  printing  —  pr,  388 
search  for  patterns  in  —  grep,  218 
side-by-side  compare,  445 
sort  —  sort  and  collate  lines,  470 
transfer,  195, 530 

uncompact  —  uncompress  files,  350 
uncompress  —  uncompress  files,  83 
unpack  —  unpack  files,  376 
zcat  —  extract  compress  files,  83 
file  system  organization,  1551 
filesystem  descriptor,  get  file  entry,  872 
filter  reverse  paper  motions  —  col,  77 
find 

first  key  in  dbm  database  —  f  i  r stkey,  830 

first  one  bit —  ffs,  819 

find  lines  in  sorted  file  —  look,  275 

find  literature  references  —  refer,  415 


find,  continued 

name  of  terminal  —  ttyname,  1024 
next  key  in  dbm  database  —  next  key,  830 
find  object  file  size  —  size,  465 
find  ordering  for  object  library  —  lorder,  277 
patterns  in  file —  grep,  218 
find  printable  strings  in  binary  file  —  strings,  478 
program —  whereis,  594 
find  —  find  files,  183 
finger  —  info  on  users,  186 
fingerd  daemon,  1625 
finite  0  function,  1093 
FIOASYNC  —  set/clear  async  I/O,  1219 
FIOCLEX  —  set  close-on-exec  flag  for  fd,  1219 
FIOGETOWN  —  get  file  owner,  1219 
FIONBIO  —  set/clear  non-blocking  I/O,  1219 
FIONCLEX  —  remove  close-on-exec  flag,  1219 
FIONREAD  —  get  #  bytes  to  read,  1219 
FIOSETOWN  —  set  file  owner,  1219 
fir  stkey  —  find  first  key,  830 
fish  —  Go  Fish  game,  1517 
floating-point,  193 

reliability  tests  —  f  parel,  1627 
version  and  tests  —  fpaver  sion,  1628 
floating-point  accellerator,  f pa,  1220 
floatingpoint 

IEEE  floating  point  definitions,  852 
flock,  660 
floor  —  floor  of,  1102 
flush  disk  activity  —  sync,  502 
flush  stream  —  f  f  lu  sh,  847 
f mod  ( )  function,  1093 
f  mt  —  simple  formatter,  188 
fold  —  fold  long  lines,  189 
folder  mail  command,  297 
folder  mail  variable,  302 
folders  mail  command,  297 
followup  mail  command,  297 
Followup  mail  command,  297 
font 

files,  convert  foreign  —  vswap,  585 
vwidth  —  make  font  width  table,  587 
f  ontedit  —  font  editor,  190 
f  open  —  open  stream,  854 
f  open  —  open  stream.  System  V,  1 160 
f  option  — determine  available  floating-point  code  generation 
options,  193 
for  command,  453 
f  oreach  command,  105 
fork  a  new  process  —  fork,  661 
format  C  programs  —  indent,  231 
format  command,  1626 

format  document  for  raster  printer  —  vt rof  f ,  586 
format  of  memory  image  file  —  core,  1378 
format  tables —  tbl,513 
formatted  input  conversion 

f  scanf  —  convert  from  stream,  984 
f  scanf  —  convert  from  stream.  System  V,  1172 
scanf  —  convert  from  stdin,  984 
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formatted  input  conversion,  continued 

s  canf  —  convert  from  stdin,  System  V,  1 172 
s  scanf  —  convert  from  string,  984 
sscanf  —  convert  from  string,  System  V,  1172 
FORTRAN 

tags  file  —  ct  ags,  1 15 
fortune  —  get  fortune,  1518 
.  forward  file,  300 

.  forward  — mail  forwarding  file,  1367 

forwarding  mail,  300 

fp_class  0  function,  1093 

fpa,  floating-point  accellerator,  1220 

f  parel  —  floating-point  reliability  tests,  1627 

fpaversion  —  floating-point  version  and  tests,  1628 

fprintf  —  formatted  output  conversion,  944 

fprint  f  —  format  to  stream.  System  V,  1 168 

f  put  c  —  put  character  on  stream,  949 

f  put  s  —  put  string  to  stream,  952 

frame  buffer 

bwone  —  Sun-1  black  and  white  frame  buffer,  1197 
bwtwo  —  Sun-3/Sun-2  black  and  white  frame  buffer,  1198 
framedemo  — graphics  demo,  1521 
f  read  —  read  from  stream,  855 
free  —  free  memory,  925 
free  memory —  cfree,  925 
free  memory —  free,  925 

free  static  block  ioctl—  GPlIO_FREE__STATIC_BLOCK, 
1221 

f  reopen  —  reopen  stream,  854 
f  reopen  —  reopen  stream.  System  V,  1 160 
f  rexp  —  split  into  significand  and  exponent,  1087 
from  —  who  is  mail  from,  194 
from  mail  command,  297 
f  s  —  4.2  file  system  format,  1392 
f  scanf  —  convert  from  stream,  984 
f  scanf  —  convert  from  stream.  System  V,  1 172 
f  sck  —  check  and  repair  file  system,  1629 
f  seek  —  seek  on  stream,  856 

f  sirand  —  install  random  inode  generation  numbers,  1631 

f  spec  text  file  tabstop  specifications,  1394 

f  stab  —  file  mountable  information,  1396 

f  stat  —  obtain  file  attributes,  774 

f  staff  s  —  obtain  file  system  statistics,  776 

f  sync  —  synchronize  disk  file  with  core  image,  662 

f  tell  —  get  stream  position,  856 

ftime  —  get  date  and  time,  1016 

ft  ok  —  interprocess  communication  routine,  857 

ftp  —  file  transfer,  195 

ftp  —  remote  login  data  —  .  netrc  file,  1415 
.  net  rc  —  ftp  remote  login  data  file,  1415 
ftpd  —  file  transfer  protocol  server,  1632 
ftpusers  —  ftp  prohibited  users  list,  1398 
ftruncate,  782 
f tw  —  traverse  file  tree,  858 

full-duplex  connection,  shut  down  —  shutdown,  762 
f  ile_to_decimal  —  decimal  record  from  character  function, 
1004 

kvm__open  ()  function,  901,  910, 1070 
functions.  Bourne  shell,  453 


f write  —  write  to  stream,  855 

G 

games 

boggletool  —  Sun  View  game  of  boggle,  1505 
Canfield  —  solitaire  card  game,  1507 
chess  — chess  game,  1509 
chesstool  — Sun  View  chess  game,  1510 
ganuuontool  —  SunView  bacl^ammon  game,  1519 
introduction,  1493 

life  —  SunView  game  of  life,  1527 
gamma  —  log  gamma,  1098 
gammontool  —  SunView  backgammon  game,  1519 
getauid  ( )  function,  663 
gather  write  —  writev,  794 
gcd  —  multiple  precision  GCD,  932 
gconvert  —  convert  number  to  ASCII,  838 
geo  re  —  core  image  of  process,  202 
general  magnetic  tape  interface  —  mtio,  1268 
generate 

adb  script —  adbgen,  1575 
encryption  key  —  makekey,  1669 
fault  —  abo  rt ,  8 1 0 
lexical  analyzer —  lex,  258 
permuted  index —  ptx,  403 
generate  random  numbers 
init  state,  956 
rand,  955 
random,  956 
set  state,  956 
srand,  955 
s  random,  956 
drand48,  836 
erand48,  836 
jrand48,  836 
lcong48,  836 
lrand48,  836 
mrand48,  836 
nrand48,  836 
seed48,  836 
srand48,  836 

generate  random  numbers,  System  V 
rand,  1171 
srand,  1171 

generic  disk  control  operations  —  dkio,  121 1 
generic  operations 

gather  write —  writev,  794 
ioctl,  692 
read,  734 

scatter  read —  readv,  734 
write,  794 
get 

arp  entry  ioctl —  SIOCGARP,  1194 

character  from  stream  —  f  get  c,  861 

character  from  stream  —  getc,  861 

console  I/O  ioctl  —  TIOCCONS,  1204 

count  of  bytes  to  read  ioctl  —  FIONREAD,  1219 

current  working  directory  pathname  —  getwd,  890 

date  and  time  —  ftime,  1016 

date  and  time  —  time,  1016 

disk  geometry  ioctl  —  DKIOCGGEOM,  121 1 

disk  info  iocU  —  DKIOCINFO,  1211 
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get,  continued 

disk  partition  info  ioctl  —  DKIOCGPART,  121 1 
entries  from  kernel  symbol  table  —  kvm__nlist,  900 
entries  from  symbol  table  —  nlist,  937, 1167 
environment  value  —  getenv,  863 
file  owner  ioctl —  FIOGETOWN,  1219 
file  system  descriptor  file  entry,  865 
high  watermark  ioctl  —  SIOCGHIWAT,  1304 
ifnet  address  ioctl —  SIOCGIFADDR,  1226 
ifnet  flags  ioctl  —  SIOCGIFFLAGS,  1226 
ifnet  list  ioctl—  SIOCGIFCONF,  1226 
info  on  resource  usage  —  vtimes,  1037 
line  discipline  ioctl —  TIOCGETD,  1196 
login  name —  getlogin,  871 
low  water  mark  ioctl —  SIOCGLOWAT,  1304 
magnetic  tape  unit  status  —  mt,  333 
network  entry  —  getnetent,  874 
network  group  entry  —  getnetgrent,  875 
network  host  entry  —  gethostent,  869 
network  service  entry  —  get  servent,  886 
options  on  sockets —  getsockopt,  687 
p-p  address  ioctl  —  SIOCGIFDSTADDR,  1226 
parent  process  identification  —  getppid,  680 
pathname  of  current  working  directory  —  getewd,  862 
position  of  stream —  ftell,  856 
process  domain  name  —  get  do ma  inname,  668 
process  identification  —  get  pi  d,  680 
process  times  —  times,  1017 
protocol  entry  —  getprotoent,  879 
requested  minor  device  ioctl —  GPlIO_GET  REQDEV, 
1221 

restart  count  ioctl —  GPlIO_GET_RESTART  COUNT, 
1221 

RPC  program  entry —  getrpeent,  884 
scheduling  priority —  getpriority,  681 
signal  stack  context  —  sigstack,  766 
static  block  ioctl —  GPlIO_GET__STATIC_BLOCK, 
1221 

string  from  stdin  —  gets,  885 
string  from  stream —  f  gets,  885 
tape  status  ioctl  —  MTIOCGET,  1269 
terminal  name —  tty,  556 
terminal  state  —  gtty,  1009 
true  minor  device  ioctl  — 

GPlIO_GET_TRUMINORDEV,  1222 
user  limits —  ulimit,  1027 
word  from  stream —  get w,  861 
get  character  from  stream.  System  V  —  f  get  c,  1 162 
get  character  from  stream.  System  V  —  get  c,  1162 
get  — get  SCCS  file,  203 
get  date  and  time,  689 
get  filesystem  descriptor  file  entry 
addmntent,  872 
endmntent,  872 
getmntent,  872 
hasmntopt,  872 
setmntent,  872 
get  group  file  entry 
endgrent,  867 
f  getgrent,  867 
getgrent,  867 
getgrgid,  867 
getgrnam,  867 


get  group  file  entry,  continued 
setgrent,  867 

get  high  water  mark  ioctl—  SIOCGHIWAT,  1325 
get  keyboard  “direct  input*’ state  ioctl —  KIOCGDIRECT, 
1236 

get  keyboard  translation  ioctl —  KIOCGTRANS,  1235 
get  keyboard  type  ioctl —  KIOCTYPE,  1236 
get  low  water  mark  ioctl —  SIOCGLOWAT,  1325 
get  password  file  entry 
endpwent,  882 
f getpwent,  882 
getpwent,  882 
getpwnam,  882 
getpwuid,  882 
setpwent,  882 
f  getpwent,  882 
get  password  file  entry.  System  V 
endpwent,  11^ 
f  getpwent,  1164 
getpwent,  1 164 
getpwnam,  1164 
getpwuid,  1164 
setpwent,  1164 
f  getpwent,  1164 

get  process  times.  System  V  —  times,  1 185 
get  time  zone  name 
timezone,  1018 

get  translation  table  entry  ioctl —  KIOCGETKEY,  1236 
get  user  name  —  cuserid,  829 
get  word  from  stream.  System  V  —  getw,  1162 
get_selection  —  copy  a  SunView  selection  to  standard  out¬ 
put,  208 

getaedir  0  function,  859 

getacflgO  function,  859 

get ac info  ()  function,  859 

getacminO  function,  859 

get  audit  flags  <)  function,  864 

getauditflagsbin  0  function,  860 

get  audit  flags  char  0  function,  860 

get  c  —  get  character  from  stream,  861 

get  c  —  get  character  from  stream.  System  V,  1 162 

get  char  —  get  character  from  stdin,  861 

get  char  — get  character  from  stdin.  System  V,  1162 

getewd  —  get  pathname  of  current  directory,  862 

get  dents,  664 

get di rent ries,  666 

get  doma  inname  —  get  process  domain,  668 

getdtablesize,  669 

getegid  —  get  effective  group  ID,  670 

getenv  —  get  value  from  environment,  863 

geteuid  — get  effective  user  ID,  691 

get  exportent  ()  function,  845 

get  export  opt  ( )  function,  845 

get  f  sent  —  get  file  system  descriptor  file  entry,  865 

get  f  sf  ile  —  get  file  system  descriptor  file  entry,  865 

get  f  s  spec  —  get  file  system  descriptor  file  entry,  865 

get  f  s type  —  get  file  system  descriptor  file  entry,  865 

getgid  —  get  group  ID,  670 

getgraent  ()  function,  866 

getgranamO  function,  866 
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getgrent  — get  group  file  entry,  867 
getgrgid — get  group  file  entry,  867 
getgrnam — get  group  file  entry,  867 
get  groups,  671 

gethostbyaddr — get  network  host  entry,  869 

gethostbyname  — get  network  host  entry,  869 

gethostent  —  get  network  host  entry,  869 

gethostid,  672 

gethostname,  673 

get  i  timer,  674 

get  login  — get  login  name,  871 

getmntent  —  get  filesystem  descriptor  file  entry,  872 

getmsg  ( )  function,  676 

getnetbyaddr  —  get  network  entry,  874 

getnetbyname  —  get  network  entry,  874 

getnetent  —  get  network  entry,  874 

getnetgrent  —  get  network  group  entry,  875 

getopt  —  process  options  in  scripts,  209 

getopt  0  fiinction,  876 

getopt  s  command,  211 

getpagesize,  678 

get  pass  — read  password,  878 

getpas  s  —  read  password.  System  V,  1 163 

getpeername,  679 

getpgrp,  753 

getpid,  680 

getppid,  680 

getpriority,  681 

getprotobynumber  —  get  protocol  entry,  879 

getprotoent  —  get  protocol  entry,  879 

getpublickey  ()  function,  1116 

getpw  —  get  name  from  uid,  880 

getpwaentO  function,  881 

getpwanamO  function,  881 

getpwent  — get  password  file  entry,  882 

get p went  — get  password  file  entry.  System  V,  1164 

getpwnam  —  get  password  file  entry,  882 

getpwnam — get  password  file  entry.  System  V,  1164 

getpwuid  —  get  password  file  entry,  882 

getpwuid  — get  password  file  entry.  System  V,  1 164 

getrlimit,  682 

get  rpcby name  —  get  RPC  entry,  884 

getrpcbynumber  —  get  RPC  entry,  884 

get rpcent  —  get  RPC  entry,  884 

get  rpcport  —  get  RPC  port  number,  1110 

getrusage,  684 

gets  —  get  string  from  stdin,  885 

get  sec  ret  key  ()  function,  1116 

getservbyname  —  get  service  entry,  886 

getservbyport  — get  service  entry,  886 

get  servent  —  get  service  entry,  886 

getsockname,  686 

getsockopt,  687 

gettable  — get  DoD  Internet  host  table,  1635 
gettimeofday,  689 
getttyent  (  )  function,  887 
getttynam  (  )  function,  887 
getty  —  set  terminal  mode,  1636 


gettytab  —  terminal  configuration  data  base,  1399 

getuid  —  get  user  ID,  691 

getusershell  0  function,  889 

getw  —  get  word  from  stream,  861 

getw  —  get  word  from  stream.  System  V,  1162 

get  wd  —  get  current  working  directory  pathname,  890 

gf xtool  —  SunWindows  graphics  tool,  213 

glob  command,  105 

gmt  ime  —  date  and  time  conversion,  824 

gmt  ime  —  date  and  time  conversion,  System  V,  1132 

goto  command,  105 

GP,  initialize  graphics  processor  —  gpconf  ig,  1637 
GPl  IO_CHK__GP  •—  restart  GP,  1221 
GPl  IO_FREE_STATIC_BLOCK  —  free  Static  block,  1221 
GPl  IO_GET__GBUFFER_STATE  —  check  buffer  state,  1221 
GPl  IO_GET_REQDEV  —  get  requested  minor  device,  1221 
GPl  IO__GET_RESTART_COUNT  —  get  restart  count,  1221 
GPl  IO_GET__STATIC_BLOCK  —  get  static  block,  1221 
GPl  IO_GET_TRUMINORDEV  —  get  true  minor  device,  1222 
GPlIO_PUT_INFO — pass  framebuffer  info,  1221 
GPl  IO_REDIRECT_DEVFB  —  reconfigure  fb,  1221 
gpconf  ig  —  bind  cgtwo  frame  buffers  to  GP,  1637 
gpone  —  graphics  processor  interface,  1221  thru  1222 
gprof  —  call-graph  profile,  214 
graph  —  draw  graph,  216 
graphics 

spline  —  interpolate  smooth  curve,  476 
vplot  —  plot  on  Versatec,  584 
graphics  filters  —  plot,  386 
graphics  interface 
arc,  941 
circle,  941 
closepl,  941 
cont, 941 
erase,  941 
label,  941 
line,  941 
linemod,  941 
move,  941 
openpl,  941 
point,  941 
space,  941 

graphics  interface  files —  plot,  1421 

graphics  processor  interface  —  gpone,  1221  thru  1222 

graphics  tool  —  gf  xtool,  213 

grep  —  pattern  scanner,  218 

group  access  list 

initialize —  initgroups,  895 
group  entry,  network  —  getnetgrent,  875 
group  —  group  file  format,  1402 
group  file  entry  —  getgrent,  867 
group  ID 

chgrp  —  change  group  ID  of  file,  63 
id  —  display  user  and  group  IDs,  230 
newgrp  —  change  group  ID  of  user,  335 
get,  670 

get  effective,  670 
set  real  and  effective,  754 
group  mail  command,  296 
group. adjunct  — password  file,  1404 


- 1827  - 


Index  —  Continued 


grouping  commands  in  the  C  shell,  97 
groups  access  list,  get —  get  groups,  671 
groups  access  list,  set  —  setgroups,  671 
groups  —  display  group  membership,  222 
grpauth  ( )  function,  953 
grpck  —  check  group  database  entries,  1638 
9tty  —  get  terminal  state,  1009 

H 

hack  game,  1522 

halt  —  stop  processor,  1639 

halt  processor,  738 

halt  system —  f  asthalt,  1624 

hangman  —  hangman  game,  1523 

hangup,  control  terminal  —  vhangup,  790 

hard  link  to  file —  link,  696 

hard  link,  make —  In,  265 

hardpaths  variable,  109 

hardware  support,  introduction  to,  1189 

hash  command,  458 

hash  table  search  routine  —  hsearch,  891 
hashstat  command,  105 

hasmntopt  — get  filesystem  descriptor  file  entry,  872 

havedi  sk  —  disk  inquiry  of  remote  kernel,  1 120 

he  reate  —  create  hash  table,  891 

hdestroy  — destroy  hash  table,  891 

head  —  display  head  of  file,  223 

header  mail  variable,  302 

headers  mail  command,  297 

help  —  get  sees  help,  224 

help  — get  help,  1353, 1355 

help  mail  command,  297 

help_viewer  —  get  help_viewer,  225 

hexadecimal  dump  file —  od,348 

hier,  file  system  hierarchy,  1555 

hi  St  chars  variable,  109 

history  command,  105 

history  substitution  —  in  e  shell,  98 

history  substitution  modifiers,  98 

history  variable,  109 

hold  mail  command,  298 

hold  mail  variable,  302 

HOME  mail  environment  variable,  300 

home  variable,  109, 454 

host 

functions  to  convert  to  network  byte  order,  820 

get  identifier  of,  672 

get  network  entry  —  gethostent,  869 

get/set  name —  gethostname,  673 

phone  numbers  file  —  phones,  1420 
host  id  —  display  host  ID,  226 
hostname  —  display  host  name,  227 
hostname  to  Ethernet  address  —  ether_hostton,  841 
hosts  —  host  name  data  base,  1405 
hosts .  equiv  —  trusted  hosts  list,  1406 
hsearch  —  hash  table  search  routine,  891 
htable  —  convert  DoD  Internet  format  host  table,  1640 
htonl  —  convert  network  to  host  long,  820 


htons  —  convert  host  to  network  short,  820 
HUGEO  function,  1097 
HUGE_VAL()  function,  1097 
hunt  game,  1524 
hyperbolic  functions 
cosh,  1088 
sinh,  1088 
tanh,  1088 

hypot  —  Euclidean  distance,  1089 

I 

I/O 

socket,  see  sockio(4),  1291 
STREAMS,  see  streamio(4),  1294 
terminals,  see  termio(4),  1305 
tty,  see  termio(4),  1305 
I/O  redirection  in  the  C  shell,  99 
I/O  statistics  report —  iostat,  1651 
I/O,  buffered  binary 

f  read  —  reii  from  stream,  855 
f  rwite  —  write  to  stream,  85^ 
i38  6  —  machine  type  indication,  292 
iAPX286  — machine  type  indication,  292 
i  check  —  file  system  consistency  check,  1641 
iemp  —  Internet  Control  Message  Protocol,  1223 
iconedit  —  edit  icons,  228 
id  —  display  user  and  group  IDs,  230 
identifier  of  current  host,  get  —  gethostid,  672 
identify  file  version  —  what,  592 
ie  —  Sun  10  Mb/s  Ethernet  interface,  1224  thru  1225 
ieee_flags  ()  function,  1090 
ieee_handler  ( )  function,  1094 
ieeefp 

IEEE  floating  point  definitions,  852 
if  command,  105, 453 

if  — network  interface  general  properties,  1226  thru  1227 
if  mail  command,  298 

if  conf  ig  —  configure  network  interface  parameters,  1642 

IFS  variable —  sh,455 

ignore  mail  command,  297 

ignore  mail  variable,  302 

ignoreeof  mail  variable,  302 

ignoreeof  variable,  109 

Ikon  10071-5  printer  interface —  vp,  1326 

ilogbO  function,  1093 

inc  mail  command,  298 

incremental  dump  format  —  dump,  1385 

incremental  file  system  dump  —  dump,  1612 

incremental  file  system  restore  —  restore,  1730 

indent  —  format  C  source,  231, 1407 

indentpref  ix  mail  variable,  302 

index  —  find  character  in  string,  1001 

index  memory  characters  —  memchr,  928 

index  strings  —  index,  1001 

index  strings  —  rindex,  1001 

indexing,  generate  permuted  index  —  ptx,  403 

indirect  system  call,  781 

indxbib  —  make  inverted  index,  235 

inet  —  Internet  protocol  family,  1228  thru  1229 


-  1828  - 


Index  —  Continued 


inet_addr  —  Internet  address  manipulation,  893 
inet__lnaof  —  Internet  address  manipulation,  893 
inet_makeaddr  —  Internet  address  manipulation,  893 
inet_netof  —  Internet  address  manipulation,  893 
inet_network  —  Internet  address  manipulation,  893 
inet_ntoa  —  Internet  address  manipulation,  893 
inetd — Internet  server  daemon,  1644 
inetd.  conf  —  Internet  server  database,  1408, 1436 
infinity  ()  function,  1097 
in  focmp  command,  1645 
information 

miscellaneous,  1547 
non-,  miscellaneous,  1547 
inhibit  messages  —  mesg,  327 
init  — process  control  initialization,  1648 
initgroups  —  initialize  group  access  list,  895 
initialize  group  access  list —  initgroups,  895 
initiate 

connection  on  socket  —  connect,  647 
I/O  to  or  from  process  —  popen,  943 
init  state  —  random  number  routines,  956 
inline  command,  236 
innetgr  —  get  network  group  entry,  875 
inode,  clear —  clri,  1598 
input  conversion 

f  scanf  —  convert  from  stream,  984 
f  scanf  —  convert  from  stream.  System  V,  1 172 
scanf  —  convert  from  stdin,  984 
scanf  —  convert  from  stdin.  System  V,  1172 
s scanf  —  convert  from  string,  984 
s  scanf  —  convert  from  string.  System  V,  1172 
input  stream,  push  character  back  to  —  ungetc,  1028 
input_f  rom_def  aults  —  update  kernel  from  defaults  data¬ 
base,  239 

inquire  stream  status 

clearerr  —  clear  error  on  stream,  849 
clearerr  —  clear  error  on  stream.  System  V,  1 159 
f  eof  —  enquire  EOF  on  stream,  849 
f  eof  —  enquire  EOF  on  stream.  System  V,  1 159 
f  error  —  inquire  error  on  stream,  849 
f  error  —  inquire  error  on  stream,  System  V,  1 159 
f  ileno  —  get  stream  descriptor  number,  849 
f  ileno  —  get  stream  descriptor  number.  System  V,  1159 
insert  element  in  queue —  insque,  896 
insert  literature  references  —  refer,  415 
in sert_b rackets  —  textedit  selection  filter,  529 
insque  —  insert  element  in  queue,  896 
install  —  install  files,  240 
install  Yellow  Pages  database  —  ypinit,  1793 
installboot  procedures  —  boot,  1650 
integer  absolute  value —  abs,  811 

internat  — key  mapping  table  for  internationalization,  1356 
Internet 

control  message  protocol  —  iemp,  1223 

directory  service  —  whois,  599 

file  transfer  protocol  server  —  f  tpd,  1632 

protocol  family  —  inet,  1228  thru  1229 

Protocol  —  ip,  1230  thru  1232 

to  Ethernet  address  resolution  —  arp,  1 194  thru  1195 

Transmission  Control  Protocol  —  tep,  1303, 1304 


Internet,  continued 

User  Datagram  Protocol —  udp,  1324, 1325 
Internet  address  manipulation  functions,  893 
Internet  name  server  routines,  965 
Internet  servers  database —  servers,  1408, 1436 
interpolate  smooth  curve  —  spline,  476 
interpret  (old)  troff  ou^ut —  pti,  363 
interprocess  communication 

accept  connection  —  accept,  628 
bind,  636 
connect,  647 
ftok,  857 

getsockname,  686 
getsockopt,  687 
iperm,  241 
ipcs,  242 
listen,  697 
pipe,  722 
reev,  739 
reevf  rom,  739 
recvmsg,  739 
send,  751 
sendmsg,  751 
sendto,  751 
setsockopt,  687 
shutdown,  762 
socket,  771 
socket  pair,  773 

interrupts,  release  blocked  signals  —  sigpause,  764 
interval  timers 
clock,  821 
get,  674 
set,  674 

t  imerclear  —  macro,  674 
t  imeremp  —  macro,  674 
timerisset  —  macro,  674 
introduction 

C  library  functions,  797 
conunands,  3 
devices,  1189 
file  formats,  1337 
games  and  demos,  1493 
hardware  support,  1189 
mathematical  library  functions,  1081 
miscellaneous  information,  1547 
miscellaneous  noninformation,  1547 
network  interface,  1189 
protocols,  1189 
RPC  library  functions,  1107 
standard  I/O  library  functions,  999, 1183 
system  calls,  613  thru  624 
system  error  numbers,  613  thru  617 
system  maintenance  and  operation,  1569 
System  V  library  functions,  1127 
ioctl,  692 
ioctl’sfordes  chip 

DESIOCBLOCK  —  process  block,  1210 
DESIOCQUICK  —  process  quickly,  1210 
ioctls  for  disks 

DKIOCGGEOM  —  get  disk  geometry,  1211 
DKIOCGPART  —  get  disk  partition  info,  121 1 
DKIOCINFO  —  get  disk  info,  121 1 
DKIOCSGEOM  —  set  disk  geometry,  121 1 
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ioctls  for  disks,  continued 

DKIOCSPART  —  set  disk  partition  info,  1211 
ioctl’s  for  files 

FIOASYNC  —  set^clear  async  I/O,  1219 
FIOCLEX  —  set  closc-on-exec  for  fd,  1219 
FIOGETOWN  get  owner,  1219 
FIONBIO  —  set/clear  non-blocking  I/O,  1219 
FIONCLEX  —  remove  close-on-exec  flag,  1219 
FIONREAD  —  get  #  bytes  to  read,  1219 
FIOSETOWN  —  set  owner,  1219 
ioctl’s  for  graphics  processor 

GPl  IO_CHK_GP  —  restart  GP,  1221 
GP1I0_FREE_STATIC_BL0CK  —  free  Static  block,  1221 
GP1I0__GET_GBUFFER_STATE  —  check  buffer  State,  1221 
GPl  IO_GET_REQDEV — get  requested  minor  device,  1221 
GP1I0_GET_RESTART_C0UNT  —  get  restart  count,  1221 
GPlIO_GET_STATIC_BLOCK  —  get  Static  block,  1221 
GP  1  IO_GET_TRUMINORDEV  —  get  true  minor  device, 

1222 

GPl  IO_PUT_INFO  —  pass  framebuffer  info,  1221 
GP1I0_REDIRECT_DEVFB  — reconfigure  fb,  1221 
ioctl’s  for  keyboards 

KIOCCMD  —  send  a  keyboard  command,  1236 
KIOCGDIRECT  —  get  keyboard  “direct  input”  state,  1236 
KIOCGETKEY  —  get  translation  table  entry,  1236 
KIOCGTRANS  —  get  keyboard  translation,  1235 
KIOCSDIRECT  —  set  keyboard  “direct  input”  state,  1236 
KIOCSETKEY  —  change  translation  table  entry,  1235 
KIOCTRANS  —  set  keyboard  translation,  1235 
KIOCTYPE  — get  keyboard  type,  1236 
ioctl’s  for  sockets 

SIOCADDMULTI  —  set  m/c  address,  1227 
SIOCADDRT  —  add  route,  1288 
SIOCDARP  —  delete  arp  entry,  1194 
SIOCDELMULTI  —  delete  m/c  address,  1227 
SIOCDELRT  —  delete  route,  1288 
S  lOCGARP  —  get  arp  entry,  1 194 
SIOCGHIWAT  —  get  high  water  mark,  1304, 1325 
S  lOCGIFADDR  —  get  ifnet  address,  1226 
SIOCGIFCONF  — getifnetUst,  1226 
SIOCGIFDSTADDR  — getp-p  address,  1226 
SIOCGIFFLAGS  — get  ifnet  flags,  1226 
SIOCGLOWAT  —  get  low  water  mark,  1304, 1325 
SIOCSARP  —  set  arp  entry,  1194 
SIOCSHIWAT  —  set  high  water  mark,  1304, 1325 
SIOCSIFADDR  —  set  ifnet  address,  1226 
SIOCSIFDSTADDR  — set  p-p  address,  1226 
S IOCS  IFFLAGS  — set  ifnet  flags,  1226 
SIOCSLOWAT  —  set  low  water  mark,  1304, 1325 
SIOCSPROMISC  —  toggle  promiscuous  mode,  1227 
ioctl’s  for  tapes 

MTIOCGET  —  get  tape  status,  1269 
MTIOCTOP  —  tape  operation,  1268 
ioctl’s  for  terminals 

TIOCCONS  —  get  console  I/O,  1204 
T  lOCGETO — get  line  discipline,  1 196 
TIOCPKT  —  set/clear  packet  mode  (pty),  1285 
TIOCREMOTE  —  remote  input  editing,  1285 
TIOCSETD  —  set  line  discipline,  1196 
TIOCSTART  —  start  output  (like  control-Q),  1285 
TIOCSTOP  —  stop  OMtpvLt  (like  control-S),  1285 
iostat  —  report  I/O  statistics,  1651 
IP  address  allocation,  1113 


IP  address  mapping,  1113 

ip  —  Internet  Protocol,  1230  thru  1232 

ipalloc  —  IP  address  mapper,  1113 

ipalloc.net  range  file,  1358 

ipallocd  —  Ethemet-to-IP  address  mapper,  1652 

iperm  —  remove  inteiprocess  communication  identifiers,  241 

iipcs  —  display  inteiprocess  communication  status,  242 

irint  —  irintof,  1102 

isalnum  —  is  character  alphanumeric,  826 

isalnum  —  is  character  alphanumeric.  System  V,  1134 

isalpha  —  is  character  letter,  826 

isalpha  — is  character  letter.  System  V,  1134 

isascii  — is  character  ASCII,  826 

isascii  —  is  character  ASCII,  System  V,  1 134 

isatty  —  test  if  device  is  terminal,  1024 

isent  rl  —  is  character  control,  826 

iscntrl  —  is  character  control.  System  V,  1 134 

isdigit  —  is  character  digit,  826 

isdigit  —  is  character  digit,  System  V,  1134 

isgraph  —  is  character  graphic,  826 

isgraph  —  is  character  graphic.  System  V,  1134 

isinf  0  function,  1093 

i slower  —  is  character  lower-case,  826 

i slower  —  is  character  lower-case.  System  V,  1134 

isnan  ()  function,  1093 

isnormal  ()  function,  1093 

i  sprint  —  is  character  printable,  826 

i  sprint  —  is  character  printable.  System  V,  1134 

ispunct  — is  character  punctuation,  826 

i  spunct  —  is  character  punctuation.  System  V,  1 134 

issecure  ()  function,  897 

is  space  —  is  character  whitespace,  826 

is  space  —  is  character  whitespace,  System  V,  1134 

issubnormal  ()  function,  1093 

issue  shell  command  —  system,  1013 

i  supper  —  is  character  upper-case,  826 

i  supper  —  is  character  upper-case.  System  V,  1134 

isxdigit  —  is  character  hex  digit,  826 

i  sxdigit  —  is  character  hex  digit.  System  V,  1 134 

iszeroO  function,  1093 

item  —  integer  to  multiple  precision,  932 

J 

jO  — Bessel  function,  1084 

jl  — Bessel  function,  1084 

jn  — Bessel  function,  1084 

job  control  \m  esh,  103 

jobs  command,  105 

join  —  relational  database  operator,  245 

jrand48  — generate  uniformly  distributed  random  numbers,  836 

jumpdemo  — graphics  demo,  1521 

K 

kadb  —  kernel  debugger,  1653 
kb  —  Sun  keyboard 

kb  —  Sun  keyboard  STREAMS  module,  1233 
keep  mail  variable,  302 
keepsave  mail  variable,  302 
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kernel  and  local  lock  manager  protocol,  1111 

kernel  symbol  table,  get  entries  from —  kvm_nlist,  900 

keyboard  click,  control  with  —  click,  70 

kbd  —  Sun  keyboard,  1251 

keyenvoy  command,  1655 

keyenvoy  server,  1656 

keylogin  command,  246 

kgmon  —  dump  profile  buffers,  1657 

kill  —  send  signal  to  process,  693 

kill  command,  106, 247 

killpg  —  send  signal  to  process  group,  695 

KIOCCMD  —  send  a  keyboard  command,  1236 

KIOCGDIRECT  —  get  keyboard  “direct  input”  state,  1236 

KIOCGETKEY  —  get  translation  table  entry,  1236 

KIOCGTRANS  —  get  keyboard  translation,  1235 

KIOCSDIRECT  —  set  keyboard  “direct  input”  state,  1236 

KIOCSETKEY  —  change  translation  table  entry,  1235 

KIOCTRANS  —  set  keyboard  translation,  1235 

KIOCTYPE  — get  keyboard  type,  1236 

kmem  —  kernel  memory  space,  1261  thru  1262 

kvm_close  ()  function,  901 

kvm_getcmd  ()  function,  898 

kvm__getproc  ( )  function,  899 

kvm_getu  ()  function,  898 

kvm__nextproc  ( )  function,  899 

nlist  —  get  entries  from  kernel  symbol  table,  900 

kvm_read()  function,  903 

kvm_setproc  ()  function,  899 

kvm_write  ()  function,  903 

L 

164a  —  convert  base-64  Ascn  to  long  integer,  809 
label  —  plot  label,  941 

LANCE  10  Mb/s  Ethernet  interface  —  le,  1254  thru  1255 
languages 

cb  —  format  filter  for  C  sources,  51 
cc  —  C  compiler,  52 
t  cf  low  —  code  flow  graph,  60 
cpp  —  C  preprocessor,  89 
cxref  —  cross  reference  C  program,  123 
indent  —  format  C  source,  231 
lex  — generate  lexical  analyzer,  258 
lint  —  C  program  verifier,  261 
mkst  r  —  create  C  error  messages,  329 
tcov  —  code  coverage  tool,  516 
xstr  —  extract  strings  from  C  code,  605 
last  —  list  last  logins,  248 
last  locations  in  program,  840 
la  St  comm  —  display  last  commands,  249 
la  St  log  —  login  records,  1485 

lcong4  8  —  generate  uniformly  distributed  random  numbers,  836 

Id  —  link  editor,  250 

IdacloseO  function,  905 

Idaopen  ( )  function,  913 

Idclose  0  function,  905 

Idconfig — configure  link-editor,  1658 

Idd  —  list  dynamic  dependencies,  256 

IdfcnO  function,  906 

Idfhread  0  function,  908 


Idgetname  ()  function,  909 

Idlitem  0  function,  910 

IdlreadO  function,  910 

Idlseek  ()  function,  911 

Idnlseek  ()  function,  911 

Idnrseek  ()  function,  915 

IdnshreadO  function,  916 

Idnsseek  ( )  function,  917 

IdohseekO  function,  912 

IdopenO  function,  913 

Idrseek  ()  function,  915 

IdshreadO  function,  916 

Ids  seek  ()  function,  917 

IdtbindexO  function,  918 

IdtbreadO  function,  919 

IdtbseekO  function,  920 

Idterm,  tenninal  STREAMS  module,  1252 

le  —  Sun-3/50  10  Mb/s  Ethernet  interface,  1254  thru  1255 

leave  —  remind  you  of  leaving  time,  257 

lex  —  generate  lexical  analyzer,  258 

LEX  language  tags  file  —  ctags,  1 15 

lexical  analysis,  C  shell,  97 

If  ind  —  linear  search  routine,  923 

library 

find  ordering  for  object  —  lorder,  277 
make  random —  rani  ib,  406 
library  file  format —  ar,  1370 
library  functions 

introduction  to  C,  797 
introduction  to  mathematical,  1081 
introduction  to  RPC,  1107 
introduction  to  standard  I/O,  999, 1183 
introduction  to  System  V,  1127 
library  management 

ar  —  library  maintenance,  24 
life  —  SunView  game  of  life,  1527 
lightweight  processes  library,  1051 
limit  command,  106 
limits 

disk  space —  quota,  405 
get  for  user  —  ul  imit,  1027 
set  for  user  —  u limit,  1027 
line  —  read  one  line,  260 
line  discipline  —  bk,  1196 
line  discipline  ioctl’s 

TIOCGETD  — get  line  discipline,  1196 
TIOCSETD  —  set  line  discipline,  1196 
line  —  plot  line,  941 
line  numbering  —  nl,  337 
line  printer  control  —  Ipc,  1662  thru  1663 
line  printer  daemon  —  Ipd,  1664 
line  to  Ethernet  address  —  ether_line,  841 
linear  search  and  update  routine  —  1  search,  923 
linear  search  routine —  1  find,  923 
linemod  —  set  line  style,  941 
lines 

count —  wc,  591 
find,  in  sorted  file  —  look,  275 
link,  696,  1659 
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link,  continued 

make  symbolic,  779 
read  value  of  symbolic,  737 
link  editor —  Id,  250, 1409 
link  editor  output  —  a .  out,  1339 
lint  —  C  program  verifier,  261 
list  mail  command,  298 
listen,  697 

LISTER  mail  variable,  302 
literature  references,  find  and  insert  —  refer,  415 
lo  —  software  loopback  network  interface,  1256 
load  command,  267 

load  frame  buffer  image  —  screenload,  442 
load  mail  command,  298 
loadc  command,  267 

localtime  —  date  and  time  conversion,  824 
localtime  —  date  and  time  conversion.  System  V,  1 132 
locate  program —  whereis,  594 
lock 

file —  flock,  660 
record —  f  cntl,  656, 921 
lockd  —  network  lock  daemon,  1660 
lockf,921 

lock  screen  —  save  window  context,  269 

log  files  and  system  log  daemon  —  sy  slogd,  1773 

log  — natural  logarithm,  1086 

log  gamma  function  —  gamma,  1098 

logi  0  —  logarithm,  base  10, 1086 

loglp  —  natural  logarithm,  1086 

log2  —  logarithm,  base  2, 1086 

logarithm,  base  10  —  loglO,  1086 

logarithm,  base  2  —  log2, 1086 

logarithm,  natural  —  log,  1086 

logbO  function,  1096 

logger  —  make  system  log  entry,  271 

login 

change  password  —  pass wd,  379 
display  effective  user  name  —  whoami,  598 
display  login  name  —  logname,  274 
display  user  and  group  IDs  —  id,  230 
info  on  users  —  finger,  186 
list  last —  last,  248 
make  script  of  session  —  script,  444 
rusers  —  who  is  on  local  network,  430 
rwho  —  who  is  on  local  network,  432 
save  window  context  —  lockscreen,  269 
to  local  machine  —  login,  272 
to  remote  machine —  rlogin,  418 
what  are  users  doing  —  w,  588 
who  —  who  is  logged  in,  597 
login  accounting,  display  login  record  —  ac,  1574 
login  command,  106, 458 
login  environment 

display  variables  —  print env,  391 
t  set  —  set  terminal  characteristics,  551 
tty  —  get  terminal  name,  556 
login  environment —  environ,  1387 
.  login  file,  96 

login  name,  get —  getlogin,  871 
login  password 


login  password,  continued 

change  password  —  pass  wd,  379 
change  in  Yellow  Pages  —  yppasswd,  611 
login  records 

last  log  file,  1485 
utmp  file,  1485 
wtmp  file,  1485 

logintool  — graphic  login  interface,  1661 
logname  — display  login  name,  274 
logout  command,  106 
.  logout  file,  96 

long  jmp  —  non-local  goto,  989, 1 177 

look  —  find  lines  in  a  sorted  file,  275 

look  for  pattern  in  file  —  grep,  218 

lookbib  —  find  bibliographic  references,  276 

loop,  C  shell  control  flow,  102 

loopback  filesystem,  1257 

lorder  —  find  ordering  for  object  library,  277 

Ipc  —  line  printer  control,  1662 

Ipd  —  line  printer  daemon,  1664 

Ipq  —  display  printer  queue,  278 

Ipr  —  print  files,  280 

Iprm — remove  print  jobs,  283 

Iptest  command,  284 

lrand48  — generate  uniformly  distributed  random  numbers,  836 
Is  — list  files,  285 

1  search  —  linear  search  and  update  routine,  923 
1  seek  —  move  file  position,  698 
1st  at  —  obtain  file  attributes,  774 
Iwp^checkstkset  ()  function,  1068 
lwp_create()  function,  1064 
lwp_ctxinit  0  function,  1066 
lwp_ctxmemget  ()  function,  1066 
lwp__ctxmemset  ()  function,  1066 
lwp_ctxremove  ()  function,  1066 
lwp_ctxset  0  function,  1066 
lwp__datastk  ()  function,  1068 
lwp_destroy  0  function,  1064 
lwp_enumerate  ()  function,  1071 
lwp_errstr  0  function,  1070 
lwp_fpset  0  function,  1066 
lwp__getregs  ()  function,  1071 
lwp_get  state  ()  function,  1071 
lwp_join  0  function,  1072 
lwp_libcset  0  function,  1066 
lwp__newstk  0  function,  1068 
lwp_j>error  ()  function,  1070 
lwp_j>ing  0  function,  1071 
lwp__resched()  function,  1072 
lwp_resume  ()  function,  1072 
lwp_self  0  function,  1071 
lwp_setpri  ()  function,  1072 
lwp_setregs  ()  function,  1071 
lwp_setstkcache  {)  function,  1068 
lwp_sleep()  function,  1072 
lwp_stkcswset  ()  function,  1068 
lwp_suspend  0  function,  1072 
lwp_yield()  function,  1072 
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M 

m4  —  macro  processor,  288 

m6  8k  —  machine  type  truth  value,  292 

mach  —  display  Sun  processor,  291 

machine-dependent  values —  values,  1031 

machine-machine  communication  line  discipline  —  bk,  1196 

macro  processor —  m4, 288 

madd  —  multiple  precision  add,  932 

magic  file  —  file  command’s  magic  numbers  table,  1410 

magnetic  tape 

backspace  files —  mt,  333 
backspace  records —  mt,  333 
copy —  t  copy,  515 
erase  —  mt,  333 
forward  space  files  —  mt,  333 
forward  space  records  —  mt,  333 
get  unit  status —  mt,  333 
interface —  mtio,  1268 
manipulate —  mt,  333 
place  unit  off-line  —  mt,  333 
retension —  mt,333 
rewind —  mt,  333 
scan  —  tcopy,  515 
skip  backward  files —  mt,333 
skip  backward  records —  mt,333 
skip  forward  files —  mt,333 
skip  forward  records  —  mt,  333 
write  EOF  mark  on  —  mt,  333 
magnetic  tape  ioctl’s 

MTIOCGET  —  get  tape  status,  1269 
MTIOCTOP  —  tape  operation,  1268 
magnify  raster  image  —  rastrepl,  408 
mail 

enroll  for  secret  —  enroll,  604 
print  waiting —  prmail,  362 
receive  secret  mail  —  enroll,  604 
send  secret  mail  —  xsend,  604 
mail  —  send  and  receive  mail,  293  thru  304 
mail  commands,  296  thru  300 
!,296 
#,296 
296 
?,  296 
1,298 

alias,  296 
alternates,  296 
cd,  296 
chdir,  296 
copy,  296 
Copy,  297 
delete,  297 
discard,  297 
dp,  297 
dt,  297 
echo,  297 
edit,  297 
else,  298 
endif ,  298 
exit,  297 
file,  297 
folder,  297 
folders,  297 


mail  commands,  continued 
followup,  297 
Followup,  297 
f  rom,  297 
group,  296 
headers,  297 
help,  297 
hold,  298 
if,  298 
ignore,  297 
inc,  298 
list,  298 
load,  298 
mail,  298 
mbox,  298 
new,  298 
next,  298 
pipe,  298 
preserve,  298 
print,  298 
Print,  299 
quit,  299 
reply,  299 
Reply,  299 
Reply  all,  299 
reply  sender,  299 
respond,  299 
Respond,  299 
save,  299 
Save,  299 
set, 299 
shell,  299 
size,  299 
source,  299 
top,  299 
touch,  300 
type,  298 
Type,  299 
undelete,  300 
unread,  298 
unset,  300 
version,  300 
visual,  300 
write,  300 
xit, 297 
z,  300 

mail  delivery  server  —  sendmail,  1758 
mail  environment  variables 
HOME,  300 
MAIL,  300 
MAILRC,  300 

mail,  forwarding  messages,  300 
mail  mail  command,  298 
MAIL  mail  environment  variable,  300 
mail  services 

biff  —  mail  notifier,  45 
binmail  —  version  7  mail,  46 
who  is  mail  from —  from,  194 
mail  tilde  escapes,  294  thru  295 
~!  ,294 
,294 
,294 
~<  ,295 
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mail  tilde  escapes,  continued 


,294 

- 

,294 

,295 

-A 

,294 

-b 

,295 

~c 

,295 

•-d 

,295 

~e 

,295 

--f 

,295 

~h 

,295 

-i 

,295 

-m 

,295 

~P 

,295 

-q 

,295 

~r 

,295 

,295 

-t 

,295 

~v 

,295 

-w 

,295 

-X 

,295 

mail  utilities 

corns  at  —  biff  server,  1599 
create  aliases  database  —  newa  liases,  1699 
statistics —  mailstats,  1666 
mail  variable,  109, 454 
mail  variables,  300  thru  303 
allnet,  301 
alwaysignore,  301 
append,  301 
askcc,  301 
ask  sub,  301 
autoprint,  301 
bang,  301 
cmd,  301 
conv,  301 
crt,  301 
DEAD,  301 
debug,  301 
dot,  301 
EDITOR,  302 
escape,  302 
folder,  302 
header,  302 
hold,  302 
ignore,  302 
ignoreeof ,  302 
indentpref  ix,  302 
keep,  302 
keepsave,  302 
LISTER,  302 
MBOX,  302 
metoo,  302 
no,  302 
onehop,  302 
out  folder,  302 
page,  302 
PAGER,  302 
prompt,  302 
quiet,  303 
record,  303 
replyall,  303 
save,  303 
sendmail,  303 


mail  variables,  continued 
sendwait,  303 
SHELL,  303 
showto,  303 
sign,  303 
toplines,  303 
verbose,  303 
VISUAL,  303 

MAI  LCHECK  variable—  sh,454 

MAI  LPATH  variable—  sh,454 

MAILRC  mail  environment  variable,  300 

mailstats  —  mail  delivery  statistics,  1666 

mailtool  —  SunView  mail  interface,  305 

maintain  programs  —  make,  311  thru  324,  355  thru  361 

maintenance  and  operation,  1569 

make 

delta,  sees  —  delta,  144 
directory —  mkdir,  328 
fifo  —  mknod,  1674 
filesystem —  mkfs,  1673 
hard  link  to  file —  In,  265 

implicit  rules,  list  of — /usr/include/make/defaultmk,  319 
named  pipe  —  mknod,  1674 
new  file  system —  new fs,  1700 
sees  delta —  delta,  144 
special  file,  702 
special  file  —  mknod,  1674 
symbolic  link  to  file —  In,  265 
system  log  entry  —  logger,  271 
system  log  entry  —  syslog,  368 
system  special  files  —  makedev,  1668 
make  —  build  programs,  311  thru  324,  355  thru  361 
make  directory,  700 
make  hard  link  to  file,  696 
makedbm  —  make  Yellow  Pages  dbm  file,  1667 
makedev  —  make  system  special  files,  1668 
makekey  — generate  encryption  key,  1669 
malloc  —  allocate  memory,  925 
malloc_debug  —  set  debug  level,  926 
malloc__verify  —  verify  heap,  926 
man  —  online  display  of  reference  pages,  325 
-man  —  macros  to  format  manual  pages,  1560 
manipulate  Internet  addresses,  893 
manipulate  magnetic  tape  —  mt,  333 
manual  pages 

create  cat  files  for —  catman,  1593 
describe  command  —  what  is,  593 
map  memory  pages  —  mmap,  704 
mask,  set  current  signal  —  sigsetmask,  765 
mathematical  functions 
acos,  1106 

aint  —  convert  to  integral  floating,  1 102 
anint  —  convert  to  integral  floating,  1 102 
asin,  1106 
atan,  1106 
atan2, 1106 

ceil  —  convert  to  integral  floating,  1102 
cos,  1106 
cosh,  1088 

exp  —  exponential,  1086 

floor  —  convert  to  integral  floating,  1 102 
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mathematical  functions,  continued 
gamma,  1098 
hypot,  1089 

i  rint  —  convert  to  integer,  1102 
jO,  1084 
jl,  1084 
jn,  1084 

log — natural  logarithm,  1086 

loglO  —  logarithm,  base  10, 1086 

log2  —  logarithm,  base  2, 1086 

nint  —  convert  to  integer,  1 102 

pow  —  raise  to  power,  1086 

rint  —  convert  to  integral  floating,  1102 

sin,  1106 

sinh,  1088 

tan,  1106 

tanh,  1088 

yO,  1084 

yl,  1084 

yn,  1084 

mathematical  library  functions,  introduction  to,  1081 

matherr  —  math  library  exception-handline  function,  1099 

max_normal  ()  function,  1097 

max_subnormal  ()  function,  1097 

mbio  —  Multibus  I/O  space,  1261  thru  1262 

mbmem  —  Multibus  memory  space,  1261  thru  1262 

mbox  mail  command,  298 

MBOX  mail  variable,  302 

mc68881version  —  display  MC68881  version,  1670 

mconnect  —  open  connection  to  remote  mail  server,  1671 

mcp  —  Sun  MCP  Multiprotocol  Communications  Processor,  1258 

mdiv  —  multiple  precision  divide,  932 

-me  —  macro  package,  1563 

mem  —  main  memory  space,  1261  thru  1262 

memalign  —  allocate  aligned  memory,  925 

memccpy  —  copy  memory  character  strings,  928 

memchr  —  index  memory  characters,  928 

memcmp  compare  memory  characters,  928 

memcpy  copy  memory  character  fields,  928 

memory  allocation  debugging 

memory  diagnostics  —  sysdiag,  1772 

memory  image  file  format  —  core,  1378 

memory  images 

kmem — kernel  memory  space,  1261  thru  1262 
mbio  —  Multibus  I/O  space,  1261  thru  1262 
mbmem  —  Multibus  memory  space,  1261  thru  1262 
mem  —  main  memory  space,  1261  thru  1262 
virtual  —  virtual  address  space,  1261  thru  1262 
vmel6  —  VMEbus  16-bit  space,  1261  thru  1262 
vmel6dl6  —  VMEbus  address  space,  1261  thru  1262 
vmel6d32  — VMEbus  address  space,  1261  thru  1262 
vme24  —  VMEbus  24-bit  space,  1261  thru  1262 
vme24dl6  —  VMEbus  address  space,  1261  thru  1262 
vme24d32  — VMEbus  address  space,  1261  thru  1262 
vme32dl  6  —  VMEbus  address  space,  1261  thru  1262 
vme32d32  —  VMEbus  address  space,  1261  thru  1262 
memory  management,  925  thru  926 
alloca  —  allocate  on  stack,  926 
brk  —  set  data  segment  break,  638 
calloc  —  allocate  memory,  925 
cf  ree  —  free  memory,  925 


memory  management,  continued 
free  —  free  memory,  5^5 
get  page  size,  678 
malloc  —  allocate  memory,  925 
malloc_debug  —  set  debug  level,  926 
malloc__verify  —  verify  heap,  926 
memalign  —  allocate  aligned  memory,  925 
mmap,  704 
mprotect,  709 
munmap,  717 

realloc  — reallocate  memory,  925 
sbrk  —  change  data  segment  size,  638 
valloc  —  allocate  aligned  memory,  926 
memory  management  debugging 
memory  operations,  928 
memset  assign  to  memory  characters,  928 
sort  and  collate  lines —  sort,  470 
merge  files  —  paste,  380 
mesg  —  permit  or  deny  messages,  327 
message 

receive  from  socket  —  recv,  739 
send  from  socket —  send,  751 
message  control  operations 
msgctl,  710 
msgget, 712 
msgsnd,  713 
messages 

permit  or  deny —  mesg,  327 
system  error,  940 
system  signal,  948 
metacharacters  in  C  shell,  97 
metoo  mail  variable,  302 
mf  ree  —  release  multiple  precision  storage,  932 
mille  —  Mille  Domes  game,  1528 
min  —  multiple  precision  decimal  input,  932 
min__normal  ()  function,  1097 
min_subnormal  ()  function,  1097 
min  CO  re  0  function,  699 
MINSTACKSZ  0  function,  1068 
miscellaneous  information,  1547 
miscellaneous  noninformation,  1547 
mkdir,  700 

mkdir  —  make  directory,  328 
mkfile  command,  1672 
mkf  s  —  make  file  system,  1673 
mknod,  702 

mknod  —  make  special  file,  1674 
mkproto  —  make  prototype  file  system,  1675 
mkstr  —  create  C  error  messages,  329 
mktemp  —  make  unique  file  name,  929 
mmap,  704 

modes,  change  permission  —  chmod,  65 

modf  —  split  into  integer  part  and  fraction  part,  1087 

modload  command,  1676 

modstat  command,  1677 

modunload  command,  1678 

mon__break  ()  function,  1074 

mon_cond__enter  0  function,  1074 

mon_c reate  0  function,  1074 

mon_destroy  0  function,  1074 
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mon_enter()  function,  1074 
mon_enumerate  {)  function,  1074 
mon_exit  ()  function,  1074 
mon_wait.ers  ()  function,  1074 
moncontrol  —  make  execution  profile,  930 
monitor  —  make  execution  profile,  930, 1074 
monitor  program,  1679 
monitor  traffic  on  the  Ethernet,  1109 
monochrome  frame  buffer  —  bwone,  1 197 
monochrome  frame  buffer  —  bwtwo,  1 198 
monop  —  Monopoly  game,  1531 
monstartup  —  make  execution  profile,  930 
moo  game,  1533 
more  —  browse  text  file,  330 
mount,  706 

mount  —  mount  filesystem,  1687 

mount  file  system  —  mount,  1687 

mount  0  function,  1112 

mount d  —  NFS  mount  server,  1690 

mounted  file  system  table —  mtab,  1396, 1412 

mouse  —  Sun  mouse,  1263 

mouse  —  Sun  mouse,  1264 

mout  —  multiple  precision  decimal  output,  932 

move  directory —  mv,  334 

movefile —  mv,  334 

move  file  position  —  1  seek,  698 

move  —  move  current  point,  941 

move  print  jobs —  Ipc,  1663 

mprotect,  709 

mr and4  8  —  generate  uniformly  distributed  random  numbers,  836 

-ms  —  macro  package,  1565 

msg_enumrecv  {)  function,  1077 

msg_enumsend()  function,  1077 

msg_recv()  function,  1077 

MSG_RECVALL{)  function,  1077 

msg_reply()  function,  1077 

msg_send()  function,  1077 

msgctl,  710 

msgget,  712 

msgsnd,  713 

msqrt  —  multiple  precision  exponential,  932 
msub  —  multiple  precision  subtract,  932 
msync  function,  716 
mt  —  manipulate  magnetic  tape,  333 
mtab  —  mounted  file  system  table,  1396, 1412 
mt  i  —  Systech  MTI-800/1600  multi-terminal  interface,  1266  thru 
1267 

mt  io  —  general  magnetic  tape  interface,  1268 
MTIOCGET — get  tape  status,  1269 
mt  I  OCT  OP — tape  operation,  1268 
mtox  —  multiple  precision  to  hexadecimal  string,  932 
mult  —  multiple  precision  multiply,  932 
multiple  columns,  print  in  —  pr,  388 
multiple  precision  integer  arithmetic 
gcd,  932 
item,  932 
madd,  932 
mdiv,  932 


multiple  precision  integer  arithmetic,  continued 
mf  ree,  932 
min,  932 
mout,  932 
msqrt,  932 
msub,  932 
mtox,  932 
mult,  932 
pow,  932 
rpow,  932 
sdiv,  932 
xtom,  932 
munmap,  717 

mv  —  move  or  rename  files  or  directory,  334 

N 

name  of  terminal,  find  —  ttyname,  1024 

name  server  routines,  Internet,  965 

name  termination  handler  —  on_exit,  938 

named  —  internet  domain  name  server  daemon,  1691 

named  pipe,  make  —  mknod,  1674 

natural  logarithm —  log,  1086 

n  check  —  convert  i-numbers  to  filenames,  1693 

ndbootd  daemon,  1694 

neqn  —  mathematical  typesetting,  173 

net  conf  ig  —  pnp  diskful  boot  service,  1695 

net  group  —  network  groups  list,  1413 

netmasks  —  netmask  data  base,  1414 

net  St  at  — display  network  status,  1696 

network 

copy  files  across —  rep,  409 
rusers  —  who  is  logged  in  on  local  network,  430 
rwall  —  write  to  all  users,  431 
rwho  —  who  is  logged  in  on  local  network,  432 
network  byte  order 

function  to  convert  to  host,  820 
network  debugging  —  ping,  1709 
network  entry,  get  —  getnetent,  874 
network  file  system 

biod  daemon,  1703 
nfsd  daemon,  1703 
network  file  system  daemons,  718 
network  group  entry 
get,  875 

network  host  entry,  get  —  gethostent,  869 
network  interface  ioctl’s 

SIOCADDMULTI  —  setm/c  address,  1227 
SIOCDELMULTI  —  delete  m/c  address,  1227 
SIOCGIFADDR— get  ifhet  address,  1226 
SIOCGIFCONF  —  get  ifnet  list,  1226 
SIOCGIFDSTADDR  —  getp-p  address,  1226 
SIOCGIFFLAGS  —  get  ifnet  flags,  1226 
SIOCSIFADDR  —  set  ifnet  address,  1226 
S IOCS IFDSTADDR— set p-p  address,  1226 
SIOCSIFFLAGS  —  set  ifnet  flags,  1226 
SIOCSPROMISC  toggle  promiscuous  mode,  1227 
network  interface  parameters,  configure  —  if  conf  ig,  1642 
network  interface,  introduction  to,  1189 
network  lock  manager  protocol,  1114 
network  loopback  interface  —  lo,  1256 
network  packet  routing  device  —  routing,  1288 
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network  routing  daemon  —  routed,  1743 
network  rwall  server —  rwalld,  1752 
network  service  entry,  get  —  get  servent,  886 
network  services  status  monitor  files,  1438 
network  status,  display —  nets  tat,  1696 
networks  —  network  name  data  base,  1416 
new  mail  command,  298 

newa liases  —  make  mail  aliases  database,  1699 

newf  s  —  make  new  file  system,  1700 

newgrp  —  change  group  ID  of  user,  335, 458 

newkey  command,  1702 

next  mail  command,  298 

nextaf ter  ( )  function,  1093 

next  key  —  find  next  key,  830 

NFS  directories  to  export —  exports,  1389 

NFS  exported  directories —  xtab,  1389 

NFS  mount  server  —  mount  d,  1690 

NFS  statistics,  display —  nfsstat,  1704 

NFS,  network  file  system  protocol,  1271 

nf  sd  daemon,  1703 

nfsstat  —  display  network  statistics,  1704 

nf  ssvc,  718 

nice  command,  106, 336 

nice  —  change  priority  of  a  process,  936 

nice  —  change  priority  of  a  process.  System  V,  1 166 

nint  — nintof,  1102 

NTT,  Netwoik  Interface  Tap,  1272 

nit_buf ,  NIT  buffering  module,  1275 

nit__if ,  NIT  device  interface,  1277 

nit_pf ,  NIT  packet  filtering  module,  1279 

nl  —  number  lines,  337 

nlist  — get  entries  from  symbol  table,  937, 1167 

nm  —  display  name  list,  339 

no  mail  variable,  302 

nobeep  variable,  109 

noclobber  variable,  109 

noglob  variable,  110 

nohup  command,  106, 342 

non-local  goto 

non-local  goto  —  long  jmp,  989, 1177 

non-local  goto  —  set  jmp,  989, 1177 
noninformation  miscellaneous,  1547 
information  miscellaneous,  1547 
nonomatch  variable,  110 
notify  command,  106 
notify  variable,  110 

nrand4  8  —  generate  uniformly  distributed  random  numbers,  836 
nrof  f  —  document  formatter,  344 
nrof  f  utilities 

checknr  —  check  nroff/tioff  files,  62 

col  —  filter  reverse  paper  motions,  77 

colcrt  —  filter  nroff  output  for  CRT,  78 

nrof  f  utilities,  146 

s oe  1  im  —  eliminate  .  s o*s,  incorporate  sourced-in  files, 
469 

ns  lookup  command,  1705 
ntohl  —  convert  network  to  host  long,  820 
ntohs  —  convert  host  to  network  short,  820 
null  — null  device,  1282 


null-terminated  strings 

compare —  strcmp,  1001 
compare —  strncmp,  1001 
concatenate —  str  cat,  1001 
concatenate —  st  meat,  1001 
copy —  strepy,  1001 
copy —  strnepy,  1001 
index —  index,  1001 
index —  rindex,  1001 
reverse  index  —  rindex,  1001 
number  —  convert  Arabic  numerals  to  English,  1534 
numbers 

convert  to  strings,  838 

o 

ob  jdump  command,  346 
object  code  management 

ar  —  library  maintenance,  24 
ranlib  —  make  random  library,  406 
object  file 

find  printable  strings  in  —  strings,  478 
size  —  find  object  file  size,  465 
strip  —  strip  symbols  and  relocation  bits,  479 
object  library 

find  ordering  for  —  lorder,  277 
octal  dump  file —  od,348 
od  —  dump  file,  348 
on  —  remote  command  execution,  373 
on_exit  —  name  termination  handler,  938 
onehop  mail  variable,  302 
onintr  command,  106 
online  reference —  man,  325 
open,  719 

open  database  —  dbminit,  830 
open  directory  stream  —  opendir,  834 
open  stream —  f  open,  854 
open  stream.  System  V  —  fopen,  1160 
opendir  —  open  directory  stream,  834 
openlog  —  initialize  system  log  file,  101 1 
openpl  —  open  plot  device,  941 
optarg  0  function,  876 
opt  in  d  ( )  function,  876 
options  on  sockets 
get,  687 
set,  687 

organizer  —  get  organizer,  374 
out  folder  mail  variable,  302 
output  conversion 

f  print  f  —  convert  to  stream,  944 
f  print  f  —  convert  to  stream.  System  V,  1 168 
print  f  —  convert  to  stdout,  944 
print  f  —  convert  to  stdout.  System  V,  1 168 
sprint  f  —  convert  to  string,  944 
sprint f  —  convert  to  string.  System  V,  1168 
overview  —  take  over  screen  w/  graphics,  375 
owner  of  file,  change  —  chown,  1595 
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P 

pac  — printer/plotter  accounting,  1708 
pack  —  pack  files,  376 
packet  routing  device  —  routing,  1288 
packet  routing  ioctl’s 

SIOCADDRT  —  add  route,  1288 
SIOCDELRT  — delete  route,  1288 
page  —  browse  text  file,  330 
page  mail  variable,  302 
page  size,  display  —  page  size,  378 
page  size,  get —  getpagesize,  678 
PAGER  mail  variable,  302 
pagesize  — display  page  size,  378 
paging  device  —  swapon,  778, 1213 
paging  devices,  specify  —  swapon,  1771 
paging  system,  advise  —  vadvise,  788 
parent  process  identification,  get  —  getppid,  680 
parentheses,  C  shell  command  grouping,  97 
parser  generator —  yacc,607 
Pascal  language 

tags  file —  ctags,  115 

pass  framebuffer  info  ioctl  —  GPlIO_PUT_INFO,  1221 

passwd  —  change  login  password,  379 

passwd  —  password  file,  1417 

passwd .  adjunct  —  password  file,  1419 

passwd2des  ()  function,  1124 

password 

change  in  Yellow  P^es  —  yppasswd,  61 1 
change  login  —  passwd,  379 
read  —  getpas  s,  878 
read,  System  V  —  getpass,  1163 
password  file 

add  entry  —  putpwent,  951 
edit —  vipw,  1790 
get  entry  —  endpwent,  882 
get  entry.  System  V  —  endpwent,  1 164 
get  entry —  f  getpwent,  882 
get  entry.  System  V  —  f  getpwent,  1 164 
get  entry  —  getpwent,  882 
get  entry.  System  V  —  getpwent,  1 164 
get  entry —  getpwnam,  882 
get  entry,  System  V  —  getpwnam,  1164 
get  entry  —  getpwuid,  882 
get  entry,  System  V  —  getpwuid,  1164 
get  entry —  setpwent,  882 
get  entry.  System  V  —  setpwent,  1 164 
get  entry  —  f  setpwf  ile,  882 
get  entry.  System  V  —  f  getpwent,  1 164 
paste  —  horizontal  merge,  380 
path  variable,  110, 454 
patterns,  search  in  file  for —  grep,  218 
pause  —  stop  until  signal,  939 
peat  —  pack  files,  376 
pc  lose  —  close  stream  to  process,  943 
pdpll  —  machine  type  truth  value,  292 
peer  name,  get  —  getpeername,  679 
perimeter  —  display  performance  statistics,  381 
performance  monitoring  —  perimeter,  381 
display  call-graph  profile  data  —  gprof ,  214 
proi  —  display  program  profile,  392 


performance  monitoring  —  perimeter,  continued 
time  —  time  command,  532 
periodic  jobs  table —  crontab,  1381 
peripheral  diagnostics —  sysdiag,  1772 
permissions,  change  mode  —  chmod,  65 
permit  messages —  mesg,  327 
permuted  index,  generate  —  ptx,  403 
perror  —  system  error  messages,  940 
pg  —  browse  text  file,  383 
phones  —  remote  host  phone  numbers,  1420 
ping  —  debug  network,  1709 
pipe,  722 

pipe  mail  command,  298 
pipeline,  C  shell,  97 

place  magnetic  tape  unit  off-line  —  mt,  333 

plot  —  graphics  filters,  386 

plot  —  graphics  interface  files,  1421 

plot  on  Versatec  —  vplot,  584 

pnp  —  automatic  network  installation,  1115 

PNP 

pnpd  —  PNP  daemon,  1711 
pnpboot  — pnp  diskless  boot  service,  1710 
pnpboot  — pnp  diskless  boot  service,  1710 
pnpboot  — pnp  diskless  boot  service,  1710 
pnpd  —  PNP  daemon,  171 1 
pod_exit  0  function,  1064 
pod__getexit  ()  function,  1064 
pod_getmaxpri  ()  function,  1079 
pod__getmaxsize  0  function,  1079 
pod_setexit  ()  function,  1064 
pod_setmaxpri  0  function,  1079 
point  — plot  point,  941 
policies  file,  1359 
poll  function,  723 
popd  command,  107 
popen  —  open  stream  to  process,  943 
portmap  —  DARPA  to  RPC  mapper,  1712 
position  of  directory  stream —  telldir,  834 
pow  —  multiple  precision  exponential,  932, 1086 
power  function  —  pow,  1086 
pp,  Sun386i  parallel  printer  port,  1283 
bed  —  convert  to  antique  media,  1502 
pr  — prepare  files  for  printing,  388 
praudit  — display  audit  trail,  1713 
predefined  variables,  in  C  shell,  109 
prepare  execution  profile 

moncontrol  —  make  execution  profile,  930 
monitor  —  make  execution  profile,  930 
monstartup  —  make  execution  profile,  930 
prepare  files  for  printing  —  pr,  388 
preserve  mail  command,  298 
pretty  printer 

indent  —  format  C  source,  231 
vgr  ind  —  make  formatted  listings,  580 
colcrt  command,  78 
primes  game,  1535 

primitive  system  data  types  —  types,  1480 
print 

print  waiting  mail  —  prmail,  362 
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print,  continued 

values  from  YP  database  —  ypcat,  609 
working  directory  name —  pwd,404 
print  bibliographic  database  —  rof  f  bib,  422 
print  files 

Ipr  — print  files,  280 
print  mail  command,  298 
Print  mail  command,  299 
print  cap  —  printer  capability  data  base,  1422 
print env  —  display  environment,  391 
printer 

abort —  Ipc,  1662 
clean  queue —  Ipc,  1662 
control  —  Ipc,  1662 
daemon  —  Ipd,  1664 
disable  queue —  Ipc,  1662 
Ipq  —  display  queue,  278 
enable  queue  —  Ipc,  1662 
move  jobs —  Ipc,  1663 
remove  jobs  fi-om  queue  —  Iprm,  283 
restart —  Ipc,  1662 
start —  Ipc,  1662 
status  of —  Ipc,  1663 
stop  —  Ipc,  1663 
take  printer  down —  Ipc,  1662 
printer  interface 

vp  —  Ikon  10071-5  Versatec  parallel  printer  interface,  1326 
vpc  —  Systech  VPC-2200  Versatec/Centronics  interface, 
1327 

printer/plotter  accounting,  1708 
print  f  —  formatted  output  conversion,  944 
print  f  —  format  to  stdout.  System  V,  1168 
priority 
get,  681 
set,  681 

priority  of  process  —  nice,  936 

priority  of  process.  System  V  —  nice,  1 166 

prmail  —  print  waiting  mail,  362 

procedure  calls,  assembler,  expand  in-line,  inline,  236 

process 

and  child  process  times.  System  V  —  times,  1 185 
change  priority  —  renice,  1728 
create,  661 

display  status —  ps,  399 
get  core  image  of,  202 
get  identification  —  get  pi  d,  680 
get  times —  times,  1017 
initiate  I/O  to  or  from,  943 
priority —  nice,  936 
priority.  System  V  —  nice,  1166 
sendsigndto —  kill,  693 
software  signals  —  sigvec,  767  thru  770 
terminate —  kill,  247, 655 
terminate  and  cleanup  —  exit,  844 
tracing —  pt  race,  726 
wait  —  wait  process  completion,  589 
process  block  ioctl —  DESIOCBLOCK,  1210 
process  group 

get  —  getpgrp,  753 
send  signal  to —  killpg,  695 
set  —  setpgrp,  753 

process  quickly  ioctl—  DESIOCQUICK,  1210 


processes  and  protection 
execve,  652 
exit,  655 
fork,  661 

get  doma  inname,  668 
getegid,  670 
geteuid,  691 
getgid,  670 
getgroups,  671 
gethostid,  672 
get  host  name,  673 
getpgrp,  753 
getpid,  680 
getppid,  680 
getuid,  691 
ptrace,  726 
set  doma  inname,  668 
set  groups,  671 
set  host  name,  673 
setpgrp,  753 
setregid,  754 
setreuid,  755 
vf  ork,  789 
vhangup,  790 
wait,  791 
wait3,  791 
wait4,  791 

prof  —  profile  within  a  function,  947 
prof  —  display  program  profile,  392 
profil,  725 
profile 

display  call-graph  — gprof,  214 
profile,  execution  —  monitor,  930 
profiling 

prof  —  display  program  profile,  392 
prof,  947 

program  verification  —  assert,  813 
program  verification.  System  V  —  assert,  1131 
programming  languages 

analyze  and  disperse  compiler  error  messages,  175 
assembler,  27 
cc  —  C  compiler,  52 
epp  —  C  preprocessor,  89 
cxref  —  cross  reference  C  program,  123 
lex  —  generate  lexical  analyzer,  258 
lint  —  C  program  verifier,  261 
vgrind  —  make  formatted  listings,  580 
xst r  —  extract  strings  from  C  code,  605 
programming  tools 

adb  —  debug  tool,  13 

be  —  calculator  language,  43 

cf  low  —  code  flow  graph,  60 

compiler  generator,  351 

ctags  —  create  tags  file,  115 

ct  race  —  display  program  trace,  1 17 

dbx  —  source  debugger,  126 

dbxtool  — debugger,  135 

display  call-graph  profile  data  —  gprof,  214 

indent  —  format  C  source,  231 

install  — install  files,  240 

Id  —  link  editor,  250 

lex  —  generate  lexical  analyzer,  258 

lint  —  C  program  verifier,  261 
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programming  tools,  continued 

1  order  —  find  ordering  for  object  library,  277 
m4  —  macro  processor,  288 
maintain  object  libraries,  24 
make  —  build  programs,  311  ihru  324, 355  thru  361 
mkst  r  —  create  C  error  messages,  329 
nm —  display  name  list,  339 
prof  —  display  program  profile,  392 
ran  lib  —  make  random  library,  406 
sees  —  source  code  control  system,  434 
size  —  find  object  file  size,  465 
strings  —  find  printable  strings  in  binary  file,  478 
strip  —  strip  symbols  and  relocation  bits,  479 
teov  —  code  coverage  tool,  516 
time  —  time  command,  532 
toueh  —  update  last  modified  date  of  file,  541 
unif def  —  eliminate  #if def ’s  from  C  input,  560 
yaee  — parser  generator,  607 
programs,  introduction,  3 
PROM  monitor  program,  1679 

PROM  monitor  program,  display  and  load  program  —  eeprom, 
1617 

prompt  mail  variable,  302 
prompt  variable,  110 
protocol  entry 
get,  879 

protocol  specifications,  1 107 

protocol  s  —  protocol  name  data  base,  1425 

protocols,  introduction  to,  1 189 

provide  truth  values —  true,  550 

prs  — display  SCCS  history,  394 

prt  — display  SCCS  history,  397 

ps  —  display  process  status,  399 

PS  1  variable —  sh,  454 

PS 2  variable  —  sh,  454 

psignal  —  system  signal  messages,  948 

pstat  —  display  system  statistics,  1714 

pti  —  (old)  trof f  interpreter,  363 

ptrace,  726 

ptx  —  generate  permuted  index,  403 
pty  — pseudo-terminal  driver,  1284  thru  1286 
publickey  file,  1426 

push  character  back  to  input  stream  —  ungetc,  1028 

pushd  command,  107 

put  character  to  stdout  —  put  char,  949 

put  character  to  stream  —  f  put  c,  949 

put  character  to  stream  —  put c,  949 

put  string  to  stdout —  puts,  952 

put  string  to  stream  —  f  put  s,  952 

put  word  to  stream  —  putw,  949 

put  c  —  put  character  on  stream,  949 

put  char  —  put  character  on  stdout,  949 

putenv  —  set  environment  value,  950 

putmsgO  function,  730 

putpwent  —  add  password  file  entry,  951 

puts  —  put  string  to  stdout,  952 

putw  —  put  word  on  stream,  949 

pwck  —  check  password  database  entries,  1718 

pwd  — print  working  directory  name,  404, 458 

pwdauth  ( )  function,  953 


pwdauthd  daemon,  1719 

Q 

qsort  —  quicker  sort,  954 
queue 

atq  —  display  delayed  execution,  31 
Ipq  —  display  printer,  278 
insert  element  in  —  in  sque,  896 
remove  element  from  —  remque,  896 
remove  jobs  from  delayed  execution  —  atrm,  32 
remove  jobs  from  printer  —  Iprm,  283 
queuedefs  file,  1427 
quick  substitution  —  in  C  shell,  99 
quicker  sort —  qsort,  954 
quiet  mail  variable,  303 
quiet^^nan  ()  function,  1097 
quit  mail  command,  299 
qui  z  —  test  knowledge,  1536 
quot  —  summarize  file  system  ownership,  1720 
quota  —  display  disk  usage  and  limits,  405 
quotacheck  —  check  quota  consistency,  1721 
quotact  1  —  disk  quotas,  732 
quotaof  f  —  turn  file  system  quotas  off,  1722 
quotaon  —  turn  file  system  quotas  on,  1722 
quotas 

edquota  —  edit  user  quotas,  1616 
quotacheck  —  check  quota  consistency,  1721 
quotaof  f  —  turn  file  system  quotas  off,  1722 
quotaon  —  turn  file  system  quotas  on,  1722 
repquota  —  summarize  quotas,  1729 
rquot  ad  —  remote  quota  server,  1747 

R 

rain  —  display  raindrops,  1537 
rand  —  generate  random  numbers,  955 
rand  —  generate  random  numbers,  System  V,  1171 
random  —  generate  random  number,  956 
random  game,  1538 
random  number  generator 
drand48,  836 
erand48,  836 
init  state,  956 
jrand48,  836 
lcong48,  836 
lrand48,  836 
mrand48,  836 
nrand48,  836 
rand,  955 
random,  956 
seed48,  836 
set  state,  956 
srand,  955 
srand48,  836 
s  random,  956 

random  number  generator.  System  V 
rand,  1171 
srand,  1171 

ran  lib  —  make  random  library,  406 
rarpd  —  reverse  Address  Resolution  Protocol  daemon,  1723 
rasfilter8tol  — convert  8-bit  rasterfile  to  1-bit  rasterfile, 
407 
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rasterfile,  1428 

rastrepl  — magnify  raster  image,  408 

rc  —  startup  commands,  1724 

rcmd  —  execute  command  remotely,  958 

rep — remote  file  copy,  409 

rdate  —  remote  date,  1726 

rdis t  —  remote  file  distribution,  41 1 

re_comp  —  compile  regular  expression,  961 

re__exec  —  execute  regular  expression,  961 

read,  734 

read  command,  458 

read  directory  stream —  readdir,  834 

read  formatted 

f  scanf  —  convert  from  stream,  984 
f  scan f  —  convert  from  stream.  System  V,  1 172 
scanf  —  convert  from  stdin,  984 
s  canf  —  convert  from  stdin,  System  V,  1 172 
s  scanf  —  convert  from  string,  984 
sscanf  —  convert  from  string.  System  V,  1172 
read  from  stream —  f  read,  855 
read  mail  —  mail,  293  thru  304 
read  password  —  getpas  s,  878 
read  password.  System  V  —  getpas  s,  1 163 
read  scattered —  readv,  734 
readywrite  pointer,  move  —  1  seek,  698 
readdir  —  read  directory  stream,  834 
readlink,  737 
readonly  command,  459 
real  group  ID 
set,  754 

real  group  ID,  set  —  setrgid,  991 
real  user  ID 

get —  getuid,691 
set —  setreuid,  755 
real  user  ID,  set  —  setruid,  991 
realloc  —  reallocate  memory,  925 
reallocate  memory  —  realloc,  925 
realpath  ()  function,  960 
reboot  —  halt  processor,  738 
reboot  —  system  startup  procedures,  1727 
reboot  system —  fast  boot,  1624 
rebuild  Yellow  Pages  database  —  ypmake,  1794 
receive  message  from  socket,  739 
receive  secret  mail  —  enroll,  604 

reconfigure  fb  ioctl—  GP1I0_REDIRECT__DEVFB,  1221 

record  mail  variable,  303 

reev  —  receive  message  from  socket,  739 

reevf  rom,  739 

recvmsg,  739 

refer  —  insert  literature  references,  415 
regenerate  programs  —  make,  311  thru  324, 355  thru  361 
regexp  —  regular  expression  compile  and  match  routines,  962 
regular  expressions 

compile  — re_comp,  961 
execute —  re_exec,  961 
rehash  command,  107 
relational  database  operator  —  join,  245 
release  blocked  signals  —  sigpause,  764 
remainder  0  function,  1093 


remexportent  ( )  function,  845 
reminder  services 

biff  —  mail  notifier,  45 
calendar  —  reminder  service,  49 
leave  —  remind  you  of  leaving  time,  257 
remote  command  execution  —  on,  373 
remote  command,  return  stream  to  —  rcmd,  958 
remote  command,  return  stream  to  —  rexec,  967 
remote  execution  protocol  —  rex,  1117 
remote  execution  server —  rexecd,  1735 
remote  —  remote  host  descriptions,  1429 
remote  file  copy —  rep,  409 
remote  host 

number  of  users  —  rusers,  1118 
phone  numbers  —  phones,  1420 
send  file  to  —  uusend,  571 
remote  input  editing  ioctl —  TIOCREMOTE,  1285 
remote  kernel  performance,  1 120 
remote  login 

rlogin,  418 
server —  rlogind,  1737 
remote  magtape  protocol  server  —  rmt,  1739 
remote  procedure  call  services 

rquotad — remote  quota  server,  1747 
sprayd  —  spray  server,  1767 
remote  procedure  calls,  968, 1044 
remote  shell —  rsh,426 
remote  shell  server  —  rshd,  1748 
remote  system 

connect  to —  cu,533 
connect  to —  tip,  533 
remote  users,  number  of  —  rnusers,  1118 
remove 

close-on-exec  flag  ioctl  —  FIONCLEX,  1219 
colunms  from  file,  80, 121 
delayed  execution  jobs  —  atrm,  32 
remove  delta  from  SCCS  file  —  rmdel,  421 
directory —  rmdir,  420, 743 
directory  entry  —  unlink,  785 
element  from  queue  —  remque,  896 
file —  nn,420 
filesystem —  unmount,  786 
filename  affixes  —  basename,  42 
nroff,  troff,  tbl  and  eqn  constructs —  deroff, 
146 

print  jobs —  Iprm,  283 
repeated  lines —  uniq,  561 
remque  —  remove  clement  from  queue,  896 
rename  directory —  mv,  334 
rename  file —  mv,  334, 741 
renice  —  change  process  priority,  1728 
reopen  stream  —  f  reopen,  854 
reopen  stream.  System  V  —  f  reopen,  1160 
repeat  command,  107 
reply  mail  command,  299 
Reply  mail  command,  299 
reply  all  mail  variable,  303 
Replyall  mail  command,  299 
replysender  mail  command,  299 
report  file  system  quotas  —  repquota,  1729 
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reposition  stream 
f  seek,  856 
ft  ell,  856 
rewind,  856 

repquota  —  summarize  quotas,  1729 
res__init  — Internet  name  server  routines,  965 
res_mkquery  —  Internet  name  servers,  965 
res_send  —  Internet  name  server  routines,  965 
reset  —  reset  terminal  bits,  551 
reset  terminal  bits —  reset,  551 

resolve .  conf  file  —  name  server  initialization  info,  1431 
resource  consumption,  control  —  vlimit,  1034 
resource  control 

get  r  limit,  682 
get  ru  sage,  684 
setrlimit,  682 
resource  controls 

getpriority,  681 
setpriority,  681 

resource  usage,  get  information  about  —  vt  imes,  1037 

resource  utilization,  get  information  about  —  get r usage,  684 

respond  mail  command,  299 

Respond  mail  command,  299 

restart  GP  ioctl—  GP1I0_CHK_GP,  1221 

restart  printer —  1  pc,  1662 

restore  —  restore  file  system,  1730 

restore  file  system —  restore,  1730 

restore  frame  buffer  image  —  s  creenload,  442 

retension  magnetic  tape  —  mt,  333 

retrieve  datum  under  key  —  fetch,  830 

return  command,  459 

return  stream  to  remote  command  —  rcmd,  958 

return  stream  to  remote  command  —  rexec,  967 

return  to  saved  environment —  long  jmp,  989, 1177 

rev  — reverse  lines  in  file,  417 

reverse  index  strings  —  rindex,  1001 

reverse  lines  in  file  —  rev,  417 

rewind  directory  stream  —  rewinddir,  834 

rewind  —  rewind  stream,  856 

rewind  magnetic  tape  —  mt,  333 

rewind  stream  —  rewind,  856 

rewinddir  —  rewind  directory  stream,  834 

rexd  —  remote  execution  daemon,  1734 

rexec  —  return  stream  to  remote  command,  967 

rexecd  —  remote  execution  server,  1735 

-rgbfile,  1360 

rindex  —  find  character  in  string,  1001 

rint  — rintof,  1102 

rlogin  —  remote  login,  418 

rlogind  —  remote  login  server,  1737 

rm  —  remove  file  or  directory,  420 

rmail  —  process  remote  mail,  1738 

rmde  l  —  remove  delta  from  SCCS  file,  421 

rmdir  —  remove  directory,  743 

rmdi  r  —  remove  directory,  420 

rmt  — remote  magtape  protocol  server,  1739 

robots  game,  1539 

rof  f  bib  —  print  bibliographic  database,  422 
root  directory,  change  —  chroot,  644 


root  directory,  change  for  a  command  —  chroot,  1596 
root,  Sun386i  root  disk  device,  1287 
route  —  manipulate  routing  tables,  1741 
routed  —  network  routing  daemon,  1743 
routing  —  local  network  packet  routing,  1288 
routing  ioctl*s 

SIOCADDRT  —  add  route,  1288 
SIOCDELRT  —  delete  route,  1288 
RPC  routines,  968, 1044 
RPC 

generate  protocols  —  rpegen,  424 
report  RITC  information  —  rpcinf  o,  1745 
RPC  library  functions,  introduction  to,  1 107 
RPC  program  entry,  get  —  get  rpcent,  884 
rpc  —  rpc  name  data  base,  1432 
RPC  protocol  specifications,  1107 

rpegen  —  generate  RPC  protocol,  C  header  files,  and  server 
skeleton,  424 

rpc  info  — report  RPC  information,  1745 

rpow  —  multiple  precision  exponential,  932 

rquotaO  function,  1119 

rquotad  —  remote  quota  server,  1747 

rresvport  —  get  privileged  socket,  958 

r  sh  —  remote  shell,  426 

rshd  —  remote  shell  server,  1748 

rstat  —  performance  data  from  remote  kernel,  1120 

rstatd  —  kernel  statistics  server,  1750, 1751 

rtime  ()  function,  982 

rup  —  display  status  of  network  hosts,  428 

ruptime  —  display  status  of  local  hosts,  429 

ruserok  —  authenticate  user,  958 

rusers  —  who  is  logged  in  on  local  network,  430 

rwall  —  write  to  specified  remote  machines,  1 121 

rwalld  —  network  rwall  server,  1752 

rwho  —  who  is  logged  in  on  local  network,  432 

rwhod  —  system  status  server,  1753 

s 

sa  — process  accounting  summary,  1755 

SAMECV  ( )  function,  1058 

SAMEMON  0  function,  1074 

SAMETHREAD  0  function,  1064 

save  mail  command,  299 

save  mail  variable,  303 

save  stack  environment  —  set  jmp,  989,  1 177 

savecore  —  save  OS  core  dump,  1757 

savehist  variable,  110 

sbrk  —  change  data  segment  size,  638 

scalbO  function,  1096 

scalbn  ()  function,  1093 

scan  directory —  alphasort,  983 

scan  directory  —  scandir,  983 

scandir  —  scan  directory,  983 

scanf  —  convert  from  stdin,  984 

scanf  —  convert  from  stdin.  System  V,  1172 

scatter  read  —  readv,  734 

sees  —  source  code  control  system,  434 

SCCS  commands 
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sees  commands,  continued 

admin  —  administer  SeeS,  21 
ede  —  change  delta  commentary,  58 
comb  —  combine  deltas,  81 
get  —  get  sees  file,  203 
help  —  get  sees  help,  224 
ede  —  display  SeeS  history,  394 
prt  —  display  SeeS  history,  397 
rmdel  —  remove  delta,  421 
sact  —  display  SeeS  file  editing  status,  433 
scesdif  f  —  compare  versions  of  SeeS  file,  438 
unget  —  unget  SeeS  file,  559 
val  —  validate  SCCS  file,  578 
sees  delta 

change  commentary,  58 
combine,  81 
create —  delta,  144 
remove —  rmdel,  421 

scesdif  f  — compare  versions  of  SeeS  file,  438 
sees  file  — sees  file  format,  1433 
schedule  signal —  alarm,  812, 1026 
scheduling  priority 
get,  681 
set,  681 

screen  fonts,  edit —  font  edit,  190 
screen-oriented  editor  —  vi,  582 
screenblank  —  turn  of  idle  screen,  439 
screendump  —  dump  frame  buffer  image,  440 
screenload  —  load  frame  buffer  image,  442 
script  —  make  script  of  terminal  session,  444 
sd  —  Adaptec  ST-506  Disk  driver,  1289  thru  1290 
sdif  f  —  side-by-side  compare,  445 
sdiv  —  multiple  precision  divide,  932 
search  for  files,  183 

search  for  pattern  in  file  —  grep,  218 
search  functions 

b search  binary  search,  816 
h search  —  hash  table  search,  891 
1  search  —  linear  search  and  update,  923 
seconvert  —  convert  number  to  ASCII,  838 
secret  mail 

enroll  for —  enroll,  604 
receive  —  enroll,  604 
send  —  xsend,  604 
sed  —  stream  editor,  446 

seed48  —  generate  uniformly  distributed  random  numbers,  836 

seek  in  directory  stream  —  seekdir,  834 

seek  on  stream  —  f  seek,  856 

seekdir  —  seek  in  directory  stream,  834 

select,  744 

selection,  copy  to  standard  output —  get_s  elect  ion,  208 

select  ion_svc,  451 

semaphore 

control  —  semctl,  746 
get  set  of  —  semget,  748 
operations —  semop,  749 
semctl  —  semaphore  controls,  746 
semget  —  get  semaphore  set,  748 
semop  —  semaphore  operations,  749 
send 


send,  continued 

file  to  remote  host  —  uu send,  57 1 
message  fix>m  socket —  send,  751 
secret  mail —  xsend,  604 
signal  to  process —  kill,  247, 693 
signal  to  process  group —  killpg,  695 
send  a  keyboard  command  ioctl —  KIOCCMD,  1236 
send  and  receive  mail  —  mail,  293  thru  304 
sendmail  aliases  file  —  aliases,  1367 
sendmail  —  mail  delivery  system,  1758 
sendmail  aliases  file  —  .  forward,  1367 
sendmail  mail  variable,  303 
sendmsg  —  send  message  over  socket,  751 
sendto  —  send  message  to  socket,  751 
sendwait  mail  variable,  303 
serial  communications  driver  —  zs,  1335  thru  1336 
servers 

comsat  —  biff  server,  1599 
f  tpd  —  Internet  File  Transfer  Protocol,  1632 
inetd  —  Internet  server  daemon,  1644 
lockd  —  network  lock  daemon,  1660 
mount  d — mount  request  server,  1690 
named  —  internet  domain  name  server  daemon,  1691 
pnpd  —  PNP  daemon,  171 1 
rexecd  —  remote  execution  server,  1735 
rlogind  —  remote  login  server,  1737 
r  shd  —  remote  shell  server,  1748 
rstatd  —  kernel  statistics  server,  1750, 1751 
rwalld  —  network  rwall  server,  1752 
rwhod  —  system  status  server,  1753 
statd  —  network  status  monitor,  1768 
talkd  —  talk  program  server,  1774 
timed  —  DARPA  Time  server,  1781 
t named  —  DARPA  Trivial  name  server,  1782 
yppas  swdd  —  Yellow  Pages  password  server,  1795 
service  entry,  get  —  get  servent,  886 
set 

arp  entry  ioctl  —  SIOCSARP,  1194 

close-on-exec  for  fd  ioctl —  FIOCLEX,  1219 

current  domain  name  —  domainname,  157 

current  host  name,  227 

current  signal  mask  —  sigsetmask,  765 

date  and  time  —  gettimeofday,  689 

disk  geometry  ioctl  —  DKIOCSGEOM,  1211 

disk  partition  info  ioctl —  DKIOCSPART,  1211 

environment  value  —  putenv,  950 

file  creation  mode  mask  —  umask,  783 

file  owner  ioctl—  FIOSETOWN,  1219 

high  water  mark  ioctl  —  SIOCSHIWAT,  1304 

iftiet  address  ioctl —  SIOCSIFADDR,  1226 

ifnet  flags  iocU  —  SIOCSIFFLAGS,  1226 

line  discipline  ioctl  —  TIOCSETD,  1 196 

low  water  mark  ioctl —  SIOCSLOWAT,  1304 

m/c  address  ioctl  —  SIOCADDMULTI,  1227 

memory  management  debug  level  —  malloc_debug,  926 

name  of  current  host,  227 

network  group  entry  —  set  net  grant,  875 

network  service  entry  —  getservent,  886 

p-p  address  ioctl —  SIOCSIFDSTADDR,  1226 

process  domain  name  —  setdomainname,  668 

RPC  program  entry  —  setrpeent,  884 

scheduling  priority  —  set  priority,  681 
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set,  continued 

signal  stack  context  —  sigstack,  766 
terminal  characteristics —  stty,480 
terminal  characteristics —  t  set,  551 
terminal  state  —  stty,  1009 
user  limits —  ulimit,  1027 
user  mask —  uinask,  783 
set  command,  107, 459 

set  high  water  mark  ioctl —  S  IOC  SHI  WAT,  1325 
set  keyboard  “direct  input’*  state  ioctl —  KIOCSDIRECT, 
1236 

set  keyboard  translation  ioctl —  KIOCTRANS,  1235 
set  low  water  mark  ioctl  —  SIOCSLOWAT,  1325 
set  mail  command,  299 
set  options  sockets,  687 
set/clear 

async  I/O  ioctl  —  FIOASYNC,  1219 
non-blocking  I/O  ioctl—  FIONBIO,  1219 
packet  mode  (pty)  ioctl —  TIOCPKT,  1285 
setae  ( )  function,  859 
setuseraudit  ()  function,  756 
setbuf  —  assign  buffering,  987 
setbuf  —  assign  buffering,  System  V,  1175 
setbuf  fer  —  assign  buffering,  987 
setbuf  fer  —  assign  buffering.  System  V,  1 175 
set  doma inname  —  set  process  domain,  668 
setegid  —  set  effective  group  ID,  991 
setenv  command,  107 
seteuid  —  set  effective  user  ID,  991 
setexportent  ()  function,  845 
set f  sent  — get  file  system  descriptor  file  entry,  865 
setgid  —  set  group  ID,  991 
setgid  —  set  group  ID,  System  V,  1 179 
setgraent  ()  function,  866 
set  grent  —  get  group  file  entry,  867 
setgroups,  671 

sethostent  —  get  network  host  entry,  869 
sethostname,  673 
setitimer,  674 

set  jmp  —  save  stack  environment,  989, 1177 

set  jmp  —  non-local  goto,  989, 1 177 

set  key  —  encryption,  822 

setkeys  —  change  keyboard  layout,  364 

setlinebuf  —  assign  buffering,  987 

setlinebuf  —  assign  buffering.  System  V,  1175 

closelog  —  set  log  priority  mask,  101 1 

setmntent  —  get  filesystem  descriptor  file  entry,  872 

setnetent  —  get  network  entry,  874 

set  net  grent  —  get  network  group  entry,  875 

setpgrp,  753 

setpriority,  681 

setprotoent  —  get  protocol  entry,  879 
setpwaentO  function,  881 
setpwent  —  get  password  file  entry,  882 
setpwent  —  get  password  file  entry.  System  V,  1 164 
f  getpwent  —  get  password  file  entry,  882 
setregid,  754 
setreuid,  755 

set  rgid  —  set  real  group  ID,  991 


setrlimit,  682 
set  rpcent  —  get  RPC  entry,  884 
setruid  —  set  real  user  ID,  991 
set  servant  —  get  service  entry,  886 
setsockopt,  687 

set  state  —  random  number  routines,  956 
settimeof  day,  689 
setttyent  (  )  function,  887 
setuid  —  set  user  ID,  991 
set  uid  —  set  user  ID,  System  V,  1 179 
setup_client  command,  1761 
setup_exec  command,  1763 
setuseraudit  ()  function,  756 
setusershell  ()  function,  889 
setvbuf  — assign  buffering,  987 
setvbuf  —  assign  buffering.  System  V,  1175 
sf  convert  —  convert  number  to  ASCII,  838 
sgconvert  —  convert  number  to  ASCII,  838 
sh  command.  Bourne  shell,  452  thru  460 
shared  libraries 

display  users  of —  ldd,256 
shared  memory 

control  — shmctl,  757 
get  segment  — shmget,  758 
operation  — shmop,  760 

shell 

remote —  rsh,426 

shell  command,  issuing  —  system,  1013 

shell  functions.  Bourne,  453 

shell  mail  command,  299 

SHELL  mail  variable,  303 

shell  variable,  110,455 

shell  variables,  in  Bourne  shell,  454  thru  455 

shell  window 

cmdtool,  73 
shelltool,  461 

shelltool  —  shell  terminal  window,  461 
shift  command,  107, 459 
shift_lines  —  textedit  selection  filter,  529 
shmctl  —  shared  memory  control,  757 
shmget  — get  shared  memory  segment,  758 
shmop  —  get  shared  memory  operations,  760 
showmount  —  display  remote  mounts,  1764 
showto  mail  variable,  303 
shutdown,  762 

shutdown  —  shut  down  multiuser  operation,  1765 
si  —  Sun  SCSI  Disk  driver,  1289  thru  1290 
sigblock,  763 
sigfpe  function 

sigfpeO  function,  992 

siginterrupt  — interrupt  system  calls  with  software  signal, 
994 

sign  mail  variable,  303 
login  —  sign  on,  272 

to  remote  machine —  rlogin,  418 
sign-on  last —  last,  248 
signal 

schedule —  alarm,  812,  1026 
stop  until —  pause,  939 
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signal  —  software  signals,  995, 998 
signal  —  software  signals.  System  V,  1180 
signal  handling,  in  C  shell,  103 
signal  messages 
psignal,  948 
sys_siglist,  948 
signaling_nan  ()  function,  1097 
signals 

kill,  693 

killpg  —  send  to  process  group,  695 
sigblock,  763 
sigpause,  764 
sigsetmask,  765 

sigstack  —  signal  stack  context,  766 
signbit  0  function,  1093 
significand  and  exponent,  split  into  —  f  rexp,  1087 
significandO  function,  1096 
sigpause,  764 
sigsetmask,  765 

sigstack  —  signal  stack  context,  766 
sigvec  —  software  signals,  767  thru  770 
sin  — trigonometric  sine,  1106 
single-precision  versions  of  math  functions,  1104 
single_to__decimal  —  decimal  record  from  single-precision 
floating,  850 

sinh  —  hyperbolic  sine,  1088 
SIOCADDMULTI  —  set  m/c  address,  1227 
SIOCADDRT  —  add  route,  1288 
SIOCDARP  — delete  arp  entry,  1194 
SIOCDELMULTI  — delete  m/c  address,  1227 
SIOCDELRT  —  delete  route,  1288 
SIOCGARP  — get  arp  entry,  1194 
SIOCGHIWAT  —  get  high  water  mark,  1304, 1325 
SIOCGIFADDR  —  get  ifnet  address,  1226 
SIOCGIFCONF  — getifnetlist,  1226 
SIOCGIFDSTADDR— get  p-p  address,  1226 
SIOCGIFFLAGS  — get  ifnet  flags,  1226 
SIOCGLOWAT  —  get  low  water  mark,  1304, 1325 
SIOCSARP  —  set  arp  entry,  1194 
SIOCSHIWAT  —  set  high  water  mark,  1304, 1325 
SI OCSIFADDR  —  set  ifnet  address,  1226 
SIOCSIFDSTADDR  —  set  p-p  address,  1226 
SIOCSIFFLAGS  —  set  ifnet  flags,  1226 
SIOCSLOWAT  —  set  low  water  mark,  1304, 1325 
SIOCSPROMISC  —  toggle  promiscuous  mode,  1227 
size  —  find  object  file  size,  465 
size  mail  command,  299 
skip  backward  magnetic  tape  files  —  mt,  333 
skip  backward  magnetic  tape  records  —  mt,  333 
skip  forward  magnetic  tape  files  —  mt,  333 
skip  forward  magnetic  tape  records  —  mt,  333 
sleep  —  suspend  execution,  466 
sleep  —  suspend  execution,  997,  1182 
sm,  file,  1437 
SMD  disk  controller 

xy  —  Xylogics  450,  1332  thru  1333 
xy  —  Xylogics  451, 1332  thru  1333 
xd  —  Xylogics  7053, 1329  thru  1330 
smoothing,  interpolate  curve  —  spline,  476 


snake  —  display  chase  game,  1541 
snap  command,  467 
socket,  771 

socket  I/O,  see  sockio(4),  1291 
socket  operations 

a  sy  n  c_daemon,  718 
bind,  636 
connect,  647 
getpeername,  679 
getsockname,  686 
getsockopt,  687 
listen,  697 
nfssvc,  718 
reev,  739 
reevf  rom,  739 
recvmsg,  739 
send,  751 
sendmsg,  751 
sendto,  751 
setsockopt,  687 
shutdown,  762 
socket,  771 
socketpair,  773 
socket  operations,  accept  connection 
accept,  628 
socket  options 
get,  687 
set,  687 

socketpair  create  connected  socket  pair,  773 
soelim — eliminate  .so's  from  nroff  input,  469 
interrupt  system  calls  with  software  signal  —  siginterrupt, 
994, 995,998 

software  signal  —  signal.  System  V,  1180 
sort  bibliographic  database  —  sortbib,  473 
sort  —  sort  and  collate  lines,  470 
sort  and  collate  lines  —  sort,  470 
sort  quicker —  qsort,  954 
sort  topologically —  t  sort,  555 
sortbib  —  sort  bibliographic  database,  473 
smted  file 

find  lines  in —  look,  275 
remove  rq>eated  lines  —  uniq,  561 
source  code  control  system —  sees,  434 
source  conamand,  107 
source  mail  command,  299 
space  —  specify  plot  space,  941 
spaces,  to  tabs  —  unexpand,  179 
Sparc  —  machine  type  truth  value,  292 
spawn  process,  789 

special  characters  for  equations  —  eqnchar,  1550 
special  file 
make,  702 

make —  mknod,  1674 
special  files  —  makedev,  1668 
specify  paging/swapping  device  —  swapon,  778 
spell  —  check  spelling,  474 
spell  in  —  check  spelling,  474 
spellout  —  check  spelling,  474 
spheresdemo  —  graphics  demo,  1521 
spline  —  interpolate  smooth  curve,  476 
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split  —  split  file  into  pieces,  All 

split  into  significand  and  exponent —  f  rexp,  1087 

spray  —  spray  packets,  1766 

spray  0  function,  1123 

sprayd  —  spray  server,  1767 

sprint  f  —  formatted  ou^ut  conversion,  944 

sprint  f  —  format  to  string.  System  V,  1168 

sqrt  —  square  root  function,  1105 

srand  —  generate  random  numbers,  955 

srand  —  generate  random  numbers.  System  V,  1 171 

s random  —  generate  random  number,  956 

sscanf  —  convert  from  string,  984 

sscanf  —  convert  from  string,  System  V,  1 172 

St  —  Sysgen  SC  4000  (Archive)  Tape  Driver,  1292  thru  1293 

stand-alone  utilities 

kadb  —  kernel  debugger,  1653 
standard  I/O  library  functions,  introduction  to,  999, 1183 
standard  output 

copy  to  many  files  —  tee,  517 
start  output  (like  control-Q)  ioctl  —  TIOCSTART,  1285 
start  printer —  1  pc,  1662 
startup  procedures  —  boot,  1586, 1650, 1727 
St  at  —  obtain  file  attributes,  774 
statd  —  network  status  monitor,  1768 
state  of  terminal 

get —  gtty,  1009 
set —  stty,  1009 

stat  f  s  —  obtain  file  system  statistics,  776 
static  file  system  information  —  f  stab,  1396 
statistics 

I/O —  iostat,  1651 
of  file  system —  fstatfs,  776 
of  file  system  —  s tat f  s,  776 
prof  il,  725 

rstatd  —  kernel  statistics  server,  1750, 1751 
statistics  of  NFS,  display  —  nf  sstat,  1704 
status  monitor  files  for  network  services,  1438 
status  monitor  protocol,  1122 
status  of  network 

display  —  net  stat,  1696 
status  of  printer —  Ipc,  1663 
status  variable,  110 
stdin 

get  character —  getchar,  861 
get  character,  System  V  —  getchar,  1162 
get  string  from —  gets,  885 
input  conversion  —  scanf ,  984 
input  conversion.  System  V  —  scanf,  1172 
stdout 

ouq;)ut  conversion,  System  V  —  print  f,  1 168 
put  character  to  —  put  char,  949 
sticky  bit  —  chmod,  640 
sticky  directory,  1769 
STKTOP  0  function,  1068 
stop  command,  107 

stop  output  (like  control-S)  ioctl —  TIOCSTOP,  1285 

stop  printer  —  Ipc,  1663 

stop  processor,  738 

stop  processor —  halt,  1639 

stop  until  signal  —  pause,  939 


storage  allocation,  925  thru  926 

alloca  —  allocate  on  stack,  926 
calloc  —  allocate  memory,  925 
cf  ree  —  free  memory,  925 
free  —  free  memory,  925 
malloc  —  allocate  memoiy,  925 
malloc_debug  —  set  debug  level,  926 
malloc_verify  —  verify  heap,  926 
memalign  —  allocate  aligned  memory,  925 
realloc  —  reallocate  memory,  925 
valloc  —  allocate  aligned  memoiy,  926 
storage  management,  925  thru  926 
storage  management  debugging 
store  datum  under  key  —  store,  830 
store  —  store  datum  under  key,  830 
St  r cat  —  concatenate  strings,  1001 
index  —  find  character  in  string,  1001 
stremp  —  compare  strings,  1001 
strepy  —  copy  strings,  1001 
str cat  —  duplicate  string,  1001 
stream 

f  open  —  open  stream,  System  V,  1160 

assign  buffering  —  setbuf ,  987 

assign  buffering.  System  V  —  setbuf,  1175 

assign  buffering  —  setbuf  fer,  987 

assign  buffering.  System  V  —  setbuf  fer,  1175 

assign  buffering  —  setlinebuf,  987 

assign  buffering.  System  V  —  setlinebuf,  1175 

assign  buffering  —  setvbuf,  987 

assign  buffering.  System  V  —  setvbuf,  1175 

associate  descriptor  —  f  dopen,  854 

associate  descriptor.  System  V  —  f  dopen,  1160 

close —  fc lose,  847 

flush—  f flush,  847 

f  printf  —  format  to  stream.  System  V,  1168 

get  character —  fgetc,  861 

gel  character,  System  V  —  fgetc,  1162 

get  character —  get  c,  861 

get  character.  System  V  —  get  c,  1 162 

get  character —  getchar,  861 

get  character.  System  V  —  getchar,  1162 

get  position  of  —  f  tell,  856 

get  string  from —  fgets,  885 

get  word —  getw,  861 

get  word.  System  V  —  getw,  1 162 

input  conversion —  scanf,  984 

input  conversion.  System  V  —  scanf,  1 172 

open —  f  open,  854 

ou^ut  conversion.  System  V  —  printf,  1168 

printf  —  format  to  stdout.  System  V,  1 168 

push  character  back  to  —  unget  c,  1028 

put  character  to —  fputc,  949 

put  character  to —  put  c,  949 

put  string  to —  puts,  952 

put  string  to —  fputs,  952 

put  word  to —  putw,  949 

read  from  stream  —  f  read,  855 

reopen  —  f  reopen,  854 

reopen,  System  V  —  f  reopen,  1160 

reposition  —  rewind,  856 

return  to  remote  command —  rcmd,958 

return  to  remote  command  —  rexec,  967 

rewind  —  rewind,  856 
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stream,  continued 

write  to  stream —  f  write,  855 
seek —  fseek,  856 

sprint  f  —  format  to  string.  System  V,  1168 
stream  editor —  seci,446 
stream  status  enquiries 

clearerr  —  clear  error  on  stream,  849 
clearer r — clear  error  on  stream.  System  V.  1 159 
f  eof  —  enquire  EOF  on  stream,  849 
f  eof  —  enquire  EOF  on  stream,  System  V,  1 159 
f  error  —  inquire  error  on  stream,  849 
f  error  —  inquire  error  on  stream.  System  V,  1 159 
f  ileno  —  get  stream  descriptor  number,  849 
f  ileno  —  get  stream  descriptor  number.  System  V,  1 159 
stream,  formatted  output 

f  print f  —  format  to  stream.  System  V,  1168 
print  f  —  format  to  stdout.  System  V,  1 168 
sprint f  —  format  to  string.  System  V,  1168 
streaming  1/4-inch  tape  drive  —  ar,  1193 
STREAMS 

clone  device  driver,  1203 
I/O,  see  streamio(4),  1294 
Idterm  terminal  module,  1252 
NTT,  Network  Interface  Tap,  1272 
nit__buf,  NIT  buffering  module,  1275 
nit_if,  NIT  device  interface,  1277 
nit_pf,  NIT  packet  filtering  module,  1279 
ttcompat,  V7,  BSD  compatibility  module,  1319 
string 

number  conversion  —  printf ,  944, 984 
number  conversion,  System  V  —  printf,  1168, 1172 
string  operations 

compare  —  stremp,  1001 
compare  —  strncinp,  1001 
concatenate —  streat,  1001 
concatenate  —  strncat,  1001 
copy —  strepy,  1001 
copy  —  strnepy,  1001 
get  from  stdin  —  gets,  885 
get  from  stream  —  f  get  s,  885 
index  —  nndex,  1001 
put  to  stdout  —  put  s,  952 
put  to  stream —  fputs,  952 
reverse  index  —  r index,  1001 
reverse  index  —  rindex,  1001 
string__to_deciinal  — decimal  record  from  character  string, 
1004 
strings 

convert  from  numbers,  838 
strings  —  find  printable  strings  in  binary  file,  478 
strip  —  strip  symbols  and  relocation  bits,  479 
strip  filename  affixes  —  basename,  42 
St  rlen  —  get  length  of  string,  1001 
strncat  —  concatenate  strings,  1001 
strnemp  —  compare  strings,  1001 
strnepy  —  copy  strings,  1001 
rindex  —  find  character  in  string,  1001 
st  rtod  —  ASCII  string  to  double,  1007 
strtol  —  ASCII  string  to  long  integer,  1008 
stty  command,  480 
stty  —  set  terminal  state,  1009 

stty_f  rom_def  ault  s  —  set  terminal  from  SunView  defaults. 


484 

su  —  substitute  user  id,  485 

substitute  user  id —  su,485 

sum  —  sum  and  count  blocks  in  file,  486 

summarize  file  system  quotas  —  repquot  a,  1729 

sun  —  machine  type  truth  value,  292 

Sun  10  Mb/s  Ethernet  interface  —  ie,  1224  thru  1225 

Sun  floppy  disk  driver  —  f  d,  1218 

Sun  keyboard  device  —  kbd,  1251 

Sun  mouse  device  —  mouse,  1263 

Sun  mouse  streams  module  —  mouse,  1264 

Sun  SCSI  disk  driver—  si,  1289  thru  1290 

Sun-3/50  10  Mb/s  Ethernet  interface  —  le,  1254  thru  1255 

sun3cvt  —  convert  large  Sun-2  executables  to  Sun-3, 367 

suninstall  command,  1770 

SunView 

coloredit,  79 
iconedit,  228 
start  up  environment,  487 
sun  view  —  Suntools  window  environment,  487 
SunView  environment,  changing  default  settings  — 
defaultsedit,  141 

SunWindows,  graphics  tool  —  gf  xtool,  213 

super  block,  update  —  sync,  780 

super-user  command  —  su,  485 

suspend  command,  107 

suspend  execution  —  sleep,  466 

suspend  execution  —  sleep,  997, 1182 

suspend  execution  for  interval  in  microseconds  —  u sleep,  1029 

swab  —  swap  bytes,  1010 

swap  bytes  —  swab,  1010 

swapon  —  specify  paging  device,  778 

swapon  —  specify  paging  device,  1771 

swapping  device  —  swapon,  778 

swapping  devices,  specify —  swapon,  1771 

swin  —  set  window  input  behavior,  496 

switch  command,  108 

switcher,  499 

symbol  table,  get  entries  from  —  nlist,  937, 1 167 
symbolic  link 
create,  779 
read  value  of,  737 
symbolic  link,  make  —  In,  265 
symlink,  779 

symorder  —  update  symbol  table  ordering,  501 
sync  —  update  super  block,  780 
sync  —  update  super  block,  502 
synchronize  file  state  —  f  sync,  662 
synchronous  I/O  multiplexing,  744 
sys__errlist  —  system  error  messages,  940 
sy  s_ner  r  —  system  error  messages,  940 
sys_siglist  —  system  signal  messages,  948 
syscall,  781 

sysdiag  —  system  diagnostics,  1772 
sysex  command,  503 

Sysgen  SC  4000  (Archive)  Tape  Driver  —  st,  1292  thru  1293 

syslog  —  make  system  log  entry,  368 

syslog  —  write  message  to  system  log,  101 1 

syslogd .  conf  —  system  log  daemon  configuration  file,  1439 
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syslogd  —  system  log  message  daemon,  1773 
Systech  VPC-2200  interface  —  vpc,  1327 
system  administration 

adduser  —  add  new  user  account,  1577 
catman  —  create  cat  files  for  manual  pages,  1593 
install  —  install  files,  240 
system  calls,  introduction  to,  613  thru  624 
system  configuration  files,  build  —  conf  ig,  1600 
system  data  types  —  types,  1480 
system  EEPROM  display  and  load  program,  1617 
system  error  messages 

errno  —  system  error  messages,  940 
perror  —  system  error  messages,  940 
sys_errlist  —  system  error  messages,  940 
sys_nerr  —  system  error  messages,  940 
system  error  numbers,  introduction  to,  613  thru  617 
system  —  issue  shell  command,  1013 
system  log  configuration  file  —  syslogd .  conf,  1439 
system  log  daemon  —  syslog,  1773 
system  log,  control —  syslog,  1011 
system  maintenance  and  operation,  1569 
system  operation  support 
mount,  706 

process  accounting  —  acct,  630 
reboot,  738 

swapon  —  specify  paging  device,  778 
sync,  780 
vadvise,  788 

system  page  size,  get  —  getpagesi  ze,  678 
system  PROM  monitor  program,  1679 
system  resource  consumption 
control —  vlimit,  1034 
system  signal  messages 
psignal,  948 
sys_siglist,  948 
system  special  files  —  makedev,  1668 
system  status  server  —  rwhod,  1753 
system  to  system  command  execution  —  uux,  574 
system  to  system  copy  —  uucp,  568 
System  V  commands 
banner,  36 
cat,  50 
cc,  52 
chmod,  65 
col,  77 
date,  124 
dif  f  3, 152 
diremp,  155 
du,  162 
echo,  163 
expr,  180 
grep,  218 
grpek,  1638 
lint,  261 
Is,  285 
m4,  288 
nohup,  342 
od,  348 
pg,  383 
pr,  388 
pwck,  1718 


System  V  commands,  continued 
sed,  446 
sort,  470 
sum,  486 
test,  522 
time,  532 
touch,  541 
tr,  544 
uname,  558 

System  V  library  functions,  introduction  to,  1 127 
System  V  library,  system  call  versions 
getpgrp,  753 
open,  719 
setpgrp,  753 
uname,  784 
write,  794 

syswait  —  execute  a  command,  505 

T 

taac  device,  1302 

tabs  command,  505 

tabs,  expand  to  spaces  —  expand,  179 

tabstop  specifications  in  text  files  —  f  spec,  1394 

tail  —  display  last  part  of  file,  507 

talk  —  talk  to  another  user,  508 

talkd  —  talk  server,  1774 

tan  —  trigonometric  tangent,  1106 

tanh  —  hyperbolic  tangent,  1088 

tape 

backspace  files —  mt,  333 
backspace  records  —  mt,  333 
copy,  blocking  preserved  —  tcopy,  515 
erase —  mt,333 
forward  space  files  —  mt,  333 
forward  space  records  —  mt,  333 
get  unit  status —  mt,  333 
manipulate  magnetic —  mt,  333 
place  unit  off-line  —  mt,  333 
retension  —  mt,  333 
rewind —  mt,333 
scan —  tcopy,  515 
skip  backward  files —  mt,  333 
skip  backward  records  —  mt,  333 
skip  forward  files —  mt,  333 
skip  forward  records —  mt,  333 
write  EOF  mark  on  —  mt,  333 
tape  archives —  tar,  509 
bar  command,  37 
tape  block  size  —  512  bytes,  1612 
tape  drive,  1/2-inch 

tm  —  tapemaster,  1318 
xt  — Xylogics472, 1331 
tape  drive,  1/4-inch 

ar  —  Archive  1/4-inch  Streaming  Tape  Drive,  1193 
Sysgen  SC  4000  (Archive)  Tape  Driver  —  s t,  1292  thru 
1293 

tape  interface —  mtio,  1268 

tape  operation  ioctl  —  MTIOCTOP,  1268 

tapemaster  1/2-inch  tape  drive —  tm,  1318 

tar  —  tape  archiver,  509 

tar  —  tape  archive  file  format,  1442 
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tbl  — remove  construct:  —  derof  f ,  146 
table  formatter,  513 
tcov  —  code  coverage  tool,  516 
TCP  ioctl’s 

S  lOCGHI WAT  —  get  high  water  mark,  1304 
SIOCGLOWAT  —  get  low  water  mark,  1304 
SIOCSHIWAT  —  set  high  water  mark,  1304 
SIOCSLOWAT  —  set  low  water  mark,  1304 
tcp  —  Internet  Transmission  Control  Protocol,  1303  thru  1304 
tdelete  —  delete  binary  tree  node,  1021 
tee  — copy  standard  output  to  many  files,  517 
tekt  ool  —  emulate  Tektronix  4014, 369 
Tektronix  4014,  emulate  —  tekt  ool,  369 
tell,  698 

tell  dir  —  position  of  directory  stream,  834 
telnet  — TELNET  interface,  518 
telnetd  daemon,  1775 
temporary  file 

create  name  for  —  tmpnam,  1020 
term  —  terminal  driving  tables,  1444, 1450 
termcap  —  terminal  capability  data  base,  1452 
terminal 

configuration  data  base  —  get ty tab,  1399 
find  name  of  —  ttyname,  1024 
get  name  of —  tty,  556 
I/O,  see  termio(4),  1305 
make  script  of  session  —  script,  444 
reset  bits —  reset,  551 
set  characteristics  —  stty,  480, 551 
terminal  emulation,  ANSI,  1204  thru  1208 
terminal  emulator —  console,  1204  thru  1209 
terminal  independent  operations 
tgetent,  1014 
t  get  flag,  1014 
tgetnum,  1014 
tgetstr,  1014 
tgoto,  1014 
tputs,  1014 

aim  —  Sun  ALM-2  Asynchronous  Line  Multiplexer,  1258 
aim  —  Sun  ALM-2  Asynchronous  Line  Multiplexer,  1259 
terminal  state 

get —  gtty,  1009 
set —  stty,  1009 
terminal  t3^s  —  ttytype,  1479 
terminate  process,  655, 844 
terminate  program —  abort,  810 
termination  handler,  name  —  on_exit,  938 
terminf  o  —  System  V  terminal  capability  data  base,  1460 
test  command,  459, 522 
text  editing 

ed  —  line  editor,  164 
edit  —  line  editor,  177 
ex  —  line  editor,  177 
sed  —  stream  editor,  446 
vi  —  visual  editor,  582 
text  file 

browse  through —  pg,  383 
text  file,  browse  through 
more,  330 
page,  330 

text  processing  utilities 


text  processing  utilities,  continued 

awk  —  scan  and  process  patterns,  33 
cat  —  concatenate  files,  50 
reverse  lines  in  file  —  rev,  417 
search  for  patterns  —  grep,  218 
sort  —  sort  and  collate  lines,  470 
spell  —  check  spelling,  474 
split  —  split  file  into  pieces,  477 
tail  —  display  last  part  of  file,  507 
t  r  —  translate  characters,  544 
t  sort  —  topological  sort,  555 
ul  —  underline  text,  557 
uniq  —  remove  repeated  lines,  561 
textedit  — Sun  View  text  editor,  524 
t  f  ind  —  search  binary  tree,  1021 
tftp  command,  530 
tftpd  daemon,  1776 
tgetent  — get  entry  for  terminal,  1014 
tget  f  lag  —  get  Boolean  cababUity,  1014 
tgetnum  —  get  numeric  cabability,  1014 
tgetstr  —  get  string  cabability,  1014 
tgoto  —  go  to  position,  1014 
then  command,  453 
tic  command,  1778 
tilde  escapes  in  mail,  294 /Aru  295 
time 

adjust^ —  ad  j  time,  631 
display  date  and,  124 
display  in  window,  71 
time  and  date 

get —  time,  1016 
get —  gettimeof  day,  689 
get —  ftime,  1016 
set —  settimeof  day,  689 
time  and  date  conversion 
asctime,  824 
ctime,  824 
dysize,  824 
gmtime,  824 
localtime,  824 
timegm,  824 
timelocal,  824 
tzset,  824 
tzsetwall,  825 
time  and  date  conversion,  System  V 
asctime,  1132 
ctime,  1132 
gmtime,  1132 
localtime,  1132 
timegm,  1132 
timelocal,  1132 
tzset,  1132 
tzsetwall,  1133 
time  command,  108, 532 
time  —  get  date  and  time,  1016 
time  variable,  110 
timed  —  time  server,  1781 
timed  event  jobs  table  —  crontab,  1381 
timed  event  services 

at  —  do  job  at  specified  time,  29 
calendar  —  reminder  service,  49 
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timed  event  services,  continued 

leave  —  remind  you  of  leaving  time,  257 
timed  events  —  cron,  1606 
timegm  —  date  and  time  conversion,  824 
t imegm  —  date  and  time  conversion,  System  V,  1 132 
timelocal  —  date  and  time  conversion,  824 
timelocal  —  date  and  time  conversion,  System  V,  1132 
timerclear  —  macro,  674 
timercmp  —  macro,  674 
timerisset  —  macro,  674 
times  command,  459 
times  —  get  process  times,  1017 

times  —  get  process  and  child  process  times,  System  V,  1 185 
timezone  — get  time  zone  name,  1018 
timing  and  statistics 
clock,  821 
getitimer,  674 
gettimeof  day,  689 
profil,  725 
seti  timer,  674 
settimeof  day,  689 
timerclear —  macro,  674 
timercmp  —  macro,  674 
timerisset  —  macro,  674 
TIOCCONS  — get  console  I/O,  1204 
TIOCGETD  — get  line  discipline,  1196 
TI OCPKT  —  set/clear  packet  mode  (pty),  1285 
TIOCREMOTE  —  remote  input  editing,  1285 
TIOCSETD  —  set  line  discipline,  1196 
TIOCSTART  —  start  output  (like  control^Q),  1285 
TIOCSTOP  —  stop  output  (like  conIrol-S),  1285 
tip  —  connect  to  remote  system,  533 
tm  —  tapemaster  1/2-inch  tape  drive,  1318 
tmpf  ile  —  create  temporary  file,  1019 
tmpnam  —  make  temporary  file  name,  1020 
tnamed  —  name  server,  1782 

toascii  —  convert  character  to  ASCII,  System  V,  1134 
toascii  —  convert  character  to  ASCII,  826 
toe  file,  1361 

toggle  promiscuous  mode  ioctl  —  SIOCSPROMISC,  1227 

to  lower  —  convert  character  to  lower-case.  System  V,  1134 

to  lower  —  convert  character  to  lower-case,  826 

_to lower — convert  character  to  lower-case,  System  V,  1134 

toolplaces  —  show  current  window  info,  539 

tools 

mailtool,  305 
textedit,  524 
top  mail  command,  299 
toplines  mail  variable,  303 
topological  sort  —  t sort,  555 
touch  —  update  last  modified  date  of  file,  541 
touch  mail  command,  300 

toupper  —  convert  character  to  upper-case,  System  V,  1 134 
toupper  —  convert  character  to  upper-case,  826 
tput  command,  542 

tputs  —  decode  padding  information,  1014 
tr  —  translate  characters,  544 
trace  command,  545 
trace  process  —  p trace,  726 


traffic  —  show  Ethernet  traffic,  547 

translate  —  input  and  output  files  for  system  message  transla¬ 
tion,  1363 

translate  characters —  tr,544 
transliterate  protocol  trace —  trpt,  1783 
trap  command,  459 
trek  —  Star  Trek  game,  1543 
trigonometric  functions,  1106 
acos,  1106 
asin,  1106 
atan,  1106 
atan2,  1106 
cos,  1106 
sin,  1106 
tan,  1106 

t  rof  f  —  typeset  documents,  548 
trof  f  utilities 

checknr  —  check  nroff/troff  files,  62 
col  —  filter  reverse  paper  motions,  77 
trof  f  utilities,  146 

soelim —  eliminate  .  so*s,  incorporate  sourced-in  files, 
469 

trpt  —  transliterate  protocol  trace,  1783 
true  —  provide  truth  values,  550 
truncate,  782 

trusted  hosts  list  —  hosts .  equiv,  1406, 1413 
t  search  — build  and  search  binary  tree,  1021 
t  set  —  set  terminal  characteristics,  551 
tsort  —  topological  sort,  555 
ttcompat  STREAMS  module,  1319 
tty 

I/O,  see  termio(4),  1305 
tty — get  terminal  name,  556 
tty  terminal  interface,  1323 
tty,  set  characteristics  —  stty,  480 
tty,  set  characteristics  —  t set,  551 
ttyname  —  find  terminal  name,  1024 
tty  slot  — get  utmp  slot  number,  1025 
tty  slot  — get  utmp  slot  number.  System  V,  1186 
ttytab  file,  1478 

tty  type  —  connected  terminal  types,  1479 

tunef  s  —  tune  file  system,  1784 

twalk  —  traverse  binary  tree,  1021 

type  command,  459 

type  mail  command,  298 

Type  mail  command,  299 

types  —  primitive  system  data  types,  1480 

typeset  documents —  t  rof  f,  548 

tzf  ile  file,  1483 

tzset  —  date  and  time  conversion,  824 

tzset  —  date  and  time  conversion.  System  V,  1132 

tz setup  command,  1785 

tzset  wall  —  date  and  time  conversion,  825 

tzsetwall  —  date  and  time  conversion.  System  V,  1133 

u 

u3b  —  machine  type  truth  value,  292 
u3bl5  —  machine  type  truth  value,  292 
u3b2  —  machine  type  truth  value,  292 


1850- 


Index  —  CorUinued 


u3b5  —  machine  type  truth  value,  292 

ualarm —  schedule  signal  in  microsecond  precision,  1026 

UDP  ioctl’s 

SIOCGHIWAT  —  get  high  water  mark,  1325 
S  lOCGLOWAT  —  get  low  water  mark,  1325 
SIOCSHIWAT  —  set  high  water  marl^  1325 
SIOCSLOWAT  —  set  low  water  mark,  1325 
udp  —  Internet  User  Datagram  Protocol,  1324  thru  1325 
ul  —  underline  text,  557 
ulimit  —  get  and  set  user  limits,  1027 
umask,  783 

umask  command,  108, 459 

umount  —  unmount  file  system,  1687 

unalias  command,  108 

uname  —  print  hostname,  558 

uname  —  get  system  name,  784 

un  compact  —  uncompress  files,  350 

uncompress  —  uncompress  files,  83 

unconfigure  command,  1786 

undelete  mail  command,  300 

underline  text —  ul,  557 

unexpand  —  spaces  to  tabs,  179 

unget  —  unget  SCCS  file,  559 

ungetc  —  push  character  back  to  stream,  1028 

unhash  command,  108 

unifdef  —  eliminate  # if def’s  from  C  input,  560 
uniq  —  remove  repeated  lines,  561 
unique  file  name 

create  —  mkten^,  929 
units  —  convert  units,  562 

unix2dos  —  convert  text  file  from  DOS  format  to  SunOS  for¬ 
mat,  563 

unlimit  command,  108 

unlink  —  remove  directory  entry,  785, 1659 

unload  command,  564 

unmap  memory  pages  —  mmap,  717 

unmount  —  demount  file  system,  786 

zero  —  source  of  zeroed  unnamed  memory,  1334 

unpack  —  unpack  files,  376 

unread  mail  command,  298 

unset  command,  108, 459 

unset  mail  command,  300 

unsetenv  command,  108 

until  command,  453 

update  —  update  super  block,  1788 

update  last  modified  date  of  file  —  touch,  541 

update  programs  —  make,  311  thru  324, 355  thru  36 1 

update  super  block —  sync,  502 

update  super  block  —  sync,  780 

updaters  file,  1484 

uptime  —  display  system  up  time,  566 

user 

display  effective  name  —  logname,  274, 598 
talk  to  another —  talk,  508 
write  to  another  —  write,  600 
user  ID 

chown  —  change  user  ID  of  file,  1595 
id  —  display  user  and  group  IDs,  230 
get,  691 


user  ID,  continued 

set  real  and  effective  —  setreuid,  755 
substitute —  su,485 
user  limits 

get —  ulimit,  1027 
set —  ulimit,  1027 
user  mask,  set —  umask,  783 
user  name,  get  —  cuser id,  829 
user  quotas 

edquota  —  edit  user  quotas,  1616 
quotacheck  —  check  quota  consistency,  1721 
quotaof  f  —  turn  file  system  quotas  off,  1722 
quotaon  —  turn  file  system  quotas  on,  1722 
repquota  —  summarize  quotas,  1729 
rquot ad  —  remote  quota  server,  1747 

users 

info  on  users —  finger,  186 
list  last  logins —  last,  248 
what  are  they  doing —  w,  588 
who  —  who  is  logged  in,  597 
write  to  all —  wall,  590 
users  —  display  users  on  system,  567 
usleep  —  suspend  execution  for  interval  in  microseconds,  1029 
utilities,  introduction,  3 
utime  —  set  file  times,  1030 
utimes  —  set  file  times,  787 
utmp  —  login  records,  1485 
uuclean  — clean  UUCP  spool  area,  1789 
UUCP  —  system  to  system  copy,  568 
UUCP  log —  uulog,  568 
uudecode  —  decode  binary  file,  570 
uuencode  —  encode  binary  file,  570 
uuencode  —  UUCP  encoded  file  format,  1487 
uulog  —  UUCP  log,  568 
uuname  —  UUCP  list  of  names,  568 
uusend  —  send  file  to  remote  host,  571 
uustat  command,  572 

uux  —  system  to  system  command  execution,  574 

V 

va_arg  —  next  argument  in  variable  list,  1032 
va_dcl  —  variable  argument  declarations,  1032 
va_end  —  finish  variable  argument  list,  1032 
va_list  — variable  argument  declarations,  1032 
va_start  —  initialize  varargs,  1032 
vacation  —  automatic  mail  replies,  576 
vadvise  —  advise  paging  system,  788 
val  —  validate  SCCS  file,  578 
validate  SCCS  file  —  val,  578 
valloc  —  allocate  aligned  memory,  926 
values  —  machine-dependent  values,  1031 
varargs  — variable  argument  list,  1032 
variable  argument  list,  —  varargs,  1032 
variable  substitution,  in  C  shell,  100 
variables 

in  Bourne  shell,  454, 455 
in  C  shell,  109 

environment  variables  in  mail 
vax  —  machine  type  truth  value,  292 
vc  command,  371 
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verbose  mail  variable,  303 
verbose  variable,  110 
verifier,  C  programs —  lint,  2dl 
verify  heap  —  malloc_verify,  926 
plot  graphics  on —  vplot,  584 
version  mail  command,  300 
version  of  file —  what,  592 
vf  ont  —  font  formats,  1488 
vf  ontinf  o  —  examine  font  files,  579 
vf  ork,  789 

vf  print  f  —  format  and  print  variable  argument  list,  1035 
vf  print  f  —  format  and  print  variable  argument  list.  System  V, 
1187 

vgrind  —  make  formatted  listings,  580 

vgrindef  s  —  vgrind  language  definitions,  1489 

vhangup,  790 

vi  —  visual  editor,  582 

vipw  —  edit  password  file,  1790 

virtual  —  virtual  address  space,  1261  thru  1262 

visual  editor —  vi,582 

visual  mail  command,  300 

VISUAL  mail  variable,  303 

vlimit  — control  consun^tion,  1034 

vmel6  —  VMEbus  16~bit  space,  1261  thru  1262 

vmel  6dl  6  —  VMEbus  address  space,  1261  thru  1262 

vmel6d32  — VMEbus  address  space,  1261  thru  1262 

vme24  —  VMEbus  24-bit  space,  1261  thru  1262 

vme24dl6  — VMEbus  address  space,  1261  thru  1262 

vme24d32  — VMEbus  address  space,  1261  thru  1262 

vme32dl6  — VMEbus  address  space,  1261  thru  1262 

vme32d32  — VMEbus  address  space,  1261  thru  1262 

vmstat  —  display  virtual  memory  statistics,  1791 

vp  —  Ikon  10071-5  Versatec  parallel  printer  interface,  1326 

vpc  — Systech  VPC-2200  Versatec/Centronics  interface,  1327 

vplot  —  plot  on  Versatec,  584 

vprint  f  —  format  and  print  variable  argument  list,  1035 
vprint  f  —  format  and  print  variable  argument  list.  System  V, 
1187 

vs  print  f  —  format  and  print  variable  argument  list,  1035 
vsprint f  —  format  and  print  variable  argument  list,  System  V, 
1187 

vswap  —  convert  foreign  font  files,  585 

vprint  f  —  log  message  with  variable  argument  list,  1036 

vtimes  — resource  use  information,  1037 

vt  rof  f  —  format  document  for  raster  printer,  586 

vwidth  —  make  font  width  table,  587 

w 

w  —  what  are  users  doing,  588 
wait,  791 

wait  command,  108, 459, 589 
waits,  791 
wait4,  791 

wall  —  write  to  all  users,  590 

wc  —  count  lines,  words,  characters  in  file,  591 

what  are  users  doing w,  588 

what  —  identify  file  version,  592 

what  is  —  describe  command,  593 


whereis  — find  program,  594 
which  —  find  program  file,  596 
while  command,  108, 453 
whi  le  —  repeat  commands  —  esh,  108 
who  —  who  is  logged  in,  597 

who  is  logged  in  on  local  network  —  ruser s,  430, 432 

whoami  —  display  effective  user  name,  598 

who  is  —  Internet  directory  service,  599 

win  —  Sun  window  system,  1328 

window  environment  —  sunview,  487 

window  management 

adjacent  screens  command,  20 
switcher  utility,  499 
window,  save  context  —  lock  screen,  269 
word 

get  from  stream  —  get  w,  861 
get  from  stream.  System  V  —  getw,  1162 
put  to  stream  —  putw,  949 
words  in  file,  count —  wc,  591 
working  directory 

cd  —  change  directory,  57 
change,  639 

display  name  of —  pwd,404 
get  pathname —  getwd,890 
worm — growing  worm  game,  1544 
worms  —  animate  worms  on  display,  1545 
write,  794 

write  —  write  to  another  user,  600 
write  EOF  mark  on  magnetic  tape  —  mt,  333 
write  formatted 

f  print f  —  convert  to  stream.  System  V,  1 168 
print  f  —  convert  to  stdout.  System  V,  1168 
sprintf  —  convert  to  string.  System  V,  1168 
write  gathered —  writev,794 
write  mail  command,  300 
write  to  all  users —  wall,  590 
write  to  all  users  on  network  —  rwall,  431 
write  to  stream  —  f write,  855 
wtmp  —  login  records,  1485 
wump  —  hunt  the  Wumpus  game,  1546 

X 

xargs  —  construct  and  use  initial  arguments  lists,  602 

xcrypt  ()  function,  1124 

xd — Xylogics  SMD  Disk  driver,  1329  thru  1330 

xdecryptO  function,  1124 

xdr  networking  functions,  1038 

xget  —  receive  secret  mail,  604 

xit  mail  command,  297 

xsend  —  send  secret  mail,  604 

xst  r  —  extract  strings  from  C  code,  605 

xt  — Xylogics  472  1/2-inch  tape  drive,  1331 

xtab  —  exported  file  system  table,  1389 

xtom — hexadecimal  string  to  multiple  precision,  932 

xy  —  Xylogics  SMD  Disk  driver,  1332  thru  1333 

Xylogics  472  1/2-inch  tape  drive  —  xt,  1331 

Xylogics  SMD  Disk  driver  —  xd,  1329  thru  1330, 1332  thru  1333 
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Y 

yO  — Bessel  function,  1084 
y  1  —  Bessel  function,  1084 
yacc  — parser  generator,  607 
YACC  language  tags  file  —  ctags,  1 15 
Yellow  Pages 

change  login  password  in  —  yppasswd,  61 1 
make  database  —  ypinit,  1793 
make  dbm  file  —  roakedbm,  1667 
print  values  from  database  —  ypcat,  609 
rebuild  database  —  ypmake,  1794 
Yellow  Pages  client  interface,  1044 
yes  — be  repetitively  affirmative,  608 
yn  — Bessel  function,  1084 
yp  0  function,  1125 

yp_all  —  Yellow  Pages  client  interface,  1044 
yp__bind  —  Yellow  Pages  client  interface,  1044 
yp_f  ir  St  —  Yellow  Pages  client  interface,  1044 
yp_get_def  ault_domain  —  Yellow  Pages  client  interface, 
1044 

yp_master  —  Yellow  Pages  client  interface,  1044 
yp_mat  ch  —  Yellow  Pages  client  mterface,  1044 
yp_next  —  Yellow  Pages  client  interface,  1044 
yp__order  —  Yellow  Pages  client  interface,  1044 
yp_unbind  —  Yellow  Pages  client  interface,  1044 
yp_update  ()  function,  1049 
ypcat  —  print  values  firom  YP  database,  609 
yperr__st  ring  —  Yellow  Pages  client  interface,  1044 
ypf  iles  —  Yellow  Pages  database  and  directory,  1491 
ypinit  —  make  Yellow  Pages  database,  1793 
ypmake  —  rebuild  Yellow  Pages  database,  1794 
ypmatch  —  match  YP  keys,  610 

yppasswd  —  update  YP  password  entry,  1126 
yppasswd  —  change  login  password  in  Yellow 
Pages,  611 

yppoll  —  Yellow  Pages  version  inquiry,  1796 
ypprot_err  —  Yellow  Pages  client  interface,  1044 
yppush  —  force  propagation  of  changed  Yellow  Pages  map, 
1797 

ypserv  —  Yellow  Pages  server  process,  1798 

ypset  —  direct  ypbind  to  a  server,  1800 

ypupdated  daemon,  1801 

ypwhich  —  who  is  Yellow  Pages  server,  612, 1802 

ypxf  r  —  move  remote  Yellow  Pages  map  to  local  host,  1803 

yppasswdd  —  Yellow  Pages  password  server,  1795 

z 

z  mail  command,  300 

zcat  —  extract  compressed  files,  83 

zdump  command,  1805 

zero  byte  strings  —  bzero,  819 

zic  command,  1806 

zs  —  zilog  8530  see  serial  communications  driver,  1335  thru 
1336 
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